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mitting the  report  of  the  commission  appointed  under  act  of 
March  3, 1873,  relative  to  the  causes  of 

F. 

Fees  of  customs  officers,  letter  from  Secretary  of  Treasury, 

transmitting  a  statement  of 

Fire,  security  of  public  buildings  against,  message  from  the 
President,  transmitting  report  of  the  comiuission  appointed 
to  examine  into  the  security  of,  in  the  city  of  Washington.. 
Fishery  Commission,  award  of  the  Halifax,  of  1877,  with  docu- 
ments and  proceedings  (3  volumes) 

Flushing  Bay,  New  York,  letter  from  the  Secretary  of  War, 

transmitting  report  relative  to  improvement  of 

Forage,  letter  from  the  Secretary  of  War,  recommending  an 
ametidment  of  the  statutes  in  relation  to  commutation  of. .. 

Fureigu  relations,  papers  relating  to 

Appendix,  containing  correspondence  rela* 
tive  to  the  improvement  of  commercial 
intercourse  between  the  United  States 
and  foreign  countries,  preceded  by  a  list 
of  papers  and  followed  by  an  index  of  per- 
sons and  subjects 

Foreign  countries,  report  upon  the  commercial  relations  of  the 

United  States  with,  for  the  year  1877 

Fi'^hery  Commission,  documents  and  proceedings  of  the  Hali- 
fax (3  vols.) 

Forestry,  message  from  the  President  of  the  United   States, 
transmitting  a  special  report  upon  the  subject  of,  by  the 
Commissioner  of  Agriculture 

Fort  &Ionroe,  Ya.,  letter  from  the  Secretary  of  War,  recom- 
mending appropriations  for  six  new  buildings  at 

Frauds  in  customs  revenue,  letter  from  the  Secretary  of  the 
Treasury,  transmitting  draught  of  a  bill  to  prevent 

Freedmen's  Hospital  and  Asylum,  report  upon  the  (vol.  1) 
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Subject. 


Fuel,  letter  from  the  Secretary  of  War,  recoDimendiDg  an 
amendment  of  the  statntes  in  relation  to  commutation  of 

G. 

Geological  and  geographical  surveys,  a  letter  from  the  Secre- 
tary of  the  Interior,  transmitting  a  report  of  Professor  Pow- 
ell in  regard  to,  in  response  to  a  resolution  of  the  House 

General  of  the  Army,report  of  the  (vol.  1) 

General  Land  Office,  letter  from  the  Secretary  of  the  Interior 
concerning  deficiency  for  contingent  expeuses  of  the 


Volume. 


H. 

Halifax  Commission,  1877,  award  of  the  Fishery  CommissioD, 
documents  and  proceedings  of,  under  the  treaty  of  Washing- 

ington  of  May  8, 1871,  in  three  volumes 

Harbor  at  Cincinnati,  letter  from  the  Secretary  of  War.  trans 
mitting  a  report  of  engiceer  conceruing  protection 

of,  from  ice 

Norfolk,  Hampton  River,  Pagan  Creek,  and  the 
Chickahominy  aud  Blackwater  Rivers  in  Virginia, 
letter  from  the  Secretary  of  War,  transmitting  re- 
port of  engineer  on  improvement  of 

Hampton  River,  letter  of  Secretary  of  War,  transmitting  re- 
ports of  engineer  upon  the  improvement  of 

Hayden,  Pro^ssor  F.  V.,  preliminary  report  of  the  field-work  of 
the  United  States  geological  and  geographical  survey  of  the 

Territories  by 

Hot  Springs  (Arkansas)  Commission,  report  of  the 

Hurtt,  Captain  F.  W.,  assistant  quartermaster,  testimony  and 
papers  in  case  of,  transmitted  by  Secretary  of  War 

I. 

* 

Illinois,  survey  of  lake-beds,  letter  from  Secretary  of  Interior 
in  response  to  a  resolution  of  the  House  in  refereuce  to  the 

survey  of , 

Indian  Afiaire,  report  of  the  Commissioner  of  (vol.  1) 

papers  accompanying 

report  of  the  Commissioner  of,  of  disbursements 
for  the  Indian  Department  for  year  ending 

June  30,  1877 

Indiana,  survey  of  lake-beds,  letter  from  Secretary  of  Interior 
in  response  to  a  resolution  of  the  House,  in  reference  to  the 

survey  of 

Indiana,  letter  from  the  Secretary  of  War,  in  response  to  a  reso- 
lution of  the  House  concerning  the  protection  of  the 

residents  of  Colorado  against  the 

letter  from  the  Secretary  of  the  Interior  relative  to 
land-entries  by,  in  Michigan,  and  certain  frauds 

practiced  upon 

Informers,  letter  from  the  Secretary  of  the  Treasury,  trans- 
mitting a  detailed  report  of  the  sums  allowed  as  compensa- 
tion to  officers  of  oastoms  and 

Insane,  Government  Hospital  for,  report  of  the  operations  of, 

by  the  board  of  visitors  (vol.  1) 

Inspectors  of  customs,  letter  from  the  Secretary  of  the  Treas- 
ury, transmitting  letter  from  Commissioner  of  Cnetoms  pro- 
posing an  alteration  of  certain  sections  of  the  Revised  Stat- 
utes fixing  the  compensation  of 

Interest  paid  to  national  banks,  letter  from  the  Secretary  of 
the  Treasury,  transmitting  a  statement  of  the  sums  paid  to.. 

Internal  Revenue,  Commissioner  of,  annual  report  of 

Interior  Department,  accountability  of   disbursing-clerk  of, 

letter  fronf  the  Secretary,  recommend- 
ing that  he  be  relieved 
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loterior  Departmentf  employda  who  have  served  in  the  mili- 
tary and  naval  service,  letter  from  the 

Secretary,  transmitting  a  list  of 

contingent  fund  of,  letter  from  the  Sec- 
retary of,  transmitting  detailed   ac- 

connt  of  expenditure  of 

Interior,  Secretary  of  the,  annual  report  of  the  (vol.  1) 

letter  from,  relating  to  land  entries  by  Indians  in  Michi- 
gan   

aonnal  report  of  the  Commissioner  of  the  General  Land  , 

Office  (vol.  1) 

papers  accompanying  the  above  report  (vol.  1) .... 

report  of  the  Commissioner  of  Indian  Affairs 

papers  accompanying  the  same  (vol.  1) 

report  of  the  commission  appointed  to  meet  the  Sioux  In- 
dian chief  Sitting-Bali,  with  a  view  to  avert  hostile 
incursions  into  the  territory  of  the  United  States 
from  the  Dominion  of  Canada  (vol.  1) 

report  of  the  Commissioner  of  Pensions 

report  of  the  field-work  of  the  United  States  geological 
and  geographical  snrvey  of  the  Territories  under 
Professor  Hayden  (vol.  1) 

report  on  the  geological  and  geographical  snrvey  of  the 
Rocky  Mountain  region  by  J.  \V.  Powell  (vol.  1) 

report  of  the  commission  appointed  under  act  of  March, 
1877,  regarding  the  Hot  Springs  reservation  in  the 
St-at>e  of  Arkansas  (vol.  1) - 

report  of  the  government  directors  of  the  Union  Pacific 
Railroad  (vol.  1) 

report  upon  the  Yellowstone  National  Park  (vol.  1 ) 

report  of  the  Columbia  Institution  for  the  Deaf  and  Dumb 
(vol.1) 

report  upon  Freedman's  Hospital  and  Asylum  (vol.  1) 

report  upon  the  Columbia  Hospital  for  Women  and  Lying-. 
in  Asylum  (vol.1) 

report  of  the  board  of  visitors  upon  the  operations  of  the 
Government  Hospital  for  the  Insane  (vol.  1) 

report  of  the  Architect  of  the  Capitol 

tabular  statements  of  the  disbursements  made  fVom  the 
appropriations  for  the  Indian  Department  for  the 
fiscal  year  ending  June  30, 1^^,  and  of  salaries  and 
incidental  expenses  paid  at  each  agency  in  the  In- 
dian service  during  said  period 

deficiency  for  the  contingent  expenses  of  the  General  Land 
Office,  letter  from  the  Secretary  of  the  Interior  con- 
ceruing ' 

contingent  fund  of  the  Interior  Department,  letter  from 
the  Secretary  of  the  Interior,  transmitting  detailed 
account  of  expenditures  of 

accountability  of  disbursing-clerk,  letter  from  the  Secre- 
tary of  the  Interior,  recommending  that  the  disburs- 
ing-clerk of  the  department  be  relieved  from  respon- 
sibility of  the  payment  of  certain  forged  vouchers.. 

adoption  of  the  metrical  system,  letter  from  the  Secretary, 
transmitting  report  concerniog 

Yellowstone  National  Park,  letter  from  the  Secretary  in 
regard  to  the  better  protection  of,  from  injury 

lands  granted  the  State  of  Michigan  for  railroad  pnrposos, 
Tetter  from  the  Secretary,  transmitting  information 
concerning 

geological  and  geographical  surveys,  letter  from  the  Sec- 
retary, transmitting  a  report  of  Professor  Powell  in 
regard  t  J  surveys,  in  response  to  a  resolntion  of  the 
House 

geological  and  geographical  surveys,  letter  from  the  Sec- 
tary, in  response  to  a  resolution  of  the  House,  trans- 
mitting a  report  of  Professor  Hayden 
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INDEX. 


Subject. 


iDterior,  Secretary  of  the,  survey  of  lake-beds  in  Indiana  and 

Illinois,  letter  from  the  Secretary 
in  response  to  a  resolution  of  the 

Honse,  in  reference  to  the 

employ 63  in  the  Interior  Department  who  have  served  in 
military  and  naval  service,  letter  from  the  Secre- 
tary, transmitting  a  list  of 

ravages  of  the  locnsts,  letter  from  the  Secretary,  transmit- 
ting a  report  from  the  commission  of  enton^ologists 

on  the,  in  Western  States  and  Territories 

Iron,  strel,  and  other  metals,  report  of  board  for  testing,  trans- 
mitted by  President 

Italy,  letter  from  the  Secretary  of  State,  transmitting  a  letter 
from  the  Italian  minister  concerning  the  marks  of 
respect  shown  to  the  memory  of  Victor  Emanuel  I, 
late  King  of 

J. 

Jetties,  Sonth  Pass,  Mississippi  River,  letter  from  the  Secre- 
tary of  War,  relative  to  report  of  M.  R.  Brown,  engineer,  re- 
latirg  to  the  work  on 

Joint  commission,  report  of  the,  created  to  direct  and  super- 
vise the  completion  of  the  Washington  Monnment 

Judge- Advocate-General,  report  of 

K. 

KnnBfls  Pacific  Railroad,  letter  from  the  Attorney-General  of 
the  United  States,  in  response  to  a  resolntion  of  the  House 
in  relation  to  suits  against  the 

Khedive  of  Egypt,  letter  from  the  Secretary  of  War,  concerning 
a  decoration  conferred  upon  Assistant  Surgeon  Wilson, United 
States  Army,  by  the 

King  Victor  Emanuel,  of  Italy,  letter  from  the  Secretary  of 
State,  transmitting  a  letter  from  the  Italian  minister  concern- 
ing the  marks  of  xespect  shown  to  the  memory  of 

L. 

Lake-beds,  survey  of,  in  Indiana  and  Illinois,  letter  from  the 
Secretary  of  the  Interior,  in  response  to  a  resolution  of  the 
Houbein  reference  to 

Lake  Michigan  and  Sturgeon  Bay  Ship  Canal,  letter  from  the 
Secretary  of  War,  transmitting  report  of  engineer  on  the 
improvement  of 

Land-grant  railroads,  letter  from  the  Secretary  of  War,  rela- 
tive to  a  decision  of  the  Supreme  Court  upon  the  matter  of 
payments  to 

Land  entries  by  Indians  in  Michigan,  letter  from  the  Secre- 
tary of  the  Interior,  relating  to 

Land  Office,  letter  from  the  Secretary  of  the  Interior, concerning 
deficiency  for  contingent  expenses  of  the  General  Land  Office. 

Land  Office,  report  of  the  Commissioner  of  the  General  Land 
Office  (vol.  1) -. 

Lauds  granted  to  the  State  of  Michigan  for  railroad  purposes, 
letter  from  the  Secretary  of  the  Interior,  transmitting  infor- 
mation concerning  lands  granted  to 

Leavenworth  military  prison,  report  concerning  (vol.  1; 

Legal-tender  notes,  letter  from  the  Secretary  of  the  Treasury, 
in  reference  to  sale  of  United  States  bonds  for  outstanding  .. 

Locnsts,  ravages  of,  letter  from  Secretary  of  Interior,  trans- 
mitting a  report  from  commission  of  entomologists  on  the  . .. 

Loss  of  the  steamer  Metropolis,  letter  from  the  Secretary  of 
the  Treasury,  transmitting  report  of  the  Life-Saving  Service 
in  reference  to 

Louisiana,  commission  scut  to,  by  the  President,  letter  from  the 
iseci'etary  of  State,  trausuiiiiing  correspondence,  Sro 
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IX 


Subject. 


M. 

Mill  steamship  service,  letter  from  the  Postm&ster-Qeneral, 
ID  eofnpU»aoe  with  the  resolatlon  of  the  Hoase,  transmittiD j; 

a  tabalar  statement  of  the  oceaDi  of  foreign  countries 

Mftila,  offer  for  carrying  land  and  water,  established,  &c 

McAJlistor,  dredge-boat,  letter  from  the  Secretary  of  War,  in 

relation  to 

Metrical  system,  letter  from  the  Secretary  of  the  Treasury, 

transmitting,  in  response  to  a  resolution 
of  the  Honse,  reports  concerning  adoption 

of  the,  of  weights  and  measures 

letter  from  the  Secretary  of  the  Interior  in 

regard  to  the  above 

letter  from  the  Secretary  of  War  in  regard  to 

the  above 

Metropolis,  loss  of  steamer,  letter  from  the  Secrets ry  of  the 
Treasary,  transmitting  report  of  the  Life-Saving  Service  in 

reference  to 

Michigan,  land  granted  to,  for  railroad  purpose.^,  lett'^r  from 
Secretary  of  Interior,  transmitting  information  con- 
cerning  

letter  from  Secretary  of  the  Interior,  relating  to 

land  entries  by  Indians  in  the  State  of 

Military  Academy,  report  of  visitors  to  (vol.  1) 

letter  from  the  Attorney-General,  in  re- 
sponse to  a  resolution  of  the  House  in 
reference  to  the  appointment  of  cadets  to 

the  Naval  and,  by  the  President 

Military  posts,  abondonment  of  certain,  letter  from  the  Secre- 
tary of  War  concerning 

Military  post,  site  for  in  Texas,  letter  from  the  Secretarj'  of 

War  relative  to  th )  donation  of  land  as  a 

Military  roads  in  Arizona,  letter  from  the  Secretary  of  War 

in  relation  to  certain 

Mint,  report  of  the  Director  of 

Mississippi  River,  jetties,  Sonth  Pass,  letter  from  Secretary  of 

War,  relative  to  the  report  of  M.  R.  Brown, 
engineer,  relating   to  the  work  of    Mr. 

Eads  at 

improvement  of  Southwest  Pass  of,  letter 
from  the  Secretary  of  War,  transmitting 
report  of  engineer  upon  the  improvement 

of 

South  Pass  of,  letter  from  the  Secretary  of 
War,  transmitting  a  report  upon  the  im- 
provement of 

reservoirs  to  improve  the  naviijration  of,  let- 
ter from  the  Secretary  of  War,  transmit- 
ting information  concerning  the  elTect  of. . 
improvement  of,  letter  from  the  Secretary 
of  War,  transmitting  report  of  Chief  of 

Engineers  upon  the  necessity  for 

Sonth  Puss  of,  report  of  the  engineer  on  the 

improvement  of 

Mississippi,  veto  of  the  bill  for  special  term  of  United  States 
court  in,  message  from  the  President  of  the  United  States 

assigning  reasons  for 

Missouri  River,  letter  from  the  Secretary  of  War,  transmitting 

report  of  Chief  of  Engineers  on  the  improvement  of 

Moline  Water-Power  Company,  letter  from  the  Secretary  of 
War,  transmitting  communication  from  the  i>re8ident  of,  of^ 
Moline,  111.,  with  a  reportof  the  Chief  of  Ordnance  thereou-T 
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N. 

National  banks,  letter  from  the  Secretary  of  TreaHory,  trans- 
mitting a  statement  of  the  sams  paid  for  interest  iii  coin  and 
cnrrency  upon  bonds  held  by 

Naval  Academy,  appointment  of  cadets  to,  letter  from  Attor- 
ney-General in  reference  to 

Navy  Department,  civil  employes  in,  letter  from  the  Secretary 
of  Navy,  transmitting  a  list  of  civil  employ<^s  in  that  depart-* 
ment  for  year  ending  December  31,1877 

Navy,  letter  from  the  Secretary  of  War,  iu  response  to  a  res- 
olntion  of  House,  transmitting  alibt  of  persons  iu  the  em- 
ploy of  that  department  who  have  rendered  service  in  the 
Aimy  or 

Navy,  Secretary  of,  annual  report  of  the 

transmits  list  of  civil  employes  ia  his  de- 
partment   

Navy,  State,  and  War  Department  buildings,  report  of  the 
engineer  upon  the  state  of  (vol.  1) 

New  Mexico  and  Colorado,  letter  from  the  Secretary  of  War, 
transmitting  reports  on  lines  of  communication  between  .... 

New  York,  letter  from  the  Secretary  of  War,  transmitting  report 
relative  to  improvement-  of  Fl  ushing  Bajr 

Norfolk  Harbor,  letter  from  the  Secretary  of  War,  transmitting 
a  report  of  en^riueers  upon  the  improvement  of 

O. 

Ocean  mail  steamship  service,  letter  from  the  Postmaster-Gen- 
eral, in  compliance  with  a  resolution  of  the  House,  trans- 
mitting a  tabular  statement  of,  of  foreign  countries 

Officers,  commutation  allowed  in  certain  cities,  letter  from  Sec- 
retary of  War,  transmitting  a  list  of,  who  received 

Ordnance,  Chief  of,  annual  report  of  (vol.  3) 

P. 

Pacific  Railroad,  Kansas,  letter  from  the  Attorney-General,  in 
response  to  a  resolution  of  the  House  in  relation  to  suits 

against  the • 

Pagan  Creek,  Virginia,  letter  from  Secretary  of  War,  trans- 
mitting reports  of  engineers  upon  the  improvement  of,  dec  .. 
Painting,  message  from  the  President,  informing  Cengress  that 
he  haid  delivered  to  Mrs.  Elizabeth  Thompson  a  copy  of  the 

Joint  resolution  accepting 

Pardons,  letter  from  the  Attorney-General,  in  response  to  a 
resolution  of  the  House,  transmitting  a  list  of,  by  the  Presi- 
dent between  March  4, 1877,  and  May  20,  1878 

Park,  Yellowstone  National,  letter  from  the  Secretary  of  the  In- 
terior in  regard  to  the  better  protection  of  the 

Patents,  annual  report  of  the  Commissioner  of 

Paymaster-General,  annual  report  (vol.  1) 

Payments  to  informers,  letter  from  the  Secretary  of  the  Treas- 
ury, transmitting  a  detailed  report  of  the  sums  allowed  as 

compensation  to  officers  of  customs 

Pensions,  annual  report  of  the  Commissioner  of  (vol.  1)  ...... 

Pennsylvania  avenue,  letter  from  the  President,  transmitting 

report  of  Commissioners  upon  the  repavement  of 

Postmaster-General,  report  of  the 

transmits   a    tabular    statement  of   the 
ocean  mail  steamship  service  of  foreign 

countries 

offer  for  carrying  mails,  land  and  water 

mails  established,  &o 

Powell,  J.  W.,  report  oft  the  geographical  and  geological  sur- 
vey of  the  Rocky  Mountain  region 

(vol.  1) 

on  the  arid  regions  of  the  United  St^ates.. 
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Pmideot  of  the  United  States,  transmits  annual  mesftage  and 

accompanying  documeotSy 
second  session,  F«>rty-fifth 
Congress 

transmits  papers  relating  to 
the  foreign  relations  of  the 
United  States,  preceded  by  a 
list  of  papers  and  followed 
by  an  index  of  persons  and 
subjects 

transmits  report  of  the  joint 
commissi^  n  created  to  direct 
and  supervise  the  completion 
of  the  Washington  Monu- 
ment  

transmits  report  of  the  commis- 
sion appointed  to  examine 
into  the  security  of  the  pub- 
lic buildings  in  the  city  of 
Washington  against  fire 

transmits  report  of  commis- 
sioners upon  the  repavement 
of  Pennsylvania  avenue 

transmits  a  special  report  npon 
the  subject  of  forestry,  by 
the  Commissioner  of  Agri- 
culture   

transmits  the  recent  correspon- 
dence between  the  Govern- 
ments of  Venezuela  and  the 
United  States,  in  relation  to 
the  Venezuelan  Mixed  Claims 
Commission,  in  answer  to  a 
resolution  of  the  House 

transmits  a  report  of  the  Attor- 
ney-Qeneral,  in  answer  to  a 
resolution  of  the  House,  upon 
the  operation  of  the  IJnion 
Pacific  Railroad  and  its 
branches 

transmits  report  of  the  com- 
mission appointed  under  the 
act  of  Congress  approved 
March  3, 1873,  relative  to  the 
causes  of  steam-boiler  explo- 
sions   

informs  Congress  that  he  has 
delivered  to  Mrs.  Elizabeth 
Thompson  a  copy  of  the  joint 
resolution  accepting  a  paint- 
ing tendered  by  her 

comtitunicates,  by  message,  his 
reasons  for  withholding  ap- 
proval of  the  bill  (H.  R.  1093) 
entitled  '*An  act  to  author- 
ize the  coinage  of  the  stand* 
ard  silver  dollar  and  to  re- 
store its  legal-tender  char- 
acter''   

communicates,  by  mesas ge,  his 
reasons  for  withholding  ap- 
proval of  the  bill  (H.  R.  3072) 
of  the  House  authorizing  a 
special  term  of  the  circuit 
court  of  the  United  States  for 
the  southern  district  of  Mis- 
sissippi   


10         1 


lU       10 


10       11 


10       24 


10       30 


10  I    32 


14       40 


14       47 


14       59 


14  '    62  ' 


XII 


INDEX. 


Subject. 


President  of  the  United  States,  transmits,  in  response  to  a  res- 
olution of  the  House,  a  re- 
port from  the  Secretary  of 
State  in  reference  to  the 
seizure  of  the  steamer  Vir- 
ginius 

transmits  the  documents  and 
proceedings  of  the  Halifax 
Commission,  1877  (Fishery 
Commission),  under  the 
treaty  of  Washington  of  May, 
1871,  in  thne  volumes 

transmits,  by  message,  a  oom- 
rounioatiou  from  the  Secre- 
tary of  State,  in  response  to  a 
resolution  of  the  House,  in 
relation  to  the  convention 
for  establishing  an  interna- 
tional bureau  of  weights  and 
measures 

transmits  letter  from  the  Attor- 
ney-Qeneral,  in  reference  to 
the  appointment  of  cadets 
to  the  Naval  aud  Military 
Academies  by 

transmits  letter  from  the  Sec- 
retary of  State,  transmitting 
correspondence,  ^c,  in  con- 
nection with  the  commission 
appointed  by  the.  to  visit 
Louisiana,  in  April,  1877 

transmits  report  of  the  board 
for  testing  iron,  steel,  and 

other  metals 

Public  buildings,  report  of  the  commission  appointed  to  exam- 
ine into  the  security  of  the  public  bnildiugs  in  the  city  of 
Washington  against  fire 

Q. 

Quartermaster-General,  report  of  (vol.  1) 

Quarters,  commutation  of,  letter  from  the  Secretary  of  War, 
recommending  an  amendment  of  the  statutes  in  relation  to.. 

R, 

Railroads,  land > grant,  letter  from  the  Secretary  of  War,  rela- 
tive to  a  decision  of  the  Supreme  Court  upon  the 

matter  of  payment  to 

lands  granted  the  State  of  Michigan  for,  letter  from 
the  Secretary  of  Interior,  transmitting  informa- 
tion concerniug 

Union  Pacific  and  its  branches,  message  from  the 
President,  in  answer  to  a  resolution  of  the  House, 
transmitting  a  report  of  the  Attorney-General 

upon  the  operation  of 

location  of  Southern  and  Texas  Pacific,  letter  from 
the  Secretary  of  War  concerniug  tiie,  through 
Fort  Yuma  reservation  and  across  the  Colorado 

River ^.... 

Reappropriations  for  1875  and  prior  years,  letter  from  the  Sec- 
retary of  the  Treasury,  transmitting  estimates  of 

Receipts,  decrease  of,  from  internal  revenue,  letter  from  Com- 

miBsioner  of  Inrorual  Revenue,  showing 

Receipts  and  expenditures,  an  account  of,  for  the  year  ending 
June  30, 1873 ... 


Volume. 


18,19,20 


17 


14 


17 
17 


2 

10 


10 


10 
14 
14 


I 


Part. 


14       72 


89 


96 


70 


97 

98 


10  '    10 


1 
17 


20 


17  1    77 


10       32 


33 
46 
&0 


14  I    35 


INDEX. 


XIII 


Sabject. 


Volame. 


Part. 


Beeeipts  and  expenditures,  An  acooant  of,  for  the  year  ending 

Jone  30,  1874 

Hepaira  on  the  Speiden  bnilding,  letter  from  the  Secretary  of 

WftT,  recommending  an  appropriation  for 

Sfpavement  of  Pennsylvania  avenue,  report  of  the  commia- 

sionen  npon  the 

E^wrroirB,  to  promote  the  navigation  of  the  MissiRsippi  River, 
letter  from  the  Secretary  of  War,  transmitting  information 

eooeeming  the  effect  of  .... : 

Rtvenae,  prevention  of  frauds  in  customs,  letter  from  the  Sec- 
retary of  the  Treasury,  transmitting  draught  of  a 

bill  to  prevent 

inveetigation  of  the  customs  service,  letter  from  the 
Secretary  of  the  Treasury,  trausmittiug  papers 

relative  to 

Roberts,  Marshall  C,  report  of  the  Quartermaster-Geueral,  rela- 
tive to  the  names,  ages,  &.o.,  of  the  steamships  purchased  of, 
and  owned  in  part  or  whole  by 


S. 

Saginaw  River,  proposed  bridge  over,  letter  from  the  Stiore- 

tary  of  War,  transmitting  report  relative  to 

Saint  Croix  River,  letter  from  the  Secretary  of  War,  trans- 
mitting report  npon 

Sale  of  Unit-ed  States  bonds  for  outetandiog  legal-tender  notes, 
letter  from  the  Secretary  of  the  Treasury,  in  response  to  reso- 
lution of  the  House  concernin|; 

Seamen,  certificates  of  citizenship  to,  during  year  ending  De- 
cember, 31,  1877,  letter  from  the  Secretary  of  State,  trans- 
mitting nnnaber  of 

Secarity  of  pnblio  buildings  against  fire  in  the  city  of  Wash- 
ington, report  of  commission 

Signal  Officer,  annual  report  of  Chief  (vol.  4) 

Siher  bill,  veto  of,  message  from  the  President,  assigning  rea  • 

sons  for  withholding  his  signature  to  (H.  R.  1093) 

Sitting  Bnllf   report  of  the  commission  appointed  to  visit 

(TOLI) 

Soldiers'  Home,  report  of  the  board  of  commissioners  (vol.  1).. 
Sonth  Pass  of  the  Mississippi  River,  improvement  of,  report 

of  engineer  (vol.  1) 

letter  from  the  Secretary  of  War  on  above 

Southwest  Pass  of  the  Mississippi  River,  letter  from  the  Secre- 

^  tary  oi  War  on  the  improvement  of 

Southern  Pacific  Railroad,  location  of,  letter  from  the  Secretary 

of  War 

Speiden  bnildiog,  repairs  of 

State,  War,  and  Navy  Department  building,  report  of  engineers 

on(voL  1) 

State  Department,  expenditure  of  the,  letter  from  the  Secre- 
tary, transmitting  statement  of 

State,  Secretary  of,  transmits  statement  of  expenditures  in  his 

department 

transmits  abstract  of  returns  made  by  the 
collector  of  customs  of  the  number  of 
seamen  having  received  certificates  of 

citissensfaip  during  1877 

transmits  letter  from  the  Italian  minister, 
concerning  marks  of  respect  shown  the 
memory  of  Victor  Emanuel  I,  late  King 

of  Italy 

transmits  correspondence,  &c.,  in  connec- 
tion with  the  commission  appointed  by 
the  President  to  visit  Louisiana  in  April, 

1877 

Steam-boiler  explosions,  report  of  commission 
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INDEX. 


Babject. 


Steamer  Virginias,  message  from  the  President,  transmitting  a  ! 
report  from  the  Secretary  of  State  in  reference  to  seizaie  of  ^ 
the 

Soits  against  the  Kansas  Pacific  Railroad,  letter  from  the  Attor-  ' 
uey-6eneral  of  the  United  States,  in  relation  to • 

Sorgeon-General,  annual  report  of  the,  for  the  year  ending  • 
June30,  1877  (vol.  1) 

Surgeon  at  West  Point,  New  York,  letter  from  the  Secretary  i 
of  War,  transmitting  leport  of | 

Surveys,  geological  and  geo^^phical,  letter  from  the  Secre- 
tary of  the  Interior,  transmitting  report  of  Professor  Hayden 


upon 


Surveys  of  lake-beds  in  Indiana  and  Illinois,  letter  from  the 
Secretary  of  the  Interior  in  reference  to 

Surveys  by  the  War  Department  for  the  last  ten  years,  letter 
from  the  Secretary  of  War  relating  to 


T. 

• 
Territories,  preliminary  report  of  the  field-work  of  the  U  nited 
States  Geological  and  Geographical  Survey  of  the  (vol  1)  ... 
Texas,  letter  from  the  Secretary  of  War,  transmitting  report 
of  Colonel  Hatch  on  the  subject  of  El  Paso  troubles 

in 

letter  from  the  Secretary  of  War,  transmitting  reports 
of  the  commission  appointed  to  investigate  the  £1 

Paso  troubles  in «. 

Texas  Pacific  and  Southern  Pacific  Railroad,  letter  from  the 
Secretary  of  War,  concerning  ihe  location  of,  through  Fort 

Yuma  reservation  and  across  the  Colorado  River 

Texas,  site  for  a  military  post  in,  letter  from  the  Secretary  of 

War,  relative  to  the  donation  of  lands  for 

Thompson,  Mrs.  Elizabeth,  letter  from  the  President,  in- 
forming Congress  that  he  had  delivered  a  copy  of  a  joint 
resolution  of  Congress  accepting  a  painting  tendered  by  her 

to 

Treasurer  of  the  United  States,  annual  report  of,  for  year  end- 
ing June  30,1877 

Treasury,  Secretary  of,  annual  report  of,  on  the  state  of  the 

finances 

Papers  accompanying  the  above : 

Report  of  the  Commissioner  of  Internal  Revenue 

Report  of  the  Comptroller  of  the  Currency 

Report  of  the  Director  of  the  Mint 

Report  of  the  First  Comptroller ; 

Report  of  the  First  Auditor 

Report  of  the  Treasurer  of  the  United  States 

Report  of  the  Superintendent  of  the  Coast  Survey 

Report  of  the  Commissioner  of  Customs 

Report  of  the  Commissioner  of  Indian  Affairs 

Report  of  the  Register  of  the  Treasury 

Treasury,  Secretary  of,  transmits  estimates  of  apppropriations 

for  fiscal  year  ending  Jnne  30, 1879.. . 
transmits  a, statement  in  reference  to 
the  interest  of    the  government  in 

the  Dismal  Swamp  Canal 

transmits  papers  relative  to  the  investi- 
gation of  the  customs  service 

transmits  report  of  the  sums  allowed  as 
compensation  to  officers  of  customs 
and  informers  for  fiscal  year  ending 

June  30, 1877 

transmits  estimates  of  appropriations 
for  payment  of  claims  due  prior  to 

July  1,  1875 

transmits  list  of  claims  allowed  under 
theactof  July  4, 1864 
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14 
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17  1    76  > 
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XV 


Sabjeot. 


TRtforjj  Secretary  of,  traDBmito  answer  to  reeolntion  of  the 

Honse,  with  statement  of  the  snms 
paid  for  interest,  in  coin  and  carrency, 
upon  bonds  held  by  national  banks.. 

transmits  an  account  of  the  receipts 
and  ezpenditnres  for  the  year  ending 
June  30, 1873 

transmits  a  copy  of  a  letter  from  the 
Commissioner  of  Castoms,  relative  to 
the  compensation  of  inspectors  of 
customs 

transmits  an  account  of  the  receipts 
and  expenditures  for  the  year  ending 
June  30, 1874 

transmits  estimates  of  deficiencies  in 
appropriations  for  the  year  1878  and 
prior  years 

transmits  estimates  of  amounts  to  be 
reappropriated  for  the  year  1875,  and 
for  prior  years 

transmits  a  communication  from  the 
Commissioner  of  Internal  Revenue, 
showing  a  decrease  of  receipts  for 
the  current  fiscal  year 

transmits  report  of  the  Life-Saving 
Service,  relative  to  the  loss  of  the 
Steamer  Metropolis 

transmits  answer  to  a  resolution  of 
the  House  in  reference  to  the  sale  of 
United  States  bonds  for  outstanding 
legal-tender  notes 

transmits  a  statement  of  emoluments 
and  fees  of  customs  ofiQcers 

communicates,  in  response  to  the  reso- 
lution of  the  House  relative  to  the 
adoption  of  the  metrical  system,  and 
transmits  certain  reports  in  reference 
thereto 

communicates,  in  response  to  a  resolu- 
tion of  the  Honse,  relative  to  duties 
on  foreign  imports 

transmits  draught  of  a  bill  to  prevent 
frauds  in  customs  revenues 

transmits  annual  report  of  the  Chief  of 
Bureau  of  Statistics 

U. 

I'uioD  Pacific  Railroad,  message  from  the  President,  transmit- 
ting, in  answer  to  a  resolution  of  the 
Honse,  a  report  of  the  Attomey-Qen- 

eral  npon  the  operation  of  the 

report  of  the  government  directors  of 
the,  for  the  year  ending  Jane  30, 

1877,  (vol.  1) 

<  iited  States  troops,  communication  from  the  Secretary  of 
War,  showing  the  distribution  of 1.... 

V. 

^^n^znelan  Mixed  Claims  Commission,  message  from  the  Pres- 
ident, iQ  answer  to  a  resolution  of  the  House,  transmitting 
tbe  recent  correspondence  between  the  Governments  of  Yen- 

^'ttelaandthe  United  States  in  relation  to  the 

etoof  the  silver  bill,  message  of  the  President,  with  his  rea- 
lms for  withholding  his  approval  of  the  silver  bill  (H.  R. 


Volume. 

No.    Pan 
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34 
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15 
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XVI 


INDEX. 


Subject. 


Volume.     No.    Part. 


Veto  of  tbe  bill  for  special  term  of  Uoited  States  court  in  Mis- 
sissippi. Message  from  tbe  PresideDt,  assiguing  bis  reasons 
for  witbbolding  bis  approval  of  said  bill  (H.  R.  3072) 

Virgin inti,  steamer,  message  from  the  Presidentyt  ransmittlngy 
in  compliance  witb  a  resolution  of  the  House,  a  report  from 
tbe  Secietary  of  State  iu  reference  to  tbe  seizure  of 

W. 

War  Department,  surveys  by  tbe,  letter  from  the  Secretary  of 

War,  in  response  to  a  resolution  of  the 
House,  relating  to  surveys  conducted  by, 

for  the  last  ten  years 

list  of  clerks  in  the,  letter  from  the  Secre- 
tary of  War,  transmitting 

War  Department  building,  report  of  the  engineers  in  charge  of. 

War,  Secretary  of,  annual  report  of  (vol.  1) 

Papers  accompanying  the  above : 

Report  of  the  Qeneral  of  the  Army 

Report  of  the  Judge- Ad  vooate-Geueral 

Report  of  the  Quartermaster-Qeueral 

Report  of  the  Commissary-General  of  Subsistence 

Report,  of  tbe  Surgeon-General 

Report  of  the  Paymaster-General 

Report  of  tbe  Board  of  Visitors  to  the  United  States  Mili- 
tary Academy 

Report  of  the  Board  of  Commissioners  of  the  Soldiera' 

Home 

Report  on  tbe  State,  War,  and  Navy  Department  buildings. 
Reports  npon  tbe  improvement  of  the  South  Pass  of  the 

Mississippi  River 

Report  concerning  Leavenworth  military  prison 

Rejjort  <  f  tbe  ireedmen's  branch  of  the  Adjutant-General's 

Office 

Report  of   tbe  Chief  of  Engineers  (volame  2,  parts  1 

and  2) 

Report  of  tbe  Chief  of  Ordnance  (volume  3) 

Report  of  the  Chief  Signal  Officer  (volume  4) 

War,  Secretary  of,  transmits  reports  of  chiefs  of  bureaus  upon 

the  adoption  of  tbe  metrical  system,  in  re- 
sponse to  a  resolution  of  tbe  House 

transmits  report  of  the  Adjutant-General  in 

the  case  of  George  A.  Armes 

comninuicates  relative  to  tbe  donation  of 
land   as  a  site  for   a   milit<ary  post  in 

Texas 

couimnnicates,  recommending  an  appropri- 
ation to  repair  the  Speiden  building 

transmits  list  of  clerks  in  tbe  War  Depart- 
ment  

communicates,  recommending  an  amend- 
ment of  the  statutes  in  relation  to  commu- 
tation of  quarters,  fuel,  and  forage 

transmits  estimates  of  appropriations  for 
certain  deficiencies  in  the  appropriations 

for  the  Army 

communicates  relative  to  a  decision  of  the 
Supreme  Court  upon  the  matter  of  pay- 
ments to  land  grant  railroads 

communicates  relative  to  certain  military 

roads  in  Arizona | 

transmits  report  of  Chief  of  Engineers  upon  * 
the  necessity  for  tbe  improvement  of  ; 
the  Mississippi,  Missouri,  and  Arkansas  j 
Rivers i 
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XVII 


Subject. 


Wtf,  Secretary  of,  commanicates  oonceniiDg  a  decoration  con- 
ferred upon  Assistant  Surgeon  Wilson, 
United  States  Army,  by  the  Khedive  ot 
Egypt 

transmits  the  report  of  the  surgeon  at 
West  Point,N.  Y 

communicatee  concerning  the  location  of 
the  Southern  Pacific  and  Texas  Pacific 
Railroads  through  Fort  Yuma  reserva- 
tion and  across  the  Colorado  River 

communicates  relative  to  the  report  of  M. 
R.  Brown,  captain  of  engineers,  relative 
to  the  work  of  Mr.  Eads  at  South  Pass, 
Mississippi  River 

transmits  report  of  the  engineer  concerning 
the  beet  method  of  protecting  the  harbor 
of  Cincinnati  from  ice 

communicates,  recommending  an  appropri- 
ation for  six  new  buildings  at  Fort  Mon- 
roe, Virginia 

transmits  report  of  the  engineer  on  the  im- 
provements of  Sturgeon  Bay  and  Lake 
Michigan  Ship  Canafand  Harbor 

transmits  a  list  of  officers  who  received 
commutation,  fuel,  forage,  and  quarters 
in  certain  cities 

transmits  information  concerning  the  effect 
of  reservoirs  upon  the  navigation  of  the 
Mississippi  River 

transmits  a  report  upon  the  improvement 
of  the  South  Pass  of  the  Mississippi  River. 

transmits  report  upon  Saint  Croix  River 

communicates,  showing  the  distribution  of 
United  States  troops 

transmits  report  of  engineer  upon  the  im- 
provement of  the  "  Gut ''  opposite  Bath, 
Me 

transmits  report  of  engineer  upon  bridging 
the  Saginaw  River,  at  East  Saginaw, 
Mich  .:, ....... 

transmits  report  of  eneineor  upon  the  im- 
provement of  Norfolk  Harbor,  Hampton 
Kiver,  Pagan  Creek,  and  the  Chicka- 
homony  and  Blackwater  Rivers,  in  Vir- 
ginia   

transmits  report  of  engineer  upon  the  im- 

£rovement  of  the  Southwest  Pass  of  the 
[ississippi  River 

transmits  reports  on  lines  of  communication 
between  Colorado  and  New  Mexico 

communicates  in  relation  to  the  disappear- 
ance of  the  United  States  dredge-boat 
McAlister 

transmits  report  relative  to  the  improve- 
ment of  Flushing  Bay,  New  York 

communicates  concerning  the  abandonment 
of  certain  military  posts 

transmits  report  of^  Colonel  Hatch  on  the 
subject  of  the  El  Paso  troubles 

transmits  testimony  and  papers  in  case  of 
Captain  F.  W.  Hurtt,  assistant  quarter- 
master  

transmits  communications  from  the  presi- 
dent of  the  Moline  Water  Power  Com- 
Sany,  of  Moline,  111.,  with  report  of  the 
hief  of  Ordnance  thereon 
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10 
10 

10 


14 

14 
14 

14 
14 
14 
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INDEX. 


Sabject. 


War,  Secretary  of,  communicates,  in  response  to  a  resolution 

of  the  House,  giving  information  concern- 
ing the  surveys  conducted  by  the  depart- 
ment in  the  last  ten  years 

communicates,  in  response  to  a  resolution 
of  the  House,  concerning  the  protection 
of   the   residents  of  Western  Colorado 

against  the  Indians 

transmits  report  of  the  Quartermaster-Gen- 
eral relative  to  the  names,  ages,  &g,,  of 
the  steamships  purchased  of  and  owned, 
in  part  or  whole,  by  Marshall  O.  Roberts, 

of  New  York 

transmits  report  of  commission  on  £1  Paso 

troubles  in  Texas 

transmits  a  list  of  persons  in  the  employ  of 
the  departments  who  have  rendered  serv- 
ice in  the  Army  or  Navy  of  the  United 

States 

transmits  report  of  survey  of  Connecticut 

River 

Weights  and  measures,  international  bureau  of,  message  from 
the  President,  transmitting  a  communication  from  the  Sec- 
retary of  State  in  relation  to  the  convention  for  re-estab- 
lishing  ■ 

West  Point,  N.  Y.,  sanitary  report  of  surgeon  at,  transmitted 

by  the  Secretary  of  War 

Wilson,  W.  J.,  assistant  surgeon  United  States  Army,  letter 
from  the  Secretary  of  War,  concerning  a  decoration  conferred 
upon,  by  the  Khedive  of  Egypt 

Y. 

Yellowstone  National  Park,  letter  from  the  Secretary  of  the 

Interior  in  regard  to  the  better 

protection  of,  from  iig  ury , 

report  on  the  (vol.  1) 
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APPENDIX  X. 


ANNUAL  REPORT  OF  MAJOR  P.  U.  FARQUHAR,  CORPS 
OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE 
30,  1877. 

(Letter  of  transmittal  under  Appendix  Q.) 


Xx, 

IMPROVEMENT  OF  DULUTH  HARBOR,  MINNESOTA. 

Three  bnudred  and  ten  and  a  half  cords  of  stone  were  placed  as  an 
enrockment  along  the  channel-face  of  the  north  pier,  where  it  had  been 
onderuiined  by  the  current.  Since  then  no  farther  settlement  has  been 
observed.  The  pier  was  not  repaired,  as  it  was  deemed  better  to  wait 
for  a  year  to  see  whether  any  further  settlement  would  take  place.  As 
it  was  in  September  before  the  work  could  commence,  there  was  no 
time  to  advertise  for  proposals  for  furnishing  stone,  so  that  it  was  pnr- 
chased  in  open  market  at  the  low  rate  of  $4.90  per  cord,  delivered  and 
put  in  place.  Of  the  amount  allotted  last  September  for  the  repairs  of 
the  north  pier,  there  remains  $3,850,  whicb  it  is  proposed  to  hold  in 
reserve  for  that  purpose.  « 

Of  the  appropriation  made  by  act  approved  March  3,  1875,  which  is 
only  applicable  for  dredging  in  the  inside  harbor,  there  remains  $3,868.34, 
with  which,  and  the  $9,000  available  from  the  appropriation  made  by 
act  approved  August  14, 1876,  it  is  proposed  to  continue  the  dredging 
in  the  inside  harbor,  and  in  dredging  a  channel  through  the  bar  formed 
on  the  north  side  and  opposite  to  the  cut  in  tbe  dike — this  latter  re- 
quiring about  3,300  cubic  yards  to  be  dredged.  Proposals  have  been 
received  and  a  contract  awarded  for  this  work  to  Messrs.  Williams  & 
Cpham.  It  is  hoped  that  for  the  amount  availablcFabout  60,000  cubic 
yards  can  be  dredged  from  tbe  inside  harbor  in  continuation  of  former 
dredging. 

The  original  estimate  for  dredging  over  the  inside  harbor  was  $260,- 
739.25.  There  has  been  appropriated  or  allotted  for  this  dredging 
955,446.07,  leaving  $214,293.18  still  to  be  appropriated.  If  this  work  is* 
to  be  continued,  I  think  that  at  least  $50,000  should  be  appropriated 
annually,  so  that  it  could  give  work  for  at  least  two  dredges. 

Delia  th  is  in  tbe  colleotton-diBtrict  of  Dalnth. 

The  total  amoaat  of  the  datiett  coUecbed  iu  the  diAtriot  of  Dalath  dariug  the  year 
vas|5GS.71. 
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Money  statement 

July  1,  1876,  amount  available |4,317  06 

Amount  appropriated  by  act  approved  August  14,  1876 15,000  00 

119,317  06 

July  1, 1877,  amount  expeuded  during  fiscal  year 2, 601  35 

July  1, 1877,  outstanding  liabilities 32  12 

2,633  47 

July  1, 1877,  amount  available 16,683  59 

Amount  (estiukikted)  required  for  completioQ  of  ezistrag  project ...» 214, 293   18 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 

1879 50,000  00 


Ab8tra(a  of  appropriations  made  for  the  harbor  of  Duhtiht  and  how  expended  or  to  be  expended 


ConBtrnction  of 
breakwater. 

Repairs  of  piers 

DredfEing   in- 
side harbor. 

Total. 

Appropriation  approved  March  3, 1671. .. 

160,000  00 
50,000  00 

160.000  00 

Appropriation  approved  June  ID,  1872  .. 
Allotted   from   appropriation   approved 

March  3,187a 
ADprooriation  aimroved  Jane  23. 1874 .... 

50.000  00 

139,723  59 
1,879  54 

13.325  61 

8, 120  46 

35.000  00 

9,000  00 

36,049  SO 
10  000  00 

« 

Appropriation  approved  March  3,  1875. .. 

35,000  00 
15  OOO  00 

Appropriation  approved  Aagnst  14, 1876. 

6,  MO  00 

Totals 

uo.ooo  oe 

1 

40,603  13 

55,446  07 

206,049  SO 

Original  estimate  for  dredging  inside  harbor $269, 739  25 

Remaining  to  be  appropriated 214,293  18 

Abstraoi  of  proposals  for  dredging  the  inside  harbor  of  Duluthj  Minnesota,  opened  June  29, 
1877,  by  Major  F,  U,  Farquhar^  Corps  of  Engineers,  U.  S,  A. 


Name  and  reeidence  of  bidders. 


For  dredging. 


William  S.  Carkin,  Chicago,  111 22   cents  per  cobic  yard 

Williams  6c  Upbam,  Houghton,  Mich 14{  cents  per  cubic  yard 

Lnciau  Moses,  Skaneateles,  K.  T 17   cents  i>er  oobie  yard 

Chicago  Dredgiug  and  Dock  Company,  Chicago^ 111 .  19^  oents  pes  oobio  yard 


Contract  awarded. 


Arrivals  of  vessels  at  and  departure  cf  vessels  from  the  port  of  Duluth,  Minnesota,  during 

the  year  l&76^ 


ARRIVALS. 


American  vessels  from  American  ports... 

Foreign  vessels  from  foreign  ports 

American  vessels  from  foreign  ports..... 


ToUl 


DXPARTURBS. 

American  vessels  from  American  ports. 

Foreign  vessels  from  foreign  ports 

American  vesseli  from  foreign  porta 


Total. 


9 

1 


15 
29 


44 


15 
29 


44 


I 


132 

98 

3 


233 


118 
78 
IC 


212 


I 

i 


88 
5 
2 


35 


88 
5 
8 


I 


116,384 

50,481 

390 


167,255 


114, 100 

50,280 

2.180 


35   166,560 


S 


3,757 

8,736 

36 


6.529 


3,610 

2,737 

188 


6,535 
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offreiglU  rtoeivedand  skipped  from  the  port  of  Duluth,  Minn,,during  the  year  1876. 

RECEIVED. 

Ponndfl. 

Merebandise 20,739,136 

Salt 32,736  barrels  =      9,821,000 

Coal 46,950,000 

Total 77,510,136 

SHIPPED. 

Pounds. 

Merchandise 38,817,390 

Hour 354,423  barrels  =    70,884,600 

Wheat * 82,974,060 

Total 192,676,050 


X2. 

IMPROVEMENT  OF  NATURAL  ENTRANCE  TO  THE  BAY  OF  SUPERIOR. 

The  inner  end  of  the  Minaesota  pier  was  repaired.  Gareful  souDd- 
in?8  io  the  entrance  were  made  which  showed  that  no  shoaling  had 
taken  place. 

The  winds  have  cat  down  Minnesota  Point  at  a  place  about  2  miles 
from  the  natural  entrance,  and  already,  during  the  prevalence  of  north- 
easterly storms,  the  waters  of  the  lake  have  broken  over  the  point  and 
ran  into  the  bay.  It  is  proposed  to  protect  this  place  with  a  brush  and 
stone  protection,  at  a  cost  of  about  $1,000.  The  amount  of  work  is  so 
small  that  it  will  be  prosecuted  with  hired  labor. 

The  piers  are  in  fair  condition,  but  the  wood  superstructure  put  in 
place  in  1868  shows  in  some  places  signs  of  decay,  and  before  long  must 
be  renewed.  This  renewal  can  be  made  gradually.  After  the  above 
brash  protection  is  finished  there  will  be  about  $1,500  still  available  for 
repairs  and  contingencies.  I  would  recommend  that  an  appropriation 
of  $7,000  be  asked  for,  to  be  used  in  repairs  that  may  become  necessary 
from  damages  from  storms,  or  for  the  renewal,  of  such  parts  of  the 
Hoperstructure  as  may  be  decayed.  ^ 

At  present  there  is  no  commerce  at  this  port. 

Saperior  City  is  in  the  oollection-district  of  MackiDac. 

Money  statement 

July  1, 1876,  amoant  available $89  46 

AmouDt  appropriated  by  act  approved  Aaf^ost  14,  1876 3,  000  00 

3,089  46 
July  1, 1877,  amoant  expended  daring  fiscal  year 589  46 

Jaly  1,  1877,  amonnt  available 2,500  00 

Amoant  (estimated)  reqaired  for  repairs  of  existing  works 7, 000  00 

Amoant  that  can  be  profitably  expended  id  fiscal  year  ending  Jane  30, 1879. .    7, 000  00 
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Abstract  of  appropriaiiona  nuidefor  the  improving  of  Superior  Harhor^  Wi»wn9int  ahowing 

how  expended  or  to  he  expended. 


Appropriations. 


Cons  traction 
and  repairs 
of  piers. 


By  act  approred  March  3, 1867 

Allotted  from  act  approved  April  10,1689 

A  lotted  from  act  approved  Jaly  7, 1670. 

A  lotted  from  act  approved  Maroh  3,  1871 

A  lotteilfrom  act  approved  Jane  10, 1873 

Allotted  fh>m  act  approved  Maroh  3,  1873 

Allotted  fk^m  appropriation  "ropairs  of  harbors  on  the  North* 

ern  Lakes,"  expended  in  protecting  beach 

By  act  approved  Aagnst  14, 1876 


163.000  00 
45,000  00 
40,000  00 
60,000  00 
50,000  00 
41.339  64 

*5, 433  00 
*3,000  00 


.•^07^755  64 


Dredging. 


182,698  16 


9S,eS8  16 


TotaL 


163,000  00 
4^000  00 
40,000  00 
60.000  00 
50,000  00 
63,950  80 

5.433  00 
3,000  00 


330,383  80 


Oripnal  estimate  for  oonstrnction  of  piers $309,716  00 

Original  estimate  for  dredging 93,000  00 

Total 334,716  00 


Used  for  repairs  and  beach  protections,  and  not  Inoladed  in  original  estimates. 


APPENDIX  Y. 


AXNCTAL  REPORT  OF  MAJOR  HENRY  M.  ROBERT,  CORPS 
OF  ENGlNEEEfcS,  FOR  THE  FISCAL  YEAR  EIS DING  JUNE 
30,  1877. 

Unitkd  States  Engineer  Office, 

Miliffaukeey  Wis.,  July  13,  1877. 

SiB:  Herewith  I  have  the  honor  to  trausmit  my  an  Dual  report  of 
operations  at  the  several  works  in  my  charge  during  the  fiscal  year  end- 
ing June  30, 1877. 

Very  respectfully,  your  obedient  servant, 

Henbt  M.  Robert, 

Major  of  Engineers^ 
Bt\q.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  V.  S.  A, 


Y  I, 

ONTONAGON  HARBOR,  MICHIGAN. 

This  work  was  commenced  in  1867. 

The  estimated  cost  of  oompletiDg  the  improvement  (coDsistingof  two  piers, 

each  about  2,500  feet  long,  and  dredging  between  them)  was $363, 770 

Appropriated  since 170,600 

Leaving  still  to  he  appropriated... 193,170 

Amoant  required  for  the  dscal  year  1878-79 30,000 

The  piers  which  have  been  built  comprise  aboat  1,300  feet  of  the 
2,500  originally  planned. 

The  operations  at  this  harbor  during  the  last  fiscal  year  have  com- 
prised the  completion  of  work  under  the  contract  of  June  1, 1875,  with 
Messrs.  Ames  &  Emery,  which  was  nearly  completed  when  the  last 
anonal  re{)ort  was  rendered.  The  following  list  shows  in  detail  the 
amoaat  of  materials  received  from  them  during  the  year  for  riprapping, 
filling,  leveling  up,  and  putting  on  one  coarse  of  superstructure  over 
cribs  13  to  17,  inclusive,  west  pier,  and  small  repairs  to  the  old  work. 

Superstructure  over  the  ten  cribs  sunk  in  1875-'76  is  now  being  con- 
stracted  under  a  coutract,  signed  June  18,  with  Hiram  J.  Lutes,  of  On- 
tonagon, Mich.  This  work,  it  is  expected,  will  be  finished  about  October  1. 

The  recommendations  heretofore  made  with  regard  to  the  prosecution 
of  this  work  with  liberal  appropriations  are  renewed.  The  importance 
of  the  harbor  consists  in  its  position  and  availability  as  a  harbor  of  ref- 
uge, the  only  one  on  a  course  of  some  85  miles  which  can  be  entered 
during  severe  storms. 

With  the  sum  asked  for  187S-79  the  piers  will  be  extended  by  crib- 
work.  * 
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Liai  of  tnaterials  used  under  contract  with  Ames  4'  Emery,  dated  June  1,  1675,  from  July  1, 

1876,  to  the  dose  of  thai  working  season. 


Articles 

■ 

Qaantities. 

Price. 

Amount 

Pine  timber,  ftramed 

Drift-bolts 

Sorew-bolts 

cable  feet.. 

ponnds  . 

do 

1,158 
l,7ia96 
36.60 
107.  »65 
5.35 

$0  34 

10  00 
3  50 

1277  93 

77  35 

8  20 

Stone 

cords. . 

1,079  65 
18  37 

Broah  

do.... 

Total 

1  455  49 

This  material  was  used  as  follows : 

Riprap  on  west  side  of  oribs  1,  %  3,  east  pier $159  55 

Riprap  od  east  side  of  crib  7,  west  pier 85  43 

Riprap  to  pile  revetment,  west  pier 20  00 

Superstmoture  of  piling,  west  pier 5  23 

Superstractare  on  cribs  13  to  17,  west  pier 1,185  2d 

Total 1,455  49 

Note.— The  10  cribs  constructed  by  Ames  &.  Emery  (50^  X  20'  X  13^',  with  one  coarse 
of  snperstractare)  cost  $2,026.77  each,  or  $40.53^  per  linear  foot. 

COMMERCIAL  STATISTICS. 

Name  of  harbor,  Ontonagon^Mich.;  collection-district,  Superior;  nearest  light-hoase, 
Ontonagon,  Mich. 

Arrivals  and  departures  of  wssels  for  year  ending  December  31,  1876. 


Arrivals. 

Departares. 

No. 

Tonnage. 

Crews. 

No. 

Tonnage. 

CrewB. 

Steamers 

363 
14 

108,603 
3,314 

3,799 
75 

365 

16 

108. 641 
2.353 

3.805 

Sailins-vessels , 

79 

Total 

377 

110, 916 

3,874 

881 

110. 994 

3,8iJ4 

Exports  for  year  ending  December  31, 1876. 


feet^  board-measure . 
number. 


Lumber 

Shingles 

Pish packages. 

Copper tons. 

General  merchandise tons. 

Hay tons. 


1, 920, 000 

525, 000 

90 

535 

382 

28 


Imports  for  year  ending  December  31, 1876. 


Lumber. 
Oats.... 


feety  board  measure. 
bushels. 


Com bushels.. 

Malt bushels.. 

Whisky barrels.. 

Sugar barrels.. 

Lime ,.  .barrels.. 

Pork barrels. 

Plour barrels.. 

Stone cords.. 

General  merchandise tons.. 

*^  Does  not  include  lumber  or  stone  used  on  the  Government  work. 


'26, 182 

11,824 

2.954 

400 

54 

369 

356 

269 

3.381 

•162 

1,055 
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The  above  information  was  obtained  from  M.  A.  Powers,  depatj  col- 
lector of  cnstoms,  and  Eichard  Stillman  &  Co..,  James  Mercer,  and  John 
G.  Parker,  owners  or  agents  in  charge  of  all  the  docks  in  this  harbor. 

Money  statement 

July  1, 1876,  amouDt  available |4,793  74 

AmoiiDt  appropriated  by  act  approved  August  14, 1876 15, 0(X)  00 

19,793  74 
Jaly  1, 1877,  amount  expended  daring  fiaoal  year 4,645  39 

July  1, 1877,  amount  available 14,948  35 

Amr^ant  (estimated)  required  for  oompletioa  of  exist Ini;  project 193, 170  00 

AjLOQDt  that  can  be  profitably  expendedin  fiscal  year  ending  June  30, 1879.     30, 000  00 
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Y   2. 

EAQLE  HAKBOR,  MICHTGAN. 

Tbe  amount  expended  on  this  harbor  previous  to  1874  was 941, 791  72 

Mmateof  1874  for  additional  amount 231,570  64 

Total  estimate  for  present  plan 273,362  36 

Amoont  appropriated 87,000  00 

Learing  to  be  appropriated •  186, 362  36 

Amount  required  for  fiscal  year  1878-'79,  which  will  place  the  harbor  in 
is  good  coudition  as  indicated  in  my  modified  plan  of  April  16,  1877, 
(see  below) $10,000  00 

(For  the  history  of  previous  plaus,  drc,  see  Report  of  Chief  of  Engineers  for  1874) 
page  135.) 

The  work  done  during  the  past  fiscal  year  was  in  coDtinuatioD  of  the 
blasting  and  drilling,  which  was  again  renewed  on  May  24,  1877,  and 
is  now  very  nearly  completed.  A  steam  dredging  equipment  was  em- 
ployed by  a^eement  with  Messrs.  Williams  &  Upham,  of  L'Anse,  Midi., 
which  is  now  at  work  removing  the  blasted  rock  from  the  bed  of  the 
chauuel.     This  is  exp^ted  to  be  completed  during  the  present  season. 

After  this  is  done,  jn  my  opinion,  no  further  work  is  required  at 
this  harbor  except  thd  building  of  a  guiding  crib  on  each  side  of  the 
cat,  say  160  linear  feet  in  all,  costing  about  $10,000,  which  amount 
i  would  recommend  to;  be  appropriated  for  next  season's  work.  This 
would  enable  vessels  to  use  the  cut  with  safety,  and  would  improve  the 
harbor  as  much  as  its  importance  justifies. 

The  work  has,  as  before,  been  in  immediate  charge  of  my  assistant, 
Mr.  L.  Y.  Schermerhorn,  to  whose  reports  below  I  would  refer  for  the 
details  of  the  operations. 

Money  statement 

July  1, 1876,  acQoant  available $9,933  99 

AffloQut  appropriated  hy  act  approved  August  14, 1876 12, 000  00 

21, 933  99 
JqIj  1, 1877,  amouDt  expended  during  fiscal  year d,  345  22 

July  1, 1877,  amount  availahle 13,5^8  77 

Amoant  (es.imated)  req^aired  for  completion  of  existing  project 18(i,  362  36 

Amoant  that  can  be  prohtably  expended  in  fiscal  year  ending  June  30, 1879.      10, 000  00 


R1&PORT8  OF  MR.  L.   Y.  SCHERMERHORN,  ASSISTANT  ENGINEER. 

1. 

December  22, 1876. 

Sir:  I  have  the  honor  of  submitting  the  following  report  on  the  operations  at  Eagle 
Hftrhor,  Mich.,  during  the  past  year. 

The  expectation  of  being  able  to  renew  drilling  and  blasting  after  the  establishment 
of  the  winter  of  1875  and  1876  was  not  realized  ;  this  was  due  to  the  unstable  condi- 
tion of  the  ice  until  January  15,  1876,  followed  by  the  closiug  of  the  harbor  and  the 
piling  up  and  filling  in  of  the  ice  over  the  entire  entrance  from  the  lake-bottom  to  a 
height  of  from  10  to  15  ftet  above  the  surface.  This  condition  of  the  ice  remaiued  all 
winter,  rendering  work  impossible.  During  the  month  of  February  a  detailed  survey 
was  made  of  the  ranges  and  soundings  taken  over  the  area  of  the  proposed  improve- 
nient.  These  soundings  establish  the  location  of  the  work  to  give  the  required  width 
and  depth  of  water-way,  with  the  minimum  removal  of  rock,  the  amount  being  2,636 
cnbic  yards. 
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The  work  preparatory  to  drilling  and  blasting  was  renuined  May.  *iO,  and  drilling 
and  blasti'ig  began  June  6. 

The  experiencH  gained  daring  the  season  of  1875  led  to  but  few  changes  in  the  de- 
tails of  the  work,  the  general  plan  being  the  same  as  in  the  previons  year. 

Tbe  charging  and  explosion  of  the  holes  followed  close  upon  the  drilling  ;  the  depth 
and  diameter  of  holes  were  increased,  also  the  average  distance  between  holes;  this 
demanded  heavier  charging, and  was  followed  by  better  general  results  than  those  ob- 
tained last  year. 

The  increased  depth  of  the  drill-holes  carried  theoi  from  3  to  4  feet  below  proposed 
bottom.  The  tilling  up  of  drill-holes  with  the  gravel  and  bjwlders  which  cover  the 
surface  of  the  rock  was  a  serious  hinderance  in  the  fi.rst  season's  work,  but  was  almost 
entirelj'  overcome  by  the  use  of  the  arrangement  used;  and,  since  this  difficulty  was  par- 
amount to  all  others,  a  description  of  the  method  used  to  overcome  it  may  be  desirable. 
A  cast-iron  plate,  weighing  about  125  pounds,  carried  a  pipe  4  inches  eicterior  diameter 
and  about  4  feet  in  length ;  this  passed  through  ;i  hole  in  the  center  of  the  casting  slightly 
larger  than  the  pipe,  which  was  prevented  from  withdrawing  through  the  casting  by 
an  enlargement  of  irs  lower  end ;  a  considerable  adjustment  was  permitted  between 
the  position  of  the  casting,  when  on  the  bottom,  and  the  pip*.  The  casting  and  pipe 
was  moved  and  handled  by  ropes  attached  thereto,  and  carried  up  to  the  drilling-plat- 
form. 

In  starting  a  hole,  the  pipe  and  casting  were  slightly  raised  from  the  bottom,  and 
the  drill-steel  passed  through  the  pipe  and  attached  t<o  the  drill ;  when  the  steel  was 
in  position,  the  casting  and  pipe  were  lowered  to  the  bottom.  The  early  blows  of  the 
steel  knocking  aside  the  gravel  and  bowlders  allowed  the  casting  to  assume  a  stable 
position  on  tbe  bottom,  the  ropes  being  left  quite  slack  ;  the  entrance  of  the  drill>«teel 
into  the  rock  was  follo^ved  for  a  short  distance  by  the  pipe,  thereby  shutting  out  the 
entrance  of  the  drift  to  the  hole;  after  the  second  drill-steel  was  inserted,  being  of 
smaller  diameter  than  the  first,  a  second  pipe,  3  inches  in  diameter  and  about  4  feet 
in  It^ngth,  was  dro^iped  over  the  drill-st-eel,  passing  inside  the  pipi'.  attached  t-o  the 
casting  and  entering  the  hole  to  about  the  depth  attained  by  the  tirst  steel.  Upon  the 
completion  of  the  hole,  the  canting  and  attached  pipe  were  lifted  by  the  ropes  atta'^hed 
thereto,  leaving  the  3inch  pipe  inserted  in  tbe  hole;  there  it  remained  until  the  holes 
were  charged,  and  only  withdrawn  just  previ  -us  to  insertion  of  the  exploder  into  the 
hole.  This  arrangement  of  drill-pipes  had  been  previously  used  by  A*)sistant  K.  P. 
North,  at  Ahnapee,  Lake  Michigan. 

Upon  July  25,  the  drilling  and  blasting  having  been  completed  over  the  west  half  of 
the  work,  it  became  necessary  lo  next  take  up  tbe  area  covered  by  the  present  used 
channel,  and  pass  vessels  in  over  the  area  just  completed  ;  previous  to  doing  so  it  was 
necessary  to  remove  such  of  the  blasted  rock  as  gave  a  lesi  depth  than  12  teet.  This 
was  done  through  the  aid  of  the  diver,  and  after  the  removal  of  40  cubic  yards  a  care- 
ful  examination  showed  that  the  width  of  65  foet  gave  a  minimum  depth  of  12  feet. 

The  targr  t-ranges  were  changed  to  correspond  with  the  new  temporary  entrance. 
On  the  8th  of  August,  and  during  the  remainder  of  the  season,  the  commerce  1 1  tbe 
port  entered  thereby. 

Vessel  owners  and  captains  were  previously  advised  of  the  intended  change  both  by 
advertisement  and  personal  interview;  and  although  vessels  were  obliged  t<o  pass 
within  10  feet  of  the  drilling  platform,  yet  no  accident  or  inconvenience  either  to  the 
work  or  passing  vessels  occurred  during  the  season. 

DETAILS  OF  THE  WOKK  FOR  SEASON  OF   1876. 

Number  of  holes  drilled 309 

Aggregate  depth  drilled,  feet 1,945 

Average  depth  per  hole,  feet 6.  ^J 

Number  of  holes  charged  and  fired 275 

Aggregate  amount  of  No.  1  dynamir^  used,  pounds 775 

Aggregate  amonnt  of  No.  2  dynamite  used,  pounds 3, 260 

Average  amount  of  No.  I  per  hole,  pounds 2.  8 

Average  amount  of  No.  2  per  hole,  pounds 11. 9 

Number  of  drills  sharueued 132 

Depth  drilled  per  drill  sharpened,  feet 14.7 

Aggregate  amount  of  steel  used,  pounds 40 

Aggregate  amoun  t  of  steel  used  per  foot  drilled,  pounds 002 

Aggregate  number  of  hours  drilling 727 

Average  amonnt  drilled  per  hour,  feet 2.67 

Aggregate  area  worked  over,  square  feet 16, 600 

A  Vf ragH  area  co veretl  per  hole  ex ploded ,  square  feet •  60. 4 

Average  distance  between  holes,  feet 7. 7 

Diameter  of  drill-holes^  inches 4  to2f 
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Hie  following  shows  ibeco^  of  the  principal  sabdivi^ions  of  the  work,  viz,  drilling 
ftoi  blASMng : 

DRILLING. 

DriUing.labor  $629  96 

SbtfpeDiQg  drills,  labor 18  84 

Blaeksniichs' coal,  2  tons,  at  $10 20  OO 

Fael,  46  cords  wood,  at  $3.50 161  00 

CoDstractioii  and  mainteiiaace  platform,  labor 31)3  8^3 

Agj(regat«  cost 1,163  63 

Cosit  per  linear  foot  drilled $0  59 

Cost  per  bole  6.3  feet  in  depth 3  62 

• 

BLASTING. 

Biafting,  lal>or $329  86 

Foe],  24  cords  wood,  at  $3.50 84  00 

DjnamiteNo.  1,  775  pounds,  at  90  cents 697  50 

Braamite  No.  2,  3,260  pounds,  at  45  cents  1,467  00 

Expkidera,  500,  at  30  cents 150  00 

A|;i;^gate  cost 2,72^}  36 

Coat  of  charging  and  firing,  per  hole , $9  92 

Cost  of  drilling,  per  hole 3  62 

Aggregate  cost  per  hole  drilled,  charged,  i^nd  fired 13  54 

Since  the  object  of  the  work  in  hand  may  be  summed  up  under  the  heads  of  drilling 
and  blas'iog,  and  since  all  collateral  work  is  but  part  thereof,  the  foregoing  statements 
of  cost  do  not  give  the  entire  cost  of  such  drilling  and  blasting,  but  only  the  portion 
vhich  immediately  and  most  directly  applies. 

At  the  completion  of  the  work  sncti  statements  can  be  easily  compiled  from  the  de- 
tailed accounts  which  are  kept  of  tlie  sever  U  items.  The  organization,  application, 
and  pay  of  the  labor  force  has  been  as  follows : 


Xo.  Designatiou.  ;  Application. 


Pay. 


Detailed  ftnperviaioii  force 
Diver 


1  Overseer. 

1  Diver  

1  Machinist i  Charge  of  engine  aad  boiler 

1  First- elam  laborer I  Diver's  attendant 

S  Seoo«id-«laM  laborer i  Drill-runnera 

4  I  Third  clans  laborer Drill-helpers  and  Jobbers.... 

1  Foarth-cIasB  laborer ,  Cleaning  holes  and  errands  .  15  cents  per  uour. 


91'20  per  month. 
9d  cents  per  hour. 
37  cento  per  hoar. 
23  cents  pefhonr. 
30  cents  per  honr. 
1 7^  cento  per  hoar. 


The  general  plan  for  the'improvement  of  Esgle  Harbor  seems  to  have  always  con- 
templatfed,  besides  the  removal  of  the  rock  obstructing  the  entrance  to  a  depth  of  14 
feet,  the  construction  of  breakwaters  inclosing  the  harbor.*  This  latter  part  of  the 
general  plan  assumes  either  tho  possibility  of  utilizing  the  harbor  for  refuge,  or  the 
necessity  of  pror«ction  to  shipping  while  in  the  harbor.  A  careful  study  of  these 
points  has  led  me  to  conclude  that  neither  of  the  above  assumptions  is  justified  by 
the  facts  in  the  case.  In  my  report  of  last  year  the  requirements  of  the  lake  commerce, 
and  the  possibility  of  adapting  the  port  of  Eagle  Harbor  to  such  requirements,  were 
considereid  with  some  detail. 

The  observations  of  the  past  year  have  strengthened  my  previous  conclu.sions,  and 
it  may  be  permissible  to  briefly  review  the  questing. 

Aboat  1,000  feet  outside  of  the  proposed  entrance  is  a  dangerous  reef  covered  with 
from  4  to  12  feet  of  water;  the  line  of  approach  caries  vessels  within  200  feet  of  the 
westerly  «nd  of  this  reef,  upon  which,  in  a  gale,  the  waves  break  heavily,  produc- 
ing a  broken  and  dangerous  sea,  not  only  at  this  point,  but  over  the  space  intervening 
between  this  reef  and  the  entrance  to  the  harbor.  A  still  heavier  and  more  dangerous 
sea  breaks  on  the  reef  at  the  entrance  ;  this  added  to  the  fact  that  a  belt  of  dangerous 
water,  from  one-half  to  thre«.-fourths  of  a  mile  in  width,  extends  for  a  long  distance 
on  each  side  of  the  entrance,  making  it  impossible  for  vessels  to  approach  the  harbor 
with  safety  during  a  storm. 

The  lake  propellers  steer  heavily,  and  cannot  be  handled  quickly  and  surely  in 
restricted  entrances,  and  here  a  slight  drifting  from  the  direct  line  of  approach  would 
carry  a  vessel  to  destruction.  Such  dangers  incident  to  approach  and  entrance  seem 
to  preclude  the  ntilization  of  the  harbor  for  purposes  of  refuge  when  most  needed,  viz, 
during  a  gale. 
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The  only  remainiDg  reason  which  woakl  demand  breakwaters  inclosinff  the  harbor 
would  be  the  protection  of  vessels  from  the  effects  of  a  storm  arising  while  lying  at  the 
dock  discharging  or  receiving  cargoes ;  an  emergency  which  has  arisen  three  times 
during  the  past  two  years.  In  these  cases  the  vessels  were  able  to  safely  ride  out  the 
storm  by  means  of  lines  attached  to  the  dock-piles,  and  in  each  case  without  serious 
danger  or  injury. 

The  amount  i^f  freight  handled  at  this  port  in  any  one  cargo  is  comparatively  small, 
and  hence  delaying  vessels  at  the  dock  for  short  intervals.  In  rough  or  dangerous 
weather  vtrssels  do  not,  nor  will  not,  under  any  circumstances,  approach  the  pore,  and 
in  fine  weather  the  time  spent  at  dock,  except  in  rare  cases,  is  not  long  enough  to  allow 
a  change  from  fair  to  foul  weather.  I  am  unable  to  learn  of  a  single  loss  to  vessels 
lying  at  the  dock  during  a  gale. 

In  view  of  the  foregoing  reasons  the  present  needs  of  commerce  do  not  seem  to 
justify  the  constructions  to  the  exttmt  suggested  in  previous  plans. 

With  such  convictions  I  would  most  respectfully  submit  essentially  the  same  plan 
as  embo<lied  in  my  previous  report,  i.  e.,  the  removal  of  the  rock  to  a  depth  and  for  a 
width  as  hitherto  proposed,  and  the  construction  of  guiding-cribs  on  each  side  of  the 
entrance  and  parallel  to  the  line  of  entrauo.  Such  cribs,  besides  defining  clearly  the 
entrance,  would  guard  vessels  from  drifting  or  being  carried  on  to  the  dangerous  parts 
of  the  reef  on  eacli  side  of  the  entrance.  These  cribs  mi /lit  have  the  following  general 
dimensions :  West  cribs,  90  feet  in  length ;  east  cribs,  40  feet  in  length ;  width,  UO  feet; 
average  height,  17  feet. 

This  would  give  the  cribs  a  height  of  6  feet  above  the  general  summer  level  of  the 
jtast  two  years. 

The  general  plan  of  work  for  1877  might  then  be  summarized  as  follows:  The  com- 
pletion of  drilling  and  blasting;  the  removal  of  the  rock  by  a  steam  dredge;  the  con- 
struction of  the  guiding-cribs.  The  progressive  drilling  and  blasting  yet  to  be  done 
will  require  one  month's  work;  the  dredging  may  require  two  months'  work;  and  as 
it  is  highly  probable  that,  as  the  dredging  progresses,  some  auxiliary  drilling  and  blast- 
ing will  be  necessary,  it  will  be  safe  to  assume  that  the  drilling  and  blasting  yec  to  be 
done  will  cover  two  months,  and  requiring  during  this  time  the  full  force  necessary 
for  continuous  work. 

Should  it  be  deemed  expedient  to  undertake  the  construction  of  the  cribs,  it  could 
be  carried  on  very  advantage  )usly  in  the  same  general  time  as  the  foregoing,  thereby 
enabling  a  more  complete  utilization  of  spare  time  from  the  drilling  force,  and  such 
amounts  of  rock  as  might  be  judiciously  applied  from  the  excavation  by  the  dredge. 

Should  more  rock  be  required  than  would  be  economically  afforded  by  the  dredge, 
(and  such  would  be  the  case,)  the  general  plant  and  force  tm  hand  cjuld  be  relied  on 
to  furnish  rock  in  such  quantities  and  ar  such  times  as  should  be  required.  I  would, 
therefore,  submit  the  plan  for  the  contemporaneous  removal  of  the  rock  and  the  con- 
struction of  the  cribs  by  day's  labor. 

Timber  could  be  purchased  in  open  market  at  Houghton  and  delivered  at  Eagle 
Harbor  at  very  advantageous  prices  to  the  Government. 

It  would  also  be  more  satisfactory  to  have  the  dredging  done  by  the  day  instead  of 
by  the  cubic  yard,  since  no  contract  could  be  entered  ihto  without  the  Qoverament 
paying  unduly  for  the  element  of  uncert^ainty  as  to  the  exact  conditi  m  of  the  blasted 
rock,  an  element  which  would  entDr  largely  into  any  estimate  made  by  a  coutractor. 
A  contract,  such  as  mentioned  in  my  previous  report,  could  be  made,  but  on  a  cheaper 
basis,  viz,  folly  manned  and  equipped  dredge,  tiig-boat,and  stont»  scows  at  the  price  of 
$135  per  day  for  the  first  30  days,  and  $125  per  day  for  each  day  thereafter  when  at 
work,  and  $50  per  day  for  each  day  when  not  at  work  from  causes  not  th^ir  own :  all 
time  to  be  considered  as  lost  when  dredge  is  unable  to  work  through  accident  thereto, 
or  from  necessary  repairs ;  the  day  to  be  counted  as  ten  hours. 

On  the  foregoing  basis  the  following  estimate  is  m:ide  for  the  cost  of  completing  the 
work : 

2  monthsMabor,  drilling  and  blasting,  at  |700 |1,400  00 

400  pounds  No.  1  dynamite,  at  90  cent« 360  00 

800  pounds  No.  2  dynamite,  at  45  cents 360  00 

60  days' dredging,  at  $130 7,800  00 

130  linear  feet  cribbing,  17  X  20  feet,  at  $42 5,460  00 

Superintendence  and  contingencies » 1,620  CO 

17, 000  00 

The  light-honse  reservation  could  furnish  all  extra  rock  for  filling  and  at  a  distance 
of  less  than  one-half  mile  from  the  work. 

It  would  be  of  the  first  importance  to  utilize  the  uniformly  calm  and  reliable  season 
which  occurs  during  the  months  of  June  and  July,  and  any  plan  for  the  season  of  \S*7 
should  recognize  the  value  of  full  preparation  and  an  early  starting  of  the  work. 
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ESTIMATK  FOR  GUIDING-CRIBS. 

Feet 

Irerage  depth  of  water  referred  to  low  water,  1868 9. 0 

Arrrat^e  deptb  of  water  referred  to  paat  two  seasoas 11.0 

Hri'bt  of  cribs  above  average  sammer  level 6. 0 

TotAl  height  of  cribs 17.0 

Waitb  of  cribs *20.0 

T'HallfD^b,  (west  side  90  feet,  east  side  40  feet) 130.  0 

Bill  of  materials: 

K4«Xi  t'obic  feet  timber,  at  24  cents $2, 490  00 

! ','?<>U  [touods  iron,  at  4^  cents 4rt6  00 

S40  cords  filling,  at  $10 2,400  OU 

^^^=141.40  per  linear  foot.  "^^^^ 

Tb«  cribs  are  intended  to  be  placed  so  that  their  ends  stand  in  10  feet  of  water,  (re- 
ferred to  1868,)  or  12  feet,  as  the  summer  level  has  been  during  the  pasC  two  seasuus. 
Itbiuk  it  is  safe  to  assume  that  low  water  of  lbG6  is  2'.0  below  the  stage  during  navi- 
sation. 

Altogether  the  past  season  has  been  very  favorable  for  the  progress  of  tlie  work,  the 
'ir.iliDg  sod  blasting  would  have  been  completed  by  the  end  of  the  season,  but  tor  the 
UDfxpected  loss  of  time  incuried  by  the  removal  of  rock  from  the  temporary  entrance. 

The  Iske  surface  has  been  continuously  about  0^8  higher  than  it  was  lost  year ;  the 
ciaiimuD)  was  reached  the  last  of  August,  when  it  stood  3  feet  above  the  low- water 
i^l  of  1868. 

Dnriog  the  winter  of  1875-76,  shortly  after  the  closing  of  the  harbor,  the  north- 
erly wii^s  drove  in  and  piled  the  ice  upon  the  inner  reef  to  a  height  of  from  10  to  15 
ttft  above  the  lake  surface,  presenting  a  continuous  ice-barrier  from  shore  to  sliore, 
I'm! completely  inclosing  the  harbor.  In  the  spring  this  was  broken  up  by  heavy 
ftorma,  aod  moved  away  in  the  funn  of  icebergs.  This  ice  formation  rests,  over  very 
cT'CMderable  areas,  npon  the  lake  bottom,  and  during  the  dissolution  in  the  spring 
.arge  qaaotities  of  gravel  and  bowlders  which  were  embedded  in  the  base  are  tr:iu8- 
?()ned  from  place  to  place;  this,  added  to  the  disturbing  action  of  heavy  nori herly 
^il«i,  Trill  probably  have  the  effect  in  time  of  partially  hlling  up  the  deepeued  en- 
L'Mce. 

Tb«  boats,  tools,  machinery,  and  supplies  are  in  good  condition,  and  hardly  any  e^- 
l^Dtlitnre  will  be  necessary  ni  this  direction  for  carrying  on  the  work  of  1877. 

I  desire  to  recognize  toe  efficient  services  rondorM  hy  Overseer  J.  F.  Huston  during 
tbf  pa»t  two  seasons ;  and  to  his  energy,  ingenuity,  and  interest,  the  progress  of  the 
tork  iit  ia  a  large  degree  due. 

The  following  commercial  statistics  have  been  carefully  compiUd  frotn  the  wsire- 
ii'Mue  accounts,  consignors'  and  consigneeb'  books,  und  from  office  memoranda,  under 
Qiy  pentoual  supervision : 

COMMERCIAL  STATISTICS. 

Exports  for  years  ending  December  31,  1875  and  1876. 


Articles. 


£^ bsrrelii. 

'-^ ponnds. 

^'■pper do... 

^Mr barrels. 

^'^ ponnda. 

J»h barrels. 

yiraiture pounds. 

t^m do... 

Ua  do... 

HoQaphold  gooda do... 

Jaftlware do... 

^^ do... 

««Ua«ry do... 

fMoctlaQeoaa do... 

ttto do... 

'1} barrels. 

rorWana pounds. 

^'^ :..do... 

*"~fr .,,....-. do... 

I*flow do... 


Total 


1875. 


Aniount| 


6a 

10,600 

5, 804, 3Vi 

66 

9,000 

65 


30.450 
16,000 


39.200 
13,500 
39,800 
16,500 
3 
80,300 


Value. 


1630  00 
l:^2  00 
1,092,911  00 
700  00 
180  00 
5-20  00 


3,050  00 
1,000  00 


1,440  00 
1,S00  00 
6, 000  00 
3ti8  00 
60  00 
3,000  00 


1,109,081  GO 


1876. 


Amount. 


Value. 


4,119,333 


67 

4.S00 

3,:«)0 

39,000 

35.500 

84,800 

10,000 

19,500 

130. 610 


$906,  2:.3  00 


33,000 

:f35 

3,700 

5G0  00 
1,  OOO  00 

800  00 
4, 000  00 
8.0U0  00 
3, 400  80 

500  00 

3,  500  00 

lO.CuO  00 


1,000  00 

5,0U0  00 

.'fOO  00 


936, 393  00 


»S 
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Imports  for  years  ending  December  1, 1875  and  1876. 


1875. 


Articles. 


1^6. 


Amoant.  {     Yaloe. 


Applea barrels. 

Bricks nuinber. 

Corn pounds. 

Cattle number. 

Coal pounds. 

I>ry  goods do... 

y«ed do... 


66. 
446, 

8S9. 

2", 

74f, 

«. 
PM, 
564, 

97, 

179, 
117. 

6. 

1. 


000 
9H) 

:«» 

066 
196 
t9.l 
624 
360 
1^46 
338 
189 
4 
896 
<I00 
750 
415 


Flour barrels . 

(rroceries pounds. 

Hay do . . . 

Hogs number. 

Hardware pounds. 

Horses number. 

Iron pounds. 

Lumber feet. 

Leather nouuds. 

Lime  and  cement uurrels. 

Laths number. 

Machinery pounds..     ^1,675  ■ 

Miscellaneoas do l:{9,93d  i 

Malt do  ...' I 

Oil barrels..!  21P  i 

Oats pounds..     651,  543 

Provialons do...      40i,  141 

Potatoes do...       208,148 

Powder do  ..        46,500 

Salt barrels..  124 

Shingles number.  ,    396,000 

Sheep do  ..  '  SOS 

Whijjky bairels..  94 

AViue  and  beer do 142 


$868  00 

8, 940  00 

18, 150  UO 

8,290  00 

30.000  00 

14,  St-O  00 

31,000  00 

85.000  00 

7.000  00 

6, 700  (;0 

11,500  00 

600  00 

17, 900  00 

1,400  UO 

2.700  00 

2, 830  00 


48.500  00 
25,000  00 


4, 900  00 

13,  OliO  00 

40, 5(K)  00 

2, 070  00 

13,250  00 

496  00 

1.  .^84  00 

8,  050  00 

9.000  00 

1,704  00 


Total 1 399,252  00 


Amoant.       Value. 


962 

97.000 

325. 946 

225 

471,251 

62,096 

383.611 

3,444 

525,  195 

196. 795 

2.'S5 

153. 103 

20 

109.  ."07 

191.  0J5 

5,  .109 

h33 

13.000 

94.611 

250.183 

48,606 

189 

795, 9hx 

218.  933 

95,527 

14,000 

171 

324,750 

810 

80 

205 


12,886  00 
251  00 

6, 520  00 
11.250  00 

4.700  00 
60,000  00 

7. 670  00 
27.  .'i50  00 
48, 000  00 

2,000  00 

5,  100  W 
17,360  00 

a,ouo  00 

11,000  00 
2, 100  00 
2.121  00 
2.  100  IK) 

i:to  00 
15.(00  00 
45,000  UO 
4, 500  (K) 
3,800  Oil 
15, 920  00 
22,000  00 

1.  A20  00 
4,200  00 

r>i44  w 

1. 720  00 

2,  100  CO 
8.01)0  (U 
2. 4t0  00 


340,  e41  00 


AfSfrregnte  tonnage,  exports. 
•^Sgi^ate  tonnage,  imports. 


1875.   !       Valne. 


8.727   91,109,081  00 
3, 776  I      399, 252  00 


Total 6,503 


1.  £08, 333  00 


1876. 


2,917 
3,200 

^417 


Value. 


1936. 39.1  00 
340,  841  OU 


1,877,234  00 


Statistics  of  vessels  entering  the  harbor  during  the  season  of  1875  and  1876. 


Tear. 


a 


6 


s 

> 


a 


1875 
1876 


135 
!     181 


bo 

B 
S 

1 

6 
J5 


2      I 


I     £ 

;   & 

bfi 
.( 


,      ► 

I    2 

I        V 

6 


<  83.940 
7     77,300 


3.010 
8,700 


o 

o 

c> 

^ 

e> 

« 

• 

.4DI 

«i4 

ct 

e< 

t- 

t^ 

*H 

FM 

1       bC 

«c 

ta 

u 

R 

a 

p 

a 

^ 

I 

i 

g 

t 

ns 

•o 

•o 

•a 

6 

6 

6 

o' 

>^ 

^ 

Jz; 

^ 

90 

51 

30 

31 

7 

44 

51 

12 

tc 

a 

S 

o' 

J5 


3 
13 


n 

a 
cs 


6 
>5 


First  vessel  arrived  \u  port  May  14. 
First  vessel  left  port  November  27. 
Length  of  navigable  season  198  days. 

Very  respectfully,  yoar  obedient  servant, 


Maj.  Henry  M.  Robert, 

Corps  of  Engineers f  V,  S»  J, 


L.  Y.   SCHERMERHORN, 

Assistant  Engineer. 
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2. 

Eagle  Harbor,  Lake  Superior, 

June  30, 1877. 

Six:  Ibftve  the  honor  to  report  the  foUowing  sommary  of  work  during  the  season 
of  Wt  np  to  Jnne  30 : 

^Boiber  of  holes  drilled :  May,  21 ;  Jnne,  44  =  65. 

i^rgregate  depth  of  holes  drilled :  May,  173  feet ;  June,  357  feet  =  530  feet. 

Area  drilled  over:  May,  1,000  square  feet ;  June,  3,300  square  feet  =  4,300  square  feet. 

Area  reniaiDing  to  be  drilled,  2,000  square  feet. 

With  the  exception  of  the  above  2,000  square  feet  the  progressive  drilling  and  blast- 
ig  is  completed.  The  blasted  rock  is  being  removed  with  a  dredge.  It  will  be  neces- 
ary,  as  the  dredging  progresses,  to  do  some  auxiliary  drilling  and  blasting  to  break 
op  th«  large  masses  and  remove  high  points. 

DrilliDg  was  commenced  this  season  on  May  24.    There  seems  every  reason  to  believe 
*hat  the  work  can  be  entirely  completed  by  September  1. 
Very  respectfully,  your  obedient  servant, 

L.  Y.  SCHERSfERHORN, 

AMi»tant  Engineer, 
Maj.  H.  M.  Robert, 

Carpi  of  Engineers ,  U.  S.  A, 


Y  3. 

MARQUETTE  HARBOR,  MICHIGAN. 

Thebr^kwater  at  this  harbor  was  built  10  feet  longer  than  originally 
rt}QtempIated,  at  a  cost  of  $306,255.75,  which  was  $78,873.83  less  than 
the  amonnt  estimated  for.  It  should  be  extended  eventually  400  linear 
feet  farther,  which  would  cost,  it  is  estimated,  $68,000. 

Doling  the  past  fiscal  year  the  owners  of  the  bark  Oscar  Townsend 
paid  the  cost  of  repairing  an  injury  to  the  breakwater  made  by  that 
vessel.  Some  further  repairs  were  made  by  the  officer  in  charge  of  the 
work  daring  the  year;  similar  repairs  are  the  only  operations  contem- 
plated during  the  present  season. 

COMMERCIAL  STATISTICS. 

Name  of  harbor,  Marquette,  Mich. ;  oolleotion-district,  Superior ;  nearest  light -house, 
Xarqaette. 

ArrivaU  amd  departures  of  vessels  during  year  ending  December  31,  187C. 


Arrivala 

1 

Departares. 

No. 

Tonnage. 

Crewa. 

No. 

490 
S98 

Tonnage.  Crews. 

M«iiB«i» - 

481 

Ufa 

466,775 
165,698 

10.5299 
S.413 

478,  581       10  -ITS 

Siilini;.rMMl§ ^^,,     --,-. ....T-...rr-. 

lAi^  A  A.*) 

9,339 

Totel 

764 

638,473 

19,71« 

788  1    641  Q44 

1S,7J4 

Exports  for  the  year  ending  December  31,  1876. 


Uinber,  feet,  board  measure  . .  2, 939, 000 

S*»be8,  number 390 

^n,  number : 70 

^'i»b,  packages 148 

^oh,roii8 • 167 

^Ddttooe,  tons 5520 

Pwder.kegs 3,720 

H^haodise,  tons *  1,763  i 


Pig-iron,  tons 31,999 

Iron  ore,  tons 458,273 


Scrap-iron,  tons. 
Berries,  bushels . 
Hogs,  number  .. 
Sheep,  number.. 
Horses,  number, 


220 

1,701 

49 

h7 

13 
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Imports  for  (he  year  ending  December  31,  1876. 


Merchandise,  tons . 

Hay,  tons. 

Oats,  bushels 

Corn,  bushels  ..... 
Malt,  bushels  .... 
Lath,  thousands  . 
Whisky,  barrels  ., 
Feed,  tons ......  . 

Coal,  tons 

Limestone,  tons  .. 


6,996 
1,410 
33, 631 
3,920 
2,000 

500 

364 

53,720 

6,572 


Bar-iron,  tons. : 230 

Sugar,  barrels 580 

Bricks,  thousand 205,000 

2,02r> 

1,600 

840 

210 

30 

736 


Coke,  tons 
Potatoes,  bushels  .. 

Oil, barrels 

Railroad-iron,  tons. 

Slate,  tons 

Floor,  barrels 


The  above  information  was  obtained  from  J.  H.  Chandler,  collector. 

Money  statement. 

July  1, 1876,  amonnt  available $1, 083  45 


Amount  appropriated  by  act  approved  August  14,  ]876. 


July  1, 1877,  amount  expended  during  fiscal  year 
July  1, 1877,  amount  available 


Amount  (estimated)  required  for  completion  of  project  recommended  .... 
Amonnt  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879. 
which  will  be  applied  to  the  extension  of  the  breakwater  in  the  manner  proposed. 


2.000  (X) 

3,083  45 
592  55 

2.490  90 

68,000  00 
20, 000  00 


Y4. 

MENOMONEE  HARBOR,  MICHIGAN  AND  WISCONSIN. 

Estimated  cost  of  present  plan  of  improvement $212, 000  00 

Appropriated  to  date 133,000  lO 

Leaving  to  be  appropriated 79,000  00 

Amonnt  required  for  the  fiscal  year  1878-79 25,  CKM)  W 

Under  the  contract  of  June  1,  1875,  with  the  Menomonee  Dredging 
Association,  which  was  extended  to  September  30,  ]876,  40,584.2  cubic 
yards  of  material  were  removed  from  the  river-channel.  This  quantity, 
with  that  (lone  in  the  previous  year,  made  a  total  of  134,061.8  cubic 
yards  of  dredging  done  under  the  above  contract,  at  14^  cents  per  cubic 
yard. 

The  south  pier  was  severely  injured  by  undermining  during  a  freshet 
in  May,  1876,  as  mentioned  in  the  last  annual  report.  The  injury  was 
repaired,  and  some  necessary  refilling  done  on  the  north  pier,  at  a  total 
expense  for  labor  and  materials  of  $2,500.31. 

During  tYie  fiscal  year  83,000  cubic  yards  of  dredging  was  done  in  the 
harbor  by  private  parties. 

The  appropriation  of  August  14,  1876,  will  be  expended  this  summer 
in  building  and  placing  in  position  five  cribs,  in  extension  of  the  piers. 
A  contract  for  this  work  was  signed  June  18,  with  Truman  &  Schroeder, 
of  Manitowoc,  Wis.,  after  due  advertisement. 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879 .    |35, 000  00 

This  amount  will,  if  appropriated,  be  used  in  extending  the  piers,  and 
in  doing  some  dredging  in  the  channel. 
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COMMERCIAL  STATISTICS. 


Name  of  harbor,  Menomonee,  Mich,  and  Wis. ;  coUeotiou-distrioti  Saperior ;  nearest 
J;;b^boiue,  Green  Island,  Wis. 

Anirdls  and  departures  of  veesels  during  year  ending  December  31,  1876. 


Arrivals. 

Departures. 

1 
Namber.  Tonnage. 

Crew. 

Namber. 

Tonnage. 

Crew. 

>*«aw»r»  ......      ^   X  

108 
504 

43,200 
130.500 

1,798 
2,736 

107 

498 

42,791 
128, 193 

1,718 

^aitim-TBaaols 

2,693 

Total 

613 

173.700 

4,464 

605 

170. 964 

4,405 

Lnmber,  feet,  board-measure .  140, 000, 000 

hcketa nomber.      1,800.000 

r*t« ...number-  240,000 

>hiBgle8 number.    20,000,000 


Exports  for  year  ending  December  31, 1876. 

Laths nnmber. 

Pig-iron    tons. 

Fish 

Ice tons. 


Imports  for  year  ending  December  31, 1876. 


3, 000, 000 

2,200 

13,000 

1,000 


Ha? tons.  850 

Mrrcbaodise tons.  1,250 

Floor barrels.  7,400 

SaJt barrels.  950 

L'ffle barrels.  1,000 

Pwk barrels.  1,375 

^M cords.  500 


Stone cords.  500 

Beef barrels.       1,950 

Grain bushels.  135,000 

Feed tons.  700 

Potatoes I bushels.  500 

Brick thousands.  300 


The  above  information  was  obtained  from  J.  E.  Brooks. 

Money  statement. 

%  1, 1876,  amount  available $12,245  47 

laoaat  appropriated  by  act  approved  August  14,  1876 8, 000  00 

20,245  47 

-^y  1, 1877,  amount  expended  during  fiscal  year 10, 714  24 

%  1, 1877,  amount  available.. 9,531  23 


Antonnt  (estimated)  required  for  completion  of  existing  project 79, 000  00 

AiooQQt  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.      25, 000  00 


List  of  materials  and  labor  used  in  repairs  to  piers. 


Articles. 


^•aefiDiiig cords 

^*«i«  riprap do... 

t^'Opi do... 

5  ft  bolts pounds. 

>k«,  wrought do.. . 

^«»be^ feet,  b.  m. 

^wr.  carpenter's , days. 

^bor,  common do... 


Total 


Quantity. 


Price. 


281.73 

li>3.25 

301^ 

585 

117 

5t» 

3 

3 


$4  50 
4  50 
1  50 

3f  cents. 

6   cents. 
8  00   per  M 
8  50 
1  50 


Amonnt. 


Xortli  pier. 


1379  60 

"moo 


426  60 


South  pier. 


1895  18 

734  03 

398  25 

21  94 

7  02 

4  70 

7  50 

4  50 

2,073  71 

l^suo  3I 
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GBEBK  BAT  HARBOR,  WISCONSIN. 

Estimated  cost  of  present  plan,  (1872  and  1874,)  with  a  small  annnal  ap- 
propriation for  prestsrving  harbor $75,  000  00 

i^ropriated  since 4*^,000  00 

Leaving  to  be  appropriated '27,  dt)0  00 

imoiint  required  for  fiscal  year  ending  June  30, 1679 15  000  00 

llie  importance  of  this  work  is  safficiently  indicated  by  its  position  at 
themoath'  of  the  Fox  River,  it  really  forming  a  part  of  the  improve- 
ment  of  the  Fox  and  Wisconsin  Rivers.  The  only  operations  at  this 
harbor  daring  the  past  fiscal  year  were  the  repairs  of  the  east  and  west 
pier  revetments  where  damaged  by  the  ice,  and  extension  of  the  pile 
protection  of  the  east  pier.  The  work  was  done  by  hired  labor  and  pur- 
chase in  open  market,  as  the  season  was  too  far  advanced  by  the  time 
the  fands  became  available  to  permit  of  making  the  regular  contract 
after  advertising.  The  repairs  were  commenced  October  9  and  com- 
pleted November  24. 

The  appropriation  of  August  14, 1876,  will  be  expended  this  season  in 
dredging  on  the  line  of  previous  work,  and  a  contract  therefor  was 
Mgned  June  21,  after  due  advertising,  with  the  Green  Bay  Dredge  and 
Driver  Company.  The  work  proposed  in  1878-'79  is  the  continuation  of 
the  improvement  by  dredging. 

Lint  of  malerials  and  l4ibor  nsed  in  repairs  and  profeciion  of  pifr*. 


Articles. 


Qaan  titles. 


Price. 


PiDc  piles Ud.  ft.. 

paw  driven ft.. 

PIb«  timber,  6  by  12  inches lin.  ft : . 

FmrntBg-'imber do  .. 

>to«e cords.. 

Brnik do... 

i^kea,  wrought ^ ponods. . 

I>rift.bolrs do... 

Screw.bolte  and  washers. do . . . 

i>rt4ring Iin.ft.of  pier.. 

Dnwuig  piles eneh.. 


5,003 

3,009 

S,034 

1,181 

30.72 

43 

278 

758 

2,520* 

75 

69 

6  cents 

9  cents  

7  cents 

18  to  50  cents 
$5 

u 

Scents 

4  cents 

6  cents. 


•I  50. 


West 
pier. 


•126  66 

103  68 

44  80 

115  20 


107  58 


497  92 


Total  cost 


East 
pier. 


Pile  pro- 
tection. 


•135  72 

89  82 

fcO  71 

103  66 

35  00 

84  00 

13  90 

30  32 

27  51 

100  00 

103  50  j 


•91 

•37 


74 
31 


16  87 
59  00 
18  60 
45  00 


16  12 


804  14 


324  64 


11,626  70 


The  work  was  done  by  the  Green  Ray  Dredge  and  Driver  Gom[)any. 


COMMERCIAL  STATISTICS. 


Name  of  harbor,  Green  Bay,  Wis.;  cullection-district,  Milwaukee,  Wis.;  nearest  light- 
boose,  Grassy  Island. 

ArricaU  and  departures  of  vessels  during  year  ending  December  31, 1876. 


Arrivals. 

Departure! 

1. 

Ko. 

Tonnage. 

Crew. 

No. 

200 
118 

Tonnage. 

Crew. 

!^«Mien 

209 
120 

98. 648 
27,940 

3,295 
841 

98,180 
97  ftafi 

3  2'6 

SuUag.rowels 

825 

**«•        _.,  ..— 

Total 

322 

126,588 

4,136 

318        1-2S  710 

4,101 
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Export$  for  the  year  ending  December  31, 1876. 


Lumber . . .  feet,  board-measare . .     15, 900 

Shingles thoasand..     68, 454 

Merchaudise tons..  .    1,579 


Wbeat bnsbels. 

Salt barrels. 

Cattle head. 


Merchandise packaj^es . .     20, 527     Oil,  carbon barrels 


Pig-iron tons..  11,908 

Fish packages..  525,263 

Fislfc. barrels..  4,780 

Floor barrels..  23.151 


Staves thoasand. 

M.  T.  oil barrels. 

Ice tons. 


Imports  for  the  year  ending  December  31, 1876. 

Liquors packages. 

Railroad-iron tons. 

Stone tons. 

Salt tons. 

Apples barrels. 


General  merchandise tons..  1,491 

General  merchandise  .  packages . .  69, 860 

Carbon  o>l barrels..  3,937 

Pork barrels..  1,747 

Cement barrels..  7,240 


447, 

410 

2, 

021 

460 

640 

5, 

271 

6, 

440 

2, 

500 

1, 

870 

1. 

946 

922 

550 

6, 

892 

30, 

684 

Iron-ore tons..     41,979  ,  Salt barrels 

Coal tons..      7,710  | 

The  above  information  was  obtained  from  J.  R.  Morris,  deputy  col- 
lector. 

Money  8iat€7n€fit. 

July  1,  1876,  amonnt  available $4 19  IC 

Amount  appropriated  by  act  approved  August  14,  1876 8, 000  00 

8,419  16 
July  1, 1877,  amount  expended  during  fiscal  year 2,274  73 

July  1, 1877,  amonnt  available 6, 144  43 


Amonnt  (estimated)  required  for  completion  of  existing  project 27,000  00 

Amount  that  can  be  profitably  expeude}!  in  liscal  year  ending  June  30,  lb79.     15,  UOO  00 


Abstract  of  bids  received  May  19,  1877,  by  Maj.  H.  M,  Robert,  Corps  of  Engineers^  for  dredg- 
ing at  Green  Baif  Harbor^.  IVisoonsin, 


Bidders'  names  and  residences. 


Green  Bay  Dredge  and  Driver  Company,  Green  Bay,  Wis 


Dredgin^r. 


134  cents  per  cable  yard. 


Y  6. 

HABBOR  OF-  REFUGE  AT  STURGEON  BAY  CANAL,  WISCONSIN. 

Original  estimate $180,000  00 

Appropriated  since 50,000  00 

Xo  appropriation  was  made  since  1874.  Nothing  has  been  done  since 
that  .vear.  The  pile  piers  need  repairs,  for  which  the  small  sum  on  hand 
will  be  expended  this  season,  though  it  will  do  but  little.  The  ship- 
canal  company  has  resumed  work  this  season  excavating  the  canal,  and 
when  this  is  finished  the  harbor  will  become  an  important  point  for 
8hi[)ping.  Five  thousand  dollars  should  be  appropriated  to  provide  for 
repairs  needed  and  likely  to  be  required  by  the  end  of  the  present  fiscal 
year. 

Money  statement 

July  1, 1876,  amount  available $401  21 

July  1, 1877,  amount  available 401  '^l 


Amonnt  (estimated)  required  for  completion  of  existing  project 130, 000  00 

Amount  that  can  be  proiitably  expended  in  fiscal  year  ending  Jane  30, 1879, 
for  repairs 5,000  00 
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Y  7. 

AHNEPEE   HAKBOR,  WISCONSIN. 

onynal  estimate,  (1870) $370,000  00 

Aj-propriated  to  1875 75,000  00 

fierised  estimate  for  completing  the  harbor,  (see  Report  of  Chief  of  £n- 

gioeere,  1876,  Appendix  W  7) 95,000  00 

Appropriated  BiDoe,  (act  of  August  14,  1876) 8,000  00 

L(>ariDg  to  be  appropriated 87, 000  00 

Amoont  required  for  the  fiscal  year  1878-79 22,000  00 

The  UDited  States  dredge  was  pat  in  order  this  spring,  and  com- 
menced taking  oat  the  rock  blasted  in  the  spring  of  1876.  Aboat  one- 
rbird  of  the  blasted  rock  will  be  dredged  by  Jaly  15,  the  main  object 
i»eiDg  to  test  the  resnlt  of  the  blasting  operations  for  gnidance  in  the 
fiitare.  As  soon  as  this  is  done,  the  dredge  will  be  removed  to  Fort 
Washington.  After  dae  advertising,  a  contract  was  signed,  Jane  18, 
Tjth  Troman  &  Schrc&der,  of  Manitowoc,  Wis.,  for  the  construction 
of  8ai)er8trncture  over  the  seven  cribs  sank  in  1875.  This  work  is  now 
QDder  way,  and  will  probably  be  finished  by  September  15 ;  to  it  the 
appropriation  of  Augast  14,  1870,  is  being  applied. 

Daring  the  fiscal  year  1878-79,  it  is  proposed  to  continue  the  blast- 
ing and  removal  cf  rock,  in  accordance  with  the  recommendations  of 
The  Board  of  Engineers,  (see  Appendix  W  7,  Report  Chief  of  Engineers 
IS7G ;)  8,000  cubic  yards  can  be  removed  with  the  sum  asked  for. 

There  has  been  some  trouble  in  carrying  on  the  work  at  this  harbor, 
owing  to  the  fact  that  the  title  to  nearly  the  entire  site  of  the  harbor 
was  claimed  by  a  private  party,  who  also  owned  the  pier-dock.  I  un- 
derstand that  the  net  income  from  the  latter  is  at  least  $8,000  a  year, 
:iDd  it  will  be  a  complete  loss  when  the  harbor  is  completed. 

To  avoid  paying  dockage,  some  vessels  entering  the  harbor  discharged 
cargo  on  to  scows.  To  prevent  this  the  dock-owner  had  a  boom  placed 
across  the  entrance  to  the  bayou,  claiming  that  it  (the  bayou)  was  ex- 
cavated on  his  private  property.  In  the  fall,  during  a  storm,  the  sea 
liroke  tbroQgh  the  bank  between  the  bayou  and  the  lake,  filling  up  the 
J»3.yoii.  I  declined  to  protect  the  bank,  or  to  re  excavate  the  bayou,  as 
long  as  there  was  any  question  about  its  being  public  property,  and  re- 
qoested  the  village  authorities  to  take  such  legal  steps  as  would  relieve 
tbe  officer  in  charge  of  the  harbor  from  all  embarrassment  in  carrying 
<m  the  work.  Just  before  the  dredging  began  this  year,  I  found  that 
1 1«  re  was  a  liability  of  an  injunction  beingobtained  to  restrain  the  United 
^UUrs  from  dredging  out  the  rock.  I  immediately  proceeded  to  Ahne- 
pef,  and  after  a  full  conference  with  the  village  trustees  and  the  owner 
•)f  the  dock  and  harbor  site,  the  whole  matter  was  amicably  arranged, 
the  owner  of  the  bed  of  the  stream  (which  had  never  been  meandered) 
ailinitting  that  he  could  not  legally  prevent  the  removal  of  the  rock 
thereirom.  Since  tben  he  has  deeded  the  site  of  the  bayou  and  10  feet 
m  each  side  of  tbe  piers  to  the  village,  so  that  there  is  now  no  legal 
difficulty  in  carrying  out  the  plan  of  improvement  as  far  as  the  appro- 
I>riatioos  will  allow. 
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COMMERCIAL  STATISTICS. 


Name  of  harbor  Ahnepoe,  Wis.;  oollQction-diBtriot,  Milwaakee,  Wis. ;  nearest  light- 
hoatfe,  Twin  River  Point. 

Arrivals  and  departures  of  ressels  daring  the  year  ending  December  31, 1876. 


Arrivals. 


Steamere 

Sailiiij^-vesaels 


Total 


No.     Tonnage    Crew. 


490       147.346 
96'i  I       19, 7-25 


S.860 
1,317 


Departnras. 


Na 


490 
961 


682 


167.071     10,177  1    6di 


Tonnage 


147, 34fl 


Crew. 


S.H60 


19,575         1.309 


166, 921  I     10, 169 


Lumber,  ft.,  B.  M 

Bark,  c<3rd8 , 

Bricks,  No 

Hides,  pounds. ... 

Wheat,  bnsh 

Barley,  bush 

Rye,  bush , 

Peas,  bush 

Wood,  cords 

Leather,  pounds. 

Ice,  tons 

Hay,  tons 

Ties,  No 

Post8,No 


Exports  for  the  year  ending  December  31, 187G. 


1, 600, 000  i  Ej(«s,  doz 

f^OOi  Fish,  pkgs 

100,000  1  Shingles,  No 2, 

7, 500  !  Potjitoes,  bush 

8.5,210    Butter,  tons 
10,000 
1,500 
5, 000 


Oats,  bush, 

Barrel- hoops,  No 

Wool,  sacks 

H.OOOl  Rags,  bales 

17, 600  i  Reapers,  No 

3, 000  I  Wagons,  No 

10 '  Dressed  hogs,  number. 
59, 000  i  General  merchandise 
95, 050 


5,000 

1.10<i 

000, 000 

2,500 

40 

800 

150,000 

:m 

759 
16 
10 

150 
49 


Imports  for  the  year  ending  December  31, 1876. 


Merchandise,  tons 1, 200 

Salt,  bbls 1,300 

Whisky,  bbls 130 

Flour,  bbls 1,550 

Sugar,  bbls 3i5 

Pork,  bbls 165 


Beef,  bbls 110 

Reapers,  No 225 

Plows,  No 269 

Threshers,  No 13 

Seeders,  No 167 

Hay-rakes,  No 39 


The  above  inforinatioa  was  obtaiued  from  Conway  Bros,  and  G.  W. 
Young. 

Money  statement 


July  1,  1876,  amount  available 

Amount  appropriated  by  act  approved  August  14,  1876 


July  1, 1877,  amount  expended  during  fiscal  year. 
July  1, 1877,  amount  available 


1284  91 

8,000  00 

8,284  91 
1,287  86 
6,997  05 


Amount  (estimated)  required  for  completion  of  existing  proj^'ct 87,000  00 

Amount  that  can  be  prohtably  expended  in  Hscal  year  ending  June  30, 1879.      22, 000  00 
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Y  8. 

TWO  RIVERS  HARBOR,  WISCONSIN. 

Original  estimate $265,588  80 

Appropriated  since 110,000  GO 

LeaviDg  to  be  appropriated 155,588  80 

Auionnt  required  for  fiscal  year  1878-79 80,000  00 

Eepairs  were  made  to  153  linear  feet  of  the  pilerevettnent  at  the  in- 
ner end  of  the  north  pier,  which  was  damaged  daring  a  storm.  The 
materials  used  were  purchased  in  open  oiarket,  and  were  as  follows : 

14.4  cords  of  stone,  at  ^6 - $86  40 

35.7  cords  of  brush,  at  $2.... 71  40 

$157  80 

Day-marks  were  erected  on  the  sunken  cribs  at  the  end  of  each  pier 
in  April,  in  order  to  enable  vessels  entering  the  harbor  to  avoid  the 
cribs. 

After  due  advertising,  a  contract  was  signed  June  IS  with  Messrs. 
Truman  &  Shroeder  of  Manitowoc,  Wis.,  for  building  superstructures 
over  the  six  cribs  sunk  in  extension  of  the  piers  during  the  season  of 
1875.  This  work  is  now  in  progress,  and  will  be  completed  during  the 
present  season.  The  work  proposed  for  the  year  ending  June  30, 1879, 
is  the  further  extension  of  the  piers  as  the  appropriation  will  permit, 
saudproof  lining  to  the  pile-piers,  and  dredging  in  the  channel. 


COM.MERCIAL  STATISTICS. 


Name  of  harbor,  Two   Rivers,  Wisconsin;  collection-district,  Milwaukee;  nearest 
li^ht-house,  Twin  River  Point. 

Arrival  and  departure  of  vessels  during  year  ending  December  31,  1876. 


Arrivals. 

Bepartares. 

!  Number. 

1 

Tonnage. 

Crew. 

9,600 
500 

Number. 

Tonnage. 

Crew. 

Steamers 

Sailing-vessels 

i           300 

90 

150,000 
9,000 

300 
90 

150,000 
9,000 

9,600 

Total 

....• i           390 

159,  UOO 

10, 100 

390 

159, 000 

10, 100 

Exports  for  year  ending  December  31, 1876. 


Lumber,  ft.,  B.M 6,000,000 

Laths.No  .: 4,000.000 

Pickets,  No 75,000 

TieSjNo 10,000 

General  merchandise,  tons 3, 200 

Fi8h,pkgs 2,000 

Fish,  fresh,  lbs 450,000 

Hav.tons 300 

Leather,  lbs 850,000 


Hair,lbs 80,000 

Wooden-ware,  dozen 42, 000 

Chairs,  dozen 9,000 

Grain,  bushels 40,000 

Slabs,  cords 3,000 

Wood,  cords 4,000 

Barrels,  No 8,000 

Sundries,  lbs 35,000 


Furniture,  packages 3, 000 

Imports  for  year  ending  Decetnher  31,  1876. 

Bark,  cords Hides,  green,  bundles lO.pOO 

Whitewood,  cords Salt,  bbls 1,500 

Lumber,  ft.,  B.  M 800,000   Flour,  bbls 5,000 

Shingles,  No 500,000   Grain,  bush 10.000 

Hide8,dry,  No 10,000  Merchandise,  tons 2,500 

The  above  information  was  obtained  from  the  Badger  State  and  the 
Two  Rivers  Manufacturing  Companies. 
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Money  statement. 

Jaly  1,  1876,  amount  available $1,012  65 

Amoant  appropriated  by  act  approved  AagUBt  14,  1876 5, 000  00 

6,012  65 

Jalr  1,  1877,  amonot  expended  daring  fiscal  year 1,043  53 

July  1,  1877,  amount  available 4,969  12 

Amoont  (estimated)  required  for  completion  of  existing  project 155, 58H  tiO 

Amoant  that  can  be  profitably  expended  in  fiscal  year  ending  Jane  30, 1879 .  20, 000  00 
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MANITOWOC  HARBOR,  WISCONSIN. 

I  >rif inal  and  snbseqaent  estimates  to  get  Id  feet  water $248, 182  54 

Appropriated  BiDC«» 211,500  00 

Ldtving  to  be  appropriated 36,682  54 

AoKWut  reqaired  for  the  fiscal  year  187&-79....' 20  000  00 

Sai)er8tructare  was  built  over  two  cribs,  sunk  ia  extension  of  the  piers, 
during  the  season  of  1875.  Owing  to  the  late  date  of  the  appropriation, 
tiie  work  could  not  be  let  by  the  usual  public  advertising,  but  informal 
pro|)osa1s  were  invited  October  3  from  bidders  of  previous  years,  and  an 
agreement  was  concluded  with  Mr.  H.  Truman,  of  Manitowoc,  under 
which  the  work  was  don**. 

General  repairs  to  the  old  part  of  the  piers  were  commenced  iu  May 
last,  and  are  yet  in  progress,  the  work  being  done  by  hired  labor  and 
porcbase  of  materials  iu  open  market. 

Tbe  operations  contemplated  during  the  fiscal  year  1878-'79  are  the 
exteosion  of  the  piers  as  far  as  the  appropriation  will  admit  of,  and 
dredging  between  the  piers.  The  importance  of  completing  this  excel- 
lent harbor  at  the  earliest  practicable  moment  can  hardly  be  overesti- 
mated. 

Tlie  entire  through  .commerce  of  the  lakes  bound  from  Buffalo  to 
Milwaukee  and  <jiHcago  is  destitute  of  shelter  on  the  east  shore  of  this 
lake  after  leaving  South  Manitou  Island  Harbor,  with  the  exception  of 
that  afforded  by  the  harbor  at  Grand  Haven,  situated  150  miles  to  the 
southward  and  50  miles  directly  out  of  the  regular  course.  As  the  pre- 
vailing winds  are  westerly,  masters  of  vessels  usually  seek  the  west  shore, 
for  tbe  purpose  of  finding  still  water,  striking  it  about  Twin  River  Point, 
10  miles  northeast  from  Manitowoc  Harbor.  For  a  similar  purpose  the 
through  commerce  bound  from  Chicago  and  Milwaukee  to  Buffalo  ordi- 
narily hugs  the  west  shore  as  far  north  as  Twin  River  Point.  After 
leaving  Milwaukee,  this  harbor,  75  miles  to  the  northward,  affords  the 
be^t  shelter  from  violent  storms,  and  from  thence  northward  no  har- 
l>or  of  refuge  is  available  nearer  than  Bailey's  Harbor,  or  North  Bay,  70 
to  75  miles  distant.  In  addition,  therefore,  to  the  great  benefit  conferred 
upon  the  local  traffic,  this  harbor  should  be  completed  as  soon  as  possi- 
ble for  the  refuge  it  affords  to  the  general  commerce  of  the  lakes,  and 
vessels  plying  to  and  from  Green  Bay  and  the  ports  on  the  western 
!ihore  of  Lake  Michigan ;  and  this  importance  should  insure  its  mainte- 
nance forever.  The  extent  to  which  it  is  sought  in  time  of  peril  is  an 
indication  of  the  estimate  placed  upon  its  advantages,  150  vessels  hav- 
ing sought  shelter  therein  during  a  single  storm.  Were  the  piers  ex- 
tended to  sufficient  depth  of  water  to  admit  of  heavily-laden  vessels  en- 
tering it  during  severe  gales,  its  value  would  be  greatly  enhanced. 

COMMERCIAL  STATISTICS. 

Name  of  harbor,  Manitowoc,  Wis.;  collectiou-district,  Milwankeo ;  nearest  light- 
hou^,  Manitowoc. 

Arrival  and  departure  of  resseU  during  year  ending  December  31,  1876. 


^t««mers 

Jwliog-TCiseUi 

Tbtil... 


No. 

404 
477 

ArrlvalA. 
Tonnage. 

3, 99A.  78 
348.  40 

887 

3,045.18 

Departures. 

Crew. 

No. 

Tonnage. 

Crew. 

11. 938       404 
1, 600  i    459 

2. 745. 04 
302.91 

12.000 
1,551 

13,538 

663 

3, 047. 95 

13,551 
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Exports  for  year  entUng  December  31,  1076. 


Lamber feet.b.  m..  500,000 

Poste number..  25,000 

Floar barrels..  750,000 

Hay tons..  4»500 

Leather packages..  6,000 


Ice tons..    20,000 

Wood ,... cowls..     13,000 

Wheat bushels..  200,000 

Merchandise tons.. cannot  e8timat.e. 

Bricks number..  250,000 


Importe  for  year  ending  December  31,  1876. 


Merchandise tons . .  cannot  estimate. 

Salt barrels..  4,000 

Coal tons..  1.000 

Lumber feet,  b.  m..  1,250,000 

Shingles number..  2,700,000 


Iron tons. 

Bark cords. 

Railroad-ties number. 

Vessels  built ^...  nnu'ber. 

Vessels  repaired number. 


1,700 

1,00<» 

20,  OOO 

o 

30 


The  above  iuformation  was  obtained  from  George  B.  Barnett^depaty 
collector. 

Money  statement. 

July  1,1876,  amount  available $1,143  48 

Amount  appropriated  by  act  approved  Angust  14,  1876 8, 000  00 

9, 143  48 
July  1,  1877,  amount  expended  during  fiscal  year 7,  Oil  79 

July  1, 1877,  amount  available 2,131  69 


Amount  (estimated)  required  for  completion  of  existing  project :i6, 682  54 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.  20,000  00 


List  of  materiaU  and  labor  used  at  Manitowoc  Harbor ^  Wisconsin^  during  the  fiscal  year 

1876-77. 


Articles. 


Fine  timber,  IS  by  <  linear  f^et } 

13  inchfs {  feeb  boArd-meaaure.  3 

DritVboIts poiindH. . 

Screw-boltii  ftnd  wsehen do... 

Wrought  spikes do  .. 

Stooe cords.. 

Plaok,  laid feetboard-ineasnro. 

Timber,  framed linear  feet. . 

Brash cords 

i'lau  k feet  board*measure . . 

Waahers poands . 

Paint do... 

Labor 


Total  cost 


Quantity. 


3.933 
13.153 
6, 998. 9 
1, 319. 3 
1  065 

643.67 

1,662 

3,953 

137 

13,314 

196 

5 


Price. 


90  SO) 
IS  00  5 

3to3i 

4ito9 

3}  to  3. 0'l 

5to5  50 

16  00 

09 

3  00 

10  00 

3toR 

10 


Superstructure. 


Crib  43, 
north  pier. 


1104  90 

86  98 

37  9i 

380 

33U  00 
14  30 

181  89 


1. 046  60 


Crib  39, 
south  pier. 


•3H6  40 

86  55 

13  50 

S  45 

384  45 

13  39 
1T3  88 


1, 059  5'i 


Kepairs  of 
piera. 


$157  83 

40  iO 

41  83 
32  61 

3.569  15 


354  00 

183  14 

6  43 

50 

aei  67 


3, 447  35 


Y  10. 


SHEBOYGAN  HARBOR,  WISCONSIN. 

Estimated  cost  of  the  improvement |160,598  33 

Appropriated  to  date 156,5^8  91 

The  decay  of  the  old  siiperstructnre  and  the  necessity  for  dredging, 
together  with  the  fact  that  the  lake-bed  near  the  present  month  of  the 
harbor  has  been  raised  by  deposits  from  4  to  6  feet  since  the  work  was 
commenced,  render  additional  outlay  necessary.    The  best  policy  would 
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be  to  ran  the  piers  oat  to  ISfeet  water  in  one  season.  Bat,  as  a  saffi- 
cieDtly  large  appropriation  for  this  could  not  be  obtained,  I  propose  to 
eontioae  the  repair-work  on  the  old  cribs  (eighteen  years  old)  com- 
meoeed  in  1875,  and  still  in  progress,  doing  the  work,  as  heretofore,  by 
hired  labor,  and  purchase  of  materials  in  open  market,  as  from  the 
Datore  of  the  work  no  estimate  can  be  made  in  advance  on  which  to  base 
a  contract.  The  repairs  are  made  by  stripping  off  the  old  superstruct- 
ore,  potting  on  new  timbers,  refilling  the  cribs  and  intervals  with  brush 
aod  stone,  and  planking  over  all. 

Daring  the  past  fiscal  year,  superstrnctare  was  rebuilt  over  137  linear 
feet  of  the  north  pier,  three  courses  below  and  four  courses  above  the 
vater-sarface,  and  over  413  linear  feet  of  the  south  pier,  from  seven  to 
eleven  courses  high.  On  the  nonh  pier,  also,  110  linear  feet  of  old 
superstructure  has  been  partially  removed,  and  other  portions  of  the 
pier  have  been  repaired. 

The  following  table  shows  the  amount  of  materials  used  and  cost  of 
same: 


Articles. 


Umber. 


.i feet,  b.  in. 


Drift-bolta ponn cU . 

Bnft-boita,  old,  (reosed) .....do... 

lwte,4c 

Ltber 


^kef,  irroiight poonds. 

JfikM»ctit do... 

Bolts,  icrew do... 

£«p«irB  to  scow 


ToUl. 


Qaan  titles. 


114,397 

6,489 
4,5S1 


500 
300 

3sa 


Price. 


lis  50) 

12  75  5 
3^to3f 


41 
5 


Amoant. 


ei, 449  16 
225  05 


19  OS 
8,8M  53 
81  85 
8  85 
19  10 
89  89 


4,058  84 


The  work  of  repair  is  now  temporarily  suspended  since  June  1,  but 
vill  be  resumed  about  September  1.  The  amount  asked  for  the  fiscal 
year  1878-79  will  be  used  in  continuing  this  repair- work  and  in  dredg- 
rag,  if  necessary. 


COMMBRCIAL  STATISTICS. 


K»me  of  harbor,  Sheboygan ,  Wis.;  oo11ection-diatrict,Milwaakee,Wi8.;  nearest  light- 
lioiue,  (on  harbor  pier,)  Sheboygan,  Wis. 

^rrtral  and  departure  of  veesets  for  year  ending  December  31,  1876. 


Arrivals. 

Departures. 

Namber. 

Tonnage. 

Crew. 

Ntimber. 

Tonxiage. 

Crew. 

*»men 

836 
330 

493,849 
83,051 

85,614 
1,190 

836 
385 

493,849 
33,036 

^•iaf-veaaela 

ToUl 

1,166 

516.300 

86,804 

1,101 

516,885 

Exporte  for  year  ending  Deoemb&  31,  1876. 


^^»t bashels.. 

\^ tons.. 

% tons.. 

General  merchandise ....  tons . . 

};"ck number.. 

battle heads.. 

55  B 


725,000 

125 

2,100 

12, 400 

1,100,000 

700 


Flour barrels. 

Potatoes bushels. 

Fish packages. 

Lime .' barrels. 

Stone cords. 

Barrels number. 


1,400 

5,500 

16, 400 

20.000 

700 

17,000 
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Imports  for  year  ending  December  31,  1876. 


Lnmber feet.  b.  m..  9,205,000 

Shingles M..  5,000 

Coal toDB..        12,200 

Merchandise tons..         10,300 

Pickets number..        70,000 

Cement barrels..  1,000 


Lath M..  1,550 

Posts number..  6,800 

Plaster-rock cords..  2,600 

Salt barrels..  12,400 

Bark cords..  5,000 


The  above  iDformatioo  was  obtained  from  custom-house,  steamboat- 
office,  aud  various  mill-owners. 

Money  statement 

Jnly  1, 1876,  amount  available |2,400  24 

Amount  appropriated  by  act  approved  August  14, 1876 6, 000  00 

8, 400  24 
Jaly  1, 1877,  amoant  expended  dnriDg  fiscal  year 5,351  00 

July  1, 1877,  amount  available 3,049  24 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879, 
for  repaird 6,000  00 


Y  II. 

PORT  WASHINGTON  HARBOR,  WISCONSIN. 

Original  estimate $154,527  17 

Appropriated  since 96,000  00 

Leaving  to  be  appropriated 58,527  17 

Amount  required  for  fiscal  year  1878-79 12,000  00 

The  change  in  the  plan  of  this  harbor  recommended  by  me,  July  6, 
1^76,  (see  report  of  Chief  of  Engineers,  1876,  part  II,  page  379,)  and 
approved  [by  the  Chief  of  Engineers,  June  7,  1877,  which  doubles  the 
area  of  tlie  liarbor,  at  an  expense  of  $27,000  to  the  United  States,  does 
not  provide  for  any  increase  in  the  estimate,  which  is  ample  for  improv- 
ing the  harbor  to  as  great  an  extent  as  at  present  seems  justifiable. 

During  the  past  year  the  operations  at  this  harbor  consisted  of  repairs 
(made  in  July,  1876,  and  in  May,  1877)  to  the  embankment  between  the 
basin  and  the  Sauk  Elver,  and  to  the  pile  revetment.  These  repairs 
were  made  necessary  by  damage  caused  during  heavy  floods  in  the 
spring  of  1876.  The  work  done  last  May  prevented  the  usual  breaking- 
in  of  the  river  during  the  June  freshets.  Repairs  were  also  made  on  the 
United  States  dredge  preparatory  to  work  on  this  harbor  and  on  the 
north  pier.  Tlie  proposed  work  (luring  the  present  season  is  the  exca- 
vating by  the  United  States  dredge  of  the  basin  in  part,  as  detailed  in 
my  letter  of  July  6,  1876,  to  the  Chief  of  Engineers,  (published  iu 
Aupendix  W  11  of  the  report  of  the  Chief  of  Engineers  for  1876.)  This 
will  be  commenced  as  soon  as  the  dredge  has  finished  the  rock  excava- 
tion at  Ahnepee  Harbor,  which  it  is  expected  will  be  about  September 
1.  It  is  proposed  to  coutinue  the  same  work  with  the  sum  asked  for  the 
fiscal  year  1878-'79. 

The  following  table  shows  the  quantities  of  materials  used  and  the 
prices  paid  therefor.  The  work  was  done  by  hired  labor  aud  purchase  of 
materials  iu  open  market: 


APPEin>IX  Y. 


867 


Articles. 


Tmkr feet,boArd-me«0Qre. 

Boha ponods. 

)itee oorda. 


Brash. 
Labor 


.do. 


Total. 


QaantitiM. 


1,778 
508| 
59 

119  1.10 


Price. 


$19.00 

to 

14.00 
3  to  5 

3  75 

to 

5  00 

9  08 

to 

980 


Amomit. 

#34  19 

91  49 

990  50 

394  48 
50  9!t 


840  91 


COMMERCIAL  STATISTICS. 


Xame  of  harbor,  Port  Washington,  Wis.;  collection-district,  Milwaakee;  nearest 
ligfat-boose,  Port  Washington. 

Arrival  and  departure  of  ve8$eU  during  the  year  ending  December  31, 1876. 


Arrivals. 

Departores. 

No. 

Tonnage. 

Crew. 

No. 

1 
Tonnaffe.  Crew. 

SVMmen 

460 

175.000 
9.1.300 

1.800 
1,600 

350 
460 

175.000 
93.300 

1.800 
1.600 

b>]in2-TMMie]ll  ^^ 

Total 

810 

198,300 

3.400 

810 

198,300 

3,400 

Experts  for  year  ending  December  31, 1876. 


Stone.... cords.. 

Wood cords.. 

Pork barrels.. 

Floor..... barrels.. 

Cattle head.. 

Shocks packages.. 

Barrels namber.. 


300 
2,000 

350 
2,000 

400 
4,000 
5,000 


Hay tons. 

Lime barrels. 

Brick number. 

Wheat bushels. 

Malt bushels. 

Merchandise tons . 

Fish packages. 


Imparts  for  year  ending  December  31 ,  1876. 


Slit barrels.. 

UooMiog'Sand tons . . 

Hetpers..... namber.. 

^^(^ers  .... namber.. 

Bark cords.. 

Coal tons.. 

Uod-plaster tons. . 


1,000 
300 
300 
400 
500 
700 
500 


Iron tons. 

Coke tons. 

General  merchandise.,  .tons. 
Lumber .  feet,  board-measure . 

Lath number 

Shingles number. 


400 

9,000 

1, 000, 000 

200, 000 

40, 000 

6,000 

2.000 


600 

300 

4,000 

10, 000, 000 

3, 000, 000 

8, 000, 000 


This  information  was  obtained  from  R.  C.  Kann. 


Money  statement 

Joly  1,1876,  amonnt  available 81,321  25 

Amoanl  appropriated  by  act  approved  August  14, 1876 8, 000  00 

9,321  25 
July  1, 1877,  amonnt  expended  daring  fiscal  year. 1,776  07 

JdIj  1,1877,  amount  available 7,545  18 


Aooont  (estimated)  required  for  completion  of  existing  project 66, 527  17 

Amonnt  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.  12, 000  00 
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ANNUAL    REPORT   OF   MAJOR   D.  0.  HOUSTON,  CORPS   OF 
ENGLSnEBRS,  FOR  THE   FISCAL  YEAR  ENDING  JUNE  30, 

1877. 

United  States  Engineer  Office, 

Milwaukee^  Wis.^  July  11, 1877. 

General  :  I  have  the  honor  to  transmit  herewith  annual  reports  for 
the  works  in  my  charge  for  the  fiscal  year  ending  June  30, 1877. 
I  am,  general,  very  respectfully,  your  obedient  servant, 

D.  C.  Houston, 
Major  of  Engineers. 
Prig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  8.  A. 


Z  I. 

IMPROVEMENT  OP  MIL'WAUKEE  HARBOR,  WISCONSIN. 

At  the  close  of  last  season  560  feet  of  the  stone  saperstrnctnre  of  the 
north  pier  was  completed,  except  pavement  between  the  walls. 

Five  thousand  dollars  of  the  appropriation  of  August  14,  1876,  was 
made  available  last  fall.  Part  of  this  was  applied  to  placing  a  pile  and 
tirntwr  protection  along  the  channel  side  of  the  north  pier  for  a  distance 
of  500  feet,  (the  extent  of  the  stone  superstructure,)  to  prevent  collision 
by  boats.  The  balance  of  the  appropriation,  $21,000,  was  made  avail- 
able April  21, 1877. 

Owing  to  the  meager  appropriations  and  the  dilapidated  condition  of 
the  old  superstrnclure,  it  was  deemed  advisable  to  limit  the  stone  super- 
structure to  the  north  pier  and  to  apply  the  present  appropriation  to 
replacing  the  old  superstructure  of  the  south  pier,  1,120  feet  in  length, 
with  timber,  and  to  put  the  north  pier  in  as  good  condition  as  possible, 
waiting  for  an  additional  appropriation  to  complete  the  stone  superstruct- 
ure of  the  north  pier.  There  has  been  rebuilt  up  to  the  close  of  the  fis- 
cal  year,  800  running  feet  of  the  superstructure  of  the  south  pier  for  a 
height  of  3^  feet.  The  funds  available  will  be  sufficient  to  complete  the 
Bai)er8tructnre  of  the  south  pier,  make  other  needed  repairs  and  put  in 
the  pavement  between  the  walls  in  the  north  pier.  There  will  remain 
to  be  completed  the  stone  superstructure  on  the  north  pier.  The  old 
cribs  connecting  the  Government  piers  at  the  inner  end  of  the  harbor 
with  private  dock  also  need  to  be  rebuilt  above  water. 

I  enclose  reduced  plat  of  soundings  taken  this  season,  which  shows  a 
good  stage  of  water,  so  that  no  dredging  will  probably  be  necessary  for 
some  time.  I  enclose  also  a  communication  from  Mr.  W.  H.  Hearding, 
assistant  engineer,  giving  statistics,  &c.  in  regard  to  commerce. 
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M(yney  statement 

Jnly  1,  1876,  amonnt  available $7,575  87 

Amount  appropriated  by  act  approved  August  14, 1876 26, 000  00 

$33,575  87 

Jnly  1, 1877,  amount  expended  during  fiscal  5 ear 10,314  73 

July  1,1877,  outstanding  liabilities 5,233  94 

15,548  67 

July  1, 1877,  amount  available 18,027  20 

Amount  (estimated )  required  for  completion  of  existing  project IMO^  000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  endiog  June  30, 1879.      30, 000  00 


report  of  mr.  w.  h.  hearding,  assistant  engineer. 

United  States  Engineer  Office, 

MUwauk4ie,  July  9, 1877. 

Sir  :  The  accompanying  plat  of  soundings  taken  at  Milwaukee  Harbor  on  May  21, 
1877,  which  is  respectfully  submitted,  shows  a  eood  navigable  channel  at  a  dintanoe  of 
100  feet  from  the  south  pier  and  running  paralUl  with  the  same  for  the  whole  length 
of  the  harbor  entrance,  the  shallowest  water  btring  16^  feet  when  reduced  to  the  plane 
of  mean  lake-level;  or  at  the  present  stage,  17 1%  feet  of  water. 

A  compai'isou  of  these  soundings  with  those  taken  in  June,  1876,  shows  a  deposit  of 
about  6  inches  of  material  to  have  been  made  upon  the  channel-bed  between  the  piers. 

The  following  information  relative  to  the  commerce  of  this  port  fop  the  fiscal  year 
endiog  June  30, 1877,  was  kindly  furnished  by  John  Nazro,  esq.,  collector. 

Summary  of  entrances  and  clearances* 


Entrance$, 

Steamers* 

Sailing-vesselft* 

ToUl 

dearancevi 

Steamers  t 

Sailing- vesselst 

Total 

Clearances  of  American  vessels  to  foreign  ports schooners 

Entrances  of  foreign  vessels  from  foreign  ports 

Ciearauces  of  foreign  vessels  to  foreign  ports 

Total  entrances 

Total  clearances 


Na 

9,746 
4,351 

7,099 

S.7S9 
4,468 

7,287 

v37 
15 
90 

7,114 
7,284 

Tonnage. 


9,938,970 
575, 141 


9, 803. 411 


9, 947. 168 
576. 919 


9,894.087 


11,878 
5.958 
7.064 


9.^08.669 
9,843,099 


Men. 


71,305 
91,895 


93,130 


70.538 
92,179 


99,710 


306 
210 
249 


93,340 
93,965 


*  From  A  merican  ports.  t  To  Amerioan  ports. 

Vessels  owned  and  documented  at  MiWankee,  Wisoonsinf  June  30, 1877. 

Tons. 


8all,  permanent  enrollments ... 
Steam,  permanent  enrollments. 

Sail,  permanent  re^sters 

Sail,  tem  porary  registers 

Steam,  temporary  registers 

Steam,  temporary  enrollments. 


Total 


59,013.74 

14, 0S9.  98 

989.85 

1. 430.  54 

9,364.09 

391.96 


70, 453. 16 


ne  oolleoted,  coin 153,904  91 

Bevenae  collected,  oorreucy 16,169  19 


Total 69.374  03 


HespectfuUy  submitted  by  your  obedient  servant, 


Bvt.  Col.  D.  C.  Houston, 

Major  of  Engineers^  U,  S.  J. 


W.  H.  Hbardino, 

Assistant  Engineer, 


APPENDIX   Z.  ^  871 

IMPROVEMENT  OF  RACINE  HARBOR,  WISCONSIN. 

The  appropriation  of  f  8,000  was  not  made  available  until  April  21, 
1877,  and  is  now  being  applied  to  replacing  the  old  superstractiure  of 
the  north  pier. 

A  reaorvey  of  the  harbor  was  made  this  season  for  the  purpose  of 
showing  what  changes  have  taken  place  since  1870,  and  what  work  is 
required  in  future  for  the  further  improvement  of  the  harbor. 

1  iDclose  tracing  showing  present  condition  of  harbor,  also  report  of 
Mr.  W.  H.  Heardiug,  assistant  engineer,  giving  results  of  survey  and 
all  information  attainable  in  regard  to  the  commerce  of  Haciue  and  in- 
terests affected  by  the  harbor. 

From  this  report  it  will  be  seen  that  the  principal  trouble  at  this  har- 
bor is  the  heavy  seas  due  to  the  funnel-shape  of  the  entrance.  This 
has  been  corrected  in  part  since  1  have  had  charge  of  this  work  by  ex- 
tending the  north  pier  eastward  a  distance  of  150  feet  beyond  the  south 
pier. 

It  appears  that  this  extension  has  not  been  carried  far  enough  to  fully 
accomplish  the  purpose,  and,  although  there  is  sufficient  water  at  the 
harbor-entrance  at  present,  I  would  respectfully  recommend  a  further 
extension  of  the  north  pier  of,  for  the  present,  100  feet.  This  extension 
will  soon  become  indispensable,  on  account  of  the  shoaling  caused  by 
accretions. 

This  will,  it  is  estimated,  cost  $14,000,  which,  added  to  my  estimate 
of  last  jear  for  repairs,  &c.,  (not  appropriated,)  amounts  to  $21,000. 

Money  statement. 

Jolyl,  lfi76,  amonnt  available .' $244  57 

ABjount  appropriated  by  acfc  approved  Aagast  14, 1876 8»  000  00 

$8, 244  57 

July  1, 1877,  amonnt  expended  dnring  fiscal  year 46.3  95 

%  1, 1877,  outstanding  liabilities 1.637  30 

2, 101  25 

Joly  1, 1877,  amonnt  available 6, 143  32 

I  111  ■  -  *-  I  I 

Aoionnt  (estinaated)  reqnired  for  completion  of  existing  project 30, 000  00 

AiQoimt  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879. .  21, 000  00 


report  of  mr.  w.  h.  hrardino,  assistaitf  enoinubr. 

United  States  Engineer  Office, 

Milwaukee^  June  18,  1H77. 

Sm:  Having  made  the  survey  of  Kenosha  Harbor,  I  then  proceeded  to  Racine,  Wis  , 
S8  directed  by  yonr  instructions  of  April  25,  and  made  a  survey  of  the  harbor-entrance 
>t  thai  point,  Mr.  J.  P.  Vose  acting  as  my  assistant. 

This  survey  was  completed  on  the  14th  day  of  May.  On  the  28th  of  May  I  snbrait- 
^  to  you  a  plat  of  my  survey  of  Kenosha  Harbor,  with  a  report  upon  the  same.  Since 
that  date,  at  such  times  as  my  other  duties  have. not  required  my  personal  attention, 
I  have  made  a  plat  of  the  harbor-entrance  at  Racine,  which  I  have  the  honor  herewith 
toeabmit.  Dnring  the  season  of  1875  the  channel  was  dredged  to  the  full  depth  of 
15  feet  of  water  from  the  elevator  to  that  depth  of  water  in  Lake  Michigan.  While 
the  changes  npon  the  lake-bed  and  adjacent  shores  are  not  so  marked  as  at  Kenosha, 
t  comparison  of  the  accompanyiiig  plat  with  that  of  the  survey  of  1870  showed  quite 
a  change  to  have  been  effected.  On  the  north  side  th&  line  of  shore  has  not  advanced 
materially,  but  the  curve  delineating  the  depth  of  9  feet  of  water  now  embraces  the 
liDe  of  12  feet,  as  it  existed  in  1870,  and  the  present  line  of  15  feet  corresponds  with 
ibt  of  17i  feet  in  1870. 
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The  sand  deposited  in  the  channel  between  the  piers  averages  more  than  one  foot  in 
thickness  since  dredging  was  done  in  1875,  (a  period  of  two  years.)  I  attribute  the 
presence  of  this  deposit  chiefly  to  the  infiltration  of  sand  thron^h  the  north  pier.  The 
abrading  effect  of  the  waves  npon  the  lake-shore  between  Racine  and  Kenosha  during 
the  recent  high  stage  of  water  has  been  a  source  of  anxiety  to  owners  of  property 
fronting  the  lake.  Many  different  methods  have  been  adopted  for  shore-protection. 
The  simplest  and  most  effective  method  which  I  have  seen  is  that  used  in  front  of  the 
Kemper  Hall  property,  which  has  proved  completely  successful.  The  Rev.  Dr.  Ever- 
hart,  principal  of  that  seminary,  having  tried  the  crib-jetty  system,  which  failed,  asked 
my  advice  upon  the  subject,  and  I  furnished  him  with  a  plan  and  specifications  upon 
the  most  economical  principle  of  close  piling,  backed  with  brush  filling  and  ballasted 
with  bowlders  of  the  largest  size  attainable. 

I  had  visited  the  locality  some  years  previous  to  his  application,  and  knowing  the 
bharacter  of  the  ground,  thought  this  to  be  the  besit  plan  he  could  adopt.  Some  of  the 
citizens  of  Racine  are  now  protecting  their  property  in  a  similar  manner.  A  cross- 
section  of  this  is  shown  tlpon  the  sheet. 

The  depth  of  water  on  the  south  aide  of  the  harbor-channel  has  increased  since  the 
year  1870,  both  to  the  east,  or  lake  ward,  and  west,  or  shoreward,  of  the  line  of  12  feet, 
which  line  is  now  at  about  the  same  distance  from  shore  as  in  1870. 

Within  the  past  4  years  an  extensive  change  has  been  made  at  the  west  or  inner  end 
of  the  outer^ reach  of  the  river  by  the  construction  of  wharves  over  an  area  which  was 
formerly  a  1>ay  of  the  river,  and  which  served  as  a  recess  in  which  the  force  of  the 
waves  following  up  the  channel  from  the  lake  was  expended.  The  increased  volume 
of  wave  from  the  lake  through  the  deepening  of  the  channel  by  dredging,  combined 
with  the  narrowing  up  or  curtailment  of  the  Hpace  in  which  the  wave-force  was  for- 
merly broken,  has  had  the  effect  of  increasing  the  disturbance  caused  by  storms  in  the 
next  upper  reaches  of  the  river  which  carry  a  good  depth  of  navigable  water  for  the 
distance  of  more  than  a  mile.  The  primary  cause  of  this  excessive  disturbance  is 
probably  due  to  the  funnel-shaped  character  of  the  channel.  The  distance  from  the 
present  extreuiitv  of  the  north  pier  to  a  point  in  the  lake  which  bears  N.  45^  £.  from 
the  east  end  of  the  south  pier  is  150  feet.    If  the  north  pier  should  be  extended  to  this 

Soint,  the  effect  of  storms  coming  from  the  north  to  the  northeast  would  be  sensibly 
iminished.    Should  it  be  considered  expedient  to  construct  this  extension,  an  estimate 
of  its  cost  would  be  as  follows : 

ESTIMATE  OF  C03T  OF  ONE  CRIB  OF  DIMENSIONS  &0'X  30' X  26^'. 

For    25  cords  of  stone  foundation. 
For  216  cords  of  stone  in  crib. 
Fur     7  cords  of  stone  in  interval. 

For  248  cords  of  stone,  at  $3 1  per  cord $2,728  00 

For  8,01>9  linear  feet  of  l-2"x  12"  timber  framed  iu  work,  at  36  cents 2, 915  64 

For  1V,061  pounds  of  wrought-iron  bolts,  at  4  cents 482  44 

For  16  cords  of  brush  for  interval,  at  $5 80  00 

For  4,000  feet,  board-measure,  of  3inch  plank-decking,  laid,  at  $18 72  00 

For  200  pounds  of  iron  spikes,  at  5  cents 10  00 

For  3  fender-piles,  driven,  at  $10 30  00 

For  50  linear  feet  of  cap-timber  to  piles,  (oak,)  at  46  cents 23  00 

For  60  pounds  of  screw-bolts,  at  6  cents... 3  60 

6,344  6H 
Add  10  per  cent,  for  contingencies 634  46 

Estimated  cost  of  1  crib 6,979  14 

Total  estimated  cost  of  3  cribs 20,937  42 

The  manufacturing  interests  of  Bacine  are  as  extensive  as  those  of  any  other  city 
in  the  State  of  Wisconsin.  As  an  accurate  statistical  account  of  the  business  done  oaa 
only  be  obtained  by  visiting  the  several  manufactories  and  business  houses  and  from 
the  books  of  these  establishments  extract  such  information,  and  as  a  considerable  time 
would  be  consumed  in  collecting  the  same,  I  have  thought  that,  for  the  purpose  of  show- 
ang  the  value  of  the  articles  manufactured,  I  would  give  the  following  statement,  taken 
(from  the  Racine  Journal  of  date  January  5, 1976,  which  is  the  latest  compilation  of 
facts  obtained  relative  to  the  subject.  It  is  stated  by  persons  whose  authority  is  reli- 
..able  that  the  business  done  during  1876  was  fully  one-fourth  more  than  in  1875,  which 
is  shown  in  a  condensed  form  as  follows:  Thrashing-machines  made,  valuation 
|il,250>000;  wagons  and  carriages,  $1,000,000;  wagon-trimmings,  d^c.,  $54«146;  light 
iiardware,  $76,099 ;  carriage-factories,  $9,200 ;  fan ning-m ills,  $'i47,000 ;  boiler  and  ma- 
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ddne  works,  |65,000;  8ilver>p1ate  works,  120,000;  buildinnr-materiftl  nsed,  $552,041 ; 
Birble,  |12,000  :  baskets,  $20,000 ;  pumps,  $51,500 ;  sash  and  doors,  &c.,  $110,000 ;  wire 
DSDnfactiires,  f  1 5,000;  tin  and  copper-ware,  $16,000;  business  of  meat-markets, 
$96.000 ;  trunks  and  Yalises,  $110,000 ;  boots  and  shoes,  $320,000  ;  mittens,  gloves,  and 
fan,  $89,000 ;  leather,  $594,000  ;  harness  manufactures,  $16,000 ;  woolens,  $250,000  ; 
HKtoD-battini!:,  $35,000 ;  rope  and  twine,  $54,000 ;  furniture,  $51,000 :  clothinia:,  $42,000 ; 
millioery  and  dressmaking,  $4,000 ;  beer,  $28,400 ;  soda-water,  $6,000 ;  linseed-oil, 
tS10,00O;  flour,  $207,000;  vinegar  and  pickles,  $20,000;  barrels,  $10,500;  crackers,  $28,500; 
osdy,  $17,000;  cigars,  $50,200 ;  cigar-boxes,  $1,800;  hay  pressed,  $23,000.  Making  a 
total  in  valuation  for  these  artic^  of  $5,805,786.  The  imports  of  coal  were  in  1876 
30.000  tons ;  the  imports  of  lumber,  28,000,000  feet,  board-measure. 

There  are  41  vessels  registered  as  belonging  to  Racine,  the  estimated  value  of  which 
ii  $307,000. 

The  shipments  from  Racine  over  the  Western  Union  Railroad  during  the  year  1875 
v«re  as  follows : 

Foonds. 

Flax-seed 726,350 

Flour 1,485,800 

Salt 1,628,110 

Shioglea 1,640,800 

Cedar  posts 740,000 

Bricks 740,000 

Lomber 45,658,130 

Lime 2,454,010 

Agricultural  implements 17,267,830 

C4»l 11,947,770 

Mifloellaneons 9,207,350 

Water,  lime,  and  cement 103,800 

Total 93,699,150 

Ur.  J.  I.  Case^s  machine-shops  cover  11  acres  of  ground. 

Daring  the  year  164  new  buildings  were  erected,  in  value  $388,585. 

Beapectfully  submitted. 

W.  H.  Heardixo, 
ABsistant  Engineer. 
Brevet  Colonel  D.  C.  Houston, 
Major  of  Engineers,  U.  8,  A. 


Z3. 

IMPROVEMENT  OF  KENOSHA  HARBOR,  WISCONSIN. 

Of  the  appropriation  made  August  14,  1876,  for  this  harbor,  bat 
$150  was  made  available  last  season. 

This  was  applied  to  minor  repairs  to  piers.  The  balance,  $7,850,  was 
made  available  April  21, 1877. 

This  season  the  saperstractare  has  been  bnilt  over  the  two  outer 
cribs  of  the  north  pier  100  feet  in  length,  and  the  stone  filling,  which 
had  settled,  replaced.  Some  repairs  have  also  been  made  to  the  section 
of  the  pier  built  in  1867. 

A  resurvey  of  the  harbor  was  made  this  spring  for  the  purpose  of 
determining  what  changes  have  taken  place  since  1870  and  what  work 
is  needed  for  the  further  improvement  of  the  harbor.  1  inclose  a  tracing, 
showing  present  condition  of  the  harbor;  also  report  of  Mr.  W,  H. 
Bearding,  assistant  engineer,  giving  result  of  survey,  and  all  informa- 
tioD  attainable  on  the  commerce  of  the  place. 

Prom  this  report  it  will  be  seen  that  about  $7,000  are  required  to  put 
the  existing  works  in  good  order,  and  that  about  10,000  cnbic  yards  of 
dredging  are  necessary.  The  funds  available  will  suffice  for  the  dredg- 
ing, leaving  $7,000,  my  estimate  of  last  year,  needed  to  put  works  in 
good  order. 

It  farther  appears,  as  has  been  heretofore  reported,  that  it  will  be  neces- 
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sary  to  extend  the  piers  £o  protect  the  channel,  owing  to  the  constant 
shoaling  dae  to  accretions  north  of  the  piers.  Mr.  Hearding  estimates 
that  in  the  next  twenty  years  the  north  pier  should  be  extended  400 
feet  and  the  sonth  pier  500  feet,  at  an  estimated  cost  of  not  less  than 
$80,000,  an  average  of  $4,000  per  annum.  This  is,  to  a  great  extent, 
conjectural,  but  it  is  evident  that  one  or  both  of  the  piers  will  require 
extension  from  time  to  time.  I  would,  therefore,  recommend  an  appro- 
priation for  the  extension  of  the  north  pier  100  feet. 

The  amount  (estimated)  required  for  completion  of  existing  project 
includes  the  probable  pier-extension  for  twenty  years,  as  above  stated, 
but  does  not  include  the  repairs  which  may  become  necessary  in  the 
mean  time. 

Periodical  appropriations  will  be  needed  for  pier-extension,  repairs, 
and  dredging. 

Money  statement 

July  1, 1876,  amount  avaHable $361  83 

Amoant  appropriated  by  not  approved  August  14, 1876 8, 000  00 

$8, 361  83 

July  1, 1877,  amount  expended  during  fiscal  year 874  72 

July  1, 1877,  outstanding  liabilities 3,415  86 

4,290  58 

July  1, 1877,  amoant  available 4,071  25 

Amount  (estimated)  required  for  completion  of  existing  project 80,000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879 . .  17, 000  00 


report  of  mr.  w.  h.  hearding,  assistant  engineer. 

Unffed  States  Engineer  Office, 

Milwaukee,  May  28, 1877. 

Sir:  In  obedience  to  your  orders  of  the  25th  ultimo,  directing  me  to  make  resurveys 
of  the  harbors  of  Kenosha  and  Racine,  Wis.,  I  have  the  honor  to  state  that  as  soon  as 
I  had  made  the  necessary  preparations  I  proceeded  on  the  27th  ultimo  to  carry  out  your 
instructions,  first  in  reference  to  Kenosha,  taking  with  me,  as  an  assistant,  Mr.  J.  P. 
Vose. 

The  prevalence  of  a  northeast  wind  retarded  operations  somewhat,  by  reason  of 
which  the  survey  was  not  completed  until  the  evening  of  Saturday,  the  5th  inst-ant. 

By  comparing  the  accompanying  map  with  the  plat  of  survey  made  in  1870,  it  will 
be  seen  that  important  changes  have  been  made  at  this  harbor,  the  shore  accretion  on 
the  north  of  the  harbor  channel  having  formed  eastward  to  a  distance  of  140  feet. 

To  obtain  at  once  a  clearer  perception  of  the  quantity  of  drifted  material  which 
has  accumulated  than  will  be  readily  observed,  except  by  a  close  scrutiny  of  the  plan, 
I  have  selected  3  sections,  AB,  CD,  £F,  from  the  lines  of  levels  taken. 

By  referring  to  section  £F,  it  will  be  seen  that  at  a  mean  distance  of  30  feet  lake- 
ward  from  the  shore-line  of  1870  the  acoumulatioa  of  sand  and  gravel  has  been  depos- 
ited to  an  average  thickness  of  7^  feet  above  mean  lake  level  for  the  whole  length  of 
the  sectionn  orth  of  the  pier ;  and,  furthermore,  where  there  was  a  depth  of  7  feet  of 
water  in  1870  there  is  now  a  thickness  of  sand  and  gravel  above  mean  lake  level  of  7 
feet,  equal  to  a  deposit  of  14  feet  of  drifted  material.  This  SHCtion  a}so  shows  that  the 
accretion  is  nearly  on  a  level  with  the  top  of  the  highest  portion  of  the  pier. 

The  sections  AB  and  CD  show  the  relative  heights  of  the  pier  and  adjacent  accre> 
tions  north. 

On  section  CD,  at  a  distance  of  80  feet  from  the  pier,  the  height  of  the  drift  is  7-^- 
feet  above  the  top  of  the  pier. 

Section  AB  shows  the  effect  of  the  action  of  the  water  back  of  the  pier  and  adjacent 
accretions. 

During  the  prevalence  of  northerly  winds  some  of  the  light  dry  sand  is  carried  from 
the  banks  into  the  channel. 

The  changes  in  the  lake  bed  are  not  less  marked  than  those  on  shore,  a  bank  having 
formed  which  runs  parallel  with  the  shore-line,  carrying  from  6  to  8  feet  of  water  upon 
its  crest.  In  1670  there  was  an  average  depth  of  15  feet  of  water  where  the  line  which 
delineates  the  outer  9-feet  curve  now  runs. 

The  line  of  12  feet  of  water  would  overlap  the  present  extremity  of  the  north  pier, 
but  for  the  effect  produced  upon  the  lake-bed  by  the  breaking  of  the  waves  upon  the 
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pitf-liead,  the  annd  is  removed  by  the  ngitat  ion  of  the  water,  and  is  carried  daring  north- 
east Btorms  acroes  or  in  front  of  the  channel,  and  is  there  deposited.  I  assume  this 
theory  to  bo  correct,  for  I  can  in  no  other  way  account  for  the  shoal  which  is  forming 
u>  ibe  southeastward  of  the  south  pier,  and  which  threatens  to  become  a  serious  ob- 
strortioa  to  the  oavigation  of  the  harbor  channel. 

Durlni;  the  months  of  June  and  July,  1875,. the  channel  was  dredged  to  the  full 
depth  of  15  feet  for  its  entire  length  from  the  basin  to  the  deep  water  of  Lake  Michi- 
gaa. 

The  authorities  of  the  city  of  Kenosha  have  lately  authorized  the  expenditure  of  a 
small  sum  of  money  for  dredging-purposes  at  the  harbor  entrance. 

The  crashing  away  of  the  banks  to  the  northward  of  the  inner  or  west  end  of  the 
scnh  pier  has  continued  in  its  operation,  and  the  owners  of  the  property  facing  the 
t*^  side  of  the  basin  should  rake  measures  to  arrest  this  action. 

The  line  of  wharves  inside  the  harbor  basin  has  been  considerablv  increased  within 
tbe  past  two  years,  and  while  commeuting  upon  this  fact,  it  may  be  proper  to  direct 
Tour  attention  to  the  increased  size  and  position  of  that  which  covers  the  outlet  of 
Pike  Creek,  npon  which  a  flouring-mill  has  beeu  built.  Should  the  commerce  of  the 
place  ever  require  the  utilization  of  the  river  banks  to  the  westward  of  the  basin,  tbe 
remoTal  of  this  wharf  would  become  a  matter  of  necessity  to  the  free  ingress  and 
e^ess  of  vesAels.  The  section  of  the  north  pier  ter^ied  tho  nigh  section,  which  is  185 
iieec  in  length,  is  becoming  very  much  dilapidated,  and  the  superstructure  should  be 
removed  and  replaced  with  new  work.  The  section  immediately  east  of  this,  built  in 
l^ty^,  also  requires  slight  repairs. 

A  section  of  the  south  pier  immediately  east  of  the  warehouse  is  tilted  toward  the 
channel,  csnsed  probably  by  the  work  of  the  dredge  under  the  city  authorities. 

Before  endeavoring  to  give  an  estimate  in  detail  of  the  cost  of  putting  the  existing 
vorka  in  thorough  order  and  the  probable  work  required  in  the  future,  as  directed  by 
Toar  order,  it  may  be  well  to  note  the  rate  of  advance  made  by  the  shore-line  through 
accretion,  taking  as  a  basis  for  such  estimate  the  increased  accumulation  of  drift  siuee 
the  survey  was  made  in  May,  1870.  The  growth  of  the  beach  outward  from  this  cause 
luiA  been  at  tbe  rate  of  19  feet  per  annum. 

The  <llstance  from  the  present  intersection  of  the  shore-line  with  the  north  side  of 
tbe  pier  to  the  outer  extremity  of  tbe  same  is  410  feet.  At  such  a  continued  rate  the 
time  occupied  in  forming  the  beach  to  the  end  of  tbe  pier  would  be  21^  years,  but  as 
an  eetimate  of  the  distance  to  which  the  line  of  12  feet  of  water  would  be  carried  dur- 
ing such  a  period  oaa  only  be  conjectural,  I  can  only  assume  that  it  will  or  may  be  pro- 
portional to  the  ontgrowth  of  the  beach. 

To  insnre  a  navigable  depth  of  water  between  the  piers  for  snch  a  length  of  time  it 
say  be  safely  stati^  that  the  north  pier  should  be  extended  400  feet  into  tbe  lake  upon 
a  due  east  line,  and  the  south  pier  to  a  probable  dist^ance  of  500  feet.  The  cribs  for  the 
Borth-pier  extension  to  be  24  feet  in  width,  and  those  of  the  south  20  feet  wiife.  The 
north-pier  extension  to  be  built  first,  or  until  the  effect  of  such  extension  upon  the 
lake-brd  on  the  line  of  the  south  pier  is  determined. 

Taking  the  present  prices  of  materials  and  labor  as  a  basis  of  cost,  an  estimate  for 
the  aauie  would  be  as  follows,  viz : 

For  1  erih  ofbO'  X  24'  X  22^',  Ht  upon  a  $Ume  foundatioH, 

For   20  cords  of  stone  foundation. 
For  147  cords  of  stone  in  crib. 
For     5  cords  of  stone  in  interval. 

For  172  cords  of  stone  in  bowlders,®  $10.50 $1,806  00 

For  6,121  linear  feet  of  pine  timber, 'S)  22  cents 1,346  62 

For9,859  pounds  of  iron  ho\ts,'S>  4  cents 394  36 

For  3,300  feet  (B.M.)  of  3-iuch  plank,  laid, /g)  $18 59  40 

For  2U0  pounds  of  iron  spikes, 'S)  5  cents.... 10  00 

Fcr  12  cords  of  brush, 'S)  $5 60  00 

For  I  rami  Dg  6.121  linear  feet  of  timber, '^  13  cents 795  73 

For  3  fender-piles,  driven,  ^S)  $10 30  00 

For  50  feet  cap  of  framed  oak,  12  inches  by  12  inches,  ®  46  cents 23  00 

For  60  poands  of  screw-bolts, '®  6  cents 3  60 

4. 528  71 
Add  10  per  cent,  for  contingent  expenses 452  87 

Total  cost  of  one  crib 4,981  .58 

Total  estimate  of  cost  of  8  cribs  =  400'  pier 39,852  64 

Tlie  eoet  of  extending  the  south  pier  to  a  distance  of  500  feet  would  approximate  as 
ibllova: 
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C09i  0/1  <ri6  50'  X  20*  X  18i'. 

For   18  cords  of  bowlder-stone  for  foandation. 
For  100  cords  of  bowlder-stone  in  crib. 
For     5  cords  of  bowlder-stone  in  interval. 

For  123  cords  of  stone,  "2)  $10.50 fl,291  50 

For  4,313  linear  feet  of  piue  timber,®  22  cents 9AS  ri6 

For  6,393  pounds  of  iron  bolts,®  4  cents 255  72 

For  2,700  feet  of  3-inch  plank,  laid,®  18  cents 4S  60 

For  175  ponndsof  iron  spikes,  ®  5  cents S  75 

For  10  cords  of  brash,  (in  interval,)  ®  $5. 60  00 

For  framing  4,313  linear  feet  of  pine  timber,  ®  13  cents 560  69 

For  3  fender-piles,  driven,  ®  $10 30  00 

For  50  feet  cap-timber,  oak,  for  piles,  ®  46  cents 23  00 

For  60  poonds  of  screw-bolts,  Ocents 3  60 

3, 220  72 
Add  10  per  cent  for  contingent  expenses 322  07 

Cost  of  crib 3,542  79 

Total  cost  of  10  cribs  for  son  th  pier 35,427  90 

Total  cost  of  8  cribs  for  north  pier 39,852  64 

Total  estimate  of  cost  of  pier  extension 75,280  54 

The  cost  of  putting  the  existing  works  in  good  order  would  be  as  follows,  as  nearly 
as  can  be  estimated  : 

For  raising  the  superstructure  2  feet  in  height  over  the  section  of  north  pier  at  its 
west  end  362  feet  in  length. 

For  1.824  linear  feet  of  pine  timber,  framed  in  work,  ®  32  cents.', $SH3  66 

For  3,403  pounds  of  iron  bolts,  ®  4  cents i:M)  12 

For  80  cords  of  stone  ballast,®  $10.50 840  00 

Total 1.559  80 

For  sheet-piling  in  rear  of  above  section,  362  feet,  ®  $4  per  mnning  foot....     1, 448  00 

For  cutting  down  and  replacing  high  section  185  feet  in  length  by  9  feet  in  height. 

For  cutting  down  old  work,  ®  $1  per  foot $1H5  00 

For  6,986  linear  feet  ofpine  timber,  framed  in  work,®  32cenU 2,235  52 

For  11,262  pounds  of  iron  bolts,  ®  4  cents 450  48 

2,871  00 

BECAPrrULATION. 

For  raising  superstructure,  west  end  of  north  pier $1,559  80 

For  sheet-piling  in  rear  of  above  section 1,448  00 

For  cutting  down  and  rebuilding  high  section 2,871  00 

5,H7fi  HO 
Add  lOper  cent,  for  contingent  expenses 587  88 

6,466  68 

Besides  this,  dredging  to  the  extent  of  10,000  cubic  yards  at  the  harbor  entrance  is 
required,  which,  at  25  cents  per  yard,  would  cost  $2,500. 

I  have  not  included  this  item  in  the  estimate  of  necessary  repairs,  for  the  reason  that 
the  benefit  to  be  derived  thereby  would  be  only  temporary.  The  services  of  a  dredg- 
ing-machine  will  be  required  continually  unless  meaas  are  provided  for  extending  the 
piers.  This  method  of  maintaining  a  channel  of  navigable  water  is  unsatisfactory, 
for  the  reason  that  one  storm  will  frequently  fill  up  a  trench  which  has  taken  au  effi- 
cient dredging-maohine  two  or  three  weeks  to  excavate,  and,  also,  the  masters  of  vessels, 
even  when  in  stress  of  weather,  will  prefer  to  enoonu&er  risk  outside  than  to  attempt 
to  enter  an  uncertain  channel. 

The  commerce  of  Kenosha  has  felt  the  depression  which  has  pervaded  the  whole 
country  for  the  past  two  years,  yet  by  the  following  statement,  which  I  obtained  from 
the  deputy  collector,  and  from  the  general  tone  of  feeling  which  prevails,  I  assume  that 
the  prospects  of  au  increase  in  trade  for  Kenosha  are  not  less  bright  than  in  other 
towns  of  similar  size. 
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Tbe  exports  for  the  past  year  were  40,000  bnshels  of  oats,  5,000  bashels  of  flax-seed, 
lj((),000  pounds  of  wool,  50,000  poaods  of  hides,  560,000  ponnds  of  fish ;  other  produce 
to  tb«  Talae  of  $100,009C  The  coontry  in  the  neighborhood  of  Kenosha  is  chiefly 
dcToted  to  dairy-farming.  On  many  estates  as  many  as  from  100  to  400  milch-cows  are 
kept.  I  ooald  not  obtain  the  quantity  of  butter  made,  but  should  estimate  it  at  200 
VooM  aQDnally. 

Qnite  extensiye  manufactures  of  agricultural  implements  are  in  active  operation. 
T\vaj  tboQsand  bushels  of  malt  are  made  annually. 

Tbe  principal  imports  for  manufacturing  purposes  during  tbe  year  were  6«500  tons 
nf  ooaly  5,500  cords  of  wood,  3,000  barrels  of  salt,  2,000  cords  of  tan-bark,  1,200  tons  of 
pig-iroD,  1,225  tons  of  bar-iron,  11,650,000  feet  (board  measure)  of  pine  lumber,  750,000 
feet  (board  measure)  of  hard-wood  lumber,  200  cords  of  stone,  260  barrels  of  oil  and 
torpentioey  156,000  pounds  of  white  lead. 

It  is  expected  that  the  Kenosha  and  Rockford  Railroad  will  extend  the  road  from  its 
present  t«rminns,  west  of  the  city,  down  to  the  basin,  which  will  facilitate  the  busi- 
aesB  of  the  place. 

Keepectfully  submitted  by  your  obedient  servant, 

W.  H.  Heardino, 
Asmtant  Engineer, 

Brevet  Colonel  D.  C.  Houston, 

MajcT  of  Engineers,  U,  S,  A, 


Z4. 

IMPROVEMENT  OF  FOX  AND  WISCONSIN  RIVERS. 

At  the  commeDcement  of  the  fiscal  year  the  principal  works  in  prog- 
ress were  as  follows : 

CoDStrnction  of  locks  of  stone  masonry  at  Grand  Biver,  Princeton, 
^ite  River,  Berlin ;  Eureka,  second  lock  at  Appleton  ;  Upper  Ooin- 
bined  lock.  Little  Chute ;  third  and  fourth  locks,  Kankauna ;  dams  at 
the  Cedars,  Little  Chute  Kaukauna,  Eapid  Croche,  and  Little  Kau- 
Liana.     Two  dredges  were  also  at  work  on  the  Upper  Fox. 

It  was  expected  to  complete  all  of  the  works  above  mentioned  last 
season,  and  also  to  excavate  canals  and  construct  dams  at  all  tbe  locks 
on  the  Upper  Fox,  but  the  delay  in  making  appropriations  retarded 
operatious,  and  when  the  appropriatioQh  was  made,  August  14, 1876,  the 
total  amount  was  not  allowed  to  be  expended. 

It  was  not  until  September  14, 1876,  that  the  allotment  of  $120,000 
vas  made.  This  rendered  it  necessary  to  limit  the  work  to  what  was 
deemed  indispensably  necessary.  The  main  masonry- walls  of  the  locks 
above  mentioned,  except  coping,  were  completed  last  season.  At  Eureka 
lock  and  Upper  Combined  lock  the  coping  was  finished.  The  dams  at 
tbe  Cedars,  Little  Chute,  and  Little  Kaukauna,  except  earthfilling  at 
the  first  two,  and  some  stone  riprapping  at  the  latter,  were  nearly  fiu- 
isbed.  The  dam  at  Bapid  Croche,  except  a  gap  of  about  75  feet,  and 
a  dam  at  E^aukauna,  except  a  break  of  about  125  feet,  and  filling  above 
dam,  were  nearly  finished.  On  the  21st  of  April,  1877, 1  was  notified 
that  the  balance  of  the  appropriation  of  1876,  $150,000,  had  been  made 
available,  and  operations  were  at  once  resumed  on  the  Lower  Fox  with 
a  view  to  oi>eniug  the  line  for  navigation,  completing  all  new  work  and 
potting  the  old  locks  in  working  onler. 

The  line  was  open  for  navigation,  as  far  as  locks  are  concerned,  on 
Jane  1,  from  Portag:e  City  to  Green  Bay. 

The  work  done  tbis  season  has  been  as  follows: 

Memuha  lockj  (old.) — ^This  lock  has  been  pumped  out;  a  new  upper 
miter-sill  put  in ;  a  portion  of  lock-chamber  replauked ;  lower  wing- 
valls  repaired,  and  lock  put  in  good  working  order.  The  canal-banks 
were  repaired. 
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Appleton  second  lock  J  (new.) — The  filling,  behind  lock- walls  has  been 
completed.  The  foot  of  lower  wing-walls  protected  by  stone  facing  ; 
coping  for  lock  has  been  quarried,  and  mostly  dressed,  and  117  linear 
feet  delivered  at  lock. 

Cedars  Dam^  {new.) — !N'inety-one  cubic  yards  of  slope-wall  have  been 
laid,  and  110  yards  of  earth-filling  placed  in  rear  of  same;  2,800  yards 
of  clay  and  gravel  filling  have  been  placed  above  dam. 

Coynhined  locks  at  Little  Chute^  {ncio,) — The  dry  stone  and  slope  walls 
have  been  completed  and  the  filling  behind  the  lock- walls;  a  small 
amount  of  coping  to  be  laid  will  complete  these  locks. 

Kaukawna  Dam^  {new,) — Materials  for  closing  break  in  this  dam  have 
been  procurred  and  the  north  abutment  of  masonry  nearly  completed. 

Kaukauna  third  and  fourth  locks,  (netc,) — ^The  filling  behind  lock-walls 
is  nearly  completed,  also  the  upper  wing- walls.  The  coping  is  beia^ 
quarried  at  quarry  near  at  hand. 

Rapid  Croche  Bam,  {new.) — This  dam  is  about  finished,  except  clay  and 
gravel  filling  above  dam. 

Little  Kaukauna  Dam,  {new.) — One  hundred  and  sixty  cubic  yards  of 
riprapping  have  been  placed  below  the  dam,  and  stone  quarried  for 
coping  to  abutments  delivered. 

Depere  lock,  {old.) — ^This  lock  has  been  thoroughly  repaired;  new 
gates  put  in ;    new  wing-walls,  and  portions  of  the  walls,  rebuilt. 

Eureka  Dam,  {new,) — The  construction  of  i>ermanent  dam  at  this  point 
lias  been  commenced. 

Grand  River  lock,  {new.) — ^The  construction  of  wing- walls  haa  been 
commenced  at  this  point. 

General  repairs  have  been  made  to  all  the  old  works,  such  as  putting 
in  new  gates,  raising  canal  banks,  stopping  leaks,  &c.,  incidental  to 
opening  navigation.  New  gates  are  being  constructed  to  replace  old 
gates  where  necessary.  A  dredge  is  at  work  on  the  Lower  Fox  remov- 
ing obstructions,  improving  channels,  aud  digging  gravel  for  filling 
above  dams.  One  dredge  is  at  work  excavating  calial  at  Berlin,  and 
another  at  Grand  River  Canal. 

It  is  expected,  early  this  season,  to  entirely  complete  all  new  work  on 
the  Lower  Fox,  and  to  put  the  line  in  the  best  working  order  practica- 
ble; to  complete  the  locks  at  Berlin,  White  River,  Princeton,  and 
Grand  River,  Upper  Fox ;  to  excavate  the  canals  at  those  places  for  a 
width  of  50  feet;  construct  permanent  dam  at  Eureka,  and  temporary 
dams  at  the  other  locks  on  the  Upper  Fox. 

The  coping  on  the  four  locks  above  mentioned  may  not  be  laid  this 
season,  but  it  will  probably  be  got  out  at  quarry  on  Lower  Fox,  and 
transported  after  completion  of  dams  on  Upper  Fox. 

The  total  new  work  expected  to  be  completed  this  season  will  be,  10 
locks  of  stone  masonry;  1  dam  of  stone  masonry;  5  dams  of  timber 
cribs  filled  with  stone;  1  dam  of  timber  flooring  and  stone  abutments, 
with  navigable  pass  at  Eureka  lock ;  5  temporary  dams,  which  will  serve 
the  purpose  of  diverting  the  river  through  new  cuts  and  over  permanent 
dams  on  Upper  Fox;  the  excavation,  75  feet  wide  and  6  feet  deep,  of 
Portage  Canal,  2^  miles  long,  and  revetting  the  banks  of  same  with  pile 
and  timber  docking ;  excavation  of  canal  at  Eureka  lock,  100  feet  wide. 
6  feet  deep,  and  1,450  feet  long;  at  Berlin,  60  feet  wide,  5 feet  deep,  ana 
2,400  feet  long ;  at  White  River,  50  feet  wide,  5  feet  deep,  and  1,150  feet 
long;  at  Princeton,  50  feet  wide,  5  feet  deep,  and  1,000  feet  long;  at 
Grand  River,  50  feet  wide,  5  feet  deep,  and  2,000  feet  long. 

The  old  locks  will  all  have  been  put  in  as  good  condition  as  they  will 
admit;  several  of  them  are  in  excellent  condition;  new  gates  have  been 
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pnt  ill  where  required.  A  large  amoant  of  dredging  has  been  done  ia 
the  canals  and  river;  canal-banks  have  been  raised  and  strengthened^ 
waste- weirs  put  in,  and  a  large  atnoant  of  miscellaneoas  work  necessary 
to  maintain  the  old  work. 

There  are  now  on  the  Lower  Fox  6  masonry  locks ;  6  of  the  old  locks 
are  in  good  condition,  and  should  last  several  years.  There  remain  7 
locks  which  should  be  replaced  or  thoroughly  repaired ;  new  locks  can 
be  eonstracted  alongside  the  old  without  interrupting  navigation.  The 
dam  at  Depere  should  be  rebuilt,  but  it  is  believed  that  it  should  be 
done  by  the  water-power  interests  at  that  place,  if  not  wholly,  in  part 
at  least.  It  is  probable  that  some  satisfactory  arrangement  may  be 
made. 

The  lower  dam  at  Appleton  will  probably  need  to  be  rebuilt  before 
long.  On  the  Upper  Fox  a  new  guard-lock  should  be  built  as  soon  as 
funds  are  provided;  the  lock  at  Governor's  Bend  will  have  to  be  rebuilt; 
permanent  dams  constructed  at  Grand  River,  Princeton,  White  River, 
and  Berlin.  After  this  work  is  done,  and  while  in  progress,  an  immense 
amount  of  dredging  will  be  required  on  the  Upper  Fox,  to  deepen, 
widen,  and  shorten  the  channel. 

The  work  after  this  season  should  show  continuous  improvement  in  the 
navigation  of  the  Fox  River,  and  will  be  the  result  of  the  work  which 
has  already  been  done. 

On  the  Wisconsin  River  nothing  has  been  done  since  1875,  the  funds 
available  being  all  required  for  operations  on  the  Fox,  where  the  work 
was  of  a  more  expensive  character.  I  made  an  examination  of  a  por- 
tion of  the  Wisconsin  River  on  Jnne  8,  on  the  steamer  Winueconne, 
drawing  27  inches.  For  a  distance  of  12  miles  below  Portage  City, 
where  the  dams  are  continuous  and  the  work  approximates  completion, 
we  had  no  difficulty,  but  below  that  point  we  were  unable  to  proceed. 
TkiJt  section  includes  some  of  the  worst  places  in  the  river. 

Appended  to  this  report  is  a  list  of  soundings  taken  in  the  channel  for 
12  miles  below  Portage  City.    It  will  be  observed  that  there  are  only  3 
soundings  less  than  4  feet,  the  lowest  being  3  feet  on  an  old  timber 
dam.     The  stage  of  water  was  very  low,  0.4  of  a  foot  above  low  water 
of  1867.     No  work  has  been  done  on  the  river  since  1875,  and  a  few  of 
the  dams  have  settled  so  as  to  divert  a  portion  of  the  current  from  the 
channel.    Had  the  dams  been  maintained  as  they  could  Iiave  been  at  small 
expense^  I  am  satisfied  that  the  channel  would  have  improved  still  more. 
This  examination  has  confirmed  me  in  the  views  heretofore  expressed 
as  to  the  practicability  of  the  system  of  improvement  adopted,  and  it 
will  not  be  necessary  to  expend  any  more  money  to  determine  this  point. 
Only  a  small  amount  can  be  spared  in  any  case,  so  that  no  immediate 
benefit  could  be  obtained.    Some  repairs  are  needed,  but  it  will  cost 
more  to  organize  a  special  force  for  this  purpose  than  to  make  more  ex- 
tensive repairs  when  funds  are  provided  to  go  on  with  the  work  and  a 
lar^e  force  organized.    It  is  useless  to  attempt  further  operations  on  the 
Wisconsin  without  sufiBcient  funds  to  carry  on  the  work  to  advantage. 
The  funds  now  available  will  all  be  needed  to  carry  out  the  project  of 
operations  on  the  Fox  River. 

It  is  important  that  funds  be  provided  to  maintain  the  dams  already 
bailt,  and  to  go  on  with  the  improvement  of  the  river. 

The  cost  of  maintaining  these  dams  would  be  inconsiderable  if  attended 
to  in  time;  a  small  steamer  with  two  scows  and  a  small  party  could  keep 
op  the  dams  the  entire  length  of  the  river. 

The  method  of  improvement  adopted  has  been  pronounced  impracti- 
cable by  Maj.  G.  K.  Warren,  of  the  Corps  of  Engineers,  in  his  report  of 
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I^ovember  26, 1875.  I  do  not  deem  it  necessary  to  discuss  tbe  matter, 
as  I  consider  the  qaestion  practically  solved  in  favor  of  the  method. 
Much  experience  has  been  gained, especially  in  1875,  the  last  year  of  the 
work,  and  much  more  is  to  be  learned  to  secure  the  best  results. 

At  the  same  time  I  made  the  examination  above  mentioned  on  the  Wis- 
consin, 1  took  the  boat  down  to  a  few  miles  below  Montello,  on  the  Fox 
Biver,  a  distance  of  33  miles. 

From  Portage  to  Montello  the  system  of  slack-water  has  been  estab- 
lished, and  an  immense  amount  of  dredging  has  been  done  in  former 
years.  The  navigation  of  the  Wisconsin  for  the  distance  gone  is  decid- 
edly better  than  that  of  this  portion  of  the  Upper  Fox,  and  J  am  satisfied 
that  by  the  method  pursued  the  Wisconsin  River  channel  can  be  made 
fully  as  good,  if  not  better,  than  the  Upper  Fox  admits  of  at  any  reason- 
able expense.  It  seems  to  me  that,  all  things  considered,  the  true  policy 
(even  if  a  canal  should  ultimately  be  made  along  the  Wisconsin  Biver, 
and  in  view  of  the  cost  of  improving  the  Upper  Fox)  is  to  continue  the 
improvement  of  the  Wisconsin  River  channel  to  the  fullest  extent  it> 
admits  of.  In  this  way,  at  least  partial  benefit  will  be  more  speedily 
secured. 

I  concur  with  Major  Warren  in  his  recommendation  that  an  immedi- 
ate and  thorough  survey  be  made  for  determining  the  best  route  for  a 
canal  along  the  valley  of  the  Wisconsin  River. 

The  object  of  this  work  is  to  establish  a  water  route  from  the  Upper 
Mississippi  to  the  lakes,  by  which  transportation  will  be  cheapened. 

The  arguments  on  this  subject  are  fully  given  in  the  report  of  Maj.  G. 
K.  Warren,  Corps  of  Engineers,  Report  of  Chief  of  Engineers  for  1868, 
page  357,  and  in  the  report  of  the  Select  Committee  on  Transportation- 
Boutes  to  the  Seaboard,  United  States  Senate,  187d. 

I  transmit  herewith  reports  of  Capt.  G.  J.  Lydecker  aud  First  Lieut. 
F.  A.  Hinman,  Corps  of  Engineers,  United  States  Army. 

The  amoQDt  of  tolls  collected  daring  the  year  ending  Jnne  30, 1877,  is  $653.36 ;  re- 
quired to  be  reported  annaally  by  act  of  Congress  approved  July  7, 1870. 

Navigation  was  interrupted  most  of  the  year  by  the  building  of  locks. 

Money  statement 

July  1, 1876,  amount  available $159,442  17 

Amount  appropriated  by  Act  approved  August  14, 1676 270, 000  00 

$429, 442 .  17 

July  1, 1877,  amount  expended  during  fiscal  year 269, 448  68 

July  1, 1877,  outstanding  liabilities 14,685  48 

284,134  16 

July  1, 1877,  amount  available 145,308  01 

Amount  (estimated)  required  for  completion  of  existing  project 2, 975, 663  00 

Amount  tbat  cau  be  profitably  expended  in  fiscal  year  ending  June  30, 
1879 760,000  00 
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report  of  captain  g.  j.  lydecker,  corps  of  engineers. 

United  States  Engineer  Office, 

Milwaukee^  WU,,  July  7, 1877. 
Sir  :  I  have  the  honor  to  submit  the  following  report  of  operations  on  the  improve- 
ment of  that  portion  of  the  Fox  River  which  was  in  my  charge  duriug  part  of  the 
fiscal  year  ending  June  30,  1877. 

The  report  covers  operations  from  the  beginning  of  tho  year  until  the  end  of  April, 
1877,  at  which  time  I  was  relieved  from  duty  under  your  orders. 
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The  main  object  in  view,  at  the  opening  of  the  season,  was  the  completion  of  the  new 
kieks  on  the  Upper  Fox.  and  of  the  new  locks  and  dams  on  the  Lower  Fox.  These 
kid  all  been  oomroenced  during  the  preceding  fiscal  year,  and  at  the  beginning  of  the 
present  year  were  in  Tarioiis  stages  of  progress,  some  showing  bat  a  bare  beginning, 
while  others  were  well  on  toward  completion,  as  explained  in  detail  hereafter. 

On  the  Lower  Fox  it  was  especially  desired  to  complete  all  works,  so  far  as  neoes- 
ary  to  re-open  navigation  from  Green  Bay  to  Lake  Winnebago,  early  in  the  fall. 

From  varioas  oaoses,  the  principal  of  which  were  a  lack  of  sufficient  funds  and  the 
eootinoance  of  a  very  anusnally  high  stage  of  water  throughout  the  season,  we  were 
miaible  to  accomplish  all  that  had  been  expected  ;  but,  considering  the  obstacles  in  the 
way,  liieamoant  of  work  done  is  a  very  satisfactory  showing.  The  masonry  of  all  the 
lacka  was  completed,  except  coping ;  the  new  dams,  on  the  Lower  Fox,  except  that 
at  Rapid  Croche,  were  finished  with  the  exception  of  placing  a  backing  of  clay  and 
gravel,  which  is  designed  to  give  them  increased  stability.  Tbe  little  Kaukauna  dam 
wastbe  only  one  at  which  any  considerable  amount  of  this  backing  was  placed. 

Kavifration  of  the  Lower  Fox  was  finally  re-established  early  in  November. 

Hie  following  ontline  of  operations  at  each  point  is  respectfully  submitted  : 

1.  GRA^*D  RIVER  LOCK. 

The  ivork  of  bnilding  the  new  lock  at  Grand  River  had  been  suspended  in  March, 
1S76^  «t  which  time  the  pile  and  timber  work  of  foundations  had  been  completed.  Oper- 
stioDS  'Were  not  resumed  until  the  middle  of  July  following,  the  site  haviug  been  en- 
tiioly  under  water  dnring  that  period.  The  pit  was  then  pumped  out,  and  by  the 
Wginoing  of  August  everything  was  ready  for  laying  concrete  of  foundations. 

This  was  completed  August  12,  and  by  the  end  of  the  month  the  flouring  and  miter- 
fill  platform  bad  been  finished.  The  masonry  of  walls,  coping  excepted,  was  laid  from 
Anfnist  22  to  October  14.  In  the  mean  time,  while  this  was  in  progress,  the  river  sud- 
denly roee  to  freshet  stage,  (September  5,)  flooded  the  lock-site,  and  pot  a  stop  to  all 
work  until  September  26,  a  period  of  three  weeks. 

After  completing  the  masonry  of  walls,  the  gates,  which  had  been  built,  were  stored 
with  their  irons,  valves,  &c.,  and  it  became  necessary  to  suspend  all  further  operations 
OD  this  work  owing  to  lack  of  available  funds. 

The  chamber-walls  of  this  lock  are  14.5  feet  high,  exclusive  of  coping ;  their  thick- 
Bess  mt  bottom  is  7.5  feet. 

Principal  items  of  material  and  labor  in  the  work  at  time  of  suspension  were  as 
folloirs : 

9, 497  cubic  yards  excavation  for  lock-pit. 
513  (7,778  linear  feet)  bearing-piles  in  foundations. 
117,520  feet,  B.  M.,  timber  in  foundations,  platforms,  &.C. 

47,646  feet,  B.  M.,  plank  flooring,  sheet-piling,  &o. 
S13. 1  cubic  yards  concrete  foundations. 

1, 657. 37  cubic  yards  masonry  in  walls. 
8, 671  pounds  iron,  bolts,  &c. 

In  order  to  complete  this  work,  the  upper  slope- walls  and  lower  wings  have  yet  to 
be  boilt;  stone  for  coping  obtained  and  laid  ;  earth  filling  embanked  against  walls  ; 
gates  and  valves  to  be  hung,  their  maneuvering  apparatus  attached,  &c. 

2.  PRIN'CETON  LOCK.  '  ^ 

The  foundations  of  this  lock  bad  just  been  completed  at  the  opening  of  the  fiscal  year, 
at  which  time  the  work  of  placing  flooring  and  building  niitt^r-HiU  platform  Wiis  iu 
progress.  The  masonry  of  lock-walls  was  commenced  July  10,  and  fiuishnd  August  12, 
cxelumve  of  C49ping.  The  construction  of  lower  wmg-walls  was  then  commenced,  and 
carried  to  a  height  of  6  feet,  the  excavation  for  slope- walls  above  the  lock  was  also 
made,  bnt  owing  to  lack  of  funds,  and  tiio  requirement  of  limiting  expenditures  to  work 
absolutely  necessary,  all  operations  were  snspMuded  here  cm  the  2iyx\\  of  August. 

In  the  mean  time  the  gates  had  been  put  togt^ther  and  set  up,  but  not  secured  in 
place.  The  chamber- walls  of  this  lock  are  13  feet  high,  exclusive  of  coping;  their 
tbieknese  at  bottom  is  H.5  feet. 

la  addition  to  bnilding  gates,  valves,  &c.,  the  following  are  the  principal  items  in 
the  construction  of  this  work : 

8,051  cubic  yards  excavation  for  lock-pit. 
501  (7,960  linear  feet)  bearing  piles  in  foundation. 
106,316  feet,  B.  M.,  timber  in  foumlations,  platform,  <&c.  * 

43y  l€fi  feet,  B.  M.,  plauk  in  flooring,  -heet-piliug,  &o, 
213.6  cubic  yards  ccmcrete  in  foandAtiuus. 

1,315. 5d  cubic  yards  masonry  in  walld. 

8,36S  pounds  iron,  bolt«,  &c. 

5,871  cubic  yards  embankment  against  walls. 
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In  order  to  complete  this  work  the  wing  and  slope  walls  have  to  be  finished,  the 
coping  to  be  obtained  and  laid,  the  embankment  behind  walls  finished,  and  the  nsnal 
anxiliary  work,  such  as  hanging  gates,  valves,  &c.,  required  for  putting  the  lock  in 
working  order. 

3.  WniTB  RITKR  LOCK. 

The  masonry  of  lock-walls,  except  coping,  had  been  com  ploted  at  the  beginning  of 
the  fiscal  year. 

During  the  months  of  July  and  Angnsc  the  lower  wing- walls  and  upper  slope-walls 
were  built ;  lock-j^ates  put  together  and  set  up,  though  the  banging^  were  not  at- 
tached ;  platform-valves  and  their  maneuvering  apparatus  were  placed.  All  operatious 
on  this  work  were  then  suspended.  The  chamber-walls  of  this  lock  are  15  feet  high, 
exclnsive  of  coping.    Their  thickness  at  bottom  is  7.5  feet. 

In  addition  to  work  on  wing- walls,  gates,  valves,  t&c,  the  following  are  the  principal 
items  of  Isibor  and  materials  applied  to  the  construction  of  this  lock  : 

12,705  cnbic  yards  excavation  for  lock-pit. 

51:J  (8,940  linear  feet)  bearing-piles  in  foundations. 
114,674  feet,  H.  M.,  timber  in  fimudation,  platform,  &c. 
48, 0(59  feet,  B.  M.,  plank  in  flooring,  nheet-piliugs,  &c. 
210  cnbic  yards  concrete  in  foundations. 
1,6.')3.89  cubic  yards  masonry  in  walls. 
8,  252  pounds  iron,  bolts,  &c. 

The  coping  of  lock-walli  remains  to  be  obtained ;  also  the  earth-embaukment  in  rear 
of  walls  is  to  be  phiced  before  the  work  is  finished. 

4.  REKLIN  LOCK. 

Work  on  this  lock  had  been  commenced  in  July,  1875,  and  continued  to  December 
16, 1875,  at  which  time  the  timber-work  of  foundations  had  been  completed  and  opera- 
tions suspended. 

Th  'V  were  not  resumed  until  September  13,  1B76,  as  it  was  not  deemed  advisable  to 
do  >iii,\rhing  further  on  the  work  until  it  should  be  establinhed  that  there  wonld  be 
Hiini«-i(  lit  money  to  do  so  without  interfering  with  the  com  iletion  of  more  important 
works.  It  was  finally  decided  that  this  could  be  accomplished  by  changing  the  charac- 
ter of  face-masonry  by  which  we  were  enabled  to  utilize  small  stone  and  material 
which  had  been  left  over  at  the  other  works.  The  original  project  for  this,  as  for  the 
other  new  works,  contemplated  a  facing  of  cut  s'one  laid  in  regular  oonrses  of  not  less 
than  14  inches  rise,  but  in  the  modified  plan  small  stone,  hammered  to  a  rectaDgular 
shape,  were  used  below  the  water-line,  the  larger  cut  stone  which  were  already  on 
hand  being  then  sufficient  to  complete  i he  work  above  this  line.  Accordingly,  the  lock- 
pit  was  pumped  out  and  cleaned  up  during  the  latter  part  of  September,  and  the  con- 
crete for  foundations  put  in  by  October  11.  The  flooring  was  then  placed,  miter-sill 
platform  built,  and  masonry  of  lock-walls  commenced  October  19. 

The  masonry  (except  coping)  was  completed  November  11,  when  operations  were 
Buapended. 

The  chamber- walls  of  this  lock  are  13  feet  high,  exclnsive  of  coping ;  their  thick- 
ness at  bottom  6.5  feet. 

The  following  are  the  principal  items  of  labor  and  material  applied  to  the  constr ac- 
tion of  this  work : 

8, 270  cubic  yards  excavation  for  lock-pit. 
499  (7,644  linear  feet)  bearing-piles  in  foundations. 
107, 904  feet^  B.  M.,  timber  in  foundations,  platforms,  &c. 
41,468  feet,  B.  M.,  plauk  in  flooring,  Hheet-piling,  &.c. 
211  cubic  yards  concrete  in  foundations. 
1,301.48  cnbic  yards  masonry  in  walls. 
8, 133.7  pounds  iron,  bolts,  &c. 
To  complete  the  work,  the  wing  and  slope  walls  have  to  be  bn'lt :  coping  obtained 
and  laid;  embankment  placed  against  walls;  gates,  valves,  luunuuvcri ug  apparatus, 
&c.,  built  and  put  in  place. 

5.  KURRKA  LOCK. 

All  the  masonry  of  this  lock,  including  the  coping,  wing-walls,  and  slope-walls,  had 
been  completed  when  the  fiscal  year  opened.  The  gates  were  hung,  valves  constructed 
and  put  in  place,  and  earth-embankment  filled  against  lock-^aJls  during  July  and 
August.  At  the  end  of  August  operations  were  temporarily  huspendcd  while  awaiting 
instructiotiH  with  reference  to  further  expenditures.  Authority  to  complete  the  work 
having  been  given,  the  captitaus  and  attachments  for  ^working  gates  were  built,  maneu- 


APPENDIX  Z.  883 

j-xods,  Ac,  applied  to  valves,  and  the  look  opened  to  navigation  by  the  end  of 
SealAsmber. 
The  chamber-walls  are  15.5  feet  high,  their  thickness  at  base  being  7  feet. 
The  ictllowing  are  the  principal  items  in  this  lock : 
1,  OOO  cubic  yards  excavation  for  lock-pit. 

410  (7,380  linear  feet)  bearing  piles  in  foandations. 
120, 997  feet,  B.  M.,  timber  in  foundations,  platforms,  &c 
53,  dOO  feet,  B.  M.,  plank  in  flooring,  sheet-piling,  &.c, 
IBHJ^  cnbic  yards  concrete  in  foandations. 
1, 496  cubic  yards  masonry  in  walls. 
247.75  cnbic  yards  dry-stone  wall  in  wings,  &c. 
25, 0O3  pounds  iron,  bolts,  &.O.,  including  castings. 

6.  APPLBTON  SECOND  LOCK. 

On  this  work  the  masonry  of  walls  had  just  been  commenced  as  the  fiscal  year 
<^ned,  and  was  completed  October  7. 

In  the  meantime  the  valve-platforms  and  miter-sills  were  bnilt,  and  daring  Oct4)ber 
tl»e  upper  slope-walls  were  built,  and  a  flooring  of  concrete  was  laid.  Temporary 
arrangements  for  working  gates  and  valves  were  made,  so  as  to  put  the  lock  in  work- 
ing order  by  the  first  of  November. 
About  3,000  cnbic  yards  of  earth-flUing  was  embanked  against  the  lock- walls. 
The  height  of  chamber- walls  to  bed  of  coping  is  18.2  feet  above  the  floor  of  lock, 
tbdr  thickness  at  that  level  being  9  feet.  Their  foundations,  of  concrete,  are  carried 
about  6  feet  on  an  average  below  that  levtil. 

In  addition  to  work  on  gates  and  valves,  the  followiag  are  the  principal  items  ap- 
pised  to  the  construction  of  this  lock : 

9, 471  cnbic  yards  excavation,  (tearing  oat  old  lock,  &c.) 
3, 269  cubic  yards  embankment  against  walls. 
17,501  feet,  B.  M.,  timber  in  platforms,  «&r. 
3,  fSO  feet,  B.  M.,  plank  in  platforms,  ^c. 
3,615  cubic  yards  masonry  in  walls  and  foandations. 
l!2l  cnbic  yards  dry-stone  wall. 
lOO  cubic  yards  concrete  flooring. 
2,625  square  feet  flagging  uoder  valvo-platfi»rm  anJ  in  tail  bay. 
The  coping  of  walls,  constmction  of  lo\V(u*  wiug- walls,  |)ermanent  gate-hangings, 
and  maoeuvering  apparatus  are  yet  required  to  complete  the  work. 

7.  LITTLE  CHUTE  (UPPER  COMBINED)  LOCK. 

Masonry  work  which  was  in  progress  at  the  beginning  of  the  year  was  continned 
mitil  September  12,  when  the  walls  were  complete,  except  oopiug.  This  was  subse- 
qaeotly  placsed  in  October.  In  the  mean  time  the  flooring  was  completed,  valve-plat- 
fonns  bnilt,  temporary  arrangements  made  for  hanging  and  workiug  gates  and  valves, 
aakd  about  2,500  cnbic  yards  of  earth  embanked  against  walls.  TIfe  lock  was  then 
i^ened  for  navigation  early  in  November. 

The  height  of  chamber-walls  from  floor  to  top  of  coping  is  18.68  feet,  the  thickness 
at  floor-line  being  8.75  feet.  The  foundations,  of  concrete,  extend  3  feet  l>elow  this 
level. 

In  addition  to  work  on  gates,  valves,  &c.,  the  principal  items  applied  to  the  con- 
Btmction  of  this  lock  are  as  follows : 
7, 109. 26  cubic  yards  excavation. 
2,549.4   cnbic  yards  embankment. 
60, 644. 64  feet,  B.  M.,  timber,  4&c. 
36, 686       feet,  B.  M.,  plank. 

748.  .')2  cubic  yards  concrete  in  foundations. 
1, 777. 55  cubic  yards  masonry  in  walls. 
4, 911. 4    pounds  iron,  bolts,  &c. 
The  construction  of  upper  slope-walls,  permanent  gate-hangings,  d:.o.,  and  additional 
fiUiug  against  walls  are  required  to  complete  the  work. 

8.   KAUKAUNA  THIRD  LOCK. 
« 

During  the  month  of  July  the  bed-rock  was  leveled  off,  and  preparations  made  for 
eommenotog  masonry  of  walls.  The  walls  were  commenced  July  12,  and  completed, 
except  coping,  October  7. 

Sabaeqoently,  the  valve-platforms  were  built,  miter -sills  placed,  temporary  arrange- 
aieDts  for  working  the  gaffes  and  valves  made  ;  about  1,000  cabic  yards  of  earth-ein- 
bauked  against  head- walls  of  lock,  so  as  to  admit  of  navigation  being  opened  early 
in  November.  • 
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The  chamber- walls  of  this  lock  are  on  a  foandatioa  of  solid  rook,  17.53  feet  hip^h  to 
bed  of  copio;r,  and  H  feet  thick  at  bottom. 
The  princip-rd  items  in  the  construction  of  this  lock  are  as  follows  : 
5,576  cubic  yards  excavation,  (tearing  ont  old  lock.) 
16,547  feet,  B.  M.,  timber  in  platforms  and  miter-sills. 
7,034  feet,  B.  M.,  plank  in  platfornn. 
1,798.5*  cnbic  yards  masonry  in  walls. 
In  order  to  complete  the  lock,  coping  must  be  obtained  and  laid ;  slope  and  wing 
walls  constructed ;  permanent  gate-hangings  attached,  &c.,  and  earth-filling  embanked 
against  walls. 

9.  KAUKAUNA,   FOURTH  LOCK. 

The  masonry,  having  been  started  about  the  close  of  the  preceding  fiscal  year,  was 
completed  September  16,  except  coping  of  walls.    After  that  the  valve-platforina  were 
built,  miter-sills  placed,  and  other  temporary  arrangements  made,  as  described  in  the 
preceding  paragraph  for  the  third  Lock,  so  as  to  open  navigation  early  in  November. 
The  folliiwing  are  the  principal  items  in  the  coustru£tiou  of  this  work  : 
6, 051.46  cubic  yards  excavation. 
15,961  feet,  B.  M.,  timber  in  platform,  &c. 
6,324  feet,  B.  M.,  p'ank  in  platform. 
1,963.06  cubic  yards  masonry  in  walls. 
To  complete  the  lock  coping  is  required  ;  earth-filling  against  walls ;  the  constrac- 
tion  of  slope  and  wing  walls;  application  of  permanent  gate-hangings,  &c. 

The  following  tabular  statement  shows  the  principal  items  of  mater<al8  and  labor 
applied  in  the  construction  of  locks  above  mentioned  up  to  January  1,  1877  : 


Name  of  work. 


1  Grand  River  lock 

2  Princeton  l<»ck 

3  White  Ktver  lock 

4  Berlin  lock 

5  Eureka  l(N'k 

6  Appleton  (Hecnnd)  lock. . 

7  Little  Chute  (upp<*r  com 

bin(^)  lock    

8  Katikauua  (third)  lock  . . 

9  Kankanua  (foorth)  lock , 

Totals ; 


a 

a 
> 

U 


Cub.  ydi.  i 

8.U51  , 

12,705  I 

8,270  1 

11.000  ; 

9,471  I 

7,109  ' 
5,  57fi 
6,051 


No. 
513 
501 
513 
499 
410 


77, 660  .2,  136 


B 
H 


Lin.  ff«t. 

7,778 
7.9«) 
8.940 
7,644 
7,380 


39, 702 


FeetjB.M) 
117. 520 
106,316 
114.674 
107.  y04 
120,  997 
17,501 

60.644 
16,  547 
15,961 


678. 064 


2  o  o 

0  k  o 

-:s:s 

E?M 

M 

go 

1 

S  ^0 

m 

1 

Feet,  (B.  Jf.) 

Oub.ymrdM. 

Lhs. 

47, 646 

I,  »70.  47 

8,671 

43,  168 

1, 529. 18 

8,362 

48,069 

1.863.89 

8.259 

41.468 

1, 512.  48 

8,133.7 

53.800 

1,654.50 

25,003 

3.^20 

3,715.00 

1.5tM 

36.686 

2,596.07 

<91L4 

7,  034 

1.79a  58 

1,239 

6,324 

1,96a  06 

1,212 

288,015 


18,  433. 23  1     67, 368. 1 


10.  CEDARS  DAM. 

But  little  progress  was  mnde  on  this  work  until  after  the  middle  of  August,  owing 
to  the  high  stage  of  water,  which  made  t^e  constrnction  of  coffer-dams  for  closing  the 
gap  almost  impracticable.  Work  was  carried  on  however,  as  opportunity  offered,  and 
the  dam  was  tinally  completed  December  20, 1876,,  except  the  placing  of  clay  and  gravel 
backing. 

There  has  been  applied  to  the  construction  of  this  work  the  following  items  of  labor, 
&.C.,  exclusive  of  those  in  coffer-dams  and  other  auxiliary  works: 

864. 5  cnbic  yards  dry-stone  wall  in  abutments. 
39. 42  cubic  yards  masonry  wall  in  abutments. 
278, 924  feet,  H.  M.,  pine  timber  and  plank. 
17,602  pounds  iron,  bolts,  &c. 
1,608  cnbic  yards  embankment. 

11.  LITTLE  CnUl^  DAM. 

As  at  the  Cedars  so  here  but  little  was  accomplished  until  after  the  middle  of  AnguBt. 
Indeed  the  hiHtory  of  the  Cedara  is  also  that  of  the  Little  Chute  Dam.  The  latter  was 
completed,  exct^pt  clay  and  gravel  (sacking,  December  21,  1876. 

Principal  items  of  materials  and  labor  in  the  work: 

798  cordn  Htone  filling. 

?Q'X  H4  cubic  yards  dry  stone  wall  in  abutment^ 
31.63  cubic  yards  masonry  wall  in  abutments. 
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274, 889  feet,  B.  M.,  timber  and  plank. 
16,256. 32  poQDils  iron,  bolu,  &o. 
S,  407  cnbic  yarda  embankment. 

T^  above  does  not  include  anything  nsed  simply  in  ooffer-dams  and  other  auxiliary 

12.  KAUKADNA  DAM. 

to  bigfa  water  no  attempt  to  close  the  break  of  the  preceding  spring  was  made 
at  ibis  work  daring  the  summer.  And  subsequently  on  account  of  the  limited  funds 
aratlable  it  was  decided  to  do  nothing  more  than  was  necessary  to  obviate  further 
daaiai^  dnring  the  winter.  Accordingly  the  ends  of  the  dam  adjoining  the  break  were 
beHt  ap  and  solidly  filled ;  protect  on  cribs  were  sunk  against  each  of  these  ends  pro- 
jecting beyond  them  in  such  manner  as  to  secure  them  ngainat  damage  by  ice  and 
oiber  Boating  bodies.    This  was  done  during  the  months  of  October  and  November. 

ExclnsiTe  of  materials  in  coifer-dams  and  other  auxiliary  work,  the  following  are 
the  principal  items,  applied  to  date,  in  the  couHtiuctiou  of  this  dam  : 

GB2J28  cords  stone  filling  in  dam. 
*      63.46  cnbic  yards  dry  stone  wall  in  abutments. 
256,131        feet,  B.  M.,  timber  and  plank. 

12»168       ponnds  iron  bolts,  &c. 

2,091       cable  yards  embankment. 

13.  RAPID  CROCIIE  DAM. 

As  originally  located,  the  south  end  of  this  dam  abutted  against  tlie  river- wall  of 
the  old  Rapid  Croche  lock.  At  the  commencement  of  the  past  year  it  w:is  determined 
to  emiry  the  dam  to  t^e  main  shore  cutting  through  the  old  lock.  By  so  doing  the 
abatmeot  was  made  much  more  secure,  and  the  dam  lengthened  something  over  60 
feet,  a  point  of  considerable  importance,  as  this  dam  was  shorter  tbau  any  of  the 
QilieiB  on  the  Lower  Fox. 

The  necessary  coffer-dams  for  making  this  extension  were  built  in  July;  some  of  the 
bottom  timbers  were  placed  and  the  mtiscmry  of  s  mth  abutment  was  ctmimenced  ;  in 
the  mean  time  the  work  of  filling,  sheathing,  and  coping  other  partH  of  the  dam  was 
going  on.  Owing  to  high  water,  bat  slow  progress  was  made.  By  the  middle  of 
Aagosty  however,  the  water  had  fallen  considerably,  and  operations  were  proceeding 
Tery  satisfactorily,  when,  unfortunately,  it  became  necessary  to  dischar;^c  the  force, 
aad  enspeud  all  work  there  (August  26)  until  a  determination  had  been  reached  as  to 
the  application  of  the  new  appropriation.  Work  was  not  resumed  until  about  the* 
middle  of  September,  and  from  then  nntil  the  1st  of  October,  most  of  the  time  was 
^mt  in  repairing  damage  done  to  coffer-dams,  &c.,  during  the  temp'trary  suspension 
of  operations.  Work  was  then  continued  until  December  5,  when  all  was  closed  for 
tbe  winter,  leaving  cribs  ready  placed  for  coffer-dam  of  the  '^gap^'  (iu  length  about 
00  feet  at  bottom)  between  the  two  completed  portions  of  dam. 

The  principal  items  of  labor  and  materials  applied  to  this  work  up  to  date  of  sus- 
pension, are  as  follows : 

473  cords  of  stone  filling. 

106.75  cnbic  yards  dry-stone  wall  in  abutments. 
13  cnbic  yards  masonry  stone  wall  iu  abutments. 
170,328  feet,  B.  M.,  timber  and  plank. 
9,590  pounds  iron  bolts,  nails,  &,c. 
2,776  cnbic  yards  embankment. 

Slateriala  used. in  coffer-dams  and  other  auxiliary  work  do  uot  appear  in  the  above 
statement. 

14.   LrrXLE  KAVKAUNA  DAM. 

Considerable  damage  had  been  done  to  this  structure  during  the  winter  of  1875-'76, 
as  described  iu  my  last  annual  report.  Owing  to  continued  high  water,  it  was  impos- 
ftjble  to  accomplish  much  iu  the  way  of  repairs,  or  continii.ition  of  the  work,  until 
kte  in  the  summer,  and  all  operations  here  were  attended  wirh  grea^.  dilllculty  through- 
out the  season;  but  by  the  1st  of  December  the  work  was  practically  completed  and 
operations  suspended. 

Daring  the  season,  besides  straightening  up  and  bracing  every  <)onnd  pile  left  in  the 
dam,  33  broken  ones  were  removed  and  replaced  by  new  ones.  The  dam,  us  tiuished, 
contains  the  following, exclusive  of  materials  used  iu  coffor-dains  and  auxiliary  works: 

815  ooi^s  stone  filling. 

119  cubic  yards  dry-stone,  wall  in  abutments. 
56  cobic  yards  masonry  watl  iu  abutments. 
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154, 366  feet,  B.  M.,  timber  and  plank. 
345  (9,158  linear  feet)  piles. 
10, 610  pouuds  iron,  bolrs,  &.C. 

6, 543  cubic  yards  embankment,  clay  and  gravel  backing. 

The  following  fabnlar  statement  shows  the  prinmpal  items  of  labor  and  materials 
applied  to  the  oonstraction  of  the  dams  before  mentioned,  np  to  January  1, 1877 : 


Name  of  work. 


10.  Cedarn  Dam 

11.  Little  Chute  Dam  ...•. 
13.  Kaakauna  Dam 

13.  Kapid  Croclie  Dam . . . 

14.  Little  Kaukanua  Dam 

Totals 


a  . 

a 


Cords. 
864.5 
798 
663.88 
473 
815 


3, 613. 78 
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M 

h 
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11 
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H 

Oti.  yd». 

d*  ydjg 

Ft,  KM. 
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39  43 

378,934 
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Tb^e  tabular  statements  for  locks  and  dams  show  the  following  grand  totals,  no  ac- 
count whatever  being  taken  of  the  vast  amounts  of  labor  and  materii^  applied  solely 
to  the  construction  of  auxiliary  works,  such  as  ooflfer-dams,  &c.: 

Total  masonry,  cubic  yards '    18,573.28 

Total  dry-stone  wall,  cubic  yards 800.05 

Total  stone  tilling,  cords 3,612.78 

Total  piles,  linear  feet 48,860.00 

Total  timber  and  plank,  feet,  B.  M 2, 100,717.00 

Total  iron,  pounds , 133,594.42 

Total  excavHtion,  cubic  yards 77,660.00 

Total  embankment,  cubic  yarda^ ; 16,425.00 

The  above  quantitif's  rpfer  only  to  the  netc  works,  constructed  between  the  beginning 
*of  AugU'^t,  lb75,  and  December  31, 1876.  They  include  no  previous  works,  such  as  the 
stone  dam  at  Appleton,  nor  the  lower  combined  look  at  Little  Ghnte,  larger  than  any 
of  f  he  otherH,  nor  is  any  showing  made  of  the  amounts  applied  to  repairs  on  old  looks, 
dams,  canal-banks,  &o. 

15.  BURKKA  D.iM,  (TEMPORARY.) 

In  order  to  open  navigation  through  Eureka  look,  and  obtain  reliable  data  as  to  the 
extent  of  back-water  arising  from  the  construction  of  damn,  a  temporary  dam  of 
brush  and  stone  was  built,  raising  the  water  to  the  proposed  level.  This  work  was 
accomplished  at  small  expense  in  September  and  October.  Its  effect  veritiee  the  cor- 
rectness of  our  calculations:  the  back-water  extends  nearly  to  Berlin,  and  has  caused 
a  notable  decrease  in  the  current  at  that  place,  while  the  amount  of  flowage  is  insig- 
nificant. 

16.  DREDGING. 

But  little  was  accomplished  in  this  line  during  the  year.  In  July  the  new  dredge, 
bnilt  t4>ward  the  close  of  the  preceding  year,  was  put  on  trial,  and  continued  to  work 
until  Angust  22.  In  counectiou  with  this  dredge,  the  device,  shown  on  the  accompa- 
nying plate«,  for  depositing  the  excavated  materials  on  the  river-banks  was  tried,  and 
promises  to  be  a  very  desirable  auxiliary.  By  means  of  this  arrangement  the  mate- 
rial is  carried  v^ell  back  from  the  river  with  but  one  handling,  and  the  cost  of  dredg- 
ing wide  channels  thereby  materially  lessenexl. 

The  affair  consists  essentially  of  a  hopper  supported  on  a  scow,  which  is  anchored  in 
a  convenient  position  beside  the  dredge.  A  wrought-iron  chute,  made  in  lengths  con- 
venient for  handling,  conuecta  with  the  hopper  to  conduct  the  material  to  the  place 
of  deposit.  The  enrtb  is  dumped  directly  iuto  the  hopper,  and  is  washed  out  and  down 
the  chute  by  water  supplied  throngh  openings  in  the  back  of  the  hopper.  The  pump 
which  supplies  the  water  is  on  the  dredge.  The  entire  arrangement  was  devised  by 
Capt.  R.  S.  Little6eld,  of  Chicago,  now,  and  for  a  long  time  past,  connected  with  lake- 
harbor  improveuients. 

This  dreii^e  worked  in  all  28  days,  of  10  hours  each,  and  in  this  time  excavated  from 
the  bar  below  Eureka  about  9,000  cubic  yards,  and  from  the  canal  above  Eareka  lock 
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i:i200cobic  yards,  a  total  of  22,200  eabi€  yards,  being  a  daily  average  of  HOO  cubic  yards, 
Detrly.  As  most  of  this  work  was  to  a  great  extent  experimental,  and  with  new  ma- 
chioery,  I  have  no  doubt  that  this  average  can  be  greatly  exceeded. 

Is  addition  to  this  dredging,  one  of  the  old  dredges  (No.  2)  worked  on  the  cnt-off  at 
Horseshoe  bend  from  August  8  to  25,  excavating  7,000  oabic  yards,  and  enlarging  the 
at  eooDgh  to  make  it  navigable. 

This  is  a  great  help  to  navigation  at  this  locality,  bat  stlU  more  work  is  needed 
tk     *o  complete  the  lob. 

The  other  dredge  (No.  1)  required  considerable  repairs,  particularly  of  machinery. 
These  had  been  commenced,  but  before  they  con  Id  be  finished  all  dredging  operations 
vere  suspended  (August  25)  for  the  seasou,  on  aooount  of  lack  of  funds. 

17.  SURVEY  OF  THE  LOWER  FOX. 

A  small  party  was  sent  out  toward  the  end  of  August  to  supply  certain  omissions  in 
tje  work  of  the  preceding  year  and  complete  this  survey.  A  fair  start  only  was  made, 
vbeD,  under  instructions  to  limit  expenditures,  it  became  necessary  to  recall  the  party. 
But  little  was  accomplished,  and  the  subject  is  mentioned  only  to  record  the  circam- 
giUiees  attending  the  death  of  Henry  Li\jencrantz,  the  assistant  in  charge  of  the  work. 
Dahiig  the  short  time  he  was  in  the  field  he  contracted  a  severe  cold«  through  exposure 
m  the  line  of  his  duty.  Immediately  after  his  return  to  the  city  pneumonia  set  in,  and 
lus  death  followed  very  Buddeul3'',  after  two  days  of  most  intense  suffering.  His  friends 
aad  associates  were  hardly  aware  of  bis  illness  before  they  were  called  upon  to  mourn 
bis  loss.  Of  the  highest  ability  in  the  duty  to  which  he  was  assigned,  and  on  which 
be  had  been  engaged  under  my  immediate  directions  daring  the  past  three  years,  his 
lo»  will  be  seriously  felt  on  the  work  and  in  the  office.  He  was  always  ready,  zealous, 
xtive,  and,  above  all,  accurate  and  thoroughly  reliable.  In  a  word,  he  la  :ked  none  of 
the  qualities  which  the  most  exacting  would  require  in  an  efficient  and  trusted  assist- 
ut. 

In  his  social  relations  he  was  no  less  couspicnons,  a  fact  to  which  the  crowded  state 
of  ooe  of  Milwaokee's  largest  churches  bore  striking  testimony  on  the  occasion  of  his 
taaeral. 

While  it  is  due  to  his  memory  that  his  worth  should  be  acknowledged  in  this  official 
nauier,  this  report  is  not  the  proper  place  in  which  to  express  at  greater  length  my 
oira  appreciation  of  and  frieuuship  for  him. 

18.  3IXSCEULAKEOUS. 

After  the  close  of  operations  in  the  field,  a  small  force  was  organized  to  build  new 
lock-gfttes  for  some  of  the  old  works  on  tlie  Lower  Fox;  this  work  continued  until  the 
middle  of  March,  when  arrangements  were  made  for  putting  them  in  at  Depere,  Rapid 
Croebe,  and  Little  Kankauua  locks. 

In  addition  to  new  gates,  the  lock  at  Dopere  required  quite  extensive  repairs,  and  it 
fu  necessary  to  build  cofferdams  above i&nd  below,  and  pump  the  luck  out.  This  was 
io  progress  at  the  time  I  was  relieved.  At  the  same  time  the  Menasha  lock  was  pumped 
oat,  principally  to  replace  and  secure  the  upper  miter-sill. 

Notwithstanding  several  breaks  in  the  canal-banks  on  the  Lower  Fox  during  the 
pastjear^  we  have  had  less  than  the  usual  trouble  in  this  line.  The. most  serious 
^veak  was  in  the  Kankauua  river-level,  opposite  the  site  of  the  north  abutment  of  the 
Dew  dam. 

A  coffer-dam  covering  the  limits  of  the  break  was  built  as  a  temporary  remedy. 

Daring  the  past  winter  a  series  of  drawings,  showing  full  details  of  the  ne  v  locks  on 
the  Upper  Fox,  was  prepared  by  John  Pierpont,  assistant  engineer,  who  had  been  in 
immediate  charge  of  their  construction.  The  manner  in  which  he  has  executed  this 
fork;  as  well  as  all  to  which  he  has  been  assigned  while  on  duty  as  my  assistant  dur- 
ing the  past  three  years,  merits  the  warmest  commendation.  Whatever  of  success  I 
fflAy  haye  met  with  in  the  conduct  of  this  work  has  been  largely  due  to  the  efficient 
ud received  from  him,  both  in  preparing  our  projects  aad  executing  them. 

h)  couclttsion,  I  can  only  express  the  deep  regret  with  which  I  am  now  called  away 
^m  this  duty. 

Very  respectfully,  your  obedient  servant, 

G.  J.  Ltokckkr, 

Captain  of  Engineen* 

Maj.  D.  C.  Houston^ 

C<frp9  of  Engineert,  U.  8,  A, 
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bkport  of  uautenant  f.  a.  hinman,  corps  of  enoinkkr8. 

United  States  Engixeer  Office, 

Milwaukee,  Wie.,  July  2, 1877. 

SiK :  In  accordance  with  jonr  instractions  of  the  27th  altimo,  I  have  the  honor  to 
Bubniit  the  following  report  of  operations  on  my  section  of  the  Fox  River  improvemeDt 
for  the  fiscal  year  endiof;  Jane  30,  1877. 

By  your  order  of  the  10th  ultimo  my  charge  over  the  said  improvement  was  extended 
from  Buffalo  Lake  to  the  mouth  of  Mechan  River. 

1.   GUARD-LOCK,  NEW   GUARD-LOCK  AND  BASIN. 

IiflHt  fall  the  sand  in  the  upper  approach  to  the  guard-lock  was  dredge<l  out  for  the 
second  time  during  the  season,  this  time  by  dredge  No.  4 ;  she  dredged  it  out  agaiu  last 
May,  working  there  2  dayc>.  A  wide  and  deep  cut  was  made  across  the  channel  a  short 
diMtniice  above  this  lock  for  the  reception  of  sand;  estimated  amount  of  material 
dr  dged,  1,500  cnbio  yards. 

Periodical  dredging  will  be  required  here.  No  radical  change  is  noted  in  the  bank 
of  the  Wisconsin  River  just  below  the  lock ;  this  is  attributed  to  the  unusual  low  water 
of  this  season.    It  is  the  intention  to  protect  this  bank  some  time  in  the  future. 

The  settlements  in  the  cribs  of  the  guard-lock  were  filled  up  with  clay,  the  lower 
gates  replanked,  and  all  the  gates  strengthened.  Boats  drawing  3  feet  can  pass 
through  this  lock  at  any  time  by  raising  the  water  in  the  canal  to  within  6  inches  of 
the  top  of  the  timber  revetment.  This  is  the  greatest  depth  that  can  be  obtained  on 
the  lower  miter-sill.  Borings  were  completed  at  site  of  new  guard-lock.  Nothing  has 
been  aone  about  said  lock  and  basin  since  date  of  last  annual  report,  except  to  appraise 
the  land. 

2.  POBTA6E  CANAL. 

A  temporary  revetment  of  brush  and  stone  923  linear  feet  in  length  was  built  along 
the  site  of  the  proposed  basin  (from  the  guard-lock  to  a  point  near  Wisconsin-street 
bridge)  to  protect  the  bank.  It  serves  the  purpose  well.  Minor  repairs  were  made  to 
Wisconsin-street  bridge ;  it  is  proposed  to  rebuild  this  bridge  after  the  close  of  naviga- 
tion, placing  it  squarely  across  the  canal  to  Dewitt  street. 

At  present  itcrossf-s  the  canal  obliquely,  so  that  the  north  terminus  shall  be  at  a 
point  equally  distant  between  Wisconsin  and  Dewitt  streets,  a  compromise  that  dam- 
ages the  north  approach  to  the  bridge. 

The  proposed  changes  in  it,  and  also  the  questions  relating  to  the  repairs  of  the  side- 
walk along  the  approach  to  it  from  the  north,  are  now  being  considered. 

The  city  of  Portage  has  established  and  maintains  a  floating  draw-bridge  at  Ketcb- 
um's  Point,  inst  below  the  Chicago,  Milwaukee  and  Saint  Paul  Railroad  Company's 
upper  draw-bridge.  The  lower  draw-bridge  belonging  to  this  company  is  a  detriment 
to  navigation  as  it  now  stands,  as  some  boats  have  difficulty  in  passing  through  it. 
Water  was  let  into  the  canal  a  year  ago  the  30th  ultimo,  and  has  remained  in  ever 
since,  so  that  the  canal-banks  and  present  waste-weir  have  been  well  tested.  A  little  set- 
tlement of  the  filling  of  the  latter  (which  was  expected  when  first  built)  was  filled  up 
with  clay. 

The  canal  timber  revetment  has  stood  well,  except  some  of  that  built  according  to 
the  first  system,  which  heaved  in  a  little  before  the  canal  was  filled  with  water ;  not 
mnch  change  is  noted  since.  The  second  system  of  revetment  is  considered  better 
than  the  other. 

3.  WINNEBAGO  LOCK. 

Minor  repairs  were  made  to  the  gates  of  this  lock,  and  settlements^in  cribs  filled  up 
with  clay. 

4.  governor's  bend  LEVEL. 

The  land  clam-shell  steam-excavator  borne  temporarily  on  two  of  the  Wisconsin  River 
scows  worked  3of  days  on  this  level,  during  which  time  it  is  estimated  that  she  re- 
moved 11,6^0  cubic  >ards  of  material.  She  was  laid  up  for  the  season  August  31,  and 
has  not  been  employed  since.  Her  roof  has  been  repaired,  and  it  is  propo^d  to  build 
a  suitable  hull  for  her  the  coming  winter,  a  plan  of  which  has  been  prepared. 

The  bar  that  was  dredged  out  last  season  just  below  Winnebago  Iock  re-formed ;  it  was 
300  feet  in  length,  and  was  dredged  out  in  May  by  dredge  No.  4;  estimated  amount  of 
material  removed,  2,000  cubic  yards.  It  is  presumed  that  dredging  will  be  required 
at  this  point  periodically,  as  the  sand  in  the  Fox  River  just  above  navigation  is  con- 
stantly coming  down. 

The  Wisconsin  Central  Railroad  Company  did  not  change  the  location  of  Its  bridge, 
as  proposed,  but  instead  dredged  above  it  on  the  left  bank,  and  below  it  on  the  right 
bank  a  short  distance,  as  requested,  thereby  improving  the  approaches ;  5,000  cubic 
yards  of  material  were  removed  for  this  improvement.  The  company  is  about  putting 
in  a  nnnihi^r  of  pih  s,  ns  desirrd,  to  still  better  the  approaches. 
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5.  goykrhor's  BBin>  dam  and  lock. 

The  crest  of  ibis  dam  was  lowered  1  foot,  as  there  was  saffioient  water  in  the  level 
stoTe^ftfter  the  removal  of  the  bar  below  Wiuoebago  lock ;  this  obaage,  of  course, 
iffeeted  the  marshes  above,  where  flowage  damages  are  claimed. 

Minor  repairs  were  made  to  this  lock.  The  lock-gates  were  kept  open  all  winter,  as 
tfaeioek  and  dam  are  old,  and  too  weak  to  withstand  the  sudden  spring  changes. 

6.  MOKTELLO  LEVEL. 

Ust  Jnly,  soundings  showed  a  channel  in  this  level  from  3.4  feet  to  9.5  feet  in  depth 
tba  water  standing  6.8  feet  on  the  lower  miter  sill  of  Governor's  Bend  lock.    The  bar 
690  feet  in  length,  which  had  been  gradually  forming  for  some  years  below  said  look, 
vtt removed  by  dredge  No.  4.    Estimated  amount  of  material  dredged,  3,000  cubio 
nrds.    Sonndings  taken  last  month  disclosed  a  channel  along  this  level  from  3f  feet 
to 9^  feet  in  depth,  the  water  standing  4..5  feet  on  lower  miter-Hill  of  naid  lock. 

After  removing  67  large  bowlders  from  the  channel  near  Port  Hope  draw-bridge, 
dredge  No.  4  proceeded  to  Grand  Biver  level. 

7.  GRAND  RTVER  LEVEL. 

On  the  16t1i  nltimo,  dredge  No.  4  commenced  work  on  the  bar  at  the  mouth  of 
MoDtello  Creek,  (Jnst  below  Montello  lock.)    She  worked  here  6  days,  and  removed 
iboat  1,700  cable  yards.    It  is  believed  that  periodical  dredging  will  be  required  at 
ibis  point,  as  dredging  was  done  here  last  year. 

After  removing  said  bar,  dredge  No.  4  commenced  work  on  the  constrnction  of  the 
Bpper  level  of  Grand  River  Canal ;  she  has  made  a  cut  280  feet  lung,  removing  2,H11 
cubic  yards.    The  entire  cut  will  be  50  feet  wide,  (for  the  present,)  and  1,930  feet  m 


8.  GRAND  RIVER  LOCK  AND  DAM. 

I 

It  is  proposed  to  bnild  the  slope  and  wing  walls  of  this  lock  of  tight  timber  cribs 
iiSed  with  stone  and  clay.  All  materials  reqnisite  for  their  construction  have  been 
delivered,  and  work  on  same  is  being  rapidly  prosecured.  The  miter-sills  will  be 
^loed  shortly,  and  gates  hnng  as  soon  as  the  iron-work  for  same  is  completed. 

Preparations  are  now  being  made  for  the  early  completion  of  a  temporary  brush  and 
stooe  dam  at  this  point  similar  to  those  on  the  Wisconsin  Kiver,  except  that  2  small 
cribs  (on  hand)  will  be  put  into  it. 

It  is  thought  that  this  lock  will  be  ready  for  service  early  next  month. 

9.  PRINCETON  LEVEL. 

"  Oo  completion  of  Grand  River  Canal,  dredge  No.  4  will  work  on  this  level.  But  1  bar 
<)(niach  consequence  exists  between  Grand  River  lock  and  the  month  of  Mechan 
Blver;  it  does  not  affect  navigation  at  present,  but  would  at  low- water  stage. 

10.  MISCELLANEOUS. 

There  has  been  a  general  complaint  of  low  water  throughout  the  Northwest  this 
J»r,  which  has  somewhat  affectea  the  above  levels. 

The  Fox  River  has  been  fed  as  required  from  the  Wisconsin  River;  this,  with  the 
^  of  the  recent  rains,  has  materially  benefited  navigation. 

Last  month  I  made  a  tour  of  inspection  in  your  company  from  Portage  to  Princeton 
leT«]  on  the  United  States  steamer  Winneconne,  drawing  27  inches.  The  Winneconne 
is  110  feet  long,  20  feet  beam,  and  has  a  6-foot  guard.  A  bar  in  Princeton  level  (above 
^ferred  to)  prevented  her  going  farther ;  (the  river  has  risen  a  foot  since.)  AU  com- 
pleted locks  were  found  to  oe  in  working  order. 

TbroQgh  navigation  was  opened  over  the  above  section  the  7th  of  last  July.  It  has 
BQce  been  obstructed  somewhat  by  bars  and  low  water,  but  it  is  thought  that  a  fair 
^-foot  channel  now  exists  the  entire  length. 

Dredge  No.  4  was  purchased  and  towed  from  Prairie  dn  Chien  to  Portage  last 
Wiumer. 

The  amonnt  of  tolls  collected  on  this  section  was  small.  The  traffic  consisted  prin- 
^P^Uy  of  lumber  and  grain. 

Very  respectfully,  your  obedient  servant, 

F.   A.    HiNMAN, 

Itret  Lieutenant  Corps  of  Engineers, 

Maj.  D.  C.  Houston, 

(^orps  of  Engineers,  U.  S,  A. 
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WISCONSIN  RIVER. 

BEPORTS  OF  UXUTEKAKT  F.  A.  HINSf  AN,  CORPS  OF  SBrOINEGBS. 

1. 

United  States  Ekgixrrr  Office, 

Milieaukee,  WU.^  July  2, 1877. 

Sir:  In  accordance  with  yonr  order  of  the  27th  altimo  I  have  the  honor  to  sahmit 
the  following  report  of  operatiooB  on  the  Wisoonain  River  improveaieiit  for  the  ftdcal 
year  ending  June  30, 1877 : 

Owing  to  lack  of  funds  no  field-work  has  been  done  since  Noyember,  1875,  except  to 
take  soundings,  from  time  to  time,  along  the  upper  section  of  the  improved  river.  The 
last  soundings  were  reported  in  my  letter  to  you  of  the  13th  ultimU)  a  copy  of  which 
is  inclosed  herewith. 

There  was  no  spring  rise  this  year  like  those  of  former  seasons ;  a  low  stage  of  water 
prevailed  until  the  rise  due  to  recent  rains. 

Six  of  the  boats  belonging  to  the  improvement  are  now  temporarily  engaged  on  the 
Fox  River  improvement ;  the  balanoe  of  the  boats  and  property  are  at  Portage  in  fair 
condition. 

It  is  respectfully  recommended  on  the  score  of  economy  that  operations  be  not 
resumed  on  this  improvement  until  sufficieut  funds  are  available  to  work  on  a  large 
scale. 

Very  respectfully,  your  obedient  servant, 

F.  A.  HiNMAN, 

First  Lifiutenant  Corps  of  Engineers. 
Mfy.  D.  C.  Houston, 

Corps  of  Engineera,  U.  S,  A, 


2. 

United  States  ENeiNEBR  Office, 

Milwaukee,  Win.y  June  13, 1877. 

Sir:  In  aecordance  with  your  verbal  orders  of  the  8th  instant,  I  have  the  honor  to 
submit  the  following  list  of  soundings  taken  by  me  the  7th  instant,  under  your  personal 
observation,  on  the  United  States  steamer  Winnecoone,  (drawing  27  inches,)  in  the 
Wisconsin  River,  between  the  guard-lock  at  Portage,  Wis.,  and  dam  No.  8,  1872,  about 
12  miles  below  Portage. 

The  gauge-reading  at  Portage  on  the  7th  instant  was  six-tenths  of  a  foot  above  low 
water  ot  1872,  or  four-tenths  of  afoot  abive  low  water  of  1867,  (low  water  of  1872  was 
two-tenths  of  a  foot  below  low  water  of  1867.)  It  is  proper  to  state  that  these  sound- 
ings were  not  taken  under  the  most  favorable  circumstances,  as  they  were  taken  while 
going  down  stream,  and  the  time  necessarily  chosen  was  just  after  a  hard  rain,  when 
the  wind  blew  quite  strongly  at  times,  thereby  rendering  the  boat  more  nnmanageable 
than  she  would  have  been  otherwise,  and  also  disturbing  the  surface-marks  of  the  water, 
that  often  guide  the  pilot,  who,  by  the  way,  had  not  been  over  this  reach  in  some 
weeks,  and  then  on  a  raft.  *'  N.  B."  indicates  no  bottom  (the  deepest  soundings,  of 
course)  with  a  pole  14^  feet  in  length.  The  least  sounding  taken  was  4  feet,  except  one 
of  3  feet,  and  two  of  3.7  feet  on  and  about  the  end  of  an  old  timber-dam  at  Portage,  a 
portion  of  which  must  be  removed.  It  is  thought  that  a  settlement  in  a  dam  above  is 
somewhat  detrimental  to  this  locality.  It  is  worthy  of  note  that  the  depth  of  water  in 
the  channel  along  this  reach  has  improved  (about  1  foot)  since  1875,  as  was  anticipated, 
without  further  work ;  then  the  least  sounding  taken  was  3  feet,  the  gauge-reading  at 
Portage  being  two-tenths  of  a  foot  above  low  waner  of  1872.  (See  page  420,  Report  of 
the  Chief  of  Engineers,  1876,  Part  II.)  It  is  believed  that  better  sounding  would  have 
been  obtained  had  all  the  dams  been  in  good  repair.  A  few  of  them  require  considera- 
ble work,  as  they  could  not  be  repaired  at  the  proper  time.,  Rafts  have  damaged  some 
a  little  by  **  snubbing"  against  them. 

Very  respectfully^,  your  oliedient  servant, 

F.  A.  HiNMAN, 

Firet  Lieutenant  Corps  of  Engineers. 
Mig.  D.  C.  Houston, 

Corps  of  Engineers,  V.  S,  A, 
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Ust  of  90unding9  (jnoi  reduced)  ammencing  at  guard-lock  and  ending  at  Dam  Xo.  8,  1872. 
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ANNUAL  EBPORT  OP  CAPTAIN  G.  J.  LYDECKBR,  CORPS  OP 
EN6£N:e:EBS,  foe  the   PISCAL  year   ending   JUNE  30, 

1877. 

United  States  Enginerb  Office, 

Chica^Oj  111,  July  14,  1877. 

General.  :  I  have  the  honor  to  traDsmit  herewith  annual  reports  of 
operations  for  the  fiscal  year  ending  Jane  30, 1877,  relating  to  the  im- 
provements  of  harbors  now  in  my  charge. 

Very  respectfully,  your  obedient  servant, 

G.  J.  Lydecker, 

Captain  of  JEngineers. 
Brig.  G^n.  A.  A.  Htjmphbets, 

Chief  of  Engineers,  U.  8.  A. 


AAi. 

improvement  of  the  harbor  at  CHICAGO,  ILLINOIS. 

I  assumed  charge  of  this  work  early  in  May,  relieving  Maj.  G.  L.  Gil- 
lespie, per  Special  Orders  No.  85,  Adjutant-General's  Office,  Washing- 
ton, D.  C,  April  21,  1877. 

At  the  beginning  of  the  year,  Mr.  W.  L.  Smith,  contractor,  was  en- 
gaged in  building  the  superstructure  of  the  north  pier-extension,  four 
eoorses  having  ^sen  completed.  The  length  of  the  extension  was  600 
feet.  In  continuation  of  this  work,  during  the  months  of  July  and  Au- 
gnst,  the  remaining  three  courses  were  finished,  stone  filled  to  the  top, 
and  the  entire  superstructure  planked.  Snubbing-posts  were  placed  at 
intervals  of  100  feet.  A  clump  pile-protection,  similar  to  that  used  at 
t^e  north  end  of  the  breakwater,  was  commenced  at  the  end  of  the  pier, 
bnt  a  lack  of  funds  compelled  the  suspension  of  this  part  of  the  work 
after  driving  and  capping  24  piles.  In  the  mean  time  the  close  pile-pro- 
tection for  the  breakwater  had  been  extended  toward  the  south  a  dis- 
tance of  292  feet.  The  total  length  of  protection  for  the  breakwater  is 
DOW  1,300  feet. 

Nothing  further  was  done  on  the  improvement  at  this  place  until  the 
month  of  June,  when  the  compartments  of  breakwater-cribs  were  refilled 
as  far  as  necessary  to  provide  against  settlement  of  stone,  whicb  had 
taken  place  since  the  completion  of  the  work  in  1875. 

The  breakwater  and  all  portions  of  the  piers  built  since  1869  are  now 
in  good  condition.  On  work  done  prior  to  that  date,  however,  consid- 
erable repairs  are  needed.  This  is  particularly  the  case  at  the  old  light- 
house pier  where  the  superstructure  is  rotten,  broken,  and  in  same 
cases  so  opened  as  to  allow  the  stone  filling  to  pass  through  and  fall  in 
the  channel. 
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The  amount  appropriated  for  this  work  by  the  act  approved  Angnst 
14, 1876,  was  $5,000;  of  this  amount  only  $1,000  was  allotted  and  avail- 
able for  expenditure  until  May  1, 1877;  at  this  date  the  expenditure  of 
the  balance  ($4,000)  was  authorized.  It  has  been  applied  in  part  to  re- 
filling cribs  of  breakwater;  the  remainder  will  be  applied  to  extending^ 
the  pile-protection  of  the  north  pier-extension,  after  making  such  re- 
pairs on  the  old  work  as  are  needed  at  once.  All  to  be  done  by  opea 
purchase  and  hired  labor,  as  authoiized  by  Department  letter  of  May 
9,  1877. 

The  question  of  modifying  the  project  for  the  outer  harbor  as  fixed  by 
the  Board  of  Engineers  in  1870  is  still  to  be  decided,  but  until  it  is 
brought  before  another  board  it  is  probably  only  necessary  to  add  to 
the  remarks  of  my  predecessors  on  this  work,  that,  whether  protection 
from  southerly  storms  be  sought  by  a  line  of  breakwater  at  right  angles 
to  that  now  finished  in  extension  of  it,  or  in  any  intermediate  direction^ 
a  suitable  opening  should  be  left  to  enable  vessels  missing  the  harbor- 
entrance  between  the  piers  to  gain  shelter  by  rounding  the  southerly 
end  of  the  present  breakwater.  In  northerly  storms  almost  all  vessels 
whose  draught  will  warrant  it  now  enter  the  harbor  in  this  way  rather 
than  by  rounding  the  north  pier  and  running  the  risk  of  bringing  up  ou 
the  breakwater.  To  enable  all  vessels  to  do  so,  considefable  dredging: 
is  required  in  the  outer  basin.  For  this  purpose  an  appropriation  of 
$40,000  is  recommended. 

In  order  that  full  advantage  of  the  work  done  may  be  realized,  I 
would  earnestly  recommend  the  appropriation  of  $100,000  for  continua- 
tion of  breakwater  construction.  The  present  works  give  shelter 
against  northerly  and  easterly  storms,  but  the  roadstead  is  open  to 
storms  from  the  southeast  and  south. 

For  necessary  repairs  on  existing  works  an  appropriation  of  $10,000 
is  required. 

Chicago  harbor  is  in  the  collection-district  of  Chicago.  There  is  a  light-house  on  the 
sbofe-end  of  the  north  pier,  a  beacon-light  on  the  lake-end  of  the  same,  and  one  at  the 
south  end  of  the  breakwater. 

The  n amber  of  vessels  entered  daring  the  year,  9,088 ;  cleared ,  9i,045. 

Total  tonnage  of  vesseis  entered  and  cleared,  5,869,064.  Amount  of  revenue  collected 
daring  the  year,  |1, 406,529.05. 

The  original  estimated  cost  of  the  trork  as  now  being  carried  on  was  $897,096.73. 

The  whole  amount  appropriated  since  its  adoption  is  |538,0CK),  of  which  amount 
$535,330.52  bad  been  expended  to  June  30, 1877. 

Money  statement 

July  1, 1876. amount  available $15,524  92 

Amount  appropriated  by  act  approvi  d  August  14, 1876 5,  OOO  00 

80,524  92 
July  1, 1677,  amount  expended  during  Cecal  year 17,655  44 

July  1,1877,  amount  available 2,669  48 

Amount  (estimated)  reqnirrd  for  roni)iletion  of  existing  project 300,000  00 

Amount  that  can  be  prolitabJ y  L^pcnd  ^d  in  fiscal  year  ending  June  30, 1879..  150,  OOO  00 


A  A  2. 

IMPROVEMENT  OF  THE  HARBOR  AT  CALUMET,  ILLINOIS. 

I  was  assigoed  to  this  work  by  Special  Orders  No.  85,  Adjotant  Gen- 
eral's Office,  dated  Washington,  D.  C,  April  21,  1877,  and  assumed 
charge  early  in  May,  relieving  Maj.  6.  L.  Gillespie,  Corps  of  Engineers. 
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At  the  beginniDg  of  the  year  there  was  no  work  m  progress,  the 
amoantof  money  available  July  1, 1876,  not  being  sufficient  to  do  any- 
tlimg  toward  the  extension  of  the  improvement.  The  act  approved 
Ao^st  14, 1876,  ^appropriated  920,000,  but  of  this  only  $1,000  was  made 
irailable  until  April  21,  1877,  when  the  expenditure  of  the  balance 
(^0,000)  was  authorized.  It  had  been  the  original  intention  to  apply 
this  appropriation  to  extending  the  south  pier  250  feet,  and  to  dredging 
aboat  20,000  cubic  yards  between  the  piers.  On  account  of  the  rapid 
aecnmulation  of  sand  north  of  the  north  pier,  the  water  had  so*  shoaled 
at  the  harbor-entrance  by  sand  working  around  the  end  of  the  pier 
that  a  bar,  with  a  channel  of  only  11  feet  over  it,  had  formed  there. 
It  became  necessary,  therefore,  to  apply  the  money  toward  extending 
the  north  instead  of  the  south  pier,  and  to  dredge  this  outer  bar  as 
well  as  through  the  shoal  between  the  piers.  Tliis  project  was  ap- 
proved, and  its  execution,  by  hired  labor  and  open  purchase,  was  au- 
thorized by  Department  letters  of  April  21  and  27. 

Dredging  was  commenced  May  1,  and  continued  to  the  end  of  the 
year,  up  to  which  time  13,886  cubic  yards  had  been  excavated.  In  the 
mean  time,  materials  for  the  north  pier-extension  have  been  purchased, 
and  the  work  of  framing  cribs  was  commenced  during  the  latter  part  of 
Jane.  It  is  proposed  to  suspend  dredging  operations  after  completing 
oDemore  cut  across  the  outer  bar,  which  will  give  a  good  channel  100 
feet  wide.  It  can  then  be  finished  with  more  permanent  benefit  after 
the  pier  has  been  extended.  It  is  expected  to  have  the  pier-work  com- 
pleted by  the  end  of  August. 

Except  about  300  feet  on  the  lake  side  of  the  south  pier,  all  the  pier- 
work  ac  this  harbor  is  in  good  order,  and  requires  but  very  slight  re- 
pairs. On  the  excepted  part,  the  pier-filling  has  been  undermined  and 
washed  out,  but  the  repairs  may  be  made  at  slight  cost.  The  shoreline 
is  gradually  receding  south  of  the  south  pier,  the  total  amount  at  its 
janction  with  the  pier  being  about  200  feet  since  the  work  was  started. 

The  distance  across  the  sand-spit  which  separates  the  lake  from  the 
old  OQtlet  of  the  Calumet  Eiver  has  been  thereby  reduced  to  such  an 
extent  that  I  propose  putting  a  slight  shore  protection  for  a  short  dis- 
tance, say  50  or  100  feet,  south  of  the  pier,  to  prevent  the  sea  cutting 
through  into  the  river. 

Since  the  beginning  of  the  work,  in  1870,  the  shore-line  north  of  the 
piers,  at  its  junction  with  the  north  pier,  has  advanced  about  800  feet, 
Mng  an  average  annual  advance  of  115  feet.  This  amount  was 
exceeded  last  year,  the  shore  having  made  out  212  feet  from  April,  1876, 
to  July,  1877.  There  has  been  a  corresponding  movement  of  the  deep- 
water  liBes. 

The  12-foot  enrve  is  now  200  feet  beyond  the  end  of  the  north  pier^ 
aod  hence  the  bar  before  spoken  of  at  the  harbor  entrance  had  formed,, 
with  8  feet  of  water,  at  a  point  about  300  feet  from  the  end  of  the  north 
pier.    The  16-foot  curve  is  400  feet  in  advance  of  the  north  pier,  while 
the  distance  to  the  18-foot  curve  is  750  feet.    In  my  opinion,  the  pier 
will  have  to  be  extended  to  this  limit  within  the  next  two  seasons,  in 
order  to  keep  the  entrance  clear ;  and  the  extension  to  the  16-foot  curve- 
^oald  be  made  next  season,  in  order  to  save  in  dredging.    This  will 
TeqQire  250  feet  of  pier-work  in  addition  to  that  now  being  built.    The 
extension  of  the  south  pier  250  feet,  as  recommended  by  Major  Gillespie,. 
in  bis  report  for  1875,  should  be  done  at  the  same  time.    For  this  pier- 
work  at  least  $40,000  will  be  required,  and  for  dredging  there  will  be 
needed  $10,000  more.    I  have  therefore  to  recommend  an  appropriatioux 
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of  $50,000  for  the  contiuaation  of  this  work  daring  the  fiscal  year  end- 
ing  June  30,  1879. 

A  survey,  showing  the  limits  of  the  bar  and  the  other  changes  at  this 
harbor,  was  in  progress  at  the  close  of  the  fiscal  year. 

Calumet  Harbor  is  at  South  Chicago,  a  port  of  entry  in  the  collection -dUtrict  of 
Chicago. 

There  is  a  light-house  on  the  lake-end  of  the  north  picr. 

The  Dumber  of  vessel^  entered  during  the  yewc,  72 ;  cleared,  72;  total  tonnage  of 
YefiRels,  2*2,514 ;  amount  of  revenue  collc-ted  during  the  year,  $72.50. 

The  original  estimate  for  this  improvement  was  (299,875.52.  There  has  been  ap- 
propriated to  date  $250,000,  leaving  in  round  nnmbers  a  balance  of  $50,000  to  complete 
the  work  with.    The  amount  expended  up  to  July  1, 1877,  was  $237,148.76. 

Money  statement 

July  1, 1876,  amount  available $1,807  33 

Amount  appropriated  by  act  approved  August  14,  1876.... ••      20,000  00 

$21,807  33 

July  1, 1877,  amount  expended  during  fiscal  year 6,648  29 

July  1, 1877,  outstanding  liabilities 2,307  80 

8,956  09 

July  1, 1877,  amount  available 12,851  24 

Amonnt  (eRtiraated)  required  for  completion  of  existing  project 50,000  00 

Amount  that  can  be  profitably  expended  in  fisoi^year  ending  Jane  30, 1879.      50, 000  00 


A  A  3. 

IMPROVEMENT  OF  THE  HARBOR  AT  MICHIGAN  CITY,  INDIANA. 

I  was  assigned  to  this  woik  by  Special  Orders  No.  85,  Adjutant  Gten- 
^rai's  Office,  dated  Washington,  D.  C,  April  21,  1877,  and  assamed 
charge  early  in  May,  relieving  Mhj.  G.  L.  Gillespie,  Corps  of  Engineers. 

At  the  beginning  of  the  year  operations  were  suspended,  while  await- 
ing the  passage  of  an  appropriation  bill.  The  act  approved  August 
14,  1876,  appropriated  $35,000,  but  none  of  it  became  available  until 
September  14,  when  $10,000  of  the  whole  amount  was  allotted,  and  it 
was  the  Ist  of  October  before  active  operations  were  fairly  resumed,  au- 
thority having  been  granted  to  carry  on  the  work  by  open  purchase  and 
hired  labor. 

At  the  time  work  was  stopped  12  cribs  of  the  breakwater  had  been 
sunk,  but  none  of  the  superstructure  had  been  placed.  During  the  sus- 
pension these  cribs  had  settled  considerably  out  of  line  and  level,  and 
when  work  wasresuuied  the  top  courses  were  from  1  to  3  feet  below  the 
water-surface,  while  a  great  deal  of  the  stone  filling  had  been  washed  out. 
To  build  up  these  cribs  and  correct  their  alignment  at  that  season  of 
the  year  proved  a  most  arduous  task  and  an  expensive  one,  but  by  seiz- 
ing every  possible  chance  a  skilled  body  of  workmen,  under  the  super- 
vision of  an  energetic  and  experienced  foreman,  pushed  the  work  ahea<l 
until  the  latter  part  of  November,  when  the  first  course  of  superstructure 
was  finished  over  the  entire  length  of  the  breakwater,  except  crib  No.  1, 
which  had  separated  at  8  feet  below  the  water-surface;  the  second 
course  was  placed  for  a  distance  of  200  feet  from  the  east  end,  and  all 
was  solidly  filled  with  stone.  The  following  extract  from  Major  Gillespie's 
report  of  operations  for  the  month  of  November,  1870,  gives  some  idea 
of  the  ditlicuUies  encountered  in  carrying  on  this  work  : 

By  Btorm  of  the  3d  and  4th  inHtant,  68  linear  feet  of  timber  were  broken  off  and 
came  ashore,  and  some  of  the  lougitudiDal  timbers  displaced.    Storm  of  7th  and  8th 
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la^lp  pieces  to  carry  saperstrnctare  in  line  were  torn  off  of  crib  No.  5;  14th  and  15th, 
^  lifted  two  coorses  of  timber  od  crib  No.  5  and  first  course  of  superstuactiire, 
iiTrakiog  the  ttiuber.  and  renderint;  it  necessary  to  tear  off  62H  linear  feet  piue  and 
L^iock  timber.  Storm  of  22d  and  2IM,  the  angle  pieces  and  100  linear  feet  of  timber 
s^in  torn  off  crib  No.  5. 

Tbe  loss  resnlting  from  these  storms  is  far  greater  than  simply  the  worth  of  the  ma 
tsiils  broken  and  wasted,  as  working  on  a  level  with  the  surface  of  the  water  and  below 
inhe  progress  is  necessarily  slow  and  difficult — bolts  broken  and  twisted,  to  be  driven 
<^i«ii  nr  cnt  off;  stone  to  be  removed,  that  timber  may  fit  down  closely  ;  and  then  the 
Ut>ilitjof  a  suspension  of  all  operations  by  a  change  in  the  direction  of  the  wind, 
uBsiDg  rooghness  on  the  lake. 

The  disaster  which  pat  an  end  to  all  work  for  the  winter-season  is 
described  in  the  following  extract  from  the  report  of  J.  A.  Manning, 
:<)remau  in  immediate  charge  of  the  work  : 

Oq  November  28, 29,  and  30  a  severe  gale  from  the  northeast  raged,  and  on  December 
I  it  increased  so  that  a  vessel  conM  not  have  made  the  harbor  without  wrecking. 
DQiing  the  day  it  was  noticed  that  No.  8  crib  was  lifting  from  its  foundation,  and  at  5 
v  m.  it  floated  in  on  the  beach,  where  it  now  lies,  in  good  oonditioh.  During  this 
■Inw  a  large  quantity  of  the  superntructure  was  torn  off  and  came  in  on  the  beach. 

Tbe  balkhead  at  the  eud  of  old  east  pier  was  also  torn  out,  and  the  superstructure 
i-if  ibe  crib  badly  broken.  From  this  time  forward  the  ice  coutinned  to  make,  and  the 
itooe  and  timber  on  hand  for  the  work  became  covered  with  it,  so  that  it  was  imprac- 
tirsble  to  attempt  any  further  work  ontside.  The  force  was  employed  in  getting 
Mch  timber,  &c,  as  was  worth  saving  from  the  wreck,  together,  and  on  December  9 
n  stopped  work.  During  the  wiuter  considerable  damage  was  done  to  the  cribs. 
'M<rb  portions  of  the  snperstrnctnre  as  survived  the  gale  of  the  1st  of  December  were 
t'lro  off  by  later  ones,  and  tn  Febrnary,  during  a  severe  blow,  No.  9  crib,  which  had 
Wo  somewhat  damaged  at  the  time  No.  8  came  out,  also  lifted  and  came  in  on  the 
Inch. 

Operations  were  not  resumed  until  the  end  of  April,  when  a  careful 
•-xamination  of  the  work  showed  the  damage  to  be  even  greater  than 
biul  been  expected.  From  that  time  until  the  eud  of  June  all  work  done 
tiHs  beeu  confined  to  restoring  the  breakwater  to  the  condition  in  which 
tvas  at  tbe  <;nd  of  November.  The  cost  of  labor  and  material  applied 
iu  making'these  repairs  alone  was  $11,706.70,  as  shown  by  the  following 
i^atemeut  prepared  by  my  assistant,  B.  S.  Littlefleld : 

^v  140  feet,  board  measure,  pine  timber,  at  14  cents *   $939  96 

V-V)  linear  feet  12  inches  by  18  inches  heml*  ck,  at  18  cents 23  40 

*M  linrar  feet  12  inches  by  12  inches  hemlock,  at  14  cents 1,218  42 

^6(*4   feet,  board  meaMure,  piue  plank,  at  14  cents 93  57 

91   cords  atone,  at  {7.50 682  50 

•14:»  pounds  drift-bolts,  at  02.3  cents :....  378  14 

'iH  pounds  »crew-boIts,  at  5  cents 10  90 

l-<)0  pounds  spikes,  at  03.2  cents 57  60 

U^  honrs'  work  of  dredge,  (dredging  420  cords  stone  from  gap,  which  has 

been  nsed  to  refill  work,)  at  $5  per  hour i 748  75 

•57J  days'  hire  of  diving-apparatus,  at  $15 566  25 

Ciib  bought  of  Culbeit&  Hopkius.... 1,735  41 

•263  cords  stone  to  till  two  cribs,  to  be  sunk , ...  1,972  50 

Towing  dredge  a>  d  soowh  to  and  from  work 206  00 

Pay-roUs  for  labor,  April  25  to  June  30,  1877 3,073  30 

ToUl 11,706  70 

It  i«  proper  to  state  in  this  connection  that  the  appropriation  was  not  made  availa- 
■^t^ontil  late  in  the  season,  authority  to  commence  work  not  being  granted  until  Sep- 
>  lifter  14.  This,  with  a  month's  delay  for  procuring  materials,  and  the  severe  storms 
scident  to  thH  locality  of  Michigan  City  at  the  time  of  year,  rendered  it  impossible  to 
'Vt-i  tbe  cribs  to  the  surface  of  the  water  and  build  enough  superstructure  upon  them 
'•J  »trf Dgthen  the  work  against  the  extraordinary  blow  during  which  the  damage  was 

The  balance  of  the  appropriation  will  be  only  sufficient  to  complete 
Ije  superstructure  to  the  fourth  course,  inclusive,  and  this  will  probably 
^aa-omplished  by  tbe  first  of  August.  With  reference  to  the  super- 
stnicture  of  this  work,  Captain  Littlefleld  states: 

Oq  account  of  the  exposure  of  this  work,  both  from  its  position  and  the  directio 
57  B 
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^▼en  to  the  pier,  to  the  heaviest  seas  made  on  Lake  Michigan,  the  snperstrnotare  oa 
Its  completion  should  be  eight  courses  high,  corresponding  to  works  at  Chicago  and 
other  harbors  on  the  lake,  where  six  eourses  are  ot  sufficient  height. 

I  folly  agree  with  him  on  this  point. 

To  finish  the  improvement  at  this  place  under  the  present  project 
requires  the  constraction  of  700  feet  of  breakwater  and  the  oompletiou 
of  the  superstructure  on  that  part  already  built.  To  do  this  will  require 
$75,000,  and  the  appropriation  of  the  entire  amount  for  the  fiscal  year 
ending  June  30,  1879,  is  urged.  Nothing  could  place  in  stronger  lii^bt 
than  this  reiK)rt  the  absolute  necessity  of  making  the  appropriation 
sufficient  to  complete  the  work  at  once.  Situated  at  the  foot  of  Lake 
Michigan,  this  harbor  is  a  most  important  one  as  a  harbor  of  refuse, 
independently  of  the  amount  of  commerce  carried  on,  and  the  improve- 
ment should  be  completed  at  the  earliest  date  practicable.  It  will  be 
much  more  economical  to  complete  it  in  one  season  than  to  drag  it  along 
with  small  appropriations  for  several  years* to  come. 

The  work  of  dredging  the  outer  harbor  should  be  commenced  next 
season.  The  estimated  cost  of  this  part  of  the  project  on  beginning  the 
work  was  t04,175.  Ot  this  amount  I  would  recommend  that  $20,000  be 
appropriated  for  the  fiscal  year  ending  June  30,  1870.  There  has  been 
considerable  ^ettlement  of  stone  in  the  outer-harbor  piers;  so  much  so 
as  to  endanger  their  safety  during  tbe  heavy  storms  which  visit  this 
locality.  To  provide  against  danger  of  damage  ni  this  wa^^,  an  appro- 
priation of  $5,000  is  recommended.  This  brings  the  whole  amount  of 
appropriation  recommended  for  this  work  for  the  fiscal  year  ending  June 
30,  1879,  up  to  $100,000.  It  is  all  needed  for  the. proper  and  economical 
prosecution  of  the  work. 

The  original  eRiiniate  for  completing  the  improvement  st  this  plakce  was  $It24,42l.40. 
Of  this  amount  there  has  been  appropriated  t^i  date  $235,000  ;  the  amount  expended  to 
June  30,  1877,  was  $*^;26,009.^9.  To  complete  the  work  I  entimate  will  require  1120.000, 
which  will  make  the  total  cost  $355,000,  against  $3:25,000,  the  amount  of  the  original 
estimate,  in  round  numbers. 

This  iticrease  of  $30,000  is  due  to  the  unusual  difficulties  which  have 
been  experienced  on  these  works  from  the  very  start,  and  tbe  amount 
expended  in  repairs  of  damage  to  works  in  course  of  construction. 

The  harbor  is  in  the  collection-district  of  Michigan  City,  lod.  There  is  alight-house 
on  the  shore  near  the  shore-end  of  the  east  pier,  and  a  beacon-light  on  the  lake-end  of 
the  west  pier. 

The  commercial  statistics  of  tbe  port  for  the  fiscal  year  are  as  follows: 

Number  of  entrances 428 

Number  of  clearances 4*^1 

Amount  of  revenue  collected $398  50 

There  is  a  great  deal  of  lumber  brought  to  this  port  for  tranship- 
ment to  the  interior  by  rail.  The  amount  received  during  tbe  past  year 
was  65,000,000  feet,  board-measure. 

Money  statement 

July  1,  1876,  amount  available .,.  |l,  191  05 

Amount  appropriated  by  act  approved  August  14, 1876 35, 000  00 

$36. 191  05 

July  1^  1877,  amount  expended  duri  ng  fiscal  year 35, 579  12 

July  1,  1877,  outstanding  liabilities 1,621  82 

27,200  94 

July  1, 1877,  amount  available 8.990  U 

Amonnt  (estimated)  required  for  completion  of  existing  project 120, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.     100, 000  00 
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A  A  4. 

IMPROVEMENT  OF  THE  HARBOR  AT  NEW  BUFFALO,  MICHIGAN. 

I  assQtned  charge  of  this  harbor  early  in  May,  relieving  Maj.  G.  L. 
Gillespie,  per  Special  Orders  No.  85,  Adjatant-Generars  Office,  Wash- 
iDgton,  D.  C,  April  21, 1877. 

Xo  work  has  been  done  daring  the  year,  none  is  contemplated  for  the 
eoHoing  year,  and  no  farther  appropriation  is  recommended. 

Tbe  Board  of  Engineers,  in  session  Jane  24,  1868,  estimated  the  cost 
of  improving  this  harbor  at  $500,000,  with  a  subseqaeut  annual  expendi- 
ture of  $10,000  for  its  preservation,  and  accordingly  recommended  that 
''the  attempt  to  improve  the  harbor  should  be  abandoned.''  It  is  of  no 
evideut  necessity  as  a  harbor  of  refage;  it  is  evidently  a  work  of  no 
present  national  importance,  nor  is  there  any  local  commerce  even. 

The  amount  appropriated  to  date  is  |70,000,  of  which  164^986.56  has  been  expended.- 
No  money  has  been  appropriated  since  1872. 

Tbe  present  condition  of  the  harbor  is  as  follows :  the  west  pier  is  in 
a  dilapidated  state,  with  no  filling  visible;  the  outer  end  of  this  pier 
bas  been  carried  away  to  the  shore-line.  The  piles  of  the  east  pier  are 
^till  standing,  generally  in  good  condition,  but  there  is  no  filling  to  be 
seen  in  place.  A  bar  closes  the  entrance  to  the  harbor  between  the 
piers,  the  sea  in  a  light  northerly  wind  breaking  entirely  across  it 
during  my  inspection  made  a  few  days  since. 

Kew  BnfiEalo  ia  in  the  collection-district  of  Grand  Haven  ^  Mich.  For  the  fiscal  year 
iben;  were  no  imports,  no  exports,  no  revenue  colltscted. 

There  is  no  light-honse  at  the  harbor,  the  nearest  being  that  at  Michigan  City,  dis- 
tut  10  miles,  in  a  southwesterly  direction. 

Money  statement 

Jaly  1,1876,  amount  available $5,541  85 

Jaly  1,  lt$77,  amount  expended  during  fiscal  year 52d  41 

%  1, 1877,  amount  available 5,013  44 
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ANNUAL  REPORT  OF  MAJOR  S.  M.  MANSFIELD,  CORPS  OF 
ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 

1877. 

United  States  Enoineeb  Office, 

Detroit,  Mich.,  July  13, 1877. 

GENEBij:.:  I  have  the  honor  to  forward  herewith  my  aunual  reports 
relatiDg  to  the  works  of  harbor  improvement  under  my  charge  for  the 
fiscal  year  ending  June  30, 1877. 

Very  respectfully,  your  obedient  servant, 

S.  M.  Mansfield, 
Major  of  Engineers  and  Bvt.  Lieut  CoL,  U.  8.  A. 

Brig.  Gen.  A.  A.  Humpheeys, 

Chief  of  Engineers,  U.S.A. 


BB  I. 

improvement  of  CHARLEVOIX  HARBOR,  MICHIGAN. 

By  act  of  Congress  approved  August  14, 1876,  a  first  appropriation 
was  made  for  the  improvement  of  this  harbor  of  $10,000.  By  letter  of 
the  Chief  of  Engineers,  dated  May  1,  1877, 1  was  informed  that  the 
honorable  Secretary  of  War  had  authorized  the  expenditure  of  this  appro- 
priation, and  was  directed  accordingly  to  submit  a  prefect  for  its  appli- 
cation. The  project  was  in  accordance  with  plans  and  estimates  hereto- 
fore advanced,  and  consisted  of  dredging  some  12,000  yards  of  sand  and 
the  construction  and  placing  of  three  cribs  (without  superstructure)  to 
serve  as  a  pier- protection  to  the  dredged  channel. 

A  contract  was  entered  into  with  Carkin  &  Stickney  the  20th  day  of 
June  for  the  execution  of  this  work  between  the  1st  of  July  and  the 
iHt  of  November,  1877,  at  figures  much  below  our  estimate,  which  will 
admit  of  more  work  being  accomplished  than  was  anticipated. 

In  farther  continnance  of  the  work  of  improvement  here  |30,000  ooald  be  very  profit- 
tably  expended  daring  the  fiscal  year  ending  June  30,  J879. 

Considerable  trade  is  being  developed  at  this  point,  as  shown  by  the  statement  be- 
low, which  will  be  largely  extended  when  the  work  of  improvement  has  advanced 
sofliciently  to  afford  shelter  to  shipping  and  access  to  the  little  lakes. 

The  original  estimate  for  this  work  (modified  from  that  Of  AuguHt  26, 1873^  amounted 
to  $186,000.  The  total  amount  appropriated  since  the  adoption  of  the  present  pioject 
IS  110,000. 

The  work  is  locat-ed  in  the  Michigan  collection-district,  Michigan.  It  is  situated  at 
the  month  of  Pine  River,  which  empties  itself  into  Lake  Michigan  between  Little  and 
Grand  Traverse  Bays.  The  nearest  port  of  entry  is  Grand  Haven,  Mich.  The  nearest 
light-station  is  at  Grand  Traverse. 

Statement  of  veseele  entered  and  cleared  during  the  year  ending  June  30, 1877 : 

Entered:  Nnmber,  361 ;  tonn.ige,  29,551 ;  men,  1,576. 
Cleared :  Kamber,  251;  tonnage  29,517  ;  men,  1,558. 
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Money  statement. 

Amoant  appropriated  by  act  approved  Augast  14, 1876 $10, 000  00 

July  1,  1877,  amount  expended  during  fiscal  year $135  57 

July  1,  1877,  outstanding  liabilities 4,620  19 

4,755  76 

July  1, 1877,  amount  available 5,^4  24 

Amount  (estimated)  required  for  completion  of  existing  project 176, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.    30, 000  00 

Abniract  ofproponaU  received  and  opened  June  4, 1877, /or  improving  the  harbor  at  Charle- 

r^iXj  Michigan, 


Bidders*  names  and  residences. 


1 
2 
3 

4 
5 
6 


Kobert  M.  Steel,  Saint.  John's.  Mich 

Carkin  &.  Stickney,  East  Sairinaw,  Mich. 

AllM»rt  Conro,  Milwaukee.  Wis  

Charles  S  Barker.  Saalt  8te.  Marie,  Mich 

Bnncan  Dewar.  Ludington,  Mich 

Chicaf^o  Dredj^ng  and  Dock  Company, 

Chicago,  III. 
O.  B.  Greene,  Chicago,  Ul 


Timher. 

Iron. 

FilUng. 

1 

p-» 

1 

s 

• 

M 

P. 

S 

« 

K 

o 

s 

0 
e 

I 

0 

•s 

■D-i 

•tf  a- 

• 

g 

t-bolts  and 
ponnc 

w-bolts  an 
perpou 

1 

i 

1 

s 

• 
Q 

s 

•a 

o 

10  25 

|0  03i 

u 
$0  05 

1 

19  00 

1 

1 

Q 

10  21 

13  00 

♦0  25 

24 

28 

05 

08 

6  50 

4  00 

18 

24 

30 

03 

06 

5  00 

4  00 

24  , 

S3 

.28 

04 

05 

8  00 

1  75 

30 

22 

30 

aii 

043 

6  25 

2  04) 

22 

23 

30 

05 

06 

8  50 

4  00 

23 

25 

48 

05 

07 

8  00 

3  00 

85 

be 
bo 

bC 


15,506  02 
4,6-20  19 
5,  ai2  13 
6, 105  H8 
5,096  95 
5.412  15 

5,  695  43 


Contract  awarded  to  Carkin  &.  Stickney,  lowest  bidders. 
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IMPROVEMENT  OF  FRANKFORT  HARBOR,  MICHIGAN. 

For  waDt  of  sufdcieDt  fnnds  do  new  work  was  attempted  during  the 
fiscal  year  1876-'77.  Some  necessary  repairs  were  made,  as  a  filling  of 
slabs  and  edgings  behind  the  south  pier  where  the  current  from  the 
little  lake  was  cutting  out  the  sand.  The  material  was  furnished  with- 
out cost  by  the  mill-owners. 

Soundings  taken  May  14,  1877,  show  an  available  water-way  of  11 
feet  between  the  piers ;  outside,  and  nearly  on  a  line  with  the  north 
pier,  only  about  10  feet  of  water  is  found  for  a  distance  of  100  lieet. 

The  present  season,  under  the  appropriation  of  August  14,  1876,  of 
$3,000,  together  with  the  balance  of  a  former  appropriation,  the  follow- 
ing work  of  improvement  will  be  executed  : 

A  contract  was  entered  into  with  Robert  M.  Steel  for  a  crib,  50  feet 
by  30  feet,  to  be  placed  in  extension  of  the  south  pier ;  to  be  commenced 
July  1,  and  to  be  completed  December  1,  1877. 

The  south  pier  east  of  the  pier-light  will  receive  one  or  two  courses 
of  timber  and  stone-ballast  for  a  distance  of  300  feet,  to  bring  it  to  the 
necessary  height  above  water  and  to  a  level  with  the  other  portions  of 
the  pier.    At  several  places  in  both  piers  and  revetments  broken  ties 
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md  side  timbers  will  be  replaced  by  new  ones.  The  outer  crib  of  the 
5oath  pier  will  bave  to  be  almost  entirely  refilled  with  stone. 

Fraukfort  Harbor  is  at  a  prominent  point  on  the  east  shore  of  Lake 
Michigan,  very  near  the  course  of  the  deep-draufjht  vessels  plying  the 
id^es.  It  is  important  as  a  harbor  of  refuge,  and  should  have  a  per- 
sianent  channel  of  at  least  14  feet. 

To  carry  out  the  recommendations  made  yearly  since  1872  will  re- 
|Qire  $22,000.  and  this  amount  could  be  profitably  expended  during  the 
mv  ending  June  30,  1879. 

The  ortgfiual  estimated  cost  of  the  work,  (1872,)  as  now  being  carried 
•>o,  was  $46,000.  The  total  amount  appropriated  since  the  adoption  of 
the  present  project  is  $13,000.  (See  Report  Chief  of  Engineers  for  1875, 
P*?e  214.) 

The  work  is  located  Id  the  Michigan  col  lection-district,  Michigan.  The  nearest  port 
•n  entry  is  Grand  Haven,  Mich.  The  nearest  lighr-honne  is  at  Point  Betsey,  (PuiiiC 
lui  Bees  Sciea.)    A  light  is  shown  near  head  of  south  pier. 

SUUement  of  vessels  entered  and  cleared  during  the  year  ending  June  30,  1877. 

Entered:  Naniber,  241 ;  tonnage,  76,524  ;  men,  2,769. 
Cleared  :  Number,  237  ;  tonnage,  76,404 ;  men,  2,762. 

Money  statement 

Jalyl.  1876,  amount  available $4,402  42 

AaioaDt  appropriar-ed  by  act  approved  August  14,  1876 3, 000  00 

|7, 402  42 

h\s  1, 1877,  amount  expended  during  fiscal  year 1, 141  96 

^ilj  1,  lei77,  outstanding  liabilities 2,til0  15 

3,952  11 

hh  1, 1877,  amount  available 3,450  31 

Amonnt  (estimated)  required  for  completion  of  existing  project 22, 000  OU 

Aoioaut  that  can  be  profitably  expeuaed  in  fiscal  year  ending  June  30, 1879.  22,000  00 

i^iraci  of  proposals  received  and  opened  June  4,  1877, /or  improving  the  harbor  of  Frank- 
fort, Michigan, 


Bidders'  Dames  and  residences. 


0.  M,  Winif,  Manistee,  Mich 

Chicai^o  Dredging  and  Dock   Company,  Chi 
cago.  111. 

Dancan  Dewar,  Ludington,  Mich 

Robert  H.  Steel,  Saint  John's.  Mich 

James  Corlett,  Lndington,  Mich 

Uorace  Bnttt^rs,  Lndington,  Mich 

hXiax  Sc  King,  f^rankfurt,  Mich 


Timber. 


Iron. 


o 

9 

a 


I 

c 

a 
o 

u. 

9 
0, 

M 

el 

o 


a 

0 

o 
p. 


K)  29  iO  45 
25         30 


23 
22  ' 

24  . 

25  I 
25 


30 
25 
28 
27 
25 


03^ 
05 

03J 

04  i 
05 


1. 

F 

• 

•o 

Q 

3 

8, 

u 

1 

« 

^ 

■*^ 

i-i 

o 

S 

'O 

A 

^ 

o 

V 

a 

1 

1 

Filling. 


10  U3f  19  00 
06     9  50 


04| 

04i 

05 

05 

07 


9  00 

9  00 

9  50 

10  75 

10  00 


S 

u 

9 
P. 

* 

.a 

00 

p 


14  00 
4  00 


00 
00 


3  00 

2  00 

3  00 


OB 

tie 


,  f3. 118  es 

I     3,  167  40 

2,622  34 
<  ^HO  15 
i    3, 065  99 

3, 286  95 
'     3, 243  40 


Contract  awarded  to  Robert  M.  Steel,  lowest  bidder. 
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BB3. 

IMPROVEMENT  OF  MANISTEE  HARBOR,  MICHIGAN. 

During  the  fiscal  jear  1876-77,  with  the  balance  of  the  appropriation 
of  1875,  work  was  done  as  follows : 

The  south  pier  received  au  additional  course  of  timber  for  a  length  of 
450  feet,  to  bring  it  to  the  proper  height  above  water,  and  to  a  level 
with  other  portions  of  the  pier.  Near  the  inner  end  of  the  north  side 
revetment  the  filling  had  settled  so  as  to  endanger  a  loss  of  the  stone- 
ballast.  This  stone  was,  therefore,  removed  and  placed  as  ballast  aud 
riprap  to  the  north  pierhead,  where  it  was  much  needed. 

An  obstruction  to  navigation,  caused  by  the  encroachment  of  the 
point  of  sand  in  the  bend  of  the  river,  was  successfully  removed  by  the 
employment  of  a  tug  to  dredge  it  with  her  wheel.  About  75  feet  was 
removed  very  quickly  to  a  depth  of  9  feet.  The  current  has  kept  the 
channel  tolerably  free  since,  so  that  it  hafi  not  been  necessary  to  reuew 
the  operation. 

Soundings  taken  on  the  3d  of  May  show  an  available  channel-way 
of  about  10  feet  between  the  Government  piers. 

Of  the  new  crib-work  finished  last  year,  the  outer  crib  in  the  north 
pier  has  settled  badly  at  the  northwest  corner,  and  requires  releveling 
and  ballasting  and  ripra))ping;  the  cribs  inside  of  this  are  in  good  con- 
dition. The  three  cribs  in  the  south  pier  have  undergone  no  change  in 
)u)8ition  since  completion  ;  the  outer  three  pockets  of  end  crib  require 
refilling. 

Under  the  appropriation  of  August  14, 1876,  ($14,000,)  a  contract  has 
been  entered  into  with  Squier  &  White  to  dredge  away  the  point  of 
Hand  in  the  bend  of  the  river  and  face  Ihe  bank  with  320  feet  of  pile 
revetment,  and  to  dredge  the  channel  to  a  depth  of  12  feet.  All  to  be 
completed  by  November  1,  1877.  The  balance  of  funds  will  enable  us 
to  make  the  necessary  repairs  mentioned  above. 

As  the  further  extension  of  the  piers  at  this  harbor  is  demanded,  and 
according  to  the  estimates  a  balance  of  $76,771  is  required  for  the  pur- 
]»ose,  the  sum  of  $30,000  could  be  very  profitably  expended  during  the 
year  ending  June  30,  1879. 

For  the  work  as  now  being  carried  on,  it  was  estimated,  (1873:) 

For  pier-extension |112,000  00 

Aud  for  revetment  aud  dredging  in  channel,  (1875) 13,771  00 

Making  a  total  of 125,771  00 

The  total  amount  appropriated  since  1873  is  $49,000. 

The  work  is  located  in  tbe  Michiifan  coJlectiou-district,  Michigan.  The  nearest  port 
of  entry  is  Grand  Haven,  Mich.  The  nearest  light-house  is  the  Mauistee  light,  (dis- 
continued on  October  15,  1875.)    A  light  is  shown  near  head  of  south  pier. 

Statement  of  vessels  entered  and  cleared  during  the  year  ending  June  30,  1877.  . 

Entered;  Number,  1,2:J6;  tonnage,  279,850 ;  men,  11,019. 
Cleared:   Number,  1,237  ;  tonnage,  279,909 ;  men,  11,023. 

Money  stntetnent 

July  1, 1876,  amount  available $10,381  78 

Amount  appropriated  by  act  approved  August  14, 1876 14,000  00 

$24, 381  78 

July  1,  1877,  amount  expended  during  fiscal  year 10,564  42 

July  1,  1877,  outstanding  liabilities 6,647  57 

: 17,211  99 

July  1,  1677,  amount  available 7,  '69  79 

Amount  (estimated)  required  for  completion  of  existing  project 76,771  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.       30, 000  00 
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BB  4. 

IMPROVEMENT  OF  LUDINGTON  HARBOR,  MICHIGAN. 

But  little  was  accomplished  daring  the  year  with  the  balance  left 
unexpended  of  the  appropriation  of  1875. 

The  inner  end  of  the  sonth  i)ile  revetment,  which  had  lost  a  portion 
of  its  filling  by  the  freezing  of  the  filling  at  the  water-level  aud  the 
action  of  the  current  underneath,  was  refilled  early  in  the  spring,  and 
a  repetition  of  the  occurrence  guarded  against  by  a  sheathing  of  plank. 

Lat«  last  fall  (November  24)  a  report  was  received  that  the  end  crib 
of  the  south  pier  upon  which  the  light  stands,  had  lost  a  great,  portion 
of  its  filling;  whereupon  a  cargo  of  stone  was  ordered  to  be  shipped 
to  Ludington  from  Chicago.  Owing  to  the  lateness  of  the  season 
delay  occurred  in  the  shipment,  and  the  severe  gale  of  December  8 
forced  the  crib  from  its  place  in  the  pier  and  carried  it  npon  the  beach 
400  feet  south  of  the  harbor,  where  it  now  lies.  The  cargo  of  stone 
reached  Ludington  December  14.  The  crib  stands  upright  in  7  feet  of 
water  and  is  embedded  in  the  sand  to  a  depth  of  8  to  10  feet,  and  so  far 
as  can  be  ascertained  has  sustained  no  material  damage,  and  can  be  re- 
covered and  used  in  the  north  pier  to  advantage. 

The  condition  of  the  harbor  is  good.  The  channel,  which  was  dredged 
in  1876  through  the  middle  to  a  depth  of  about  13  feet  when  the  level 
of  the  lake  was  about  15  inches  higher  than  now,  has  an  available 
waterway  of  about  12  feet. 

The  northwest  corner  of  the  outer  crib,  north  pier,  has  settled  badly, 
and  needs  releveling  and  additional  stone  tilling.  The  superstructure 
has  received  some  little  injury  from  the  collision  of  a  steamer,  and  needs 
repair.  The  second  crib  from  the  end  on  south  pier  needs  more  stone 
filling. 

Under  the  appropriation  of  August  14,  1876,  ($10,000)  a  contract  has 
been  entered  into  with  Duncan  Dewar  to  place  two  cribs  in  extension  of 
the  south  pier  and  complete  superstructure  over  them  by  November  1, 
1877. 

It  is  intended  to  apply  a  portion  of  the  funds  remaining  after  comple- 
tion of  the  contract  to  repairing  the  work  at  the  places  above  mentioned ; 
and,  if  the  then  remaining  balance  will  be  sufiicieut,  to  raise  and  place 
the  displaced  crib  in  extension  of  the  north  pier. 

The  recommendations  for  pier  extension,  as  well  as  the  estimates  of 
1875,  are  here  renewed.  The  unappropriated  balance  of  $26,000  can  be 
profitably  expended  during  the  year  ending  June  30,  1879. 

The  original  estimated  cost  of  the  improvements  at  this  point  was 
$270,682.16,  but  modifications  from  time  to  time  in  the  recommendations 
and  estimates  have  reduced  these  figures.  The  total  amount  appro- 
priated since  1867  is  $176,500. 

This  work  is  situated  in  the  Michigan  collection -district.  Michigan.  The  nearest 
port  of  entry  is  Grand  Haven,  Mich.  The  nearest  light-house  is  at  Grande  Point  an 
Sable.    A  light  is  shown  near  head  of  south  pier. 

Statement  of  vessels  entered  and  cUared  during  ike  year  ending  June  30,  1877. 

Entered :  Number,  646  ;  tonnage,  120,446  ;  men,  3,866. 
Cleared:  Number,  642;  tonnage,  119,980 ;  men,  3,840. 
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Money  statement. 

;3iT  1, 1876,  amonnt  available f2,037  03 

i;:»Dt  appropriated  by  act  approved  Augast  14,  1876 10, 000  00 

' $12, 037  03 

JiT  1,  IH77,  amount  expended  daring  fiscal  year 1 ,  826  47 

.'Jt  1, 1877,  outstanding  liabilities 6,167  53 

7,994  00 

L7 1,  li^  amount  available 4,043  03 

iififlDt  (estimated)  reqnired  for  completion  of  existing  project 26, 000  00 

'.^xmX  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879 . .    :^6, 000  00 

i^-r^  of  propoaaU  received  and  opened  June  4, 1877,  fw  improving  the  harbor  of  Luding- 

Ion,  Michigan, 


Bidders'  namea  and  residencea. 


bb«rt  H.  Steel.  Saint  John 'a,  Mioh 

iiat%  Corlett,  Lndinfrton,  Mich  — 

Hi>fv«  Batters,  Lndington,  Mich 

'iJWrtft  Hopkins.  Muskegon,  Mich 

I^tm  E.  Tbomes,  Cbicagu,  111 

Ntscas  Dewar.  JLadinston,  Mich 

j^PP  &  Gillen.  Kacine,  Wis 

■fiieago  Dredging  and  Dock  Company,  Chicago, 

lu. 
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Aggregate. 


•6, 201  04 
ft.  627  85 
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6, 167  53 
«,  6-29  37 
6,963  90 


•'Atract  awarded  to  Dancan  Dewar,  lowest  bidder. 


BBS. 

IMPROVEMENT  OP  PENTWATER  HARBOR,  MICHIGAN. 

I)nrii)g  the  year  the  United  States  dredging  apparatus  removed  7,230 

^bic  yards  of  sand  from  the  shoal  portions  of  the  channel,  and  the  piers 

^•^■Q^side,  through  which  the  sand  found  its  way,  were  overhauled  and 

>'Wllasled.    The  outer  pockets  of  the  north  pierhead  were  refilled,  and 

■^♦' hoperstructure  and  fenders  were  repaired  where  found  necessary. 
The  piers  this  spring  were  found  in  tolerably  good  condition,  with  the 

'^^feption  of  the  north  pier  head  crib,  which  had  again  lost  its  stone- 

tiling  from  the  four  outer  pockets. 
Wilder  the  appropriation  of  Atigust  14, 1876,  ($10,000,)  a  contract  has 

•*^n  entered  into  with  Squier  &  White  for  carrying  the  north  side  re- 
giment eastward  500  feet,  (more  or  less,)  which  will  involve  the  re- 

J^J^al  of  5,500  yards  of  old  slab-work  and  6,500  yards  of  sand.    The 

^«fk  is  to  be  completed  by  the  1st  of  November,  1877. 
Tiie  balance  of  funds  that  will  remain,  after  completion  of  this  con- 

^%  will  be  sufficient  to  reballast  the  pier-head,  and  to  make  some 

f'Ser  repairs  that  are  needed. 
The  recommendations  and  estimates  made  annually  since  1873  are 

^"i^wed,  and  the  unappropriated  balance  of  $39,200  can  be  profitably 

^ipeoded  during  the  next  fiscal  year. 
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Original  plan  of  improTement  (1866)  required  a  sam  of  $327.713.4G 
Estimates  rendered  since  then  reqaire  a  less  amount  of  money  for  ex 
penditure.  There  has  been  appropriated  to  this  harbor  $153,000  fron 
1867  to  1876,  inclusive. 

This  work  is  sitnated  in  the  Michisan  collect ioQ«district,  Michigan.  The  nearer 
port  of  entry  is  Grand  Haven,  Mich.  The  nearest  light-house  is  at  Petite  Poiute  at 
Sable.    A  light  is  shown  near  head  of  south  pier. 

Statement  of  vessels  entered  and  cleared  during  the  year  ending  June  iU),  1877. 

Entered:  Number,  260;  tonnage,  33,916 ;  men,  1,288. 
Cleared:  Number,  258;  tonnage,  23,619;  men,  1,250. 

Money  statement, 

July  1, 1876,  amount  available |l,703  63 

Amount  appropriated  by  act  approved  August  14, 1876 10,000  00 

$11,703  6J 

July  1, 1877,  amount  expended  during  fiscal  year , 1, 874  47 

July  1,  1677,  outstanding  liabilities 5,9.')7  86 

7,832  35 


■»    W  nil 


July  1,  1877,  amount  available ,,.. 3,871  » 

^  -y^  ■  I  I 

^■■1  ■      ■■■    >  I     *     \ 

Amount  (estimated)  required  for  completion  of  existing  project 39, 200  (H! 

Amount  that  can  be  profitably  expended  in  fiscal  ye^r  ending  June  30, 1879-    39, 2U0  00 
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BB6. 

IMPROVEMENT  OF  WHITE  RIVER  HARBOR,  MICHIGAN. 

Daring  the  months  of  August  and  September,  with  the  unexpended 
balance  of  the  appropriation  of  1875,  the  end  crib  of  the  south  pier  waa 
releveled  and  reballasted,  and  some  repairs  were  put  upon  the  north 
pier. 

The  United  States  dredging  apparatus  removed  the  wreck  of  a  vessel 
which  had  drifted  into  the  channel  the  previous  winter,  and  dredged 
and  removed  12,4S0  cubic  yards  of  sand,  thus  deepening  the  channel  for 
a  distance  of  400  feet.    This  work  exhausted  the  appropriation  of  1875. 

From  the  appropriation  of  August  14,  1876,  ($5,000,)  an  allotment  of 
$1,000  was  made  in  the  latter  part  of  September  for  pier  repairs;  and 
with  this  repairs  were  commenced  on  south  pile-pier,  when  the  severe 
storms  early  in  October  seriously  interrupted  the  work  and  endangered 
the  crib-pier,  especially  the  crib  upon  which  the  light  stands.  (This  crib 
lost  three  courses  of  its  superstructure  on  the  south  side  and  a  large 
portion  of  its  ballast.)  Attention  was,  therefore,  bestowed  upon  the 
cribs,  and  the  repairs  absolutely  necessary  for  their  preservation,  to- 
gether with  the  expense  of  laying  up  the  dredging  apparatus  for  the 
winter,  exhausted  the  funds  of  this  allotment  without  enabling  us  to  do 
much  toward  repairing  the  pile-pier. 

This  spring  it  was  found  that  the  channel  alongside  of  the  south  pile- 
pier,  east  of  the  crib-work,  had  shoaled  to  8^  and  9  feet  for  a  length  of 
about  200  fteet. 

The  balance  of  the  appropriation  ($4,000)  was  made  available  early  in 
May.  The  work  projected  tor  this  season  is  to  dredge  the  shoal  places 
with  the  Government  dredge  and  overhaul  the  pier- work  to  the  extent 
of  the  available  funds. 

The  dredging  apparatus,  after  receiving  necessary  repairs  and  before 
going  to  South  Haven,  opened  a  channel  of  10  feet  through  this  shoal. 
The  overhauling  of  the  piers  is  deferred  till  later,  when  the  dredge  will 
return  to  the  harbor  about  the  1st  of  September. 

A  break  in  the  north  pile-pier,  about  midway  between  the  shore-line 
and  end  of  pier,  caused  by  the  collision  of  a  schooner  with  the  piers, 
was  repaired  in  June. 

To  continue  permahent  improvements  here,  as  suggested  in  the  report 
of  1873,  (pier-extension,)  will  require  the  unappropriated  balance  of 
$31,891.56.  This  amount  can  be  profitably  expended  during  the  next 
working  season. 

Original  estimate  (1866)  amounted  to  $170,630.80.  The  estimate  of 
1873  increased  these  figures.  There  has  been  appropriated,  since  1867, 
and  to  include  August  14,  1876,  $184,000. 

This  work  is  located  in  the  Michigan  collection-disfcrict,  Michif^an.    It  is  sitnated  at 
the  White  River  light-house.    The  nearest  port  of  entry  is  Qrand  Haven,  Michigan. 

Statement  of  vesstls  entered  and  cleared  during  ike  year  ending  June  30, 1877. 

Entered  :  Number,  712 ;  tonnaj^e,  84^331 ;  men,  4,253. 
Cleared :  Number,  714 ;  tonnage,  84,443 ;  men,  4,264. 
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Money  statement. 

;i't  1, 1876,  amoant  available |2,080  46 

iMaot  appropriated  by  act  approved  Angast  14, 1376 5, 000  00 

7,080  46 

JtHl,  1877,  amonnt  expended  during  fiscal  year 4, 150  79 

Jdy  1, 1877,  amount  available 2,9-29  67 

l&'iant  (estimated)  required  for  completion  of  existing  project,  (including 

•rrdpnjf) 36.891  56 

ir^oDt  that  can  be  profitably  expended  in  fiscal  year  ending  Jnne  30, 1879.  31, 891  56 


BB7. 

IMPROVEMENT  OF  MUSKEGON  HARBOR,  MICHIGAN. 

The  work  at  this  harbor  daring  the  fiscal  year,  1876-77,  consisted  of 
rt-iairs,  which  were  partly  intimated  in  last  year's  report  as  necessary 
•«W  made,  and  were  as  follows: 

The  south  pile-pier  at  the  junction  with  the  crib*  work,  where  the  en- 
>  filling  for  a  distance  of  50  feet  had  washed  out,  was  repaire<l  and 
A\M.  A  portion  of  the  superstructure  and  the  stone  filling  at  the 
•  ttter  end  of  the  south  pier,  which  was  carried  away  by  a  schooner  col- 
.{(iiog  with  the  pier,  was  replaced.  On  both  north  and  south  piers  some 
t-nb-intervals  were  closed  and  refilled,  and  broken,  rotten  timbers  were 
.T*placed  by  new  ones.  The  north  crib-pier,  near  its  eastern  end,  over  a 
(iwtauce  of  150  feet,  an  additional  course  of  timber  was  framed,  to  bring 
Nearer  to  the  height  of  the  pier  east  and  west  of  this  lower  portion. 
Tq«  north  pier- heaii  received  a  new  plank  decking  and  additional  stone- 
^llast.  A  break  in  the  old  slab  and  log  pier  east  of  south  Government 
I'HT  was  repaired  and  secured  from  further  damage  in  December  last. 
Allthis  work  was  done  by  hired  labor  and  open-market  purchase  with 
liie  balance  on  hand  from  the  appropriation  of  1875. 

U{M)n  examination  of  the  harbor  works  in  June  last,  we  found  that 
the  west  end  of  the  south  pier  had  settled  about  2  feet  since  the  pre- 
vioQsfall,  and  that  the  side  compartments  of  the  end  crib  had  lost  the 
greater  iK>rtion  of  the  stone  filling.  Also,  that  the  southwest  corner  of 
ibJ8cnb  was  considerably  damaged  by  the  collision  of  a  vessel  with  the 
pier,  and  requires  a  new  superstructure  at  this  place.  The  north  pier- 
iiead  crib,  which  had  kept  its  good  position  for  several  years,  had  settled 
'•adly  since  last  fall,  so  that  the  northwest  corner  is  only  20  inches  above 
*ater,  and  the  superstructure  between  this  and  the  next  crib  is  broken 
aod  diaconnected. 

The  channel  of  the  harbor  is  in  good  condition,  with  an  available  water- 
way of  about  13  feet  between  the  Government  piers. 

Daring  the  present  fiscal  year,  under  the  appropriation  of  August  14, 
I5T6,  ($15,000,)  two  cribs,  (each  50'  by  30^  by  2(jJ',)  will  be  placed  in  ex- 
>mon  of  the  south  pier.  A  contract  with  Oulbert  &  Hopkins  ^as  en- 
tm^l  into  the  16th  day  of  June,  1877,  for  the  execution  of  this  work  be- 
vTeen  the  Ist  of  July  and  1st  of  December,  1877. 

Needed  repairs,  as  at>ove  mentioned,  will  be  made  by  hired  labor  and 
open  purchase. 

The  end  of  the  south  pier  will  rest  in  20  feet  (or  more)  of  water,  and 
^  appropriation  is  asked  for  the  fiscal  year  1878-'79.  The  balance 
iliich  will  remain  from  the  last  appropriation  will  be  sufficient  for  re- 
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pairs  and  to  secure  tbe  work  from  damage.  The  contemplated  exten- 
sion of  tbe  south  pier/ 1  think,  may  be  delayed  without  detriment  to 
navigation. 

Estimate  of  1873  called  for  $56,000,  to  which  was  added  (report  of 
1875,]  $2,898.04.  Total,  $58,898.04.  Appropriations  since  1873  amount 
to  $50,000. 

This  work  is  located  in  the  Michigan  collection-district,  Michi|i^an.    It  is  sitnat4>d  at 
the  Muskegon   light-honse.    The  nearest  port  of  entry  is  Grand  Haven,   Michigan. 

Statement  of  veeseU  entered  and  cleared  during  the  year. 

Entered:  Number,  2,162 ;  tonnage  431,134 ;  men,  16,153. 
Cleared  :  Number,  2,143 ;  tonnage,  430,412  ;  men,  16,117. 

Money  statement. 

July  1, 1876,  amount  available $6,528  62 

Amount  appropriated  by  act  approved  Angost  14,  1876  15, 000  00 


July  1,  1877,  amount  expended  during  fiscal  year 3.703  16 

July  1,  1677,  outstanding  liabilitits 8,543  98 


$21,528  02 
12,247  14 


July  1,  1877,amount  available ^-.      9,281  4rt 

Amount  (estimated)  required  for  completion  of  existing  project 8, 898  04 

Jhatraot  of  propoeah  received  and  opened  June  4,  1877, /or  improving  the  harbor  of  J^uske- 

gon,  Michigan, 


1 

3 
4 

5 
6 

7 

8 


Bidders'  namM  and  reaidoDcea. 


Knapp  &  Gillen,  Racine.  Wis 

LoomiB  Si.  McKev.  Deorfleld,  Mich 

Kokicit  M.  Sieel'Saiut  Jobn'a,  Mloh 

James  Ooi  lett.  Ludington,  Mich 

Jnnics  C«)dwi*]l.  Fiilton,  N.  Y 

Chicago  Dredging  and  Dock  Company,  Chicago, 

Colbert  Sl  Hopkins,  Mnskegon,  Mloh 

John  £.  Thomee,  Chicago,  111 


Filling. 


8 
I 

00 


1.^ 

11 

8 
8 
9 
8 

7 
9 


50 
33 
50 
75 
00 
00 

50 
35 


I 

o 


JQ 
& 


$4  00 
3  50 
3  00 
3  00 

3  00 

4  00 

3  00 

5  00 


Aggregate. 


19,176  60 
11.896  41 
9,191  tiO 
9,637  S2 
d.77l  19 
9,735  63 

9.543  98 
10, 133  53 


Contract  awarded  to  Culbert  &  Hopkins,  lowest  bidders. 

BBS. 

IMPROVEMENT  OF  GRAND  HAVEN  HARBOR,  MICHIGAN. 

Daring  tbe  Beason  of  1876,  some  slijiht  repairs  in  tbe  way  of  over- 
bauling  and  refilling  defective  places  were  made  to  tbe  soatb  pier.  Tbe 
bead  of  tbe  nortb  pier,  wbich  bad  bi»en  damaged  by  tbe  schooner  Her- 
ald, was  repaired,  and  botb  pier-beads  riprapped,  leaving  them  in  good 
shape  for  the  winter. 

This  spring's  exRmination  shows  the  north  pier-head  has  settled  to 
the  northward  a  very  little.  The  filling  in  the  north  pile-pier  and  re- 
vetment has  settled  considerably  for  a  length  of  about  900  feet,  so  as  to 
require  attention.  Tbe  filling  in  the  south  revetment  also  has  settled, 
and  in  several  places  is  so  shaken  up  bv  tbe  heavy  seas  as  to  require 
quite  an  ontlay  of  money  to  place  it  in  good  condition  again. 

A  more  uniform  depth  of  water  is  found  now,  botb  between  tbe  piers 
and  beyond  in  the  lake,  than  at  any  t«me  before.  The  whole  cbauucl* 
way  between  tbe  piers  is  now  available  for  any  class  of  vessels  plying 
the  lakes. 
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The  shoreline  soutli  of  the  harbor  has  receded  about  20  feet,  while 
(VQ  the  north  side  it  is  made  oat  about  30  feet  uniformly  for  nearly  one- 
blf  a  mile  northward. 

Uader  the  appropriation  approved  Angnst  14, 1876,  of  $15,000,  a  con- 
tnet  was  made  November  25, 1876,  with  Mr.  James  Caldwell,  to  com- 
QtoceMaj  1, 1877,  the  construction  and  placing  of  three  cribs  in  exten- 
m  of  the  north  pier,  and  to  complete  the  work  by  the  1st  of  July,  1877. 

Work  ouder  this  contract  has  progressed  very  slowly.  One  crib  has 
Ixieo  ready  to  sink  for  nearly  two  weeks,  but  the  weather  has  afforded 
« partial  excnse  for  its  not  being  in  place  at  this  time.  Another  crib 
:^ Dearly  completed.  Both  cribs  will  probably  be  in  ponition  by  the  10th 
(-fJaly,  and  it  is  expected  ^that  the  third  one  will  be  placed  by  the  end 
of  the  moDth. 

Upon  completion  of  this  work  the  pier-heads  will  be  nearly  abreast  the 
::ofth  pier,  a  little  the  longer.  A  further  extension  of  the  north  pier  I 
Toold  defer  for  the  present,  and  therefore  this  portion  of  my  recom- 
•Beodations  of  last  year  is  omitted ;  the  balance  is  renewed,  as  follows  : 
To  continue  the  revetment  on  south  side,  into  the  bend  of  the  river,  at 
ID  estimated  cost  of  $14,400;  for  repairs,  including  contingencies  and 
>Q[)erinteD€lence,  $3,640.  The  superstructure  of  the  outer  800  feet  of 
mih  pier  is  very  much  distorted  by  irregular  settlement  of  the  cribs, 
i^d  will  shortly  have  to  be  replaced  by  a  new  structure.  It  is  difficult 
:•>  estimate  the  cost  of  removal  of  this  old  work,  but  I  place  it  at  $500. 
Ihe  new  superstructure  will  cost  $9,108.96.    Total,  $9,608.96. 

In  1872  it  was  estimated  that  the  amount  required  to  complete  this 
kbor  would  be  $233,300. 

The  recommendations  heretofore  made  embrace  for  the  improvement 
of  the  harbor — 

£itrosion  of  north  pier $32,000  00 

HrTetoient  of  south  side 14,4o0  00 

£«pain,  eontingencied,  aod  superinteDdence 3, 640  00 

>Vt  superstructure  over  old  work  on  sooth  pier 9,106  96 

Total 59,148  96 

L(«  last  year's  appropriation 15,000 

inxtbthe  anappropriated  balance  at 44,148  96 

Total  amoant  approit'iated  since  1866  to  the  present  date,  $279,751. 
The  origiDal  estimate  (1866)  contemplated  an  expenditure  of  $352,770.47. 

This  work  is  located  in  the  Michigan  collection-district  of  Michigan.  Grand  Haven 
'*  tbe  port  of  entry.    It  is  situated  at  the  Graud  Haveu  lights. 

SUUemeni  of  vessels  entered  and  cleared  during  the  year  ending  June  30,  1877. 

Eotered:  Number,  867;  tonnage,  397,044;  men,  10,703. 
(Jleared :  Namber,  887  ;  tounage,  421,544 ;  men,  10,796. 

Money  statement, 

J^y  I,  1876,  amount  available $4,774  23 

'^-^MQut  appropriated  by  act  approved  August  14,  1876 15,000  00 

|;19,774  23 

^tiiy  1,  1877,  amount  expended  during  fiscal  year 3,506  12 

■''i?  1, 1877,  ontstaudiug  liabilities 13.264  72 

16, 770  84 

jilj  1,  l«77,  amount  available 3,003  39 

iiMMiDt  (eetimated)  required  for  completion  of  existing  projt^ct 44, 148  96 

AiDooQt  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.      27. 648  96 

58  E 
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AbBtract  ofproposaU  received  and  opened  November  8, 1876,  for  improving  harbor  at  Grand 

Haven,  Michigan, 


1 
s 
3 

4 
5 


Bidders'  naxnei  and  reaideoces. 


R.  A.  Conolly,  Chicago,  111 fO 

James  Caldwell,  Fulton  N.  Y 

Steele  Smith.  Detroit,  Mich 

Knapp  &,  Gilleo,  Raoine,  Wia 

Sqoler  6c  White,  Urand  flaTen,  Mioh 


Timber. 

Iron. 

FUliog. 

1  ^ 

o 

b 

»4 

_: 

3 

JA 

%, 

s. 

•2 

§ 

3 

0 

o 

g 

,  per  c 
foot 

per  c 

foot. 

S'6 

fa 

1   a 

m 

•c 

$0  08 

n 

'fO  39 

10  42 

$0  07 

$9  00 

$4  00 

'      21 

35« 

04 

08 

»  00 

300 

23i 

fLii 

04 

04i 

9  75 

3  00 

9i 

32 

04t 

06 

10  50 

4  00 

84 

40 

031 

05 

b  75 

9  SO 

e 


119.140  S9 
13.264  72 
13,739  51 
17,441  79 
13.776  14 


Contract  awarded  to  James  Caldwell,  lowest  bidder. 


BBg. 

IMPROVEMENT  OF  BLACK  LAKE  HARBOR,  MICHIGAN. 

The  encroachment  of  sand  upon  the  channel  through  the  revetments 
and  into  the  month  of  the  harbor  lett  but  7  feet  of  water  in  the  channel 
in  September,  1876. 

There  being  no  funds  available  for  any  extended  repairs,  the  pier- 
heads were  filled  with  stone  and  liprapped  and  so  left  secure  for  the  winter. 

This  spring  there  was  found  an  average  depth  of  only  6  J  feet  of  wat«r 
between  the  piers  for  quite  a  stretch. 

Under  the  appropriation  approved  August  14,  1876,  a  contract  has 
been  made  with  Squier  &  White  to  dredge  the  channel  and  add  one 
crib  to  the  south  pier.  During  the  month  of  June  they  have  had  two 
dredges  employed,  and  have  removed  from  the  channel  14,297  cubic 
yards  of  sand.  About  800  feet  of  revetment  is  to  be  overhauled  aud 
will  be  filled  with  brush,  built  in  after  the  manner  adopted  in  Holland, 
so  as  to  make  it  absolutely  impervious  to  sand.  Five  hundred  feet  has 
already  been  freed  of  old  and  worthless  tilling  and  in  part  replaced  with 
56i  cords  of  brush-mats.  f 

It  is  believed  that  the  work  of  this  season  will  give  to  this  harbor  a 
depth  of  10  feet.  The  piers,  however,  rest  in  11  feet,  and  as  the  cur- 
rent here  depends  almost  entirely  upon  the  winds,  a  heavy  westerly 
storm  will  stir  up  the  bottom  at  this  depth  and  carry  the  sands  into  the 
channel,  to  be  lodged  there.  The  piers  should  be  carried  out  to  the  15 
feet  curve  to  secure  a  depth  in  the  channel  of  12  feet,  which  is  but  coin- 
mensurate  with  the  importance  of  the  harbor.  An  extension  of  200 
feet  to  both  piers  will  be  required  and  will  cost  $32,0U0. 

I  attach  hereto  a  couple  of  letters  received,  setting  forth  some  of  the 
claims  of  Black  Lake  Harbor  to  be  considered  as  an  important  national 

work 

The  original  estimate  for  this  harbor  (18GG)  amounted  to  $106,238.04. 
Appropriations  of  1866-'G7  covered  that  amount.  Eecommendations 
and  estimates,  rendered  since  1867,  for  the  continuation  of  improv^e- 
ments  here,  require  the  expenditure  of  $32,000,  which  amount  can  be 
profitably  expended  during  the  fiscal  year  ending  June  30, 1879. 

This  work  is  located  in  the  Michij^an  collection-district,  Michigan.  It  is  sitnated  at 
the  Holland  light,  (pier-head  light  near  end  of  south  pier.)  The  nearest  port  of  entry 
is  Grand  Haven,  Mich. 
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Slaiemeni  of  vessels  entered  and  cleared  during  the  year  ending  June30,  1877. 

Entered:  Nnmber,  226;  tonnage,  13,528;  men,  81)1. 
( leareU  :  NnDiber,  224  ;  tonnage,  13,464 ,  men,  b61. 

Money  statement 

Jiyl,  1^6,  amount  available $4,281  65 

is-jont  appropriated  by  act  approved  August  14,  1876 15, 000  00 

119,281  65 

>h  1. 1877,  amount  expended  during  fiscal  year 1,  GOH  32 

.-Jf  1,  l^'TT,  outstanding  liabilities 7, 191  18 

8, 799  50 

Jjf  1, 1877,  amount  available 10,482  15 

'.-^ont  (estinaated)  required  for  completion  of  existing  project 32,000  00 

lE-KiQt  that  can  be  profitably  expended  in  fiscal  yeai*  ending  June  30, 
Kl) 32,000  00 

I'-tmd  of  proposals  received  and  opened  June  i,\S77,  for  improving  the  harbor  at  Black 

Lake,  Michigan. 


TdMen  names  and  residences. 


Timber. 

o 

o 

w4 

J3 

^ 

a 

0 

o 

9 

per 
foot. 

H 

.3 

i 

0k 

o 

Iron. 


1  ''-iatefli^HatchiDi>onSancatnck,Micb.$0  30 


b  *}ert  IL  Steel,  Saint  John's,  Mich. . 
<.V<'affo  Dredging  and  Dock  Company, 

'I'aieasQ,  HI. 

Kftutfera  A  5teu,  Holland*  Mich 

•vaier  &.  White.  Grand  Haven,  Mich  . 

fijriesK.  Barker,  Sault  Salute  Marie, 

Mic'i. 
I'^bert  &  Hopkina,  Moaltegon,  Mich . . 


S3 
a3i 

91 

26 
22 


10  35  to  0.%$0  06^}Sd  00 


25 
90 

30 
40 
39 

28 


m 

05' 

04 
03 
04 

03^ 


04^ 
06 

06 

04i 

OS 

04 


9  00 

8  00 

9  50 
8  00 
8  00 

8  00 


u 

fr« 

ing. 

t 

t 

«  . 

«r  . 

• 

•a 

§ 

11 

P 

i 

a  a 

4a 

u« 

^•^ 

« 

'O 

9 

e 

s 

« • 

Q 
$0  25 

P< 

$3  50 

f  0  60 

3  00 

25 

50 

4  00 

19 

30 

3  00 

22 

40 

2  00 

16 

16 

1  15 

28 

28 

3  00 

18 

20 

1 

I 


t9,  404  48 
8, 593  2j< 
7, 005  03 

7, 846  37 
5,  855  59 
8,  442  11 

6, 318  55 


l<iDtract  awarded  to  Squicr  A,  Wbite,  lowest  bidders. 


COMMKUCIAL  fiTATISTICS. 


Lettei'  of  Mr.  Henry  Z>.  Post. 

Holland,  Micil,  July  4, 1877. 

i»LAR  Sir  :  Ah  suggested,  I  will  give  yon  some  of  the  points  of  the  claims  of  Hoi- 
ill  Harbor  to  be  coLsidered  as  an  important  national  work. 


PHYSICAL  FEATURES. 

^''^k  Lake  bas  some  physical  peculiarities  which  should  be  considered.  It  is  the 
"  <  easterly  harbor  of  the  eastern  shore  of  Lake  Michigati  south  of  little  Pointe 
V>,  being  at  the  bottom  of  the  great  bay  of  the  eastern  shore,  between  that  point 
*'''i  the  bead  of  the  lake.  Here  the  navigable  waters  of  Lake  Michigan  extend  into 
"•-  ^eat  body  of  heavy  loam  soil  of  the  bowlder-clay  formation,  which  makes  the 
"'Atest  amount  and  the  best  quality  of  soil  of  the  farming-lands  of  the  lower  penin- 
'4  of  Michigan.  West  from  the  entrance  to  Black  Lake  is  the  broadest  expanse  of 
''i>t  and  the  greatest  depth  of  Lake  Michigan.  The  coast-liue  varies  so  little  from 
•'^'Ttb  and  south  line  between  tho  mouths  of  the  Kalamazoo  and  Grand  Rivers,  that 
'^&>a8t  is  seldom,  almost  never,  blocked  with  ice  by  southwesterly  or  northwesterly 
' '  14  in  winter. 

RAILROAD  CONNECTIONS. 

l^-'Uand  is  connected  by  the  Chicago  and  Michigan  Lake  Shore  Railroad  with  the 
^<^  .igan  Central  trunk  line  to  the  eastward,  directly  ria  the  Grand  Rapids  division, 
*'''•  indirectly  to  the  southward.    By  the  establishment  of  a  shipping  connection  with 
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Milwaukee,  it  would  become  a  point  on  the  shortest  possible  line  connectinji^  Milwaa- 
kee  with  the  Michigan  Central  Railroad  system  of  roads. 

The  Michigan  Lake  Shore  Railroad  connects  at  AUegaa  with  the  Lake  Shore  and 
Michigan  Southern  system  of  roads,  and  when  the  Michigan  Lake  Shore  is  consolidated 
with  and  becomes  a  part  of  the  Mansfield,  Cold  water  and  Lake  Michigan  Railroad,  it. 
is  then  a  point  on  the  shortest  trunk  line  between  Milwaukee  and  New  York  City. 
The  Michigan  Lake  Shore  road  also  connects  Holland  with  the  Pennsylvania  Central 
system  of  roads,  and  it  is  thus  an  important  point  in  the  connection  of  Milwaukee 
and  the  great  Northwest  with  three  of  the  great  trunk  lines  to  the  Atlantic.  Some 
two  years  ago  the  attention  of  the  Board  of  Trade  of  Milwaukee  was  directed  to  this 
subject  of  a  new  outlet  for  their  eastward-bound  freights,  and  responsible  parties  pro- 
poM-d  to  establish  a  line  of  boats  from  Milwaukee  to  Holland  as  soon  as  tM  harbor  en^ 
trance  will  admit  them  safely  in  all  weathers.  Several  attempts  have  been  made  to  estab- 
lish steam-lines  from  Holland  to  Chicago,  but  the  unsafe  and  uncertain  conditioQ  of 
the  harbor  has  always  been  the  obstacle  to  their  success  which  oould  not  be  overcome 

LOCAL  BUSINESS. 

Holland  is  the  commercial  center  of  the  largest,  most  densely  populated,  and  the 
wealthiest  farming  community  on  the  eastern  shore  of  Lake  Michigan.  Its  farminjr- 
landtt  have  a  deep,  strong  loam  ''  bowlder-clay''  soil,  and  the  finest  winter-wheat  raised 
in  the  Northwest  is  a  staple  product.  An  excellent  soil  for  the  cultivated  grapes,  hay, 
and  dairy-products ;  are,  perhaps,  next  to  wheat,  the  great  staples.  It  is  at  the  center 
of  the  '*  peach-belt"  of  the  eastern  shore,  and  its  soils  and  climate  are  unsurpassed  for 
the  cultivation  of  peaches,  grapes,  and  small  fruits,  while  its  heavy  loam  soils  are  supe- 
rior to  many  for  the  culture  of  the  apple  and  the  pear. 

The  almost  unlimited  extension  of  the  business  of  raising  choice  fruits  for  the  sap- 
ply  of  the  western  markets  biis  been  heretofore  hindered  for  the  want  of  steam  trans- 
portation to  the  westward.  Here,  again,  the  want  of  a  harbor  is  the  great  hinderaace 
to  success. 

Our  manufacturing  interests  are  growing  as  rapidly  as  the  general  depression  of 
business  will  permit.  We  probably  manufacture  more  leather  than  any  other  town  in. 
Michigan.  Our  tanneries  require  about  8,000  cords  of  hemlock-bark,  and  100,000  hides  ; 
and  their  products  reach  the  value  of  some  ^00,000  per  year.  They  are  now  compelled 
by  the  want  of  steam-lines  by  water  to  transport  by  rail,  although  it  would  be  much 
ch'^^tper  and  more  c«)nveuient  to  ship  by  water.  A  large  cooperage  fact-ory  also  requires 
a  large  amount  of  lake- transportation  of  rough  stock  iu  and  manufactured  products 
outward. 

We  have  wi'hin  a  few  mile^  of  Holland  five  extensive  beds  of  iron-ore,  and  proba- 
bly more  remain  to  be  discovered.  Just  at  the  commencement  of  the  present  hard 
times,  a  company  was  organized  to  build  a  furnace  to  manufacture  pig-iron.  Fortu- 
nately, the  comp  <ny  had  not  got  too  far  to  suspend  operations  without  loss,  and  it  lies 
dormant,  waiting  for  better  times. 

The  advantages  of  the  location  are  such  that  there  is  very  little  doubt  that  this  will 
become  the  seat  of  a  heavy  iron-manufacturing  interest.  A  furnace  on  a  moderately 
large  scale  would  require  at  least  10,000  tons  of  lake-transportation  of  stock  inward, 
besides  the  tonnage  of  the  manufactured  iron  outward.  The  ores  found  here  are  most 
valuable  to  mix  with  the  specular  ore  from  Lake  Superior  mines,  so  that  at  least  half 
the  ore  smelted  will  be  shipped  in  from  the  lake.  Limestone  lor  fluxing,  and  cord- 
wood  for  charcoal,  must  also  be  imported  from  Lake  Michigan. 

LOCAL  TRAVEL  AND  TRAFFIC  OF  RAILROADS  CONNECTING  HERE. 

With  the  nec<>ssary  lines  of  boats  to  Milwaukee  and  to  Chicago,  the  port  of  Holland 
would  receive  the  travel  and  traffic  westward  of  the  Michigan  Lake  Shore  Railroad 
from  Monteith,  iiieluding  Allegan  and  all  the  intermediate  points,  a  distance  inward, 
southeast,  of  :i5  iniles;  from  the  same  road,  half-way  to  Grand  Haven,  10  miles;  from 
the  Chicago  and  Michigan  Lake  Shore  Railroad,  south ;  from  Grand  Junction,  29  miU^s  ; 
frnui  north,  fi'oui  Nunica,  20  miles;  from  northeast,  from  Graudville,  19  miles.  The 
proprieters  «if  the  extensive  plaster-beds  at  Graudville  are  only  waiting  for  the  com- 
pltMioii  (»f  tioliaiid  Harbor  to  make  extensive  arrangements  for  the  shipment  of  their 
plaster  for  WiHconsin  and  Minnesota  through  here.  And  we  can  at  lenst  compete  on 
equal  teriiiH  with  Grand  Haven  for  the  lake  tratfic  between  Grand  Rapids  and  Chicago. 

With  such  a  sho  wng,  we  claim  that  the  harbor  of  Black  Lake,  being  the  port  of 
Holland,  uiU8<  Ik-  considored  a  work,  not  merely  for  a  local  benefit  of  limited  extent, 
but  of  natiouul  .  >t)ui-taiice,  as  opening  a  new  channel  for  the  commerce  of  the  great 
Northwest  U)  ^ard  the  Atlantic,  and  that  it  must  become  also  one  of  the  most  impor- 
tant ports  on  th«^ « ...sit^rn  uhore  for  it«  local  trade  with  the  States  west  of  Lake  Michigaa. 
Very  respccttiiUy,  yours, 

Henry  D.  Post. 

Captain  S.  C.  Mower.  . 
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Letter  of  Mr,  M,  Z).  Howard, 

Holland,  Mich.,  July  4, 1877. 

Dear  8ir  :  In  reply  to  your  inqniries  relating:  to  the  resonrces  and  shipping  require- 
seDtB  of  Holland  and  vicinity,  will  say  that  I  have  seen  Mr.  Post's  statement,  which 
i^vill  forward  ere  this.  Bat  I  think  he  omitted  some  items  of  Interest  that  may  with 
^priety  be  included,  to  wit :  Hemlock-bark  has  been  and  would  be  shipped  annually 
mn  this  port  to  the  extent  of  from  2,000  to  5,000  cords  in  excess  of  the  tannery  de- 
isaods,  coald  lake  freights  be  obtained  at  competing  rates.  Here  one  pays  |1.50  per 
ctid  freight,  while  other  good  harbor  ports  get  them  at  $1.  In  staves  and  barrel  stock, 
^*9AlIy  froai  250,000  to  1,^0,000  staves  per  annum  have  supplied  our  local  marine  with 
ir^ghts ;  now  they  are  shut  out  for  want  of  water.  In  the  matter  of  the  5,000  to  10,000 
f?rd  of  wood  annually  ship[>ed  from  this  port,  the  trade  is  largely  reduced  on  account 
^the  advanced  rates  of  shipment,  which  equal  nearly  50  cents  per  cord,  a  margin 
f&fficient  to  secure  large  shipments,  if  it  could  be  saved. 

Six  months  would  not  elapse  after  we  have  secured  a  channel  suitable  for  iron-ore 
TrsseU  to  enter  this  port  before  we  would  have  a  blast-furnace  that  would  develop  the 
i^-ote  that  exists  in  large  and  paying  quantities  in  th^vicinity  of  Black  Lake,  which 
T&ald  develop  large  natural  wealth. 

Tbe  time  required  to  fully  develop  all  that  could  be  said  on  this  port  in  season  for 
T9ar  report  compels  me  to  be  brief;  bat  we  feel  uuder  obligations  to  you  that  you  have 
liTeo  the  opportunity  to  say  this  much. 
YonrSy 

M.  D.  Howard. 

(.'aptain  Mower. 


BB  10. 

IMPROVEMENT  OF  SAUGATUCK  HARBOR,  MICHIGAN. 

In  the  fall  of  1876,  there  was  allotted  for  this  work  $1,500,  from  the 
appropriation  of  $3,000,  approved  Aagust  14, 1876,  with  which  to  make 
necessary  repairs  for  preservation  of  the  existing  work.  This  snm  was 
expended,  with  the  exception  of  $172.44,  upon  the  outer  110  feet  of  the 
mth  pier,  which  pat  it  in  good  shape  for  the  winter. 

During  June,  with  the  unexpended  balance  of  the  appropriation,  still 
sore  ballast  was  added  to  this  portion  of  the  work,  and  the  outer  por- 
tion of  the  pier  was  decked  with  3inch  plank,  extending  shoreward  on 
lie  weather  (north)  side  of  the  pier  in  a  strip  6  feet  wide  for  224  feet, 
leaving  the  work  in  what  is  believed  to  be  a  permanently  good  condi- 
tion. 

In  the  bend  of  the  river,  16  pockets,  in  which  the  filling  had  settled 
uniformly  to  below  the  water-level,  were  refilled  with  edgings  and  bal- 
lasted with  stone. 

The  outer  end  of  north  pie- — the  outer  400  feet  of  which  was  entirely 
fcvoid  of  filling  to  a  depth  of  3  feet  below  water — was  refilled  for  a  dis- 
tance of  56  feet. 

Work  has  been  suspended  for  the  present,  as  the  inspector's  services 
tfe  needed  at  Black  Lake  Harbor.  The  balance  of  tbe  funds  will  be 
expended  later  in  refilling  the  north  pier  so  far  as  possible. 

The  local  industries  of  the  country  tributary  to  the  Kalamazoo  Eiver 
in  the  vicinity  of  Saugatuck  have  undergone  a  great  change  in  the  last 
^^w  years.  The  timber  business,  which  was  formerly  the  absorbing 
interest,  has  given  way  to  fruit-culture  and  farming,  which  former  is 
fapidly  developing  into  considerable  proportions.  A  line  of  steamers 
piy  between  this  port  and  Chicago  direct,  and  appear  to  do  a  good 
i^Qsiness. 

Thirty-eight  thousand  four  hundred  and  fifty  eight  dollars  and  seven- 
tjfour  cents  have  been  estimated  as  necessary  to  the  completion  of  the 
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existing  project,  and  I  recommend  the  appropriation  of  $10,000  for  next 
season. 

Total  amount  appropriated  from  1868  to  1876,  inclusive,  $98,000. 
Original  recommendations  call  for  an  expenditure  of  $136,458.74. 

This  work  is  located  in  the  Michigan  collection-district,  Michigan.    It  is  situated  at 
the  Kalamazoo  light.    The  nearest  port  of  entry  is  Grand  Haven,  Mich. 

Statement  of  vessels  entered  and  cleared  during  tlie  year  ending  June  30,  1^77. 

Entered:  Number,  33-^;  tonnage,  32,936 ;  men,  2,240. 
Cleared  :  Number,  327  ;  tx)nnage,  32,687  ;  men,  2,200. 

Money  siateiiient 

July  1,  1876,  amount  available $244  86 

•  Amount  api>roimated  by  act  approved  August  1 1,  18/6 3, 000  00 

$3, 244  86 

July  1,1877,  amount  expeniled  during  (iscal  year 1,705  82 

July  1,  1877,  outstanding  liabilities 1,  111  83 

I  2,817  65 


July  1, 1877,  amount  available 427  21 

Amount  (estimated)  required  for  completion  of  existing  project 38,  458  74 

Amount  that  can  be  prutiUbly  expended  in  lisual  year  ending  Ju.ie  30, 1S7U.   10,  000  00 


BBii. 

IMPROVEMENT  OF  SOUTH  HAVEN   HARBOR,  MICHIGAN. 

The  act  of  August  14,  1870,  appropriated  to  this  work  $10,000.  In 
September,  there  was  allotted  of  this  $3,500,  for  repairing  the  existing 
work,  which  was  absolutely  necessary  for  its  preservation  through  the 
winter. 

The  work  comprised  the  leveling  up  of  the  north  pier-head,  building 
a  plank-beara  in  the  north  side  of  north  revetment  near  the  shore-line, 
where  a  break  existed,  refilling  and  ballasting  within,  placing  brnsh 
.mats  about  the  end  of  north  pier,  upon  which  a  heavy  riprap  of  stone 
was  deposited,  and  in  decking  over  the  piers.  This  work  now  stands  in 
good  condition. 

'     In  the  winter  a  break  was  made  through  the  south  pier,  where  the 

•cribs  join  the  old  slab  and  log  pier,  near  the  shore-line.    We  had  no 

means  with  which  to  prevent  an  enlargement  of  the  breach,  and  during 

the  \^inter  and  spring  it  extended  to  a  length  of  90  feet.    Through  it 

the  sea  and  sand  made  a  clean  sweep. 

The  channel  this  spring  had  but  Oi  feet  of  water.  Vessels  were  una- 
ble to  enter  and  were  obliged  to  load  and  unload  at  the  i)iers. 

The  balance  of  the  appropriation  ($6,500)  made  available  this  spring 
will  be  expended  in  dosing  the  gap  (above  mentioned)  and  dredging  the 
channel.  The  work  is  now  being  prosecuted  with  the  Government 
machinery,  (dredge  and  pile-driver,)  5,320.4  cubic  yards  of  sand  have 
been  removed  from  the  channel  thus  far,  and  the  materials  for  the  Work 
are  mostly  on  hand. 

The  recommendations  in  my  last  annual  report  are  renewed,  viz,  to 
finish  the  work  of  dredging  and  revetting  the  north  side,  which  will 
embrace  250  feet  of  work,  at  an  estimated  cost  of  $12,000,  and  to  extend 
both  piers  300  feet,  (estimated  cost  $60,000.) 

Estimates  heretofore  made  from  time  to  time  amount  to  $202,000. 
There  has  been  appropriated  since  1867  a  total  of  $130,000. 

This  'work  is  located  in  the  Michigan  collection-district  of  Michi|;an.    It  U  situated 
at  the  South  Haven  light.    The  tearest  port  of  entry  is  Grand  Haven,  Mich. 
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Statement  of  reeeeh  entered  and  cleared  during  the  year  ending  Jane  30,  1877. 

Entered  :  Number,  234 :  toonage,  35,535  ;  men,  1,809. 
Cleared :  Namber,  23i ;  tonnage,  35,002 ;  men,  1,799. 

Money  stntement 

.•dyl,  1876.  amount  available $00  27 

iaioun t  appropriated  by  act  approved  August  14,  1876 10, 000  00 

$10, 090  27 

Jdr  1,  1H77,  amount  expended  during  fiscal  year 4,736  05 

MV  1,  lt?77,  outotanding  liabilities 1,439  30 

6, 175  35 

Jaly  1,  1877,  amount  available 3,914  92 

iBioaQt  (estimated)  required  for  completion  of  existing  project 72,000  00 

Amoani  that  can  be  profitably  expende<l  in  fiscal  year  ending  June  30, 1879..  25, 000  00 


BB  12. 

lAlPKOVEMENT  OF  SAINT  JOSEPH  HARBOR,  MICHIGAN. 

Eight  thousand  dollars  was  allotted  to  this  work  last  fall  out  of  the 
appropriation  of  $12,000  approved  Augast  14, 1876.  Of  this  amount 
H,237.69  was  expended  daring  the  fall  and  winter.  One  hundred  and 
twenty -«ight  cords  of  stone  were  purchased,  of  which  92  cords  were 
used  to  riprap  the  north  pier  and  36  cords  placed  on  south  pier,  in  re- 
serve. 

The  spring  examination  develops  the  necessity  for  a  considerable 
outlay  for  repairs,  and  the  balance  now  on  hand  should  be  applied  to 
ibLs  purpose  this  season. 

Daring  the  spring-blows  the  end  crib  of  the  north  pier  became  under- 
2&ined,  and,  with  its  superstructure,  was  wrenched  from  its  place,  and 
carried  ashore  just  south  of  the  south  pier,  where  it  lies  embedded  in  the 
bind,  in  five  feet  of  water. 

The  seas  have  combed  the  stone  out  of  the  north  pier  so  as  to  leave 
tbem  below  water  in  several  places. 

The  old  work  inside  of  the  work  of  1875  is  in  a  very  dilapidated  con- 
dition, the  superstructure  being  broken  in  three  places,  and  rotten  for 
quite  a  distance.  The  stone  is  gone  to  below  water  in  a  number  of 
places,  and  it  is  thought  that  all  the  funds  available  will  be  required 
to  pat  the  piers  in  proper  repair. 

The  filling  and  stone  are  out  of  the  south  pier  for  a  space  about  00 
feet  long  to  a  little  below  water  on  the  lake  side. 

The  depth  of  water  remains  good. 

Daring  the  winter  Messrs.  Culbert  &  Hopkins  got  out  the  material 
ftjT  and  framed  the  crib  called  for  under  their  contract  dated  IS'ovember 
I'S,  1876,  and  early  in  May,  1877,  took  the  timbers  to  Saint  Joseph  and 
pat  them  together.  The  crib  was  sunk  and  filled  on  the  28th  of  that 
month.  The  crib  was  placed  in  good  alignment  and  level,  and  has  just 
been  snperstructured. 

The  repair  and  refilling  of  the  piers  is  very  necessary. 

The  outer  pier  (north)  should  be  planked  over. 

The  recommendations  and  estimates  of  last  year  are  renewed,  namely, 
to  extend  the  north  pier  to  16  feet  of  water,  requiring  three  cribs,  esti- 
Mted  to  cost  $16,21>1.71.  (See  Report  of  Chief  of  Engineers,  part  2, 
l!$76,  page  518.) 

This  'vrork  is  located  in  the  Michigan  collection-district,  Michigan.  It  is  si  tasted  at 
t^  Saint  Joseph  lights.    The  nearest  port  of  entry  is  Grand  Haven,  Michigan. 
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Statement  ofvetads  entered  and  cleared  during  the  year  ending  June  30, 1877. 

Entered :  Number,  194 ;  tonnage,  67,960 ;  men,  2,916. 
Cleared :  Number,  190 ;  tonnage,  67,&36 ;  men,  2,900. 

SAINT  JOSEPH  RIVER. 

The  town  of  Bentoa  Harbor,  as  will  be  seen  by  the  custom-house  re- 
port of  tonnage,  is  very  nearly  as  considerable  as  a  point  of  local  im- 
portance in  shipping  as  Saint  Joseph. 

The  energy  and  enterprise  displayed  by  the  people  of  this  town  and 
vicinity  in  dredging  and  maintaining  a  canal  giving  them  communica- 
tion with  Lake  Michigan,  would  seem  to  entitle  them  to  a  sufiicient  ap- 
propriation to  enable  them  to  hold  the  advantages  gained  through  their 
own  exertions. 

A  very  large  money-interest  is  at  stake  upon  the  ability  of  steam- 
vessels  to  make  quick  trips  from  this  point  during  the  fruit-season,  and 
as  the  propellers  are  frequently  obliged  to  dredge  a  narrow  cut  with 
their  wheels  in  order  to  enable  them  to  pass  over  the  bar  at  the  lower  end 
of  the  wing-dam,  it  is  respectfully  urged  that  a  sufficient  amount  be  ap- 
propriated to  cover  the  expense  of  filling  and  ballasting  the  wing-dam, 
dredging  away  the  bar  mentioned,  and  revetting  the  Paw- Paw  River 
in  extension  of  the  wiog-dam  800  feet,  which  will  cost  about  $15,000. 

With  the  improvements  recommended,  it  is  thought  that  no  further 
expenditure  will  be  necessary,  save  for  such  repairs  as  may  be  needed 
from  time  to  time  to  keep  the  work  in  order. 


Statement  ofvaseh  entered  and  cleared  at  Benton  Barhor^  Michigan,  during  the  year  ending 

June  30,  1877. 

"No.        TojmBgG.         Men. 

Entered 155        46,900        3, 1()*2 

Cleared 165        47,828        3,236 

Money  statement 

July  1, 1876,  amount  available $365  40 

Amount  appropriated  by  act  approved  August  14,  1876 12, 000  00 


July  1, 1877,  amount  expended  during  fiscal  year 4, 309  .76 

July  1, 1877,  outstanding  liabilities 1,048  74 


$12,  365  40 


5.358  10 


July  1, 1877,  amount  available 7,007  30 


Amount  (estimated)  required  for  completion  of  existing  project 31,261  71 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,  1879.  31,261  71 

Abstract  of  proposals  received  and  opened  Koventber  8,  1876,  for  improving  the  harbor  of 

Saint  Joseph,  Michigan, 


I 


1 

2 
3 

4 
5 


Timber. 


Bidders'  names  and  residences. 


Colbert  Sc  Hopkins,  Masket^on,  Mich ,fO  24 

Steel  &.  Smith,  Detroit.  Mich 30 


steel  Sc  Smith,  Detroit,  Mich. 

Knapp  &  Gillen,  Raeine,  Wis 35 

R.  A.  Connolly  Chicago,  111 39 

James  Caldwell,  Falton,  N.  Y 22 


10  30 
30 
35 
42 
30 


Iron. 

Filling. 

9 
Pi 

Mi 

1. 
s 

1 

Pi 
©- 

a 

1 

Brnsh,  per  cord. 

10  03i 

10  06 

^75 

|3  50 

4 

5 

10  00 

4  00 

5 

7 

11  50 

5  00 

7 

8 

850 

4  00 

4 

6 

9  50 

3  00. 

-A^ggregate. 


13,367  92 
3.982  50 
4,657  04 
4,599  20 
3,370  66 


Contract  awarded  to  Cnlbert  &  Hopkins,  lowest  bidders. 
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ANNUAL  REPORT  OF  MAJOR  G.  WEITZEL,  CORPS  OF  ENGL 
XEEKS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1877. 

(Letter  of  transmittal  under  Appendix  S.) 


CC  I, 

SAINT  MARY'S  FALLS  CANAL,  MICHIGAN. 

At  the  beginning  of  the  fiscal  year  there  were  bnt  t^o  contracts  in 
force  for  the  farther  prosecution  of  Ihis  work. 

The  one  was  with  Mr.  Henry  Van  VIeck,  for  furnishing  the  face  stone 
for  the  new  locks,  and  the  other  with  Messrs,  Boyle  &  Roach,  for  fur- 
nishiog  the  backing-sand  and  laying  the  walls  of  the  same.  In  order 
that  there  may  be  no  doubt  whatever  about  the  quality  of  the  mortar 
to  be  used,  I  deliver  the  cement. 

We  use  the  English  Portland  cement  for  laying  the  face-stone  and 
the  miter  and  lift  walls,  and  all  portions  of  the  wall  adjacent  to  wet 
places. 

For  the  remainder  of  the  wall  we  use  American  cements,  and.  so  far, 
chiefly  that  obtained  from  the  vicinity  of  Louisville,  Ky. 

The  work  made  but  very  slow  progress  during  last  season,  on  account 
of  the  slow  delivery  of  the  face-stone;  but  during  the  present  season 
there  has  been  a  great  improvement.  The  amount  of  face-stone  re- 
paired is  a  little  over  10,000  cubic  yards,  and  the  amount  of  masonry  in 
the  walls  is  about  27,000  cubic  yards.  At  the  end  of  the  fiscal  year 
aboat  one-fifth  of  the  face-stone  had  been  delivered  and  about  one-sixth 
of  the  masonry  laid. 

In  addition  to  the  operations  which  were  carried  on  under  these  two 
contracts,  two  other  smaller  pieces  of  work  were  done  by  day's  labor. 
The  one  was  filling  in  the  area  between  the  south  pier  at  the  foot  of  the 
new  locks  and  the  shoreline. 

This  pier  was  built  during  the  preceding  year,  and  there  was  a  con- 
siderable area  between  the  inside  of  it  and  the  shore-line  which  was  cov- 
ered with  water.  We  filled  in  this  area  to  the  level  of  the  top  of  the 
pier  and  the  shore,  and  we  have  thus  obtained,  in  close  proximity,  ex- 
cellent yard-room  for  unloading,  storing,  and  handling  the  large  amount 
of  material  required  in  the  construction  of  the  new  locks.  The  other 
consisted  in  raising  the  banks  of  the  canal,  near  its  lower  end,  to  a 
height  of  from  2  to  4  feet  by  means  of  levers.  This  was  done  to  guard 
gainst  such  events  as  occurred  on  the  23d  of  June,  1876.  On  the  morn- 
ing of  that  day  the  water  in  the  canal  suddenly  rose  to  about  4  feet  and 
yu  running  over  the  banks.  If  it  had  not  been  promptly  checked  in 
its  flow,  the  most  disastrous  results  might  have  occurred  at  the  lower 
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end  of  tbe  canal  iu  the  destruction  of  the  banks,  which  are  here  cotn- 
paratively  weak. 

To  supply  a  want  which,  I  understand,  has  been  felt  by  some  of  my 
brother  officers  of  the  corps  in  the  various  annual  reports  on  this  im- 
provement, I  introduce  here  a  brief  historical  and  descriptive  sketcli  of 
the  work,  which  by  my  direction  was  prepared  by  my  civil  assistant  on 
the  work,  Mr.  Alfred  I^oble.  Mr.  Koble  has  occupied  his  present  posi- 
tion ever  since  the  enlargement  was  begun. 

This  sketch  is  illustrated  by  five  plates,  which  I  hope  may  all  be  pub- 
lished with  it  in  the  annual  report  of  the  Chief  of  Engineers.  It  is  as 
follows,  viz : 

The  Saint  Mary's  FaUs  Canal  is  sitnated  near  the  village  of  Sanlt  Ste.  Marie,  Micb., 
at  tbe  principal  rapids  iu  the  Saint  Mary's  Kiver.  This  river  or  strait  ia  the  outlet  of 
Lake  Superior.  The  canal  is  15  miles  from  Lake  Superior  and  60  miles  from  Lake 
Huron  hy  the  navigable  channel  of  the  river. 

The  rapids  at  this  point  are  a  little  more  than  one-half  mile  in  length,  and  have  a 
fall  of  from  16^  to  18^  feet,  depending  upon  the  stages  of  water  in  tbe  lakes  which  the 
river  connects;  tbe  mean  fall  beiug  very  nearly  Iti  feet.  From  Lake  Superior  to  tbe 
rapids  the  fall  is  only  one-tenth  of  a  foot;  from  the  rapids  to  Lake  Huron  the  fall  is 
about  2  feet,  distributed  through  a  distance  of  20  miles.  These  rapids,  the  Sault  de  8te. 
Marie,  are  therefore  the  only  impediment  of  this  nature  obstructing  navigation  be- 
tween tbe  lakes. 

The  commerce  of  Lake  Superior  before  the  year  1845  was  almost  entirely  in  furs  ;  at 
that  time  the  development  of  copper  and  iron  mines  was  commenced,  and  the  rapids  at 
this  place  were  found  to  be  a  serious  obstii^le  in  the  way  of  the  successful  prosecution 
of  these  enterprises.  The  products  of  the  mines,  the  appliances  for  working  them,  and 
the  supplies  for  the  laborers  had  to  be  unloaded  from  the  vessels  on  which  they  were 
brought  here,  transported  past  the  rapids,  and  resbipped.  Finally,  in  1850,  a  grant  of 
750.000  acres  of  land  was  made  by  act  of  Congress  to  the  State  of  Michigan  to  defray 
the  cost  of  constructing  a  canal  past  the  rapids. 

In  1853,  the  legislature  of  the  State  having  accepted  the  grant  and  authorized  tbe 
construction  of  the  work,  a  contract  was  made  by  commissioners  appointed  by  the  gov- 
ernor, with  a  company  who  undertook  to  build  tbe  canal  for  the  land-grant.  The  work 
was  commenced  soon  after  the  opening  of  navigation  in  that  year,  and  on  the  I6th  of 
June,  1855,  the  completed  canal  was  opened  to  navigation.  In  its  construction  the 
company  had  expended  ab<mt  $1,000,000.  In  view  of  the  large  amount  of  capital 
required,  no  return  bein^  possible  until  after  tbe  sale  of  the  lands,  the  isolation  of  the 
locality,  inaccessible  during  live  months  of  the  year,  and  the  severity  of  the  climate, 
which  greatly  retarded  work  during  winter,  the  rapid  construction  of  the  canal  was  a 
remarkable  feat. 

Tbis  was  about  the  first  ship-canal  made  in  the  United  States.  The  locks  and  gates 
were  the  largest  made  in  the  conn  try  up  to  that  time.  The  depth  of  water  was  the 
greatest  that  had  been  called  for  in  any  similar  American  work.  Tbe  engineering 
features  were  thus  without  precedent  in  American  practice,  but  they  were  well  worked 
out,  and  the  canal  has  proved  to  be  a  very  successful  one. 

As  originally  built,  the  canal  was  5,400  feet  long,  had  a  width  of  100  feet  at  the  water- 
line,  with  slopes  of  i  to  1,  paved  where  the  cutting  w^as  not  through  rock,  and  a  depth 
of  12  feet  at  mean  stage.  The  locks  located  near  the  foot  of  the  canal  were  two  in 
number,  combined,  each  350  feet  in  length,  70  feet  in  width,  with  a  lift  of  9  feet.  Tbe 
walls  were  of  limestone,  obtained  from  Marblehead,  Ohio,  and  Maiden,  Canada  ;  tlie 
backing  from  Drnmmond's  Island,  near  the  mouth  of  the  Saint  Mary's  River.  The  face- 
stone  were  laid  in  regular  courses,  with  irregular  bond ;  had  bush-hammered  faces  with 
1^  inch  margin  draft,  and  joints  had  beds  cut  to  |  inch.  The  general  plan  of  the 
masonry  is  shown  in  Plate  III. 

It  is  not  known  that  rock  was  reached  anywhere  in  the  excavation  for  the  locks  at 
the  grade  required  for  the  lloor.  The  walU  were  laid  on  a  floor  which  extended  across 
the  chambers. 

The  floor  was  made  of  timber  and  plank,  the  timbers  laid  across  the  pit,  with  spaces 
of  6  inches  or  1  foot  between  them,  and  covered  with  two  courses  of  plank.  There  is 
a  longitudinal  string-timber  under  the  floor  under  the  face  of  each  wall,  and  two  others 
near  the  center  of  the  lock ;  wherever  the  excavation  reached  nearly  to  the  rock, 
trenches  were  made  to  the  rock  on  the  sites  for  the  last  two  timbers,  and  timber  walls, 
1  foot  thick  secured  to  the  rock  with  fox- wedged  bolts,  were  built  from  the  surface  of 
the  rock  to  the  required  grade. 

The  gates  were  of  wood ;  the  girders  were  built  beams  framed  into  quoins  and  miter- 
posts  and  trussed  with  iron  tie  rods.    On  Plate  IV  is  a  drawing  of  one  of  the  gates 
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al>i>ot  t-o  be  pliiccd  between  the  locks,  differing  only  in  a  few  minor  details  from  the 
^^^oal  ones. 

£Ach  j^at-e  is  opened  by  a  line  and  closed  by  a  boom.  The  power,  manual  labor,  is 
i^^tlied  ihroDgh  a  capstan  on  the  wall.  Both  the  line  and  the  boom  are  attached  to 
'\x  tup  of  the  gate  at  the  miter-pOMt.  This  gear  is  decidedly  primitive,  and  seems  ob- 
i'*(tiotia-ble,  iDasmnch  as  the  strain  is  applied  at  that  part  of  the  gate  farthest  from  the 
**.Ser  of  resistance;  but  it  is  simple,  aud  easily  and  quickly  repaired  ;  the  fact  that 
tbrorii^inal  gates  stood  and  were  operated  without  accident  or  delay  for  more  than  20 
'•^n  shows  that  they  never  have  sustained  serious  injury  from  any  cause.  Each  gate 
i*«spport-ed  on  a  pivot  resting  on  the  floor  of  the  lock  and  enteriug  a  socket  in  the 
ix^of  tbe  quoin-post,  and  is  suspended  from  a  tower  7  feet  in  height,  resting  on  the 
ttftiojT  at  the  hollow  quion.  There  is  no  roller  at  the  miter-post.  Tlio  gates  are  opened 
'7  clocked  in  from  three  to  four  minutes. 

}^ear  tbe  bottom  of  each  gate  are  six  openings,  each  2  by  4  feet,  for  the  admission  or 
;v2pe  of  water  ;  each  opeuing  is  closed  by  a  cast-iron  but terlly- valve,  operated  by  a 
rick  aod  pinion  at  the  top  of  the  gate.    Each  lock  is  tiiled  or  emptied  in  about  7  min- 

At  ifae  foot  of  each  wall  a  check  was  made  to  receive  the  end  of  a  caisson-gate,  which 
r^tetl  aIi»o  against  a  sill  laid  across  the  floor.  This  was  to  be  use<l  in  case  it  should 
VdesiriMi  to  pomp  out  the  lock,  but  does  not  fulfill  its  purpose,  because  the  water 
;'?^>eA  under  the  floor  and  comes  through  it  above  the  caisson-sill. 

At  the  head  of  the  canal  was  placecTa  guard-gate,  with  its  appropriate  masonry. 
Tie  opeuini^  was  70  feet.  The  gate  was  a  caisson,  hinged  at  one  end,  aod  of  sufficient 
I'D^h  to  close  the  opening.  This  was  found  inconvenient,  and  in  1862  a  pair  of  ordi> 
zu-y  lock-i^ates,  with  the  proper  masonry,  was  placed  farther  down  the  canal  in  the 
*cstion  indicated  in  Plate  I. 

The  entrances  to  the  caucil  were  revetted  with  piers.  The  south  piers  were  built 
«*i^nal)y  as  shown  in  Plate  I,  no  extension  having  been  made  up  to  tbe  time  of  com- 
iDeDcin^  the  improvements.  The  north  piers  originally  extended  only  to  the  shore 
_9rv  but  were  lengthened  subsequeutly. 

At  the  time  tbe  canal  was  made  it  was  deemed  of  sufficient  capacity  in  every  way  to 
s.-ev-t  tbe  needs  of  navigation.  Tbe  depth  was  suiUcient  to  pass  any  vessel  on  the 
'«k^  fully  laden.  The  locks  were  iarge  enough  to  contain  a  tug  aod  three  vessels  of 
•TdtDary  dimensions,  which  generally  constituted  a  t>ow.  By  the  year  1870  these  di- 
is^*i4ion8  no  longer  sufficed.  Vessels  Avere  larger  and  were  not  able  to  carry  full  loads 
c3  12  feet  of  water ;  only  one  of  the  larger  vessels  could  be  parsed  at  one  lockage,  and 
:}k  nnniber  of  vessels  engaged  in  tbe  Lake  Superior  trade  bad  increased  so  greatly 
T'^t  tbey  were  frequently  delayed  several  hours.  It  berarae  necessary  to  provide  for 
si'ire  rapid  lockage  and  for  the  passage  of  larger  vessels.  The  slope-walls  had  oeen  found 
objectionable,  vessels  coming  in  contact  with  them  below  the  water-line  and  sustaiu- 
is^:  injuries.  In  July,  1870,  Congress  made  an  appropriation' for  commencing  tbe  im- 
x•^^TeIIlents.  In  Augnst,  1870,  a  project  was  submitted  by  M2\j.  O.  M.  Poe,  Corps  of 
E?.jnneer»,  and  received  the  approval  of  the  Chief  of  Engineers.  The  xiroject,  after 
fit»n«>  aiuendaients,  embraced  the  fullowing  improvements: 

A  new^  lock  was  to  be  built  ox)posite  the  old  locks,  parallel  to  them,  at  a  clear  dis- 
ta^ee  of  100  feer. 

Tbe  i^uard-gates,  with  their  masonry,  were  to  be  taken  down  and  replaced  700  feet 
finbcr  up  the  canal,  and  at  a  lower  level. 

EDtrances  to  the  new  locks  were  to  be  formed,  the  lower  entrance  by  excavating  out 
Xf*  deep  water  and  reveting  the  channel  with  pier  work,  the  upper  entrance  by  widen- 
j)^  the  canal  from  the  new  iHi.iitiou  of  the  guard-gates,  where  the  original  width  was 
maiue<1,  eastward  so  until  it  became  wide  enough  to  open  the  way  to  both  the  old 
Ais<J  new  locks. 

The  slope-walls  were  to  be  removed  and  a  timber  revetment,  with  a  face  nearly  ver- 
Tk'ril.  Hobstituted,  where  the  cutting  was  through  rock,  the  revetment  was  placed  on 
th>^  first  Boand  rock  reached ;  below  the  base  of  the  pier  the  rock  was  cut  to  a  slope  of 
1  horizontal  to  4  vertical ;  where  no  rock  was  found,  the  revetment  was  to  be  built 
fiooi  tbe  grade  of  improved  canal-bottom. 

Tbe  improved  canal  was  to  be  made  3^  feet  deeper  than  before  the  improvements 
^^Tfi  taken  in  band. 

Tbe  walls  of  the  old  locks  are  to  be  prolonged  up  stream  to  receive  a  pair  of  guard- 
Sttrs. 

At  the  time  the  canal  was  made  danger  was  apprehended  that  ice  might  bo  driven 
rM)  tbe  canal  in  the  spring  to  snch  an  extent  as  to  delay  its  opeuing  for  navigation. 
T-jgaard  aeaiust  this,  a  curve  was  made  near  the  npper  end,' so  that  the  direction  of 
ihe  canal  aoove  the  cnrve  was  nearly  normal  to  the  direction  of  the  current  in  the 
HT^r,  w^bich  is  rapid.  This  renders  the  entrance  rather  difficult  for  a  single  vessel  and 
ispracticable  for  a  tow  of  three  or  more.  It  is  now  known  that  there  is  no  danger  of 
dday  by  ice.    Tbe  south  side  of  the  canal  will  therefore  be  straightened  and  the  pres- 
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ent  Boutb  pier  above  the  bend  removed.  The  new  south  pier  will  be  eztezide^ 
out,  as  shown  on  Piate  II. 

The  chamber  of  the  new  lock  will  be  515  feet  long  and  80  feet  wide.  The  ' 
the  gates  will  be  60  feet.  A  pair  of  guard-gates  will  be  placed  at  each  end  of  t1 
ber.  The  lift  of  the  lock  will  be  18  feet ;  the  depth  of  water  on  the  miter-si  llfl 
The  miter-sills  are  to  be  placed  1  foot  below  canal-bottom,  so  as  to  be  pro  tec 
injury  by  vessels. 

The  foundation  is  on  rock  throughout.  The  rock  is  a  sandstone  of  different 
of  hardness,  some  laj'^ers  being  very  friable  so  as  to  be  excavated  easily  wit 
and  sbovel,  some  exceedingly  hard.  A  floor  of  timber  and  concrete  was  made 
lug  across  the  bottom  of  the  lock  and  5  feet  under  each  wall. 

I'he  lock  will  be  filled  through  two  culverts  under  the  floor,  each  8  feet  » 
cross-section  and  extending  the  length  of  the  lock ;  the  water  will  enter  the  lock 
numerous  small  openings  in  the  top  of  the  cuh^erts.  It  will  be  emptied  thro 
shorter  culverts  under  the  lower  lock-gates.  The  floor  and  walls  of  the  cuIm 
of  timber. 

The  gates  and  valves  in  the  culverts  will  be  operated  by  water-power. 

After  the  completion  of  the  new  lock  it  is  proposed  to  remove  the  guard-ga 
the  head  of  the  canal,  and  erect  in  their  place  a  movable  dam. 

At  this  time  the  guard-gates  have  been  moved  700  feet  above  the  location  s] 
Plate  I.  The  canal  has  been  deepened  aod  widened,  the  slope-wall  sremoved, 
timber  revetment  built  (except  the  work  for  straightening  the  south  bank  of  tli 
from  the  upper  end  to  the  basin.  On  the  north  side  of  the  canal  the  slope-i 
been  removed  and  the  pier-revetment  completed  to  the  head  of  the  old  locks.  1 
for  the  south  side  of  the  lower  entiance  has  been  completed  to  within  200  foe! 
end  of  the  lock- wall ;  the  lock-pit  has  been  excavated,  the  culverts  and  floor  ab 
4,000  yards  of  the  masonry  laid. 

The  excavation  from  the  head  of  the  canal  to  the  basin  was  principally  i 
In  excavating  the  lock-pit  rock  was  reached  at  from  1  foot  to  15  feet  above*  tb 
of  lock-floor. 

Until  May  1,  187.%  the  work  was  under  the  charge  of  Maj.  O.  M.  Poe,  of  the  ( 
Engineers;  since  that  time  it  has  been  under  the  charge  of  Muj.  G.  Weitzel 
Corps  of  Engineers. 

It  seems  proper  for  me  to  add  to  this  sketch  that  the  original 
was  designed  and  begun  under  the  superintendence  of  the  late 
Augustus  Canfield,  Corps  of  Topographical  Engineers. 

The  appropriation  of  $130,000,  made  by  the  act  approved  Augt 
1876,  for  continuing  the  improvement,  was  made  available  by 
from  the  Chief  of  Engineers  dated  May  1,  1877.     A  project  i 
expenditure  waa  submitted  and  approved.    It  included  dredging 
head  of  the  canal,  with  a  view  to  straightening  the  south  bank  tl 

Bids  for  this  were  opened  on  June  20, 1877,  and  the  contract  a\^ 
to  Charles  S.  Barker,  of  Sault  Ste.  Marie,  Mich.,  he  being  the  1 
responsible  bidder. 

The  last  passage  through  the  canal  in  1876  was  on  December  4, 
first  passage  through  in  1877  was  on  May  2. 

During  the  year  54,637  cubic  feet  of  cut-face  stone  have  been  delii 
113,373  cubic  feet  of  masonry  laid,  and  6,409  barrels  of  cement  purcl 

The  work  will  be  prosecuted  during  the  present  working  season 
the  three  contracts  above  referred  to.    If  nothing  unforeseen  oi 
fully  two-thirds  of  the  face-stone  will  be  delivered,  one-half  of  tU 
sonry  of  the  new  locks  laid,  and  all  of  the  dredging  at  the  head  i 
canal  done  at  the  end  of  the  present  working  season. 

The  operations  contemplated  in  the  fiscal  year  1877-'78  are  to 
the  new  locks  toward  completion,  and  to  begin  the  pier  revetme 
the  south  side  of  the  head  of  the  canal. 

In  order  to  complete  this  work  according  to  the  project  there  rei 
to  be  appropriated  the  sum  of  $570,000. 

For  the  sake  of  an  economical  and  rapid  prosecution  of  the  wor£ 
sum  of  $300,000  should  be  appropriated  for  the  fiscal  year  ending 
30, 1879. 
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The  whole  amoaut  appropriated  siace  the  enlargement  of  this  canal 
was  begun  is  as  follows,  viz :                                               ' 

1870 ....-r: $150,000  00 

1H71 > 350,000  00 

W2 300,000  00 

1^3 200,000  00 

1^4 200.000  00 

1875 200,000  00 

1?76 130,000  00 


Total 1,530,000  00 

Of  this  amonnt  about  $600,000  was  expended  before  and  during  the 
excavation  of  the  pit  for  the  new  locks,  in  widening  and  deepening  the 
canal  proi)er,  revetting  the  sides  of  the  enlarg«^d  canal,  purchase  of  ad- 
ditional lands,  and  in  improving  Saint  Mary's  River.  Of  the  other 
^930,000  about  $520,000  have  been  expended  on  the  lock-pit,  walls,  and 
other  portions  pertaining  to  the  new  locks,  and  about  $410,000  were  on 
hand  at  the  end  of  the  fiscal  year. 

In  exact  figures  this  amount  was  $410,213.06.  But  all  of  this  sum, 
except  $30,000,  is  covered  by  liabilities  under  the  contracts,  and  is 
therefore  not  available  for  the  work  which  still  remains  to  be  done,  and 
should  be  commenced  as  soon  as  possible. 

An  abstract  of  bids,  received  on  June  20,  1877,  for  dredging  at  the 
head  of  the  canal,  is  attached  and  forms  part  of  this  report. 

The  work  is  sitaated  in  the  Saperior  coUection-district,  Michigan ,  at  the  Sanlt  Ste. 
Marie  sabport  of  entry,  and  a  short  distance  from  Fort  Brady.  The  nearest  light-house 
ij  at  fiound  Island,  and  the  nearest  port  of  entry  is  Marquette,  Mica.  The  amount  of 
revenue  collected  in  the  Superior  district  during  the  last  fiscal  year  was,  in  coin, 
$2,026;  in  oarrency,  18,415. 

The  whole  commerce  of  the  great  chain  of  northern  and  northwestern 
lakes  will  be  benefited  by  the  completion  of  this  work. 

Money  statement, 

July  1,  1876,  amount  available , $397,227  93 

Amount  appropriated  by  act  approved  August  14,  lti7H 130, 000  00 

527,2-27  93 
July  1, 1877,  amount  expended  during  fiscal  year lOti,  213  d4 

July  1, 1877,  amount  available 419,014  09 


« 


Amount  (estimated)  required  for  completion  of  existing  project 570, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1^79.    300, 000  00 

Abiiraet  of  hids  opened  by  Maj,  G.  Weiizel,  Corps  of  Engineers,  on  June  20, 1877,  in  accord- 
ance with  advertisement  dattd  May  15, 1877,  for  dredging  at  upper  entrance  to  the  Saint 
Mary's  Falls  Canal,  Michigan, 


Kames.  ResideDoes. 


Price  p^r 
cabic  yard. 


Charlen  8  Barker '  Saalt  Ste.  Marie,  Mich I  $0  16 

Carkin  &  Stickuey £at«t  Sa^^Qaw,  Mich |  19 

Williams  &.  Upham ,'  HoughtOD,  Mich ?7 


CC  2. 

HARBOR  OF  REFUGE.  LAKE  HURON,  MICHIGAN. 

The  work  on  this  improvement  was  continued  dnriug  tbe  past  fiscal 
year  with  the  appropriation  of  $100,000  made  bj  act  of  Congress  ap- 
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proved  March  3, 1875,  and  the  one  of  $75,000  made  by  act  of  Gongress 
approved  August  14,  1876. 

Mr.  Hervey  S.  Dale,  the  contractor  under  the  first  of  these  appropria- 
tions, completed  his  contra<;t  dated  June  21, 1875,  during  the  last  season, 
and  final  payment  was  made  to  him  last  January. 

Under  the  second  of  these  appropriations  work  is  now  being  prose- 
cuted at  two  points.  One  of  the  contracts  is  with  Messrs.  Hemeuway 
&  Hayes  for  constructing  the  breakwater,  and  the  other  is  with  Mr. 
Charles  S.  Barker  for  removing  the  wreck  of  the  City  of  Buffalo  and  sev- 
eral dangerous  bowlders  which  lie  in  the  harbor. 

The  annual  report  of  my  assistant,  Capt.  A.  N.  Lee,  Corps  of  Engi- 
neers, who  is  in  special  charge  of  this  work,  shows  the  history  and  pro- 
gress of  the  work  during  the  past  fiscal  vear.  'Mr.  C.  P.  Gilbert,  whose 
name  he  mentions  in  his  report,  is  the  civil  assistant  on  duty  at  the 
work. 

There  is  no  reason  why,  with  ordinary  good  fortune,  both  of  the  two 
contracts  now  in  course  of  execution  should  not  be  completed  during  the 
present  season.  During  the  remainder  of  the  fiscal  year  ending  June 
30,  1878,  nothing  more  can  be  done  for  want  of  funds. 

Captain  Lee  in  both  of  his  last  two  annual  reports  to  me  invites  at- 
tention to  the  opening  left  in  the  shore-arm  of  the  breakwater. 

The  breakwater  which  will  make  this  harbor  of  refuge  is  being  con- 
structed by  me  at  the  site  and  according  to  the  general  plan  recom- 
mended by  the  Board  of  Engineers  constituted  by  paragraph  2,  Special 
Orders  No.  136,  dated  Headquarters  Corps  of  Engineers,  Washington, 
D.  C,  October  12,  1871,  in  their  report  to  the  Chief  of  Engineers,  dated 
Detroit,  Mich.,  October  12,  1872,  and  published  on  page  292,  Report  of 
the  Chief  of  Engineers  for  1873. 

The  breakwater  as  designed  by  them  consists  of  a  shore-arm  and  a  sea- 
arm.  The  shore-arm  begins  at  a  point  near  shore  in  5J  feet  of  water, 
and  runs  in  an  east  southeasterly  direction  about  2,100  feet  to  the  angle 
in  about  23  feet  of  water.  From  this  point  the  sea-arm  begins  and 
runs  in  a  southeasterly  direction  in  an  average  of  about  30  feet  of  water. 
The  whole  of  the  shore-arm  is  completed,  and  when  the^present  contract- 
ors get  through  there  will  be  2,310  linear  feet  of  the  sea-arm  completed. 

The  Board  discussed  the  question  of  leaving  an  opening  in  the  shore- 
arm  sufticieut  to  admit  the  passage  of  vessels,  and  thought  it  best  not 
to  make  such  a  provision  on  account  of  the  sea,  which  would  surely  roll 
through  such  an  opening  at  a  time  when  the  shelter  would  be  most 
needed,  but  stated  that  the  result  of  this  would  be  to  compel  any  sailing- 
vessel  to  tow  out  when  the  wind  changes  to  a  direction  which  will  admit 
of  her  pursuing  her  voyage. 

It  was  concluded  to  try  this  question  practically,  and  in  building  the 
shore-arm  an  opening  300  feet  wide  was  left,  beginning  at  a  point  300 
feet  from  the  angle  of  the  breakwater.  There  was  no  risk  and  but  a 
trifirng  additional  expense  in  doing  this.  It  can  be  closed  at  any  time, 
if  it  should  be  decided  to  do  so. 

Mr.  Gilbert  has  all  along  been  of  the  opinion  that  it  is  a  great  benefit  to 
the  vessels  using  the  harbor,  and  has  strongly  recommended  its  retention. 
Captain  Lee  was  strongly  opposed  to  this  view  last  year,  but  now  seems 
to  have  almost  completely  changed  his  opinion.  I  think  that  we  should 
have  the  experience  of  one  or  two  years  more,  or  even  longer,  before 
positively  deciding  what  to  do.  In  fact  there  will  be  no  harm  in  post- 
poning this  question  until  the  whole  sea-arm  of  the  breakwater  is  com- 
pleted. 

The  Board,  from  all  the  data  which  were  at  its  command,  submitted  the 
following  estimate  of  the  cost  of  this  work,  viz: 
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4,000  linear  feet  of  brenk water  of  maximQui  section,  at  $222  per  linear  foot . .  $888, 000 
S,000  linear  feet  of  breakwater  of  varying  section,  at  an  average  of  $120  per 

linear  foot .,. 300,000 

7,000  linear  feet  of  iron-sheathing,  at  $10 70,000 

25  mooriog>ring8  and  attachments,  at  $100 2, 500 

1, 320, 500 
Add  10  per  cent,  for  contingencies 132,050 

Total 1,452,550 

In  other  words,  the  cost  per  runniDg  foot  of  breakwater  of  maximam 
section,  inclading  iron  sheathing  and  contingencies,  was  estimated  at 
$255.20,  and  the  amoaut  of  sach  at  4,000  linear  feet.  The  amount  of 
breakwater  of  varying  section  was  Estimated  at  3,000  linear  feet  and  its 
cost  at  $143  per  foot,  sheathing  and  contingencies  incladed. 

Now  the  true  amounts  will  be  when  the  work  is  completed,  4,300  feet 
of  maximum  section  and  1,500  feet  of  varying  section.  The»  latter  is 
entirely  completed,  and  2,610  feet  of  the  former  will  be  when  the  exist- 
ing contracts  are  completed.  The  actual  cost  of  the  1,500  linear  feet  of 
breakwater  of  varying  section  was  $75,000,  everything  included,  and 
2,610  feet  of  maximum  section  will  cost  $450,000,  the  removal  of  the 
bowlders  in  the  harbor  and  the  wreck  of  the  City  of  BvffaU^  and  every- 
thing else  incladed. 

To  show  the  difi'erence  between  the  estimated  and  actual  cost  more 
distinctly,  I  have  constructed  the  following'table,  viz  : 


Estimated  cost. 

Actaal  coat. 

Difference. 

PerfL 

Total. 

$214, 500 
666.072 

Per  ft 

Total. 

Total. 

1  500  lioear  £eet  of  breakwater,  varying  soction 

tfilO  linear  feet  of  breakwater,  maximum  section 

|N3  OO 
255  20 

$50  00 
172  42 

175,  000 
450.  OOv) 

9139,500 
216. 072 

Total 

880, 578 

• 

525,000 

335,578 

The  amount  of  breakwater  yet  to  be  built,  after  the  funds  which  are 
DOW  on  hand  are  exhausted,  if  the  shore-arm  opening  is  not  closed  up| 
i.s  1,COO  linear  feet  of  maximum  section.  Supposing  the  cost  of  this  to 
be  tbe  same  as  the  average  of  that  which  has  already  been  constructed, 
t. «,  8172.42  per  foot,  we  have  $291,389.80,  or,  in  round  numbers, 
$3C)0,000,  to  complete  the  work  according  to  the  present  project. 

If  it  is  decided  to  close  tbe  opening  in  the  shore-arm,  there  will  be  300 
linear  feet  additional  of  breakwater,  with  varying  section,  which  will 
cost  on  an  average  $125  per  foot,  or  a  total  sum  of  $37,500.  In  this 
case  the  total  sum  required  to  complete  the  work  according  to  the  pres- 
ent project  will  be,  in  round  numbers,  $330,000,  and  the  total  cost  of 
the  work  will  bave  been  $855,000,  instead  of  $1*452,550,  as  originally 
estimated. 

In  conclusion,  I  beg  most  earnestly  to  call  the  attention  of  Congress 

and  the  Chief  of  Engineers  to  a  matter  which  led  to  the  correspondence 

of  wbich  the  following  is  a  copy : 

Unitki*  States  Enginekr  Office, 

Detroit  J  January  31,  187C. 

General:  I  have  the  honor  to  Bnbmit  herewith  a  draught  of  an  act  which  it  is  im- 
peratively ueoeseary  should  be  passed  by  Congress  for  the  govern uient  of  the  Harbor 
of  Refuge,  Sand  Beach,  Lake  Huron. 

Very  respectfully,  your  obedient  servant, 

G.  Weffzel, 
Major  of  Engiveer9, 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Enginters  U.  S.  A. 
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AN  ACT  for  the  govemment  and  oonlrol  of  the  Harbor  of  Befage  at  Sand  Beach,  Michigan. 

Be  it  enacted  by  the  Senate  and  House  of  Repreeentativee  of  the  United  States  of  America 
in  Congress  assembled,  That  from  and  after  the  passage  of  this  act,  and  antil  the  com- 
pletion of  the  work  of  constrnction,  the  Secretary  of  War  is  directed  to  assame  foil 
control  oyer  the  Harbor  of  Refoge  on  Lake  Haron,  at  Sand  Beach,  Mich.,  now  in 
coarse  of  construction  by  the  United  States  Ooyemment,  and  of  the  piers,  break- 
water,  docks,  wharves,  bnildings,  and  other  improvements  made  by  the  United  States 
appertaining  to  said  Harbor  of  Refage,  and  to  facilitate  the  use  thereof,  inclading  the 
channels  of,  and  approaches  to,  said  Harbor  of  Refuge,  so  far  as  may  be  necessary  to 
the  protection  and  use  of  said  harbor  and  the  improvements  aforesaid ;  and  said  Sec- 
retary of  War,  for  the  purpose  aforesaid,  and  for  the  preservation  of  said  harbor  in  the 
interests  of  commerce,  shall  prescribe  such  regulations  not  inconsistent  with  the  laws 
of  the  United  States  respecting  the  use  of  said  harbor  and  its  channels,  and  the  ap- 
proaches thereto,  and  respecting  the  use  of  the  piers,  breakwaters,  docks,  wharves, 
buildings,  and  other  improvements  of  said  harbor,  made  by  the  United  States,  as  he 
shall  deem  needful  to  fully  protect  and  preserve  the  said  harbor  and  its  several  chanoels 
and  approaches,  and  the  said  piers,  breakwaters,  docks,  wharves,  buildings,  and  other 
improvements.  Such  regulations  shall  be  promulgated  by  publication  thereof  for  ten 
days  consecutively  in  one  daily  newspaper  published  iu  each  of  the  cities  of  Detroit, 
Bu£falo,  Cleveland,  and  Chicago,  and  said  regulations  may  be  changed  in  like  maoner 
from  time  to  time.  He  shall  also  cause  four  copies  of  such  regulations  to  be  kept 
posted  in  conspicuous  places  on  said  piers  and  breakwaters. 

Sec.  2.  The  Secretary  of  War  shall  appoint,  upon  the  recommendation  of  the  engi- 
neer officer  in  charge  of  the  work,  a  custodian  of  said  harbor  and  the  improvements 
aforesaid,  whose  duty  it  shall  be  to  preserve  and  protect  the  same  under  the  regain- 
tions  made  as  aforesaid  by  the  Secretary  of  War,  and  to  enforce  the  observance  of  said 
regulations,  and  to  guard  and  preserve  the  property  of  the  United  States  at  said  Harbor 
of  Refuge.  Said  custodian  shall  also  have  power  to  direct  and  regulate  the  stationing 
and  anchoring  of  steam-vessels  an<f  water-craft  in  said  harbor,  and  the  mooring  there- 
of at  the  piers,  breakwaters,  docks,  and  wharves  of  said  harbor,  and  the  laying  oat 
and  discharging  of  cargoes  and  ballast  in  said  harbor  piers,  breakwaters  and  docks; 
and  it  shall  be  the  duty  of  said  custodian  to  report  to  the  United  States  district 
attorney  for  the  eastern  district  of  Michigan  all  violations  of  this  act  and  of  the  said 
regulations  prescribed  by  the  Secretary  oi  War;  and  said  custodian  shall  receive  such 
compensation,  not  exceeding  one  hundred  andtifty  dollars  per  month,  as  the  Secretaiy 
of  War  may  allow. 

Skc.  3.  It  shall  be  the  duty  of  all  persons  using  or  navigating  said  harbor,  its  chan- 
nels and  approaches,  or  using  any  of  the  piers,  breakwaters,  docks,  wharves,  or  other 
improvenient8  made  by  the  United  States,  to  observe  the  regulations  prescribed  by  the 
Secretary  of  War  as  aforesaid,  and  any  person  who  shall  willfully  or  negligently  strand 
or  sink  any  steam-vessel,  boat,  or  craft  in  said  harbor,  or  in  the  channels  or  approaches^ 
or  who  shall  willfully  obstruct  or  oppose  the  custodian  of  said  harbor  in  the  enforce- 
ment of  the  regulations  aforesaid,  or  who  shall  willfully  or  negligently  or  by  failore 
or  neglect  to  observe  the  regulations  prescribed  by  the  Secretary  of  War  for  the  use 
thereof,  obstruct  or  impair  said  harbor,  or  cause  any  impediment,  injury,  filling  up,  or 
ahoaling  therein,  or  shall  deposit  any  earth,  ashes,  stone,  ballast,  or  other  substances 
in  said  harbor,  channels,  or  approaches,  tending  to  obstruct  or  impair  the  navigation 
thereof,  or  who  shall  willfully  damage  or  injure  the  piers,  breakwaters,  wharves,  docks, 
or  other  improvements  of  said  harbor,  made  by  the  United  States,  or  who  shall  fail  to 
obey  and  observe  any  of  said  prescribed  regulation^,  shall  be  liable  to  a  penalty  of  not 
less  than  fifty  dollars  nor  more  than  five  hundred  dollars,  to  be  recovered  by  informft- 
tion  or  by  action  of  debt  in  the  district  court  of  the  United  States  for  the  eastern  district 
of  Michigan,  with  costs  of  suit,  and  shall,  in  addition  thereto,  be  liable  to  the  Uoittni 
States,  or  to  any  person  aggrieved  by  such  obstructions,  or  injuries,  or  unlawful  acts  or 
omissions,  in  a  civil  action  lor  all  damages  occasioned  thereby,  or  by  any  of  said  unlaw- 
ful acts,  to  said  United  States  or  snch  aggrieved  person.  And  if  such  damage  or 
injury  to  said  harbor,  channels,  approaches,  piers,  breakwaters,  docks,  wharves,  and 
other  property  of  the  United  States,  in  said  Harbor  of  Refuge,  be  committed  by  any 
steamer,  vessel,  or  water-craft,  or  by  the  master  or  persons  in  charge  thereof,  or  if  soch 
master  or  other  poisons  in  charge  of  such  vessel  shall  willfully  violate  the  regulations 
aforesaid,  the  aforesaid  penalty  of  not  lejis  than  fifty  dollars  nor  more  than  five  hundred 
dollars  shall  be  incurred,  and  such  vessel  shall  be  liable  for  the  penalty  aforesaid,  and 
may  be  proceeded  against  by  way  of  libel  for  the  recovery  thereof  in  auy  court  of  the 
United  States  within  whose  jurisdiction  such  vessel  may  be  found. 

Skc.  4.  The  Secretary  of  War  may,  in  his  discretion,  purchase  a  steam-launch,  to  be 
stationed  at  and  used  about  said  harbor,  under  the  direction  of  said  custodian,  for  the 
purpose  of  enforcing  the  provisions  of  this  act,  and  such  a  sum  as  may  be  necessary, 
not  exceeding  three  thousaoa  dollars,  is  hereby  appropriated  for  the  purchase  of  said 
steam-launcb,  and  the  expense  of  removing  and  maintaining  said  launch  shall  be  pa'd 
out  of  the  appropriation  made  for  said  Harbor  of  Refuge. 
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Sec.  5.  After  the  completion  of  said  barbor  by  the  United  States  Government  the 
coutiol  tthall  be  transferred  to  the  Secretary  of  the  Treasury. 

Office  of  the  Chief  of  Engineers, 

Washington,  D.  C,  February  10,  l'^6. 

Sir  :  Yoar  letter  of  Jannary  Slst  hist,  submitting  dr.ift  of  an  act  for  the  govern- 
nieut  and  control  of  the  Harbor  of  Rtsfu^e  on  Lake  Huron,  at  Sand  Beach,  Mich.,  has 
lieen  received.  While  there  is  no  doubt  that  the  passage  of  the  act  wonld  greatly  con- 
dncff  to  the  i  iterests  of  the  United  States  in  the  work  of  constr acting  and  governing 
the  Harbor  of  Refuge  at  Sand  Beach,  the  reisons  that  render  its  ptissage  necessary 
s^hoald  be  given.  You  will  please,  therefore,  state  the  facts  and  condition  of  things 
upon  which  yonr  opinion  of  its  imperative  necessity  is  founded,  in  order  that  the  Chief 
of  £n$(ineers  may  be  enabled,  when  called  upon,  to  furnish  such  information  as  may 
be  required  by  the  committee  of  Congress  having  the  matter  in  charge. 
By  onmmaud  of  Brigadier  General  Humphreys. 
Very  respectfulJyi  your  obedient  servant, 

John  G.  Parke, 
Major  of  Enginters. 
M..j.  G.  Wkitzel, 

CorpB  of  Engineers. 

United  States  Engineer  Office, 

Detroit,  Fehrmry  12,  1876. 

General:  In  reply  to  your  letter  of  February  10, 1876, 1  have  the  honor  to  say  that 
the  necessity  for  the  control  of  the  Harbor  of  Refuge  at  Sand  Beach,  Mich.,  by  the 
Government  is  shown  by  the  experience  of  the  past  season,  during  which  boats  and 
vessels  persistently  crowded  together  and  made  fast  to  the  breakwater  in  such  a  man- 
ner as  to  interfere  with  the  work  of  construction  and  the  use  of  the  harbor  by  other 
craft.  Rafts  entered  the  harbor  to  the  imminent  risk  of  vessels  at  anchor,  in  one  case 
compelling  a  vessel  to  slip  her  cables  and  leave  the  harbor  during  a  gale.  Steam-craft 
persistently  deposited  cinders  and  other  refuse  inside  the  harbor.  The  inoressiog  use 
of  the  hurbor  will  aggravate  these  evils  unless  stopped  by  Government  control.  In 
{general,  a  control  of  the  Government  is  necessary  to  protect  the  work  and  the  craft 
using  the  harbor. 

I  am,  general,  very  respectfully,  yonr  obedient  servant, 

G.  Wkitzel, 
Major  of  Engineers, 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers,  U.  S,  J. 

I  am  not  aware  that  any  harbor  exists  anywhere  which  is  much  used 
by  TesseU  that  has  not  a  master  to  regulate  the  vessels  when  they  use 
it.  Now,  if  this  is  necessary  at  places  where  everything  comes  along 
and  takes  position  in  some  order  and  regularity,  how  much  more  impera- 
tive is  it  here,  where  vessels  of  all  classes  and  kinds,  and  rafts,  also, 
enter  pell-mell,  and  are  suddenly  transferred  from  a  rough  sea  to  smooth 
wcter. 

It  is  an  imperative  necessity  that  a  harbor-master,  with  full  power,  be 
appointed  here,  if  the  work  shall  serve  the  purposes  fully  for  which  it 
was  designed. 

I  know  that  there  are  many  vessels  now  whose  masters  risk  their 
chances  in  a  storm  rather  than  the  risk  of  being  damaged  by  collisiou 
in  the  harbor. 

As  stated  in  a  previous  part  of  this  report,  the  estimated  cost  of  this 
work  was  $1,452,550,  but  it  will  probably  not  cost  mare  than  $855,000. 
or  this  amount  the  following  sums  have  been  appropriated  by  Con- 
gress: 
\m $100,000  00 

1^2 100,000  00 

1^3 75,000  00 

1*74 75,000  00 

1>^5 100,000  00 

we 75,000  00 

Total •....    525,000  00 
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Now,  as  only  8330,000  is  required  to  complete  the  work,  it  certainly 
would  be  ecoDomical  and  prudent  to  take  advantage  of  the  present 
period  so  favorable  in  the  cost  of  labor  and  material,  and  end  it.  I 
therefore  recommend  that  the  sum  of  $330,000  be  appropriated  for  the 
completion  of  this  work. 

Abstracts  of  bids  received  on  November  11, 1876,  for  continuing  the 
construction  of  the  breakwater  and  removing  the  wreck  of  the  City  of 
Buffalo  from  the  harbor  are  annexed  and  form  part  of  this  report. 

This  work  is  located  id  the  collection-district  of  Huron,  Mich.    The  nearest  port  of 
entry  is  Port  Huron,  Mich     A  light-house  stnnds  on  the  angle-crib  of  the  breakwater. 
The  amount  of  revenue  collected  in  this  district  during  the  fiscal  year  was,  in  coiDy 
1146,675.20;  in  currency,  $21,870.64. 

The  whole  commerce  of  the  great  chain  of  northern  and  northwestera 
lakes  will  be  benefited  by  this  work. 

A  sketch  showing  the  position  of  the  breakwater  and  the  progress  of 
the  work  thereon  is  annexed  to  this  report. 

Money  statement, 

July  1,  1876,  amount  available |96,698  74 

Amount  appropriated  by  act  approved  August  14, 1876 75, 000  00 

171, 693  74 
July  1,  1877,  amount  expended  during  fiscal  year 95,373  94 

July  1. 1877,  amount  available 76,324  80 


Amount  (estimated)  required  for  completion  of  existing  project 330,000  00 

Amount  that  can  be  prolitably  expended  in  fiscal  year  ending  June  30, 1879. .  330, 000  00 

Abstract  of  bids  for  continuing  work  of  improvement  of  the  harbor  of  refage^  Lake  H'uroit^ 
Michigan^  opened  by  Major  G-,  Weitzel,  Corps  of  Engineers,  on  November  11,  1876,  t« 
accordance  tcith  advertisement  dated  October  10,  1876. 


B 


1 
2 
3 

4 
5 
6 


Named  of  bidders. 


Hem  en  way  &  Hayes 
Farris  &  Garfield  . . . 

Hervey  S.  Dale 

Steel  &  Smith  

Robert  J.  Hackett  . . 
Charloa  S.  Barker  . . . 


BealdeQces. 


Roys  J.  Cram 


Painesville,  Ohio 

do 

Chicago,  111 

Detroit,  Mich... 

do 

SauitSte.  Marie, 

Mich. 
Detroit, Mich  ... 


o 

s 

cT 

8 


« 

a 


o 

(0 

O 


Ob 


a 
2 


Per  l.OOO ft 
113  00 
13  75 
13  00 
13  00 
13  00 
16  00 

19  00 


Per\,0OO/t.\PerJb 
#14  UO  1^0  03^ 
IH  00  I  03 
20  00  03i 
30  00  03i 
25  00  03j 
18  00         03^ 


30  00 


041 


o 

o 

c 

(^ 

% 

s 

s 

P5 

^^ 

g 

^t 

.. 

txtS 

«r 

a 

o 
a 
o 
*•• 

OS 

Pere'd. 

Perl.OOO/f. 

10  00 

•7  75 

5  95 

7  50 

6  00 

9  00 

6  50 

8  .V) 

6  50 

6  50 

6  00 

8  00 

9  00 

9  50 

TotaL 


$54,903  80 
55,  0?'5  60 
55,564  00 
57,^6  OO 
58,247  50 
59,155  00 

78, 561  00 


Abstract  of  bids  for  removing  the  wreck  of  th€  schooner  City  of  Buffalo  and  bowldetB  from  ike 
harbor  of  refuge  at  Sand  Beach^  Lake  Uuron^  Michigan^  opened  by  Major  G.  Weilzel^  Corpm 
of  Engineers,  on  November  11, 1876,  in  accordance  with  advertisement  dated  October  10, 1876 


B 

a 
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1 
2 
3 
4 
5 
6 
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Names  of  bidders. 


Residences. 


Charles  S.  Barker j  Saalt  Ste.  Marie,  Mich . 

Hemeu way  &  Hayes |  Painesville,  Ohio 

E.P.Harrington '  Detroit,  Mich 

H.S.Dale Chicago,  111 


Williams  Sc  Upham 
Roys  J.  Cram 
Hiram  Hill. . 


L'Anse,  Mich 
Detroit,  Mich 
Cairo,  m 


Removing 
wreck. 


11,500 
2,200 
2,100 
3,100 
5,0<H) 
3,950 
5,000 


Removing 
bowlders, 
per  cubic 
yard. 


TotaL 


|3  00 
8  00 
12  00 
15  00 
15  00 
39  00 
20  00 


tl.6oO 
S.60O 
S,70O 
3.830 
5^750 
5,900 
6,000 
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report  of  captain  a.  n.  lee,  corps  op  engineers. 

United  States  Engineer  Office, 

Detroit,  July  5,  1877. 

Major  :  I  bave  the  honor  to  submit  the  following  report  on  the  continuation  of  the 
constraction  of  the  breakwater  at  Sand  Beach,  Mich,  for  the  year  ending  June  30, 
1877.  At  the  time  of  my  last  annual  report  the  contractors  were  at  work  nuder  the 
contract  of  June  21,  1875. 

It  was  proposed  to  expend  the  entire  amonnt  available  under  this  contract  in  the 
sinking  of  cribs  and  to  allow  theoa  to  settle  during  the  winter  before  putting  in  any 
saperstractare.  This  plan  was  carried  out.  Nine  cribs,  38  by  65,  hare  been  sunk  and 
filled  during  the  year.    An  examination  of  the  work  in  April  last  showed  that  no  ap- 

{)reciable  damage  had  been  caused  by  the  winter's  storms.  The  cribs  bave  settled  slight- 
y  but  qoite  regularly  along  the  lake  wall.  A  small  qnautity  of  stone  has  been  washed 
out,  and  in  some  places  the  upper  timbers  have  been  cut  and  broken  by  the  ice.  Tbis 
was  no  more  than  was  expected ,  and  the  damaged  timbers  will  be  easily  replaced  before 
purging  in  the  superstructure.  Oa  the  io'ihore  breakwater  no  eft'dct  from  ice  is  notice- 
able, except  an  apparent  starting  of  tbe  plating  in  some  places. 

A  slight  damage  to  the  outer  wall  of  the  breakwater  near  the  light  was  occasioned 
by  a  vessel  running  into  it  under  full  headway.  The  master  of  the  vessel  supposed  the 
light  to  be  at  the  opening,  instead  of  on  the  angle-crib.  To  prevent  a  repetition  of 
such  accidents,  I  have  had  a  red  light  placed  on  either  side  of  the  opening.  Tbis  should 
enable  vessels  to  use  the  opening  at  night  as  well  as  in  the  day-time.  During  the  sea- 
son's work,  owing  to  storms,  and  there  not  being  sufficient  quantity  of  ballast-stone 
on  hand,  two  of  the  cribs  parted  (one  at  the  11-inch  and  tbe  other  at  tbe  6-inoh  course) 
and  came  np.  By  means  of  divers,  however,  the  projecting  bolts  wera  cut  off,  the 
upper  portions  lowered  to  their  places  and  securely  bolted.  They  are  apparently  as 
strong  now  as  the  others.  The  last  crib  under  the  contract  was  settled  and  the  final 
esticiate  given  November  1.  At  present  the  work  is  being  carried  ou  under  contract  of 
I>ecember  4, 1876. 

Owing  to  the  unusual  quantity  of  ice  in  Lake  Huron  which  remained  till  the  first  part 
of  May,  the  contractors  were  not  able  to  do  much  work  before  June  1.  They  are  fairly 
started  now,  and  have  already  in  place  nearly  half  the  superstructure  walls,  besides  a 
quantity  of  timber  framed  ahead.  They  bave 'also  built  and  launched  two  grillages. 
The  contractor  for  the  removal  of  the  wreck  of  the  City  of  Buffalo  and  bowlders  has 
been  at  work  since  June  4.  He  has  already  removed  15  large  bowlders,  leaving  but 
two  remaining. 

The  work  ou  the  wreck  has  been  somewhat  delayed  owing  to  the  breaking  of  the 
dredge,  which  necessitated  her  being  sent  to  Detroit  for  repairs.  The  ore,  however,  has 
been  dredged  out,  and  the  hull  blasted  down  so  that  it  can  soon  be  removed. 

In  order  to  compare  the  resistance  of  the  breakwater  with  the  force  of  the  waves  to 
which  it  may  be  subjected,  and  to  ascertain,  if  possible,  if  tbis  force  increased  or  dimin- 
ished as  the  work  was  carried  farther  into  the  lake,  Mr.  Gilbert,  during  the  spring, 
designed  a  form  of  marine  dynamometer  which  it  is  proposed  to  use  during  the  present 
and  coming  seasons. 

Three  of  these  are  already  in  position  at  intervals  along  the  lake  wall,  but  they  have 
not  been  in  position  long  enough  yet  to  warrant  a  report  on  tjieir  merits.  Mr.  Gilbert 
has  taken  aavantage  of  the  presence  of  a  diver  at  Sand  Beach  to  use  his  diving-suit  ou 
several  occasions  to  make  an  examination  of  the  different  portions  of  the  work.  He 
says: 

*'  A  personal  examination,  in  divers'  armor,  of  the  crib-walls  below  water  has  shown 
that  on  the  cribs  that  parted  last  season  the  two  portions  have  not  separated  in  settling. 
The  end  crib,  although  now  safely  settled,  is  not  in  the  condition  reported  by  tbe  diver 
who  put  it  together.  I  found  along  the  outside  wall  a  number  of  large  holes  under 
the  cnba,  which,  on  a  less  stable  bottom,  would  endanger  the  work.  Should  the 
slightest  tendency  to  further  settlement  appear  at  these  points,  the  holes  should  be  at 
once  filled,  either  by  dumping  a  considerable  quantity  of  small  bowlder-stone  along  the 
wail,  or  by  placing  the  stone  now  on  the  bottom  carefully  under  the  crib- wall.  I  think 
tbe  latter  method  would  be  cheaper  and  give  the  best  result.  A  break  in  the  super- 
structure that  would  allow  the  water  from  beavy  seas  to  flow  down  through  the  crib  and 
oot  the  bottom  would  almost  certainly  cause  a  settlement  and  canting  of  the  cribs  at 
these  points.  Aside  from  these  points,  I  do  not  sod  any  necessity  for  riprap.  I  do  not 
think  it  would  be  an  exoessWe  precaution  to  repair  this  the  present  season.  Frequent 
submarine  examinations  of  the  bottom  as  the  work  progresses  will  tend  very  largely 
to  prevent  the  irregular  settlement  and  canting  that  we  have  had  to  contend  with,  and, 
by  showing  exactly  where  riprap  is  needed,  will  reduce  that  part  of  the  work  to  a  mini- 
mum, and  save  enough  to  many  times  repay  its  cost. 

"As  professional  divers  charge  exorbitant  rates  for  their  services,  there  would  be  a 
decided  economy  as  well  as  a  great  convenience  in  purchasing  an  outfit  and  doing  tbe 
diving  oaiBelves." 
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On  my  retnni  from  Sand  Beacfa,  a  few  days  since,  I  recommended  that,  in  view  of  the 
above  fact*,  a  diver's  suit  be  purchased.  Yon  approved  of  the  plan,  and  authority  has 
since  been  received  to  bny  an  ontfit,  which  will  be  put  in  use  as  soon  as  possible. 

During  the  fiscal  year  '518  vessels  entered  the  harbor ;  135  of  these  passed  through 
the  opening,  53  coming  in  that  way  and  82  going  out. 

Mr.  Gilbert  reports  "  that  the  seas  or  swells  entering  the  opening  do  not  apprecia- 
bly affect  the  harbor  east  of  it,  and  I  think  the  question  of  its  practicability  is  sim- 
ply whether  it  will  be  used  to  an  extent  sufficient  to  warrant  the  loss  of  about  350 
feet  of  pier  for  securing  vessels." 

As  the  necessity  for  a  north  entrance  becomes  more  important  as  the  breakwater 
increases  in  length,  the  «z|)erience  of  several  years  will  be  necessary  to  determine 
this. 

There  does  not  seem  to  exist  now  among  the  vessel-men  (as  far  as  I  have  been  able 
to  observe)  the  same  prejudice  against  the  opening  that  there  was  formerly.  More 
are  using  it  every  season,  and  for  the  present  I  would  not  recommend  any  change 

in  it.  .        ^     •     , 

Annexed  is  a  table  showing  the  number  and  kind  of  vessels  entering  the  harbor 
from  April  to  December,  1876.  Also  the  direction  of  the  wind  oaosiug  them  to  aeek 
shelter  there. 

I  am,  general,  very  respectfully,  your  obedient  servant, 

A.  N.  Leb, 
Captain  of  Engineen. 

MaJ.  G.  Wkitzel, 

Corps  of  Engineera^  17.  S,  A. 


Tabulated  record  of  lake  craft  taking  refuge  in  the  harbor  during  the  season  of  1876. 


April 

May 

June 

Jaly 

Aaffust.... 
September 
October  ... 
November . 
December . 


Month. 
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48 
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CC3- 
IMPROVEMENT  OF  AU  SABLE   RIVER   HARBOR,  LAKE  HURON.  MICHIGAN. 

In  order  to  ascertain  the  present  condition  of  this  work  I  ordered  my 
assistant,  Oapt.  A.  N.  Lee,  Corps  of  Engineers,  to  inspect  it  and  make  a 
report. 

The  following  is  a  copy  of  his  report :  * 

■ 

United  Statks  Engineer  Office, 

Detroit,  July  11, 1877. 

Major  :  I  have  the  honor  to  report  that,  in  obedience  to  your  instructions,  I  have  in* 
spectod  the  An  SabJe  River  improvement,  and  beg  leave  to  submit  the  following  in 
coQnection  therewith. 

I  found  the  south  pier  in  a  much  worse  condition  than  at  the  date  of  my  last 
inspection,  October,  1H76.  I  reported  then  that  a  large  portion  of  the  crib-work  bad 
been  undermined  by  the  current,  and  had  tilted  on  the  river  side  to  the  water's  ed|^. 
In  some  places  now  the  river-walls  of  the  cribs  are  entirely  under  water,  and  the  dam* 
age  is  gradually  extending  toward  the  lake-end  of  the  pier.    To  repair  this  would 
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necessitate  tbe  removal  of  the  damaged  cribs  and  ballast  for  a  distanoe  of  at  least 
150  feet,  and  there  is  no  reason  to  sappow  that  tbe  new  work,  if  built  in  the  same 
manner,  woakl  stand  any  longer  than  this. 

The  north  pier  has  settled  a  little  on  the  river  sidia,  bat  is  generally  in  as  good  con- 
dition as  it.  was  last  year. 

Soundings  between  the  piers  show  a  good  depth  of  water  (from  10  to  13  feet)  from 
tbe  angle  in  tbe  soath  pier  to  tbe  beado  of  the  piers.  Oatside  of  the  piers  I  was  nn- 
able  to  find  less  than  8^  feet  of  water,  which  leaves  the  bar  in  about  the  same  condi- 
tion it  was  at  the  time  of  Mr.  Ulffer's  survey  in  July,  1875.  From  tbe  angle  in  the 
soath  pier  to  the  upper  end  of  tbe  same  the  water  shoals  from  10^  Co  6i  feet.  Above 
that  the  river  is  entirely  useless  for  vessels,  there  being  in  some  places  only  3  feet  of 
water.  « 

This  state  of  affairs  has  been  cansed  by  the  gradual  encroachment  on  and  changing 
of  the  channel  by  the  lumbermen  in  driving  piles,  building  docks,  cutting  passages 
through  the  river  banks  fur  their  own  convenience  in  reaching  their  mills  with  their 
logs,  in  fact  using  the  river  in  every  way  as  if  it  were  their  own  private  property  and 
not  a  common  highway. 

As  a  general  thing  the  river  above  the  piers,  and  very  often  between  them,  is  entirely 
blocked  up  with  rafts  of  logs  which  are  allowed  to  lie  there  as  long  as  it  suits  their 
owners'  convenience.  As  far  as  the  business  of  the  place  is  affected  there  is  not  the 
slightest  need  to  spend  another  cent  for  the  improvement  of  the  river  or  for  keeping 
the  present  work  in  repair.  Very  few  vessels  enter  the  river,  and  these  cannot  go 
beyond  tbe  end  of  the  south  pier.  Tbe  business  is  now  almost  entirely  carried  on 
from  the  mills  by  tramways  directly  to  tbe  docks.  lu  one  case  a  tramway  is  built 
directly  across  the  river. 

For  the  above  reasona  I  would  not  recommend  any  further  expenditure,  either  on 
repairs  of  the  piers  or  in  dredging  outeide  of  them. 
Very  respectfully,  your  obedient  servant, 

A.  N.  Lee, 
Captain  of  Engineers. 

Major  O.  WKrrzEL, 

Corps  o/Enffineers,  U.  8.  A. 

I  have  only  to  add  to  this  that,  unless  I  receive  instractions  to  do  so, 
I  will  not  expend  another  cent  on  this  work.  Neither  tbe  local  nor 
State  aathorities  have  taken  any  steps  to  prevent  the  lawless  acts  of 
private  owners  along  the  river  banks,  of  which  I  have  complained  in 
several  previous  reports. 

Money  statement. 

Jaly  1,  1876,  amonnt  avaiUble $1,426  62 

Amount  appropriated  by  act  approved  August  14,  1876 1, 000  00 

2, 426  62 
July  1,  1877,  amount  expended  during  fiscal  year 313  13 

July  1,1877,  amount  available 2,113  49 


CC  4. 

IMPROVEMENT  OF  ALPENA  HARBOR.  AT  MOUTH  OF  THUNDER  BAY  RIVER, 

MICHIGAN. 

The  survey  for  the  improvement  of  this  harbor,  which  is  situated  at 
the  mouth  of  Thunder  Bay  Biver,  Michigan,  was  made  last  year.  A  re- 
port of  the  survey,  with  an  estimate  of  cost,  was  submitted  with  my  last 
an  Dual  report. 

The  act  approved  August  14, 1876,  made  an  appropriation  of  $4,500 
to  do  the  work,  but  this  sum  was  not  available  until  I  received  the  letter 
from  the  office  of  the  Chief  of  Engineers  dated  May  1, 1877. 

A  project  for  the  expenditure  of  the  appropriation  was  submitted  and 
approved,  and  bids  invited  for  the  work  in  the  usual  manner. 
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Tbese  bids  will  be  opened  on  July  7, 1877,  and  contract  awarded. 
The  work  will  be  finished  and  closed  daring  the  present  season. 
Ko  further  appropriation  will  be  required. 

This  work  in  situated  in  the  Port  Huron  collection-distriot.  The  nearest  port  of 
entry  is  Port  Huron,  Michigan.  The  nearest  light-house  is  at  the  month  of  Thunder 
Bay  River. 

The  amount  of  revenue  collected  during  the  year  was,  coin,  $146,675.20 ;  currency, 
$21,870.64. 

Money  statement 

Amount  appropriated  by  act  approved  Angnst  14, 1876 $4,500  00 

July  1,  1877,  amount  available .' 4,500  00 


CC5. 

IMPROVEMENT  OF  THE  SAINT  CLAIR  RIVER,  AT  THE  MOUTH  OF  BLACK 

RIVER,  MICHIGAN. 

The  work  on  this  improvement  was  continued  daring  the  fiscal  year 
with  the  balance  of  the  appropriation  of  $10,000  made  by  the  act  of 
Congress  approved  March  3, 1875. 

It  was  stopped  on  September  30,  1876,  by  the  exhaustion  of  the  ap- 
propriation, final  payment  made  to  the  contractors,  and  closed. 

There  are  now  no  less  than  15  feet  of  water  below  bench-mark  for  a 
distance  of  1,100  feet  from  the  American  shore. 

'  All  that  there  is  left  of  a  shoal  is  located  on  the  edge  of  the  main  chan- 
nel immediately  abreast  of  the  isolated  railway  dock.  Its  lower  extrem- 
ity is  1,100  feet,  and  its  upper  extremity  1,400  feet  distant.  Through 
tlie  shallowest  of  this  there  has  been  made  a  cutting  100  feet  wide  for  a 
distance  of  000  feet  from  its  upper  extremity,  and  then  75  feet  wide,  to 
the  deep  water  below. 

It  would  require  the  dredging  of  about  4,000  cubic  yards  to  remove 
this  shoal  to  the  same  depth  as  the  remainder  of  the  improvement. 

There  are  no  less  than  13.4  feet  of  water  on  any  part  of  this  remnant 
of  the  shoal,  and  so  small  a  depth  is  found  only  over  a  space  not  exceed- 
ing 50  square  feet. 

In  order  to  make  a  complete  thing  of  this  improvement  I  respectfully 
recomuieiid  that  this  remnant  of  the  shoal  be  also  dredged  to  the  uniform 
depth  of  15  feet  below  bench-mark. 

The  aniount  of  work  to  be  done  being  so  small  the  cost  per  cubic  yard 
will  be  relatively  greater,  and  I  estimate  that  the  sum  of  $1,500  will  be 
required  to  do  it  thoroughly.  I  respectfully  recommend  that  this  sum 
be  appropriated  for  this  purpose  for  the  fiscal  year  ending  June  30, 
1879. 

No  work  can  be  done  here  during  the  present  season,  nor  the  present 
fiscal  year,  ending  June  30,  1878,  for  want  of  funds. 

The  oripnal  estimate  made  for  this  work  by  Maj.  O.  M.  Poe,  in  his  re- 
port dated  July  21, 1871,  was  168,300  cubic  yards  of  dredging,  at  40 
cents,  $67,320. 

The  amounts  appropriated  for  it  have  been  as  follows,  viz: 

1872 $15,000 

ie73 15,000 

1874 15,000 

1875 10,000 

Total 1 55,000 
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The  amoant  of  work  done  has  been  166,570  cubic  ^'ards  of  dredging. 

If  the  work  is  made  complete,  as  recommended  by  me,  the  account 
will  stand  170,570  cubic  yards  of  dredging,  at  a  cost  of  $56,500. 

This  shows  that  Major  Foe's  estimate  was  remarkably  close  in  quan- 
tities, and,  considering  the  depreciation  in  the  cost  of  work  during  the 
last  three  years,  in  cost 

A  sketch  showing  the  present  condition  of  the  work  is  attached 
hereta 

Nearlv  the  whole  commerce  of  the  northern  and  northwestern  lakes 
passes  here,  and  has  been  benefited  by  the  improvement. 

This  work  is  located  in  tbe  collection-diBtrict  of  Harou,  Michigan.  The  nearest  port 
of  eutry  iePort  Hnron,  and  the  nearest  light-hoase  is  at  Fort  Gratiot,  Michigan. 

The  amount  of  revenue  collected  iu  this  district  during  the  year  was,  coin, 
Sl46«fi75.20;  currency,  $'21,370.64. 

Money  statement 

July  1, 1876,  amount  available $5, 390  52 

July  i,  1877,  amount  expended  during  fiscal  year 5,390  52 

Amount  (estimated)  required  for  completion  of  existing  '(jroject •  ....  1,500  00 

Amount  that  can  be  prolitably  expended  in  fiscal  year  ending  June  30, 1879.  1. 500  00 


CC6, 

IMPROVEMENT  OF  DETROIT  RIVER,  MICHIGAN, 

I  stated  in  ray  last  annual  report  on  this  work  that  I  had  submitted  a 
project  for  the  es:penditure  of  tbe  available  b  ilauce  of  the  $25^000  ap- 
propriated by  the  act  approved  June  23,  1874  ;  that  it  had  been  ap- 
proved, and  that  I  would  advertise  for  proposals.  This  was  done  and 
the  proposals  were  opened  on  August  4,  1876.  An  abstract  of  these 
proposals  is  hereto  annexed. 

The  lowest  bidders,  Messrs.  Case  &  Jennings,  of  Dunkirk,  N.  Y., 
were  so  much  lower  in  their  price  than  any  of  the  others  that  there  was 
some  hesitation  in  awarding  them  the  contract.  But  as  an  examination 
proved  them  perfectly  responsible  there  was  no  alternative. 

The  following  report  of  my  assistant,  Capt.  A.  N.  Lee,  Corps  of  En- 
gineers, shows  in  detail  the  progress  and  history  of  the  work  during  last 
season  and  the  whole  of  the  fiscal  year : 

United  States  Engineer  Office, 

Detroit,  July  5,  1877. 

M^vjor:  I  bave  tho  honor  to  Hubmit  the  foUowioii^  report  of  the  improvement  of  the 
Detroit  River  at  the  Lime-kiln  Crossing  for  tbe  year  ending  June  30,  1H77 : 

Bids  for  the  work  under  the  appropriation  of '$25,000  approved  June  23,  1874,  were 
op6ae<l  Aagnst  4,  1876,  and  the  contract  awarded  to  Messrs.  Case  <&  Jennings  at  $7.50 
|>er  eabic  yard.  The  contractors  liegan  work  September  25.  Tbe  point  selected  for 
the  work  is  directly  in  front  of  the  Canada  Southern  Railroad  dock.  It  is  tbeshoalest 
spot,  and  ditXKStly  in  tbe  way  of  deeply-loden  vessels  coming  down  the  river,  as  they 
have  Co  haul  np  here  to  get  on  tbe  ranges  on  Bois  Blanc  Island.  The  work  was  carried 
on  from  th«  deck  of  a  raft,  and  the  drilling  done  entirely  by  hand.  Tbe  deck  of  the 
raft  was  perforated  at  equal  distances,  and  in  the  holes  3-inch  iron  pipes  inserted. 
Through  these  the  drills,  2  inches  iu  diameter,  were  worked.  Eight  holes  (half  the 
number)  were  worked  at  once,  each  drill  requiring  four  men.  Each  position  of  the 
raft  was  determined  by  an  instrument  from  shore.  During  the  drilling  the  raft  was 
raised  by  means  of  spuds  from  the  surface  of  the  water,  and  lowered  again  before 
blasting. 

The  average  depth  of  holes  was  4^  feet.  At  the  commencement  of  the  work  the 
contractors  used  Oriental  rifle-power,  iu  charges  of  3^  pounds,  but  after  trying  this  for 
about  three  weeks  they  found  it  did  not  answer  their  purpose,  as  the  rock  was  not 
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broken  in  pieces  small  enough  for  tbe  dredge  to  handle.    But  122  cubic  yards  of  rock 
blasted  by  powder  were  taken  up  by  tbe  dredge. 

On  October  30,  nitroglycerine  was  Bubstitnted  for  the  powder,  and  used  in  3-poand 
charges.  The  total  number  of  pounds  U8e<l  was  700.  The  whole  amount  of  rock  re- 
moved during  the  season  was  985  cubic  yards.  In  some  places,  owing  to  the  upheaval 
of  rock  tbat  could  not  be  dredged,  soundings  showed  a  decrease  of  about  2^  feet  in  tbe 
de))th  of  water. 

To  protect  shipping  in  parsing  these  places  at  night,  a  red  light  was  kept  up  at  the 
head  of  the  shoal  till  the  ice  formed. 

Work  was  resumed  this  season  on  the  20th  of  April.  Many  delays  were  caused  at 
tirst  by  the  grounding  of  beavily-)aden  vessels  on  the  work,  and  also  by  breaking  tbe 
machinery  of  the  dredge.  Our  red  light  was  also  carried  away  so  frequently  by  small' 
vessels  running  directly  over  the  work  as  to  cause  considerable  expense  and  trouble. 
After  having  used  tbe  nitro-glycerine  on  hand  from  last  season's  work,  the  contractors 
substituted  mica-powder.  The  results  proved  entirely  satisfactory.  The  mica-powder 
leaves  the  blasted  rock  in  much  better  condition  for  the  dredge.  It  is  about  50  per 
cent,  cheaper,  and  can  be  safely  handled.  The  charges  used  were  from  4^  to  5^  pounds, 
depending  on  the  depth  of  the  hole. 

The  w^ork  was  closed  on  June  19,  the  appropriation  being  exhausted.  Particular  in- 
structions were  given  tbe  assistaut  in  charge,  Mr.  Leavitt,  that  no  blasted  rock  should 
remain  nndredged  at  tbe  time  the  work  stopped,  and  he  reports  that  every  care  wan 
tukeu  to  remove  all  such  material,  so  that  the  work  now  remains  in  as  good  condition 
as  it  was  possible  to  leave  it  with  such  a  small  appropriation  as  we  hud  to  work  with. 

The  total  amount  of  rock  removed  during  the  year  was  2,632  cubic  yards. 

The  contract-price  was  considered  at  the  time  remarkably  low,  and  other  bidders 
expressed  the  opinion  tbat  tbe  contractors  would  not  be  able  t-o  do  tbe  work  at  their 
ligures.  Kesnlts  have  shown,  however,  tbe  contractors  have  not  only  been  able  to  do 
the  work  at  their  prices,  but  have  made  a  good  profit. 

In  the  fall  of  1K75,  the  Canadian  government  t-xpended  a  small  appropriation  in  the 
immediate  vicinity  of  our  work.  From  the  information  I  was  able  to  obtain  at  the 
time,  they  bured  50  holes,  and  took  out  120  cubic  yards.  Thev  used  nitro-glycerine  in 
cbarges  of  ^  pound,  and  the  work  cost  them  about  $60  per  cubic  yard. 

Tbe  importance  of  this  work  to  the  commerce  of  the  entire  chain  of  lakes  should 
insure  the  passage  of  an  appropriation  sufficiently  large  to  continue- the  work  econom- 
ically and  rapidly.  Tbe  blasting  already  done  has  had  the  tendency  in  places  to  leave 
tbe  bottom  in  a  very  ragged  condition,  and  in  some  places  has  materially  decreased 
tbe  depth  of  water.  A  vessel  striking  one  of  these  sharp  clges  would  be  more  dam- 
aged tban  by  grounding  on  tbe  smoother  surface  of  the  rook  before  being  blasted. 
Uutil  these  sboal  places  can  be  gone  over  and  removed,  a  buoy  in  the  day-time,  and  a 
light  at  night,  should  be  kept  up. 

It  is  estimated  by  prominent  vessel-men  here  that  the  total  tonnage  passing  the 
Lime-kiln  Crossing  annually  is  10.000,000  tons,  and  if  vessels  could  load  safely  to  15 
feet,  tbe  gsin,  with  the  vessels  now  in  commission,  would  amount  to  half  a  million  tons. 
Yery  respectfully,  your  obedient  servant, 

A.  N.  Ler, 
Captain  of  Engineers. 

Maj.  O.  Weitzkl, 

Corps  of  Engineers t  U,  S,  A. 

The  result  obtained  by  these  contractors  on  this  small  piece  of  work, 
which  can  hardly  even  be  called  a  beginning  of  the  improvement,  has 
been  perfectly  astonishing  to  me.  With  but  very  crude  appliances,  witli 
a  succession  of  delays  and  experiments  on  different  explo.sives,  with  al- 
most continual  interruption,  they  did  the  work,  and  made  a  fine  profit 
at  $7.50  per  cubic  yard.  I  never  thought  of  estimating  it  at  less  than 
$25  in  any  of  my  official  communications.  I  am  now  convinced  that  if 
Congress  will  make  a  single  appropriation  of  $200,000, 1  can  make  a 
channel  20  feet  deep  and  300  feet  wide  across  this  dreaded  obstruction. 
I  never  estimated  it  before  at  less  than  one  million  dollars. 

As  the  price  at  which  the  contractors  undertook  the  work  seemed  to 
me  excessively  low,  I  required  them  to  go  down  to  20  feet  depth  in  their 
work. 

Fow,  in  the  points  where  the  excavation  stopped  when  the  work  was 
closed  for  want  of  funds,  there  is,  of  course,  an  abrupt  shoulder  in  the 
rock  which  forms  the  bottom  of  the  river,  and  there  is  more  danger  of 
damage  to  the  large  vessels  than  there  was  before.    I  have  written  to 
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the  inspector  and  engineer  of  the  tenth  lighthouse  district  to  mark  the 
dangerous  spot  by  a  buoy  for  day-time,  and>A  light  at  night. 

All  the  commerce  between  Lake  £rie  and  the  upper  lakes  passes  this 
point  Tiie  Lime-kiln  Crossing  has  always  been  a  dreaded  spot,  and 
one  prolific  of  disaster.  Any  improvement  made  here,  by  making  a 
deeper  channel,  is  a  permanent  one,  and  never  will  need  repairing  or 
cause  any  expense  for  maintenance. 

Captain  Lee  states  that  it  is  estimated  by  prominent  vessel-men  that 
10,000,000  tons  pass  this  point  annually,  and  if  vessels  could  load  safely 
to  15  feet,  (as  they  could  if  this  improvement  were  made,)  the  annual 
gain  to  these  vessels  would  be  500,000  tons. 

Now,  if  we  only  take  one-half  of  these  figures  as  the  correct  ones,  or 
even  one-fourth,  it  will  be  seen  that  at  the  very  lowest  rates  of  freight, 
say  $1  per  ten,  this  improvement  would  be  of  vast  benefit  to  the  great 
commerce  of  the  lakes. 

In  view  of  these  facts,  and  the  undoubted  national  importance  and 
character  of  this  work,  I  recommend  that  the  sum  of  $200,000  be  appro- 
priated for  its  completion  by  Congress  at  its  next  session,  and  that  this 
appropriation  be  made  immediately  available. 

In  consequence  of  the  low  prices  at  which  we  can  do  the  work,  we 
require  no  assistance  from  Canada,  and  it  need  not  be  delayed  by  wait- 
ing for  co-operation  from  that  source. 

This  work  Is  located  in  the  collection-district  of  Detroit,  Mich. ;  the  nearest  port  of 
eatry  is  Detroit,  Mich.,  and  the  nearest  light-house  Mamajada  light.  The  amount  ot 
reTenue  collected  in  this  district  during  the  year  was,  in  coin,  $226,548.51 ;  in  cur- 
rency, $31,271.64. 

The  whole  commerce  of  the  great  chain  of  northern  and  northwestern 
lakes  will  be  benefited  very  much  by  this  work. 

The  only  amount  appropriated  for  this  work  was  $25,000  by  the  act  of 
Congress  approved  June  23, 1874. 

A  sketch  showing  the  location  at  which,  the  work  was  done,  with  a 
few  characteristic  soundings,  is  annexed  to  this  report. 


Money  statement 

Jnly  1, 1876,  amount  available $21,446  10 

July  1, 1877,  amount  expended  during  fiscal  year 21, 446  10 

Amount  (estimated)  required  for  completion  of  existing  project 200, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.  200, 000  00 

AltBtnici  of  Mds  for  improving  Detroit  Rirer,  under  the  act  of  Congress  approved  June  23, 
lti74,  opened  hg  Major  G.  Weitzelj  Corps  of  Engineers^  on  August  4,  1876. 
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Names  of  bidders. 


Case  &  JeonioKB..... 

Charles  a  Barker 

Nathaniel  Stickney  . . 
Elliot  P.  HarriDgtoi^. 

Uerre 5*  S.  Dale 

Edward  Moore 

Wilcox.  Siock  &  Co . . 

Martlo  Qnigley 

Charles  Stooge 


Besidences. 


Dnnkirk.N.T 

Saiilt  St«.  Marie,  Mich 

Detroit.  Mich 

Detroit,  Mich 

Chica^,  111    

Portland,  Me 

Toledo,  Ohio 

Saint  Louis,  Mo 

Detroit,  Mich 


Removing 
bowlders, 
per  cubio 
yard. 


$6  00 
2  50 
.3  00 

5  35 
4  25 

6  00 
II  40 
25  00 
32  00 


Removing 
solid  rock, 
per  cable 
yard. 


$7  50 
20  00 
19  90 
19  50 
22  75 
22  00 
18  40 
35  M) 
35  00 
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ANNUAL  REPORT  OF  MAJOR  FRANKLIN  HARVVOOD,  CORPS 
OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 
1877. 

United  States  Engineer  Office, 

Detroit,  Mich.j  July  14, 1877. 

General:  I  Itave  the  honor  to  traQsmit  herewith  my  anaaal  report 
for  the  works  of  river  and  harbor  improvement  placed  undei;my  charge 
by  the  operatida  of  Special  Order  No.  44,  dated  Headquarters  of  the 
Army,  Februarv  27, 1877,  and  of  the  charge  of  which  1  relieved  Major 
Godfrey  Weitzel  on  March  19,  1877. 

i  am,  general,  very  respectfally,  your  obedient  servant, 

F.  Habwood, 


Brig.  Gen.  A.  A.  Humphkbys, 

Chief  of  Engineers^  U.  8.  A. 


Major  of  Engineers. 
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improvement  of  saint  CLAIR  FLATS  SHIP-CANAL,  MICHIGAN. 

Beyond  a  few  minor  repairs  done  by  the  castodian,  by  aid  of  a  few 
laborers  employed  from  time  to  time  as  needed,  no  repairs  have  been 
made  upon  this  work  during  the  past  fiscal  year. 

The  change  of  position  in  the  plank  protection,  noted  in  the  last  annual 
report,  has  proved  efifectual  in  protecting  the  reverse  of  the  canal  banks, 
and  is  a  much  better  arrangement  than  that  heretofore  adopted.  Several 
washers  and  sinks  at  various  points  in  both  dikes  began  to  claim  atten- 
tion in  the  antnmn  of  1876,  but  owing  to  the  high  water  and  the  difficulty 
of  obtaining  and  placing  at  that  time  the  requisite  repair  material,  any 
effort  to  repair  these  damages  was  postponed  until  the  opening  of  navi- 
gation in  1877.  In  a  very  unexpected  manner  in  the  early  spring  of 
1877  these  damages  were  suddenly  and  alarmingly  increased.  The  up- 
ward-bound fleet  of  vessels,  released  from  winter  quarters  by  the  open- 
ing of  navigation  in  the  lower  lakes,  were  unexpectedly  met  at  the  canal 
by  an  extraordinary  and  continuous  flow  of  running  ice  pouring  down 
the  Saint  Clair  River  day  after  day  from  Lake  Huron,  rendering  their 
further  progress  impossible  for  the  time,  and  their  return  across  Lake 
Saint  Glair  extremely  hazardous.  As  a  natural  consequence,  as  long  as 
this  state  of  affairs  lasted,  during  the  early  part  of  May,  the  canal  was 
taken  possession  of  as  a  harbor  of  refuge,  and  as  it  never  was  intended 
for  such  use,  and  consequently  had  no  facilities  for  vessels  to  make  fast 
to  the  banks,  both  dikes  were  badly  damaged  by  tugs  and  propellers, 
injuring  the  willow  growth  or  plank  revetment,  or  working  their  wheels 
violently  in  close  proximity  to  the  timber  revetment,  thereby  sucking 
out  through  the  meager  sheath-piling  the  loose  sand-flUing  to  such  an  ex- 
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tent  as  to  occasion  nnmeroas  and  extensive  caves  and  washes,  amount- 
ing in  the  aggregate  to  about  4,000  cnbic  yards  in  volame.  The  entire 
damage  thus  caused  will  cost  in  repair  probably  from  $2,000  to  $4,000, 
depending  upon  the  rates  at  which  I  shall  be  able  to  obtain  the  repair 
material,  for  which  I  am  now  advertising,  bids  to  be  opened  on  the  llth 
of  this  month,  the  repairs  to  be  effected  in  the  course  of  the  summer. 
As  the  material  I  have  selected  is  to  be  had  in  plenty  and  near  at  hand, 
I  hope  to  reduce  the  cost  of  repair  to  the  minimum,  possibly  between 
$1,000  and  $2,000. 

Although  a  greater  part  of  this  damage,  and  that  which  will  cost  the 
most  to  repair,  was  done  by  tugs  in  an  effort  for  self-preservation  of  them- 
selves and  vessels  in  tow,  there  still  remains  the  fact  that  they  deliber- 
ately elected  to  work  damage  to  the  United  States  rather  than  run  a  risk 
of  the  safety  of  their  own  property.  It  is  also  a  fact  that  the  canal  was 
not  and  is  not  intended  as  a  harbor  of  refuge,  but  simply  as  a  means  of 
convenient^ransit  over  the  Saint  Clair  Flats,  and  it  is  only  by  its  mis- 
use in  this  instance  that  this  damage  has  been  worked.  At  the  instance, 
therefore,  of  the  Chief  of  Engineers,  and  in  vindication  of  the  law 
enacted  in  section  3,  act  of  Congress  approved  August  14, 1876,  I  have 
selected  a  few  test  cases  in  which  the  United  States  is  undoubtedly  able 
to  prove  the  facts  of  damage  deliberately  inflicted,  which  cases  I  have 
placed  in  the  hands  of  United  States  attorney  for  the  eastern  district  of 
Michigan,  that  of&cer  having,  at  the  request  of  the  Secretary  of  War, 
been  directed  by  the  Attorney-General — 

To  take  prompt  measures  to  enforce  in  reference  to  the  damaj^es  npon  Saint  Clair 
Flats  Canal  the  provisions  of  the  third  section  of  the  act  of  Aagust  14, 1876,  pnnisb- 
ing  by  Hue  those  guilty  of  injuring  the  piers,  breakw^aters,  or  other  work4  of  the 
Uuited  States  in  the  improvement  of  rivers  and  harbors. 

While,  as  I  have  said,  in  each  of  these  cases  the  United  States  will 
offer  undoubted  testimony  as  to  the  facts,  there  is  still  a  doubt  as  to 
whether,  under  the  vague  terms  '*  willfully  and  unlawfully,"  a  judgment 
can  be  obtained  in  any  or  all  of  the  cases. 

I  therefore  respectfully  recommend  that  Congress  be  requested  at  its 
next  session  to  revise  the  law  by  substituting  for  the  words  '^  willfully 
and  nnlawfully"  the  words  ^'  from  any  cause  other  than  unavoidable 
accident,''  or  the  common-law  term  *^  knowingly,''  under  either  of  which 
phrases  it  appears  to  me  offenders  can  readily  be  convicted  when  the 
facts  are  proven.  I  am  advised  that  as  the  law  reads  now,  such  a  re- 
sult is  by  no  means  certain. 

The  repairs  of  the  damages  above  referred  to  will  constitute  the 
operations  for  the  coming  year,  unless  others  should  unfortunately  be 
hereafter  inflicted. 

As  the  balance  on  hand  of  the  existing  appropriation  for  this  work 
will,  in  all  probability,  be  nearly  exhausted  in  the  expenses  growing  out 
of  this  extraordinary  damage  to  the  canal  banks,  and  as  it  would  seem 
only  a  measure  of  prudence  to  keep  on  hand  a  sufficient  fund  to  meet 
any  emergency  which  may  arise  whereby  through  sudden  and  exten- 
sive damage  this  important  thoroughfare  may  be  closed  to  navigation 
for  want  of  funds  to  restore  and  keep  it  in  navigable  condition,  £  re- 
spectfully recommend  an  appropriation  of  $5,000  at  the  next  session  of 
Congress  for  the  repair  and  preservation  of  this  work. 

It  is  located  in  the  collection-district  of  Detroit,  Mich.  The  nearest  port  of  entry  is 
Detroit,  Mich.,  bnt  this  has  no  especial  bearing  on  the  commercial  importance  of  the 
work,  as  the  whole  commerce  of  the  great  lakes  is  greatly  benefited  by  ^its  existenoe, 
and  the  revenue  of  every  custom-house  on  the  lakes  incidentally  increased  by  the 
facilities  it  offers  as  an  important  cat-off  in  the  great  thoroughfare  from  Lake  Erie  to 
Lake  Huron. 
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For  revenue  statistics,  therefore,  see  general  reports  of  lake  castom- 
bonses. 

There  are  two  light-hoases  on  the  canal  banks. 

Money  statement, 

Jnly  1, 1876,  amonnt  available $11,208  14 

July  1,  lb77y  amount  expended  daring  fiscal  year 5,359  16 

Jalyl,  1677,  amonnt  available 5,848  98 

Amoont  (estimated)  required  for  preservation  of  existing  work 5, 000  00 

Amoant  that  can  be  profitably  expended  in  fiscal  year  ending  Jane  30, 1879 .  5, 000  00 


DDa. 

IMPROVEMENT  OF  SAGINAW  RIVER,  MICHIGAN. 

Upon  taking  charge  of  this  work,  on  March  19, 1877, 1  found  the  oper- 
atioos  for  the  coining  working  season  fully  provided  for  according  to 
the  approved  project  already  adopted. 

The  appropriation  of  $11,000  made  by  actof  Congressapproved  Angast 
14, 1876,  not  being  available  in  time  to  undertake  any  work  during  the 
workiog  season  of  that  year,  no  action  for  continuing  this  work  of  im- 
provement was  taken  until  early  in  1877,  when  proposals  were  invited 
for  adding  about  1,000  feet  to  the  revetment  opposite  the  Carrollton  Bar, 
which  has  been  in  progress  for  several  years.    Bids  were  opened  on 
March  10,  1877,  and  subsequently,  upon  my  recommendation,  the  award 
for  the  supply  of  labor  and  material  for  1,000  feet  additional  revetment 
was  made  to  Hervey  S.  Dale,  of  Chicago,  111.,  the  lowest  responsible 
b/dder,  with  whom  contract  was  afterward  made.    Work  was  begun 
on  the  31st  of  May,  and  at  the  close  of  the  fiscal  year  325  linear  feet 
of  tevetment  in  an  incomplete  state  had  been  added  to  the  work  of  last 
year. 

The  slab  filling  of  last  year's  work,  which  had  settled  badly  in  several 
places,  was  also  overhauled  and  renewed. 

Shortly  after  taking  charge  of  the  work  I  ascertained,  by  personal  in- 
spection, that  the  revetment — the  result  of  several  years'  expenditure  of 
money  and  labor — was  not  effecting  the  improvement  for  which  it  was 
designed  to  the  extent  anticipated,  owing  to  the  flow  of  the  river  current 
under  a  pier  heretofore  known  as  Wickes'  dock,  but  now  the  property 
of  Mr.  Jesse  Hoy  t,  of  New  York. 

This  current  scouring  behind  the  revetment  detracted  from  its  full 
effect  upon  the  Carrollton  Bar,  designed  to  be  improved  by  the  abrading 
action  of  the  current  confined  within  suitable  limits  by  the  revetment 
and  the  river-bank  on  the  Carrollton  side.  Much  of  this  action  was  lost 
for  lack  of  confining  the  current  entirely  in  the  proposed  channel.  To 
effect  this,  the  necessity  for  which  had  already  been  anticipated  by  my 
predecessor,  I  submitted  a  project  for  running  a  bulkhead  from  the  up- 
stream end  of  the  United  States  revetment  across  to  the  made  land  on 
Hoyt's  mill-site,  thereby  cutting  off'  the  current  behind  the  revetment 
and  confining  it  to  the  main  channel  designed  to  be  improved.  This 
project  being  approved,  Mr.  Hoyt  concurring,  and  the  work  being  also 
within  the  provisions  of  the  contract,  the  general  plan  of  construc- 
tion of  the  revetment  being  followed  in  the  bulkhead,  arrangements 
have  been  made,  and  this  bulkhead  will  be  constructed  without  delay 
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Accordingly,  at  tbe  close  of  the  working  season  of  1877  this  bulkhead 
will  be  completed,  and,  besides  this,  as  many  linear  feet  of  revetment  as 
tbe  appropriation  will  afford  will  also  be  added  to  tbe  downstream  end 
of  last  year's  work,  securing  at  tbe  same  time  by  dredging  a  good  navi- 
gable channel  of  10  feet  in  depth  abreast  of  the  revetment  to  its  fall 
extent. 

Carrying  out  tbe  project  in  this  manner,  tbe  river-revetment  will 
probably  be  extended  about  500  feet,  but  all  will  be  subordinated  to  the 
more  important  measure  of  cutting  off  the  river  current  behind  the  re- 
vetment by  means  of  the  bulkhead  at  Hoyt's  mifl-site.  The  appropria- 
tion will  probably  be  expended  under  the  contract  early  in  the  autumn 
of  1877. 

Further  improvement  will  depend  upon  further  appropriation.  I  am 
hai)py  to  say  that  the  effect  of  the  improvement  made  in  successive 
yearly  stages  is  already  percei)tible  as  regards  Carroll  ton  Bar,  heretofore 
one  of  tbe  major  obstacles  to  tbe  navigation  of  the  river  in  approaching 
East  Saginaw. 

There  have  been  no  complaints  this  year  brought  to  my  attention  of 
any  difficulty  in  navigating  the  channel  with  vessels  of  the  draught 
designed  to  be  accommodated. 

Tbe  permanent  improvement  of  the  channel  opposite  Carrollton  Bar 
will  be  nearly  completed  as  a  result  of  this  year's  operations.  It  will 
only  require  a  slight  additional  expenditure  to  connect  the  incomplete 
revetment  with  tbe  main-land  opposite  the  down-stream  end  of  the  bar, 
and  when  this  is  done,  and  tbe  channel  properly  dredged  abreast  of  it, 
this  portion  of  the  improvement  will  be  completed.  As  regards  the 
lower  bars  at  Zilwaukee  and  New  York  works,  it  does  not  appear,  from 
all  tbe  information  I  have  been  able  to  gather,  that  their  condition  has 
materially  changed  during  tbe  year  in  any  way  under  the  influence  of 
the  improvement  progressing  above  at  tbe  Carrollton  Bar ;  neither  do  I 
consider  it  expedient  to  undertake  any  work  at  these  localities  until  the 
upstream  work  is  thoroughly  finished ;  and,  as  I  have  bad  charge  of 
this  improvement  for  too  short  a  period  to  be  able  to  form  a  definite 
judgment  as  to  what  will  be  required  for  the  improvement  of  these  bars, 
in  making  estimates  for  further  improvement  1  adopt  the  figures  of  my 
predecessor,  as  set  forth  in  his  last  annual  report,  remarking,  however, 
that  where  so  many  unknown  quantities  enter  into  the  problem  of  the 
improvement  of  a  river  of  this  character,  through  so  many  reaches,  and 
comprising  bars  situated  miles  apart,  estimate  must  necessarily  verge 
closely  on  conjecture,  excepting  in  the  case  of  work  which  can  be  ac- 
tually projected  in  detail  for  some  definite  locality.  I  further  remark, 
however,  that  all  tbe  funds  for  which  I  estimate  can  be  profitably  ex- 
pended  within  a  single  working  season,  and  expended  much  more  profit- 
ably in  this  way  than  if  afforded  by  driblets  year  after  year  in  such  a 
manner  that  the  one  year's  work  is  in  a  great  measure  lost  in  waiting  for 
the  next. 

Tbe  importance  of  tbe  improvement  of  Saginaw  Iliver,  in  a  commer- 
cial point  of  view,  has  been  fully  set  forth  in  preceding  annual  reports. 
In  addition  to  the  statistics  herewith  appended,  as  furnished  me  by  the 
deputy  collector  of  customs,  I  also  beg  leave  to  add  the  official  state- 
ment of  tbe  Michigan  Salt  Association,  that  they  have  shipped  from  all 
points  of  the  river  above  Carrollton  Bar  during  the  fiscal  year  ending 
June  30, 1877, 414,974  barrels  of  salt,  which  demonstrates  only  the  mag- 
nitude of  one  interest  affected  by  the  river  improvement,  the  lumt)er- 
trade  being  probably  of  still  greater  importance. 

This  work  is  located  in  the  Hnron  collection-district,  Michigan.    The  nearest  light 
house  is  at  the  mouth  of  the  river.    The  nearest  port  of  entry  is  Port  Hnron,  Mich. 
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The  original  estimate  for  this  work  was  $56,000,  the  whole  amoant  of 
which  has  been  appropriated,  as  follows : 

1874 $15,000  00 

ld75 30,000  00 

1876 11,000  00 

Total 56,000  00 

Of  which  amount  $45,597.99  was  expended  up  to  the  close  of  the 
fiscal  year. 

The  reason  for  the  estimate  presented  in  this  report  for  an  additional 
appropriation  beyond  the  amount  originally  estimated  is  given  in  full  in 
the  last  annual  report. 

Money  statement. 

Jnly  1, 1876,  amonnt  available $1,184  13 

AmoQDt  appropriated  by  act  approved  Augnst  1 4,  1876 11, 000  00 

12, 184  13 
Jaly  1,1877,  amount  expended  daring  fiscal  year 1,7^  12 

July  1, 1877,  amoant  available 10,402  01 

Amount  (estimated)  required  for  completion  of  existing  project 50, 000  00 

Amoant  that  can  be  profitably  expended  in  fiscal  year  ending  Jane  30, 1879.      50, 000  00 


COMMERCIAL  STATISTICS. 

East  Saginaw,  July  7,  1877. 

Dear  Sir  :  In  addition  to  the  inclosed  statement  there  have  been  sandry  fees  collected 
to  the  amonnt  of  $196.04. 

In  giving  yon  these  figures,  I  wish  to  say  that  I  do  not  deem  this  port  fairly  dealt 
with,  as  many  vessels  enter  here  on  clearances  from  lower  ports,  going  either  to  Chicago, 
Milwaakee,  or  other  northwestern  ports,  aad  who  take  either  full  or  part  cargoes  from 
here,  for  which  we  get  no  credit;  aud  in  addition  it  is  an  almost  daily  occurrence  that 
vessels  take  whole  or  part  cargoes  here  and  above,  and  clear  at  Bay  City,  which  is  an 
evidence  of  cargoes  being  shipped  on  tb rough-clearances,  as  shown  by  the  custom- 
hoase  reports  from  Chicago,  Port  Huron,  Baflalo,  Erie,  aud  other  lower  lake  ports  that 
get  credit  for  lumber  and  salt,  which  points  manufacture  neither  lumber  nor  salt  to  a 
verj^  great  extent,  unless  it  is  Port  Huron. 
Yours,  very  truly, 

A.  Ferguson, 
Deputy  Collector. 

B.  H.  MUKHLE, 

United  States  Inspector, 

Summ4wy  statement  of  vessels  in  the  coasting  trade  that  have  entered  and  cleared  from  the  port 
of  East  SaginaWfand  also  the  amount  of  fees  collected^  for  the  fiscal  year  ending  June 
30,  1877. 


Months. 


Jaly 

AngQsl... 
September 
October... 
NoTembw 


1878. 


May. 

June. 


1877. 


Total 


Entered. 


58 
74 
85 
97 
55 


78 
135 


583 


Tonnage. 

Cleared. 

Tonnage. 

17,271 
S1,S33 
24,865 
31,770 
17.002 

22,844 
41,331 

58 
69 
85 
90 
50 

79 
104 

17,287 
19,557 
24. 678 
26,701 
15,035 

22,987 
30,781 

176, 316 

535 

157, 026 

Fees. 


Gold. 


169  60 

84  80 

126  70 

111  30 

64  10 


194  50 
140  75 


190  95 
172  40 


791  75 


263  35 


Kast  baginaw,  July  7, 1877. 


B.  H.  MUEHLB, 

United  States  Inspector, 


A.  Ferguson, 
Deputy  Collector, 
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Abstract  of  proposals  for  continuing  the  improvement  of  Saginaw  River ^  Michigan ^  opernd 

March  10, 1^7. 


9 

C     ■ 

1 

2 
3 

4 

5 

6 


Names  of  bidden. 


neininingTray  and 
Hayes. 

Court  land  D.  Mer- 
ry. 

Edwin  n.  French. 

Hervey  S.  Da)e  . .. 
Cliarles  S.  Barker. 

Farrls  &  Garfield 


Heeidencea. 


Painesville,  Ohio 

Vernon,  Ohio , 

Fulton,  Oswego  Connty, 
New  York. 

Chicaf;o.Ill 

Saalt  Saint  Marie,  Michi- 
gan. 

PaineeTille,  Ohio 


E  « 
532 


PS 


130  00 

80  00 

90  00 

18  00 
90  00 

98  00 


CenU. 
12 

14 

15 

14 
15 

19 


u 

P. 


I 


« 
p* 

a 


o5 


o 

p. 

CO 


CenU  J 

4    ,$1  35  17  00 


3i 
4 

4 

3i 


1  40 

1  50 

1  10 
1  25 

1  65 


7  75 
9  00 

7  00 

8  UO 

800 


a 
IS 


Cen/jr. 
30 


40 

35 

35 
97 

40 


Total. 


$8,838  41 

9,634  57 

10, 109  75 

8,697  07 
9,156  00 

10,593  41 


Abstract  of  contract. 

Contract  with  Hervey  S.  Dale,  of  Chica^,  for  forniRhio^  material  and  labor  for 
fxtension  of  pier  revetaient  and  dredging,  dated  April  21,  1H77,  to  expire  September 
1,  1877. 

Abstract  of  contract  for  each  class  of  material  and  labor. 

1.  Pine  timber  frnixied  and  pnt  in  place,  per  M  feet,  board-measure $18  00 

2.  Oak  or  Norway  pine  piles  and  driving,  per  linear  foot 14 

3.  Drift- bolts,  screw-bolts,  and  washers,  in  place,  per  pound 04^ 

4.  Slabs  in  place,  per  cord 1  10 

5.  Stone  in  place,  per  cord 7  00 

6.  Dredging,  per  cubic  yard 35 


DD3. 

IMPROVEMENT  OF  CHEBOYGAN  HARBOR,  MICHIGAN. 

For  lack  of  available  appropriation  nothing  has  been  done  daring  the 
fiscal  3^ear  in  continuing  tbe  work  of  improvement  of  this  harbor. 

By  act  of  Congress  approved  Aagast  14,  1876,  $10,000  was  appropri- 
ated for  this  improvement,  but  was  withheld  from  application  by  direc- 
tion of  the  President  of  the  United  States  until  May  7,  1877,  when  I 
received  notification  that  the  President  bad  decided  to  release  the  appro- 
priation, and  I  was  directed  to  submit  a  project  for  continuing  the  im- 
provement. This  I  decided  to  do,  first,  by  finishing  an  incomi)lete  dredge- 
cut,  thereby  getting  a  uniform  width  of  channel  from  harbor  to  lake ; 
second,  in  cutting  off  a  point  of  land  in  the  Cheboygan  Kiver,  to  give 
a  width  of  200  feet  channel-way  at  tbe  harbor  end  of  tbe  approach  from 
Lake  Huron ;  third,  by  expending  the  balance  of  appropriation,  if  any, 
in  improving  by  widening  tbe  lakeward  end  of  the  channel  of  entrance. 

This  project  being  approved  by  the  Chief  of  Engineers,  proposals  for 
the  hire  of  the  necessary  dredgingeqnipmeut  were  advertised  for,  and 
bids  will  be  opened  on  the  14th  of  the  present  month.  It  is  expected  to 
exhaust  the  appropriation  in  the  manner  above  projected  in  the  course 
of  the  present  working-seaSion. 

From  an  examination  of  the  channel  already  dredged,  and  which  has 
remained  untouched  for  over  a  year,  it  does  not  appear  that  the  slight 
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annaal  silting  in  effects  enoagh  shoaling  to  warrant  the  Uuited  States 
going  to  the  expense  of  building  a  pier  of  protection  to  the  dredged  chan- 
nel. The  channel  once  completed,  slight  annual  dredging  may  be  required 
to  keep  it  in  good  navigable  condition,  but  from  present  appearances 
and  past  experience,  as  recorded  in  the  several  annual  reports  while  the 
improvement  has  been  going  on,  it  is  probable  that  such  dredging  as 
may  be  required  will  be  entirely  within  the  means  of  the  town  authori- 
ties to  provide  for,  assisted,  if  necessary,  by  such  vessel-interests  as  may 
be  most  benefited  by  the  improvement.  Should  this  view  of  the  case 
prove  fallacious,  a  point  which  can  only  be  determined  by  awaiting  the 
developments  of  time,  of  course  it  may  become  necessary  to  estimate  for 
farther  appropriations  either  for  annual  dredging  or  for  the  construction 
of  a  pier  of  protection,  as  may  be  shown  to  be  most  economical  and 
effectual  in  maintaining  the  channel  in  good  navigable  condition.  In 
the  light  of  present  information,  however,  I  only  estimate  for  the  com- 
pletion of  the  channel  by  dredging  to  its  full  width  of  200  feet,  with  13 
feet  depth  of  water  at  low  stage.  This  is  all  that  commerce  demands  at 
present.  A  beacon-pier  at  the  lake  end  of  the  channel  would  certainly 
be  desirable,  but  hardly  comes  within  the  province  of  the  harbor  im- 
provement, being  rather  the  affair  of  the  Light-House  Board.  I,  there- 
fore, confine  myself  to  an  estimate  for  completion  of  the  harbor  by 
dredging,  at  a  total  expense  of  $20,000,  all  of  which  I  respectfully  recom- 
mend to  be  appropriated  at  the  next  session  of  Congress,  in  order  that 
the  cbanuel  may  be  finished,  as  it  readily  can  be,  in  the  working-season, 
and  the  extra  expense  incidental  to  breaking  off'  and  resuming  work 
thereby  avoided. 

The  national  importance  of  this  harbor  has  been  fully  set  forth  in  the 
last  annual  report. 

The  original  estimate  of  the  cost  of  this  work  is  $395,000^  which  was 
made  by  SlaJ.  F.  U.  Farqnhar,  Corps  of  Engineers,  in  1871. 

The  amounts  that  have  thus  far  been  appropriated  for  this  work  are 
as  follows : 


1871 $10,000 

W'2 15,000 

1873 15,000 

I'J?! 15,000 


1875 115,000 

1876 10,000 


Total../ 80,000 

Seventy  thousand  and  seventy-nine  dollars  and  twenty -three  cents  of 
which  has  been  expended  upon  the  work  up  to  the  close  of  the  fiscal 
year,  leaving  a  balance  of  $9,920.77  to  be  expended  during  the  present 
working-season. 

ThiB  work  is  located  in  the  Superior  collection  district,  Michigan.  The  nearest  port 
of  entry  is  Marqnette,  Mich.  The  nearest  light-house  is  the  Cheboygan  light.  Number  of 
clearances  during  the  fiscal  year,  513.  Total  tonnage  of  vessels  cleared  195,247.  Amount 
of  revenue  collected  at  this  port  during  the  fiscal  year,  (1,413.15. 

Money  statement 

July  1,1876,  amount  available 1 faeg  44 

AmonDt  appropriated  by  act  approved  August  14, 1876 10, 000  00 

T  1    ,  10,262  44 

July  1, 1877,  amount  expended  during  fiscal  year 341  67 


July  1,1877,  amount  available 9,920  77 

Amount  (estimated)  required  for  completion  of  existing  project 20, 000  00 

Amonutthatcan  be  profitably  expended  in  fiscal  year  ending  June  30,  1879.  20,000  00 

60  £ 
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ANNUAL  REPORT  OF  MAJOR  ]!!^.  MICHLER,  CORPS  OF  ENGL 
NEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1877. 

United  States  Enoineeb  Office, 

Toledo^  Ohio,  July  14, 1877. 

General:  I  have  the  honor  to  transmit  herewith  the  an  anal  reports 
npoD  thevarioas  works  of  harbor  improvement  under  my  cbarge  for  the 
fiscal  year  ending  Jane  30, 1877. 

Very  respectfully,  your  obedient  servant, 

N.  MlGHLER, 

Major  0/  Engineers* 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  8  A. 


E  E  X.  ' 

improvement  of  MONROE  HARBOR,  MICHIGAN. 

The  plan  adopted  for  the  improvement  of  this  harbor  consisted,  in  the 
first  place,  in  opening  a  canal,  known  as  the  Monroe  City  Canal,  for  the 
purpose  of  straightening  and  shortening  the  course  of  the  Raisin  River 
at  one  of  its  elbows;  and,  in  the  second  place,  by  connecting  the  bed  of 
the  river  from  a  point  1^  miles  above  its  month,  and  where  the  Little 
Sandy  Creek  empties  into  it,  with  deep  water  in  Lake  Erie  by  a  direct 
channel  or  cut,  the  latter  designated  as  the  United  States  Ship  Canal. 
Dimensions  of  the  two  canals:  Monroe  City — length,  1,200  feet ;  width, 
100 feet;  depth,  11  feet;  United  States— length,  4,000  feet;  width,  100 
feet;  depth,  11  feet. 

The  small  appropriations  have  been  apx^lied  in  the  following  manner: 
In  digging  out  and  subsequent  dredging  of  the  cuts,  by  protecting  their 
sides  with  revetment  of  sheet-piling;  in  the  construction  of  piers  and 
pierheads  from  the  shore  out  into  the  lake;  and,  during  the  last  few 
years,  in  tenewing  the  revetments  of  two  canals,  wherever  destroyed, 
together  with  repairing  and  strengthening  the  outer  piers. 

The  appropriation  for  the  fiscal  year  just  closed,  amounting  to  $5,000, 
is  now  being  applied  to  such  repairs  on  the  piers  as  have  become  neces- 
sary through  damage  incurred  by  heavy  storms  and  the  crushing  of  ice, 
and  in  the  renewal  of  the  revetments;  it  is  expected  to  complete  about 
2^000  feet  of  finished  work  with  that  amount.  As  authority  to  expend 
the  appropriation  was  not  received  until  the  first  part  of  May,  and  as 
some  little  time  was  consumed  in  preparing  and  awaiting  the  approval 
of  the  project  for  its  expenditure,  but  little  work  was  accomplished  during 
the  fiscal  year  further  than  the  procuring  of  the  necessary  materials* 
The  following  is  the  bill  of  material  furnished  and  put  in  place : 

fn  piles  driven  in  place  and  l,0ti7  linear  feet  of  revetment. 
6,000  feet,  board-measarei  oak-timber  wale  and  binder  pieces,  framed  and  put  in  place. 
481  pounds  of  Iron,  nuts  and  screws,  and  wasber-bolts. 
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The  work  is  being  executed  by  tbe  parchase  of  the  tnaterinl  in  open 
market  and  by  day-labor,  and  will  be  partially  finished^  as  far  as  tbe 
funds  on  hand  will  admit,  by  tbe  latter  part  of  September. 

There  will  remain  to  be  completed,  after  the  present  appropriation  is 
exhausted,  about  1,500  feet  of  renewed  and  extended  revetment  The 
north  and  south  piers  will  also  have  to  be  repaired  at  times,  owing  to 
frequent  damage  caused  by  storms.  The  canal  between  the  side  revet- 
ment, as  well  as  the  bar  or  shoal  in  the  channel  outside  of  the  entrance 
or  pier-heads,  will  have  to  be  kept  dredged  to  tbe  proper  depth.  The 
dififereut  works  above  enumerated  will  render  the  United  States  Canal 
complete  in  all  its  parts,  and  it  is  likely  to  remain  in  good  condition  for 
several  years.  Xo  full  estimate  for  its  entirie  and  permanent  completion 
can  be  made.  It  will  always  be  subject,  in  a  more  or  less  degree,  to 
damage  by  the  destruction  caused  by  rottenness  of  the  timbers,  from 
general  exposure  to  the  weather,  and  particularly  from  the  efffect  of  ice 
and  storms.  The  estimated  cost  of  the  present  completion  of  the  im- 
provement is  $10,000. 

The  following  table  supplies  the  amount  appropriated  in  each  year  for 
this  work  of  harbor  improvement  up  to  and  including  the  fiscal  year 
ending  June  30,  1877: 


1835 $30,000  00 

1836 15,000  00 

1837 30,000  00 

1838 15,000  00 

1844 : 20,000  00 

1852 14,000  00 


1866..... $31,015  27 

1872 10,000  00 

18715 15,000  00 

1874 10,000  00 

1875 10,000  00 

1876 5,000  00 


Sam  total 205,015  27 

The  ainouDt  of  commerce  and  navigation  to  be  benefited  by  tbe  completion  of  this 
panicnlar  work,  as  will  be  Been  by  an  exan^inatton  of  tbe  entrances  and  clearancea  fur 
the  last  several  years,  is  not  very  large ;  the  harbor  is  oot  fit  for  a  harbor  of  refilled  for 
vessels  engaged  in  the  commerce  of  the  lakes.  There  is  alight-house  on  the  north  pier- 
head at  the  outer  extremity  and  entrance  to  the  United  States  CanaU  The  li^ht  is  a 
fixed  White  one  of  the  fourth  order.  The  nearest  defensive  work  is  Fort  Wayne,  near 
Detroit,  30  miles  distant. 

Monroe  Harbor  is  in  the  ooUection^district  of  Detroit,  Mich.  Amount  of  revenue  col- 
lected during  (be  fiscal  year  ending  June  30,  1877,  $30  coin.  Entraocea  and  clea>r- 
anoes  during  tbe  iiscal  year  ending  June  30, 1877 :  Number  of  vessels^  80;  tonnage  of 
the  same,  7,120  tons. 

Money  statement 

July  1, 187G,  amount  available |40  54 

Amount  appropriated  by  act  approved  August  14, 1876 6,  QOO  00 

5,040  54 
July  1,  1877,  amount  expended  during  fiscal  yeat 54y  10 


July  1, 1877,  amount  available ^ 4, 492  44 

Amount  (estimated)  required  for  completion  of  existing  project 10, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1679. ..  10, 000  00 


££2. 

IMPROVEMENT  OF  TOLEDO  HARBOR,  OHIO. 

The  original  plan  for  the  improvement  of  this  harbor  consisted  in 
widening  and  deepening  the  outer  and  inner  branches  of  tbe  soatfawest 
channel  through  Manmee  Bay  to  a  width  of  120  feet,  with  a  depth  of 
14  feet  at  a  low  stage  of  water.    The  work  was  commenced  in  1866, 
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and  was  aDnually  prosecuted  by  oontract,  acciH'ding  to  tbe  speei&ca- 
tions  then  adopted,  aotil  tbe  close  of  tbe  workiug-season  of  J872.  In 
cprnplianee  witb  tbe  request  cootained  in  a  coomiuQioatioa  of  Deoem- 
ber  23, 1872,  from  a  committee  of  tbe  Chamber  of  Commeree  of  Toledo, 
Ohio,  wbioh  was  Ffofeired  to  tbe  Chief  of  Eagioeers,  tbe  sabjeot  of  tbe 
improvemeot  and  preserration  of  the  bapbor  was  submitted  to  a  Board 
of  Eagiaaers,  with  instrootioDS  to  report  a  plsA  for  aecomplisbing  tbe 
ol^eots  naioed,  one  ^'  affordipg  an  eotraooe-cbannel  of  oot  less  than  U^ 
feet  depth  at  tbe  lowest  stage  of  water,  and  of  sacb  width  and  dimen- 
sions as  tbe  nature  and  extent  of  tbe  oommeree  of  that  harbor  made 
desirable."  The  rei)ort  of  the  Board  is  to  be  found  published  among 
tbe  congressional  documents  of  the  Forty-second  Congress,  third  ses- 
sion, House  of  Bepresentatives,  Ex.  Doc  No.  92.  Beference  to  this  re- 
port is  respeptfully  requested,  as  it  is  fully  descriptive  of  Maumee  Biver 
and  Bay,  and  states  tbe  essential  requirements  to  fulfill  tbe  desired 
needs  of  tbe  problem  under  consideration. 

In  submitting  tbe  report  tbe  Chief  of  Engineers  briefly  recapitulated 
the  three  plaus  of  improvement  as  follows : 

The  first  (plan)  being  a  prqject  for  a  straight  cut  through  North  Cape  Poitit|  thcf  esti- 
mated cost  of  which  is  $l,85d^&00. 

This  plan  starts  from  the  inner  and  middle  ranges  of  the  natural 
channel,  and  precludes  the  necessity  of  also  closing  the  present  outlet 
into  the  bay  of  Ten-Mile  Bun — called  in  the  report  Ottawa  Biver — by 
a  dam,  and  by  making  a* new  one  direct  into  the  lake  by  a  cut  through 
the  North  Cape.  The  length  of  this  cut  from  Presque  Isle  Point,  mouth 
of  Maumee  Biver,  to  deep  water  of  Lake  Erie  would  be  7.3  miles,  or  1.1 
shorter  than  the  present  or  natural  channel. 

The  aeooDd  plan,  which  is  a  modification  of  the  preceding,  proposes  to  extend  the 
river  through  the  bay  and  North  Cape  to  Lake  Erie,  confining  the  river- water  in  a  new 
channel  of  abont  the  same  dimensions  as  its  natural  bed.  The  estimated  cost  of  this 
project  is  $3,074,500. 

This  plan  the  Board  considers  the  most  complete  solution  of  the  problem  before  it, 
the  result  of  which  can  be  predicted  with  the  most  certainty.. 

This  wonld  be  simply  the  extension  of  tbe  banks  by  the  construction 
of  two  lines  of  pier  revetments  for  the  protection  of  both  sides  of  the 
proposed  new  channel  from  the  month  direct  to  Lake  Erie ;  and  as  the 
Board  remarks,  it  must  not  be  understood  that  it  is  a  part  of  this  pro- 
ject to  dredge  a  through-cut  900  feet  wide,  ^^  because  there  is  a  possibil- 
ity that  the  river-currents  will  of  themselves  dredge  out  this  channel  to 
the  same  depth  as  the  natural  channel  above,''  the  process  being  similar 
to  that  now  taking  place  at  the  mouth  of  the  Mississippi. 

The  third  plan  is  to  improve  the  existing  natural  channel  through  Maumee  Bay,  the 
estimated  cost  of  which  is  9450,000. 

This  plan  the  Board  recommended  for  adoption  for  the  several  reasons 
stated  in  tbe  report.  The  principal  one,  and  a  very  important  one,  is 
that  it  is  the  least  expensive,  and  that  the  estimated  cost  of  either  of 
the  other  plans  would  exceed  any  probable  appropriation  that  Congress 
is  likely  to  make  for  this  harbor  until  its  importance  is  more  clearly 
demonstrated. 

In  the  ^^  act  making  appropriations  for  the  repair,  preservation,  and 
completion  of  certain  public  works''  of  river  and  harbor  improvement, 
approved  June  23, 1866,  and  to  which  the  atten  tion  of  the  officer  in  charge 
bas  been  invited  by  the  Chief  of  Engineers,  the  question  is  propounded, 
*^As  far  as  practicable,  what  amount  of  commerce  and  navigation  would 
be  benefited  by  the  completion  of  each  particular  work?"    The  most 
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reliable  and  instractive  aoHwer  to  this  questiou,  as  regards  this  harbor » 
can  be  found  in  an  elaborate  and  carefully-prepared  paper  entitled  ^^The 
Eighteenth  Annual  Report  of  the  Trade  and  Commerce  of  the  city  of 
Toledo,  T.  Wales,  secretary."  The  statistics  therein  furnished  will  con- 
vey in  a  well  defined  manner  the  importance  of  the  trade  of  Toledo,  aud 
the  shipments,  both  foreign  and  domestic,  of  flour  and  grain  and  mis- 
cellaneous articles  of  produce.  The  following  tables  form  but  a  brief 
synopsis  of  the  statistics  furnished  by  the  authority  above  mentioned  : 

Statement  of  shipments  of  flour  and  grain  by  lake  from  the  port  of  Toledo  during  the  seaatnt 

of  navigation  in  1676. 

KECAPITULATION. 


Whither. 

Wlxeat. 

Con. 

Oato. 

To  Amerioaa  ports , 

ButheU. 
3,St3,J»4 

sn.sss 

BushOs. 
2,678,653 

1,588,722 

BuAHs. 
165,  219 
531  091 

To Oftnu^lfAn  port*   ...TT ,r 

Total • 

3, 730,  T79 

4,4«7,375 

696.310 

• 

Total  BhiDinents  of  flour 1 

harrelfl 

24  066 

Total  shipmenU  of  grain 

•  •••■••••  ••• 

...baahela.. 

8,294.464 

Grand  total  flonr  to  wheat bushels. 


9, 014,  794 
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Slalment  showing  the  shipments  of  misoellaneous  products  by  lake  from  thej^t  of  Toledo 

during  the  season  of  1876. 


Articles. 

t 

Oftk  timber enb.  ft 

8taT«« Ko. 

Ash  lumber feet 

BUck-walnat  lumber do. . 

TobMoo bhd«. 

Piff-inm , toDS 

P«t»io6« bbls. 


Quantity. 


648.500 

1,  OA.  716 

107.000 

S,  040. 336 

1.071 

8,810 

900 


Articles. 


Quantity. 


Oil bbls 

Fisb T»k^ 

G-rssB-seed •  osgs 

Mill-feed tons. 

Coal do.. 

Hay do.. 


55 
8,050 
74 
48 
536 
90 


The  foregoing  interesting  statement  shows  the  amount  of  lake  com- 
merce benefited  during  the  year  1876,  and  there  is  every  reason  to  be- 
lieve that  it  will  be  largely  Increased. 

Since  the  commencement  of  the  present  year  a  new  railropid,  the  Go- 
lambas  and  Toledo,  has  been  completed,  and  has  its  termious  on  the 
river.  The  company  has  been  engaged  lately  ip  the  construction  of  an 
immense  dock  on  the  riverfront,  preparatory  to  the  shipment  by  the 
lake  of  large  quantities  of  gi*ain,  coal*  lumber,  and  other  products  from 
the  interior  of  the  State,  and  from  further  south.  In  addition  to  the 
Columbus  and  Toledo  Railway,  the  following  are  the  several  sources  of 
sapply  and  shipment :  The  Detroit  and  Toledo :  Canada  Southern ;. 
Toledo  and  Chicago  Air-Line ;  Wabash ;  Lake  Shore  and  Michigan 
Southern  ;  Dayton  and  Michigan  ;  Toledo,  Tiffin  and  Eastern,  (Penn- 
sylvania Central ;)  Atlantic  and  Lake  Erie  Bailways ;  the  Miami  and 
£rie  Ganal ;  the  lakes ;  and  the  home  manufactures. 

The  plan  as  finally  adopted  consisted  in  dredging  out  the  natural  or 
existing  channel  to  a  width  of  250  feet  at  the  top,  and  200  at  the  bot- 
tom, with  a  depth  of  15  at  an  average  stage  of  low  water ;  also  that  the 
sweeps  at  the  angles  or  elbows,  of  which  there  are  four,  shall  be  bo 
rounded  that  veasels  will  be  able  to  pass  from  one  reach  to  another  with- 
out difficulty.  The  work  has  been  prosecuted  by  contract.  During  the 
season  of  1876  operations  were  not  undertaken,  as  the  balance  remaining 
on  hand  was  not  sufficient  to  justify  it,  and  the#  authority  to  spend  a 
portion  of  the  succeeding  appropriation  was  received  too  late  to  accom- 
plish apy  thing.  The  dredging  was  resumed  on  the  30th  of  April  of  this 
year,  a  contract  dated  April  18  having  been  entered  into  with  William 
Richardson,  of  Buffalo,  N.  Y. ;  the  amount  to  be  expended  not  to  ex- 
ceed the  first  allotment  of  $22,500  from  the  appropriation  of  860,000 
approved  August  14, 1876,  the  use  of  which  had  been  authorized  Sep- 
tember 14, 1876.  Two  dredges  were  placed  at  work  on  the  north  or 
outer  reach  of  the  channel,  but  subsequently  one  was  removed  to  the 
southwest  reach.  On  the  18th  of  Jnne  a  second  contract,  the  amount 
to  be  limited  to  the  unallotted  balance,  $37,500,  was  made  with  Orville 
J.  Jennings,  of  Dunkirk,  N.  Y.,  to  place  three  additional  dredges,  with 
the  necessary  tugs,  dumping  scows,  and  other  appliances,  on  the  work. 
Two  were  accordingly  placed  in  position  on  the  25th  of  the  same  month, 
and  immediately  commenced  operations.  The  contractor  was  authorized 
by  the  Secretary  of  War  to  extend  the  time  until  the  10th  of  July  for  the 
third  to  arrive  in  the  harbor;  and  it  may  be  here  stated  that  it  arrived 
promptly  on  the  designated  day.  The  three  last  dredges  were  also  placed 
at  work  on  the  outer  or  north  reach  at  the  entrance  of  thechannel,  opposite 
Turtle  Island.  *  During  the  months  of  May  and  June  the  dredges  have 
cut  and  raided  44,541  cubic  yards  of  sand  and  clay,  which  was  towed  out 
and  dumped  into  deep  water  of  the  lake.  By  the  terms  of  the  two  con- 
tracts, there  will  be  removed  from  thechannel  nearly 380,000cubic  yards 
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of  material.  No  exact  estimate  can  be  made  as  to  the  qaantity  which 
will  require  removal  in  order  to  complete  the  chaoQel  to  its  fall  dimen- 
sions durinf^  the  fivscal  year  ending  June  30,  1879,  as  the  filling  in  of  the 
dredged  cut  is  being  effected  to  a  greater  or  less  extent  through  the 
winter  and  spring  months,  and  during  the  occurrence  of  severe  gales  on 
the  lake.  The  filling  or  washing  in  can  only  be  prevented  by  the  pro- 
tection of  the  two  sides  of  the  channel  by  a  facing  of  some  mat^erial  suf- 
ficiently durable  and  laid  in  accordance  with  any  one  of  the  plans  usu- 
ally adopted  for  the  purpose,  such  as  revetment  constructed  of  sheet-pil- 
iug  through  the  bay,  and  piers  of  crib-work  extending  out  into  the  lake. 
When  this  is  done  the  improvement  can  be  more  readily  considered  as 
entire  and  permanent.  It  is  estimated  that  an  appropriation  of  $110,000 
will  be  required  to  execute  the  plan  as  adopted,  and  the  entire  amount 
can  be  profitably  expended  during  the  year.  Small  annual  expenditures 
will  have  to  be  made  after  the  completion  of  the  first  thorough  cut 
throughout  its  entire  length,  in  order  to  dredge  such  material  as  may 
be  subsequently  washed  in  by  the  waters  of  the  bay. 

The  following  is  a  statement  of  the  amounts  and  date  of  all  former 
appropriations  for  this  work  of  improvement,  including  the  year  ending 
June  30,  1877  : 


18«6 $-20,000  00 

1867 20,000  00 

1869 29,700  00 

1870 50,000  00 

1871 50,000  00 

1872 15,000  00 


1873 $100,000  00 

1874 75.000  00 

1875 75,000  00 

1876 60,000  00 

Total 494,700  00 


Abstract  of  bid8  received  and  opened  at  12  o'clock  noon  of  the  ith  of  Aprils  for  improtittg 

harbor  at  Toledo,  Ohio, 


Name  of  bidder. 


Beaidence. 


Edwin  H.]rrench Falton.N.  Y  .... 

EliasSims Cleveland,  Ohio. 

P.Smith I do 


Thomas  M.  Hobble 

Charles  S.  Barker 

John  Hanter 

John  Kelly 

T.  H.  Walsh  and  Bobert  J.  Hackett 

O.  J.  Jennings ;  Dnnkirk,  N.  Y 

M.  J.  Wilcox ,  Toledo,  Ohio  . - 

William  Richardson ,  Buffalo,  N.  Y . . 


Saginaw  City.  Mich. ... 
Sault  Ste.  Marie,  Mich. 
Sterling  Vallev,N.Y... 

Cleveland,  Ohio 

Detroit,  Mich 


ACB 


Oentt. 
84 
94 
22 
90 
30 
19 
19 

15 
15 
12* 


Abstract  of  bids  received  and  opened  at  12  o^clock  noon  of  the  2Qth  of  ATay,  1877, /or  iwpror- 

ing  harbor  at  Toledo^  Ohio, 


Name  of  bidder. 


Patrick  Smith 

Ednrin  H.  French 

William  S.  Larkln  and  Nath.  Stickney 

William  Richardson 

Orville  J.  Jennings 


Cleveland,  Ohio 

Fulton,X.Y 

Eant  Saginaw,  Mich 

Baffalo,X.  Y 

Dunkirk,N.Y 
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The  first  contrar^t  was  awarded,  with  the  approval  of  the  Chief  of  Engi- 
neers, to  William  Richardson,  of  Buttalo,  N.  Y.,  and  will  expire  on  the 
1st  day  of  Octobtr,  1877,  and  the  second  to  Orville  J.  Jennin<:^s,  of 
Dankirk,  N.  Y.,  which  will  close  on  the  3lst  of  August,  1878,  and  ex- 
haust the  appropiiation  of  $60,000  approved  August  14,  1876. 

There  is  a  lij^ht-boase  on  Tnrtle  Island,  at  tlie  entrance  to  Manmee  Bay,  and  tbrec 
seta  of  range-lights  for  the  same  channel ;  the  light  which  marks  the  harbor  is  a  fixed 
white  ot  the  fourth  order.  The  nearest  defensive  work  is  Fort  Wayne,  near  Detroit, 
distant  45  m  lea. 

Toledo  harbor,  Ohio,  is  in  the  collection-district  of  Miami. 

Amoant  of  revenue  coUected  during  the  fiscal  year  ending  June  30,  1877,  as  follows  : 

From  dnties  on  imports,  (coin) $20,738  93 

From  other  son rces,  (currencj") 6,269  82 

ToUl 27,008  75 

Entrances  and  clearances  of  foreign  vessels  during  the  fiscal  year  end- 
ing June  30, 1877  ;  number,  40c5;  t-unnage 117,116  tons. 

Entrances  and  clearances  of  American  vessels  from  and  to  foreign  ports ; 
number,  98  ;  tonnage 14,934  tons. 

Entrances  and  clearances  of  coasting-vessels ;  number,  2,713 ;  tonnage  of 
same 762,286  tons. 

Total  vessels,  3,219;  tonnage 894,^338  tons. 

Money  statement, 

Jnly  1,  1876,  amount  Available ^4, 160  67 

Amount  appropriated  by  act  approved  August  14,  1876 60,  000  00 

64,180  67 
Jaly  1, 1877,  aniouat  expended  during  fiscal  year 13,  411  32 

Joly  1, 1977,  amount  available 50,769  35 

Amount  (estimated)  required  for  completion  of  existing  project 110,  000  OU 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.  110, 0<)0  00 


EE  3. 

IMPROVEMENT  OF  PORT  CLINTON  HARBOR,  OHIO. 

As  by  data  furnished  in  previous  reports  by  the  officers  in  charge,  a 
sarvey  and  estimate  for  the  improvement  of  this  harbor  were  made  in 
1867,  and  printed  in  the  Eeport  of  the  Chief  of  Engineers  for  1868.  The 
estimate  (approximate)  was  $89,000.  A  second  survey  (with  a.  new 
project  and  estimate)  was  made  in  1870;  (see  Report  of  Chief  of  Engi- 
neers for  1871 ;)  the  estimated  cost  of  this  project  was  $120,000.  The 
plan  first  adopted  consisted  in  deepening  by  dredging  to  the  depth  of 
8  feet  the  long  and  narrow  channel  leading  from  the  mouth  of  Portage 
River  into  deep  water  of  the  lake;  also  by  running  a  timber  revetment 
1,000  feet  in  length  along  the  peninsula  on  the  north  side  of  the  river 
at  its  entrance  for  the  purpose  of  protecting  it  against  abrasion  by 
the  waves  from  the  lake  side,  and  to  act  as  an  impediment  to  the  con- 
stant encroachment  or  drifting  of  the  sand  into  the  channel.  The  iirst 
appropriation  for  the  work  was  made  in  1872,  and  the  work  of  dredging 
was  then  commenced;  the  cut  made, however,  was  soon  filled  up  by  the 
washing  back  into  the  channel  of  the  material  taken  out.  Subsequently 
the  revetment  or  catch-sand  feuce,  on  the  spit  forming  the  left  side  of 
the  entrance  to  the  river,  was  constructed  and  has  answered  the  pur- 
pose in  checking  the  movement  of  sand  very  satisfactorily.  The  plan 
now  adopted  for  the  improvement,  in  connection  with  the  revetment  to 
which  reference  has  just  been  made,  consists  in  forming  an  artificial 
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harbor  by  confining  the  flow  of  the  river  and  directing  the  course  of  its 
current  toward  the  nearest  point  of  deep  water  of  the  lake;  c^bout  along 
the  line  where  fornaerly  the  oldest  known  channel  existed.  For  thia 
purpose  it  is  intended  to  build  a  canal,  faced  on  each  side  by  a  revet- 
ment, or  strong  sheeting  of  thick  plank,  strongly  supported  by  rows  of 
closely  driven  piles;  the  whole  firmly  framed  together  by  heavy  timber 
and  protected  at  the  bottom  by  fascines  or  mill-clippings,  loaded  down 
by  riprap  of  loose  blocks  of  stone  to  resist  the  accioa  of  the  current^ 
thus  preventing  undermining.  The  work  on  this  plan  was  commeDced 
in  1875,  and  continued  until  the  appropriation  for  that  year  was  ex- 
hausted. By  the  30th  of  June  the  west  line  of  revetment  was  extended 
from  the  end  of  the  first  sand-catch  fence  northeastwardly  into  the  lake 
for  a  distance  of  840  feet.  The  anticipated  effect  of  opening  a  new  chan- 
nel along  it,  from  the  scouring  effort  of  the  river-current,  was  only  par- 
tially successful,  the  tough  clay  of  the  bottom  resisting  with  great 
tenacity  a  further  tendency  toward  the  accomplishment  of  that  purpose. 
In  constructing  it  nature  must  be  assisted  by  dredging  out  a  cut  through 
the  canal  as  soon  as  the  sides  are  completed.  No  work  was  accom- 
plished during  the  year  1876.  The  expenditure  of  the  appropriation  of 
$5,000  for  that  year  was  not  authorized  until  the  early  part  of  May  of 
this  one.  As  soon  as  a  project  for  the  continuance  of  the  work  could 
be  submitt'Cd  to  and  approved  by  the  Chief  of  Engineers,  after  an  in- 
spection of  the  portion  executed  had  been  made  and  careful  soundings 
taken  previously  to  ascertain  the  effect  produced  upon  the  channel,  by 
the  construction  of  the  first  revetment,  the  necessary  arrangements 
were  made  for  commencing  operations  as  soon  as  practicable.  The 
material  is  to  be  purchased  in  open  market,  and  the  work  to  be  done 
by  day  labor.  The  construction  of  the  second  revetment,  on  the  easit 
side  of  the  entrance*  to  the  river,  was  only  commenced  on  the  25th  of 
June,  after  the  necessary  piles  and  timber  had  been  furnished  and 
rafted  to  the  locality.  By  the  end  of  the  fiscal  year  very  little  had  been 
accomplished.  The  length  of  the  new  revetment,  similar  in  construc- 
tion to  the  one  already  in  position,  will  be  built  out  as  far  as  the  very 
limited  appropriation  will  admit ;  it  will  terminate  in  a  bulkhead  nearly 
opposite  the  first  one.  For  the  present  a  clear  way  of  150  feet  will  be 
left  open  to  enable  vessels  to  use  the  old  channel,  the  latter  to  be  built 
across  and  closed  up  at  some  future  time,  as  soon  as  a  new  appropriation 
can  be  obtained.  The  width  of  the  artificial  harbor  along  the  first  sec- 
tion is  to  be  nearly  the  same  as  that  of  the  river,  over  300  feet,  so  as 
not  to  obstruct  too  much  the  flow  upon  the  breaking  up  of  the  ice  at 
the  opening  of  spring.  The  length  of  that  portion  of  the  canal  to  be 
completed  during  the  present  working- season,  probably  by  the  end  of 
August,  will  be  about  800  feet.  From  its  terminal  point  to  a  depth  of 
10  feet  of  water  in  the  lake,  suf&cient  for  present  purposes,  the  distance 
is  about  900  feet.  This  section  of  the  work,  owing  to  its  greater  exposure 
to  the  action  of  storms,  will  have  to  be  constructed  with  jetties,  or  the 
usual  crib- work  filled  with  stones,  and  covered  by  a  flooring  of  thick 
plank.  Between  the  jetties  of  this  part  the  passage-  way  will  be  narrowed 
to  200  feet,  so  as  to  give  greater  velocity  to  the  river-current,  and  by 
this  means  remove  to  a  great  extent  the  deposits  which  may  have  a 
tendency  to  form  in  the  channel. 

Although  from  the  examinations  recently  made  it  is  evident  that  the 
swift  current  of  the  river,  accelerated  by  spring  freshets,  has  a  tendency 
already  to  open  a  channel  along  the  center  of  the  proposed  canal,  and 
on  the  line  of  least  distance  to  a  suitable  depth,  still  a  narrow  cut  will 
in  all  probability  have  to  be  dredged  throughout  its  entire  length  to  aid 
the  action  of  the  water. 
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It  is  estimated  that  an  appropriation  of  $75,000  will  be  necessary  for 
the  fiscal  year  ending  June  30, 1879,  to  insare  the  entire  completion  of 
this  work  of  improvement.  It  can  be  safely  anticipated  that  when  once 
accomplished  the  Portage  River,  with  its  waters  slightly  contracted  and 
its  coarse  straightened,  will  scour  by  its  velocity  and  keep  open  the 
channel,  so  that  little  if  any  work  of  dredging  will  be  afterwards 
required.  As  the  jetties  will  be  subjected  to  severe  storms  and  heavy 
pressure  from  the  ice  of  winters^  there  will  no  doubt  be  occasional  work 
needed  to  repair  any  damages  or  destruction  that  may  occur  to  them  ; 
they  cannot,  therefore,  be  considered  permanent  structures,  and  will 
always  require  more  or  less  attention.  It  can  at  present  be  but  mere 
conjecture  what  amount  of  commerce  and  navigation  would  be  betiettted 
by  the  completion  of  this  particular  work ;  the  amount  of  revenue  col- 
lected for  the  last  few  years  has  certainly  not  been  large.  I'he  follow- 
ing statement  shows  the  amounts  appropriated  and  allotted  for  this  work 
of  harbor  improvement,  including  the  fiscal  year  ending  June  30, 1877  : 

1872 18,000  00 

1873,  aUotted  frooi  appropriation  for  contiageticiea  of  rivers  and  harbors ...  2, 000  00 

1*^5 5,000  00 

1876 5,000  00 

total 20,000  00 

The  nearest  defensive  work  is  Fort  Wayne,  below  Detroit,  60  miles  distant.  There 
is  a  ligbt-honse  tower  in  Port  Clinton,  bat  the  light  was  extinenished  several  years 
ago ;  tne  nearest  lieht-honse  now  in  use  is  at  Green  Island,  10  miles  north. 

Port  Clinton  Harbor  is  in  the  ooUeotion-district  of  Bandnsky,  Ohio. 

Amount  of  revenue  collected  dnring  the  fiscal  year  ending  the  30th  of  Jnnej  1877, 
$104.55. 

Entrances  and  clearances  daring  the  fiscal  year  ending  Jane  30,  1877:  namber  of 
vessels,  484 ;  tonnage  of  the  same,  30,223  tons. 

Money  statement. 

Jaly  1, 1876,  amonnt  available $16  20 

Amount  appropriated  by  act  approved  August  14, 1876 5, 000  00 

5, 016  20 
Jaly  1, 1877,  amoant  expended  daring  fiscal  year «...         66  27 

July  1, 1877,  amount  available 4,929  93 

Amount  (estimated)  reonired  for  completion  of  existing  project 75, 000  00 

Amonnt  that  can  be  profitably  expended  in  fiscal  year  ending  Jane  30, 1879  . .  75, 000  00 


EE  4. 

IMPROVEMENT  OF  SANDUSKY  CITY  HARBOR,  OHIO. 

From  the  last  annual  report,  1876,  of  my  predecessor  in  charge  of 
this  work  of  Improvement,  the  following  extract  is  made : 

The  original  works  of  improvement  of  this  harbor  consisted  in  a  pier  or  crib-work 
for  the  protection  of  Peninsula  Point,  a  projection  from  the  nort'h  side  of  Sandusky 
Bay,  between  which  and  Cedar  Point,  on  the  southeast,  was  the  entrance  to  the  bay. 
These  works  and  the  point  on  which  they  stood  have  long  ago  disappeared,  having 
been  destroyed  by  the  lake,  and  in  1859  nothing  remained  either  of  point  or  pier. 

The  plan  snbseqaently  adopted  consists  in  dredging  oat  the  nataral 
ship-channel  to  the  eastward  of  Johnson's  Island,  known  as  the  west 
channel.  Some  discnssions  were  had  relative  to  the  merits  of  what  is 
called  th^  east  channel,  which  runs  close  aronnd  the  west  end  of  Cedar 
Point,  and  then  points  in  a  more  direct  line  toward  the  city  front;  bat 
for  the  reasons  assigned  in  the  report  of  the  engineer  then  in  charge 
the  west  channel  was  preferred,  although  longer  and  more  tortuoas. 
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To  render  tbe  east  channel  serviceable  a  cut  of  about  700  feet  would 
have  to  be  dredged  in  its  prolongation  over  a  shoal  or  sand  flat  having 
but  5  or  6  feet  of  water  upon  it.  There  is  already  evidently  a  tendency 
on  the  part  of  the  lake  to  wash  a  channel  through  it.  The  dredging  of 
the  natural  channel  is  now  progressing  in  conformity  with  the  specifica- 
tions of  the  plan;  the  width  is  to  be  200  feet,  with  a  depth  of  15. 
There  was  no  work  executed  during  the  working-season  of  1876;  it  was 
resumed,  however,  on  the  2d  of  May  of  this  year,  a  contract  having 
been  entered  into  with  Minot  Ingalls  Wilcox,  of  Toledo,  Ohio,  one 
dredge  being  then  placed  in  the  cut;  on  the  17th  of  June  a  second 
dredge  was  also  set  to  work,  agreeable  to  articles  of  agreement  wade 
with  Orville  J.  Jennings,  of  Dunkirk,  jS^.  Y.  The  two  have  been  operat- 
ing respectively  until  the  close  of  the  fiscal  year  in  widening  the  sweeps 
at  the  two  most  prominent  ell)ows  of  the  channel.  As  soon  as  the 
desired  width  and  depth  are  obtained  along  the  sweeps  and  reaches  be- 
tween the  15  foot  curve  at  the  outer  extremity,  and  the  12  foot  curve  at 
tlie  inner  end  of  the  cut,  it  is  proposed  to  extend  the  latter  about  2,500 
feet  toward  the  city  front  along  the  line  of  deepest  water. 

Twenty -six  thousand  six  hundred  and  seventeen  cubic  yards  of  sand 
and  clay  have  been  dredged  and  removed  by  scows  into  deep  water  of 
the  lake.  By  the  terms  of  the  two  contracts,  which  are  exceedingly  low 
this  year  in  comparison  with  former  ones,  it  is  expected  to  remove  by 
the  close  of  the  fiscal  year  ending  June  30,  1878,  over  150,000  cubic 
yards  of  material  from  the  channel ;  this  quantity  when  taken  out  will 
about  finish  the  section  from  the  12foot  curve  out  into  the  lake.  To 
complete  tbe  entire  cut  until  it  reaches  the  line  of  docks  along  the 
city  front  it  is  estimated  that  $20,000  will  be  required,  and  that 
sum  can  be  profitably  expended  during  the  fiscal  year  ending  June  30, 
1879.  What  amount  of  commerce  and  navigation  would  be  benefited 
by  its  completion  cannot  now  be  practically  determined ;  the  sources  of 
receipt  and  supply  are  by  the  Lake  Shore  and  Michigan  Southern,  the 
Cleveland,  Sandusky  and  Cincinnati,  and  the  Sandusky,  Mansfield  and 
Kewark  (Baltimore  and  Ohio)  Railways,  and  by  the  lakes.  The  entire 
length  of  the  cut  is  ^  miles.  No  estimate  for  permanent  improvement 
can  be  given,  as  the  channel,  being  unprotected  on  its  sides,  will  grad- 
ually fill  up  unless  kept  open  by  dredging. 

Abstract  of  bids  for  Sandusky  City  Harbor,  received  and  opened  at  noon  on  the  4th  dojf  of 
Jprilj  1877,  agreeable  to  first  allotment  made  from  the  appropriation  approved  Avgust  14, 
1876. 


If  ame  of  bidder. 


Restdenoe. 


John  Hunter 

Ezra  Williama  and  John  H.  Upham , 

John  Sims 

P.  Smith 

John  Kelly 


Sterling,  N.Y... 
Dnlnth,  Minn... 
Cleveland,  Ohio. 

do 

do 


Edwin  H.  French '  Pulton,  N.Y 


O.  J.  Jennings 

Charles  S.  Barker 

T.  H.  Walsh  and  Robert  J.  Hackett 

Willinui  Kichardsou ,  Buffalo,  N.V 

M.I. Wilcox I  Toledo, Ohio 


Dunkirk,  N.Y 

Sault  Ste.  Marie,  Mich. 
Detroit.  Mich 


it 

8? 

£1 


OenU, 
20 
9S 
80 
19 
18 
17 
17 
16 
33 


By  the  approval  of  the  Chief  of  Engineers  this  contract  was  awarded 
to  Minot  Ingalls  Wilcox. 
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Jhstraef  of  bids  for  Sandusky  City  Barbery  received  and  opened  at  noon  on  Ike  26th  day  of 
May,  1877,  agreeable  to  second  allotment  from  the  appropriation  approved  August  14, 1876. 

I  I  it 

Name  of  bidder.  Besidence.  ,  •  o 


Edwin  F.FroBch Fulton,  N.Y 

Patrick  Smith I  CleveUnd.  Ohio 

William  &  Carkin  and  Katt.  Stlekoey Kant  Sajsinaw,  Mich 

William  Richard  Ron «nffi*lo.  N.  Y 

Minot  Ini^la  Wilcox Toledo.  Ohio 

OrriUe  J.  Jennicgs I  Dunkirk,  N.  Y 


Cents. 
35 
90 

15 

11 


By  the  approval  of  the  Chief  of  Engineers  this  contract  was  awarded 
to  Orville  J.  Jennings. 

There  is  »  light-hoase  on  Cedar  Point,  on  the  sontb  aide  of  the  entrance ;  the  li^ht 
is  a  fixed  white  of  the  fifth  order.  Fort  Wayne,  below  Detroit,  is  the  neai-et»c  defensive 
work, miles  distant. 

Sandasky  City  Harbor  is  in  the  collection-district*  of  Sandnsky,  Ohio. 

Amonnt  of  revenoe  collected  daring  the  fiscal  year  ending  June  30, 1H77,  ^3,128.10. 

Entrances  and  clearances  daring  the  fiscal  year  ending  Jane  30,  1877 :  number  of 
vessels,  3,215 ;.  tonnage,  518,543  tons. 

The  amonnts  appropriated  in  each  year,  ap  to  and  including  June  30, 
1877,  are  as  follows : 


1844 $15,000 

lSi2 15,000 

1864 10,000 

1866 38,580 

1870 10,000 


1872 $1.3,000 

1873 25,000 

1874 25,000 

1875 25,000 

1876 25,000 


Sum  total 201,580 

Money  statement. 

July  1, 1876,  amonnt  available.... $106  77 

Amonnt  appropriated  by  act  approved  August  14, 1876 25, 000  00 

25, 106  77 
July  1, 1877,  amount  expended  dnring  fiscal  year 3,334  86 

July  1, 1877,  amount  available 21,771  91 


Amount  (estimated)  reqnired  for  completion  of  existing  project 20, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879 .      20, 000  00 


EE5. 
IMPROVEMENT  OF  HURON  HARBOR,  OHIO. 

The  improTement  of  this  harbor  consists  in  the  building  of  two  par- 
allel piers  of  crib- work,  filled  with  loose  stone  and  covered  with  a  heavy 
plaok  flooring  which  form  the  sides  of  a  canal  or  artificial  harbor;  it 
extends  from  the  month  of  the  river  Huron  in  a  northeast  direction 
for  1,040  feet,  until  it  reaches  a  depth  of  12  feet  of  water  in  the  lake,  and 
is  120  feet  in  width  ;  the  channel  is  12  feet  in  depth.  The  work  was 
commenced  in  1826  and  completed  in  1866.  Since  then  some  minor  re- 
pairs have  received  attention.  During  the  fiscal  year  no  additional 
work  was  executed ;  but  an  inspection  on  the  last  day,  the  30th  of  June, 
found  that  several  planks  of  the  flooring  had  been  removed,  and  some 
stone  taken  from  the  crib-work  for  ballast ;  the  covering  on  the  shore 
wing  of  the  west  pier  is  almost  entirely  gone,  and  a  large  quantity  of 
the  loose  stone  removed  from  it.  With  these  exceptions  the  harbor  is 
in  good  condition ;  a  small  appropriation  of  $1,000  is  required  for  the 
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purpose  of  attending  to  the  few  repairs  now  needed,  and  in  anticipation 
of  similar  ones  for  the  fiscal  year  ending  June  SO,  1879. 

There  is  a  light-bonse  on  the  head  of  the  west  pier,  and  an  elevated  walk  placed 
npon  the  latter  fur  the  use  of  the  keepers ;  the  light  is  a  fixed  white  of  the  fourth 
order.    Fort  Wayne,  below  Detroit,  70  miles  distant,  is  the  nearest  defensive  work. 

Huron  Harbor,  Ohio,  is  in  the  Sandusky  collection-district.  Judging  from  the  re- 
ports of  the  past  years,  the  amount  of  commerce  and  navigation  benefited  by  the  com- 
pletion of  this  work  has  not  been  large. 

Amount  of  revenue  collected  for  year  ending  June  30, 1877,  $42.40. 

Entrances  and  clearances  daring  the  year  ending  June  30, 1877:  nnmber  of  vessels, 
124 ;  tonnage,  21,104  tons. 

The  following  statement  shows  the  amount  appropriated  each  year, 
ap  to  and  including  1876,  for  the  work  of  this  harbor  improvement : 

1826 $5,000  00  '  1P38 $5,000  00 

1844 5.000  00 

1852 10.000  00 

1W)6 39.000  00 

1874 1,500  00 

1975 1,000  00 


1828 4.413  35 

1829 5,935  00 

IKU) 1,880  3(5 

1831 3,480  00 

1832 1,500  00 

18.34 6,700  00  ,  

1836 4,300  00  Total 97,273  71 

1837 2,565  00  j 

Money  statennenU 

July  1,  1876,  amount  available |l^  17 

July  1,  1877,  amount  available 189  17 

Amount  (estimated)  required  for  repairs 1,000  00 

Amount  thut  can  be  profitably  expended  in  fiscal  year  ending  Jnne  30,  1879.  1,000  00 


££6. 

IMPROVEMENT  OF  VERMILLION  HARBOR,  OHIO. 

The  plan  of  this  improvement  consists  partially  in  the  building  of  two 
parallel  piers  from  the  mouth  of  the  Vermillion  Biver,  which  streteh 
northerly  into  the  lake,  forming  the  sides  of  a  canal.  The  latter,  as  now 
completed,  terminates  in  12  feet  of  water;  its  length  is  very  nearly  1,250 
feet  and  width  100  feet.  The  work  has  been  extended  at  different  times 
to  its  present  dimensions.  To  complete  the  improvement,  the  channel 
between  the  entire  length  of  the  piers  and  beyond  their  heads  has  still 
to  be  deepened  at  places  to  the  required  depth  of  14  feet  and  proper 
width  of  100  feet,  by  blasting  and  removal  of  rock  from  its  bottom,  also 
by  the  dredging  of  sand  and  gravel  deposited  along  its  length,  and  out 
into  the  lake  as  far  as  the  14-foot  curve.  Some  slight  repairs  are  re- 
quired to  the  east  and  west  piers.  Owing  to  the  smallness  of  the  appro- 
priation, and  it  being  deemed  to  the  best  interest  of  the  Gk)vernment,  it 
was  recommended  to  the  Chief  of  Engineers,  and  approved  by  him,  that 
the  improvement  as  commenced  be  carried  on  until  the  funds  become 
exhausted ;  the  material  for  the  work  to  be  purchased  in  open  market, 
and  that  it  be  executed  by  hired  labor. 

As  the  authority  for  its  application  was  only  received  in  May,  and 
some  little  time  being  exhausted  in  the  preparation  of  a  project  for  its 
expenditure  to  be  submitted  for  the  required  approval,  it  was  late  in  the 
fiscal  year  before  any  action  could  be  taken  toward  the  accomplishment 
of  the  work.  At  the  close  of  the  year  no  proposition  had  been  definitely 
made  by  any  of  the  parties  competent  to  perform  the  labor  required, 
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althongh  terms  for  blasting  and  dredging  had  been  invited  from  those 
eD^g^  in  the  business*  Among  the  reasons  assigned  for  nor^  being 
willing  to  undertake  the  work  were  that  the  amount  appropriated  is  too 
small  to  pay  for  the  extra  expense  of  fitting  out  a  dredge  with  the  aec* 
essary  appliances  for  blasting  under  water,  and  that  the  Cost  and  risk  in 
sending  it  to  and  bringing  it  back  from  the  locality  were  too  great  for  the 
small  amount  of  work  to  be  done ;  these  expenses  would  demand  a  price 
that  would  seem  excessive. 

As  soon  as  the  necessary  arrangements  can  be  made,  the  improve- 
ment will  be  cbntinued  as  rapidly  and  as  far  as  possible  during  the  pres- 
ent working  season.  To  finish  drilling,  blasting,  and  removal  Af  rock,  and 
the  dredging  of  sand  and  gravel  from  the  bed  of  the  channel,  to.zether 
with  making  such  repairs  to  the  piers  as  may  be  needed,  it  is  estimated 
that  $10,000  will  be  required  for  the  present  to  thoroughly  complete  this 
work  of  improvement;  some  dredging  of  sand  and  repairs  of  wood- work 
will  be  annually  necessary,  in  consequence  of  damage  which  may  result 
from  exposure  to  heavy  storms  and  the  crushing  action  of  the  ice  in 
winter.  The  first  appropriation  for  this  work  was  made  in  1836.  The 
piers  have  from  time  to  time  been  lengthened,  in  order  more  fully  to 
meet  the  necessities  of  trade,  but  it  is  believed  that  no  further  extension 
will  be  required  for  years  to  come.  During  the  months  of  September 
and  October,  1876,  both  the  north  and  east  piers  were  repaired  under 
the  direction  of  my  predecessor,  and  a  cut  which  had  been  washed 
through  the  sand  at  the  shore-end  of  the  west  pier  was  closed  to  pre- 
vent any  material  from  being  carried  into  the  channel. 

For  the  last  few  years  the  revenue  collected  has  been  small,  and  the 
entrances  and  clearances  of  vessels  have  not  been  large,  nor  has  there 
been  any  apparent  increase  since  the  piers  have  been  completed.  What 
amount,  of  commerce  aud  navigation  will  be  benefited  in  the  future 
will  have  to  be  left  to  conjecture.  Stone  and  lumber  are  the  principal 
materials  shipped  to  and  from  this  port. 

There  is  a  light-hoase  bailt  on  the  head  of  the  weet  pier,  and  an  elevated  walk  con- 
stnioted  on  the  latter  for  the  aae  of  the  keepers;  the  harbor  is  marked  by  a  fixed  whito 
light  of  the  fourth  order.  Fort  Wayne,  below  Detroit,  80  miles  west,  is  the  nearest 
defensive  work.    Vermillion  Harbor  is  in  the  Sandasky  coUeotion -district. 

Amonnt  of  revenue  coUeoted  daring  the  fiscal  year  ending  Jane  30,  1877,  $.')2.55. 

EDtraoeee  and  olearaooee  daring  the  fiscal  year  ending  Jnne  30,  1877 :  nurabef~of 
resaelay  87 ;  tonnage  of  same,  10,804  tons. 

The  following  statement  shows  the  amount  appropriated  each  year, 
op  to  and  including  the  30th  of  June,  1877,  for  the  work^f  this  harbor 
improvement : 

1836 $10,000  00 

1837 20,000  00 

1«38 83,626  57 

1866 15.315  74 

1872 5,000  00 

1^73 12,000  00 


l'^74 $3,000  00 

1875 10,000  00 

1876 5,000  00 


Total 103,942  31 


Money  statement 

Joly  1, 1876,  amount  available 

Amount  appropriated  by  act  appro^red  August  14, 1876 


Joly  1, 1877,  amount  expended  during  fiscal  year 
Jaly  1, 1877,  amount  available 


$125  45 

5,000  00 

5, 125  45 

1,011  60 

4,113  a^i 


Amoont  (estimated)  required  for  completion  of  existing  project 10, 000  00 

Amonnt  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.       10, 000  00 

61  E 
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££7. 
IMPROVEMENT  OF  BLACK  RIVER  H4RB0R,  OHIO. 

The  plan  for  this  irnproveraent  consists  in  tbe  constraction  of  two 
piers  from  the  month  of  Black  River,  inclosing  a  canal  of  150  feet  iu 
width,  and  extending  1,350  feet  iu  a  northwesterly  direction  into  the 
lake,  until  a  depth  of  15  feet  of  water  is  obtained ;  the  channel- way  has 
also  been  dredged  to  that  depth  throughout.  The  piers  are  formed  of 
cribs,  heavily  framed  and  filled  with  loose  stone;  also  a  heavy  super- 
structure of  plank  being  placed  upon  them.  This  work  may  be  consid- 
ered as  completed  so  lar  as  may  be  required  of  vessels  now  employed 
in  the  trade  of  the  lakes.  Repairs  to  the  piers  will  be  occasionally  re- 
quired, as  they  are  likely  to  be  more  or  less  damaged  by  the  severe 
gales  and  the  crushing  force  of  ice  during  the  winter  months;  the 
channel  within  and  without  the  piers  may  need  dredging  at  times. 
This  work  of  improvement  was  commenced  in  1828,  but  it  appears  that 
the  present  project  was  not  entered  upon  until  1864.  The  piers  hare 
been  lengthened  from  time  to  time,  and  the  channel  dredged  to  suffi- 
cient depth,  so  that  this  harbor  may  now  be  considered  as  having  been 
extended  into  the  lake  as  far  as  it  appears  desirable. 

The  coal  trade  at  this  harbor  has  been  increasing  very  rapidly,  ac- 
cording to  information  recently  furnished,  but  what  amount  of  commerce 
and  navigation  will  be  benefited  by  enlarging  the  dimensions  of  the 
harbor  it  is  impossible  to  estimate.  The  greater  part  of  the  last  appro- 
priation, that  of  1876,  was  expended  under  the  direction  of  my  prede- 
cessor, in  repairing  the  damage  to  the  piers  caused  by  a  severe  gale 
from  the  northeast  iu  May  of  that  year,  and  in  closing  by  a  pile-dam  a 
cut  washed  out  by  the  lake  waters  at  the  south  or  shore  end  of  the  east 
pier,  through  which  material  was  being  carried  into  the  canal.  Some 
repairs  are  still  needed  at  the  south  end  of  the  west  pier.  In  order  to 
execute  the  required  work  and  to  have  funds  on  hand  to  meet  similar 
emergencies  during  the  fiscal  year  ending  June  30,  1879,  it  is  estimated 
that  $1,000  might  be  advantageously  appropriated. 

There  is  a  light-hoase  erected  at  the  entrance  to  the  harbor  on  the  head  of  the  west 
pier;  the  light  is  a  fixed  white  light  of  the  fourth  order.  The  nearest  defensive  work 
18  Fort  Wayne,  below  Detroit,  80  miles  dihtant. 

Black  River  Harbor  is  in  the  collection-district  of  Cuyahoga.  The  amoont  of  reve- 
nue collected  during  the  fiscal  year  ending  June  30,  1877,  $1,120.60.  Entrances  and 
clearances  during  the  fiscal  year  ending  June  30,  1877,  412  vessels;  tonnage  of  same, 
79,359  tons. 

The  following  statement  shows  the  amount  appropriated  in  each  year 
up  to  and  including  1876: 


1828 $7,500  00 

1830 8,559  77 

1831 9,275  00 

1832 8,000  00 

18;W 2,400  00 

1834 5,000  00 

1835 4,400  00 

1836 '.  6,660  (JO 

1837 6,410  00 

1838 5,000  00 


1852. 15,000  00 

1864 20,000  00 

1866 10,000  00 

1872..- 20,000  00 

1873 20,000  do 

1874 20,000  00 

1875 10,000  00 

1876 6,00Q  00 

Total 174,204  77 


Money  statement 

July  1,  1876,  amount  available $56  41 

Amount  appropriated  by  act  approved  August  14, 1876 6, 000  00 

~~6T056  41 

July  1,  1877,  amount  expanded  during  fiscal  year 6, 003  52 

July  i,  1877,  amount  available ; 52  b9 

Amount  (estimated)  required  for  completion  of  existing  project 1, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.  1, 000  00 
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ANNUAL  REPORT  OP  LIEUTENANT  COLONEL  CHARLES  E. 
BLUNT,  CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAR 
ENDI:NG  JUNE  30,  1877. 

United  States  Enginseb  Office, 

Buffalo,  y.  r.,  July  12, 1877. 

Oenebal  :  I  have  the  honor  to  transmit  herewith  my  reports  of  opera- 
tions at  the  harbors  of  Lake  Erie  which  were  in  my  charge  during  the 
whole  of  the  fiscal  year  ending  Jane  30,  1877,  viz,  those  east  of  Black 
River,  Ohio. 

The  harbors  west  of  Cleveland  were  also  in  my  charge  up  to  Decem- 
ber 1, 1876,  on  which  date  I  transferred  them  to  Maj.  N.  Michler,  Corps 
of  Engineers. 

Very  respectfnlly,  your  obedient  servant, 

Chs.  E.  Blunt, 
Lieutenant-ColoTiel  of  Engineers. 
Brig.  Oen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  ^,A. 


FF  I. 

CONSTRUCTION  OP  BREAKWATER  IN  CLEVELAND  HARBOR,  OHIO. 

For  this  important  city  an  exterior  harbor  has  been  projected,  the  pres- 
ent harbor  room  in  the  narrow  channels  of  the  Cuyahoga  River  being  very 
limited.  The  new  work  will  be  a  breakwater,  starting  from  the  lake 
shore  at  a  point  about  700  feet  west  of  the  end  of  the  old  channel  of  the 
Cnyahogi,  extending  northerly  into  the  lake  to  the  dfathom  curve ) 
tbeooe  eastwardly  nearly  parallel  to  the  shore-line  to  a  point  on  the  pro- 
longation of  the  line  of  the  old  west  pier,  which  will  be  extended  so  as 
to  leave  an  entrance  300  feet  wide  between  its  extremity  and  that  of  the 
new  work.  A  safe  inclosed  harbor,  with  ample  room  for  shipping  and 
wharves,  will  thus  be  formed.  The  estimated  cost  of  this  work,  as  ap- 
proved, is  $1,800,000.  Two  appropriations  have  been  made :  $50,000  by 
act  of  March  3,  1875,  and  $50,000  by  act  of  August  14,  1876.  At  the 
date  of  last  year's  report  work  was  going  on  (under  Qontract  previously 
made)  at  the  pile  pier  which  forms  the  shore  end  of  the  breakwater. 

Since  that  date  the  remainder  of  the  pile  pier  (667  feet)  has  been  com- 
pleted and  riprapped  on  both  sides  with  heavy  stone,  in  accordance  with 
the  plans.  Besides  this,  three  cribs  (each  50  feet  long)  have  been  sunk 
CD  the  prescribed  foundation  of  rubble-stone,  filled  with  stone,  and  rip- 
rapped.  The  superstructure  of  the  inner  of  these  cribs  has  been  fin- 
iBhed,  and  that  of  the  other  two  partially  built  and  filled  with  stone,  and 
one  of  them  temporarily  decked  over.  The  outer  one  is  loaded  with 
heav^  blocks  of  riprap  stone  to  protect  it  from  ice. 
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Eleven  hundred  and  fifty  running  feet  of  the  breakwater  are  thas 
nearlj'  finished. 

New  proposals  having  been  invited  by  advertisement  for  continuation 
of  the  work,  those  received  were  opened  May  7, 1877,  and  the  contracts 
were  awarded  to  the  lowest  bidders,  Messrs.  Farris  &  Garfield,  of  Paines* 
ville,  Ohio,  and  Mr.  W.  H.  McCurdy,  of  Cleveland,  Ohio — ^the  latter  for. 
the  iron. 

Under  these  contracts  it  is  proposed  to  extend  the  breakwater  300  feet 
daring  the  coming  year. 

An  improvement  of  the  magnitude  of  this  at  Cleveland  should  be 
pushed  to  completion  as  rapidly  as  possible.  Dne  regard  to  economy  of 
coustrnction  is  of  itself  a  sufficient  argument  for  annual  appropriations 
much  larger  than  those  of  the  last  two  years,  ($50,000  each.)  Two  hun- 
dred thousand  dollars  are  asked  for  as  the  next  allotment. 

Amount  required  for  completion  of  project,  $1,700,000  ;  amount  that  can  be  profitably 
expended  during  the  next  fiscal  year,  $200,000. 

Cleveland  Harbor,  Ohio,  is  in  the  collection-district  of  Cleveland.  The  main  light- 
house is  within  city  limits,  and  there  are  two  beacons  on  the  piers.  The  nearest  de- 
fensive work  is  Fort  Wayne,  below  Detroit,  110  miles  distant. 

Amount  of  revenue  collected  during  the  fiscal  year  ending  June  30, 1877,1106,046^58. 

Entrances  and  clearances  during  the  fiscal  year  ending  June  30, 1877, 4,987 ;  tonna|;e 
of  same,  2,291,356  tons. 

Ahatract  of  cantrcuits. 

Contract  with  Farris  &  Garfield,  of  Painesville,  Ohio,  for  furnishing  material  and 
labor  for  the  construction  of  a  section  of  breakwater,  dated  May  23, 1877,  expires  Sep- 
tember 30,  1878. 

Contract  with  W.  H.  McCurdy,  of  Cleveland,  Ohio,  for  furnishing  iror  material  for 
construction  of  a  section  of  breakwater,  dated  May  23,  1877,  expires  August  1, 1877. 

AhBiract  of  contracts  for  each  claas  of  tnaterial  and  labor, 

1.  Pine  timber  and  lumber,  per  thousand  feet,  board-measure $18  25 

2.  Hemlock  timber  and  lumber,  per  thousand  feet,  board- measure 18  25 

3.  Rubble-stone,  per  oord 4  45 

4.  Block-stone,  per  ton 1  20 

Contract  dated  May  23, 1877 : 

«  uenta. 

1.  Screws  and  washer-bolts,  per  pound ••••• 3 

2.  Drift-bolts l^ 

3.  Spikes .1 2^ 

Money  statemefit        ' 

July  1, 1876,  amount  available $33,426  26 

Amount  appropriated  by  act  approved  August  14,  1876 50, 000  00 

'«3, 426  26 
July  1, 1877,  amount  expended  during  fiscal  year 48,152  98 

July  1,1877,  amount  available 35,273  28 

Amount  (estimated)  required  for  completion  of  existing  project 1, 700, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  Jnoe  30, 
1879,  for  continuing  breakwater  and  for  incidentiu  repairs  of  harbor.. .      200, 000  00 


FF  2. 

REPAIRS  OF  EAST  PIER,  CLEVELAND  HARBOR,  OHIO. 

The  two  piers  at  the  mouth  of  the  Gayahoga  Biver  constitute  the  orig- 
inal improvement  of  this  harbor.  Their  inner  or  land  ends,  being  backed 
by  made  land,  are  no  longer  of  much  importance  as  piers.  The  inner 
end  of  the  original  east  pier,  south  of  the  masonry  foundation  formerly 
occupied  by  the  beacon,  is  now,  and  has  been  for  many  years,  notlyug 
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more  thau  a  revetmoDt,  back  of  which  are  railroad  tracks  aud  buildings. 
One  railroad  company  in  particular  (the  Cleveland  and  Pittsburgh)  has 
for  many  years  made  use  of  the  pier  (or  revetment)  in  such  a  way  that 
repairs  by  the  United  States  were  scarcely  practicable.  This  portion  ot 
the  pier  has  consequently  not  been  considered  in  expending  appropria 
tions.  The  outer  portion,  north  of  the  old  beacon  foundation,  was 
thoroughly  repaired  in  1874-'75 ;  this  outer  portion  being  really  the 
only  east  pier  proper. 

In  consequence  of  too  deep  dredging  close  to  the  pier  by  contractors 
emplo.ved  by  the  city^and,  in  addition,  the  improper  use  of  the  iron 
snubbing- posts  by  vessels,  the  stone  face  of  the  pier  was  loosened  aud 
tlDdlly  a  breach  was  caused.  This  breach  in  no  way  endangered  tiie 
harbor  or  channel,  for  it  was  quite  impossible  that  the  lake  could  ever 
hreak  through  from  the  east,  but  representations  were  made  that  there 
ica^  danger  from  that  cause,  and  an  2i{)propriation  of  $8,000  was  made  in 
the  river  and  harbor  bill  which  became  law  August  14, 1876,  for  "  the 
repair  of  this  east  pier.'^ 

The  Secretary  of  War  was  at  the  same  time  authorized  to  make  an 
agreement  with  the  Cleveland  and  Pittsburgh  Railroad  Company  lor  the 
future  use  and  occupancy  of  the  pier  by  that  road  upon  reasonable  and 
just  conditions. 

A  commission  was  constituted  by  the  President,  composed  of  the  col- 
lector of  customs,  the  district  attorney  at  Cleveland,  and  the  engineer 
officer  in  charge  of  the  harbor,  who  drew  up  an  agreement  which  was 
api»roved  by  the  Secretary  of  War. 

By  this  agreement  the  sum  appropriated,  or  as  much  of  it  as  necessary, 
is  to  be  expended  in  repairing  the  pier,  aud  the  railroad  compauy  is  to 
be  |>ermitted  to  use  it  for  the  future,  right  of  way  to  the  outer  or  lake 
end  being  reserved  to  the  United  States,  aud  the  company  to  keep  it  in 
order  hereafter. 

Under  this  agreement  repairs  were  commen<i^d  in  April,  and  are  now 
well  advanced.  They  will  be  comx)leted  ig  July.  A  substantial  pile- 
work  cappe<l  with  timber,  and  connected  with  brace  pile  in  rear  ai)ng 
400  feet  of  the  face  of  the  original  pier,  is  the  main  feature  of  the  work. 

No  additional  appropriation  is  required. 

Money  statement. 

Aniouut  appropriated  by  aot  approved  Augast  14, 1S76 $8, 000  00 

July  1, 1»77,  aiDoant  expended  darinf;  fiscal  year .' 4 ,  495  75 

Joly  if  1&77,  amount  avaUable 3,504  25 


F  F3. 

IMPROVEMENT  OF  FAIKPORT  HARBOR,  OHIO. 

The  appropriations  for  this  harbor  (the  mouth  of  Grand  River,  Ohio) 
from  1825  to  1876,  inclusive,  have  amounted  to  $209,670.18,  and  have 
been  expended  in  the  construction,  extension,  and  repair  of  two  en- 
traucc-piers,  and  in  dredging. 

The  appropriation  of  August  14,  1876,  was  $5,000.  It  has  been  ap- 
plied during  the  year  as  follows :  The  old  w^est  pier,  built  in  1828,  which 
was  practically  destroyed  above  the  water,  has  been  repaired  for  a 
length  of  448  feet  south  of  the  inner  end  of  the  new  west  pier,  by  putting 
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in  new  timber  and  filliug  with  stone  to  a  heif^ht  of  2  feet  6  inches  above 
the  water. 

Inside  of  the  pier  a  line  of  piling,  capped  by  timber  and  backed  by 
sheet-planking,  has  been  constructed  to  prevent  the  sea  from  breaking 
into  the  river  dnring  severe  storms,  and  also  to  keep  out  the  sand,  which 
has  heretofore  drifted  into  the  channel  in  large  quantities. 

About  five-eighths  of  this  sand  has  been  removed  from  the  channel  in 
front  of  the  old  pier. 

A  catch-sand  fence,  4  feet  in  height  above  the  decking,  and  598  feet 
long,  has  been  built  along  the  inner  line  of  the  new  portion  of  the  west 
pier  to  prevent  the  sand  from  blowing  over  the  pier  into  the  channel. 
The  accretion  of  beach  on  the  west  side  of  the  pier  is  extraordinary.  It 
has  filled  up  to  a  level  with  the  top  of  the  pier  for  several  hundred  feet, 
so  that  sand  has  been  blowing  over  in  considerable  quantities. 

These  operations  were  commenced  last  fall,  as  soon  as  the  appropria- 
tion was  made  available,  and  continued  until  stopped  by  the  weather. 
They  were  resumed  in  April,  and  suspended  on  the  20th  of  June,  the 
funds  having  been  exhausted. 

The  southern  end  of  the  old  west  pier  has  almost  wholly  disappeared, 
but  as  it  is  backed  by  solid  ground  over  which  the  sea  never  flows,  I  do 
not  consider  its  rebuilding  a  necessity,  and  make  no  estimate  for  it.  If, 
however,  the  full  amount  of  last  year's  estimate  ($8,000)  had  been 
granted  it  could  have  been  well  expended  on  the  line  of  the  pier  which 
is  still  useful,  and  in  removing  the  remainder  of  the  sand  in  the  channel 
in  front  of  it. 

The  bar  at  the  entrance  of  the  river  was  not  removed  by  the  spring 
freshets  this  year.  Its  position  shows  clearly  to  my  mind  that  an  exten- 
sion of  the  east  pier  (referred  to  in  previous  reports)  would  cause  its 
removal,  for  which,  otherwise,  dredging  must  be  resorted  to. 

The  superstructure  of  the  east  pier  is  rapidly  deca.ying,  and  there  is 
no  doubt  that  in  a  year  it  will  need  considerable  renewal  and  the  replac- 
ing of  lost  stone. 

For  these  objects  an  appfopriation  of  $5,000  is  needed,  and  no  more 
wifr,  it  is  hoped,  be  required  until  it  shall  be  decided  to  extend  the  east 
pier.  , 

Fairport  Harbor,  Ohio,  is  Id  the  collection-district  of  Cayaboga.  There  is  a  stone 
(lake  coast)  light-house  ou  the  east  side,  and  a  new  beacon  on  the  end  of  the  east  pier. 
Fort  Wayne,  130  miles  west,  is  the  nearest  defensive  work. 

Amount  of  revenue  collected  dnrin^i:  the  fiscal  year  ending  June  30, 1877,  $27.40. 

Entrances  and  clearances  during  tlie  fiscal  year  ending  Jane  30, 1877,  65;  tonnage 
of  same,  7,983  tons. 

Money  statement. 

July  1, 1876,  amount  available $2,421  43 

Amount  appropriated  by  act  approved  August  14, 1H76 5,000  00 

7.421  4S 
July  1, 1877,  amount  expended  during  fiscal  year 7,415  95 

July  1,  1877,  amount  available 5  48 

Amount  (estimated)  required  for  completion  of  existing  project 5, 000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.     5, 000  00 
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FF  4. 

IMPROVEMENT  OF  A8HTABULA  HARBOR,  OHIO. 

The  improvements  at  this  harbor  hare  been  the  construction,  repair, 
aqd  extension  of  two  parallel  piers,  and  deepening  and  widening  the 
channel  by  blasting  and  removing  rock,  and  dredging.  The  total 
amount  appropriated  from  1826  to  1876  has  been  $26S,903.1l. 

The  only  operations  during  t'  e  past  year  were  carried  on  dnring  the 
fall  of  1876.  A  severe  gale  early  in  September  damaged  the  older  por- 
tion of  the  west  pier,  and  the  injuries  being  such  as  to  require  immediate 
repair,  the  work  was  taken  in  hand. without  delay,  without  advertise- 
ment or  contract,  and  completed  in  November. 

Early  in  October  another  gale  cnused  an  accumulation  of  sand-across 
the  entrance  to  the  harbor,  causing  a  serious  obstruction  to  vessels.  As 
contract  after  advertisement  would  have  involved  a  delay  injurious  to 
commerce,  this  bar  was  removed  by  dredging  as  soon  as  possible,  a 
dredge  owned  at  the  harbor  being  eini)loyed  at  current  prices. 

The  appropriation  of  $5,000  ot  August  14. 1876,  was  not  made  avail- 
able for  expenditure  until  the  spring  of  1877.  It  isproposed  to  expend 
a  part  of  it  during  the  remainder  of  this  season  in  building  a  western 
pier-head,  as  stated  In  my  report  for  1876.  This  work  has  been  con- 
tracted for.  The  balance  will  be  available  for  the  removal  of  such  sand- 
bars as  may  form  at  the  entrance  during  the  present  and  the  next 
season  of  navigation.  The  action  of  the  lake  at  the  mouth  of  this  har- 
bor being  somewhat  peculiar,  it  is  not  yet  certain  that  both  piers  should 
not  be  further  extended:    No  estimate  for  this  can  be  made  at  present. 

As  the  recent  inspection  of  the  piers  showed  the  probable  necessity 
of  repairs  of  the  older  portion  Within  a  year,  an  appropriation  of  $5,000 
is  aske<l  for  this  purpose,  and  for  the  removal  of  sand-bars. 

Quite  an  active  trade  has  grown  up  at  this  harbor,  the  receipts  by 
lake  being  principally  iron-ore,  ]tinest<me,  and  lumber,  and  the  ship- 
ments coai,  which  is  delivered  at  the  harbor  by  a  recently  constructed 
railroad. 

Asbtabala  Harbor,  Ohio,  is  in  the  collection-iistrict  of  Cayahoga.  It  has  a  new 
beac  'O  on  the  west  pier.  Forts  W;iyne  and  Niagara  are  aboat  equally  distant,  the 
first  west,  and  the  second  east,  l.'SO  miles. 

Ainonnt  of  revenae  collected  daring  Lhe  fiscal  year  ending  June  30,  1877,  $404.35. 

Entrances  and  clearances  daring  the  fiscal  year  ending  Jane  30, 1877,  583  ;  tonnage 
of  same,  312,295  tons. 

Abntract  of  contracts. 

Contract  with  Charles  H.  Strong,  of  Cleveland,  Ohio,  for  furnishing  material  and 
labor,  except  iron,  for  the  extension  of  the  west  pier,  dated  July  5,  1^77,  expires  De- 
ceml>er  1,  1877. 

Contract  with  W,  H.  McCurdy,  of  Cleveland,  Ohio,  for  furninhing  iron  material  for 
the  extension  of  west  pier,  dated  July  5,  1^7,  expires  August  15,  1877. 

Contract  dated  July  5, 1877 : 

1.  Pine  timber  and  lumber,  per  M  feet,  board  measure $23  00 

2.  Hemlock  timber  and  lumber,  per  M  feet,  board  measure 20  50 

3.  Stone,  per  cord 5  00 

Contract  dated  July  5,  1877 : 

1.  Sccew- bolts,  per  pound 3  cents. 

2.  Drift-bolts,  per  pound 1.85  cent<. 

3.  Bpikes,  per  pound 2.8  cents 
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Money  statement, 

Jnly  1,  1876,  amount  available $14,623  t»5 

Auioun  t  appropriated  by  act  approved  An^ast  14,  1B76 5, 000  00 

19,623  65 
July  1,  1877,  aniouut  expended  during  fiscal  year 13, 039  69 

July  1,  1877,  amount  available 6,584  16 

Amount  (estimated)  required  for  completion  of  existing  project 5,000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1&79.      5, 000  00 


FF  5. 

IMPROVEMENT  OF  CONNEAUT  HARBOR.  OHIO. 

The  total  appropriations  for  this  harbor  from  1829  to  1876  were 
$106,219.39.  The  project  for  improvement  was  completed  in  1871. 
This  project  included  the  construction  of  two  {>arallel  piers  only.  No 
dredging  has  been  done,  the  depth  of  water  in  the  channel  (8  feet)  being 
ample  for  the  commerce  of  the  place. 

Some  very  slight  repairs  w^ere  made  on  the  west  pier  in  May,  1877. 
Everything  is  now  in  fiiir  condition,  and  no  further  appropriations  will 
be  asked  until  decay  of  timber  renders  considerable  repairs  necessary. 

Conneaut  is  in  the  collection-district  of  Cuyahoga,  Obio.  There  is  a  beacon  with 
sixth-order  light  on  the  end  of  the  west  pier.  The  nearest  fort  is  Niagara,  at  the 
entrance  of  Niagara  River  into  Lake  Ontario,  135  miles  distant. 

Amount  of  revenue  collected  during  the  fiscal  year  ending  June  30,  1877,  $57.40. 

Entrances  and  clearances  during  the  Bscal  year  ending  June  30, 1877,24  ;  tonnage  of 
same,  1,297  tons. 

Money  statement, 

July  1,1876,  amount  available |68  45 

July  1,  m77,  amount  expended  during  fiscal  year 14  95 

July  1, 1877,  amount  available 53  50 


/ 


FF6. 

IMPROVEMENT  OF  EEIE  HARBOR.  PENNSYLVANIA. 

The  appropriations  and  allotments  for  tbis  barbor  from  1824  to  187G, 
inclusive,  amount  to  $503,941.43.  These  sums  have  been  expended  in 
the  construction,  rebuilding,  and  repairs  of  piers  and  breakwaters,  in 
dredging,  and  in  various  devices  for  shore  protection. 

'Ibe  appropi  iation  made  by  act  of  August  14,  1876,  was  $40,000,  of 
which  $25,000  is  still  undrawn  from  the  Treasury.  It  will,  however,  be 
required  for  expenditure  during  the  remainder  of  the  present  and  next 
season. 

The  balance  remaining  on  hand  last  year,  with  part  of  the  $15,000 
which  has  been  since  drawn  from  the  Treasury,  has  been  expended  dar- 
ing the  present  year,  as  follows :  In  rebuilding  415  running  feet  more  of 
the  north  pier. 

In  adding  to  the  catch-sand  fence  on  the  neck  of  the  peninsolai  a 
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length  of  (299  +  1,162  =)  1,461  feet.  The  whole  length  of  this  fence 
is  now  5,997  feet,  of  which  4,663  feet  is  in  a  continoas  line.  It  is  very 
effective  in  checking  the  action  of  the  lake  upon  the  beach,  and  the 
portion  of  the  peninsula  which  it  protects  may  now  be  considered  out 
of  danger  from  storms.  The  eastern  terminus  of  the  longer  line  is  now 
at  a  point  where  the  beach  begins  to  widen,  and  little  immediate  danger 
to  the  harbor  is  to  be  apprehended  from  the  lake  action  farther  east 
Still  this  bejich  is  steadily  wearing  away,  and  should  be  watched.  I 
repeat  my  opinion  of  last  year  that  money  shonld  always  be  available 
for  beach  protection. 

A  comparison  of  the  last  with  previous  surveys  shows  that  the  main 
body  of  the  peninsula  is  increasing  in  size  by  the  accumulation,  on  the 
extreme  eastern  beach,  of  the  sand  which  is  removed  from  the  *'  nckjk." 
Much  sand  continues  farther  on,  and  has  a  tendency  to  form  a  bar  out- 
side the  channel-entrance  piers. 

Dredging  has  been  carried  on  during  the  year  apon  this  bar  and  in 
the  channel  in  the  bay,  inside  the  piers,  and  is  still  in  progress.  This 
iuner  artificial  channel  is  similarly  situated  to  those  at  Sandusky  and 
Toledo,  and  like  them  will  partially  fill  up  and  require  partial  dredging 
every  vear.  This  year's  experience  is  clearly  in  this  direction.  If  neg- 
lected for  five  years  it  is  probable  that  it  would  entirely.flU  up  to  the 
general  level  of  the  bottom  of  the  bay.  Twenty-eight  thousand  five 
hundred  and  ninety-four  cubic  yards  have  been  removed  during  the 
year.  • 

The  north  spit  protection,  built  in  1874-75,  in  accordance  with  the 
plans  of  a  special  Board  of  Englrieers,  has  not  been  as  effective  as  was 
hoped  in  checking  the  action  of  the  lake  during  storms  upon  this  part 
of  the  beach.  I  am  inclined  to  think  that  an  extension  of  the  catch- 
sand  ftnce  adopted  for  the  peninsula  would  be  useful  here.  The  old 
inner  breakwater,  built  many  years  ago,  of  which  1  have  already  re- 
paired 500  feet,  with  favorable  results,  should,  I  think,  be  further  rebuilt. 
(See  annual  report  for  1876.) 

The  funds  available  July  1  will  be  expended  in  rebuilding  not  less 
than  300  leet  of  the  old  north  pier,  in  channel  dredging,  and  in  such 
beach  protection  as  may  be  found  necessary  during  the  coming  year. 

It  is  not  possible  to  make  an  estimate  for  the  permanent  completion 
of  the  improvements  at  this  harbor. 

The  items  of  shore  protection  and  of  dredging  will  continue  to  be  un- 
certain, and  the  old  south  pier  and  breakwater  will  eventually  need 
considerable  renewal.  « 

The  item  of  south  pier  extension,  a  work  which  I  consider  .very  desir- 
able, I  estimate  for  as  before  at  $78,000.  To  rebuild  the  old  breakwater 
on  the  bay  side  of  the  north  spit  will  cost,  as  I  now  estimate,  (1,300 
feet,  at  $9,  $11,700,  say)  $12,000.  This  I  also  think  important.  I  have 
referred  to  it  in  previous  reports. 

For  repairs  of  north  pier  beyond  the  point  to  which  will  extend  the 
refjairs  to  l)e  made  this  season,  I  estimate,  300  feet,  at  $30,  $9,000.  For 
additional  catch  sand  fence  there  should  be  not  less  than  ^0,000  avail- 
able. 

If  the  channel  continues  to  fill  up  as  it  has  during  the  past  year 
$10,000  will  be  needed  for  additional  dredging. 

The  above  items  make  in  all  $119,000  as  a  provisional  estimate  for 
completion.  The  works  could  be  most  economically  carried  on  if  that 
8am  were  appropriated  at  once.  However,  the  south  pier  extension, 
though  very  desirable,  as  it  would  probably  do  away  with  the  necessity 
of  considerable  dredging,  is  not  an  absolutely  necessary  immediate  im- 
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provement,  and  I  conseqoently  dedact  its  cost  from*  the  araoant  I  re- 
quest as  the  next  appropriation,  reducing  it  to  $41,000,  to  be  expended 
on  the  other  items  mentioned. 

Erie  Harbor,  Penusylvania.  is  in  collection-diBtrict  of  Erie,  Pa.  Seven  lifrbts  of 
variouB  orders  mark  tlie  harbor  and  channels.  The  nearest  defensive  work  is  Fort 
Niagara,  at  the  inoath  of  Niagara  River,  120  miles  distant. 

Amount  of  revenue  coll«'cted  duriug  the  fiscal  year  ending  June  30, 1S77,  $37,843.51. 

Entrances  and  clearances  during  the  fiscal  year  ending  June  3u,  1877,  1,450;  ton- 
nage of  same,  84^^,472. 

Abstract  of  contract. 

Contract  with  O.  J.  Jennings,  of  Dunkirk,  N.  Y.,  dated  April  30,  1877,  expires  Sep- 
tember :^0, 1878  for  supplying  one  or  two  steam-dredges,  with  two  dump-scows,  and 
one.st'Cam-tng  to  each  dredt^e,  with  crews,  machinery,  and  all  necessary  equipment 
complete,  at  $5.44  per  hour  for  each  dredge  and  equipment. 

Money  statement 

July  1,  1876,  amount  available $25,011  06 

Amount  appropriated  by  act  approved  August  14, 1876 40,000  00 

$65,011  06 

July  1,  1877,  amount  expended  during  fitical  year 36,300  98 

July  1,  1877,  outstanding  liabilities 188  22 

36, 489  20 

July  1,  1877,  amount  available ^ 28,521  86 

Amount  (estimated )  required  for  completion  of  existing  project 119, 000  00 

Amount  that  can  be  profitably  expended  in  fiscaf  year  ending  June  30, 1879.       41,000  00 


FF  7. 

IMPROVEMENT  OF  DUNKIRK  HARBOR,  NEW  YORK. 

The  appropriations  for  this  harbor  from  1827  to  1876, inclusive,  amount 
to  $427,343.93.  They  have  been  expended  in  the  construction,  recon- 
struction,  and  repair  of  a  west  pier,  and  a  breakwater,  and  in  blasting 
and  dredging  in  the  channel. 

The  estimate  of  1873,  for  the  project  now  under  construction,  was 
$275,000.  Of  this  there  hiis  been  appropriated  $88,000,  the  last  appro- 
priation, August  14,  1876,  being  $18,000. 

Daring  the  past  year  the  work  of  blasting  and  dredging  in  the  chan- 
nel hiis  been  completed,  under  the  contract  made  with  Messrs.  Case  & 
Jennings,  June  15, 1876,  payment  for  which  exhausted  the  appropriation 
of  1875. 

The  channel  is  now  believed  to  be  in  good  condition,  with  a  width  of 
170  feet,  and  low-water  depth  of  13.  It  has  been  a  tedious  and  expen-. 
sive  operation,  owing  to  the  peculiar  character  of  the  rock  stratum, 
which  it  was  very  difficult  to  break  up  into  masses  small  enough  tor  the 
dredge  to  handle. 

Early  in  December,  1876,  the  old  west  pier  was  damaged  by  the  sea 
duriug  a  set^ere  gale,  and  it  being  very  important  that  it  should  be  re- 
paired without  delay,  an  allotment  of  $2,500  from  the  appropriation  of 
Augu6t  14,  1876,  was  made  for  that  purpose. 

The  repairs  were  immediately  taken  in  hand,  and  were  completed  in 
February. 

As  the  balance  of  the  appropriation  ($15,500)  was  not  available  for 
ex(>enditure  till  late  last  spring,  nothing  more  has  been  done  during  the 
year. 
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As  soon  as  this  sum  became  available,  however,  preparations  were 
made  for  its  expenditure  this  year,  and  after  advertisement,  and  open- 
ing of  proposals,  according  to  law,  on  the  19th  of  June,  contract  was 
made  with  Orville  J.  Jennings,  of  Dunkirk,  for  the  extension  of  the 
breakwater. 

It  is  hoped  that  under  this  contract  250  feet  can  be  built  d  uring  the 
coming  year. 

The  breakwater  is  now  940  feet  long.  To  extend  it  to  the  so-called 
east  channel  (see  my  previous  report)  would  involve  an  additional  con- 
straction  of  (2,750 — 250  =)  2,500  feet  of  work,  which,  if  the  present  low 
prices  continue,  could  be  built  for  $150,000. 

But  1  feel  bound  to  renew  the  opinion  expressed  in  my  reports  for 
1875-'76,  that  this  extension  is  not  necessary.  In  my  report  for  1875,  I 
stated  that  1,000  feet  additional,  carryiug  the  work  to  an  angle  in  the 
lioe,  would  be  ample  for  many  years  to  come. 

I  see  no  reason  for  changing  the  opinions  expressed  in  my  report  for 
1876  respecting  the  further  extension  of  this  work,  but  if  Congress 
decides  to  make  another  appropriation,  I  respectfully  suggest  that  it 
would  be  economical  to  have  sufficient  funds  to  carry  the  breakwater  to 
the  angle  510  feet  more.  Thirty-one  thousand  dollars  would  do  this,  at 
present  prices,  and  then  the  work  might  be  suspended  until  it  is  settled 
whether  the  wants  of  commerce  require  a  further  addition. 

DaDkirk  Harbor,  New  York,  is  in  the  oonectlon-distriot  of  the  same  name.  A  lif^ht- 
bouse,  a  lighted  beacon,  and  a  day  beacon,  mark  the  entrance.  Fort  Niagara,  New 
York,  is  the  nearest  defensive  work,  distant  70  miles. 

Amount  of  revenne  collected  dnriog  the  fiscal  year  ending  June  30, 1877,  $266.48. 

Entrances  and  clearances  during  the  fiscal  year  ending  Jane  30, 1877, 107 ;  tonnage 
of  same,  21,131. 

Abstract  of  ooniracU. 

Cod  tract  with  Orvill'^  J.  Jennings,  of  Dunkirk,  N.  Y.,  for  famishing  material  and 
labor,  except  iron,  tor  the  extension  of  the  breakwater,  dated  Jaly  5,  1877,  expires 
JonH  30,  1878. 

Contract  with  William  H.  McCurdy,of  Cleveland,  Ohio,  for  furnishing  iron  material 
for  the  extonsion  of  breakwater,  dated  July  5,  1877,  expires  August  15,  1877. 

Contract  dated  July  5,  1877 : 

1.  Pine  timber  and  lamber,  per  1,000  feet,  board-measure $20  00 

2.  Hemlock  timber  and  lumber,  per  1,000  feet,  board-measure 15  03 

3.  Oak  timber  and  lamber,  per  1,000  feet,  board-measure 23  00 

4.  St /ne,  per  cord 4  50 

Contract  dated  July  5, 1877 : 

1.  Screw  and  washer  bolts,  x>er  pound 3  cents. 

2.  Drift-bolts,  per  pound 1.85oents. 

3.  Spikes,  per  pound 2.8  cents. 

Money  statement 

Jaly  1,  1876,  amount  available |22,550  74 

Amount  appropriated  by  act  approved  August  14, 1876 18, 000  00 

40, 550  74 
July  1, 1877,  amount  expended  during  fiscal  year 24,846  12 


July  1,  1877,  amount  available 15,704  62 

Amount  (estimated)  required  for  completion  of  existing  project 31,000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.  31, 000  00 
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FF8. 
IMPROVEMENT  OF  BUFFALO  HARBOR,  NEW  YORK. 

The  amouut  appropriated  for  this  hUrbor  ap  to  1866,  inclasive,  was 
$435,643.05,  which  whs  expended  in  bnildiiig,  repairing,  and  extending 
two  piers  at  the  mouth  of  Buffalo  Creek,  (thus  forming  within  the  pres- 
ent limited  harbor,)  in  dredging  the  channel,  and  in  constrncting  a  ma- 
sonry seawall  to  protect  the  south  beach  from  the  action  of  the  lake. 

Since  1866  the  sums  appropriated,  amounting  up  to  1876,  inclusive, 
to  $814,405.04,  have  been  mainly  expended  in  the  construction  of  a  new 
breakwater.  The  old  piers  and  tbe  channel  entrance  have  also  been 
kept  in  order  during  this  period,  and  will  require  yearly  attention  here- 
after, though  alter  the  completion  of  the  break-water  and  the  formation 
of  the  exterior  harbor  they  will  not  be  of  as  much  importance  as  here- 
tofore. 

Although  the  breakwater  has  been  under  construction  since  1866,  tlie 
final  project  was  not  decided  upon  until  1874,  when  the  report  of  the 
Board  of  Engineers  was  submitted  and  approved.  It  will  be  found  in 
the  Annual  Report  of  the  Chief  of  Engineers  for  1876,  Part  II,  page  569. 

The  appropriation  of  August  14,  1876,  was  only  $85,000.  An  allot- 
ment of  $45,000  was  made,  which  has  been  expended  during  the  year, 
as  follows : 

1st.  The  excavation  by  deep-water  dredging  of  the  trench  prescribed 
by  the  Board  of  Engineers  for  the  breakwater-foundation,  and  filling  it 
with  gravel  and  stone  as  a  solid  bed  for  the  cribs.  One  hundred  and 
seventy-five  feet  of  trench  were  thus  dug  and  filled. 

2d.  The  building,  sinking,  and  filling  with  stone  of  three  cribs,  each 
50  feet  long,  the  building  of  the  superstructure  upon  them  and  upon  the 
last  crib  sunk  in  1876.  This  finishes  tbe  breakwater  to  a  point  2,924  feet 
from  its  northern  extremity. 

3d.  Benewing  deck-timbers  and  planking  of  portions  of  the  break- 
water damaged  by  ice,  logs,  &c.,  during  the  winter  of  1876-^77,  and  re- 
filling with  stone  sections  of  the  work  which  lost  it  by  settlement  or 
washing  out  by  tbe  sea. 

4th.  Refilling  with  stone  of  portions  of  the  pile-pier,  which  will  close 
the  harbor  at  the  south  end. 

Although  considerable  sand  has  accumulated  outside  the  old  piers,  it 
has  caused  no  obstructions  to  vessels  during  the  year,  and  no  dredging 
has  been  deemed  necessary  in  that  locality. 

Up  to  this  time  there  has  been  no  marked  accretion  of  sand  on  the 
south  side  of  the  pile- pier,  and  I  still  hold  the  opinion  on  that  point 
expressed  in  my  last  report. 

In  addition  to  the  items  just  mentioned^  minor  repairs  have  been 
made  to  the  old  north  and  south  piers. 

There  is  still  in  the  Treasury  $40,000  of  the  appropriation  of  August 
14,  1876.  It  is  expected  that  with  this  amount  the  breakwater  e^n  be 
extended  150  feet  in  1877-'78.  Proposals  for  this  will  be  opened  accord- 
ing to  advertisement  on  the  12th  of  July,  1877,  and  contract  made  with 
the  lowest  responsible  bidder. 

The  cost  of  completing  the  project  for  this  harbor  being  estimated  at 
$2,000,000,  it  would  require  a  generation  to  finish  it  at  tbe  rate  of  pre- 
vious appropriations.  It  is  deemed  much  more  economical  to  progress 
more  rapidly,  and  $200,000  is  the  least  sum  which  I  think  it  advisable 
to  ask  for  next  year. 


APPENDIX   PP.  973 

Tbe  position  wbich  Buffalo  occupies  as  a  commercial  city  is  so  well 
known,  that  it  is  not  necessary  to  enter  into  the  details  of  its  business. 

Amount  reqaired  for  entire  completion  of  breakwater,  $1,815,000. 

Amoaot  that  can  be  profitably  expended  during  tbe  next  fiscal  year,  $200,000. 

Boffalo  Harbor,  New  York,  is  in  the  collection-district  of  Buffalo  Creek,  New  York. 
The  nearest  defensive  work  is  Fort  Niagara,  New  York,  at  the  entrance  of  the  Niagnra 
fiirer  into  Liake  Ontario,  26  miles  distant.  There  are  three  lights,  as  guides,  for  the 
ktrbor. 

AjDODDt  of  reyenae  collected  during  the  fiscal  year  ending  June  30, 1877,  (295,347.72. 

EntraDoea  and  clearances  during  the  fiscal  year  ending  June  30, 1877, 4,772.  Tonnage 
of  same,  2,699,005  tons. 

Money  statement 

Jely  1, 1876,  amount  available $10  04 

Amount  appropriated  by  act  approved  August  14, 1876 85,000  00 

$85, 010  04 

Joly  1,  1877,  amount  expended  during  fiscal  year 44,994  17 

Jnlvl,  1877,  outatanding  liabilities 3,493  50 

48,487  67 

Jnly  1,1877,  amount  available 36,522  37 


Amount  (eat i mated)  required  for  completion  of  existing  project 1,815.000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  enaing  June  30, 1879.     200, 000  00 
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ANNUAL  REPORT  OP  MAJOR  WALTER  McFARLAND,  CORPS 
OF   ENGINEERS,  FOtt  THE   FISCAL  YEAR  ENDING  JUNE 

30,  1877. 

United  States  Engineeb  Opficb,* 

Oswego  J  K.  Y.,  July  28, 1877. 

General  :  I  have  the  honor  to  transmit  herewith  my  annaal  reports 
upon  the  public  works  of  improvement  iu  my  charge  for  the  fiscal  year 
ending  June  30, 1877. 

Very  respectfully,  your  obedient  servant, 

Walter  MoFarland, 

Major  of  Engineers. 
Brig.  Cteu.  A.  A.  HUMPHREYS, 

Chief  of  Engineers^  U.  8.  A, 


GGx. 

IMPROVEMENT  OF  WILSON  HARBOR,  NEW  YORK, 

^  history  of  this  improvement  and  a  sketch  showing  its  condition  at 
the  close  of  the  last  fiscal  year  will  be  found  in  the  Report  of  the  Chief 
of  Engineers  for  the  fiscal  year  ending  June  30, 1876. 

In  the  fall  of  1876  the  sea  breached  the  west  pier,  near  its  inner  end, 
making  an  opening  120  feet  broad,  through  which,  during  the  succeed- 
ing months,  sand  and  gravel  were  carried  by  the  action  of  the  sea  until 
the  harbor  was  entirely  closed,  and  upon  the  breaking  up  of  the  ice  and 
the  opening  of  navigation  in  the  spring,  a  bank  of  this  material  3^  feet 
above  the  lake-level  and  20  feet  wide  at  the  water-line  was  found  to 
have  formed  across  the  channel  from  pier  to  pier  where  there  had  pre- 
vioasly  been  a  depth  of  10  feet,  completely  cutting  off  from  the  lake  the 
waters  of  Twelve-Mile  Greek,  the  mouth  of  which  forms  the  harbor  of 
Wilson. 

The  breach  thus  made  is  through  the  old  part  of  the  pier  built  many 
years  ago  by  private  enterprise,  before  any  effort  to  improve  this  harbor 
had  been  made  by  the  Government  of  the  United  States,  and  which, 
ODder  the  scheme  of  improvement  proposed  for  this  harbor,  it  was 
intended  to  rebuild. 

The  rebuilding  of  this  part  will  not  increase  the  cost  of  the  pier- work 
bejond'the  amount  originally  estimated  for  it,  as  the  removal  of  all  this 
old  work  was  regarded  as  necessary,  and  its  cost  was  included  in  the 
original  estimate.  But  the  large  amount  of  sand  and  gravel  which  has 
washed  into  and  tilled  up  the  channel — amounting  to  more  than  20,000 
cubic  yards — should  be  removed,  and  we  may  expect  that  the  removal 
of  this,  and  the  repair  of  other  damage  that  is  likely  to  occur  through 
the  action  of  the  sea  before  the  breach  in  the  west  pier  is  filled  up,  will 
cost  not  less  than  $10,000,  and  the  original  estimate  will,  therefore,  be 
increased  by  this  amount. 
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!No  money  was  available  for  the  prevention  of  this  damage  or  for  the 
prosecution  of  the  improvement  during  the  year,  and  no  work  has,  there- 
fore, been  done  upon  it. 

By  act  of  Congress,  approved  August  14, 1876,  the  sum  of  $10,000  was 
appropriated  for  the  improvement  of  this  harbor,  but  this  money  did  not 
become  available  until  May  1,  1877. 

On  the  28th  of  May  authority  was  given  to  apply  this  appropriation 
by  the  use  of  hired  labor  and  by  purchase  in  open  market  to  the  repair 
of  the  west  pier  and  to  dredging  the  channel.  Measures  were  imme- 
diately tHken  for  beginning  the  work,  but  the  necessary  material  was  not 
procured  until  after  the  close  of  the  fiscal  year. 

This  yfork  of  repair  will  be  completed  and  the  appropriation  will  be 
exhausted  before  the  close  of *the  present  worl^ing  season. 

WilsoQ  Harbor  is  in  the  coU^tion-distriot  of  Niaf(ara,at  the  rooath  of  Tw^el^e- 
Mile  Creek,  12  miles  east  of  the  mouth  of  Niagara  River,  and  6  miles  west  of  the  harbor 
of  Olcott,  where  is  situated  the  liKht-house  uearest  to  Wilson  Harbor. 

The  following  statement  of  the  commerce  of  the  port  for  the  fiscal  year 
ending  June  30, 1877,  is  furnished  from  the  customhouse  records : 

Amount  of  revenue  collected /. |9  75 

Value  of  exports 1,100  00 

No.  of  vessels  entered 15 

Their  t'Onnage,  tons ^ 708 

No.  of  Tessels  cleared 16 

Their  tonnage,  tons 749 

Value  of  imports  not  given. 

The  deputy  collector  states  also  that  there  were  shipped  from  this  port  before  its 
destruction,  and  not  reported : 

Boahels.  Valae. 

Wheat 13,034    |14,.^04  72 

Barley 22,082      17.075  35 

Oats 711  228  64 

31,808  71 

Money  statement. 

July  1, 1876,  amount  available $166  64 

Amount  appropriated  by  act  approved  Angast  14, 1876 10, 000  00 

10, 166  64 
July  1, 1877,  amount  expended  during  the  fiscal  year 148  19 

July  1, 1877,  amount  available 10.018  45 

—   '"  ■     "        - 

Amount  (estimated)  required  for  completion  of  existing  project,  with  the 

additional  $10,000  called  for  in  this  report 80,000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879 .     80, 000  00 


GG2. 

IMPROVEMENT  OF  OLCOTT  HARBOR»  NEW  YORK. 

The  condition  of  this  work  is  the  same  as  it  was  at  the  close  of  the 
precediug  fiscal  year. 

its  history  aud  a  sketch  of  its  condition  at  that  time  will  be  found  in 
the  lieport  of  the  Chief  of  Engineers  for  the  fiscal  year  ending  Jane  30, 
1876. 

Nothing  bat  a  very  small  balance  was  available  for  the  prosecation 
of  the  improvement  at  the  beginning  of  the  year,  and  nothing  has  since 
been  appropriated  for  it.    Nothing  has,  therefore,  been  expended  apon  it. 
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As  stated  iu  the  last  annual  report,  the  existing  project  of  improve- 
ment of  this  harbor  provides  for  the  extension  of  each  pier  about  100 
feet  farther  int^  the  lake,  and  the  removal  of  2,000  cubic  yards  of  sand - 
stoue,  and  6,000  cubic  yards  of  sand,  clay  and  gravel  from  between  the 
piers,  and  2,500  cubic  yards  of  similar  material  from  the  inner  basin  or 
harhor,  and  the  estimated  cost  of  this  work  is  $10,000,  all  of  which  might 
be  profitably  expended  within  the  next  tiscal  year. 

Olcott  Harbor  is  iu  the  coUection-di strict  of  Niao^ara,  at  the  month  of  Eighteea- 
Mile  Creek,  16  miles  east  of  the  month  of  Niagara  River  and  of  Port  Niagara,  and  is 
lighted  by  a  sixth-order  light,  erect^'d  isear  the  bead  of  the  west  pier. 

The  following  statement  of  its  commerce  is  taken  from  the  records  of 
the  custom-house: 

Revenoe  ooUect'ed  during  fiscal  year  ending  June  30, 1877 $161  35 

Valne  of  imports 1,065  25 

Valoe  of  ex|)ortH 97L  64 

Nainber  of  vessels  cleared 30 

TLeir  tonnai^e,  tons 1,173 

Number  of  vessels  entered 28 

Tiieir  tonnage,  tons 1,127 

Money  statement 

Jolyl,  1876,  amount  available $3,484  20 

July  I,  1877,  amount  expended  during  fiscal  year 3,421  00 

Joly  1, 1877,  amount  available , 63  20 

Amonnt  (estimated)  required  for  completion  of  existing  projoct 10, 000  00 

Amount  that  can  be  prulitably  expended  iu  tiscal  year  ending  Juno  30, 187U. .  10, 000  00 


GG3. 

IMPROVEMENT  OF  OAK  ORCHARD  HARBOR,  NEW  YORK. 

In  the  fall  of  the  past  year  a  breach  was  formed  by  the  sea  at  the 
shore  end  of  the  east  pier,  through  which  from  800  to  1,000  cubic  yards 
of  gaud  aud  gravel  from  the  outer  beach  have  been  washed  into  the 
chanuel,  rendering:  it  somewhat  crooked,,  but  not  materially  reducing 
tbe  mid-channel  depth. 

In  other  respects  the  harbor  is  in  the  same  condition  as  at  the  close 
of  the  last  annual  report. 

The  history  of  this  harbor  and  a  sketch  of  its  condition  at  that  time 
will  be  found  in  the  Report  of  the  Chief  of  Engineers  for  the  fiscal  year 
ending  June  30, 1876.    • 

No  money  for  the  prosecution  of  this  improvement,  excepting  a  very 
small  balance,  was  available  at  the  beginning  of  this  fiscal  year,  and 
uone  was  expended  except  in  office-work  relating  to  this  harbor. 

By  act  of  Congress  approved  August  14,  1876,  an  appropriation  of 
$3,000  was  made  for  the  improvement  of  this  harbor,  $800  of  which 
were  made  available  in  the  month  of  October,  but  the  amount  was  not 
large  enough  to  admit  of  the  proper  protection  of  the  east  pier  against 
the  action  of  the  sea. 

In  May  following,  the  remaining  $1,200  were  made  available,  and 
aathority  was  given  to  carry  on  the  work  of  repair  by  the  employment 
of  hired  labor  and  by  purchase  in  open  market. 

This  was  so  near  the  close  of  the  fiscal  year  that  nothing  could  be 
accomplished  during  the  little  time  that  remained. 

Since  the  close  of  the  year  arrangements  have  been  made  for  the  ex- 
penditure of  this  appropriation  in  the  repair  of  both  piers,  and  it  is 
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expected  that  this  will  be  accomplislied  before  the  close  of  the  present 
working  season. 

The  work  still  remaining  to  be  done  at  this  harbor  is  the  repair  of  the 
piers  and  the  removal  of  the  sand  and  gravel  which  has  been  washed 
into  the  channel,  which  may  be  accomplished  for  the  amoant  yet  unap- 
propriated of  the  original  estimate,  which  is  $4,000. 

Oak  Orchard  Harbor  lies  in  the  oollection -district  of  Genesee,  nearly  midway  between 
the  months  of  the  Genesee  and  the  Nin^tfra  Rivers,  30  miles  disrant  from  the  forroer 
and  about  45  miles  from  the  latter,  and  forms  the  only  good  harbor  of  refuge  lying 
between  thene  points.  It  is  lighted  by  a  fourth-order  light,  situated  at  the  outer  end  of 
the  west  pier. 

The  following  statement  of  its  commerce  is  famished  by  the  records 
of  the  cnstomhonse : 

Revenue  collected  during  the  fiscal  year  ending  Jnne  30,  1877 $1,215  13 

Value  of  imports 14,050  05 

Valne  of  exports 51,d05  55 

Nnmber  of  vessels  cleared 32 

Their  tonnage,  tons 1,862 

Nnmber  of  vessels  entered •  31 

Their  tonnage,  tons .* 1,772 

A  large  number  of  vessels  took  refuge  here  from  storms  during  the 
year. 

Money  statement 

July  1,  1876,  amount  available |234  64 

Amount  appropriated  by  act  approved  August  14, 1876 2,000  00 

2,2:U  64 
July  1, 1877,  amount  expended  during  fiscal  year 233  12 


July  1, 1877,  amount  available 2,001  52 

Amonnt  (estimated)  required  for  completion  of  existing  project 4,000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  Jnne  30, 1879. .     4, 000  00 


GG4. 

IMPROVEMENT  OF  CHARLOTTE  HARBOR,  NEW  YORK. 

A  little  less  than  $600  was  available  for  this  work  at  the  beginning 
of  the  fiscal  year,  and  nearly  all  of  this  has  been  expended;  the  work 
done  being  the  replacing  of  decayed  and  broken  plank  and  the  refilling 
of  piers  where  stone  had  been  washed  out. 

The  original  scheme  for  the  improvement  of  this  harbor  has  been  car- 
ried out,  and  no  more  money  is  likely  to  be  called  for,  excepting  so  much 
as  may  be  needed  for  making  repairs  from  time  to  time.  As  the  piers 
are  old,  their  superstructures  are  now  damaged  by  decay,  and  with  their 
decay  the  stone-filling  is  washed  out,  and  it  is  probable  that  the  repair 
of  such  damage  as  this  wilj  require  $1,000  a  year  for  several  years  to 
come. 

Charlotte  Harbor  is  in  the  colleotion-district  of  Genesee,  and  is  the  port  of  the  city 
of  Rochester,  7  niiles  distant. 

The  harbor  is  formed  by  the  mouth  of  the  Genesee  River. 

For  a  history  and  sketch  of  it  see  Eeport  of  the  Chief  of  Engineers 
for  the  fiscal  year  ending  June  30, 1876. 

The  following  statement  of  its  commerce  is  furnished  from  the  records 
of  the  custom-house : 

Amount  of  revenae  collected  during  the  fiscal  year  ending  June  30, 1877 $23, 880  00 

Valne  of  imports 157,068  00 

Vain©  of  exports 509,840  00 
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Nnnilier  of  vessels  cleared 564 

Their  ton Q£^[:e,  t«ms .  116,JWrt 

Number  of  vessels  entered of)4 

Tl&eir  tonnage,  tons  116,  b37 

Money  statement, 

Jnly  1, 1876,  amount  available $507  86 

Jnly  1, 1877,  amount  expended  during  fiscal  year G75  32 

Jaly  ly  1877,  amonnt  available 22  54 

Amoant  tbatcan  be  profitably  expended  in  fiscal  year  ending  June  30, 1879, 

ID  repairs 1,000  00 


GGs. 

IMPROVEMENT  OF  PULTNEYVILLE  HARBOR,  NEW  YORK. 

5^0  working  balance  was  available  for  the  improvement  of  this  har- 
bor at  the  beginning  of  the  fiscal  year,  and  nothing  has  been  expended 
upon  it  except  in  office  work. 

By  act  of  Congress  approved  August  14,  1876,  an  appropriation  of 
$3,4)00  was  made  for  this  harbor,  and  in  May  authority  was  given  to 
carry  on  the  work  of  impi  oveoient  by  purchase  in  open  market  and  em- 
ployment of  hired  labor.  Bat  it  was  too  late  to  accomplish  anything 
before  the  close  of  that  fiscal  year.  It  is  proposed  to  apply  this  money 
toward  closing  tlie  opening  now  existing  between  the  inner  end  of  the 
east  pier  and  the  shore,  and  to  the  repair  of  the  inner  part  of  the  west 
pier.    This  will  be  done  before  the  close  of  the  present  working-season. 

A  history  of  this  harbor,  and  a  sketch  of  its  condition,  will  be  found 
in  the  Annual  Report  of  the  Chief  of  Engineers  for  the  fiscal  year  end- 
\u^  Jane  30,  1876. 

The  work  yet  remaining  to  be  done  is  the  complete  closure  of  the 
opening  between  the  east  pier  and  the  shore,  only  a  part  of  which  can 
be  done  under  the  last  appropriation. 

To  finish  this  work  as  originally  proposed  will  require  an  appropria- 
tion of  $18,000,  an  increase  of  $9,000  over  the  unapi>ropriated  balance 
of  the  original  estimate  for  this  harbor,  which  increase,  as  stated  in  the 
annnal  report  for  the  fiscal  year  ending  June  30, 1875,  is  due  to  the  fact 
that  the  material  met  with  in  dredging  the  channel  was  harder  and 
more  difficult  to  remove  than  had  been  anticipated,  and  the  cost  was, 
therefore,  much  greater  than  the  estimated  cost  as  given  in  the  original 
acheine  of  improvement. 

Paltoeyville  Harbor  lies  in  the  oollectioD-district  of  Geneaeef  abont  40  niilos  west  of 
O^^wego,  and  a  little  over  20  miles  east  of  the  mouth  of  the  Geuesee  Kiver.  The  tiear- 
est  ligut-honse is  at  Great  Sodas  Bay,  about  Vi  miles  east  of  Pukneyviile. 

The  following  statement  of  the  commerce  of  the  port  is  furnished 
from  the  records  of  the  custom-house : 

ReTenne  collected  daring  the  fiscal  year  euding  Jane  '^  1877 $666  41 

Valaeof  import« 3,468  95 

Valoe  of  exports 1,838  24 

Number  of  vessels  cleared 46 

Tbeir  tonnage,  tons' 1,091 

Noriiber  of  vessels  entered 43 

Their  tonnage,  tons 1,456 
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Money  statement 

Jnly  I,  1876,  amouDt  available |126  56 

Amount  appropriated  by  act  approved  August  14,  1876 3. 000  00 

3, 126  56 

July  1, 1677,  amount  expended  during  fiscal  year 87  12 

July  1,  1877,  amount  available 3,039  44 

Amount  (estimated)  required  for  completion  of  existing  project 18,000  00 

Amount  that  can  be  pruiitubly  expended  in  fiscal  year  ending  June  30, 1879  18, 000  00 


GG6. 

IMPROVEMENT  OF  GREAT  SODUS  HARBOR,  NEW  YORK. 

A  history  of  this  itnprovemeDt  and  a  sketch  of  its  condition  at  the 
close  of  the  last  fiscal  .year  will  be  found  in  the  Annual  Report  of  the 
Chief  of  Engineers  for  the  fiscal  year  ending  Jane  30, 1876. 

During  the  past  year  nothing  has  been  done  here  excepting  a  few  re- 
pairs upon  the  sand-catcher  and  upon  the  east  and  west  piers,  and  noth- 
ing remains  to  be  done,  under  the  original  scheme  of  improvement,  but 
the  connection  of  the  inner  end  of  the  east  pier  with  the  shore. 

By  act  of  Congress  approved  August  14,  187G,  the  sum  of  $5,000  waa 
appropriated  for  the  improvement  of  this  harbor,  but  this  did  not  be- 
come available  until  Maj^,  1877.  Authority  was  subsequently  given  to 
expend  this  money  in  the  improvement  of  the  harbor  by  purchase  of 
material  in  open  market  and  the  employment  of  hired  labor,  but  so  lit- 
tle of  the  fiscal  year  then  remained  that  nothing  was  done  before  its 
close.  Since  then  arrangements  have  been  made  for  the  necessary  ma- 
terial and  labor,  and  it  is  expected  that  before  the  close  of  the  present 
working-season  all  the  money  available  will  have  been  applied  to  the 
repair  of  the  west  pier  and  the  building  of  an  additional  sand  catcher. 
A  quantity  of  sand  has  been  blown  into  the  channel  next  the  west  pier, 
which  must  eventually  be  removed,  although  there  is  no  immediate  ne- 
cessity for  it.  It  is  expected  that  the  repair  of  the  decayed  and  damaged 
west  pier  and  the  building  of  the  new  sand-fence  will  prevent  further 
deterioration  of  the  channel  from  this  cause. 

Great  Sodas  Harbor  is  in  the  collection-district  of  Oswego,  and  is  distant  abont  rt2 
miles  from  Fort  Ontario,  at  Oswego.  It  is  lighted  by  a  fourth-order  coast  white-flash 
light  on  the  bluff  west  of  the  entrance,  and  by  two  white  beacon-lights  at  the  ends  of 
the  west  pier. 

The  following  statement  of  its  commerce  is  furnished  by  the  records 
of  the  custom-house :   * 

Revenue  collected  during  the  fiscal  year  ending  June  30, 1877 f637  71 

Valueof  imports 12,4H8  57 

Value  of  exports 46,699  75 

Number  of  vessels  cleared «. 62 

Their  tonnage,  tons 6,179 

Number  of  vessels  entered 63 

Their  tonnage,  tons •«•  6,205 


APPENDIX   GG.  981 
Money  statement, 

Jnly  1,  1876,  amount  available S*2,22l  12 

Amoant  appropriated  by  act  approved  Aagast  14,  1876 5, 000  00 

7,221  12 

J oly  1,  1877,  amount  expended  during  fiscal  year 749  03 

July  1,  1877,  amount  available 6.472  09 

Amount  (estimated)  required  for  completion  of  existing  project 10,000  00 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1679.  10, 000  00 


GG7. 

IMPROVEMENT  OF  LITTLE  SODUS  HARBOR,  NEW  YORK. 

No  work  has  been  done  bere  daring  the  past  year  except  closing  a 
breach  which  had  been  formed  through  the  west  beach;  about  70  linear 
feet  of  crib-work  were  required  for  this  purpose. 

By  act  of  Congress  approved  August  14,  1876,  the  sum  of  $5,000  was 
appropriated  for  the  improvement  of  this  harbor,  but  it  was  not  until 
May,  1877,  that  this  money  became  available,  and  it  was  then  too  late 
to  tio  anything  with  it  before  the  close  of  the  fiscal  year.  This  money 
will  be  applied  during  the -present  season  to  the  repair  of  the  west  pier, 
and  to  the  extension  shoreward  of  the  inner  end  of  the  east  pier.  Au- 
thority has  been  given  to  do  this  work  by  purchase  in  open  market,  and 
by  the  employment  of  hired  labor. 

The  only  work  yet  remaining  to  be  done  under  the  original  scheme  of 
improvement  is  the  connection  of  the  inner  end  of  the  east  pier  with  the 
shore,  which  will  require  the  unappropnated  balance  of  the  original  es- 
timate, namely,  $12,000.  A  part  of  the  money  heretofore  appropriated 
for  this  work  has  been  uecc?ssarily  applied  to  the  repair  of  damage  which 
has  occurred  from  time  to  time  in  the  work  already  constructed,  and  it 
may  become  necessary  to  call  for  additional  funds  to  replace  those  so 
applied. 

A  history  of  this  improvement,  accompanied  by  a  sketch  of  the  har- 
lx>r,  will  be  found  in  the  Annual  Report  of  the  Chief  of  Engineers  for 
the  fiscal  year  ending  June  30,  1870. 

Little  Sodns  Harbor  lies  in  the  collection-district  of  Oswego,  abont  15  miles  west  of 
Fort  Ontario,  at  Oswego*.  The  harbor  is  lif^bted  by  a  lixed  white  light  of  the  fourth 
order,  placed  near  the  head  of  the  west  pier. 

The  following  statement  of  the  commerce  of  the  port  is  furnished  by 
the  records  of  the  custom-house  : 

Rpfvenne  collected  dnring  the  fiscal  year  ending  June  30,  1877 $3, 154  6H 

Valnts  of  imports 22,544  00 

Value  of  exports 86,111  00 

Xuniber  of  vessels  cleared 226 

Their  tonnage,  tons 18,258 

Xnmber  of  vessels  entered 213 

Their  tonnage,  tons ■ 13,417 

Money  statement. 

July  1,  1876,  amount  available .* 81,289  96 

Aaiount  appropriated  by  act  approved  August  14,  1876 5, 000  00 

6,289  96 
July  1,  1877,  amount  expended  during  fiscal  year 433  39 

Jnly  1,  1877,  amount  available 5,856  57 

Amoant  (estimated)  required  for  completion  of  existing  project 12, 000  00 

Amount  that  can  be  profitably  expended  in  fi&cal  year  euding  June  30, 1879.  12, 000  00 
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GG  8. 

IMPROVEMENT  OF  OSWEGO  HARBOR,  NEW  YORK. 

Operations  at  this  harbor  dnrin^  the  past  year  have  been  confined  to 
the  construction  of  the  Huperstnicture,  210  feet  long;  of  thesis  cribs 
sunk  in  the  extension  of  the  outer  breakwater;  to  the  placing  one 
counter-fort  in  rear  of  the  exposed  end  of  the  breakwater;  and  to  ex- 
tensive repairs  to  both  breakwaters,  which  had  been  much  damaged  by 
the  action  of  the  sea.  The  repairs  to  the  new  breakwater  consisted  in 
removing  the  deck-i)lank  where  the  structure  had  settled  materially, 
(the  settlement  in  many  cases  being  3  and  4  feet,)  leveling  up  the  tim- 
ber-work, tilling  in  with  stone,  and  replacing  the  deck-plank.  Over  a 
large  part  of  the  work  tiie  stone  filling  had  settled  to  such  a  degree 
that  it  was  necessary  to  remove  the  deck-plank,  fill  in  with  stone,  and 
then  replace  the  plank.  This  latter  operation,  in  which  no  leveling  of 
the  timber  was  required,  had  to  be  done  over  917  linear  feet  of  the  lake 
arm  of  the  breakwater,  and  over  413  linear  feet  of  the  west  half,  aud 
174  linear  feet  of  the  east  half  of  the  shore  arm  of  the  breakwater. 

About  700  linear  feet  of  this  structure  had  to  be  levelled  up  b}*^  bolt- 
ing additional  timbers  upon  those  which  had  settled. 

In  the  old  breakwater,  parts  of  the  protecting  cribs  and  counterfort^ 
had  to  be  rebuilt,  and  the  superstructure  of  the  breakwater  itself  had 
to  be  rebuilt  from  the  water-line,  on  the  exposed  side,  for  about  303 
feet,  while  new  planking  has  been  laid  over  133  linear  feet  of  it. 

Beside  this,  it  has  been  necessary  to  strengthen  this  old  breakwater 
in  many  places  by  building  bulkheads,  placing  smaller  cribs  inside  the 
older  work,  and  sheathing  the  old  work  outside  with  plank. 

In  all  these  operations  there  have  been  expended  about — 

562,000  feet,  boftrd-measare,  pine. 
110,000  fetit,  board-measure,  Leiulook. 
1,39()  cords  of  stoue. 
112,000  poundB  of  iron. 
At  a  total  cost  of  $40,588.48. 

A  history  of  this  work  and  a  sketch  of  its  condition  at  the  close  of 
the  last  fiscal  year  will  be  found  in  the  Annual  Report  of  the  Chief  of 
Engineers  for  tiie  fiscal  year  ending  June  30,  1876. 

The  total  length  of  this  breakwater,  as  now  constructed,  is  as  follows: 

Shore  arm 910  feet. 

Lake  arm 2,7d2ftret. 

Total 3,692  feet. 

And  under  the  project  as  approved  it  is  to  be  extended  about  2,000  feet 
more  to  the  eastward,  or  until  its  eastern  extremity  is  about  on  the 
prolongation  of  the  outer  part  of  the  old  breakwater. 

Tbe  original  estimated  cost  of  this  work  was  $1,162,682,  of  which 
amount  there  has  already  been  appropriated  theisum  of  $515,000,  leav- 
ing $557,000  yet  to  be  appropriated,  but  much  of  that  already  appro- 
l)riated  has  been  applied  to  the  repair  of  damages  to  both  breakwaters 
occasioned  by  storms,  as  in  the  past  year,  where  over  $20,000  have 
been  ^o  applied,  aud  it  is  probable  that  the  money  thus  diverted  from 
original  construction  will  yet  be  needed  before  this  work  is  completetl. 

By  act  of  Congress  approved  August  14,  1876,  the  sum  of  $90,000  was 
appropriated  for  the  improvement  of  this  harbor,  but  only  so  much  of 
this  was  made  immediately  available  as  was  necessary  for  repairing  dam- 
ages already  done  to  the  work  and  for  putting  it  in  condition  to  with- 
stand the  action  of  the  usual  fall  aud  winter  gales.    In  September 
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925,000  were  allotted  for  this  parpose,  aud  in  November  an  additional 
i^uin  of  95,000;  aud  nearly  the  whole  $30,000  were  applied  to  this  par- 
pose  before  winter  set  in. 

The  remainini;  $60  000  were  made  available  in  the  nionth  of  May  fol- 
Iowiu§^9  and  shortly  after  authority  was  given  to  apply  this  money  to  the 
improvement  by  the  purchase  of  material  in  open  market  and  by  the  em- 
ployment of  hired  labor.  Nothing  was  accomplished,  however,  before 
the  closeof  the  tiscal  year,  excepting  making  the  necessary  arrangements 
for  the  supply  of  materials  required. 

The  amount  of  the  appropriation  now  available  is  snf[i<!ient  to  permit 
the  extension  of  the  new  breakwater  between  400  and  500  feet;  and  it 
is  hoped  that  this  may  be  accomplished  daring  the  present  working-sea- 
son. This  is  not  certain,  however,  avs  there  is  always  difficulty  in  getting 
supplies  of  such  timber  as  is  needed  in  such  structures  at  this  season  of 
the  year.  Twelve-inch  timber  is  rarely  kept  in  stock,  and  when  wanted 
it  is  usually  necessary  to  send  into  the  woods  and  have  it  cut.  This 
should  be  done  in  the  winter,  as  it  is  a  difficult  and  expensive  thing  to 
get  it  out  in  the  summer  season;  yet  our  appropriations  are  usually  so 
made  that  this  becomes  necessary. 

Oswego  Harbor  is  in  the  conectiou-districtof  Oswego,  nnd  is  lighted  by  a  fixed  white 
light  of  the  third  order,  and  by  a  red  beacon-light  at  the  oater  end  of  the  old  break- 
water. Fort  Ontario  is  situated  a  little  to  the  east  of  the  east  pier,  and  comniands  the 
harbor. 

The  following  statement  of  the  commerce  of  the  port  is  furnished  by 
the  records  of  the  custom-house: 

Revenae  collected  daring  the  fiscal  year  ending  Jnne  30,  1877 $430, 748  59 

Value  of  imports * 4,  l-.«,876  00 

Vahieof  export* 1,096,905  00 

Nnmber  of  vessels  cleared... 2, 131 

Tbeir  tonnage,  tons *.  390,680 

Nnmber  of  vessels  entered 2, 128 

Their  tonnage,  tons 390.251 

Money  statement 

JdIv  1,  1876,  amonnt  available $9,C58  49 

Amonnt  app: opriated  by  act  approved  August  14,  1876 90, 000  00 

99, 0.'SS  49 
July  1, 1H77,  amonnt  expended  daring  fiscal  year 40, 588  48 

July  1,  leJ77,amoant  available 58,470  01 

Amount  Cestimated)  required  for  completion  of  existing  project 557, 000  00 

Amount  that  can  he  profitably  expended  in  fiscal  year  ending  June  30, 1879.    300, 000  00 


GG  g. 

mPBOVEMENT  OF  OGDENSBURG  HARBOR,  NEW  YORK. 

The  history  of  this  work  will  be  found  in  pf  evlons  reports,  and  a  sketch 
of  its  coQ<Ution  at  the  close  of  the  Inst  fiscal  year  will  be  found  in  the 
Keport  of  the  Chief  of  Engineers  for  the  fiscal  year  ending  June  30, 
1876. 

The  original  scheme  of  improvement  provided  for  the  dredging  of  cer- 
tain parts  of  the  channel  and  harbor,  and  for  the  construction  of  pile- 
piering  to  prevent  the  waters  of  the  Oswegatchie  from  wasting  their 
force  by  spreading  over  the  shoal  which  lies  in  front  of  the  city. 
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Tbe  dredging  has  been  essentially  completed,  and  there  appears  to  be 
no  present  necessity  for  constructing  the  proposed  pilepiering,  the  esti- 
mated cost  of  wbich  is  about  $7(),000. 

Nothing  has  been  done  in  this  improvement  during  the  past  year,  as 
there  was  no  working  balance  available  at  its  beginning,  and  no  appro- 
priation has  since  been  made  for  it. 

OgdeDsburg  Harbor  is  in  the  colleotiou-district  of  Oswegatchie,  aboat  120  miles  from 
Fort  Oatario,  at  Oswego,  and  is  lighted  by  a  fixed  white  light  of  the  fourth  order. 

The  following  statistics  of  its  commerce  are  furnished  from  the  records 
of  the  custom-house: 

Revenue  collected  during  the  fiscal  year  ending  June  30,  1877 $74,567  83 

Value  of  imports 468,476  00 

Value  of  exports 790,  b83  00 

Number  of  vessels  cleared 927 

Their  tonnage,  tous 165,004 

Number  of  vessels  entered 94S 

Their  tonnage,  tofts 160,799 

Money  statement, 

July  1,  1876,  amount  available $59  10 

July  1,  lb77,  amount  expended  during  fiscal  year 44  02 

July  1, 1877,  amount  available 15  08 


Amount  (estimated)  required  for  completion  of  existing  project 70, 0(K)  CK) 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.  70, 000  00 


GG  lo. 

IMPROVEMENT  OF  WADDINGTON  HARBOR,  NEW  YORK. 

The  history  of  this  improvement  will  be  found  in  the  Reports  of  the 
Chief  of  Engineers  for  the  fiscal  years  ending  June  30,  1873,  1S74,  1875, 
and  187(>,  and  a  sketch  of  the  harbor  in  its  present  condition  will  be  found 
in  the  last-named  report. 

The  work  of  improvement  is  completed  as  originally  designed,  and 
nothing  more  is  needed  here.  No  work  has  been  done  during  the  past 
year,  and  the  small  balance  of  $42.72  on  hand  at  the  beginning  of  the 
fiscal  year  has  been  expended  in  office  supplies. 

Waddington  Harbor  is  in  tbe  ooUection-district  of  Oswe^atcbie,  on  tbe  Saint  Law- 
rence River,  about  20  miles  below  Ogdensbtirg,  wbere  tbe  nearest  At.iHrican  light- 
bouse  is  situated.    It  is  about  100  miles  from  Fort  Montgomery ,  at  Itouse's  Point. 

The  following  statistics  of  its  commerce  are  furnished  by  the  records 
of  the  custom-house : 

Amount  of  revenue  collected  during  the  fiscal  year  ending  Jnne  30,  1877.. .  $3, 075  14 

Value  of  imports :«,!>77  00 

Value  of  exports... 5,453  00 

Number  of  vessels  entered \\ 

Their  tonnage,  tons 130 

Number  of  vessels  cleared ..• 3 

Their  tonnage,  tons 130 

Existing  project  completed  ;  nothing  required. 

Money  statement 

July  1, 1876,  amount  available |42  72 

July  1, 1877,  amount  expended  during  fiscal  year 42  72 
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ANNUAL  REPORT  OF  MAJOR  G.  H.  MENDELL,  CORPS  OF  EN- 
GINEERS, FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1877. 

United  States  Engineer  Office, 

San  Francisco^  Caly  July  7,  1877. 

General  :  T  hav^  the  honor  to  inclose  the  aunual  reports  for  the  year 
ending  June  30,  1877,  of  the  works  of  river  and  harbor  improvement 
uuder  my  charge. 

Very  respectfully,  your  obedient  servant, 

G.  H.  Mendell, 


I 


Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers  U.  8.  A. 


Major  of  Engineers. 


HH  I. 

IMPROVEMENT  OF  OAKLAND  HARBOR,  CALIFORNIA. 

The  operations  for  the  past  year  have  been  mainly  directed  to  the  at- 
tainment of  a  convenient  depth  in  the  channel  between  the  jetties,  which 
is  very  much  needed  by  the  growing  commerce  of  Oakland. 

It  was  proposed  to  excavate  a  channel  200  feet  wide  from  the  lOfoot 
(*nrve  in  San  Francisco  Ray  to  the  lO-foot  curve  in  Oakland  Harbor. 
The  length  of  the  line  of  dredging  is  6,300  feet. 

This  channel  has  been  opened  for  a  width  of  100  feet,  and  the  second 
cut  of  the  same  width  is  now  nearly  completed,  only  900  feet  remaining 
lo  \\%  excavated,  involving  about  15,000  yards. 

The  dredging  was  commenced  under  a  contract  with  John  A.  Ball  at 
the  rate  of  24  cents  a  yard.  This  contract  was  nullitied  on  the  12th 
September,  187G,  in  consequence  of  the  failure  of  the  contractor  to 
prosecut^i  the  work  at  the  rate  provided  by  the  terms  of  the  agreement. 

Between  July  1  and  September  12  the  contractor  excavated  3,744 
cubic  yards  wiih  a  single  dredge. 

The  Western  Development  Company  undertook  the  work,  after  it  was 
taken  out  of  the  contractor's  hands,  at  the  price  he  had  received,  namely, 
24  cents  per  yard.  The  company  placed  two  dredges  at  work,  and  some 
time  subsequently  added  a  third,  by  the  aid  of  which  the  work  embraced 
i»  Mr.  Ball's  contract  was  nearly  completed  in  the  required  time,  viz, 
April  1,  1877.  In  the  mean  time  the  growing  demands  of  commerce 
seemed  to  require  a  greater  width  than  150  feet,  which  was  the  width 
originally  contemplated,  and  it  was  thought  advisable  to  give  a  width 
of  200  feet  to  the  channel.    The  company  continued  to  work  under  the 
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oriofinal  agreemeut  to  June  1, 1876,  at  which  time,  after  advertisement 
and  call  for  bids,  they  being  the  only  bidder,  a  writteA  contract  was  made 
for  the  part  remaining  undone  at  the  rate  of  35  cents  per  yard. 

Tbis  contract  is  now  in  force,  and  it  is  expected  that  the  work  will  be 
completed  in  July,  1877.  The  total  amount  dredged  during  the  year 
was  196,465  cubic  yards. 

At  tbe  same  time  that  the  dredging  remaining  to  be  done  was  adver- 
tised for  bids,  tenders  were  invitexi  for  about  20,000  tons  of  stone  for  the 
extension  of  the  training-walls  or  jetties.  There  were  a  number  of  bid- 
ders, a  list  of  whom  is  appended.  The  award  was  made  to  the  lowes^t 
bidder,  Tilford  &  Terkelson,  at  $1.19  per  ton. 

These  parties  began  work  about  tht^  middle  of  June,  and  to  the  close 
of  the  month  they  delivered  2,335  tons,  which  were  placed  on  the  soutb 
wall,  extending  it  400  feet.  The  stone  comes  in  part  from  Angel  Islaud 
and  partly  from  Telegraph  Hill. 

It  is  estimated  that  the  work  now  in  progress  will  consume  all  tbe 
money  that  is  at  present  available. 

^Several  important  parts  of  the  construction  await  a  liberal  appropria- 
tion on  the  part  of  (Congress. 

The  part  of  the  jetties  above  low- water  will,  it  is  thought,  necessarily 
be  made  of  concrete  masonry.  A  dry  stone  wall,  with  the  material 
available  in  the  quarries  near  the  city,  cannot  be  made  to  keep  its  shape. 

Tbe  excavation  of  the  tidal  basin  above  Oakland  to  a  depth  of  1  or 
2  feet  below  low-water  ought  to  be  undertaken  before  long,  in  order  to 
secure  a  larger  tidal  prism.  It  is  hoped  that  cheapened  dredging,  com- 
bined with  the  reclamation  of  the  low  lands  in  the  vicinity,  which  will 
need  the  material  taken  from  the  bay,  will  permit  the  work  to  be  done 
at  a  low  price. 

Ko  further  steps  have  been  taken  to  condemn  the  land  for  a  canal  to 
connect  with  San  Leandro.  The  appropriation  being  too  small  to  permic 
any  new  work  to  be  undertaken,  there  has  been  no  urgency  in  obtain- 
ing possession  of  the  land. 

The  establishment  of  lines  on  both  sides  of  the  estuary,  beyond  which 
no  constructions  can  be  permitted,  was  referred  to  in  the  last  anuaal 
report,  and  has  received  considerable  a^ttention  since  that  date.  This 
has  resulted  in  the  establishment,  so  far  as  this  office  can  establish, 
of  a  line  from  the  present  wharves  to  the  head  of  the  jetty  on  the  Oak- 
land side. 

The  fixing  of  this  line  has  been  urgent,  many  building  operations  being 
dependent  upon  it  and  awaiting  its  establishment.  This  line  is  estab> 
lished  on  sound  ])rinciples  and  in  harmony  with  the  views  of  the  water- 
front company,  as  represented  by  their  engineer.  Tbis  gentleman, 
Calvin  Brown,  civil  engineer,  has  also  been  consnlted  in  regard  to  the 
lines  which  it  is  proposed  to  establish  wherever  the  property  of  the 
water-front  company  extends.  General  Alexander,  the  senior  engineer 
on  the  Pacific  coast,  has  also  given  the  benetit  of  his  views  on  the  same 
point. 

There  seems  to  be  every  reason  to  expect  that  the  difficulties  which 
were  described  in  the  last  annual  report,  resulting  from  ownership,  real 
or  fictitious,  of  the  bed  of  the  estuary  by  private  parties,  under  grant^s 
of  the  legislature  of  the  State,  will  be  oljviated  by  the  formal  assent  of 
the  parties  to  the  establishment  of  certain  lines,  outside  of  which  the 
ownershii)  and  sovereignty  of  the  United  States  will  be  admitted.  This 
done,  there  will  be  no  reason  why  the  work  should  not  again  receive  its 
share  of  favor  from  Congress. 

The  accompanying  map  [not  printed  in  this  report]  exhibits  the  train- 
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iogwallA,  and  tbe  channel  which  has  been  excavated.  The  depth  has 
been  well  maintained,  and  in  some  instances  it  has  been  increased. 

Tbe  accompanying  statistics  represent  the  condition  of  commerce  in 
the  estuary,  and  on  tbe  main  pier  ontside,  during  tbe  past  year.  Tbe 
statistics  for  the  estuary  proper  have  not  been  tborougbly  segregated 
in  past  years,  so  that  their  growth  cannot  be  represented.  Tbe  number 
of  vessels  in  1876,  leaving  out  one  wharf  which  kept  no  record,  was 
2,520,  while  in  1875  the  number  was  2,144.  Tbe  increased  depth  of  tbe 
channel  admits  larger  vessels  than  could  enter  before  1876. 

On  a  spring-tide  17  feet  can  be  carried  into  the  harbor. 

Tbe  largest  vessel  that  has  yet  entered  was  a  French  bark,  drawing 
14  feet. 

OftklaDd  ia  in  the  coHectioD -district  of  San  FranciscOi  and  only  Ave  miles  distant. 
The  nearest  fortitications  and  ligbt-hoases  are  in  the  harbor  of  Sou  Francisco. 

Money  statement. 

Joly  1, 1876,  amoant  available $47,157  50 

Amoant  appropiiated  bv  act  approved  Auf^iist  14,  1876 75, 000  00 

$122, 157  50 

July  1, 1877,  amount  expended  during  fiscal  year 59,192  26 

July  1, 1877,  outstanding  liabilities 1, 062  56 

60,2.*S4  82 

July  1, 1877,  amount  available 61,902  63 

Amonnt  (estimated)  for  completion  of  exisMn^  project 1, 5:i9, 529  20 

Aiuonnt  that  can  be  profitably  expended  in  fiscal  year  ending  June  30,1879.      200, 000  00 
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New  wharf,  Foster  4"  GelhVs  Wharf. 


Period. 

No.  of 

vesseUi. 

Lumber. 

Lime. 

1 
^*y.»"^       Coal. 

Sand. 

Brick. 

Wood. 

18T7. 
April  1  to  June  SO.. 

110 

642 

Barrel*. 
4,300 

Ttms. 

Tons. 
400 

Tons. 
2,400 

Jf. 

3^0 

Cords. 
100 

La  Rut^s  Wharf. 


Year. 

No.  of 
▼eaaels. 

Lumber. 

Lime. 

Jute. 

Coal. 

Shiogles. 

Laths. 

Wood. 

ij*:5 

883 
9  Id 

Jf. 

7, 2:.0 
9,000 

Barrels. 

2.000 

Tons. 
900 

Tons. 
5,  Mn 
7,500 

Jf. 

3.800 
4,000 

If. 

2.500 
3,000 

Cords. 
2, 0;  0 

1876 

City  Wharf 


Year. 

No.  of 

veseele. 

Lumber. 

Produce. 

Coal. 

Wood. 

Brick. 

1-T3 : 

431 
605 

1,223 

Jf. 

401 

2.  Aia 

4,747 
7,566 

283 
1  2r^2 

Ton*. 
10. 8-23 

19  9(11 

Cords. 
3,215 
3.8<n 
4,040 
4,046 

Jf. 
3.218 
3.7117 
5,061 
5,647 

1-74 

1M75  ...       .             

2.130         It^.fri.'i 
4  951          1>3  i*^>< 

l€16 

^ 

988 
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Taylor  f  Co.^s  Wharf, 


Year. 

Naof 
vessels. 

Lamber. 

ShiDgles. 

Latha. 

1P75 

163 
150 

M. 

8,933 
9,000 

M. 

2,000 
5,193 

jr. 

1«76 

1  355 

■ 

MerriiVs  Jfharf. 

Year. 

No.  of 
vessels. 

Lumber. 

Shin^fles. 

Laths. 

1875. 

% 

209 
1-25 

Jf. 

7.449 
10,000 

Jf. 

4,2.54 

4,000 

jr. 

2,  177 

1876 

S.000 

Muxr^s  Wharf. 

This  wharf  has  done  a  large  shipping  business,  bnt  has  so  far  kept  uo 
accounts  whatever  of  traffic.    Estimates  coal  at  3,600  tons. 

Main  Pier  or  Ferry  Wharf, 

Total  number  of  passengers  over  Oakland  Ferry  : 

In  1872 2,611,418 

In  1H73 2,841,374 

In  1874 3,446,4<i9 

III  1H75 4,309,712 

In  1876 5,UU0,0t0 

Bullion  valued  at  $35,000. 

General  freight. 


DescriptioD. 


Merchandise t4iu8. . 

Grain  exported do... 

Coal  in)p()rte<l do... 


Totals 


1876. 


469,400 

131.  4-1 

40. 240 


641,  121 


STATEMENT   OF    BIDS   KKCEIVKD   AND    OPENED   ON   THE    16tH    DAY  OF  MAY,    1877,   VOli 

DKEDGING  AND  FOR  DELIVERY  OF  STONE. 


Dredging, 
1  bid  by  Western  Development  Company  at  35  cents  per  cubic  yard. 

Delivery  of  stone, 

Tilford  &  Terkelson,  per  ton $1  19 

Newiand  &  Shanon,  per  ton,  from  Angel  Island - ..     1  26 

Newland  &  Sbanon,  per  ton,  from  Verba  Buena - 1  24^ 

R.  P.  Kelley,  per  ton 1  47 

Bradley  Muir,  per  ton 1  4d 
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HH2. 

IMPROVEMENT  IN  WILMINGTON  HARBOR,  CALIFORNIA. 

DREDGINa. 

Dredging  was  mainly  confiDed  to  the  reef  of  clay  and  stone  which 
crosses  the  entrance  of  the  harbor  from  Deadman's  Island  to  tlie  shore. 
There  were  taken  from  this  reef  4,5(il  yards  of  clay  and  4,601  yards  of 
stone.  There  were  also  dredged  2,273  yards  of  sand,  part  of  which  was 
taken  from  the  reef  and  part  from  a  narrow  trench  which  was  started 
above  the  reef  and  carried  for  several  hundred  feet  to  a  depth  of  12  feet. 
This  trench  was  abandoned  for  two  reasons,  namely,  want  of  funds  an<i 
from  a  fear  that  the  sand  would  be  washed  out  of  the  interior  channel 
faster  than  the  forces  outside  could  dispose  of  it.  If  this  were  the  re- 
salt  the  sand  would  be  apt  to  accumulate  at  the  month  of  the  harbor. 

There  is  now  a  fair  equilibrium  under  which  the  sandy  part  of  the 
channel  deepens  slowly  and  regularly,  and  the  sand  is  carried  to  the 
west  of  the  entrance,  where  it  is  building  up  a  shoal. 

The  fiist  cut  through  the  reef  was  1(K)  feet  wide  and  12  feet  deep. 
This  was  finished  in  July.  A  second  cut  was  started  100  feet  wide  and 
14  feet  deep.  This  was  made  for  130  feet,  when  it  was  reduced  to  50 
feet  in  width  and  12  feet  in  depth.  This  reduction  was  made  because 
the  available  funds  were  insufficient.  This  reduced  cat  was  finished  in 
January,  1877,  and  there  is  now  a  channel  150  feet  wide  through  the 
reef,  with  12  leet  of  water  at  mean  low  tiile  of  the  Coast  Survey,  or  10 
feet  at  the  lowest  known  tides. 

The  stone  and  clay  taken  from  the  reef  were  used  to  build  a  training- 
^all  on  the  west  side  of  the  channel.  In  addition  2,400  tons  of  stone 
were  purchased  and  placed  on  this  wall.  The  wall  runs  parallel  with 
the  channel  for  800  feet,  and  was  built  to  3  feet  above  low-water.  It 
has  settled  to  some  extent  and  is  now  one  foot  lower. 

Some  stone  was  placed  on  the  main  jetty,  near  the  end  of  the  timber- 
work,  to  raise  it  to  the  height*  of  the  rest  of  the  line.  A  groin  on  the 
sea-side  of  the  end  of  the  timber-work  was  extended  and  raised  in 
HtoDe,  and  some  stone  was  used  in  connection  with  our  operations  iu 
brush.    All  of  these  last-named  operations  consiuned  850  tons  of  stone. 

The  accumulation  of  sand  on  the  seaward  side  of  the  work  has  not 
been  so  rapid  as  was  expected,  nor  as  is  desirable.  Some  desultory 
operations  have  been  carried  on  from  time  to  time  with  the  view  to 
hasten  the  growth  of  the  dunes.  Brush  has  been  used  for  this  purpose 
in  various  forms  and  with  moderate  success.  The  subject  has  hardly 
received  a  fair  trial,  nor  have  any  positive  rules  for  the  application  of 
brush  to  this  purpose  been  developed. 

It  is  believed  that  a  good  deal  can  be  done  in  this  way  to  hasten  the 
desired  result,  but  more  time  and  some  money  must  be  available  to 
prove  the  assertion. 

Nine  groins  of  fascines  were  extended  from  the  main  work,  each  70 
feet  long,  and  each  of  two  tiers  of  fascines.  They  were  aligned  parallel 
to  the  crests  of  the  waves.  Two  courses  of  tides — that  is  one  month — 
filled  the  sand  to  the  top  of  the  brush.  This  was  very  well,  but  it  was 
quite  expensive. 

The  cost  of  making  fascines  and  of  stone  to  load  them  was  considera- 
ble, and  another  experiment  was  tried. 

The  brush  was  cut  to  3  feet  lengths  and  set  up  on  end  in  a  trench  2 
feet  deep,  leaving  the  brush  projecting  1  foot  above  the  beach.    The 
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alignment,  as  before,  was  parallel  to  the  wave  front.  The  brush  was 
held  in  place  by  packing  tiie  sand  in  the  trench  firmly.  This  is  inexpen- 
sive and  produces  good  results. 

Some  other  experimental  applications  of  brush  were  made.  These 
operations  consumed  80  cords  of  brush  and  accumulated  about  6,400 
cubic  yards  of  sand. 

The'channel  has  been  steadily  improving  both  in  width  and  depth. 
There  is  now  a  depth  of  8  feet  at  mean  low  water  where  there  was  less 
than  2  when  the  original  operations  were  commenced.  The  increase  in 
depth  during  the  year  has  been  1  foot. 

The  9-foot  curves  inside  and  outside  are  now  but  GOO  feet  apart,  hav- 
ing approached  each  other  500  feet  during  the  year. 

At  high-water  of  spring  tides,  there  is  a  depth  of  16  feet  in  the  shoal- 
est  place ;  and  at  other  high  waters,  12  to  14  feet,  as  the  tides  are  neap 
or  vary  to  spring. 

These  depths  are  snflScient  to  admit  all  of  the  coasting- vessels,  and  it 
is  now  a  common  practice  with  all  of  them  except  the  pa^senger-steauierB 
to  enter  the  harbor. 

In  November,  29  vessels  entered  the  harbor.  Two  of  them  drew  14 
feet,  and  20  drew  13  teet. 

It  is  probable  that  the  deepening  of  the  channel  will  now  proceed 
slowly,  as  it  has  done  since  the  currents  have  been  controlled,  and  two 
or  three  years  will  probably  give  a  minimam  depth  of  10  feet. 

In  the  mean  time  it  will  be  necessary  to  complete  the  training-wall  by 
^  raising  it  a  foot  or  two,  and  extending  to  such  a  point  as  a  study  of  tbe 
circumstances  shall  show  to  be  necessary. 

The  timber-work  may  need  ])rotection  for  some  time  to  come,  and 
further  efforts  should  be  made  to  hasten  the  accumulation  of  sand. 

The  width  of  the  cut  in  the  reef,  which  is  uow  150  feet,  ought  to  be 
made  2oO  feet,  and  it  would  also  be  beneficial  to  extend  its  depth  a 
cou[>le  of  feet.  The  action  of  the  current  cannot  be  ex|)ected  to  increa^ie 
the  depth  on  the  reef.    This  can  be  done  only  by  artificial  means. 

The  stone  line  forming  a  part  of  the  main  jetty,  has  steadily  settled 
for  the  past  three  or  foar  years,  and  it  ^ill  probably  be  necessary  to 
raise  this  line  3  or  4  feet. 

These  are  the  points  which  will  need  attention  for  a  couple  of  years, 
and  without  such  attention  the  work  can  hardly  be  regarded  as  coqi- 
pleted. 

All  operations  at  the  work  were  suspended  in  February,  the  property 
stored  as  well  as  possible,  and  a  keeper  placed  in  charge. 

It  may  be  well  to  notice  here  an  interesting  and  unusjial  phenomenon 
which  occurred  on  the  morning  of  May  JO.  Happily,  it  did  no  damage 
of  any  amount. 

About  7  o'clock  in  the  morning,  the  tide  bein^  about  4  feet  above  low- 
water,  the  sea  began  to  rise,  and  in  2^  minutes  it  rose  6.8  feet,  submerg- 
ing the  work  and  a  great  deal  of  hind  on  the  shore  which  is  little  above 
high-water.  The  wave  retreated  in  a  few  minutes  at  a  slower  rate  thau 
it  had  advanced,  falling  5  feet  in  nine  minutes.  There  were  a  number 
of  these  oscillations  during  the  day,  but  none  so  large  as  the  one  just 
described. 

The  wave  was  propagated  from  a  center  of  disturbance  on  the  coast 
of  South  America  which  destroyed  Iquique,  in  Peru,  and  did  a  great 
deal  of  damage  on  the  adjoining  shores.  This  earthquake  took  place 
on  the  9th  May. 

This  report  is  accompanied  by  a  map  which  shows  Wilmington  Harbor 
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at  the  beginning  of  the  work  of  improvement,  and  its  present  condition. 
These  maps  are  on  the  same  scale,  and  are  arranged  for  easy  comparison. 

The  lines  of  the  works  are  also  exhibited,  and  the  position  of  the  reef 
and  the  area  dredged  are  also  shown. 

The  commercial  statistics  of  the  port  of  Wilmington  are  as  follows  for 
the  year  1876 : 

Ther^ arrived  doriog  tbe  year  162  sailing- vessels  and  243  steamers. 
The  imports  were  66,8"^  tons,  of  which  30,000  tous  were  railroad  plant. 
The  exports  were  20,448  tons. 

Three  cargoes  of  wheat  were  exported  to  Europe,  the  first  instance  of  the  kind. 
Wilaiinjrton  is  in  the  collection-district  of  San  Diego,  which  is  100  miles  distant. 
The  amoaut  of  revenue  collected  daring  the  year  from  merchandise  imported  at  Wil- 
mington was  19,021.21. 
The  nearest  light-honse  is  at  Point  Firmin,  3  miles  distant. 
The  nearest  port  is  at  San  Diego,  100  miles  distant. 

The  original  estimate  for  the  jetty  connecting  Rattlesnake  and  Dead- 
man's  Islands  was  $400,000.  The  actaal  cost  of  the  jetty  was  consider- 
ably less  than  this  sum. 

The  amounts  and  dates  of  appropriations  for  this  harbor  are  as  follows, 
namely : 

March  3,  1871 : $200,000  00 

Jnne  10,  1872 7r»,000  00 

March  3,  1873 I'iO.OOO  00 

March  3,  1875 30.000  00 

Total 455,  tKH)  CO 

Expended  to  Jnne  30, 1877 454  056  5H 

The  estimated  amount  required  to  complete  the  harbor  is  $100,000,  which  can  be 
▼ell  applied  in  two  years. 

A  principal  reason  for  the  increased  expenditure  over  the  original 
estimate  is  in  the  fact  that  it  proved  to  be  impossible  to  place  the  en- 
trance at  the  point  where  it  could  have  been  provided  most  economi- 
cally, and  where  it  was  originally  intended  to  place  it. 

The  improvement  of  harbors  of  this  class  is  best  made  successful  by 
a  study  of  the  actions  and  tendencies  of  the  currents  as  they  are  deter- 
mined by  the  constructions  which  are  made  to  control  them. 

These  actions  can  seldom  be  fully  understood  and  their  directions 
recognized  in  advance,  but  when  recognized  it  is  generally  a  sound 
principle  to  act  as  far  as  possible  in  harmony  with  them  and  not  in 
opposition. 

Unmistakable  indications  pointed  out  the  proper  position  of  the  en- 
trance which  ought  to  be  made,  but  not  until  the  main  jetty  was  com- 
pleted. 

This  change  from  the  original  design  made  it  necessary  to  excavate  a 
good  many  thousand  yards  of  clay  and  stone,  which  were  not  included 
iu  the  original  design. 

In  addition,  works  on  the  sea  are  exposed  to  large  contingencies, 
which  can  never  be  fully  anticipated. 

Moiiey  statement. 

July  1,IH76.  amount  available $10,268  15 

Joly  ly  1877,  amount  expended  during  fiscal  year. 39,324  73 

Jaly  1, 1877,  amount  available 943  42 

Amount  (estimated)  required  for  completion  of  existing  project 100, 000  00 

Amount  that  can  be  prolitably  expended  in  fiscal  year  ending  June  30, 1879. .     50, 000  00 
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HH3. 

REMOVAL  OF  RINCON  ROCK,  SAN  FRANCISCO  HARBOR,  CALIFORNIA. 

At  the  date  of  the  last  annual  report  Cyrus  Palmer,  one  of  the  sureties 
on  the  bond  of  the  original  contractor,  was  engaged  in  blasting  and 
renioving  what  remained  to  be  done  under  the  original  contract.  This 
contract  required  a  depth  of  24  feet  to  be  secured.  • 

An  examination  of  the  work  was  made  in  July,  which  showed  that 
outside  of  a  line  100  feet  distant  from  the  wharf,  within  which  no  blast- 
ing was  permitted,  in  accordance  with  a  request  of  the  St^ite  harbor 
commissioners,  there  remained  to  be  excavated  62  yards,  and  additional 
depths  from  2J  feet  to  a  few  inches  had  yet  to  be  attained. 

The  blasting  was  the  cause  of  some  danger  and  annoyance  to  the 
ships  lying  at  the  wharf  within  100  or  200  feet  of  the  scene,  and  prob- 
ably this  was  one  of  the  motives  which  led  the  harbor  commissioners  to 
request  that  the  work  be  no  further  prosecuted.  They  also  expressed 
the  opinion  that  the  work  was  sufficiently  advanced  to  serve  the  interests 
of  the  commerce  of  the  port. 

Inasmuch  as  the  rock  lay  within  the  jurisdiction  of  the  harbor  com- 
missioners, as  established  by  the  statutes  of  the  State,  and,  further,  as 
the  commissioners  were  the  proper  judges  of  the  necessities  of  commerce 
within  their  jurisdiction,  it  was  deemed  proper  to  accede  to  their  views. 
Accordingly,  with  the  approval  of  the  Chief  of  Engineers,  the  contractor 
was  i)ermitted  to  leave  the  work  in  the  condition  in  which  it  was  at  the 
time  of  the  survey,  and  payment  was  made  for  the  proportion  of  the  work 
actually  done. 

The  original  contract  called  for  the  excavation  of  4,745  cubic  yards, 
of  which  only  4,357  were  actually  removed.  The  price  stated  in  the 
contract  was  $43,000.    The  money  actually  paid  was  $39,483.88. 

The  least  depth  of  water  on  the  rock  is  2 If  feet  at  mean  low- water,  or 
about  20  feet  at  low-water  of  spring  tides. 

Money  statement, 

July  1,  1876,  amonnt  availal»le $24,380  27 

Jnly  1,  lti77,  ainooDt  expended  during  fiscal  year 20,157  75 

July  ly  1877,  amooDt  available 4,222  52 


HH4. 

IMPROVEMENT  OP  SACRAMENTO  AND  FEATHER  RIVERS,  CALIFORNIA. 

No  operations  were  carried  on  last  year. 

The  last  and  only  work  that  was  done  in  these  rivers  was  executed  in 
1875,  under  an  appropriation  of  $15,000,  made  at  the  preceding  session 
of  Congress. 

The  Sacramento  was  a  navigable  channel  from  its  mouth  to  a  point 
near  Chico,  something  like  300  miles  in  length.  The  lower  part  of  the 
river  is  embarrassed  here  and  there  with  bars,  which  form  serious  ob- 
structions in  the  low  stages  of  the  water.  Some  of  these  bars  in  former 
years  were  washed  out  to  some  extent  by  wing-dams,  built  by  private 
corporations  interested  in  navigation.  Latterly,  however,  the  tonnage 
of  traffic  has  fallen  off  in  the  lower  river  on  account  of  the  competition 
with  railroads,  and  no  single  party  has  been  sufficiently  interested  to 
make  any  expenditures  in  removing  bars. 

The  upper  river  has  a  much  greater  fall  than  the  lower  half.    It  has 
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H  number  of  rapids  alternating  with  pools  of  deep  water.  The  princi- 
pal obstractions  to  navigation  are,  however,  snags,  which  are  thrown 
into  the  river  in  each  snoceeding  winter  in  considerable  numbers. 
During  the  past  season  58  snags  were  taken  oat  by  private  parties. 
The  main  traffic  on  the  upper  river  is  in  wheat.  It  is  usually  brought 
on  barges  carrying  several  hundred  tons,  which  deliver  it  to  vessels  in 
the  harbor  of  San  Francisco,  or  land  it  at  Knight's  Landing,  from  wbich 
point  it  is  carried  by  rail  to  Vallejo,  where  it  is  shipped  to  foreign  ports. 

It  is  estimated  that  in  the  year  1876  167,000  tons  of  wheat  were 
brought  out  by  17  steamboats. 

The  country  on  the  banks  of  the  river  is  extremely  fertile,  and  its 
production  increases  from  year  to  year,  and  is  likely  to  continue  to  in- 
crease for  some  years  to  come. 

Ten  thousand  dollars  a  year  will  keep  the  upper  river  from  Knight's 
Landing  to  Walsh's  Landing  or  Cbico  in  very  good  condition  as  far  as 
soags  are  concerned. 

The  Feather  Biver  is  the  largest  tributary  of  the  Sacramento.  It  is 
navigable  for  a  distance  of  40  miles  above  its  mouth  to  the  town  of 
Marysville.  One  or  two  light-draught  steamers  ply  on  the  river  between 
MarysviUe  and  San  Francisco. 

There  are  a  few  snags  in  the  river  at  times,  but  the  main  difficulty  is 
in  want  of  depth  of  the  channel  in  its  low  stages.  Some  of  these  shoals 
were  deepened  two  years  ago.  There  is  no  difficulty  in  obtaining  the 
desired  depth  at  any  point.  The  silt  on  the  bottom  is  readily  moved, 
bat  the  shoals  re-appear  at.other  points.  This  river  is  th^  main  out- 
let for  the  silt  which  results  from  the  operations  of  hydraulic  mining. 
The  pressure  of  this  increased  quantity  of  material  supplied  each  year 
from  the  mines,  and  the  unimportance  of  the  navigation,  are  reasons 
why  no  extensive  system  of  improvement  should  be  undertaken  on  this 
river,  and  nothing  short  of  a  system  of  improvement  can  do  any  good 
of  a  permanent  character. 

The  export  of  wheat  by  the  Feather  Eiver  is  believed  to  have  been 
about  15,000  tons  in  1876. 

It  is  not  recommended  at  present  to  undertake  any  work  looking  to 
the  improvement  of  the  navigation  of  these  rivers,  except  to  remove 
Bach  snags  as  form  a  serious  obstruction  and  danger  to  navigation,  and  to 
remove  bars  in  particular  cases  where  the  inconvenience  is  very  great. 

Reference  has  been  made  in  previous  reports  to  the  necessity  of  a 
thorough  examination  and  survey  of  the  lower  parts  of  the  Sacramento 
and  San  Joaquin,  looking  to  the  improvement  of  their  navigation  and 
to  the  solution  of  the  physical  problems  which  are  forced  upon  our 
attention  by  the  reclamation  of  the  deltas  of  these  rivers  and  the  enor- 
moas  propoitions  of  hydraulic  mining. 

The  considerations  which  have  been  stated  under  these  heads  have 
lost  none  of  their  force  and  importance. 

Twenty  thousand  dollars  can  be  well  applied  in  the  coming  year  to 
snch  improvements  of  navigation  as  have  been  mentioned  and  to  the 
beginning  of  a  general  examination  of  these  important  problems. 

An  examination  of  Georgiana  Slough,  one  of  the  delta  arms  of  the 
Sacramento,  connecting  it  with  the  San  Joaquin,  was  made  in  June, 
under  the  instructions  of  the  Department,  by  Lieut.  A.  H.  Payson,  of  the 
Corps  of  Engineers.    His  report  is  appended. 

These  rivers  lie  in  the  coIlection-diRtrict  of  San  Francisco,  some  statistics  of  which 
will  be  found  in  the  annnal  report  for  Oakland  Haibor. 

The  nearest  forts  and  light-houses  are  those  which  exist  on  the  waters  of  San  Fran- 
cisco Bay. 

63k 
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Money  statement 

July  1,  1876,  amount  available $259  88 

July  1^  lb77,  amouDt  expended  during  fiscal  year 16  63 

July  1, 1877,  amount;  available 243  25 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1879.  20,  OOO  00 


REPORT  OF  LIEUTENANT  ▲.  H.  PATSON,  CORPS  OK  ENGINEERS. 

About  25  miles  belcAv  the  city  of  Sacramento  the  river  of  that  name  divides  into  Old 
River  and  Steamboat  Slough,  the  latter  being  the  branch  taken  by  the  main  commerce 
on  the  river,  though  the  former  is  a  good  navigable  stream,  and  has  one  freight-steamer 
up  and  one  down  it  daily.  Six  miles  below  its  head  the  Old  River  throws  off  a  branch 
called  Georgiana  Slough ;  this  latter,  though  making  many  sharp  bends,  flows  in  a  gen- 
eral southwesterly  direction,  parallel  to  and  at  an  average  distance  of  much  less  tbau 
a  mile  from  the  Old  Hiver,  for  about  9  miles  from  its  origin  ;  thence  it  bends  abruptly 
to  the  east,  runs  almost  directly  away  from  the  Old  River,  and  empties  into  the  Moke- 
lumne,  nearly  at  the  junction  of  the  north  and  south  forks  of  that  stream ;  its  waters 
eventually  reach  the  San  Joaquin,  through  the  mouth  of  the  Mokelumne,  about  20 
miles  above  the  junction  of  that  river  with  the  Sacramento.  The  slough  separates  two 
islands,  Andrus  and  Tyler;  the  former,  long  and  narrow,  is  on  its  right  bauk,  between 
it  and  th«)  Old  River;  the  latter,  somewhat  wider^  on  its  left  bank,  between  it  and  the 
North  Fork  of  the  Mokelumne. 

At  the  head  of  the  slouch  on  Old  River  its  width  is  between  100  and  130  feet.  The 
banks  on  both  sides  are  ot  a  stiff  clay,  about  4  feet  above  low-water,  and  surmount-ed 
by  a  levee  from  5  to  6  feet  higher.  The  depth  is  about  20  feet  at  low- water  in  mid- 
cbaUnel,  and  the  banks  under  water  seemingly  nearly  vertical,  soundings  of  from  10  to 
15  feet  being  found  within  5  feet  of  them.  Both  banks  are  nicely  timbered  in  a  belt  of 
from  50  to  200  feet  in  width,  of  oak,  sycamore,  waluut,  and  smaller  trees. 

About  a  mile  from  the  head  of  the  slough  the  levee  on  Tyler  Island  ends,  and  does 
not  again  appear,  except  here  and  there  in  slight  banks,  from  1  to  2  feet  high,  thrown 
up  merely  as  a  protection  against  very  high  tides,  but  not  against  floods.  On  Andrus 
Island  the  levee  is  continuous,  and  in  very  good  order,  throughout  the  length  of  the 
slough. 

The  stream  maintains  its  general  character  and  depth,  though  sometimes  widening 
for  a  short  distance  to  nearly  200  feet,  and  its  banks  very  gradually  becoming  lower, 
until  the  remarkable  oxbow  bend,  shown  in  the  tracings,  is  passed,  whence  its  width 
is  permanently  increased  to  at  least  200  feet ;  the  banks  become  only  from  1  to  2  feet 
above  low-wat^r  and  overgrown  with  tules;  the  timber  disappears,  save  a  few  bushes 
here  and  there ;  the  banks  are  shelving  and  the  water  shoaler,  until  the  Mokelumne  is 
reached,  2^  miles  below  the  foot  of  the  bend.  The  entire  length  of  the  slough  is  about 
12  miles. 

For  the  first  9  or  9^  miles  there  can  be  no  possible  doubt  about  there  being  ample 
water  at  all  seasons  of  the  year,  the  only  obstructions  being  snags  and  overhanging 
trees;  for  the  last  2^  or  3  miles  the  snags  and  trees  disappear,  and  the  depth  of  water 
becomes  the  question. 

I  timed  my  arrival  at  the  month  of  the  slough  at  extreme  low-water  of  a  spring-tide, 
when  the  high-water  mark  of  the  morning's  tide  was  nearly  4|  feet  above  the  water- 
level,  and  sounded  out  into  the  Mokelumne,  making  also  six  lines  of  soundings  across 
the  stream  in  the  last  mile  and  a  half  of  its  course,  and  found  that  I  could  carry  ouD 
10  feet  in  depth  for  a  width  of  from  40  to  50  feet.  As  I  do  not  believe  that,  even  in  the 
driest  season,  the  water  can  be  more  than  from  1|  to  2  feet  lower  tlian  when  I  saw  it, 
and  as  the  large  freight-boats  draw  from  6  to  7  feet  when  loaded,  I  am  quite  certain 
that  no  trouble  from  lack  of  water  can  occur  in  the  Georgiana  Slough  as  long  as  it 
retains  its  present  character. 

I  made  three  measurements  of  the  velocity  of  the  current,  j«etting  results  varying 
from  1^  to  2  miles  per  hour,  these  observations  being  taken  near  the  middle  of  the  ebb, 
80  as  to  obtain  nearly  a  maximum. 

The  current  may  be  said  to  be  almost  always  down,  thongli  probably  a  very  high 
spring-tide,  occurring  in  an  extreme  low  stage  of  the  riveis,  would  reverse  it — at  all 
events  in  the  lower  part  of  the  slough.  At  tbe  time  of  my  visit  the  current  was  sensi- 
bly down  about  4  miles  from  the  mouth  of  the  slough,  at  the  top  of  a  very  high  tide. 

There  are,  of  course,  two  tides  in  the  slough,  one  large,  the  other  small,  correspond- 
ing to  those  in  the  bay,  but  occuiring  about  six  hours  later.  The  ebb  of  a  laige  spring- 
tide runs  from  eight  to  nine  hours,  the  flood,  three  or  four ;  for  small  tides,  the  dura- 
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tions  of  the  ebb  and  flood  are  about  eqnal.    Daring  a  course  of  spring- tides  the  large 
hi^h-water  rises  from  4  to  5  feet,  the  small  from  2  to  3. 

The  improvement  of  the  sloagh  resolves  itself,  then,  into  the  removal  of  sna<;8  and- 
overhanging  trees.  Though  a  large  freight-steamer  has  been  throngh  the  sloagh  within 
the  last  three  months,  and  trips  are  sometimes  made  by  boats,  for  special  purposes,  as 
hr  as  Westfall's  ranch,  6  miles  from  its  head,  still  it  cannot  be  considered  navigable 
while  steamers  only  venture  in  with  great  reluctance  and  at  much  risk ;  for  while  the 
slough  is  wide  and  deep  enough  as  it  stands,  yet,  owing  to  the  rapid  current,  a  vessel 
is  likely  to  be  thrown,  in  passing  bends,  against  one  or  the  other  bank,  which,  in  their 
present  condition,  wonld  probably  cause  its  loss. 

To  make  it  perfectly  safe,  then,  requires  the  removal ,  first,  of  all  snags   in  the 
ehannel;  second,  of  all  roots  of  large  size  projecting  from  the  concave  bank  in  bends; 
sod,  third,  of  all  large  overhanging  trees  similarly  situated. 

For  these  purposes  I  submit  the  following  estimate : 

Projecting  roots  in  bank $.300  00 

For  removing  wreck  of  small  schooner  sunk  in  channel 200  00 

Two  raflsof  snags  interlaced  with  brush 300  00 

200  overhanging  trees  on  concave  side  of  bends 2,000  00 

200  snags  in  channel,  at  |55  per  snag 11,000  00 

Total , IS.HOaOO 

Add  for  contingencies 1,200  00 

Total 15,000  00 

The  advantages  to  be  gained  in  opening  Georgiaua  Slough  for  navigation  should  be 
considered  under  two  heads,  viz  : 

1.  The  local  benefit  to  the  property-owners  on  the  banks. 

2.  The  general  advantage  to  the  internal  navigation  of  this  part  of  the  State. 

On  the  right  bank  of  the  slough  is  Andrus  Island.  This  is  entirely  leveed  and  in  a 
high  state  of  cultivation,  the  inner  portion  devoted  principally  to  grain,  and  the  bank 
bordering  on  Old  River  to  fruit.  Drawing  a  lino  through  the  middle  of  the  island  so 
as  to  separate  the  portion  whose  products  would  naturally  seek  the  Old  River  from 
that  bordering  on  Georgiana  Slough,  I  find  that  there  are  about  3,000  acres  for  which  the 
slough  would  be  the  more  convenient  outlet,  apparently;  but  when  we  consider  that, 
first,  the  Old  River  being  the  present  navigaide  stream,  most  of  the  ranch-owners  and 
cnltivators  live  on  its  bank  ;  second,  that  the  islaud,  being  dry,  can  be  crossed  any- 
where by  a  road  without  trouble;  third,  that  the  distance  from  the  slough  to  Old 
River  is  nowhere  more  than  a  mile,  aud  in  most  places  much  less ;  and,  lastly,  that 
most  of  the  ranches  extend  entirely  across  the  island,  it  may  ba  doubted  whether  the 
oiteniog  of  Georgiana  Slough  would  be  of  any  sensible  advantage  to  Andrus  Island,  or 
even  that,  in  case  it  were  opened,  the  product«  of  the  island  would  seek  that  channel 
in  preference  to  the  present  one  down  the  Old  River. 

Parsing  the  same  course  with  Tyler  Island,  I  find  4,400  acres  of  it  nearer  the  slough 
thaa  the  north  fork  of  the  Mokelumne,  which  forms  its  eastern  boundary,  and  is  a 
navigable  stream. 

Bat  of  this  a  certain  portion  near  the  northern  end,  say  400  acres,  mast  be  deducted, 
since  it  can  and  does  at  present  find  a  convenient  outlet  through  Old  River;  and  this 
portion  includes  nearly  all  of  the  island  which  is  at  present  under  cultivation.  For 
the  rest,  now  unreclaimed,  Georgiana  Slough  afibrds  the  only  practicable  channel  to  a 
market,  since  the  alternatives  are,  first,  to  ferry  across  the  sloush  and  haul  to  Old  River ; 
second,  to  haul  across  the  low  and  marshy  Tyler  Island,  for  distances  varying  from  I 
to  3  miles,  to  the  north  fork  of  the  Mokelumne,  both  of  which  may  be  regarded  as 
practically  prohibitive. 

The  local  advantages  of  the  proposed  improvement  may  then  be  summed  up  as  those 
to  be  derived  by  the  owners  of  laid  on  that  half  of  Tyler  Island  bordering  on  the 
slongh  from  a  point  1  mile  below  its  head  to  its  mouth,  say  4,000  acres,  the  reclama- 
tion of  which  it  would  probably  at  once  render  profitable  and  greatly  hasten. 

Now,  with  regard  to  the  part  taken  by  the  slough  in  the  internal  navigation  of  the 
State. 

Formerly  a  line  of  steamers  ran  regularly  through  it  between  Sacramento  and 
Stockton. 

Taken  in  connection  with  the  Old  River  and  Mokelumne,  it  forms  a  cross-cut  from 
the  Sacramento  to  the  San  Joaquin,  and  effects  between  all  points  on  the  latter  above 
the  month  of  the  Mokelumne,  and  all  points  on  the  former  above  the  head  of  Old  River, 
a  saving  in  distance  of  about  30  miles — that  is  to  say,  it  is  30  miles  shorter  to  go  from 
the  mouth  of  the  Mokelumne  up  through  Georgiana  Slough  to  Sacramento  than  by  the 
San  Joaquin  to  its  junction  with  the  Sacramento  at  Collinsville,  and  thence  up  the 
latter  stream. 

Undoubtedly  this  wonld  be  an  advantage,  for  I  am  told  that  there  is  often  a  better 
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market  in  Sacramento  for  hay,  potatoes,  barley,  &o.,  the  chief  products  of  this  region, 
than  in  San  Francisco,  and  that  consequently  freight,  at  certain  seasons  of  the  year, 
seeks  to  §1^0  and  is  sent  from  points  on  the  San  Joaquin  and  Mokelamne  Rivers  to  the 
former  place.  Still,  much  of  this  traffic  would  probably  use  sailing-vessels,  to  whom 
the  superior  width  and  convenience  of  the  main  rivers  would  do  much  to  compensate 
for  the  increased  distance  by  them  ;  and  as,  after  all,  the  main  market  for  the  products 
of  the  land  on  both  rivers  will  be  always  in  San  Francisco,  it  does  not  seem  to  me  that 
the  opening  of  Goorgiana  Slough,  though  undoubtedly  a  convenience  much  desired  by 
river-men,  is  at  present  demanded  by  the  {general  navigation  interests  of  the  State.  I 
append  a  tracing  showing  the  relative  position  and  course  of  the  Old  River,  Georgiana 
Slough,  and  the  Mokelumne,  together  with  the  holdings  of  the  property-owners  on 
Andras  and  part  of  Tyler  Islands. 
Hespectf  uUy  submitted. 

A.  H.  Payson, 
First  LieuL  of  Engineers, 
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ANNUAL  REPORT  OP  LIEUTENANT  COLONEL  C.  SKAFORTH 
STEWART,  CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAR 
ENDING  JUNE  30,  1877. 

United  States  ENaiNEBR  Office, 

Sati  Francisco^  CaL^  July  5,  1877. 

SiB:  I  have  the  hoDor  to  traDRmit  herewith  annual  reports  for  the 
year  ending  Jane  30, 1877,  of  the  river  and  harbor  improvements  in  my 
charge. 

I  have  the  honor  to  be,  very  respectfnlly,  yonr  obedient  servant, 

C.  Seaforth  Stewart, 

Lieut.  CoL  of  Engineers, 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  IF,  8,  A. 


III. 

improvement  of  the  harbor  at  SAN  DIEGO.  CALIFORNIA. 

The  San  Diego  River  formerly  emptied  into  False  Bay.  Many  years 
Bince,  daring  a  freshet,  its  course  was  changed  to  the  southward  and 
its  waters  poured  into  the  harbor  of  San  Diego.  For  a  long  time  more 
or  less  of  the  sand  and  soil  brought  down  by  the  river  has  been  depos- 
ited in  this  harbor  to  its  great  injury.  To  prevent  further  damage  it 
has  been  proposed  to  tnrn  the  river  back  into  False  Bay. 

The  works  planned  for  this  purpose  consist  essentially  of  an  artificial 
water-way,  starting  from  a  point  in  the  bed  of  the  river  near  the  Pre- 
sidio Hill  and  thence  leading  to  a  slough  which  empties  into  False  Bay, 
Dear  the  northern  extremity  of  Point  Loma  peninsula ;  of  the  filling  in 
of  the  old  bed  where  necessary  to  turn  the  waters  into  the  artificial 
channel,  and,  on  the  south  side  of  the  latter,  of  a  levee  about  1^  miles 
long  from  the  Presidio  Hill  to  Point  Loma  peninsuhi,  to  prevent  the 
water  when  overflowing  the  banks  of  the  channel  from  finding  again  an 
outlet  across  the  plain  into  San  Diego  Harbor. 

In  plan  the  longitudinal  axis  of  the  embankment  is  an  arc  of  a  circle 
whose  radius  is  11,139  feet,  and  whose  convexity  is  to  the  north.  The 
width  on  top  was  to  be  23  feet,  the  side  slopes  §,  the  height  6  feet.  At 
the  foot  of  the  fore-slope  a  trench  was  to  be  dug,  4  feet  wide  at  bottom, 
with  side  slo{>es  of  f,  or  as  steep  as  the  light  sandy  soil  would  allow, 
and  to  a  depth  where  water  should  be  reached.    The  trench  was  to  be 
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filled  with  stone  to  the  level  of  the  natural  surface  of  the  ground.  On 
this  stone  substructure  was  to  rest  the  foot  of  the  dr^'  cobble  stone  fac- 
ing of  the  fore-slope  of  the  levee;  the  thickness  of  this  facing  being  for 
2,500  feet  from  the  east  end  of  the  embankment  3  feet  measured  hori- 
zontally, and  but  2  feet  for  the  rest  of  the  way.  To  the  north  of  the 
levee  a  berm  was  to  be  left  100  feet  wide ;  then  the  excavated  channel- 
way,  on  top  150  feet  wide,  on  the  bottom  100  feet ;  the  south  slope  with 
a  base  of  50  feet,  the  northern  vertical,  or  that  taken  by  the  earth.  The 
average  depth  of  channel  to  be  1.6  feet. 

Messrs.  lloward  Schuyler  and  George  A.  Johnston,  the  contractors 
for  earth  and  stone  work,  broke  ground  on  the  5th  of  June,  1876,  and 
on  the  30th  of  that  month,  the  end  of  that  fiscal  year,  had  built  and 
faced  with  stone  a  running  length  of  350  feet  of  the  eastern  end  of  the 
levee  and  had  begun  the  excavation  of  the  channel-way  and  the  con- 
struction of  the  embankment  at  the  west  end.  It  was  found  that  dur- 
ing the  previous  winter  the  liver  had  washed  away  much  of  the  mate- 
rial at  the  east  end  of  the  proposed  work,  and  that  the  little  left  was 
unsuitable  for  the  construction  of  this  part,  which  was  that  most  ex- 
posed to  the  attacks  of  the  river.  Authority  was  therefore  obtained, 
at  the  beginning  of  the  present  fiscal  year,  for  the  contractor,  under  a 
special  agreement,  to  take  clay  from  the  Presidio  Hill  and  build  with  it 
a  length  of  some  2,300  feet  of  the  east  end  of  the  levee.  Owing  to  the 
extra  quality  of  the  material  used  and  its  additional  cost,  the  width  of 
levee  at  top,  for  the  length  mentioned,  or  thereabouts,  was  reduced  to 
10  feet.  The  remainder  of  the  embankment,  made  of  the  light  material 
taken  from  the  excavation  of  the  channel-way,  was  kept  on  top  of  the 
full  width  of  23  feet. 

The  trench  for  foot-wall  for  this  eastern  portion  of  the  work  was,  for 
greater  security,  dug  to  a  depth  of  5.5  feet,  with  a  uniform  width  at 
bottom  of  4  feet,  varying  at  top  from  8  to  17  feet.  Thence  the  depth 
diminished  gradually  to  3  feet  at  the  western  end. 

The  entire  facing  of  the  fore-slope  of  the  levee  was  of  smooth,  hard 
cobble-stones  laid  by  hand,  and  the  greater  part  of  the  foot-wall  was 
made  of  like  material.  The  whole  work  contracted  for  was  finished  on 
the  6th  of  November,  1876,  about  five  months  after  breaking  ground, 
and  nearly  two  months  earlier  than  the  limit  set  in  the  contracts. 

Judging  from  my  own  inspections  and  from  the  reports  of  Lient. 
John  U.  Weeden,  the  engineer  officer  in  lociU  charge*,,  Messrs.  Schuyler 
&  Johnston  did  the  work  in  the  most  thorough,  satisfactory,  and  work- 
manlike manner.  This  was  due  to  the  fact  that  Mr.  Schuyler,  an 
engineer  of  skill  and  experience  in  railroad  construction,  personally 
supervised  the  work. 

Owing  to  the  extra  quantity  of  stone  required  in  bad  soil  to  give 
greater  security  to  the  foot  of  the  levee.  It  was  impossible  to  fence  in 
the  works  and  pay  the  necessary  contingent  expenses  of  the  construc- 
tions. So  far,  if  reports  can  be  relied  on,  a  fence  has  not  proved  a 
necessity. 

Hereafter,  should  it  be  thought  best  to  plant  the  berm  with  trees,  a 
fence  would  be  required  to  protect  them  from  the  cattle  allowed  to  roam 
over  the  plain.  To  protect  the  fence  from  the  attacks  of  irresponsible 
persons,  one  or  two  watchmen  would  be  necessary,  and  to  pay  them, 
annual  appropriations  would  have  to  be  made.  During  the  past  winter 
there  have  been  no  floods  in  the  river  to  test  the  works.  Their  value 
and  what  may  be  the  cost  of  yearly  repairs  can  only  be  ascertained  by 
the  experience  of  future  years. 

In  the  past  fiscal  year  87,261.503  cubic  5  ards  of  earth  have  been  exca- 
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rated,  forming  in  position  7,384.64  running  feet  of  levee.  Tbe  amoant 
of  8tone  procured  and  put  into  the  foot-waU  and  facings  of  this  embank- 
meut,  during  the  same  time^  amounted  to  13,020.68  cubic  yards  meas- 
ured in  the  work. 

The  whole  length  of  levee  and  artificial  channel- way,  as  completed,  is 
ref)orted  to  be  7,734.64  feet,  and  the  whole  amount  of  earth  excavated 
and  used  for  the  embankment,  since  the  breaking  ground,  is  given  as 
91,628.503  cubic  yards ;  that  of  stone  in  place  being  13,454.68  cubic  yards. 

The  cost  of  the  works  finished  has  been  $79,798.72 ;  the  amount  appro- 
priated having  been  $80,000. 

This  impTOTeraent-is  sitiiated  in  tbe  collection -district  of  San  Diego,  which  town  is 
the  nearest  port  of  entry. 

The  neareet  lijj^ht-house  is  Point  Loma  liglit.  Th<^  nearest  fort  is  that  recently  began 
at  Ballast  Point,  at  the  entrance  to  tbe  harbor  of  San  Die^o.  The  amount  of  revenne 
Collected  at  this  port  of  entry  during  the  past  fiscal  year  is  reported  as  I$5,0ti0.03. 

The  benefit  to  commerce  and  navigation  from  thfs  work  will  be  that 
due  to  the  conservation  of  the  only  good,  landlocked  harbor  on  our 
Pacific  coast,  south  of  San  Francisco,  so  long  as  the  San  Diego  Kiver 
shall  be  kept  from  emptying  therein. 

Money  statement, 

Jolyl.  1876.  amount  available $74,182  49 

Jalyl,  1H77,  amount  expended  during  fiscal  year 73,9dl  21 

Julyl,  1877,  amount  available.-^ 201  28 


U*T  OF    PRIXCIPAL    EXPORTS    SHIPPED    FROM   THE    PORT    OF    SAX    DIEGO,  CALIFORIA, 

FROM  JULY   1,  lo76,  TO  JUNE   30,  1^77,  INCLUSIVE. 

HoQey,in  comb,  pounds  net 686,005 

Honey,  strained.  <&c.,  pounds  net .^..^ 156,185 

Bees-wax,  pounds  net J" 7,275 

Hides,  dry  and  salt,  pounds  net 120,620 

TaUow,  pounds  net 10,900 

Pelts  and  skins,  dry  and  salt,  pounds  net 36,019 

Fish,  pounds  net 224,540 

Wool,  pounds  net 1,051,061 

Salt,  pounds  net 1,58,147 

Floor,  pounds  net 2C0,000 

Leather,  ponnds  net 8,400 

Whale  oil,  barrels 1,029 

Potatoes,  pounds 8,848 

Egg8,  dozen 445 

Ore,  silver,  pounds 40,467 

Bees,  hives 26 

Bees,  boxes 82 

Wheat,  ponnds 3,498,856 

The  above  is  a  carefully  compiled  statement. 

J.  H.  Simpson, 
Jjocal  Agent  Pacific  Coast  JSteamehip  Company, 


II   2. 

IMPROVEMENT  OF  SAN  JOAQUIN  RIVER,  CALIFORNIA. 

The  expenditure  of  the  820,000  appropriated  August  14, 1876,  for  this 
work  having  been  authorized  in  March  last,  an  examination  of  the  river 
was  made  in  that  month. 
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It  is  proposed  to  survey  those  portions  below  Stockton  where  naviga- 
tion is  most  impeded  so  soon  as  the  low  stage  of  water  is  attained,  and, 
if  necessary,  contract  in  the  asual  manner  for  the  removal  of  the  shoals 
by  dredging. 

Money  statement. 

Amount  appropriated  by  act  approved  Anprnst  14, 1876 ^ $20, 000  00 

July  ly  1877,  amount  expended  during  fiaoal  year 6  80 

July  1, 1877,  amount  available 19,993  20 

Amount  (estimated)  required  for  complethuii  of  existing  project 19, 993  20 

Amount  tbat  can  be  profitably  expended  in  fiscal  year  ending  June  30,  lb79.     19, 993  20 
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AX5IITAL  REPORT  OF  MAJOR  JOHN  M.  WILSON,  CORPS  OP 
ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 
1877. 

United  States  Engineer  Office, 

Portland,  Oreg.,  June  30, 1877. 

General  :  I  have  the  honor  to  transmit  herewith  my  annaal  reports 
for  the  fiscal  .year  ending  June  30, 1877,  upon  the  works  of  river-im- 
proTement  ander  my  charge. 

Very  respectfully,  your  obedient  servant, 

John  M,  Wilson, 
Major  of  Engineers. 
Brig.  Gen.  A.  A.  Humphebys, 

Chief  of  Engineers^  U.  S»  A. 


jji. 

m 

IMPROVEMENT  OF  THE  LOWER  WILLAMETTE  AND   COLUMBIA    RIVERS- 

FROM  PORTLAND,  OREGON,  TO  THE  SEA. 

The  difficulties  to  be  overcome  in  opening  the  channel  for  deep- 
draught  vessels  through  the  various  bars  from  Portland  to  the  sea 
were  fully  set  forth  in  my  anuual  report  for  the  fiscal  year  ending  June 
30, 1876,  and  the  subject  of  the  improvement  of  this  stretch  of  naviga- 
tion has  been  carefully  considered  by  the  Board  of  Engineers  of  the 
Pacific  coast. 

The  report  of  the  Board  having  been  submitted  to  the  Chief  of  Engl- 
Beers,  and  approved  by  him,  it  is  not  deemed  necessary  to  again  deaeribe 
the  various  bars  in  the  Lower  Willamette  and  Columbia  Rivers. 

OPERATIONS  DURING  THE  FISCAL  YEAR. 

By  the  act  of  Congress  approved  August  14,  1876,  an  appropriation 
of  $20,000  was  made  for  this  work,  which  it  was  determined  to  expend 
in  excavating  channels  through  the  bars  at  Swan  Island,  Post-Office 
Bar,  mouth  of  the  Willamette,  and  Saint  Helen's. 

The  extraordinary  freshet  of  1876,  which  reached  a  height  of  28.2 
feet  above  low-water  on  June  24,  1876,  commenced  to  abate  on  that 
day,  and  on  August  11,  1876,  the  river  being  still  10  feet  above  low- 
water,  the  work  of  excavation  was  commenced  with  the  United  States 
dredge  at  the  bar  at  the 

MOUTH  OF  THE  VTILLAMETTE  RIVER. 

Careful  surveys  made  at  this  locality  show  that  the  fall  in  the  Willa- 
mette from  the  head  of  Willamette  Slough  to  the  mouth  of  the  river,  a 
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distance  of  3|  miles,  is  absolately  nothiug  at  ordinary  low-water.  The 
consequence  is,  that  when  the  Columbia  commences  to  rise  the  whole 
volume  of  the  Willamette  passes  through  the  slough  while  the  Colum- 
bia wat^r  runs  up  the  Willamette,  a  large  portion  passing  down  through. 
Coon  Island  Slough,  and  a  still  greater  portion  down  the  Willamette 
Slough. 

The  bar  at  the  mouth  of  the  Willamette  is  formed  bv  the  Columbia 
freshets,  and  the  filling  this  year  w^as  greater  than  usual,  being  from  3 
to  6  feet. 

Work  was  commenced  with  the  dredge  on  August  11  and  continued 
with  various  interruptions  from  breakage,  &c.,  until  September  1,  dur- 
ing which  period  a  channel  709  feet  long,  100  feet  wide,  and  16^  feet 
deep  at  low-water  was  opened  by  removing  5,875  cubic  yards  of  sand  ; 
no  trouble  was  therefore  experienced  by  vessels  on  this  bar  throughout 
the  year. 

The  dredge  was  then  towed  to 

POST-OFFICE  BAB, 

about  3  miles  above  the  mouth  of  the  river  and  just  below  the  entrance 
to  the  Willamette  Slough,  where  work  was  at  once  commenced  and  was 
continued  until  October  12.  During  this  period  a  channel  3,000  feet 
long,  40  feet  wide,  and  17  feet  deep  at  low-water  was  opened  by  remov- 
ing 10,935  cubic  yards  of  mud  and  sand.  The  cause  of  this  bar,  and  the 
proposed  ])lan  for  removing  it,  are  fully  set  forth  in  the  report  of  the 
Board  of  Engineers;  the  filling  during  the  winter  and  spring  had  been 
slight  compared  with  that  at  the  mouth  of  the  Willamette,  but  was  suf- 
ficient to  require  the  dredge  to  work  for  the  period  mentioned,  and  bad 
circumstances  permitted,  the  deep  channel  would  have  been  made  100 
feet  wide  instead  of  40  feet. 
The  dredge  was  then  towed  to 

SWAN  ISLAND  BAB, 

2J  miles  below  Portland,  and  operations  were  continued  until  Novem- 
ber 15,  when  they  were  suspended  for  the  season  on  account  of  the 
freshet  in  the  Willamette  lliver.  Much  delay  occurred  here  from  break- 
age arising  from  heavy  drift-logs  which  had  lodged  in  and  on  the  bar  ; 
the  channel  was,  however,  widened  and  deepened  at  various  points  ; 
4,475  cubic  yards  of  mud,  sand,  gravel,  &c.,  having  been  removed  from 
the  bar. 

On  November  16  the  dredge  was  placed  in  winter  quarters,  and  the 
crew,  with  the  exception  of  the  engineer  and  watchman,  discharged* 

The  river  fell  again  early  in  December,  and  work  could  have  been 
carried  on  during  a  portion  of  that  month  and  January,  but  the  freshets 
at  that  season  rise  so  suddenly,  that  it  was  not  deemed  advisable  to  ship 
a  crew  and  start  work  for  fear  it  could  be  continued  only  for  a  day  or 
two.  In  March,  1877,  the  Willamette  at  Portland  rose  to  a  height  of 
19  feet  above  low-water.  With  the  exception  of  some  slight  trouble  oa 
Swan  Island  Bar  during  the  extreme  low-water  in  January,  no  difficulty 
was  experienced  in  the  Willaaaette  lliver  below  Portland  with  any  ves- 
sel that  could  cross. 

SAINT  HELEN'S  BAR,  COLUMBIA  RIVEE. 

In  the  last  annual  report  reference  was  made  to  a  cut  that  had  been 
dredged  through  the  upper  end  of  Saint  Helen's  Bar,  and  the  possibility 


APPENDIX   J  J.  1003 

of  maintaining  a  channel  at  that  locality.  Upon  the  subsidence  of  the 
freshet  of  187G,  it  was  foand  that  not  only  had  this  cnt  been  filled,  but 
that  also  the  main  ship-channel  at  the  lower  end  of  the  bar  hitherto 
used  by  deep-draught  vessels  had  been  closed,  the  dei>th  being  reduced 
from  about  16  to  13  feet  at  low- water;  the  same  freshet,  however, 
opened  a  new  channel  a  few  hundred  feet  below  the  cut  dredged  in 
1873-'76,  at  the  narrowest  portion  of  the  bar,  and  increased  the  depth 
for  a  width  of  about  300  feet  from  about  12  to  16  feet  at  low- water. 

Buoys  were  placed  at  this  locality,  and  the  channel  was  used  during 
the  fall  and  winter  of  1876-77;  an  examination  in  the  spring  of  1877 
showed  that  the  line  of  deepest  water  had  shifted  slightly  during  the 
winter;  considerable  change  is  expected  from  the  freshet  of  1877,  now 
in  progress. 

SURVEYS  DURINa  THE  YEAR. 

In  accordance  with  instructions  from  the  Board  of  Engineers  of  the 
Pacific  coast,  extensive  and  elaborate  surveys  have  been  made  during 
the  year,  under  mj^  direction,  of  the  Lower  Willamette  River,  the  Wil- 
lamette Slough,  the  Columbia  River,  in  the  vicinity  of  Saint  Helen's, 
and  of  Snag  Island  Bar,  above  Tongue  Point.  These  surveys  include 
the  shorelines,  soundings,  volume,  velocity,  &c.,  and  the  results  are 
folly  set  forth  in  the  interesting  report,  transmitted  herewith,  of  Assist- 
ant Engineer  R.  A.  Habersham,  to  whom  I  am  indebted  Tor  able,  ener- 
getic, and  earnest  assistance  not  only  upon  this  work,  but  also  upon 
others  under  my  charge. 

The  survey  of  Snag  Island  Bar  gave  a  depth  of  not  less  than  15  feet 
at  low- water,  with  two  flood-tides  daily  of  from  6  to  8  feet. 

ft 

BAR  AT  THE  MOUTH  OP  THE  COLUMBIA. 

There  is  presented  with  this  report  a  chart  of  the  bar  at  the  mouth  of 
the  Columbia  River,  Oregon,  prepared  from  surveys  made  under  my  direc- 
tion during  the  summer  of  1876 ;  it  is  hoped  that  this  chart  will  be  pub- 
lished for  the  benefit  of  mariners.  It  will  be  observed  that  there  is  a 
wide  channel  over  the  bar  with  a  depth  of  not  less  than  20^  feet  at  low- 
water;  there  are  two  tides  daily,  with  a  rise  of  from  7  to  9  feet.  This  bar 
has,  I  believe,  an  undeservedly  bad  reputation ;  properly  buoyed,  I  think 
it  no  more  dangerous  than  that  at  Sandy  Hook,  New  "York  ;  of  course 
there  are  occasions  when,  from  violent  southwest  gales,  it  becomes  furi- 
OQs  and  breaks  clear  across,  but  the  occasions  are  seldom  when  a  vessel 
cannot  cross  with  safety. 

SUKVEY  OP  SAND  ISLAND,  MOUTH  OF  COLUMBIA. 

The  annual  survey  of  Sand  Island  was  made  in  Ma.v,  1877,  and  showed 
an  erosion  of  about  200  feet  on  the  weather  face  and  a  gain  of  from  200 
to  400  feet  on  the  lee  face  since  the  survey  of  1876 ;  this  island  has 
moved  about  1,800  feet,  nearly,  due  north  in  the  last  nine  years,  its  super- 
ficial area  remaining  about  the  same  and  its  shape  being  slightly 
changed. 

THE  UNITED  STATES  DREDGE. 

This  dredge  has  been  steadily  engaged  during  the  last  five  years, 
whenever  the  freshets  would  admit,  in  excavating  the  channels  through 
the  various  bars;  it  is  of  the  Morris  &  Gumings  pattern,  and  while  ex- 
cellent for  mud,  the  bucket  holds  with  difficulty  the  very  fine  sand  of 
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the  Oolambia  River  bars;  it  seldom,  if  ever,  on  this  work,  excavates 
more  than  350  cubic  yards  per  day. 

Daring  the  coming  season  it  is  proposed  to  continue  work  as  soon  a» 
the  freshet  will  admit,  dredging  the  channels  through  the  various  bars^ 
between  Portland  and  Saint  Helen's ;  this  is  necessary  in  order  to  keep 
open  navigation,  the  funds  available  not  being  sufficient  to  construct 
either  of  the  dams  recommended  by  the  Board  of  Engineers ;  whenever 
funds  are  available,  the  first  work  to  be  undertaken  should  be  that  of 
partially  closing  the  Willamette  Slough.  Surveys  will  also  be  continued 
for  the  fuVther  investigation  of  the  regimen  of  the  Willamette  Eiver  in 
the  vicinity  of  Swan  Island  Bar,  and  of  that  of  the  Columbia  at  Saint 
Helen's  Bar. 

The  following  information,  required  by  the  act  of  Congress  approved 
June  23, 18G6,  i6  respectfully  submitted  : 

The  appropriations  tor  this  work  have  been  as  follows : 

Act  of  Jane  23, 1R66,  Lower  Will  araetto |15,000  00 

Act  of  March  2,  1867,  Lower  Wiilaoiette 30,000  00 

Act  of  Julv  25,  imS,  Lower  Willamette 21,000  00 

Act  of  April  10,  1809,  (allotti-d) *    13,365  00 

Act  of  July  11, 1870,  Lower  Willamette 31,000  00 

Act  of  June  10,  1872,  Lower  Willamette 50,000  00 

Act  of  March  3,  1873,  Lower  Willamette  aud  Columbia 20,000  OO 

Act  of  June  23,  1^4,  Lower  Willamette  and  Columbia 20,000  CO 

Act  of  March  3,  1875,  Lower  Willamette  aud  Columbia 20,000  00 

Act  of  August  14,  1876,  Lower  Willamette  and  Columbia 20, 000  00 

Total 240,365  00 

Of  this  amount  $221,780.46  has  been  expended  to  date,  building  dredge, 
scows,  and  dike,  and  in  dredging  and  surveying  bars. 

The  project  now  submitted  calls  for  the  construction  of  dams  at  Swan 
Island,  Willamette  Slough,  mouth  of  the  Willamette,  and  Saint  Helen's 
Bar,  the  estimated  cost  of  which  is  $298,974;  of  this  amount  $150,000« 
can  be  profitably  expended  during  the  next  fiscal  year. 

COMMERCIAL  STATISTICS. 

There  are.  two  ports  of  entry  on  these  rivers:  Astoria,  12  miles 
from  the  mouth  of  the  Columbia,  and  Portland,  12  miles  from  the 
mouth  of  the  AVillamette,  or  about  120  miles  from  the  mouth  of  the  Co- 
lumbia. 

AstorifjL  statistics. 

I  am  iudebted  to  Mr.  J.  D.  Merryman,  deputy  collector  of  customs  at 
Astoria,  for  the  following  information,  showing  the  commerce  of  that 
port  from  July  1,  1876,  to  June  1,  1877  : 

The  amoant  of  revenue  collected  during^  the  period  mentioned  was  $26,378;  tlie 
value  of  the  imports  was  $24^315,  aud  of  the  exports  $l,4d8,929.  The  number  of  veesela 
entering  on  the  coasting  trade  was  153,  with  aa  aggregate  tonnage  of  176.798  touR,  and 
on  foreign  trade  27,  with  an  aggregate  tonnage  ot  23^^98  tons.  The  nnmoer  of  vessels 
clearing  on  coasting  trade  was  144,  with  an  aggregate  tonnage  of  171,089  tons,  aud  on 
foreign  trade  50,  with  an  aggregate  tonnage  ot  41,475  tons. 

Fortland  statistics. 

To  Mr.  S.  N.  Shnrtleff,  deputy  collector  at  Portland,  Oreg.,  I  am  in- 
debted for  the  following  information  in  reference  to  the  commerce  of  this 
city  from  July  1, 1876,  to  June  1,  1877: 
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The  aroonnt  of  revesme  collected  daring  the  11  months  of  the  present  fis  ial  year  was 
$125,317.10. 
The  valae  of  the  imports  was  as  follows : 

By  American  vessels $193,274  00 

fiyforeign  yessels 195,202  00 

Total 388,476  00 

These  were  divided  as  follows : 

Free  commodities $?45.8G4  00 

Dotiable  commodities 142,612  00 


Totil 388,476  00 

The  value  of  the  exports  was  as  follows : 

By  American  vessels $248,575  00 

By  foreign  vessels 2,260,584  00 

Total 2,509.159  00 

The  exports  were  as  follows : 

Wheat,  1,840,133  bushels,  valued  at $1,965,381  00 

Flour,  93,126  barrels,  valued  at 484,521  00 

Bran,  174,856  pounds,  valued  at 1,812  00 

Middlinjics,  48,378  pounds,  valued  at * 1,007  00 

Chops,  9,987  pounds,  valued  at 146  00 

Other  commodities *  56,292  00 


Total 2,509,159  00 

The  nnmber  of  vessels  entering  this  port  was  as  follows : 


ClmM. 

With  cargoes. 

In  ballMt. 

Kamber. 

109 
10 
14 

Tonnage. 

Crews. 

Number. 

Tonnage. 

Crews. 

OaiitiriMi 

104, 549 
4.i2S» 
9,317 

*      3, 989 

179 
S237 

AmericaD  ^eaneln,  foreign 

Poraira  Tnaiiftln  foraiirn 

2 
49 

1.903 
3-1, 949 

34 

816 

T^tal 

133 

118,089 

4,405 

44 

34,873 

850 

The  number  of  vessels  clearing  was  as  follows : 


Chus. 


American  vessels,  foreign 
Foreign  Teasels,  foreign  . . 


Total. 


With  cargoes. 


Nnmb«r 

Tonnage. 

Crews. 

70 
23 
CO 

85, 470 
4.%  969 

3.433 

541 

1,138 

153  1     li4,29<> 


5,106 


Secapitulatiim, 

Total  amount  of  revenue  collected  at  Portland $125,317 

Value  of  the  imports 388,476 

Value  of  the  exports 2,509,159 

One  hundred  and  seventy-seven  vessels,  with  an  aggrofcate  tonnage  of  152,961  tons, 
and  crews  amounting  to  5,255  entered,  and  153  voRsels,  with  an  aggregate  tonnngn  of 
144,296,  and  crews  amounting  to  5,106  cleared.  The  value  of  the  exports  exceeded 
that  of  the  imports  by  (2,120,683. 

GENERAL  SHIPPING  STATISTICS. 

From  the  report  of  D.  G.  Ireland,  clerk  of  the  board  of  pilot  commis- 
sioners of  Oregon,  sabmitted  in  the  report  of  that  board  to  the  legisla- 
tive assembly  at  its  ninth  regular  session  in  1876, 1  quote  the  following: 
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During  tbe  period  of  2  years  from  the  date  of  this  report,  September  1, 1874,  to  Sep- 
tember 1,  m7fi,  (at  which  time  23  vessels,  with  aa  ag^re<;ate  tonuage  of  13,;{82  tonn, 
were  io  port,)  457  vessels  have  arrived  from  sea  with  an  aggregate  tonnage  of  340,907 
tons,  and  the  varions  fleets  that  have  departed  fur  sea  within  this  period  have  carried 
an  aggregate  of  310,9()l  tons  of  Oregon's  products,  embracing  wheat,  flaur,  tish,  fruits, 
&c.,  valued  at  $11,845,590.27. 

This  very  interesting  report  gives  detailed  statements  showing  the 
name,  tonnage,  draup^ht,  and  value  of  cargo  of  each  vessel  crossing  the  Co- 
lumbia Kiver  Bar,  during  the  period  named,  and  shows  plainly  the  ex- 
tensive and  growing  commerce  of  this  magnificent  section  of  the  country. 
Attention  is  invited  to  the  fact  that  on  April  21,  187G,  the  ship  Samael 
Watts  crossed  the  Columbia  River  Bar,  going  to  sea,  drawing  23J  feet 
water  and  having  a  cargo  of  2,034  tons  of  wheat. 

The  following  table,  prepared  by  Mr.  D.  C.  Ireland,  clerk  of  the  board 
of  pilot  commissioners,  shows  the  export  of  breadstuffs  from  the  Colum- 
bia Kiver  to  all  ports,  by  seasons,  from  1868  to  1877,  each  season  is  from 
September  1  of  one  year  to  August  31  of  the  next. 

Table  skowiug  the  ezjjorts  of  hreadstuffs  from  the  Columbia  River  io  all  porta,  by  seasons^ 

from  Jti08  to  1877. 


Nnmber  of  centaln  of  wheat  exported 

Kaniber  of  barrels  of  flour  exported 

Total  Dumber  of  bushelii*  of  wheat  represent 

ed  in  extK>rtsof  wh^at  and  floor 

Total  value  of  wheat  aud  flour  ex|>orted 


iSeaflOD, 


69.416 
107,671  ' 

600, 212 
1549, 612 


S^aM)n, 
Iti09-lb7e. 


67,489 
182, 998 

935,972 
11  059,522 


Sc«son, 
1870-1871. 


3:i8. 198 
195,624 

1,277,304 
11,546,947 


Season . 
1871-1872. 


501s  373 
167,  IKW 

1,599,541 
$2,  125, 352 


NoDiber  of  centals  of  wheat  exported. . . . 

Number  of  barrels  of  flour  exported . 

Total  number  *  of  bushels  of  wheat  rep- 
resented in  exports  of  wheat  and  flour 
Total  yalue  of  wneat  and  flour  expotted. 


Season, 
1872-1873. 


664, 359 
145, 293 

1,761,083 
II  747, 124 


Season. 
l87J-le74. 


1, 394, 310 
330,211 

.?,  350, 799 
|4, 037, 093 


Season, 
1874-1875. 

Season, 
1875-1876. 

Season, 

1876-1877. 

1,  402, 871 
255,868 

3, 489, 525 
$3,000,500 

1,953.018 
230,974 

4,294.413 
IS,  769, 240 

1. 481.  790 
195,755 

3.350.6}^ 
13,759,170 

*  Centals,  reduced  to  bushnU,  and  in  redncin{(  barrels  of  fliur  to  wheat  4^  bushels  is  estimated  to 
make  one  barrel  of  flour.    The  season  of  1876-77  not  yet  being  closed  the  estimate  is  approximate. 

There  are  two  lighi-hoases  and  two  works  of  defense  at  tbe  mouth  of  the  Colambia 

River. 

• 

Abstracts  of  proposals  and  contracts,  a  statement  of  funds,  the  report 
of  Assistant  Engineer  K.  A.  Habersham,  and  charts  of  the  bars  at  the 
mouth  of  the  Columbia,  Saint  Helen's,  the  mouth  of  the  Willamette, 
Post-Office  Bar,  and  Swan  Island,  are  transmitted  herewith. 


Money  statement. 

July  1,  1876,  amount  available $9,093  24 

Amount  appropriated  by  act  approved  August  14,  1H76 20,  OOO  CO 

29,093  24 
July  1,  1877,  amount  expended  during  fiscal  year 10,608  70 

July  1, 1877,  amount  available 18,584   54 

Amount  (estimated)  required  for  completion  of  existing  project 298,974   OO 

Amount  that  can  be  profitably  expended  in  fiscal  year  ending  June  30, 1679.  150,000  Oo 
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rbport  of  mk.  r.  a.  habersham,  assistant  engineer. 

Unitkd  States  Engineer  Office, 

Portlandf  Oreg.,  June  8,  1877. 

Sir:  I  have  the  honor  to  Riibmit  the  following  report  of  my  surveys  on  the  Lower 
Willamette  and  Colombia  Rivers,  made  in  accordance  with  yonr  instructions,  during 
the  months  of  September,  October,  and  November,  1876«  and  April,  1877,  with  maps 
and  sections  of  the  work,  which  consisted  of  surveys  of  the  shore-lines  of  the  Willa- 
mette, and  included  islands  from  Portland  to  its  mouth,  and  of  the  so-called  Rocky 
Plsteao  on  Saint  Helenas  Bar,  Lower  Columbia,  including  soundings,  gaugiugs,  aud 
borings  of  the  Colombia  and  Willamette  Rivers  and  sloughs,  at  fifteen  oilfereut  points 
hereafter  to  be  enumerated,  and  determination  of  the  high  and  low  water  profiles  of 
the  two  rivers  between  Portland  and  Saint  Helen's. 

The  sextant  and  transit  were  used  to  measure  angles,  and  the  latter  instrument  also 
in  measuring  distances,  being  furnished  with  two  parallel  horizontal  hairs,  by  means 
of  which  the  distances  were  read  on  a  graduated  rod  to  which  was  attached  a  target 
with  a  vernier  reading  to  tenths  and  hundredths  of  a  foot.  This  method  of  making 
measurements  in  ordinary  geodetic  work  is  free  from  the  defects  attending  the  use  ol 
the  chain  or  tape-line,  such  as  variation  in  length  caused  by  change  of  temperature, 
liability  to  break,  errors  from  rough  ground,  and  in  counting  chains,  gives  at  one  ope- 
ration the  distance  between  two  points,  without  the  delay  of  measuring  the  interven- 
ing space,  dispenses  with  the  services  of  two  chainmen,  and  in  many  caises  of  one  or 
more  axmen,  and  is  consequently  reliable,  rapid,  aud  economical.  It44  accuracy  may 
be  seen  by  the  close  approximation  of  the  following  measurements,  verified  by  a  metal- 
lic tape-line : 

Feet 

Distance  measured  with  metallic  tape 300.  09 

Distance  arxertained  by  graduated  rod  rend  to  hundredths 299. 98 

Distance  ascertained  by  graduated  rml  read  to  hundredths 300. 01 

Distance  ascertained  by  graduated  rod  read  to  hundredths 299.99 

Distance  ascertained  by  graduated  rod  read  to  hundredths 299. 97 

And  again : 

Distance  measured  with  metallic  tape 1,644.60 

Distance  by  graduated  rod  read  to  tenths 1, 644. 00 

This  method  is  much  used  by  French  and  German  engineers  and  snrveyors.  Where 
the  ground  has  an  inclination  along  the  line  measured  of  more  than  10^,  a  correction 
is  applied  to  the  sights  to  obtain  the  true  distance. 

boring. 

Gas-pipe,  one  inch  in  diameter,  in  sections  10  feet  long,  screwed  on  snccessively  as- 
required,  was  used  in  this  part  of  the  work.  When,  as  was  sometimes  the  case,  hard 
bottom  was  encountered,  a  steel  drill  was  attached.  The  instrument  was  worked 
down  by  hand,  the  rod  being  too  slender  to  stand  the  blow  of  a  hammer  without  bend- 
iog,  and  a  larger  pipe  meeting  too  much  resistance  to  admit  of  its  being  forced  dowA 
without  machinery. 

While  boring,  tl^  upper  end  of  the  pipe  was  left  open  to  allow  the  material  from  the 
bottom  to  enter.  a.s  soon  as  the  drilled  depth  (generally  21  feet  below  lowest  water- 
level)  was  reached  the  pipe  was  closed  with  a  cork,  then  withdrawn,  and  its  contents 
taken  out.  The  specimens  thus  obtained,  with  others  from  the  shore  at  various  points, 
labeled,  are  in  your  posse88ion.  Three  kinds  of  material  appear :  sand  of  different  de- 
grees of  fineness  from  the  bed  of  the  Willamette  River  and  Slongh  and  Saint  Helen's^ 
Bar ;  gravel  also  from  Saint  Helenas  Bar,  and  clay  from  the  banks  at  several  points 
where  gaugings  were  made.  The  gravel  was  obtained  from  the  so-called  Rocky  Pla- 
teau, a  map'of  which  accompanies  this  report,  and  is  identical  in  kind  with  that  com- 
posing the  gravel  bars  of  the  Upper  Columbia,  containing  fragments  of  granite, 
gneiss,  quartz,  agate,  basalt,  ^c. 

The  "  plateau  "  of  gravel  covers  an  area  of  7,200  by  1,800  feet  to  a  depth  of  from  2  to 
6  feet,  resting  on  a  bed  of  hard  material,  the  exact  nature  of  which  could  not  be  deter- 
mined without  boring  apparatus  specially  adapted  to  this  work.  It  resisted  the  drill 
worked  by  hand,  but  did  not  feel  like  solid  rock ;  rather  like  cobble-stones  and  shingle 
in  this  particular ;  air o  resembling  the  bars  above  the  Dalles.  I  consider  the  great 
width  of  the  river  at  this  point  (5,0P0  feet,  or  50  per  cent,  greater  than  the  average)  as 
an  indication  that  there  is  rock  in  position  at  no  great  depth  below  the  surface  of  the 
gravel,  because,  the  left  side  of  the  channel  being  walled  in  by  a  vertical  basalt  clitf 
200  feet  high,  tb6  natural  effect  of  the  current  during  freshets  would  be  to  cut  out  a 
narrow  and  deep  channel  were  the  bottom  formed  of  soft  material,  as  at  Warrior 
Rock,  2  miles  above,  where  the  channel  is  from  50  to  105  feet  deep  and  only  2,000  feet, 
wide. 
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We  know  that  the  ba»altic-rock  formation  common  to  this  section  of  the  Pacific  coast 
underlies  the  bed  of  the  Columbia  throughout  at  various  depths,  also  that  it  is  not  far 
from  the  surface  in  this  locality,  as  it  crops  out  at  several  places  near  Saint  Helen's. 
The  depth  of  water  on  the  plateau  varies  from  2  to  18  feet.  The  velocity  of  current  is 
from  1  to  U  miles  per  hour  dnring  the  low  stage,  sufficient  to  carry  the  small  pebbles 
with  which  the  botton  is  covered,  so  that  the  surface  is  continnally  changing  shape, 
the  two  bars  near  the  lower  end  moving  steadily  down  stream,  deepening  the  wat«r  at 
this  end  of  the  bar,  and  thus  increasing  the  diffionlty  of  keeping  open  the  sbip-channel 
at  the  upper  end.  This  constant  change  in  the  form  of  the  bottom  made  it  useless  to 
take  soundings  at  the  usual  short  intervals. 

Saint  Helen's  Bar  is  2  miles  long,  crossing  the  river  diagonally  from  the  foot  of  Saw- 
vie's  Island  to  a  point  nearly  opposite  Columbia  City,  a  lauding  situated  If  miles  below 
the  village  of  Saint  Helen's.  The  east  bank  of  the  river  from  opposite  Warrior  Bock 
to  the  lower  end  of  the  bar  is  low,  from  5  to  10  feet  above  low-water,  and  is  composed 
priucipally  of  sand,  with  occasional  veins  of  clay.  It  has  no  stability,  and  yielditigeach 
year  to  the  tloods,  widens  the  channel,  lessening  the  depth  of  water  on  the  bar,  and 
hastening  the  necessity  for  improvements  at  this  point. 

In  the  beil  of  the  Willamette,  at  all  points  where  I  made  borings,  I  fonnd  only  sand 
to  a  depth  of  nowhere  less  than  21  feet  below  lowest-watier  mark.  In  some  places  the 
drill  entered  30  feet.  Occasional  layers  of  gravel  from  1  to  2  inches  thick,  not  compact 
enough  to  impede  the  progress  of  the  drill  to  any  extent,  were  encountered.  I  fbtind 
no  hard  bottom  at  any  point  except  on  the  *'  Rocky  PUtean." 

GAUGING. 

The  apparatus  selected  was  su1>stantially  the  same  as  that  used  by  General  Ellis  in 
gauging  the  Connecticut  River.  It  consisted  of  two  floats,  surface  and  snbsnrfiaoe,  made 
of  tin ;  the  former  a  double-convex  disk,  water-tight,  and  having  a  socket  in  the  center 
for  holding  a  small  flag  or  other  signal;  the  latter  an  annulus,  weighted  with  lead,  to 
be  submerged  to  any  required  depth,  the  two  connected  by  a  copper  wire  .036  of  an 
inch  in  diameter,  of  a  length  varyiug  with  the  depth  of  water.  A  full  description  of 
the  apparatus  is  given  in  the  report  of  the  Chief  of  Engineers  for  the  year  ld75,  vol. 
2,  p.  306, 

The  points  selected  f.>r  gauging  were  generally  (always,  when  practicable)  abont  the 
center  of  a  reach,  the  width,  depth,  and  general  direction  of  which  were 'suffioieutly 
uniform  to  insure  a  steady  How  uf  the  current.  The  operation  was  performed  in  the 
following  manner : 

Having  first  measured  the  distance  from  shore  to  shore  on  a  line  at  right  angles  to 
the  general  direction  of  the  current,  and  flxed  solid  stakes  on  the  edge  of  the  water  on 
each  side,  and  range-stakes,  easily  seen  from  any  point  on  the  gauee-line,  on  shore, 
100  feet  were  meiisured  out  into  the  stream,  on  the  gauge-line,  with  aiine,  the  distance 
marked  by  a  small  anchor  with  buoy  attached,  and  the  depth  measured. 

Two  boats  were  then  anchored,  one  above,  the  oher  below  the  gange-line,  at  the 
cent-er  of  the  section,  or  50  f(3et  from  shore,  and  connected  by  a  nou-elastic  cord,  on 
which  were  tags  50  feet  ai)art',  this  distance  being  maintained  by  one  oarsman  in  the 
lower  boat  pulling  gently  down  stream,  keeping  the  line  tant.  The  float's,  the  wire 
having  been  adjusted  so  as  to  give  the  required  depth  to  the  lower,  were  then  dropped 
into  the  stream  above  the  bow  of  the  upper  boat,  to  enable  them  to  attain  the  full 
velocity  of  the  current  before  reaching  the  upper  tag,  and  allowed  to  drift  down  stream, 
the  moment  of  pas>ing  the  two  tags  being  noted  by  an  observer  |p  each  boat.  This 
operation  was  repeated  without  changing  the  position  of  the  boats  until  a  sufficient 
number  of  observations  had  been  taken  at  various  depths  to  give  a  close  average  of  the 
velocity  of  the  volume  of  water  passing  through  the  section  at  the  time  of  measure- 
ment. Another  section  of  equal  length  was  then  measured  and  its  velocity  ascertained 
by  the  same  process,  and  so  on  until  the  entire  river  had  been  measured;  the  sum  of 
the  volumes  of  all  the  sections  giving  the  entire  discharge  of  the  river. 

In  some  cases  the  width  of  the  channel,  as  measured  by  sections,  did  not  correspond 
with  that  previously  ascertained,  known  to  be  correct.  The  discrepancy  was  found  to 
be  due  to  the  necessary  tight'eniug  of  the  line  in  measuring,  pulling  the  boats  oat  of 
position,  and  was  corrected  by  distributing  the  difference  among  the  sections  in  pro^ 
lK>rtion  to  the  depth  of  water.  In  such  cases  the  measurement  bv  sections  was  always 
less  than  the  first,  and  the  amount  of  difterence  varied  with  the  depth. 

Where  the  channel  was  narrow  and  the  bottom  irregular,  the  depths  and  velocities 
were  taken  at  intervals  of  50  feet  or  less.  The  depths  measured  while  gauging  were 
corrected  from  an  hourly  record  of  the  rise  and  fall  of  the  tid^,  kept  for  that  purpose. 

At  some  points  near  the  mouth  of  the  Willamette  River  and  in  the  Willamette 
Slough,  where  the  current  is  controlled  to  a  great  extent,  if  not  entirely,  by  the  tides 
of  the  Columbia,  the  flow  was  so  variable  as  to  make  it  impossible  to  make  a  connected 
measurement  of  the  volume  discharged,  and  I  was  forced  to  mark  the  sections  on  the 
gauge-line  by  small  buoys  anchored,  and  fake  the  velocities  every  hour  for  a  day  or 
more,  in  order  to  iiscertaiu  the  greatest  uniform  flow.    Uncertainty  as  to  the  contkiu- 
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anoe  of  ftoe  weather,  necessary  for  this  kind  of  work,  decided  me  to  adopt  this  plan  in- 
stead of  waiting  for  more  favorable  tides.  The  season  was  far  advanced,  and  the  win- 
ter raibs  liable  to  commence  at  any  time,  raising  the  water  and  bringing  down  quan- 
tities of  drift-wood,  the  former  defeating  my  principal  object,  which  was  to  gauge  the 
rivers  at  the  various  points  selected  during  the  same  stage  of  Vater,  while  the  latter 
would  have  made  it  dangerous,  if  not  impossible,  to  work  at  all  in  boats. 

The  operations  above  described  are  slow  and  tedious,  and  subject  to  many  interrup- 
tions, such  as  np-stream  winds  aud  the  regular  changes  in  the  direction  of  the  tides,  ne- 
cessitating a  Buspeosion  of  the  work  at  times,  drift-wood  carrying  away  anchors,  or 
floats,  waves  from  passing  steamers,  «&g.  But  the  plan  of  dividing  the  channel  into 
sections,  and  ascertaining,  by  careful  measurement,  the  volume  passing  through  each, 
19,  npon  the  whole,  the  least  liable  to  undetected  error. 

The  questions  which  belong  to  this  subject  have  been  fully  discussed  in  the  report 
above  referred  to,  in  which  the  various  systems  and  methods  in  use  for  gauging  streams 
liave   been    minutely  explained,  and  their  respective  advantage   and    defects  com- 
pared, and  I  can  add  little  except  in  the  particular  of  experience  in  the  working  of  the 
double-float  method.    During  the  last  fall  I  made  gangings  at  13  different  points, re- 
qoiring  over  1,000  curreot-measurement.<4,  at  depths  of  from  2  to  30  feet,  and  found  that 
1  could  determine  the  speed  of  a  current  so  slow  as  to  be  almost  imperceptible  to  the 
eye,  as,  for  instance,  of  5  feet  per  minute,  or  I  mile  in  17^  hours,  with  almost  absolute 
accuracy ;  repeated  observations  at  the  same  point  giviug  within  1  per  ct-nt.  of  the  same 
result    Of  course  such  accuracy  can  only  be  expected  under  the  most  favorable  con- 
ditioDS,  soch  as  a  smooth  channel  of  uniform  area  and  cross-sections,  ralm  weather, 
aod  steady  flow  of  the  tide.    But  the  results  obtained  demonstiate  the  capability  of 
the  apparatus.    Its  greatest  defect  is  that  the  sun  ace-float  is  liable  to  be  retarded  or 
•ccelerated  by  waves  or  wind,  affecting  the  speed  of  the  lower  float  so  mu'-h  that  reli- 
able results  can  only  be  obtained  wheu  the  water  is  smooth  and  the  weather  calm.     In 
ease  of  error,  the  existence  of  which  will  be  shown  by  discrepancies  Ijetween  results 
of  different  measurements  of  the  same  volume,  the  cause  can  be  traced,  and,  if  not  re- 
movable, allowed  lor. 

The  gangings  were  made  during  the  low  stage,  the  water  ranging  from  3  to  4^  feet 
above  zero,  and  the  current  being  slow  and  irregular.  The  results  are  shown  in  the 
following  table : 

Willamette  River^  one-fourth  of  a  mile  below  the  northern  boundary  of  Port- 
land: discharge  in  cubic  feet,  per  minute (1)  786,478 

Opposite  Swan  Island^  through  the  south  channel (2)  530, 984 

And  through  the  northchannel (3)  284,5.31 

Throngh  both  channels 815,515 

Dedacting  the  volume  due  to  rise  in  the  river,  as  shown  ou  the  section-sheets 

auuexed 24,042 

Leaves 791,473 

A  difference  of  4,995 ;  due  principally  to  the  increase  of  velocity  attending  the  greater 
height  of  water,  which  cannot  be  stated  accurately  without  more  complete  curreut- 
mensurements  than  I  could  make.  Six  weeks  later,  the  water  having  ris-n  to  a  height 
of  6.2  feet  above  zero,  I  found  the  discharge  to  be — 

At(l) 3,095,400 

At(2) 1,802,470 

At(3) 1,369,138 

The  increased  volume  being  due  almost  wholly  to  accelerated  velocity. 

During  the  first  week  in  April  last  I  made  additional  curreut-measurements  at  Swan 
Maud,  the  water  at  that  time  ranging  b.itween  10.5  feet  and  8.5  feet  above  zero  at 
Portland. 

On  the  I7th  of  March  the  Willamette  had  beeu  swollen  by  a  freshet,  the  gauge  at 
Portland  indicating  a  height  of  19  feet  above  zero  or  low- water  mark.  From  that  date 
It  fell  at  the  rate  of  1.2  feet  per  day,  until,  on  the  morning  of  the  24th,  having  reached 
^'5  feet,  it  commenced  rising  again,  reaching  13  feet  on  the  26th  aud  14  feet  on  the 
^tb,  when  the  Water  again  commenced  to  fall  slowly  at  a  rate  of  less  than  1  foot  per 
day. 

During  this  high  stage,  the  water  at  Vancouver,  on  the  Columbia,  four  miles  above 
the  mouth  of  the  Willamette,  reached  the  height  of  12.9  feet  above  low-water,  while 
tbe  gauge  at  the  head  of  the  Willamette  Fails,  12  miles  above  Portlaod,  showed  a 
steady  fall.  The  water  of  the  Willamette  was  clear,  almost  entirely  free  from  drift, 
and  with  no  perceptible  tidal  changes.  It  is  plain,  therefore,  that  the  high-wat-er 
vhicU  prevailed  on  th  ^  Lower  Willamette  when  these  measurements  were  made  was 
doe  to  tbe  rise  in  the  Columbia. 
G4  E 
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I  commenced  in  the  north  channel  at  Swan  Island,  200  feet  below  the  Old  Wharf 
shown  on  tbe  map  of  my  snrveys  last  fall,  marked  **  Lower  Willamette,  Sheet  Ko.  1." 
The  depths  and  veloclticH  of  the  river  at  this  point  are  extremely  uniform ,  as  yon  will 
see  from  the  annexed  section- sheot-a.  Mea^arements  to  ascertain  the  velocities  at  dif- 
ferent depths,  taken  in  the  center  of  the  channel,  the  water  being  35  feet  deep,  gave 
tbe  following  results : 

At  3  feet  mean  of  6  measurements,  75.9  feet  per  minate. 
At  lU  feet  mean  of  6  meaiurements,  75.0  feet  per  minate. 
At  30  feoc  mean  of  0  measure  meats,  6').9  feet  per  minate. 

The  danger  of  the  lower  float  becoming  entangled  among  snags  on  the  bottom 
deterred  me  from  attempting  to  measure  tbe  current  at  a  greater  depth  than  30  feet. 
At  this  depth  the  combined  pressare  of  the  water  and  atmosphere  flattened  the  convex 
side  of  tbe  lower  float,  giving  it  the  shape  of  an  imperfect  hexagon.  This  did  not,  of 
course,  aflect  its  buoyancy.  ( 

On  April  4  simultaneous  measurements  of  the  two  channels  being  impracticable, 
in  the  necessary  absence  of  my  assistant,  the  volume  in  the  so  nth  channel  was  meas- 
ured accurately  and  tbe  north  approximately,  the  volume  in  the  latter  being  obtained 
by  the  formula  r  X  83  =  tMn  which  v  represents  the  surface  velocity  at  the  centre 
and  v'  the  mean  velocity  of  the  entire  volume.  Of  course  the  result  thus  found  was 
only  approximate.  It  is  seen,  however,  to  accord  very  nearly  with  those  obtained  in 
the  usual  way.    During  this  day  tbe  water  feil  0.2  foot. 

On  the  5th  and  6th  tUe  two  channels  were  measured  simultaneously  by  two  partiee 
under  the  charge  of  myself  and  an  assistant  respectively.  The  current  was  measured 
at  intervals  of  abont  100  feet  from  3  to  6  times  at  each  point,  the  cross-seotions  haviDg 
been  previously  taken  by  careful  soundings,  and  the  distances  marked  by  buoys.  A 
strong  breezu  from  the  northwest  on  the  morning  of  the  7th  prevented  a  fourth  meas- 
ureinent  of  the  south  channel,  which  is  exposed  and  rough  in  windy  weather.  The 
north  chauuel  is  protected  by  the  promontory  back  of  Wand's  Landing. 

The  volumes  and  velocities  from  the  4th  to  the  7th  of  April,  inclosive,  were  foand  to 
be  as  follows :    (See  section-sheets  A  and  B.) 


April  4, 
April  4, 
April  5. 
Apiil5. 
April  6, 
April  6, 
April  7, 


1677,  north  channel. 
1677,  south  channel 
1U77,  north  nbannel 
lei77,  BOQth  channel 
lb77,  north  channel 
1877,  soath  channel 
1877,  north  channel 


3I 

n  velocity 
minute. 

«« 

m  bi 

§s 

a*- 

Feet. 

Feet 

10* 

63.75 

10* 

4^29 

»A 

63.43 

»A 

45.75 

9 

59.64 

9 

46.67 

8* 

57,68 

s. 


<  a 
8S 


Cubie/eeL 

1. 347, 809 
1,933,167 
1. 311, 965 
1.076,308 
1,301.^1 
1 097, 366 
1, 149, 004 


The  weather  was  generally  good,  and  the  water  smooth  during  the  progress  of  the 
work.  On  the  5th,  however,  an  up-stream  wind  made  the  water  in  the  south  channel 
so  rongh  as  to  aflect  the  speed  of  the  float  considerably,  the  waves  causing  a  bobbing 
motion,  or  ratter  a  succession  of  stops  and  plunges.  Experiments  wiih  a  wooden  float, 
loaded  to  s  nk  just  below  the  surface  of  the  water,  and  started  at  the  same  moment 
with  the  tin  float,  showed  that  the  latter  lost  from  5  to  10  per  cent,  of  the  speed 
of  the  current  when  the  waves  averaf<ed  from  2  to  3  inches  in  height,  and  n  much 
greater  percentage  when  tbe  water  was  at  all  rough ;  and  in  the  table  of  resalts  above 
givt  u  it  is  feeu  that  on  the  5th  the  mean  velocity  was  less  in  the  south  and  greater  iii 
the  north  channel  than  the  general  ratio  of  decrease  shown  by  the  above  table.  It 
appears,  therefore,  that  the  effect  upon  the  south  channel  of  an  up-stream  wind  is  not 
only  to  retard  the  float,  and  thereby  give  an  observed  velocity  lower  than  the  actaai, 
but  also  by  backing  up  the  water  to  lower  the  actual  velocity  and  reduce  the  volume, 
can  slug  a  corresponding  increase  in  the  north  channel,  which  is,  as  i^ove  stated,  pro- 
tected from  northerly  winds,  and  gains  in  volume  and  velocity  what  the  other  loses. 

The  general  result  shows: 

1st.  That  the  mean  velocity  at  a  high  stage  of  the  river  is  greater  in  the  north  than 
in  tbe  south  channel. 

2d.  That  while  the  mean  velocities  in  both  channels  decrease  as  the  river  abates,  tbe 
rate  of  decrease  is  greater  i*i  the  north  than  in  the  south  channel,  and  it  follows  that 
at  a  certain  lower  stage  they  will  be  equal. 

My  iheasurements,  made  during  the  lowest  stage  last  fall,  showed  the  sooth  channel 
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to  be  the  more  rapid  of  the  two.  It  will  be  remembered  that  some  dredgicji;  was  done 
throagh  the  bar  at  the  head  of  the  north  channel  after  the  relative  velocities  were  de- 
termined in  September  and  before  the  rise  of  October  24,  the  time  at  which  the  veloc- 
ity in  the  north  channel  was  foaod  to  have  increased  so  much.  Assaming,  as  is  prob- 
able, that  the  greater  velocity  found  in  the  south  channel  during  low  water  was  in 
part  due  to  the  existence  of  thi^  bar,  and  consequently  that  its  removal  in  part  before 
the  occurrence  of  the  October  freshen  contributed  to  the  excess  of  velocity  found  in  tbe 
north  channel  during  that  freshet,  the  ratio  of  velocities  in  the  two  channels  during 
tbe  coming  low-water  stage  (should  the  cut  now  again  filled  with  sedimentary  deposit 
be  dredged)  will  be  different  from  that  found  last  year  at  the  same  stage,  the  touth 
losing  in  proportion  as  the  north  cains. 

Should  you  decide  to  make  further  examinations  of  the  current  and  general  condi- 
tioDsof  the  Lower  Willamette  and  Columbia  Rivers  during  the  approachmg  low- water 
stage,  I  would  suggest  that  at  all  points  where  there  are  two  channels  tbe  current- 
measurements  be  made  in  both  simultaueously.  The  relative  velocities  thus  obtained 
may  be  accepted  as  absolutely  correct. 

Willamette  River,  half  a  mile  above  the  head  of  Sawvie's  Island,  was (4)      739, 514 

Allowiug  for  difference  of  height  of  water,  and  consequently  of  velocity  as 

sbown  on  section -sheet,  the  volume  discharged  would  be 794,013 

Willamette  Slough,  quarter  of  a  mile  below  its  head (5)      950, 235 

Aiidone  mile  lower  down (6)  l,040,!i^)5 

Tbe  measurement  at  (5)  was  made  during  the  first  and  at  (6)  during  the  last  half 
of  ebb-tide.  The  difference  in  volume  is  partly  due  to  the  great  lioceleration  in  tbe 
rate  of  flow  which  always  occurs  in  the  slough  during  the  last  quarter  of  ebb,  for 
reasons  which  I  will  explain  under  the  head  of  ^*  Velocity  of  current.^' 

Columbia  River,  just  above  Saint  Helen's  Bar,  (7) 9, 163, 805 

And  just  below  the  bar,  (8) 10,^59,446 

I>edactiQg  from  the  latter  the  volume  passing  through  Willamette  Slough, 
wbich  enters  the  Columbia  a  short  distance  above,  in  round  numbers.. .     1, 000, 000 

Leaving  for  (8) ^ 9,859,446 

Beiug  a  difference  of  about  7  per  cent,  between  the  results  found  above  and  below 
the  bar.  I  consider  the  latter  to  be  the  most  accurate,  the  work  having  been  done  in 
perfectly  calm  weather,  which  was  not  the  case  with  the  former. 

WillameUe  River,  1,000  feet  above  Three-Tree  Island,, during  spring  tides, 

at  three-quarters  eob,  (9) 392,033 

And  at  the  same  point  at  three-quarters  flood 548,846 

Showing  an  excess  in  the  volume  carried  by  the  flood-tide  over  that  of  the  ebb  of 
1%,813  cubic  feet  per  minute,  about  equal  to  the  excess  of  the  volume  of  the  Willamette 
Sloagh  over  that  of  the  river  proper  as  shown  above. 

Mouth  of  Willamette. 
Coon  l9land  Slough,  ilO) 234,125 

This  was  measured  during  ^eap-tides,  and  includes  the  entire  volume  of  the  Wil- 
lamette, there  being  no  current  through  middle  channel  and  Nigger  Tom  Slough  at  that 
stage. 

Jf»(WZtfCAaiMieZ  during  spring  tides,  (11) 309,453 

Very  little  water  then  passing  through  Coon  Island  Slough. 

Nigger  Tom  Slough. — Here  I  made  several  attempts  to  ascertain  the  volume,  but  with 
no  result.  The  current  was  scarcely  perceptible,  and  so  variable  that  at  no  time  during 
the  low  stage  could  I  find  the  water  flowing  in  tbe  same  direction  on  both  sides  of  the 
channel. 

Columbia  Slough  discharges  during  the  spring  tides 23, 200 

On  the  22d  of  November,  the  water  having  risen  6  feet  in  consequence  of  lieavy  rains 
in  the  Willamette  Valley,  I  returned  to  tne  month  of  the  river  and  measured  tbe 
velocity  of  the  current  in  the  three  channels,  from  which,  with  the  cross-sections  pre- 
vioa»ly  taken,  I  obtained  the  tollowiug  results : 

Citon  lalaud  Slough,  10  feet  above  low-water  mark,  velocity  of  current  120 

teet  per  minute ;  discharge  in  cubic  feet  per  minute 721,728 

Middle  Channel,  velocity  174  feet  per  minute,  discharge 3, 304, 608 

yigger  Tom  Slough,  velocity  160  feet  per  minute,  discharge 640, 000 

Making  in  all  4,666,336  cubic  feet  of  water  per  minute  discharged  through  tbe  three 
inoiitbs  uf  the  Willamette  at  the  existing  stage  of  water,  the  tide-giuge  at  Portland 
iQdicatmg  11.5  feet  above  zero,  while  a  still  larger  volume  passed  through  the  Wil- 
lamette Slough  at  that  time. 
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Yon  will  8(.'o  from  the  above  statement  of  the  results  obtained  by  gauging  that  the 
volume  of  water  pansing  through  the  Willamette  Slough  during  the  low  stage  of  the 
river  is  greater  than  that  brought  dowji  by  the  river  proper,  and  that  the  amonnt  of 
this  excess  is  about  equal,  allowing  for  error  in  measurement,  to  that  of  the  flood-tide 
over  the  ebb  from  the  Columbia,  as  shown  by  the  gauging  made  just  above  Three- 
Tree  Island;  from  which  it  is  apparent  tbat  dnrirg  the  low- stage  a  volume  of  from 
150,000  to  170,000  cubic  feet  per  minute  from  the  C<'lnmbia  enters  the  mouth  of  the 
Willamette  during  flood-tide,  and  runs  out  through  the  Willamette  Slough,  re-entering 
the  Columbia  at  Saint  Helen's. 

In  fact,  at  that  stage  of  the  water  the  Willamette  between  its  month  and  the  head 
of  Sawvie's  Island  is  nothing  more  than  an  arm  of  the  Columbia,  and  apon  old  chart« 
made  20  years  ago,  the  Willamette  Slough  is  called  the  Lower  Willamette,  showing 
that  it  has,  ever  tince  the  country  was  settled,  been  known  as  the  principal  channel 
of  the  river  in  this  locality.  I  am  satisfied,  therefore,  that  any  plan  for  the  improve- 
ment of  Post-OtSce  and  mouth  of  Willamette  Bars,  in  which  the  erosive  force  of  the 
current  is  to  be  ntilized,  should  include  the  closing,  in  part  at  least,  of  the  Willamette 
Slough. 

DEPTH   OF  WATER. 

During  the  lowest  stage  indicated  on  the  gauge  at  Portland  by  zero,  the  depth  along 
the  channel,  excluding  Swan  Island,  Post-Ofiice,  and  month  of  Willamette  Bars,  (where 
a  constant  depth  of  17  feet  is  maintained  by  dredging)  varies  as  follows  : 

From  the  northern  limit  of  the  city  to  the  ht^ad  of  Swan  Island,  in  the  north  chan- 
nel, from  20  to  25  feet;  and  through  the  south  channel  from  5  to  7  feet. 

Through  the  north  channel  to  the  foot  of  Swan  Island,  from  20  to  54  feet.  Thence 
to  Saint  John's  from  20  lo  32  feet,  except  for  a  distance  of  about  400  feet  at  a  point  ^ 
a  mile  above  Saint  John's,  on  the  west  side  of  the  channel,  where  there  is  a  bar  on  which 
only  16  feet  is  found  at  lowest  water.  From  what  I  can  learn  the  river  is  gradually 
shoaling  here,  and  may  require  attention  within  a  few  years. 

From  Saint  John's  to  tht)  mouth  of  the  river  the  depth  is  from  20  to  47  feet. 

At  the  head  of  Sauvie's  Island,  just  within  the  Willamette  Slough,  I  found  a  pool  75 
feet  deep  and  about  cO  feet  across  its  deepest  part.  This  pool  is  caused  by  the  scour  re- 
sulting from  the  sudden  change  of  direction  which  the  current  of  the  Willamette  takes 
on  striking  the  head  of  Sauvie's  Island,  where  the  bank  is  nearly  vertical  from  18  to  20 
feet  high,  and  formed  of  tough  clay;  1,500  feet  lower  down  the  depth  diminishes  to  24 
feet. 

The  above  are  the  depths  at  low  tide  during  the  lowest  stage  of  the  river,  which  oc- 
curs only  at  intervals  of  several  years,  at  the  eud  of  unusually  long  dry  seasons.  Gen- 
erally the  gradual  abatement  of  the  water,  which  continues  tbrongh  the  snmmer,  ts 
checked  by  the  early  winter  rains  at  a  height  of  2  or  8  feet  above  zero.  The  lowest 
point  reache<l  during  the  present  tiscal  year,  so  far,  1.2  feet. above  zero,  occurred  on 
December  23,  1876. 

VELOCITV  OF  CURRENT. 

The  general  velocity  of  the  current  in  the  Lower  Willamette  during  the  low  stage  is 
from  20  to  *A0  feet  per  minute,  or  from  one- fourth  to  oue-third  of  a  mile  per  hour,  and 
when  at  6  to  8  feet  above  zero,  from  three-fourths  to  1^  miles  per  hour. 

The  current  tbrongh  the  Willauiette  ^  lough  during  the  low  stage  runs  at  from  seven - 
tenths  to  nine-tentbs  of  a  mile  per  hour. 

Through  the  mouths  of  the  Willamette,  duiiug  the  low  stage,  it  is  very  variable,  de- 
pending on  the  winds  and  tides  from  the  Lower  Columbia,  never  daring  the  low  stage 
excteding  55  feet  per  minute,  or  six-tenths  of  a  mile  per  hour. 

In  the  Willamette  Slough  the  current  is  nearly  nniform,  varying  from  60  to  80  feet 
per  minute. 

The  depth  varies  with  the  stage  of  tide,  but  the  current  flows  outward  at  all  times. 
This  is  due  to  the  following  conditions: 

The  fall  of  the  liver  from  the  head  of  Sauvie's  Island  to  Saint  Helen's,  at  low  water, 
is  1.2  feet.  The  height  of  the  tidal  wave  is  also  1.2  feet  during  neap  tides,  and  during 
spring  tides  from  2  to  3  feet.  The  distance  between  the  two  points  by  the  slough  is  23^ 
miles,  and  by  the  mouth  of  the  Willamette  only  18^  miles.  By  the  latter  route,  there- 
fore, tiie  shorter  by  5  miles,  the  channel  being  from  3,000  to  4,000  feet  wide,  the  tide 
reaches  the  head  of  Sauvie's  Island  much  sooner  than  by  the  former,  which  is  narrow 
and  crooked  and  runs  out  through  the  slough,  matntainiug  it>i3  ascendency  with  the  aid 
of  the  current  of  the  Willamet:e,  all  of  w  hich  flows  through  the  slough,  as  I  have  shown 
above. 

The  velocity  of  the  current  of  the  Columbia  River  at  Saint  Helen's  Bar  was  from  39 
to  15H  feet  per  minute,  or  from  0.45  to  1.7  miles  per  hour,  during  the  low  stage,  the 
greater  velocity  being  just  below  the  bar. 


APPENDIX   J  J.  1013 

INCIJNATIOX. 

I  r&n  a  IiDe  of  levels  from  Portland  down  the  west  shore  of  the  Willamette  to  its 
month,  aud  thence  along  the  east  bank  of  Sanvie's  Island  to  Saint  Helen's,  for  the  pur- 
pos«»  of  determining  the  comparative  elevations  of  the  high  and  low  water  marks  at 
the  extreme  and  intermediate  points  of  the  line.  The  higU-water  profile,  representing 
the  freshet  in  the  Columbia  of  June,  l'^76,  the  highest  on  record,  is  as  follows: 

C&lling  zero  of  the  llood-gange  at  the  foot  of  Yamhill  street,  Portland,  100.000,  the. 
elevation  of  high  water  at  Portland,  due  to  back-water  from  the  Columbia — 

Jane  24,  was 128.200 

At  month  of  the  Willamette 127.999 

At  Willow  Bar, Columbia  River 127.387 

And  at  Saint  Helen's 126.982 

Total  fall  from  Portland  to  Saint  Helen's 1.218 

Daring  low- water,  the  flood-gauge  at  Portland  reading  3.0,  the  following  are  rlie  eleva- 
tions  at  different  points,  ascertained  by  means  of  tide-gauges  graduated  to  feet  aud 
t«ntha  of  a  foot*,  their  bases  or  zeros  being  conu^cted  by  my  line  of  levels: 

At  Portland 103  000 

At  head  of  Willamette  Slongh 102.200 

At  month  of  Willamette  River 102.200 

At  Saint  Helen's 101.500 

During  intermediate  stages  of  the  Willamette  the  fall  is  much  greater  than  during 
either  high  or  low  water,  as  shown  by  the  heights  of  the  surface  of  water  at  the  fol- 
lowing points  ou  the  22d  November: 

At  Portland *. 111.50 

At  head  of  Willamette  Slough '. 109.94 

A«  month  of  Willamette  River 109.80 

I  think  it  probable  that  the  difference  of  0.201  foot  in  the  heights  of  the  freshet- 
marks  at  Portland  and  at  the  mouih  of  the  Willamette,  which  appears  above,  is  due 
to  my  having  disregarded  the  correction  for  the  curve  of  true  level,  a  poriion  of  the 
line  between  these  two  points  having  been  rnn  over  a  mountain  road  where  I  could 
not  equalize  the  sights,  tiie  length  of  foresights  being  in  several  instances  considerably 
^eater  than  the  back  sighr.,  causing  the  observed  level,  or  line  o.f  sight,  which  is  a  tan- 
gent, to  deviate  so  much  from  the  true  level  cnrve  as  to  make  a  difference  appear  where 
none  exists.  The  high- water  in  the  Lower  Willamette  is  doe  solely  to  the  snow-flood 
of  the  Columbia,  and,  as  no  current  is  percept! bio  during  its  continuance,  I  am  satisfied 
there  is  no  fall. 

DISTANCKS. 

From  Portland  to  the  head  of  Willamette  Slough,  9^  miles;  thence  to  the  month  of 
the  Willamette,  2^  miles;  thence  to  Willow  Bar,  6  miles;  thence  to  Saint  Helen's,  9 
miles;  the  distance  from  Portland  to  Saint  Helen's,  via  the  Willamette  Slongh,  being 
32i  miles. 

OTHER  ITEMS. 

The  ridge  between  the  Lower  Willamette  and  Columbia  terminates  abruptly  in  a 
Fonnded  spur  200  feet  high,  1^  miles  below  Saint  John's,  as  shown  on  the  map. 

Daring  the  June  floods  thu  flat  lands  along  the  banks  of  the  two  rivers,  including 
almost  the  whole  of  Sanvie's  Island,  are  overflowed  to  a  depth  of  from  10  to  20  feet. 
The  seasons  at  which  these  floods  occur  render  the  bottom-lands  almost  valueless 
except  for  pasturage. 

The  lower  end  of  Coon  Island  is  being  rapidly  worn  away  by  the  cnrrent  of  the 
Colambia  River,  which  washes  the  east  side  of  the  island,  carrying  the  eroded  material 
aroaod  into  the  slough,  formerly  a  ship-channel,  but  now  shoaling  rapidly  at  its  mouth. 

Three-Tree  Island,  1  mile  above  the  mouth  of  the  Willamette,  is  also  yielding  to 
the  force  of  the  winter  floods  of  the  Willamette,  and  there  will  probably  be  very  little 
of  it  left  above  the  low-water  line  should  any  considerable  freshet  occur  during  the 
coming  winter.    Its  highest  point  is  now  about  6  feet  above  extreme  low-water  mark. 

Percy's  Slough  has  no  current  at  low-water,  being  closed  by  a  sand-bar,  which  has 
fiirnied  a  short  distance  above  the  remains  of  the  pile-dam  built  three  years  ago.  At 
higher  stages,  the  direction  of  the  current  depends  up  )n  the  relative  heights  of  water  in 
the  two  rivers.  Columbia  Slough  heads  near  the  mouth  of  Sandy  River,  which  enters 
into  the  Columbia  20  miles  above  the  mouth  of  the  Willamette.  Its  general  direction 
is  parallel  to  that  of  the  Columbia.  At  its  month,  at  low- water,  it  is  60  feet  wide  and  6 
Ibet  deep;  its  width  and  depth  throughout  its  length  vary  considerably.  When  clear 
of  drift  and  other  obstructions,  it  is  navigable  for  small  steamboats  from  its  month  to 
Love's  bridge,  a  distance  of  about  five  miles ;   it  carries  the  water  of  several  small 
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brooks  from  the  northern  slope  of  the  ridge  between  the  Colambia  and  Willamette 
aud  niDS  through  a  level  meadow  coantry,  interspersed  with  nameroas  lakes  and 
sloughs,  overflowed  annaally  by  the  summer  flood  of  the  Columbia. 

I  omitted  to  state  that  I  spent  several  days  trying  to  gauge  the  Willamette  between 
the  heHd  of  Sauvie's  Island  and  the  foot  of  Post-Office  Bar,  but  without  sucoess,  the 
current  being  variable  and  sluggish. 

On  the  section  sheets  annexed  I  have  allowed  for  the  difference  of  height  of  water  at 
Various  points  ganged,  hi  order  to  luake  a  fair  comparison  of  the  results. 
Respectfully  submitted. 

RoBEBT  A.  Habersham, 

Aigiatant  Engineer. 
Col.  John  M.  Wilson, 

Major  Corps  of  Engineers,  U,  S,  A. 


Xo.  1. — Gauginj(  iJu  Willamette  Rivr,  Oregon^  one-quarts  of  a  mile  hdow  Portland,  Sep- 
tember l*i  and  13,  1876. 

Mean  height  of  water,  3. 6  feet  above  xero. 


11.4 

17.2 
20.4 
21.0 
19.2 
21.1 
22.6 
22.5 
23.4 


10.924 
24,768 
29,886 
32,025 
33,984 
41,672 
50.17^2 
55,687 
62,244 


Section. 


10. 

11 

12. 

13. 

14. 

15 

16. 


Total. 


§ 

i 


3,730 
3.745 
9,770 
2,775 
9.370 
1,680 
726 


^1 


94.0 
26.2 
27.8 
28.0 
27.0 
39.9 
3L2 


SB 
^1 


66,000 
71. 919 
77.006 
77.700 
63,990 
65.856 
93.645 


786.47^ 


Average  velocity,  23. 9  feet  per  minute. 

No.  2.— Gauging  Swan  Island  Channel^  (soutkf)  SeptemherlB,  187G — last  half  ^f  ^^^  ^^> 

Mean  height  of  tidegauge,- 3'. 9  above  aero. 


Section. 

Area,  square  feet 

Mean   velocity, 
feet,  per  minute. 

Vol  a  roe  in  cubic 
feet  per  minute. 

1 

555 
1.095 
1,095 
1,13b 
1.130 
1,130 
1.065 

915 

40.0 
44.2 
53.4 
53.8 
53.4 
46.6 
52.4 

22,200 
48,399 
58,473 
60.  794 
60,342 
59,658 
55,804 
49,959 
39,7T2 
33,136 
25  IMO 

2 

3 

4 

5 

6 

7 

8 

9 

815                4a  8 
760  1              43.6 
600  '              42.8 

10..; 

11 

Section. 


12 
13 
14 
15 
16 
17 
16 
19 


1 

§ 

0 

oclty, 
inute. 

cubic 
inute. 

|a 

58 

r 

i 

-< 

* 

if 

Volume 
feet  per 

460 

34.8 

14.008 

410 

33.8 

9.759 

355 

No  current 

375 

Ko  current 

■  «•••• ••• •  •  • 

450 
535 
610 
560 

No  current 
No  current 
No  current 
No  current 

14.045 

Av.  45.54 

Tot'lS30,984 

1300 X. 3 =390x45.55 =17,764  to  be  deducted.     Correction  for  difference  in  height  of  water=513,990 
cnblo  feet  per  minute. 
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No.  3. — Gaitgifig  Stoan  Island  Channel  (north) — la^t  half  of  ebb  tide. 
Surface  of  water,  September  18,  4. 5  above  sero. 


Section. 

Area,  square  feet. 

Mean    velocity, 
feet,  perminute. 

Volume  in  cubic 
feet  per  minute. 

Section. 

■ 

s 

cd 

a 

2 

Mean    velocity, 
feet,  per  minute. 

s  s 

1    . .... 

143 

420 

778 

1,315 

1,813 

2,333 

Ko  current 
Ko  ourrent 
14.9 
14.3 
15.0 
1&8 

7 

2,507 

2,633 

8,093 

86 

30.0 
23.4 

2ai 

No  onrrent 

75,210 

2 

r 

8 

61,589 

3 

11.593  * 
18.805 
27,195 
41,793 

0 

48,348 

4  . 

10 

5 

6     -V. 

14, 010 

Av.  19.95 

Tot'1284,531 

3S0X. 9=3 15.0x19.95= 6.278  cqbio  feet  per  mile  to  be  deducted.    Correction  for  difference  in  height  of 

v»ter=: '. 878,253 

Add  aoaih  channel 513.220 


A  eorreotion  for  increase  of  velocity  will  atill  fnrtitor  reduce  the  dlflbrence. 


791,473 


. — Current  measurements  in  north  channeif  Sioan  Islandf  Lower  Willamette  Biver. 


Date. 

• 

1 

1 

Height  of  water 
above  aero,  in 
feet. 

V 

Mean  velocity  in 
feet  per  minute. 

a  « 

•^  S 

iz 

51 

Aoril  4.1877 

10.5 

9.6 
9.6 
9.6 

21, 142 

63.75 

1, 347, 802 

1 
2 
3 

April  5, 1877 

5,775 
8,859 
6,503 

67.27 
67.07 
56.55 

388,484 

55.3,462 
360,745 

Total 

20,537 

Av.63.43 

1,302,691 

1 
2 
3 

9.0 
9.0 
9.0 

ApeU6.  1877 

5,644 
8,115 
6,375 

5a  06 
64.74 
54.05 

337,961 
525, 365 
348,569 

TOt4^1 r 

20,134 

Av.  59. 64 

1, 201, 895 

1 
3 
3 

a5 

8.5 

a5 

AorflT.  1877 ' 

5,535 
7,995 
6,369 

65.33 
57.69 
50.85 

361  993 

461,233 
318,779 

Total 

19,799 

Av.  57. 68 

1, 142,  004 
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B. — Current  meaauremente  in  south  ohanmlf  Swan  Islandy  Lower  Willamette  River, 


Date. 

• 

a 

a 

1 

Height  of  water 
above  sero,  in 
feet. 

Area  of  sections, 
square  feet. 

Mean  velocity  in 
feet  per  niinate. 

1- 
as 

n 

Anril  4. 1877 

1 

3 
3 

4 
5 
6 

10.5 
10.5 
10.5 
10.5 
10.5 
10.5 

3,895 
3,140 
3,927 
5. 113 
5,544 
3,707 

41.09 
41.09 
41.09 
51.79 
54.54 
55.55 

160.046 

199.033 
161,360 
964,444 
302.370 
205,994 

Total 

95,336 

Av.  4a  99 

1.933.167 

1 
9 
3 

4 
5 
6 

9.6 
9.6 
9.6 
9.6 
9.6 
9.6 

Aprils.  1877 

3,517 
2,857 
3.644 
4,830 
5,261 
3,419 

39.41 
37.99 
43.47 
50.00 
46.15 

138,605 

108,537 
158,405 
941,500 
243, 795 
186.466 

Total 

93,538 

Av.  45.  75 

1,076.308 

1 
9 
3 
4 
5 
6 

0.0 
9.0 
9.0 
9.0 
9.0 
9.0 

April  6. 1877 

3,265 
9,668 
3.455 
4,641 
4,915 
3,067 

41.67 
40.00 
44.19 
46.09 
53.57 
50.85 

136.053 

106,720 
153.435 
913,904 
969,397 
155,957 

Total 

99,011 

Av.  46. 67 

1,037,366 

No.  4. — Gauffing  Willamette  Riverf  ^  mile  above  slough. 
Surface  of  water,  September  99,  3.0  feet  above  zero. 


Section. 

Area. 

Mean  veloc- 
ity. 

Volame  in  cu- 
bio  feet  per 
minute. 

Section. 

Area. 

Mean  veloc- 
ity. 

Volume  in  cu- 
bic feet  per 
minute. 

1 

4,955 
9,624 
6.250 

Ft.  per  min. 
30.4 
25.3 
27.7 

86,809 
943,  487 
115.  895 

4 

5,671 
7,979 

Ft.  per  min. 
94.0 
21.6 

136,104 

9 

5 

157.996 

3 

Total 
Add  volume 

739.514 
31.490 

due  tod 

lifTerenoe  in  he 

iight  of  water  15< 

)0x. 0.6x93.8 

,  (arerag 

e  velocity)  — 

Allowing  1  foot  per  minute = loss  of  velocity  from  loss  of  head 
Total 


7G0.934 
33,079 


794.013 


Section. 


1. 
9. 
3. 
4. 


No.  5. — Gauging  Willamette  Sloughy  ^  mile  heTow  its  head, 
SuifEMje  of  water,  September  29,  4.9  feet  above  zero. 


680 
1,750 
9,080 
1,800 


Velocity. 


Ft.f>er'min. 
75.0 
71.4 
75.0 
74.1 


Volume  dis- 
charged. 


Oil.  /t.  per  min. 

51.000 

134, 950 

156.000 

133,380 


Section. 


5. 
6. 
7. 

8. 


Total. 


Average  velocity  in  feet  per  minute 


Area. 


1,740 

1,695 

1,715 

865 


Velocity, 


FL  per.  mm. 

78.7 
85.5 
78.7 
76.7 


Volame  dis- 
charged. 


Ou.  ft.  peir  min. 

136,938 

144,992 

134, 970 

68,075 


950,235 


77.1 
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No.  6.—€Umging  Willamette  Slough,  li  miles  below  ite  head. 
Sarfftoe  of  wftter,  September  83,  4.8  feet  above  zero. 


Seetioo. 


Total. 


885 
1,170 
1,735 
1.800 
1.775 
1,737 


Velocity. 


Ft  per  min. 
62.4 
63.4 
b0.0 
83.0 
80.0 
78.0 


Volume  die- 
oharged. 


Ou.  ft  per  min. 

17, 7ti4 
73,008 
13a  000 
147.600 
148,000 
125,064 


Section. 


7. 

8. 

9. 
10. 
11. 
18. 


Arera^  Telocity  in  feet  per  minnte. 


Area. 


1,713 
1,655 
1,5.15 
1,205 
400 
195 


Velocity. 


FL  per  min, 
72.0 
67.0 
50.0 
50.0 
50.0 
50.0 


Volume  din. 
charged. 


Cu./t.  per  min. 

133.364 

107,535 

76,750 

60.350 

20.000 

9,000 


1,040,855 


64.8 


No.  7. — Gauging  Columbia  River  above  Saint  Helen's  Bar. 
Sarfaoe  of  water,  October  5,  4.0  feet  above  zero. 


ToUl. 


Section. 

Area. 

Velocity. 

Volame  dis- 
eharged. 

'    Section. 

1 

Area. 

Velocity. 

Volume  dia* 
charged. 

I 

721 
1.636 
3.857 
8.976 
3.481 
4,368 
5,583 
6,581 
7,215 
7,366 

FL  pernufn. 

66.7 

7a  2 

9a8 
11&3 
123.5 
133.3 

13a  4 

103.4 
115.3 
101.7 

<hi.fL  permin. 
48,091 
123,901 
21a  478 
343,133 
419, 073 
582,354 
761,385 
674,  271 
831.889 
749.183 

1 

11 

13 

6,897 
a  363 
a  138 
5v76l 
5,104 
4,438 
3,866 
3,083 
8,131 
831 

FL  permtin. 

103.4 

117.6 

109.3 

95.8 

99.0 

103.1 

88.5 

75.8 

66.7 

66.7 

Ou.  ft.  per  min. 
713, 150 

9 

748, 171 

3 

13 

14 

15 

670,270 

4 

548. 447 

5 

505,296 

6 

7 

16 

17 

456,527 
343, 351 

i 

18 

331,766 

9 

!  19  

30 

141.  470 

10 

54,761 

Average  velocity  of  onnreot  in  feet  per  minate 


9, 163, 805 
99.6 


No.  8. — Gauging  Columbia  Biter  below  Saint  Helen's  Bar,  October  6  and  9. 


Sarfaoe  of  water  4. 0  above  sero. 

^ 

1 

Section.    1   Area. 

Velocity. 

Volume  dis- 
charged. 

1 

Section. 

Area. 

Velocity. 

Volame  dis- 
charged. 

I 

1,755 
4.313 
5.440 
4.446 
3,744 
3.375 
3.1U0 
8,749 
2,164 
1.531 
1.111 
059 
907 
095 
1.128 
1,453 
1.584 
1,584 
1.639 
2,V39 
8.673 
8.099 

FL  per  min. 
100.0 
13a  4 

isas 

185.0 
130.4 
133.3 
187.6 
130.4 
100.0 
93.7 
9a8 

7a  9 

77.9 
9&3 
183.4 
107.8 
111.1 
117.9 
187.7 
136.4 
130.4 
157.0 

Ou./t.  per  min. 
175,500 
549, 345 
741,  478 
5.'i5,750 
488,318 
436,557 
395,560 
34a  470 
316,  400 
143,  518 
107, 545 
75,665 
70,655 
91. 910 
13a  067 
155.654 
175,983 
186,754 
909,300 
305,400 
348,559 
4S7.  75a 

1 
23 

3,333 
3,487 
3,361 
2,761 
2,366 
1,853 
1,406 
1,579 
1,606 
1,683 
1,864 
1,805 
1,875 
1,905 
1,980 
1,890 

Ft.  per  min. 
143.9 
136.3 
125.0 
121.1 
125.0 
130.4 
115.4 
137.6 
93.3 
103.4 

ioa4 

101.7 
95.3 

101.7 
95.3 

ftS.  7 

(hufLpermin 
37a  386 
475  378 

2 

34 

3 

35 

36 

407,635 
334,357 
283,250 
241,631 

4 

5 

1     T~*      • 

,  27 

% 

;  28 

39  

1  30 

31 

162,253 
201.480 

a 

148, 234 
174.  023 

10 

33 

33 

'  34 

35 

11 

19 

193,738 
163,568 
17a  500 
193,738 
188,496 
161  97:1 

13 

14 

36 

15 

,  37 

16 

1  •»«•••••••-• 

1  38 

17 

39 

40 

1.810    r                 f^  f 

153,307 
159.300 
163,80^ 
133,333 

)?» 

1,990 
1,885 
1,565 
1,210 

80.0 
86.9 

7a  8 

» 

'  41 

» 

1  43 

43 

a 

65, 945 
17,505 

fi 

44 

450  1            38.9 

Total. 

10, 859, 446 

• 

Average  irAlneitv  in  fAAt  nmr  min 

nte 

loao 

-— "---rf  - 
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No.  d.'-Gauging  Willamette  Biver,  1,000  feet  above  J%ree-Tree  leland, 
Sarfaoe  of  water  October  18, 4.3  feet  above  sero. 


SectioD. 


1. 
3. 
3. 
4. 
5. 
6. 
7. 
8. 


Area. 


590 
4,704 
4.902 
3,349 
1,940 
1,134 
694 
918 


Velocity. 


Ft  per  milk 

0.0 

31.8 

18.4 

19.0 

lai 

33.3 
33.7 
80.0 


Volume  dis- 
charged. 


Chu/tpermin. 


103,547 
90,197 
63,631 
35.114 
35,175 
16, 448 
18,360 


Section. 


9. 

10. 
11. 
13. 
13 


Total 


Area. 


1.504 
1.851 
1,955 
1,353 
894 


Velocity. 


It.p€rmin, 
13.8 
10.7 

0.0 

0.0 

0.0 


AvenMSe  Telocity,  in  feet,  per  minnte 

Average  velocity,  daring  nood-tido,  in  feet,  per  minnte ^ 


Volame  dis- 
charged. 


(hu/tper 
30. 7J 


755 

19,806 


393,033 


1&6 
3?  60 


Measared  during  spring-tides  only.   The  oatward  current  during  neap- 
tides  is  so  variable  that  it  cannot  be  accurately  measured. 

No.  10. — Gauging  Coon  leland  Slotigk, 
Sarfiftoe  of  water  October  13,  3.3  feet  above  sero. 


Section. 

Area. 

Velocity. 

Volume  dis- 
charged. 

Section. 

Area. 

Velocity. 

Volume  dia- 
obaiged. 

1 

104 
950 
■990 

Ft.  per  ifwn. 
37.5 
66.7 
5S.5 

Ou.Jt  per  min. 

3,900 

63,365 

4 

940 
935 
475 

Ft  per  min, 
36.4 
55.5 

?»  5 

On./t.perwitin, 
34,316 
51.337 
26,361 

3 

5 

3 

6 

Total. 

334, 134 

Average  velooitv  dnrinsr  nean-lldes.  in  f sAt.  n«r  minntA .    _ 

51.3 

1 

r»         ■  ■■«■     —  ■ 

a 

During  the  spring-tides  there  is  very  little  current  through  this  chan 
nel. 


No.  11. — Gauging  mouth  of  Willametie, — Middle  channel. 
Surface  of  water  October  16,  4.0  feet  above  sero. 


Section. 

Area. 

Velocity. 

Volume  dis- 
charged. 

• 

Section. 

Area. 

Velocity. 

Volome  dia- 
ohaiged. 

1 

Ft  per  mtn. 
654  )l         --  - 

Ou,  Jt,  per  min. 

38,867 

94,498 
84,788 

8 

1,6501 
1,385 
870  S 
560 
900) 

FLpermm, 
90.0 

Ou./Lpermin, 

3 

1,920{ 
3,285? 

2,030  5 
1,700^ 
1, 695  > 
1,775S 

13.1 

31.9 
16.4 

9 

3 

10 

11 

91,300 

4 

5 

12 

6 

7 

Total  during  spring-tides  onl 
Average  velocitv.  in  feet,  ner  mil 

y 

309,453 

3Ute 

18.4 
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jAh9tract  of  propoaaU  for  fumisMng  ike  Uvited  States  with  a  tug-hoat,  when  requirtd,  dwring 
«*€  jfear  1877,  opened  hy  Maj,  John  M,  WiUon,  Corps  of  Engineers,  February  8,  1877. 


KoL 


1 

8 
3 


Karnes  and  residence  of  bidders. 


Bailey  Sc  Taylor,  Portland,  Oreg 

S.  S.  boQfflaes,  Portland.  Oreg 

C.  B.  Wilson  A  Henry  Wilson,  Portland.  Oreg 


S-SpSS 


•585  00 
600  00 
700  00 


Bemarks. 


Contract  awarded. 


Abslmet  of  contract  for  the  improvement  of  the  Lower  Williamette  and  Columbia  Rivers^  in 

force  during  the  fiscal  year  ending  June  30, 1877. 


Ko. 

• 
Names  and  residence  of  contractors. 

Date  of  con- 
tract. 

Subject  of  contract. 

Price   per 
month. 

1 

BaUey  &  Taylor,  Portland,  Oreg 

Feb.  IS,  1B77 

Hire  of  steam -tug  as  tender 
to  United  Stotes  dredge, 
when  reouired.  daring  the 
year  ending  June  30, 1877. 

$585  00 

report  of  the  board  of  engineers  for  the  pacific  coast. 

Office  Board  of  Engineers  Pacific  Coast, 

San  Francisco,  Cal,  April  9, 1877. 

General:  Id  accordance  with  instractions  from  the  Chief  of  Engi- 
neers, dated  July  26,  lj^76,  the  Board  of  Engineers  for  the  Pacific  coast 
met  in  Portland,  Oreg.,  in  August  last  to  consider  the  project  of  Maj. 
John  M.  Wilson,  of  the  Corps  of  Engineers,  for  the  improvement  of  the 
Liower  Willamette  and  Columbia  Rivers,  from  Portland  to  the  sea. 

After  personally  examining  these  rivers  and  Major  Wilson's  charts 
and  project,  the  Board  presented  a  preliminary  report  under  date  of 
August  24, 1876,  wherein  it  was  recommended  that,  before  final  action 
was  taken,  certain  further  surveys  and  examinations  should  be  made,  in 
order  that  the  Board  might  be  fully  informed  upon  the  subject  under 
consideration. 

These  examinations  and  surveys  were  made  and  charts  prepared  dur- 
ing the  fall  of  1876,  and  on  January  17,1877,  the  Board  reconvened  at  San 
Prancisco,  Cal.,  all  the  members  being  present,  including  Maj.  John  M. 
Wilson,  Corps  of  Engineers,  who,  in  accordance  with  Department  letter 
of  July  26, 1876,  became  a  member  of  the  Board  while  this  subje^st  was 
ander  consideration. 

The  Board  has  examined  the  plans  of  Major  Wilson,  and,  after  careful 
consideration  of  all  tbe  data  laid  before  it,  respectfully  submit  the  fol> 
lowing 

REPORT. 


The  project  of  Major  Wilson  embraces  plans  for  the  improvement  of 
Swan  Island  Bar,  PostOffice  Bar,  and  the  bar  at  the  mouth  of  the 
Willamette,  (these  three  being  in  the  Willamette  Eiver,)  and  also  for 
the  improvement  of  Saint  Helen's  Bar  in  the  Columbia  Biver. 
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Id  presenting  its  report  the  Board  deems  it  best  to  discuss  each  bar 
separately,  beginning  at  Portland  and  proceeding  toward  the  mouth  of 
the  Coluuibia. 

Opposite  Portland  the  channel  of  the  Willamette  River  presents  a 
depth  of  from  20  to  40  feet  at  low-water.  Lower  down  the  river  widens, 
giving  a  consequent  decreased  velocity.  It  begins  to  shoal  a  short  dis- 
tance above  Swan  Island,  3  miles  below  Portland. 

At  this  place  there  are  two  channels :  one,  north  of  the  island,  the 
present  ship  channel,  being  about  600  feet  wide,  and  from  20  to  50  feet 
deep ;  the  other,  south  of  this  island,  is  about  1,900  feet  wide,  with  a 
depth  of  from  4  to  7  feet  at  low-water. 

About  three-quarters  of  a  mile  above  the  island  the  bar  commences 
to  appear,  and  through  this  a  channel,  about  100  feet  wide  and  17  feet 
deep,  at  low-water,  has  been  cut,  connecting  deep  water  in  the  river 
above  with  the  deep  channel  north  of  Swan  Island;  and  dredging  has 
continued  annually  for  the  past  nine  years,  each  year's  freshet  partially 
filling  the  cut. 

Major  Wilson's  plan  proposed  to  close  one  of  these  channels,  and  he 
presented  projects  for  both,  favoring,  however,  the  closing  of  the  north, 
or  present,  ship  channel. 

The  ganging  of  the  Willamette  River,  a  quarter  of  a  mile  below  Portland,  Septem- 
ber 12  and  13,  with  the  water  Z^  feet  above  zero,  showed  an  average  velocity  of  23.9 
feet  per  minnte,  and  a  volame  of  786,476  cubio  fnet  per  minnte. 

September  15,  the  river  being  39  feet  above  zero,  the  vulnme  passing  throngh  the 
Sontn  Swan  Island  Channel  was  foand  to  be  530.984  cubic  feet  per  minute,  with  an 
average  velocity  of  45.54  feet  per  minute. 

And  September  18,  the  river  being  4^  feet  above  zero,  the  volume  in  the  North  Swan 
Island  Channel  was  267,261  cubic  feet  per  minute,  having  an  aver«fcge  velocity  of  19.93 
feet  x>er  minute. 

Thus  showing  the  quantity  in  the  south  channel  to  be  nearly  twice  as 
large  as  that  in  the  north  channel  at  this  stage  of  the  river. 

These  determinations  are  soniewhat  anomalous,  but,  being  the  results 
of  actual  measurements,  we  suppose  they  must  be  accept-ed  as  correct. 

We  say  anomalous,  because  while  the  areas  of  the  sections  of  the  two 
channels  south  and  north  of  Swan  Island  do  not  greatly  vary,  (that  of 
the  north  channel  being  the  larger,  however,  and  having  a  greater 
depth,)  yet  the  mean  measured  velocity  of  the  water  in  the  south  chan- 
nel was  more  than  twice  as  great  as  that  in  the  north  channel,  giving  as 
a  result  twice  as  much  water  through  the  south  as  through  the  north 
channel,  at  the  stages  above  mentioned.  The  usually  ^accepted  hy- 
draulic formulaa  for  the  flow  of  rivers  would  give  directly  contrary  re- 
sults. 

Again,  it  seems  strange  that,  if  the  water  in  the  south  channel  has 
twice  the  velocity  of  that  in  the  north  channel,  the  south  is  not  the 
deeper  channel  of  the  two. 

Accepting  the  determinations  as  correct,  however,  we  must  conclude  . 
that  there  are  certain  conditions  governing  the  flow  of  water  through 
these  channels  which  remain,  as  yet,  undiscovered. 

Some  six  week  later,  the  level  of  the  river  being  6.2  feet  above  zero, 
it  was  again  gauged,  and  the  discharge  found  to  be  as  follows : 

Cubic  feet 
per  minnte. 

Just  below  Portland 3,095,400 

South  Swan  Island  Channel 1,802,470 

North  Swan  Island  Channel 1,369,138 

the  increased  volumes  being  attended  with  accelerated  velocities.' 

This  result  is  again  anomalous,  for,  while  we  have  added  much  more 
area  of  cross-section  of  water-way  to  the  south  channel,  on  account  of 
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its  greater  width,  than  to  the  north  channel,  yet,  although  the  flow  of 
vrater  throngh  both  channels  has  been  greatly  increased  by  the  addi- 
tional hc'ight  of  the  river,  the  relative  increase  of  flow  has  been  in  favor 
of  the  north  channel.  This  is  contrary  to  all  preconceived  ideas  on  the 
subject,  and  contrary  to  the  result  given  by  all  forniulse  applicable  to 
its  determination. 

This  leads  ns  again  to  conclude  that  there  must  be  some  unknown 
factor  bearing  on  the  solution  of  the  relative  flow  throngh  these  two 
(hannels.  Perhaps  future  researches  may  discover  it,  and  we  recom- 
mend further  investigations. 

Borings  were  made  in  each  channel  to  the  depth  of  21  feet  below  the 
plane  of  Jow-water. 

The  material  in  the  south  channel  was  found  to  be  sand,  with  occasional 
lavers  of  gravel  from  one  to  two  inches  in  thickness. 

In  the  north  channel  the  bottom  was  blue  clay,  sand,  and  gravel  at 
various  localities;  the  filling  in  the  channel  already  cut  through  the 
I      bar  being  a  coarse  sand  and  gravel,  the  latter  sometimes  as  large  as  a 
,       pigeon's  egf^. 

After  careful  consideration,  the  Board  deems  it  best  to  close  the  south 

channel  by  a  dike  of  brush  and  stone  7,000  feet  long,  running  from  the 

upper  end  of  Swan  Island  to  the  south  shore,  the  top  of  the  dike  to  be 

1       at  ordinary  low-water,  or  about  two  feet  above  the  level  of  the  river  at 

dead  low  water. 

Id  the  opinion  of  the  Board  such  a  construction  would  cause  the  north 
channel,  through  Swan  Island  Bar,  to  be  scoured  out,  and  would  render 
farther  dredging  unnecessary. 

The  reasons  of  the  Board  for  selecting  the  north  channel  for  naviga- 
tion and  closing  or  partially  closing  the  south  channel  are: 

1st.  The  north  is  the  present  navigable  channel,  and  it  can  be  more 
easily  and  cheaply  improved  than  the  south  channel. 

2d.  A  dike  across  the  south  channel  will  not  interfere  with  the  com- 
merce of  the  river,  whereas  one  across  the  north  channel  would  interrupt 
that  commerce,  for,  if  it  be  decided  to  close  the  north  channel,  it  is  evi- 
dent that  this  closure  cannot  be  completed  until  a  navigable  passage  is 
opened  through  the  south  channel.  This  would  necessitate  a  very  large 
qnrfntity  of  dredging,  and  consequent  expense,  in  opening  and  keeping 
open  the  south  channel  for  commercial  purposes,  before  closing  the  north 
channel. 

If  the  difference  of  the  cost  of  the  two  projects  be  left  out  of  consid- 
eration, (and  if  we  could  be  sure  that  the  sand  and  gravel  to  be  washed 
oat  of  the  south  channel  if  the  north  channel  be  closed  would  not  event- 
ually give  trouble  in  the  river  below  Swan  Island,)  the  Board  would  pre- 
fer to  make  the  south  channel  the  navigable  one,  being  led  to  this  choice 
by  the  fact  that  it  is  the  shorter  of  the  two  channels,  and  the  river-bot- 
tom here  (being  mostl.y  sand)  would  be  more  easily  eroded  than  in  the 
north  channel,  where  it  is  of  blue  clay  in  certain  portions. 

The  estimated  cost  of  the  dike  across  the  south  channel,  7,000  feet 
long,  is  34,000  cubic  yards,  at  $1.50  per  yard,  amounting  to  $51,000. 

From  Swan  Island  to  the  head  of  Willamette  Slough  the  river  presents 
an  excellent  channel,  with  a  depth  of  from  20  to  47  feet  at  low-water, 
except  at  one  locality,  about  a  mile  below  the  island,  where,  for  a  dis- 
tance of  about  600  feet,  there  is  a  depth  of  only  18  teet  at  low-water. 

Just  below  the  head  of  the  Willamette  Slough  Post  Office  Bar  occurs, 
and  in  order  to  remove  this  it  was  proposed  to  partially  close  this  slough. 

A  careful  examination  showed  the  following  to  be  the  case  here : 
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•  The  fall  in  the  Willamette  Biver  daring  low-water  is  as  follows: 

Calling  the  zero  of  the  gauge  at  the  foot  of  Yamhill  street,  PortlaDd,  100,000  daring 
low-water^  the  gange  at  Portland  reading  3  feet,  the  elevations  at  different  points  are 
as  follow : 

At  Portland. 103,000 

At  head  of  Willamette  Sloagh,  9^  miles  below  Portland 102, 200 

At  mouth  of  Willamette  River,  12|  miles  below  Portland 10-2, 200 

At  Saint  Helen%  27|  miles  below  Portland,  by  the  rivers 101, 500 

At  Saint  Helen'8,32i  miles  below  Portland, bj^  Willamette  Slough 101, 500 

Showing  the  fall,  at  this  stage  of  the  rivers,  to  be : 

From  Portland  to  the  head  of  the  slough -iVfoot. 

From  head  of  slough  to  mouth  of  Willamette None. 

From  head  of  slough  to  Saint  Helen'd ff^  foot. 

The  borings  showed  the  material  formiog  PostOfflce  Bar  to  be  sand, 
similar  to  that  in  the  Willamette  Eiver  near  Swan  Island. 

The  ganging  of  the  Willamette  River  a  half  mile  above  the  head  of 
the  slough,  on  September  29,  the  level  of  the  river  being  3^  feet  above 
zero,  showed  a  volume  of  739,514  cubic  feet  per  minute,  while  that  of  the 
slough,  the  gauge  reading  4.2  above  zero,  shows  a  volume  of  1,040,255 
cubic  feet  per  minute. 

Further  observations  in  gauging  the  Willamette  River  below  the  head 
of  the  slough  showed  the  volume  of  the  flood  to  exceed  that  of  the  ebb  tide 
about  150,000  cubic  feet  per  minute,  and  that  a  large  amount  of  water 
at  this  stage  of  the  river,  from  the  Columbia,  runs  up  the  Willamette 
Biver  and  then  escapes  down  the  slough. 

As  the  distance  from  Saint  Helen's,  by  way  of  the  rivers,  which  are 
wide,  to  the  head  of  the  slough  is  about  18  miles,  and  by  way  of  the 
slough,  which  is  narrow,  is  about  23  miles,  the  flood  tide  by  way  of 
the  rivers  reaches  the  head  of  the  slough  and  begins  to  run  down  it  be< 
fore  the  flood  reaches  that  point  by  way  of  the  slough. 

The  facts  thus  presented  show  that  during  ordinary  low-water  the 
entire  volume  of  the  Willamette,  in  addition  to  a  large  quantity  from 
the  Columbia,  passes  down  the  Willamette  iSlough. 

In  the  opinion  of  the  Board,  the  best  plan  for  removing  PostOffice 
Bar  would  be  to  entirely  close  the  Willamette  Slough  by  a  dam  near  its 
head ;  but  as  this  is  a  navigable  channel,  and  has  many  settlers  on  its 
banks,  and  as  it  is  used  by  steamers  running  to  Astoria  when  the  Co- 
lumbia Kiver  is  closed  by  ice  above  Saint  Helen's,  the  Board  recommends 
that  a  dike  of  brush  and  stone  be  built  to  the  height  of  ordinary  low- 
water,  or  2  feet  above  the  zero  of  the  gauge,  on  the  shoal  in  the  slough 
about  2,30j  feet  below  its  head,  leaving  a  channel  100  feet  wide  in  the 
middle  with  a  depth  of  6  feet  at  low-water,  the  sides  of  this  channel  to 
be  cribs  50  feet  long  by  25  ieet  wide,  the  bottom  well  paved  to  prevent 
erosion. 

It  is  estimated  that  by  this  plan  at  least  seven-eighths  of  the  water 
now  passing  down  the  slough  will  be  kept  in  the  Willamette  Biver  and 
will  be  sufiicientnot  only  to  cut  and  keep  open  a  channel  through  Post- 
Ofiice  Bar,  but  also  to  materially  aid  in  removing  the  bar  at  the  mouth 
of  the  river. 

Such  a  d^m  or  dike,  800  feet  long,  with  an  average  height  of  15  feet, 
except  where  the  opening  is  left,  would  contain  17,000  cubic  yards,  and 
would  cost  as  follows : 

17,000  cubic  yards,  at  $1.50  per  yard $25,500  00 

lOOfeetof  crib-work,  at  $*^  per  foot "2,500  00 

Total 88,000  00 
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It  is  believed  that  after  the  completion  of  snch  a  dike  further  dredg- 
ing will  be  unnecessary  at  Post-Offlce  Bar. 

From  the  lower  end  of  this  bar  there  is  a  channel  with  a  depth  of 
from  20  to  45  feet,  until  we  reach  tbe  mouth  of  the  Willamette  River, 
about  2i  miles  distant,  where  another  bar  is  found. 

The  river  again  widens  here,  and  during  low-water  on  the  ebbtide  a 
large  volume  of  water  passes  through  Goon  Island  Slough,  just  above 
tbe  bar. 

A  careful  examination  shows  this  bar  to  consist  of  a  fine  sand  almost 
identical  with  that  of  Saint  Helen's  Bar  in  the  Columbia,  showing 
plainly  that  it  comes  from  that  river. 

During  the  freshets  in  tbe  Columbia  River  a  large  volume  of  water 
pours  through  Percy's  and  Columbia  Sloughs,  opposite  the  bar,  meeting 
auotber  volume  passing  up  the  Willamette  liivor,  part  of  which  escapes 
down  Coon  Island  Slough,  still  more  dowu  the  Willamette  Slough,  and 
tbe  remaining  portion  of  this  upward  flood  assists  in  raising  the  Willa- 
mette Kiver  to  a  considerable  height  as  far  up  as  the  falls  at  Oregon 
City,  a  distance  of  about  25  miles  from  its  mouth. 

During  neap-tides  it  was  found  that  234,125  cubic  feet  per  minute 
passed  out  through  Coon  Island  Slough,  while  there  was  no  percepti- 
ble current  through  the  main  channel  of  the  Willamette  River.  This 
occurred  when  the  water  was  3.2  feet  above  zero.  At  a  later  date  when 
the  water  was  10  feet  above  low-water  mark  tbe  discharge  through  the 
main  channel  was  3,304,608  cubic  feet  per  minute;  that  through  Coon 
Island  Slough,  721,728  cubic  feet  per  minute. 

It  is  the  opinion  of  the  Board  that  the  partial  closing  of  Willamette 
Sloagfa,  as  above  recommended,  will  deepen  the  water  over  the  bar  at  the 
mouth  of  the  Willamette  River,  but  if  sufficient  depth  is  not  thereby 
obtained,  then  it  will  become  necessary  to  contract  the  river  here  so  as 
to  hold  the  water  at  the  low  stage  within  such  limits  as  will  secure  the 
necessary  scour. 

To  do  this  it  is  recommended — 

Ist.  That  Coon  Island  Slough  be  closed  at  its  head  by  a  dike  running 
from  Sauvie's  Island  to  Coon  Island,  the  faee  of  the  latter  island  being 
revetted. 

2d.  If  this  construction  does  not  obtain  the  required  depth  of  water 
over  the  bar  at  the  mouth  of  the  river,  then  a  dike  should  be  con- 
structed on  the  opposite  side,  as  shown  on  the  drawing,  from  digger  Tom 
Island  to  the  main  shore  just  above  the  mouth  of  Columbia  Slough, 
the  face  of  Nigger  Tom  Island  being  revetted,  and,  if  necessary,  a  dike 
run  from  its  lower  end  into  the  Columbia  River  for  a  distance  of  about 
600  feet. 

These  dikes  should  be  carried  up  to  the  height  of  ordinary  low- water, 
or  say  2  to  3  teet  above  zero.  They  will  at  that  stage  hold  the  water  of 
tbe  Willamette  River  withid  them,  and  will,  during  the  season  of  fresh- 
ets in  the  Columbia  River,  keep  behind  them  and  turn  into  the  Colum- 
bia the  sediment  in  the  water  from  Percy's  and  Columbia  Sloughs  below 
the  plane  of  the  top  of  the  dike. 

In  the  opinion  of  the  Board  such  constructions  would,  beyond  doubt, 
keep  open  the  channel  at  the  mouth  of  the  Willamette,  and  would  go  far 
to,  if  not  entirely,  prevent  the  deposits  now  annually  occurring  on  this 
bar  during  the  freshets  in  the  Columbia  River. 

Snch  constructions  would  cost  as  follows  ; 

Coon  Island  dike,  1,400  feet  long,  38,000  cable  yards,  at  (1.50 |57,000  00 

Coon  bland  revetment,  1,100  feet  long,  at  $4.50  per  foot 4, 950  00 
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Nigger  Tom  npper  dike,  2, 300  feet  long,  12,000  cnbic  yards,  at  $L50 $16,000  00 

Nigger  Tom  lower  dike,  600  feet  long,  8,000  cubic  yards,  at  $1.50 12, 000  00 

Nigger  Tom  revetment,  2,000  feet,  at  $4.50  per  foot 9, 000  00 

Total 100,950  00 

Leaving  the  Willamette  Ki ver  we  pass  down  the  Columbia  with  a  good 
chaunel  until  we  reach  Saiut  Helen's  Bar,  about  27  miles,  by  the  rivers 
from  Portland. 

This  bar  is  2  miles  long,  crossing  the  river  diagonally  from  the  foot 
of  Sauvie's  Island  to  a  point  nearly  opposite  Columbia  City,  with  deep 
water  on  each  side. 

The  east  bank  of  the  river  from  opposite  Warrior  Bock  to  the  lower 
end  of  the  bar  is  low,  from  5  to  10  feet  above  low-water,  and  is  composed 
principally  of  sand,  with  occasional  veins  of  clay  ;  it  has  no  stability, 
and,  yielding  each  year  to  the  floods,  widens  the  channel  and  lessens 
the  depth  of  water  on  the  bar. 

As  we  approach  the  foot  of  Sauvie's  Island,  coming  down  stream, 
Lewis  liiver  and  Vancouver  Slough  empty  into  the  Columbia  from  the 
east  side,  while  Warrior  Rock,  a  bold  point,  juts  out  from  the  west 
shore  like  a  wingdam,  just  before  the  bar  is  i-eached.  Here  the  river 
is  only  2,000  feet  wide,  but  has  a  depth  of  from  50  to  105  feet,  and 
the  volume  of  discharge,  when  the  river  was  4  feet  above  low-water,  on 
October  5,  was  found  to  be  9,163,805  cubic  feet  per  minute.  Below 
Bauvie's  Island  the  Willamette  Slough  pours  out,  giving  a  wide  and 
deep  channel  on  the  Oregon  side  of  the  bar.  Tbe  river  below  Saiut 
Helen's,  October  6,  the  water  still  being  4  feet  above  zero,  showed  a 
volume  of  10,859,446  cubic  feet. 

Allowing  in  round  numbers  1,000,000  cubic  feet  for  the  discharge  of 
the  slough,  there  is  a  difl'erence  of  about  7  per  cent,  in  the  measure- 
ments. The  latter  is  considered  the  more  accurate,  the  weather  having 
been  perfectly  calm  when  it  was  taken,  which  was  not  the  case  in  tbe 
former. 

On  the  Washington  Territory  side,  near  the  lower  end,  is  a  plateaa 
covering  an  area  of  about  300  acres,  having  upon  it  a  depth  of  from  1  to 
15  feet  of  water.  The  bottom,  for  a  depth  of  from  2  to  6  feet,  consists 
of  gravel  containing  granite,  gneiss,  quartz,  &c.,  sitnilar  to  the  bars  in 
the  Upper  Columbia,  resting  upon  a  bed  of  hard  material  supposed  to 
be  rock. 

The  ship-channel,  until  within  the  past  year,  has  been  at  the  lower 
end  of  this  bar  near  the  plateau  just  mentioned,  with  a  depth  of  about 
17  teet  at  low-wat#r.  This  has  been  the  best  channel  over  this  bar  until 
the  tall  of  1876.  Under  ordinary  circumstances  the  Board  would  have 
preferred  to  maintain  this  channel,  but  the  freshet  of  1876  filled  it  in 
places  about  4  feet  and  opened  another  at  the  upi>er  end  of  the  bar, 
bringing  at  the  latter  place  the  18  feet  curves  within  400  feet  of  each 
other,  where  iii  1875  they  were  900  feet  apart,  and  gaining  a  depth  of 
from  15J  to  18  feet  at  low-water,  where  in  1875  it  was  from  12  to  16  feet 
deep. 

Doubtless  a  good  ship-channel  may  be  created  by  suitable  construc- 
tions either  at  the  upper  or  lower  end  of  Saint  Helen's  Bar,  but  in  view 
ot  the  recent  change  the  Board  considers  it  best  to  locate  two  dikes 
across  the  bar  on  each  side  of  the  present  ship-channel,  about  a  half 
mile  below  the  lower  end  of  Sauvie's  Island ;  the  dikes  to  be  each  about 
950  feet  long,  flaring  at  tbe  upper  end  to  a  width  of  800  feet,  and  nar- 
rowing to  300  feet  at  the  lower  end.  It  is  possible  that  eventually  it 
may  be  necessary  to  connect  the  one  on  the  Oregon  side  with  Sauvie's 
Island. 
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The  Board,  Lieatenant-Oolonel  Stewart  disseDting,  presents  this  plan 
as  the  best  under  present  circamstances,  believing  that  it  will  cut  oat 
and  keep  open  a  channel  through  the  bar  at  this  its  narrowest  and  deep- 
est part.  At  the  same  time  it  deems  it  possible  that  future  freshets  may 
make  such  changes  before  work  can  be  commenced  as  to  prove  the 
lower  end  of  the  bar  to  be  the  better  place  for  the  dikes,  the  cost  and 
extent  of  which  would  be  about  the  same  in  either  case. 

The  cost  of  this  improvement  would  be  as  follows : 

1,900  feet  dike=58,000  cabic  yards,  at  |1.50  per  yard  =  $87,000. 

From  Saint  Helen's  Bar  to  the  sea  the  only  bar  now  existing  that 
gives  trouble  is  that  below  Snag  Island  at  the  junction  of  Woody  Island 
and  Cordell  Channels.  As  there  is  a  depth  of  not  less  than  15  feet  on 
this  bar  at  low-water,  and  two  flood-tides  daily,  with  a  rise  of  from  6  to 
8  feet,  the  Board  deems  it  unnecessary  at  present  to  recommend  further 
action  here  than  to  scrape  the  bar  occasionally  and  to  have  it  thoroughly 
buoyed. 

It  is  thought  that  if  funds  were  available,  the  whole  of  the  work  above 
naentioned  could  be  executed  in  two  seasons. 

The  estimated  cost  of  the  foregoing  project  is  as  follows : 

SwimJaland  dike $51,000  00 

Willamette Sloogh  dike 28,000  00 

Month  of  WiUamette — dams  and  revetmentB 100,950  00 

Saint  Helen'edikes 87,000  00 

Contiogencies  and  engineering,  13  percent 32,024  00 

Total 298.974  00 

Four  charts,  showing  the  extent  and  location  of  the  proposed  dikes, 
are  transmitted  herewith. 
KespectfuUy  submitted. 

O.  H.  Mendell, 

Major  of  Engineers. 
B.  S.  Williamson, 
Lieutenant-Colonelj  Corps  of  Engineers. 
0.  Seaeobth  Stewart, 
Ideutenant'Colonel  of  Engineers. 
B.  S.  Alexander, 
Ideutenant'Colonel  of  Engineers^  President  of  the  Board. 

I  coincide  in  the  views  of  the  Board,  except  in  reference  to  closing 
the  south  Swan  Island  Channel,  believing,  from  all  the  information  be- 
fore me,  that  the  north  should  be  closed  and  the  south  left  open. 

Further  investigations  will  be  made  at  this  place  in  reference  to  vol- 
ume and  velocity,  and,  should  similar  results  be  obtained  as  in  Septem- 
ber, 1876, 1  will  present  my  views  in  full  upon  the  subject. 
Respectfully  submitted. 

John  M.  Wilson, 
Major  of  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A. 


letter  of  the  chief  of  engineers. 

Office  of  the  Ohief  of  Engineers, 

Washington^  D.  0.,  May  21, 1877. 

Sib  :  The  report  of  April  9  from  the  Board  of  Engineers  for  the  Pacific 
coast,  which  Imd  under  consideration  your  project  for  the  improvement 

65  E 
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of  the  Lower  Willamette  and  Columbia  Bivers,  is  approved,  and  the 
conclnsions  of  the  Board  concurred  in.  Future  appropriations  for  these 
works  will,  therefore,  be  expended  in  accordance  with  the  plans  and  rec- 
ommendations therein  set  forth. 

In  adopting  the  recommendations  of  the  Board,  m  to  the  propriety  of 
closing  the  south  channel  of  the  Willamette  at  Swan  Island,  it  is  not 
intended  that  you  should  discontinue  the  observations  jou  have  in  view 
for  the  further  investigation  of  the  regimen  of  the  river  in  that  vicinity, 
nor  to  deprive  you  ot  the  opportunity  of  further  presenting  your  views 
in  favor  of  the  closure  of  the  north  chanuel. 
.By  command  of  Briffadier-General  Humphreys. 
Very  respectfully,  your  obedient  serv'ant, 

John  G.  Parke, 
Major  of  Engineers. 
Maj.  JoDN  M.  Wilson, 

Corps  of  Engineers. 


JJ2. 

IMPROVEMENT  OF  THE  UPPER  WILLAMETTE  RIVER,  OREGON. 

In  my  last  annual  report  I  described  fully  this  river,  its  floods,  and  the 
causes  of  the  various  bars  that  are  impediments  to  navigation,  and  will 
now  take  up  the  subject  by  sections,  as  then  discussed. 

1.  THE  UPPER  SECTION  FROM  EUGENE  TO  OORVALLIS. 

This  section  of  the  river,  comprising  a  length  of  about  56  miles,  is  sub- 
ject to  constant  changes,  so  much  so  that  even  within  the  last  20  years 
pilots  say  that  they  have  never  run  the  same  continuous  channel  in 
reaches  from  5  to  10  miles  above  Harrisburg  for  two  consecutive  sea- 
sons. Between  Eugene  and  Harrisburg,  a  distance  of  23^  miles,  the 
fall  is  105.9  feet,  or  at  the  rate  of  4^  feet  to  the  mile;  between  Harris- 
burg and  Corvallis,  a  distance  of  35  miles,  no  line  of  levels  has  ever  been 
run,  to  my  knowledge,  but  I  believe  the  fall  to  be  over  3  feet  to  the  mile. 
No  steamboat  has  ascended  to  Eugene  since  the  spring  of  1876,  not  on  ac- 
count of  lack  of  water,  because  the  freshets  in  the  winter  and  spring  of  1876 
and  1877  filled  the  stream,  rising  to  a  height  of  over  30  feet  above  low- 
water  at  Salem,  but  because  nearly  all  the  freight  from  Harrisburg  and 
Eugene  had  already  been  sent  by  railroad.  I  therefore  determined  to 
descend  during  low-water  from  Eugene  to  Albany,  a  distance  of  about  68 
miles,  in  a  skiff,  and  made  the  trip  on  June  11  and  12  of  the  present  year. 

A  careful  examination  showed  that  many  changes  had  occurred  above 
Harrisburg  since  the  survey  of  1875,  and  that  others  had  taken  place 
since  last  season.  At  several  points  above  Corvallis  the  river  separates 
into  two  or  more  channels,  its  capacity  being  correspondingly  reduced 
and  bars  and  shoals  being  formed.  These  bars  are  composed  of  loose 
gravel  washed  from  the  drift  formation  of  the  banks,  and  are  constantly 
changing  their  shape.  In  approachiug  one  of  the  rapids,  my  skiff,  draw- 
ing only  a  few  inches,  grounded,  and  the  gravel  rolling  down  stream 
rattled  against  its  sides  like  hail.  The  slope  of  this  section  of  the  river 
is  entirely  too  great  to  render  It  permanently  navigable  at  all  seasons  by 
contracting  thechannel,  and  I  believe  that  the  only  plan  of  permanent  im- 
provement for  it  would  be  by  a  system  of  locks  and  dams,  and  until  the 
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regimen  of  the  river  becomes  nearer  fixed,  I  would  not  recommend  that 
this  plan  be  adopted.  I  think,  however,  that  if  the  wafer  should  be  par- 
tially controlled  by  cutting  off  certain  sloughs  and  by  building  a  few 
wiug-dams  in  the  vicinity  of  the  worst  bars,  so  as  to  confine  the  river 
as  much  as  possible  during  low- water  in  one  channel,  then,  with  a  self- 
propelling  snag-boat,  with  a  scraper  and  pile-driver  attached,  I  could 
keep  the  river  open  for  light-draught  steamers  for  at  least  three-fourths, 
and  perhaps  the  whole  year. 

I  would  start  this  boat  from  Eugene  as  the  freshet  commences  to 
subside,  and  by  the  time  of  low-water  the  bars  would  be  scraped  and  the 
worst  snags  removed.  With  the  pile-driver  the  crew  could  easily  and 
qaickly  build  temporary  dams  to  sluice  out  a  channel  where  scraping 
wonld  not  be  sufficient.  The  localities  in  this  section  where  the  greatest 
waste  of  water  occurs,  and  which  firgt  require  attention,  are  at  White's 
Rapid,  Saw-mill  Bend,  Trout  Bar,  Ohio  Chute,  Bromley's  Bend,  Alford's 
Gbate,  Wilson's  Chute,  Peoria,  and  Centennial  Slough  ;  at  Ohio  Chute 
aud  Centennial  Slough  the  channel  has  vastly  improved  since  last  year. 

In  addition  to  these  troubles  snags  and  drift-logs  are  numerous,  and 
each  freshet  adds  to  their  number;  annual  appropriations  will  be  re- 
qaired  to  remove  these,  and  will  continue  to  be  necessary  until  the  tim- 
ber shall  bave  been  removed  from  the  immediate  banks  of  the  river. 

For  this  section  I  would  therefore  recommend  the  construction  and 
maintenance  of  a  steam  snag-boat  with  scraper  and  pile-driver  attached, 
and  that  about  6,000  feet  of  cut-off  dams  and  8,000  feet  of  wing  dams  be 
bailt  at  the  localities  already  mentioned,  where  the  greatest  waste  of 
water  and  the  most  trouble  ^occurs. 

After  the  construction  of  these  dams,  and  of  the  new  snag-boat,  I  think 
that  an  annual  appropriation  of  $6,000  will  be  sufficient  to  keep  this  sec- 
tion of  the  river  open  for  light-draught  boats  for  at  least  three-fourths, 
and  perhaps  the  entire  year. 

Up  to  this  time  the  only  work  done  above  Corvallis  consists  of  the 
removal  of  drifl»  and  snags  at  different  [K)ints,  the  greater  portion  having 
been  taken  f^om  Booneville  Slough,  Centennial  Slough,  mouth  of  Long 
Tom,  Wilson's  and  Ohio  Chutes,  and  Harrisburg  Bend. 

2.  THE  LOWER  SECTION — COEVALLIS  TO  PORTLAND. 

As  Stated  in  my  last  report,  but  little  change  has  occurred  in  the  gen- 
eral direction  of  the  channel  in  this  section  tor  a  number  of  years ;  light- 
draught  boats  can  generally  run  to  Salem  at  all  seasons  of  the  year,  and 
to  Corvallis  at  all  times  except  during  lowest  water. 

The  difficulties  in  the  way  of  navigation  consist  of  numerous  gravel- 
bars,  some  rocky  ledges,  and  various  accumulations  of  drift  and  snags. 
Many  of  these  bars  have  been  greatly  improved  by  constructing  wing- 
dams,  bat  there  are  several  still  very  troublesome^  these  will  be  enu- 
merated in  another  portion  of  this  report. 

I  believe  that  the  channel  in  this  section  of  the  river  may  be  main- 
tained so  as  to  be  navigable  the  entire  year  for  boats  drawing  2^  feet. 
To  do  this,  I  think,  after  removing  some  rocks,  the  present  snag-boat, 
if  supplied  with  propelling-power,  a  scraper,  and  a  pile-driver,  will  be 
sufficient  for  the  present;  the  boat  can  be  laid  up  at  Corvallis  during 
high  water,  and,  as  the  freshet  recedes,  can  drop  down,  scraping  bars, 
removing  snags,  and  building  short  dams  where  necessary  to  sluice  out 
a  channel  that  cannot  be  improved  by  scraping.  I  do  not  consider  it 
necessary  to  continue  the  construction  of  extensive  dams  after  this 
season,  but  prefer  to  wait  until  I  can  have  a  complete  and  accurate  sur- 
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Tey  made  of  the  whole  river  between  Corvallis  and  Portland  before 
offering  any  detailed  and  elaborate  plan  for  the  permanent  contraction 
of  the  channel.  After  the  completion  of  work  this  season,  and  removing 
certain  rocks  above  Oregon  City  hereafter,  I  think  a  good  snag-boat 
can  keep  the  river  open  thronghont  low- water  season  by  promptly  pro> 
ceeding  to  any  point  where  troable  may  occar.  The  cost  of  supplying 
the  present  snag-boat  with  propelling-power,  scraper,  pile-driver,  &c., 
would  be  $6,500.  A  complete  survey  of  the  river  between  Gorvallis  and 
Portland,  a  distance  of  114  miles,  would  cost  about  $12,000. 

BARS,  ETC.,  BETWEEN  GORVALLIS  AND  OREGON  OITT. 

As  previously  stated, obstructions  to  navigation  exist  at  various  points 
in  this  section  of  the  river.  Proceeding  from  Gorvallis  down  stream  we 
find  the  first  at 

HALF  MOON  BEND,  UPPER  BAR, 

four  miles  below.  The  river  at  this  point  is  440  feet  wide.  The  left  bank 
is  about  15  feet  above  low- water,  nearly  vertical,  formed  of  sand  and 
clay,  and  yields  readily  to  erosion ;  the  right  shore  is  a  shelving  bank  of 
gravel,  of  which  the  obstructing  bar  is  a  continuation.  During  the  sum- 
mer of  1876  two  wing-dams  of  nearly  equal  length  were  built  just  above 
the  bar,  one  on  each  side.  The  good  effected  by  these  dams  is  shown  by  tbe 
fact  that  the  depth  over  the  bar  has  been  increased  from  22  to  51  inches. 
During  the  high-water  last  winter  the  bank  on  the  left  side  and  the 
gravel  on  the  right,  upon  which  the  shore-ends  of  the  dams  rested,  were 
cut  away,  leaving  gaps  which  were  closed  this  season. 

The  lower  bar  is  situated  one-third  of  a  mile  farther  down.  The  river 
here  is  450  feet  wide,  very  crooked  for  some  distance  above  and  below 
the  bar,  and  for  several  years  has  been  shoaliug,  until  at  tength  a  bar 
has  been  formed.  A  survey  of  this  locality  was  made  in  June,  1877,  and 
a  dam  constructed  which  it  is  hoped  and  expected  will  sluice  out  a  chan- 
nel very  soon.  * 

bower's  bar. 

This  obstruction,  next  in  order,  is  situated  about  7  miles  below  Gor- 
vallis. A  cribdam  was  built  here  in  1872,  and  a  channel  obtained  100 
feet  wide  and  42  inches  deep,  too  narrow  to  afford  sufficient  water-way 
at  the  low  stage  of  the  river.  The  water  being  unable  to  erode  the  haid 
bottom  on  which  the  dam  was  built,  cut  a  passage  through  the  loose 
gravel  spit  500  feet  above  and  thus  diverted  about  one-third  of  the  vol- 
ume of  the  river  from  the  steamboat-channel. 

As  this  cut  was  enlarging  rapidly,  it  was  decided  to  close  it  in  the 
summer  of  1876  by  means  of  a  dam,  to  prevent  the  whole  river  turning 
into  a  circuitous  channel.  Soon  after  the  completion  of  the  dam  and 
before  its  acceptance,  it  was  ruptured  by  the  water  and  a  length  of  20 
feet  carried  away,  causing  such  a  sluice  through  the  opening  that  In  a 
short  time  the  depth  in  the  gap  was  increased  from  6  to  11  feet;  this 
was  speedily  repaired,  but  was  again  badly  injured  by  the  freshet  in  the 
fall  of  1876.  The  volume  passing  through  the  gap  was,  however,  found 
to  be  much  less  this  spring  than  last  year,  the  greater  portion  of  the 
river  being  retained  in  the  straight  channel.  In  June,  1877,  the  dam 
was  strengthened  and  repaired  and  the  shore  above  revetted. 

pine  tree  bar. 

The  next  difficulty  heretofore  has  been  encountered  at  this  rapid  about 
14  miles  below  Gorvallis.    The  river  is  480  feet  wide ;  on  the  right  side 
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(concave)  the  bank  is  15  feet  high,  and  of  sandy  soil,  overlying  gravel 
which  is  from  3  to  5  feet  thick ;  ander  this  is  a  hard-pan,  a  ledge  of 
which  extends  oat  into  the  river.  On  the  opposite  side  the  bank  is  low 
and  shelving,  composed  of  loose  gravel  thinly  covered  down  to  the  low- 
water  line  with  willows  of  recent  growth.  Dams  were  built  on  each 
side  last  year^  by  which  the  depth  was  increased  from  24  inches  to  48 
inches.  One  of  the  dams  was  somewhat  injured  by  heavy  drift-logs  last 
winter,  but  has  been  repaired  this  season. 

UPPER  FIOKBL'S  BAB. 

This  obstruction  is  19  miles  below  Corvallis.  Previous  to  the  con- 
$tractioQ  of  the  dams  at  this  locality  last  season,  the  steamboat-channel 
was  close  under  the  left  bank,  and  so  narrow  as  to  make  the  passage 
difficult.  By  building  a  dam  across  this  channel,  and  closing  a  narrow 
slough  which  made  off  from  the  river  half  a  mile  above,  the  entire  volume 
was  made  to  flow  over  the  middle  of  the  bar,  and  the  consequent  erosion 
produced  a  channel  4  feet  deep,  which  it  is  hoped  will  be  permanent. 

LOWER  FIGKEL'S  BAR 

is  one  mile  lower  down,  and  almost  identical  in  shape  and  general  char- 
acter with  the  upper  bar  of  the  same  name.  A  subordinate  channel, 
called  Black  Dog  Slough,  formerly  left  the  river  half  a  mile  above,  divert- 
ing considerable  water.  This  was  closed  by  a  dam  last  summer,  and 
another  dam  was  built  on  the  left  side  of  the  bar,  which  has  greatly 
improved  the  channel,  increasing  the  depth  from  about  2  to  over  4  feet. 

BUENA  VISTA  "BAR. 

The  next  impediment  is  24  miles  below  Corvallis. 

This  has  always  been  one  of  the  worst  places  on  the  river,  if  not  the 
very  worst.  A  gravel-bar,  5,000  feet  long,  extends  diagonally  from  the 
right  toward  the  left  shore.  It  is  from  200  to  800  feet  wide,  and  from  1 
to  3  feet  above  low  water.  It  divides  the  river  into  two  channels,  the 
left  of  which  is  the  principal  and  only  one  navigable,  carrying  the  whole 
volume  of  the  water,  except  a  small  portion  flowing  through  two  streams 
which  come  over  the  head  of  the  bar  into  the  right  channel,  which  is 
nearly  slack- water.  The  river  is  from  600  to  900  feet  wide,  the  left  shore 
steep,  the  bank  formed  of  stiff  clay,  which  resists  erosion ;  the  other 
shore  is  low,  of  sand  and  loam,  and  subject  to  overflow.  At  the  lower 
end  of  the  long  bar  the  obstruction  occurs.  The  surface  of  the  water 
at  the  low  stage  is  nearly  2  feet  lower  in  the  right  channel  than  in  the 
left,  and  the  tendency  of  the  current  is  to  flow  across  the  whole  bar 
toward  the  right  side. 

Last  season  it  was  determined  to  build  a  dam  along  the  crest  of  this 
bar  near  its  lower  end,  beginning  at  the  point  where  the  water  com- 
mences to  flow  over,  and  running  it  parallel  to  the  general  direction  of 
the  stream  as  far  as  might  be  necessary  to  scour  a  channel  through  the 
lower  end  of  the  bar. 

The  work  was  staked  out  and  the  contractor  instructed  to  commence 
at  the  upper  end  and  rapidly  build  down  stream,  completing  the  dam 
as  he  progressed.  Instead  of  this,  he  undertook,  against  the  advice  of 
the  inspector  of  the  work,  to  build  from  both  ends  toward  the  center, 
leaving  the  deepest  part  for  the  last,  and,  as  a  consequence,  the  current 
commenced  cutting  through  the  gravel,  running  at  the  rate  of  about  5 
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miles  an  boar,  and  before  the  gapeoaM  be  closed  made  a  cat  11  feet 
deep,  and  damaged  bis  work  very  much.  Assistant  Engineer  Haber- 
sham was  at  once  sent  to  the  locality,  and  with  his  energetic  assistance, 
after  cbauging  somewhat  the  general  direction  of  the  lower  portion  of 
the  dam,  the  work  was  completed.  It  was  an  exceedingly  difficult  job, 
and  had  Mr.  Habersham  not  been  on  the  groand  I  dout^t  whether  the 
contractor  would  have  succeeded. 

The  plan  adopted  was  as  follows :  A  line  of  piles  5  feet  apart  was 
driven  to  hard  bottom  thronghout  the  length  of  the  proposed  dam. 
Just  above  the  piles  a  coarse  of  ganny  sacks,  aboat  three  quarters  filled 
with  gravel,  was  laid  close  together  with  their  ends  np  and  down  stream. 
Next  came  a  course  of  fascines  of  fir  boughs,  20  feet  long,  their  butt- 
ends  down  stream,  resting  on  the  sacks,  and  each  weight^  down  with 
2  or  3  sacks  of  gravel.  Then  a  second  course  of  sacks  doubled  the  in* 
tervals  filled  with  loose  gravel.  This  process  was  repeated  until  the 
dam  was  built  up  to  within  a  foot  of  the  surface  of  the  water.  Then  a 
line  of  stringers,  logs  abont  a  foot  in  diameter,  held  by  ropes  to  piles 
driven  about  30  feet  up  stream,  was  laid  on  the  crest  of  the  dam  and 
weighted  down  with  fascines  and  gravel,  the  latter  about  2  feet  thick 
and  raked  smooth.  The  ropes  holding  the  stringers  were  then  cat. 
By  building  the  dam  in  layers,  the  water  was  grs^ually  diverted,  but 
incessant  watchfulness  was  necessary  to  prevent  cutting  the  gravel 
around  the  piles.  A  scow-load  of  sacks  of  gravel  was  kept  ready  for 
immediate  use,  and  this  saved  the  work,  as  the  gravel  commenced  wash- 
ing out  three  times  during  the  construction.  This  method  of  bailding 
cheap  dams  in  swift  water  appears  to  be  quite  satisfactory.  The  effect 
of  this  dam  was  to  wash  away  the  lower  end  of  tbe  long  bar,  removing 
two  smaller  islands  covered  with  young  willows  which  projected  above 
the  water,  deepening  the  channel  and  lessening  the  inclination  over  tbe 
bar.  The  winter  flood  did  not  injure  the  work,  but  iu  May,  1877,  a  raft 
of  logs  carried  away  abont  60  feet,  causing  a  sensible  waste  of  water 
through  tbe  gap.  This  will  be  repaired,  and  additional  work  added  this 
season.  Two  short  dams  were  also  built  above  the  ban  catting  off 
minor  channels  running  behind  islands. 

The  next  obstruction  has  hitherto  been  found  at 

LONa-CEOSSING  BAE, 

twenty-seven  miles  below  Corvallis.  This  is  simply  a  wide  portion  of 
the  river  where  the  loss  of  velocity  causes  a  bar.  The  steamboat-chan- 
nel, where  there  was  only  about  24  inches  depth  at  extreme  low  water, 
^vas  formerly  under  the  west  shore.  In  the  middle  of  the  river  there  was 
only  12  inches.  Last  sammer  two  wing-dams  were  built,  concentrating 
the  water  in  the  middle  of  the  stream,  and  sluicing  out  a  channel  4j^  feet 
deep  at  low  water. 

HUMPHEET'S  EOCKS, 

thirty-one  miles  below  Corvallis,  is  the  next  obstruction.  There  are  two 
channels  here.  The  eastern  is  obstructed  by  a  bar,  showing  gravel  on 
its  surface,  and  is  only  navigable  during  the  high  stages  of  the  river. 
Several  years  ago  an  attempt  was  made  to  divert  sufficient  water  from 
the  west  channel  to  remove  this  bar,  by  constructing  a  wing-dam.  The 
object  in  view  was  not  accomplished.  The  west  channel  is,  and  will 
probably  continue  to  be,  the  best  for  navigation,  and  it  is  possible 
that  it  may  be  necessary  to  entirely  close  the  other.  It  is  obstructed 
by  a  ledge  of  rocks,  which,  from  all  appearances,  is  the  same  on  which 
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the  gravel-bar  at  the  head  of  the  east  channel  rests,  while  the  island 
between  the  two  channels  is  a  deposit  of  gravel  and  alluviam  dropped 
below  the  ledge  by  the  current,  and  afterward  overgrown  by  vegetation. 
The  gradual  growth  of  this  island  has  contracted  the  water-way,  causing 
eonsiderable  erosion  of  the  banks  on  both  sides  of  the  river.  Forty- 
seven  cubic  yards  of  rock  were  removed  from  this  ledge  during  the  past 
sammer,  greatly  improving  the  west  channel. 

EOOKY  RAPID, 

about  39  miles  below  Gorvallis,  was  the  next  obstruction.  A  ledge  of 
basaltic  rock  crops  out  from  the  east  shore  at  low- water  mark  with  a 
dip  of  about  4  degrees,  running  under  water.  On  top  of  the  ledge  were 
a  number  of  loose  fragments  of  rocks  of  various  sizes,  which  had  from 
time  to  time  injured  steamers.  These  pieces  were  broken  up  by  blast- 
ing, and  a  rough  wall  built  with  them  on  the  ledge  near  the  shore.  An 
isolated  rock  was  also  removed  from  the  channel.  The  bar  is  now  in 
good  condition,  and  has  a  depth  of  over  4  feet  at  low  water  upon  it. 

EOLA  BAS, 

forty-two  miles  below  Gorvallis,  is  the  only  obstruction  between  Rocky 
Hapid  and  Salem.  The  channel  is  shallow  and  very  crooked,  and  gen- 
erally gives  trouble  toward  the  end  of  the  low-water  season.  No  work 
has  heretofore  been  done  upon  it,  but  wing-dams  will  be  constructed 
this  season. 

Salem,  the  capital  of  Oregon,  is  45  miles  below  Gorvallis,  and  about 
58  miles  above  the  falls  at  Oregon  City. 

The  first  obstructiou  below  Salem  occurs  at 

m'oloskey's  chutb, 

nine  miles  distant.  The  river  here  divides  into  two  principal  channels, 
the  eastern  and  western.  The  latter,  after  losing  a  large  portion  of  its 
volume  through  an  arm  which  leaves  it  a  short  distance  from  its  head, 
spreads  over  a  shallow  bar,  and  the  difficulty  occurs  at  that  point. 
Although  the  volume  of  the  east  channel,  which  is  the  straighter  and 
must  eventually  be  the  main  one,  has  increased  somewhat  within  the 
last  two  years,  still,  as  yet,  the  western  carries  by  far  the  greater  amount 
of  water,  and  will  be  used  probably  for  the  next  two  years.  As  the 
snag-boat  was  being  towed  up  the  river,  it  was  left  here  for  a  day  or 
two  and  raked  the  channel,  improving  it  somewhat,  and  showing  what 
l^n  be  done  if  the  boat  should  be  furnished  with  sufficient  power.  Dur- 
ing the  present  season  wing-dams  will  be  constructed  here,  which  it  is 
hoped  will  assist  materially  in  sluicing  a  channel  through  the  bar. 

LONE  TBEB  BAB, 

tleven  miles  below  Salem,  gave  a  great  deal  of  trouble  previous  to  the 
fall  of  1875.  The  river  is  900  feet  wide  during  ordinary  stages,  and  400 
feet  during  low  water ;  a  wing-dam  1,430  feet  long  was  constructed, 
nnder  the  supervision  of  my  predecessor,  which  increased  the  depth  on 
^he  bar  from  1810  36  inches;  the  dam  was  somewhat  injured  by  the 
freshets  of  the  winters  of  1875-'76  and  1876-77,  and  will  be  repaired 
during  the  present  season. 
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GERYAIS  SLOUGH, 

aboat  18  miles  below  Salem,  is  now  the  only  channel  at  low  water,  the 
crooked  arm  formerly  the  principal  channel,  known  as  Biterman's  Bend, 
having  become  closed  by  drift  and  gravel-bars.  Daring  the  past  winter 
the  floods  stripped  the  vegetation  from  the  lower  end  of  the  island,  and 
caused  a  great  deal  of  erosion  at  the  same  point;  the  next  high  water 
will  probably  complete  the  removal  of  this  tongue  of  land,  and  greatly 
improve  the  river  here. 

BENNETT'S  DREAD  SLOUGH. 

This  slongh  is  22  miles  below  Salem ;  the  volame  of  water  passing 
through  it  is  more  than  triple  that  of  two  years  since,  the  minimum 
depth  having  increased  from  6  to  24  inches ;  erosion  of  the  bottom  is 
progressing  so  rapidly  that  in  a  year  or  two  more  this  will  probably  be 
the  steamboat-channel;  the  change  is  due  partly  to  the  removal  of 
snags,  and  partly  to  the  dam  constructed  at  Union  Bar  in  1875,  whereby 
a  greater  volume  of  water  passes  down  the  slough ;  should  it  become 
the  main  channel,  as  is  expected,  1,800  feet  in  distance  will  be  saved 
and  two  difficult  bars,  ^'  Union"  and  '^Bennett's  Dread,"  avoided.    At 

CAREY'S  BEND, 

thirty-six  miles  below  Salem,  the  channel  is  more  direct  than  it  was  last 
year,  and  it  is  probable  no  work  except  the  removal  of  snags  will  be 
required. 

POLALLEY  BAR, 

iifty-three  miles  below  Salem,  gives  trouble  this  season ;  there  are  two 
channels,  one  in  the  middle  of  the  river,  the  other  along  the  west  side; 
two  minor  channels  leading  from  the  main  stream  above  the  bar  will  be 
closed  this  season,  and  a  wing-dam  constructed  so  as  to  deepen  the 
channel  in  the  middle  of  the  river. 

A  short  distance  below  Polalley  Bar  basaltic  rock  again  appears,  and 
we  find 

bissell's  rock. 

The  removal  of  about  100  yards  of  rock  would  greatly  improve  the 
channel  here ;  hitherto  buoys  have  been  located  on  the  rocks,  but  all 
have  been  carried  away ;  new  ones  have  been  made  which  will  be  placed 
in  position  during  the  present  season. 

Just  below  Bock  Island,  and  about  3  miles  above  Oregon  City,  we 
find 

DOVE'S  roce:, 

a  dangerous  obstacle  at  certain  stages  of  the  river.  This  rock  is  nearly 
level,  and  stands  about  6  inches  on  an  average  out  of  water,  at  the 
lowest  stage,  but  at  all  times  when  it  is  covered  with  from  1  to  5  feet 
water  the  current  sweeps  over  it  with  such  force  as  to  make  it  very  diffi- 
cult for  descending  steamers  to  make  the  sharp  bend  in  the  channel 
necessary  to  avoid  it ;  one  steamer  has  been  wrecked  here,  and  others 
injured;  at  low- water  and  during  floods  there  is  no  trouble.  I  think  it 
best  here  to  widen  and  straighten  the  channel  so  that  steamers  descend- 
ing will  pass  between  Dove's  Bock  and  the  ledge  to  the  right  of  it,  in- 
stead of  making  the  sharp  turn  now  necessary  to  pass  to  the  left  of  it ; 
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a  chaDnel  75  feet  wide  can  be  obtained  by  removing  about  300  cabic 
yards  of  rock,  which  can  be  blown  off  into  deep  water,  and  the  channel 
raked. 

The  foregoing  completes  the  list  of  impediments  to  navigation  be- 
tween Oorvallis  and  Oregon  Gity. 

A  careful  observation  of  the  river  during  its  lowest  stage  for  the  past 
two  years  has  shown  how  the  obstructions  at  the  gravel-bars  occur ; 
take  for  example  McGloskey's  Ohnte,  9  miles  below  Salem,  which  always 
gives  trouble  during  the  early  part  of  the  season.  During  the  higher 
stages,  the  depth  of  water  and  the  velocity  of  the  current  are  nearly 
uDiform  all  over  the  bar,  the  small  irregularities  not  affecting  sensibly 
the  general  flow  of  the  current ;  but  by  the  time  the  water  has  nearly 
reached  its  lowest  stage,  the  surface  of  the  bar  presents  several  dry 
ridges,  separated  by  shallow  channels,  neither  of  them  deep  enough  to 
be  navigable;  erosion  continues  most  rapidly  where  the  gravel  is  finest, 
and  here  the  volume  and  current  increase,  the  other  channels  being  in 
proportion,  until  nearly  the  whole  body  of  the  river  passes  through  one 
channel,  after  which  there  is  plenty  of  water  for  the  rest  of  the  season. 

The  first  flood,  however,  fills  up  the  new  channel,  and  every  season 
the  two  processes  are  repeated  from  one  to  three  months,  each  spring 
and  summer  being  consumed  in  forming  a  new  channel,  navigation 
daring  this  period  being  seriously  interrupted.  A  small  steamer  pro- 
vided with  a  scraper  and  pile-driver  could  in  a  few  days  open  each  of 
these  channels,  and  the  current  following  the  scraper  would  keep  them 
open  throughout  the  season. 


OPEBATIONS  BUBma  THE  FISCAL  YEAR. 

Work  has  been  in  progress  during  the  fiscal  year,  constructing  wing- 
dams  and  removing  rocks  under  contract,  and  removing  trees,  stumps, 
and  snags  with  the  United  States  snag-boat.  The  work  done  under 
contract  in  the  summers  of  1876  and  1877  has  been  as  follows : 


\ 


Name  of  locality. 


Half-lf oon  B«nd,  upper  hu 
Hsif-Moon  Bend,  lower  bar 

Bower's  Bar , 

KD6.tM«Bar 

Jpp«  Ftekere  Bar 

BlMk-Dog  SloiiKh 

Lower  Fiokera  Bar 

Abore  Baena  Vista  Bar 

Baewi  Vista  Bar 

^ogCro88io£Bar 

Humphrey's  Books 

BoekyBapid 


Total. 


a 


I 


ll 


noi 

727 

no 

189 

107 

423 

101 

583 

9H 

553 

85i 

331 

95 

190 

91 

S30 

90^ 

■  «  ■  k  ■  • 

750 

KH 

75« 

84 

47 

•••••• 

76 

^i 

71i 


5«> 

Oh 

la 


4^733 


(*)  Dam  built  in  June.  1877. 


I 


«  a 


2a 

24 

42 

18 

36 
Cntoff 

18 
Cutoff 

20 

24 

22 

36 


as 

.a  •'3 
Phi 

is 
§1 
|2- 


Inehgi. 
51 

(*) 
54 

48 

48 


53 


36 
54 
36 
54 


The  two  last  columns  show  the  actual  increase  of  depth  gained  by  the 
improvements  at  all  bars,  except  Buena  Yista  and  Lower  FickePs,  where 
it  is  much  greater,  the  channel  at  these  localities  having  been  entirely 
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changed,  crossing  the  bars  at  points  where  formerly  there  was  from  6 
to  12  inches  of  water  only.  The  total  work  under  contract  consisted, 
therefore,  in  constructing  4,732  feet  of  dams,  and  excavating  71|  cubic 
yards  of  rock. 

THE  UNITED  STATES  SNAG-BOAT. 

The  opening  of  the  fiscal  year  found  the  snag-boat  engaged  near  what 
is  known  as  the  '<  Turntable''  in  the  Centennial  Slough ;  a  large  quantity 
of  drift  had  accumulated  here,  so  thick  that,  in  the  words  of  the  master 
of  the  snag-boat,  "  it  was  almost  as  bad  as  going  through  thick  woods.'' 
The  boat  was  continually  engaged  on  the  river  until  November  10,  be* 
tween  Peoria  and  Oregon  City,  and  on  that  day  was  laid  up  for  the 
season  on  account  of  high  water.  During  this  period  552  trees,  logs, 
roots,  &c.,  were  removed  from  the  vicinity  of  various  localities,  as 
follows: 

CenteDDial  Slongb .••••••. .••...•• 34 

Foot  of  Palmer'B  Prairie 36 

Hoffne'0  Slongh  and  CorvaUia 195 

Half-Moon  Band  and  Bower's  Bar 107 

Baena  Vista 50 

Eola  Slough 50 

Month  of  the  Lnckiamote 32 

IndepeDdence  and  Gervais  Slough 3d 

Below  Salem 10 

Total 552 

Many  of  these  were  enormous  trees,  necessitating  blasting  with  giant 
powder  before  they  could  be  removed.  In  November,  the  river  being 
too  high  for  work  of  removing  snags,  the  boat  was  sent  to  the  assistance 
of  the  wrecked  steamer  Bonanza,  and  succeeded  in  saving  her  when  she 
had  been  almost  given  up  as  a  total  loss;  tlie  services  of  the  crew  while 
engaged  upon  this  work  were  paid  for  by  the  owners  of  the  steamboat, 
the  United  States  being  at  no  expense  in  the  case. 

After  the  close  of  the  season,  the  snag-boat  was  beached  at  Portland, 
and  an  examination  of  her  hull  showed  it  to  be  so  badly  decayed  as  to 
render  a  new  one  necessary.  By  authority  of  the  Chief  of  Engineers, 
an  agreement  was  made  for  the  construction  of  a  new  hull  of  very  light 
draught  on  plans  prepared  in  this  office,  the  builder  to  receive  the  old 
hull  and  $1,800 ;  the  work  was  commenced  early  in  March,  and  by  April 
30  the  new  snag-boat  Gorvallis  was  completed,  the  machinery  and  the 
upper  works  having  been  transferred  to  her  from  the  old  one.  On  May 
1  the  boat  was  put  in  commission,  and  early  in  the  month  towed  up  the 
Willamette  to  the  vicinity  of  Peoria,  from  whence  she  dropped  down 
stream,  removing  snags  as  she  descended.  At  the  Centennial  Slough, 
last  winter's  flood  had  brought  down  a  large  quantity  of  drift,  which 
had  formed  a  jam  about  1,200  feet  below  the  head,  filling  the  steamboat- 
channel  and  forming  an  almost  solid  raft  from  the  point  of  obstruction 
to  the  head  of  the  slough ;  beside  this,  the  river  for  about  1,000  feet 
above  the  slough  was  almost  closed  by  drift;  the  boat  cleared  a  chan- 
nel through  this  about  100  feet  wide,  and  at  the  close  of  the  fiscal  year 
was  at  work  in  the  vicinity  of  Corvallis.  During  this  period  349  snags, 
roots,  trees,  &c.,  were  removed,  making  a  total  of  901  removed  during 
the  fiscal  year.  During  the  present  season  it  is  proposed  to  continue 
operations,  removing  snags,  trees,  &c.,  from  the  channel,  and  to  con- 
struct about  4,000  linear  feet  of  wing-dams  at  Buena  Vista  Bar,  Eola 
Bar,  McCloskey's  Chute,  Lone-tree  Bar,  and  Polalley  Bar.  Should 
improvements  be  needed  at  other  bars,  as  we  descend  the  river,  they  will 
be  made. 
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The  project  now  presented  consists  of  the  following : 
To  build  6,000  feet  of  cut-off  dams  and  8,000  feet  of  wing-dams,  and 
construct  a  snag-boat  with  scraper  and  pile-driver  for  work  above  Gor- 
vallis ;  to  add  propelling  power,  scraper,  and  pile-driver  to  the  present 
snag-boat  for  work  below  Corvallis :  to  remove  portions  of  Bissel's  and 
Dove's  Bocks  above  Oregon  City,  and  to  make  a  complete  survey  between 
Corvallis  and  Portland,  a  distance  of  114  miles.  The  estimated  cost  of 
this  project  is  as  follows : 

e.OOOfeetof  cat-off  dam,  at  (3 $18,000  00 

8,000  feet  of  wing-dam,  at  $2 16,000  00 

New  snag-boat  above  Corvallis 12,000  00 

Improvement  of  snag^biMit  below  Corvallis -. 6,500  00 

Sarvey  between  Corvallis  and  Portland,  114  miles 12,000  00 

Maintenauoe  of  two  snag-boats,  each  six  months,  at  |900  per  month,  each 

$5,400 : 10,800  00 

Removing  100  cabic  jwe&B  BiaaeVB  Bock,  at  $9 900  00 

Removing  300  cubic  yards  Dove's  Book,  at  $5 1,500  00 

ContingeoGies  and  engineering ..•.^. .••.... 2,300  00 

Total 80,000  00 

An  annual  appropriation  of  about  $12|000  will  be  required  to  keep  the 
snag-boats  in  order  and  run  them. 

The  following  statistics  required  by  the  act  of  Jaoe  23, 1866,  are  re- 
spectfully submitted : 

The  appropriations  for  this  work  have  been  as  follows : 

Act  of  March  3, 1871 $16,000  00 

Act  of  March  3, 1673 3,000  00 

Act  of  Jane23,  1874 7.500  00 

Act  of  March  3, 1875 25, 000  00 

Act  of  Angnst  14, 1876 20. 000  00 

71,500  00 

Of  this  amount  $57,258.22  has  been  expended  to  date.  The  project 
now  submitted  calls  for  the  construction  of  certain  dams,  and  building, 
and  maintenance  for  one  year,  of  suag  boats  at  a  cost  of  880,000 ;  of  this 
amount  $50,000  can  be  profitably  expended  during  the  next  fiscal  year. 

This  river  is  in  the  coUection-district  of  the  Willamette ;  Portland,  Oreg.,  is  the 
nearest  port  of  entry,  and  the  nearest  light-honses  and  works  of  defense  are  at  the 
month  of  the  Columbia  Hiver. 

The  amount  of  revenue  collected  at  the  port  of  Portland,  Oreg.,  during  the  eleven 
mouths  ending  June  1, 1877,  was  $125,317 ;  the  value  of  the  imports  was  $388,476,  and 
of  the  exports  $2,509,159 ;  177  vessels  with  an  aggregate  tonnage  of  152,961  tons  entered, 
and  153  with  a  tonnage  of  144,296  tons  cleared  during  the  same  period.  There  are  four 
companies  now  running  boats  on  the  Upper  Willamette  River,  as  follows:  the  WiUamette 
Transportation  and  Lock  Company,  U.  B.  Scott  &  Co.,  the  owners  of  the  S.  T.  Church, 
and  the  owners  of  the  McMennville. 

During  the  eleven  months  from  Julv  1, 1876,  to  June  1, 1877,  the  Willamette  Trans- 
portation and  Lock  Company  carried  through  their  locks  at  Oregon  City  the  following : 

Seven  thousand  six  hundred  and  seventy-seveu  up-passengers ;  7,141  down-passen- 
gers ;  6,098  tons  of  up-freight ;  57,452  tons  of  down-freight ;  of  the  latter,  49,699  tons 
was  wheat  and  flour. 

The  steamer  S.  T.  Church  ran  only  a  few  weeks  during  the  year,  and  carried  the  fol- 
lowing: 

One  hundred  and  twenty-five  passengers  up-stream ;  150  passengers  down-stream ; 
100  tons  of  up-freight;  3,000  tons  of  down-freight  ,*  of  the  latter, 2,900  tons  was  wheat. 

I  was  nnable  to  procnre  information  from  the  other  companies  in  refer- 
ence to  the  amount  of  business  done  by  them. 

The  commerce  of  this  river  is  increasing,  but  I  cannot  give  an  estimate 
of  the  amount  that  will  be  benefited  by  the  completion  of  this  work; 
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the  navigation  to  be  improved  extends  from  Portland  to  Eugene  City, 
a  distance  of  172  miles. 

Abstracts  of  proposals  and  contracts,  a  statement  of  funds,  and  9 
charts,  showing  location  of  work  done  during  the  year,  are  transmitted 
herewith. 

Money  statement 


Jaly  1. 1876,  amonnt  available $R»038  25 

Amoaiit  appropriated  by  act  approved  Angast  14, 1876 20, 000  00 

Jnly  1, 1877,  amonnt  expended  daring  fiscal  year 13, 796  47 

July  1, 1877,  ontstanding  liabilities 2,157  45 


$28,038  25 


15,953  92 


Jnly  1, 1877,  amount  available 12,084  33 


AmoaDt  (estimated) 
Amount 


(estimated)  required  for  completion  of  existing  project 80, 000  00 

that  can  be  prontably  expended  in  fiscal  year  ending  Jane  30, 1879.      50, 000  00 


Abstract  of  propoaaU  for  'bmlding  wing-dams  in  ike  Upper  Willamette  River,  OregoHf  opened 
by  Maj,  John  M.  WUsonf  Corps  of  Engineers,  February  8, 1877. 


No. 

Karnes  and  reeidenoes  of  bidden. 

5,000  feet  wing- 
dams,    more 
or  less,  per 
linear  foot. 

Bemarka. 

1 
3 

3 

Grant  &  Stone,  The  Dalles,  Oreg 

Joseph  Faqaet,  Oregon  City,  Oreg 

Peter  Paqnet,  Oregon  City,  Oreg 

$1  90 
8  40 

940 

Contract  awarded. 

No  guarantee  accompanying  proposal.    Bid 
thrown  oat 

Abstract  of  contracts  for  the  improvement  of  the  Upper  Willamette  Biver,  Oregon,  in  foree 

during  the  fiscal  year  ending  June  30, 1877. 


a 

0 
1 

3 


Names  and  residences  of  contractors. 


Peter  and  F.  X.  Paqaet,  Oregon  City,  Oreg. 
Grant  8c  Stone,  The  Dalles,  Oreg 


Date  of  contract. 


Sept  6, 1875 . 
Feb.  96, 1877. 


Class L 


00 


11  80 


Class  n. 


o  a  o 


Class  I£L 


$15  00 


|1  M 


J  J  3. 

IMPROVEMENT  OF  THE  UPPER  COLUMBIA  AND  SNAKE  RIVERS,  OREGON 

AND  WASHINGTON  TERRITORY. 


The  portioDS  of  these  rivers  to  be  considered,  and  for  which  appro- 
priations have  heretofore  been  made,  consist  of  the  Colnmbia  River  from 
GelilOy  240  miles  above  its  month,  to  its  junction  with  the  Snake  Biver, 
a  dislanc/C  of  117  miles,  and  the  Soake  Eiver  from  its  motfth  to  Lewis- 
ton,  a  distance  of  149  miles,  making  a  total  length  of  266  miles  to  be 
improved.  Within  this  stretch  of  river-navigation  there  are  25  rapids, 
nearly  all  of  which  will  require  improvement  before  the  river  can  be 
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navigated  with  safety,  and  many  of  which  reqnire  immediate  work  in 
order  that  steamers  may  ascend  to  Lewiston,  Idaho,  daring  the  low- 
water  season.  A  carefnl  reconnaissance  of  all  these  rapids  has  been 
made  by  myself,  and  surveys  have  been  made  of  some  of  them  under 
my  direction  during  the  past  fiscal  year,  and  I  am  now  able  to  give  a 
general  description  of  them,  and  to  present  a  project  for  the  improve- 
ment of  these  rivers  from  Gelilo,  Oreg.,  to  Lewiston,  Idaho. 

THE  COLUMBIA  BIYEB. 

Starting  from  Gelilo,  the  terminns  of  the  railroad  around  the  Dalles 
of  the  Columbia,  the  first  difficulty  is  encountered  at 

FIVE-MILE  BAPID, 

aboat  that  distance  above.  This  place  requires  skillful  navigation,  but 
is  not  considered  by  pilots  very  dangerous.  To  improve  it  would  re- 
qnire a  large  outlay  owing  to  the  length  and  massive  character  of  the 
rock.    No  work  is  proposed  here  at  present. 

LOWER  JOHN  DAY'S  BAPID 

is  10  miles  further  up.  At  this  locality  two  rocks  in  the  channel,  esti- 
mated to  contain  about  100  cubic  yards,  require  removal.  One  and  one- 
half  miles  above  is 

MIDDLE  JOHN  DAY'S  BAPID. 

A  rock  which  formerly  greatly  obstructed  the  channel  here  was  re- 
moved in  1874,  and  no  further  work  is  required  at  present. 

XJPPEB  JOHN  day's  BAPID 

is  about  a  mile  above.  There  are  two  channels  here,  one  on  the  north 
and  one  on  the  south  side.  The  improvement  of  this  locality  is  of  first- 
class  importance,  and  the  removal  of  about  400  cubic  yards  of  rock  from 
the  channel  is  necessary  to  render  it  navigable  without  danger. 

INDIAN  BAPID, 

three  miles  above,  does  not  reqnire  attention  at  present.  At  some  fu- 
ture day  it  may  be  deemed  necessary  to  remove  some  rock  lying  at  the 
head  of  the  rapids. 

SQUALLY  HOOK  BAPID 

is  next  in  order,  and  3  miles  above.  The  lower  portion  of  this  rapid 
has  been  much  improved  during  the  past  season.  At  a  low  stage  of  the 
river  loaded  boats  descending  will  be  obliged  to  drift  around  the  bend 
which  the  channel  makes,  but  this  can  be  done  with  safety  and  but 
little  delay,  and  no  trouble  will  be  had  by  boats  ascending.  Any  fur- 
ther improvement  will  require  the  removal  of  a  large  quantity  of  rock, 
and  is  not  recommended  at  present. 
Foar  miles  above  is 

BOCK  GBEEK  BAPID, 

a  place  where  there  are  three  channels.  The  main  one,  which  should 
be  used  for  running  down  stream,  is  obstructed  by  a  single  rock  in  mid- 
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channel ;  this  channel  is  on  the  sonth  side,  and  has  too  swift  a  cnrrent 
for  running  up  stream.  The  middle  channel  is  nsed  by  boats  ascending, 
and  is  good  for  that  purpose,  but  has  too  sharp  a  bend  for  coming  down. 
The  north  channel  is  nsed  at  present  for  boats  descending,  but  is  narrow 
and  very  shoal  at  low- water.  The  rocks  to  be  removed  here  are  the  one 
in  the  main  channel,  one  which  divides  the  middle  from  the  north  chan- 
nel, and  a  smallone  on  the  lower  side  of  the  middle  channel,  aggregate 
ing  in  all  about  100  cubic  yards. 

OWYHEE  RAPID 

is  10  miles  above.    A  large  rock  was  removed  from  the  channel  here 
during  the  winter  of  1876-77,  and,  although  the  rapid  requires  skillful 
navigation,  no  further  work  is  deemed  necessary  at  present. 
Twenty-three  miles  above  we  find 

CANOE  ENCAMPMENT  RAPID. 

No  material  difficulty  is  experienced  in  passing  this  by  daylight,  and 
no  work  is  deemed  necessary  at  present. 

DEVIL^S  BEND, 

20  miles  beyond,  is  a  difficult  and  dangerous  place,  requiring  improve- 
ment; five  rocks  shouhl  be  removed  from  the  channel  here,  aggre- 
gating in  all  about  150  cubic  yards.  Four  miles  above  Devil's  Bend  is 
the  town  of  Umatilla,  from  whence  a  line  of  stages  run,  crossing  the 
Blue  Mountains  and  connecting,  via  Pendleton,  Baker  Oity,  and  Boise, 
with  the  Central  Pacific  Bailroad  at  Kelton,  IJtah.  Six  miles  above 
Umatilla  we  find  the 

LOWER  TTMATLLLA  RAPID. 

The  channel  here  is  very  erooked  and  its  improvement  of  primary  im- 
portance ;  at  least  225  cubic  yards  of  rock  should  be  removed  ;  the  work 
can  be  easily  accomplished,  as  the  current  at  the  stage  at  which  it  should 
be  done  is  comparatively  slack,  not  exceeding  4  miles  an  hour. 
A  short  distance  above  is 

MIDDLE  UMATILLA  RAPID, 

where  the  channel  is  difficult  and  dangerous  to  navigate :  two  rocks  He 
about  60  feet  apart,  one  on  each  side  of  the  channel  at  tue  head  of  the 
rapid  ;  the  one  on  the  lefb  ascending  should  be  removed ;  it  is  about  SO 
feet  long  and  10  feet  wide,  with  a  depth  of  about  1^  feet  upon  it  at  low- 
water;  there  are  two  other  rocks  lying  directly  below  it,  at  a  distance 
of  about  200  and  300  feet  respeetively,  both  on  the  same  side  of  the 
channel,  which  require  removal ;  the  total  to  be  removed  from  this  rapid 
is  about  150  cubic  yards. 

UPPER  UMATILLA  RAPID 

is  a  short  distance  farther  up ;  work  has  been  in  progress  here  for  the 
past  three  years,  improving  the  high-water  channel  so  as  to  render  It 
available  at  all  stages  of  the  river ;  it  has  now  a  width  of  70  feet  at  low- 
water,  Yfhich  should  be  increased  to  at  least  100  feet;  the  former  low- 
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water  channel  is  long,  crooked,  difficalt,  and  dangeroas,  expecially  with 
a  large  boat,  and  a  variation  of  15  or  20  feet  either  way  from  the  narrow 
channel  would  resalt  in  disaster.  To  complete  the  high-water  channel 
so  as  to  render  it  available  at  all  stages  of  the  river  will  require  the  re- 
moval of  aboQt  300«cabic  yards  of  rock  in  addition  to  the  work  now 
nnder  contract.    Abont  10  miles  above  is  a  locality  known  as 

MILL  ROCK. 

This  place  is  difficult  to  pass  after  dark,  and  requires  skillful  naviga- 
tion at  all  times!  It  is  not,  however,  considered  dangerous  by  pilots, 
although  in  descending  with  a  welMnden  boat  very  careful  handling  is 
required.    No  work  is  proposed  here  at  present. 

The  town  of  Wallula  is  located  9  miles  above.  It  is  the  terminus  of 
the  Walla- Walla  and  Columbia  River  Railroad,  a  narrow-gauge  road, 
32  miles  long.  The  only  remaining  obstruction  between  Mill  ;^ck  and 
the  mouth  of  the  Snake  is 

HOMLY  BAPID, 

6  miles  above  Wallula.  The  larger  and  more  serious  obstacles  were  re- 
moved from  this  rapid  lasty^r,  but  the  river  is  shoal  and  bowlders  are 
liable  to  accumulate,  being  brought  down  by  floating  masses  of  ice. 

To  open  this  channel  so  as  to  render  it  safe  at  all  times  will  require 
the  removal  of  about  75  cubic  yards  of  rock.  From  Homly  Rapid  the 
river  presents  a  good  channel  to  the  mouth  of  the  Snake. 

THE  SNAKE  BIVEB. 

Entering  this  river  we  find  some  bowlders  a  short  distance  above  the 
mouth  which  lie  in  the  deeper  portion  of  the  channel,  and  although 
their  removal  is  not  immediately  necessary,  still  at  some  future  day  it 
will  be  found  advantageous  to  take  out  at  least  three  of  them,  and  thus 
permit  steamers  to  pass  over  a  deeper  channel  than  they  now  use.  The 
first  serious  obstacle  is  encountered  at 

FIVE-MILE  RAPID, 

situated  about  that  distance  above  the  mouth.    This  calls  most  impera- 
tively fpr  improvement,  and  is  not  only  dangerous,  but  almost  impass- 
able at  low- water.    There  are  four  rocks  requiring  removal,  aggregating 
in  all  about  350  cubic  yards. 
Five  miles  above  is  a  locality  known  as 

THREE  ISLANDS. 

About  60  yards  of  rock  could  be  removed  here  with  advantage,  but 
as  it  is  not  deemed  absolutely  necessary,  it  is  not  recommended  for  the 
present. 

FISH-HOOK  RAPID, 

16  miles  from  the  mouth  of  the  Snake,  is  about  1  mile  in  length  and 
consists  of  three  belts  or  reefs.    One  rock  at  the  head  imperatively  de- 
mands immediate  removal,  and  work  is  required  on  each  of  the  reefs, 
aggregating  about  300  cubic  yards  in  all. 
The  next  obstruction  is  at 
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LONG  GROSSINa  BAR, 

aboat  15  miles  above  Fish-Hook  Rapid.  The  channel  here  is  shoal, 
with  a  bottom  of  rock  and  large  bowlders.  Two  rocks  which  stand  iii 
the  channel  opposite  to  about  the  middle  of  the  island  should  be  re- 
moved, and  some  of  the  bowlders  should  be  taken  from  the  edge  of  the 
reef  at  the  upper  end.  The  aggregate  amount  to  be  removed  here  is 
about  200  cubic  yards. 
Two  miles  beyond  is  • 

PINE-TRBS  RAPID, 

a  very  long  and  dangerous  rapid,  exceedingly  difficult  to  navigate  ex- 
cept at  high-water.  While  endeavoring  to  pass  this  in  the  autumn  of 
1876,  the  steamer  upon  which  I  was  traveling,  although  drawing  only 
about  2  feet  of  water,  struck  twice  and  filled  four  compartments  of  her 
hull,  and  in  spite  of  urgent  effort  was  obliged  to  return  without  cross- 
ing. The  channel,  however,  was  greatly  improved  during  the  winter  of 
1876-'77  by  making  a  cut  through  the  massive  reef  at  the  upper  end, 
hitherto  impassable  at  low- water,  and  removing  about  fourteen  other 
rocks.  Much  work  is  still  required  here ;  many  bowlders  must  be  re- 
moved and  the  chute  through  the  upper  reef  widened.  The  aggregate 
amount  to  be  taken  out  is  about  650  cubic  yards. 

MONUMENTAL  ROCKS 

are  about  8  miles  above  Pine-Tree  Eapid.  A  reef  stretches  across  the 
river  here  over  which  steamers  must  pass,  and  at  low-water  it  is  a  dan- 
gerous place.  The  channel  is  broad,  but  crooked  and  shallow.  Some 
high  points  of  rock  on  the  reef,  principally  from  the  right  side  of  the 
channel  ascending,  require  removal,  the  aggregate  amount  being  aboat 
250  cubic  yards. 

FALSE  PALOUSE 

is  about  12  miles  farther  up.  The  channel  lies  between  massive  rocks 
and  is  narrow,  but  deep  and  straight.  It  should  be  widened  by  the  re- 
moval of  about  150  cubic  yards  of  rock.  Five  miles  above  False  Palouse, 
and  nearly  opposite  the  mouth  of  Palouse  Elver,  is 

PALOUSE  RAPID, 

a  wild,  dangerous  place,  where  the  river,  at  low- water,  dashes  through 
a  narrow  channel,  forming  a  natural  canal  through  the  rocks;  the  cur- 
rent is  rapid,  and  navigation  dangerous ;  at  least  Eve  rocks,  aggregating 
about  300  cubic  yards,  urgently  call  for  removal  at  this  place. 
About  10  miles  above  Palouse  we  find, 

TEXAS  RAPID. 

The  river  here  has  the  strongest  current  and  greatest  fall  in  a  short  dis- 
tance of  any  place  below  Lewiston.  The  rapid  is  about  1  mile  long,  and 
the  fall  is  said  to  be  over  15  feet.  No  really  distinct  channel  exists  at 
low-water,  the  river  being  so  much  divided  by  ledges  of  rook ;  one  line, 
more  distinct  than  the  rest,  will  be  selected  for  widening,  and  its  im- 
provement will  require  the  removal  of  about  700  cubic  yards  of  rock. 

From  Texas  Rapid  to  Lewiston  the  river  is  in  a  favorable  condition  for 
navigation,  with  a  good  gravel  bottom,  although  shoal,  and  is  tolerably 
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free  from  obstructions,  except  at  a  point  about  4  miles  below  Lcwiston, 
where  several  rocks  iu  a  beud  of  the  chauDel  may  ultimately  require 
removal.     This  is,  bowever,  uot  immediately  necessary.    At 

STEPTOE  BAPID, 

20  miles  below  Lewiston,  there  is  a  gravel  bar  where  the  construction  of 
a  wiu^  dam  may  eventually  be  necessary.  There  are  numerous  other 
gravel  bars,  but  they  do  not  give  much  trouble. 

The  foregoing  shows  the  various  obstructions  to  navigation  between 
Cdilo  and  Lewiston.  To  recapitulate,  the  work  required  will  be  the 
removal  of  rocks  about  as  follows : 


Upper  Colambin  Kiver. 


Name  of  rapid. 


Lnv«r  John  Day  Rapid 
Tpper  John  Day  Rapid. 

KdckCriKk  Rapid    

IWirsBeud  Rapid... 
L«>w»>r  ITinatilla  Rapid . 
Middle  Umatilla  Rapid 
rpp«r  Umatilla  Rapid.. 
Homly  Rapid 

ToUl 


Amoant. 


Oub.ydji. 
100 
400 
100 
lAO 
S:» 
]M 
300 
75 


1,500 


Snake  River. 


Name  of  rapid. 


Fire-Mile  Rapid 

KiMb-Himk  Rapid  .... 
Long  CrotMiniK  Rapid 

Pine-Tree  Rapid 

Monaroental  Rooks . . 

FaUe  Palntise 

Paloase  R«pid 

Texas  Rapid 

Total 


Amount. 


Cub.  yd». 
351 
300 
SOU 
650 
•250 
ISO 
300 
700 


2,900 


Of  the  places  mentioned  there  are  six  demanding  immediate  improve- 
ment on  the  Snake  River,  namely,  Five-Mile,  Fish- Hook,  Pine-Tree, 
Monumental  Rocks,  Palouse,  and  Texas  Rapids,  while  on  the  Columbia 
additional  work  is  much  needed  immediately  at  the  Umatilla  and  John 
Day's  Rapids.  Upon  the  completion  of  work  at  the  six  places  named 
on  the  Snake,  the  rivers  may  be  pronounced  open  to  Lewiston,  but  the 
navigation  of  the  rapids  will  still  require  skillful  and  careful  pilots. 


OPERATIONS  DURING  THE  PRESENT  FISCAL  YEAR. 

Owing  to  the  river  rising  earlier  than  usual  in  the  spring  of  1870, 
Messrs.  Grant  &  Stone  were  unable  to  complete  their  contract  of  Octo- 
ber  29, 1875,  within  the  time  prescribed,  and,  in  accordance  with  author- 
ity from  the  Chief  of  Engineers,  it  was  extended  until  April  1,  1877. 

In  July,  1876,  proposals  were  invited  for  removing  200  cubic  yards, 
more  or  less,  of  rock  from  the  channel  at  the  Upper  Umatilla  Rapids, 
«nd  on  August  30,  the  work  was  awarded  to  Mr.  J.  B.  Montgomery,  of 
Portland,  Oreg.,  the  lowest  bidder,  at  the  rate  of  $31  per  cubic  yard. 

By  the  act  of  Congress  approved  August  14,  1876,  an  appropriation  of 
tl5,000  was  made  for  the  improvement  of  the  Upper  Columbia  and 
^riake  Rivers,  and  it  was  determined  to  apply  St  to  the  improvement  of 
^Squally  Hook  Rapid,  Columbia  River,  and  Pine-Tree  Rapid,  Snake 
Hiver,'an<l  to  remove  about  100  cubic  yards  of  rock  from  the  former 
and  about  480  yards  from  the  latter.  As  the  season  for  operations  was 
near  at  hand,  by  authority  of  the  Chief  of  Engineers,  instead  of  adver- 
tmiug,  letters  were  at  once  addressed  to  the  various  contractors  who  had 
liithertobid  upon  work  of  this  character,  requesting  them  to  inform  the 
engineer  in  charge  by  November  10,  1876,  at  what  rate  per  cubic  yard 
they  would  remove  the  amounts  mentioned  from  Squally  Uook  and  Pine- 
Tree  Rapids, 
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Proposals  were  received  from  three  parties,  and  the  work  was  awarded 
to  Messrs.  Grant  &  Stone,  the  lowest  bidders,  for  Squally  Hook,  at  $23, 
United  States  currency,  per  cubic  yard,  and  to  Mr.  J.  B.  Montgomery, 
the  lowest  bidder,  for  Pine-Tree  Rapid,  at  $24.75,  United  States  cur- 
rency, per  cubic  yard,  and  contracts  were  made  with  these  parties 
accordingly. 

Operations  were  commenced  under  the  contract  of  October,  1875,  of 
Messrs.  Grant  &  Stone,  at 

OWYHEE  RAPID,   COLUMBIA  RIVER, 

early  in  December,  the  contractors  having  been  on  hand  for  two  or  three 
weeks  previously  with  their  men  and  plank  awaiting  the  necessary  fall 
in  the  river.  The  work  to  be  done  at  this  rapid  consisted  in  the  re- 
moval, to  a  depth  of  6  feet  below  dead  low-water,  of  a  large  rock  on  the 
Kouth  side  of  the  channel.  On  December  11  this  rock  was  carefully 
surveyed,  and  found  to  contain  67.57  cubic  yards.  The  work  of  drilling 
was  at  once  commenced,  and  was  progressing  well  when,  on  the  IGth, 
the  contractors,  who  had  n)et  with  many  misfortunes  under  their  con- 
tract, were  Hgnin  subjected  to  a  fearful  accident,  caused  by  the  explo- 
sion of  (lynHinire  while  being  thawed,  resulting  in  the  killing  of  two 
men  who  were  in  the  powder-house  and  the  entire  demolition  of  the 
building.  The  cause  of  the  accident  cannot  be  expUnned,  as  the  only 
men  in  the  building  were  killed.  The  man  in  charge  of  the  powder  had 
had  considerable  experience  in  its  use,  and  had  been  employed  by  the 
contfiactors  on  that  account.  Operations  were  temporarily  suspended, 
but  again  renewed  the  latter  part  of  the  month,  and  the  removal  of  the 
rock  completed  early  in  January.  The  crew  and  plant  were  then  taken 
down  the  river,  and  work  commenced  at  once  at 

SQUALLY  HOOK  RAPID. 

A  ledge  of  rock  extending  into  the  channel  at  this  place  rendered 
navigation  difficult  and  dangerous,  steamers  descending  being  obliged 
to  drift  very  close  to  the  ledge.  After  a  careful  survey  it  was  deter- 
mined to  apply  the  remainder  ot  the  work  to  be  done  under  the  old  con- 
tract of  Grant  &  Stone  (about  50  yards)  and  that  under  their  new  con- 
tract to  this  locality,  and  to  widen  the  channel  about  40  feet.  The 
work  of  drilling  and  blasting  was  commenced  on  January  22,  1877,  and 
by  the  close  of  February  150.06  cubic  yards  had  been  removed,  the  in- 
creased width  desired  obtained,  and,  the  contracts  having  been  com- 
pleted, operations  were  sus|il^nded  for  the  season. 

The  channel  here  has  been  greatly  improved.  Boats  descending  are, 
however,  still  obliged  to  drift  around  the  bend  during  low-water,  bat  as 
this  can  be  done  with  safety  and  but  slight  delay,  and,  as  any  further 
improvement  would  necessitate  the  removal  of  a  large  quantity  of  rock, 
the  continuance  of  work  here  is  not  recommended  for  the  presents 

The  work  of  improvement  at  the 

UPPER  UMATILLA  RAPID, 

which  consisted  in  widening  the  high-water  channel,  was  commenced 
under  the  contract  with  Mr.  J.  B.  Montgomery  on  the  18th  of  October, 
1876.  Kooks  known  as  Nos.  18  and  19  were  measured,  and  the  work  pro- 
ceeded well,  when,  on  the  24th,  the  river  suddenly  rose  and  rendered  it 
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very  difficolt  to  work.  Operations  were,  however,  continued  until  the 
latter  part  of  November,  by  which  time  50  yards,  the  greater  part  of 
rocii  No.  18,  had  been  removed.  The  water  being  still  very  high,  the  con- 
tractor asked  authority  to  suspend  work  until  a  later  date,  when  the 
river  wouhl  be  lower,  in  order  to  commence  upon  Pine-Tree  Rapid,  in 
the  Snake  River.  This  request  was  granted  with  tbe  proviso  that  both 
contracts  should  be  completed  within  theallotted  time.  Work  was  accord- 
ingly suspended,  and,  after  the  completion  of  operations  at  Pine-Tree 
Rapid,  was  renewed  iu  the  latter  part  of  February.  It  was  presumed 
that  low-water  would  continue  until  the  last  of  March,  but  the  Snake 
River  suddenly  rose,  raising  the  Columbia  several  feet  and  increasing 
the  velocity  of  the  current  at  ITmatilla  Rapid,  so  that  it  was  impossible 
to  work  the  drills;  the  contractor  made  every  eifart  to  continue  opera- 
tions, but  finding  the  river  still  rising,  he  suspended  work  about  the 
middle  of  March  and  secured  his  plant  from  danger  for  the  season.  In 
consideration  of  the  circu instances,  the  time  of  completion  of  this  con- 
tract was  extended  until  February  28,  1878. 


PINE  TREE  RAPID,  SNAKE  RIVER. 

A  careful  reconnaissance  of  thfs  rapid,  made  by  the  engineer  in  charge 
(luring  low-water  in  the  latter  part  of  September,  1876,  showed  it  to  be 
impas.sable  at  that  stage  for  steamers  drawing  over  2  feet  water.  The 
channel  used  even  at  a  much  higher  stage  was  narrow,  crooked,  intri- 
cate, and  filled  with  hidden  rocks.  It  was  determined  to  open  a  straight 
one  through  the  rapid,  which  could  be  navigated  at  all  seasons  of  the 
year.  To  do  this  required  the  removal  of  nunierons  rocks  and  the 
oi)ening  of  a  chiite  through  the  ledge  <it  the  head.  Navigation  on  the 
Snake  having  been  suspended  for  the  season,  the  contractor's  agent 
Htaried  on  November  25, 1876,  from  Wallula,  Washington  Territory,  for 
Piue-Tree  Rapid,  Snake  River,  a  disUmce  of  about  43  miles,  with  the 
crew  and  plant,  the  scow  being  towed  by  mules  on  shore.  Assistant 
Engineer  R.  M.  Tabor  started  across  the  country  about  the  last  of  No- 
vember, following  the  trail  to  the  rapid,  which  he  reached  after  two  days' 
ride,  spending  one  night  without  shelter  on  the  banks  of  the  Suak-e.  The 
scow  reached  Pine  Tree  on  December  2,  after  a  hard  trip,  during  which 
the  party  had  to  contend  with  ice  and  snow.  Shanties  were  at  once 
erected,  and  preparations  made  for  a  winter  campaign.  The  nearest 
post-office  was  at  Wallula,  about  30  miles  distant  by  land,  and  the  near- 
est ranch  from  which  supplies  could  be  obtained  was  that  of  Mr.  Mar- 
ion on  the  Touch^t  River,  about  22  miles  distant.  With  the  assistance 
of  Capt.  E.  W.  Baughman,  a  thoroughly  Vificient  and  reliable  pilot  of 
many  years'  experience  on  the  Snake  River,  the  worst  rocks  were  at  once 
located,  and  drilling  and  blasting  commenced.  Operations  were  contin- 
ued until  February  22,  1877,  being  more  or  less  interrupted  by  heavy 
floating  ice,  and  on  that  day  were  suspended,  477.57  cubic  yards  of  rock 
having  been  removed,  and  tbe  contract  completed. 

The  work  done  comprised  the  removal  of  20  rocks,  excavated  from  a 
length  of  850  teet  of  the  worst  portion  of  the  channel.  Seven  of  these 
rocks  being  a  portion  of  the  ledge  at  the  head  of  the  rapid,  the  channel 
through  which  is  now  49  feet  wide  and  well  marked  by  the  current. 

The  actual  amount  of  rock  removed  was  as  follows : 


Cabio  yards. 

Rock  No.  1 65.56 

R<)ckNo.2 7.96 

Hock  No.  3 44.88 


Cabic  yardn. 

Rock  No.  4 3.54 

Rock  No.  5 12.89 

Rock  No.  6 30.79 
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Cable  yards. 

Rock  No.  7 2:J.71 

Rock  No.  8 31.41 

ItockNo.  9 41.40 

Rock  No.  10 41.79 

Rock  No.  11 17.56 

Rock  No.  12 3.86 

Rock  No.  13 0.87 

Rock  No.  14 2.39 


Cubic  yardii. 

Rock  No.  15 9.77 

Rock  No.  16 2H..M 

Rock  No.  17 3.64 

Rock  No.  18 4.99 

Rock  No.  19 49.51 

Rock  No.  20 52.45 


Total 1 477.51 


Although  mach  has  beeu  done,  much  yet  remains  to  be  accomplished, 
as  the  channel,  although  straight,  is  still  narrow  and  dangerous;  the 
ch^te  at  the  upper  end  should  be  widened  to  at  least  80  feet,  and  all 
rocks  below,  for  a  width  of  at  least  100  feet,  should  be  removed  to  a 
depth  of  6  feet  below  the  level  of  the  lowest  low- water. 

The  work  accomplished,  therefore,  during  the  fiscal  year  consists  in 
the  removal  of  rocks  from  the  rapids,  as  follows: 

COLUMBIA  BITSR. 

Cubic  jarda. 

From  Squally  Hook  Rapid 150.06 

From  Owyhee  Rapid 67.57 

From  Umatilla  Rapid 50. 00 


8NAKK  RIVKR. 

From  Pine-Tree  Rapid 477.51 

Total Z 745.14 

Mr.  li.  M.  Tabor,  assistant  engineer,  deserves  credit  for  the  energy, 
care,  and  attention  he  has  shown  in  the  progress  of  the  work. 

During  the  coming  season  it  is  proposed  to  complete  the  work  at  the 
Upper  Umatilla  Rapid,  under  the  contract  of  J.  B.  Montgomery,  by  re- 
moving 150  cubic  yards  of  rock.  The  work  will  be  confined  to  rocks 
19,  20,  25,  26,  and  27,  on  the  north  side  of  the  upper  end  of  the  channel. 
Buoys  will  be  permanently  attached  to  the  rocks  on  each  side  at  the 
head  of  the  channel.  It  is  hardly  necessary  for  me  to  again  call  atten- 
tion to  the  necessity  of  continuing  this  work,  as  so  much  has  already 
been /(aid.  The  country  east  of  the  cascades  is  rapidly  becoming  a  mag- 
nificent wheat-garden,  and  the  export  of  grain  during  the  coming  season 
will  be  enormous.  If  tanners  could  only  be  certain  of  getting  their  grain 
to  market  in  the  fall,  the  vicinity  of  the  Snake  Eiver  would  soon  be 
iully  settled,  and  extensive  wheat  fields,  yielding  from  30  to  40  bushels 
to  the  acre,  would  cover  the  whole  country.  The  population  of  this  sec- 
tion has  b^en  greatly  increased  during  the  past  year,  but  the  fear  of  not 
being  able  to  send  their  crops  to  market  at  once,  on  account  of  the  im- 
possibility of  navigating  the  Snake  Kiver  Ilapids  during  low-water,  has 
deterred  many  settlers  from  locating  there. 

The  following  information,  required  by  the  act  of  Congress  approved 
June  23,  1866,  is  respectfully  submitted: 

The  appropriations  for  this  work  have  been  as  follows: 

Act  of  June  10, 1872 |50,000  00 

Act  of  Jiiue 'A  1674 20.000  00 

Act  of  March  3, 1«75 35,000  00 

Act  of  Aogust  14, 1876 15,000  00 

Total 120,000  00 

Of  this  amount  $114,249.91  has  been  expended  to  date— $101,694.62 
on  the  Columbia  Kiver,  at  John  Day's,  Squally  Hook,  Owyhee,  DeviPs 
Bend,  Umatilla,  and  Homly  liapids ;  and  $12,555.29  on  the  Snake  Kiver, 
at  Pine-Tree  liapids.    The  project  now  submitted  calls  for  the  removal 
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of  1,500  cabic  yards  of  rock  from  the  Golambia  Birer  above  Celilo,  and 
2,900  cubic  yards  from  the  Snake  River,  between  its  month  and  Lewis- 
ton,  the  estimated  cost  of  the  whole  of  which  is  $132,000.  Of  this 
amount  $66,000  can  be  profitably  expended  dnriug  the  next  fiscal  year. 

These  rivers  are  in  tbe  ool lection-district  of  the  Willamette;  Portland,  Ore;;.,  is 
the  nearest  port  of  entry  ;  tbe  nearest  ligbt-bonses  and  forts  are  at  tbe  month  of  tbe 
Colnmbia  River,  but  troops  garrison  the  posts  of  Walla- Walla,  about  32  miles  from 
Wallala,  and  Lapwai,  12  miles  from  Lewiston. 

I  am  informed  that  the  number  of  passengers  and  the  amount  of 
freight  carried  by  the  Oregon  Steam  Navigation  Company  over  their 
portage  road  at  the  Cascades  during  the  first  eleven  months  of  the  pres- 
ent fiscal  year,  was  greatly  in  excess  of  the  amount  transported  by  them 
daring  the  same  period  in  the  last  fiscal  year,  the  excess  arising  to  a 
^reat  extent  from  the  increased  emigration  to  the  vicinity  of  the  Snake 
River,  and  the  rapid  development  of  the  country  east  of  the  Cascade 
Mountains. 

The  amonnt  of  revenue  collected  at  Portland,  Orpg.,  during  the  eleven  months 
endiufr  Jane  1, 1677,  was  $125,317 ;  the  value  of  the  imports  was  $3^8,476,  and  that  of 
the  exports  was  $2,509,159. 

Tbe  number  of  vessels  entering  was  177,  with  an  aggregate  tonnage  of  152,961  tons ; 
the  number  of  vessels  clearing  was  153,  with  an  aggregate  tonnage  of  144,296  tons.  It 
is  impossible  to  give  an  estimate  of  tbe  amount  of  commerce  that  will  be  beoeftted  by 
(he  completion  of  this  work,  as  it  will  increase  as  tbe  country  is  developed.  Tbe  navi- 
gation improved  will  cover  the  whole  of  the  Columbia  and  Snake  Rivers,  from  Celilo 
to  Lewiston,  a  distance  of  266  miles. 

Abstracts  of  proposals  received  and  contracts  made  during  the  year, 
a  statement  of  funds,  and  a  chart  of  Pine-Tree  Kapid,  Snake  River,  show- 
ing rocks  excavated  during  the  year,  are  transmitted  herewith. 

Money  statement 

Jnly  1, 1876,  amonnt  available $16,0U7  10 

Amount  appropriated  by  act  approved  August  14,  1876 15,000  00 

31,007  10 

Jnly  1, 1877,  amonnt  expended  during  fiscal  year 25, 257  01 

July  1, 1877,  outstanding  liabilities 155  00 

25,412  01 

Joly  1, 1877,  amonnt  available 5,595  09 

Amount  (estimated)  required  for  completion  of  existing  project 132, 000  00 

Amonnt  that  can  be  prodtably  expended  i  n  fiscal  year  ending  June  30, 1879 .      66, 000  00 


Ibntract  of  proponaU  for  ereavating  rock  from  the  Upper  Columbia  River,  Oregon,  and  Wash' 
ington  Territory ,  opened  by  Major  John  if.  Wilson^  Corps  of  Engineers,  August  30, 1876. 


c 

Names  and  roBidences  of  bidders. 

Excavating  SOO  onbio 
yards  rook. 

Remarks. 

» 

S 

Price  per 
cubic  yard. 

TotaL 

1 

J.  B.  Mmitsomerv.  Portland,  Oree 

$31  00 
31  50 

16.200  00 
6,300  00 

Contract  awarded. 

3 

Grant  &  Stone.  !f  be  Dalles.  Ores 
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Ahsh'act  of  proponah  for  excavating  rock  from  the  Upper  Columbia  and  Snake  Rivers^  opened 
by  Major  John  M.  IFihonf  Corps  of  EuyineerSj  November  10, 1H76. 


• 

B 
c 

'A 

Names  and  residences  of  bidders. 

t'  *  «  S 
X 

««£« 

Remarks. 

1 

Grant  &  Stone.  The  Dalles.  Oree 

|23  00 
87  50 

• 

128  00 
34  75 
28  50 

Contra«»t  for  Squally  Hook 

awarded. 
Contract    for    Fine    Tree 

2 

J.  B.  Montizoinery.  Portland.  Oroe 

3 

Thomas  J.  Stumo.  Wallula.  Wash.  Ter 

awarded. 
No  bid  for  Sqaally  Hook 

reoeivcfd. 

Propos;ils  for  ibis  work  were  invited  by  letter,  witbout  advertiHin^v,  owiug  U%  the 
lateness  of  the  BeHSon,  atj  per  letter  of  aathority  from  the  Chief  of  Eagineer^,  dated 
Beptember  15,  Vi7(o, 


Abstract  of  contracts  for  ihs  impronement  of  tJie  Upper  Columbia  and  Snake  Rivers,  in  force 

during  the  fiscal  year  ending  June  30,  1877. 


Names  and  n^sidences  of  con- 
ti  actors. 


'A 

1 
S 
3 


i.  n.  Montgomery,  Portland, 

Orefi. 
J.   B.   Montj;omery,  Portland, 

Oreg. 
Grant   &,  Stone,  The  Dalles, 

Oreg. 


Date  of  con-      Subject  of  con- 
ti'act.  tract. 


Sept  S,1876 
Nov.  11, 1876 
Nov.  SO,  1876 


1> 


o  ce  s 


Kxcarating  rock! 

do 

do 


$31  00 


$34  75 


$33  00 
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CONSTRUCTION  OF  A  CANAL  AROUND  THE  CASCADES  OF  THE  COLUMBIA 

RIVER.  OREGON. 

By  the  act  of  Conp^ress  approved  Aup^ust  14,  1S7C,  an  appropriation 
of*  $90,000  was  made  for  the  construction  of  a  canal  around  the  Cascades 
of  the  Columbia  Kiver,  in  the  State  of  Oregon,  and  by  telegram  of  Oc- 
tober 24,  1876, 1  was  instructed  to  *'  proceed  at  once  with  survey,  plan, 
location,  and  project  of  construction." 

A  preliminart  reconnaissance  was  made  .in  November,  and  early  in 
December  a  party  was  placed  in  the  field,  in  charge  of  Assistant  Engineer 
G.  M.  Bolton,  with  instructions  to  make  a  careful  and  elaborate  survey 
of  the  country  on  the  Oregon  side  of  the  rapids — upan  which  side  the  law 
required  the  caiial  to  be  constructM — an  accurate  and  rapid  recouuaissaoce 
of  the  Washington  Territory  side,  a  hydrographic  survey  of  the  river 
above  and  below  the  rapids,  with  current-observations,  &c.,  wherever 
the  work  could  be  done  without  danger  to  life,  and  a  close  examination 
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of  the  uudorlyiDg  material  apon  the  line  wliicb  should  be  flnally  selected 
for  the  canal. 

These  lustrnctions  were  carried  out  with  great  energy  and  skill  by 
Mr.  Bolton,  who,  in  spite  of  the  inclement  season,  kept  his  party  at  work 
Hteadily,  au<l  by  the  early  part  of  January  the  field-work  was  completed, 
the  party  disbanded,  and  the  work  of  preparing  charts,  plans,  and  es- 
timates at  once  commenced. 

On  Februarys,  1877, 1  submitted  a  preliminary  report,  which  was  laid 
before  Gon^rress  on  February  2(5;  and  on  April  12  I  forwarded  a  full 
report,  with  estimates,  and  a  chart  showing  the  proposed  location  of  the 
eaual. 

PROPOSED  ROUTE  OF  CANAL. 

As  the  law  plainly  states  that  the  canal  shall  be  in  the  State  of  Oregon, 
the  line  was  at  once  settled  within  certain  limits  by  its  terms,  as  the 
principal  conditions  would  require  that  it  should  be  upon  the  shortest' 
available  route,  have  the  least  number  of  locks  possible,  and  be  fed  en- 
tirely from  the  Columbia  River. 

The  route  selected,  as  stated  in  ray  report  of  April  12,  commences  on 
the  Oregon  side,  just  above  the  main  rapid,  runs  through  a  plateau  cov- 
ere<l  with  heavy  bowlders,  min^i^led  with  sand  and  gravel,  resting  upon 
bed-rock,  and  closely  hngging  the  Oregon  shore,  is  continued  after  the 
fall  is  made  in  the  river  proper  by  a  crib-work  breakwater  about  5,000 
feet  long. 

DIMENSIONS  OF  PROPOSED  CANAL. 

The  dimensions  of  the  proposed  canal  will  be  as  follows: 

Feet 

ToUl  length,  including  crib- work  breakwater 7,200 

Width  in  ciiftini;  at  surface  at  low-water « M 

Width  in  cuttiu);  at  bottom  at  low- water 50 

Depth  at  low- water S 

The  fall  at  low- water,  26  feet,  will  be  overcome  by  two  locks;  these 
locks  will  be  250  feet  long,  46  feet  wide,  with  a  depth  of  8  feet  on  the 
miter  sill  at  dead  low- water;  the  lifts  will  be  12  and  14  feet;  there  will 
be  a  guard  gate  at  the  upper  end  of  the  caiuU,  to  be  closed  when  repairs 
are  necessary  or  large  quantities  of  drift  running,  or  for  a  few  days  in 
case  extreme  high-water  equal  to  that  of  1876  should  again  occur. 

Estimates  have  been  presented  for  a  canal  navigable  at  all  stages 
wbeu  the  river  is  not  closed  by  ice,  and  for  one  navigable  when  the 
river  is  not  higher  than  25  feet  above  low-water ;  in  the  last  nineteen 
years  there  have  been  only  two  summers — those  of  186S  and  1860 — when 
the  freshet  was  not  higher  than  25  feet  above  ordinary  low-water. 

The  estimated  cost  of  the  high- water  canal,  as  previously  submitted, 
is  $1,541,545;  that  of  the  canal  navigable  only  when  the  water  is  noD 
higher  than  25  feet  above  ordinary  low- water  is  $1,188,680. 

SUBVEY  FOB  CANAL  ON  WASHINGTON  TEBBITOBY  SIDE. 

By  telegraphic  instructions  from  the  Chief  of  Engineers,  dated  May 
18, 1877,  contirmed  by  letter,  I  was  informed  that  while  the  act  of  Con- 
gress approved  August  14, 1876,  upon  which  my  project  of  April  12, 
1877,  was  based,  confined  the  canal  to  the  Oregon  side,  still  the  act  of 
June  23, 1874,  required  an  examination  of  both  sides  of  the  river,  and  that 
'^before  undertaking  an  improvement  of  such  magnitude  a  thorough 
examination  of  the  locality  should  be  made,  so  as  to  be  possessed  of  all 
data  bearing  upon  its  most  advantageous  location."' 
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An  allotment  of  $1,200  was  made  for  a  survey  on  the  Waahinfrton 
Territory  side,  and  I  was  instructed  to  present  a  project  in  detail,  with. 
estimates,  for  a  canal  on  that  side  at  the  earliest  practical  moment. 

The  telegram  reached  me  on  Saturday,  May  19,  and  on  Monday,  May 
21,  a  caieful  preliminary  reconnaissance  on  the  Washington  Territory 
side  was  commenced. 

As  the  Columbia  River  was  rising  rapidly,  being  23  feet  above  low- 
water  at  the  Lower  Cascades,  the  object  of  this  reconnaissance  was  to 
determine  the  most  available  route  to  be  surveyed  for  a  cau/il  as  soou 
as  the  freshet  should  subside. 

The  creek  emptying  into  the  Columbia  River  near  the  upper  steam- 
boat-landing, just  above  the  falls,  which  was  the  only  apparent  available 
route  in  this  vicinity,  was  found  to  have  but  little  rise  for  the  first  half 
mile,  but  then  divided  into  three  smaller  streams,  which  rose  to  lakes 
about  a  mile  farther,  at  heights  from  225  to  300  feet,  the  ridge  which  it 
would  be  necessary  to  cross  being  about  the  same  height ;  a  canal  by 
this  route  was,  therefore,  deemed  impracticable,  except  at  a  great  ex- 
pense, necessitating  a  high  summit-level  to  be  fed  from  the  lakes. 

The  high  water  prevented  an  examinati(m  of  the  lower  portion  of  the 
slope  bordering  immediately  upon  the  river;  but  the  tendency  to  slide 
of  the  material  of  which  it  is  composed  would  render  it  a  daugerous  ex- 
periment to  cut  a  canal  near  the  base. 

From  this  reconnaissance  it  was  thought  that  the  best  plan  for  a  canal 
on  the  Washington  Territory  side  would  be  to  build  a  dam  at  the  narrow 
part  of  the  river,  about  0,000  feet  below  the  head  of  the  main  rapid,  aud 
to  cut  a  canal  about  800  feet  long  through  the  land  extending  ont  into 
the  river  on  the  Washington  side  near  this  locality. 

As  a  plan  and  estimate  for  such  a  work  would  necessitate  a  carefnl 
and  elaborate  survey  of  the  river  with  soundings  on  the  proposed  line 
of  the  dam,  no  work  could  be  done  on  account  of  the  freshet  and  the 
consequent  increased  velocity  of  the  current. 

On  June  9  telegraphic  instructions  were  received  from  the  Chief  of 
Engineers,  directing  the  suspension  of  the  survey  on  the  Washington 
Territory  side  for  the  present. 

During  the  season  of  1877-1878  it  is  proposed  to  continue  the  pi'epara- 
tion  of  detailed  plans  of  locks,  gates,  crib- work,  &c.,  and  to  take  sach 
action  in  reference  to  commencing  construction  as  may  be  ordered  by 
the  Chief  of  Engineers. 

In  the  survey  and  the  preparation  of  the  plans  and  estimates  for  this 
work,  I  have  been  greatly  indebted  for  earnest,  able,  and  energetic  as- 
sistance to  Assistant  Engineer  C.  M.  Bolton,  who  has  displayed  zeal  aud 
ability  in  the  discharge  of  the  duties  assigned  to  him. 

The  following  statistics  required  by  the  act  of  Congress  approved  Jane 
23,  1806,  are  respectfully  submitted: 

Up  to  this  time  $90,000  has  been  appropriated  for  this  work,  bein^^ 
the  amount  named  in  the  act  of  August  14,  187G;  of  this  sum  $4,616.05 
has  been  ex[>euded  to  date  in  surveys  and  preparation  of  charts,  plans, 
estimates,  &c. 

The  estimated  cost  of  the  project  submitted  is  $1,544,545 ;  of  this  araoont 
$500,000  can  be  profitably  expended  during  the  next  fiscal  year. 

The  Cascades  of  the  Columbia  River  are  situated  in  the  collection-dis- 
trict of  the  VViilamette.  The  nearest  port  of  entry  is  at  Portland,  Oreg., 
G5  miles  distant;  the  nearest  light-houses  and  fortifications  are  at  the 
mouth  of  the  Columbia  Eiver,  about  160  miles  distant. 

I  am  informed  that  the  number  of  passengers  and  the  amount  of  freig^ht 
passed  over  the  portage  railroad  at  the  Cascades  by  the  Oregon  Steam 
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Navigation  Company  daring  the  first  eleven  months  of  this  fiscal  year 
are  largely  in  excess  of  the  number  and  amonut  transported  during  the 
same  period  in  the  last  fiscal  year. 

The  amount  of  revenue  collected  at  the  port  of  Portland,  Oreg.,  from 
July  1, 187H,  to  Jnne  1,  1877,  was  4125,317;  the  value  of  the  imports 
wa88.388,476,  and  of  the  exports  $2,509,159;  177  vessels,  with  an  aggre- 
gate tonnage  of  152,961  tons,  entered,  and  153,  with  an  aggregate  ton- 
nage of  144,290  tons,  cleared.  At  the  port  of  Astoria,  Oreg.,  during  the 
same  period  as  above,  the  revenue  collected  was  $26,378,  the  value  of 
the  imports  $24,315,  and  of  the  exports  $1,488,929;  the  number  of  ves- 
Sfis entering  was  180,  with  an  aggregate  tonnage  of  200,186  tons;  the 
number  of  vessels  clearing  was  194,  with  an  aggregate  tonnage  of  212,564 
tona. 

By  the  construction  of  the  Cascade  canal,  direct  navigation  of  the 
Columbia  will  be  opened  to  the  Dalles,  a  distance  of  50  miles  beyond 
tbe  Cascades;  the  amount  of  commerce  to  be  benefited  cannot  be  given 
in  figures,  but  its  great  increase  is  anticipated  from  the  fact  that  the 
very  extensive  wheat-growing  region  east  of  the  Cascades  is  being  rap- 
idly settled. 

Charts  showing  the  line  of  the  proposed  canal  and  the  river  in  the 
vicinity,  and  also  a  statement  of  tunds,  are  transmitted  herewith. 

Money  statemenL 

Amoniit  appropriated  by  act  approved  Anp;nst  14»  1876 $90,  COO  00 

July  1,  li^7,  aiuouut  expended  during  tiscal  year 4,616  65 


% 


Jnly  1, 1877,  amonnt  available b5,383  35 

Amonnt  (estimated)  required  for  completion  of  existing;  project 1, 459, 136  40 

Auioaot  tbat  can  be  prodtably  expended  in  fiscal  year  ending  Jane  30, 1879.      500  000  00 
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examinations  with  a  view  to  establishing  a  harbor  of  refuge 

on  the  pacific  coast. 

report  of  the  board  of  engineers  for  the  pacific  coast. 

Office  Board  of  Engineers  for  the  Pacific  Coast, 

Han  Francisco^  Cal.^  February  14,  1877. 

General:  Id  coinpliaiice  with  the  instructions  of  the  Department  of 
May  9,  1870.  enclosing  a  resolation  of  the  House  of  Representatives  of 
April  29, 1876,  *^  asking  for  an  examination  of  the  hart)ors  of  Mendocino, 
Humboldt  Bay,  Trinidad,  and  Crescent  City,  in  the  State  of  California, 
with  a  view  of  establishing  a  breakwater  and  harbor  of  refuge,  with 
estimate  of  probable  cost,"  the  Board  of  Engineers  for  the  Pacific  coast 
lias  the  honor  to  submit  the  following 

REPORT. 

Tbe  Board  sailed  from  this  city  on  the  9th  of  Angust  last  in  the  Coast 
Survey  steamer  Hasaler,  and  carefully  examined  all  the  so  called  har- 
bors where  it  has  been  thought  a  harbor  of  refuge  might  be  constructed, 
between  here  and  the  mouth  of  the  Columbia  liiver^  viz:  Drake's  Bay^ 
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Mendocino  City,  Shelter  Cove,  Humboldt  Bay,  Trinidad  Harbor,  Cres- 
cent (^'ity,  Mack's  Arch,  Port  Orfonl,  and  Cape  Gregory. 

The  Board  extended  its  examinations  to  all  these  places  because  it 
was  by  no  nieans  clear  beforehand  that  either  of  the  four  places  men- 
tioned in  the  resolution  of  the  House  of  liepresentatives  furni8he<l  the 
best  location  for  a  breakwater  and  harbor  of  refuge.  It  is  well,  also,  in 
such  an  examination,  to  have  the  data  necessary  to  compare  the  advan- 
tages and  cost  of  all  the  possible  locations  for  such  a  harbor  of  refuge 
on  the  entire  noithern  coast  of  California  and  Oregon. 

The  distance  from  San  Francisco  to  Nee-ah  Bay,  at  the  entrance  of 
the  straits  of  Fuca,  is  about  700  nautical  miles.  While  there  are  many 
open  anchorages  scattered  along  the  coast,  between  these  two  places^ 
which  jifford  reasonably  good  protection  for  vessels  against  the  prevail- 
ing northwest  winds  and  seas  of  summer,  there  are  none,  for  this  entire 
distance,  that  a  vessel  can  enter  in  heavy  southerly  weather,  when  the 
wind  is  south,  southeast,  or  southwest,  as  it  frequently  is  in  the  winter 
season. 

It  is  true  that  vessels  can  generally  cross  the  bar  of  the  Columbia 
Kiver  and  seek  shelter  at  secure  anchorages  in  the  river,  but  this  is  not 
always  the  case. 

In  heavy  southerly  weather,  when  a  harbor  of  refuge  is  most  wanted, 
vessels  dare  not  approach  the  bar  of  this  river.  It  cannot,  therefore,  be 
considered  a  secure  harbor  of  refuge. 

A  good  harbor  of  refuge  ought,  of  course,  to  provide  secure  anchorage 
for  vessels  against  all  winds,  from  whatever  direction  ;  but  what  is  more 
particularly  needed  on  this  coast  is  protection  against  heavy  southerly 
storms. 

One  of  the  first  questions  which  arises  in  the  consideration  of  this 
subject  is  whether,  in  case  protection  for  vessels  is  to  be  sought  by  arti- 
ficial constructions,  we  should  build  one  large  breakwater  inclosing  a 
capacious  harbor,  or  several  smaller  ones,  distributed  along  the  coast, 
each  affording  protection  for  a  few  vessels  only. 

Our  examinations  and  studies  of  this  question  have  satisfie^l  us  that, 
if  any  breakwater  is  to  be  built  on  the  coast  now  under  consideration, 
it  should  be  large  enough  to  afford  all  the  protection  that  is  needed  for 
a  harbor  at  that  place  for  the  present  time  and  for  many  years  to  come. 

We  are  led  to  this  conclusion  principally  because  any  construction,  at 
any  place  on  the  coast  affording  secure  anchorage  for  even  a  few  ves- 
sels, will  necessarily  be  verj-  expensive,  and  before  undertaking  any 
second  work  we  should  profit  by  the  experience  to  be  acquired  by  the 
first. 

We  enclose  herewith  Coast  Snrvey  charts  of  Drake's  Bay,  Bodega 
Bay,  Mendocino  Bay,  Trinidad  Harbor,  Crescent  City,  Mack's  Arch, 
Port  Orford,  and  Cape  Gregory,  on  .which  we  have  marked  in  red  lines 
the  proper  ])ositiou,  in  our  judgment,  of  a  breakwater  for  each  bay  or 
harbor. 

We  did  not  extend  onr  examinations  north  of  the  Columbia  Kiver, 
because  a  harbor  of  refuge  is  firsc  wanted  south  of  that  river. 

We  also  inclose  a  section  of  a  breakwater,  such  as  we  would  propose, 
which  is  common  to  all  the  above-named  places,  varying  only  with  the 
depth  of  water. 

Stone  is  to  be  found  in  great  abundance,  and  very  convenient,  at  all 
of  these  places,  except  at  Cape  Gregory,  where  it  would  have  to  be  ob- 
tained some  miles  to  the  southward. 

The  rock  on  the  coast  is  metamorphic  sandstone,  and  would  generally 
be  broken  into  small  pieces  in  quarrying.    Nevertheless,  judging  from 
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the  solid  masses  of  stone  wbich  erosion  has  left  along  the  sea  shores  of 
this  coast,  we  think,  in  quarrying  so  large  a  mass  as  would  be  required 
for  the  construction  of  a  breakwater,  that  many  large  stones  of  a  com- 
pact nature  could  be  obtained  at  almost  any  quarry  that  might  be 
opened. 

We  propose  to  build  the  base  of  any  breakwater,  up  to  the  height  of 
15  feet  below  the  level  of  low- water,  of  small  stone,  that  is  to  say,  of 
such  stone  as  any  quarry  will  furnish;  and,  while  quarrying  out  this 
^reat  mass,  to  lay  away  all  large  stones  of  5,  10,  or  20  tons  for  the  con- 
struction of  that  portion  of  the  breakwater  from  15  feet  up  to  low-water. 

U|)0]i  this  foundation  wo  propose  to  build  a  masoiiry  vail,  faced  with 
i::rauite,  25  feet  wide  and  20  feet  high  including  the  foundation,  protect- 
ingr  the  seaward  side  by  blocks  of  artiticial  stone  (if  natural  stone  can- 
not be  obtained)  of  large  size,  (20  to  30  tons  each,)  and  thoroughly  pav- 
ing the  harbor  side  with  large  blocks  of  granite,  to  receive,  without  dis- 
placement, the  water  that  will  be  thrown  over  tlie  wall  in  great  storms. 

Tbere  is  also  enclosed  a  paper  in  which  approxiutate  estimates  of  costs 
of  breakwaters  at  the  several  harbois  above  mentioned,  ou  the  lines  as 
stated,  are  given. 

The  Board  proceeds  to  make  some  remarks  about  these  harbors. 

brake's  bat. 

This  bay  affords  fine  shelter  against  west  and  northwest  winds,  being 
sheltered  by  the  high  headland  of  Point  Keyes,  but  it  is  exposed  to 
south  and  southwest  storms. 

Here  it  may  be  remarked  that  throughout  the  seacoast  of  California 
and  Oregon,  when  the  wind  is  strong  from  the  south,  southeast,  or  south- 
i;\*est,  the  waves  always  approach  the  shore  from  the  southwest;  and  it 
is  natural  that  this  should  be  the  case;  for  if  we  suppose  waves  to  be 
{generated  by  a  southerly  wind,  having  their  crests  on  an  east  or  west 
line,  or  even  in  a  direction  at  right  angles  to  the  trend  of  the  shore,  the 
western  ends  of  these  waves  will  be  in  deeper  water  than  the  eastern 
ends,  and,  accsording  to  the  laws  of  wave-motion,  their  western  ends 
would  travel  faster,  and  thus  the  crests  of  such  waves  would  gradually 
be  brought  to  a  northwest  and  southeast  direction,  the  translation  of 
snob  wave-motion  being  from  southwest  toward  northeast. 

Any  bieakwater,  therefore,  at  any  of  the  harbors  now  under  con- 
sideration must  be  so  located  as  to  afford  protection  from  the  sea  in 
that  direction. 

Tbere  is  some  granite  at  Point  Keyes,  but,  as  far  as  examined,  it  is 
overlaid  with  great  masses  of  metamorphic  sandstone.  Stone  for  the 
substructure  of  a  breakwater  is  in  great  abundance  and  very  convenient. 

We  have  no  idea  that  a  breakwater  will  be  commenced  here  at  the 
present  time.  In  the  distant  future,  when  the  commerce  of  this  coast 
shall  be  greatly  developed,  it  may  be  thought  necessary  to  have  a  shel- 
tered anchorage  against  heavy  gales  from  the  southward,  near  to  the 
entrance  of  San  Francisco  Bay,  where  vessels  bound  to  this  city  could 
seek  protection  at  such  times  as  it  was  not  safe  to  cross. the  bar. 

BODEGA  BAT. 

A  breakwater  here,  as  indicated  on  the  chart,  would  protect  a  fine 
capacious  anchorage,  but  being  some  20  miles  farther  from  San  Fran- 
cisco, and  more  frequently  visited  by  fogs  than  Drake's  Bay,  we  are  of 
opinion  that,  if  a  harbor  of  refuge  is  ever  wanted  in  this  vicinity,  Drake's 
Bay  should  receive  the  preference. 
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MENDOCINO  BAT. 

This  ift  the  first  place  mentioned  in  the  resolution  of  the  House  of  Rep- 
resentatives upon  which  we  are  now  reporting.  It  is  only  a  contracted 
indentation  of  the  coast,  1  mile  wide  and  less  than  half  a  mile  in 
depth,  entirely  exposed  even  to  the  prevailing  northwest  winds  of  sum- 
mer. Nevertheless,  a  sheltered  harbor  of  refuge,  but  of  very  limited 
capacity,  could  be  made  here  by  building  a  breakwater  on  the  lines  indi- 
cated on  the  chart. 

Stone  for  the  foundation  of  such  breakwater  can  be  had  in  abundance 
on  the  adjacent  shores. 

HUMBOLDT  BAY. 

This  is  the  second  place  mentioned  in  the  resolution  of  the  House  of 
Representatives. 

This  bay  affords  fine  shelter  after  vessels  have  once  got  into  it,  but 
it  is  a  bar-harbor  the  bar  being  composed  of  shifting  sands,  with  heavy 
breakers  even  in  moderate  summer  weather. 

To  give  an  idea  of  the  great  height  of  the  waves  rolling  over  this  bar, 
we  will  state  that  when  the  Board  of  Engineers  for  the  Pacific  Coast  ar- 
rived off  the  bar,  in  the  Coast-Survey  steamer  Hassler,  the  weather  was 
very  moderate,  with  only  the  usual  summer  wind  from  the  northwest, 
yet,  although  there  was  20  feet  of  water  on  the  bar  at  the  time,  the  pilot 
refused  to  take  in  the  Hassler,  drawing  only  12  feet  of  water  at  the  time, 
stating  that  he  could  not  do  so  without  running  the  risk  of  the  vessel 
striking  the  bottom  and  her  possible  loss  in  the  breakers. 

The  shores  on  both  sides  of  the  entrance  are  low  and  sandy,  and  there 
is  no  stone  in  the  immediate  vicinity. 

The  only  way,  as  it  appears  to  the  Board,  in  which  a  safe  entrance 
could  be  obtained  into  this  harbor  would  be  by  the  construction  of  two 
parallel  jetties  of  very  heavy  stone,  about  500  yards  apart,  from  the 
north  and  south  spits  at  the  entrance. 

If  such  jetties  were  built,  the  very  large  area  of  the  inner  bay  would 
probably  afford  sufficient  tidal  prism  to  keep  open  a  deep  channel  over 
the  bar,  against  all  drift  from  the  action  of  sea-waves.  But  such  con- 
struction would  be  attended  with  immense  difficulties  and  enormous  ex- 
pense. It  is  a  question  even  with  the  members  of  this  Board  whether 
such  construction  would  be  physically  possible,  and  one,  too,  upon  which 
we  dare  not  express  an  opinion  without  a  searching  examination  of  all 
the  contingencies  upon  which  the  stability  or  instability  of  such  works 
would  hinge.  We  have  not,  therefore,  made  any  plan  or  estimate  of  cost 
for  a  breakwater  at  this  place,  deeming  it,  if  not  impossible  of  execution, 
highly  improbable  that  a  breakwater  or  jetties  will  be  attempted  here  at 
the  present  time. 

TBINIDAD  HARBOR. 

This  harbor  is  in  latitude  41^  03',  about  240  nautical  miles  north-north- 
west of  San  Francisco.  It  is  about  20  miles  south  of  the  middle  point 
of  the  coast  between  the  entrance  into  San  Francisco  Harbor  and  the 
mouth  of  the  Columbia  River.  Geographically  it  is,  therefore,  well 
situated  for  a  harbor  of  refuge  between  these  two  places. 

Trinidad  Head,  a  bold,  picturesque  headland,  protects  a  limited  anchor- 
age from  northwest  winds,  but  the  harbor  is  entirely  exposed  to  south- 
erly storms.  This  headland  rises  to  the  height  of  «380  feet  above  low- 
water.    It  is  of  metamorphic  sandstone,  covered,  above  the  height  of 
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80  to  100  feet  above  tbe  water,  with  a. few  feet  of  earth  which  supports  a 
thick  growth  of  scrub  bushes. 

The  rock  here  appears  to  be  of  better  quality  than  is  generally  found 
along  the  coast.  The  fact  that  it  is  such  a  bold,  projecting  headland, 
with  deep  water  around  its  southern  face,  shows  that  it  has  been  able 
to  resist  the  denudation  of  the  sea,  and  would  seeiu  to  bear  out  this  cou- 
clasion. 

The  chart  shows  the  lines  we  have  selected  for  the  breakwater.  Tf 
built  as  we  have  indicated,  they  would  protect  an  available  anchorage 
of  nearly  one  square  mile,  with  good  holding  ground. 

It'  a  harbor  of  refuge  is  made  here,  the  lighthouse  now  on  Trinidad 
Head  should  be  removed  to  Pilot  Kock. 

There  would  be  several  rocks  in  the  northern  part  of  a  harbor  here, 
bat  they  rise  high  above  water. 

TherearenosunkeudangersinapproachingTrinidad,  for  the  only  rocks 
to  be  found  lie  close  inshore,  just  oif  the  high  headland,  and  their  posi- 
tion is  well  marked  by  two  high  rocks,  one  of  which  rises  to  the  height  of 
80  feet,  the  other  to  the  height  of  100  feet,  above  the  water. 

The  Board  was  favorably  impressed  with  the  advantages  of  Trinidad 
for  a  harbor  of  refuge ;  and  as  it  is  called  upon  to  ^'  designate  the  point 
which  should,  in  its  judgment,  be  selected  for  such  harbor  between  San 
Prancisco  and  Puget's  Sound,"  the  Board,  with  the  information  now  be- 
fore it,  gives  the  preference  to  Trinidad  Harbor. 

ORESCENT  CITY. 

This  harbor  is  not  favorably  situated  for  a  breakwater,  because — 

1.  It  is  contracted. 

2.  On  account  of  the  many  dangers,  sunken  and  otherwise,  both  in 
approaching  the  coast  and  inside  the  anchorage. 

3.  Because  of  the  heavy  breakers,  in  southeast  and  southwest  winds, 
clear  across  tbe  entrance  to  the  harbor  from  Steamboat  Rock  to  Bound 
liock,  from  Hound  Bock  to  Mussel  Bock,  and  from  Mussel  Bock  to  the 
shore. 

The  entire  harbor  is  feather-white  with  breakers  in  a  gale  of  wind 
from  the  southward. 

Crescent  City  Harbor  is  usually  regarded  us  the  most  dangerous  road- 
stead on  this  coast.  It  has  acquired  importance  on  account  of  tbe  town 
of  Crescent  City  being  conveniently  located  as  the  depot  of  supplies  for 
Jacksonville,  in  Oregon,  and  the  interior  towns  and  mining-camps.  It 
also  has  considerable  trade  in  lumber. 

A  vessel  ofi*  this  coast,  and  wishing  to  make  a  harbor  of  refuge,  would 
never  venture  into  Crescent  City  Harbor  unless  the  master  knew  his 
position  accurately,  and  was  well  acquainted  with  the  coast  and  all  the 
sunken  dangers;  and  should  he  arrive  ofif  the  harbor,  he  could  not  enter 
it  with  safety  in  heavy  southerly  weather  on  account  of  the  breakers  at 
the  entrance. 

Nevertheless,  in  order  to  have  definite  ideas  as  to  the  location  and 
cost  of  a  breakwater  here,  we  have  included  it  among  the  roadsteads 
lor  which  we  have  given  plans  and  estimates  for  breakwaters. 

mack's  abch. 

The  recent  coast-snrveys  on  this  coast  have  developed  this  roadstead. 
It  i»  in  Oregon,  a  few  miles  north  of  latitude  42^,  which  is  the  north- 
ern boundary  of  California.    The  anchorage  is  somewhat  protected  from 


1054        REPORT  OP  THE  CHIEF  OP  ENGINEERS. 

westerly  and  sonth westerly  seas. by  a  1edfi:e  of  liigh  detacbed  rocks  ex- 
teodiii^  from  tbe  shore  toward  tbe  big  arched  rock,  which  gives  name 
to  the  location. 

A  breakwater  here  would  consist  in  connecting  these  separate  rocks, 
or  little  islets,  by  a  construction  such  as  we  have  proposed,  leaving  an 
entrance  on  both  sides  of  Mack's  Arch.  Several  of  these  detached  rocks 
are  so  high  that  their  tops  might  be  quarried  ofif  and  the  stone  made  to 
fall  into  position  for  the  foundation  of  the  breakwater. 

Stone  is  abundant  on  tbe  adjacent  shores.  It  is  of  the  usual  meta- 
roorphic  sandstone. 

The  harbor  here  would  be  small,  but  large  enough  for  all  present 
wants  and  those  of  the  near  future.  It  would  be  tolerably  secure,  and 
the  hoUling-ground  is  good. 

There  are  no  settlements  iu  the  immediate  vicinity. 

PORT  ORFORD. 

This  place  is  the  best  summer  roadstead  on  the  entire  coast  between 
Point  Reyes  and  the  Straits  of  Fuca.  When  vessels  anchor  close  in  to 
the  northern  shore  they  are  protected,  by  a  high  point  of  laud  and  some 
outl.ying  islets  to  the  south  of  it,  from  the  summer  waves  coming  from 
the  west  or  northwest.  The  harbor,  however,  is  entirely  exposed  to  the 
southerly  gales  of  winter,  when  the  great  rollers  approach  the  shore 
from  a  southwest  direction. 

This  port  is  well  located  for  a  harbor  of  refuge. 

Stone  for  the  foundation  of  a  breakwater  is  abundant  in  the  imme- 
diate vicinity. 

The  holding-ground  is  good,  and,  doubtless,  it  would  be  possible  to 
make  a  good  harbor  of  refuge  here  by  the  construction  of  a  breakwater, 
about  1  nnle  long,  on  the  line  we  have  indicated. 

Our  only  objection  to  it  is  the  great  depth  of  water  on  the  proper  lino 
of  breakwater,  and  consequent  enormous  cost. 

There  is  the  further  objection  to  making  a  breakwater  here  that  abont 
half-way  between  Port  Orford  and  Cape  Orford,  and  some  3  miles  off 
the  coast,  there  is  to  be  found  a  great  group  of  rocky  islets  and  sunken 
rocks,  calle<l  Orford  lieef,  which  render  the  approach  to  Port  Orford 
from  the  north  somewhat  dangerous. 

CAPE  GREGORY. 

This  is  the  only  place  on  the  coast,  between  San  PYancisco  Bay  and 
Nee-ah  Bay,  that  affords  proteciiou  for  vessels  iu  a  southerly  or  south- 
east gale. 

The  anchorage  is  protected  from  heavy  seas  from  the  southwest  by  a 
tongue  of  land  some  20  or  30  feet  wide  on  top  and  50  to  60  feet  high, 
extending  out  to,  and  a  short  distance  beyond,  the  light  house,  but  it  is 
entirely  exposed  to  the  north  and  northwest  seas.  From  there,  for  a 
quarter  of  a  mile  farther,  proteciiou  is  given  by  a  rocky  ledge  extend- 
ing out  to  sea  in  a  north- north  west  direction. 

This  tongue  of  land,  upon  which  the  light-house  is  situated,  is  an 
island  connected  with  the  main-land  by  a  wooden  bridgje.  The  tongue 
is  rock,  overlaid  with  earth,  which  supports  a  luxurious  growth  of 
grasses,  with  some  pine  trees. 

The  Coast  Survey  chart  of  this  bay  not  being  as  yet  completed,  we 
took  more  than  100  soundings  iu  and  around  the  bight  northeast  of 
Cape  Gregory. 
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A  few  characteristic  ones  are  Doted  on  the  chart  herewith,  all  reduced 
to  the  plane  of  low- water. 

Deep  water  is  found  close  inshore. 

Hock  is  not  abundant  here  in  the  Immediate  neighborhood,  but, 
(loabtless,  plenty  could  be  found  in  a  distance  of  a  few  miles  from  the 
lighthouse. 

The  character  of  the  formation  close  to  shore  appears  to  change  at 
the  entrance  to  Koos  Bay.  To  the  south  it  is  high  and  rocky ;  toward 
the  north  it  is  low  and  sandy. 

A  breakwater  half  a  mile  long,  as  indicated  on  the  chart,  from  the 
end  of  the  rocky  ledge,  and  at  right  angles  to  it,  would  furnish  a  safe 
harbor  about  half  a  mile  square. 

The  places  named  in  the  foregoing  review  are  the  only  open-sea  har- 
Iwrs  between  dan  Francif^co  and  the  Straits  of  Fuca,  so  far  as  we  are 
informed,  where  it  would  be  possible  to  make  a  harbor  of  refuge. 

Humboldt  Bay  and  Koos  Bay,  south  of  the  Columbia  liiver,  and  also 
Shoalwater  Bay  and  Grav's  Harbor,  north  of  that  river,  are  all  good 
landlocked  harbors;  their  entrances  being  obstructed  by  bars  of  sand, 
over  which  the  sea  breaks  almost  incessantly,  and  often  with  great  vio- 
leDce. 

We  think  the  only  way  a  safe  entrance  into  these  inclosed  harbors 
conld  be  obtained  would  be  by  the  construction  of  two  parallel  dikes, 
or  jetties  of  heavy  stone,  extending  from  deep  water  in  the  harbors  out 
to  deep  water  in  the  ocean. 

The  tidal  prism  in  all  of  these  inland  harbors  is  very  large,  and  if 
such  jetties  could  be  built  they  would  make  safer  harbors  of  refuge 
than  wouhl  be  attainable  in  an  open  roadstead. 

Doubtless  such  jetties  conld  be  built  but  without  any  experience  in 
sach  constructions,  either  in  this  or  foreign  countries,  the  Board  has  re- 
frained from  making  any  plans  or  estimates  for  the  four  laud  locked 
harbors  above  named. 

NECESSITY  OP  A  HABBOB  OP  REFUaE  BETWEEN  SAN  FRANCISCO  AND 

PUGET  SOUND. 

We  have  deferred  the  consideration  of  this  subject  to  the  close  of 
this  report,  because  to  judge  of  the  necessity  of  a  harbor  of  refuge  we 
ought  to  know,  approximately  at  least,  the  cost  of  such  harbor  and  the 
value  of  the  shipping  which  would  seek  protection  in  it. 

If  the  cost  of  such  a  harbor  is  out  of  all  proportion  to  the  value  of 
the  property  seeking  its  protection,  or,  strictly  speaking,  it  the  annual 
interest  on  the  cost  and  maintenance  of  such  a  harbor  is  greater  than 
the  value  of  the  vessels  and  cargoes  that  might  be  lost  or  damaged  for 
tbe  want  of  it,  political  economy  would  say  that  it  ought  not  to  be 
hnilt. 

We  are  aware  that  other  considerations  ought  to  enter  as  factors  in 
the  decision  of  this  subject,  such  iis  the  value  of  the  lives  that  may  be 
lo8t  for  the  want  of  a  harbor,  and  the  constant  apprehensiou  of  danger 
on  such  a  long  line  of  exposed  coast,  and  consequent  enhanced  insur- 
ance. 

Again,  the  commerce  of  this  coast  is  increasing  rapidly,  and  although 
the  time  may  not  yet  have  arrived  when  the  Goverumeut  would  be  jus- 
tified iu  constructing  an  expensive  harbor,  yet,  if  this  commerce  goes 
on  increasing  as  rapidly  in  the  future  as  it  has  in  the  past,  that  time 
will  arrive  at  no  distant  day. 

Here,  again,  it  is  difficult  to  draw  a  line  of  demarkation  between  the 
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present  and  the  future;  for  tlie  constructiou  of  any  of  the  breakwaters 
we  have  named  will  necess^iriij  occupy  many  years.  If  we  fix  upon 
any  future  time  when  a  harbor  of  refuge  will  lie  demanded  in  the  in- 
terests of  commerce,  then  the  construction  of  that  harbor  should  be 
commenced  many  years  before  that  time. 

To  illustrate  these  ideas  practically  we  will  refer  again  to  Trinidad 
Harbor,  which  is  the  one  to  which  we  give  preference. 

We  will  suppose  that  it  is  decided  to  build  a  harbor  of  refuge  at  thi« 
place,  and  in  the  first  instance  to  construct  only  the  portion  represented 
by  the  lines  a,  b,  b,  b^ ;  the  two  distances  being  2,200  feet. 

Now,  in  this  i>ortion  of  the  work  there  is,  as  we  have  planned  it, 
702,000  cubic  yards  of  stone,  or  disregarding  the  void  spaces  betwe<^n 
the  stone,  which  would  be  about  a  proper  allowance  for  the  stone  tiiat 
might  be  washed  away  by  storms  during  the  construction,  and  allow- 
ing  2  tons  to  the  cubic  yard,  we  have  1,524,000  tons  of  stone. 

If  we  suppose  the  sea  to  be  sufficiently  smooth  to  permit  work  to  be 
pros»M*uted,  on  an  average,  for  200  days  in  the  year,  and  that  we  can 
quarry,  transport,  and  put  in  place  1,000  tons  of  stone  for  each  of  these 
2(M)  <)>i\s,  the  construction  of  this  portion  of  the  breakwater  would  oc- 
cupy 7.6  years. 

We  are  aware  that  the  portion  of  the  breakwater  we  are  now  consid- 
ing,  having  one  end  connected  with  Trinidad  Head  at  a  central  jxisitiou, 
with  quarries  to  the  right  and  left,  and  one-half  mile  long  it  necessary, 
affords  great  facilities  for  rapid  construction. 

If  sufficient  funds  were  appropriated,  so  that  work  would  not  have  to 
be  suspended  for  want  of  money,  it  is  jirobable,  with  the  aid  of  proper 
appliances,  such  as  steam-cars,  steam-drills,  steam-derricks,  and  an  ele- 
vated superstructure  along  the  line  of  the  breakwater,  it  might  be  po^s- 
sible  to  quarry  and  put  in  place  as  much  as  5,000  tons  of  stone  per  ilvLy, 
in  the  substructure  and  heart  of  the  work,  up  as  high  as  the  level  of 
15  feet. 

At  this  rate,  this  portion  of  the  construction  would  only  occupy  218 
working  days,  after  the  quarries  were  once  opened  and  all  the  auxiliary 
arrangements  completed. 

Although  this  substructure  contains  the  greatest  mass  of  stone  in  the 
work,  its  construction  would  not  necessarily  occupy  the  greatest  time. 
The  heavy  stone  above,  between  15  feet  and  low- water,  could  not  be 
handled  so  rapidly.  Nor  could  the  protecting  mass  of  outside  stone,  or 
the  paving  on  the  harbor  side. 

But  it  is  the  construction  of  the  wall  of  cut-stone  masonry  which  wonbl 
occupy  the  most  time.  Its  foundation  would  be  tide-work,  requiring  a 
combiuation  of  favorable  circumstances  to  enable  it  to  be  placed — such 
as  low  tide  and  a  smooth  sea.  In  fact,  the  construction  of  the  entire 
wall  would,  to  a  more  or  less  extent,  require  these  favorable  conditions. 
For  these  reasons  we  think  that  1,000  tons  is  a  fair  estimate  of  the 
quantity  of  stone  that  could  be  placed  in  position,  for  each  working  day, 
as  applied  to  the  entire  mass  of  stone  in  the  breakwater. 

To  construct  the  entire  breakwater  on  the  lines  a,  6,  b  b^j  c,  dj  and  <f,  e, 
at  the  rate  we  have  supposed,  would  occupy  17.9  years. 

If,  therefore,  we  can  fix  upon  any  time  in  the  future  when  the  wants 
of  commerce  will  require  a  breakwater  here,  or,  in  fact,  at  any  other 
point  on  the  coast  now  under  consideration,  it  is  manifest  from  the  great 
magnitude  of  the  work,  as  well  as  the  uncertainty  of  the  appropriations, 
that  such  a  construction  should  be  commenced  some  twenty  years  before 
\  hat  time.  « 

To  enable  us  to  arrive  at  some  conclusion  in  regard  to  this  period,  we 
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have  compiled  from  the  records  of  tbe  castomhoase  in  San  Fiancisco, 
the  foUowinc^  statement  showing  the  import  and  export  trade  of  mer- 
cbaudise,  by  sea,  from  thi8  city,  and  the  tonnage  and  number  of  vessels 
arriving  and  departing  for  several  years: 


1874. 

1875. 

lfe76. 

Vftlae  of  Imports. ...^.... 

$31. 539, 708 
28.495.348 

$35, 708, 799 
3U,  554, 081 

t37. 559. 018 

Vftlue of  oxvorts 

31. 314. 782 

Total 

59,954.956 

66,969,863 

68. 8TO,  900 

1876. 

« 

Namber. 

Todd  age. 

V^Mfiels  ftrriTed  f roni  foreign  DortB 

631 
659 

723  379 

Veaof^la  cleared  for  fotelffn  ports 

7fin  ?7« 

Total 

l.i290         1.4S4  149 

1 

1674. 



m4 

1875. 

1876. 

4,t 

4,350 
1, 584,  19:t 

4,63ft 

TivniiAirf^ • 

1.548.  Ml 

1, 793, 091 

Assaming  that  the  number  and  tonnage  of  vessels  departing  is  the 
same  as  that  for  arriving,  we  would  have  a  grand  total  for  the  vear 
1876,  of— 

Knmber  of  vesseUi  arrived  and  departed • 9,270 

Tonoage  of  vessels  arrived  and  departed « 3,586, 1^ 

Much  of  this  commerce  would  not  receive  any  benefit  from  a  harbor 
of  refuge  located  at  any  point  between  San  Francisco  and  the  Columbia 
Kiver. 

All  outward-bound  vessels  from  San  Francisco  to  more  southern  ports, 
or  around  Cape  Horn,  do  not  require  a  harbor  of  refuge  north  of  this 
city  ;  but  on  their  return-trips  the  case  is  somewhat  different,  for  sail- 
ing-vessels bound  to  San  Francisco  from  any  southern  port  usually 
>$tand  well  off-shore,  and  hold  their  course  to  the  northward  until  they 
have  passed  the  latitude  of  San  Francisco.  The  prevailing  northwest 
winds  then  enable  them  to  approach  the  coast  in  the  vicinity  of  Point 
Iteyes,  or  at  least  north  of  this  city,  and  have  a  fair  wind  for  entering 
tbe  harbor. 

It  is,  however,  the  commerce  passing  along  or  near  the  northern 
coast  of  California  and  the  coast  of  Oregon  which  is  more  directly  inter- 
ested in  a  harbor  of  reluge  on  the  portion  of  the  coast  we  are  now  consid- 
ering. We  have  been  unable  to  ascertain  the  amount  of  this  commerce 
or  the  number  of  vessels  engaged  in  it. 

Both  Trinidad  Barbor  and  Port  Orford  are  well  situated,  geograph- 
ically, for  a  harbor  of  refuge  for  all  vessels  bound  from  San  Francisco, 
or  any  southern  port,  to  all  northern  Pacific  coast  ports  of  the  United 
States  or  British  Columbia,  and  Trinidad  Harbor  is  only  130  nautical 
67  B 
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miles  from  the  arc  of  a  great  circle  between  San  Francisco  and  Yoko- 
hama or  Hong-Kong. 

Sailing-vessels  to  or  from  San  Francisco  for  Japan  or  China  nsnally 
take  the  northern  passage,  or  the  arc  of  a  great  circle  between  their 
lK)ints  of  departiye  and  destination.    The  steamers,  however,  take  a 
more  southerly  route. 
Respectfully  submitted.  ' 

G.  H.  Mendell, 

Major  of  Engineers. 
R.  S.  Williamson, 
Lt  C0I.J  U.  8.  Engineers. 
B.  S.  Alexander, 
Lt  Coh  of  Engineers^  PresL  Board  of  Engineers^  Pttcific  CoasU 

I  concur  in  general  with  the  views  expressed  in  above  report,  but  dififer 
from  the  majority  in  regard  to  cross-sectiou  and  plan  submitted. 

0.  Seaforth  Stewart, 

Lt  Col.  of  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  TJ.  8.  A. 


ESTIMATES  OF  COST  (GOLD  COIN)  OF  BREAKWATERS  AS  PROPOSED  FOR  VARIOUS  HAR- 
BORS OF  REFUGE  ON  THE  PACIFIC  COAST  BETWEEN  SAN  FRANCISCO  AND  THE 
COLUMBIA  RIVER. 

DrakifB  Bay, 

For  one  mile  long — $6,168,909 

Add  10  per  cent,  for  coDtingences 616,891 

Total 6,785,800 

Bodega  Bay, 

For  section  a  ft $580,000 

For  sectioned 448,000 

For  section  ef *. l,i:W,000 

For  section/^ 3,866,000 

6, 013, 000 
Add  10  per  cent,  for  con t influences 60l,3<.'0 

Total 6,614,300 

Mendicino  Bay, 

For  section  ah $1,231,250 

For  section  cd 1,909.750 

3, 141, 000 
Add  10  per  cent,  for  contingencies 314, 100 

Total 3,455,100 

Trinidad  Harbor, 

For  section  ah $2,788,500 

For  section  6  ft' 388,000 

For  section  od 2,009,000 

Fjr  section  e/. 1,909,500 

6, 9ft'),  000 
Aid  10  percent,  for  contingencies 699,500 

Total 7,694,500 
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Crescent  City. 

For  section  a  6 $1,771,700 

For  section  c  d 3,703,700 

5, 475, 400 

Add  10  per  cent,  for  contingencies 547,540 

Total .• ; 6,022,940 

Macl^B  Arch. 

For  section  a  ft $597,400 

For  section  cd 704,950 

For  section  ef 557,700 

For  section  ^'^ 1,174,200 

For  section!  A; 2,192.000 

5, 226, 250 

Add  10  per  cent,  for  contingencies 522,625 

ToUl 5,748,875 

Port  Orfard. 

For  section  a  ft * $4,538,720 

For  section  ft  c 4,524,260 

For  section  de 4«9, 150 

9, 552, 130 

Add  10  per  cent,  for  contingencies 955,213 

Total 10,507,343 

Cape  Gregory, 

For  one-half  mile $3,372,880 

Add  10  per  cent,  for  contingencies 337,2^8 

Total 3,710,168 
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IMPROVEMENT  AND  CARE  OF  THE  PUBLIC  BUILDINGS  AND 
GROUNDS  IN  THE  DISTRICT  OP  COLUMBIA,  AND  THE 
WASHINGTON  AQUEDUCT.— REPORTS  FOR  THE  FISCAL 
YEAR  ENDING  JUNE  30,  1877. 

•KK  I. 

REPORT  OP  COLONEL  O.  E.  BABCOCK,  CORPS  OP  ENGINEERS, 
FOR  PART  OF  THE  FISCAL  YEAR  ENDING  JUNE  30,  3877. 

Genebajl  :  I  have  the  honor  to  submit  the  following  report  o£  the 
operations  on  the  works  under  my  charge  from  July  1, 1876,  to  March 
3,  1877,  at  which  time  I  was  relieved  from  the  duties  of  the  office. 
(Special  Orders  No.  44,  Headquarters  of  the  Army,  A.  G.  O.,  Washing- 
ton, D.  0.,  February  27, 1877.) 

As  no  appropriation  bills  for  the  service  of  this  office  were  passed 
until  August  14,  but  little  work  was  done  from  the  commencement  of 
the  fiscal  year  until  after  that  date.  The  work  done  consisted  in  water- 
iDg  and  mulching  a  large  number  of  trees — evergreens  and  others — 
which  were  planted  in  the  spring,  and  were  sufifering  on  account  of  the 
unusaally  hot  and  dry  weather  of  July.  The  young  trees  in  the  nursery 
were  also  cared  for  at  the  same  time  and  in  the  same  manner.  The  em- 
ployment of  the  force  to  do  this  work  was  under  the  acts  of  Congress 
making  appropriations  for  the  temporary  expenses  of  the  Government, 
approved  June  30, 1876. 

I  regret  to  state  that  during  this  heated  spell  one  of  the  laborers  ou 
the  regular  force  (an  old  soldier)  died  from  the  effects  of  a  suu-stroke. 
Having  left  no  means  from  which  the  necessary  funeral  expenses  could 
be  paid,  the  expenses  were  paid  by  the  employi^s  of  the  office. 

The  watchmen  in  Lincoln,  Judiciary,  and  Rawlins  Squares,  Washing- 
ton Circle,  and  Pacific  Place,  and  two  in  the  Smithsonian  grounds  were 
discharged  August  14, 1876,  Congress  having  made  no  appropriation 
for  their  payment  after  that  date. 

M'PHEBSON  (FOBMEBLT  SCOTT)  SQUARE. 

After  the  completion  of  the  pedestal  for  the  equestrian  statue  of  Gen. 
James  B.  McPherson,  and  tbe  placing  of  the  statue  ou  the  same,  the 
sqaare  was  cleaned  and  put  in  proper  condition.  Daring  the  improve- 
ment of  this  square  it  became  necessary  to  remove  a  number  of  trees 
and  shrubs.  Those  of  value  were  transplanted  to  the  nursery  for  future 
use. 

Four  large  bronzed  vases  were  purchased  and  placed  in  position 
around  the  statue.  To  protect  them  from  action  of  frost  they  were 
placed  on  brick  foundations. 

The  work  of  erecting  the  pedestal  and  of  placing  the  statue  thereon 
^as  performed  without  accident  of  any  kind.  These  improvements  add 
mach  to  the  beauty  of  the  square. 
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This  statue  was  unveiled  on  October  18, 1876,  with  appropriate  cere- 
monies, in  which  the  President  and  Cabinet,  members  of  the  Supreme 
Bench,  officers  of  the  Army  and  Navy,  and  citizens  of  Washington  in 
general  participated.  At  the  request  of  intimate  friends,  approved  by 
tbe  mother  of  General  McPhersou,  an  attempt  was  made  to  bring  his 
remains  to  Washington  and  place  them  within  the  foundation  of  the 
pedestal.  When  partially  disinterred,  an  injunction  was  issued  by  the 
State  court  of  Ohio,  at  the  solicitation  of  the  representatives  of  the 
Clyde  (Ohio)  MonumiBntal  Society,  and  all  further  attempts  to  remove 
them  were  abandoned. 

LINCOLN  SQUARE. 

At  the  request  of  Mr.  J.  E.  Yeatman,  of  Saint  Louis,  the  president  of 
the  Western  Sanitary  Commission,  having  charge  of  the  funds  sub- 
scribed by  the  colored  people  of  the  C[nited  States  for  procuring  and 
presenting  to  the  Government  the  Lincoln  Group,  this  office  designed, 
procured,  and  placed  in  position  the  two  bronze  inscription-plates  now 
on  the  pedestal.  The  entire  cost  of  procuring  and  placing  these  plates 
in  position  was  defrayed  by  said  commission. 

These  plates  are  ornamental,  and  give  a  brief  history  of  the  manner 
in  which  the  '^ Group"  was  obtained  and  presented  to  the  Government. 

The  trees,  walks,  &c.,  in  the  square  were  properly  cared  for  during  the 
season,  and  all  are  in  good  condition.  The  grass  was  cut  several  times 
during  the  year  without  cost  to  the  office,  the  parties  cutting  the  same, 
under  charge  of  the  watchman,  taking  the  grass  for  their  pay. 

GROUNDS  SOUTH  OF  THE  EXECUTIVE  MANSION. 

A  large  quantity  of  earth  was  deposited  in  these  grounds  during  the 
year,  and  was  used  in  grading  them,  the  necessary  force  being  employed 
for  that  purpose. 

The  greater  portion  of  the  earth  received  was  from  Pennsylvania  ave- 
nue, removed  in  grading  for  the  new  pavement  authorized  by  Congress. 
Nothing  was  paid  the  contractors  for  this  earth,  and  but  little  was  paid 
for  earth  deposited  by  others,  owing  to  the  limited  appropriations  made 
for  these  grounds.  As  the  filling  of  the  grounds  progressed,  it  became 
necessary,  in  the  lower  portions,  to  provide  for  carrying  off  the  water 
that  collected  there  after  rains,  and  which  would  soon  form  pools  of  stag- 
nant water  injurious  to  the  public  health.  This  was  done  from  time  to 
time  by  constructing  wooden  drains  and  connecting  them  with  the  sew- 
ers along  B  street  north.  While  not  of  a  permanent  character,  tbey 
answer  the  purpose  admirably.  The  improvement  contemplates  tile- 
draining  these  grounds,  when  the  temporary  drains  will  no  longer  be 
required. 

A  large  quantity  of  the  sweepings  from  the  streets  of  the  city  was 
dumped  in  these  grounds  and  placed  in  piles,  and  being  of  more  value 
than  the  earth  ordinarily  deposited,  is  reserved  for  soiling  when  the  final 
grade  is  completed.  As  good  soil  for  final  grade  is  difficult  and  quite 
expensive  to  procure,  these  sweepings  will  be  of  much  value  in  prepar- 
ing the  grounds  for  seeding  and  planting.  No  payment  was  made  for 
these  sweepings. 

The  roadways  were  repaired  from  time  to  time  as  was  necessary;  the 
gutters  were  kept  free  from  weeds  and  in  good  repair,  and  the  walks  were 
occasionally  swept  and  cleaned. 

The  small  space  which  incloses  the  building  south  of  the  Treasary 
Department  was  graded,  soiled,  and  sown  with  blue-grass  seed,  an  im- 
provement much  needed. 
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MONUMENT  GEOUNDS, 

A  portion  of  these  groands  north  of  the  monnment  was  graded,  soiled, 
and  sown  with  rye  and  blue-grass  seed,  completing  the  grading  of  these 
gronnds,  with  the  exception  of  a  small  portion  occupied  by  the  buildings 
of  the  Washington  Monument  Association — one  occupied  by  monument* 
keeper,  the  other  containing  memorial  stones  for  the  monument.  To 
protect  the  slopes  of  the  ground  thus  graded  and  to  carry  the  water  from 
them  to  the  lake  without  injury  to  its  banks,  two  lodges  were  constructed 
at  the  bottom  of  the  slopes  and  125  feet  of  sewer-pipe  were  laid  to  con- 
dact  the  water  to  the  bottom  of  the  lake. 

The  island  in  the  western  lake  w^as  covered  with  good  soil,  sown  with 
rye  and  blue-grass  seed,  and  a  number  of  trees,  shrubs,  and  flowers  were 
planted.  Its  banks  were  outlined,  graded,  soiled,  and  sodded  to  the 
water-line;  below  that  to  the  bottom  of  the  lake,  a  depth  of  4  feet,  the 
banks  were  protected  from  the  action  of  the  water  by  paving  with  cob- 
ble stones,  thus  giving  the  banks  a  permanent  and  ornamental  finish. 
The  west  side  of  the  roadway,  between  the  lakes,  was  in  like  manner 
graded,  sodded,  and  paved,  thus  giving  the  banks  of  the  lakes,  roads, 
and  the  island  a  uniform  appearance.  The  forming  of  these  lakes,  the 
roadway  between  them,  and  the  extension  of  Virginia  avenue,  amount- 
ing in  all  to  about  fifteen  acres,  has,  without  doubt,  been  very  beneficial 
to  the  general  health  of  the  vicinity.  Sheets  of  pure  water,  green  lawn?, 
and  roadway  now  occupy  the  space  formerly  a  marsh  overgrown  with 
vegetable  matter  left  to  decompose  and  decay,  necessarily  producing 
much  malaria.  During  the  long,  cold- period  of  the  winter  these  lakes 
afforded  fine  skating,  a  favorite  resort  for  ladies  and  gentlemen  as  well 
ag  children.  Every  facility  was  afforded  to  keep  the  ice  in  good  condi- 
tion for  skating. 

The  necessary  repairs  to  the  gravel  roadways  in  these  grounds  were 
made  from  time  to  time,  removing  such  large  stones  as  worked  to  the 
BQrface. 

GEEENHOUSES  AND  NUESEEY. 

The  necessary  repairs  preparatory  to  winter  were  made  on  the  green- 
hoases  in  the  nursery.  The  plants  passed  through  the  unusually  cold 
winter  in  good  condition.  The  appropriation  being  small,  a  less  force 
than  usual  was  employed  in  the  greenhouses  caring  for  the  plants  and 
propagating  new  ones  for  bedding  out  in  the  public  grounds  and  for  the 
usual  spring  distribution  to  members  of  Congress  and  others. 

The  thousands  of  small  trees  in  the  nursery  have  been  carefully  cul- 
tivated, and  have  made  a  fine  growth,  and  promise  to  be  valuable  for 
intare  planting.  A  quantity  of  choice  tree-seed  was  gathered,  properly 
cared,  and  packed  for  planting  at  the  proper  time.  For  the  protection 
of  the  foundations  of  the  greenhouses  from  the  efiect  of  surface-water  a 
cobble-stone  gutter  was  constructed  around  them  and  connected  with  the 
uoderground  drains. 

LAPAYETTE  SQUAEE. 

The  walks  in  this  square  were  kept  free  from  weeds  and  were  repaired 
when  required.  The  grass'  was  cut  frequently  and  the  trees  were 
trimmed  at  the  proper  season. 

The  gun-carriages  supporting  the  captured  cannon  that  surround  the 
statue  of  Jackson  having  become  decayed,  were,  at  the  request  of  this 
office,  kindly  removed  and  new  ones  substituted  by  the  Chief  of  Oid< 
nance  of  the  United  States  Army, 
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VARIOUS  RESERVATIONS. 

The  roadways  in  the  Smithsonian  grounds.  Armory  Square,  and  the 
reservations  between  Third  and  Sixth  streets  and  Maryland  and  Maine 
avenues,  were  kept  in  good  repair.  Most  of  them  received  a  coating  of 
screened  gravel,  1,334  cubic  yards  of  gravel  being  used  for  the  purpose. 
The  trees  and  shrubs  in  these  grounds,  as  well  as  those  in  Lafayette, 
Franklin,  Rawlins,  Farragut,  and  McPherson  Squares,  the  Thirteenth- 
street,  Washington,  and  Fourteenth-street  circles,  and  the  varioas 
inclosed  triangular  reservations  throughout  the  city,  were  pro|>erly 
cared  for.  The  grass  was  mowed  in  them  from  time  to  time,  as  was 
necessary.  The  grass  that  was  cut  in  the  Smithsonian  and  Armory 
Square  grounds  was  cured,  stacked  in  the  nursery  grounds,  and  Qse<l 
in  feeding  the  public  animals.  The  appropriation  for  various  other 
reservations  being  very  small,  but  little  besides  ordinary  care  could  be 
undertaken. 

In  Armory  Square  the  banks  south  of  the  roadway  that  enters  there 
from  Sixth  street  were  graded,  soiled,  and  sodded,  and  a  cobble-stone 
gutter  laid  on  each  side  of  the  roadway.  This  work  adds  much  to  the 
appearance  of  these  grounds.  It  was  the  intention  of  the  office  to  im- 
prove eastern  side  of  Sixth  street  in  a  similar  manner  as  soon  as 
means  were  available. 

TRIANGULAR    RESERVATION,  PENNSYLVANIA    AVENUE    AND    SEVENTH 

STREET. 

At  the  request  of  the  property-owners  in  this  vicinity  and  the  gentle- 
men doing  business  on  D  street,  opposite  to  this  reservation,  I  removed 
the  old  iron  fence  that  surrounded  it  and  replaced  it  with  the  iron  post 
and  chain.  The  improvement  was  made  from  the  appropriation  for 
repairing  iron  fences,  and  at  a  cost  of  only  $250. 

TREES,  ETC. 

The  landscape-gardener  was  sent  in  the  fall  to  various  nurseries  in 
the  North  and  made  purchases  of  such  trees,  shrubs,  and  plants  as  were 
desired  for  planting  in  the  various  reservations  and  the  appropriation 
-would  warrant.  The  stock  purchased  was  received  in  good  condition, 
temporarily  placed  in  the  nursery,  and  during  the  fall  was  planted  in 
the  various  reservations  in  numbers  as  follows: 

Monnment  grounds 18C 

Judiciary  Square 93 

Farragnt  Square 24 

Rawlius  Square 40 

Mount  VernoD  Place 53 

Reservation,  Ne\i  York  avenue,  between  Tenth  and  Twelfth  streets 28 

Reservation,  Massachusetts  avenue,  between  Tenth  and  Twelfth  streets 109 

Reservation ,  Massachusetts  aven  ue  and  Sixth  street 10 

Smithsonian  f^ronnds 40^:^ 

Grounds  south  of  Esecutive  Mansion 37 

McPherson  (Soott)  Square 19 

Thirteenth-street  circle 113 

Reservation,  New  York  avenue  and  Thirteenth  street 9 

Reservation,  Pennsylvania  avenue  and  Eighteenth  and  Twenty-first  streets  ....  60 

Reservatiou,  Third  street  and  Missouri  avenue 257 

Armory  Square 662 

Reservation  on  Capitol  Hill 2% 

Reservation,  Missouri  avenue  and  Sixth  street 113 

Franklin  Square 5 

Totel 2,452 
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The  greater  portion  of  the  trees  planted  were  malched,  and  many  of 
them  were  firmly  secured  to  the  ground  with  wires  and  stakes  to  pre- 
vent injury  by  the  wind. 

SNOW  AND  ICE. 

The  snow  and  ice  were  promptly  removed  from  the  walks  in  front  of 
the  reservations  under  charge  of  this  office. 

SEATS. 

The  seats  in  the  public  grounds  where  broken  were  repaired,  and 
those  torn  from  their  fastenings  were  refastened. 

VASES. 

The  vases  Intended  for  plants  were  filled  in  the  spring  with  ornamental 
plants  and  flowers,  which  were  properly  cared  for  until  cold  weather  re- 
qoired  their  removal  to  the  greenhouse,  when  they  were  replaced  by 
hardy  evergreens  for  winter  decoration.  There  being  nineteen  of  these 
vases,  a  large  number  of  plants  were  required  to  fill  them  and  consider- 
able attention  to  keep  them  in  proper  condition. 

FOUNTAINS. 

The  various  fountains  and  bowls  received  such  repairs  during  the  year 
as  were  necessary  to  keep  them  in  perfect  order.  In  the  fall  the  water 
was  turned  off',  the  bowls  were  tilled  with  leaves  swept  from  the  lawns, 
and  the  copings  were  thatched  with  evergreens  to  protect  them  from 
injury  by  frost.  . 

MANURE. 

Manure  from  the  public  stable  and  various  private  stables  was  col- 
lected and  piled  in  Monument  grounds  for  future  use,  at  the  expense  of 
collecting  only. 

PAINTING  FENCES. 

The  iron  fences  that  inclose  Lafayette  and  Franklin  Squares,  the  Ex- 
ecutive Mansion  grounds,  and  the  Fourteenth-street  circle,  together  with 
lamps,  lampposts,  and  drinkiug-fountaius  connected  therewith,  received 
two  coats  of  paint. 

LODGES. 

Tbe  various  lodges  and  urinals  in  the  parks  received  such  repairs  as 
were  required. 

TE  LEGE  APH-LINE. 

Tbe  Department  telegraph-line,  connecting  the  Capitol  with  the  De- 
partoients,  was  kept  in  good  working  order,  but  few  and  quite  tixmpo- 
rary  interruptions  occurring  to  same. 

ANIMALS. 

Tbe  Engineer  Department  having  instructed  me  that  no  appropriation 
for  the  year  could  be  used  in  feecling  the  animals,  (deer,  eagles,  owls, 
prairie-dogs,  and  sparrows,)  1  gave  the  buck  to  the  gate-keeper  at  the 
receiving-reservoir,  Washington  Aqueduct,  and  fed  the  others  with  food 
from  the  reservations  and  from  my  personal  means. 

EXECUTIVE  MANSION. 

All  repairs  required  were  made  from  time  to  time,  and  such  refurnishing 
tlone  as  the  President's  family  required  and  the  appropriation  afforded. 
The  house  and  its  contents  were  kept  in  excellent  condition. 

During  the  Centennial  Exposition  the  number  of  visitors  to  the  Man- 
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sion  was  very  great,  averaging  Dearly  2,000  daily.  The  nnmber  was  so 
great  that  it  was  found  necessary  for  their  preservation  to  take  up  the 
carpets  on  the  first  floor.    They  were  replaced  later  in  the  season. 

The  greenhouses  connected  with  the  Executive  Mansion  received  dnr« 
iug  the  autumn  such  repairs  as  were  necessary  for  the  proper  protection 
of  the  valuable  stock  of  plants  during  the  winter. 

The  grounds  in  front  of  the  Mansion  surrounding  the  fountains  were 
planted  with  tropical  and  semi-tropical  plants  from  the  greenhouses, 
ornamental  beddiug,  and  flowering  plants,  producing  a  very  pleasing 
eifect  when  viewed  from  the  Mansion  or  from  the  avenue.  All  of  the 
valuable  plants  thus  used  made  a  good  growth,  and  were  removed  to  the 
greenhouse  in  time  to  prevent  damage  by  frost. 

WATER-PIPES. 

The  line  of  pipe  conducting  water  from  Smith's  spring  to  the  Capitol 
was  repaired  where  necessary,  and  the  flow  to  the  Capitol  was  nninter* 
rupted.  A  water-gauge  was  attached  to  this  pipe  near  the  Baltimore 
and  Ohio  Railroad  depot,  for  the  purpose  of  locating  any  leak  that  may 
occur,  and  to  save  the  expense  and  delay  in  si^arching  for  same. 

The  house  and  fence  inclosing  the  spring  were  repaired  and  white- 
washed. 

The  pipes  in  the  Smithsonian  grounds  were  extended  2,200  feet,  and 
two  drinkiug-fountains,  and  globe-valves  for  irrigating  pur|)oses,  were 
placed  in  position  and  the  water  turned  on. 

The  pipes  in  other  reservations  were  kept  in  good  repair. 

BBIDaKS. 

Chain  Bridge  was  inspected  and  found  to  be  in  good  order.  No  inter 
ruption  of  travel  over  it  occurred  during  the  year.  The  watchman  in 
charge  of  this  bridge  sufiers  more  or  less  every  year  from  malarial  fever, 
caused  to  a  great  extent,  in  my  judgment,  by  the  improper  condition  of 
the  lodge  furnished  him.  A  properly-constructed  house  should  be  pro- 
vided. The  Navy- Yard  and  Benniug's  Bridges  received  all  necessary 
repairs,  so  that  travel  was  uninterrupted  during  the  year. 

Finafwial  statetnefit 

The  appropriations  made  for  this  office  for  the  fiscal  year  ending  June  30,  liSn,  and 
the  amount  expended  by  the  office  to  the  date  of  transfer,  March  3,  1877,  are  as  fol- 
lows: 


Title  of  appropriation. 


Repairs,  fael.  Sec, Execative  Manaion,  1877  ..• • 

ImprovemeDt  and  care  of  public  groands.  1877 

Salaries  of  employ  6h,  pablic  balldlD§:8  and  groonda,  aoder 
Chief  Engineer,  1877 

Hepaira  of  water-pipes  and  fire-plugs,  1877 

Contingent  expensea,  Pnblio  Baudinga  and  Groands,  under 
Chief  Engineer,  1877 

Repairs  of  Navy- Yard  and  Upper  Bridges,  1877 

Lighting.  &c.,  Executive  Mansion,  1877 

Telegraph  to  Connect  the  Capitol  with  the  Departments 
and  Government  Printing-OflBce,  1877 

Improvement  of  Judiciary  iSquare,  act  of  Congress  ap- 
proved January  30,1877 

Amounts 


Amount  ap- 
propriatea. 


|17. 000  00 
30,000  00 

32.4r0  00 
5.000  00 

500  00 

1,000  00 

.  19, 000  00 

500  00 

8,000  00 


107,  460  00 


Expended  to 
Mar.  3,  1877. 


119,880  85 
23,118  33 

31. 310  24 
4,388  46 

449  30 

384  00 
18, 918  75 

463  75 


7^  813  58 


Unexpended. 


#4.119  15 
6^861  77 

11. 149  76 
611  54 

50  70 

716  00 

6,061  m 

36  SS 

3,000  00 


31,646  49 
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It  will  be  seen  by  this  statement  that  the  total  snm  appropriated  is 
$107,460,  and  the  expenditure  $$75,813.58,  leaving  a  bahince  vnexpeuded 
of  $31,646.42 ;  also  that  the  expenditure  exceeds  two-thirds  of  the  appro- 
priatiou  by  $4,174.  This  excess  was  caused  by  the  expenditure  of  cer- 
tain items  of  the  appropriation,  such  as  coal,  cleaning  off  snow  and  ice^ 
and  the  repairs  to  the  greenhouses  to  protect  the  plants  during  the  winter 
months,  and  similar  necessary  repairs. 

The  expenditures  for  all  purposes  have  been  kept  within  the  limits  of 
the  appropriations  therefor,  and  no  deficiency  has  been  created. 

It  affords  me  great  pleasure  to  again  bear  testimony  to  the  efficient^ 
zealous,  and  untiring  service  rendered  the  Government  by  my  assistant, 
Mr.  George  D.  Benjamin;  Mr.  Balloch,  the  clerk;  Mr.  George  Brown, 
the  landscape-gardener ;  Mr.  W.  H.  Bailey,  in  charge  of  plumbing  and 
gas-fitting,  and  other  employes. 

On  the  Washington  Aqueduct,  I  am  indebted  to  Theo.  B.  Samo,  the 
assintant  engineer;  John  Ellis,  assistant  superintendent;  and  R.  Dun- 
Ding,  the  clerk,  for  untiring  and  faithful  service  during  the  entire  time. 

VTASHINGTON  AQUEDUCT. 

At  the  date  of  the  last  annual  report,  a  contract  had  been  entered 
into  with  Messrs.  Asa  Snyder  &  Co.,  of  Richmond,  Virginia,  for  build- 
ing a  wrought-iron  truss-roof  and  galvanized-iron  cornice  on  the  gate- 
honse  at  Great  Falls. 

Messrs.  Snyder  &  Co.  commenced  work  in  August,  and  fully  com- 
pleted their  contract  in  the  following  February. 

Under  authority  of  the  resolutions  of  Congress,  extending  certain 
appropriations  for  the  fiscal  year  ending  June  30, 1876,  so  as  to  provide 
for  the  necessary  expenses  of  the  Government  for  the  mouth  of  July, 
the  regular  employes  of  the  aqueduct  were  retained  during  the  month, 
and  the  work  done  was  limited  to  the  proper  supervision  of  the  distri- 
bution of  Potomac  water  in  the  conduit,  reservoirs,  and  pipe-line. 

By  act  of  Congress  approved  July  31,  1876,  an  appropriation  was 
made  for  the  fiscal  year  ending  June  30, 1877,  as  follows : 

For  engineeriDg,  maintenance,  and  repairs..... (18,000 

For  repairs  of  Ueorgetown  reservoir 4,000 

The  work  done  under  this  appropriation  during  the  year  was  done  by 
day's  work,  and  the  materials  used  were  purchased  in  open  market. 

In  August,  .at  Great  Falls,  repairs  to  the  Potomac  dam  were  com- 
menced by  replacing  the  backing  of  ripraps,  which  had  been  carried 
over  the  dam  by  freshets. 

At  the  receiving-reservoir,  repairs  were  commenced  to  the  wooden 
bridge  over  the  waste  channel.  A  new  floor  was  laid,  and  the  posts  of 
the  bents  were  renewed  with  sound  timber.  At  the  distributing-reser- 
voir, the  iron  cornices  of  the  gate-houses  were  painted.  Between  the 
receiving  and  distributing  reservoirs,  the  ditches  along  the  conduit  road 
were  cleaned  out  and  the  embankments  which  had  been  damaged  by 
the  rains  were  repaired. 

At  Georgetown,  the  repairs  of  the  high-service  reservoir  were  com- 
menced. 

In  September,  the  repairs  to  the  Potomac  dam  were  finished.  Be- 
tween Great  Falls  and  the  receiving- reservoir,  the  embankments  which 
had  been  washed  very  much  by  the  rains  were  repaired,  and  the  repairs 
to  the  wooden  bridge  over  the  waste  channel  were  completed.  At 
Georgetown,  the  repairs  to  the  high-service  reservoir  were  continued. 

Iq  October,  new  fences  were  built  around  the  wells  of  culverts,  slight 
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repairs  after  a  freshet  in  the  river  were  made  to  the  Potomac  dam,  and 
the  repairs  to  the  high-service  reservoir  were  completed. 

This  reservoir  had  not  been  ased  for  the  storage  of  water  since  the  7th 
of  December,  1875,  when,  a  leak  having  been  discovered  therein,  it  was 
emptied  oat.  The  repairs  were  commenced  immediately  after  the  ap- 
propriation therefor  had  been  made  by  Congress,  and  they  were  fally 
completed  on  the  6th  of  October. 

The  work  done  consisted  in  uncovering  the  forcing-main  and  recalk- 
ing  its  leaky  joints.  The  pipe-trench  was  refilled  with  clay-puddle.  The 
cracks  in  the  concrete  bottom  were  cat  oat  and  filled  with  h^'draalic- 
cement  mortar;  and  a  layer  of  concrete,  from  9  to  16  inches  in  thickness, 
was  placed  over  the  entire  bottom,  a  circle  of  120  feet  in  diameter. 

On  the  7th  of  October,  the  reservoir  was  filled  with  water  to  a  mini- 
mam  depth  of  16  feet.  Since  then  it  has  been  in  constant  ase  and  has 
not  leaked. 

Concrete  was  made  in  the  following  manner :  Two  platforms  were 
bnilt,  each  12  by  15  feet,  of  1^  inch  boards.  On  one  platform  the  saud 
and  cement  were  mixed  dry,  then  cast  on  to  the  other  platform  in  the 
form  of  a  basin,  into  which  was  poured  sufficient  water  to  make  mortar. 
This  made  a  batch  of  mortar  aboat  8  feet  by  5  feet  by  3  inches  thick, 
on  which  was  spread  broken  stones.  The  whole  was  then  turned  twice 
over  with  shovels,  deposited  in  place,  and  lighly  rammed  with  wooden 
rammers.  The  entire  bottom  was  then  plastered  to  a  uniform  surface. 
Each  batch  of  concrete  consisted  of  one  barrel  of  ^^Roundtop"  cement, 
2  barrels  of  sand,  5  barrels  of  broken  stones,  and  from  8  to  10  backets 
full  of  water,  and  these  materials,  when  made  into  concrete,  averaged 
22^  cubic  feet  for  each  batch. 

The  ornamental  iron  cornice  of  this  reservoir  and  the  iron  fences  on 
Eoad  and  High  streets  were  thoroughly  painted. 

In  November,  between  Great  i^alls  and  the  distributing-reservoir  the 
macadam  road  was  repaired  and  the  ditches  were  cleaned  out. 

At  Georgetown,  the  floor  of  Kock  Ci*eek  Bridge  was  repaired. 

In  December,  a  2-inch  iron  pipe  was  laid  at  the  receiving  reservoir, 
connecting  a  spring  with  the  gatekeeper's  dwelling,  a  forcing-pami)  was 
erected,  and  the  dwelling  supplied  with  spring-water. 

Near  the  distributing-reservoir  a  leak  occurred  in  the  30-inch  main. 
The  Potomac  water  was  shut  off  therefrom,  the  pipe  was  banded,  and  a 
,  new  joint  was  cast  in  front  of  the  bell. 

In  January,  at  the  receiving-reservoir,  a  channel  for  boats  was  cat 
through  the  ice  to  the  sluice  tower  and  kept  open  during  cold  weather  ; 
the  ice  was  18  inches  thick.  At  the  distributing-reservoir  the  stone 
remaining  on  hand  was  broken  and  used  to  repair  the  conduit-road. 

In  Georgetown,  at  the  high-service  reservoir,  laborers  kept  the  snow 
cleaned  off  the  foot- ways  of  Road  and  High  streets. 

From  the  20th  to  the  27th  of  January,  the  officers  of  the  Signal-Service 
Bureau  were  permitted  to  use  the  Washington  Aqueduct  telegraph  for 
the  purpose  of  reporting  the  condition  of  the  Potomac  at  Great  Falls 
and  Harper's  Ferry  during  freshets. 

In  February,  the  embankment  over  culvert  No.  18,  was  repaired.  Re- 
pairs were  also  made  to  the  macadam  road. 

Thejollowing  is  a  financial  statement  to  March  3, 1877  : 

Titles  of  appropriations. 
Jet  of  March  3, 1875. 

For  bnilding  iron  trass-roof  on  gate-honse  ut  Great  Falls : 

Available  July  1, 1876 $2,947  50 

Expended  in  1876  and  1877 2,947  50 
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Act  of  July  31, 1876. 

Engineering,  maintenance,  and  repairs : 

Available  July  31, 1876 $18,000  00 

Expended  to  March  3, 1877 10,081  49 

Available  March  3,  1877 7,816  51 

Bepairs  of  GUwrgetown  reservoir : 

Available  July  31, 1876 $4,000  00 

Expended  to  March  3, 1877 4,000  00 

GENEBAL  SUMMARY. 

Id  closing  this  report  and  my  connection  with  the  office,  which  has 
extended  over  nearly  six  years,  I  take  a  pardonable  pride  in  reverting 
briefly  to  the  work  that  has  been  aecomx)li8hed  in  the  way  of  improving 
and  beantifying  the  varions  public  reservations  in  the  national  capital. 
Many  of  these  reservations  were  commons  and  public  dumping-grounds 
when  I  assumed  the  duties  of  the  position. 

The  reservations,  the  entire  improvement  of  which  was  made  by  this 
office,  number  25,  and  contain  an  area  of  94§  acres.  The  improvements 
consisted  of  draining,  laying  of  water-pipes  for  irrigation  and  to  supply 
fonntains,  grading,  sowing  of  grass-seed,  setting  out  trees,  making  walks 
and  roads,  and  inclosing  with  either  post-andchain  or  iron  fence.  They 
are  situated  as  follows,  viz : 

Triangular  reservation  corner  Pennsylvania  avenne  and  Twenty-first  street. 
Triangnlar  reservation  corner  Pennsylvania  avenne  and  Nineteenth  street. 
Triangalar  reservation  corner  Pennsylvania  avenne  and  Eighteenth  street. 
Triangnlar  reservation  comer  Pennsylvania  avenne  and  Seventh  street. 
Triangnlar  reservation  comer  Pennsylvania  avenne  and  Twenty-sixth  street. 
Triangnlar  reservation  comer  Massachusetts  avenue  and  Fifteenth  street. 
Triangnlar  reservation  comer  Massachusetts  avenue  and  Seventeenth  street. 
Triangnlar  reservation  comer  Massachnsetts  avenue  and  Tenth  street. 
Triangnlar  reservation  comer  Massachusetts  aveune  and  Eleventh  street. 
Triangular  reservation  comer  Massachusetts  avenne  and  Sixth  street. 
Triangular  reservation  corner  New  York  avenue  and  Thirteenth  street. 
Triangnlar  reservation  corner  New  York  avenue  and  Twelfth  street. 
Triangnlar  reservation  corner  New  York  avenne  and  Tenth  street. 
Triangnlar  reservation  comer  Maryland  avenue  and  First  street,  £. 
Triangnlar  reservation  comer  Missouri  avenue  and  Third  and  Sixth  streets. 
Triangnlar  reservation  corner  Maine  avenne  and  Third  and  Sixth  streets. 
Circle,  Rhode  Island  avenue  and  Thirteenth  street. 
Circle,  Massachnsetts  avenue  and  Nineteenth  street. 
Judiciary  Square. 
LinoolB  Square. 
Armory  Square. 
Rawlins  Square. 
Parragnt  Square. 

MePherson  Square.    (Formerly  Scott  Square.) 
Monument  Grounds. 

Those  improved  in  part  contain  an  area  of  more  than  145  acres,  and  are  as  follows 

Monnt  Vemon  Place. 

Smithsonian  Grounds. 

(vronnds  around  Executive  Mansion. 

Lafayette  Square. 

Franklin  Square. 

Beaervation,  North  Carolina  avenne  and  Seventh  street,  £. 

In  addition,  the  office  has  erected,  complete,  in  the  publjc  reservations 
above  enumerated,  10  fountains  and  bowls  and  18  drinkingfountains. 

The  number  of  seats  purchased  and  manufactured  and  placed  in  the 
grounds  is  975. 
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LODGES. 

The  lodges  erected  for  the  convenience  of  the  watchmen  and  public 
are  five  in  namber,  and  are  located  in  Lafuyette,  Franklin,  Judiciary,  and 
Lincoln  Squarets,  and  the  Smithsonian  grounds. 

■ 

LAKES. 

Two  lakes  were  made  in  the  Monument  grounds-^one  contalnini;  an 
area  of  6  acres  and  1,615  square  feet,  and  the  other  4  acres  and  7,310 
square  feet,  and  their  banks  were  sodded  and  paved  with  cobble-stones. 

VASES. 

The  number  of  vases  placed  in  the  public  reservations  is  18,  two  of 
which  are  the  massive  bronze  vases  in  Lafayette  Square. 

ROADS  AND  WALKS. 

The  number  of  square  yards  of  roads  and  walks  laid  is  as  follows: 

Gravel  walks 33»5fti 

Asphalt w w 6,805 

Gravel  roads v% » w...  ri7,215 

BXECUTIVB  MANSION. 

The  repairs  to  the  Mansion  have  been  :  Putting  on  new  copper  roof, 
remodeling  the  fiastroom,  constructing  and  enlarging  the  private  stair- 
way, and  building  three  baths  and  closets  complete,  besides  many  minor 
repairs  that  were  necessary  to  keep  the  Mansion  in  thorough  order. 

STATUES   AND  PEDESTALS. 

During  this  time  I  served  on  the  commission  to  erect  the  bronze  eques- 
trian statue  to  Major-General  Winfield  Scott;  procured  and  erected  the 
pedestal  for  the  same. 

Served  on  the  commission  which  procured  the  bronze  statue  to  Major- 
General  J.  A.  Rawlins;  designed,  procured,  and  erected  the  pedestal 
for  same. 

Designed,  procured,  and  erected  the  pedestal  to  the  Lincoln  Group  in 
Lincoln  Square. 

Designed,  procured,  and  erected  the  pedestal  to  Major-General  J.  B. 
McPherson  in  McPherson  Square. 

Restored  the  bronse  statue  of  Jefferson,  (so  long  in  front  of  the  Execu- 
tive Mansion,)  procured  pedestal  for  same,  and  placed  both  in  Statuary 
Hall,  Gapitol^building. 

BRrDGES. 

Chain  Bridge.^-A.  substantial  wrought^iron  bridge,  1,352  feet  long,  was 
built  over  the  Potomac  at  the  site  of  ^*  Chain  Bridge."  It  consists  of  six 
spans  of  172  feet  each  and  two  spans  of  160  feet  each. 

Afiacostia  Bridge. — ^A  substantial  iron  and  masonry  bridge  and  a 
causeway  was  built  over  the  Anacostia  River  at  the  site  of  the  Navy- 
yard  Bridge.  It  consists  of  twelve  spans  of  102  feet  each,  one  draw-spaa 
of  36  feet,  and  440  feet  of  causeway,  making  a  total  length  of  bridge  and 
causeway  of  1,700  feet. 
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WASHINGTON  AQUEDUCT. 

District  of  Colnmbia  36-inch  main  laidft'oiQ  the  distributing  reservoir 
to  the  intersection  of  L  street  and  Kew  Jersey  avenue,  a  distance  of 
22,()00  feet. 

District  of  Colnmbia  30inch  main  laid  from  the  36-inch  main  at  the 
intersection  of  L  street  and  New  Jersey  avenue  to  the  United  States  30- 
inch  main  at  the  intersection  of  Kew  Jersey  avenue  with  Massachusetts 
avenue,  a  distance  of  1,875  feet. 

District  of  Columbia  20-inch  main  laid  from  the  end  of  the  United 
States  20  inch  main  at  the  intersection  of  New  Jersey  avenue  with 
North  6  street,  along  the  center  of  North  B  street  to  its  interse>ction 
with  Eleventh  street  east,  a  distance  of  4,100  feet. 

A  new  office  built  in  Georgetown,  at  Aqueduct  street  and  Rock 
Creek. 

High-service  reservoir  in  Georgetown  finished  with  an  ornamental 
iron  cornice  and  the  dome  covered  with  pebble  stucco,  and  an  orna* 
mental  wronght-iron  fence  built  oo  Boad  and  High  streets. 

Distributing-reservoir,  44  acres,  finished.  The  influent  and  effluent 
fiate-honses  and  stair  well -house  were  finished.  The  auxiliary  gate- 
house was  built.  The  central  gate-house  was  built  and  a  4Sinch  cast- 
iron  main  laid  therefrom  to  the  effluent  well-house.  The  excavation  of 
the  bottom  of  the  reservoir  was  finished  to  a  level  of  135  feet  above 
datam,  and  a  wooden  fence  8  feet  high  built  entirely  around  the  reser* 
voir,  a  distance  of  5,875  feet. 

Stone  bridges  Nos.  1  and  2  were  finished  by  setting  coping,  and 
bridges  Nos.  3  and  4  were  finished  by  setting  cntstone  parapets  and 
coping.  The  roadway  over  bridges  3  and  4  ('* Griffith  Park"  and 
^^Cabin  John")  were  covered  with  a  substantial  asphalt  pavement. 

The  roadway  over  the  conduit  was  partially  macadamized.  Four  venti- 
lators were  built  along  the  conduit,  and  a  telegraph  was  erected  from 
Georgetown  to  Great  Falls  and  connected  with  a  printing  instrument 
at  the  falls,  each  reservoir,  and  the  office  in  Georgetown. 

At  Great  Falls  a  stone  dwelling  was  built  for  the  gate-keeper,  a 
wroaght-iron  truss  roof  and  galvanized  iron  cornice  was  erected  on 
the  gatehonse,  and  the  Government  lands, 5^  acres,  were  inclosed  with 
a  substantial  wooden  fence. 

At  the  receiving  reservoir,  also  at  the  distributing-reservoir,  a  brick 
dwelling  was  built  for  the  gate-keeper.  The  grounds  surrounding  the 
dwellings  at  Great  Falls  and  the  distributing-reservoir  were  graded  and 
ornamented  with  trees  and  plants. 

The  final  return  of  the  accounts  ending  March  3, 1877,  was  forwarded 
for  settlement  on  March  12. 

A  notice  from  the  First  Comptroller  stating  that  the  account  had 
been  examined  and  found  correct  was  received  May  1, 1877,  and  a  state- 
ment that  the  account  had  been  closed  on  the  books  of  the  Treasury  was 
received  June  14, 1877,  thus  completing  the  entire  disbursement  without 
the  suspension  or  disallowance  of  a  single  item. 

I  am,  general,  very  re8i)ectfully,  your  obedient  servant, 

O.  E.  Babcock, 


Brig.  Gen.  A.  A.  Humphbbts, 

Chief  of  Engineers  U,  8.  A. 


Colonel  of  Engineers, 
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REPORTS  OF  LIEUTENANT  COLONEL  THOMAS  LINCOLN 
CASEY,  CORPS  OF  ENGINEERS,  FOR  PART  OF  THE  FIS- 
CAL  YEAR  ENDING  JUNE  30, 1877. 

KKa. 

improvement  and  care  of  the  public  buildings  and  grounds  in 

the  district  ob'  columbia. 

Office  Public  Buildings  and  Grounds, 

WaHhingtorij  D.  0.,  June  30, 1877. 

General:  Id  accordance  with  Special  Orders  No.  44,  Paragraph  8, 
from  headquarters  of  the  Army,  A.  G.  O.,  dated  February  27,  1877,  I 
relieved  Col.  O.  E.  Babcock,  Corps  of  Eugineers,  oo  the  3d  March,  1877, 
of  the  charge  of  public  buildings  and  grounds,  and  other  public  works 
in  the  District  of  Columbia. 

Understanding  that  Colonel  Babcock  has  reported  the  operations  upon 
public,  buildings  and  grounds  up  to  the  time  he  was  relieved  of  their 
charge,  I  confine  this  report  to  that  portion  of  the  fiscal  year  ending  June 
30,  1877,  subsequent  to  the  3d  March,  1877. 

LAFAYETTE  SQUARE. 

This  park,  from  its  situation,  is  probably  the  most  frequented  of  all  the 
public  parks  in  Washington,  and  the  improvements  made  therein  the 
past  few  years,  and  the  choice  varieties  of  evergreen  and  deciduous  trees 
planted  within  it — many  of  them  perfect  specimens  of  their  kind — make 
it  all  the  more  attractive.  Such  care  as  was  practicable  has  been  be- 
stowed upon  it;  flowerbeds  have  been  planted,  pipes  repaired,  the  ap- 
proaches to  the  lodge  have  been  screened  by  trellis- work  intended  to 
support  trailing  vines  ;  the  interior  arrangements  of  the  lodge  have  been 
repaired,  the  walls  color-washed ;  the  lawn  mown  repeiitediy,  and  the 
walks  kept  clear  of  grass  and  rubbish.  Tbe  surfaces  of  the  lawns  in 
several  places  have  been  exhausted,  and  the  finer  grasses  have  suflfere<l 
in  consequence,  being  replaced  in  many  instances  by  varieties  of  coarser 
grass,  weeds,  &c.  The  lawns  require  to  be  top-dressed  with  proper  fer- 
tilizers and  resown.  The  margin  of  the  walks  in  this  as  in  all  other 
reservations  open  to  the  public,  has  been  abraded  and  their  outlines 
damaged  by  trespassers,  induced,  apparently,  by  the  roughness  of  the 
gravel-walks,  and  their  muddy  condition  in  the  spring,  which  prompts 
walking  on  the  grass- borders.  In  this  way  paths  have  been  widened 
from  1  to  5  feet,  the  original  outlines  defaced  or  their  symmetry  greatly 
marred.  The  remedy  for  this  evil  seems  to  be  the  use  of  some  material 
that  will  give  an  improved  surface  to  the  walks,  and  some  kind  of  park 
curb  to  define  them  and  preserve  their  uniformity.  Wherever  these 
trespasses  have  become  very  marked,  measures  have  been  taken  to  ob- 
viate them  and  prevent  their  recurrence,  but  as  long  as  the  roadways 
present  harsh  uneven  surfaces,  as  almost  all  made  of  gravel  do,  it  will 
require  a  considerable  outlay  to  keep  the  turf  bordering  them  in  a  satis- 
factory condition. 

The  underdrainage  of  this  park  is  generally  in  a  very  unsatisfactory 
condition.  The  wooden  box-drain,  the  outlet  of  the  lateral  tile-drains, 
and  waste-pipes  from  drinking  fountains  require  attention  after  almost 
every  hard  rain.    The  traps  for  surface  drainage,  although  constructed 
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at  the  lowest  points,  are  insufficient  in  namber,  causing  the  water  to 
orerflow  the  surface  of  the  walks.  To  remedy  this,  the  wooden  trunk- 
drain  should  be  replaced  with  terra-cotta  pipe  of  larger  diameter,  with 
cemented  joints,  and  more  traps  constructed  to  carry  off  surface  drain- 
age. The  sewer  traps  should  be  disconnected  from  the  tiledraiu  and 
coDnected  with  main  drains  of  Ginch  terra-cotta  pipe. 

The  central  gate  on  the  north  of  the  square  requires  raising,  and  the 
walks  filling  above  the  grade  of  the  pavement. 

Several  of  the  present  flowerbeds  in  this  park  are  so  deeply  shaded 
as  to  render  them  impracticable  for  plant  growth,  and  they  will  be  dug 
op  and  sown  down  in  grass-seed  or  sodded. 

The  watchman's  lodge  in  this  park  requires  some  repairs,  which  cannot 
be  made  with  present  appropriations. 

The  large  antique  vases  in  the  ground  might  be  made  available  for 
flowering  plants,  by  having  cast  ^r  sheet  iron  cases  made  to  fit  them, 
and  it  is  proiK)sed  to  lay  out  flower-beds  at  their  bases  and  in  the  iu- 
ciosares  around  the  Jackson  statue. 

The  appropriation  for  the  improvement  of  public  grounds  is  not  suf- 
ficient to  carry  out  even  the  most  necessary  of  the  repairs  above  indi- , 
cated,  but  attention  is  called  to  them  in  the  hope  that  their  desirability 
may  be  recognized. 

FRANKLIN  SQUARE. 

This  park  has  been  very  much  improved,  and,  as  a  popular  place  of 
resort,  is  probably  only  second  to  Lafayette  Square. 

Although  it  does  not  contain  as  many  nor  as  valuable  specimens  uf 
trees  as  the  former  park,  yet  the  varied  undulations  of  the  ground,  and 
the  manner  of  planting  the  shrubbery,  will  eventually,  by  proper  man- 
agement and  judicious  additions,  produce  very  pleasing  effe<5t8.  Tlie 
proximity  of  this  reservation  to  the  Franklin  and  other  schools,  while 
affording  unquestionable  benefit  by  its  shaded  walks  and  pleasure 
grounds  to  the  scholars  and  other  children  frequenting  it,  for  that  reason 
entails  much  additional  labor  to  keep  it  in  order. 

During  the  spring  the  flower-beds  were  dug,  manured,  and  planted, 
and  the  borders  of  many  sodded ;  dead  trees  were  removed,  and  the 
lawns  mown  and  carefully  tended,  as  were  also  the  gravel  walks.  The 
water  and  drain  pipe  connections  with  the  fountain,  and  the  lodge  were 
repaired,  and  the  hemlock  hedges  covering  approaches  to  the  lodge 
carefully  trimmed  and  gaps  in  them  filled. 

The  following  improvements  could  be  made  in  this  reservation  with 
great  effect.  The  margin  of  the  walks,  which  have  been  much  injured 
by  trespassers,  heavy  rains  washing  the  gravel  from  sloping  surfaces,  in 
some  instances  forming  ruts  and  gullies,  which,  when  repaired,  are  again 
washed  out  by  succeeding  rains,  could  be  re-outlined  from  the  original 
plan  and  supplied  with  a  coating  of  asphalt  or  con^ete,  guttered,  curbed, 
&c,  and  traps  placed  at  all  low  points  for  surface  drainage.  The  lawns 
require  top-dressing,  and  in  some  places  should  be  sown  with  good 
grasses,  weeds  having  made  considerable  inroads  upon  the  lawns. 

The  granite  copings  to  the  springs  which  supply  the  Executive  Man- 
sion, &c.,  are  at  present  above  the  surface  of  the  lawns,  and  should  be 
lowered  to  the  grade.  The  granite  coping  to  the  fountain  in  this  park 
is  constantly  spreading  and  should  be  reset  and  reclamped  so  as  to 
prevent  leaks  in  the  future.  One  of  the  main  gates  on  I  street  is  broken 
and  should  be  repaired,  as  should  also  the  watchman's  lodge. 

JUDICIARY  SQUARE. 

The  improvement  of  Judiciary  Square  was  commenced  in  November, 
1873,  and  has  been  continued  with  such  appropriations  as  were  available. 
68  £ 
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At  the  present  time  the  reservation,  with  the  exception  of  the  portion 
occupied  by  the  old  jail,  the  removal  of  which  is  not  under  the  control 
of  this  office,  is  in  an  advanced  stage  toward  final  completion.  The 
walks  and  roads  have  been  laid  out,  the  lawns  formed,  and  a  large 
number  of  evergreens,  deciduous  trees,  and  flowering  shrubs  have  beea 
planted.  Tbe  watchman's  lodge  on  the  main  roadway  and  other  im- 
provements of  a  permanent  character  have  been  completed. 

This  park  has  proven  an  agreeable  place  of  resort  for  residents  of  this 
part  of  the  city,  and  is  daily  visited  by  large  numbers  of  persons.  When 
the  trees  planted  have  attained  a  more  advanced  growth,  and  the  im- 
provements at  present  in  contemplation  have  been  fully  carried  out,  it 
will  not  be  second  to  any  other  park  in  its  advantages. 

During  the  spring  a  number  of  paths  worn  upon  the  lawns  were  dug 
up,  sown  down  in  lawn-grass,  and  staked  and  wired  to  prevent  further 
travel  upon  them.  Gravel  walks  were  constructed  as  entrances  to  the 
lodge,  their  borders  graded  and  sodcfed,  and  unfinished  portions  of  the 
lawn  around  the  lodge  improved.  A  cobble-stone  gutter,  20  inches 
wide,  was  constructed  on  margin  of  walk  from  E  street  to  Louisiana 
^  avenue,  and  a  sewer-trap  connected  with  one  of  the  main  drains  passing 
through  this  park  was  placed  at  the  lowest  point  of  the  walk  to  receive 
surface  water.  The  gravel  walks  and  roadways  were  generally  out  of 
repair  when  I  assumed  charge  of  public  grounds,  and  were  improved  as 
far  as  practicable  with  gravel  removed  from  the  parterre  in  front  of  the 
Executive  Mansion. 

From  an  accidental  bre<ikage  of  the  sewer-pipes  connected  with  the 
lodge  the  foundation  settled  under  its  center,  necessitating  the  taking 
down  of  the  bowls  and  stand  with  it. 

The  break  was  repaired  in  a  thorough  manner  and  the  opportunity 
embraced  to  make  desired  modifications  in  the  water  supply.  The  lawns 
in  the  reservations  were  mown  as  frequently  as  the  force  at  my  disposal 
would  permit. 

Much  difficulty  has  been  experienced  in  keeping  the  walks  of  this 
park  in  a  serviceable  condition,  every  heavy  rain  causing  the  traps  to 
become  filled  with  sand  and  gravel  and  washing  deep  gullies  in  the 
roadways.  To  prevent  this  the  walks  and  roadways  should  be  coated 
with  an  asphalt  or  other  fixed  covering,  curbed  and  guttered,  and  sewer- 
traps  constructed  for  surface  drainage.  The  carriage  roads  should  be 
supplied  with  a  coating  of  screened  gravel,  properly  curbed  and  gut- 
tered, and  furnished  with  suitable  traps.  The  great  cause  of  washing 
in  this  park  is  the  insufiiciency  of  gutters  and  of  traps,  the  original  plan 
calling  for  47  traps,  while  17  only  have  been  constructed. 

The  water  from  the  drinking-fountains  in  this,  as  in  all  other  reserva- 
tions, when  exposed  to  strong  winds,  is  blown  on  to  the  gravel  for  sev- 
eral feet  arouuil  the  [lost,  rendering  the  approaches  wet  and  disagreea- 
ble; and  this  trouble  is  augmented  by  persons  using  the  fountains 
throwing  water  on  the  ground.  To  remedy  this  all  drinking-fountains 
should  be  flagged,  curbed,  &c.,  or  concrete  pavements  laid  around  them 
with  proper  outlets  for  the  overflow. 

The  aspen,  poplars,  and  soft- wooded  maples  growing  above  the  grade 
in  the  southern  portion  of  the  park  should  be  removed,  and  their  places 
supplied  with  trees  of  a  more  ornamental  character.  A  number  of  flow- 
ering shrubs,  &c.,  are  required  to  complete  the  planting  of  this  park, 
and  a  greater  number  of  seats  ought  to  be  provided  for  the  accommoda- 
tion of  the  visiting  public.  As  far  as  means  will  allow,  these  will  be  sup- 
plied as  the  improvement  of  the  ground  progresses.  This  reservation 
having  been  for  many  years  used  as  a  dumping  ground  by  contractors, 
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the  soil  is  mostly  clay,  and  when  trees  and  shrubs  are  planted,  large 
boles  have  to  be  dag  and  filled  with  good  earth,  to  insure  their  growth. 
The  lawns  require  liberal  top-dressing  of  compost  and  other  fertilizers, 
which  will  be  supplied  as  far  as  practicable. 

GROUNDS  ABOUT  THE  EXECUTIVE  MANSION. 

These  grounds  are  bounded  by  Fifteenth  and  Seventeenth  streets, 
Pennsylvania  avenue,  and  north  B  street.  Including  the  site  of  the 
State,  War,  and  !Navy  Departments  buikiing,  as  completed,  and  the 
ground  occupied  by  the  Treasury,  the  park  would  cover  an  area  of  about 
80  acres.  The  northern  portion,  and  the  inclosure  south  of  the  Execu- 
tive Mansion,  have  been  partly  improved  and  planted.  The  improve- 
ment of  the  southern  portion,  in  the  immediate  vicinity  and  in  full  view 
of  the  mansion,  progresses  very  slowly,  and  consists  mainly  in  grading 
sacb  soil,  clay,  and  refuse  material  as  may  be  deposited  therein  by  con- 
tractors and  others,  who  find  this  a  convenient  dumping-ground.  To 
properly  complete  the  grading  of  this  reservation  would  require  a  large 
appropriation  to  purchase  a  sufficient  quantity  of  soil ;  after#vhich  the 
other  improvements  could  be  vigorously  pressed  forward  to  completion. 

To  continue  the  improvement  of  the  inclosed  portion  of  this  park,  the 
gravel  walks  should  be  concreted  and  curbed,  and  the  embankments, 
caused  by  lowering  the  grade  of  Executive  avenue,  should  be  reduced. 
The  surplus  soil,  &c.,  thus  procured,  would  materially  assist  in  grading 
the  south  portion  of  the  grounds.  The  lawn  immediately  in  front  of  the 
mansion  has  been  relaid  in  grass,  and  mown  as  frequently  as  the  funds 
appropriated  would  admit.  A  plan  for  the  permanent  improvement  of 
reservation  is  now  being  prepared. 

The  greenhouses  require  extensive  repairs ;  the  wooden  superstruct- 
ore  of  the  main  conservatory  is  much  decayed  and  requires  rebuilding. 
A  substantial  floor,  consisting  of  brick  arches  supported  by  wrought- 
iron  rolled  beams  covered  by  cement  concrete,  was  constructed  in  1873, 
at  which  time  estimates  were  also  prepared  for  an  iron  superstructure  to 
replace  the  present  partially  decayed  structure,  which,  however,  was 
never  commenced  for  want  of  means.  It  is  now  proposed  to  renew  the 
wooden  superstructure  at  as  early  a  day  as  practicable. 

During  the  spring  an  increased  number  of  seats  was  introduced  into 
the  grounds  south  of  the  Executive  Mansion  for  the  accommodation  of 
the  visitors  who  come  weekly  to  hear  the  concerts  of  the  Marine  Band. 

WASHINGTON  CIRCLE, 
TAt  the  intersection  of  Pennsylvania  and  New  Hampshire  avenues.) 

This  reservation  is  not  in  the  condition  its  prominence  deserves  as  re 
garding  improvement  and  ornamentation.  The  walks,  as  originally  laid 
oat,  were  formed  of  unscreened  gravel,  very  unpleasant  for  pedestrian 
passage. 

In  1874  the  walks  were  taken  up  and  relaid  with  screened  gravel  and 
rolled,  the  mound  at  the  base  of  the  statue  regraded  and  enlarged, 
water-pipes  connecting  with  the  Government  main  were  introduced,  and 
brick  gutters  were  laid  around  the  mound,  connecting  with  a  trap  from 
which  a  line  of  four-inch  pipe  was  laid  to  the  street  sewer.  The  trees 
were  trimmed  to  afford  a  partial  view  of  the  statue,  and  seats  placed  in 
the  circle.  Since  that  time  no  marked  improvement  has  been  made 
there. 

During  the  spring  the  lawns  were  placed  in  good  condition,  and  the 
Qsaal  care  and  attention  bestowed  upon  them.  The  trees  originally 
placed  in  the  circle  were  principally  of  rapid  growth,  and  unsuitable  to 
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tbe  present  idea  of  shrubbery  ornamentatioD.  They  were  thicky  planted, 
and  at  present  conceal  in  many  directions  tbe  statue,  which  is  the  main 
feature  of  the  circle. 

The  rubble  drains  are  unserviceable,  the  grass  lawns  are  overran 
with  garlic,  the  margins  and  corners  of  the  walks  have  nearly  lost  all 
outline  from  continual  tratnpling  upon  the  grass,  and,  altogether,  this 
reservation  shows  the  need  of  improvements  which  the  appropriations 
at  my  disposal  will  not  warrant  me  in  making.  It  is  proper  to  state, 
however,  that  to  suitably  improve  this  park  the  trees  of  large  growth 
and  of  a  character  not  adapted  to  small  grounds  should  be  removed, 
wherever  they  now  obstruct  views  of  the  statue  from  the  approaches : 
the  ground  should  be  plowed  or  trenched,  the  garlic  picked  out,  and 
the  soil  enriched  with  good  manure,  regraded,  sodded  or  sown  down  in 
lawn-grass  seed.  The  walks  should  be  formed  of  concrete  or  cement 
pavement,  which,  when  properly  laid,  is  more  durable  and  less  liable  to 
get  out  of  order  than  gravel;  fenced  with  park  curbing,  guttered,  and 
provided  with  traps. 

The  pafk  settees  at  present  in  this  circle  are  located  on  margins  of 
walks,  and  fastened  to  stakes  driven  in  the  ground  to  prevent  their 
removal.  In  this,  and  indeed  in  most  all  parks  containing  seats,  the 
latter  have  worked  loose  in  the  ground,  so  that  the  seats  appear  to  occu- 
pants very  unstable.  This  will  be  remedied  as  far  as  means  at  my  dis- 
posal will  permit. 

A  drinking-fountaln  placed  in  this  circle  would  be  a  farther  pablic 
convenience,  and  it  is  proposed  to  plant  flower-beds  in  the  mound  at  the 
base  of  the  statue  and  at  other  points  where  they  will  prove  attractive. 

MC  PHERSON  PARK, 
(Vermont  avenue,  between  I  and  K  streets.) 

This  reservation  has  been  improved  with  concrete  walks,  water,  and  gas, 
and  handsome  lawns  formed;  a  drinkiug-fouutain  constructed  on  one  of 
the  walks  and  placed  in  suitable  position.  The  statue  of  General  McPher- 
son,  erected  in  the  center,  is  surmounted  by  4  semicircular  beds,  apon 
which  handsome  vases  have  been  placed,  filled  with  an  assorted  variety 
of  foliage  and  flowering  plants. 

Daring  the  present  season  these  have  been  carefully  attended,  as  far 
as  the  small  force  available  for  general  work  could  perform  that  duty. 

Prior  to  inclosing  this  reservation  with  a  post-and-chaiu  fence,  Ver- 
mont avenue  passed  through  it,  bordered  by  soft-wooded  maples.  The 
trees  have  now  reached  maturity,  forming  diagonal  lines  through  the 
grounds,  and,  until  removed,  will  effectually  prevent  the  accomplishmeni; 
of  any  systematic  ornamental  planting  of  the  reservation.  The  line  of 
maples  should  be  broken,  and  the  planting  of  ornamental  trees  suitable 
for  a  park  of  this  character,  commenced  some  time  ago  by  disposing  groups 
of  evergreens  and  shrubs  at  the  open  ends  of  the  park,  should  be  con- 
tinued. The  semicircular  beds  around  the  statue  should  be  supplied  with 
flowering  plants,  beds  of  which  should  also  be  formed  on  the  lawns  in  a 
line  with  the  avenue,  if  it  is  retained. 

FARRAGUT  PARK, 
(On  Connecticat  avenne,  between  I  ancf  K  streets.) 

This  reservation  is  very  similar  in  appearance  to  McPherson  Park, 
excepting  an  open  space  reserved  in  the  center  for  the  projected  statae 
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of  Admiral  Farragat,  and  which,  at  this  time,  is  ased  as  a  bed  for  flow- 
eriog  plants.  This  park  compares  favorably  with  others,  as  regards  per- 
mauent  improvements,  but  the  lawns  require  top-dressing,  and  the  con- 
crete walks  minor  repairs.  They  should  be  curbed,  guttered,  provided 
with  traps  for  surface  drainage,  and  inclosures  should  be  made  for  seats 
iu  the  manner  suggested  in  another  portion  of  this  report.  It  would  also 
improve  the  looks  of  the  ground  to  place  in  it  vases  for  flowering  plants, 
similar  to  those  in  other  squares.  It  is  proposed  to  make  flower-beds  at 
Baitable  points  on  the  lawns,  and  to  plant  a  number  of  trees  and  orna- 
mental shrubs,  which  are  required  to  complete  the  original  design.  The 
roadway  through  it,  upon  the  axis  of  Connecticut  avenue,  should  be  re- 
moved, and  suitable  paths  for  the  accommodation  of  foot-passengers 
laid  down  in  its  stead. 

BAWLINS  PARK, 
(New  York  avenue,  between  Eighteenth  and  Nineteenth  streets.) 

This  park  has  all  the  improvements  that  have  been  put  upon  other 
groauds,  having  all  necessary  gas  and  water  pipes,  concrete  walks,  fount- 
ains, vases,  seats,  shrubbery,  and  flowering  plants.  From  its  location 
it  does  not  attract  very  general  attention,  but  is  a  pleasant  place  of 
resort,  and  has  received  the  same  amount  of  attention  that  has  been 
bestowed  upon  other  reservations.  It  would  be  further  improved,  how- 
ever, by  curbing  and  guttering  the  walks,  providing  them  with  traps 
for  sarface  drainage,  dressing  tbe  lawns  with  compost,  and  placing  an 
additional  number  of  vases  and  seats  in  the  grounds.  With  the  excep- 
tion, however,  of  top  dressing  the  lawns,  it  is  not  believed  that  the  im- 
provements suggested  for  this  park  are  as  imperative  as  those  recom- 
mended for  other  squares. 

MOUNT  VEBNON  PLACE. 
(Intersection  of  Massachasetts  and  New  York  avenues.) 

These  grounds  were  improved  in  part  by  the  board  of  public  works  of 
the  District  government,  concrete  roadways  were  constructed  in  a  line 
with  the  streets  and  avenues,  and  the  sidewalks  parallel  thereto  were 
flagged  and  curbed,  and  an  ornamental  iron  fountain  of  artistic  design 
placed  on  a  circular  mound  in  the  center.  The  lawns  are  in  good  con- 
dition, having  been  mown  and  kept  in  order,  as  have  also  the  walks  and 
shrubbery.  The  park  is  inclosed  with  a  pos^and•chain  fence,  and  has 
settees  placed  on  the  walks.    It  has  not,  however,  been  drained. 

The  following  improvements  are  recommended  for  this  reservation  : 

Thorough  drainage,  the  contraction  of  the  mound  at  the  base  of  the 
foantain,  and  the  formation  of  a  narrow  walk  for  the  accommodation  of 
pedestrians  around  it.  All  the  roadways  of  the  park  intersect  at  this 
point,  and  persons  crossing  them  must  necessarily  step  on  the  mound  to 
keep  out  of  the  way  of  passing  vehicles,  in  consequence  of  which  the 
grass  surface  is  constantly  trodden  down  and  destroyed.  This  would 
be  obviated  by  the  construction  of  a  foot- walk. 

Th's  park  is  too  much  cut  up  with  roads,  and  it  is  submitted  that  the 
removal  of  the  roadways  upon  the  axis  of  New  York  and  Massachusetts 
avenues,  throwing  the  spaces  now  occupied  by  them  into  lawns,  would 
be  a  desirable  improvement. 

The  lawns  require  top-dressing,  and  a  number  of  ornamental  trees  and 
shrubs  are  required  for  the  now  too  open  grounds.    A  number  of  large 
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rases  for  flowering  plants,  if  tastefully  located  in  these  grounds,  would 
greatly  enhance  their  attractiveness.  The  number  of  settees  now  there 
is  insufiQcient  for  the  wants  of  the  public. 

CIRCLE  AT    THE    INTERSECTION    OP  VERMONT    AND    MASSACHUSETTS 
AVENUES  AND  FOURTEENTH  AND  M  STREETS. 

This  reservation  was  improved  and  planted  in  1872  and  1873,  and  has 
required  no  further  labor  since  than  the  ordinary  care  and  protection 
extended  to  lawn,  trees,  and  shrubbery.  The  plants  and  trees  in  it  are 
unusually  healthy  and  vigorous,  which  is  ascribed  to  the  thoroughness 
with  wliich  the  ground  was  drained,  and  the  subsoil  incorporated  with 
good  rich  earth  at  the  time  it  was  first  improved.  It  is  supplied  with 
rustic  stone  seats  and  scttet s,  and  has  a  terracotta  fountain-basin  in 
its  center.  J)uring  the  spring  the  grounds  were  put  in  a  complete  state 
of  order,  and  flowerbeds  dug  and  planted  with  an  assorted  variety  of 
flowers,  as  were  also  the  two  vases  within  the  inclosure.  The  walks 
originally  laid  down  have,  by  constant  use,  worn  rough  and  uneven,  and 
require  to  be  resurfaced,  and  their  outlines  should  be  defined  and  pre> 
served  by  park-curbing.  In  this,  as  in  all  other  improved  public  reser- 
vations in  this  city,  the  points  or  corners  of  the  lawns  become  abraded 
and  disfigured  by  persons  stepping  on  them  in  passing  from  one  walk 
to  another,  so  that  much  labor  is  necessarily  expended  in  re-lining 
and  re-sodding  them.  Ornamental  metal  guards  placed  on  the  margin 
of  the  plots  at  their  angles  would  prove  an  efiectnal  remedy,  and  at  the 
same  time  add  to  the  appearance  of  the  grounds. 

This  circle  has  been  selected  by  the  commission  appointed  by  Con- 
gress for  the  site  of  the  statue  of  General  George  H.  Thomas.  It  is 
probable  that  after  the  erection  of  this  statue  the  grounds  will  have  to 
be  entirely  remodeled. 

CIRCLE    AT  THE    INTERSECTION   OF    NEW  HAMPSHIRE,  CONNECTICUT, 

AND  MASSACHUSETTS  AVENUES. 

This  reservation  is  underdrained  by  pipes  leading  to  a  semicircular 
main  drain  connected  with  the  main  sewer  on  Nineteenth  street.  It 
has  also  been  improved  by  gas  and  water,  and  street-washers  have 
been  located  in  difterent  parts  of  the  circle.  The  walks  are  "covered 
with  concrete,  with  seats  placed  in  suitable  positions,  and  a  variety  of 
trees  and  shrubs  have  been  planted  in  it. 

During  the  spring  the  grass  in  this  park  was  mown  and  raked  re- 
peatedly, and  blue-grass  and  winter-rye  sown  on  such  portions  of  the 
lawn  as  had  not  good  sod.  Dead  shrubs  were  also  replaced  by  others 
of  healthy  growth  when  practicable.  The  concrete  walks  require  re- 
surfacing and  other  repairs,  and  should  be  curbed,  guttered,  and  pro- 
vided with  trap-sewers  for  surface-drainage.  The  lawns  need  top  dress- 
ing of  compost  or  other  fertilizer,  and  in  some  places,  having  settled,  the 
depressions  require  raising  to  grade  by  a  coating  of  good  soil. 

it  is  understood  that  by  the  plan  adopted  for  this  reservation  a  foun- 
tain was  intended  for  its  center,  and  the  necessary  water  and  wash 
pipes  were  laid.  In  laying  off  the  ground  a  circular  space,  60  feet  in 
diameter,  was  reserved  for  the  proposed  fountain.  Prom  the  command- 
ing position  of  this  reservation  a  fountain  of  sufficient  size,  provided 
with  suitable  jets,  would  be  very  conspicuous  from  the  surrounding 
avenues,  and  would  prove  a  most  attractive  feature  in  the  general  or- 
namentation of  the  park.  A  number  of  ornamental  trees  and  shrubs  are 
required  to  complete  the  original  design,  as  are  also  vases  for  flowering- 
plants. 
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THIRTEENTH-STREET  CIRCLE. 

This  is  one  of  the  largest  of  the  circles  in  Washington,  and  is  sit- 
uated in  one  of  the  most  attractive  sections  of  the  city.  It  has  been 
thoroaghly  subdrained,  necessary  water  and  gas  pipes  introduced,  the 
walks  laid  out,  graveled  and  concreted,  a  number  of  shade  and  orna- 
mental trees  and  shrubs  planted,  a  fountain-basin  thirty  feet  in  diam- 
eter with  rock-work  center,  intended  as  a  receptacle  for  semi-aquatic 
plants,  constructed,  four  ornamental  iron  vases  for  flowering  plants 
placed  in  suitable  positions,  and  a  number  of  ornamental  park-settees 
placed  on  the  walks  for  public  accommodation.  The  circle  itseif  is  in- 
closed with  a  post-and-chain  fence,  which  includes  eight  ornamental  iron 
lamp-posts. 

The  reservation  received  the  usual  attention  in  the  spring,  such  as 
general  cleaning,  repairing  of  walks,  removal  of  dead  shrubs,  &c.  The 
lawn  also  had  necessary  care  bestowed  apon  it. 

Tlie  walks  in  this  circle  should  be  curbed  and  properly  guttered  and 
provided  with  traps  to  receive  surface-drainage.  Suitable  paved  spaces 
should  also  be  formed  for  the  seats,  so  as  to  prevent  the  surrounding 
grass  from  receiving  injury  by  persons  using  the  seats  trampling  ux^on  it. 
I7i)on  this  subject  I  shall  remark  more  at  length  further  on.  The  lawns 
in  some  places  are  too  low,  and  should  be  brought  to  a  proper  grade  with 
good  soil  and  resown  with  grass-seed.  It  is  understood  that  this  circle 
when  first  improved  was  cut  down  several  feet,  the  good  soil  saved,  and 
with  several  hundred  loads  purchased,  applied  to  the  finished  grades. 
It  proved,  however,  to  be  much  leto  in  quantity  than  seems  to  have  been 
required  for  this  purpose,  and  in  this  as  in  other  public  reservations,  the 
fntnre  success  of  the  lawn  suxfaces  will  depend  in  a  great  measure  upon 
liberal  use  of  top-dressing  for  a  succession  of  years. 

The  ground  falls  from  the  center  to  the  circumference  of  the  circle,  and 
possesses  many  ornamental  advantages.  Its  topography  leads,  how- 
ever, to  this  disadvantage :  that  during  the  bad  weatherof  winter  months 
thefiag  pavement  surrounding  it  is  constantly  saturated  with  water  shed 
from  its  surface,  which,  forming  into  ice,  makes  travel  difficult  and  often 
dangerous.  To  remedy  the  difficulty,  gutters  should  be  formed  around 
the  margins  of  the  circle  with  a  sufficient  number  of  sewer-traps  to  carry 
off  the  water.  A  number  of  trees,  shrubs,  &c.,  are  required  to  complete 
the  planting  of  this  circle,  and  flower-beds  will  hereafter  be  formed  on 
the  lawn  surfaces. 

BBSERYATIONS    BETWEEN    THIRD     AND    FOUR-AND-A-HALF    STREETS, 

AND  MAINE  AND  MISSOURI  AVENUES. 

This  reservation  formerly  composed  two  triangles  divided  by  the 
canal,  the  bed  of  which  was  filled  in  and  added  to  the  reservation,  the 
low  grounds  in  it  raised,  and  the  whole  graded  and  thoroughly  drained. 
Water  and  gas  pipes  have  been  Introduced.  The  park  has  been  inclosed 
with  a  post-and-chain  fence,  roadway's  and  walks  constructed,  the  lawn 
set  in  grass,  and  choice  ornamental  trees  and  shrubs  planted.  Two 
(Iritiking-fountaius  have  also  been  introduced. 

This  is  the  commencement  of  a  chain  of  parks  extending  from  the 
Capitol  to  the  Washington  Monument,  embracing  the  grounds  south  of 
toe  Executive  Mansion.  The  plan  of  making  a  connected  park  in  this 
wiv  was  proposed  by  Downing,  and  approved  by  President  Fillmore. 
If  carried  to  completion  it  would  embrace  the  reservations  intervening 
between  the  Capitol  and  Executive  Mansion.    Such  a  park  would  be 
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one  of  the  most  attractive  features  of  Washingfton.  In  my  judgment 
when  work  is  commenced  on  the  unimproved  ground  in  this  chain,  as  on 
other  unimproved  reservations  in  the  District,  it  should  be  conducted  in 
a  moat  thorough  and  systematic  manner  so  as  to  do  away  with  frequent 
repairs.  As  regards  the  improved  portions  of  the  reservation,  the  walks 
should  be  coated  with  asphalt  or  Portland-cement  pavement,  with  bor- 
ders well  defined,  and  guttered,  and  provided  at  all  low  points  with 
suitable  traps  for  surface  drainage.  One  of  the  greatest  wants  of  these 
grounds  is  a  sufficient  number  of  traps  to  carry  off  the  water  of  contin- 
ued rains.  The  lawns  need  constant  attention  and  an  additional  num- 
ber of  ornamental  trees;  and  shrubs  will  be  planted  in  the  reservation 
between  Third  and  Four-and-a-half  streets  to  fulfill  the  plan  adopted  for 
its  improvement. 

EESERVATION     BETVITEEN     FOUR- AND  AH  ALP     AND     SIXTH     STREETS, 

MAINE  AND  MISSOURI  AVENUES. 

This  reservation  was  originally  divided  by  the  old  line  of  the  canal 
into  two  parcels  of  land,  one  of  which  was  used  by  the  Agricultural  De- 
partment, as  an  experimental  garden,  and  subsi^quently  passed  under 
the  control  of  this  office.  It  has  been  only  partly  improved,  that  por- 
tion of  ground  south  of  the  main  roadway  having  been  graded  and 
drained,  soiled,  and  gas  and  water  pipes  introduced.  Walks  have  also 
been  laid  out  and  graveled,  lawns  sown  in  grass,  and  a  number  of  trees 
and  shrubs  planted.  The  ground  north  of  the  main  roadway  compris- 
ing the  largest  part  of  the  park  has  been  partially  graded  and  surfaced 
with  soil,  and  the  road-beds  of  some  walks  excavated.  The  embankment 
next  Sixth  street  has  been  sodded.  A  post  and -chain  fence  incloses  the 
reservation.  ^ 

The  further  and  final  improvement  of  this  park  should  be  completed 
as  early  as  practicable.  Its  close  proximity  to  the  Capitol  and  other 
large  improved  parks  makes  its  present  neglected  condition  particularly 
conspicuous. 

During  the  spnng  such  labor  as  was  at  my  disposal  for  the  purpose 
has  been  employed  in  looking  after  the  lawns,  walks,  and  shrubbery,  but 
it  was  not  sufficient  to  ameliorate,  in  any  marked  degree,  the  condition 
of  the  ground. 

ARMORY    SQUARE,  BETWEEN    SIXTH    AND    SEVENTH    STREETS    WEST, 

AND  B  STREETS  NORTH  AND  SOUTH. 

This  reservation  has  received  considerable  improvement,  though  a  por- 
tion of  it,  in  plain  view  from  one  of  the  principal  streets  of  the  city,  still 
needs  draining,  sodding,  and  ornamentation. 

The  grading  of  a  greater  portion  of  the  ground  has,  however,  been 
completed,  water  and  gas  pipes  have  been  introduced,  lateral  and  main 
drains  laid  connecting  with  Seventh-street  sewer,  walks  and  roadways 
connecting  with  those  of  the  Smithsonian  grounds  laid  out  and  grav- 
eled, a  fountain  constructed,  lawns  set  in  grass,  and  the  ornamentation 
of  the  grounds  considerably  advanced;  seats  have  been  placed  on  some 
of  the  walks,  but  more  are  required.  The  grass  has  been  mown  several 
times  in  this  reservation,  paths  worn  in  the  sod  by  trespassers  have  been 
dug  up,  sown  with  grass-seed,  staked  and  wired,  and  a  portion  of  the 
lawn  destroyed  by  vehicles  hauling  specimens  from  the  Centennial  Ex- 
hibition to  the  Armory  building  repaired.  One  of  the  first  improve- 
ments should  be  the  grading  of  that  portion  of  the  ground  now  without 
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^frass,  and  other  material  shonld  be  Rabstitated  for  the  gravel  now  on 
tbe  walks  and  roadways,  and  tbey  shonld  be  curbed  and  guttered,  and 
provided  with  proper  means  for  complete  surface  drainage.  Tbe  lawns 
also  reqnire  top-dres£ing. 

The  terrace  slope  on  Sixth  street  is  in  a  very  unsatisfactory  condition, 
the  earth  during  heavy  rains  washing  down  on  the  street- pavement. 
This  shonld  be  obviated  by  grading  and  sodding.  A  temporary  road- 
way, although  not  provided  for  in  the  original  plan,  should  be  con- 
structed from  B  street  south  to  tbe  Armory  building,  in  order  to  pre* 
vent  future  damage  to  the  principal  drives  and  lawns  by  the  passage  of 
heavy  teams  to  the  building,  which  is  now  occupied  by  the  Smithsonian 
iDstitute.  Drinkiugfountains  placed  on  the  main  walks  are  much 
needed,  and  a  watchman's  lodge  provided  with  suitable  conveniences 
would  prove  a  further  public  benefit. 

SMITHSONIAN    GROUNDS   BETWEEN    SEVENTH    AND    TWELFTH    AND    B 

STREETS   NORTH  AND   SOUTH. 

This  reservation,  the  largest  under  the  control  of  this  office,  was  one 
of  fhe  first  parks  in  Washington  improved  and  planted,  and  is  one  of 
the  most  frequented  of  the  public  grounds.  Although  25  years  have 
elapsed  since  the  plans  for  its  improvement  were  submitted  and  approved, 
namerous  causes  combined  to  prevent  their  being  carried  out  to  com- 
pletion, so  that  even  now  much  remains  to  be  done  before  it  can  be  said 
to  be  in  a  finished  condition.  Among  the  gravest  of  these  were  its  loca- 
tion south  of  the  old  canal,  and  its  remoteness  from  the  principal  im- 
proved sections  of  the  city.  The  appropriations  made  for  its  care,  with 
some  exceptions,  have  not  sufficed  to  protect  the  large  area  of  this  park, 
over  52  acres.  There  are  but  two  watchmen  assigned  to  these  grounds, 
who  are  on  duty  at  night;  and  during  the  day,  with  the  exception  of  occa- 
sional visits  of  the  Metropolitan  police,  it  has  no  protection  whatever. 

In  1874  and  .1875  the  southern  portion  of  this  park  was  graded  and 
drained,  water  and  gas  pipes  introduced,  and  walks  and  roadways  laid 
oat  as  nearly  in  accordance  with  the  original  plan  of  Mr.  Downing  as 
practicable.  The  northern  portion  of  the  grounds,  formerly  the  line  of 
the  canal,  was  also  improved  as  far  as  appropriations  for  that  purpose 
were  available.  Drains  were  laid,  and  gas  and  water  pipes  introduced, 
with  suitable  connections  for  irrigation,  &c.  Trees  and  shrubs  were 
planted,  and  a  number  of  settees  placed  in  position  for  the  accommoda- 
tion of  persons  visiting  the  park.  The  grass  of  the  whole  reservation 
has  been  mown,  cured,  and  stored,  for  the  use  of  the  public  animals 
belonging  to  the  works.  The  trees  and  lawns  also  received  the  usual 
attention  in  the  spring. 

To  complete  the  improvement  of  this  park  the  following  work  would 
be  necessary :  A  number  of  large  trees  of  rapid  growth  that  were  planted 
for  the  filling  out  of  groups  until  trees  of  slow  growth,  now  overcrowded, 
attained  their  maturity,  should  be  removed,  as  also  other  trees  not  called 
for  by  the  plans.  The  main  portion  of  the  ground  originjilly  provided 
with  rubble  drains,  now,  from  various  causes,  choked  and  unservice- 
able, should  be  provided  with  tile  and  main  terracotta  pipe  drains  prop- 
erly located  and  connected  with  street-sewers.  The  roadways  and  walks 
should  l>e  regraveled,  or  preferably,  coated  with  material  of  a  more  sub- 
stantial character,  properly  curbed  and  guttered,  and  thorough  provis- 
ions made  for  carrying  off  surface-water. 

In  the  original  plan  a  large  fountain  was  proposed  for  the  center  of 
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this  park.  A  lodge  provided  with  public  accommodatioDS  is  mnch 
needed,  and  should  be  erected  iu  some  suitable  locality  at  an  early  day. 

The  lawu  g^rasses  are  in  a  great  many  places  worn  out  and  should  be 
replaced;  and  where  necessary,  in  the  newly  laid  out  portions  of  the 
park,  ornamental  evergreens  and  deciduous  trees,  &c.,  should  be  planted. 

The  approaches  to  the  main  roadway  on  Seventh  street  south  and 
Tenth  and  B  streets  north,  should  be  paved  with  Belgium  or  some  other 
suitable  pavement  and  curbed,  as  should  also  the  Seventh-street  en- 
trances to  Armory  Square.  Asphalt  foot* walks  from  Seventh,  Tenth,  and 
Twelfth  streets  should  be  carried  to  the  doors  of  the  Smithsonian  Insti- 
tute, estimates  for  which  purpose  are  submitted  with  this  report. 

MONUMENT     GROUNDS    BETWEEN    FOURTEENTH     AND    SEVENTEENTH 
STREETS  WEST,  AND  B  STREETS  NORTH  AND  SOUTH. 

This  reservation  has  been  somewhat  improved,  although  mnch  further 
labor  will  be  required  to  proi)erly  complete  the  plans  prepared  for  the 
grounds. 

Two  of  the  main  roadways  have  been  laid  outand  partially  graveled, 
and  a  number  of  the  walks  required  by  the  plans  have  been  staked  out 
and  graveled.  The  grading  of  these  grounds  has  been  nearly  completed. 
The  marshes,  formerly  in  the  northern  portion  of  the  park,  have  been 
partly  excavated  and  formed  into  lakes,  affording  a  water-surface  of 
nearly  12  acres,  their  margins  have  been  sodded  and  paved  to  prevent 
washings  and  to  preserve  outlines,  excepting  the  western  and  part  of 
the  northern  bank  of  the  western  lake,  which  could  not  be  fiuished 
owing  to  the  insufficiency  of  the  appropriation. 

Eipp's  Island,  in  the  western  lake,  has  been  planted  and  graded.  It 
is  the  design,  in  the  further  improvement  of  these  grounds,  to  construct 
rustic  bridges  connecting  the  island  with  the  main  roadways. 

Whenever  practicable,  trees  and  shruSs  have  been  planted  in  these 
grounds;  but,  in  proportion  to  what  the  plans  call  for,  little  has  been 
done  in  this  direction. 

The  nursery  grounds  have  never  been  laid  out,  nor  have  the  resources 
of  the  garden  been  fully  developed.  The  ground,  lacking  improvement^ 
should  be  supplied  with  drain  and  water  pipes,  and  with  walks  and 
roadways.  The  stock  of  trees  and  plants  procurable  from  these  grounds 
is  very  much  less  than  what  is  needed,  and  the  nursery  cannot,  in  its 
present  condition,  furnish  more  than  a  third  of  the  young  trees  and  the 
larger  plants  that  will  be  required  next  year. 

During  the  year  40,000  small  plants  have  been  distributed,  of  whicli 
29,000  have  been  sent  out  since  the  3d  of  March  last.  A  larger  number 
can  be  distributed  hereafter  with  the  facilities  above  suggested.  The 
grounds  of  many  State  and  other  public  institutions  have  l^en  decorated 
with  plants  and  shrubbery  sent  out  from  this  nursery. 

These  houses,  designed  for  the  propagation  of  plants,  shrubs,  &c.,  for 
the  public  parks,  generally  are  located  in  the  grounds  known  as  the 
Monument  Lot.  It  would  be  desirable  to  construct  an  additional  num- 
ber of  propagating  and  plant  houses  here,  in  order  to  increase  the  facili- 
ties for  properly  planting  the  public  parks  for  summer-decorations. 

During  the  time  the  garden  has  been  under  my  charge,  the  work  of 
propagating  and  cultivating  plants  and  shrubbery  has  been  carried  on 
with  diligence.  On  the  reservation  proper  the  grass  was  mown,  but 
little  more  could  be  done  on  account  of  its  extent  and  unimproved  con- 
dition and  lack  of  means  to  carry  forward  plans. 

The  improvements  recommended  for  this  park  are :  the  grading  and 
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draining  the  ei\tire  ground ;  the  introdaction  of  gas  and  water  where 
necessary ;  the  completion  of  all  the  roadways  and  walks  called  for  by  the 
plans  in  the  most  substantial  manner ;  the  soiling  and  sowing  with  grass- 
seed  of  all  the  lawn-surface,  and  the  planting  of  needed  ornamental 
shrubbery ;  the  Introduction  of  seats  on  the  walks,  and  of  drinking- 
foantains  connected  with  the  spring  that  supplies  the  lakes. 

Much  difficulty  has  been  experienced  in  keeping  out  of  sight  the  rank 
^owth  of  aquatic  plants,  that,  springing  from  the  bottom  of  the  lakes, 
cover,  in  the  latter  part  of  summer,  the  entire  surface  of  the  water. 
The  only  means  now  available  for  keeping  them  out  of  sight  is  to  mow 
tbem  repeatedly  as  far  beneath  the  surface  as  practicable,  and  even  this 
measure  is  of  but  temporary  advantage.  The  lake-bottoms  should  be 
excavated  to  a  proper  depth.  The  western  lake  should  be  outlined, 
paved,  and  sodded.  It  is  also  submitted  that  it  would  greatly  promote 
the  general  efiFectiveness  of  the  park  to  prolong  Virginia  avenue  to  Sev- 
enteenth street  west,  and  to  inclose  as  a  third  lake  a  portion  of  marsh- 
land lying  south  of  the  line  of  the  avenue  and  between  the  points  formed 
bj  the  southwest  angle  of  the  Monument  grounds  and  the  foot  of  Seven- 
teenth street,  dredging  the  same  to  a  suitable  depth,  leaving  sufficient 
land  between  the  lake-bed  and  river  for  a  roadway  and  trees,  the  more 
effectually  to  divide  the  inclosed  from  the  larger  body  of  water  south 
of  it. 

The  embankment  on  the  river-front  of  these  grounds  during  freshets 
and  high  tides  is  constantly  being  undermined.  If  means  lor  the  im- 
provement of  this  portion  of  the  grounds  were  forthcoming,  much  fu- 
ture damage  would  be  prevented.  A  low  stone  wall  or  riprap  to  above 
bi^h-water  and  grading  and  sodding  the  embankment  above  it  would 
effectually  preserve  this  front  at  a  comparatively  small  cost.  The  actual 
outlines  of  the  water-front  of  these  grounds  present  a  concave  line  with 
several  deep  indentations,  while  in  the  surveys  made  twenty-five  or  thirty 
years  ago  the  outline  was  distinctly  convex,  with  but  one  large  indenta- 
tion ;  which  illustrates  how  rapidly  the  river  is  encroaching  upon  the 
banks. 

BESEBVATIONS  OF  PENNSYLVANIA  AVENUE. 

The  small  triangle  at  the  intersection  of  Twenty-sixth  street  and 
Pennsylania  avenue  has  been  inclosed  with  a  neat  iron  railing,  graded, 
f^odded,  and  planted  with  a  variety  of  ornamental  trees  and  shrubs. 
Besides  these,  an  ornamental  vase  for  flowering  plants  should  bo  placed 
in  the  inclosure. 

The  reservation  on  the  south  side  of  Pennsylvania  avenue,  between 
Twentieth  and  Twenty-first  streets,  has  been  graded,  walks  laid  out, 
graveled,  and  concreted,  and  a  fountain-basin  constructed  of  brick- work 
lined  .with  Portland  cement,  and  all  necessary  pipes.  This,  combined 
with  the  general  effect  produced  by  well-kept  lawns,  ornamental  shrubs, 
and  flowering  plants,  makes  this  small  park  an  attractive  place  of  re- 
sort for  neighboring  inhabitants  and  pedestrians.  It  is  inclosed  with  a 
postand-chain  fence  partly  supported  by  four  lamp-posts,  and  has  a 
drinking-fouutain  at  one  end.  Ornamental  iron  vases  placed  in  this 
park  would  have  an  additional  attraction. 

The  reservation  on  the  opposite  (north)  side  of  the  avenue  has  been 
inclosed  with  an  iron  railing  set  in  a  heavy  granite  coping.  The  lawns 
are  below  grade  and  in  bad  condition,  have  no  paths  through  them, 
and  the  trees  are  of  unsuitable  character,  and  too  thickly  planted.  It 
militates  against  the  attractiveness  of  the  opposite  reservation,  and 
should  be  improved  to  corresj)oud  to  it,  and  thrown  open  to  the  i)ublic. 
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The  improvement  of  the  triangle  on  the  soath  side  of  the  Avenue, 
between  Eighteenth  and  Nineteenth  streets,  has  been  nearly  completed. 
The  plan  adopted  was  similar  to  the  design  of  the  reservation  on  the 
south  side  of  the  Avenue,  before  described,  excepting  the  fountain-basin, 
which  is  of  rock-work,  with  pockets  on  the  margin  of  the  basin,  and  the 
center  of  the  rock-pyramid  for  semi-aquatic  plants.  It  has  a  large  War- 
wick vase,  filled  with  flowering  and  foliage  plants,  and  rustic  seats  for 
the  accommodation  of  visitors. 

The  triangle  on  the  opposite  (north)  side  of  the  avenue  has  been  only 
partially  improved.  It  has  beeu  graded,  water-pipes  introduced,  the 
lawn  set  in  grass,  ornamental  trees  and  shrubs  planted,  the  walks 
graveled,  and  the  reservation  inclosed  with  a  postaud-chain  fenc^e.  A 
circular  space  is  left  in  center  for  a  fountain.  The  walks  are  provided 
with  seats. 

The  reservations  on  Pennsylvania  Avenue  between  Thirteenth  and 
Fourteenth  streets,  located  as  they  are  in  a  prominent  business  part  of 
the  city,  should  be  representatives  of  our  small  parks.  They  now  pre- 
sent, however,  a  neglected  appearance,  and  by  no  means  favorably  com- 
pare with  parks  of  similar  character  that  have  been  recently  improved. 

To  suitably  improve  them,  the  grounds  should  be  thoroughly  trenched, 
drained,  regraded,  manured,  and  set  in  lawn-grass.  Walks  ehouM  be 
laid  out  and  supplied  with  seats,  and  water  introduced.  Fountains, 
vases,  and  flower-beds  would  add  to  the  attractiveness  of  these  parks, 
and,  where  required,  ornamental  evergreens  and  flowering  shrubs  should 
be  planted. 

During  the  spring,  the  small  triangular  reservation  at  the  intersection 
of  Pennsylvania  avenue  and  Seventh  street  was  partly  improved.  Park- 
curbing  was  placed  around  this  reservation,  the  fence  was  straightened, 
the  trees  were  trimmed,  and  lawns  resodded  where  required.  A  few 
flowering  trees  and  shrubs  and  a  vase  for  flowers  should  be  introduced. 

The  reservations  on  New  York  avenue  and  Thirteenth  street,  on  New 
York  avenue  and  Twelfth  street,  and  New  Y'ork  avenue  and  Tenth 
street,  have  been  inclosed  and  partially  improved.  In  the  latter  a 
fountain  has  been  introduced,  the  waste-pipes  of  which  are,  however, 
out  of  repair.  The  triangle  at  the  intersection  of  New  York  avenue 
and  Sixth  street  is  occupied  by  the  Abbott  school-building.  That  at 
the  intersection  of  the  New  Y^ork  avenue  and  First  street  has  not  beeu 
improved. 

Of  the  reservations  of  Massachusetts  avenue,  the  one  at  Twentieth 
street  has  not  been  improved.  Those  at  the  junction  of  Massachusetts 
and  Rhode  Island  avenues,  (east  and  west  of  the  equestrian  statue  of 
General  Scott,)  have  been  graded,  soiled,  sown  in  grass,  and  suitable 
trees  and  shrubs  introduced,  care  having  been  taken,  in  planting,  that 
they  should  not  obstruct  the  views  of  the  statue  from  the  avenues  and 
streets.  The  open  spaces  in  the  centers  were  designed  for  flower-beds, 
and  ornamental  iron  vases  should  be  placed  in  them  for  flowering 
plants.  These  reservations  have  not  beeu  drained,  neither  water  nor 
waste  pipes  have  been  introduced,  the  surface-soil  is  not  more  than  G 
inches  deep,  and  they  require  annual  top-dressing  to'keep  the  turf  in 
good  condition.    They  have  been  inclosed  with  post-and-chaiu  fences. 

The  small  circle  at  the  base  of  the  Scott  statue  has  been  graded  to 
form  a  mound,  drained,  water-pipe  connections  with  good  globe-valve 
attachments  had  with  the  main  running  through  the  circle;  four  orna- 
mental evergreens  and  flower-beds  planted ;  park-curbing  and  a  brick 
gutter,  with  traps,  have  been  placed  around  the  margin  of  the  mound, 
which  is  further  improved  by  a  flag-pavement. 
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The  triangles  on  Massdcbnsetts  avenue  between  Tenth  and  Twelfth 
streets  have  been  improved.  When  the  trees  and  shrubs  introduced 
some  3'ears  ap:o  are  fully  grown,  and  some^  further  minor  improvements 
made,  they  will  be  very  attractive.  They  are  already  inclosed  with 
post-andchai6  fences,  are  supplied  with  drinking-fountains  and  seats, 
and  ornamental  iron  vases ;  which  latter,  however,  should  be  increased 
in  number.  In  improving  these  triangles,  provision  was  made  for  the 
iDtrodnction  of  fountains. 

The  tiangle  on  Massachusetts  avenue  and  Sixth  street  has  been  in- 
closed with  a  light  wrought-iron  railing,  graded,  set  in  grass,  and  sup- 
plied with  ornamental  trees  and  shrubbery.  It  should  be  further  im- 
proved by  a  fountain,  vases,  and  walks. 

The  small  triangular  reservations  on  Massachusetts  avenue  between 
Third  and  Fourth  streets,  have  been  inclosed,  soiled,  sodded,  and  supplied 
with  trees.  These  triangles  were  improved  by  the  District  government 
and  subseqently  turned  over  to  this  office.  Further  improvements  should 
consist  in  the  introduction  of  vases  for  flowering  plants,  and  the  loca- 
tion of  a  drinking-fonntain  at  the  apex  of  one  of  the  triangles. 

The  following  reservations  have  not  been  improved;  a  number  of  them 
are  above  grade,  and  nearly  all  are  at  present  street  surfaces : 

New  Jersey  avenue  and  Second  street  east. 

Delaware  avenue  and  Second  street  west. 

Delaware  avenue  and  First  street  east. 

Maryland  avenue  and  Third  street  east. 

Virginia  avenue  and  Fourth  street  southwest. 

Virginia  avenue  and  Eighteenth  street  west. 

Virginia  avenue  and  Twenty-fourth  street  west. 

Virginia  avenue  and  Twenty-fifth  street  west. 

Virginia  avenue  and  Fourth  street  east. 

Virginia  avenue  and  Ninth  street  east. 

Virginia  avenue  and  Twelfth  street  east. 

South  Carolina  avenue  and  Fourth  street  east. 

South  Carolina  avenue  and  Sixteenth  street  east. 

Georgia  avenue  and  One-half  street  west — ^two  triangles. 

Georgia  avenue  and  Second  street  west — two  triangles. 

Georgia  avenue  and  Oue-half  street  east — two  triangles. 

Georgia  avenue  and  Ninth  street  east. 

Georgia  avenue  and  Eleventh  street  east. 

Georgia  avenue  and  Seventeenth  street  east. 

Water  street  and  Ooe-half  street  west. 

Water  street  and  Fourteenth  street  east. 

Water  street  and  Fifteenth  street  east. 

South  Capitol  street  and  I  street  south. 

South  Capitol  street  and  £  street  south. 

First  street  west  and  D  street  south. 

First  street  west  and  L  street  south. 

First  street  west  and  H  street  south. 

Sixth  street  west  and  N  street  south. 

And  Other  reservations  not  yet  passed  to  the  control  of  this  office  from 
the  District  government. 

I  have  heretofore  referred  to  the  desirability  of  replacing  the  present 
gravel  walks  with  material  of  a  more  suitable  character,  such  as  com^ 
pose  asphalt  pavement,  or  the  many  varieties  of  artificial  stone.  Its 
first  cost  is  greater,  but  when  the  labor  anuually  expended  in  repairing 
washes  and  in  keeping  walks  free  of  weeds  and  grass,  and  the  fact  that 
with  a  smooth,  unyielding  surface,  dry  all  times,  the  gravel  offering 
every  temptation  for  pedestrians  to  walk  upon  and  destroy  the  grass- 
borders,  are  considered,  it  is  very  patent  that  the  Government  would 
annually  save  large  sums  by  the  substitution.  Experience  has  demon- 
strated the  impossibility  of  preventing  persons  frequenting  paths  from 


1086  EEPOET   OP   THE   CHIEF   OP   ENGINEERS. 

destroying  the  sod  in  the  Ticinity  of  seats  which,  if  placed  apou  semi- 
elliptical  spaces  on  the  sides  of  walks,  would  obviate  this  grave  objec- 
tion of  seats  in  public  grounds. 

Since  I  assumed  charge  of  this  office  neither  the  Chain  nor  Navy- Yard 
bridges  have  needed  much  repair.  The  Chain  Bridge  will  soon  require 
an  entire  new  floor,  and  the  entire  work  painting.  Au  estimate  ot  the 
cost  of  tbis  work  is  submitted. 

Permission  has  recently  been  given  the  Washington  and  Georgetown 
Gas  Company  to  lay  a  main  over  the  Navy- Yard  Bridge,  in  order  that  gas 
may  be  introduced  into  Unioutown.  The  approaches  to  that  bridge  are 
in  a  bad  condition,  and  will  receive  immediate  attention  to  the  extent  of 
the  limited  appropriation  available  for  their  repair. 

Eleventh  street,  near  the  bridge,  has  a  considerable  declivity,  down 
which,  after  severe  or  long-continued  raius,  large  bodies  of  water  And 
their  way  to  the  abutments  of  the  bridge,  and  thence  into  the  river, 
often  overflowing  the  sides  of  that  structure.  The  street  has  not  the 
proper  sewer  facilities  for  carrying  off  surface-water,  and  the  approaches 
to  the  bridge  are,  therefore,  continually  endangered. 

The  attention  of  the  city  authorities  has  been  called  to  the  absence  of 
sewerage  in  this  street,  and,  it  is  believed,  will  give  the  subject  due 
attention.  The  riprap  approach  to  the  bridge  at  its  northeru  end  is 
gradually  sinking  into  the  mud  upon  which  it  was  constructed,  and  will 
hereafter  necessitate  the  making  of  considerable  repairs. 

I  understand  that  the  planking  on  one  side  of  the  upper  Navy- Yard 
(Beuning's)  Bridge  was  relaid  about  a  year  ago.  That  on  the  other  side 
will  shortly  be  taken  up  and  new  planking  substituted. 

The  spring  pipe  supplying  the  Capitol  is  in  good  condition,  except 
about  GOO  feet,  which  has  just  become  damaged,  and  which  will  be  imme- 
diately repaired.  Measures  have  been  taken  to  regulate  the  flow  of  water 
into  the  pool  on  the  east  front  of  the  Capitol,  so  that  what  has  heretofore 
been  wasted  can  be  used  to  supply  the  steam-boilers  in  the  building. 
During  the  summer  the  spring  was  thoroughly  cleaned  and  whitewashed, 
as  was  also  the  fence  surrounding  it. 

So  much  of  the  line  of  pipe  running  from  the  spring  in  Franklin  Square 
as  supplies  the  President's  House  is  in  good  repair;  that  running  to  the 
War  and  Navy  Departments  is  not  in  good  condition,  and  a  portion  of 
it  must,  of  necessity,  be  taken  up.  The  cisterns  on  this  line  have  been 
thoroughly  cleaned,  and  new  pumps  placed  over  each. 

The  Departmental  Telegraph  line  has  been  in  working  order  ever  since 
I  assumed  charge  of  this  office.  Estimates  for  increased  appropriations 
for  this  line  are  submitted  because,  while  perhaps  sufficient  to  keep  in 
repair  the  one  wire  now  in  use,  the  exigencies  of  the  service  might  at 
any  time  demand  the  equipment  of  another  of  the  three  lines,  which 
could  not  be  done  with  the  means  at  my  disposal. 

CONCLUDING  BEMABKS. 

The  public  grounds  in  charge  of  this  office  are  over  200  acres  in 
extent,  and  require  constant  attention.  The  same  labor  and  care  be- 
stowed upon  the  parks  and  improved  squares  of  other  cities  mast  be 
bestowed  upon  like  grounds  in  this  city,  or  they  will  very  rapidly  fall 
into  disorder,  and  become  blemishes  rather  than  ornaments  to  the  city 
and  desirable  resorts  for  its  inhabitants.  A  force  of  not  less  than  50 
men  should  be  kept  steadily  at  work  from  the  1st  of  March  to  the  Ist  of 
November,  and  20  men  from  the  1st  of  November  to  the  Ist  of  March. 
Such  a  force  of  skilled  men  would  very  shortly  efiect  a  radical  change 
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io  the  appearance  of  the  improved  grounds,  and  add  to  the  number  of 
improved  reservations. 

It  is  a  difficult  matter  to  preserve  the  finer  kinds  of  lawn  grasses  in 
this  latitude,  and  only  constant  manuring,  X^atering  in  dry  weather, 
nnder-draining,  and  careful  attention  to  prevent  the  growth  of  weeds 
and  wild  grasses  will  accomplish  the  desired  end.  Larger  appropria- 
tions for  fertilizing  substances  are  recommended. 

Each  of  the  larger  parks,  containing  lodges,  fountains,  flower-beds, 
and  statues,  should  have  keepers.  They  could  not  only  guard  the 
property  and  improvements,  but  could  also  make  minor  repairs  to  the 
walks  and  grounds. 

ESTIMATE  OF  AMOCNTS   REQUIRED  FOR  THE    FISCAL  YEAR  ENDING  JUNE  30,   1879. 

Salaries  of  employ^i  Pablic  Buildings  and  Qronnds,  under  Chief  of  Engineers : 

1  clerk 11,400 

I  messenger «...  840 

1  pn bite  gardener 1,800 

Idrangbtsman 1...  1,800 

1  foreman  and  laborers  employed  in  the  public  grounds 35, 000 

1  famacekeeper  at  the  Executi  ve  Mansion 864 

1  night  watchman  at  the  Executive  Mansion 900 

1  night  usher  at  the  Executive  Mansion 1,200 

2day  ushers  at  the  Executive  Mansion 2,400 

2  doorkeepers  at  the  Executive  Mansion 2, 400 

2  drawkeepers  at  the  Navy- Yard  and  upper  bridges 1, 440 

1  watchman  for  Franklin  Square 720 

1  watchman  for  Lafayette  Square 720 

4  watchmen  for  reservation  No.  2,  (Smithsonian  grounds,)  at  $720 

each 2,880 

1  watchman  for  Judiciary  Square 720 

1  watchman  for  Lincoln  Square 720 

1  watchman  for  Fourt-eenth  and  Thirteenth  streets  circles  and  neigh- 
boring reservations 600 

1  watchman  for  McPherson  and  Farragut  Squares  and  neighboring 

reservations 600 

1  watchman  for  Rawlins  Square  and  neighboring  reservations 600 

1  watchman  for  Washington  Circle  and  neighboring  reservations  ..  600 

I  bridgekceper  at  Chain  Bridge 720 

1  watchman  at  propagating  garden 600 

ir9,C24 

Contingent  expenses,  public  buildings  and  grounds,  under  Chief  of  En- 
gineers   ^ 1,000 

For  rent  of  office,  public  buildings  and  grounds 900 

Improvement  and  care  of  Public  Buildings  and  Grounds  in  and  around 
Washington : 

Filling  in  and  improving  grounds  south  of  Executive  Mansion $15, 000 

Ordinary  care  and  extension  of  the  greenhouses  and  the  nursery. . .  3, 000 

Ordinary  care  of  Lafayette  Square 2,000 

Ordinary  care  of  Smithsonian  grounds 5,000 

Care  and  improvement  of  reservation  No.  3,  monument  grounds  ...  10, 000 

Annual  repair  of  fences 2,000 

Manure  and  hauling  the  same 8,000 

Painting  iron  fences 2,000 

Paichase  and  repair  of  seats • 4,500 

Porchase  and  repair  of  tools 1,000 

Trees,  tree-stakes,  lime,  whitewashing,  and  stock  for  nursery 5, 000 

Removing  snow  and  ice 1,000 

Flower-pots,  twine,  baskets,  lycopodium,  &c 1,000 

Abating  nuisances 500 

Care  and  repairs  to  fountains  in  the  public  grounds 2, 000 

Improving  Stanton  Place 10,000 

Continuing  improvement  of  Armory  Square .'  8, 000 

Improvement  of  reservation  between  Four-and-a-half  and  Sixth 

streets 10,000 
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ContinuiDn^  improvement  of  Seward  Place $5,000 

Improving  vanoas  reservations 20, 000 

Inclosing  circle  at  Massachusetts  and  New  Jersey  aveuaes  with  iroo 

fence,  and  improving  the  same 3,000 

Commencing  improvement  of  reservation  No.  17 20,000 

Asphalting  walks  in  the  Smithsonian  groands 4,500 

For  remodeling  of  Fonrteeuth-«treet  circle 5, 000 

Repairs,  fuel,  &c.,  Executive  Mansion  : 

Repairs  of  Execntive  Mansion 10,000 

Refurnishing  the  Executive  Mansion 10,000 

Fuel  for  the  Executive  Mansion  and  the  greenhouses 3, 000 

Care  of  and  necessary  repairs  to  the  green  houses 6, 000 

Care  and  repair  of  bridges : 

Ordinary  care  of  Benning's,  Anacostia,and  Chain  bridges,  including 

fuel,  oil,  lamps,  matches,  &c 1,200 

For  replauking  Chain  Bridge 2,500 

For  extensive  repairs  to  Benning's  Bridge 2, 500 

For  raising  embankments  of  Anacostia  Bridge  and  riprapping  piers 

and  abutments 3,000 


For  lighting  the  Executive  Mansion  and  Public  Grounds,  and  fuel  for 
watchmen's  lodges  aud  for  greenhouses  in  the  nursery : 

Gas,  pay  of  lamp-lighters,  gas-fitters,  plumbers,  plumbing,  lamps,  lamp- 
posts, matches,  and  repairs  of  all  kinds;  lamps  for  Anacostia  Bridge,  fuel 
for  the  watchmen's  lodges  and  for  the  greenhouses  in  the  nursery 

Repair  of  water-pipes  and  fire-plugs : 

Repairing  and  extending  water-pipes;  purchase  of  apparatus  to  clean  them, 
and  for  cleaning  the  springs  and  repairing  and  renewing  the  pipes  of  the 
same  that  supply  the  Capitol,  the  Executive  Mansion,  and  the  War  aud 
Navy  Departments r-- 

Telegraph  to  connect  the  Capitol  with  the  Departments  and  the  Gov- 
ernment Printing-Office : 

For  repair  and  care  of  the  same 


$147, 500 


29,000 


9,200 


20,000 


10,0C0 


1,000 


Financial  statement^  fiscal  year  ending  June  30, 1877. 


Title  of  approprlAtions. 


Salaries  of  employes,  Public  Buildings  and  Gronods. . 
Cootiogent  expenses  office  Public   Buildings   and 

grounds 

Improvemt^nt  and  care  or  Public  Grounds 

Bepairs,  fuel,  &c.,  Executive  Mansion 

LightiDK,  &c.,  Executive  Mansion 

Bepairs  of  water-pipes  and  fireplugs 

Repairs  ot  Navy- Y  ard  aud  Upfier  bridges 

Telegraph  to  connect  Capitol  with  Departments,  Slo.. 

Pedestal  for  Thomas  statue 

Improvement  aud  care  of  public  grounds,  (Judiciary 

Square.) 
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449  30 
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$13,165  25       $12,390  48 


50  70 

6,881  65 

4,119  04 

5, 912  57 

611  54 

100  16 

36  10 

255  70 

25  33 


Very  respectfully,  yoar  obedieDt  servant, 

Thos.  Lincoln  Casey, 
lAeuienani-CoXonel  of  Ungineers* 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers  U,  8.  A, 
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KK3. 

washington  aqueduct. 

Office  of  Washington  Acqubduot, 

Georgetown  J  D.  C,  July  14,  1877. 

General  :  I  have  the  honor  to  sabmit  the  following  report  of  opera- 
tions apon  the  Washington  Aqueduct  for  the  fiscal  year  ending  Jane 
30, 1877. 

This  work  was  in  charge  of  Col.  O.  E.  Babcock,  Corps  of  Engineers, 
until  March  3, 1877,  at  which  date  I  was  ordered  to  relieve  him. 

During  the  month  of  July,  1876,  the  work  done  was  limited  to  the 
sni)ervisiou  of  the  distribution  of  Potomac  water  in  the  conduits,  reser- 
voirs, and  pipes. 

On  the  3l8t  of  July  an  appropriation  was  made  by  Congress  for  the 
fiscal  year  ending  June  30,  1877,  as  follows  : 

ForeDgineerin^r.  maintenance,  and  repairs ^H,  000  00 

ForrepHin»  of  Georgetown  reeervoir 4,090  00 

The  work  done  under  this  appropriation  has  been  done  by  day's  work, 
aud  the  materials  used  have  been  purchased  in  open  market. 

In  August  repairs  were  made  to  the  Potomac  dam  by  repjacing  the 
ripraps  which  had  been  washed  over  the  dam  by  freshets. 

At  the  receiving-reservoir  the  wooden  bridge  over  the  waste  channel 
was  repaired,  a  new  floor  was  laid,  decayed  timber  was  removed  from 
the  trestles  and  sound  timber  substituted.  The  ditches  along  the  con- 
duit between  the  receiving  and  distributing  reservoirs  were  cleaned 
out,  and  the  embankments  over  the  conduit  were  repaired.  At  the 
distributing-reservoir  the  cast-iron  cornices  of  the  gatehouses  were 
painted.  At  Georgetown  repairs  were  commenced  in  the  high-service 
reservoir. 

In  September  the  embankments  over  the  conduit  between  Great 
Falls  and  the  receiving-reservoir  were  repaired  where  they  had  been 
washed  by  the  rain,  and  at  Georgetown  repairs  to  the  high-service  reser- 
voir were  continued. 

In  October  repairs  were  again  made  to  the  Potomac  dam,  a  freshet 
in  the  river  having  carried  away  a  part  of  the  riprap  backing,  and  re- 
pairs to  the  high-service  reservoir  were  finished.  This  reservoir  had 
pot  been  in  service  since  December,  1875,  when  a  leak  was  discovered 
in  the  bottom,  and  the  water,  in  consequence,  emptied  out.  The  repairs 
were  commenced  as  soon  as  Congress  made  an  appropriation  therefor, 
and  they  were  completed  on  the  (ith  of  October. 

The  work  done  consisted  in  recalking  the  joints  of  the  supply-main, 
cutting  out  cracks  in  the  concrete  bottom,  filling  them  with  mortar,  and 
covering  the  entire  bottom  with  hydraulic  concrete  from  0  to  IG  inches 
in  depth. 

As  soon  as  the  repairs  were  done  this  reservoir  was  filled  with  water 
to  a  depth  of  16  feet;  since  then  it  has  been  in  constant  use  and  has 
not  leaked.  The  ornamental  cust-irou  cornice  surmounting  the  dome 
and  the  wrought-iron  fences  on  lioad  aud  High  streets  were  thoroughly 
painted,  and  the  cornice  was  sanded. 

In  November  the  Macadam  road  over  the  conduit  was  repaired  and 
the  ditches  were  cleaned  out.  At  Georgetown  the  fioor  of  Kock  Creek 
Bridge  was  repaired. 

"In  December  a  leak  occurred  in  the  30-incb  main  a  short  distance 
from  the  distributing-reservoir.    Tije  water  was  shut  otl  from  the  main, 
69  E 
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the  joint  was  repaired,  and  the  pipe  was  also  banded.  At  the  receiving- 
reservoir  a  2  inch  pipe  was  laid,  connected  with  a  spring  and  a  forcing- 
pump,  for  the  parpose  of  supplying  the  gatekeeper's  dwelling  with 
water. 

In  January  stone  was  broken  and  used  on  the  repairs  of  the  conduit 
road.  At  the  receiving-reservoir  a  channel  for  boats  was  cut  throagh 
the  ice  from  the  floor  to  the  sluice-tower  and  kept  open  during  cold 
weather.  In  Georgetown  the  snow'  was  cleaned  off  the  pavements  of 
High  and  Koad  streets,  in  front  of  the  high-service  reservoir,  and  of 
Aqueduct  street  in  front  of  the  aqueduct  office. 

From  the  20th  to  the  27th  of  Jauuary  permission  was  given  to  the  offi- 
cers of  the  Signal  Bureau  to  use  the  Washington  Aqueduct  telegraph 
during  the  time  that  the  ice  was  breaking  up  in  the  Potomac  Elver  at 
Harper's  Ferry  and  Great  Falls. 

In  February  the  embankment  over  culvert  No.  18  was  repaired;  the 
roadway  over  the  conduit  was  also  repaired.  At  Great  Falls  the  con- 
tractor for  building  an  iron  truss-roof  and  galvanized-iron  cornice  on 
the  gate-house  finished  his  work.  The  contract  for  the  roof  and  cornice 
had  been  entered  into  with  Messrs.  Asa  Snyder  &  Co.,  of  Kichmond, 
Va.,  during  the  previous  fiscal  year. 

The  following  is  a  financial  statement  to  March  3, 1877  : 

TITLK8  OF  APPROPRIATIONS. 

Act  of  March  3,  1875. 

For  building  iron  trusB-roof  on  gate-honse  at  Great  Falls: 

Available  July  1.  1876 |2,947  50 

Expended  in  1876  and  1877 2,947  50 

Act  of  July  31,  1876. 

Repairs  of  Georgetown  reservoir : 

Available  July  31,1876 |4,000  00 

Expended  to  March  3, 1877 4,000  00 

Engineering,  maintenance,  and  repairs  : 

Available  Jnly  31, 1876 18,000  00 

Expended  to  March  3,  1877 10,181  49 

Available  March  3, 1877 7,818  51 

The  above  balance  has  been  expended  as  follows : 

In  March  the  iron-work  of  the  gate-house  roof,  and  cornice  at  Great 
Falls  was  partially  painted. 

At  the  distributing-reservoir  the  cast-iron  mains,  stand-pipes,  and 
stop-cocks  in  the  pipe-vault  were  thoroughly  painted. 

In  April,  at  Great  Falls,  the  fences  around  the  Government  lands 
were  lime-washed,  and  the  painting  of  the  iron-work  of  the  gate-house 
was  continued.  Between  Cabin  John  Bridge  and  the  receiving-reser- 
voir stones  were  broken  for  the  repairs  of  the  concrete  foundation  of 
culvert  No.  8.  At  the  distributing-reservoir  the  fences,  the  pipe- vault, 
and  the  interior  of  the  gate-houses  were  lime-washed.  In  Georgetown 
the  wooden  fences  at  the  high-service  reservoir,  and  the  gallery  under 
the  reservoir,  were  lime- washed. 

At  the  Washington  Aqueduct  office  the  sills  of  the  building  were 
underpinned,  and  foundations  were  excavated  preparatory  to  building 
brick  walls  under  the  entire  building;  it  had  been  ascertained  that  the 
wooden  posts  that  supported  Mie  buUding  were  much  decayed. 
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The  stop-cocks  on  the  United  States  mains,  from  the  distributing- 
reservoir  to  the  Navy  Yard,  were  cleaned  and  oiled,  and  the  large  vaults 
were  lime-wasfaeil. 

In  May  the  painting  of  tJ^e  gate-house  roof  and  cornice  at  Great  Falls 
was  finished.  The  embankments  over  the  conduit  at  culverts  Nos.  2 
and  3  were  repaired  and  widened,  and  the  bottom  of  culvert  No.  8  was 
repaired  with  hydraulic  concrete. 

At  culvert  No.  13  the  embankment  was  repaired  and  partly  widened* 
At  Cabin  John  Bridge  the  cut-stone  parapets  and  copiog  were  partially 
repointed  with  oement-mortar.  In  the  tunn^  leading  to  a  waste- weir 
JQ  tunnel  No.  4  the  wooden  beams  that  supported  the  foot- way  were 
lemoved  and  iron  beams  were  set  in  their  place. 

The  culverts  along  the  aqueduct  were  examined  and  the  channels  of 
the  streams  were  cleaned  out.  The  embankment  over  culvert  No.  23 
was  repaired  and  partly  widened.  At  the  distributing-reservoir  the  lime- 
washing  of  the  fences  and  gate-houses  was  fioishcd  and  the  roadway 
orer  the  pipe-line  was  repaired,  in  Georgetown,  at  the  high-service 
reservoir,  the  lime-washing  of  the  fences  and  gallery  was  finished. 
Brick  walls  were  built  under  the  sills  of  the  aqueduct  office,  and  the 
dowQ-spouts,  water  and  drain-pipes  Vere  repaired.  The  old  wooden 
stairs  leading  from  the  street  to  the  grounds  below  were  removed  and 
new  ones  built  in  their  place. 

Id  June,  at  Great  Falls,  the  Potomac  was  shut  off  from  the  aqueduct, 
and  the  feeder  to  the  aqueduct  extending  from  the  Potomac  dam  to  the 
gate-bouse  was  thoroughly  cleaned. 

The  repairing  and  widening  of  the  embankment  over  culvert  No.  13 
was  finished.  At  Cabin  John  Bridge  the  repointing  of  the  cut-stone 
parapets  and  coping  was  finished,  and  the  coping,  where  necessary,  was 
reset.  The  cut-stone  parapets  and  coping  of  Griffith  Park  Bridge  were 
also  repointed  and  the  coping  reset. 

At  the  receiving-reservoir  the  telegraph-line  was  repaired  and  new 
poles  set.  The  ditches  along  the  conduit  road  were  cleaned  out,  and 
several  washes,  made  in  the  new  embankments  by  the  rain,  were  re- 
filled. 

At  tunnel  No.  4  the  old  foot-way  leading  to  the  waste-weir  was  re- 
moved and  a  new  one  was  built  in  its  place. 

At  the  distributing-reservoir  repairs  were  made  to  the  embankments 
where  they  had  been  washed  by  the  rain.  At  Foundry  Branch  the  over- 
fall over  the  pipe-line  was  repaired  with  stone. 

In  Georgetown,  in  the  basement  of  the  aqueduct  office,  the  floors  were 
paved  with  red  bricks,  the  walls  were  lime-washed,  and  the  doors  and 
windows  were  painted. 

On  JnDe25  tlieeonduit  was  shut  off  from  the  distributing-reservoir, 
and  remained  off  for  24  consecutive  hours.  The  elevation  of  the  water- 
surface  of  the  reservoir  was  recorded  each  hour,  and  the  quantity  of 
water  drawn  from  the  reservoir  dnring  the  24  hours  was  as  follows : 

GaUons. 

June  S5,  from  6  b.  m.  to  6  p.  m 12,148,353 

Jane25azid  Jodb36,  £iom6p.  m.  to«A.m 11,104,679 

Totsl  quantity , 23,252,932 

Last  year  the  quantity  consumed  from  12  m.,  June  23,  to  12  m.,  June 
24,  was  24,177,797  gallons. 

Each  month  during  the  year  the  outlets  on  the  United  States  mains 
Were  opened,  the  mains  flushed,  and  the  general  distribution  of  Fo- 
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tomac  water  in  the  condaits,  reservoirs,  and  pipes  was  properly  at- 
tended to. 

Since  taking  charge  of  this  work  means  have  been  devised  for  com- 
paring and  recording  the  clearness  of  the  water  at  Great  Falls,  the  re- 
ceiving and  the  distributing  reservoirs.  The  observations  are  taken 
each  day,  and  furnish  data  to  guide  in  the  management  of  the  flow  of 
the  water  into  the  reservoirs  and  mains,  and  will  be  of  service  in  fatare 
studies  looking  to  the  filtration  or  clarification  of  the  water  during  the 
muddy  stages  of  the  Potomac 

The  estimates  for  which  appropriations  should  be  made  for  the  next 
fiscal  year  are  as  follows : 

For  engineering,  maintenance,  and  general  repairs f20, 000  00 

For  commencing  the  constraction  of  the  dam  at  Great  Falls  aoroas  the 
Virginia  channel  of  the  Potomac 50,000  00 

For  improving  groands  around  gate-kee[>er's  dwelling  at  the  receiving- 
reservoir 1,000  00 

For  building  wooden  fence  around  the  Government  land  at  the  reoeiving- 
reservoir 7,000  00 

For  soiling,  sodding,  and  seeding  the  embankment  and  excavation  slopes 
of  the  distributing-reservoir 15,000  00 

For  building  a  wrought-iron  truss-bridge  over  the  waste-channel  at  the 

receiving-reservoir 11,000  00 

For  building  an  over-fall  over  the  conuectiug-conduit  for  the  waate-ohan^ 
nel  of  the  receiving-reservoir 2,000  00 

For  continuing  the  macadamizing  of  the  conduit  road 10,000  00 

Total 116,000  00 

The  following  is  a  financial  statement  for  the  fiscal  year  ending  Jane 
30, 1877 : 

TITLES  OF  APPROPRIATIONS. 

Act  of  March  3,  1875. 

For  building  iron  trussroof  on  gate-house  at  Great  Falls: 

Available  Jnly  1.  1876 13,947  50 

Expended  in  1876  and  1877 2,947  50 

Act  of  July  ^l,  1876. 

Repairs  of  Georgetown  reservoir : 

Available  July  31,  1876 4,000  00 

Expended  in  1876  and  1877 4,000  00 

Engineering,  maintenance,  and  repairs: 

Available  July  31,  1876 18,000  00 

Expended  in  le76  and  1877 18,000  00 

The  aqueduct  generally  is  in  good  condition.  The  cut-stone  dam 
across  the  Maryland  channel  of  the  Potomac  received  no  damage  daring 
the  spring  freshets,  except  that  a  portion  of  the  ripraps  of  the  backing 
was  carried  over  the  dam.  The  water  has  been  too  high  thas  far  to 
replace  them,  but  they  can  be  replaced  in  July  or  August,  when  the  water 
generally  falls  below  the  crest  of  the  dam. 

This  structure  is  the  only  one  on  the  Washington  Aqueduct  remain- 
ing unfinished.  It  should  be  built  entirely  across  the  river  to  the  Vir- 
ginia shore.  The  consumption  of  Potomac  water  for  several  years  past 
has  amounted  to  more  than  the  minimum  flow  of  the  Maryland  channel, 
and  is  now  very  nearly  the  maximum  quantity  that  can  be  supplied  b^ 
the  present  iron  mains.  Before  the  supply  can  be  increased  during  the 
summer  months  it  will  be  necessary  to  finish  the  Potomac  dam  and  to 
lay  additional  mains  from  the  distributing-reservoir  into  Washington. 

The  conduit-road  is  in  good  order.  It  is  macadamized  from  the  dis- 
tributing-reservoir to  culvert  No.  6.  The  remainder  of  the  road  shoald 
also  be  macadamized. 
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The  slopes  of  the  embankments  and  excavations  sboald  be  protected 
with  sods  or  soiled  and  seeded  with  grass.  In  their  present  condition 
every  rain-storm  damages  them  more  or  less. 

The  Government  lands  at  the  receiving-reservoir  should  be  inclosed 
with  a  substantial  wooden  fence.  The  grounds  surrounding  the  gate- 
keeper's dwelling  should  be  improved  by  grading  and  tree-planting. 
Powder  Mill  Bvanch,  which  empties  into  the  receiving-reservoir,  is  liable 
to  sadden  freshets ;  at  times  the  waters  have  risen  beyond  the  control 
of  the  gatekeeper,  anfl  caused  considerable  damage  by  overflowing  the 
conduit  at  the  waste-channel  and  waste-weir  No.  3.  A  stone  over-fall 
shoald  be  built  over  the  connecting  conduit,  across  the  waste-channel, 
for  the  passage  of  the  storm- waters. 

The  wooden  bridge  over  the  waste-channel  was  built  in  1863.  Its 
timbers  are  old  and  decayed ;  it  should  be  removed,  and  a  wrought- 
iron  truss-bridge  should  be  erected  in  its  place. 

The  embankment-slopes  of  the  distributing^reservoir  should  be  sodded, 
to  protect  them  from  the  rain.  The  slopes  of  the  embankments  over  the 
pipe-line  should  also  be  sodded. 

Very  respectfully,  your  obedient  servant,     . 

Thos.  Lincoln  Casey, 
Lieutenant' Colonel  of  Engineers. 

Brig.  Gen.  A.  A.  Humphbeys, 

Chief  of  Engineers^  U,  S.  A. 
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rock-creek  bridge  of  the  washington  aqueduct,  district  of 

columbia. 

War  Department, 
Quartermaster-General's  Office, 

Washington^  D.  C,  January  9, 1877. 

Sib  :  I  have  the  honor  to  inclose  a  copy  of  a  letter  which  I  have 
thoDght  it  proper  to  send  to  chairmen  of  some  committees  of  Congress. 
The  criticism  upon  the  Bock-Greek  bridge,  involved  in  the  recom- 
mendation some  years  since  to  remove  the  street-railroad  trafiQc  from  it, 
and  in  the  recommendation  lately  made  to  Congress  to  cover  it  over  with 
s  wrought-iron  truss,  on  the  plea  of  danger  to  the  48-inch  pipes,  affects 
the  reputation  of  the  engineer  and  of  the  corps  to  which  he  belonged 
when  the  work  was  constructed  too  much  to  permit  a  longer  silence  on 
the  subject. 

There  are  few  iron  bridges,  I  believe,  in  existence  in  which  the coefB- 
cients  of  safety  against  the  strains  caused  by  the  traffic  to  which  they 
are  exposed  are  so  large. 

Very  respectfully,  your  obedient  servant, 

M.  C.  Meigf, 
Qvartermaster-General^  Bvt.  Brig.  (?e?i.,  U.  iS.  A. 
'  Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  S.  A. 
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LETTER  FROM  BRIGADIER-GENERAL  M.  G.  MEIGS  TO  THE  CHAIRMAN 
OF  THE  COMMITTEE  ON  THE  DISTRICT  OF  COLUMBIA,  UNITED  STATES 
SENATE. 

War  Department, 
QuartermasterGeneral^s  Office, 

Washington^  D.  C,  Decen^ber  29, 1876, 

Sir  :  I  notice  in  the  Book  of  Estimates  for  the  next  fiscal  year,  at  i^ige 
140,  an  estimate  of  $70,000  for  building  a  wroaght-irou  truss-bridge  for 
the  protection  of  the  aquedact-mains  ov^  fiock  Greek. 

I  designed  and  built  the  iron  bridge  at  Bock  Creek  by  which  the 
Washington-aqueduct  mains  enter  this  city. 

The  bridge  has  been  much  admired.  Its  elevation  and  plans  have 
been  published  in  the  scientific  and  enginemng  journals  of  England, 
France,  and  I  think  also  of  Gtormany. 

The  centennial  commissioners  voted  to  me  their  diploma  uid  medal 
for  the  plans  of  this  bridge  and  of  the  stone  luridge  over  Oabia  John 
Knn,  also  on  the  Washington  aqueduct,  and  I  should  very  much  regret 
to  see  either  of  them  defaced  or  covered  over. 

Both  bridges  are  unique  among  engineering  structures;  the  Cabin 
John  Bridge  being  the  widest  stone  arch  in  existence,  220  feet  span,  and 
the  Bock  Creek  Bridge  being  the  only  one  in  which  the  arched  ribs  are 
utilized  to  convey  the  water-supply  of  a  city,  and  at  the  same  time  to 
support  a  roadway. 

I  made  careful  studies  for  these  bridges,  and  I  am  confident  that  it 
would  be  perfectly  safe  to  use  the  Bock  Creek  iron  bridge. as  a  railroad- 
bridge  for  the  heaviest  trafiQc 

Hence  I  was  surprised  and  somewhat  grieved  at  seeing  a  law  passed 
two  or  three  years  since  to  remove  the  street-railroad  track  from  it  on  the 
plea  of  danger  to  the  mains. 

I  should  still  more  regret  to  see  it  covered  over  and  disfigured  by  any 
structure  on  the  plea  of  protecting  the  mains.  These  mains  have  actu- 
tually  conveyed  water  and  supported  a  street  and  railroad — ^Pennsylva- 
nia avenue — and  its  traffic,  according  to  the  original  design,  for  some 
sixteen  years.  I  watched  it  carefully  for  some  time  after  I  first  admitted 
to  it  water  and  the  traffic  of  the  street,  and  I  frequently  pass  it  even  now. 

So  long  as  I  had  charge  of  the  bridge  it  never  leaked  one  drop  of  water, 
and  I  have  never,  since  I  relinquished  the  control  of  it,  seeu  the  evi- 
dence in  passing  of  the  slightest  leak. 

Some  pieces  of  the  light  cast-iron  laurel- wreaths,  designed  tocover  over 
the  flange-joints,  merely  as  decorations,  have  from  time  to  time  fallen  from 
the  ribs,  in  consequence  of  the  jarring  loose  of  the  screws  by  which  they 
were  attached,  or  perhaps  by  their  rusting  ofl".  But  these  could  be  easily 
replaced  at  insignificant  cost,  and  their  actual  removal  would  not  weaken 
the  bridge  or  injure  it,  except  in  its  architectural  appearance.  To  cover 
over  and  conceal  the  bridge,  which  is  now  an  ornament  to  the  city,  seems 
to  me  to  be  a  useless  act  of  barbarism,  and  a  clear  waste  of  the  $70,000 
asked  for  the  purpose,  a  sum  probably  nearly  equal  to  the  original  cost 
of  the  bridge  itself,  or  of  its  iron- work. 

I  hope  that  no  such  project  will  be  favorably  entertained  by  your  com- 
mittee, unless,  greatly  to  my  surprise,  on  a  strict  scientific  investigation, 
a  necessity  for  such  a  structure  shall  be  clearly  proven  to  exist 

If  it  has  not  been  needed  during  the  past  sixteen  years,  I  cannot  con- 
ceive that  the  times  now  so  differ  as  to  make  it  now  necessary. 

I  am  confident  myself  that  a  train  of  heavy  locomotives  could  be  safely 
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ran  daily  anil  honrly  over  the  bridge,  so  far  as  the  strength  and  safety 
of  the  aqaeduct-tnalos  are  ooncerueil. 
I  reuiain,  very  respectfully,  your  obedient  servant, 

M.  G.  Mbigs, 
Quartermaster- General  U.  S.  A,y 
Formerly  Chief  Engineer  and  Constructor  of  the 

Washington  Aqueduct. 
Hon.  George  E.  Spengeb, 

Chairman  Committee  on  the  District  of  Columbia^ 

United  States  Senate, 


rbpobt  of  oolonkl  o.  e.  babcock,  corps  of  engineers. 

Office  of  Washington  Aqueduct, 

Washington,  D.  0.,  January  22, 1877. 

Sir  :  I  have  the  honor  to  acknowledge  the  receipt  of  a  letter,  addressed 
by  General  M.  C.  Meigs  to  the  Chief  of  Engineers,  dated  January  9, 
1877,  inclosing  a  copy  of  a  letter  addressed  by  him  to  the  Chairmen  of 
the  Committees  on  the  District  of  Columbia,  and  dated  December  29, 
1876,  relative  to  the  Washington  Aqueduct  iron  bridge  over  Rock  Creek, 
and  to  the  stone  bridge  over  Cabin  John  Bun,  referred  to  me  on  16th 
instant  for  report. 

In  reply,  I  respectfully  submit  the  following :  A  perusal  of  General 
Meigs's  letters  gives  but  few  points  on  which  to  differ  or  report,  and 
indicates  that  he  believes  that  the  Rock  Creek  Bridge,  which  was  built 
Dearly  twenty  years  ago,  is  the  best  that  could  be  devised  for  the  pur- 
pose, and  that  any  alteration  made  in  it  would  be  ^'  a  useless  act  of  bar- 
barism" and  clear  waste  of  money. 

He  states  that  the  criticism  upon  the  Rock  Greek  bridge  involved  in 
the  recommendation  some  years  since  Xp  remove  the  street-railroad 
traffic  from  it,  and  in  the  recommendation  lately  made  to  Congress  to 
cover  it  with  a  wrought>iron  truss,  on  the  plea  of  danger  to  the  48-inch 
pipes,  affects  the  reputation  of  the  engineer  and  of  the  corps  to  which 
he  belonged  when  the  work  was  constructed  too  much  to  permit  a  longer 
silence  ou  the  subject. 

That  the  bridge  has  been  much  admired ;  its  elevation  and  plans  have 
been  published  in  the  scientific  and  engineering  journals  of  England, 
France,  and  Germany. 

That  the  Centennial  Commissioners  voted  to  him  their  diploma  and 
medal  for  the  plans  of  this  bridge  and  of  the  stone  bridge  over  Cabin 
John  Run,  also  on  the  Washington  Aqueduct,  and  that  he  should  very 
mnoh  regret  to  see  either  of  them  defaced  or  covered  over. 

That  both  bridges  are  anique  among  engineering  structures,  tlie 
Cabin  John  Bridge  being  the  widest  stone  arch  in  existence,  220  feet 
span,  and  the  Rock  Creek  Bridge  being  the  only  one  in  which  the  arched 
ribs  are  ntilized  to  convey  the  water  supply  for  a  city  and  at  the  same 
time  to  support  a  roadway. 

Tbat  he  made  c^r^ful  studies  of  these  bridges,  and  is  confident  that  it 
wonld  be  perfectly  safe  to  use  the  Rock  Creek  Bridge  as  a  railroad-bridge 
for  the  heaviest  traffic. 

That  he  was  surprised  and  somewhat  grieved  at  seeing  a  law  passed 
two  or  three  years  ago  to  remove  the  street-railroad  track  from  it,  and 
should  still  more  regret  to  see  it  covered  over  and  disfigured  by  any 
Btructare  on  the  plea  of  protecting  the  mains. 

That  some  pieces  of  the  light  cast-iron  laurel-wreaths,  designed  to 
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cover  over  the  flange-joints,  have  from  time  to  time  fallen  from  the  ribs 
in  consequence  of  the  jarring  loose  of  the  screws  by  which  they  were 
attached,  &;c. 

In  reference  to  the  iron  bridge  over  Eock  Creek,  it  will  be  seen  by 
referring  to  raj'^  annual  report  of  operations  upon  the  Washington  Aqae- 
dact  dated  October  13, 1873,  that  1  stated  as  follows : 

There  seems  to  be  no  authority  of  law  for  the  use  of  this  bridge  for  common  travel* 
althongh  it  was  tolerated  during  the  lat<e  war  on  account  of  the  demand  for  passage- 
way upon  all  the  avenues  and  streets.  The  constant  jarring  to  which  it  is  subjected 
has  caused  many  of  the  ornamental  scrolls  which  encircle  the  joints  of  the  mains  to 
become  loose  and  drop,  and  I  have  no  doubt  its  continued  use  for  a  general  thoroagh- 
fare  will  eventually  destroy  its  usefulness  for  aqueduct  purposes. 

At  my  request  it  was  examined  in  1875  by  the  House  Committee  on 
Appropriations,  who  saw  the  effect  that  the  passage  of  heavily-loaded 
wagons  had  produced  upon  it,  and  they  procured  the  passage  of  an  act  of 
Congress,  in  pursuance  of  which  the  tracks  of  the  Washington  and 
Georgetown  Bailroad  were  removed  therefrom,  and  the  travel  over  it  was 
restricted  to  light  loads. 

After  the  passage  of  the  act  above  mentioned  thebridge  was  thoroughly 
repaired  and  painted,  and  the  castings  which  had  fallen  from  it  were 
replaced  in  position.  These  castings,  which  General  Meigs  states  are 
light  cast-iron  laurel-wreaths,  and  which  can  be  replaced  at  insignificant 
cost,  weigh  about  100  pounds  each. 

In  1875,  when  the  committee  examined  this  bridge,  forty-two  of  these 
casting  were  on  the  ground  under  the  bridge,  and  twelve  were  in  the 
bottom  of  Bock  Creek,  six  of  which  were  recovered  and  six  could  not 
be  found.  The  cost  of  replacing  them,  including  the  purchase  of  six  new 
ones,  was  $268.15.  General  Meigs,  in  admitting  the  jarring  loose  of 
these  scrolls,  fully  justifies  my  recommendation. 

In  my  annual  report  upon  the  Washington  Aqueduct  dated  June  30, 
187G,  I  stated  that  the  entire  supply  of  Potomac  water  depended  upon 
the  preservation  of  this  bridge,  and  I  recommended  that  the  roadway 
and  sidewalks  which  are  now  supported  by  its  arches  be  removed,  and 
that  a  wrought-iron  truss-bridge,  with  wrough^iron  floor-beams  and 
stringers  to  support  the  roadway  and  sidewalks,  be  erected  over  the 
present  structure;  that  a  plan  had  been  made  for  this  proposed  im- 
provement, and  that  the  estimated  cost  is  $70,000. 

This  bridge,  situated  at  the  west  end  of  Pennsylvania  avenue,  connect- 
ing Washington  with  Georgetown,  reduces  the  broad  roadway  of  that 
avenue  to  a  narrow  passage  17  feet  wide  and  about  300  feet  long.  The 
advantages  which  would  result  from  the  improvement  recommended  by 
me,  and  which  are  stated  in  the  report  above  mentioned,  are  as  follows : 

First,  (and  the  most  important.)  The  t#o  cast-iron  mains,  each  4  feet 
in  diameter,  and  whi^h  form  the  arches  of  the  present  structure,  would 
be  protected  from  the  jarring  caused  by  passing  loads,  and  all  danger 
of  leaking  thereby  would  be  avoided. 

Second.  The  roadway,  which  is  now  only  17  feet  wide,  would  be  30  feet, 
and  the  sidewalks,  which  are  only  4^  feet  wide,  would  be  9  feet. 

In  regard  to  the  strength  of  the  present  structure,  I  have  no  doubt  of 
its  ability  to  support  the  weight  of  any  load  likely  to  come  upon  it ;  but, 
in  my  opinion,  there  is  danger  that  such  loads  will  eventually  cause  ita 
joints  to  leak. 

General  Meigs  admits  that  there  has  been  sufficient  vibration  or  jar- 
ring to  throw  down  the  ornamental  scrolls,  on  which  no  strains  come.  In 
my  opinion  the  nmoiint  of  jarring  or  vibration  thus  admitted  must,  if 
continued,  destroy  in  time  its  usefulness  for  aqueduct  purposes. 
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As  General  Meigs  has  never  seen  the  plan  which  I  have  recommended 
the  fact  that  the  Centennial  Commissioners  voted  him  a  diploma  and 
medal,  together  with  the  fact  that  plans  of  his  bridges  have  been  pub- 
lished in  scientific  and  engineering  jonrnals  in  England,  France,  and 
Germany,  does  not  give  him  the  right  to  intimate  that  the  improvement 
I  have  recommended  is  calculated  to  deface  or  conceal  either  Cabin  John 
Bridge  or  Bock  Creek  Bridge. 

General  Meigs's  plans  have,  it  is  trne,  been  published  in  English  and 
French  scientific  journals,  but  notwithstanding  the  great  progress  made 
in  hydraulic  engineering,  and  the  vast  sums  expended  since  the  con- 
straction  of  the  Washington  Aqueduct,  I  have  yet  to  hear  of  his  plans 
aud  designs  for  bridges  being  adopted  on  any  work. 

M.  Huet,  inginieur  des  Fonts  et  ChaussSeSj  in  a  description  of  the 
Groton  and  Washington  Aqueducts,  published  in  the  ^^ Annates  des  Fonts 
et  Chaussies^^  remarks  that  the  tubes  of  Bock  Creek  Bridge  are  covered 
inside  with  a  lining  of  wood  3  inches  in  thickness,  for  the  purpose  of  di- 
miDishing  vibration,  and  that  notwithstanding  that  precaution  it  will 
be  difficult  for  that  bridge  to  constantly  perform  its  duty  without  too 
many  leaks  or  accidents,  (^^  sans  irop  de  fuites  ni  Wacddentsy) 
'  With  reference  to  Cabin  John  Bridge,  no  appropriation  is  asked  for 
work  on  it.  Since  it  has  been  under  my  charge,  cut-stone  parapets  have 
been  constructed  to  protect  the  public,  and  an  asphalt  pavement  to  pro- 
tect the  masonry.  The  only  act  of  barbarism  that  I  know  of  was  the 
defacing  of  the  abutments  by  changing  the  inscriptions. 

Plans  and  descriptions  of  it  have  been  published  in  England  and 
France ;  the  latest  I  have  seen  is  that  entitled  ^^  Travaux  Fublics  des 
ttats-Unis  d^AnUrique  en  1870;  rapport  de  mission  par  M.  Malezietuc, 
professeur  &  Creole  Nationale  des  Fonts  et  Chaiissies.^ 

In  his  description  of  the  Washington  Aqueduct,  M.  Mal^zieux  does 
not  concede  the  credit  of  designing  Cabin  John  entirely  to  General 
Meigs,  but  he  says  ''  that  the  studies  of  all  its  details  were  made,  and  it 
was  constructed  by,  Alfred  L.  Bives,  a  graduate  of  the  £cole  des  Fonts  et 
ChaussSesP 

As  to  the  reflections  upon  the  Corps  of  Engineers,  General  Meigs  assumes 
that  becauFe  he  was  employed  upon  the  Washington  Aqueduct,  when  a 
member  of  the  corps,  sixteen  years  ago,  he  has  the  right,  without  inquiry, 
to  write  a  protest  to  committees  of  Congress,  pronouncing  the  recom- 
mendation of  an  engineer  officer,  submitted  through  his  chief  and  the  Sec- 
retary of  War,  as  'J  barbarous  and  a  waste  of  money .'^  Does  not  such  an 
assumption  seriously  reflect  upon  the  officer  making  such  recommenda- 
tion, and  is  it  not  a  direct  violation  of  that  courtesy  that  should  exist 
between  different  branches  of  the  service  t 

I  wish  it  to  be.  distinctly  understood  that,  as  the  engineer  in  charge 
of  the  Washington  Aqueduct  for  the  last  five  years,  my  observation  con- 
vinces me  that  if  those  pipes  are  not  protected  the  constant  jarring  will 
eventually  injure  them  and  impair  their  usefulness  for  conducting  Poto- 
mac water  into  the  city,  though  the  removal  of  the  railroad-tracks  and 
the  restriction  of  the  travel  to  light  loads  relieves  them  in  a  great 
measure. 

The  construction  of  the  Washington  Aqueduct  was  begun  A.  D.  1853. 
The  principal  changes  that  have  been  made  from  the  original  plans  of 
General  Meigs  may  be  briefly  mentioned  as  follows,  namely: 

The  substitution.at  Great  Falls  of  a  cut-stone  dam  for  an  embankment 
of  loose  stones. 

The  building  of  cut-stone  parapets  on  Cabin  John  Bridge  and  on  Grif- 
fith Park  Bridge. 

The  building  of  the  connecting  conduit  at  the  receiving-reservoir. 
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Tbe  wideninsT  and  raising^  of  the  embaakmenta  over  the  condait  be- 
tween Great  Falls  aod  the  distributingreeervoir. 

The  lining  of  the  water-slopes  of  the  distributing- reservoir  dams  with 
slope  wall  from  18  to  24  inches  in  thickness. 

The  fencing  of  reservoirs ;  the  laying  of  a  oast-iron  main,  3  feet  in  di- 
ameter, from  the  distribnting-reservoir  to  Capitol  Hill. 

The  improvement  made  at  the  high-service  reservoir  in  Oeorgetown 
by  the  substitntion  of  an  ornamental  cornice  of  cast  iron  for  an  an- 
sightly  brick  dome. 

Although  the  official  connection  of  General  Meigs  with  the  Washing- 
ton Aqueduct  ceased  in  1861,  each  of  these  changes  met  with  strenuous 
opposition  from  him.  They,  however,  received  the  approval  (^Congress, 
and  have  been  either  wholly  or  partially  completed. 

With  regard  to  the  necessity  of  laying  an  additional  main  from  the 
distributing-reservoir  into  Washington,  General  Meigs  stated  uoder 
oath,  before  the  House  Committee  of  the  District  of  Columbia,  on  April 
27, 1870,  as  follows : 

The  sapply  now,  as  it  eomes  into  the  city,  is  sufficient  for  a  popalation  of  Ave  faon- 
dred  thousand.  The  supply  of  water  would  be  improved  by  filling  the  reservoir  np  to 
the  proper  height,  which  the  gentlemen  who  have  charge  of  the  work  seem  to  be  afraid 
to  do.  But  I  will  warrant  it  will  stand,  and  this  will  give  an  additional  height  of  10 
feet,  which  would  supply  many  more  of  the  higher  stories  with  water.  (See  Mis.  Doc. 
No.  132,  Forty -first  Congress,  second  session,  p.  42.) 

To  have  raised  the  flow-line  of  the  distriba ting- reservoir  10  feet  higher 
than  it  was  in  April,  1870,  if  such  a  thing  could  have  been  done,  woald 
have  brought  it  several  feet  above  the  top  of  the  reservoir-dams,  (which 
are  higher  than  the  fountain-head  at  Great  Falls,)  and  flooded  the  sar- 
rounding  country,  which  would  certainly  have  been  an  ^^  act  of  bar- 
barism.'' 

Since  then  the  <' 36-inch  main  "has  been  laid;  the  consumption  of 
Potomac  water  has  more  than  doubled ;  an  additional  supply  of  water  is 
again  demanded,  and  to  meet  this  demand  General  Meigs  has  recently 
advocated,  through  the  press,  the  building  of  a  tunnel,  5  miles  long  and 
10  feet  in  diameter,  from  the  distributing- reservoir  to  the  high  grounds 
north  of  Washington,  and  the  building  there  of  a  second  distributing- 
reservoir. 

It  may  be  proper  to  add  in  this  connection  the  following,  taken  from  a 
report  upon  the  Washington  Aqueduct,  by  Silas  Seymour,  Esq.,  an  emi- 
nent civil  engineer,  and  formerly  chief  engineer  of  the  Washington  Aque- 
duct: 

The  plans  desijrned  by  General  Meigs  for  the  Washington  Aqneduet  were  probably 
the  best  that  could  be  devised  at  the  time  from  the  lights  and  experiences  then  avail- 
able for  reference. 

The  changes  which  have  been  made  therefrom  and  adopted  should  be  regarded  as 
only  the  natural  results  of  experience  and  observation  on  the  Washington  Aqueduct 
and  other  works  of  a  similar  nature  duriug  a  period  of  several  years  which  have  elapsed 
since  the  commencement  of  the  work,  and  should,  therefore,  not  be  regarded  as  reflect- 
ing any  discredit  njpon  the  original  plans. 

The  history  of  this  work  would  differ  materially  from  that  of  any  other  public  Im- 
provemeut  in  the  country  if  the  experiences  and  observation  of  each  succeed iog  year  of 
its  construction  and  use  did  not  develop  the  expediency  of  some  changes  in  the  original 
plans,  which,  if  adopted,  would  prove  advantageous  to  the  work. 

General  Meigs's  letters  are  returned  herewith,  and  I  also  transmit  a 
plan  showing  two  designs  for  the  bridge  I  have  reoommeoded,  and 
which  I  request  may  be  returned  to  this  office. 
Very  respectfully,  your  obedient  servant, 

O.  E.  Badoock, 
Brig.  Gen.  A.  A.  Humphreys,  CoUnd  of  Engineers, 

Chief  of  Engineers  U,  S.  A. 
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REPORT  OF  BOARD  OF  ENGINEERS. 

Army  Building, 

Neic  YorJc,  April  7,  1877. 

General  :  Tbe  Board  of  Engineers  constituted  by  Special  Orders  No. 
8,  February  2,  1877,  Headqaarters  Corps  of  Engineers,  to  examine  into 
the  propriety  of  certain  modifications  of  the  Bock  Greek  Bridge,  Wash- 
ington Aqaedact,  projected  by  the  engineer  officer  in  charge,  met  in 
Washington  February  7.  Having  examined  drawings  of  the  bridge  and 
tbe  structure  itself,  and  discussed  the  question  submitted  to  them,  they 
adjourned  February  9,  to  meet  again  iu  New  York  City.  Thenoe  they 
submitted  to  the  Chief  of  Engineers  a  preliminary  report,  dated  ,Febru- 
^y  ^7)  giving  a  general  opinion  as  to  tbe  effects  of  loads  upon  tbe  pres- 
ent bridge  inooDuectioQ  with  its  strength,  stability,  and  safety,  without, 
however,  deciding  tlie  propriety  of  the  structure  proposed  by  the  en- 
gineer iu  charge  to  provide  a  wider  roadway  across  Bock  Creek,  con- 
cluding to  report  more  fully  upon  all  these  points  in  a  future  communi- 
cation. 

That  report  they  now  have  tbe  honor  to  submit,  as  follows : 

The  superstructure  of  the  Bock  Creek  Bridge  rests  essentially  upon 
two  iron  pipes  that  convey  all  the  water  from  the  distributing-reservoir 
into  Washington  that  is  required  in  that  city.  These  pipes  are  4  feet 
interior  and  4  feet  3  inches  exterior  diameter.  The  span  of  this  bridge 
is  200  feet,  the  rise  20  feet.  There  are  iu  each  of  these  arches  17  sec- 
tions of  pipe  which  abut  together,  and  are  further  secured  by  flanges 
strongly  riveted.  Iron  trusses  over  the  haunches,  that  is  starting  from 
tbe  springing  lines  and  extending  nearly  to  the  crown  of  the  arches, 
are  fastened  to  the  iron  pipes  and  receive  the  roadway.  By  this  con- 
struction the  bridge  is  much  stiffened. 

These  ribs  are  strong,  and  it  will  appear  that  without  the  trusses  they 
can  bear  in  safety  the  heaviest  uniformly-distributed  load  to  which  they 
will  probably  ever  be  subjected. 

Accompanying  sketch  A  will  illustrate  the  following  discussion  of  the 
question  of  loads,  resulting  thrusts,  and  corresponding  pressures  upon 
the  iron  of  the  tubes : 

The  weight  of  tbe  Rock  Creek  Bridge  not  loaded,  as  given  by  Gen- 
eralMeigs,  is 1, 023, 495  pouuda. 

Nomber  of  square  feet  of  roadway  surface  of  bridge  is  200'  by  26^ 
=  5,200  sq  nare  feet.  Allowing  100  ponnds  per  square  foot  for  load 
of  men,  whicb  is  excessiye,  gives  for  weight  of  such  load 520,000  ponnds. 

And  for  total  weight  of  bridge  thus  loaded  .^ 1, 543, 495  pounds. 

It  is  probably  judicious  to  allow  100  ponnds  per  foot  for  a  crowd 
upon  the  bridge )  not  because  it  could  by  any  possibility  be  dense 
enough  to  produce  that  weight,  but  for  the  reason  that  by  its  motion 
the  effect  of  a  greater  weight  is  produced. 

Taking  the  weight  of  tbe  bridge  loaded,  therefore,  at  1,543,495 
pounds,  the  thrust  may  be  thus  obtained  : 

Referring  to  Figure  1,  it  is  apparent  that  there  will  be  a  tendency  of 
each  half  arch  of  tbe  bridge  to  rotate  about  K'.  But  as  tbe  chords  from 
K'  to  K  are  longer  than  from  K'  to  G  the  pressure  will  be  greater  at  K 
than  at  C.  So  at  the  springing-line  joint  the  pressure  will  l^  greater  at 
R'  than  at  C  As  the  joiuts  cannot  open  at  G  or  G'  unless  the  abut- 
ments give  way,  the  most  unfavorable  supposition  that  we  are  free  to 
make  is  that  the  strain  may  possibly  be  reduced  to  0  at  those  points. 
This  would  result  in  twice  the  pressure  at  K  and  E'  of  the  average  on 
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the  joiDt,  provided  the  pressure  is  nniformly  increasing  from  C  to  B  and 
from  C  to  K^  The  point  of  application  in  that  case  of  the  thrust  due  to 
each  half  arch  tending  to  rotate  will  be  at  P ;  E  P  being  ^  of  B  C,  and 
the  resultant  of  pressurreson  springing-line  joints  will  be  at  P^  ^  distant 
from  B'  to  C.  The  thrust  at  P  is  due  to  the  half  arch  rotating  aboat 
P^    Hence — 

TK.«of  T      *  weiphf.  of  Hriclfire  x  BP      771748  IIm*.  x  50^  ff. 
TbrDstT-. T¥' m 

which  gives,  T  =  1,812,710  pounrls;  and  thrast  on  each  rib  is  \  of  T,  or  006,355  poands. 
Area  of  croBS-sectioo  of  pipe  is  !i233|^  inches.  Average  pressure  un  square  incb,  therefore, 
at  crown  joint  would  be  =  3,886  pounds. 

This  would  give  approximately  7,772  pounds  *  pressure  at  B. 

The  resultant  at  P'  will  be  due  to  thrust  at  P,  906,355  pounds,  and  J 

weight  of  bridge  =  ^/ 9O0;555^  +~5B557(?^  985,078  pounds.  Dividing 
by  233|  inches  gives  average  pressure  per  square  inch  =  4,223  pounds, 
and  real  pressure  at  E^  twice  that  amount,  or  8,446  pounds  per  sqaare 
inch.  This  seems  to  be  the  greatest  pressure  to  which  any  portion  of  the 
iron  at  the  joints  of  the  pipes  can  be  submitted  by  the  largest  uniformly- 
distributed  load  that  can  be  put  upon  the  bridge.  This  weight  per 
square  inch  is  from  ^  to  ^i^  of  the  rupturing  weight  by  pressure  of 
cast  iron.  There  is  no  risk,  therefore,  of  the  bridge  being  injured  by 
any  dead  load,  uniformly  distributed,  that  may  be  thrown  upon  it. 

The  following  analysis  will  serve  to  show  the  effect  of  an  unequal  dis- 
tribution of  weights  upon  the  bridge : 

Poandt. 

Bridge's  weight  as  hefore  is li  023, 495- 

Weight  over  each  half  rib 255. 87& 

Let  US  suppose  a  weight  of  20  tons  thrown  upon  one-half  of  the  bridge 
from  N  to  O,  Fig.  2,  equally  distributed,  or  producing  its  effect  at  (M) 
the  middle  of  the  half  arch. 

On  the  right  half  of  each  rib  the  additional  weight  is  20,000  pounds^ 
making  the  whole  weight  on  the  right  half  of  each  rib  275,876  poands ; 
on  left  half  of  each  rib  the  weight  remaining  is  255,876  pounds. 

^ow,  in  order  that  these  weights  may  counterbalance  each  other,  the 
points  of  resultant  pressures  on  springing-line  joints  must  be  different. 
The  right  arch  being  heavier  than  the  left,  will  tend  to  rotate  upwards. 
The  action  of  the  first  raises  its  resultant  point  of  thrust  above  the  cen- 
ter of  joint;  that  of  the  second  depresses  it  below  center.  It  will  prob- 
ably be  safe,  therefore,  to  assume  the  resultant  points  of  application  of 
the  two  thrusts  at  center,  P,  of  crown  joint,  (Fig.  2,)t  and  P'  as  in  pre- 
ceding discussion,  ^  distant  from  B'  to  C.  AP'  then  becomes  20f  feet 
andBP'=50^  feet,  and  thrust  of  right  half  arch  becomes 

Thrust  of  left  half  arch=?^5!Sf  xB'P". 

The  equilibrium  of  the  arch  requires  that  these  thrusts  should  be  equal  or 

AMP^'_  255876 

B'  P''     6714U9' 
A'  P"  and  B'  P''  are  each  only  known  approximately,  but  by  assam- 

*  Under  the  sopposition  that  pressare  is  zero  at  C. 

t  If  asRumed  at  P,  as  in  Figure  1,  the  resulting  point  of  application  P^'  will  not  be 
materially  changed. 


So'n 
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iQg  B'  P^'  and  Rolvin^  the  equation  by  saccessiv^e  correctionH,  we  shall 
find  B'P"=51  and  A'  P"= 19.44.  Construoting  position  of  P"  geomet- 
rically from  above  value  of  A/  P'^  or  more  accurately  determining  its 
position  from  calculation,  we  find  it  ^  distant  from  C  to  B'^  This, 
therefore,  is  the  point  of  resultant  thrust  on  joint  C  B''.  The  thrust  of 
right  half  arch,  therefore,  tending  to  revolve  about  P',  is  exactly  equal 
to  thrust  of  left  half  arch  tending  to  revolve  about  P".  Equilibrium  is 
the  result,  with  no  greater  pressure  on  outer  edge  of  joint  C"  B"  than 
on  inner  edge  of  joint  C  B',  which  is  double  the  average  pressure  per 
square  inch,  if  pressure  were  distributed  over  the  whole  joint. 

This  last  discussion  shows  tha|i  point  of  application  P''  will  rise  on 
the  joint  as  the  extra  weight  at  M  is  increased.  Forty  thousand  pounds 
are  assumed  to  be  as  great  an  excess  of  weight  on  one  half  arch  above 
the  other  as  will  ever  occur.  A  crowd  passing  over  the  bridge  might 
possibly  be  dense  enough  as  it  left  to  throw  an  excess  one-half  greater 
than  that  assumed  above.  Under  that  supposition  the  resuitviut  will 
pass  through^,  about  I  distant  from  C"  to  B'^ 

It  is  impossible  to  determine  with  any  precision  how  this  pressure 
\^ill  be  distributed  over  joint  B"  C"  so  as  to  give  resultant  at  p^  ^  distant 
from  C^^  That  will  depend  upon  the  manner  of  yielding  or  compression 
of  snbstance  of  joint  and  of  the  iron  itseU.  The  pressures  along  the  line 
of  the  joint  may  be  ordinates  of  a  curve  thus : 


So  that  the  moment  of  surface  p  BAG"  with  reference  to  i?  B  will  be 
equal  to  that  of  surface  B''  pB,  « 

Or  the  distribution  may  be  th 


The  pressures  being  represented  by  ordinates  to  an  intermediate  curve 
A 6,  or  to  the  right  line  A  d.  The  distribution  cannot  be  determined  as 
the  result  of  any  law,  but  will  depend,  as  before  stated,  upon  the  man- 
ner of  compression  of  the  snbstance  of  the  joint  or  condensation  of  the 
iron  itself^  The  greatest  resultant  pressure,  however,  at  C  will  not 
probably  exceed  four  times  that  of  the  average,  if  pressures  are  distrib- 
uted equally  over  whole  joint  The  resultant  pressure  on  joint  in  this 
case  is  found  to  be,  if  equally  distributed,  3,215  pounds  per  square  inch, 
so  that  the  pressure  at  C"  under  above  supposition  would  be  12,860 
pounds,  or  |  of  ultimate  strength  of  cast  iron.  Accompanying  drawings 
show  the  three  curves  of  pressure  corresponding  to  the  foregoing  sup- 
posed distribution  of  weights  upon  the  bridge.  These  curves  of  pres- 
sure lie  well  within  the  extrados,  and  exhibit  conditions  favorable  to  the 
stability.    It  would  seem,  therefore,  that  were  the  bridge  formed  of  the 
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two  arched  ribs  only,  equilibriam  would  result  therefrom,  aod  that  the 
structure  would  be  safe  under  the  greatest  uniformlj(distribnted*load 
that  would  come  upon  it,  and  under  any  loads  that  would  probably|x>a88 
over  the  bridge,  changing  from  one  position  to  another. 

In  fact,  the  trusses  ought  not  to  be  taken  into  account  in  estimating 
the  stability  or  safety  of  the  bridge,  as  they  do  not  materially  reduce 
the  thrust  on  the  cast-iron  pipes.  They  might  prevent  a  change  of  form 
sufficient  to  cause  the  bridge  to  fall,  but  could  not  prevent  those  in- 
creased pressures  on  the  inner  and  outer  edges  of  the  joiuts  which  have 
been  investigated  in  the  foregoing  discussion. 

It  is  difficult  to  say  what  will  be  the  ultimate  effect  of  the  constant 
jarring  of  the  biidge.  Vibratory  motion  injures  wrought-iron,  by  making 
it  more  crystalline,  thereby  diminishing  its  tensile  strength;  but  we  do 
not  know  that  it  injures  the  strength  of  cast-iron  to  resist  pressure.  We 
can  conceive  that  vibration  through  sensible  arcs  might  produce  an 
eiiect  somewhat  similar  to  an  impulse  or  blow,  and  in  that  way  increase 
the  pressure  very  largely ;  but  this  bridge  seems  to  be  too  atiif  to  ad- 
mit of  such  large  vibrations. 

It  has  been  found  by  experiments  upon  railroad-iron  used  as  a  bridge 
that  high  velocities  increase  the  deflection  of  the  iron  many  fold  as  com- 
pared with  low  velocities,  and  that  one  half  of  the  statical  breaking 
weight,  when  moved  rapidly,  resulted  in  breaking  the  bars.  In  that  trial 
the  w^eights  came  immediately  on  the  bars  and  the  motion  was  very 
rapid.  Teams  pass  no  faster  than  a  walk  on  the  Bock  Greek  bridge,  and 
their  weights  are  transmitted  through  a  superstructure  of  such  stiffness, 
that  the  effect  of  the  motion  is  diffused,  and  loses  the  character  of  an  im- 
pulse or  blow  before  reaching  the  iron  pipes.  We  conclude,  therefore^ 
that  the  bridge  has  a  superabundance  of  strength,  as  it  ought  to  have, 
since  the  water-supply  of  the  city  of  Washington  is  dependent  upon  the 
safety  of  this  structure. 

Should  it  be  necessary  to  widen  this  bridge,  there  is  no  doubt  that  the 
proposition  of  the  engineer  in  charge  to  put  a  truss  beneath  the  road- 
way will  accomplish  tlie  end  in  view  cheaply,  as  it  will  avoid  widening 
the  abutments.  The  truss  above  the  roadway  will  be  unsightly  in  such 
a  position.  In  fact,  the  undergrade  truss  will  be  objectionable  on  the 
same  ground,  so  far  as  it  is  exposed  to  view. 

It  would,  in  our  opinion,  therefore,  better  accord  with  the  position  on 
Pennsylvania  avenue  and  with  the  general  character  and  architectural 
effect  of  other  aqueduct  structures  to  widen  thi«  structure,  without 
changing  its  design,  by  the  addition  of  two  arched  iron  ribs  similar  to 
those  of  the  present  bridge  and  by  widening  the  abutments. 

These  two  arched  ribs  should  be  made  about  as  heavy  as  those  of  the 
present  bridge.  As  the  previous  discussion  shows  the  latter  to  be  abun- 
dantly strong  without  the  truss- work,  in  the  new  eonstrnction  the  greater 
portion  of  the  whole  weight  of  the  bridge  could  be  thrown  tipon  the 
added  arches,  not  used  as  water-pipes. 

We  regard  the  arch  as  far  more  sightly,  beautiful,  and  arohitectnral 
than  the  truss,  and  therefore  more  suitable  for  this  position. 

Respectfully  submitted. 

Z.  B.  TowEft, 
Colonel  of  Engineers^  BtL  Mhq.  Oeii.,  U.  8.  A. 

H.  O.  Wright, 
Lieut.  Col.  ofEngineerAf  Bi>t.  Mty.  (Ten. 

Q.  A.   GiLLMOBB, 

Lieut.  CoL  of  Engineers^  Bvt.  Maj.  Oen.^  U.  &  A* 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  EngineerSj  JJ.  8.  A. 
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kbport  op  libutbwant-colonbl  thomas  lincoln  cjasel",  corps  of 

engineers. 

Opfsce  of  the  Washington  Aqueduct, 

Georgetown  J  D.  C^  Juhy  19,  1877. 

General:  I  have  the  honor  to  acknowledge  the  receipt  of  your  let- 
ter, dated  April  26,  inclosing  for  my  information  copies  of  certain  papers 
relating  to  the  Washington  Aqaedact  Bridge  ov«r  Bock  Greek,  reqaest- 
ing  me,  at  my  convenience,  to  fally  investigate  the  question  attending 
the  present  and  prospective  use  of  that  bridge  as  a  highway,  and  to  re- 
port my  views  as  to  whether,  in  view  of  the  restrictions  authorized  by 
act  of  Congress  to  be  placed  ai>on  the  travel  over  the  bridge,  the  inter- 
ests of  the  United  States  or  of  the  citizens  of  Washington  and  George- 
town seem  to  demand  any  increase  of  the  width  of  the  roadway  and  of 
the  footway  of  the  bridge. 

In  reply,  I  respectfully  submit  the  following : 

The  soperstrocture  of  the  Bock  Creek  Bridge  was  constructed  upon 
two  cast-iron  arch-shaped  mains,  48  inches  in  diameter,  which  rest 
npon  stone  abutments  on  either  side  of  the  creek,  and  are  used  for  the 
purpose  of  conveying  the  water  from  the  Washington  Aqueduct  over 
Rock  Creek  into  the  city  of  Washington. 

By  an  act  of  Congress  approved  May  17,  1^62,  the  Washington  and 
Georgetown  Railway  Company  was  created,  and  authorized  to  construct 
and  lay  down  a  double-track  railway  in  the  cities  of  Washington  and 
Georgetown,  through  and  along  the  following  avenues  and  streets: 

Commencing  on  Bridge  street  at  the  intersection  of  High  street ;  thence  along  said 
Bridge  street  to  its  intersection  with  the  street  runnins;  to  the  tabular  bridge  over 
.  Kuek  Creek  to  Pennsylvania  avenne,  in  the  city  of  Washington ;  along  said  avenne 
to  fifteenth  street  west,  d:e. 

At  the  time  of  the  passage  of  this  law  the  embankments  at  the  end 
of  the  bridge  had  not  been  completed,  and  the  bridge  had  been  used  for 
no  other  purpose  than  for  the  passage  of  the  .aqueduct  water.  The 
embankments  were  completed  in  1862,  and  the  bridge  was  immediately 
nsed  as  a  general  thoronghfare  for  streetcars  and  wagons  of  all  de- 
scriptions. 

The  railroad  company  claimed  to  have  derived  its  authority  for  the 
use  of  this  bridge  from  that  portion  of  the  law  above  quoted,  and  while 
there  seemed  to  be  no  authority  of  law  for  the  use  of  this  bridge  for  com- 
mon travel,  it  was  permitted  to  be  so  used  during  the  late  war  on  account 
of  the  demand  for  passageway  upon  nearly  all  the  public  avenues  and 
I  streets,  and  it  continued  to  be  used  for  such  purposes  until  after  the 
'  passage  of  an  act  of  Congress,  approved  March  3,  L875,  of  which  the 
following  is  an  extract : 

*  *  *  *  And  provided  further.  That  the  Chief  Engineer  is  hereby  directed  to 
notify  the  Washington  and  Georgetown  Railway  Company  to  remove  cheir  railway- 
track  from  the  Washington  Aqnediict  Bridge  over  Rock  Creek  within  one  year  from 
j  date  of  said  notice,  and  said  company  shall  make  such  removal  within  the  year  afore- 

said.   *    *    And  said  Chief  Engineer  may  establish  and  publish  regulations  prohibit- 
ing the  passage  of  heavily-loaded  wagons  and  carriages  over  said  bridge.    •    •    •    • 

A  copy  of  this  law  was  sent  to  the  president  and  directors  of  the 
Washington  and  Georgetown  Railway  Company,  and  they  were  notified 
to  remove  their  tracks  from  the  bridge  within  one  year  from  the  dat«  of 
said  notice. 

In  the  following  October  they  removed  their  rails,  and  since  then  the 
passage  over  it  of  heavily -loaded  wagons  and  carriages  has  been  pro- 
hibited. 
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Even  with  this  restriction  upon  the  travel,  the  bridge  is  often  thronged 
with  vehicles,  and  as  it  is  the  most  direct  line  of  communication  between 
Washington  and  Georgetown  I  am  of  opinion  that  in  the  future  the 
travel  over  it  will  increase.  The  restrictions  that  have  been  placed  upon 
the  travel  by  act  of  Congress  mnst  be,  to  a  certain  extent,  detrimental 
to  the  interests  of  the  citizens  of  Washington  and  Georgetown. 

The  street-cars  and  chariots  now  have  to  cross  Bock  Greek  by  the  M 
street  bridge,  and  reach  Pennsylvania  avenue  by  way  of  Twenty-sixth 
street  west,  which  is  a  comparatively  narrow  street,  80  feet  wide,  and  its 
grade  much  steeper  than  that  of  Pennsylvania  avenue  from  Rock  Creek. 
Freight  of  all  kinds,  including  lumber,  stone,  brick,  farm-produce,  &c., 
has  to  cross  Bock  Creek  by  either  K,  M,  or  P  street  bridge.  Neither  of 
these  routes  has  as  easy  grades  as  those  by  way  of  Pennsylvania  avenue. 

In  view  of  the  restrictions  authorized  by  Congress  to  be  placed  upon 
the  travel  over  this  bridge,  I  am  of  opinion  that  if  they  are  continued 
in  force  the  interests  of  the  United  States  do  not  at  present  demand 
any  increase  of  the  width  of  the  roadway  and  of  the  footway  of  the 
bridge;  bat  I  am  further  of  opinion  that  the  present  and  prospective 
interests  of  the  citizens  of  Washington  and  Georgetown  do  demand  an 
increase  in  the  width  of  the  roadway  and  of  the  footway,  the  present 
width  being,  of  the  roadway  only  17  feet,  and  of  the  footways  4J  feet 
•eaeh. 

The  abundant  strength  and  stiffness  of  the  present  bridge,  under  any 
■st>atical  or  moving  loads  that  are  likely  to  be  placed  upon  it,  are  clearly 
shown  by  the  investigations  of  the  Board  of  Engineers,  as  detailed  in 
its  report  of  April  7,  1877,  and  I  agree  with  it  as  to  the  manner  iii 
which  the  widening  of  the  road  and  footway  should  be  accomplished, 
should  it  be  decided  to  i&crease  their  width,  namely,  by  the  addition  of 
two  arched  iron  ribs,  similar  to  those  of  the  present  bridge,  and  by 
widening  the  abutments.  The  estimated  cost  of  widening  the  bridge 
in  the  manner  above  stated  is  $75,000. 

Very  respectfully,  your  obedient  servant, 

Thos.  Lincoln  Casey, 
'  Lieutenant-Colonel  of  JEngineirSm 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers  U,8.A» 
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8DBVEY  OF  THE  NORTHERN  AND  NORTHWESTERN  LAKES 

AND  THE  MISSISSIPPI  RIVER. 

annual  report  of  major  c.  b.  com8tock,  corps  of  engineers,  for 

the  fiscal  year  ending  june  30,  1977. 

Office  United  States  Lake  Survey, 

Detroitj  Mich.^  June  1, 1877. 

General:  I  have  the  honor  to  report  the  progress  of  the  surveys  of 
the  northern  and  northwestern  lakes  and  the  Mississippi  River,  from 
Julj  1,  187G,  to  June  1,  1877. 

LAKE  ERIE. 

At  the  date  of  my  last  report  the  reconnaissance  for  the  primary  tri- 
angulation  had  been  carried  as  far  west  as  Cleveland.  During  the  year 
this  reconnaissance  has  been  extended  we^t  to  the  vicinity  of  Sandusky 
by  Assistant  Engineer  G.  A.  Marr,  who  again  took  the  field  this  spring 
00  May  1,  and  is  now  extending  it  to  the  west  end  of  Lake  Erie.  The 
reading  of  the  angles  of  the  primary  triangiilation  was  continued  by 
Assistant  Engineers  Wisner,  Flint,  Woodward,  and  Darling,  who  car- 
ried the  work  from  Westfield,  N.  Y.,  to  the  vicinity  of  Painesville,  Ohio, 
although  some  of  the  angles  remain  to  be  read. 

The  topography  and  inshore  hydrography  were  carried  by  the  parties 
of  Assistant  Eugineers  Lamson,  Towar,  and  Terry  from  Ashtabula, 
Ohio,  to  Vermillion,  Ohio,  and  the  offshore  hydrography,  which  was 
carried  on  by  Lieut.  P.  M.  Price  with  the  steamer  Ada,  made  the  same 
progress. 

On  account  of  the  late  date  of  the  passage  of  the  appropriation  bill, 
parties  could  not  be  sent  into  the  field  till  early  in  August,  1876,  and 
were  withdrawn  late  in  October,  or  in  November.  Some  of  the  best  part 
of  the  season  for  field-work  was  thus  lost,  less  progress  was  made,  and 
the  cost  was  increased. 

On  May  8  and  10, 1877,  the  triangulation  parties  of  Assistant  Engi- 
neers Wisner  and  Woodward,  the  shore  parties  of  Assistant  Engineers 
Lamson,  Towar,  and  Terry,  and  the  steamer  Ada,  commanded  by  Lieut. 
I).  W.  Lockwood,  were  sent  into  the  field,  and  are  now  continuing  the 
work  westward  from  where  it  closed  last  fall. 

STATE  OF  MICHIGAN. 

The  determination  of  points  in  aid  of  State  surveys  has  been  con- 
tioued,  latitudes  being  observed  with  a  zenith-telescope,  and  longitudes 
being  determined  by  telegraphic  connection  with  the  lake  survey  ob- 
servatory at  Detroit. 

Gapt.  H.  M.  Adams  observed  at  Detroit,  and  Lieutenant  Lockwood,  in 
Aagust,  1876,  occupied  the  stations  Willow  Springs,  111.,  Saint  Louis  and 
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Saginaw,  Mich.,  observing  the  magaetic  elements  alao  at  each  of  these 
stations.  The  stations  for  the  primary  triangalation  to  connect  Lakes 
Michigan  and  Erie  having  been  erected  for  a  distance  of  one  hundred 
miles  east  from  the  south  end  of  Lake  Michigan,  Lieut.  P.  M.  Price  and 
Assistant  Engineer  A.  B.  Flint  took  the  tield,  to  measure  the  angles  of 
this  triangulation,  on  May  8,  1877.  * 

MISSISSIPPI  RIVER. 

Early  in  November,  1876,  Lieuts.  D.  W.  fiockwood  and  P.  M.  Price, 
and  Assistant  Engineer  F.  M.  Towar,  were  sent  to  Cairo  to  begin  a  sur- 
vey of  the  Mississippi  River  from  Cairo  south. 

Lieutenant  Lockwood  was  instructed  that  the  objects  of  the  survey 
were  to  obtain  a  good  map  of  the  river,  to  get  data  tor  any  improve- 
ments needed  for  the  purposes  of  navigation,  and  to  obtain  the  data 
needed  for  the  location  of  levees. 

He  was  instructed  to  base  the  topographical  survey^  on  a  secondary 
triangulation,  so  that  the  work,  when  once  done,  might  be  the  reliable 
base  for  all  future  partial  surveys;  to  leave  numerous  permanent  stone- 
marks,  to  which  future  changes  might  be  referred,  these  marks  lieing 
determined,  both  in  position  and  height;  to  run  continuous  lines  of 
levels  along  one  or  both  biinks,  and  to  run  level  lines  back  from  the 
river  once  in  a  mile,  so  as  to  locate  contour  lines  for  each  three  feet  of 
elevation,  with  tlie  aid  of  any  intermediate  stadia-work.  He  was  also 
to  obtain  information  as  to  the  character  of  the  bed  and  banks  of  the 
river,  and  the  heights  at  different  points  of  the  highest  known  floods. 
Lieutenants  Lockwood  and  Price  measured  a  second ar^^  base-line,  and 
read  the  angles  of  the  secondary  triangulation.  Lieutenant  Lockwood 
determined  the  latitude  of  a  point  in  Cairo  by  two  nights'  work  with  a 
zenith-telescope,  the  azimuth  of  a  triangle-side  by  six  nights'  work  with 
a  ri-inch  theodolite,  and,  in  connection  with  Captain  Adams,  at  Detroit, 
determined  longitude  by  two  nights'  work. 

The  topographical  party  under  Mr.  Towar  carried  the  topography  and 
hydrography  ot  the  river  trom  a  point  five  miles  above  the  junction  of 
the  Ohio  and  the  Mississippi  to  a  p  int  eight  miles  above  Columbus,  Ky. 

As  the  work  could  only  be  done  well  during  the  low  river,  which  comes 
in  the  late  fall  and  winter,  and  as  the  winter  was  very  cold,  with  much 
ice  in  the  river,  the  progress  was  slow;  there  was,  moreover,  but  little 
money  available  for  the  work. 

A  line  of  levels  of  precision  was  run  from  Cairo,  III.,  to  Columbus, 
Ky.,  by  Assistant  Engineers  Lehnartz  and  L.  L.  Wheeler. 

Jn  previous  work  the  lines  have  been  leveled  in  duplicate  bj  differ- 
ent observers,  with  different  instruments.  To  avoid  the  delay  arising 
from  the  duplication  of  the  work,  I  have  tried  in  a  part  of  this  line  a 
different  method,  which  seems  to  furnish  all  necessary  checks  on  errors. 

Two  lines  of  levels  are  carried  on  the  two  sides  of  the  road  simulta- 
neously, by  one  observer,  with  one  instrument.  On  one  side  of  the  road 
a  rod  is  used,  which  is  numbered  from  top  to  bottom  ;  on  the  other  side, 
the  rod  used  is  numbered  from  bottom  to  top. 

All  readings  on  one  side  are  taken  first,  and  notes  of  the  two  lines  are 
kept  in  separate  books. 

One  leveler  makes  about  two  thirds  the  progress  that  two  would, 
working  in  duplicate. 

MISCELLANEOUS. 

The  determination  of  the  heights  of  the  great  lakes  above  me^ti  tide 
at  New  York  City  has  been  continued.     A  line  of  levels  has  bt-en  lun 
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iadependently,  in  duplicate,  from  Escanaba,  on  Green  Bay,  to  Marqnf  tte, 
OQ  Lake  Superior,  to  determine  the  differeuoe  of  elevation  of  Lakes 
Michigan  and  Superior. 

Tlie  work  was  of  the  kind  known  as  levels  of  precision,  the  Kern  levels 
and  rods  being  nsed.  The  two  lines,  on  reaching  Marquette — distant  05 
miles  from  Escanaba — differed  by  31.4  millimeters,  and  the  greatest 
difference  between  the  results  of  the  two  lines  at  any  intermediate  point 
va8  41.8  millimeters.  The  elevation  of  the  highest  intermediate  refes- 
eooe-point  above  Lake  Superior  was  190  meters.  The  resulting  height 
of  mean  surface  of  Lake  Superior  from  January  1,  1871,  to  December 
31, 1875,  above  mean  surface  of  Lake  Michisran  from  January  1, 1860,  to 
December  31,  1875,  was  6.249  meters,  or  20.50  feet. 

To  complete  this  work,  there  only  remained  the  line  from  Lake  F>ie  to 
Lake  Huron  to  bereleveled.  Assistant  Engineers  F.  W.  Lehnartz  and 
L  L  Wheeler  have  just  completed  this  work.  A  preliminary  reduction 
gives  mean  level  of  Lake  Huron  8  35  feet  above  mean  level  of  Lake  Erie, 
^m  January  1,  1860,  to  December  31,  1875. 

Neglecting  for  the  present  the  slight  difference  of  level  of  Lakes 
3Iicbigan  and  Huron,  which  probably  does  not  exceed  one  or  two  tenths 
of  a  foot,  we  have,  as  a  preliminary  value  correct  to  the  nearest  foot, 
the  mean  level  of  Lnke  Hiiron  582  feet,  and  of  Lake  Superior  602  feet 
above  mean  tide  at  New  York. 

At  the  request  of  Capt.  W.  S.  Stanton,  United  States  Engineers,  Gapt. 
H.  M.  Adams  observed  here,  in  conneistion  with  Captain  Stanton,  for 
telegraphic  difference  of  longitude  between  Fort  Fetternian,  Wyoming, 
aod  Detroit.  At  a  similar  request  from  Lieut.  W.  Hoffman,  the  longi- 
tudes of  Forts  Stockton,  Concho,  and  McKavett,  in  Texas,  were  deter- 
miDed ;  Captain  Adams  observing  at  Detroit,  and  Lieutenant  Hoffman  at 
the  Texas  stations. 

The  observation  of  water  levels  of  the  lakes  has  been  continued  at 
Sacket^s  Harbor  and  Charlotte,  N.  Y.;  at  Erie,  Pa.,  and  Cleveland, 
Ohio;  at  Detroit,  Port  Austin,  Sault  Ste.  Marie,  and  Escanaba,  Mich., 
and  at  Milwaukee,  Wis. 

OFFICE  WORK. 

During  the  winter  the  reduction  and  plotting  of  the  summer's  work 
on  Lake  Erie  has  nearly  been  completed,  giving  21  antiquarian  sheets 
of  detailed  topography  and  hydrography. 

The  plotting  of  the  fidd-work  on  the  Mississippi  Biver  has  been 
begun. 

The  longitude,  latitude,  azimuth,  and  magnetic  work  at  Willow 
Springs,  III.,  Saginaw  and  Saint  Louis,  Mich.,  and  Cairo,  111.,  has  been 
reduced. 

The  longitude-work  in  connection  with  Fort  Fetterman,  Wyo.,  and 
Ports  Stockton,  Concho,  and  McKavett,  T«»x.,  has  been  reduced. 

Tbe  determination  of  the  constants  of  the  Bepsold  base  apparatus  has 
been  begun. 

Tbe  Clarke  yards  have  been  compared  with  each  other  at  a  tempera- 
ture near  47o  F. 

The  five  bases,  measured  with  the  Bache-Wurdemann  apparatus,  have 
been  recomputed,  a  method  being  nsed  which  estimates  the  effect  of  the 
difference  of  temperatures  of  the  iron  and  brass  bar  in  the  apparatus. 

Tbe  levels  of  precision  between  Escanaba  and  Marquette,  Mich.,  have 
be«'n  reduced. 

Tbe  primary  triangnlation  from  the  Sandy  Creek  base  at  the  east  end 
of  Lake  Ontario  to  Tonawanda,  N.  Y.,  has  been  adjusted. 
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Daring  the  year  Mr.  Maeller  has  nearly  completed  the  chart  of  JLa 
Ontario ;  scale,  xo^d- 

Mr.  Molitor  has  completed  the  chart  of  Detroit  Biver,  scale  -^ehi 
^hich  has  been  photolithographed. 

Mr.  Fisher  has  completed  coast-charts  Nos.  1  and  3,  of  Lake  Michi|ra 
on  a  scale  of  -97^ Jijo.  No.  1  extends  from  Portage  to  Manitowoc,  ai 
No.  3  embraces  the  vicinity  of  Milwaukee.  Both  have  been  phot 
lithographed. 

Mr.  Witzleben  has  nearly  completed  coast-chart  No.  1,  of  Lake  Ont 

rio;  scale  Tnjiftif. 

Mr.  Wansleben  has  completed  coast-chart  No.  2,  of  Lake  Micbiga 
scale  sTtofiis^  embracing  the  vicinity  of  Sheboygan,  and  has  nearly  coj 
pleted  coast-c^art  No.  7,  of  Lake  Michigan. 

No.  2  has  been  photolithographed.    Mr.  Yon  Hippel  has  complet< 
coast-chart  No.  5,  of  Lake  Michigan,  extending  from  New  Buffalo 
Chicago,  on  a  scale  of  ^i^^,  and  has  nearly  completed  coast-chart  ] 
4,  Lake  Michigan ;  scale,  injo ott- 

Mr.  Frantte  has  completed  chart  No.  6,  Saint  Lawrence  Biver,  i 
bracing  the  Thousand  Islands,  on  a  scale  of  ^x^^inrt  ^hich  has  m 
photolithographed.  He  has  also  nearly  completed  coast  chart  No.  €| 
Lake  Michigan  ;  scale,  j^jsz' 

The  following  table  gives  a  resumS  of  the  field-work  done  betwif 
May  1, 1876,  and  May  1, 1877  :  i 

Surveys  of  northern  and  northwestern  lakes  and  Mississippi  Biver. 

Iioofitudes  determined  telegraphically .i 

Latitudes  determined 

Primary  triangnlation  stations  occupied ' 

Secondary  triangulation  stations  occupied 

Miles  of  developed  shore-line .J 

Sqaare  miles  of  topography ^ 

Square  miles  of  inshore  hydrography 

Antiquarian  sheets  of  topography  and  inshore  hydrography  plotted  daring  winter. 

Sheets  of  shore  hydrography 

Lines  of  deep-sea  soundings,  Lake  Erie 

Miles  of  precise  leveling,  in  duplicate 

Stations  occupied  for  determination  of  magnetic  constants 

Secondary  base-line  measured 

Secondary  azimuth  determined 


The  standards  of  length  of  the  hike  survey  have  now  been  well 
mined,  and  will  probably  have  their  values  but  slightly  changed 
ture.    A  description  of  them  and  a  discussion  of  their  values  is  the 
given  in  Appendix  A.    The  Keweenaw  base  having  been  recom 
and  its  length,  in  terms,  of  the  15  feet  brass  bar  in  melting  ice  b 
been  found,  a  summary  of  the  methods,  and  results,  is  given  in  A 
dizB. 

The  results  of  longitude  work  by  Gapt.  H.  M.  Adams  are  giv 
Appendix  C. 

The  results  of  longitude  work  by  Lieut.  D.  W.  Lockwood  are 
in  Appendix  D. 

The  results  of  magnetic  work  are  given  by  Lieut.  C.  F.  Powell 
T.  N.  Bailey  in  Appendix  E. 

An  account  of  the  leveling  of  precision  between  Escanaba  and 
quette  is  given  by  Assistant  Engineers  Lehuartz  and  L.  L.  Whee 
Appendix  F. 

Eesults  of  continuation  of  water-level  observations  on  the  lak 
given  in  Appendix  G. 


No.l 


N9  3. 


di 


iXo.  4. 
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Appendix  H  gives  a  list  of  the  published  charts  of  the  Lake  Sarvey, 
the  number  of  charts  issued  ia  different  years,  and  a  list  of  tracings 
famished  to  different  persons. 

Appendix  I  gives  reports  of  chiefs  of  parties  showing  details  of  work. 

Three  sketches  are  forwarded  herewith  showing  the  general  progress 
of  the  Lake  Survey,  and  of  the  triangulation  of  Lakes  Ontario  and  Erie. 

The  following  officers  have  been  under  my  command  during  the  past 
year :  Gapt.  H.  M.  Adams,  First  Lieut.  D.  W.  Lockwood,  First  Lieut. 
O.  F.  Powell,  First  Lieut.  P.  M.  Price,  and  Second  Lient.  T.  N.  Bailey. 
Lieutenant  Bailey  was  relieved  from  the  Lake  Survey  August  23,  1876. 

I  am  indebted  to  the  officers  and  assistant  engineers  of  the  Lake  Sur- 
vey for  hearty  co-operation  in  its  work. 

E9tim€Ue  offandafor  continuance  of  $urvey  of  northern  and  northwestern  lakes  and  MisaU- 

sippi  Biver,  for  the  fiscal  year  ending  June  30, 1879. 

For  ooDtinniDg  survey  of  Lake  Erie  for  determination  of  points  in  aid  of 
State  Borveys  and  construction  of  maps ;  for  continuation  of  triangula- 
tion south  from  Chicago  and  east  to  Lake  Erie ;  for  survey  of  Mississippi 
Hiverand  miscellaneous ^ $216,500  00 

Details  as  follows : 

LAKE  ONTARIO. 

Conatrnction  and  engraving  of  maps 6,000  00 

LAKE  ERIE. 

Completioii  of  triangulation  and  meannrement  of  base,  three  parties S4, 000  00 

Redaction  of  work,  construction  and  engraving  of  maps 10,000  00 

LAKE  MICHIGAN. 

Continuation  of  triangulation  east  from  Mungo  and  south  from  Chicago ; 

three  triangulation  parties  and  publication  of  maps  30, 000  00 

MISSISSIPPI  RIVER. 

Continaation  of  the  triangulation,  six  parties 24,000  00 

Con tinnation  of  topography  and  hydrography,  six  parties 51 ,  000  00 

Contiaoation  of  levels,  three  parties 10,500  00 

Parchase  of  steam-launches  and  quarter-boats 18,000  00 

Redaction  of  work,  construction  and  publication  of  maps S20, 000  00 

MISCELLANEOUS. 

For  water-lcTel  observations ;  quarters  and  fuel  for  officers ;  determina- 
tions of  points  jn  aid  of  State  surveys;  office-rent,  fuel,  stationery,  in- 
struments, and  miscellaneous 25,000  00 

218, 500  00 

Very  respectfally,  your  obedient  servant, 

C.   B.  COMSTOCK, 

Major  of  Engineers^  Bvt.  Brig.  Oen.y  U.  8.  A. 

BrigTGen.  A.  A.  Humpheeys, 

Chief  of  JEngifieers  U.  8,  A. 


■ 


ii.— report  of  captain  h.  m.  adams,  corps  of  engineers. 

Office  United  States  Lake  Survey, 

Detroiij  Mich.^  June  30,  1877. 

General  :  I  have  the  honor  to  report  the  following  progress  in  the 
survey  of  northern  and  northwestern  lakes  and  the  Mississippi  Biver 
for  the  months  of  May  and  Jane,  1877. 
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LAJ^B  ERIE. 

The  reconnaissance  for  primary  triangulation  has  been  extended  from 
Sandusky,  Ohio,  to  the  west  end  of  Lake  Erie.  The  reading  of  the  an- 
gles of  this  triau£:ulation  has  been  continued  from  Painesville,  Ohio, 
and  has  been  completed  as  far  west  as  Cleveland,  Ohio. 

The  topography  and  inshore  hydrography  has  been  continued  from 
Vermillion,  Ohio,  west  to  Scott's  Point,  Ohio,  including  Kelley's  Island, 
Point  Pelde  Island,  the  Bass  Islands,  East  Sister  Island,  and  the  adja- 
cei't  reefs  and  shoals. 

The  offshore  hydrography  has  been  extended  west  and  north  from 
Yeriiiilliou,  Ohio,  to  Monroe,  Mich.,  by  Lieut.  D.  W.  Lockwood,  United 
States  Engineers. 

LAKE  MICHIGAN  AND  STATE  OF  MICHIGAN. 

The  angles  of  the  primary  triangulation  connecting  Lake  Michigan 
and  Lake  Erie  have  been  read  at  stations  Michigan  City,  Bald  Tom, 
and  Bertrand. 

The  measurement  of  a  base')^e  has  been  commenced  at  Summit,  111. 

MISSISSIPPI  RIVER. 

Lieut.  C.  F.  Powell  was  sent  to  Memphis,  Tenn.,  May  30,  to  make  ob- 
servations for  longitude,  latitude,  and  azimuth  ;  to  select  a  site  for  a 
base-line,  and  make  a  reconnaissance  for  triangulation  south  of  Mem- 
phis. 

The  longitude  work  at  Memphis,  in  connection  with  observations  at 
Detroit  by  Captain  Adams,  has  been  completed.  Observations  for  lati- 
tude at  Memphis  have  also  been  completed. 

OFFICE-WORK. 

Coast-charts  Nos.  4  and  6,  Lake  Michigan,  have  been  completed. 
^Number  of  lake-survey  charts  issued  during  the  month  of  June,  1877, 
420. 
Total  for  year  ending  June  30, 1877,  3,156. 

Financial* 

Amonnt  expeDded  daring  the  fiscal  year  endiDg  Jaoe  30, 1877 $19,778  46 

Amount  available  July  1,  1877 99,747  77 

Amount  required  for  fiscal  year  ending  June  30,  1879 218,500  00 

(See  also  report  of  M%j.  C.  B.  Comstock  dated  June  1,  1877.) 

Very  respectfully,  your  obedient  servant, 

H.  M.  Adams, 
Captain  of  Engineers* 
Brig.  Gen.  A.  A.  Humpheeys, 

Chief  of  Engineers^  U.  8.  A. 


• 


Appendix  A. — Standards  of  length  op  unftjSd  states  lake  survey. 

i  1.  The  standards  of  length  of  the  lake  survey  are —     • 

1.  Two  steel-end  measure  yards,  known  as  Clarke  yards  A  and  B. 
Th«*y  have  the  letters  A  and  B  engraved  on  theui. 

2.  An  inch  graduated  to  tenths,  and  one-tenth  to  hundredths,  on  a  slip  of  platinum 
let  into  the  upper  surface  of  a  steel  bar  one  inch  square  and  an  inch  and  a  half  long. 

3.  On  the  preceding,  which  are  the  standards,  depend  the  lengths  of  a  brass  bar  15 
feet  long ;  and 

4.  The  lengths  of  five  brass  yards,  nsed  in  determining  the  length  of  the  15-foot  brass 
bar. 
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$2.   CLARKK  YARDS  A  AND  B. 

Tbe^e  yards  are  bara  of  steel,  0.73  inch  in  depth  and  0.50  inch  in  thickness.  Thetnds 
are  cylinders,  0.35  inch  in  leup^tb  and  0/25  inch  in  diameter,  oo-axial  with  the  bars. 

The  ends  of  the  cylinders  bave  agates  firmly  set  inea^h,  the  surfaces  of  these  stones 
being'  spheriuaL  surfaces,  whose  centers  aie  at  the  opposite  ends  of  the  yards. 

The  standard  distance  is  that  between  the  central  points  of  the-i-^siniiU  end  surfaces. 

Each  yard  U  inclosed  in  an  iron  box,  slightly  larger  than  iCs^5lf,  the  bjx  having  a 
hingt^d  cover  and  slifiing  ends.  In  the  bottom  of  each  box  are  two  eqaal  levers,  mov- 
iog  about  horiz  mtal  axes  at  their  centers,  the  enis  of  the  levers  thdd  giving  four 
points  of  support  for  the  yard  resting  on  them,  and  bearing  equal  pressures,  these 
points  of  support  being  at  5.2  inc&es  and  10.9  inches  from  either  end  of  yard.  Four 
Fahrenheit  mercurial  thermometers  accompany  each  yard,  whose  bulbs  lie  in  niches  for 
them  in  the  interior  siaes  of  the  iron  boxes;  their  stems  are  bent  at  right  angles,  and 
are  r*  ad  through  slits  in  the  iron  lids. 

Tbeso  yards  are  from  a  design  suggested  to  pie  by  Lient.  Col.  A.  R.  Clarke,  Royal  En- 
gineers.    They  were  constructed  by  James  Simms,  of  Loudon,  iu  H73. 

Yard  A  was  compared  by  Lieutenaut-Colouel  Clarke  at  the  ordnance  survey  office 
at  Southamp  on  with  the  standard  yard,  Yasof  the  ordnance  survey,  eight  times  in 
four  days  in  May,  lfc^4,  the  temperature  being  between  51*^  and  52^  F.,  and  ten  times 
in  July,  1874,  in  four  days,  the  temperature  being  between  629  and  64^  F. 

Yard  B  was  compared  eight  times  with  Yu  in  three  days  of  May,  1674,  at  tempera- 
tares  near  53^,  and  ten  times  in  four  days  of  JuJ^»  ld74,  at  temperatures  between  Gl^  7 
and  62°  8.  • 

The  co-efficients  of  expansion  of  both  A  and  B  were  determined  by  Colonel  Clarke. 
The  method  used  was  to  compare  the  yards  with  each  other,  one  being  kept  at  a  high 
temperature  by  being  placed  in  a  box  between  tanks  filled  with  hot  water  at  a  steady 
temperatnre,  while  tbe  other  was  betweea  tanki  tilled  with  cold  water.  The  methods 
were  essentially  the  same  as  those  desciibed  in  Colonel  Clarke's  work  on  *'  Comparisons 
of  Standards  of  Length." 

A  at  a>»ont  91^  F.  was  compared  ten  times  in  three  days  with  B  at  about  34^,  and 
ten  times  in  two  days  with  B  at  about  57^.  It  was  compired  ten  times  in  two  days 
at  about  34^  F.  with  B  at  abont  94^ ;  teri^ times  in  two  days  at  55^  with  B  at  91^ ;  and 
ten  time9  in  two  days  at  56^  with  B  at  &7^. 

These  expansion- cim par isons  extended  from  April  18  to  May  1,  1874. 

The  four  thermometers  accompanying  each  yard  were  carefully  compared  by  Colonel 
Clarke  with  the  ordnance-survey  standard  3241,  and  their  errors  determined. 

The  comparisons  of  A  and  B  with  the  ordn.ince-survey  standard  Ysa  were  each  com- 
bined by  least  squares  to  obtain  the  lengths  of  A  and  B  at  62^.  The  expansion-com- 
parisons were  combined  in  the  same  way,  and  from  them  the  co-efficients  of  expansion 
of  the  two  yards  were  obtained. 

The  following  are  Colonel  Clarke's  results : 

Length  of  A  at  629  F.  in  yards,  A=0y.99997695  ^  0.00000013. 
Length  of  B  at  629  F.  in  yards,  B  =  0  .99997111  ^i- 0.00000016. 
Expansion  for  1°  F.  of  A  in  yards,  Oy.OU00058740  i-  0.0000000195. 
Expansion  for  1^  F.  of  B  in  yards,  0  .000005^103  ±  0.0000000197. 

In  inches,  the  above  values  become — 

Length  <f  A  at  62°  F.,  A  =  35"».999170±  0.0000047. 
Length  of  B  at  62^  F.,  B  =  35  .998960  ±  0.0000053. 
Expansion  for  1^  F.  of  A  =  0»«.0002114b  ±0  OUOU0070. 
Expansion  for  1©  F.  of  B  =  0   .0002C917  ±  0.00(;00071. 

The  details  of  the  comparisons  are  given  in  the  lake-survey  report,  embodied  in  th3 
Report  of  the  Chief  of  Engineers  for  1^75. 

$  3.   STANDARD  INCH. 

As  accurate  valaes  of  the  micrometer-screws  used  in  comparisons  of  lengths  are  in- 
dispensable, a  standard  inch  was  obtained  from  Mr.  Simm-i,  of  London,  for  »uoh  deter- 
minations. It  is  divided  into  tenths,  and  the  last  tenth  (from  0^*^.9  to  l'".U)  is  divided 
into  hundredths.  Each  of  the  tenths  a<id  each  of  the  hundredths  had  its  value 
determined  by  compaiison  with  the  ordnance-survey  standard  foot,  by  CjIoucI  Clarke. 
On  this  inch  depend  the  values  of  the  micrometer-screws  used  in  all  comparisons. 

Colonel  Clarke's  values  of  the  different  divisions  may  be  found  in  the  lake-survey 
Report,  embodied  in  Report  of  Chief  of  Engineers  for  187t5. 

$  4.  FIFTBEN-FOOT  STANDARD  BAR. 

This  bar  is  a  brass  bar  abont  15  feet  in  length,  its  oross-aeotion  being  l*n.l  by  0i°.33. 
In  each  end  an  agate  plate  has  been  inserted  in  a  dovetail,  and  is  held  in  position  by 
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burniabing  tbe  brass  down  upon  it.    The  oater  face  of  the  azate  plate  coincides  with 
the  end  of  the  bar. 

Oo%ne  broad  face  and  near  one  end  there  is  stamped  **  U.  S.  standard,  15  feet  0.0018 
inches  at  62^  Fah.  From  yards  Nos.  4L,  42, 43, 44, 45.  Expansion  for  1^  Fah.  0.0017  of 
an  inch."  The  length  of  this  bar  is  the  distance  between  the  middle  points  of  the 
asate  planes,  when  the  stamped  face  being  vertical  and  the  inscription  right  side  np, 
that  top  edge  which  is  farthest  from  an  observer  reading  the  inscription  is  a  straight 
line. 

This  15-foot  bar  appears  to  have  been  received  by  the  lake  snrvey  in  1852  with  the 
Bache-WUrdemann  base  apparatus. 

The  agate  planes  were  not  put  in  the  ends  of  the  bar  till  the  winter  of  1865-'G6. 
They  of  course  gave  a  new  length  to  tbe  bar.  Nothing  is  known  of  the  method  by 
which  the  expansion  of  the  bar  for  1°  F.,  which  is  stamped  on  it,  was  obtained.  It 
is  only  an  approximation  to  the  true  value.  The  length  of  the  bar  stamped  on  it,  of 
course,  is  now  incorrect. 

In  reference  to  the  term  "  U.  S.  standard/'  it  may  be  remarked  that  at  one  time  tbe 
United  States  Treasury  Department  adopted  the  distance  at  62^  F.  between  the  27th 
and  63d  inch,  on  a  brass  82-inch  scale,  by  Troughton  and  Simms,  belonging  to  tbe 
Coast  Snrvey,  as  a  United  Srates  standard  yard.  Subsequently  it  was  found  that  tJiis 
so-called  United  States  standard  differed  by  about  one-thousandth  of  an  inch  from  the 
standard  yard  of  England. 

By  law  of  28th  July,  1866,  Congress,  in  legalizing  the  metrical  system,  adopted  in 
round  numbers  the  ratios  which  exist  between  the  English  §nd  French  standards  of 
length,  thus  assuming  that  the  yard,  foot,  and  inch  of  the  United  States  are  the  same 
as  those  of  Great  Britain.  Hence,  whenever  these  units  are  used  in  this  paper  the 
standards  to  which  they  refer  are  those  of  Great  Britain. 

The  length  of  the  15-foot  brass  bar  was  derived  from  comparison  with  the  five  brass 
yards  L.  S.,  Nos.  6, 7, 8. 9, 10,  placed  end  to  end  in  a  right  line,  and  inclosed  in  a  long  nar- 
row box,  to  prevent  rapid  changes  of  temperature,  the  15-foot  bar  being  in  the  same  box 
beside  and  within  2  inches  of  the  yards. 

$  5.  FIVE  BRAS8  YARDS. 

These  yards,  used  in  determining  the  length  of  the  15-foot  bar,  were  oonstrncted  for 
the  lake  survey  at  the  office  of  weights  and  measures  in  Washington,  in  1871,  under 
the  direction  of  Mr.  J.  E.  Hilgard.  They  ar?  all  similar  brass  bars,  and  are  marked 
respectively  L.  S.,  No.  6,  7,  8,  9, 10. 

These  yards  are  prisms  one  inch  wide  by  six-tenths  of  an  inch  thick  and  thirty-fbnr 
and  seven-tenths  inches  long,  having  at  each  end  an  axial  cylinder  four-tenths  of  an 
inch  in  diameter  and  six-tenths  of  an  inch  long.  In  the  ends  of  these  cylinders  agates 
are  held  by  the  brass,  which  is  burnished  down  on  them.  The  end  surfaces  of  the 
agates  are  ground  to  a  radius  of  4  inches,  the  center  of  the  sphere  being  in  the  axis  of 
the  bar.  The  distance  between  the  middle  points  of  these  agate  disks  is  taken  as  the 
length  of  the  yard.  These  points  are  by  construction  in  the  prolongations  of  the  axes 
of  the  end  cylinders. 

The  values  of  these  yards  and  their  relative  expansions  have  been  determined  by 
comparisons  with  each  other  and  with  the  Clarke  yards  A  and  B  at  various  times  and 
widely-differing  temperatures. 

$  6.  COMPABATOBS. 

The  comparators  used  are  contact-level  comparators,  one  by  Wiirdemann  and  one  by 
Stackpole.  In  each,  a  micrometer-screw  moves  in  its  own  direction,  a  slide  carrying 
the  supports  of  a  level  having  horizontal  trunnions,  which  turn  on  the  points  of  two 
steel  screws ;  a  vertical  arm  projecting  from  the  under  side  of  the  level  is  in  contact 
with  one  end  of  a  sliding  piece  of  steel,  which  at  its  other  end  abuts  against  the  stand- 
ard undergoing  comparison,  and  moves  parallel  to  the  micrometer-screw  on  grooved 
rollers. 

One  end  of  the  level  is  heaviest  by  an  ounce  or  two,  so  that  by  the  vertical  arm 
underneath  it  the  sliding  piece  is  pressed  with  constant  pressure  against  the  end  of  the 
standard  under  comparison. 

Any  slight  motions  of  this  sliding  piece  can  be  read  on  the  level  by  reading  its  bub- 
ble ;  larger  motions  up  to  1  inch  are  read  by  moving  tbe  slide  which  carries  tbe  level 
by  turning  the  micrometer-screw  till  tbe  bubble  is  near  the  middle  of  the  level,  and 
then  reading  tbe  level,  the  micrometer- head,  and  an  inch  scale  on  the  slide.  The  value 
of  one  division  of  the  micrometer-head  is  approximately  O^n.OOOl,  and  of  tbe  level 
about  0'".00001  for  the  Wiirdemann  comparator.  One  turn  of  the  Wfird«mann  screw  is 
approximately  0^°.0'2  and  of  the  Stackpole  screw  approximately  O'^.Ol. 

in  comparisons  of  two  end-measure  yards,  the  two  comparators  are  mounted  on  a 
stout  timber,  so  that  their  sliding  pieces  shall  be  horizontal  with  axes  in  the  same 
straight  line,  the  outer  ends  of  the  sliding  pieces  being  nearly  a  yard  apart.    The 
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centera  of  the  ends  of  the  yards  are  then  brought  alternately  between  these  slidins 
pieces,  and  the  niicrometer-heads  are  t^irned  till  the  babble  is  in  the  middle ;  both 
levels  and  micrometers  are  then  read.  The  same  being  done  for  the  second  yard,  the 
difference  of  readings  gires  the  difference  of  length.  The  Stackpole  comparator  is  kept 
as  nearly  at  a  oonstaut  reading  as  possible,  thus  throwing  tlie  measurement  on  the 
Wiirdemaon  comparator,  which  has  the  best  level.  For  comparisons  of  15  feet  bars  the 
same  process  is  used,  save  that  the  comparators  are  then  mounted  on  stable  stone  posts 
entirely  disconnected  with  the  floor  on  which  the  observer  stands. 

As  in  expansioo-experi moots  quantities  of  nearly  O'^.l  have  to  be  measured,  it  is 
necessary  to  know  the  absolute  values  of  one  turn  of  the  micrometer-screws  and  their 
periodic  errors,  with  precision.  These  have  been  determined  for  the  parts  of  the  screws 
oaed,  and  the  resnltiug  values  have  been  need  in  reductions. 

The  absolute  values  of  one 'turn  of  the  micrometer-screws  were  determined  by  mount- 
ing  the  standard  inch  on  the  comparator  slide,  and  observing  its  successive  divisions 
with  a  microscope  as  the  micrometer-screw,  which  was  read  at  each  observation,  moved 
them  through  the  field. 

The  WUrdemann  comparator  should  be  used  only  in  the  vicinity  of  or  between  the 
scale-readings,  0^.1  and  0i>'.2. 

At  0^°.ll  its  indications  are  t'O  be  multiplied  by  1.004  to  reduce  them  to  inches.  At 
this  point  the  value  of  one  revolution  increases  with  increased  reading  at  the  rate 
o^  rihiiT  pATt  of  its  valoe  per  turn.  Periodic  error  between  0^°.l  and  0^^.2  scale- 
reading  has  a  maximum  effect  on  either  side  of  the  mean  of  0^°.00003  or  a  total  range 
of  0»°.OU006. 

The  periodic  error  was  first  determined  by  BesseVs  method  by  Lieut.  Lockwood, 
in  1874,  and  a  later  redetermination  gave  nearly  the  same  value. 

The  readings  of  the  Stackpole  comparator  at  0*".47  are  to  be  multiplied  by  1.003  to 
reduce  them  to  inches. 

The  value  of  one  turn  diminishes  at  the  rate  of  ^^^titr  P^^t  of  its  value  per  turn  as 
the  readings  increase. 

The  periodic  error  of  the  screw  amounts  to  O^i^.OOOOlQ  on  each  side  of  the  mean,  or 
haa  a  total  range  of  0*».000036. 

This  ecrew  is  mainly  used  between  the  scale-readings  0<°.4  and  0*".5. 

$  7.  TIIERMOMETRR8. 

The  thermometers  on  which  the  resnlts  in  this  paper  depend  are  the  following : 

1st.  Standard  No.  230,  made  by  Troi  ghton  &  Simms,  1871. 

2d.  Casella  standards  Nos.  21472,  2147.5,  21474,  21475, 21476. 

3d.  Four  thermometers,  marked  Ai,  As,  A^,  A4,  made  by  Simms,  to  accompany  Clarke 
yard  A. 

4th.  Four  thermometers,  marked  Bi,  Bs,  B3,  B4,  made  by  Simms,  to  accompany  Clarke 
yardB. 

Standard  230  has  a  bulb  0^^.88  long  and  0^".22  diameter. 

It  is  graduated  from  20^  to  220^  F.,  in  degrees,  one  degree  having  a  length  of  0*^.067. 

In  the  Casella  thermometers,  the  length  of  the  bulb  is  1.0  inch  and  its  external  diam- 
eter is  0*°.31.  The  stem  is  giaduated  from  21^  to  129^  F.,  into  half -degrees,  and  a  de- 
gree is  0^'*.12  in  length. 

In  the  A  and  B  thermometers,  the  stem  is  bent  at  right  angles  to  the  bulb,  which  is 
€^^.6  long  and  0<°.2  in  diameter.  It  is  graduated  to  degrees,  from  ft2P  F.  to  110^,  the 
length  of  one  degree  being  0*^,055. 

The  Casella  thermometers  having  greater  sensibility,  and  one  of  them,  No.  21472, 
having  been  carefully  studied  by  Prof.  H.  Ste.  Claire  Deville,  it  is  taken  as  the  stand- 
ard. Professor  Deville  states  that  it  has  no  errors  of  calibration  exceeding  0^.1 ;  that 
at  16^  Cent.  (  =^60^.8  F.)  it  differed  from  a  tested  standard  of  great  perfection  by  but 
00.02  and  bnt  0O.03  at  33°  C,  (  =  91^.4  F.) 

No.  230  was  compared  with  a  standard  at  Kew  Observatory  in  January,  1872,  and 
the  following  corrections  were  found  to  the  scale-readings,  the  stem  being  vertical : 

Scale-readings,  32^,  42^,  52^,  62°,  72<^.  82°,  92°,  212^. 

.Corrections,  —O^.O,  —  O^.O,  -  O^.l,  — 0°  0,  +  0^.1,  -f  (P.2,  +  0o.3,  -f-O^.l. 

In  September,  1873,  its  freezing-point  was  redetermined  ;  the  correction  to  32^  was 
then  — 0^.16.  On  November  17,  1873,  its  boiling-point  was  tested.  The  correction  to 
2129  was  4-  0<^.07,  and  on  November  18  the  correction  to  32^  was  +  0.02. 

I>ecember  19, 1873,  it  was — O0.O6 

January  6, 1874,  it  was — 0o.07 

March  8, 1875,  it  was — 0^.24 

April  2,  1877,it  was — 0o.31 

Regnaitlt's  methods  were  carefully  followed  iu  all  determinations,  and  numerous  de^ 
terminations  were  made  at  each  date.    The  stem  was  always  vertical. 
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Ab  this  thermometer  is  sometimes  ased  horizontally,  its  error  at  32^  was  determined 
in  both  positions  at  the  same  time ;  —  0^.08  should  be  added  to  the  vertical  correction 
at  3*^  to  frive  the  correction  at  32^  with  stem  horizontal. 

The  following  tables  give  the  corrections,  determined  at  the  Kew  Observatory  in 
January,  1875,  for  the  five  Casella  thermometers^  the  stems  being  either  horizontal  or 
vertical,  and  also  the  subsequent  determinations  of  the  freezing-points  made  at 
Detroit : 

Casella  thermometerSf  Fahrenheitf  horizontal,  corrections  to  he  applied  to  scale-readings. 


Data. 


Kew,  January,  1875 

Do 

Do 

Do 

Do 

Do  

Detroit,  March,  1875 

Detroit,  December  23, 1875 
Detroit,  Deoember  30, 1870 


30 
33 
35 
40 
45 
50 
32 
32 


8147S 


-0.0 


-0.0 
-0.0 
+0.1 
+0.1 

-1-0.  re 

-0.01 
-0.04 


31473 


S1474 


+0.1 

--0.1 

--0.1 

--0.1 

+0.1 

--0. 13 

--0.08 


+0.1 

+0.1 
+0.1 
+0.14 
+0.06 


31475       21476 


o 

o 

-H).i 

--0. 1 

+0.1 
--0.1 

+0.1 

+0.1 

+0.1 

+0.1 

+  0.1 

+0.1 

+0  15 

+  0.13 

-H).07 

+0.08 

Casella  thermometers^  Fahrenheit^  vertiealj  corrections  to  be  applied  to  soale-raadings. 


Date. 


Kew,  January,  1875 

Do 

Do 

Do 

Do 

Detroit.  March  25. 1875  . 
Detroit,  January  18, 1877 


o 

33 
35 
40 
45 
90 
32 
32 


21473   i   21473 


0.1 
0. 1 
0.1 
0.2 
0.2 
0  10 
-0.01 


+  0.2 

:+o.2 

i  +  0.3 
14-0.3 
1+0.3 

1+0.18 


31474 


o 

0.2 
0.3 
0.3 
0.3 
0.3 
0.18 


S1475 


o 

0.3 
0.3 
0.3 
0.3 
0.3 
0.20 


31476 


+  0.2 
--0.2 
--0.2 
--0.3 
--0.3 
--0-18 


The  following  table  gives  the  corrections  to  be  applied  to  the  mean  of  the  four  A 
thonnometers,  and  to  the  mean  of  the  four  B  thermometers,  to  reduce  their  mean  read- 
ings to  Ordnance  Survey  standard  3*241,  a  thermometer  which  lias  been  very  thor- 
oughly studied  by  Lieut.  Col.  Clarke,  who  has  given  his  methods  and  results  in  his 
worlL  on  comparison  of  standards  of  length. 

Colonel  Clarke  states  that  the  A  and  B  thermometers  were  compared  with  3241  with 
the  greatest  care.  The  table  contains,  besides  Colonel  Clarke's  results,  the  results  of 
later  freezing-poini  determinations  at  the  lake  survey  office. 

Troughton  j*  Simms  Ji,  A^,  Ja,  M,  Bi,  Bjt  B^,  B4,  horizontal  corrections  to  he  applied  to 

scale-readings. 


Data. 


I 


Lieutenant  Colonel  Clarke,  April  15. 1874 
Lieutenant-Colonel  Clarke,  May  3,  1874.. 
Lieutenant-Colonel  Clarke,  April,  1874 

Do  

Do 

Do 

Do  

Detroit,  March.  1875 

Detroit,  December,  1875 


Mean  of 

tfeaaof 

A„A,. 

B„B» 

A8,A4 

0 

B„B4. 

0 

0 

32 

-^30 

-0.88 

33 

-a  28 

-4).  34 

.% 

—0.22 

—0.13 

55 

—0. 18 

—0.11 

57 

-0.17 

—0,13 

tt3 

—0.32 

—0.17 

93 

—0.17 

—a  13 

38 

-0.37 

—0,34 

32 

—0.40 

—0.38 

The  comparisons  which  fix  the  length  of  the  15  feet  brass  bar  and  its  expansion 
depend  almost  entirely  on  the  five  Casulla  thermomeiers,  and  on  the  A  and  B  thermome- 
ters. As  the  corrections  of  the  A  and  B  thermometers  depend  on  ordnance  survey 
standard  3241,  while  those  of  the  five  Casella  thermometers  depend  on  a  Kew  standard, 
a  comparison  between  the  A  and  B  thermometers  and  the  Casella  thermometers  be- 
comes of  interest.    The  freezing-point  determinations,  of  course,  give  the  absolute 
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errora  of  the  32^  line.  Comparisons  were  made  between  the  standard  230  and  the  A 
and  B  thermometers  and  between  230  and  21472  in  January,  1876,  at  59^.5  F.  This 
work  gives  as  an  indirect  comparison  between  the  A  and  B  thermometers  and  21472. 

The  resnlts  are  as  follows : 

At  59^.5,  the  stems  of  the  thermometers  being  horizontal,  the  mean  of  the  readings 
of  Ai,  A«,  As,  A4  having  had  Colonel  Clarke's  corrections,  and  also  the  corrections  for 
snbsequent  change  of  freezing-point  applied  to  it,  and  21472  having  htwl  the  Kew  cor- 
rection and  also  the  correction  for  snbseqaent  change  of  freezing-point  applied  to  it, 
21472  then  read  0^.06  F.  greater  than  the  mean  of  Ai,  A3,  A3,  A4. 

SimilarlVf  21472  corrected  reads,  0^.02  F.  greater  than  the  corrected  mean  of  Bi,  B2, 
B3,  B4,  at  590.5. 

As  the  Kew  corrections  are  only  given  to  the  nearest  tenth  of  a  degree,  this  agree- 
ment, taken  in  connection  with  Prof.  Sainte  Claire  Deville's  comparisons  with  another 
standard  which  gave  no  greater  discrepancies,  indicates  that  Casella  No.  21472  is  very 
accurately  constructed,  and  that,  so  far  as  a  mercurial  thermometer  is  concerned,  the 
probable  error  of  ite  corrected  iLdications  is  but  a  few  hundredths  of  a  degree.  (21472 
was  also  compared  with  the  other  Cat ella  thermometers  at  59^.5.  The  greatest  discrep- 
ancy between  the  results  and  the  Kew  corrections  was  0<^.04.) 

Whether  it  and  all  mercurial  thermometers  need  appreciable  systematic  corrections 
between  32^  F.  and  100^  F.  to  rednce  their  readings  to  those  of  an  air-thermometer  is 
not  yet  known.    It  is  hoped  to  obtain  this  information  at  a  later  day. 

$  8.  COMPARISON  OP  YARDS  NUMBERS  6,  7,  8,  9,  10,  WITH  EACH  OTHER. 

For  compansons  of  the  lake-survey  yards  Nos.  6  to  10  with  each  other  and  with 
Clarke  yards  A  and  B,  the  cylindrical  ends  of  the  brass  yards  rested  in  wyes,  with  a 
pressure  of  three  or  four  ounces,  nearly  all  their  weight  being  carried  by  supporting 
spiral  springs  attached  at  one-fourth  and  three-fourths  of  the  length  of  <  he  yard.  The 
comparators  were  firmly  attached  to  strong  timbers.  The  two  yards  under  compari- 
'^on  were  inclosed  in  a  box  with  glass  windows  in  its  cover  through  which  to  read 
thermometers,  and  with  slits  with  sliding  covers  through  which  the  suspending  wires 
passed,  by  whose  aid,  without  opening  the  box,  the  yards  under  comparison  were  alter- 
nately placed  in  the  wyes,  which  brought  the  centers  of  their  ends  in  line  with  the 
axes  of  the  sliding  pieces  of  the  comparators,  and  gave  central  contact  for  the  end  of 
the  yard  and  the  end  of  the  sliding  piece.  The  Clarke  yards  A  and  B  remained  in  their 
cases,  and  were  suspended  and  handled  in  the  same  way,  the  cases  resting  against  ad- 
justable stops,  when  exactly  in  the  right  position  with  reference  to  the  comparators. 
Their  cases  were  slightly  inclined  side  wise,  so  that  these  yards  should  slip  so  as  to  al- 
ways take  the  same  position  in  the  case.  Nearly  all  the  comparisons  were  made  in  the 
cellar  of  the  lake-survey  office,  where  the  daily  range  of  the  air  temperature,  caused 
mainly  by  the  presence  of  the  observers,  rarely  exceeded  2^  or  3^  F.  Readings  were 
nsually  taken  about  9^  a.  m.  and  4  p.  m.,  the  room  at  other  times  being  kept  care- 
fully closed  when  the  temperature  of  the  cellar  was  below  40^  F.  The  rise  of  temper- 
ature in  the  box  containing  the  yards  under  comparison,  from  the  presence  of  the 
observers,  during  the  time  (about  ten  minutes)  required  for  two  or  three  comparisons, 
was  usually  about  0^.  3  F.,  as  indicated  by  the  thermometers  under  the  wrapping  ot 
three  thicknesses  of  flannel  which  incased  the  brass  yards.  For  higher  temperatures 
the  effect  of  the  presence  of  the  observers  was  less. 

If  the  temperatures  of  the  brass  yards  had  risen  by  the  same  amount  as  the  temper- 
atures of  their  thermometers,  namely,  0^.3  F.,  the  lengths  of  the  yards  would  have 
increased  by  0*».00010. 

It  it  safe  to  say  that  they  did  not  increase  in  length  by  more  than  one-half  this 
amonnt,  or  0>i>.00005,  which  must  have  been  nearly  the  same  for  both ;  so  that  there  is  no 
probability  that,  during  the  ten  or  fifteen  minutes  of  comparison  of  two  brass  yards,  the 
difference  of  their  lengths  changed  by  so  much  as  0^*^.00002  on  an  average.  As  the  yards 
were  systematically  idternated  in  position  with  reference  to  the  ob:.erver  this  error  was 
eliminated  in  the  result. 

From  the  insignificant  effect  that  this  small  rise  in  temperature  would  have  on  the 
difference  in  length  of  two  similar  brass  bars,  all  comparisons  made  on  two  brass  yards 
are  used,  until  the  thermometer  has  risen  by  0*^.3  F.  In  early  comparisons,  at  low 
temperatures,  so  many  as  five  were  obtained,  occupying  thirty  minutes.  Of  these, 
only  the  first  two  or  three  have  been  used,  as  the  thermometers  rose  0^.6  or  0^.7  during 
the  thirty  minutes,  and  the  temperatures  of  the  two  similar  yards  may  not  have  changed 
equally. 

In  later  work  but  two  comparisons  were  usually  made,  each  occupying  from  six  to 
ten  minutes,  at  9.30  a.  m.  and  3  p.  m. 

In  redncing  the  comparisons,  those  at  the  same  period,  and,  therefore,  at  about  the 
same  temperature,  6ave  been  combined  so  as  to  give  a  single  equation  of  condition,  to 
which  a  weight  is  assigned  equal  to  the  number  of  days  of  comparisons. 

For  this  purpose,  the  mean  of  the  observed  differences  of  length  is  taken,  and  the 
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mean  of  tbe  first  readiD  ji^b  of  the  tbennotueters  in  each  set  of  oomparisong,  as  the  ther- 
mometers after  the  first  reading  are  slightly  affected  by  the  presence  of  the  observers, 
^bile  the  temperature  of  the  yard  has  probably  not  sensibly  changed. 
The  form  of  an  equation  of  condition  for  yards  Nos.  6  and  7  will  be^ 

(6-7^  =  (6-7V  -  (620-«o)  (^^_e,) 

where  6  and  7  are  the  lengths  of  the  two  yards,  tP  the  observed  temperature,  and  e^  and 
«7  the  expansions  of  6  and  7  for  1^  F. 

Or,  placing  (6—7)1°  =  «  =  observed  difference  of  lengths ; 
(6— 7)5iO  =  X  =  difference  of  lengths  at  62°  ; 

eg— fT  =  y  =  difference  of  expansions  for  1°  F. ; 
62^-^5  =  6; 

the  equation  of  condition  takes,  for  6—7,  the  form — 

«  —  ac  -f-  6y  =  0 

For  6  —  8,  6  —  9,  &.O.,  x  and  y  would  receive  one,  two,  4^c.,  primes. 

The  first  column  of  the  following  table  gives  the  dates  of  comparisons,  the  second  the 
number  of  sets  of  comparisons,  the  third  the  number  of  days  of  comparisons,  or  the 
weights,  the  fourth  the  total  range  in  the  observed  values  of  n,  the  fifth,  sixth,  seventh, 
and  eighth,  the  equations  of  condition,  and  the  ninth  their  residuals.  The  unit  is  one- 
millionth  of  an  inch.  The  values  of  h  show  how  far  below  62°  F.  the  mean  temperature 
of  each  group  of  comparisons  was. 


Date. 

n 

1 

84 

92 

191 

199 

103 

85 

106 

141 

63 

83 

109 

110 

79 

51 

.  101 

96 

-     1 

X         '               by 

\ 

1 

0 

»o 

»0 

V 

1. 

ie74^Jan.l4toF6b.l9. 

Jane  18. 19 

1875-Dec.7tol3 

No7.99toJao.5, 
1876 

18 

8 

IS 

94 

10 

15 

8 

8 

11 

8 

19 

10 

8 

9 

8 

» 

9 
9 
6 

14 

4 
7 
3 
4 
4 
9 
6 
4 
3 
4 
9 
4 

-1333 

-  1339 

—  1368 

4-    111 
+      89 
f  1472 
f  1509 
4-  1476 

—  1596 

—  1539 

—  16-24 
-H  9830 
-h  9830 

-  934 

-  iS7 

-  3057 

—  «    +93.84y 

—  «    +    l.74y 

—  «    +  90. 10  y 

+  91 

-  8 

-  18 

0 
0 
+    3 
+    3 
0 
+    3 
+  11 

o 
37^1 
60-61 
41-43 

43-99 

Aag.7tol9 

1874-JaD.19toFeb.l9 

Jnne  93  to  30 

1875— Nov.  99  to  96  .... 
1874— Jan.  99  to  Feb.  91. 

July  1,9 

-  x' 

—  X" 

—  of' 

—           *" 

—  OB"' 

—  X'" 

—  «"' 

—  («"-«) 

—  (»"  —  X) 

(«"'  —  X") 

—  0.28y'                =0 
H-93.08y"               ;«0 

—  9.19  y"                =0 
+  18.  47  y"                =0 
+  91.89y'"              |:-0 

—  1.97y"'               '-^0 

61-6S 
39-40 
63-65 
44-43 
39-41 
63-64 

1875— Dec  14  to  91 

1674— Jan.  97  to  F«b.  97. 

jQly7tol5 

Jan.  99  to  Mar.  9 

July  16,  17 

Feb.  4  to  Mar.  7. 

+  93.  97  y"' 

+  93.50  (y"-y) 

-  9.03  (y"-y) 
+  99. 63  (y"'  —  y) 

—  9.63(y'"  — y) 
+  93. 37  (y"'  —  y") 

=  0 

=1! 

=  0 

—  91 
+    8 

—  3 
+  15 

—  19 
■h  14 

40-M 
38-40 
63-64 

39-40 
64-65 
37-39 

Solving  the  equations  of  condition  by  the  method  of  least  squares,  and  deducing  the 
values  of  the  unknowns  and  their  probable  errors,  the  following  values  result : 


(6-7)«o 

1329      d 

hl2 

(6  — 8)«° 

-+     89      :: 

-13 

(6-9),,,° 

—  -f  1503       d 

-11 

(6— lOV 

1548      - 

-13 

en  —  Ci 

— -h        1.02d 

-   0.57 

ee  —  es 

1.01- 

-   0.66 

ee  —  eg 

—  4-       1.47  -1 

b   0.56 

*fl  —  «10 

=  -|-       2.36  J 

[,  0.62 

In  determining  these  values,  no  comparisons  of  No.  8  with  another  yard  made  prior 
to  August  7,  1875,  are  used,  as  that  yaM  had  previously  changed  its  length. 

Five  days'  comparisons,  March  1, 1874,  at  39°  F.,  gave  6  —  8  ==—  0»».000l0 
Two  days'  comparisons,  June  1, 1874,  at  61°.2  F.,  gave  6  — 8=— 0*".00013 
Two  days'  comparisons,  July  20,  1875,  at  64°     F,,  gave  6  —  8=  -h  0»».00020 

In  the  interval  between  the  last  two  comparisons,  which  show  an  evident  change  of 
length,  as  their  difference  fiar  exceeds  any  possible  error  of  comparison,  the  five  yards 
placed  end  to  end  had  been  compared  with  the  15-foot  brass  bar. 

During  these  comparisons  the  yards  had  been  suspended  by  spiral  springs,  which 
allowed  the  end  cylinders  of  the  yards  to  rest  in  their  guiding-wyes  with  but  a  few 
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ooDces  wAightj  and  so  left  them  with  great  ease  of  motion  in  the  direction  of  their 
lengths.  The  idea  at  once  suggests  itself  that  in  bringing  the  ends  of  the  yards  in 
contact,  the  shock  of  contact  doe  the  considerable  mass  o?  the  yards  had  been  suffi- 
cient to  force  in  one  of  the  agates  at  the  ends  of  the  yard  No^8  where  the  fitting  had 
not  been  firm  before,  thos  shortening  the  yard.  These  agates,  in  constructing  the 
yards,  were  simply  pressed  into  a  cavity  cot  for  them,  and  the  brass  at  the  ends  of  the 
cylinders  burnished  down  around  the  agates.  On  August  2,  1875, 1  heated  the  ends  of 
yard  No.  8  to  about  150  F.,  and  then  holding  the  yard  vertical  pressed  the  lower  agate 
into  a  piece  of  soft  wood,  with  a  pressure  of  20  or  30  pounds.  Then  the  agate  and  end 
of  the  cylinder  were  rotated  under  the  same  pressure  in  a  hole  a  little  larger  than  the 
agate,  the  upper  end  of  the  hole  having  been  reamed  out  so  as  to  bear  on  the  brass  im- 
mediately around  the  agate  and  press  it  against  the  agate.  Finally,  the  brass  was 
burnished  down  upon  the  agate  with  a  hand-burnisher.  Both  agates  of  No.  8  were 
treated  in  the  same  way. 

Two  days'  oomparisons,  on  August  7  and  9, 1875,  gave,  at  62^,  6  —  8  =  +  0i<'.000l2,  which 
would  indicate  a  lengthening  of  No.  8  by  0<°.00008  since  July  20,  1875.    But  in  the 

Srevious  comparisons  the  oompariug-room  was  visited  three  or  four  times  during  the 
ay,  which  makes  it  uncertain  whether  the  temperatures  of  the  two  yards  were  pre- 
cisely the  same. 

As  the  burnishing  could  hardly  have  lengthened  the  yard,  it  seems  possible  that  the 
small  apparent  change  in  length  subsequent  to  July  20, 1875,  was  due  simply  to  tem- 
perature errors  in  the  previous  comparisons,  and  that  the  length  of  yard  No.  8  was  not 
sensibly  affected  by  the  burnishing  process,  or,  in  other  wordls,  that  its  agates  are  now 
stable. 

The  comparisons  of  the  other  yards  at  different  dates  give  no  indications  of  change 
in  lengths. 

The  following  are  the  results  of  comparisons  of  Nos.  6  and  8  at  differedt  dates : 

1.  Nov.  30,  1871.  Temp.,  55o.5  F.,  1  day's  comparisons,  6  —  8  =      O^n.OOOOO 

2.  March,  1874.  Temp.,  39^     F.,  5  days'  comparisons,  6  —  8  =  —  Oi°.00010 

3.  June,  1674,  Temp.,  G29    F.,  2  days'  comparisons,  6  —  8  =  —  0'».00014 

4.  July  20,  1875.  Temp.,  64^     F.,  2  days'  comparisons,  6  —  8  =  -h  0i'>.00019 


1876.  Temp.,  41^  F.,  14  days'  comparisons,  6  —  8  =  -f  0*».00011 

The  comparisons  of  November  30, 1871,  were  not  made  under  temperature  oonditiona 
which  could  make  precision  certain,  and  their  discrepancy  with  the  second  compari- 
sons does  not  make  it  sure  that  yard  8  had  changed  leneth  in  the  interval.  It  cer- 
tainly changed  length  largely  between  June.  1874,  and  Julyi  1875,  and  may  have 
changed  very  slightly  while  being  burnished,  although  the  difference  of  lengths  on 
July  20, 1875,  and  August  9, 1875,  while  larger  than  the  probable,  is  not  larger  than 
the  possible  errors  in  the  comparisons  made  on  only  two  days. 

$9.  COMPARISON  OF  BRASS  YARD  NUMBER  6  WITH  CLARKE  YARDS  A  AND  B. 

Having  given  the  lengths  and  expansions  of  the  other  brass  yards  relatively  to  No. 
6,  it  remains  to  explain  now  the  absolute  length  and  expansion  of  No.  6  were  obtained 
from  the  Clarke  yards  A  and  B. 

No.  6  was  compared  with  A  and  B,  and  No.  7  with  A.  The  yard  A  or  B  remained 
in  its  iron  case,  and,  with  its  thermometers  in  their  places,  was  put  with  the  brass 
yard  in  the  wooden  box  in  which  the  brass  yards  had  been  compared  with  each  other. 
The  larger  part  of  its  weight  was  carried  by  suspending-springs,  and  its  outer  iron 
case  rested  against  stops,  adjustable  so  that  the  centers  of  its  end  surfaces  should  be 
in  line  with  the  axes  of  the  sliding  pieces  or  quills  of  the  comparators.  The  case  was 
slightly  inclined,  so  that  the  yard  within,  under  its  own  weight,  should  always  assume 
the  same  position  with  reference  to  the  case,  and  so  with  reference  to  the  comparators. 
The  brass  yard  was  also  suspended,  resting  its  end  cylinders  in  their  supporting  wyes. 
The  two  yards  were  alternately  placed  between  the  comparators,  and  comparator  read- 
ings taken  on  both  ends. 

lu  the  comparisons  of  No.  6  with  A  and  B,  at  temperatures  near  or  below  40^  F.,  the 
three  comparisons  making  a  set  required  about  twenty  minutes.  In  this  time  the 
thermometer  beneath  the  flannel  wrapping  of  the  brass  yard  usually  rose  about  0^.3  F., 
while  those  inside  the  cases  of  the  yards  A  and  B  only  rose  about  0.^05  F. 

In  comparisons  near  62^  F.  the  rise  in  thermometers  was  about  one-half  the  above 
amount*".  Hence,  as  the  thermometer-temperatures  of  No.  6  and  A  or  B  change  very 
unequally,  and  as  their  expansions  are  very  different,  only  the  first  comparisons  and 
the  first  teniperaturcH,  on  ent^^ring  the  comparing-room  after  an  absence  of  several 
hours,  were  used  in  the  reductions. 
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Nq  comparisons  were  used  in  which  the  thermometer  in  contact  with  the  brass  yard 
and  nnder  three  thiokne^es  of  flannel  differed  by  more  than  0^.2  F.  from  the  mean  of 
the  four  thennometers  inside  the  iron  case  of  the  Clarke  yard  ;  and  as  the  presence  of 
the  observers  for  he  two  to  four  minutes  before  the  thermometers  were  read  may 
have  slightly  »ffect«*d  the  the-mometer  with  the  brass  yard,  while  its  effect  on  those 
with  the  Bt»el  yards  was  iosensible,  the  thermometers  with  the  latter  yards  have  been 
alone  nsed  in  fixing  the  temperature  of  comparisons.  No  comparisons  were  used  where 
the  thermometers,  with  the  Clarke  yards,  changed  by  more  than  0^.4  F.  between  morn- 
ing and  afternoon  comparisons,  (9.30  a.  m.  to  4  p.  m.) 

No.  6  and  A  were  compared  with  each  other  at  three  different  periods,  at  tempera- 
tures varying  from  37^.6  to  G2P.6. 

No.  7  and  A  were  compared  at  abont  33^.  As  the  length  and  expansion  of  No.  7, 
with  reference  to  No.  6,  are  known  with  great  precision,  the  comparisons  of  7  with  A 
.  were  reduced  to  those  of  6  with  A,  giving  a  fourth  group. 

Each  ot  these  four  temperature-groups  of  comparisons  gave  an  equation  of  condi- 
tion of  the  form 

(6-A),o  =1(6— A)6.o-(62-P)  (f«-«A), 

in  which  t^  is  the  observed  t«mperature,  e-K  and  ee  the  expansions  of  No.  6,  and  A  for 
1^  F.,  and  (6  —  A)«;{^,  and  (e^  —  Ca  )f  the  unknowns,  provided  the  temperatnres  were 
correctly  measured. 

But  in  some  thermometers,  which  agree  with  an  air- thermometer  at  32°  and  212°  F., 
and  which  have  no  sensible  errors  of  construction,  it  is  known,  in  consequence  of  the 
dilatations  of  glass  and  mercury  depending  on  both  the  first  and  second  powers  of  the 
temperature,  that  at  other  readings  they  may  differ  sensibly  from  an  air-thermometer. 
All  attempt  has  t>een  made  to  have  one  of  the  lake-survey  thermometers  compared 
with  an  air-thermoinet«r,  but  as  yet  no  results  have  been  received.  In  the  compari- 
sons wirh  each  other  of  the  brass  yards  Nos.  6,  7,  8,  9, 10,  as  their  relative  expansions, 
are  very  small,  ug  sensible  error  is  introduced  into  th"ir  relative  lengths  by  an  error  of 
0^.1  or  0^.2  F.  io  measuring  their  common  temperature.  But  in  determining  the  rela- 
tive lengths  of  A  and  No.  6,  an  error  nt'(P.2  F.,  in  determining  their  common  tempera- 
ture, would  introduce  an  error  of  0*^.00002,  a  quantity  larger  than  the  probable  error 
of  comparison. 

If  snch  a  systematic  correction  should  be  needed  to  make  tbe  lake-survey  thermom- 
eters agree  with  an  air-thermometer,  it  may  be  taken  with  sufllcient  accuracy  between 
3*2°  and  62°  F ,  as  proportional  to  the  excess  of  temperature  over  32°,  and  its  form 
wiJlbe  A(^  — 32°). 

The  equation  of  condition  from  a  group  of  comparisons  will  then  take  the  form 

(6— A)co=(6-A)«°— {62°  — [/°  +  (<°-32°)  A1}-6-«a); 


which  may  be  written 


—  n-f-x  — (a— &  A)y  =  °, 


in  which  n  is  the  mean  difference  of  lengths  of  the  two  yards,  derived  from  a  group  of 
comparisons  at  nearly  the  same  temperatures  of  which  f°  is  the  mean ;  x  is  the  un- 
known difference  of  length  at  G'^" ',  and  y  the  unknown  relative  expansion.    The  weim^ht 
of  each  equation  is  equH  to  the  number  of  its  comparisons. 

Tbe  following  table  gives  the  date  of  comparisons,  the  number  of  days  of  compari- 
sons, the  number  of  comparisons,  the  temperacnre-range  during  the  comparisons,  the 
equations  of  condition,  and  their  residuals,  A  being  neglected.  Tbe  unit  is  the  mill- 
ionth of  an  inch. 

Comparisons  of  No,  G  with  A, 


Date. 


1874 -Deo.  34  to  Jan.  4, 1975 
1875— Aagnat  90to«3 

October  9  to  6 

January  18  to  33 

(No.  7  and  A.) 


<M 

*s  ^ 

o 

o  a 

bt  • 

^$ 

^5 

Ml 

d 

0  a 

6 

^n 

6 

3 

11 

5 

tf 

6 

10 

430  to  370 
63«>toe0o 
540  to  550 
33oto34<> 


Eqaationa  of  condition. 


—2847— a; 
4-  405  — «■ 

—  538  — «• 

—  3820— c 


(28.35—  7.75A)y-0 
(  0.09— 29.  Ola)  y=0 
(  &  65  -  23.  35  A )  yc=0 
(98. 80  -   1. 11  A )  y=0 


a 

9 
«< 

PS 


—  4 

—  8 
-fl3 

—  1 
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The  following  table  gives  similar  data  for  comparisons  of  No.  6  and  Clarke  yard  B : 

Comparisons  of  No.  6  tcith  B. 


Date. 

Number   of 
days. 

o  a 

si 
H 

a  a 

Tempera- 
ture. 

Equations  of  condition. 

—  3473  — jr'-f  (27.78—   2.  M  A)  y'=0  . . . 

—  414  — x'-f-(  6.81— 23.19A)|/'=0  ... 
— 1508— x'+(14.25— 15.75A)y'=0  ... 

• 

s 
& 

1875— Jauaarj  6  to  15 

October  7to8 

6 

1 

8  !    36°  to  330 
4  '    550  to  540 

4-  1 
--  4 

November  3  to  9 

6 

8 

48°  to  470 

—  3 

In  this  table  x'  and  y'  have  replaced  the  x  and  y  of  the  preceding  table,  as  yard  B  has 
replaced  yard  A. 
S  Iving  the  above  eqnatious  by  least  sqnares,  the  following  valaes  resnlt : 

X  =  (6— A)«o  =  +  426  —  4408  A  J- a 

x^  =  (6— B)6i^  =  -I-  578  —  4385  A  ±  4. 

yz=et  —ex  =  146.94  ~  146.94  A  ±  0.32. 


y'==Ca  — «   =146,17  — 146. 17  A  ±0.21. 

The  nnit  being  a  millionth  of  an  inch,  and  the  probable  errors  being  derived  from  the 
equations  of  condition  when  a  is  taken  as  zero. 

If  the  valne  of  x  above  be  subtracted  from  that  of  a/,  we  have  A  —  B  =  152,  the 
terms  in  A  being  neglected,  as  a  is  very  small  and  its  co^efflcients  nearly  eqnal. 

Referring  to  Colonel  Clarke's  valnes  of  A  and  B,  $  2,  we  find  A — B=211,  differing 
from  the  value  jnst  fonnd  by  59.  Both  Colonel  Clarke's  and  the  lake-snrvey  deter- 
mination of  this  difference  are  indirect — that  is,  they  are  each  obtained  by  comparisons 
with  a  third  yard. 

Still  the  difference  is  larger  than  wonld  be  supposed  from  the  probable  errors  of  the 
comparisons,  and  it  is  hoped  hereafter  to  make  a  direct  determination  of  its  valne. 

If  eqnal  weights  were  given  to  the  two  determinations  of  the  difference,  the  two 
resnlts  would  differ  from  their  mean  by  but  rrrririroTr  o^  &  yard,  a  quantity  that  is  not 
large  in  snch  work. 

Snbtracting  y'  from  y  we  have 


Colonel  Clarke's  valne  ($  2)  is 


cb — «A== -1-0.77. 


«B  — «A  =— 2.33. 


Were  the  mean  of  these  two  values  to  be  adopted,  it  wonld  reqnire  a  change  in 
the  values  for  the  expansions  of  A  and  B,  fonnd  by  Colonel  Clarke,  of  yj^  part. 

Adding  now  the  valne  of  (6  — A)m°  to  the  length  of  A  at  62^  F,  given  by  Colonel 
Clarke,  ($  2,)  there  resnlts  the  length  of  No.  6  at  62^  F. 

No.  6  =  35»».999596  ±  8  —  0.004408  A. 

Adding  the  value  of  (6  —  B)6j°,  above,  to  the  length  of  B  at  62°  F,  given  by  Colonel 
Clarke,  ($2,)  there  results  the  length  of  No.  6  at  62<^  F.  : 

No.  6 =35««  999538  ±  7  —  0.004385  A. 

The  probable  errors  having,  in  l>oth  cases,  been  obtained  by  neglecting  A  as  insignifi- 
cant. These  valnes  differ  by  0<°.000058;  a  qnantity  larger  than  the  probable  errors  of 
the  separate  values.  The  mein  of  the  two  valaes  must  be  taken,  and  the  probable 
errnr  of  the  mean  mnst  be  derived  from  its  differences  from  the  two  values. 

There  resnlts,  then,  for  the  length  of  No.  6  at  62^,  from  the  data  at  present  (April, 
1877)  available, 

No.  6  =  3.=^,'n.999567  i  0«". 000020— 0.004396  A. 

The  probable  error  being  obtained  by  supposing  A  =0,  and  being  iguiTTtnj  P&^t  of  the 
length. 
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From  $2€a  the  expanaion  of  yard  A  for  1^  F.  is  0«».0002U46.  From  49r«  — r*  i» 
Oin.00014694  (1  —  A)  and  adding  the  valae 

f6  =  0»".0003584  —  0.00014694  A  resulto. 
Again,  deriving  e^  from  0.  +  (f^  —  e,  ),  we  have 

e-o  =  0*".00035534  — 0.00014617  A. 
Taking  the  mean  of  these  two  valnes,  derived  from  yards  A  and  B  respectively,  we 
have 

eft=0K0003569  — 0.00014656  A  i  0.00000103. 

Subtracting  from  the  length  of  No.  6  its  excesses  over  Nos.  7,  8,  9, 10,  ($8,)  there  re- 
salt  the  following  lengths  of  these  yards  at  62^  F.: 

No.  7  =  36.000H96  -t  0.000023  —  0.004896  A . 
No.  8  =  35.999478  ±  0.000024  —  0.004396  A . 
No.  9  =  35.998064  ±  0.000023  —  0.004396  A . 
No.  10  =  36.001115  ±  0.000024  —  0.004396  A . 

Samming  these  values,  and  dedncing  the  probable  error,  we  have 

Yds.  (6  +  7  +  8  +  9  +  10)  ~  179.999120  ±  0.000103  —  0.02198  A . 

If  the  relative  expansions.  <»« — er,  fe  —  «8,  <^  —  f9i  and  f« — eio,  be  snbtraeted  in  suc- 
cession from  the  valae  of  e^,  derived  from  tbe  Clarke  yards,  we  shoald  have  values  for 
the  absolute  expansions  of  those  yanls.  Summing  those  values,  we  have  a  value  for 
the  expansion  of  the  five  yards,  when  placed  in  contact,  end  to  end,  their  axes  being 
in  the  same  right  line.    That  value  is 

e^  t  7  +  8  +  9  + 10  =  0i».0017807  J-  0.0000053 — 0.0007328  A . 

$10.     COMPARISONS  OP  FIVK  I.AKE-8URVRY- YARDS  (NOS.  6  TO  10)  PLACED  BND  TO  END- 

WITH  15  FEET  BRA88  BAR. 

In  these  comparisons  the  two  comparators  were  mounted  on  stone  posts,  about  15 
feet  apart,  their  sliding  pieces  being  in  the  same  right  line. 

The  bar  and  yards,  in  the  comparisons  prior  to  Jane,  1875,  were  placed  side  by  side 
in  a  closed  wooden  box,  parallel  to  each  other,  and  2  inches  apart. 

The  ]5-f»*et  bar  rested  on  rollers  18  inches  apart,  and  was  provided  with  side-gaide 
screws  to  limit  its  side  motion  and  to  aid  by  slight  pressure  in  its  alignment.  By  ra»- 
ing  or  lowering  its  rollers,  and  by  moving  its  guide-screwa,  the  bar,  while  reroainiog 
free  to  move,  was  made  straight;  its  straightness  being  tested  with  a  silver  wire 
strained  by  a  known  weight,  the  wire  being  vertically  over  one  of  the  upper  edges  of 
the  bar.  The  side  of  the  15-feet  bar  was  brongbt  into  the  vertical  plane  of  the  wire  to 
within  0*B.01,  Mid  the  top  <^  the  bar  made  parallel  to  the  wire  after  the  latter  was  cor- 
rected for  itis  computed  sag  within  the  samci error.  The  5  yards  placed  end  to  end 
were  each  supported  at  i  and  f  of  their  lengths  by  spiral  springs,  so  adjusted  aa  to 
carry  nearly  all  the  weight  of  the  yards,  leaving  only  three  or  four  oances  to  be  sap- 
ported  by  the  wyes  in  which  the  end  cylinders  of  the  yards  rested.  The  spiral  springs 
supporting  the  end  yards  were  so  inclined  that  these  yards  each  pressed  toward  the 
central  yard  with  a  force  of  about  one  pound,  thus  securing  contact  between  the  ends 
of  the  yards.  The  axes  of  the  end  cylinders  of  the  yards  were  brought  into  the  same 
right  line  by  adjusting  the  wyes  in  which  they  rested.  To  bring  them  into  the  proper 
position,  with  reference  to  a  vertical  plane,  a  small  piece  of  a  semi-cylinder  of  the 
same  diameter  as  the  end  cylinders  of  the  yards  had  a  point  in  its  axis  marked  on  its 
diametral  plane  surface.  This  semi-cylinder  was  placed  in  lAe  wyes  in  snocession,  and 
each  of  the  latter  was  moved  sidewise  till  the  point  was  directly  under  a  stretched  tine 
silver  wire  16  feet  long  which  vibrated  just  above  tbe  point. 

To  bring  them  into  the  proper  position  with  reference  to  a  horizontal  plane,  a  level 
was  fastened  to  the  upper  surface  of  one  of  the  yards  which  at  once  gave  the  means  of 
determining  the  difference  of  height  of  two  wyes  a  yard  apart,  and  of  adjusting  them 
to  the  proper  height  by  means  of  their  adjusting-screws, 

As  where  two  yards  met  there  were  two  wyes  very  near  each  other,  they  were  ad- 
justed with  reference  to  each  other  by  a  smaller  level.  Prior  to  July  1, 1875,  the  box 
containing  the  bar  and  yards,  parallel  to  each  other  and  about  2  inches  apart,  was 
mounted  on  two  trestles  of  the  base  apparatus,  which  g»v«  lateral  motion  sumoient  to 
bring  the  15-feet  bar  and  the  yards  alternately  between  the  comparators. 

Subsequent  to  that  date  the  bar  and  yards  were  mounted  an  a  T-shaped  iron  beam 
about  an  inch  apart,  the  whole  being  inclosed  in  one  of  the  long  boxes  of  the  expan- 
sion apparatus,  the  necessary  lateral  motion  for  comparisons  being  obtained  by  running 
the  track  of  that  apparatus  sideways. 

The  first  comparisons  of  15-feet  bar  with  lake-survey  yards  Nos.  6,  7,  8,  9, 10,  were 
made  in  a  room  on  the  fitst  floor  of  the  lake-survey  office  on  17  days,  between  Febra- 
ary  26,  1872,  and  June  24, 1873.  Tbe  daily  temperature  range  in  this  room  is  large, 
though  less  than  that  of  the  external  air.    As  the  cross-sectiufsof  the  jards  are  1**^  by 
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0*B.6,  while  that  of  the  IS-feet  har  ib  1^.1  hy  01b.33,  the  oroas-flection  of  the  yards  is. 
two-thirds  greater  tban  that  of  the  har. 

In  changing  teniperatnres  that  of  the  yards  will  always  lag  behind  the  temperature 
of  the  bar,  so  that  the  temperature  changes  should  be  kept  far  below  those  of  the  ordi- 
nary diurnal  ones.  For  this  reason  these  comparisons  were  not  considered  satisfactory. 
They  were  given  in  the  Lake  Survey  Keport  for  1874 ;  the  diflfereuce  at  62^  F.,  bar- 
yards,  being  found  0^.00839. 

A  coropariog-room  was  subsequently  established  in.  the  cellar  of  the  lake  survey- 
office,  where  the  daily  range  in  the  air  temperature  outside  the  closed  box  coutainiog 
the  yards  and  bar  was  only  2^  or  3^  F.,  this  being  partly  caused  by  the  presence  of 
the  observers. 

Fourteen  days*  comparisons,  hetween  December  10  and  December  30, 1873,  at  a  mean 
temperature  of  i29M  F.,  gave  bar-yards  =  0*«».00829. 

Three  days'  comparisons,  between  July  21  aud  24, 1874,  gave  at  a  mean  temperature  of 
640.7  F.  bar-yards  =  0''».00837. 

Between  June  1, 1874,  aud  July  20, 1R75,  yard  No.  8,  as  compared  with  No.  6,  appeared 
to  have  shortened  by  U'b.00033,  there  having  been  two  days'  comparisons  at  the  hrst  and 
two  at  the  last  of  those  dates,  the  first  giving  at  61^.2  F.  6  —  8  =  —  0*».00013,  and  the 
second  giving  at  63o.9  F.,  6— 8  =  -f  0*"  00020. 

In  both  sets  of  comparisons  the  100m  was  visited  {00  frequently  (three  or  four  times 
a  day)  for  the  best  work,  but  it  is  improbable  that  either  of  these  values  is  erroneous 
by  so  much  as  O'^'.OOOOS. 

The  first  value  agrees  with  a  value  determined  by  five  days'  comparisons  on  March 
1,  1«74. 

It  is  uncertain  at  what  time  the  change  in  length  of  yard  Ko.  8  occurred.  It  may 
have  been  before  March,  1j^4,  or  after  June,  1874,  and  it  therefore  throws  uncertainty 
on  all  comparisons  of  the  l&-feet  bar  with  the  five  yards  prior  to  August  2,  1875. 

On  that  date  strong  pressure  was  applied  to  the  end  agates  of  No.  8,  the  brass  around 
them  was  burnished  down,  and  No.  8  was  recompared  with  No.  6;  the  resulting  differ- 
ence (6 — 8)  6*3  =  +  0'°.000089  has  already  been  given  in  $  7. 

The  IG-feet  bar  and  the  five  yards  were  again  compared  on  August  12, 13,  14,  1875, 
at  a  temperature  of  63^  F.,  and  on  26  days  between  February  28,  1876,  and  April  7, 
1876,  at  temperatures  varying  from  34^.7  U)  38^.5  F. 

From  these  two  sets  of  comparisons  the  diftnrence  at  62^  F.  (bar-yards)  has  been 
fonnd  and  the  relative  expansion  of  the  bar  and  the  five  yards. 

£ach  comparison  gave  an  equation  of  condition  of  the  form — 

D62o  +  (t<^— 620)e— »=0. 

in  which  D  690  is  the  excess  of  length  of  bar  over  that  of  the  five  yards  in  contact  in 
a  straight  line ;  t^  is  the  correctea  t-emperature  of  the  comparison  ;  e  is  the  excess  of 
expansion  of  bar  over  yards  for  1^  F.,  aud  n  is  the  observed  difference  of  length  of  bar 
and  5  yards  oon*ected  f.ir  periodic  error  of  comparator-screw. 
The  following  are  the  equations  of  condition,  with  dates  aud  residuals: 


Data. 

Eqoations  of  condition. 

Residuals. 

1875. 
Aa£.  12 
13 

InehM. 
D— 4-  0.8e— 0.  U087*3=0 

Jnehe$, 
+0.00013 

+   9 
—  81 

D— --   0. »«— 0. 00875—0 

14 

Dm--  0. ."S^-0. 00905=0 

187ft. 
Fob.   86 

D- —  86.  Oe—0. 00883—0 

~18 

» 

Dm  —  85.  M— 0. 00S7S=0 

—  7 

Har.     J 

Dm  —  86. 0«— 0. 00873— 0 

—  3 

3 

Dm  —  86. 40— 0. 00871^0 

—   1 

3 

Dm  — 86. 6«- 0.00873=0 

—  8 

4 

Dm  —  26. 5«—0, 00888=0 

—  18 

6 

Dm  —  85. 80— 0. 00890s=0 

—  19 

7 

Dm  — 83. 8«- 0.00881=0 

—  19 

.« 

Dm— 84.  lc-0. 00680^0 

_   8 

10 

Dm  —  84.  Of — 0. 00803a>0 

h  ^ 

15 

Dea  —  8&  3«— 0. 00655s0 

his 

16 

Dm  — 85. 40-0.0086 1=0 

1-10 

is 

Dm— a6.4«-0.00d66sc0 

-   4 

SI 

Dm  —  87. 3«—0. 00865— 0 

-   5 

S3 

Dm  —  87. 8e—0. 00850=0 

kll 

S3 

Dm  —  8&  8«—0. 00871=0 

_    I 

24 

Dm— 86. 3#— 0.00858=0 

+  18 

SS 

Dm  —  85. 8«—0. 00865=0 

+   6 

27 

Dm  —  89k  4e—0. 00860=0 

+  11 

30 

Dm  — 86.00— 0.00868— 0 1 - 

•4-    3 

Apr.    4 

5 
6 

Dm  — 8Sb06— 0.00864»0 

+    7 

Dm -84.  .10-0. 00874=0 

Dm  —  84.  I0-0. 00876=0 

-  3 

-  4 

7 

Dm  —  83. 60— 0. 00876=0 

—    4 

71  B 
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From  February  28  to  March  10, 1876,  inclusive,  the  yards  were  next  the  observer ; 
from  March  15  to  April  7  the  bar  was  next  the  observer. 

Solvin^r  these  equations  of  condition  by  least  squares,  we  have :  Bar  longer  than  the 
five  yards,  at  62P,  or 

Dm  =  -f  0*n.008843  ±  O'».e0004 

and  expansion  of  15-feet  bar  for  1^  F.  greater  than  that  for  five  yards,  by 

0i».0000052  ±  0»n.0O0O017 

In  $  8  the  nnm  of  the  expansions  of  the  five  brass  yards,  as  derived  from  their  com- 
pnrisoos  with  Clarke  yards  A  and  B,  and  each  other,  and  from  Colonel  Clarke's  values 
of  the  expansions  of  A  and  B,  was  given — 

^64.7^3^94.10=  0*^.0017807  ±  0«°.0000053— 0.0007328  a 

Adding  to  this  the  value  of  excess  of  expansion  of  bar  over  five  yards  Jnst  given,  we 
obtain  a  value  for  the  expansion  ^f  the  15-feet  bar  for  1°  F.  derived  ftom  that  of  the 
Clarke  yards;  it  ii 


C»".001786  i  0»n.0000056  —  0.0007328  A 
The  value  derived  from  the  direct  expansion  experiments  given  in  $  11  is — 

0'".001795  ±  0<».0000016 

■ 

When  it  is  remembered  that  the  first  value  is  affected  by  the  errors  of  comparisons  of 
seven  different  yards,  its  agreement  with  the  direct  value  may  be  considered  satisfac- 
tory. 

Adding  to  the  sum  of  the  tenths  of  the  vards  Nos.  6,  7,  8,  9, 10,  given  in  J  8,  namelv, 
Nos.  6+7+8+9-1-10  =  179*»».999120  ±  0»».006l03  —  0.02198  A ,  the  value— 

Dwo  =  +  0«»».008843  ±  0.000040, 

there  results  for  length  of  15-feet  brass  bar  at  62^ — 

Bar  fl3*»  =  180»«».00796  ±  0»».000 1 11  —  0.02198  A . 

It  has  previously  been  stated  that  14  days'  comparisons  of  15-feet  bar  with  the  five 
yards  in  December,  1873,  at  a  mean  temperature  of  42*^.81  gave:  Bar — yds.  =0*",00829. 
The  24  days'  comparisons,  beginning  February  28,  1876,  gave  at  36°.2 — 

Bar— yards  =  0*n.00871, 

giving,  when  reduced  to  the  same  temperature,  a  relative  increase  in  length  of  bar  of 
0«n.00045. 

Of  this  increase,0i°.00023  is  due  to  the  shortening  of  brass  yard  No.  8  between  June, 
1674,  and  August,  1875.    See  $  8. 

The  rest,  0*^.00022,  may  be  accounted  for  by  supposing  the  shortening  of  No.  8  to 
have  partly  occurred  before  Jnne,  1874,  by  snpposing  all  the  yards  have  shortened 
slightly,  or  by  supposing  that  the  brass  15-feet  bar  has  lengthened.  But  as  it  amonnts 
to  but  rWffvu  Pfti^  o^  ^^^  length  of  the  bar,  it  may  possibly  be  due  to  errors  of  compari- 
sons. 

lu  discussing  the  expansion  of  the  15-feet  brass  bar,  ($  10,)  it  will  be  seen  that  the 
comparisons  of  the  brass  bar  with  the  iron  bar  packed  in  ice  also  indicate  an  increase  in 
length  in  the  brass  bar  after  it  had  been  heated  from  32°  to  about  100°,  which  temper- 
ature it  probably  reached,  of  about  the  same  amount. 

If  the  modulus  of  elaHticity  of  cast  brass  be  taken  as  6450  kilograms  per  square 
millimeter,  and  its  breaking  strength  as  12  kilograms,  the  force  needed  to  stretch 
it)  by  TUunTju  of  its  length  would  be  about  4.4  kilograms  per  square  millimeter,  or 
more  than  one-third  of  its  ultimate  strength.  But  heating  a  brass  bar  from  32°  F.  to 
100^  F.  stretches  it  by  this  amount,  (TT)B^inr  of  its  length,)  and  the  qnestion  arises 
whether  this  heating  may  not  produce  a  temporary  or  permanent  change  of  length. 
No  positive  conclusions  can  be  drawn,  as  the  apparent  change  is  so  small  that  it  may 
possibly  be  due  to  errors  of  comparison,  its  proportional  amount  little  exceeding  that 
of  the  errors  in  good  comparisons  of  two  yards  k  trait. 
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$  11. — EXPAXSIOX  OF  15-FEKT  BRASS  BAR  FOR  1°  FAHRENHEIT. 

A  iletermi nation  of  the  expansion  f»r  l^^  F.  of  the  standard  15-foot  brass  bar  was 
made  in  tbe  winter  of  1H70-'71.  Two  methods  were  adopted.  In  the  fir>t,  the  c  mipara- 
tors  being  firmly  fixed  in  the  tops  of  stone  piers,  their  stability  was  assumed.  On  con- 
secntive  days  the  bar  was  brought  between  the  comparators,  the  room  and  bar  on  the 
first  day  beinj;  at  the  natural  temperature,  and  on  the  next  the  room  was  heated  by  a 
Rtove,  so  that  its  temperature  and  that  of  the  bar  were  from  25^  to  45°  F.  higher.  The 
distance  between  the  middle  points  of  the  comparators  being  taken  as  unchanged,  the 
difference  of  the  comparator  readings  for  hot  bar  and  cold  bar,  allowance  being  made 
for  the  expansion  of  half  of  each  comparator,  gave  the  change  of  length  of  the  bar. 

Temperatures  of  the  bar  were  given  by  six  tnermometers. 

The  difference  in  lengths  of  the  bar.  divided  by  the  corresponding  differences  of  tem- 
peratures, gave  the  expansion  for  1^  F. 

$12.  The  second  method  was  to  clamp  five  yards  together,  end  to  end.  thus  forming  a 
componnd  bar  about  15  feet  long,  to  surround  this  compound  bar  with  broken  ice,  thus 
making  its  temperature  and  length  constant,  and  then  to  compare  the  15-foot  bar  with 
it,  both  at  the  natural  temperature  of  the  room  and  with  that  temperature  raised 
about  30°  F. 

The  value  obtained  for  the  expansion  of  the  15-foot  brass  bar  by  both  methods  was 
0*».00174.    (See  Lake  Survey  Report  for  1871.) 

The  objection  to  the  first  method  is,  that  the  perfect  stability  of  the  piers  during 
changing  temperatures  is  uncertain,  and  t-o  both  methods,  that  the  temporal  a  re  of  a  brass 
bar  like  the  standard  cannot  be  determined  from  mercurial  thermometers  in  contact 
with  it  with  any  such  accuracy  as  0^.1  F.  or  0^.2  F.,  unless  the  temperature  of  the  bar 
and  its  surronndings  has  been  kept  within  a  few  tenths  of  a  degree  of  a  stationary  tem- 
perature for  several  hours.  At  the  high  temperatures  this  could  not  be  effected  with 
means  then  at  command.  When  the  air  temperature  rises  through  many  degrees  to  a 
maximum,  the  temperature  of  the  bar  lags  behiud  that  shown  by  the  thermometers,  so 
that  the  indicated  temperature  change  is  too  great,  giving  too  small  an  expansion. 
Subsequent  work  on  this  bar  shows  that  at  the  high  temperatures,  (70°  to  80^  F.,) 
when  the  bar  had  its  maximum  length,  its  temperature  was  about  1^  below  that  of  the 
thermometers  with  it. 

Later  experience  threw  doubt  on  the  accuracy  of  the  value,  and  a  few  trials  in  July, 
1874,  of  a  method  slightly  differing  from  the  first,  made  it  nearly  certain  that  the  above 
value  was  somewhat  too  small.  This  new  meihod  was  to  place  the  15-foot  bar  between 
the  comparators,  the  temperature  of  the  comparing-room  being  steady  at  aboni 
64^  F.,  to  let  it  remain  at  least  16  houni,  so  that  its  thermometers  might  give  its 
true  temperature,  then  to  read  the  comparators,  and  immediately  to  remove  it  to 
another  room,  when,  for  4  honrs,  it  was  packed  in  ice.  At  the  end  of  this  time  it  was, 
while  still  packed  in  ice,  placed  between  the  comparators,  which  were  again  read. 
This  process  assumed  the  stability  of  the  comparators  for  4  hours  of  pretty  steady 
temperature. 

Results  were  obtained  on  five  days  for  the  expansion  of  the  15- foot  bar  for  1°  F., 
which  varied  from  0*».00l78l  to  O'n.OOieOQ,  their  mean  being  0»".0017959. 

$  13.  It  being  now  pretty  certain  that  the  value  found  for  the  expansion  of  this  bar 
in  lt:j71  was  not  sufficiently  precise,  I  decided  to  attempt  the  careful  redetermination 
of  this  important  constant,  and  to  use  the  method  described  by  Capt.  A.  R.  Clarke, 
Royal  Engineers,  in  "Comparisons  of  Standards  of  Length,"  making  such  modifica- 
tions as  would  adapt  it  to  the  inconvenient  cellar  in  which  we  had  to  work. 

The  important  point  in  Captain  Clarke's  method  is,  that  he  secures  steady  tempera- 
tures for  each  of  two  bars  for  several  hours  by  placing  them  in  closed  l>ox4>s,  whose 
sides  are  copper  tanks,  through  which  water  of  any  desired  constant  temperature  runs. 

The  method  adopted,  differing  somewhat  from  Captain  Clarke's^  was  to  nne  a  aecond 
bar  constantly  packed  in  ice,  and  to  compare  the  15-foot  brass  bar  at  temperatures  of 
32°  and  90°  F.  with  this  second  bar. 

For  the  second  bar,  an  iron  bar,  whose  cross-section  was  I'^'.l  in  depth  by  0**>.33  In 
thickness,  had  mill  cylindrical  steel  pins  firmly  screwed  into  its  ends;  the  outer  endM 
of  these  cylinders  were  planes,  very  nearly  at  right  angles  with  the  axis  of  the  bar, 
and  at  such  a  distance  apart  as  to  give  the  two  bars  the  same  length  at  about  91°  }*'. 

This  iron  bar  was  mounted  on  ten  i^ljustable  rollers,  in  a  serai-cylinder  of  quarter- 
inch  boiler-iron,  which  was  15  feet  long,  and  4  inches  in  diameter.  This  semi-cylinder 
was  packed  with  pounded  ice  so  that  the  bar  should  be  entirely  covered,  one  upper 
edge  of  the  bar  being  tested  after  the  ice  was  in  to  see  that  it  did  not  deviate  from  a 
right  line  by  more  than  one-hundredth  of  an  inch.  When  the  ice  was  well  rounded 
OTcr  the  bar — fifty  pounds  were  required — it  was  replaced  when  the  weight  had  dimin- 
ished by  about  twelve  pounds. 

The  semi-cylinder  was  supported  at  one-fourth  and  three-fourths  of  its  length.  To 
test  its  stiffness,  five  pounds  were  hung  at  one  end,  giving  a  deflection  of  but  0*°.007. 
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Accordingly  it  was  assumed  that  the  varying  ioe-Ioad  prodnoed  no  injorions  flexure  of 
tha  bar  due  to  change  of  form  of  the  supporiit^  semi-cylinder. 

As  the  points  of  support  for  the  iron  bar  were  but  19  inches  apart,  and  the  greatest 
ice-load  ou  top  of  the  bar  between  two  points  of  support  could  scarcely  exceed  half  a 
ponnd,  the  length  of  the  axis  of  the  bar  could  not  be  sensibly  changed  by  variations 
in  thid  load. 

For  cold  comparisons,  the  brass  bar  was  also  packed  in  ice,  while  resting  on  its  sup- 
porting T-shaped  iron  bar,  which  was  stiff  as  tne  semi-cylinder  already  described. 

For  comparisons  of  brass  bar  hot  with  iron  bar  in  ice,  the  brass  bar  was  placed  in  a 
long,  narrow,  closed  box,  its  ends  only  projecting  very  slightly  from  the  ends  of  the 
box.  The  box  had  a  cloth-lined  wooden  cover,  and  its  sides  were  formed  by  two  long 
metal  tanks,  each  S  inches  in  depth  by  2'".7  in  thickness,  the  faces  next  the  bar  being 
of  copper.  In  the  interior  of  each  tank  was  a  2-inch  iron  pipe  running  along  the 
bottom  of  the  tank,  and  then  returning  along  the  top ;  through  this  pipe  the  hot 
water  flowed. 

The  brass  bar  was  supported  on  adjustable  rollers^  on  top  of  a  stout  T-shaped  iron 
liar,  nearly  15  feet  long,  lying  between  the  tanks. 

The  two  bars  in  their  boxes,  parallel  to  each  other  and  about  '^  feet  apart,  rested 
An  a  very  stable,  heavy  truck,  whose  smooth  lateral  motion  on  iron  rails  brought, 
-alternately,  the  centers  of  the  end  of  one  bar  or  the  other  between  the  comparators, 
mounted  on  their  stone  posts. 

The  bars  were  adjustable  both  horizontally  and  vertically,  so  that  when  once  ad- 
Justed  each  could  at  once  l>e  brought  into  proper  position  with  reference  to  the  com- 
parators, by  motion  of  the  truck  aione,  whose  displacement  was  limited  by  adjustable 
stops,  and  a  comparison  of  the  two  bars  could  be  made  within  five  minutes. 

Hot  and  cold  water  were  run  into  a  large  cask  at  such  rates  as  to  give  a  pretty  steady 
temperature  when  well  stirred ;  from  this,  with  a  slight  head,  the  water  flowed  through 
flexible  tubes  into  the  iron  pipes  contained  in  the  tanks. 

In  the  first  experiments,  although  the  temperature  of  the  water  in  the  mixing-cask 
could  be  kept  at  a  temperature  varying  from  99^  to  101°  F.  by  properly  adjusting  the 
flow  into  it  of  hot  and  cold  water,  yet  the  flow  through  the  pipes  in  the  tanks  was  not 
steady,  the  8li^opening  of  the  stop-cock  being  cloggM  by  the  imparities  in  the  wat^r. 
The  form  of  this  opening  was  changed  and  the  water  passed  through  a  cloth  strainer. 
Afterward  there  was  no  difficulty  in  keeping  the  temperature  of  the  hot  box  at  a  tern- 
perature.of  about  90°  F.,  without  a  greater  variation  for  the  middle  thermometer  than 
0°.9  in  eight  hours. 

The  thermometer  near  the  end  where  the  wat«r  entered  and  left  the  tank  was  usually 
0°.2  or  0°.3  greater  than  at  the  corresponding  place  at  the  other  end. 

At  -first  some  vapor  from  the  wood  of  the  hot-box  condensed  on  the  under  side  of  the 
glass  windows  in  the  cover  through  which  the  thermometers  beside  the  brass  bar  in 
the  hot  box  were  read,  making  the  reading  uncertainl  Chloride  of  lime  was  used  to 
absorb  this  vapor  until  the  lK>xes  were  dry,  although  it  is  objectionablo  ou  account  of 
danger  of  cnst. 

The  temperature  of  the  cellar  being  about  35°  F.  below  that  of  the  hot  bar,  which 
was  about  90°  F«,  and  the  ends  of  the  brass  bar  being  exposed  for  comparison,  the  tem- 
perature of  the  ends  of  this  hot  bar  were  somewhat  affected  by  the  cold  air  outside. 

The  interior  of  the  hot  box  near  its  ends  was  stuffed  with  cotton,  but  a  thermometer 
within  3  inches  of  the  ends  of  the  bar  still  stood  at  from  2°  to  3°  below  those  at  the 
middle.  While  these  thermometers  doubtless  gave  a  temperature  lower  than  that  of 
the  brass  they  touched,  it  was  not  deemed  safe  to  neglect  so  large  a  difference.  A  stove 
was  brought  into  the  cellar,  and  during  hot  comparisons  the  temperature  of  the  room 
was  raised  to  about  85°.  The  temperature  of  the  water  as  it  left  tne  tanks  was  lowered 
to  90°  F.,  giving  about  89°  for  the  temperature  of  the  bar.  After  this,  the  thermome- 
ter near  the  end  of  the  bar  gave  a  temperature  but  about  0^\5  lower  thau  that  near 
the  middle. 

The  thermometers  used  were  the  five  Casella  standards  Nos.  21472  to  21476,  already 
described.    They  can  be  read  to  0°.02  F. 

The  mean  temperature  of  the  15-foot  bar  during  hot  comparisons  was  determined  as 
follows:  The  early  exp' riments  with  thermometers  in  various  positions  had  shown 
that  thermometers  distributed  along  the  bar  agreed  within  two  or  three  tenths  of  a  de- 
gree until  they  approached  within  18  inches  of  the  endii  of  the  bar,  when  they  began  to 
fall,  standing  at  the  ends  of  the  bar  2^  or  3°  lower.  By  heating  the  air  in  the  cellar  to  8.5^^ 
this  fall  was  reduced  to  about  0°.5.  After  this,  if  the  thermometer  readings  on  the  bar 
are  plotted  as  ordi nates,  the  distances  along  the  bar  being  abscissas,  the  curve  will  be 
nearly  straight  to  within  12  or  15  inches  of  the  ends  of  the  bar.  In  the  comparisons 
used,  the  thermometers  were  placed  on  each  side  of  the  middle  of  the  bar  at  2ii  and  72 
inches  from  it,  and  a  fifth  at  3  inches  from  one  end.  Means  of  the  readings  of  each 
thermometer  were  used  for  each  comparison  to  plot  the  temperature  curve  (whose  gen- 
eral form  was  already  known)  for  that  comparison.  The  mean  ordinate  of  this  curve 
was  taken  as  the  temperature  of  the  bar  for  this  comparison. 
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The  braas  15-foot  bar  aod  the  iron  bar  were  compared  with  each  other,  both  being 
packed  in  ice,  on  tea  days  between  April  21  and  May  1,  lt573,  as  shown  in  the  following 
table:  "* 


Date. 


AiirU  31,  187S 
April  tt.  li^S 
April  33, 1875 
April  34,  1875 
April  Vi,  1075 
April  37.  1875 
April  39.  1875 
April  39, 1873 
April  30.  1875 
Maj  1,  1875.. 

Mean... 


Iron  bar— braM  bar, 
both  In  melting  loe. 


Ineh. 
O.QOatOl 
0.038991 
0.038794 
0.038794 
0.038880 

ao388o:i 

a03aH73 
a  038954 
0.ai8955 
a038066 


a  038881  db0.00(;017 


The  reeuUiDg  excess  of  length  of  the  iron  bar  is  0i".0388dl ^0.000017  at  32^,  the  prob* 
able  error  being  derived  from  the  discrepancies  between  the  daily  resnlts  and  their 
mean  Jnst  given. 

After  the  hot  comparisons  hod  been  made,  the  two  bars,  both  packed  in  ice,  were 
again  compared  with  each  other  on  four  days  from  June  21  to  Jane  25«  1875,  as  shown 
in  the  following  table : 


Data. 


June  81, 1875  . 
Jane  33,  1875  . 
Jane  34. 1875  . 
JaueSS.  Itf7^. 

Mean... 


Iioo  bar— brasB  bar, 
both  in  melting  ice. 


Inch. 

0.038505 

0. 038711 

0.038535 

0.038664 

0. 038096  ±  0. 000036 

The  resnltinf;  excess  of  length  of  the  iron  bar  was  Oin.0386'26  ^  (>»  000026,  differing 
from  the  previous  value  by  0'*>.000255.  This  difference  is  larger  than  the  probable 
errors  would  lead  one  to  expect.  But  it  is  only  ^Wuifxr  PArt  of  tue  length  of  the  bar,  a 
quantity  which,  in  view  of  the  many  difficulties  in  such  work,  is  too  small  to  make  it 
certain  that  the  bar  changed  length  during  the  hot  comparisous.  As  snoh  a  change  is 
however  possible,  equal  weights  have  been  given  to  the  values  obtained  for  excess  of 
length  of  iron  bar  in  ice  over  brass  bar  in  ioe,  before  and  after  hot  comparisons,  and 
tbeir  mean  0^°.038754  ^  G*>*.000086  has  been  adopted  as  the  most  probable  value  of  their 
diffisrence  in  length  at  'JSf^  F. 

The  comparisous  of  the  brass  15  feet  standard  bar  with  the  five  brass  yards,  Nos.  6 
to  10,  given  in  $  10,  also  indicate  a  lengthening  of  the  brass  15  feet  standard  at  about 
this  time  and  by  about  the  same  amount,  but,  as  already  stated,  the  apparent  discrep- 
aocv  scarcely  exceeds  the  possible  errors  in  good  work. 

The  comparisons  between  the  iron  bar  packed  in  ice  and  the  15  feet  standard  brass 
bar  at  a  t<f  mperatnre  of  about  90^  were  19  in  number  on  ten  days,  between  May  26  and 
June  18, 1875,  but  only  those  on  or  after  June  10  were  used  in  obtaining  the  final  value 
of  the  expansion.  They  were  12  in  number,  and  on  reducing  them  to  a  common  tem- 
perature the  residuals  gave  a  probable  error  for  their  mean  of  ^^  0.000003.  The  result- 
ing expansion  of  brass  bar  for  1^  h\  from  each  hot  comparison  is  given  below  under 
tbe  heading  e. 

It  has  previously  been  stated  that  the  early  hot  comparisons  were  not  considered 
aatiafactory  because,  at  first,  the  flow  of  hot  water  was  not  steady  or  the  temperature 
of  the  air  in  the  cellar  was  not  near  enough  to  that  of  the  exi^osed  ends  of  the  brass 
bar.  For  these  reasons,  no  hot  comparisons  prior  to  June  10, 1875,  were  used  in  adopt- 
ing a  final  value  for  the  expansion,  but  the  values'resnlting  from  the  previous  compari- 
Hous  are  giv<^n  in  the  following  table,  to  show  how  little  effect  those  causes  of  error 
prodaoed.  The  table  gives  the  expansion  resulting  from  each  comparison  of  brass  bar, 
AAOt,  with  iron  bar  in  ice. 
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Date. 

Temperature 
range. 

«. 

Mav86 

1675. 

o 

59.20 
59.9:1 
59.34 
59.85 
59.33 
61.33 
65.  SS 

.■S6.96 
56.96 
56.70 
57.68 
57.51 
57.73 
57.36 
57.41 
57.07 
5H.59 
57.05 
57.10 

Q.0OIM068 

Kay  8d 

17964 

\favS8 

17946 

Judo  S........ .................................................. .........  ... 

17948 

Jane 3. 

17996 

Juoe  4.... 

17907 

Jane  8 

17975 

Jane  10 

17930 

Jane  10. ............................................................. ........ 

17993 

Jone  10 

17M7 

Jone  14...................................................................... 

17914 

Jnne  14............................... 

17930 

Jane  14.. 

17946 

Jane  16 - 

1796S 

Jane  16 - - 

17967 

Jane  16...... ........ 

17960 

Jane  18......................................................  ............... 

17984 

17996 

179ef4 

The  results  of  the  hot  coDipArisoiiB  on  and  sabseqaeut  to  Jane  10,  12  in  all,  were 
combined  with  the  results  ox  cold  comparisons,  and  the  mean  value  of  the  resulting 
expansions  was  taken  as  the  most  probable  value.  That  value  is  mean  expansion  of 
15  feet  standard  brass  bar  between  32^  and  89^.15  F.  for  1^  F. 

e=0"».001795  4-  0»».0000016. 
•  — *— 

This  probable  error  Is  obtained  by  dividing  the  probable  error  in  the  determination 
of  the  change  of  length  of  the  brass  bar»  namely  l/(.ui;UOrtoj^-i-(^.uuou5U)'«  by  57'^.15,  and 
assumes  that  there  is  no  constant  error  in  the  determination  of  this  difference  of  tem- 
perature. 

As  the  temperature  of  32°  was  obtained  directly  from  melting  ice,  there  is  no  ther- 
mometer-error in  it.  But  at  the  high  temperatures,  whose  mean  was  89^  15  F.,  there 
may  be  a  small  correction  necessary  to  reduce  the  standard  thermometer  to  i|p  air^tber- 
mometer.  Suppose  it  of  the  form  (t^ — 32^)^.  The  corresponding  correction  to  the  ex- 
pansion will  be  closely  enough 

dfl=0«».00l795A 

so  that  we  have  for  the  mean  expansion  of  the  15  feet  brass  bar  between  32^  and 
«9^.15  F. 

e  =  0»".00l795  (1  —  A  )  d:  Otn.0000016. 

$  14.  In  May,  1876,  an  additional  determination  of  the  expansion  of  the  15  feet  brass 
bar  for  1^  F.  was  made,  using  a  temperature  range  from  32*^  to  65°  F. 

The  end  surfaces  of  the  steel  pius  in  the  ends  of  the  iron  bar  having  become  slightly 
rusty  they  were  polished  off,  thus  making  the  iron  bar  shorter  than  in  the  preoSdiiig 
expansion- work. 

The  following  table  gives  the  results  of  the  comparisons  between  the  iron  15  feet 
bar,  always  packed  in  ice,  and  the  brass  15  feet  bar,  either  packed  in  ice  or  heated  to 
about  62°. 

The  same  method  and  the  same  care  was  used  as  in  the  determinations  previously 
mnde.    The  column  I — B  gives  the  observed  excess  of  length  of  iron  over  bran^  bar : 


Date. 


1876. 

May  6 

May   9 

May  10 

Mayll 

May  W,  19  m 

May  13,  3      p.m 

May  15,  3       p.m. 

May  15,  4       p.ni 

May  16,  3.30  p.m 

May  16,   4       p.in 

May  16,  a90p.in 

May  17 

May  18 


• 

a 

• 

a 

«8 

rte 

re. 

!i| 

H 

•ea 

i§ 

1^ 

|l. 

n 

oFah. 

oFah. 

38.00 

38.00 

33.00 

65.18 

33.00 

38.00 

39.00 

61.60 

33L00 

61.04 

32.00 

61.06 

39.00 

38.00 

33.00 

38.00 

39.00 

61.88 

38.00 

61.00 

38.00 

61.45 

39.00 

38.00 

38.00 

38.00 

I— B. 


JneKe$. 

-fo.  034:n3 

—0. 034697 
+0.034808 
-0. 01ff5»5 
—0.0175  1 
—0. 017499 
4-0.  034.116 
4-Ol  034889 
— 0.0L7945 
—0. 017561 
--0.  018541 
+0. 034394 
-HO.  034845 


at 

«  o  I 

(A 


—a  .000067 
-0.0002SII 
-fO.  000008 
4«.00003H 

--o.oMose 

—0.00(4)96 
+0.0000IO 

-aooooM 

- -0.000065 

--«.oooor4 

--6L0008.fO 
--a  000088 
—0.000061 
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Each  obsenratioo  giYee  an  equation  of  oondition  of  weight  1.  Solving  these  by  least? 
squares,  we  have  for  mean  expansion  of  15  feet  brass  bar  from  *^2P  to  62^  F.  for  1°  F. 

e=0»».001786i  0»»^.0000015— 0.001786  A. 

This  valne  is  identical  with  that  derived  from  the  Clarke  yards,  through  the  brass 
yards  $  9,  except  that  its  probable  error  is  much  less. 

The  discrepancy,  amounting  to  7^7-  part  of  the  whole  value,  between  this  and  the 
value  0>°.001795,  obtained  for  the  mean  expansion  between  32^  and  89^.15,  may  be  ac- 
counted for  in  three  ways : 

Ist.  It  may  be  attributed  solely  to  errors  of  obserration,  and  the  work  would  still  be 
good,  as  the  discrepancy  is  small. 

2d.  The  mean  expansion  of  the  15  feet  bar  may  be  gpreater  between  32^  and  89^  than 
between  32^  and  62°.  Working  on  small  specimens,  Fizeau  has  found  for  the  expan- 
sion of  a  unit's  length  of  brass  for  t  centigrade  degrees — 

(1034  X  10=8)  iQ  ^  (76  X  10  -")  to* 

the  expansioQ  depending  on  both  t  and  fi, 

3d.  If  thermometer  21472  should  have  a  very  small  systematic  position,  correction  at 
62°  to  reduce  it  to  an  air-thermometer  and  one  of  -(-  0^.3  at  69^,  the  two  expansions 
would  agree. 

The  length  of  the  15  feet  brasA  bar  at  62^  has  already  been  given.  As  it  was  com- 
pared with  the  brass  yards  Nos.  6, 7, 8, 9, 10,  at  62^  on  three  days,  as  these  yards  were 
compared  with  each  other  and  the  Clarke  yards  at  temperatures  between  54°  aod  6:F, 
and  as  the  Clarke  yards  were  compared  with  the  Ordnance  Survey  standard  between 
62^  and  64^,  any  slight  errors  in  the  values  of  the  relative  or  absolute  expansions  can 
have  little  effect  on  the  resulting  length  of  the  15  feet  bar  at  62^.  But  as  the  Kewee- 
naw, Saudy  Creek,  and  Buffalo  bases  depend  on  the  length  of  this  bar  packed  in  melt- 
ing ice,  the  question  arises  how  its  length  at  32^  should  be  derived  from  the  data 
already  given. 

1st.  Using  the  expansions  of  the  Clarke  yards  given  by  Colonel  Clarke,  their  lengths 
at  or  near  32°  can  be  derived  from  their  comparisons  with  the  Ordnance  Survey  stand- 
ard at  temperatures  between  51^  and  64^  F.  The  Clarke  yards,  the  brass  yards,  Nos. 
6, 7, 8, 9, 10,  and  the  15  feet  brass  bar  have  been  intercompared  at  temperatures  between 
330  F.  and  44°. 

Hence  the  length  of  the  15  feet  brass  bar  at  32^  F.  can  be  obtained  without  u^ing 
any  expai\siou8,  except  those  of  the  Clarke  yards,  over  a  range  sufficient  to  introduce 
much  error. 

2d.  The  length  of  the  15  feet  brass  bar  at  32^  may  be  derived  from  the  length  adopted 
at  62^  by  uiiing  the  mean  expansion  from  32^  to  89^.15  F.  already  given,  namely, 
0«a.001795. 

3d.  The  length  of  the  15  feet  brass  bar  at  32^  F.  may  be  derived  from  its  adopted 
IsDgth  at  62^  by  using  the  mean  expansion  from  32^  to  62^  F.  for  1^  already  given, 
namely,  0*».001786. 

In  view  of  the  probability  that  the  expansion  of  the  brass  bar  increases  with  the 
temperature,  and  of  the  fact  that  the  expansion  derived  from  the  Clarke  yards  agrees 
with  that  obtained  directly  from  expansion-experiment  between  32^  and  62^,  it  is 
deemed  advisable  to  adopt  for  the  present  for  the  length  of  the  15  feet  brass  bar  at  32^ 
the  value  obtained  by  the  first  method,  namely : 

15  feet  brass  bar  at  320= 179^0.95438  :J::  0.000120 --^0.02198  A. 

The  probable  error  is  derived  from  the  probable  error  in  the  length  of  the  bar  at  62^, 
and  from  the  probable  error  in  the  valne  of  the  expansion  from  32^  to  62^,  directly 
determined. 

This  same  value  would  resnlt  from  the  adopted  length  at  62^,  namely, 

180K00796i  0.000111— 0.02198  A. 

if  the  mean  expansion  between  :i2o  and  62^,  directly  obtained,  namely,  0*^^.001786, 
were  used.    If  the  mean  expansion  between  32^  and  89^,  directly  obtained,  had  been 
nsed  it  would  have  made  the  length  of  the  15  feet  brass  bar  at  32^  ^^^^  less. 
l*he  results  obtained  for  the  15  feet  brass  bar  up  to  May,  1877,  may  now  be  given : 

Length  of  15  feet  brass  bar  at  62^  F.=l«0»n.00796±  0.000111—0.02198  A. 
Length  of  15  feet  brass  bar  at  32°  F.  =  179*n.954lW  -t  0.000120  -f  0.03160  A. 
Mean  expansion  between  32°  and  89©  for  1°  F.  =  0^.001795  ±0.0000016—0.001795  A. 
Mean  expansion  between  32°  and  62°  F.=0*n.0O1787±0.00OuO15— 0.001786  A. 

i  15.  Much  of  the  work  of  which  a  summary  has  now  been  given  has  been  done  by 
Assistant  Engineers  E.  S.  Wheeler,  G.  A.  Marr,  T.  Russell,  and  C.  Pratt. 

Mr.  Wheeler  has  made  a  large  part  of  the  observation",  and  great  credit  is  due  him 
for  his  constant  endeavors  to  increase  the  accuracy  of  the  work.  Fertile  in  resources, 
his  aid  has  been  of  especial  value  in  working  out  details  of  apparatus  and  compari- 
Bons. 

C.  B.  COMSTOCK. 
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Appendix  B.~Lbnoth  of  Kswsxraw  basx. 

1.  In  tbe  Lake-Snrvey  Repoit  for  1874  a  preliminary  length  of  the  Keweenaw  base  was 
given,  based  on  a  pteliminary  valne  of  the  length  of  the  ]5-feet  brass  bar  of  the  Lake 
boFTf  y,  when  packed  in  welting  ice,  then  talsen  as  179'".95752. 

Tbe  length  of  the  baee  obtained  was  1933  (15-feet  bar  in  melting  ice)  -)-  47^'*.71. 

It  was  then  known  that  the  tnbes  changed  length  during  the  day  by  considerable 
quantities  when  the  temperature  changed  rapidly,  but  even  an  approximation  to  a  law 
connecting  length-changes  with  temperature-changes  was  unknown. 

Since  lc73  the  comparisons  of  tnbes  with  standard  bar  continuously  during  the  day 
at  Sandy  Creek  and  Buffalo  bases  have  given  empirically  such  a  law,  and  have  led  to 
a  recompntation  t>f  the  Keweenaw  base. 

2.  In  a  compensated  base  apparatus  like  the  Bache-Wiirdemann,  (described  in  the 
Coast  Survey  Report,  1854,)  the  length  of  a  tube  may  change  from  a  change  of  tem- 
perature in  two  ways : 

1st.  Its  length  may  change  from  the  unequal  expansion  of  the  brass  apd  iron  bars, 
when  their  changing  temperatures  are  constantly  equal  to  each  other,  this  change  of 
length  arining  from  incorrect  proportions  in  the  compensating  lever.  This  change  in 
length  from  imperffct  compensation  is  called  expansion.  It  can  be  reduced  to  almost 
zero,  and  has  been  made  very  small  in  the  Lake  Snrvey  apparatus. 

2d.  In  changing  temperatures  tbe  bars  may  not  gain  or  lose  heat  alike,  and  the 
length  of  the  tube  may  change  from  the  difference  in  their  temperatures.  This  is  the 
serious  difficulty  in  any  apparatus  composed  of  two  bars,  whether  in  the  form  of  a 
compensating  apparatus,  lilce  the  Colby  and  the  Baohe-Wiirdemann,  or  in  the  form  of 
a  metallic  thermometer  like  the  apparatus  of  Borda,  of  Bessel,  and  of  Repsold.  Tbe 
problem  of  keeping  the  two  bars  at  the  same  temperature  is  not  well  solved  in  the 
compensating  apparatus  of  the  Lake  Survey,  and  auy  such  apparatus  has  the  great 
disadvantage  of  giving  exaggerated  changes  of  length  for  any  difference  in  tempera- 
ture between  the  two  bars.  Thus  a  compensated  arrangement  of  brass  and  iron  bars 
whose  expansions  for  1^  are  h  and  t,  will  change  length  for  a  difference  of  1^  in  tern- 

peratnre  of  its  two  bars,  by  r^,  i,  or  by  about  three  times  the  change  of  length  of  tbe 

iron  bar  for  1°  of  temperature. 

Some  results  from  comparisons  will  be  of  interest  as  showing  the  amount  of  such 
changes  in  tbe  Lake  Snrvey  base  apparatus. 

On  August  5, 1873,  during  comparisons  of  tube  1,  in  full  sunshine,  the  temperature 
of  tbe  interior  of  the  tube  rose  from  6(N  at  6  a.  m.  to  98^  F.  at  5  p.  m.  Tbe  tnbe  reached 
its  maximum  length  at  9  a.  m.,  and  then  decreased  so  as  to  be  0'*>.0O47O  shorter  at  10 
p.  m.  The  day  was  one  of  excessive  temperature  range;  such  change  of  length  ap- 
proaches zero  when  the  rate  of  temperature  change  duriog  the  day  becomes  very  small. 
At  tbe  Buffalo  base  in  1875,  the  mean  length  of  this  tube  for  the  11  days  of.  compari- 
sons was  at  1  p.  m.  0*°.00230  greater  than  at  8  a.  m.,  the  comparisons  being  under 
tents. 

The  variation  for  tnbe  2  was  less. 

But  as  a  part  of  this  change  might  be  due  to  expansion  of  tnbe  Arom  imperfect  com- 

Sensation,  while  the  two  bars  have  equal  but  varying  temperatures,  that  question 
as  been  re-examined.  Two  attempts  had  been  made  in  the  office  at  the  determina- 
tions of  the  expansions  of  the  tubes,  and  tbe  comparisons  at  the  base-lines  also  gave 
daca ;  but  the  (quantity  to  be  measured  is  so  small,  and  is  so  masked  by  larger  errors, 
that  its  determmation  is  difficult.  A  combination  of  the  various  values  gave  for  both 
tubes  an  expansion  less  than  0>°.00001  for  1^  F.,  and  less  than  the  probable  error  of 
the  determination.  Hence,  in  the  recompntation  of  the  base,  the  expansions  for 
both  tubes  have  been  taken  as  zero.  As  the  mean  temperatures  of  the  tnbes  during 
comparisons  and  during  measurement  of  the  Keweenaw  base  did  not  differ  by  more 
than  1^  F.,  the  uncertainty  in  tbe  precise  valnes  of  the  expansion  does  not  aifoct  their 
lengths  by  more  than  O'n.OOOOl,  a  quantity  which  may  be  neglected. 

The  fact  that  tbe  tubes  change  length  during  the  day  being  known,  and  it  also  be* 
ing  known  that  their  proper  expansion  (both  bars  having  the  same  temperatures)  is 
very  small,  it  follows  that  the  change  in  length  given  above  must  l>e  due  to  difference 
of  temperature  of  the  two  bars.  When  tnbe  1,  on  August  5, 1873,  changed  length  dur- 
ing the  day  by  0'».00470,  taking  one-third  of  this  quantity  as  giving  the  change  of  the 
length  of  the  iron  bar  relatively  to  the  brass  bar,  we  find  that  the  temperatures  of  the 
iron  bar  relatively  to  tbe  brass  bar  must  have  changed  by  abo^t  1^.  3  F.  during  the 
day,  and  that  on  an  average  comparison  day  at  the  Buffalo  base  the  relative  tempera* 
ture  of  iron  and  brass  bars  must  nave  varied  by  0^.7  F. 

3.  Tbe  variations  in  length  of  tubes  1  and  2  during  comparisons  under  tents  are 
well  shown  graphically  by  tbe  following  curves,  in  which  the  abscissas  give  the  hours 
of  the  dav  and  the  ordinates  the  corresponding  excess  of  the  length  of  tne  tube  above 
that  of  the  15-feet  brass  bar,  in  melting  Ice.    The  corves  fnr  tubes  1  and  2  are  each 
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tbe  means  of  daily  oomparison-oiirYett  for  23  days  of  comparisons  at  Saudy  Creek  and 
Buffalo  bases.  From  these  curves  it  will  be  seen  that  fir  an  average  day  daring  com- 
parisons at  those  bases  tube  1  changed  length  between  8  a.  m.  and  5  p.  ui.  by  0**>.00216» 
fcnd  tnbe  2  by  (^".00154,  these  changes  being  due  almost  entirely  to  diiference  of  tem- 
peratures of  the  brass  and  iron  bars  in  each  tube. 

4.  In  tbe  computation  of  the  Keweenaw  ba«e  in  1874  the  lengths  adopted  for  the 
tabes  daring  measnrement  were  derived  from  comparisons  of  tbe  tubes  with  tbe  bar 
in  melting  ice,  the  tabes  being  under  a  tent,  as  in  measurements,  and  the  comparisons 
being  repeated  at  short  intervals  during  the  working-day.  The  differences  of  lengtl  a 
of  bar  and  tube  were  plotted  for  each  day  sua  ordinates,  the  hours  of  the  day  being  the 
abicissas,  so  that  for  each  day  of  comparison  a  curve  resembling  those  already  given 
was  obtained.  The  mean  ordinate  for  the  day  was  computed,  giving  «the  tubes  mean 
length  for  that  day.  The  mean  of  such  mean  lengths  for  the  periods  of  comparisons 
gave  the  length  of  the  tube  in  terms  of  the  bar  in  ice,  which  was  used  in  computation. 

If  the  mean  daily  temperature-curve  during  comparisons  had  precisely  the  same 
form  and  dimensions  as  dnring  measurements,  thus  giving  the  same  mean  curve  for 
the  daily  changes  of  length  of  tnbe  during  comparisons  and  measurement,  no  error 
would  be  introdnced  into  the  resnlcing  length  of  tho  whole  base,  although  these  mean 
values  would  not  give  the  same  length  in  remeasurement  for  a  part  of  the  base,  for 
wnich  the  temperatun  -curves  on  the  two  days  of  measorenient  differed  considerably. 

In  fact,  the  mean  temperature  range  between  8  a.m.  and  12  m.  on  the  days  of  com- 
pariBon  was  6^.1  F.,  while  on  the  days  of  measurement  it  was  13^.2,  a  difference  too 
great  not  to  need  a  correction  if  any  method  ean  be  found  for  nuikiug  it. 

5.  The  numeious  coroparinons  of  the  base-tubes  with  the  15  feet  brass  bar  in  ice  at 
Saudy  Creek  and  Bnffalo  bases  added  largely  to  our  knowledge  of  the  conduct  of  the 
tubes  during  rapidly-changing  temperatures,  and  showed  wliat  had  previously  been 
noticed,  that  tbe  mean  daily  length  of  a  tnbe  depended  on  the  temperature  range  dur- 
ing the  morning. 

After  some  trials  it  was  fonnd  if  the  mean  daily  differences  of  length  of  tube  and  bar 
in  ice  were  plotted  as  ordinates,  the  temperature  changes  from  8  a.  m.  to  12  m.  being 
tbe  abscissas,  that  the  resultmg  curve  was  nearly  a  straight  line  for  the  Keweenaw, 
Sandy  Creek,  and  Buffalo  bases,  and  that  for  each  base  the  slope  of  the  line  was  nearly 
tbe  same. 

That  is,  if  we  represent  by  I  the  difference  of  lengths  of  15  feet  bar  in  ice  and  tube, 
when  its  iron  and  brass  bars  have  the  same  temperature ;  by  a^  tbe  change  in  the  mean 
difference  between  8  a,  m.  and  5  p.  m.  due  to  a  change  of  temperature  oil"^  F.  between 
H  a.  m.  and  12  m. ;  by  a  tbe  change  of  temperature  from  8  a.  m.  to  12  m.  on  any  day 
when  the  mean  difference  of  length  between  8  a.  m.  and  5  p.  m.  of  bar  in  ice,  and  tube 
is  il ;  we  shall  have — 

I  is  constant  so  long  as  no  permanent  change  in  the  length  of  the  tnbe  takes  place. 
As  already  stated,  tue  expansion  of  the  tube,  both  bars  Ueing  always  at  like  tempera- 
tures, is  so  small  and  uncertain  as  to  be  neglected ;  if  it  had  a  definite  value  it  would 
also  be  necessary  to  fix  a  temperature  for  the  normal  length. 

The  above  equation  expresses  in  eff-dct  that  the  mean  length  of  a  tube  between  8  a.  m. 
and  5  p.  m.  on  any  day  is  equal  to  its  normal  length  pins  the  temperature  change  from 
8  to  12  a.  m«,  multiplied  by  a  constant. 

Each  day  of  comparisons  continued  from  8  a.  m.  to  5  p.  m.  of  a  tnbe  under  tent  with 
the  bar  in  ice  on  Keweenaw,  Sandy  Creek,  or  Buffalo  bases  gives  an  equation  of  con- 
r  ition  of  the  above  form.  The  value  of  jt  will  be  the  same  in  all ;  tbe  value  of  I  will  be 
the  same  so  long  as  there  is  no  evidence  of  a  permanent  change  in  its  value.  Suth 
change  occurs  between  the  measurement  of  different  bases,  and  sometimes  during  the 
measurement  of  the  same  base. 

6«  This  liability  to  change  in  length  is  a  serious  evil  in  the  Bache-WUrdemann  appa- 
ratus. There  are  in  it  thirteen  Joints  or  points  of  oontact,  at  any  one  of  which  change 
in  cont-act  by  wear  or  by  change  of  adjustment  may  change  the  length  of  the  tube. 
As  in  consequence  of  jars  and  expansions  the  screws  on  which  these  joints  depend  fre- 
qaeutly  get  loose,  these  permanent  changes  in  length  are  anavoidable,  and  they  are 
large  enough  to  seriously  diminish  the  accuracy  of  the  work  unless  much  time  is  spent 
on  comparisons,  which  would  otherwise  be  unnecessary.  In  any  base  apparatus  it  is 
very  much  to  be  desired  that  the  points  which  fix  the  length  of  the  apparatus  should 
be  rigidly  connected  with  each  other,  or  if  there  are  joints  that  these  should  be  very 
few  in  number  and  practically  unchangeable. 

In  one  of  the  tubes  of  tbe  Lake  Survey  base  apparatus  tbe  length  of  the  tube  can  be 
changed  by  0,003  inch,  by  simply  tightening  or  loosening  the  screw  which  forms  tho 
axis  of  rotation  of  the  compensating  lever,  the  tightening  twisting  the    le  v 
original  plane  of  rotation. 

7.  Having  obtained  from  the  comparisons  at  Keweenaw,  Sandy  Creek,  and  Buffalo 
wes  twenty-eight  equations  of  condition  of  the  form  {-(-ax=:d  for  each  tube^  thead 
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equations  contained  for  tube  1  a  single  valne  of  I  for  Keweenaw  base,  and  tbree  Yalaes 
for  each  of  the  other  bases,  x  being  the  same  for  all ;  while  for  tube  2  a  single  Yalae 
for  I  was  used  for  each  base,  x  being  the  same  for  all. 

For  the  Keweenaw  base  there  was  no  evidence  of  change  of  length  of  either  tnbe 
during  the  comparisons  used.  But  on  the  Sandy  Creek  and  Bnffalo  oases,  while  there 
was  no  evidence  of  change  in  length  of  tube  No.  2  during  the  measurement  of  the 
base,  there  was  evidence  that  tnbe  No.  1  on  both  bases  changed  length  between  the 
comparisons  at  beginning  and  middle  of  measurement,  and  between  the  middle  aiid 
eud  compxirisons,  necessitating  the  assumption  of  different  lengths  at  each  of  the  three 
periods  of  comparison  at  each  base.  Solving  for  each  tube  by  least  squares  the  28 
equations  of  condition  resulting  from  2i  days'  comparisons,  the  values  of  I  and  x  are 
found. 

The  following  are  the  values  for  I  and  x  for  the  two  tabes,  with  the  dates  of  the  com- 
parisons on  which  they  depend : 


Tabel. 

Keweenaw  base h  =  0»».Oi:01-tO»"  00012,  August  4-October  2, 1873. 

i  /2  =  0>».0i905i0*«.000l5,  August  J3-19,  1874. 
Sandy  Creek  base..  -?  /3=0»».01777i0Jn.0OO16,  September  15-17,  1874. 

(  ;4  =  0»«.01727-|-0*».00017,  October  17-23,  1874. 

I  ^=0»n.027-26-}-0»n.OOOl7,  August  31-Septeraber  3, 1875. 
Buffalo  base i  7«  =  0'".026825;o»n.00021,  September  22-23,  1875. 

(  ir=0»n.02591-t0»".00016,  October  11-14,  1875. 

For  tube  1,  x  =0*n.000136±0'".000009. 

Tube  2. 


Keweenaw  base..  ..7'i  =  0*».043135±0«".00014,  July  17-23. 1873. 

Sandy  Creek  ba»o..ra=^0'°.0440«  -t0«".000ll,  August  13-October  23,  1874. 

Buffalo  base r3  =  0»n.04598  ±0«".000 12,  August  28-Oo to ber  14,1875. 

For  tube  2,  a;=0»«.000097±0*n.00000d. 

6.  The  following  diagrams  show  how  closely  these  values  of  I  and  x  repreaent  the 
results  of  comparisons  for  esch  tube  and  each  base.  Abscissas  are  the  changes  of  tem- 
perature of  tnbe  between  8  and  12  a.  m.  on  a  oooiparison  day,  and  the  ordinates  of  the 
points  inclosed  by  a  circle  with  a  date  are  the  excesses  of  the  mean  tube  length  on  that 
comparison  day  oyer  that  of  the  15-feet  bar  in  melting  ice.  Where  tnbe  1  changed 
length  during  measurement,  these  ordinates  have  been  corrected  so  as  to  free  them 
from  the  effect  of  that  change,  and  to  make  them  give  only  the  temperature  effect. 

The  straight  line  is  plotted  from  the  first  values  for  e:wh  base  of  the  tube's  normal 
length  and  from  the  values  of  x  just  ^iven.  The  distances  of  the  points  from  the  right 
line  are  due  to  the  errors  of  observation  and  of  theory,  and  for  the  apparatus  in  ques- 
tion must  be  considered  as  reasonably  sftiall. 

9.  The  method  followed  in  the  recompntattoa  of  the  Keweenaw  base  can  now  be 
explained. 

The  computations  for  the  corrections  to  measured  length,  for  inclination  of  tubes, 
for  contact-level,  for  error  in  sector-level  adjustment,  and  for  error  in  cylindrical  sur- 
face, are  the  same  as  heretofore.  But  in  the  computation  of  1874  a  mean  length  of 
Tube  1  was  adopted  for  all  the  days  of  meaHurement  without  attempting  to  take  into 
account  the  effect  of  the  daily  temperature- range  on  the  tube's  length. 

In  recomputation,  the  value  of  the  excess  I,  of  the  normal  length  of  tnbe  1  over  bar 
in  ice  for  Keweenaw  base,  already  gi  veii,  namely.  O'l'.OnOl,  was  used  for  the  whole  baae. 
For  each  full  day  of  measurement  (from  8  a.  m.  to  5  p.  m.)  the  temperature-change  a, 
from  8  a.  m.  to  12  m.,  was  taken  from  tbe  thermometer-rea  lings  inside  of  the  tube,  and 
this,  with  the  proper  value  of  x  previously  given,  enabled  us  to  compuce  /  -^  ox,  the 
excess  of  the  mean  length  of  the  tube  fur  that  day  over  the  bar  in  ice.  The  mean 
length  multiplied  by  the  number  of  times  that  tube  was  used  during  the  day,  gave  the 
length  measured  by  it. 

When  measurements  were  made  on  any  day  during  a  fraction  of  the  period  from  8 
a.  m.  to  5  p.  m.,  the  mean  length  of  the  tnbe  during  the  fraction  of  a  day  would  usually 
differ  from  the  mean  length  for  the  whole  day,  and  hence  the  computed  value  l-^ax 
would  need  a  correction  to  give  the  mean  length  of  the  tube  while  bein^  nsed. 

To  obtain  this  correction  the  mean  curve  oi  4  8,  giving  the  average  daily  variations 
of  the  tube's  length  at  Sandy  Creek  and  Buffalo  bases,  was  used.  The  difference 
between  the  mean  ordinates  of  this  curve  for  the  whole  day  and  for  the  fraction  of 
the  day  during  which  measurements  were  made  was  applied  to  the  computed  value 
I  -(-ax  as  a  correction,  and  the  resnlt  was  nsed  to  obtain  mean  length  for  the  fraction 
of  a  day.    The  same  method  was  followed  in  computing  the  mean  length  of  tube  2  for 
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ench  Hmy  or  fraction  of  a  day  of  meaanrement.  Bat  the  nonnal  len^b  of  this  tube 
cbaoged  permanently  during  the  mea»arement,  as  described  in  the  Lake  Survey  Report 
for  1874.  For  the  half  of  the  base  measnred  prior  to  September  11^  1873^  tbe  valne  l'^ 
prerioasly  given,  resulting  from  the  least-s^nare  rednctions,  of  the  comparisons,  waa 
need,  namely,.  l\  =  0^.043135. 

The  comparisons  on  September  3D  and  October  1, 1873,  after  the  measnrement  of  the 
base,  using  the  value  of  a  already  obtained,  give  /=:0>'^.03985.  Hence,  from  September 
11  to  September  30,  the  mean  oi  the  above  valnea  is  used,  and  after  October  l,.in  the 
remeasnrements  the  last  value,  0^.03985,  is  oeefl. 

10.  As  a  part  el  the  Keweenaw  base  eqnal  to  94  tnbe-lengths  (about  1,410  feet)  was 
remeasured  seven  times,  a  recomputation  of  these  parts  by  toe  new  n>etho<l  and  a  com- 
parison of  the  results  give  a  new  value  for  the  probable  error  of  measurement,  so  far 
ua  it  can  be  derived  from  a  comparison  of  single  measures  with  tbeir  mean. 

The  seventh  remeasurement  is  not  included,  as  it  is  nearly  certain  from  comparisou 
with  tbe  other  measurements  that  an  error  of  either  1^  or  2P  was  made  at  one  point  io 
reading  the  angle  of  inclination  of  the- tube. 

Tbe  follow  rug  table  gives  the  number  of  tbe  measure,  its  date,  the  maxioMim  and 
minimum  tube-temperature  during  the  measurement,  and  the  excess  of  the  separate 
measures  over  their  mean. 


Number. 


Date. 


1. 

%. 
3. 
4 

ft. 


Anffast  Iff,  18. 19>,  1873 

Aafnist90,1873 

August  31, 92^  1813... 

AainiAt  93, 1»73 

October  «,  7,  lr873 

October  1,8, 1873 


Temperatore. 

Max. 

Min. 

o 

o 

82.9 

66.6 

7L1 

66. 0 

81.8 

69.7 

fi5.6 

54.5 

58.5 

38.6 

71.  a 

40.0 

Kxoesft. 


In. 
+0. 075 
-U.OOd 
-O.OOft 
-0.041 
-0. 04S 
+0.092 


Dedocing  from  these  residuals  the  probable  error  of  one  measurement,  it  is  found 
0i°.O3O,  or  abon t  tfuW- 

It  will  be  noticed  that  while  on  some  days  tbe  whole  distance  was  measured,  for 
other  measurements  two,  or  even  three,  days  were  required.  As  this  involved  the  difficult 
estimate  of  the  mean  tube-length  for  parts  of  days  by  tbe  approximate  method  already 
described,. it  seema  probable  that  tbe  errors  in  these  remeasurenMuts  are  larger  tbau 
in  the  continuous  measurement  of  the  base,  wbeo  there  were  relatively  fewer  fractionai 
days  of  measurement. 

11.  In  attempting  to  obtain  a  value  lor  tbe  probable  error  in  tbe  measurement  of  the 
base,  tbe  first  questiou  is  as  to  tbe  accuracy  or  tbe  valuer  of  tube-lengths  uned  in  tbe 
computations.  Tbe  probable  errors  in  the  values  of  2  for  tubes  1  and  2,  as  derived  by 
the  Iea8t-B<>nare  reductions,  are  given  in  $>  7  as  Ji^O^^.OOOl^  and  -(-0'**.00014  respectively. 
The  corresponding  probable  errors  in  the  values  of  x  are  J^  0i».ua00O9  and  J^U'^000008. 
As  the  average  temperature-range  between  S  and  12  a.  m.  on  days  of  measurement 
was  13^.2,  the  average  probable  errors  in  the  values  of  ax  would  be  ^0^'^.00012  aud 
J^0i^00010  for  the  tubes  1  and  2. 

Henee  the  probable  error  in  the  value  of  d  for  tube  1  would  be,  appro&iujiately. 


and  for  tube  %  also. 


\/(0.00012y-f.  (0.00012)«  =  ±0«n.00017 

±  o«»*.ooai7. 


As  tlie  length  of  the  base  was  1,933  tubes,  these  probable  errors  give  for  tbe  whole 
base 

1903  X  i  0«».00O17  =  ±  0»».329i 

Taking  the  eAtimates  in  the  Lake-Survey  Sepert  for  1674  of  the  errors  from  other 
causes,  we  have  for  all — 
1.  From  probable  error  in  adopted  excess  of  length  of  tube  over  15-foot  bar  in  ice, 

= 1983  X  ±  0*».00017  =±  0i».329. 

S.  Fvom  probabfo  error  iu  indiuations,  ^0.103. 

3.  From  probabje  error  in  references  to  and  from  ground,  ^  O.059i 

4.  From  probable  error  in  contact  displacement,  ^0.109. 

5.  From  probable  error  from  change  of  length  of  tube  2,  :j^  0.158. 

Taking  the  square  root  of  the  sum  of  the  squares  of  tluvie  quautiU:8^  we  h%v&  for 


1132  REPORT   OF   THE   CHIEF   OF   ENGINEERB. 

the  probable  error  in  the  length  of  base  (error  in  length  of  standard  15-foot  bar  not 
included)  J:0^°-^9- 

In  $  10  the  piobabl^  error  in  one  nieasnrement  of  94  tubes  was  given  as  0^°.03.  This 
probable  error  arises  from  the  inacourney  with  which  a  x  expresses  the  daily  temper- 
ature-effect on  the  tnbes,  and  from  the  2d,  3d,  and  4th  of  the  errors  given  above. 

For  the  whole  base  we  should  have  from  these  causes  the  probable  error 


±0.03^i^£*  =  ±  0^.136 


If  this  were  combined  with  tbe  probable  errors  from  the  other  sonrees  a  somewhat 
smaller  probable  error  wouUl  be  found  for  the  whole  base  than  that  given  above. 

But,  in  view  of  the  uncertainty  in  estimating  probable  errors  in  coiuplez  cases,  that 
all  sources  of  error  have  been  coui^idered,  and  from  the  danger  of  coustant  errors,  »j 
well  as  from  the  liabilitv  of  this  apparatus  to  change  length,  I. do  not  deem  it  advin- 
able  to  assume  a  probable  error,  excluding  that  in  the  length  of  the  15-foat  bar,  leas 
than  that  given  in  the  report  for  1474,  nameily :  ^0^|^.693. 

The  length  of  tbe  Keweenaw  base,  resulting  from  the  recompntation  after  applyioj^ 
a  correction  of  — 11^.02  to  rednce  it  to  the  sea-level,  is 

1933  (15-foot  bar  in  melting  ice)  -^  49i>.73  ^  0i>.696 

Taking  for  the  length  of  the  15-foot  bar  in  melting  ice  the  value  given  in  the  paper 
on  Standards  of  Length  of  the  Lake  Survey  Report  for  1877,  namely, 

179i».9543S±0*».000l2  -f  0.03160  A 
we  have  for  the  length  of  the  Keweenaw  base 

347901to^i0^.734-f6L0828A 

Note. — A.s  a  check  on  the  parts  of  the  base  into  which  it  was  divided  near  its  middle, 
the  angles  of  two  triangles  having  a  common  vertex,  and  the  parts  of  the  base  for  op- 
posite sides,  were  read.  Computing  the  north  half  of  the  base  from  the  whole  baee, 
tbe  computed  length  was  0*^.27  greater  than  the  measured  length,  or  ya^ooi  while  the 
computed  south  half  was  1^°.16  greater  than  the  measured  lengthy  or  rriWr'  A.s  the 
engles  of  this  small  triaugulation  were  not  carefully  measured,  the  agreement  is 
good  as  was  to  be  exported. 

C.  Bu  COMSTOCK. 


ArPRKDIX  C— TSLSaRAPHIC  LoNorruDE. 

BEPORT  OF  CAPTAIK  H.  M.  ADAMS,  CORPS  OF  ENaiN REUS,  ON  TELEGRAPinC  LONarTCDB 
WORK  IX  CONNECTION  WITH  THE  LAKE  SUBV^Er  OBSERVATORY,   1876-77. 

The  longitudes  of  the  following  points  have  been  determined: 

1.  Mount  Forest,  IlL 

2.  Saginaw,  Mich. 

3.  Saint  Louis,  Micb« 

4.  Cairo,  111. 

6.  Fort  Fetterman,  Wyo. 

6.  Fort  Kichardsoo,  Tex,  ^ 

7.  Fort  Griffin,  Tex. 

H.  Fort  Stockton,  Tex. 
9.  Fort  Concho,  Tex. 

10.  Fort  MeKavett,  Tex. 

Observations  were  m^ide  at  Detroit  by  Capt.  H.  M.  Adams  for  all  longitudes  exeept 
Forts  Richardson  and  Griffin.  The  following  instruments  were  used :  Transit  instru- 
ment made  by  Buff  ^  Berger.  Focal  length,  39  inches  ;  magnifying  power  of  telescope 
with  diagonal  oye-piecey87 ;  aperture,  3  inches.  Clock  Mo.  256,  and  chronograph  No.  216, 
made  by  Bond  Sl  Sons. 

For  longitudes  of  Mount  Forest,  Saginaw,  Saint  Loais,  and  Cairo,  signals  were  ex- 
changed %  automatic  clock  and  chronometer  beats ;  and  for  all  other  stations  bjr 
breaking  or  making  circuit  by  hand  every  ten  seconds.  All  signals  were  recorded  at 
Detroit  on  a  chronograph.  A  complete  time-determination  was  made  before  and  after 
aignals  each  night  in  determining  the  longitudes  of  the  fallowing  points; 

Mount  Forest,  IlL    (See  Tables  Kosu  3,  ^  5^  and  6.) 
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Saginaw,  Mich.    <6ee  Tables  Nos.  13  and  14.) 

Saint  Lonia,  Mich.    (See  Tables  Kos.  15  and  16.) 

Cairo,  Hi.    (See  Tables  Noe.  17  and  Iti.) 

In  eaeh  timeHdeteniiiDatioD,  two  stars  of  oyer  80°  declination  were  observed^  and  the 
t«l<9SCope  wa8  reversed  on  each  so  as  to  obtain  seven  wires  bef .ire  and  after  reversal. 
Five  or  more  time  stars  were  observed  over  fifteen  wires  for  telescope  direct,  and  tlie 
aatne  unml>er  with  telescope  reversed. 

PROGRAMME  FOR  TIME-DETERMIMATIOK. 

Licvel-readings. 

A  circoQipolar  star,  (reversal  on«) 

Lfcvel-  readings. 

Five  or  more  well-determined  time^tars* 

Lfevel-readiugs. 

Reversal. 

Lrisvel-readings. 

Kive  or  more  well<determlned  time^tars* 

Livel-readings. 

A  ciroampolar  star,  (rererBal  on.) 

L«y«l-reaiiing8. 

L<evel-reading8  were  also  taken  between  the  tlme^tors  when  the  interval  of  time  was 
saflicient. 

The  time  occnpied  for  telegraphic  signals  was  generally  twenty  minutes  between  the 
two  independeut  time-deter  mi  nations*  In  determining  the  lougitod  -s  of  the  following 
points,  le^  extended  obnervations  for  clock-correction  w»-re  made  at  Detro.t. 

Fort  Fetterman,  Wyoming.    (See  Tables  No^.  9  and  10  ) 

Fort  Stockton,  Texas.    (See  Tables  Nos.  8  and  9.) 

Fort  MoKavett,  Texas.    (See  Tables  No^.  6  and  I'i.) 

Furt  Concho,  Texas.    (See  Table  No.  1 1.) 

For  long.tade  of  Fort«  Kiohardson  and  Griffin,  observations  were  made  at  Detroit  by 
Assistant  Engineers  O.  B.  Wheeler  and  A.  R.  Flint. 

Observations  were  made  for  personal  equation  by  Captain  Adams  and  Lientenant 
Li  ickwood  in  exactly  the  same  manner  a^  tor  determining  longitude.  The  iransit-iu- 
a»raments  were  mounted  on  piers  tive  feet  apurt.  Perdonal  equation  was  determined 
OQ  two  nights  in  July,  1876,  on  oie  night  in  Ootobor,  1876,  and  on  three  nigbrs  in 
Mftrcb,  1677,  after  completing  the  longitade-work  at  Cairo.  The  results  are  given  in 
Tables  Nos.  1,  2, 7, 19, 20,  21, 22,  and  27. 

COMPtTTATIOlVS. 

Ths  time-work  for  all  stations  was  compnted  by  the  method  of  high  and  low  stars, 
and  the  time-work  for  loneitn<1e  of  Monut  Forest,  111.,  a  (irimary  trlaugn  ation  station 
near  south  end  of  Lake  Michigan,  was  also  computed  t>y  the  method  of  least  squares. 
All  computations  have  been  checked  or  duplicated. 

The  probable  errors  of  transit  over  a  single  thread  were  computed  for  stars  of  differ- 
ens  declinations,  as  follows : 

Table  A, 


X,  UfMBlCiaorta 

51  Cepbei 

S  UrMD  Minoris 

32  CArnelopardalia  ... 
CmniafLUm  aSiiS. . . 

1  Ilranoni* 

Cirrinjrtoo     7S  .. 
Suuv  of  leM  than. 


4 

< 

o 

* 

«. 

88 

56 

±   1.51 

tn 

H 

0.63 

m 

37 

0.46 

H 

05 

0.50 

83 

41 

a  41 

82 

59 

0.35 

81 

551 

o.:i3 

81 

49 

0.27 

10 

dec. 

o.oe« 

For  all  tiuie-srars  a  weight  unity  was  given  to  thd  mean  of  eJeveu  wires,  and  lbs 
table  of  weights  below  was  then  compntea  from  the  formula 

e/'  +  ^ 

ii 

n 

j9=  the  weight  to  be  given  to  A  wires. 
e,  =  the  probable  oulmioation  error  x=  ±  0*.049. 
f  =z  the  probable  error  for  one  wire  =  ±  0.066. 

Toe  above  value  for  e,  =  is  th%t  adopted  for  the  larger  instruments  of  the  United 
States  Coast  Skirvey.    (See  page  224,  Report  of  1872.) 
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TahU  B. 


llamber  of  wires. 

1 

p. 

Kamber  of  wires. 

J»- 

5 

•.86 

#.89 
0.93 
0.95 
•.97 
0.99 
1.00 

13.... 

1.91 

6 

l.«3 

•* 
!••••• 

::    : 

14 

1.03 

8 

IS 

l.«4 

9 

16 

1.05 

10 

17 

1.05 

11 

18 

i 

Loe 

The  weights  givea  to  high  stars  were  coioputed  from  the  formula 

e'  =  Ihe  pr  bahle  error  for  one  wire  for  a  high  star. 

]}'  =  the  weight  to  i»e  given  to  n  wires. 

The  vaino  of  ji  is  giveu  in  Table  B :  e^  and  ^  in  Table  A. 

After  complf  ting  the  computation  of  seven  nights^  work  by  tke  method  of  least 
squares,  a  comparison  was  made  with  the  preliminary  rednction  by  the  method  of  high 
and  low  stars.  The  greatest  differences  in  results  from  the  two  methods  of  computa- 
tion were,  for  clock-correction,  0^.033 ;  for  dock-rate  per  boar,  0*.0i4.  The  mean  differ- 
ences were,  for  clock -correction,  0^.015;  for  clock- rate  per  hour,  O*.0O5. 

The  right  ascensions  were  determined  from  American  Ephemeris,  l}?76-*77;  German 
Catalogue,  539  SteriiC,  lti76-'77,  and  General  Bericht  Europaische  Gradmessung,  1873. 

RS8Cf.T8. 

Longitudes  are  reckoned  from  east  pier  of  Lake  Survey  Observatory,  I'lTTG. 

la.  «. 
Astronomical  station  at  Mount  Forest,  III.,  west • . 19  lu.315 

A  mean  of  four  results.    (See  Table  No.  23.) 
Astronomical  station  at  Saginaw,  Mich..,  west 3  38.966 

A  mean  of  two  results.    (See  Table  No.  24.) 
Astronomical  station  at  Saint  Louis,  Mich.,  west. 6  12.575 

A  mean  of  two  results.    (See  Table  No.  25.) 
Astronomic4il  station  at  Cairo,  III.,  west...... 24  25.866 

A  mean  of  two  results.    (See  Table  No.  26.) 

The  observatioHS  at  Mount  Forest,  Saginaw,  Saint  Louts,  and  Cairo  were  made  by 
Lieut.  D.  W.  Lockwo(}d,  United  Sta:es  Engineers.  Tables  of  time-work  are  given  ia 
ills  report,  Appendix  D. 

Fort  Fetterman,  Wyoming:  ft.  m.    •. 

From  work  of  Jnly  i>2,  18T6,  west 1  29  45.50 

From  work  of  July  28,  1876,  west I  29  43.65 

Mean  west 1  29  44,6 

Time  observations  were  made  at  Fort  Fetterman  by  Capt.  W.  L.  Stanton,  with  a  sex- 
tant.   Results  giveu  in  office  papers  6o0  and  736. 

Fort  Richardson,  Texas:  A.  m.    «. 

From  workof  May  10,  »876,  west 1  00  26.55 

From  workof  May  12,  1876, west 1  00  26.48 

Mean  west 1  00  26.51 

Fort  Griffin,  Texas:  A.  m.    s. 

From  workof  June  5,  1876,  west. 1  04  43.21 

From  workof  June  6,  1876,  west 1  04  42.84 

Mean  west. 1  04  43  02 

For  June  5  the  clock-correction  at  Detroit  depends  ou  observations  made  Juue  2and  6. 

Fort  Stockton,  Texas:  A.  fii.    a. 

From  workof  July  17, 1876,  west 1  19  18.08 

From  workof  July  22,  1876,  west 1  19  16.98 

Mean  west.. .^ 1  19  17,53 

Fort  Concho,  Texas:                                                                                   Km,     «. 
From  workof  Joly  31,  1876,  west 1  09  30.64 

Fort  MoKavett,  Texas :  A.  m.     •. 

From  workof  August  29,  1876,  west 1  08  13  28 

The  clock-correction  at  Detroit  depends  on  observatious  of  August  26  and  Septem- 
ber 1. 
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Obaervations  at  Forts  Ricbardsnn,  Griffin ,  StooktoD,  Concho,  and  McKavett  were 
made  by  Lieat.  William  Hotfman,  Eleventh  United  States  Infantry,  acting  engineer 
ofQcer  Department  of  Texas,  and  the  longitudes orthe  above  points  depend  on  the  time 
of  signals  sent  and  received  at  these  places,  as  furnished  by  Lieutenant  Hoffman  in 
office  report  No.  797. 

A  large  discrepancy,  l*.l,  appears  in  the  results  for  two  nights'  work  at  Fort  Stock- 
ton. All  compntatinns  of  time-woik  and  time  of  s'gnals  at  the  Lake  Survey  Observa- 
tory have  been  duplicated  and  checked. 

SXPLANATIOX  OF  TABLES. 

L — Tabhs  1  to  7,  inclimve. 

Compntation  of  time-dc'terroinations  by  the  method  of  least  squares ''D"  indicates 
telescope  direct ;  *'  R ''  indicates  telescope  reversed. 

a  =  tfae  assumed  value  for  azimuth  of  transit-instrament  in  seconds  of  time. 
da=sthe  correction  to  a  determined  from  normal  equations. 
A  =  the  azimuth  factor. 
B  =  the  inclination  factor. 
C  =  tbe  coilimation  factor. 
h  =  the  level-corrt  ction. 
c  =  the  correction  for  coilimation. 
^  t  ■=  the  reduction  to  the  middle  wire. 
abr=z  the  correction  for  diurnal  aberration  =r  0*.021  cos.  latitnde. 
r  =  the  interval  in  clock-hours  for  which  the  rate  p  is  applied. 

p^the  rate  per  cloek.hoar|  +  ^J-  '^^f^ 

V  =  the  observed  time  of  transit  corrected  tor  azimuth,  inolinatioDy^colUmation, 

reduction  to  middle  wire,  diurnal  aberration,  and  rate. 
a  ==  the  right  ascension. 
Af  =  the  clock-con ection  at  a  given  epoch  as  determined  from  a  single  star, 
ji  =  the  weight  given  to  ^  %', 

6  =  the  assumed  vslue  for  clock-correction  at  a  given  epoch. 
1$  tf  =  the  correoiion  to  B  determined  from  normal  eqqatiouH. 

A  /o  =  the  clock-correction  at  a  given  epoch  =  (fi  -f-  cJ  e)  |  j^  JJ^®^  ^^' 

IL— TadZef  8  to  21,  incltuitt, 
Compntation  of  time-determinations  by  the  method  of  high  and  low  stars : 

fo  =  tbe  observed  time  of  transit  corrected  for  azim nth,  inclination,  coilimation, 
red  notion  to  middle  wire,  and  dinrn«l  aberration. 
A  f  =  the  clock-correction  from  a  single  time^tar. 
A  <^  =  A  <  corrected  for  rate. 

a  =  the  aztmnth  of  transit^instrnment  as  compnted  from  b^'gh  and  low  stars. 

Ocher  symbols  denote  the  same  as  in  computation  by  least  squares. 

in.— TodlM  39  to  87,  indimr*. 

Telef(rapbic  oompariMoa  of  tlme-pieoes  for  determinatioa  of  longltade  and  for  jMrsonal  eqnation  of 
olMMTvom. 

Each  reaalt  in  the  meau  from  1.*$  ticks  as  registered  by  both  tiraepieoea  on  a  chronosraph. 

The  chrooograpL-readlDga  for  a  single  resalt  from  fifteen  ticks  sent  from  Cairo  to  Uetroit  are  given 
below : 

CAIRO.  DSTBOIT. 

Chronometer  Na  1524.  Clock  No.  958. 

A.  M*        %,  A.  fit.        9, 

4  96  07.00  4  98  05.30 

4  96  O&OO  4  98  06.30 

4  96  09.00  4  S8  07.30 

4  96  10.00  4  98  0a30 

4  96  11.00  4  98  09.30 

4  96  13.110  4  98  10.30 

4  96  13.00  4  98  11.30 

4  96  14.00  4  98  19.30 

4  96  1.\.00  4  98  13.:i0 

4  96  16.00  4  9S  14.30 

4  96  17.00  4  98  l.').3l 

4  96  18.00  4  98  16.  .10 

4  96  19.00  4  98  17.30 

4  96  90.00  4  98  18.30 

4  96  91.00  4  98  19.30 

Means  4  96  14.000  4  ^iA  19.301 

All  comparisons  of  time-pieces  for  longitude  of  Mount  Forest,  Saginaw,  Saint  Louis 
and  Cairo  were  made  as  abovet 
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Appendix  D. — ^Astronomical  Work. 

REPORT  of  UEUTENANT  D.  W.  LOCKWOOD,  CORPS  OF  ENGINEERS. 

Detroit,  Mlch.f  May  7, 1^77. 

Sir:  I  have  the  honor  to  make  the  followiag  report  of  work  done  by  myself  aod 
UDiIer  my  charge  chirin|r  last  season  : 

Acting  under  verb  «1  instrnctionH,  I  was  engaged  daring  a  part  of  the  month  of  Jnty 
in  taking  time-observations  for  personal  eqn<»<ioa  between  C^ipt'aiu  Adam^i  and  myself. 
Oh  July  2t)  I  received  instructions  to  occupy  the  following  stations,  to  determine  tbo 
difference  of  longitude  between  them  aod  Di^troit  observatory,  viz:  Stition  Willow 
Sprin.^s,  III. ;  Siiginaw,  Saint  L>uis,  F.*rwell,  Midland,  Hirsey,  aud  Big  Ripids,  Micli. 
At  all  th-t  stations  in  Michig:iii  two  niirlitV  ob:«ervatiou')  for  latit&de  were  to  l>e  takea, 
and  at  Willow  Springs,  Siigi'iaw,  Siint  Loni-^,  and  M  dland  the  m  igneric  element-^  wero 
to  be  deiermined  ;  afterward  I  was  ordered  lo  occupy  Cairo,  111.,  fi>r  difference  of  Joogi- 
tude,  aud  latitude.  The  following  is  a  summary  of  the  aeabou's  time-work.  AUolMer- 
vations  at  Detroit  wern  for  personal  eq nation. 

Detroit,  July  15  and  18,  1876. 

Mount  Forest,  (near  Willow  Springs,)  Angast  17,  23,  2.5,  and  26. 

Saginaw,  September  12  and  16. 

Saint  Louis,  October  11  and  12. 

D.  troit,  October  2:J. 

Cairo,  December  5  and  19. 

Di^troit;  March  10,  19,  and  28, 1877. 

The  instruments  used  for  time-work  were  as  follows :  Wijrdemann  astr^nomieal  tran- 
ait  No.  1,  flical  length  31  inches,  2^  inches  object-glass,  Negus  break-circait  sidereal 
chronometer  No.  1524,  and  Bond  &  Sou's  chronograph  No.  245.  The  methods  of  record- 
ing time  sending  and  receiving  signals  were  the  same  as  followed  at  the  obserratory 
at  Detroit.  The  work  tui  the  nights  of  J<ily  15  aud  IS,  August  17,  2:i,  25,  aod  2d,  was 
re<luced  by  the  method  of  lt*ast  squares.  The  high  aud  l<»w  star  methtd  of  reduction 
was  adopted  for  the  remainder  oc  the  season.  Tahles  giving  iudividual  results,  ^c, 
for  each  night  are  appended  hereto.  The  same  system  of  notation  iu  making  them  up 
is  used  as  given  by  Captain  Adams. 

Observations  for  latitude  were  taken  at  Saginaw,  Saint  Louis,  and  Cairo;  the  in- 
strument used  being  Wiirdemanu  zenith-telescope  No.  19.  The  results  at  the  different 
stations  are  appended  hereto. 

At  Cairo,  III.,  observations  were  taken  to  determine  the  azimnth  of  the  line,  Station 
Defiance-Station  Ohio.    The  nzininth-post  was  carefully  locatcil  on  the  line  of  the  two 
stations.    Appended  to  this  will  be  found  the  re.*iults  on  the  different  nights. 
Very  respectfully, 

D.   W.  LOCKWOOD, 

First  Lktttenant  of  En^neers. 
Maj.  C.  B.  CoMSTOCK, 

Corps  of  Engineers, 
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Latitude. — Observer,  Lieutenant  Lockwood. 


Station. 


SakIiiaw,  Mich. 
Saginaw,  Mich, 


Saint  Loaia,  Mich. , 


Cairo,  III 

Cairo,  lU 

Weighted  mean, 


Date. 


Rept19,1876 
Sept.  SI,  1876 


Oct     2, 1876 


Dea 
Dec 


2,1876 
3,1876 


Kg.  pairs. 


26 
26 

o     /      » 

43  25  07. 606 
43  25  07.  574 

30 

20 
25 


Latitude. 


43  25    7.  590 

43  21  33. 806 

36  59  48.  421 

4&  18-3 

36  59  4a  290 


P.B. 


// 


±0. 104 
±0.164 

J:  0.096 


SUMMARY  OF  RESULTS  FOR  AZIMUTH    AT  CAIRO,  ILL. 

OheerveTj  Lieutenant  LocJcwood, 


Date. 

No.  of 

reaalta. 

X  TJrs.  Min. 

No.  of 
results. 

Polaris. 

Bemarks. 

1877. 
Jan.  20 

O       1        It 

8 
8 

O       1         II 

10  51  36. 10 
30.67 

Instminents :  12-iDch  Tronghton  Sc  Simms,  and 
sidereal  chronometer  1524. 

23 
24 

8 
8 
8 
8 

10  51  M.  84 
36.75 
36.36 
40.84 

27 

2S 

28 

8 
8 

.18.37 
35.02 

Mean  ea 

tfhatar 

\ 

10  51  37.20 

10  51  35. 04 

// 


Total  mean  giving  equal  weight  to  each  star 10  51  26.12 

Dinrnal  aberration —0.31 

Station  Ohio  west  of  north 10  51  3.^81 

Azimuth  station  Defiance— station  Ohio 169  08  24.19 


Appendix  E.— Magnetic  Work. 

1.  REPORT  OF  lieutenant  CHARLES  F.  POWELL,  CORPS  OF  ENGINEERS. 

Detroit,  Mich.,  May  17, 1877. 

Major  :  I  hare  to  Babmit  the  following  report  of  my  work  on  the  survey  for  the  past 
year : 

Daring  the  snmmer  of  1876,  while  expecting  orders  for  a  change  of  station  and  dnty, 
I  was  engaged  in  the  office  npon  the  partial  compntation  of  Captain  Adams'  time-work, 
exchange  of  signals  fur  telegraphic  longitude,  and  the  performance  of  special  dnties 
aflsig^ed  from  time  to  time.  Ou  September  5, 1  was  directed  to  proceed  to  La  Crosse, 
Wis.,  Galena  and  Rockford,  111.,  and  Marshall,  Mich.,  on  magnetic  work.  The  outfit 
which  had  recently  been  used  by  Lieut.  T.  N.  Bailey,  on  the  same  duty  at  other  points, 
and  the  detailed  instructions  given  him  concerning  the  number  ard  uf*curacy  of  obser- 
vations required,  were  transferred  to  me.  The  values  of  the  magnets'  scale-divisions, 
coefficients.  P  and  Q,  and  moment  of  inertia  of  the  intensity  magnet  and  stirrup,  as 
determined  by  Lieutenant  Bailey,  were  accepted.  Constants,  liable  to  change,  were 
redetermined  at  each  station. 

Extreme  care  was  exercised  in  the  selection  of  sites  for  stations  in  order  to  avoid  the 
effect  of  local  attraction,  and  the  required  observations  to  attain  that  condition  were 
always  made.  The  rcAults  at  Galena,  however,  may  be  looked  upon  with  some  suspi- 
cion. The  lead  abounding  in  that  region  is  found  imbedded  in  ferruginous  clay,  and 
has  associated  with  it  iron-ores  in  small  quantities,  and  calamine  (pyro-electric)  in 
larger.  The  error  in  observations  on  account  of  torsion  was  reduced  to  a  minimum 
and  its  correction  determined.    The  field-work  was  completed  on  October  19. 

Daring  the  following  winter,  I  made  the  computations  of  my  own  observations,  some 
additional  ones  of  Lieutenant  Bailey's,  and  the  original  computation  of  all  of  Lieuten- 
ant Lockwood's  magnetic  work.  I  was  also  engaged  upon  astronomical  and  other 
office-work. 
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The  tabalation  of  all  the  resnlts  of  majcnetic  work  for  the  year,  made  by  yonr  direc- 
tion, is  appended.  In  the  column  of  Table  4,  "  Differences  between  magnetic  fore- 
sights and  back-sights,''  showing  resnlts  of  examinations  for  local  attraction,  the  lines 
A  and  B  radiate  from  the  magnetic  post  and  include  an  angle  of  aboat  90^ ;  they  are 
from  300  to  600  feet  in  length. 

The  declination  by  magnet  is  the  mean  of  the  resnlts  at  the  elongations  for  one  day, 
and,  except  the  resnlts  in  Lieutenant  Bailey's  work,  with  the  small  correction  for  hourly 
change  applied  according  to  the  table  of  factors  given  in  Lee's  Tables  and  Formnle. 
The  daily  values  for  horizontal  intensities,  except  at  Mount  Forest,  are  independent- 
deflections  having  been  immediately  preceded,  followed,  or  both  preceded  and  followed, 
by  oscillations. 

At  Mount  Forest  the  mean  of  resnlts  from  oscillations  on  two  preceding  days  was 
combined  with  the  angle  given  by  each  set  of  deflections. 
Very  respectfully,  your  obedient  seryaut, 

Charles  F.  Powell, 

First  Lieutenant  of  Engineen, 
M^jor  C.  B.  CoMSTOCK, 

Corps  of  Mngineere. 


MAGNETIC  WORK,  1876. 

Table  1. — Localiom  ofetatione  and  atimuth  ohservationt. 


SUttons. 

Latitade. 

1 
LoDKttnde 

Aslmnth,  W.  of  S. 

;  ^  —  marlc. 

^  etn  III 
Greenwich 

V>V-VrUUlBfcO«  AfVIU^ 

Methods. 

Eesnlts. 

O          t 

o        / 

0      ' 

Detn>it,Mioh.... 

4S    S0.0 

83    03.1 

Lamp-post  at  southwest 
oornvrof  (Uifford  street 
and  West  Park  Place, 
south  130  06^.3  west; 

Northwest  corner  of  lake- 
snrvev  building,  south 
360  Ol'.O  west. 

Sun  at  noon 

Sun  at  noon 

13    O&S 
13   06.3 

Wabashs,Hinii.. 

44    18.0 

93    07.0 

Southwest  comer  of  Riv- 
erside House,  105  feet ; 

Northwest  corner  of  Elv* 
erside  House,  56  feet. 

Polaris 

1    08.1 

Polaris 

1    08.1 

La  Crosse,  Wis... 

43    4a  8 
43    8S.3 

91    15.1 
90    35.0 

Southeast    comer    Main 
Street  Park  fence,  nnrib 
430 06'.7  west;  97.6 feet 

United  States  lake-surrey 
astronomical  post,  1873, 
south    730  34'.8    east; 
59.8  feet. 

Equal  altitudes  of 

snn. 
Polatis 

75   35.7 
75   31.5 

Galena,  lU. 

Polaris,  e.  e 

Astronomical  post 

connection. 
Polaris,  e.e 

1    48.0 
1    42.0 

1    4LS 

Bookford^ni 

42    17.0 

89    06.6 

East  post  at  north  comer 
of    East    Park    fence, 
south    ISO  jM'.4    east; 
810.3  feet. 

Polaris,  e.  e 

Polsris,  e.  e 

Polaria,e.  e 

73    37.6 
79    SSlS 
78   37.7 

MarshaU.Mich.. 

43    16.4 

84    57.8 

United  States  lake-survey 
astronomical  post,  1675, 
soath  31«>i8'.4west;  95 
feet. 

Polaris,  e.e 

Polaris,  e.  e 

177    30.3 
177   99.6 

MouDt  Forest^  111. 

41    44.7 

67    5L9 

United  States  lake-survey 
astronomical  post.  1870, 
north;  300  feet. 

Polsris,  e.e 

PoUrls,  e.  e 

96    54.3 
96    S3  4 

Saginaw,  Mioh... 

43    35.1 

83    57.8 

United  States  lake-survey 
astronomical  post,  1876, 
northeast ;  100  feet 

Polaris 

1    13.3 

Polaris,  e.  e 

1     15. 

Saint  Loais,Mtoh. 

43    34.5 

84    36.8 

United  Stat^  lake-survey 
astronomical  post,  1876, 
southeast;  150  feet 

PdariB 

93    5a4 
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Tablb  2 :  Ohaervertf  inttntmeni't,  4'0, 


Statiooa. 

Observers. 

a 
6 

2 
IS 

Scale-readingB  at  ncag- 
netio  axes. 

Mametio  moment 

of  di-flector  at 

680F. 

Declination- 
magnet 

Snepended- 
magnet 

Detroit 

Lient  T.N.  Bailey 

Lieut  T.K.Bailey 

Lieat  C.  F.  Powell .... 

lient  C.  F.  Powell .... 
Lieat  C.F.Powell.... 

Lient  C.  F.  Powell ; 

Lient  D.  W.  Lock  wood. 

Lieut.  D.  W  Lockwood . 

1 

Lieut  D.  W.  Lockwood. 

1 
1 

1 
i 

1 

! 

1 

1 

1 

1 

f 

a 

1 

.as  H 

ni 

ill 
li-l 

^  B  ®  «e 

19.  S6 
12.50 
12.53 

15.48 
15.53 
15.41 

0.0998 
0.0995 
0.0998 

Ft. 
r  =  1. 40 

1.40 

12.53 

15.47 

1.40 

Wiibaaha 

12.52 
12.59 

15.  M) 
15.97 

0.1004 
0. 1003 
0.1000 
U.0909 

1.00 
1.3:1 
1.00 
1.33 

12.52 

1.'V.88 

LaCroaae 

12.20 
12.84 
13.19 

15.  H2 
15.76 
15.83 

0.1005 
0. 1004 

0.1008 
0.1003 

1.33 
1.00 

1.00 
1.33 

• 

13.81 

15.80 

Ovinia , 

13.34 
12.39 
12.39 
12.39 

15.iH> 
15.86 
15.83 

0.1003 
0.1003 

0.1004 
0.  ltU4 

1  00 

L33 

1.00 
1.33 

13.33 

15.83 

Bockford 

13.31 
12.44 
12.43 
12.38 
12.26 

15  99 
15.  76 
15.  70 
15:82 

0.1006 
0.1005 

0.1007 
0.1006 

l.CO 
1.33 

l.CO 
1.33 

13.36 

15.83 

• 

Marshall 

12.32 
13.28 

15.74 
15.80 

0.1008 
0.1007 

0.1008 
0. 1007 

1.00 
1.33 

l.QO 
1.33 

12.30 

15.77 

Mnant  Forest. . . . 

38.77 
38.65 
38  87 

3a  77 

0.8729 
0.2723 
0.2723 
0.3723 

1.33 
1   17 

1  3:1 

1.17 

38.76 

Saffinaw 

(38.76) 

0.2757 
0. 27.'S9 
0.2762 
0. 2760 

1.23 
1  33 

1  S3 

1  35 

Saint  Loaia,  Mich 

1 

(3&76) 

0.3769 
0.2767 
0.2775 
0.2775 

1  83 

1  35 

1  £1 

1  35 
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Tablr  3 :  Dates  of  principal  ohservatUme, 


Detroit. 


Wabaaha. 
LaCroaae 


Galena 


Koclcford 


ManhaU 


Stations. 


Monnt  Foreat  — 

Saginaw 

Saint  Lonis,  Mioh 


I. 

«  o 
'SX3 


J 


1876. 
May   18 


Ang.    5 
Sept  15 

Sept  S6 

Oct     7 

Oct    14 


Declination 
by  magnet 

Dip. 

1 

5 

1876. 
June    3 
6 

1876. 
May  94 
95 

1870. 
Jane    3 
5 
6 

Ang.    8 
9 

Ang.    7 
8 

Ang.  11 
12 

Sept  18 
90 

Sept  18 
19 
91 

Sept  81 
29 

Sept  99 
30 

Sept  98 
99 

Sept  98 
99 

Oct     5 
6 
9 

Oct     6 

9 

11 

Oct      7 
10 

Oct    IS 
16 
17 

Oct    16 
17 

Oct    17 
18 

Aug.  96 

98 

Ang.  99 

30 

Sept    1 

9 

Sept  90 
91 

Sept  91 
83 

Sept  16 
18 

Oct    19 
13 

Oct    14 
15 

Oct    14 

15 

a 

a 
*s 


18% 
May    31 

Jane    1 

A.*     7 

Sept 


Sept  99 

30 

Oct      1 


Oct 


7 

9 

10 


Oct     14 
17 

Aug.  a 
97 

Sept  S3 
94 

Oct     II 
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2.— REPORT  OF  LIRUTENANT  THOMAS  N.  BAILET,  CORPS  OF  ENGINEERS. 

Wabasha,  Minn.,  August  14, 1876. 

Major:  I  have  the  honor  to  submit  the  following  report  of  magnetic  observations, 
made  ander  yonr  direction  by  me  at  Detroit,  Mich.,  and'  Wabasha,  Minn. 

The  instruments  used  were  WUrdemann  theodolite-magnetometer  No.  3,  Barrow 
dip-circle  No.  26,  Gambey  sextant  No.  1,  and  Bond  mean  time  chronometer  No.  201. 

The  magnets  employed  were  new  ones,  sufficiently  light  to  admit  of  suspension,  with- 
out risk  of  breakage,  by  a  single  fiber  of  unspnn  silk. 

The  values  of  one  division  of  the  magnets  were  determined  by  observations  upon 
different  parte  of  the  scales.  No  irregularities  of  divisions  were  detected.  The  tem- 
perature co-efficient  of  the  long  magnet  was  deduced  from  deflections  at  about  32^  and 
100©  F. 

The  value  of  the  co-efficient  P  depending  upon  the  distribution  of  magnetism  was 
found  so  small  that  it  was  neglected. 

The  moment  of  inertia  of  the  long  magnet  and  stirrup  was  obtained  from  loaded  And 
unloaded  oscillations ;  the  load  being  a  brass  ring. 

The  instrumental  corrections  of  the  dip  circle  were  neglected  because  of  their  small 
value. 

Previous  to  selecting  a  station,  observations  were  made  to  detect  local  attraction, 
beArings  being  taken  with  the  magnetometer  from  the  ends  of  two  radii  at  right  angles 
u>  each  other  and  from  300  to  600  feet  long. 

At  each  station  two  results  for  azimuth  were  obtained,  and  two  results  for  declina- 
tion, each  of  the  latter  being  the  mean  of  the  morning  and  afternoon  elongations ;  tor- 
sion was  car«}fully  watched ;  in  each  case  the  torsion-bar  was  left  suspended  over- 
night before  observing.  As  a  check  upon  large  errors,  declination  was  also  observed 
with  a  compass-needle. 

At  least  two  independent  determinations  of  horizontal  force  were  made :  by  oscilla- 
tions and  right-angled  deflections  at  two  distances. 

^ip  was  observed  on  two  days.  Each  time  both  needles  were  used  with  their  poles 
direct  and  reverse ;  there  being  generally  160  readings  with  microscopes  for  each  day's 
determination. 

Care  was  taken  during  observations  to  remove  to  a  safe  distance  all  objects  which 
might  affect  the  magnets. 

The  approximate  Utitude  of  the  station  at  Wabasha,  by  circum-meridian  altitudes 
of  the  sun,  is  44^  18'. 

DescriptioQS  of  stations  and  other  details  will  be  found  in  my  office-report  and  note- 
books. 

It  was  intended  that  other  points  should  be  occupied  during  the  summer,  but  while 
at  Wabasha  I  received  orders  changing  my  station  to  West  Point,  N.  Y. 

Tables  of  results  are  appended. 


YalaM  of  one  divialoD  of  aoales. 


Long  magnet. 

Short  magnet. 

8.31 

8.T7 

.33 

.75 

.30 

.75 

.33 

.80 

.33 

.80 

.33 

.74 

.31 

.74 

IndlTidaal  reaalta  in  mlnntes  of  aro  .  ^ 

.39 

.75 
.75 

.33 

.74 

.33 

.74 

..14 

.75 

.33 

.75 

.33 

.75 

«  «  •  a 

.75 

■ 

■  •  •  • 

.75 

AdoDted  valne 

3.33 

8.75 
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Temperatare  co-efflcient  of  loDg 
maKoet. 


iDdiTidiud  raaalU .  < 

0. 00045 
0.00053 
0.0004d 
0.00040 
a  00044 
0.00033 

Adopted  Tftlae. . . 

0.00044 

Moment  of  inertia  of  lonir  magnet 
and  atirrop  at  temp.  »  969  F. 


IndiTidoal  reaolta .  < 

9.510 
.506 
.508 
.513 
..W7 
.514 
.500 
.599 
.533 
.517 

Adopted  mean . . . 

9.513 

l40g.K 

0.40014 

Bxaminationa  for  loeal  attraotlon. 


Differenoe  between  fore-alght  and  back-sight. 


Detroit,  May  18 

Detroit,  Hay  18  ..  . 
Wabasha,  August  5. 
Wabasha,  August  5. 


Line  A 

Line  B 

Line  A 

Line  B 


It 


00  09  00 

00  03  00 

00  09  59 

00  00  15 


Positions  of  seale-aeros. 


Dsle. 

Temperatare  F. 

Tx»Bg  magnet. 

Short  magnet. 

Detroit.  Jane  3 

o 

74 

86 

19.53 
19.58 

15u47 

Wabasha,  August  7 

• 

15.88 

Aaimuth. 

Determinations. 

Date. 

Method. 

Kesolts. 

Detroit,  May  31 

Detroit,  Jane  1 

By  sun  at  noon.. 
By  sun  at  noon . . 

o        /         tt 

13    06    10 
13    06    IS 

Adonted  results  . . . 

13    06    17 

Wabasha,  August  7 

Wabasha,  August  8 

By  Polaris 

By  Polaris 

01    08    05 
01    08    07 

Adonted  results  . . . 

01    08    06 
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Magnetic  elements. 


Date. 

Dip. 

DeoUnation. 

Horiaontal 
intenaity. 

Total 
intensity. 

• 

Mag.  moment  of 
loDK    mag.  at 
68°  F. 

Detroit.  Jane.  1876 

o      / 
73    30 

73  38 

74  90 
74    93 

0         1        II 

00    04    49  B. 

00    04    36  B. 
08    04    37  B. 
08    04    01  E. 

3.897 
3.899 
3.899 
3.741 
3.796 

• 

0.099 

0.100 

Detroit.  Jane.  1876 

13.781 

0.100 

V^abaaha,  Anxnit,  1876 

0.100 

13.814 

0.100 

Ranges  in  work. 


Ranges  permitted 
by  Inatmctions. 

Eztx'eme  ranges  obtained 

Detroit. 

Wabaalia. 

Local  attraction 

A  vimnth , . . .  r . .  - .  -  r 

oy 

09' 

10* 

10' 

0.095 

09'-00" 
0O'-04" 
O8'-00" 
00'- 13" 
0.009 

oa*    59" 
00'    09" 

Dtp 

03'    00" 

De<dination 

00'    36" 

Horlxontal  force 

0.005 

Very  respeotfally,  yonr  obedient  Beryant, 

Thomas  N.  Bailey, 
Second  Lieutenant  of  Engineers^  U,  S.  A. 
Major  C.  B.  Comstock, 

Corps  0/  Engineere^  U.  S,  A. 


Appendix  F. — Leveung  Operations, 
rrpoht  of  messrs.  l.  l.  wheeler  and  f.  w.  lehnartz,  assistant  engineers. 


Office  Unitkd  States  Lake  Survey^ 

March  31,  1677. 

General:  We  have  the  honor  to  submit  the  following  report  on  leveling  operations 
during  the  summer  of  1876  for  determining  the  elevation  of  tbe^great  lak«)S  above  the 
level  of  the  sea. 

The  plan  of  operations  for  determining  the  elevation  of  the  lakes  has  been  given  in 
oar  report  dated  February  10,  1876.  (See  Annual  Report  of  the  Chief  of  Engineers  for 
1«76,  page  70,  Part  III.) 

We  were  instructed  to  connect,  during  the  past  season,  the  bench-marks  at  Escanaba 
with  those  at  Marquette  by  duplicate  lines  of  levels,  and  for  this  purpose  two  parties 
were  detailed  and  placed  under  our  charge,  each  party  consisting  of  a  recorder  and 
two  men. 

Work  was  commenced  at  bench-mark  (1)  at  Escanaba  August  11,  and  the  bench- 
marks at  Marquette  weie  reached  October  28. 

The  two  parties  worked  together  during  the  season. 

The  length  of  line  leveled  is  104.7  kilometers,  (=  65  miles,)  and  the  mean  distance  lev- 
eled per  day  for  the  days  on  which  work  could  be  done  is  2.19  kilometers. 

The  parties  were  much  delayed  in  the  work  by  wind  and  unsteadiness  of  the  atmos- 
phere, and  it  was  very  seldom  that  work  could  be  continued  throughout  an  entire  day. 

The  route  followed  wan  along  the  Chicago  and  Northwestern  Railroad  from  Escanaba 
to  U.  S.  B.  M.  5,  and  along  wagon-roads  li'om  that  point  to  Marquette. 

Throughout  the  season  Mr.  £.  S.  Davis  acted  an  recorder  for  Assistant  Engineer 
Lehnartz,  and  Mr.  J.  B.  Johnson  acted  as  recorder  for  Assistant  Engineer  Wheeler,  and 
deserve  much  credit  for  the  interest  taken  in  the  progress  of  the  work. 

The  instruments  used  in  this  work  were  constructed  by  Kern,  of  Aaran,  Switzerland, 
abd  wereleveling-instruments  Kern  Nos.  1  and  2,  and  leveling-rods  Nos.  2  and  3. 
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The  leveliDg'iDstnimentB  are  alike  in  ooustruction,  and  the  same  desoription  applies 
to  both. 

The  instrnment  is  supported  on  the  tripod  by  three  foot-sorews,  and  is  fastened  to  it 
by  a  hook  passing  up  through  the  triangular  opening  in  the  head  of  the  tripod. 

This  hook  is  drawn  downward  by  a  coiled  spring,  which  maintains  a  constant  pres- 
sure on  the  leveling-screws. 

.  One  of  the  leveliug-screws  terminates  in  a  sphere,  which  is  firmly  united  to  the  frame 
of  the  tripod  as  a  guard  against  accidents. 

The  instrument  revolves  about  a  vertical  axis  in  the  usual  manner,  and  is  provided 
with  clamp  and  tangent-screw. 

To  the  upper  end  of  the  vertical  axis  a  horizontal  bar  is  attached,  ilbove  this  bar 
another  bar  is  attached  in  such  a  manner  that  one  end  may  be  moved  in  a  vertical  di- 
rection by  means  of  a  slow-motion  screw,  or  held  immovable  by  a  clamp-screw. 

The  other  ends  of  the  bars  are  Joined  in  such  a  manner  tliat  two  opposing  screws  act 
as  pivots  about  which  the  vertical  motion  of  the  upper  bar  takes  place. 

These  screws  also  permit  a  small  lateral  motion  of  that  end  of  the  upper  bar. 

The  telescope  is  supported  in  wyes  attached  to  the  upper  bar,  which  are  closed  by 
means  of  spring  catcnes. 

The  diameter  of  the  object-glass  is  Ij^  inches,  the  focal  length  14^  inches,  and  mag- 
nifying power  of  the  telescope  is  50  diameters. 

The  reticule  is  provided  with  one  vertical  and  three  horizontal  wires. 

The  angular  distance  of  the  extreme  wiren  from  the  middle  ^ire  was  determined  by 
readings  taken  on  the  rod  at  distances  varying  from  10"*  to  100  metres. 

The  angular  distance  of  the  upper  wire  from  the  middle  is,  for  No.  1, 17'  33'';  and 
for  No.  2,  17'  31".  And  of  the  lower  wir«  from  the  middle  wire  is,  for  No.  1,  17'  4^'; 
and  for  No.  2,  17'  43".  And  the  distance  between  the  extreme  wires  is,  for  No.  1,  35' 
15" ;  and  for  No.  2,  35'  14". 

By  means  of  these  observations,  tables  were  formed  showing  the  distance  of  the  rod 
from  the  instrument  for  any  observed  difference  of  the  readings  of  the  extreme  wires 
on  the  rod. 

The  level  is  inclosed  in  a  wooden  case  supported  at  the  ends  on  wyes  which  rest  on 
the  pivots  (rings)  of  the  telescope,  after  the  manner  of  the  striding-level  of  an  astro- 
nomical transit. 

One  of  the  wyes  may  be  adjusted  in  a  horizontal,  and  the  other  in  a  vertical  dlrec- 
tion,  and  from  each  project  small  steel  pins  which  pass  under  the  spring-catcheefssten- 
ing  the  telescope  in  the  wyes.  By  raising  the  spring  catches  the  level  may  be  reversed 
on  the  telescope,  thus  determining  the  error  of  adjustment  o^the  level,  and  the  tele- 
scope reversea  in  its  wyes,  and  by  a  combination  of  these  two  operations  the  inequality 
of  the  pivots  may  be  determined. 

ABsistant-Engineer  Lehnartz  determined  the  inequality  of  the  pivots  by  a  series  of 
observations,  made  in  the  Lake  Survey  Obs<.'rvatory,  and  found  the  pivot  at  eye-eod 
of  No.  1  to  be  0".  234  ±  0".  046  larger,  and  of  No.  2  to  be  0".  553  ±  0.  041  smaller  than 
pivot  at  object-end  of  telescope.  (Office  report  668.) 

The  di  visions  of  the  level  are  etched  on  the  glass  tube,  and  the  value  of  the  divisions 
was  determined  by  Lieut.  T.  N.  Bailey,  by  means  of  a  Uvel-trier. 

One  division  of  No.  1  was  found  to  have  the  value  4".87,  and  of  No.  2,  2".15.  (Office 
report  659. )  • 

The  upper  portion  of  the  level-case  is  of  plate-glass,  above  which  is  a  mirror  moving 
on  a  hinge  in  such  a  manner  that  the  observer  may  note  the  position  of  the  level,  his 
eye  being  near  the  eye-piece  of  the  telescope. 

The  rods  are  constructed  of  well-seasoned  fir-wood,  and  hftve  a  breadth  of  8^".,  and 
thickness  of  2.^°'5. 

They  are  strengthened  by  a  strip  of  wood  extending  the  length  of  the  rods,  having  a 
breadth  of  5'"".,  and  thickness  of  2.^™5,  attached  to  the  rod  in  such  a  manner  that  a 
cross-section  would  be  T-shaped. 

The  rods  are  divided  into  centimeters,  the  graduation  extending  three  meters. 

The  value  of  the  divisions  of  the  rods  was  determined  by  Assistant-Engineer  Wheeler 
by  comparisons  with  the  standard  brass  meter  scale. 

The  mean  length  of  a  meter  was  found  for  rod  No.  2  to  be  999.'°™B40,  and  for  No.  3 
to  be  999.""903.    (See  office  report  No.  662.) 

The  rods  have  handles  attached  at  1  meter  above  the  foot  to  aid  in  holding  the  rod, 
and  a  watch-level  attached  at  1.3  meters  above  the  foot,  for  keeping  the  rod  io  a  ver- 
tical position. 

A  plumb-line  can  also  be  attached  for  adjusting  the  watch-level. 

The  rod  is  supported  on  a  cast-iron  foot-pUte  while  working,  and  is  acoompaoied  by 
a  tripod,  by  means  of  which  it  can  be  held  in  a  vertical  position. 
•    Before  commencing  work  at  any  time  a  number  of  observations  were  made  for  de- 
termining the  error  of  adjusted  of  the  instrument. 

For  this  purpose  the  rod  is  supported  in  its  tripod  in  a  vertical  position,  determioed 
by  the  plumb-line  and  its  level  adjusted. 
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The  collimatioD  was  then  determined  by  noting  the  position  of  the  three  horizontal 
wires  on  the  rod  when  the  telescope  was  in  its  normal  position,  and  when  it  was  ro- 
tated 180^  about  its  axis. 

The  collimation  of  the  mean  of  the  wires  was  thus  determined,  and  was  never  allowed 
to  exceed  2."^b>5  for  a  distance  of  100  meters. 

The  determination  of  the  level-error  (inclination)  was  made  by  reversing  the  level 
several  times  on  .the  telescope,  and  was  never  allowed  to  exceed  2  divisions  of  the 
level. 

The  oVservations  for  collimation  and  inclination  were  nsnally  repeated  at  the  close 
of  a  day's  work. 

When  working,  the  instrument  was  set  up  in  such  a  position  that  the  back-sight  and 
fore-eight  should  be  nearly  equal,  the  difference  in  length  of  sights  being  limited  to 
lU  meters. 

The  length  of  sight  was  not  to  exceed  100  meters.  After  having  properly  leveled 
the  instrument,  the  observations  were  made  in  the  following  order :  First  the  level  was 
read,  the  tenths  of  the  division  being  estimated  ;  then  the  position  of  the  three  wires 
on  the  rod  was  noted,  the  millimeters  being  estimated ;  and,  finally,  the  level  was  again 
read. 

The  4[ecorder  then  took  the  difference  between  the  readings  of  the  middle ^d  ex- 
treme wltes  to  guard  against  errors,  and  if  these  differences  denoted  any  erroiftbe  ob- 
servations were  repeated. 

Both  parties  connected  with  the  same  bench-marks  when  work  was  stopped  for  any 
cause,  the  bench-marks  being  usually  spikes  driven  into  the  roots  of  stumps. 

Two  bench-marks  were  usually  established  and  the  elevation  of  each  determined. 

Whenever  it  was  possible  permanent  bench-maiks  were  established. 

These  bench-marks  consist  of  a  copper  bolt  3  inches  long  and  three-eighths  inch 
diameter  leaded  into  solid  masonry  or  natural  rock  in  a  horizontal  position.  A  small 
hole  one- thirty -second  in.  diameter,  drilled  in  the  end  of  the  bo]t,.is  the  point  of 
reference. 

A  reduction  of  the  observations  was  made  at  the  end  of  each  day's  work,  and  a  com- 
parison of  the  two  lines  of  levels  made. 

The  original  instruction**  were  that  when  the  discrepancy  between  the  two  lines  of 

levels  exceeded  5™™  t/dist.  in  kilometers,  the  line  should  be  releveled. 

This  limit  was  subsequently  extended  to  10<°>'"  '/dist.  in  kilometers  on  account  of 
difficulties  met  with  in  the  work. 

Id  reducing  the  observations,  the  mean  of  the  readings  of  the  three  wires,  the  differ- 
ence of  the  readings  of  the  extreme  wires  and  the  difiSrence  of  the  sums  of 'tbe  two 
level  readings  were  taken. 

In  a  table  constructed  for  the  purpose  and  with  the  difference  of  the  readings  of  the 
extreme  threads  as  argument,  the  distance  of  th*«  rod  from  the  instrument  was  found. 

In  another  table,  with  this  distance  and  the  difference  of  the  sums  of  the  level-read- 
ings as  arguments,  the  correction  for  the  inclination  of  the  line  of  sight  was  found  and 
applied  to  the  mean  of  the  readings  pf  the  three  wires. 

Tt^  suras  of  these  corrected  means  for  the  backsights  and  fore-sights  were  then 
found  and  their  difference  gave  the  difference  of  level  between  the  bench-marks,  subject 
to  four  corrections. 

These  corrections  are  for  collimation,  inclination,  inequality  of  pivots,  and  absolute 
leneth  of  rod. 

The  collimation  and  inclination  are  assumed  to  be  constant  between  two  bench- 
marks, and  the  corrections  to  be  applied  to  the  difference  of  level  due  to  these  quanti- 
ties, and  to  inequality  of  pivots,  are  found  by  means  of  the  difference  of  the  sums  of 
the  differences  bntween  readings  of  extreme  wires. 

Tbe  result  was  then  corrected  for  absolute  length  of  rod. 

A  reduction  of  tbe  notes  has  been  made  in  the  ofiSce  and  compared  with  the  field  re- 
duction, and  the  two  rednctions  made  to  agree  within  O.*""**}, 

The*  accompanying  table  contains  the  results  of  levelings  between  Escanaba  and 
Marquette. 

Tbe  first  column  contains  a  list  of  bench-marks.  Where  two  bench-marks  were  es- 
tablished the  mean  of  the  two  elevations  is  given  ;  tbe  second  column  the  distance  of 
each  bench-mark  from  tbe  preceding  one  ;  the  third  column  the  date  of  establishing 
the  bench-marks ;  the  fourth  column  the  elevation  as  determined  by  Assistant-Engi- 
neer Lehnartz. 

The  fifth  column  shows  the  discrepancy  between  the  two  determinations  of  difference 
of  elevation  of  consecutive  bench-marks. 

^  Tbe  sixth  column  contains  the  sum  of  these  discrepancies,  and  tbe  last  column  con- 
tains the  adopted  elevations,  all  determinations  having  equal  weight. 

Whenever  a  star  appears  in  the  fourth  column  three  determinations  of  difference  of 
elevatiqu  have  been  made  and  the  mean  applied  to  the  elevation  of  tbe  preceding 
bench-mark. 

The  elevations  are  given  with  reference  to  a  plane  10.n>000  below  B.  M.  (1)  at  Esca- 
naba. 
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The  follow] nfT  permanent  bench-marks  were  establiBhed : 

U,  8.  B,  if.  (3) — Copper  bolt  leaded  into  masonry  foandation  of  Escaaaba  light- 
hoane,  west  side  of  light-honsei  near  northwest  corner.  It  is  1.9791  meters  below  B. 
M,  (I.) 

U.  a.  B.  M.  (4) — Copper  bolt  leaded  into  natural  rock  on  east  side  of  Chicago  and 
Northwentoru  Railroad,  about  36  meters  north  of  switch  of  siding  leading  to  charcoal 
kilns  at  Mnpl^  Ridge,  38.9  kilometers  from  Escanaba.  It  is  111.44^.  meters  above  B. 
M.  (I)  at  Escanaba. 

U.jS,  B.  M.  (5) — Copper  bolt  leaded  into  natural  rock  about  74  meters  east  and  63 
meters  south  of  switch  at  north  end  of  siding  at  "Sands/'  80.4  kilometers  from  Esca- 
naba.   It  is  185.6593  meters  above  B.  M.  (1)  at  Escanaba. 

U.  8,  B.  M,  (6) — Copper  bolt  leaded  into  third  conrse  of  stones  above  water-table  on 
north  side  of  the  Marquette,  Houghton  and  Ontonagon  Railroad  general  fr«»ight  and 
ticket  office  at  Marquette,  about  one  foot  from  nortneast  corner.  It  is  5.46:i5  meters 
above  B.  M.  (1  at  Marquette. 

B,  if.  (l)-^At  Escanaba  is  the  top  of  the  water-table  of  the  large  brick  building  of 
S.  Adli-r,  on  the  northwest  corner  of  Ladingt3n  street  and  Donseman  avenue,  on  the 
Si)Uthea8t  corner  of  the  biTllding.  * 

B.  if.  (I ) — At  Marquette  is  the  southeast  corner  of  the  top  of  the  foundatioi^-stoDe 
of  Gmee  Furnace*.    It  is  5.1566  meters  (=  16.918  feet)  above  B.  M.  (1)  at  Escanaba. 

B.  M.  (*2) — At  Marquette  is  a  cross  on  the  wiudow-nill  of  the  Marqoette  city  water- 
workn.  It  is  on  the  cent«^r  window,  west  side  of  building,  and  north  side  of  window. 
It  is  0  1550  meter  below  B.  M.  (1)  at  Marquette. 

B  M.  (3)— At  Marquette  is  a  cross  on  the  window-sill  of  the  Marquette  city  water- 
works. It  is  on  the  north  window,  east  side  of  building,  and  6  inches  from  the  north 
end  of  sill.    It  is  0.1716  meter  below  B.  M.  (1)  at  Marquette. 


Beuob-markB. 


Bench-mark  (1),  (Escanaba) 

Keferenoft  Pt.,  (1) 

Reference  Pt..  (2) 

Reforeuce  Pt . ,  (•*) 

Reference  Pt.,  (4  aod  Aa) 

Keference  Pt.,  (5) 
Reference  Pt. 
Reference  Pt 
Reference  Pt 
Reference  Pt. 
Reference  Pt 
Reffreuc«  Pt. 
Refenmce  Pt. 
Reference  Pt. 
Reference  Pt. 


(6  and  6a) . . 

C) 

(&> 

(9) 

(10) 

(11  and  11a) 
(12  and  13a) 

(13) 

(14  and  14a) 


Reference  Pt.,  (15  and  15a) 
Reference  Pr.,  (16  and  16a).... 
Reference  Pt.,  {\1  and  17a).... 
Reference  Pt.,  (18  and  18a).... 
Reference  Pt.,  (19  and  Ifki).... 
Reference  Pt. .  C20  and  SOa) . . . . 
Reference  Pt..  (iit  and  21a) . . . . 

Reference  Pt.,  (3ii  and  8*2a) 

Reference  Pt ,  (>23  and  33a) 

Reference  Pt..  (24  and  24a).. .. 
Reference  Pt ,  (-i5  and  O.'ki) . . . ; 


Reference  Pt., 
Reference  Pt , 
Reference  Pt, 
Reference  Pt., 
Reference  Pt., 
Reference  Pt.. 


(26  and  26a) . 
(27  and  27a) 
(28and3da). 
(29  and  29a) 
(30  and  30a) 
(31  and  31a) 


Reference  Pt.,  (32  and  32a) 


United  States  beucb-mark  (4). 


Reference  Pt..  (33  and  33a) 
Reference  I't..  (34  and  34a) 
Reference  Pt.,  (35  and  3Sa) 


Reference  Pt 
RefereuoB  Pt , 
Reference  Pt., 
Rcf**rence  Pt.. 
Reference  Pt., 
Reference  Pc,  (41  and  41a) 
Reference  Pt.,  (42  and  42a) 
Reference  Pt.,  (43  and  43a) 


(3<)  and  36a) 
(37  and  37a) 
m  and  3da) 

{35»;  

(40  and  40a) 


Distance. 


m. 


1,321 

1,366 

880 

1,257 

1,134 

1,840 

890 

471 

366 

1.912 

1,059 

2,498 

792 

1,832 

896 

1,10^ 

1,356 

1,231 

i,802 

663 

1, 842 

2,081 

816 

6:)9 

664 

3.134 

967 

1,395 

696 

636 

509 

1,042 


532 
3,000 
1,822 
1,304 
1.623 
2,185 
1,449 
1.583 
1,703 
1,822 
1,837 


Date. 


Ang.  11 
Aug.  13 
Aug.  15 
Auff.  15 
Ai/g.  16 
An;;.  16 
Aug.  17 
Aug.  19 
Ang.  32 
Aug.  23 
Aug.  23 
Aug.  28 
Aug.  30 
Sept. 
Sept. 
Sept. 
Sept. 
Sept. 
Sept. 
Sept. 
Sept. 
Sept 
Sept  11 
Sept  12 
Sept  13 
Sept  13 
Sept.  14 
Sept  15 
Sept.  15 
Sept  16 
Sept  18 
Sept  19 

Sept  19 

Sept  19 
Sept  20 
Sept  21 
Sept.  21 
Sept  22 
Sept.  23 
Sept.  83 
Sept  37 
Sept  27 
Sept  39 
Oct      1 


Elevation. 
(F.  W.  L.) 


fii. 

laoooo 

10. 0048 

ia0441 

13.8168 

11. 0744 

13.6711 

33.0147 

41.9162 

43.6810 

43. 5151 

45.9938 

47.8331 

50.9387 

53.5588 

53.464» 

5S.34l»8 

55.6049 

56. 4753* 

55.7640 

63.5001 

65.7896 

70.7336 

78.8054 

61.8301 

88.4483 

87.  .5773 

w4.  ..oDo 

93.8875 
105. 7050 
1U5.4848 
110.8863 
116.3443 
138.5007 


119. 5730 
136.  7475 
138.6519 
133.3445 
137. 4919 
147.0789 
152.0032 
158.1328 
163. 3134 
16^3666 
171. 4988 


Partial 
ekoeas. 


Total 
ezce«8. 


mm. 


+ 


-  2.5 

+  0.3 
4-0.6 
+  4.1 
-8.3 
1.6 
1.6 
1.7 
0.2 
7.8 
1.1 
1.6 
8.0 
7.1 
0.5 
0.3 
0.0 
8.6 
9.4 
3.9 
3.7 
1.1 
3.8 
0.1 
+  1.5 
7 
7 
+  6.9 
1.3 
0.5 

-  3.9 
+  3.3 


VMt, 


+ 
+ 


+ 
-I- 

4- 


3.5 
8.3 
1.7 
2.4 
1 
7 
3 
6 
4 
4 
5 
9 


+ 


-I 

+ 

X 


0. 

1. 

3. 
1. 
1. 

-  6L 

-  7. 

-  5. 

-  3.9 
+  3.« 
--  8.7 
--  8.8 

--  8.e 

--5.4 

--I4.8 

--la? 

--22.4 
--21. 3 
--17. 5 
--I7.4 

--ia9 

--10. 8 

--  as 

--15.  4 
--16.  7 
4-17.3 
--13.  3 
--16. 6 


-0.6 
+  1.3 
-0.1 
-5.6 
-0.9 
+11.6 
-5.8 
+  8  7 
--  1.8 
--  8.3 
--  4.6 


--16.0 
-17.3 
--17. 8 
--11.6 
--10. 7 
--28.3 
--I6.5 
--2.1.  3 
--27.0 
--29.2 
--33.8 


ifaan  ele- 
TaUoB. 


10k  MOO 
10.  (NW 
1&(M30 

lasido 

11.0196 

13.6711 

33.0155 

41. 9178 

43.6816 

43.5156 

4Sl»06 

47.8S85 

5a  9998 

53.5570 

5914065 

55.3511 

556063 

56.4T06 

55.7067 

63.5075 

65.7!ira 

70.744tJ 

7a  8160 

81.8988 

88.4510 

87.5667 

94.5919 

93.8017 

105l7197 

105.4995 

lia8»49 

lia3300 

122.5090 


181.4487 


119.5810 

126.7561 

18a  6005 

138.350S 

137. 49?IU 

147.0000" 

l.'ra.OlH 

15a  1351 

163.8959 

lAa38i9 

I7L5151 
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Beoch-mark«. 


Beference  Pt,  <44  and  44c) 

Baferenoe  Pt.,  (45  and  45a) 

Beference  Pt.,  (46  and  46a) 

Beference  Pt.,  (47  and  47a) 

Beferepce  Pt.,  (48  and  Ada) 

BefereDce  Pt,  (49  and  49a) 

Beference  Pt.,  (50  and  50a) 

Beference  Pt.,  (51  and  51o) 

Beference  Pt.,  (53  and  52a) 

Beference  Pt.,  (."^3) 

Beference  Pt.,  (54  and  54a) 

United  States  bench-mark  (5) . . . 

Beference  Pt.,  (56  and  S6a) 

Beference  Pt.,  (57  and  57a) 

Beference  Pt.,  (58  and  58a) 

Beference  Pt ,  (59  and  HOa) 

Beference  Pt.,  (60  and  60a) 

Beference  Pt.,  (61  and  61a) 

Befereiice  Pt.,  (62  and  6Sa) 

Beference  Pt.,  (63  and  63a) 

Beference  Pt.,  (64) t 

Beference  Pt.,  (65  and  65a) 

BiAflh-niark  (1),  Marqaette 


Distance. 

f». 

1.937 

3.405 

1,730 

547 

3,267 

636 

,1.084 

1,576 

3.497 

3,432 

A  280 

943 

8.045 

2,706 

292 

8,662 

2,437 

2,432 

1.024 

1,027 

1,977 

4.500 

3.081 

Date. 


Oct. 
Oct. 
Oct. 
Oct. 
Oct 

Oct  11 

Oct  11 

Oct  12 

Oct  12 

Oct  13 

Oct  13 

Oct  17 

Oct  18 

Oct  19 

Oct  90 

Oct  21 

Oct  92 

Oct  93 

Oct  84 

Oct  95 

Oct  86 

Oct  27 

Oct  88 


Blevation. 
(P.  W.  L.) 


m. 
171.8808 
167.6531 
170.9992 
171.6595 
178.3327 
173.9393 
175. 2747 
177.8297 
182. 6717 
189.  7079* 
191.  6421* 
195. 6399 
203.4268 
IPO.  6291 

isn.mm 

165.  B070 
77.1230 
48.2671 
36.  8882 
89.  498:) 
19.9638 
19.1082 
15.1409* 


Partial 
excess. 


1.7 
2.8 
0.4 
1.5 
1.0 

-  3.4 
-3.3 

4-  r..6 

+  2.9 
0.0 

ao 

-  3.0 

-  5.3 
-3.5 

-  0.6 

-  0.1 

-  2.3 
-1.7 

1.1 
0.2 
3.1 
0.0 


I 


ToUl 
excess. 


Mean  ele- 
vation. 


mm. 
--35.5 
-  .lAl 
--3&5 
--40.0 
--39.0 
--35.6 
--32.3 
--38.9 
--41.  8 
--41. 8 
--41.8 
--3a  8 
--33.5 
--30.0 
--29.4 
--29.3 
--31. 0 

--2a  7 

--27.0 

---.iai 
--2a  3 

--31. 4 
--31.  4 


m. 

171. 8985 

167. 6721 

171.0184 

171. 6795 

172. 3522 

173.  9571 

175.2908 

177.  8491 

182.6096 

189.7988 

191.6630 

195.6593 

903.4435 

19|l6441 

187.8044 

165. 8316 

77. 1375 

4a  9815 

36.  '.1017 

99.5123 

19.9779 

19.1839 

15. 1566 


Bencb-mark  (1)  at  Marqaette,  is  5.1566  meters  (=  16.918  feet)  above  bench-mark  (1)  at  Escanaba,  and 

is  1Q4.7  kilometers  (=  65  miles)  distant  from  it. 
In  toTtaiag  the  mean  elevations  all  determinations  are  ^ven  eqoal  weight.  ^ 

*  Wherever,  a  star  appears  in  the  fourth  column,  three  determinations  of  difference  of  elevation  have 

been  made,  and  the  mean  applied  \o  the  elevation  of  the  preceding  bench-mark. 

MBAN  SURFACB  OF  LAKE  SUPERIOR  ABOVE  MEAN  SURFACE  OF  LAKE  MICHIGAN. 

Feet 
Mean  sorface  of  Lake  Michigan  from  January  1, 1860,  to  December  31,  1875, 

inclusive,  below  bench-mark  (1)  at  Escanaba.  (office  291) 11.73 

Bench-mark  (I)  at  Marquette  above  bencb-mark  (1)  at  Escanaba,  (see  table,) 

5.1566  meters 16.92 

Mean  surface  of  Lake  Michigan,  as  above,  below  bench-mark  (1)  at  Marqaette.      28. 65 
Beuch-mark  (1)  at  Marqaette  above  mean  surface  of  Lake  Saperior  from  Jan- 
nary  1, 1871,  to  December  31, 1875,  inclusive,  (office  291) 8. 15 

» 

Mean  surface  of  Lake  S'iperior  from  January  1,  1871,  to  December  31, 1875,  in- 
clusive, above  mean  surface  of  Lake  Michigan  from  January  1,  H<)0,  to 
December  31, 1875,  inclusive 20.  50 

L.  L.  Whrkler, 
F.  W.  Lehnartz, 
AssUtant  Engineers. 
General  C.  B.  Comstock, 

Superintendent  United  States  Lake  Survey, 


Appendix  G. — Reduction  of  Water-Lbvel  Observations. 


report  of  mr.  o.  b.  wheeler,  assistant  emgineer. 

Office  United  States  Lake  Survey, 

Detroit,  Mich,,  May  17,  1877. 

General  :  I  have  the  honor  to  submit  the  following  report  on  the  reduction  of  water- 
level  observations  made  since  Juue  1,  1876,  in  continuation  of  Appendix  H  of  the  last 
annnal  report. 

The  water-level  observations  have  been  continued  at  the  following  ten  stations,  viz, 
Charlotte  and  Sacket's  Harbor,  on  Lake  Ontario ;  Cleveland  and  Erie,  on  Lake  Erie ; 
Detroit,  on  Detroit  River;  Milwaukee,  Port  Austin,  atid  Escanaba,  on  Lakes  Michigan 
and  Huron ;  and  Sault  Ste.  Marie  and  Marqnotte,  on  Lake  Superior. 

For  the  method  of  observation  and  rednction,  for  description  of  bench-marks,  refer- 
ence-planes, and  zeros  of  gauges,  and  for  tables  from  which  the  curves  herewith  given, 
np  to  June,  1876,  are  plotted,  see  Appendix  H  of  last  annual  report. 

The  following  new  bench-marks  and  zeros  of  gauges  have  been  established  within 
the  year:  • 
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Bench-mark  (5)  at  Milwaukee. — Across  (X)  on  tbe  m&soDry  of  tbe  Kilboam  grist-mill 
at  foot  of  Poplar  street.    It  is  cat  in  the  stone  10^  inches  from  the  soatheast  comer  on 
tbe  east  wall,  and  abont  3  feet  above  tbe  sarface  of  the  ground.     It  is  2.54  feet  below 
bench-mark  (1),  and  5.69  feet  above  the  plane  of  reference  for  Lake  Michigan. 

Bench-mark  (3)  at  Escanaba, — ^Tbe  small  bole  in  the  center  of  a  copper  bolt  leaded  into 
masonry  foundation  of  Esoanaba  light-house,  west  side  of  light-bouse,  near  northwest 
coi;ner.  It  is  6.49  feet  below  bench-mar^  (1),  and  2.15  feet  aiK)ve  plane  of  reference  for 
Lake  Michigan. 

Bench-mark  (4)  at  Marquette, — ^The  small  hole  in  the  center  of  a  copper  bolt  leaded  iato 
third  course  of  stones  above  water-table  on  nonb  side  of  the  Marquette,  Houghtoii, 
and  Ontonagon  Railroad  general  freight  end  ticket  office,  about  one  foot  from  north- 
east corner.  It  is  17.93  feet  above  bench-mark  (1),  and  23.10  feet  above  the  plane  of 
reference  for  Lake  Supeiior. 

Zero  of  gauge  at  Cleveland, — ^The  new  zero  of  gauge  used  since  September  1,  1876, 
is  the  upper  surface  of  a  five-inch  spike  driven  into  the  side,  near  the  end,  of  a  croaa- 
timb^  of  the  dock  at  the  f(X>t  of  Superior  street.  It  is  1.39  feet  below  the  old  zero, 
and  1.55  feet  above  the  plAe  of  reference  for  Lake  Erie. 

The  relative  elevations  at  each  station  of  the  zero  of  gauge,  check-point,  and  bench- 
marks have  been  redetermined  within  the  ypar,  and  the  foUowiog  changes  found  nec- 
essary for  the  referring  of  zeros  of  gauges  to  reference-planes :  • 

Zero  of  gauge  at  SaaceVa  Harbor, — It  is  now  2.75  feet  below  bench-mark  (1),  or  0.23 
foot  instead  of  0.28  footj  as  reported  last  year,  above  the  plane  of  reference  for  L^ke 
Ontario. 

Zero  of  gauge  at  Escanaba, — It  is  now  7.88  feet  below  bench-mark  (1),  or  0.76  foot,  in- 
stead of  0.78  foot,  as  reported  last  year,  above  the  plane  of  reference  for  Lake  Michigan . 

Mean  monthly  wa^-levelsfor  the  several  statione  infect  and  decmaU  below  planes  of  nferemoe, 

(Continaation  of  tables  in  Appendix  H,  Report  for  1876.) 


1876. 

January. 

ign. 

• 

i 

• 

9.46 

9.50 

2.33 

3.34* 

2.36 

2L0i 

9.18 

9.48 

3.14 

3.91 

Stations. 

s 

0 

i 

1 

a 
< 

i 

B 

1 

1 

• 

1 

a 

i 

a 

1 

• 

1 

Charlotte 

0.56 
0.59 
0.59 
0.51 
0.79 
1.54 
1.53 
1.59 
3.01 
1.89 

0  54 
0.50 
0.70 
0.54 
0.57 
1.90 
1.90 
1.17 
1.61 
1.50 

ao6 

0.95 
1.00 
0.90 
0.74 
1.27 
1  90 
1.90 
1.57 
1.39 

1.63 
1.54 
1.17 
1.19 
0.95 
1.3-2 
1.  45 
1.46 
1.53 
1.50 

1.96 
1.87 
1.70 
1.40 
1.45 
1.90 
1.90 
1.93 
1.87 
1.83 

3.30 
3.39 
1.63 
1.48 
1.48 
1.80 
1.90 
2.03 
2.15 
1.99 

2.56 
2.47 
1.96 
1.69 
*1.78 
3.27 
2.  S3 
3.16 
3.63 
2.27 

3.96 
2.91 

2.36 

*1.0l 

9.41 

3.19 
3.16 
3.53 
2.53 

*2.38 
3.40 

3.07 
3  10 
9.75 
2.55 
3.85 
2.40 

Sacket'a  Harbor 

Cleveland 

Erie 

Detroit 

Milwaakee 

£eoanaba 

Port  An  a  tin 

3.43 
8.93 
9.63 

3.49 
2.90 
2.87 

2.51 
a  01 
3.13 

Saalt  Ste.  Marie 

Marqnette 

*  River  dammed  np  by  ice,  anchored  on  the  bottom,  below  tbe  city. 


ESCANABA. 

Mean  monthly  water-level  in  feet  and  decimals  below  plane  of  rrferenoe  for  Lake  Michigan, 


Tear. 

0 

1 

February. 

• 

■ 

< 

• 

1 

a 
a 

4 

^ 

B. 

D 
< 

a 
s 

1 

1 
1 

3.04 

1 

a 

3.97 

1 

1874 

1 

9.78 

9.56 

9.51 

9.53 

2.79 

1873 

1 

3.04 

2.83 

2.78 

2.72 

2.80 

2.93 

ao6 

...••• 

1876 

i 

2.05 

1.53 

1.90 

1.20 

1.45 

1.90 

1.90 

its 

1877 

1 

2.18 

1 

Office  reports  Nos.  291,  466,  642,  and  762  have  been  nsed  in  obtaining  data  for  this 
report. 

Very  respectfully,  your  obedient  servant, 

O.  B.  Whkelkr, 
Resistant  Engineet* 
General  C.  B.  Comstock, 

Superintendent  United  States  Lake  Survey, 
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Appendix  H.— Charts. 
1.  u8t  ok  pubu8urd  lake-survey  charts,  june  1,  1877. 


a 


1 

2 
3 
4 
5 

6 
7 

8 

9 

10* 
11 

13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 

34 

25 

26 
27 
2i* 
29 
30 
31 
32 

:» 

34 
3S 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
4P 
SO 
51 
53 
53 
54 
55 


Name  of  chart. 


Lake  Erie 

Went  End  Lake  Brie 

Kelley's  and  Bans  Islaoda,  Lake  Brie 

Straitft  of  Mackloao 

BastXeebish  Bapids,  Saint  Mary's  River 

Sai^inaw  River 

Saint  Clair  Flats 

Baffalo  Harbor 

Tawas  Harbor,  Lake  Hnron 

Boaver  Island  GroamLake  Michigan 

Ea^le  Harbor,  Lake  Superior 

Afcate  Harbor,  Lake  Sup^ior 

River  Sain  fc  Mary,  No.  1 - 

River  Saint  Mary,  Na  3 

Manmre  Bay.  Lake  Erie 

Baffle  River.  Lake  Superior 

Ontonaf^on  Harbor,  Lake  Saperior 

Safdnaw  Bay,  Lake  Hnron ■. 

Thnnder  Bay,  Lake  Huron 

Marquette  Harbor,  Lake  Superior 

Presque  Isle  and  Middle  Island,  Lake  Hnron 

Lake  Huron 

South  End  Lake  Huron 

Grand  Island,  Lake  Superior 

W(  St  End  Lake  Superior  

Grand  and  Little  Traverae  Bays,  Lake  Michigan 

North  End  Green  Bay 

Copper  Harbor,  Lake  Superior 

L'  Anse^and  Keweenaw  Bay,  Lake  Superior A 

Portage  Lake  and  River 

Lake  Superior,  Na  I 

Lake  Snp«>rior,  No.  8    

North  End  of  Lake  Michigan 

Huron  Islands '. 

South  End  of  Green  Bay ,..., 

Lake  Superior,  No.  3 * 

Saint  Clair  River 

Isle  Rovale,  Lake  Superior 

Month  of  Detroit  River 

City  of  Chicago 

Laice  Saint  C&ir 

Sain t  Lawrence  River,  Na  1 

Sandusky  Bay 

Saint  Lawrence  River,  Na  8 

Saint  Lawrence  River,No.3. 

Saint  Lawrence  River,  No.  4 

Sand  Bench  Harbor  of  Refuge,  Lake  Huron 

Niamra  Falls 

Saint  Lawrence  River,  NaS 

South  Edd  Lake  Michigan 

C^iast-chartNo.  5,  Lake  Michigan .' 

Coast-chart  No.  3,  Lake  Michigan 

Saint  Lawrence  River,Na6  

Coast-chart  Na  8,  Lake  Michigan 

Coast-chart  Na  1,  Lake  Michigan 


Scale. 


1-^0,000 
1-130. 000 
1->'M),000 
1-120. 000 
1-15.000 
1-10, 000 
1-32,000 
1>30,000 
1-16. 000 

i-iseo,  000 

1-5.00(1 

1-10, 000 

1-40.000 

1-40,000 

1-30.000 

1-10.  000 

1-16.000 

1-120. 000 

1-40.000 

1-50.000 

1-40,000 

1-400,000 

1-120.  000 

1-25,000 

1-32.000 

1-120. 000 

1-130,  000 

1-10.  000 

1-.'10,  000 

1-30,000 

1-400, 000 

1-400. 000 

1-400.000 

1-30,  000 

1-130, 000 

1-400. 000 

1-40,000 

1-30,000 

1-30.000 

1-30,000 

1-50.000 

1-30,000 

1-30.000 

1-30,000 

1-30. 000 

1-30.000 

1-8,000 

1-10,000 

1-30.  000 

1-400,000 

1-80,000 

l-M.OOO 

1-30.000 

1-80,000 

1-80,000 


.a 


1853 
1HS3 
1853 
1856 
1854 
1896 
1857 
1857 
la-i? 
1855 
1858 
1858 
1858 
1858 
1858 
1859 
1650 
1860 
1860 
1860 
1860 
1860 
1861 
1863 
1863 
1863 
1864 

lOCID 

1866 
1805 
1878 
1870 
1^7 

loDV 
1864 
1873 
1878 
1873 
1874 
1874 
1P74 
1874 
1874 
1875 
1875 
1876 
1876 
1876 
1876 
1876 
1876 
1876 
1876 
1877 
1877 


2.  TABLE  SHOWING    THE  ANNUAL  ISSUE    OF   CHARTS  OF  THE  NORTHERN  AND  NORTH- 
WESTERN LAKES. 

Prior  to  October  1, 1857 2,500 

October  1, 1857,  to  October  1,1858 1,675 

October  1,  185H,  to  October  1, 1859 2,600 

October  1,  1859,  to  October  1,1860 4,890 

October  1,  1860,  to  October  1, 1861 3,254 

October  1,  1861,  to  October  1, 1862 5,245 

October  1.  1862,  to  October  1, 1863 4,084 

October  1,  1863,  to  October  1, 1864 3,283 

October  1,  1864,  to  October  1, 1865 2,589 

October  1,  1865,  to  July  1,  1866 2,082 

July  1,  1868,  to  July  1,  1867 5,464 

July  1, 1867,  to  Jaly  1, 1868 6.354 
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July  1,  1868,  to  July  1,1869 5,634 

July  1, 1889,  to  July  1, 1870 4,597 

July  1,  1K70,  to  July  1,  1871 5,328 

July  1,  1871,  to  July  1,  1872 3,649 

July  1,  1872,  to  July  1,  1H73 5,546 

July  1,  1873,  to  July  1,  1874 7.701 

July  1,1874,  to  July  1,1875 5,039 

July  1,  1875,  to  July  I,  1876 .'. 4,101 

July  1, 1876,  to  July  1,1877 2,736 

3.  LIST  OF  TRACINGS  FURNISHED  TO  PARTIR8  FROM  JULY  1,  1876,  TO  JUNK  1,  1877. 


Name. 


W.8.Smith,C.E 

William  Brownlee&Co 

Jdaj.  H.  M.  Rf  kbert,  Corps  of  Enf(ineert. . 

Mf^. W.  McFarUod,  Corps  of  EDgineers 

Mi|J.  G.  Weitsel,  Corps  of  Engineers 


Date. 


Jaly  39. 1876 
Sept  18, 1876 
Got    18.1if76 

Not.  10, 1876 

Apr.  87, 1877 


Locality. 


CroeS'Sectlon  of  Detroit  Birer  at  Detroit,  JCioh. 
Vicinity  of  Adams  Point,  Lake  Hnron. 
Vicinity  of  Bayfield,  Lake  Superior;  TicinUytif 

Ashland,  Lake  Saperlor. 
Vicinity  of  Sacket's  Harbor,  Lake  Ontario,  psrt 

of  Cheanmont  Bay,  Lake  Gutario. 
East  end  of  Manitoo  Island,  Lake  Saperlor. 


Apprndix  L— Field  and  Office  Work. 


1.  REPORT  OF  LIEUTENANT  D.  W.  LOCKWOOD,  CORPS  OF  BNOINEBRS. 

SURVEY  OF  THE  MISSISSIPPI  RIVER. 

Detroit,  Mich.,  May  9,  1677. 

Sir  :  I  have  tbe  honor  to  make  the  following  report  of  work  done  on  the  aarvey  of 
the  MissisBippi  River  dnring  the  past  winter.  On  October  26  I  received  orders  to  pro- 
ceed to  Saint  Loqib,  Mo.,  and  having  received  from  Colonel  Simpson,  Corps  of  £ogi« 
neers,  the  United  States  qaarter-boat  Arkansas,  to  take  her  to  Cairo,  111.,  and  asanme 
command  of  tbe  parties  tbern,  quartering  them  on  the  boat. 

Work  was  comuienoed  on  November  9.    Lieutenant  Price  reported  for  dnty  to  read 
angles.    Assistant  Engineer  Towar  had  charge  of  building  stations,  topography,  sod 
••hydrography.    Assistant  Engineer  JTeeple  had  charge  of  the  leveling  party. 

Tbe  topographical  parties  were  in  charge  of  Recorders  Rnssel  and  Hostetter. 

During  the  season  which  closed  February  6,  1877,  15  miles  of  river  were  surveyed, 
the  work  beginning  at  a  point  about  two  miles  north  of  Cairo  and  extending  south. 

A  base-line  was  measured  with  the  secondary  base  apparatus  on  the  Illinois  Central 
Railroad  to  the  north  of  the  city,  5,400  feet  long,  (approximately,)  and  from  it  thetri- 
angulation  was  carried  south  about  7  miles  and  stations  built  for  contiuu-ug  it  totbo 
lower  limit  of  the  work.  Fourteen  stations  were  occupied  in  all,  10  by  LtenfeeDsat 
Pric<>,  2  by  Assistant  Engineer  Towar,  and  2  by  myself. 

The  leveling  party  ran  a  duplicate  line  of  levels  along  the  bank  on  the  Missonri  baok, 
connecting  with  tbe  bench-marks  of  the  levels  of  precieion,  and  determined  the  heigbts 
of  triaugulatiou-points  and  the  permanent  reference-marks.  These  referenoe-narkt 
are  located  in  straight  lines  extending  acn»8S  the  river,  except  at  the  upper  limit  of  tbe 
work,  where  the  line  is  broken  at  A  north  base,  one  part  extending  across  the  Misstt- 
sippi  and  the  other  across  tbe  Ohio  River.  The  line  crossing  the  Ohio  includes  tJie 
center-8t.one  of  ^  Ohi<>.  The  first  stones  on  these  lines  in  Missouri  and  Kentucky  sn 
set  one-half  mile  and  the  second  1^  miles  from  the  banks. 

The  second  line  is  about  6  miles  south  of  the  first  line,  and  runs  nearly  due  east  and 
west ;  it  consists  of  four  stones,  two  on  either  side  of  river.  Those  on  the  Missouri  are 
respectively  one-half  and  1^  miles  back  from  the  bank.  On.  the  Kentucky  aide  the 
blufis  were  reached  at  one-half  mile,  and  the  first  stone  is  on  the  first  blnff,  the  second 
stone  is  three-iburths  of  a  mile  farther  baok.  The  third  line  is  5  miles  further  down, 
and  established  in  like  manner  as  the  second. 

Topography  was  carried  back  to  a  distance  of  one  mile  from  shore.  Soandlngs  were 
takeu  tliroughont  the  length  of  river  surveyed. 

character  of  banks. 

Commencing  at  tbe  upper  limit  of  the  work  the  Illinois  bank  of  the  Mississippi 
is  blnff,  and  composed  of  fine  silt.  This  bank  is  washing  rapidly  away.  By  compariag 
map9  of  previous  surveys  with  that  of  the  present  one,  the  following  resnlts  are  loand: 

According  to  the  survey  made  by  Mr.  Hely,  of  Cairo,  (formerly  county  surveyor,)  in 
1874,  the  wash  since  then  has  been  55d  feet. 
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From  a  snrvey  made  in  1865,  by  the  same  fi^entleman,  the  wash  since  then  has  been 
656  feet.  The  ohl  Goveromont  sarvey  of  IHO^'IO  locates  this  bank  2,500  feet  to  the 
west  of  where  it  is  now.  The  maps  examined  agree  with  each  other,  and  that  of  the 
survey  made  last  winter  very  closely,  so  far  as  the  shore-line  of  the  eastern  side  of  the 
peninsula  is  concerned.  The  wash  mentioned  above  {gradually  diminishes  in  amount 
to  where  the  Government  dikes  are  located. 

The  Missouri  bank  above  station  Missouri,  and  to  near  the  station,  is  washiufir  away 
from  6  to  10  fent  a  year  ordinarily ;  it  is  composed  of  silt  and  fine  sand,  and  this  forma- 
tion extends  to  a  short  distance  below  station  Greenfield ;  in  front  of  this  station  a 
bar  is  rapidly  forming. 

No  wash  between  Greenfield  and  station  Missouri.    Bpecimens  of  sand  from  this  bar 
and  others  forroins  near  the  shore,  at  different  points,  were  examined  with  a  micro- 
scope, with  the  following  results :  * 
*  10  per  cent,  less  than  0.01  inch  diameter. 

50  per  cent,  less  than  0.02  greater  than  0.01. 

40  per  cent,  less  than  0.04  greiliter  than  0.02. 

The  bar  sand  of  the  big  bar  in  the  Mississippi  was  about  the  same.  The  fine  sand 
found  in  the  silt,  and  along  the  Kentucky  bans  of  the  Ohio,  was  also  examined  with 
a  microscope  and  found  to  be  very  uniform  in  size,  and  about  0.006  inch  in  diameter. 

The  bank  fl'oni  a  short  distance  below  station  Greenfield  to  station  Bird's  Point  is 
composed  of  silt,  with  seams  of  fine  sand.    At  Bird's  Point,  the  wash  is  from  50  to  75 
feet  per  year.    At  station  Bird*s  Ferry,  not  so  great ;  about  here  the  bank  is  being  pro- 
tected by  the  Illinois  Midland  Railroad  Company,  which  has  a  **  transfer"  a  short  dis* 
tanoe  below  the  station. 

On  the  Kentucky  side  of  the  Ohio  the  bank  is  gently  sloping,  composed  of  silt  and 
fine  sand,  with  no  washing  going  on.  This  general  chanicter  extends  to  a  short  dis- 
tance above  station  Filmore,  where  the  bank  becomes  steep  and  its  composition  changes 
to  yellow  clay,  with  very  little  sand.  From  here  to  about  midway  between  station 
Willow  Creek,  station  Island  No.  1,  the  wash  is  about  10  feet  per  year;  the  formation 
of  the  bank  remaining  about  the  same. 

There  is  no  wash  of  the  banks  on  the  eastern  side  below  station  Island  No.  1,  or  be- 
low Bird's  Point  on  the  western  side,  to  the  lower  side  of  the  river  surveyed. 

The  material  of  the  banks  is  silt,  with  occasional  seams  of  fine  sand. 

CHARACTER  OF  BOTTOM. 

From  the  northern  end  of  the  work  in  the  Mississippi  to  the  GoTernroent  dike,  a 
distance  of  two  miles,  the  bottom  is  sand  and  gravel,  the  gravel  varying  from  the  size 
of  a  poa  to  an  inch  in  diameter.  The  bars  in  this  section  are  composed  of  sand  and 
silt — 90  per  cent,  being  sand.  From  the  improvement  to  the  month  of  the  Ohio  the 
bottom  is  still  sand  and  gravel,  as  before  mentioned,  for  the  upper  section,  except  at 
a  iK>int  I|  miles  below  the  improvement,  where  one  specimen  of  blue  clay  was  found 
in  mid-cbannel. 

In  the  Ohio,  from  the  head  of  the  work  to  the  mouth  of  the  river,  the  bottom  in  the 
channf*!  is  gravel,  varying  in  size  from  that  of  a  pea  to  1|  inches. 

Near  the  month  of  the  river  a  conglomerate  of  cemented  gravel  is  found,  covering  a 
small  space  near  the  Kentucky  shore. 

From  the  Junction  of  the  rivers  to  the  lower  limit  of  the  work  the  bottom  is  sand, 
except  near  the  head  of  Island  No.  1,  where  the  channel  shows  gravel  with  the  sand. 
This  continues  to  the  end  of  the  work. 

Wherever  the  channel  has  been  contracted  by  the  falling  of  the  river  the  bottom 
left  bare  was  found  to  be  of  sand. 

With  this  are  submitted  a  map  giving  shore-line  of  the  Cairo  peninsula,  from  surveys 
made  frtmi  1609-'10  to  the  present  day,  and  notes  on  boring,  with  section  by  Assistant 
Engineer  Teeple. 

For  the  proper  equipment  of  a  quarter-boat,  I  would  suggest  that  each  boat  be  pro- 
vided with  two  skiilb  (two  pair  oars)  and  one  six-oared  boat  for  sounding.    The  latter 
to  be  like  those  used  on  the  river  steamers.    They  differ  from  the  L.  S.  cuttere  in  being 
lighter  and  draw  less  water. 
Very  respectfully,    • 

D.  W.  LocKWdOD, 
JPint  Lieutenant,  Corps  of  Engin€0r9, 

Mbjot  C.  B.  Comstock, 

Corps  of  Engineers f  U,  8,  A, 


borings  at  CAIRO,  ILL. 

The  point  chosen  for  boring  was  under  the  old  pile-work  of  the  Cairo  and  Saint  Louis 
Railroad  Company.  It  was  thought  this  point  was  over  the  old  bed  of  the  Mississippi 
River  and  the  frame-work  would  aid  materially  in  the  work. 
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Boring  was  begun  on  February  6,  and  progremed  very  well  through  9  feet  of  silt,  21 
feet  of  blue  clay,  and  4  feet  of  qnickHand,  when  a  mixture  of  sand  and  gravel  was  met. 
It  was  found  that  the  pnmp  would  not  wash  out  sand-grains  more  than  three  miUi- 
meters  in  diameter,  so  that  it  was  necessary  to  remove  the  coarser  gravel  by  some 
other  means.  A  sheathed  anger  was  tried,  but  without  success,  owing  to  .the  wasbiog 
of  the  water  in  the  pipe.  A  cartridge-anger  was  also  tried  and  gravel  of  a  centimeter 
in  diameter  was  brought  up,  but  it  soon  became  evident  that  stones  of  larger  size  were 
in  the  pipe. 

It  was  decide<l  to  drive  the  pipe  to  a  depth  of  43  feat  below  the  platform,  and  by 
ramming  plug  it  with  the  gravel  iuside.  This  was  done,  and  then  the  pipe  was  drawn 
out,  when  it  was  fonnd  that  with  the  exception  of  1  foot  at  the  bottom,  which  wia 
clear,  the  pipe  contained  the  gravel  of  the  stratum  p>issed.  The  maximum  aiae  of  tbe 
coarse  gravel  was  of  three  centimeters  diamelbr,  and  an  ounce  in  we  ght. 

Tbe  steel  plug  was  now  put  in  and  the  pipe  driven  a  few  inches  below  tbe  point  be- 
fore reached,  when  tbe  plug  being  withdrawn  it  was  followed  12  feet  up  the  pipe  by 
fine  quicksand,  Hbowing  that  ihe  gravel  stratum  had  been  passed. 

Tbe  driving  and  washing  now  progressed  well  until  a  cotton wooil  log  was  met,  at  a 
depth  of  57  R*et  below  the  platform  and  33  feet  below  the  zero  of  the  engineer's  gaajre 
at  Cairo.  Pieces  of  this  log  were  cut  out  by  the  pip«  and  washed  to  the  surface.  The 
pipe  passed  through  one  side  of  the  log,  which  was  judged  to  be  about  6  inohes  thick. 

From  the  gravel  stratum  mentioned  above  to  a  depth  of  84  feet,  that  is,  throagh  a 
stratum  of  42  feet,  proved  to  be  sand  of  very  uniform  fineness,  the  maximum  size  of 
grain  being  one  millimeter  in  diameter.  At  this  point  gravel  was  again  met.  but  before 
trying  to  fasten  any  of  it  in  tbe  pipe,  the  pipe  was  drawn  out,  the  steel  plug  placed  in 
)>osition,  and  the  pipe  redriven.  After  the  pipe  had  been  driven  to  S7  feet  bulow  tbe 
platform,  the  plug  was  withdrawn,  but  it  was  found  that  the  end  of  the  pipe  was  still 
in  coarse  grav»  1,  and  an  all  %ffv>rta  to  replace  the  steel  plug  were  futile  it  was  decided 
to  try  the  plugging  of  the  pipe  with  gravel  again.  The  pipe  was  therefore  driven  to 
a  depth  of  102  feet,  at  each  3  feet  an  examination  being  made  to  see  if  the  pipe  wai 
filling  beluw  as  fast  as  driven.  These  examinations  showed  14  feet  of  filling  in  tbe 
pipe  during  the  15  feet  driven. 

An  attempt  was  now  made  to  draw  the  pipe,  but  it  broke  18  feet  below  the  platform. 
A  shaft  was  immediately  beg^un  to  dig  for  a  new  fastening,  but  it  being  necessary  to 
crib  the  shaft,  atid  the  flow  of  water  bei^  considerable,  the  work  progressed  slowly. 
The  pine  was  reached  and  rejoined,  but  again  parted  at  the  same  joinr. 

The  lifting-clamp  was  then  fixed  on  the  section  in  the  ground,  and  a  chain  made  of 
^inch  iron  attached  After  drawing  a  few  inches  the  chain  broke.  It  was  again 
fastened,  and  again  broke  without  lifting  the  pipe.  On  removing  the  clamp  it  «ras 
found  that  the  strain  of  the  chain  having  been  a  little  one  side  of  the  pipe,  it  luul  bent 
it  when  clamped  about  its  diameter,  (2  inches.)  It  being  impracticable  to  draw  tbe 
pipe,  it  was  abandoned. 

It  was  evident  that  the  gravel  met  at  the  depth  of  84  feet  below  tbe  platform, or  60 
feet  below  the  z«'ro  of  the  Cairo  gauge^  was  quite  coarse,  as  what  entered  tbe  pipe  was 
BO  large  as  to  wedge  the*  small  wash-pipe  tightly.  It  was  estimated  that  gravel  with 
a  maximum  diameter  of  four  centimeters  entered  the  pipe  at  a  depth  of  87  feet 

It  is  thought  that  the  lowest  section  of  the  pipe  turned  from  the  right  direction,  and 
thus  clinched  and  prevented  the  pipe  from  being  withdrawn. 

DRFECT8  IN  APPARATUS  USED. 

The  apparatus  used  is  well  designed,  and  for  borings  where  no  gravel  would  be  met 
would  be  in  every  way  good  for  a  depbh  of  about  70  feet. 

The  defects  in  using  at  this  point  were  as  follows : 

1st.  Too  short  a  fall  tor  the  nam  mors  when  new  sections  are  first  attached.  The 
hammer-guides  should  be  lengthened  fully  4  feet.  After  reaching  a  depth  of  70  feet  it 
frequently  took  one  hundred  strokes  of  tbe  hammer  to  drive  the  pipe  I  inch. 

2d.  The  pump  lacks  strength  and  force,  bursting  at  the  junction  of  the  brass  cylin- 
der and  the  casting  above,  aud  lacking  force  to  wash  out  the  coarse  sand. 

3d.  The  jack-screws  proved  too  light,  and  twisted  so  as  to  be  useless  on  drawing  the 
pipe  the  second  time.  i 

4th.  The  steel  plug  cannot  be  inserted  again  after  being  withdrawn  if  the  end  of  (be 
pipe  is  in  sand  or  gravel. 

There  should  be  added  to  the  outfit  a  set  of  taps  and  dies  for  outting  threads  on  the 
pipes  aud  in  the  collars. 

2.  report  of  libutenakt  philip  m.  price,  corps  of  engineers. 

Office  United  States  Lake  Survey, 

Detroit,  Mich,,  Mag  5, 1877. 

Sir  :  I  have  the  honor  to  subtnit  the  following  report  for  the  past  year : 

In  Jnne,  1876, 1  was  placed  in  charge  of  the  steamer  Ada,  with  orden  to  continae  tbe 
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off-ftbore  byilrography  of  Lake  Erie  from  the  point  where  it  terminated  the  previoas 
season,  and  to  supply  and  move  the  shore  parties  of  Messrs.  Mayer,  Lamson,  and  Towar. 

I  left  Detroit  with*  the  Ada  on  Jane  10,  1676,  having  on  board  the  al>ove  shore-parties 
and  their  provisions,  and  proceeded  to  Erie,  Pa.,  where  the  camp-equipage  belonging 
to  the  shore-parties  was  stored.  The  steamer  arrived  at  Erie  on  the  llth,  and  the  work 
of  snpplying  the  parties  and  distributing  them  from  Conneaat  westward  was  immedi- 
ately commenced,  and  was  finished  on  the  evening  of  the  12th. 

Seven  lines  of  scmndings  were  ran  to  fill  a  gap  left  in  the  olf-shore  hydrography  of 
the  season  of  1875,  between  Conneaat  and  Erie,  and  the  soandings  were  then  carried 
from  Conneaat  westward  nearly  to  Ashtabala  Harbor,  where,  on  June  23, 1  received 
orders  from  you  to  move  the  shore-parties  and  all  Lake  Survey  property  at  Erie  to  De- 
troit in  time  to  store  the  property  and  lay  up  the  steamer  by  the  night  of  June  29. 
This  was  done,  and  field  operations  were  not  resumed  until  August  4,  1876,  on  which 
date  the  steamer  ag»in  left  Detroit  with  the  parties  of  Messrs.  Lamson  and  Towar  on 
board.  These  were  landed  on  the  south  shore  of  Lake  Erie,  and  the  steamer  immedi- 
ately returned  to  Detroit  for  Mr.  Terry's  party,  which  was  landed  on  the  norih  shore  of 
Long  Point  on  August  H. 

Twelve  lines  of  soundings  were  run  on  the  north  and  south  sides  of  Long  Point  for 
the  purpose  of  extending  to  the  eastward  the  work  of  the  previous  year. 

Six  lines  of  soundings,  extending  across  the  lake,  were  made,  the  first  being  opposit*^ 
Dunkirk  and  the  last  about  5  miles  east  of  Ashtabula  Harbor.  Thesn  lines  were  about 
15  miles  apart,  and  their  general  direction  was  perpendicular  to  the  axis  of  the  lake. 

On  August  19  the  off-shore  work  on  the  south  side  of  the  lake  was  resumed,  and  was 
carried  as  far  westward  as  Vermillion,  Ohio,  by  the  dose  of  the  seasoi^ 

The  shore-parties  were  supplied  with  provisions  and  moved  from  camp  to  camp  nntil 
the  shore-line  work  was  completed  up  to  Vermillion  on  the  21st  of  October.  On  this 
date  I  commenced  moving  the  parties  and  property  to  Detroit,  and  on  the  27th  the 
work  of  laying  up  the  steamer  for  tbe  winter  was  begun. 

On  the  Ulst  of  October  I  was  ordered  to  proceed  to  Cairo,  111.,  and  report  to  Lieut.  D. 
W.  Lockwood  for  duty  connected  with  the  survey  of  the  Mississippi  River.  I  was  em- 
ployed on  this  duty  until  February  15, 1877,  when  I  retarned  to  Detroit.  While  on  the 
Mississippi  River  I  was  mainly  engaged  in  reading  the  angles  of  the  secondary  trianga- 
lation,  an  account  of  which  will  be  found  in  Lieutenant  Lockwood's  report.  T^  in- 
strument employed  was  the  repeating  10-inch  theodolite  Gambey  No.  1.  ^ 

I  have  reduced  the  field-notes  and  tabulated  the  results  in  the  office-record. 

During  tbe  summer  season,  on  tbe  steamer  Ada,  R.  R.  Bourland,  A.  O.  Powell,  and  B. 
H.  Colby  were  with  me  as  recorders.  On  the  Mississippi  River  work  chainman  George 
Beebe  acted  as  my  recorder. 

Very  respectfnlly,  yoar  obedient  servant, 

Philip  M.  Price, 
First  Lieutenant  of  Engineers, . 

Mig.  C.  B.  COM8TOCK, 

Carps  of  Engineers,  U,  S,  A,  • 


3.  rsport  of  mr.  f.  h.  towar,  assistant  engineer. 

Office  United  States  Lake  Survey, 

Detroit,  April  30,  1877. 

Major  :  1  have  to  submit  the  following  report  of  work  done  by  the  party  under  my 
charge  since  taking  tbe  field  on  June  10,  lb76: 

1  left  Detroit  on  June  10,  1876,  on  board  the  United  States  steamer  Ada,  with  assist- 
ant engineers  J.  A.  Ockerson,  Walter  Russel,  and  18  men.  We  were  placed  in  camp 
on  the  shore  of  Lake  Erie,  at  a  point  midway  between  Conneant  and  Ashtabula,  Ohio, 
on  tbe  evening  of  June  11. 

The  work  of  surveying  the  adjacent  shore-line,  topography  and  hyOTography,  was 
at  once  commenced. 

On  June  24  I  re  tared  to  Detroit,  discharged  the  party,  and  on  June  30  I  was  mvself 
discharged  from  further  duty  until  such  time  as  an  appropriation  should  be  available 
for  the  further  continuation  of  the  survey.  I  was  again  employed  on  August  1, 1876, 
and  after  recruiting  aparty  of  21  men,  with  Recorders  Lightnerand  Hostetler  as.assist- 
ants,  the  party  was  placed  in  camp  on  Angast  5,  at  Madison,  Obio,  and  was  suoceS" 
si vely  transferred  to  Willonghby,  East  Rockport,  Avon  Point,  and  Vermiliion,Obio, 
on  the  following  dates :  to  WiTlou|$hby,  August  27 ;  East  Rockport,  September  14 ;  Avon 
Point,  October  4 ;  and  to  Vermillion,  on  October  12. 

On  October  21  the  work  was  completed  as  far  as  the  village  of  Vermiliion,  Ohio. 
The  party  was  then  moved  by  the  steamer  Ada  to  Detroit  and  discharged. 

On  September  1  Assistant  Engineer  A.  T.  Morrow  Joined  tlyd  party  at  Willonghby, 
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was  relieved  on  October  2,aDd*ag^ain  joined  the  party  on  October  10,  remaining  antil 
the  close  of  the  8ea.son.  On  October  23  I  was  ordered  to  tnm  over  my  notes,  field- 
sketches,  &c.,  to  Aiisistant  Engineer  Morrow,  and  report  to  Lient.  D.  W.  Lockwood, 
Corps  of  Engineers,  for  dnty  on  a  survey  of  tbe  Mississippi  River. 

I  was  relieved  from  tbe  above  dnty  on  February  10,  1877,  and  resumed  charge  of  my 
Lake  Erie  work.  Tbe  computation  of  this  work  had  been  nearly  completed.  I  fin- 
ished the  computations  and  commenced  platting  and  mapping  the  work.  Stuce  Fei>- 
rnary  10  I  have  been  assisted  during  the  entire  time  by  Mr.  Morrow  and  during  part 
of  the- time  by  Messrs.  Pratt  and  Lehnartz.  The  work  has  all  been  platted  ou  eight 
antiqna'ian  sheets. 

I  am  iodebt-ed  to  all  the  above-named  gentlemen  for  valuable  assistance. 

The  following  table  gives,  in  detail,  the  amount  of  work  accomplished : 

Miles  of  shore-line  on  lake 56^ 

Miles  of  shore-line  on  rivers 14 

Square  miles  of  topography 38| 

Square  miles  of  hydrography 50 

Miles  of  chaining 97.5 

Theodolite  poiutiugs i2,fi6:i 

Theodolite  readings - 30,959 

Elevations  determined 5,837 

Lines  of  sounding 45f4 

Casts  of  lead 14,374 

Sounding-stations  built 3JJ 

Triaugulation^tations  built 2)0 

Buoys  located 94 

Base-lines  chained 11 

Triangles  coiaputed 73 

Magnetic  readings M 

Azimuths  determined t 18 

Very  n^spectf nlly,  your  obedient  servant, 

F.  M.  TowAR, 
§  Aseiatant  EngiMtr* 

M»J.  C.  B.  COMSTOCK, 

Corps  of  EngineerSf  U.  S.  A. 


4.  report  of  mr.  a.  c.  lamson,  assistant  bnoinkbr. 

Unitbd  States  Lake  Survey  Office, 

Detridt,  jtficfc.,  Mag  1, 1877. 

Major  :  I  have  the  ftnor  to  submit  the  following  report  in  regard  to  the  work  done 
by  the  party  under  my  direction  during  the  season  enaing  May  1,  1877: 

In  accordance  with  your  instructions,  I  left  Detroit  on  June  10,  on  board  United 
States  Lake  Survey  steamer  Ada,  for  Ashtabula  Harbor,  Ohio,  at  which  place  I  went 
into  camp  on  June  Vi  with  a  uarty  consistinfj^  of  Assistant  Engineer  Terry,  Recorder 
Morrison,  and  18  laborers,  and  after  completing  the  work  assigned  to  me  there  I  it- 
turned  on  June  ^  to  D  ^troit,  at  which  place  officers  and  men  were  discharged. 

My  party  was  re-organized  on  Augast  4,  and  consisted  of  Assistant  Engineer  J.  A., 
Ockersoo  and  Recorders  Morrison  and  Paige  and  21  laborers.    I  left  Detroit  on  Aaga»t 

4,  on  board  steamer  Ada,  for  Red  Creek,  Ohio,  at  which  place  I  went  iatocamp  August 

5,  and  after  completing  tbe  survey  of  the  part  of  shore  assigned  to  me  there  my  camp 
was  moved,  on  Angust  23,  by  steamer  Ada  to  Fairport,  Ohio,  and  ou  September  17  to 
Cleveland,  Ohio,  where  I  remained  nntil  October  2-4,  the  close  of  the  season. 

I  reported  to  you  on  October  29,  at  Detroit,  when  my  men  were  paid  and  discbarsed. 

I  am  indebted  to  Assistant  Engineers  Terry,  Ockerson,  and  Teeple  and  Beooroen 
Morrison  and  Paige  for  valuable  assistance  in  the  field,  and  to  Assistant  J.  A.  Ockeraon 
for  faithful  and  careful  work  done  in  the  office. 
The  following  table  shows  the  amount  of  field-work  accomplished : 

Azimuth-stations  built « ^^l 

Sounding-stations  built 229 

Observations  for  astmnth ^ 

Pointings  of  theodolite 14,796 

Readlnifs  of  theodolite 23,416 

Magnetic  readings 76 

Sextant  angles  measured % 1^ 

Bnoys  located....* • ^ 

Casts  of  the  lead ^ S.353 
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Miles  chained 119 

Square  miles  of  topography 32 

Sqaare  miles  of  hydrography -^ 28 

Shore-line,  (miles) ^ 31 

fiiver-shore  line 28 

During  the  winter  season  I  made  the  compatations  of  the  co-ordinates  of  the  azimuth 
stations  and  stakes.    . 
The  shore-line  topography  and  hydrography  were  platted  on  five  antiquarian  sheets. 
Very  respectfully,  your  obedient  servant, 

A.  C.  Lamson, 
AanUtant  Engineer, 

Maj.   C.   6.  COMSTOCK, 

Corps  of  Engineers f  U.  S,  A, 


5.  report  of  mr.  frederick  terry,  assistant  engineer. 

Office  United  States  Lake  Survey, 

Detroit,  May  1,  1877. 

Major  :  I  have  the  honor  to  submit  the  following  report  of  work  done  under  my 
charge  during  the  year  ending  May  1,  1877  : 

I  left  Detroit,  August  7,  on  board  the  United  States  steamer  Ada,  an  d  was  landed  at 
Long  Point,  Ontario,  on  August  8.  I  remained  at  the  point  until  August  28,  when, 
having  completed  all  the  shore-line  work  it  was  proposed  to  have  done  there,  I  was 
moved  by  the  United  States  steamer  Ada  to  Glenville,  Ohio,  at  which  place  I  remained 
nntil  October  3,  making  a  survey  of  the  shore  from  the  city  limits  of  Cleveland  connect- 
ing with  the  work  of  Assistant  Engineer  Lamson  to  lU  miles  to  the  east,  where  con- 
nection was  made  with  the  work  of  Assistant-Engineer  Towar. 

October  3  I  was  moved  to  Black  River,  Ohio,  where  a  survey  of  11  miles  of  the  shore 
was  made,  connecting  on  both  the  east  and  west  with  work  of  AjBsistant  Engineer  Towar. 

On  October  23.  the  season's  work  having  been  completed,  my  party  was  conveyed  by 
the  United  States  steamer  Ada  to  Detroit,  where  the  men  were  discharged.  I  have  re- 
duced my  work  during  the  winter  and  it  has  been  platted  on  seven  sheets  of  antiqua- 
rian paper. 

I  was  assisted  in  the  field  by  Assistant  Engineer  Teeple  from  August  7  to  September 
28,  and  during  the  whole  season  by  Recorders  Darrow  and  Spitler.  In  platting  my 
work  I  was  assisted  from  March  7  to  April  12  by  Assistant  Engineer  Pratt.  To  all  these 
gentlemen  I  am  indebted  for  valuable  aid. 

In  the  following  table  I  give  the  amount  of  work  done,  in  detail : 

Theodolite  pointings 11,529 

Theodolite  readings 1(5,105 

Casts  of  the  lead „ 17,817 

Triangulation- stations  built r, 52 

Sounding-stakes  built 225 

Buoys  placed 94 

Square  miles  hydrography 33 

Square  miles  topography 24 

Shore-line,  (miles) 33 

Observations  for  azimuth 9 

Magnetic  observations 74 

Very  respectfully,  your  obedient  servant, 

Frederick  Terry, 

Assistant  Engineer. 
Maj.  C.  B.  CoMSTOCK, 

Corps  of  Engineers  J  U.  S.  A. 


6.  report  of  mk.  g.  y.  wi8xer,  assistant  engineer. 

Office  Uxitkd  States  Lake  Survey, 

May  1,  1877. 

General:  I  have  the  honor  to  submit  the  following  report  of  field  and  office  work 
accomplished  by  the  triaugalation-party  under  my  direction  since  last  annual  report: 

In  accordance  with  your  instructions,  the  party  was  organized  May  16,  1876,  with  J. 
C.  Eaton  as  recorder  and  T.  Hockridge  as  observer's  attendant,  and  commenced  the 
measurement  of  angles  of  the  main  triangulation  at  Silver  Creek,  New  York.  The 
Work  at  this  station  was  completed  June  7,  after  which  the  station  at  Westfield  was 
occupied,  but  before  the  necessary  measurements  were  obtained  orders  were  received 
to  return  to  Detroit,  where  the  party  arrived  June  28,  and  on  Jane  30  were  discharged. 

On  August  3  the  party  was  re-orgaoized  and  occupied  the  station  at  Couneant,  Ohio. 
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Owing;  however,  to  the  lateness  of  the  season,  the  water  of  th&  lake  had  become  so 
warm  that  there  was  not  sufficient  refraction  to  allow  signals  being  .seen  over  th«  line 
from  Conneaut  to  Houghton,  and,  consequently,  the  work  at  this  station  was  aUd- 
doued  on  September  6.  After  leaving  Conneaut  the  angles  of  the  main  triangulalioa 
at  Erie  Station,  and  secondary  work  at  Erie,  Miles'  Grove,  State  line,  Amboy,  and  Ash- 
tabula, were  completed,  and  on  October  30  the  party  returned  to  Detroit. 

After  returning  to  the  office  I  was  occupied  till  Jannai  y  I  with  the  reduction  and  com- 
pilation of  my  season's  field-notes.  Since  then  I  have  made  and  reported  the  oompQ- 
tation  of  the  following  work,  viz : 

Lieutenant  Lockwood's  longitude  observation  at  Mount  Forest,  HI.;  Saint  Lonis, 
Mich.,  and  Saginaw,  Mich.,  Lieutenant  Lockwood's  observations  for  personal  eqastioo; 
Captain  Adams'  observations  for  personal  equation  ;  Lieutenant  Lock  wood's  obiem- 
tions  for  latitude  of  Saint  Louis,  Mich.,  Saginaw,  Mich.,  and  Cairo,  III.,  and  AssisUuit 
Flint's  observations  for  latitude  of  Tonawanda,  N.  Y. 

Very  rea^pectfully  submitted. 

Geo.  Y.  Wisnkr, 
Jsnstant  Enginm, 

General  C.  B.  Comstock, 

In  charge  of  VniUd  Slates  Lake  Survey, 


7.  REPORT  OF  MR.  A.  R.  FLINT,  ASSISTANT  ENGINEER. 

Detroit,  Mich.,  May  1, 1877. 

General  :  I  have  the  honor  to  report  that  during  the  year  ending  April  30,  lSn,I 
was  engaged  on  tield  and  office  duty  as  follows : 

From  May  1  until  June  16,  ld76, 1  was  engaged  in  completing  the  compntatioos  and 
tables  for  difference  of  longitude  between  Detroit  and  Tonawanda,  N.  Y.,  and  between 
Detroit  and  Mannsville,  N.  Y. 

I  also  completed  the  reduction  of  the  observations  for  relative  personal  equation  be- 
tween Lieut.  D.  W.  Lock  wood  and  myself. 

From  Jane  17  until  June  30  I  was  engaged  in  inspecting  triangnlation-stations 
erected  at  Summit,  III.,  aud  on  Long  Point,  Lake  Erie.  The  latter  station  was  occupied 
for  the  purpose  of  reading  the  primary  angles,  but  the  weather  proved  lo  be  vvry  an- 
favorable,  aud  nothing  of  consequence  was  accomplisUed  before  the  parties  were  re- 
called from  the  Held,  June  30. 

From  August  2  uutil  Noveuiber  15  I  was  engaged  on  the  primary  triangalatioa  of 
Lake  Erie,  occupying  and  completing  the  angles  at  Hongbtoo,  Edeuboro',  and  Aiidover. 
One  angle  at  Houghton,  lietween  Eiie  and  Conneaut,  was  not  read,  as  Conueaot  is 
not  in  sight  except  during  excessive  refraction. 

Owing  to  very  unfavorable  weather  and  to  the  lateness  of  the  season  when  tbis  sta- 
tion was  occupied,  no  measurements  of  this  angle  were  obtained. 

The  number  of  primary  angles  read  at  these  three  stations  was  17. 

After  returning  from  Ht^ld-work,  November  15, 1  was  engaged  on  office-computations 
during  the  remainder  of  the  y«"\r,  viz : 

1st.  In  tabulating  and  reducing  the  primary  angles  read  by  Assistant  En<ipneer 
Darling  and  myself  during  the  season  of  IH76.  This  included  the  duplicate  redaction 
of  the  target  corrections  and  mean  and  probable  errors  of  the  angles. 

2d.  In  connection  with  AsKi.stant  Engineer  Wisner,  in  reducing,  by  mcfhml  of  leai^t 
squares,  the  tinu-ol»8t*rvations  made  by  Lieut.  D.  VV.  Lock  wood,  at  Willow  Springs, 
111.,  and  Detroit,  in  1^76. 

Also,  by  nu'tluKl  of  hi^li  and  low  stars,  the  reduction  of  time-observatijus  made  at 
Saginaw  and  Saint  Louis,  Mich.,  by  the  .ssnie  observer. 

3d.  In  checking  tables  compiled  by  Capt.  H.  M.  Adams,  for  difference  of  time  betwe^'O 
Detroit  and  the  longitude  stations  occupied  by  Lieutenaut  Lock  wood,  includiug  tbe 
personal  equation  at  Detroit. 

4th.  Reduction  of  azimuth  observations  made  by  Lieutenant  Lockwood  at  Cairo,  HI. 

5th.  Duplicate  computation  of  length  of  secondary  base-line,  measured  at  Cairo, by 
Lieutenants  Lockwood  aud  Price. 

Also,  the  coiii)turation  of  the  triangles  and  co-ordinates  of  the  secondary  and  ter- 
tiary stations  about  Cairo,  111. 

I  was  aided  in  the  tield- wtn-k  by  Mr.  C.  \V,  Clark,  to  whom  my  thanks  aredacfor 
th*»  etTicinnt  manner  in  which  he  discharged  his  duties  as  recorder. 

Respectfully  submitted. 

A.  R.  Ir'LiST, 
AMnUtant  Enswf0* 

Getu  ral  C.  B.  Comstock, 

Major  of  Engineers, 
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8.  report  of  mr.  r.  s.  woodward,  assistant  bxgineer. 

Office  United  States  Lake  Survey, 

May  5,  1877. 

Sir:  I  have  the  honor  to  present  the  following  report  ou  work  done  by  me  during 
the  year  ending  April  30,  1877 : 

Abont  May  l,  1876,  I  was  assigned  to  duty  in  the  primary  triaognlation  of  Lake 
Erie.  Preparations  were  accordingly  made  and  my  party  left  Detroit  for  Angolii,  N. 
Y.,  on  May  16.    On  May  18,  we  began  work  at  Sturgeon  Point  station. 

The  theodolite  used  was  the  new  one,  No.  3,  by  Tronghton  and  Simms,  and  owing  to 
imperfections  in  its  constraotion  and  changes  that  had  to  be  made  in  the  illuminating 
apparatus  of  the  reading  microscopes,  the  work  at  Sturgeon  Point  station  was  not 
completed  until  June  19. 

On  June  20  we  moved  to  Grand  River  station,  near  Port  Maitland,  Ontario. 

On  June  23  I  received  orders  to  suspend  work  and  return  to  Detroit.  Accordingly, 
my  instruments  and  equipage  were  shipped  on  June  24. 

On  June  30 1  was  discharged.  On  Augnst  3 1  was  re-employed,  and  ordered  to  resume 
work  at  Grand  River  station.  I  arrived  at  this  station  August  4,  bnt,  as  it  was  neces- 
sary to  visit  four  other  stations,  set  signals,  and  establish  flashers,  the  work  of  reading 
angles  was  not  begnn  till  August  12. 

Great  difficulty  was  experienced  in  seeing  over  the  line  to  Long  Point,  it  being 
partly  under  water,  with  ordinary  refraction,  and  as  the  weather  was  almost  contin- 
ually smoky,  the  measurements  were  delayed  until  September  22. 

September  23  the  party  moved  to  Westfield  station,  near  Westfield,  N.  Y. 

At  this  station,  in  addition  to  the  primary  work,  there  was  considerable  secondary 
work  to  be  done.  Secondary  stations  Brockton,  Prospect,  Barcelona,  Ripley,  and  Har- 
bor Creek  were  occupied,  and  marking  and  reference  stones  were  set  at  each.  At 
Dunkirk,  N.  Y.,  a  connection  was  made  between  the  old  and  new  light-honse  towers. 

Rainy  and  windy  weather  prevailed  during  the  remainder  of  September  and  through- 
out October,  and,  as  a  consequence,  the  work  was  not  completed  until  November  4. 

Returning  to  Detroit,  on  November  4, 1  was  engaged  till  abont  Jannary  1,  1877,  in 
tabulating  the  results  of  the  season's  field-work,  and  computing  connections  for  sig- 
nals, &c. 

Since  January  1, 1  have  been  occupied  chiefly  as  follows:  In  duplicate  computations 
by  least  squares  of  the  difl:ereuc6s  between  the  lengths  and  expansions  of  the  Lake 
Survey  brass  yards ;  in  the  compilation  of  a  descriptive  catalogue  of  one  hundred 
and  tour  primary  stations,  \ti  the  triangulation  extending  from  ^liunesota  Point  base- 
line to  the  south  end  of  Lake  Michigan ;  in  the  tabulation  of  the  observed  values  of 
the  angles,  the  conditions  for  adjustment,  the  adjusted  values  of  the  angles,  and 
other  data  derived  from  the  triangulation  connecting  Minnesota  Point  base-line  and 
the  line  Freemont-Deerfield,  III. 
Very  respectfully, 

R.  S.  Woodward, 

Assiatant  Engineer. 

General  C.  B.  Comstock. 

JSuperintendent  United  Staler  Lake  Surrey, 


9.— report  of  MR.  J.   H.  DARLING,  ASSISTANT  ENGINEER. 

Office  United  States  Lake  Survky, 

Detroit,  Apnl  :J0,  1877. 

Sik:  I  have  the  honor  to  submit  the  following  report  of  field  and  office  work  done 
by  me  during  the  year  ending  April  30,  1877  : 

Field-work. — I  went  into  the  field  Augnst  7,  1876,  in  charge  of  a  trianfi:ulation  party, 
and  was  engaged  in  measuring  angles  on  the  primary  system  of  Lake  Erie. 

The  first  station  occupied  was  Long  Point.  Here  my  progress  was  seriously  hindered 
by  cloudy  weather  and  gales  of  wind,  and  by  difiicuUy  in  seeing  over  the  lino  to  Grand 
River,  which  required  extraordinary  refraction  to  bring  into  view.  I  was  detained  at 
this  point  about  two  months.  Then^crossed  the  lake  and  occupied  Station  Thompson, 
in  Onio,  completing  the  angles  of  this  point  and  also  the  secondary  work  in  that 
vicinity,  after  which  I  returned  to  Detroit,  reaching  the  office  Novemlx^r  18,  1876. 

The  instrument  which  I  used  was  the  new  14-inch  Tronghton  and  Simms  theodolite 
lake-survey  No.  4.  The  season  was  too  short  and  the  weather  too  unfavorable  most  of 
the  time  to  afford  a  thorough  test  of  its  qualities;  bnt  the  small  range  in  the  results 
OB  a  few  occasions,  when  the  conditions  for  measurement  were  first  class,  encouraged 
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roe  to  boliove  that  the  instrnment  (with  the  exception  of  some  minor  nnd  casily-rem 
edied  delects)  is  a  Biiperior  one. 

Very  resptctfully,  your  obedient  servant, 

J.  H.  Pa  RUNG, 

Aatittant  Engineer. 
General  C.  B.  Comstock, 

Superintendent  Vnited  Slates  Lake  Surrey. 


10. — rkpokt  of  mr.  o.  b.  wheeler,  a88i6takt  engikker. 

Office  United  States  Lake  Survey, 

Detroiiy  Midu,  May  15, 1877. 

General:  I  have  the  honor  to  submit  the  followinfi;  abstract  of  work  accoiuplisfaed 
to  date  by  the  computing  division  since  June  26,  1876  : 
All  computations  not  self-checking  have  been  computed  in  dnplicate. 

1.  Triangulation, — The  completion  of  adjustment  of  primary  triangulation  fromSaody 
Creek  base  to  line  Tonawanda-Pekin,  near  Buffalo  base,  in  one  set  of  eqaatioDs  lod 
formation  of  local  and  side  equations  for  triangulation  around  Buffalo  base  from  Hoe 
Tonawanda-Pekin  to  line  Grand  River-Westfield.  The  method  employed  is  thai 
given  in  the  lake-survey  report  for  1872.  The  computation  in  ten-place  logaritbon 
of  sides  of  triangles  between  Keweenaw  and  Minnesota  bases,  and  between  Keweeuv 
and  Fond  du  Lao  bases,  with  Keweenaw  base  as  unity,  and  of  sides  of  triangles  between 
Sandy  Creek  base  and  line  Touawauda-Pekin,  with  Sandy  Creek  base  as  unity. 

The  preliminary  computation  of  the  primary  triangulation  of  Lake  Erie  from  Bof- 
falo  to  Ashtabula  and  ccmputation  of  secondary  triangulation,  connecting  prinurj 
triangulation  with  sbore-liue  work  through  21  points  along  shore. 

2.  Geodetic  poaitiona  and  data  for  reduced  charta. — The  computation  for  mapping  pur- 
poses of  67  geodetic  positions  on  Lake  Ontario  and  of  41  on  Lake  Erie.  The  ref«rriD^ 
of  21  stations  on  Lake  Ontario  to  meridians  and  parallels  10^  apart,  67  stations  on  Lake 
Ontario  to  meridians  and  parallels  30'  apart,  and  of  74  stations  on  Lake  Micbigu  to 
meridians  and  parallels  5'  apart.  The  preparation  of  tables  and  notes  for  6  final 
charts. 

3.  Latitude,  longitude,  (tme,  and  azimuth. — ^The  check-computation  of  latitude  of6 sta- 
tions in  Ohio,  Michigan,  and  Illinois;  and  of  triangulation  connecting  stationa  with 
iixed  points  of  reference.  The  making  of  13  sets  of  time-observations,  the  redaetioo  ot 
20  sets  of  observations  for  time  at  l)etroit,  the  reading  of  chronograph-sbeets  for 
18  nights'  work,  the  computation  of  wire-intervals  and  the  tabulation  of  results  for 
time  and  longitude.    The  check- computation  of  azimuth  at  Cairo,  III. 

4.  Wattr-Urela, — The  reduction  of  water-level  observations  miide  since  May,  1876 ;  tbe 
preparation  for  publication  of  tables  of  results,  platting  of  curves,  and  description  of 
new  bench-marks. 

5.  Baae-linea, — The  recomputation  of  Minnesota  base-line.  The  making  of  a  synopsis 
of  data  and  corrections  for  each  of  5  primary  buse-lines.  Tne  solution  of  4  sets  of  eqaa- 
tions  by  least  squares  in  oonueotion  with  the  comparisons  of  base-line  tubes  with  jards 
and  standard  bar. 

6.  Miacellaneoua, — ^Tbe  reading  of  proof-sheets  of  the  last  annual  report.  The  esaaii- 
nation  of  projections  for  5  reduced  charts  and  a  final  examination  of  6  finished  within 
the  year;  the  comparison  of  5  thermometers  with  2  standards;  the  compiling  of  a  trac- 
ing from  land-surveys  of  the  Mississippi  Kiver  from  Cairo  to  New  Madrid ;  the  ei- 
tending  of  3  progretts-sketches  showing  work  completed  up  to  May  1. 1877  ;  the  winding 
and  comparing  of  chronometers  and  tabulation  of  corrections  ana  rates  of  standard 
chronometers  at  intervals  of  two  weeks;  the  comparing,  tabulating,  and  patting  in 
form  the  results  from  all  computations. 

Various  other  check-computations  have  been  made  and  data  looked  up  and  furni»bea 
parties  as  occasion  required. 

I  have  been  faithfully  assisted  by  Assistant  Engineers  Russell,  Knmmell,  and  Wri/?h|, 
regularly,  and  by  Assistant  Eugiueers  Dai  ling,  Lebnartz,  and  L.  L.  Wheeler,  whiw 
asaigned  to  me. 

Very  respectfully,  yonr  obedient  servi  nt, 

O.  B.  Whkklkr, 
Aamiant  Enginfff' 
GeLenil  C.  11  CoMsnxK, 

dujierin  ten  dent  United  Stnt<8  Lake  Surrty, 
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11. — REPORT  OF  MR.  E.  S.  WHEELER,  ASSISTANT  ENGINEER. 

Detroit,  Mich.,  May  1, 1877. 

Sir:  1  bare  the  honor  to  report  the  following  work  accomplished  during  the  past 
year : 

The  permanent  and  temporary  changes  in  the  length  of  the  tnhesof  the  Wiirdemann 
base  apparatus  have  been  determined  from  all  the  comparisons  since  1870. 

The  resnlts  of  these  changes  have  been  computed  and  applied  to  the  Minnesota,  Fond 
da  Lac,  Keweenaw,  Sandy  Creek,  and  Buffalo  bases. 
The  details  have  been  given  in  special  reports. 

Comparisons  of  steel-yards  A  and  B  with  each  other  were  made  dnring  the  month 
of  November. 

From  the  beginning  of  Febmary  until  the  present  time  I  have  been  occupied  in 
preparing  the  new  com  paring-room  and  determining  the  constants  of  toe  Repsold  base 
apparatus. 

Very  respectfully,  your  obedient  servant, 

E.  S.  Whkeleh, 
A88\Btant  Engineer. 
General  C.  B.  Comstock, 

Major  of  Engineers. 


12.   report  of  MR.   G.  A.  MARR,  ASSISTANT  ENGINEER. 

Office  United  States  Lake  Survey, 

Detroit f  May  1,  I8t7i 

General:  I  have  the  honor  to  submit  the  following  report  of  field  and  office  work 
since  May  17,  1876: 

With  a  party  consisting  of  George  C.  Comstock  as  recorder,  and  John  P.  Hoffman 
as  attendant,  I  left  Detroit  May  17, 1876,  for  Port  Colborne,  Ontario,  to  occupy  primary 
Htation  Sugar  Loaf  for  measuring  the  angles  at  that  station.  From  this  point  7  sta- 
tions were  to  be  read  to  making  7  angles,  as  each  angle  was  to  be  used  directly  in  the 
system  of  primary  triangles. 

As  4  of  7  the  stations  to  be  read  to  were  on  the  north  shore  of  the  lake  it  was  neces- 
sary that  I  should  put  up  the  targets  at  these  stations,  both  for  use  fur  Sugar  Loaf 
station  and  also  for  the  two  parties  on  the  south  shore.  This  delayed  the  work  for 
measuring  angles  until  May  2:3,  when  all  was  in  readiness  to  take  advantage  of  the 
Hrst  favorable  weather.  Besides  measuring  the  primary  and  secondary  angles  at  the 
Htation,  a  base  of  642  meters  and  a  tertiary  system  of  triangles  were  nieasure<1.  The 
work  at  Sugar  Loaf  station  was  completed  June  26,  with  following  results : 

Primary  stations  occupied 1 

Primary  angles  measured 7 

Secondary  angles  measured *  4 

Vertical  angles  measured 8 

Tertiary  stations  occupied 4 

Tertiary  angles  measured 12 


T 


In  accordance  with  instructions,  the  party  returned  to  Detroit  on  June  28,  when  the 
recorder  and  at1>endant  were  paid  and  discharged.  Was  occupied  until  the  end  of  June 
turning  in  note-books  and  Lake-Survey  property. 

On  August  1  received  instructions  to  continue  the  reconnaissance  f  )r  primary  trian- 
gn  tat  ion  west  from  Cleveland,  Ohio,  and  to  locate  secondary  points  from  the  State 
line  between  Pennsylvania  and  Ohio  west  as  far  as  the  location  of  ptiints  for  primary 
triangolation  was  completed. 

Was  Joined  by  Mr.  George  C.  Comstock,  as  recorder,  on  Angust  3,  and  was  occupied 
at  the  office  until  Angusn  5  making  plans  and  specifications  for  pri  nary  stations  so  as 
to  obtain  bids  from  parties  in  Cleveland  for  building  primary  stations  in  that  vicinity. 

Reached  Cleveland  on  the  morning  of  Augnst  6,  and  was  occupied  two  day  in  secur- 
ing reliable  contractors  that  would  forward  to  the  office  bids  for  building  stations. 

The  reconnaissance  was  then  commenced,  and  the  following  points  for  primary  sta- 
tions selected,  viz:  Olmstead,  Grafton,  Elyria,  Camden,  Brownhelm,andTownsend. 

This  part  of  the  work  was  quite  difficult,  on  account  of  the  very  high  timber  in  that 
section  of  country. 

Secondary  points,  to  be  connected  directly  with  the  shore- work,  were  located  as  fol- 
lows: Amboy,  Saybrook,  Steeple  of  Baptist'chnrch  in  Ashtabula,  Geneva,  Perry,  pier- 
light  and  main  light-bouse  at  Fairport,  Euclid,  and  the  following  points  in  Cleve- 
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land :  chimney  of  Otis  Steel- Works,  in  tbe  eastern  part  of  the  city,  spire  of  the  Pres- 
byterian church,  Bessemer-steel  flaf^-pole,  and  Main  light-house,  in  the  central  part; 
epire  of  Haint  Malachi's  chnrch,  (since  blown  down,)  on  the  west  side,  and  the  light- 
tower  of  the  water-works  crib  out  in  the  lake ;  and  also  west  of  Cleveland  ;  tri»Dgiii»- 
tion  stake  32  of  Assistant-Engineer  Towar;  Dover;  light-houseat  Black  River;  light- 
bouse  and  two  tall  chnrch-spires  in  Vermillion  ;  light-house  and  spire  of  FreabytehsD 
church  in  Huron  ;  spire  of  Methodist  church  and  cupola  of  coort-hoase  in  Saadasky; 
Cedar  Point  light-house  ;  and  Marblehead  light-house. 

Also  insfiected  and  reported  upon  the  following  primary  stations,  bntlt  by  Mr.  Luke 
Crossley,  viz:  Conneaut,  Andover.  Orwell,  Thompson,  Mesopotamia,  Clartdou,  Little 
Monntain,  Chester,  Willonghby,  Warrensville,  Royalton,  and  Rocki>ort. 

After  returning  to  the  office,  November  25,  the  re8ult«  for  angles  at  Sugar  Loaf  sta- 
tion were  reduced  and  tabulated,  and  target  corrections  carefully  computed. 

Made  a  computation  by  least  squares  of  the  comparisons  of  brass  yard  No.  6  with  th^ 
steel  yards  A  and  B,  and  reduced  from  tbe  original  notes  the  comparisons  of  tubes  and 
standard  bar  in  the  measurement  of  the  Minnesota  Point  base,  being  a  reoompatation. 

Also,  checked  a  reduction  by  Assintaut  Engineer  Pratt  of  comparisons  of  standard 
bar  and  secondary  base  Lubes  '.i  and  4. 

About  March  7  was  assigned  to  duty  with  Assistant  Engineer  E.  S.  Wheeler  in  the 
comparing-room. 

When  not  occupied  in  observing  and  other  necessary  work  in  the  room,  was  engaged 
in  determining  values  of  levels  and  microscopes  of  the  Repsold  bane  apparatufi. 

Was  ably  assisted  during  field-work  by  Mr.  George  C.  Comstock,  as  recorder,  and  it 
affords  nie  pleasure  to  recommend  him  for  further  and  even  more  responsible  employ- 
ment. 

Very  reRpectfuUy,  your  obedient  servant, 

6.  A.  Mark, 
JstUfiant  Engimttr, 

General  C.  B.  Cot^istock, 

Jtlojor  of  Knyinctrs, 
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ANNUAL    REPORT    OF  MR.  CLARENCE  KING,  GEOLOGIST, 
FOR  THE  FISCAL  YEAR  ENDING  JUNE  30,  1877. 

GEOLOGICAL  EXPLORATION   OF  THE  FORTIETH  PARALLEL,  FROM  THE 
SIERRA  NEVADA  TO  THE  EASTERN  SLOPE  OF  THE  ROCKY  MOUNTAINS. 

U.  S.  GEOLOGICAL  Exploration  of  the  40th  Parallel. 

CheyennCj  Wyo.y  August  23,  1877. 

Gbneral:  I  have  the  honor  to  report  that  for  the  year  ending  June 
30,  1877,  the  operations  of  this  survey  have  been  entirely  confined  to 
office- work,  consisting  of  the  superintendence  of  the  publication  of  our 
atlas  and  text.  In  July  of  the  previous  year,  the  Public  Printer  reached 
oar  work,  and  from  that  time  to  this  it  has  been  slowly  but  steadily  pro- 
gressing. We  have  completed  during  the  year  Vol.  VI,  Microscopical 
Petrography;  Vol,  IV,  Paleontology  and  Ornithology;  and  Vol.  II,  Descrip- 
tive Geology.  The  Geological  and  Topographical  Atlas  has  also  been  fin- 
ished, the  latter  consisting  of  the  following  sheets:  Paper  cover,  title- 
page,  legend-sheet,  sketch-map  of  the  Western  Cordilleras,  five  geological 
maps,  in  two  sheets  each,  five  topographical  maps,  in  two  sheets  each, 
and  four  sheets  of  general  geological  sections. 

To  complete  the  report,  there  will  be  produced,  as  already  approved, 
Vol.  I,  Systematic  Geology^  and  Vol.  VII,  Vertebrate  Paleontology.  The 
latter  volume,  together  with  its  illustrations,  is  now  in  active  prepara- 
tion at  the  hands  of  Professor  Marsh,  of  the  Yale  museum.  Vol.  I,  my 
own  contribution  to  the  report,  is  completed,  reqairing  only  revision  and 
printing.  The  illustrations  of  Vol.  I  are  all  done.  Judging  from  the 
rate  of  publication  of  the  other  volumes.  Vol.  I  will  require  four  months 
for  publication ;  and  if  taken  up  in  October,  as  I  hope  it  will  be,  the 
series  of  reports  shonld  be  finished  early  in  the  following  year. 
Very  respectfully,  your  obedient  servant, 

Clarence  King, 
Geologist  in  charge. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U.  8.  A. 
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United  States  Bngineee  Office, 
Geographical  Surveys  West  of  the  100th  Meridian, 

WaMngton^  D.  C,  June  30, 1877. 

Sir  :  I  have  the  honor  to  sabmit  the  following  report  for  the  fiscal 
year  ending  June  30, 1877 : 

Inclading  the  expeditions  of  1876-'77,  the  fields  occupied  will  have 
embraced  parts  of  the  States  and  Territories  of  California,  Oregon,  Ne- 
vada, Texas,  Arizona,  Colorado,  Idaho,  Montana,  New  Mexico,  Utah,  and 
Wyoming. 

The  remaining  political  divisions  of  the  area  west  of  the  one-hundredth 
meridian,  into  which  parties  of  this  expedition  have  not  entered  for  its 
sarvey,  are  the  State  of  Kansas  and  the  Territories  of  Washington  and 
Dakota.  The  work  so  far  has  been  directed  to  the  most  rugged  and 
thinly-settled  portions  of  the  western  mountain  region.  As  time  and 
means  permit,  the  areas  occupied  will  adjoin  the  sections  of  territory 
already  entered  and  continue  toward  completion  the  topographical  sur- 
vey of  the  entire  region. 

SUMMARY  OF  FIELD  AND   OFFICE   OPERATIONS. 

The  expedition  of  1876,  in  two  sections,  (Colorado  and  California,)  took 
the  field  during  the  month  of  August  from  Fort  Lyon,  Col.,  and  Carson, 
Nev.,  respectively.  Two  parties  were  organized  at  Fort  Lyon  and 
four  at  Carson. 

The  expedition  of  1877  took  the  field  during  the  early  part  of  May, 
resuming  the  labors  as  left  by  parties  of  1876  in  the  Colorado  and  Cali- 
ifomia  sections  of  the  survey,  and  organizing  a  third  division  to  operate 
in  portions  of  Utah,  Idaho,  and  Montana,  to  be  known  as  the  '*  Utah 
section  ^  of  the  survey. 

The  disbandment  of  the  parties  of  the  1876  expedition  was  concluded 
at  Fort  Lyon,  Col.,  and  Carson,  Nev.,  respectively,  during  the  latter  days 
of  November,  closing  a  season  of  a  little  less  than  four  months,  made 
short  by  want  of  necessary  appropriations  with  which  to  enter  the  field 
during  May,  as  is  most  economical  and  satisfactory,  and  marked  by  an 
activity  on  the  part  of  parties  that  has  afforded  favorable  results. 

The  following  changes  in  the  personnel  have  occurred  during  the 
year: 

Lieut.  William  L.  Marshall,  Corps  of  Engineers,  relieved  from  duty 
August  8, 1876. 

Lieut.  Samuel  E.  Tillman,  Corps  of  Engineers,  reported  for  duty 
August  10, 1876. 

Lieut.  Thomas  W.  Symons,  Corps  of  Engineers,  reported  for  duty 
August  9,  in  obedience  to  Special  Order  No.  161,  paragraph  5,  Head- 
quarters of  the  Army,  August  8,  1876. 

Professor  Jules  Marcou,^  member  of  the  expedition  of  1875,  and  later 
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ooQiiected  with  the  office,  called  by  private  basiness,  contribates  no 
longer  his  valuable  labors  in  western  geology,  having  lefc  the  coantrj 
for  Europe  for  a  limited  period.  Dr.  Oscar  Loew,  whose  industry  in 
many  fields  of  scientific  inquiry  are  evidenced  by  his  reports,  retaras  to 
his  home  in  Germatiy.  His  large  enthusiasm  and  commendable  energy 
justifies  the  hope  that  he  may  forego  any  prolonged  professional  under- 
taking there,  and  return  to  this  country  to  continue  his  labors. 

The  services  of  Frank  Carpenter  terminated  when  he  left  the  Unite^l 
States  for  the  purpose  of  joining  in  the  surveys  now  being  prosecuted 
by  Americans  in  Brazil. 

Mr.  George  M.  Lockwood,  connected  with  the  work  since  1873,  npoD 
appointment  to  the  chief  clerkship  of  the  Paten  Ofiice,  concluded  his 
service  here. 

The  only  appointments  made  during  the  year,  except  as  to  minor  posi- 
tions, are  those  of  Mr.  John  A.  Church,  mining  engineer,  now  engaged 
in  an  examination  of  the  mining  affairs  about  the  Comstock  Lode,  and 
Mr.  E.  T.  Gunter,  who  acconi)ianies  the  party  of  Lieutenant  Bergland 
for  the  field  season.  Dr.  J.  T.  Rothrock  has  been  engaged  during  the 
year  in  the  completion  of  his  botanical  report,  which,  in  connection  with 
the  special  reports  of  several  scientific  gentlemen,  will  make  the  body 
of  volume  vi. 

Prof.  F.  W.  Putnam,  without  additional  compensation,  continues  hia 
work  upon  the  archaeological  collections  placed  in  bis  hands,  and  brings 
toward  completion  the  manuscript  for  volume  vii  of  the  quarto  reports. 

Four  general-service  clerks  have  been  enlisted,  who  are  called  n|H>D, 
in  addition  to  frequent  clerical  duty,  to  assist  in  the  tracing  and  draught- 
ing of  maps,  and  in  the  field  for  topographical  observations. 

I  desire  to  recognize  the  cheerful  assistance  frequently  extended  by 
the  ofiiciTS  of  tiie  supply  department  of  the  Army  in  facilitating  the 
progress  of  the  work,  and  to  others,  officers  of  the  Government  and  indi- 
viduals, who  have  shown  willingness  to  aid,  either  directly  in  the  objects 
sought,  or  by  appreciation  of  the  results  obtained. 

The  following  list  notes  certain  of  the  more  prominent  features  of  the 
field  and  office  work : 

FIELD. 

Sextaot  latitude  Btations 74 

Bases  measured 2 

Triangles  about  bases  measnred 50 

Main  triangalation-stations  occupied 54 

Secondary  triangulation-stations 80 

Station  on  meanders *. 5, 115 

Tbree-point  stations  occupied 765 

Camps  made 317 

Miles  meandered 4,379.48 

Magnetic  variations  observed 208 

Monuments  built 168 

Cistern-barometer  stations  occupied 749 

Aneroid-stations  occupied 3,804 

Mining-camps  visited 15 

Mineral  and  thermal  springs  noted 16 

Mammals,  specimens  collected 13 

Birds,  specimens  collected 109 

Reptiles,  lots  collected 10 

Fishes,  lots  collected 9 

Insects,  lots  collected 31 

Shells,  lots  collected & 

OFFICB. 

Astronomical  positions  computed 4S 

Stations  adjusted  by  method  of  least  squares 93 
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Triangles  computed • 279 

Dist«uce8  compated 186 

Latitades  aad  lon^todes  computed 186 

Azimuths  computed 186 

Sheets  and  parts  of  sheets  plotted.  (1  inch  to  2  miles) 17 

Special  sheets  drawn,  (various  scales) 16 

Cistern-barometer  altitudes  computed 709 

Aneroid-barometer  altitudes  computed • 3,709 

Atlaa-maps  (1  inch  to  4  miles)  published 7 

Atlas-maps  (I  inch  to  4  miles)  nearly  ready  for  publication 4 

Atlas-maps  (1  inch  to  4  miles)  partially  completed 2 

Reports  published :  Volume  iv. 

Reports  a istribu ted 1,533 

Reports  in  course  of  publication:  Volumes  i,  vi,  vii ;  Star  Catalogue,  and  table 

of  distances. 

Maps  distributed 8.133 

ASTRONOMICAL. 

The  latitades  of  a  niimber  of  points,  as  determined  by  the  officers  of 
the  sarvey  for  the  season,  are  herewith  given,  viz: 
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The  latitude  and  longitade  and  altitade  of  the  main  astronomical 
stations  will  be  given  in  volnme  II  of  the  quarto  reports,  now  passing 
through  the  press. 

It  has  not  been  found  necessary  to  occupy  further  main  astronomical 
stations  for  the  purpose  of  checking  positions  determined  by  other  means 
in  the  prosecution  of  work  of  1877 ;  but  upon  the  completion  of  the 
observatory  at  Ogden  and  those  contemplated — one  at  Denver,  Col., 
another  on  the  western  slope  of  the  Sierras,  a  number  of  points  to  the 
north  and  south  of  the  present  line  of  the  Pacific  Bailroad,  t.  e.,  in  Oregoa, 
Idaho,  Montana,  Texas,  New  Mexico,  and  Arizona — may  be  occupi<Ki. 

aEODETIO  AND  TOPOGRAPHICAI.. 

The  sketches  showing  the  triangulation  in  the  Colorado,  Utah,  and 
California  sections  are  added  to  as  computations  progress,  and  from  time 
to  time,  as  it  covers  a  number  of  the  regular  atlas  sheets,  will  be  pah- 
lished,  as  well  as  the  geographical  positions,  obtain^  by  triangalatioD, 
of  prominent  points.  ^  The  number  of  triangulation  stations  of  the  highest 
grade  increases  each  year,  and  especially  in  areas  where  mor^  nnmeroas 
observations  become  necessary  in  order  to  gather  data  for  delineation  on 
maps  of  the  larger  scales.  As  usual,  the  areas  occupied  in  the  expedi- 
tions of  1876  and  1877  follow  strictly  those  authorized  by  the  Chief  of 
Engineers  and  the  honorable  the  Secretary  of  War,  in  pursuance  of 
projects  submitted  by  the  officer  in  charge,  and  are  all  laid  within  that 
part  of  the  territory  of  the  United  States  lying  west  of  the  one-hundredth 
meridian,  as  shown  upon  the  progress  map,  and  over  which  it  is  contem- 
plated that  topographical  surveys  in  detail  commensurate  with  the  char- 
acter and  development  of  the.  various  sections  shall  be  prosecuted  to 
completion. 

The  topographical  assistants  are  now  required  to  add  to  their  notes 
careful  data  showing  the  natural  resources  of  the  region  traversed,  in 
order  to  collect  information  as  to  the  general  character  and  value  of  the 
areas  still  belonging  to  the  Government,  and  it  appears  that  the  relative 
areas  of  arable,  timber,  grazing,  mineral,  and  arid  lands  may  be  described 
and  delineated. 

The  noticeable  topographical  results  inaugurated  during  the  year  are 
about  Lake  Tahoe,  in  the  Sierra  Nevada,  the  topography  of  which,  from 
data  now  jgathered,  warrant  a  projection  on  a  scale  of  1  inch  to  1  mile, 
which  has  been  completed  at  the  hands  of  a  special  party  engaged  npon 
the  high  peaks  and  along  t&e  divides  of  the  water  courses  of  this  peca- 
liarly  interesting  lake  region. 

The  plane-table  sheets  covering  the  entire  Comstock  mining  district 
are  drawn  upon  a  scale  of  1  inch  to  500  feet,  and  will,  after  reductioo, 
serve  as  a  complete  and  connected  contour  map  of  this  region  so  abac- 
dant  in  the  precious  metals. 

As  usual,  when  practicable,  connections  have  been  made  with  main  and 
minor  points  of  the  land  survey  and  monuments  built  in  all  cases  of  due 
importance.  The  areas  covered  by  the  expedition  of  1876  are  noted 
upon  the  progress  map  as  parts  of  atlas  sheets  47,  48,  56,  61, 62,  70,  77^ 
and  78.  Portions  of  the  following  basins  are  embraced,  the  ^^Great  Id* 
terior  Basin,"  and  those  of  the  Arkansas  and  Bio  Grande  Elvers,  as  well 
as  the  headwaters  of  a  number  of  streams  lining  the  western  slopes  of 
the  Sierra  Nevada  between  the  latitudinal  limits  noted  on  the  progress 
sheet.  The  gauge  of  the  success  of  the  expedition  is  better  shown  hy 
the  number  and  character  of  the  observations  made  at  the  main  geo- 
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graphical  stations  than  by  the  area  covered,  although  the  latter  is  not 
inconsiderable  for  so  short  a  season. 

A  measured  and  developed  base  was  laid  ont  in  the  Carson  Valley, 
and  connected  with  the  astronomical  station  established  in  1873  at  Vir- 
ginia City,  Nev.  A  description  of  the  apparatus  and  method  employed, 
by  Dr.  Kampf,  being  somewhat  typical  of  that  adopted  for  use  upon  the 
survey,  is  herewith  given. 

DESCBIPTION  OF  HEASUBING-BOD. 

The  rod  was  decided  upon  by  the  officer  in  charge  in  the  winter  of 
1875-'76,  upon  consultation  with  Dr.  Kampf,  and  constructed  by  Mr. 
Edward  Kabler.  It  was  made  of  wood,  20  feet  in  length,  strengthened 
by  a  vertical  cross-piece.  Each  end  of  the  rod  is  provided  with  a  scale 
8  inches  long,  subdivided  to  jIq  of  an  inch,  so  that  by  a  magnifier  it 
can  be  read  to  thousandths.  At  a  point  near  the  center  an  arc  of  a  cir- 
cle of  30^  extension  is  fastened.  An  arm  attached  to  the  center  of  the 
circle,  and  movable  by  a  micrometer-screw,  carries  a  level,  so  that  after 
determining  the  zero-point  on  the  face  of  the  circle  the  inclination  of  the 
rod  can  b^ easily  read  to  5  minutes.  The  rod  is  placed  for  measurement 
on  two  iron-plates,  weighing  about  30  pounds  each,  and  provided  with 
three  strong  iron  pins  2  inches  long.  In  the  center  of  the  plate,  on  an 
elevatid  silver  plane,  is  drawn  a  cross-line,  which  acts  in  the  nature  of 
the  zero-point  of  the  line. 

METHOD  OF  COMPABISON. 

The  rod  was  compared  daily,  both  before  and  after  its  use,  with  two 
steel  standard  rods,  constructed  by  the  United  States  Coast  Survey,  and 
of  a  normal  length  of  5  feet,  at  the  temperature  of  61<^.6  F.  In  place 
of  the  rod  constructed  by  Mr.  Kahler,  a  similar  one,  not  quite  20  feet 
long,  politely  furnished  by  Mr.  Adolf  Sutro,  of  Sutro,  Nev.,  consisting 
of  very  well  seasoned  and  varnished  wood,  was  used.  A  very  simple 
apparatus  was  used,  constructed  for  comparison,  the  standard  steel  rods 
being  supported  on  two  wooden  blocks,  and  therefore  elevated  by  the 
thickness  of  this  support  from  the  plane  of  measurement,  two  knife- 
blades  were  driven  in  a  wooden  board,  22  by  1^  feet  by  4  inches,  being 
as  much  above  the  surface  of  the  board  as  the  polished  plane  at  the  end 
of  the  normal  rod.  The  center  of  the  sharp  blade  and  the  plane  of  the 
normal  rod  were  brought  into  the  same  vertical  plane,  and  by  an  assist- 
ant is  kept  in  this  position  until  the  second  rod  is  brought  in  contact 
with  the  first.  Thus  continuing,  the  fourth  rod  was  found  to  reach  over 
the  knife-blade  about  1^  inches.  A  square  block  of  wood  was  placed 
at  the  end,  in  contact  with  the  normal  rod,  and  by  means  of  a  small 
measure,  3  inches  long,  and  divided  to  hundredths,  the  distance  from 
the  square  block  of  wood  to  the  blade  of  the  knife  was  read,  the  tem- 
perature being  always  carefully  noted  and  the  measurement  repeated. 

The  readings  were  made  by  Dr.  Kampf  and  his  assistant.  After 
determining  the  distance  between  two  points  on  the  edges  of  the  knife- 
blades,  the  measuring-rod  was  placed  on  top  of  the  blades  with  the 
utmost  care,  and  the  scale  on  both  ends  read.  In  this  manner  the 
amount  of  over-lapping  of  the  rod  was  obtained. 

Observation  made  October  11,  1876,  between  knife-blades,  20  feet 
1.537  inches,  55o.8  Fahrenheit ;  reading  of  scales  on  rod,  east  end,  0.420 
inch;  west  end,  0.140  inch;  therefore  the  length  of  the  rod  was  deter- 
mined to  be  20  feet  +  0.997  inch,  at  55^.8  Fahrenheit. 
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DESCRIPTION  OF  METHOD  OF  MEASUREMENT. 

Dr.  Karnpf  was  aided  in  the  measurement  by  Mr.  Louis  Seckels  and 
two  laborers.    The  work  was  divided  among  the  party  as  follows :  The 
line  was  laid  out  in  advance  for  one  day's  work,  marked  by  iron  pins  2 
feet  in  length  and  about  180  feet  apart.    The  base  was  measured  on  an 
old  road,  laid  out  about  ten  years  ago,  and  running  in  a  straight  line  for 
a  distance  of  3|^miles.    A  fine  line  was  tied  to  one  pin  and  fastened  to 
the  next  one.    Two  plates  were  laid  down  within  the  distance  of  20  feet 
2  inches,  approximately,  so  that  they  were  parallel  with  the  line  and 
tangent  to  it.    One  laborer  takes  the  measuring-rod,  bringing  it  near 
the  plates,  and  the  assistant  being  at  the  rear  end,  the  laborer  on  the 
other,  both  grasp  the  rod  at  the  same  time  and  put  it  on  top  of  the  plates 
Y§^  of  an  inch  distant  from  the  cross  on  the  ridge  of  the  plates.    Mr. 
tSeckels  reads  the  rear  end  of  the  scales  at  the  same  time  th|t  Dr.  Eampf 
reads  at  the  front  end  by  means  of  a  common  magnifying-giass.    The 
readings  are  then  at  once  recorded.    After  that  the  level  was  read  by 
Dr.  Kampf  and  simultaneously  with  Mr.  Seckels,  who  is  now  at  the  front 
end.    He  reads  the  rear  end  of  the  scales,  and  the  readings  axp  recorded 
by  both.    Then  the  readings  are  called  out  and  in  case  of  disagreement 
repeated.    In  the  meanwhile  the  other  laborer  puts  an  auxiliary  rod  of 
20  feet  2  inches  in  the  position,  so  that  the  rear  end  may  be  in  line  with 
the  mark  on  the  plate  driving  the  third  plate  in  the  ground.    WheD  the 
readings  are  finished  the  new  plate  is  found  in  its  proper  position,  the 
laborer  brings  the  rods  in  front  of  both  plates,  and  the  operation  is  re- 
peated.   The  other  laborer  takes  meanwhile  the  first  plate  put  down 
and  brings  it  to  the  front,  as  No.  4.    The  thermometer  is  read  from  time 
to  time  on  the  shady  and  sunny  side  of  the  rod,  to  obtain  its  temi)era- 
ture.    After  a  reasonable  practice  the  rate  of  measurement  may  be  as- 
sumed as  20  feet  for  each  interval  of  one  and  one-half  minutes. 

CO-EFFICIENT  OF  EXPANSION. 

The  steel  rods  of  the  United  States  Coast  Survey  are  of  normal 
length  at  the  temperature  of  6I0.6  F.  By  means  of  the  coefficient 
of  expansion  for  one  degree,  as  given  in  Lee's  tables,  the  distance  of  20 
feet  is  reduced  by  applying  the  temperature  of  the  time  of  comparison, 
and  thereby  the  distance  between  both  knife-blades  is  obtained.  To 
this  is  added  the  readings  of  the  scales  of  the  rod,  and  the  length  of  the 
rod  for  the  observed  temperature  is  found.  The  mean  of  the  observa- 
tions at  low  and  high  temperatures  are  taken,  and  from  the  difference  of 
both  lengths  the  factor  of  expansion  is  derived,  as  shown  in  the  uext 
table.  The  rod  having  been  heavily  saturated  in  a  rain  and  snow  storm 
on  October  II,  the  observations  taken  afterward  are  not  used  for 
determination  of  expansion.  The  length  of  the  rod  was  found  from  the 
comparisons  to  be  20"  0*°.9408  for  61o,6  P. 
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Compari9on8  at  low  temperature. 


Date. 

Thermometer  reads  61^.  6. 

II 

"a 

Corrections  for  expansion 
of  SO- foot  steel  rod. 

Actual  distance  of  knifo- 
blades,  20  feet. 

Sam  of  readings  of  wociden 
rod. 

s 
s 

1 
s^ 

a 

9 

1 

1876. 
Seotember  23... 

o 

—14.1 

—  6.6 
—10.3 

—  7.6 
—10.6 

—  3.1 

—  8.8 

—  6.6 
-7.8 

—  2.4 

—  9.6 

—  9.6 

—  9.6 
—10.2 

—  5.6 
+  0.4 
—13.0 
-5.8 

—  2.6 

Jneh. 
—1. 4950 
—1. 4950 
-1.4960 
-1,  5150 
^.5000 
9.5150 
—1, 5100 
-1.5230 
—1.5260 
—1.  5340 
-1. 5180 
-1.5350 
—1.5330 
—1.5330 
—1. 5440 
—1.5580 
—1.  5450 
-I,  5370 
—1.  5370 

Inch. 
—0.02  5 
-0, 0101 
-0. 0157 
-0.0116 
—0. 0162 
—0.0047 
—0. 0134 
—0.0101 
—0.0119 
-0.0037 
-0.0146 
—0.0146 
—0. 0146 
—0.0156 
—0. 00f»5 
+0.  0006 
-0.  0198 
—0.  0088 
—0.  0J40 

Inch. 
—1. 5165 
—1. 5051 
—1.5117 
—1.5266 
—1.5162 
—1.5197 
—1.  5234 
—1.5331 
-1.  5379 
-1.5377 
—I.  53-26 
—1.5496 
—1.  5476 
—1.5486 
—I.  5525 
—I.  5574 
—1.5648 
—1.  5458 
—1.5410 

Inch. 
0.49S0 
0.  4940 
0.  4980 
0.5050 
0.5070 
0.5170 
0.  5-270 
0.53-20 
0  5390 
0.5390 
0.5350 
0.5410 
0.5390 
0.  5410 
0.5410 
0.549U 
0.5590 
0.5600 
0.5410 

Inch. 
—1.0215 

24 

—1, 0111 

25 

—1. 0137 

26 

—1. 0216 

«:::?i::::;::::::;.::;;:::::;::. 

—1.009a 

28 

—1,0027 

29 

—0.9964 

30 

— l.GOll 

October        1 

—1.0079 

2 

—0. 9987 

^ 

—0.9976 

4 

—  1.  008G 

5 

—1,  0086 

6 

—1. 0076 

7  

—1.0115 

8 

—1. 0784 

10 

—1. 0058 

11 

—0.9858 

il:::::;::::::::::::::::;:::;:;:. 

• 

-1.0000 

Mean  length  of  rod  at  54<>  5  F.  =  -20  feet—  1  0062  inch. 


Comparisons  at  high  temperature. 


Date. 


o 

t 

9 

§ 
g 

9 

H 


September  83. 
24. 

25. 
•  26. 
27. 
28. 
29. 
30. 
1, 


1876. 


October 


o 

-f51.4 
--36.4 
--39.4 
--48.  4 
--23.4 
-11.4 
--22.0 
--47.9 
--11.  4 

2 1  -1-60.4 

3 j  4-44.4 

4 +52.4 

5 1  -i-60.4 

6 1  --56.4 

7 1  --ia4 

8 1  4-17.4 

10 -1-33.4 


•OS 

II 

.    9 

"5 


Inch. 
-1.5500 
-1.5450 
-1.  5.')40 
-1.5320 
-1.5350 
-1. 54b0 
-1. 5390 
-1.5650 
-1.5410 
-1. 5640 
-1, 57.50 
-1. 5750 
-1.  58P0 
-1. 5740 
-L  5730 
-1.5740 
-1. 5750 


Inch. 
- -0.0784 
- -0.0555 
- -0.0601 
- -0.0739 
- -0.0357 
--0.02:20 
- -0.0336 
- -0.0731 
- -0.0174 
- -0.0922 

--y.%<»77 

--0.0e00 
-0.092-2 
--0.08C1 
- -0.0281 
- -0.0266 
- -0.0509 


£ 

§ 

•a 

s 

p 

M    . 

8 

s 

Btance  of 
es,  20  feet. 

readlngsof^ 
rod. 

rod  equal 
feet. 

^'S 

a 

•3^ 

Vi 

V 

«B 

o 

•o 

P 

a 

s 

< 

a 

GO 

^ 

Inch. 

Inch. 

Inch. 

—1. 4716 

0.5110 

—0. 9606 

—1.  4895 

0.5050 

-0. 9845 

—1.  4939 

0.  5-200 

—0.  9739 

-1.4581 

0..'»li'0 

—0.  9401 

—1.  4993 

0. 5-220 

—0.9773 

—1.5260 

0. 52f  0 

—0. 996'0 

— 1.50M 

0. 03-20 

—0.  9734 

-.1.  4910 

0. 5390 

—0.  9529 

—1. 5236 

0.5410 

—0.  98*26 

—1.4718 

0. 5540 

—0.9178 

—1. 5073 

0.  5420 

—0.  9653 

—1.  4950 

0.  5450 

—0.  9500 

—1,  4958 

0.5510 

—0.  9448 

-1.  4879 

0. 5960 

—0.9419 

—1. 5449 

0.  54-20 

—1.0029 

—1.  5476 

0  5510 

—0. 9966 

—1.  5241 

0. 5620 

—0. 9621 

Mean  length  of  rod  at  OO^.O  F.  =  20  feft-  0.96616  inch. 

Expansion  of  rod  for  44°.S  F.  =  0.04004  inch. 
Expansion  of  rod  for   1°.0  F.  ==0.00000  inch. 
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BEDUCTION  OP  OBSERVATIONS. 

The  followiog  corrections  are  applied  to  the  namberof  rods  multiplied 
by  20  feet : 

(1)  Diiierence  of  rod  from  20  feet  at  mean  temperatare  of  all  observa- 
tions multiplied  by  the  number  of  rods  measared. 

(2)  Eeadings  of  both  ends  of  wooden  rod  when  lying  on  the  plates. 

(3)  Correction  for  inclination* 

The  following  table  contains  the  corrections  for  (1): 

First  nteaturement. 


Date. 


September  23 '    88 


October 


24. 
25. 
26. 
27. 
28. 
29. 
30. 

1 

2. 

3. 

i. 


=  S  ? 
C.SC 


Inehet. 
-10L54ST 
-102.19^ 
-.  51003 

-10L60S 
-102.](!«1 
-108. 2»7 
-102. 9000 

-  95.33M 
-10ifi7« 
-106.a4< 

-  70.4316 


First  meMarement,  1,181  rods  —  1,155.8558  inches. 


Second  measurement. 


Date. 


October  5 , 

6 

7 

8 

10 

11 

17 f 

18 


92 

144 

97 

151 

92.5 

152 

63 

ISO 

B8 

145 

58 

129 

<» 

148 

57 

150 

*  o 

e 

a 
e 


•  Jneka. 
1418357 

146.1710 
147.75H 
151.  K37 

uisaoi 
msMS 

139.407 
141.7185 


SecoDd  measarement,  1,179  rods  —  1,142.4090  inches. 
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DBDCCnOK  OP  RKSULT8  OF  LKNOTBS  OF  BASE  KEAB  StTTBO,  KlTT. 

^rat  Second 

measnrement.    measarement. 

8am  of  correctioDB  for  (1) —  96.2713  —  95.2007 

Sam  of  corrections  for  r2) —101.2506  —  62.2997 

Sam  of  corrections  for  (3) —    1.1624  —    1.1492 

Sum  of  corrections —198.6843  —158.6496 

Nomber  of  rods  maftiplied  by  20  feet 23620.0000  23580.0000 

Length  of  base 23421.3157  23421.3504 

Mean , 23421.333 

Beduction  to  level  of  the  sea.... • —     4.946 

Resnlting  length,  (feet) 23416.387 

EOUTES  OP  COMMUNICATION. 

A  small  namber  of  tables  of  distaacA  taken  from  the  road-measure- 
ments of  1870  are  herewith  given. 

In  each  sabseqaent  annual  report  the  routes  joining  the  main  termi- 
nal points  of  lines  of  present  or  prospective  importance  will  be  given, 
and  the  consolidated  table  mentioned  in  my  last  annual  report  will  soon 
be  made  more  complete  and  forwarded  for  publication. 

During  the  year  a  number  of  distances  between  military  posts,  prin- 
cipally in  the  departments  of  the  Missouri  and  Arizona,  have  been  fur- 
nished to  the  Paymaster-General,  United  States  Army. 

UST  OF  ROAD-DISTAXCBS  BETWEEN  PROMINENT  POINTS  MEANDERED  BY  PARTY  NO.  1, 

COLORADO  SECTION,  1876. 

La  Junta  to  Paeblo. 

Pueblo  to  CafioD  and  Floriasant. 

Florissant  to  Fair  Play. 

Fair  Play  to  Soath  Arkansas  Post  Office. 

Soath  Arkansas  Post  Office  to  Moeca  Creek  Forks. 

Mosca  Creek  to  Rosita. 

Rosita  to  Ca&on  City. 

Ca&on  City  to  Colorado  Springs. 

From  La  Junta^  Colo,,  to  Pueblo  Post  Offloe,  Colo, — Atlaasheet  No,  62. 


La  Jantft,  Colo 

TeTMBend 

KockyFord 

Aplanp*  Creek 

HnerfaDO  River •.... 

Old  Fort  Reynolds 

Fork  of  road  to  Paeblo  and  Soath 
Paeblo. 

Soath  Paeblo.  lower  bridge 

Paeblo  Poet  Office 


Distance  in  milea. 


h 
t 


& 


4.78 

S.76 

13.49 

19.19 

S.60 

19.37 

5.36 
0.60 


I 

a 
I 


4.78 
11.54 
35.03 
44.  S3 
46.83 
5U.09 

64.45 
65.05 


a 


65.05 
60.37 
53.51 
40.03 
80.83 
16.33 
Si  96 

0.60 


« 

I 


e 
•a 

I 


« 


4.qp4 

4.169 


4,366 
4,334 


4,564 


Remarks. 


No  wood  or  grass  near  town. 


Boad  along  soath  bank  of  Arkansas  River. 
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From  Pueblo,  Colo,,  to  Cafhn  and  FlorUsant, — AUoBsheet  No,  ^. 


Paeblo  FoBt-Offioe 

Big  Tarkey  Creek 

Bei|ver  Creek 

Ute  Creek 

Eight-mile  Creek 

OilCreek 

CaAon  City  Post  Office 

Forks  of  road,  (Pleaaant  Valley) 

Currant  Creek,  (IS-mile  raDch*) 

Eighteen-mile  Banoh,  forka  of  road 

to  Fair  Play. 

SonthFork  Wilaon  Creek 

Divide  between  Wilaon  and  High 

Creek. 

Crossing  High  Creek 

Settlement  on  west  fork  Oil  Creek  . . 

Down  west  fork  to  near  mouth 

Up  Oil  Creek  to  Sommit,  Twin  Creek 

Pass. 
Florissant  Post  Offioe 


Distance  in  miles. 


II 

o 


12.64 
8.26 

iai7 

1.46 
3.75 

8.35 
3.90 
5.57 

5.13 
3.10 

3.  go 
3.84 
4.50 
&73 

4.50 


o 

I 

a 

g 


I    II 


13.64 
20.90 
31.07 
.13.53 
36.38 
39.33 
47.58 
51.48 
57.05 

63.18 
65.38 

69.08 
73.92 
77. 43 
86.15 


S. 

a 


*j** 


90.65 

78.01 
69.75 
59.58 
58.13 
54,37 
51.33 
43.07 
39.17 
33.60 

2a  47 
35.37 

21.  57 

17.73 

13.  £) 

4.50 


► 

flB 

a- 


0 


s 


5 


4,564 

4,947 
'5,148 


5,341 
5,335 
6.271 
6,019 
7,161 

7,401 
8,439 

8,401 
8,859 
7, 924 
8,790 


Remarks. 


Orass  and  foel  along  riT«r 
Iwttom. 


90.65    ;    8,184 


Good  grass,  faeL,  and  watff. 
Vallev  fenced  in. 

Do.- 
Good  grass  and  water. 

Good  grass,  water,  sod  faeL 


From  Floris8ant,Colo„  to  Fair  Play,Colo,,via  Tarryall  Creek,— Atlas- sheet  No9. 62, 53,  ani^- 


Florissant  Post-Office 

South  Platte  Bridge 

McLaughlin's  ranch 

Duck  I<ake 

Fork  of  road  to  Fair  Play " " ! !  1  .* '  * . " 

Up  Rock  Creek  to  the  point  where 
the  road  leaves  the  creek. 

Confluence  Michigan  and  Jefferson 
Creek. 

Tarryall  River  bridge  below  Hamil- 
ton, (by  the  shortest  trail.) 

Summit  road 

Fair  Play  Post  Office 


Distance  in  miles. 


I 


I* 

2<M 


2 


4.97 

7.47 

15.33 

7.90 
3.67 

4.90 

5.16 

7.36 
4.34 


1 

u 

o 
*>* 

a 


4.97 
13.44 

87.67 
35.57 
39.34 

44.14 

49.30 

••46.56 
60.80 


u 

'5 

S 
S 


60.80 
55.  8:1 
48.36 

33.13 
3J>.31 
31.56 

16.66 

11.50 

4.34 


I 

**  > 

«s 

s 


9,958 
9,939 


Remarks. 


Camp.     Grass,    wood, 
water. 
Do. 


8.184 
7,978 
8,326 

8,807 
9.035 
9,839 

9,398 


9, 713    S  No  wood  near  road. 


Wood  scarce,  grt««  i"«S 
watergood.  B»yMdgr«» 
for  sale  in  town. 


The  above  road  is  not  the  shortest  road  between  Florissant  and  Fair  Play.    The  stage-road  let^ei  > 
near  the  South  Platte  bridge. 
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Fron  Fair  Flay,  Colo,,  to  South  Arkamas  Post  Office.— AtUusheei  Nob.  52  and  61. 


FairPlAyPostOffloe 

Foar-mile  Creek 

Raaohon  Dry  Creek 

Sonth  Fork  Soath  Platte  Biver 

BaflUo  Springs 

Salt-Worka 

Divide  between  PUtte  and  Arkanaaa 

RiTers. 

Bireraide  Poet  Ofilee 

Springe,  Troot  Creek 

Fork  of  roada  npaud  down  Arkansas 

River. 

Arkansaa  Bridge 

Chalk  Creek 

Centreville  Post  OflSoe 

Brown's  Creek 

Three-mile  Creek 

Sqoan  Creek 

Soath  Arkansaa  Poet  Office 


Distance  in  mllea. 


0 
O 

u 


& 


3.71 
&5S 
S.65 
4.41 
4.16 

3.47 

8.14 

3.18 
a  18 

3.15 
8.16 
3.36 
1.40 
3.39 
&70 
5.48 


3.77 

9.33 

11.97 

16.38 

80.54 

34.01 

86.15 
38.33 
36.51 

39.66 
4L.83 
44.80 
45.60 
47.89 
53.59 
59.07 


II 

1^ 


59.07 
55.30 
49.75 
47.10 
43.69 
38.53 

35.06 

33.93 
30.74 
33.56 

19.41 
17.85 
14,87 
13.47 
11.18 
&48 


9f 

IS 

5 


9,998 
9,670 
9,317 
9,161 
8,953 
8,969 

9,464 

9,144 
8,963 
7,937 

7,741 
7.789 
7,690 
7,838 
7,936 
7,879 
7,383 


Bemarks. 


Camp.    Grass  and  water,  bni 
no  wood.    Hill  moderate.  - 


Good  bridge. 


'  Grass  and  wood  scarce. 


Wood  and  water  good.    Poor 
grass. 


From  South  Arkansas  Post  Office  to  Mosca  Creek,  fork  of  roads. — Atlas-sheet  Xo.  61. 


Sonth  Arkanaas  Post-OfHce 

Toll-gate 

Summit  Poncho  Pass 

Koand  Moantain  Ranch  PostOfflce. 

Ball's,  Kerber  Creek 

Bismarck  Post  Office 

Hi^or  Creek 

Wild  Cherry  Creek 

Ri to  Alto  Post  Office 

San  Irabel  Post  Office 

Crestones  Creek 

Willow  Creek 

Cottonwood  Creek 

Deadman  Creek 

Sandhill  Creek,  (old  Star  ranch) 

Spring  Creek 

Mosca  Creek 


Distance  in  miles. 


1^ 


> 


& 


.^43 

4.63 

3.67 

11.81 

a  10 

3.46 
3.34 
3.08 
3.74 
3.18 
8.75 
8.00 

9.60 
1.55 
1.64 


''I 

11 


3.43 
8.05 
10.73 
33.5:i 
30.63 
33.09 
36.33 
38.41 
43.15 
45.37 
48.02 
50.0*2 
53.33 
61.93 
63.47 
65.11 


65.11 
61.69 
57.06 
54.39 
43.58 
34.48 
33.03 
38.78 
36.70 
82.96 
19.84 
17.09 
15.09 
13.79 
3.19 
1.64 


« 
► 

flB 

IS-: 


a 

5 


7,383 

8.816 
8,945 
fl,7:« 
7,900 
7,736 
7,686 
7,431 
7,484 
7,537 
7,517 


7,566 


Remarks. 


<■  Poncho  PasB. 


Grass  poor  and  wood  scarce 
near  road;  better  grass 
and  wood  in  abnndance 
foond  in  the  foot-hills  of 
Sangre  da  Cristo  Range. 


7,587    ) 

7, 560  I  >  Road  very  sandy. 

7,549    ) 


Road  throogh  Poncho  Pass  is  kept  in  good  condition. 
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Fnm  Mosoa  Creek  to  SositOy  Colo.'-AtlaS'ShteU  No,  61  and  62. 


MoBca  Greok,  fork  of  roads 

Ranch,  westeru  entrance  to  Moaoa 

Pass. 

Saminit  Moeca  Pass 

Fork  of  roads  to  Gardner's 

Intersection,  creek  and  oross-road. . . 

Muddy  River,  forks  of  road 

Divide  between  Arkansas  and  Hnor- 

fano  Rivers. 

Torks  of  road  to  Colfax 

Forks,  U-la  road 

Rositaand  U-la  road 

Rosita 


Distance  in  miles. 


7.73 

5.13 
6.90 
2.52 
4.43 

4.83 
2.64 
2.76 
S.86 


I 


« 
h 
O 


s 

s 


7.73 

10.95 
16.08 
22.98 
S5.50 
29.93 

34.75 
37.  39 
40.15 
43.  01 


4?.  01 
35.28 

39.06 
26.93 
20.03 
17.51 
13.  Od 

8.26 
5.62 
2.86 


« 
> 


^•^ 

S  c 

•m  > 

i 

«•? 

*s 

•^^ 

s 

^* 

a 

5 

1 

53 

Ck( 

< 

7,549 
8,172 

9.787 
8.805 
7,977 
7,916 

P,42d 

8,223 
8.174 
f ,  327 
8.717 


Remarks. 


Camp.  Grass  poor;  wood  ud 

water  good. 
Road  good  tdiroagb  past. 


Good  wood,  graas,  aod  vat«r 
near  town ;  hay  and  pua. 
for  sale. 


This  is  the  old  road  from  Mosca  Pass  to  Rosita,  and  is  now  practicable  only  for  lightly-loaded  wAgom 


From  Rositat  Colo,,  to  Canon  City,  Colo, — Atlod-sheet  No.  62. 


Rosita 

Oak  Creek,  (blftoksmith-shop ) 

Torkville 

Point  where  road  leaves  Oak  Creek. . 

Snmmitroad 

Forks  of  road,  Cafion  City  and  Labran 

Crossing  Milk  Creek 

Arkansas  River  bridge 

Cafion  City  Post  Office 


Distance  in  miles. 


13.56 
2.51 
5.11 
0.91 
0.44 
3.27 
4.45 
0.51 


i 

I 

^ 


13.56 
16.07 
21.18 
22.09 
22.53 
25.80 
30.25 
30.76 


I 

I 


30.76 
17.20 
14.69 
9.58 
8.67 
a23 
4.96 
0.51 


« 

I 


«  a 


I 


8,717 
7.987 
7,727 
6,105 
6,829 
6,678 
5.939 
5,302 
5.323 


Remarks. 


Post  Office. 


This  is  the  stage-road  between  Cafion  City  and  Rosita.    Grades  are  easy  and  road  in  good  oonditioB. 
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Ftom  CaHon  City,  Colo.j  to  Colorado  Springs. — AiUu-sheei  No,  62. 


Ca&on  City  Post  Office '  ^  ^ 

Hiilroad-CTOsaing q  g^ 

Eight-mile  Creek J*  JJ 

rte  Creek I  ri? 

Beaver  Creek  CrosMng •■** 

Fork  Big  Tnrkev  Creek ,  ?S| 

Big  Tarkey  Creek I  Iti!  ' 

West  Fork  Little  Fountoin  Creek ...  ?■  Vi  ! 

CoDfl aenoe.  east  and  west  forks „  of 

BeDdof  road 10  39 

Rallro«d-ornitaiDg «  ^ 

Colorado  SprloKS,  center  of  town .... 


Diatanoe  in  miles. 


0 

& 


05.61 

19.78 

6.4e0 

38.11 

17.28 

6,  519 

30.7-2 

14.67 

6.  IHO 

31.83 

13.54 

6.109 

34.06 

11.33 

6.(100 

44.43 

0.94 

5,875 

45.39 

5,946 

Bemarks. 


Corrals  in  town ;  no  wood  or 
grass  near  town. 


Xo  bridge. 


Camp.    Grass  BC tree;  wood 
ana  water  in  abandance. 


Animals  in  corrals ;  grain  and 
*'     teed  purchased. 


This  is  not  the  nsaallytraToled  road  between  CaQon  City  and  Colorado  Springs;  it  is  called  the 
"tih>rt  cnt."  bat  is  impracticable  for  heavily  loaded  wagons  between  Bdaver  Creek  Crossing  and  Big 
Tarkey  Creek. 


LIST  OF  ROAD  DISTANCES  BETWBRN  PROMIXBXT  POINTS,  MEANDERED  BY  PARTY  NO.  2 

COLORADO  SECTION,  1876. 

Trinidad  to  Santa  F^. 

Fort  Lyon  to  Trinidad. 

Santa  F^  to  Tejiqae. 

Socorro  to  Las  Lunas. 

Valencia  to  Socorro. 

Socorro  to  Fort  Craig. 

Socorro  to  Gainisa. 

Ojo  de  las  Casas  to  Las  Lunas. 

Pedemal  to  Manzano. 

Tejiqae  to  Pedernal. 

Pedernal  to  Anton  Chico. 

Antelope  Spring  to  Los  Pesos. 

Tangues  de  Joan  Lojair  to  Cienega  de  Tola. 

Anton  Cbico  to  Fort  Lyon. 
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From  Trinidad,  Ck>lo.f  to  Santa  Fi,  N,  Mex.^  via  Long's  Canon  and  Tao$  Pa$8,^Atla*ikeet8 

70A,  70C,  and  692). 


TrlDidad 

Junctions  Long's  Creek  and  Purgatory 
Long'sCafion  Pass 


Vermejo  Creek,  Cameron's . 

Van  Brnmmer  Park 

Ponll  Creek 

South  Fork  Ponil  Creek... 

Pouil  Paits 

Ellzabethtown 

Six-mile  Creek 

Kennedy's  Ranch 

Taos  Pass 


^[onth  of  Fernandez  Creek 

KanchoB  de  Taos *..., 

Junction  with  Government  road. 
Cineguilla 


Plaza  del  Alcalde. 


Pueblo  de  San  Juan 

Santa  Craz 

Pojoaque 

Cuyamunqoe 

Tesuque  

Santa  F6 


Distance  In  mflea. 


0 

Si 

a  ^ 


1 

2 

5 

s 

a 

A 

a 

a 

8 

s 

^ 

^ 

6.54 
31. 51 

19.34 
13.66 
6.00 
7.05 
6.9U 
4.33 
7.25 
7.71 
&06 

14.43 
4.07 
5.34 

8.38 

33.30 

3.04 
4.32 
7.37 
37.34  , 
5.096 
ft.  348 


&54 
88.05 


46.39  , 
60.05 
66.05 
73.10  ' 
80.09 
84.43  ! 
91.67  ' 
99.38  : 
101.44  , 

115.  87 
119.94 
135.38 
133.56 

156.86 

159.80 
164. 03 
171.89 
174. 01 
179. 11 
188.46 


188.46 
181.93 
160.41 

142.07 

138.41 

138.41 

115.36 

108.37 

104. 04 

96^79 

89.08 

87.03 

73.59 
68.53 
63.18 
54.90 

31.60 

89.66 
84.44 
17.17 
14.45 
9.35 


• 


c 


c 

5 

5 


8,408 

7,133 

8,557 


8,333 
9,848 


8,450 
'9,'888 


6,011 
5,756 
5,870 


Remarks. 


Town;  Gorenment  SKeBCT. 

Ranches. 

Good     grasing;   water   b 

spring  below  sommit. 
Ranches. 

Lakes;  fair  grazing. 
Good  grazing. 
Poor  grazing. 
Grood  grazing. 
Mining  town. 
Good  grazing;  raDob«a. 
Deserted;  wood, water, {[Wi. 
Wood,  water,  grau.  beltv 

sammit 
Poor  grazing. 
Mexican  town ;  forage. 

Mexican  town;   wcod  and 

water. 
Government  agency:  Kczi- 
!     can  town. 
Government  agency. 

Do. 

Do. 
Mexican  town. 
Indian  pueblo. 
Military  post ;  large  tova. 


The  road  is  practicable  for  wagons.    Descending  to  Vermqjo  Creek  there  is  a  steep  hill  fbr  half  • 
mile. 


From  Fort  Lyon,  Colo.,  to  Trinidad,  Colo.^Atlas-sheeta  Not,  GZCD  and  70 J. 


Sixer's  Ranch.. 
Alkalis  Station 


Vogers  Cafion. 


Distance  in  miles. 


0 
O 

c  • 

II 


& 


Fort  Lyon «  ... 

Purgatory  River J  J" 

Went  Lns  Animns TvTi 


6.447 
11.981 

10.830 

I 

!  15.613 


Bent's  CaAon ,„  .-., 

Lockwood's  Ranch !  J^' 12* 

Hogback 

Chicoso  Creek 

ElMoro 

Trinidad,  Colo 


16.  773 

14. 619 

10. 346 

5.145 


Hi 
t 

a 


5.  494 
11.  941 
33.  933 

34. 152 

49. 765 
63.347 
80.030 

94.639 

101885 

•110.030 


*^  a 


18.438 

38.658 

44.371 
57.753 
74.536 

89.145 

99.391 

104.536 


Z  e 

9 


3,938 


4,040 
4,040 


4,805 

4,696 
4,997 
5,433 


5.840 


Remarks. 


Government  post 
Poor  grazing. 
Town;  railroad. 
Government  agency. 
4. 136  j  Deserted;  poor  water;  (itth) 

WDOd. 

Deserted;  poor  water;  p«f 
grazing. 
Do. 

Do.  . 

No  wood;  litUe  water  tfd 
grass.  ,, 

Ranches;  grazing  geoerau; 


eaten  np.  ,  _  ., 

Denver  and  Rio  GrsBde  Bui' 

road.  . 

Town;  forage;  Govemais* 

agency. 


Country  generally  worthless.    River-bottom  cultivate<l ;  water  elsewhere  scarce  and  alkaline.  Bluo* 
wooded  witn  pifion  and  cedar.    Grazing  good,  but  usually  closely  eaten. 
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From  Santa  FiS,  N.  Mex,,  to  Ttjertu,  X,  Mex.— Atlas- sheet  Xo.  77  B  and  D. 


Santa  F6.  N.  Mex... 

Forks  of  road , 

San  Marcos  Spring 

Galisteo  Creek 

Old  Placer 

Fork  roads 

New  Placer 

Fork  roads 

San  Pedro 

San  Antonito 

OaSonoito 

San  Antonio 

TVferas 


1.553 
7.384 
3.759 
a  028 
2.541 
3.105 


21,544 

27.739 

34.078 

36.084 

38.537 
45.921 
49.680 
52.708 
55.249 
57.354 


»s  > 

9 

a 


57.35 
47.75 
38.80  I 

1 

'  '6,' 036" 

35^80 

•  •  •      •  ■  «  « 

39.60 

33.27 



30.36 

6,667 

18.81 

11.43 

7.67 

4.64 

2.10 



........ 

9 

Bemarks. 


Town;  Oovernment  post. 

Good  water;     little   wood; 
good  grass. 

Good  water;   wood  plenty; 
{^d  grass. 

Mining  town ;  little  of  any- 
thing. 

Good  grazing  and  wood;  no 
water. 

Mining    town;     wood    and 
water. 

Good  grazing. 

Deserted. 

Mexican  town. 
Do. 
Do. 
Do. 


Grazing  in  general,  good ;  wood,  cedar  and  pifion,  abundant ;  water,  scarce. 

From  Socorro,  N*  Mex.y  northwest  hank  Eio  Grande,  to  Las  Lunas. 


Distance  in  miles. 


Socorro. 


Escondida. 
Limitar  ... 
Palradera . 
Alamillo  .. 


San  G^ronimo.. 

San  Carlos , 

KioPneroo. 

Sabinal  Agency 


Pneblito 

Sabinal 

Banchitoe 

Bosqne 

Pneblitos  de  Belen 


Belen 

Banchitoe  de  Belen. 

LosCharez 

I^as  Lunas 


p 

i  i 

a  ^ 

SI 

p^ 

twee 
tive 

1    " 

4.9fi 
4.23 
3.25 
3.42 

7.27 
1.61 
2.42 
3.83 

3.14 
1.07 
2.32 
.^05 
3.50 

a69 

1.71 
3.65 
5.76 


o 


CO 

S 

e 


4.96 

9.19 

11.44 

14.86 

22.13 
8:174 
2C.  16 
39.99 

32.13 
33.20 
35.5'j 
38.57 
42.07 

45.76 
47.47 
51.12 
56.88 


51.92 

47  69 
45.44 
42.02 

34.75 
33. 14 
30.72 
26.89 

34.75 
83.68 
31.36 
18.31  ;. 
14.81 


Bemarks. 


4.693, 


Mexican  town,  GoTernment 

agency. 
Mexican  town. 
Do. 
Do. 
Mexican  town.  Government 

agency. 
Mexican  town. 

Do. 
Water. 
Mexican  town,  Government 

Rgency. 
Mexican  town. 
Do. 
Do. 
Do. 
Mexican  town.  Government 
agency. 
Do. 
Mexican  town. 

Do. 
Mexican  town,  Government 
agency. 
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From  Valencia,  N.  Mex.,  norikeaet  hank  Bio  Grande,  l»&K2orro,  K,  Mex.—Atlas-ekeet  2^o,  77 D. 


YaleDcla , 

Tome 

Ranchitos  do  Tome. . 

Constanoia 

C  aaa  Colorado , 

Velllta 

Chihaaliua 

Las  Nnetriaa , 

Kanclios 

La  Joya 

La  Joyita 

Sabina 

Pneblito  de  la  Parida 

LaParida 

Socorro 


5.28 
1.15 
3.57 
8.26 
4.80 
1.81 
1.15 

7.ia 

3.15 
6.54 
7.05 
4.99 
1.70 
4.21 


6.43 

10.00 

18.26 

S3. 06 

24.87 

26.02 

33.14 

36.29 

42.63 

49.68 

54.87 

56.57 

60.78 

1 

60.78 
45.50 
54.35 
50.78 
42.52 
37.72 
35.91 
34.76 
97.64 
24.49 
17.95 
10.90 
5.91 
4.21 


I 


a 


3 


4,658 


Bemarka. 


Mexican  town. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Deserted. 
Ranch. 

Town,  Mexican. 
Town. 


Rio  Grande  Valley:  arable ;  generally  entirely  taken  op  with  ranohea.    No  GrOvemment  agenei«a 
eaat  bank. 


From  Socorro,  N,  Mcx,,  to  Fort  Craig, — Atlas-aheets  yoe,  77D  and  &iA. 


Sooorro 

San  Jos6 

San  Antonio 

SanMarcial 

From  Fort  Oraig  to  Bo9qu«eito. 

Fort  Craig 

Contradero 

La  Mesa 

ValTerde 

Bosquecito 


Distance  in  miles. 


5.562 

5.937 

19. 742 


4.098 
1.000 
4.995 
2.360 
91.651 


a 


11. 499 
31.941 


35.339 
36.S39 
40.634 
49.994 
64.645 


bfi 

I 

a 

I 


64.64 

59.08 
53.14 
33.40 


99.30 
9&30 
24.01 
91.65 


> 

I 

It 

9 

5 

5 


4,659 


4,619 


Remarks. 


Mexican  town,  Gk>TenuDe&t 
agency. 
Do. 
Do. 
Do. 


€rOT6mment  poet. 
Mexican  town. 

Do. 

Do. 

Do. 


Ko  wood  near  the  river.    Grazing  fair.    Little  iahalited. 
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From  Socorro,  N.  Mex,,  to  Ojo  de  la  Qiunsa, — Atlas-sheets  Xos.  77 D  and  77  C, 


Socorro 

OJo  de  la  CnlebrA. 


Cafiondel  Agna 

Jonotion  road  ftom  Sooono. 

JTanction  road  ft-om  Socorro. 

Main  fork  roads 

OJode  la  Qainaa 


Bistanoe  in  miles. 


• 


11.198 
8.480 


a 


s 

o 

s 


I 


3a  88 
S7.68 


19.ei8  '    19.  SO 


6.559 

3.309 
1.834 
7.494 


86.237 

29.54 
31.38 

38.68 


18.64 

9.33 
7.49 


5 

5 


d 


Remarks. 


:3 


5,707 
6,833 


4, 659  '<  Mexican  town. 

Spring,  ranch,  wood,  water, 
and  grass. 

Wood,  water,  and  grass  abun- 
dant 

Partially  orer;  no  marked 
trail. 


Ranch,  spring,  no  wood,  poor 
grazing. 


From  OJo  de  las  Casas,  N,  Mex,,  to  Las  Lunas, — Atlas-sheet  2io,  77 D, 


Rio  do  la  Casa. 


OJpolos 

iTnnction  road  to  Cafion  Qjito ... 
Crossing  road  from  Hell  Cafion. 
Crossing  road  from  Hell  Cafion. 

Feralto 

Valencia 

XtasLonas 


Distance  in  miles. 


>52 


& 


5.610 
4.864 
.937 
9.:i60 
3.696 
8.0H8 
1.98if 


J 

a 

I 


10.474 
11. 401 
13.770 
17.396 
19.  478 
81. 464 


s 
s 

Hi 

3 

a 


I 

a' 


o 

0 


I 


1 

< 

81.47 

6,343 

15.86 

11.00 

10,07 

7.69 

4.07 

1.99 

i.981 

Remarks. 


Spring;  wood,  and  fine  gras- 

ing. 
Ranch;  no  wood;  gracing. 

To  Las  Lnnaa. 

Mexican  town. 

Do. 
Mexican  town,  Gtovemment 
agency. 


From  Pedemal  Water-hole  to  Manzano,  Keiv  Mex, — Atlas-sheet  No,  77D, 


Diatance  in  miles. 


• 

si 

2| 

oS 

p  ^ 

2t 

^3 

4^ 

1 

1 

e 
a 

N 


a 

I 


Pedemal  Water-hole 


Janction  road  to  Estancia 

fork  road  to  Loa  PoBoa 

X«os  Cafionoitos 

•Tnnction  read  from  Los  Posos 

I'ork  to  MestefiUo 

I4^cnna  deSol 

Pork  of  roada 

Junction  road  from  Pedemal . 


Ojo  de  Estaficia 

Janction  road  to  Mestefiito. 
Crossing  road  to  Manzano . . 

Pontadel  Agoa , 

Manzano 


1.000 

7.806 
12.098 
1.775 
1.349 
4.644 
4.989 
5.486 
3.343 

3.186 

11. 868 

2.173 

5.071 


8.806 
20.904 
84.679 
34.038 
88.674 
.33.663 
39.089 
42. 433 

45.553 
57.  4i20 
59. 593 
64. 664 


64.66 

63.66 
55.85 
43.75 
41.98 
40.63 
35.99 
31.00 
25.57 
88.83 

19.10 
7.24 
5.07 


Remarks. 


7,140    Spring  in  spnr  of  peak  to 
soaUi. 


Water  •holes,  permanent. 


6, 041  ,  Salt  lake. 


6,177 


Ranch;  forage  and  grazing 
good. 


Mexican  town. 
Do. 
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From  Ttjique,  If,  Mex,y  to  Pedemal  Water-hole»'-Aila$'9htet  Xo,  77D. 


Distance  in  miles. 


it 


Teliqne 


o  de  EiitaDcia , 

Crofls-road  from  Antelope  Spring . , 
Bead  from  Antelope  Spring  ...... 

Janotlon  road  from  Los  Poeoe  . .... 

Pedernal  Water-hole 


17.794 
4.550 
6.857 

13.  419 
l.t)00 


e 

& 

H 


I 


S2.344 
39.901 
43.620 
43.620 


•J 


I 


4.\69 
95.63 
91.28 
14.49 

1.00 


I 


I? 

U 


6,177 


7,140 


Bemarks. 


Mexican  town. 
Kanoh  spriac. 


Spring  on  aoath  ipnr  from 
peak. 


F^'om  Pedemal  Water-hole  to  Anton  Chico, — AUas-sheet  No,  69D  and  7SA, 


Pedemal  Water-hole 


Albnqnerqne  road 

La«  Tanqnes  Smpedrador. 

Cafion  Blanco 

Anton  Chioo 


Diatanoe  in  milea. 


« 
0 

u 

•  ► 


11.78 

6.74 
11.73 
ia65 


•  2 


18.  52 
30.25 
4&90 


a 

e 
•** 

o 


I 

It 

« 

Zi 

0 

5 


4&90 

37.12 
30.38 
18.65 


7,140 


Bemarka 


Spring  on  aonth  spar  froa 
peak* 

Water-holes,  not  penuwsL 
Water-holea. 
Mexican  town. 


Graring  excellent  every  where;  wood  occnrs  on  highest  points,  bat  nanally  at  some  <tistsnw>  fits 
water.    Sey ond  Pedemal,  wood  and  grass  abundant. 


From  AnUHope  Spring  to  Lob  Potoe  del  Pino, 


Antelope  Spring 

Cross-road  f^om  Estanoia 

Lagnna  de  Sal 

Tanqnes  de  las  Caminos 

Junction  main- road  to  Stanton 
Los  Pesos  del  Pino 


Distance  in  miles. 


s 

is 


ao5 

7.85 
9.93 
9.25 
7.13 


e 

QQ 


I 


15.95 
95.78 
35.03 
42.16 


f^6 

a,  O 

a"* 


42.16 
34.11 
96.31 
16.38 
7.13 


> 

I 


I 

5 


6,991 


6,041 
"6,'iS 


Bemarks. 


Banoh,  Gorecnment  H«b<7- 

Water-hoIe«t  not  pennaMB^ 
Bancb,  Government  s^eacj. 
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From  Tanques  de  Juan  Lujan  to  Ciencga  de  Tula. 


Tanqnes  de  Juao  Livian 

Aho  Poeblo 

Paeblo  de  Qnari 

Pnnta  de  Aqaa 

MeAtefiito 

Cieaega  de  Tala 


DUtance  In  miles. 


o 
e 

Si 

c  a 


& 


7.55 
12.93 

0.92 
11.55 

4.46 


•a 


20.48 
21.40 
32.95 
37.41 


3. 

p  «s 
.2d 
OH 

a 
^ 


37.41 
29.66 
16.93 
16.01 
4.46 


> 

e 

•s 


So 

•a 
33 


6,268 


Bemarks. 


From  La  Liendre^  N,  Mex.,  to  Fori  Lyon^  Colo. 


L%  Lieodre  Charch 

Head  Cafion  delAgua 

Camp  71 

Las  Ve(ra8 

I^s  Alamos .- 

Fort  Union 

Collier'A  Ranch 

LaaGallinas 

ApachftSpring 

Oca  te  Creek.. 

Kock  Ranch 

Chico  Spring...' 

Kiowa  Spring.  Taylor's  Ranch 

Camp  77  (ponds) 

PinaTeto  Spring..: 

"Walter's  Ranch 

£mery's 


Distance  in  miles. 


i 


si 

«  9 
4*  > 

OQ 


7.37 
2.34 

9.90 
11.30 
18.86 

5.61 

6.61 
10.74 

9.6-2 
11.67 
20.81 
13.00 

4.25 
11.91 

6.24 

4.69 


& 

a 

9 

a 

e 


7.37 

9.71 

19.61 

3a  91 

49.77 

55.38 

61.99 

72.73 

82.35 

94.02 

114.83 

127.83 

132.08 

143.99 

150.23 

154.92 


! 


a 


«  > 


154. 92 
147.55 

145.21 

135.31 

124. 01 

105. 15 

99.54 

92.93 

82.19 

72.  .I? 

60.90 

40.09 

27.09 

22.84 

10. 93 

4.69 


6,353 
6,736 


6,789 
6,715 


5,844 
6,882 
7,226 
7,036 


6,080 


Remarks. 


Mexican  town 

Water-holeii  and  springs;  de- 
serted honoes. 

TVater-boles. 

Town ;  Government  agency. 

Town,  Mexiciin ;  forage. 

Post. 

Spring,  private. 

Mexican  town. 

No  wo<m1. 
Do. 

Government  agency. 
Do. 

Spring ;  no  wood. 

Water  slightly  brackish. 

Wood  abundant. 

Head  Dry  Cimarrrn  Cafion. 

Government  agency ;  Dry 
Cimarron. 


From  Anton  Chico  to  Fort  Lyotiy  Colo. 


Bmery's  Ranch 

Toll-gate.  Metcalfs 

Iteundary  (nearly) 

Chaqaaqao  Cafion 

Fork  roads  ....^ 

Pinavete  Spring 

Camp  bea<i  Plum  Cafion 

Heaa  Smith's  Cafion 

Camp  Smith's  Cafion 

Pnrgatoire  Ranch,  Nine-mile  Bottom 

Alkali  Cafion 

Sixer's  Ranuh *.. 

Fort  Lyon 


Distance  in  miles. 


o 

H 

8| 


2.45 
5.38 
9.35 

12.65 
2.56 
0.08 
4.33 

20.27 
8.90 
7.92 

11.70 
9.6d 


8 

U 

I 

I 


2.45 

7.83 

17.18 

29.83 
32.39 
41.47 
4.5.88 
66.09 
74.99 
62.  H9 
94.59 
104. 27 


g 
>^ 

a 

p 


> 
e 

■s 


o 

0 


Remarks. 


103.97 

6,080 

100.82 

95.44 

86.09 

5,932 

73.44 

70.  88 

62.80 

5,754 

58.47 

38.20 

4,523 

29.30 

21.38 

9.68 

4,035 

3,938 

Government  agency. 


Water-holes ;  grazing ;  little 
wood. 

Wood,  water,  and  grass. 

Water-holes;  wood;  grazing. 

Water. 

Wat«r;  little  grass  and  wood. 

Ranches. 

Stage  station,  deserted. 

Government  agency. 

Post 


78  E 
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LIBT  OF  ROAD-DISTANCEd  BETWEEN  PROMINENT  POINTS,  MEANDERED  BY  PARTY  NO-  1, 

CALIFORNIA  SECTION,  1876. 

Carson  to  Reno. 

Reno  to  Beckwith's  Store. 

Reno  to  Milford. 

Reno  to  Tnickee. 

Reno  to  Milton. 

Truckee  to  Sierraville. 

From  Carson^  Nev.,  to  Reno,  Kev. — AtUu-Bkoet  No,  47d. 


Carson 

Franktown 

WasboeCitv 

Steamboat  S^pringa 

Hoffakers 

Keno 


Distance  iu  miles. 


0 

I* 


10.080 
4.971 
5.501 
^.7C6 
6.707 


I 

a 
g 


0.000 
10.080 
15. 051 
20.552 
25.S58 
31.965 


e 

s 

p; 

a 

I 


31.965 
31.885 
16.814 
11.413 
6.707 
0.000 


• 


o 

p 


i 


Bemarkfi. 


State-boase. 
Railroad  station. 

Do. 

Do. 

Do. 
CrosainK  C.  P.  B.  S. 


From  Reno,  A>r.,  to  Bechcith*8  Store^  Cah 


Reno 

Peayine  Rancb.. 
Janctioo  House  . 

Hmnmit 

Beckwith's  Store 


Pistanoe  In  miles. 


0 

a  ^ 

4^ 


10.741 

14.049 

3.610 

11 322 


o 

s 

p$ 

a 

I 


0.000 
10. 741 
24.7d9 
38.399 
42.681 


i6 


i 


SQ 


42.621 
31.8(« 
17.832 
14.822 
0.000 


> 


o 


1 


Bemarkow 


Post-OfBoe,  Slerrm  TaUey. 
Da 


From  Reno,  Nec,y  to  Milford^  Cat, 


Reno 

Jnnctien  Honse 
Willow  Ranch.. 
Milford 


Distance  in  miles. 

1 

it 

•0 
0 

< 

Between  consecn- 
live  points. 

• 

s 

s 

• 

•0 

94.789 
21. 619 
17. 817 

0.000 
24.7H9 
46.  40H 
64.335 

64.325 

39.4.36 

17. 817 

0.000 

Remaiks. 
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• 


Dlitaaee  in  miles. 


Reno 

Crystal  Peak 

Porks  of  Henneea  Paaa  Road 

Virffinia  Hooae 

Proeaer  Creek 

Tmckee 


13.705 

s.es« 

4.500 
4.474 
4.056 


«.000 
12.705 
18.  S.'iS 
83.135 
17.009 
31.6115 


31>665 

18.900 

13.110 

&530 

4.056 

0.000 


I 


at 


Remarks. 


Yillsffe. 
Stage  statioa. 


From  BMOf  Nev,,  to  MiUon,  CdU 


Distance  In  miles. 


Reno 

Forks  of  Heaness  Pass  Soad 

'^ebbex  Lake 

Milton 


li 


lasss 

1&636 
11.835 


aeoo 

1&555 
37.181 
49.006 


49L006 

30.451 

11.835 

8.000 


5 


2*3 

5 


2 


Remarks. 


From  DruokoOf  Cal,  to  Sierraville,  Cat. 


«  1^^ 


Troekee. 

Prosser  Creek 
Cory's  Ranch. 
SiemtTille 


Distance  in  miles. 


1^ 


i 


4.056 
lt.4l3 
10.671 


i 


a 


0.000 

4.056 

15.469 

36.140 


I 

a 

£ 


96.140 
23.084 
10.671 

aooo 


I 

m 

0 


Remarks. 


I^iar  or    ROAD-DISTAIfCKS  BBTWESN    PROMINENT  POINTS,  ICEANDBRED    BT  PARTY  NO. 

2,  GAUVORNIA  SflCTION,  187& 

Carson  to  DaytoiK 
Canon  to  Steamboat  SpriogSv 
Canon  to  Warm  Springs. 
McKinney's  to  Tmckee^ 
Virginia  City  to  Dayton. 
Virginia  City  to  Canon. 
Virginia  City  to  Steamboat  Springs^ 
Carson  City  to  Rowlands. 
Rowland's  to  Genoa. 
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From  Car9on,  Xev.f  to  Dayton,  Ner, — Atlaa-aheet  Ko.  47  D. 


Carson 

Empiie 

Hair-wav  Houne. 
Mound  llonao . . . 


Dayton , 


Distance  in  mllea. 

• 

c 

M 

1 

0 

fZ 

■II 

1 

1 

1 

•0 

2 

Bemarka. 

1 

1 

1 

1 

a.  70 

11.85 

AttlMcapiUi: 

2.55 
0.55 
5.05 

3.70 

a  15 

6.S5 

5.60 

6.80 

5.05 

VlrxlBia  and  Traekee  Kail 
road. 

11.85 

.•*••••• 

At  the  poftt^ffice. 

Carson,  Nev.f  to  Steamboat  Springs,  (via  east  side  Washoe  Lake.^ 


Carson 

Lake  View 

Waahoe 

Steamboat  Springs 


Distance  In  miles. 


if 

gO. 
If 

& 


4.17 
10,15 

5,59 


B 


4.17 
14.32 

19.91 


I 

e 


19.91 

15.74 

5.59 


5 


o 


Kemarka. 


At  the  oapitaL 

Bast  side  of  lake  from  Lake 

View  to  Wasboe. 
Virginia  and  Tmckeo  Rail- 

road. 


Carson  to  Warm  Sjrrings. 


Distance  in  miles. 

> 

1 

1 

0 

& 

^i 

& 

§9 
«  o 

d 

• 

2 
2 

Beaiarlui. 

It 

o 

i 

1 

n 

1 

fti 

f^ 

•^ 

Carson 

At  the  oapitaL 

Warm  Snrinfirs  ...................... 

1.71 

State-prison. 
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fVoM  McSinney't,  Lake  Tahot,  Cat,  to  Truckte,  Cat. 


|i 

1 

"i'ie 

ie!§i 

TrnekMi 

boe  torn  pi  ka  rrad. 

Fnm  nrgittia  Citg,  Na.,  lo  DagUM,  Nev.—Alltuthett  Jfo.  i7D. 


Uh. 

1^ 

• 

S 

1 
I 

1 

.    ^^ 

3.7* 

S.83 

0.J8 

AttbeiUg-aUff. 

' 

Fnm  Virginia  City,  Ntir.,  la  Canon,  Nes.—Aaa»-thett  No.  AID. 


Di.Un«.i.=.il«. 

1 

li 

3\ 

1 

1 

1 

VI  «inl    CIt 

3.^* 

10.73 

n:«7 

14.  <7 

At  the  ciplt^ 
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JV«m  Virginia  diy,  Kw.,  to  Steamboat  Sprimg%,  Net.-^Atkuraheet  47/>. 


VIrginUClty 

Toll-HouM 

Fiyo-HileHoaae.. 
Xagn^lia  House . . . 
Steaittboat  BprlBga 


TMBUimr#  im  inHet. 


9.51 
3.17 
3.S9 
S.95 


I 


9L51 

5.68 

&90 

IK  15 


ll 


a 
I 


CO 


11.15 
a64 
5.47 
8.35 
0.M 


ii 


a 

■a 


At  Intenufctloital  HoteL 
On  Qeiger  grade. 

Fbot  of  G^igerKnide. 
Yirginia  and  xiiaAka*  Sail- 
rrad. 


From  Canon  Ciiy^  Xw.,  to  Bowlamd'Sy  Cah—Atlaa^heotd  No*.  AID  and  56B. 


Canon 

Swlft'a  Station  ... 

Sammit  Camp 

Spooner's 

CTlenbrook 

CavoRoek 

ZAphyrCoye 

Small's  SUtion... 
Kearney's  Station 
Rowland's 


Diatanee  in  milea. 


§•9 

I' 


9.41 
S.55 
0.85 
S.39 
3.33 
3.33 
4.15 
0.90 
9.50 


a 


9.41 
11.96 
13.81 
15.30 
18.58 
30.85 
96.00 
35.90 
88.49 


I 

a 


«  s 

a 


£ 

% 

38.49 

4,665 

19.06 

»••••••• 

16.53 

15.68 
ll39 

9.97 

7.64 

3.49 

8.50 

At  the  eapitol. 
On  King's  CaHoo 


^oifi  EowlantPSf  Cal,  to  Gewa,  ^Tev.,  (na  Kin»gJmry  grade,y^Atla*^ikeei  5dB. 


Rowland's 

Smairs  Station 

Snmmit  Kingsbnry  grade 

Haines's... 

Genoa  Hot  Springs 

Oenoa 


Distance  in  milea. 


a 

8. 


I 


3.46 
3.39 
5.04 
1.14 
1.88 


1 

I 

a 

I 


3.48 

6.70 

11.74 

18.88 

14.76 


a 


14.76 

11.88 

8.06 

3.08 

L88 


I 

I 


Remarks. 
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C&noD,  Ifev^  to  AiutiD,  Nev.,  roalet  Ko8.  1,  2,  and  3. 

Honnd  Hoase,  V.  A  T.  B.  K,  to  Dekil  Horse  Well. 

WmdHWorth,  C.  P.  R.  R,  to  Mmou  Vatler. 

WsdBWortb,  C,  P.  R.  R.,  to  Dead-Horee  Well, 

Wadswortb,  C.  P.  R.  R,,  to  Lodi  MiQinK  Distrlot. 

Wadswortb,  C.  P.  B.  R.,  to  EUwortb  sod  lone. 

Austin,  Nevada,  to  Elawortb,  Nev.,  tU  Lower  Beeea  Rivet  Valley. 

Anetin  to  Elswortb,  vU  lone,  Nev. 

Anstin  to  Schmidtlein's,  Kington  Cnnon, 

Dewl-Hone  Well  to  Elsworth,  via  Old  WelliugtoTi  Road. 

BOITTX  No.  1. 
From  Cm-wn  City,  Nw.,  to  Aiutim,  St^.—AilM-thetU  Not.  AID  and  48  C  4-  D. 


miu 

^inmllB^ 

1 

i 

1 

1 
1 

R«iiiarli>. 

8.M 

3.4S 
i.M 

It.  IS 
10.19 

t8T 
S.«8 
(.11 
1<L91 

KLM 

3.3a 

7.11 

».S5 
7.» 

<im 

S3,  or 

5AM 

a.ss 

66.10 
100. 90 

1U.3T 

11B.8T 
I3».T3 

153.  se 

nail 

114.  W 
lO&Ol 

69.03 

<Lefl 

W.50 
11.39 

4.099 
4,S53 

4,318 

4.001 

:^se9 
3.iNa 

3,M4 

aou 

4.S04 

4,703 

4,eie 

5,418 
9,113 

■■«.'7e« 

^904 

8:''i?isi^t;:^™b««f 

SUtlon  VfrcHnlMnd  Tmokw 
R>nr«d. 

•  J^  ^ 

HajBaticb;  wBter;  iio<rODil. 

■WiWrVlutlS^wood,  fonge 
Bridge,  little  wood;  for>|« 

8^     Cl.ir' 

Rmch;  no  wood;  good  gTM- 

iDR. 

n^Fi  no  wood:  UtUegru- 
ing . 

wttaJf"Sul6'i™ing;   DO 

ci?r;f: 

HOTX.— Tfa(  kboTB  1>  tbe  naoilly  travolwl  roDte,  ud  (he  boat  rood  between  Cor»ii  nod  Ani 
thol  rrom  PutWTwiD'o  loAoatln.  Tbe  roate.iU  Snlth'a  CtMk  (Me  Route  >'o.  31)  gbonli) 
■ccommodMlou  kre  raqnlred  eo  tonta,  there  being  dodo  hetweeo  Patlsroon'*  and  Jacobiill 
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ROUTE  KO.  2. 
From  Carson  City,  NeVjy  to  Austiny  Net. — Atlfu-sheeU  Xos.  47  i)  and  48  /). 


Carson 

DAvton 

Old  Fort  Cb urchin 
BuokUuds' 


Old  Well 

CaraoQ  Lako  . . . 
Salphar  Spring. 
Sand  Spring.... 


*  * 

Patternon's. .. 
Antoines 


Bircblni'tt 


Half-way  House. 
Austin 


Diatanoe  in  miles. 


0 

2** 

I 


ia.n 

21.  »9 

1.11 

11.19 

1150 

13.61 

&00 

44.53 
14.37 
22.32 


5.06 
5.G9 


I 


a 

£ 


174. 16 
161.99 
33.  56  ;  140. 60 


31.67 
45.66 
00.36 
74.17 
82.17 


196.70 
141.07 

163.39 


166.47 
174. 16 


139.  49 

128.30 

113.80 

99.99 

91.99 


47.46 
3X09 

10.77 


S.69 


9 
> 

z  • 

o 

;i 

a 


4,699 
4,376 
4.  'i-W 
4,151 


3,863 
3,972 
3,926 


5.213 
6,517 

5,743 


5.726 
6,594 


Remarks. 


See  BoQte  No.  1. 

On  Carson  River,  <deaertrd  j 

Toll -bridge  over  Canon. 
Ranch. 

Hontons,  (deserted.)  no  gnu 
or  wood. 

Little  gnus;  poor  water:  bo 
wood. 

Road  station ;  wood  and  for- 
age pnrrhaaed. 

Road  station;  water,  wood 
and  forage  purchased. 

See  Route  No.  1. 

Smith  CnM>k,  Milk  BaMh; 
forage  most  be  purchjund. 

Reese  River;  raxich;  no  tim- 
ber; forage  must  be  par- 
chasecL 

Well ;  no  wood. 

Wood  and  fwrnge  purduiol 


From  Buckland'n  to  Sand  Spring  is  a  deserted  mad  and  without  accommodations  at  present  bet«e«n 
Bucklands'  and  Sulphur  Springs,  the  first  telegraph  and  old  stage  road.  Also,  from  Bnokland's,  Route 
Xo.  1,  can  be  joined  via  Gates,  on  Cnrson  River,  («  miles,)  and  striking  the  firit  route  between  Coney  i 
and  Log  Cabiu,  (10  miles  from  Gates,)  about  six  miles  from  Log  Cabin. 


ROUTE  NO.  3. 
From  Carson  Citif,  Xev,,  to  AusHUf  Neo, — Atlas-sheets  Xos.  47  D  and  48' D. 


Carson 

* 


S«int  Clair's  Station. 

Crosslug  Curson 

Stillwater 


Mountain  TVoll. 

Summit 

West  Gate 


Austin 


Distance  in  miles. 


O  9 


& 


56.94 

3.72 

13.71 

14.55 

0.95 

21.50 


64.97 


>* 

•0* 
U 
a 


a 

I 


176. 34 

119.40 
115.68 
101.  97 

87.42 
86.47 
64.97 


a 
a 

a 

2 


60.66 
74.37 

68.92 

89.87 

111.37 


17^34 


g 


m 
«•   . 


9  % 


4,699 

3.989 
3.978 
3,954 


5,88'4 
4,504 


6,594 


Remarks. 


Capital  of  Nevada. 

See  route  No.  1. 
Bridge:  ranch  near. 
County  seat  of  ChurobtU 

County,  Nev. 
Poor  water ;  wood ;  no  grtrinj- 
Wood ;  no  water  or  gnM>' 
Good  water;  no  wood:  fonf* 

purchased.  SeeRoateNo.1- 

City  ot 


Ranch  about  one-fourth  mile  beyond  "Crossing." 

Old  mining  town,  La  Plata,  3  milea  ftom  "  Summit,"  is  reached  by  road  that  tums  to  the  north  at  tbM 
point. 

There  is  a  telegraph  station  at  Stillwater,  and  this  road  follows  the  telegraph  line  to  West  Gste. 
thence  to  Austin  the  telegraph  is  via  New  Pass  and  Mount  Airy.  This  was  the  last  route  of  the  Over- 
land Staare  Company. 

From  Siill water  there  is  a  road  (little  traveled)  to  Sand  Spring,  distance  21  milee. 
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l^ofii  Mound  House  to  Dead-Horse  TVelh—Atlaa-sheet  No.  57  A, 


Moand  House 

Davton 

ToilGate 

Churchill  Cafion 

Forks  of  road 

Schwartz , 

First  Crossing 

Mason's 

Geiger's 

Lee's  Min 

Indian  Agency.., 
Doable Sprinsr  ... 
Dead-Horse  Well 


Distance  in  miles. 


0 

I* 


& 


5.or> 

11.02 
9.84 

3.46 
6.19 
5.12 

6.00 
1.40 

0.60 
17.80 

9.00 
19.00 


a 
a 
o  • 

o 
u 


ir.08 

25.92 

29.38 
35.57 
4a  69 

46.69 
48.09 

4a  69 
66.49 
75.49 
94.49 


s 

o 

n 
•53 

CB  o 

B 
S 


9149 

89.43 
78.41 
68.57 

65.11 
5a  92 
53.60 

47.80 
46.40 

45.80 
2a  00 
19.00 


> 


••a 


0 


4,376 

4,260 


4,272 

"4,345 

4,348 
4,352 

4,3.50 
4,120 


4,117 


Bemarks. 


Station,  Virginia  and  Tmckee 

R.  R. 
Town  of.  Carson  Rlrer  bridge. 
On  Carson  River ;  ford  near. 
Water  and  little  wood;  no 

grass. 

First  ranch  in  Mason  Valley. 
Portion   Walker  River;   no 

timber;  grazing. 
Ranch. 
Near    second    ford    (malo) 

Walker  River. 
Water-mill. 

Lower  crossing  W.  R.  ford. 
Water;  no  wood. 
Water ;  no  wood  or  grazing. 


From  Dayton,  a  toll-road  is  being  constmcted  through  Mason  Valley  toward  Bellville. 

Dead-Horse  Well  is  called  50  miles  from  Bellville.  This  road  is  now  constracted  to  its  jnnetion  with 
the  road  from  Buck  lands  to  Mason  Valley. 

From  Churchill  CsQon  the  left-hand  road,  roakine  a  small  detour  to  the  east,  passes  a  well  and  station 
on  the  Buckland  road,  (also)  2  miles  from  Chnrcbiil  Ca&on.  The  construction  of  bridges,  as  contem- 
plated, over  the  Walker  River,  near  Lee's  Mill  will  materially  improve  and  shorten  this  toll-road. 

From  Wadsworth,  Xev.,  to  Maeon  Valley  Post'Office.—Atlaaeheets  Noa,  48  C  ^  57  A, 


^Wadsworth 

Buoklands 

Sch  wartz 

First  Crossing  W.  River 

Mason 

Geiger 

Mason  Valley  Post-Office 


Distance  in  miles. 

Altitude  in  feet  above 
sea-level. 

Between  oonseoa- 
tive  points. 

1 

•From  Mason  Val- 
ley Post-Offico. 

27.08 

7.25 

2.00 

a  19 

5.12 

&00 
1.40 

1.50 

34.33 

3a  31 

42.52 
47.64 
53.64 
55.04 

5a54 

5C.54 
29.46 

23.21 

90.21 

14.02 

a  90 

2.90 

1.50 

4,102 
4,151 

4,259 
4,272 

'*4,'345 
4.348 
4,352 

Remarks. 


Station,  C.  P.  R.  R. 
Ranch ;  toll-bridge  over  Car- 
son. 
Well  of  good  water;  station. 

First  ranch  in  Mason  Valley. 

Grazing;  no  timber. 

Ranch. 

Near    second    ford    (main) 

Walker  River. 
Small  settlement. 


Stockton  Well,  an  old  stage-station  on  the  overland  route,  is  near  this  road,  and  about  nineteen 
isiJea  from  Wadsworth :  the  station  is  deserted. 
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From  WadBworth,  Net.,  to  Dead-Hone  Well^AUat-BheeU  Nob.  ABC  4- 57  J. 


WAdsworth 

Desert  Well 

B*gtown 

Baint  Clair  SUtioa 

Bchoo]-Hoa«e 

Hill  d:  Grime* 

Hnlphnr  Spring. . . . 

Salt  Well 

Cox's  SUtion 

Sammlt 

DeepHoUow 

Dead-Horse  Well.. 


Diataaoa  in  milea. 


0 
o 

It 
I' 

& 


15.70 
6.45 

3.87 

8.28 
6.47 

10.90 
3.45 
5.84 

5wl6 

a  30 

13.06 


o 

I 
I 


S8.15 

96.03 

39.30 
3^.77 

48.97 
5SL44 
58.96 

63.49 

66.72 

80.68 


i 

e 

II 
I 


80.68 

64.98 
SA5S 

54.66 

4(».38 
41.91 

31.71 
9a  96 
29.43 

17.96 

13.96 


I 

to 

I 

:3 


4,109 
4.031 
4,009 

3,989 

3.  MO 
3,944 

3,979 
4.090 
4,379 

5,609 

5,944 

4.117 


Sution,  C.  P.  R.  B. 
No  wochI  or  frr^zing:. 
Carson  Blver;   litUe  wood; 

forage  parchased. 
Bridge  over  Carson ;   Mk 

w<wd|    forage  porcluMd. 

Bancb;  no  wood;  goodfiai- 

ing. 
Water;  no  wood  or  grsM. 
Poorwater ;  no  wood  or  puL 
No  wood  or  water ;  little  gni- 

ing. 
No  wood  or  water;  UtUstiu- 

ing* 
No  wood  or  water;  little  gni- 

ing. 
Water ;  no  wood  or  gnzia;. 


,1 


The  above  is  the  road  over  which  freisht  is  now  transported  from  Bellvllle,  Nov.,  Dead-Hone  Wei 
being  abont  fifty  miles  from  Bellrille.  Water  for  the  nse  of  the  stations  is  hauled  to  Salt  Well,  Cox'* 
Station,  and  Sammit,  from  near  Snlphor  Springs,  and  to  Deep  Hollow  trom  Dead-Horse  WelL 


From  Wadsworth,  Nev,,  to  Lodi,  Xev. 


Wadsworth 

Desert  Well 

Bagtown 

Saint  Clair  Station . . . . 

Hill  ^Grimes 

Band  Spring 

West  Gate 

Mnddy  Spring  Sammit 

ChftlkWell 

Welsh's 

Lodi 


Distanoe  in  milea. 


0 
0.9 

V    Q 

0  5. 

So 


& 


15.70 
6.45 

3.87 

19.75 
16.51 

90.06 

11.06 

7.46 
10.95 

3.98 


i 

o 

I 


39.15 

26.03 

38.77 
55.28 

75.34 

87.30 

94.76 
105.01 

10&99 


2 


106.99 

99.50 
86.14 

89.97 

69.59 
53.01 

39.95 

20.99 

13.53 
a28 


Its 


3 


4,109 

4,031 
4,009 

3,989 

3,944 
3,926 

4,504 

6,919 

5,690 
5,936 

5,356 


Bemarks. 


Stotion  on  Central  ?*ak 

Bailroad. 
Water;  no  wood  or  grass- 
Carson  Blver;  little  irood: 

forage  pnrehaaed. 
Bridge  over  Canon;  fon|» 

parohased. 
Banoh;  forage  parehssed. 
Forage,  wood,  and  wat^rpor- 

chased. 
Good  water :  no  wood ;  fong» 

parchased.  . 

Winter  spring  i  mile  sooth: 

little  wood  or  graaiax. 
Water;  no  wood  or  gnsutK- 
Water ;  no  wood ;  little  gns- 

log. 
Minea;  no  wood;  no  vatcr; 

little  graaing. 


APPENDIX  NN. 


1243 


From  Wadsworthf  Kev.,  io  ElUworth  and  lane,  Nev, — Atlas-theet  No.  57  B, 


Wadawortb   

I>e«ert  Well 

Ba^^wn 

Saint  Clair  SUtloo 

HlU&Grimea 

Sand  Spring 

^We«t6ata 

Maddy  Spring  Sammlt. 

CbalkWell 

Burnt  Cabin  Somnjit ... 
J*orks  road  to  Bllsworth 
SU«worth 


Diatanoe  in  miles. 


1^ 

8  a 

& 


15.70 
6.45 

a  87 
IS.  75 
16.51 
90.06 
11.96 

7.46 

4.00 
0.50 
9.50 


'3 


92.15 

96.03 

38L77 

5S.S8 

75.34 

87.30 

94.76 

98.76 

99.96 

10a76 


106.76 
9a  06 
86.61 

89.74 

69.99 

53.48 

33.49 

91.46 

14.00 

10.00 

9.50 


« 

I 

zi 

0 

3 

5 


4.109 
4.031 
4.009 

3,989 

3,944 

3,996 

4,504 

6,919 

^690 
6.559 


6,871 


Remarks. 


Station  on  C.  P.  B.  B. 
Water ;  no  wood  or  grass. 
Carson  Biver;   little  wood; 

forage  parchased. 
Bridge  over  Carson;   little 

w(wd }  forage  purehased. 
Banch;  little  wood;  forage 

parchased. 
Forage,  wood,  and  water  pnr« 

ohased. 
Good  water :  no  wood ;  forage 

parchased. 
Winter  spring  |  mile  sonth ; 

little  wood  or  grazing. 
Water ;  no  wood  or  grasing. 
Scant  timber;  no  water. 

Mining   town ;  fbragsi,  &c.. 


pare 


g    towi 
onased. 


From  "forks  of  road"  lone  is  distant  14.5  miles. 

From  West  Gate  a  rente  mav  be  taken  to  Chalk  Well,  as  follows:  To  White  Bock,  6.500  miles ;  water ; 
no  wood  or  graaing ;  East  Gate,  S.710  miles ;  water ;  little  wood,  (ranch ;)  Chalk  Well,  14.000  miles ;  water  i 
no  wood  or  grasing ;  total,  93.81  miles. 

From  Auaiinf  Nev,f  to  Elfsworthf  Nw.—AiUU'Sheeis  Noa.  48  D  and  57  B. 


Aastin 

Silrer  Age 
Crowley^ . 
Snmmit . . . 
Peterson^s. 

Cabin 

KUsworth . 


Distance  in  miles. 


I 


&69 

4.00 

11.95 

9.56 

10.05 

11.76 


19.69 
93.94 
33.50 
43.55 
55.31 


1 
I 


55.91 
46.59 
49.52 
31.37 
91.81 
11.76 


l| 

0 


6,594 
6,014 


6,953 
6,137 
6,597 
6,871 


Bemarks. 


City  of. 

Well :  forage,  ico.,  pnrohaaed. 
Rancn,  Beese  Biver. 
Scant  timber ;  no  water. 
Ranch;  forage,  Repurchased. 
Spring;  no  wood;litUe  gracing. 
Mining  town ;  wood  plenty ; 
forage^  &a,  parchased. 


Boad  but  little  need.    Grade  is  good. 
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KOTTTE  No.  1,  VIA  lONE,  NEV. 
From  Austirif  Xev.j  to  ElUwoi-thf  Nev. — Atla$'9heeis  Nob.  46  D  and  57  B. 


Anntia 

Silver  Age  .. 
Ahlo's  Kanch 

Elkhorn , 

McMahon's  . 

Summit 

lone 

Ellsworth... 


Distanoe  in  miles. 

f 

1 

^ 

• 

§  . 

^ 

J? 

la 

• 

a 

S 

•"15 

ncoi 
poin 

3 

m 

0 

^ 

e  in 
seal 

S  o 

M 

H 

•o 

1 

a 

1 

5 
•a 

< 

f<  69 

60.54 

6,594 

11  "37 

51.85 

6,014 

20.46 

40.08 

5,990 

5.660 

17.46 
4.690 
3.250 

96.14 

34.40 

6,193 

43.60 

16.94 

6.553 

48.  t29 

12.25 

7.48H 

51.54 

9.00 

6,644 

9.00 

60.54 

6,671 

Remarfc-s 


City  of. 

Well :  forage,  Ac,  purchased. 
Beese River;  forage,  &c.,  par- 
chased. 

Do. 

Do. 
Timber ;  no  water. 
Mininjc  town;  wood  plenty; 
forage,  dtc,  parchaaed. 

Da 


Goo<l  wagon-road. 

Buck-board  carries  the  mail  anci  paiwengers  from  Ellsworth  to  A.astin. 

Austin  is  distant  B8  miles  from  Battle  Mountain ;  Central  Poolflc  Railroad  is  connected  bj  atas*-li&£> 

Ranches  are  foand  at  short  interrals  from  Ahles  to  MftMahon's.  along  Reese  River. 


From  AastiUf  Nev,,  to  SchmidtUin^s  Banch, — AtUu-shtet  No.  48  D. 


Austin 

Silver  Age 

Mouth  Big  Creek  Cafion 

Forks  of  Big  Creek 

Summit,  (south  fork) 

Sterling  Mill 

Month  Kingston  Cafion,  Schmidt- 
lein's  Ranch. 


Distance  in  miles. 

« 

1 

a 

9 

1 

•a 

Between  consecn- 
tive  points. 

i 

s 

From      Schmidt- 
lein's  Ranch. 

6.69 
3.80 
9.00 
3.90 
9.60 
1.00 

"ii*49* 

14.49 
17.69 
97.99 
28.29 

2^.29 
19.60 
15.80 
13.80 
10. 60 
1.00 

6,594 
6,014 

'*6,"982* 
8,675 
6.618 
6,230 

Bemarka. 


City  of. 

Well;  forage.  Ac.,  imrchaaed. 
Water;  little  wood  andi^Taaa. 
Water;  little  wood  aadj 


Water;  little  wood 
Water  and  grass. 


Schmidtlein's  Ranch  is  on  the  west  side  of  Big  Smoky  Valley. 

This  is  the  middle  pass  through  the  Toyabe  range,  from  Rt^ese  River  Valley  to  Big  Smoky  Valley. 
The  northern  one  is  at  Austin  and  theaoatbem  one  by  Ophir  Cafion. 


1 
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f^r 
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From  Dead'Horte  Well  fo  EJUtPorth,  Nev. — AtUta-theets  JVb«.  5>7  A  and  57  B. 


I-Hone  Well 

■ 

bmit 
worth 


Distance  in  miles. 


I 

V  o 


& 


10.65 

15.32 

&30 

3.50 


i 

» 

a 


.4 

r 

o 

JO 

I 


23.97 

34.27 
37.77 


37,77 

27.12 
11.80 

3.50 


9 

> 

S 

m 

■*•  . 

V'S 

A    « 

•£■  > 

« 

B  i 

•<M  4 

O  tt 

•o 

p 

*» 

"S 

< 

4,117 

4,213 

7,602 

6.871. 

Bemarks. 


Good  water ;  zio  wood  orgrax- 

Ing. 
Water ;  salt  grass :  no  wood. 
Not  need ;  no  wood  and  little 

grass. 
Timber;  little  grazing. 
Mining  town;  wood,  water, 

and  lorage. 


-Horse  Well  wjs  a  station  on  the  Wellington  stage  road  from  Walker  River  to  Reese  River;  it 
on  tlie  direct  road  from  Wadsworth  to  Bellville,  and  from  Mason  Tallej  to  Bellrille,  50  mllea 
ithe  latter. 

PROGRESS  M^P. 

fhe  changes  noted  on  this  sheet  are,  in  addition  to  the  marking  of 
IS  occupied  and  proposed  for  the  season  of  1877,  and  the  stage  of 
lecation  of  map  results,  the  positions  of  the  present  Indian  agencies, 
naming  of  railroads,  and  an  addition  of  practical  data  showing  the 
iges  in  lines  of  communication,  military  posts,  &c.,  within  the  year, 
e  short  season  rendered  it  impracticable  to  add  so  large  an  area  as 
il  to  that  already  covered  in  previous  years  by  the  several  topo- 
jhical  parties,  and  ray  own  time  was  spent  principally  with  the  party 
grating  in  the  Lake  Tahoe  region  and  in  the  Washoe  mining  district, 
)r  conclnding  the  organieation  of  the  Colorado  section, 
'he  immediate  vicinity  of  Lake  Tahoe  has  been  so  often  described, 
the  later  maps  will  afford  so  much  that  is  an  improvement  to  the 
isent  idea  of  its  mountain  picturesqueness,  that  I  need  only  add 
f  regret  that  the  spoliation  of  the  forests  along  its  shores  has  become 
rapid,  in  aid  of  the  mines  of  the  Comstock,  that  shortly  the  horizon 

E  lake-level  will  be  bare  of  the  covering  that  has  lent  so  much  to  the 
ral  beauty  of  this  peculiarly  interesting  region.  Indeed,  could  the 
tB  of  the  Government  be  again  made  perfect  to  this  part  of  its  domain, 
i  might  be  justified  in  recommending  its  segregation  from  the  ''pub- 
lands,''  that  the  natural  beauty  of  the  forest  might  be  permanently 
l^rved  as  a  part  of  a  lake  region  so  unique. 

PROFILES. 

• 
!he  aneroid  profiles  joining  most  of  the  points  of  importance  within 
immediately  adjacent  to  the  field  of  survey  have  been  prepared, 
have  become  a  matter  of  oMce  record. 

special  profile-map  of  the  continental  divide  from  Gray's  Peak,  Cel- 
lo, to  latitude  35^  in  New  Mexico,  has  been  prepared,  showing  the 
ations  of  the  prominent  peaks  and  passes,  and  upon  it  is  projected 
profile  of  the  ridges  facing  the  plains  from  the  head  of  the  Arkan- 
Bonthward  to  the  latitude  above  mentioned. 

the  passes  leading  westward  and  lying  between  Gray's  Peak  and 
irman,  the  highest  point  on  the  Union  Pacific  Railroad,  (S,242  feet,) 
known  to  be  each  of  greater  elevation  than  those  necessary  to  be 
led,  as  shown  b^^  the  sketch,  in  going  southward  until  near  latitude 
f,  it  appears  that  any  through  railroad  route  to  the  Pacific,  south  of 
CTniou  Pacific  Kailroad,  will  necessarily  encounter  elevations  equal 
[those  given. 
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It  does  not  seem  practicable  to  avail  of  any  new  pass  for  a  through 
western  line  of  railroad  between  latitude  35^and40o,  except  that  at  the 
head  of  Pass  Greek,  a  southern  branch  of  the  Huerfano  that  heads  near 
the  source  of  the  Sangre  de  Gristo  Greek,  and  where,  by  means  of  tun- 
neling, a  transit  of  the  summit  should  be  made,  at  an  elevation  not 
exceeding  an  altitude  of  approximately  0,100  feet  above  sea-level. 

NATURAI.  RESOURCES. 

Upon  the  sheets  in  colors,  showing  the  natural  distinctions  of  the 
surface  occupied,  the  following  divisions  are  made : 

1.  Arable. — This  refers  to  soil  susceptible  of  cultivation  by  the  use 
of  water,  when  it  is  apparent  that  the  supply  is  adequate,  assuming 
that  irrigation  is  necessary. 

2.  Orazing.-^Of  the  various  grades,  often  infringing  upon  the  tim- 
bered area. 

3.  Timber, — ^The  gradations  in  amount,  size,  and  quality  cannot  be 
shown. 

4.  Arid  and  barren.— This  embraces  that  part  of  the  surface  absolutely 
valueless  for  agricultural  purposes,  and  includes  desert  wastes  and  rock 
exposures. 

The  positions  of  mines  in  place  and  placer  are  at  present  shown  only 
on  the  regular  topographical  sheets. 

The  topographical  sheet  upon  which  these  divisions  are  marked  is  a 
reproduction  from  the  original  sheets  regularly  issued.  A  legend  is 
attached  to  the  case  of  maps^  giving  the  geographical  locality  of  each. 
A  description,  supplemented  now  by  the  maps  themselves,  of  sheets 
61B,  61Gc,  65D,  70A,  and  70G,  is  given  in  the  last  annual  report. 

BAROMETRIC  ALTITUDES. 

Work  in  the  meteorological  branch  has  been  confined  principally  to 
the  taking  of  observations  with  a  view  to  their  subsequent  computation 
and  determination  therefrom  of  differences  of  altitude  between  known 
points  and  those  at  which  original  observations  have  been  taken.  Good 
progress  has  been  made. 

The  altitudes  are  at  once  nsed  in  the  construction  of  the  mountain 
parts  of  the  map,  and  upon  the  atlas-sheet  the  altitudes  of  the  principal 
settlements  and  other  marked  points  are  noted,  while  from  time  to  time 
the  altitudes  of  prominent  peaks  and  other  natural  objects  will  be  pub* 
lished  in  list  form. 

The  Signal-Office,  through  the  courtesy  of  Oeneral  Albert  J.  Myer, 
Chief  Signal-Officer,  has  kindly  furnished  transcripts  of  observations 
taken  at  a  number  of  stations  contiguous  to  the  field  of  survey. 

MINING  INFORMATION. 

Fifteen  districts  have  been  visited  and  located  by  the  several  parties. 

The  cursory  examination  that  may  be  carried  out  hastily,  in  a  district 
usually  not  long  discovered,  has  been  made,  and  the  facts  gathered 
made  the  subject  of  a  report. 

At  the  Gomstock  Lode,  made  famous  from  its  large  production  of  the 
precious  metals,  gold  and  silver,  more  extensive  examination  as  to  the 
engineering  features  of  its  mining  industry  has  been  instituted ;  added 
to  the  overground  survey  of  the  contour  and  superficial  improvements, 
underground  examinations  along  profile  lines  separated  one  hundred 
feet  are  in  progress,  and  the  circumstances  of  the  mining  openings  upon 
the  various  levels  will  be  noted,  and  the  marked  features  discovered  will 
be  illustrated  graphically.  The  conditions  of  ventilation  and  drainage 
will  be  made  a  matter  of  special  study,  as  well  as  the  application  of 
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machinery  to  the  liftinfif  of  heavy  weights  from  below  the  sarface  and 
the  conditions  of  practice  in  the  reduction  of  ores.  If  time  and  means 
permit,  nothing  will  be  left  undone  in  the  fall  and  fair  investigation  of 
the  present  condition  of  mining  industry  in  this  section,  as  evidenced 
by  work  already  prosecuted. 

The  Sutro  Tunnel^  well  known  as  the  most  extended  work  of  its  kind 
in  American  mining,  will  be  examined  in  detail,  and  the  rock-specimens 
gathered  during  its  progress  are  likely  to  throw  much  light  on  the 
character  of  the  several  volcanic  beds  or  '^ country  rock"  that  make  up 
the  casings  of  the  ore  bearing  matter.  The  next  annual  report  will 
give  the  progress  made  up  to  that  date,  while  the  finished  results  will 
endeavor  to  show  in  shape  for  permanent  reference  the  present  con- 
dition of  this  industry,  now  so  well  recognized  in  the  western  interior. 

In  this  duty  I  have  been  assisted  by  Mr.  John  A.  Church,  mining 
engineer,  who  has  taken  up  the  underground  work  with  a  commendable 
energy,  and  Anton  Karl,  general  service,  U.  S.  Army,  who  has  been 
engaged  in  completing  plane-table  sheets,  begun  in  the  year  1876. 

THE  EAOLE  AND  WASHOE  TALLET  MINING  DISTBICT,  NETADA. 

[From  notes  by  A.  R.  CoDkling.] 

This  district  was  discovered  and  organized  in  August,  1875,  since  which 
time  the  North  Carson  has  been  worked  continuously.  Its  post-offlce  is 
Carson,  Nev.  It  is  distant  from  railroad  comYnunication  three  miles.  The 
nearest  practicable  route  is  a  wagon  road,  direct  to  the  Carson  Mine,  from 
the  Virginia  and  Truckee  Bailway.  It  is  bounded  on  the  north  by  the 
divide  between  Washoe  Lake  and  Carson  Plain  5  on  the  south  by  Carson 
Kiver ;  on  the  east  by  the  Como  Mountains;  on  the  west  by  the  Eastern 
Summit  Bange.  Area,  about  25,000  linear  feet,  now  taken  up  in  North 
Carson  Mine.  Long  and  narrow  in  shape,  the  trend  is  generally  north- 
east and  southwest.  Other  mining-ledges  are  found  in  the  vicinity,  on 
the  southern  slope  of  the  foot  hills,  with  a  general  trend  north  and 
south.  The  general  direction  of  lodes,  deposits,  and  stratifications  is 
northeast  and  southwest.  The  ore  is  richer,  and  the  vein  enlarges  in 
descending.  The  wall-rock  is  granite.  Its  slope  is  nearly  vertical.  The 
clayey  wall  inclines  slightly  to  the  east.  In  age,  the  country  rock  is 
metamorphic,  granite,  and  hornblendic  granite.  No  fossils  are  found. 
Ores  are  worked  by  the  free  process. 

No  water-level  has  yet  been  reached.  Chloride  of  silver  is  the  chief 
ore*with  some  sulphides.  Silver  is  the  principal  metal,  with  a  little  mala- 
chite incrustating  the  wall-rock.  The  principal  mines  now  worked  are 
the  Montreal,  Emerald,  Clear  Creek,  Niagara,  (described  in  Whitchill's 
report,)  and  the  North  Carson.  The  North  Carson  is  situated  3  miles  due 
north  of  Carson  City.  It  has  one  double-compartment  shaft,  305  feet 
deep.  The  walls  of  shaft  are  well  timbered.  Timber  can  be  hauled  to 
the  mine  from  flume  at  the  rate  of  $12  per  1,000  feet.  At  every  100  feet 
in  the  shatt  there  is  a  station.  At  the  foot  of  the  hill  there  is  a  tunnel 
610  feet  long,  not  yet  (September,  1876)  reached  by  the  shaft.  Two 
hundred  feet  from  the  mouth  of  the  shaft  a  little  rock  has  been  broken, 
i.  e.,  sufficient  to  reach  the  vein.  At  100  feet  level  there  is  a  drift  320 
feet  long.    The  mine  has  good  ventilation. 

No  01  e  has  been  sent  away  from  this  mine  as  yet.  Vein  of  ore  varies 
from  4  to  5  feet.  Seventy-five  thousand  dollars  has  been  expended  in 
the  mineral  development  of  the  North  Carson  Mine.  The  average  cost 
of  milling  labor  per  day  is  $4.  Cost  per  foot  for  sinking  a  shaft  on  a  main 
vein  is  from  $60  to  $70.«  Average  cost  per  foot  for  running  a  drift  on  a 
main  vein,  $30.  Hay  is  $30  per  ton.  Oats,  3  cents  per  pound ;  an  abun- 
dant supply  of  both.    Facilities  for  raising  farm-produce  are  good. 
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Timber  and  wood  abandant.  Water  at  North  Carson  Mine  is  bronglit 
from  Virginia  water-hoisting  works.  Main  tapped  If  miles  from  Carson. 
There  is  one  stage  and  several  freight  lines.  Five  churches,  2  school- 
hoases,  many  stores,  and  2  banking-houses.  The  Indians  are  those  of 
the  Washoe  and  Shoshone  tribes,  and  are  few  in  number.  The  principal 
silver-mining  companies  are  the  North  Carson,  Ajres  and  Hopkins, 
Gould  and  Barnhart,  Ida  Ayres,  All  Bight,  Ayres's  Consolidated,  Huston, 
and  Montreal  and  Emerald.  These  companies  are  incorporated  under 
the  laws  of  California. 

NATURAL  HISTORY. 

In  geology,  Mr.  A.  E.  Conkling  submits  a  report  of  his  observations 
made  in  the  Sierra  'Nevada,  in  the  vicinity  of  Lake  Tahoe  and  to  tbe 
southward,  and  has  collected  a  number  of  fossils.  His  report  upon  the 
results  of  an  examination  of  a  number  of  microscopical  section  of  rocks 
from  varioas  localities  is  herewith. 

Mr.  H.  W.  Henshaw  has  made  an  ornithological  report  as  the  result 
of  his  season's  labor,  and,  as  well,  has  collected  specimens  in  other 
departments  of  zoology.  The  results  from  further  examinations  by  Dr. 
J.  T.  Rothrock  and  Prof.  P.  W.  Putnam,  the  one  in  botany,  the  other 
of  the  archaeological  collections,  with  their  colaborers,  will  appear  in 
volumes  6  and  7. 

The  following  gives  a  list,  as  prepared  by  Mr.  Henshaw,  of  the  varioas 
lots  and  specimens  forwarded  by  the  expedition  to  the  Smithsonian 
Institution ;  all  of  which  have  been  donated  to  its  museum,  their  prac- 
tical importance  to  the  survey  having  ceased  with  the  examination  and 
reports  made  thereupon.  The  list  is  tak^n  from  the  records  of  this 
office  and  those  of  the  Smithsonian  Institution: 


LUt  of  naiuraUhiatory  collections  forwarded  to  the  Smithsonian  Institution  during  the  year¥ 

1871  to  1670,  inclusive. 


Sabjects. 


Vertebrate  fossils {JIT!"®"::: 

luvertebrate  fossils specimens.. 

Crustecea,. { lo^!!".*!"":: 

Mollasca {  roU*'!"(^.°^ 

Mammals specimens.. 

Birds  aud  mammals,  (alcoholic,)  speci- 
mens. 

Mamjual  crania specimens. . 

Birds specimens.. 

Bird  crania,  (Htema,  &o.)  ..specimens.. 

Bird-skeletons speciroen». . 

Bird-embrjos specitnons. . 

Bird-nests specimens . . 

Bird-e>;g8 Hpecimens.. 

Reptiles,  (batrachians). ..  J  f Pt^!"!!"!.* ! 

Fishes liX!°!!°f:: 


Hymenoptera 1  K"!!"!: 


Lepldoptera {  l?u  !^.!°!: 

Diptera j  lo^u '"'^"■ 

Coleoptera {^j^] 

Orthoptera j  fPt."*.".!"" 


Arachnida { lo^JS'^''"*" 


Botanical  specimens |  fots^!?.!°!; 


1871. 


1872. 


126 


9 


60 


12 

135 

27 

15 

3 


1,300 
135 


1,  42C 


1873. 


1,566 


21 


532 
4 


10 

20 

550 

109 

275 

48 


100 
5 


600 

6H 

135 


37 

659 

31 

4 


20 
193 
950 
192 
850 
109 
450 

43 
S88 
144 

50 

13 

4,500 

240 

500 

48 
2.^) 

26 


1874. 


250 


250 
23 
52 


3 

1,055 
22 


6 

11 

750 

140 

650 

9i 


4,200 
211 


1875. 


500 
1 

"ioo 

1 

1,000 

95 

43 

26 

18 

793 

9 


14 

750 
153 
800 
116 
790 


4i«3 
162 


1,200 
18 


100 
16 


1876. 


200 
14 

150 

IS 

10 

4 

2 

150 

2 


83 

8 

350 

49 

50 

3 


2,000 
34 


Total 
speciuieiia. 


} 


soo 

3,36? 

30d 

3.O0O 
•270 

60 

«}H 

4 

5 

36 

250 

3.218 

2.940 

SCO 

771 

50 

13,300 

500 

350 

•11,000 


*  Approaimate. 
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PUBLICATIONS. 

DariDg  the  year  tbe  following  maps  have  been  pablished: 

Progress  map  of  1877. 

Profile  map  (contiuental  divide  from  Gray's  Peak  to  latitade  35^.) 

Topographical  atlasslieets  53  G,  61  D,  65  D,  69  B,  70  A,  70  O,  77  B. 

The  natural  resources  of'five  of  these  sheets,  in  colors,  will  be  found 
accompanying  the  edition  of  the  annual  report,  printed  and  placed  at 
the  disposal  of  this  office. 

Maps  in  color  showing  the  natural  advantages  of  the  area  delineated 
in  sheet  61  Gq,  (San  Juan,)  and  61;  (B,)  Upper  Arkansas  Valley,  are  also 
added. 

The  volume  numbered  four  (Paleontology)  has  passed  through  the 
press.  Proof  of  nearly  half  of  volume  II  has  gone  to  stereotype.  The 
proof  of  a  portion  of  the  <'  Star  Gatalogue''  mentioned  in  my  last  report 
has  been  read,  and  this  valuable  catalogue  will  be  in  the  hands  of  ob- 
servers during  the  coming  season,  should  longitude  and  latitude  obser- 
vations be  prosecuted. 

Two  thousand  copies  of  my  annual  report  (Appendix  J  J,  annual  re- 
port Ghief  of  Engineers  for  1876,)  have  been  published,  with  a  folio  of 
the  regular  atlas-sheets  issued  during  the  year  ending  June  30th,  1876. 

The  following  atlas-sheets,  seventeen  in  number,  are  in  various  stages 
of  completion,  viz  :  47  B,  47  D,  48  G,  48  D,  52  D,  62  A,  62  G,  69  A,  69  G, 
73  A,  73  B,  73  G,  73  D,  77  G,  77  D,  78  A,  84  A. 

A  number  of  sheets,  enumerated  below,  have  been  plotted  in  various 
scales,  and  have  either  been  published  or  are  awaiting  publication,  as  fol- 
lows :  Lake  Tahoe  region,  1  inch  to  1  mile ;  route  of  party  No.  1,  Califor- 
nia section,  1875,  1  inch  to  4  miles ;  map  of  Virginia  Gity,  Nov.,  and 
vicinity,  1  inch  to  500  feet  y  three  plane-table  sheets,  Virginia,  Nev.,  and 
vicinity,  1  inch  to  1,000  feet :  prelioiinary  map  of  portions  of  northern 
Utah  and  southern  Idaho,  (tor  field  use ;)  sketch  of  cave  in  Nevada ; 
sketch  of  personal-equation  apparatus;  plan  of  Ogden  observatory; 
three  sheets  giving  positions  of  astronomical  monuments;  detailed  topo- 
graphical sheet  showing  results  of  Colorado  Biver  and  Grand  Ganon 
exploring  party  of  1871. 

CONCLUSION. 

As  regards  tbe  progress  toward  completion  of  the  topographical  atlas 
of  the  area  of  territory  west  of  the  lOOth  meridian,  the  progress-map^ 
herewith,  shows  the  advance  made  in  that  direction.  The  possibility 
of  a  more  or  less  minute  topographical  survey  of  all  of  this  extended 
region  has  not  yet  been  made  mandatory  by  legislative  act,  but  Congress 
has  appropriated  money  for  a  number  of  years.  The  use  of  this  fund  is 
limited  to  a  fiscal  year,  and  hence,  unless  an  additional  appropriation  is 
each  year  made,  which  is  often  unknown  until  the  current  year  has 
nearly  expired,  the  project  of  operations,  as  a  part  of  which  the  retention 
of  skilled  employes  is  requisite,  cannot  be  made,  until  a  date  often  later 
than  the  period  terminating  tWiroffice-work  which  is  needed  in  the  reduc- 
tions of  the  previous  season's  field-work ;  and  this  is  usually  so  late  that 
full  advantage  cannot  be  taken  of  the  entire  summer-season.  By  an  in- 
crease of  assistants  enlisted  in  the  general  service  nnd  the  detail  of  a 
number  of  engineer  and  other  officers  requisite  for  the  command  of  the 
number  of  field-parties  each  year  engaged,  the  expenditure  for  additional 
service  can  be  limited  to  the  small  number  of  scientists  engaged  in  special 
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duties,  and  that  of  computers  and  drnugbtsmeu  enga^i^ed  in  the  tech- 
nical labors  necessary  to  the  rapid  production  of  results.  Without  ad- 
verting to  the  advantage  to  the  military  service  growing  out  of  extended 
topographical  surveys,  it  seems  practical  to  urge  the  propriety  of  placing 
the  item  for  tbe  continuation  of  this  \i'ork  upon  the  ^^Army  bill,"  which 
usually  becomes  a  law  earlier  during  the  session  of  Congress  than  tbe 
sundry  civil  bill,  (so  called,)  that  frequently  is  not  approved  earlier  than 
the  middle  of  June,  while  parties  for  the  field  should  be  en  route  during 
the  early  part  of  May. 

ESTIMATE. 

For  coDtinaiDg  the  geographical  sarvey  of  the  territory  of  the  United 
States  west  of  tbe  one  hundredth  meridian,  provided  the  supply- 
branches  of  the  War  D^^partment  shall  assist  as  heretofore ;  being  for 
field  and  office  work,  and  for  the  preparation,  engraving,  and  printing  of 
the  maps,  charts,  plates,  cuts,  photographic-plate  and  other  illastrations 
for  reports ;  for  temporary  offlce-room  at  points  remote  from  Washing- 
ton, D.  C,  and  the  purchase  at  nominal  rates  of  sites  for  field-observa- 
tories authorized  by  the  Department :  for  the  fiscal  y«ftr  ending  Jane 
30,1879 $120,000  00 

As  follows : 

For  expenses  of  parties  in  the  field $45,000  00 

For  ofiice-expenses  including  salaries 10,500  00 

For  transportation,  including  purchase  of  animals 10,000  00 

For  material  for  outfits 6,600  00 

For  subsistence  on  expeditions 5,500  00 

For  forage,  winter-herding,  fuel,  storage,  i&o 7,500  00 

For  purchase  of  instruments 6,000  00 

For  repair  of  instruments 1,000  00 

For  temporary  office-room  at  points  remote  from  Washington 1, 000  00 

For  erection  of  observatories  and  monuments  at  astronomical  and  geo- 
detic stations ^ 4,500  00 

For  purchase  of  sites  for  observatories 1,000  00 

For  preparation  of  maps,  charts,  &c 6, 000  00 

For  engraving  and  printing  maps,  charts,^  photographic-plate  and  other 

illustrations  for  reports 10,000  00 

For  contingencies,  (neld  and  office) 5,500  00 

Total 120,000  00 

FINANCIAL  STATEMENT. 

Amount  expended  from  appropriation  for  the  fiscal  year  ending  June  30, 
1877,  and  from  appropriation  made  available  March  3,  1877 $35,329  87 

Amount  remaining  unexpended  July  1,  1877,  from  appropriation  for  con- 
tinuing the  geographical  survey  cf^  the  territory  of  the  United  States 
west  of  the  one  hundredth  meridian  for  fiscal  year  ending  June  30, 1878.       43, 492  64 

All  of  which  is  respectfally  submitted. 

Geo.  M.  Wheeleb, 
First  Lieut  Corps  of  UngineerSj  in  Charge. 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers  U.  S»  A. 


Appendix  A. 

EXKCUTIVE  AND  DESCRIPTIVE  REPORT  OF  LIEUTENANT  ERIC  BERGLAND,  CORPS  OF  ENGl- 
NKKR8,  ON  THE  OPERATIONS   OF  PARTY  NO.  1,  COLORADO  SECTION,  FIELD  SEASON  OF 

1876. 

United  Statks  Engineer  Office, 
Geographical  Surveys  West  of  IOOth  Meridian, 

WcLshingion^  D.  C,  April  15,  1877. 

Sir  :  I  have  the  honor  to  submit  the  following  report  of  operations  of  party  No.  1, 
Colorado  section,  during  the  last  field  season  : 
Owing  to  tbe  late  date  at  whicii  the  appropriation  for  the  survey  became  available, 
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the  party  was  not  organized  until  the  latter  part  of  Augnst,  1876,  at  the  Rendezvous 
Camp  at  Fort  Lyon,  Colo.,  and  consisted  of  myself  as  executive  officer  and  field  as- 
tronomer; Louis  Nell, chief  topographer;  Francis  Klett,  assistant  topographt;r ;  Will- 
iam C.  Ni black,  meteorologist ;  A.  K.  Owen,  odometer  recorder ;  two  packers,  one 
cook,  one  teamster,  and  two  enlisted  men  belonging  to  Company  D,  Nineteenth  In- 
fantry. 

As  the  field  season  would  be  necessarily  short,  ouly  a  limited  area  could  be  covered 
and  completed  ;  hence  that  assigned  to  me  embraced  portions  of  several  atlas-sheeta, 
for  the  completion  of  which,  sufficient  topographical  data  had  not  been  previously  ob- 
tained.  These  incomplete  sections  lie  in  the  southeast  comer  of  atlas-sheet  '^  52  D," 
southwest  corner  of  "  53  C,"  western  portion  of  "  62  A,"  northeast  portion  of  **61  D," 
and  northwestern  portion  of  "  62  C."  As  it  was  necessary  to  go  as  far  north  as  latitude 
^i&°  20'  and  to  the  south  as  far  as  latitude  37^  40',  it  seemed  advisable  to  complete  the 
northern  section  first  before  the  snow  would  interfere  with  our  movements,  and  tri- 
angulation  and  topographical  work ;  then  to  proceed  southward  and  accomplish  the 
work  required  in  the  San  Luis  and  Wet  Mountain  Valleys.  Subsequent  events  proved 
this  surmise  to  be  correct,  as  we  had  barely  finished  our  work  in  the  northern  por- 
tion ^hen  we  were  greeted  with  a  snow-storm  on  reaching  Fairplay,  the  13th  of  Oo- 
tober. 

After  completing  the  organization,  the  party  proceeded  up  the  Arkansas  Valley  from 
Fort  Lyon  to  Pueblo,  Col.  At  this  place  several  triangnlation  stations  were  occupied 
and  monuments  erected  on  prominent  points  in  the  vicinity.  From  Pueblo  the  main 
party  proceeded  to  CaQon  City ;  thence  along  the  Fairplay  road  to  the  17-mile  ranch 
on  Currant  Creek,  at  which  point  we  left  this  road  and  proceeded  northeastwardly 
along  the  road  to  High  Creek  and  camped  on  this  latter  creek,  a  short  distance  above 
the  canon.  Before  reaching  CaOon  City,  a  side  party  was  detached  in  charge  of  the 
chief  topographer  which  proceeded  up  Beaver  Creek  to  the  vicinity  of  its  source,  occu- 
pying the  principal  peaks  south  ol  Pike's  Peak,  and  establishing  the  courses  and  drain- 
age of  the  streams  which  flow  south  from  this  range  and  empty  into  the  Arkansas  River 
between  Pueblo  and  Canon  City.  The  side  party  having  Joined  the  main  party  at 
High  Creek,  we  proceeded  along  the  Colorado  Springs  road  to  Florissant  Post  Office. 
From  this  point  a  number  of  topographical  stations  were  occupied,  and  the  snrronnd- 
ing  country  thoroughly  surveyed. 

By  your  orders  Mr.  Klett  was  directed  to  proceed  to  Washington  on  the  Ist  of  Octo- 
ber, and  he  left  the  party  at  this  place ;  at  the  same  time  I  sent  one  of  the  enlisted 
men  back  to  Fort  Lyon,  since  his  services  in  the  field  were  no  longer  required.  From 
Flurissant,  after  eroding  the  South  Platte  River,  we  proceeded  up  Tarryall  Creek  to 
the  junction  of  Rock  Creek,  then  up  this  latter  creek  some  5  miles,  where  camp  was 
established,  and  from  whence  the  ascent  of  the  Twin  Cones  was  made. 

From  Rock  Creek  the  party  proceeded  westwardly  across  the  upper  end  of  South 
Park  to  Fairplay,  thence  south  via  the  Salt  Works  and  Trout  Creek  Pass  into  the 
Upper  Arkansas  Valley,  down  this  valley  t«  the  junction  of  the  South  Arkansas  River, 
thence  through  Puncho  Pass  into  the  San  Luis  Valley,  and  down  the  valley  to  the  Moeca 
VoM,  From  camps  in  the  latter  valley  several  prominent  peaks  of  the  Sangre  de  Cristo 
Range  were  occupied,  a  road  to  Sagauche  meandered,  and  several  mines  visited  and 
examined. 

Passing  through  the  Mosca  Pass  we  entered  the  Wet  Mountain  Valley  and  pro- 
ceeded to  Rosita,  where  the  main  camp  was  established,  from  which  side  parties  were 
sent  out  to  occupy  the  necessary  points  in  the  Saugre  de  Cristo  and  Wet  Mountain 
Ranges  and  Cnerno  Verde  Peak.  Here  the  mines  were  also  examined,  and  information 
^^ained  as  to  their  yield  and  prospects. 

From  Rosita  the  party  moved  to  Cafion  City  by  way  of  the  Oak  Creek  Road,  thence 
by  the  road  which  crosses  the  head  of  Little  Fountain  Creek  to  Colorado  Springs. 
Here  a  base* line  was  measured  and  connected  with  our  system  of  triangles,  as  well  as 
with  the  astronomical  monument,  and  Pike's  Peak  was  ascended  and  occupied  as  a 
triangnlation-station.  From  Colorado  Springs  the  party  proceeded  to  Pueblo  and  Fort 
Lyon,  which  latter  place  was  reached  December  10.  The  property  was  then  disposed 
of  according  to  your  orders,  and  the  party  disbanded. 

The  results  obtained  during  the  field  season  may  be  briefly  enumerated  as  follows  : 

Ten  triangnlation  stations  were  occupied,  at  which  repeated  angles  were  measured 
by  means  of  an  8-inch  transit  theodolite  by  Bufl*  <&  Berger,  reading  to  10  seconds  of 
arc.  Fifty-one  topographical  stations  were  occupied  and  located  by  angles  to  the  tri- 
angnlation stations.  The  route  of  the  p^irty  was  meandered  and  raeasived  with  the 
odometer  throughout.  At  Colorado  Springs  a  base-line  over  12.000  feet  long  was  care- 
fully measured.  The  usual  meteorological  observations  were  taken  in  camp,  on  the 
march,  on  divides,  and  mountain  stations,  in  accordance  with  your  printed  instruc- 
tions. The  mines  on  the  west  slope  of  the  Sangre  de  Cristo  Range,  and  those  at  Rosita, 
"Were  visited  and  examined. 

Tarryall  Creek  was  gauged  at  camp  12,  near  McLoughlin's  Ranch,  on  October  F 
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and  its  volame  fonnd  to  be  27.5  cubic  feor.  per  secoDcl,  which  may  be  coosiderod  as  tbe 
miDimuiii  aniount,  as  rain  had  not  fnllen  fur  Eseverul  weeks  previously. 

The  gi'olofry,  climate,  and  agricultural  renources  of  this  region  have  been  so  ably 
described  in  previous  anuual  reports  aud  also  by  Professor  St^^venson  in  Vo  noie  III  of 

Jour  quarto  reports,  that  any  detailed  description  by  me  would  be  superfluous,  hence 
will  merely  remark  that  an  abundance  of  water,  wood,  and*  grass  wan  found  at 
nearly  all  of  our  camps,  except  in  the  San  Luis  Valley.  The  small  valleys  along  (be 
streams  which  empty  into  the  South  Platte  and  Arkansas  are  occnpie<l  by  settlers 
whose  principal  pursuit  is  stock-raising.  Considerable  portions  of  these  valleys  hare 
been  teiiccd  in  and  are  uiiliztd  for  hay -land  au<l  pasturage,  as  during  severe  winters, 
when  there  is  a  heavy  snow-iall,  the  cattle  must  be  fed  on  hay  until  the  suow  i8  re- 
duced in  depth.  Deer  and  other  game  weri  frequently  seen  m  the  mouutaius  after 
the  1st  of  November,  aud  herds  of  antelope  iu  the  upper  port  ons  of  the  San  Lnis 
Valley,  and  on  the  plains  east  of  Pueblo.  The  streams  iu  this  section  are  generally 
not  well  stocked  with  fish,  none  being  found  iu  some  of  the  larger,  as  Tarryall  Oreet 
An  instance  of  the  devastating  efl'ect  of  violent  rain-storms  or  cloud-bursts  was 
observed  at  Duck  Lake  on  the  TMrryall  Creek.  In  the  fall  of  1875  a  heavy  shower  of 
limited  area  bnrat  over  the  monntaius  on  the  east  side  of  the  creek,  the  water  from 
which  brought  down  so  much  earth  and  loos^  mateiial  that  the  stream  was  choked 
up,  and  the  water  spread  over  the  valley,  converting  some  hundreds  of  acres  of  hay- 
land  into  a  miry  swamp.  The  temi)eraturd  during  the  day  iu  September  and  October 
was  moderate  and  pleasant,  the  nights  cool  and  refreshing.  But  little  rain  fell  during 
these  months,  and  the  sky  was  generally  free  from  clouds,  which  circumstance  greatly 
facilitated  our  triangnlatiou  and  topographical  work.  In  November,  especially  doriDg 
the  latter  part  of  the  month,  the  thermometer  ranged  during  the  day  from  50°  to  be- 
low the  freezing-point,  while  at  night  and  on  souie  mountain  stations  the  mercury 
went  down  to  zero  and  below.  Frequent  snow-storms  also  interfered  with  oar  work 
and  movements,  and  made  it  extremely  unpleasant  for  all  meiubers  of  the  party,  as 
well  as  necessitating  the  purchase  of  forage  for  the  animals  when  the  ground  was 
covered  with  snow. 

MINES. 

• 

The  first  mines  visited  are  situated  in  the  new  district,  in  the  vicinity  of  the  bead- 
waters  of  the  North  Crestou  Creek.  This  district  was  (October  SH)  a^ut  to  be  orgao- 
ized  under  the  name  of  Cr(*.ston  district.  First  discoveries  were  made  in  May,  ltj75, 
and  a  number  of  prospecting  shafts  had  been  opened.  But  little  ore  had  been  taken 
out  up  to  the  time  of  my  visit,  as  there  is  no  mill  at  the  mines  and  tbe  ore  is  not  rich 
enough  to  warrant  the  cost,  of  shipment  to  any  distance.  Some  of  the  quartz  which 
has  been  milled  gave  a  yield  of  812  to  $15  per  ton.  Three  to  fonr  thousand  dollan 
have  been  expended*  in  completing  lines  of  communication  to  the  mines.  Timber  is 
convenient  aud  abundant  on  the  slopes  and  in  the  gulches  where  the  ore  is  found,  and 
a  sufficient  supply  of  water  is  also  available.  The  distance  to  the  railroad  is  aboat 
100  miles  at  La  Yeta  by  the  way  of  Sangre  de  Cristo  Pass.  G^ain  aud  hay  are  raised 
in  the  valley,  and  can  be  furnished  at  the  mines  at  2^  cents  per  pound  for  oats  aud  $16 
per  ton  for  hay. 

EL  DOUADO  MINING  DISTRICT. 

This  was  visited  and  reported  upon  by  Mr.  Niblack.  This  district  lies  between  Sooth 
Greston  and  Deadman's  Creek,  and  is  about  7  miles  south  of  Creston  district.  It  waa 
organized  in  1874,  and  a  small  town  has  been  built  which  is  called  Sangre  de  Cri«to 
Post  Otfice.  Two  5-starop  mills  have  been  erected,  but  were  not  rn  operation  when 
visited,  October  29.  The  character  of  the  ores  is  about  the  same  as  those  of  tbe  tirst 
district,  but  the  yield  has  not  been  sufficient  to  induce  much  expenditure  in  the  devel- 
opment of  the  several  prospecting  shafts. 

HARDSCRABBLB  DISTRICT,  ROSITA. 

This  district  has  been  previously  reported  upon  by  Dr.  Loew.  Since  his  visit  the 
Pocahontas,  Humboldt,  and  Virginia  mines  have  been  worked  continuously  or  nearly 
BO,  aud  the  yield  has  been  satisfactor.y,  although  it  has  hitherto  been  necessary  to 
transport  the  greater  part  of  the  ore  to  Denver  for  milling.  A  new  mill,  in  which  the 
leaching  process  is  uHed,  was  finished  last  December,  and  a  20*stainp  mill  was  in  pro- 
cess of  erection.  The  estimated  yield  of  the  three  mines  mentioned  was  for  Wo 
$40,000,  and  for  1 876  8*200,000     The  average  yield  of  ore  reduced  was  $110  per  ton. 

In  couclu^on,  I  wish  to  t«iider  my  thanks  to  the  topographers,  meteondogist^,  and 
recorder  for  their  hearty  co-operation  and  general  attentiou  to  their  duties  throngboot 
the  season,  thereby  making  it  possible  to  complete  the  work  assigned  withui  tbe 
allotted  time. 

Very  respectfully,  your  obedient  servant, 

Eric  Bergland, 
First  lAenUmant  of  Engineen. 
Q,  Liout.  Geo.  M.  Wheeler, 
^  Corps  of  Engineers,  in  charge. 
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Appendix  B. 

eyecutivk  and  descriptive  report  ov  lieutenant  8aml.  e.  tillman,  corps  op 
engineers,  on  the  operations  of  party  no.  1,  california  section,  field  season 

OF  1«76. 

United  States  Engineer  Office, 
Geographical  Surveys  West  of  the  100th  Meridian, 

Waehingtotij  D,  C,  April  15,  1^77. 

^ir:  I  have  the  hodor  to  submit  the  fullowinj^  report  upon  the  country  visited  by, 
and  the  operations  of.  Party  I,  California  Division,  of  the  expedition  for  surveys  west 
of  the  one  hundredth  roeridian  during  r.he  field  season  of  1876.  The  area  for  work 
assigned  by  yourself  to  Party  I  falls  in  atlas-sheet  47,  subdivisions  "  B  "  and  *'D"  of  the 
progress  map,  and  is  between  the  meridians  distant  fnim  Greenwich  119^48'  and  120^ 
3s',  and  the  parallels  of  39"^  18'  and  40^  16'.  It  is  situated  immediately  north  of  the 
portion  of  the  Central  Pacific  Railroad  between  the  stations  of  Reno  on  the  east  and 
Cisco  on  the  west.  The  country  to  be  traversed  lay  principally  in  the  uplifted  region 
which  constitutes  the  Sierra  Nevada  Mountains.  These  mountains  are  here  of  con- 
siderable  breadth,  and  at  first  sight  give  the  impression  of  a  confuted  mass,  bat 
a  little  observation  shows  that  they  are  composed  of  nearly  parallel  ridges,  the  longer 
ones  having  to  the  northward  a  direction  of  about  25^  west  of  north.  The  summit-line 
of  the  range  is  tortuous,  correctly  located,  however,  by  the  direction  of  drainage. 
To  the  east  of  this  line  the  waters  flow  to  the  lakes  ana  sinks  of  the  Nevada  basin. 
To  the  west  they  go  to  the  Sacrament^)  River,  thence  to  the  Pacific.  The  eastern  wall 
of  the  Sierras  crosses  the  Central  Pacific  Railroatl  at  about  the  one  hundred  and  twen- 
tieth meridian,  which  is  here  the  boundary-line  between  California  and  Nevada.  A 
single  spur  of  the  range  projects  to  the  east  of  this  meridian  and  lies  in  Nevada.  Abont 
25  miles  west  of  the  eastern  wall  arises  the  second  marked  ridge  of  the  Sierras,  ex- 
tending nearly  parallel  to  the  eastern,  and  forming  here  the  western  limit  of  our  work. 

The  snmmit-lines  of  these  ridges  have  received  the  local  designation  of  eastern  and 
western  summits.  The  Central  Pacific  Railroad  crosses  the  true  summit-line  of  the 
Sierras  npon  the  second  of  these  ridges  at  about  the  meridian  of  120^  20^  The  sum- 
mit-line, bearing  as  stated,  remains  upon  this  ridge  for  abont  18  miles.  It  then  makes 
nearly  a  right  anjo^le  and  crosses  to  the  eastern  wall  of  the  Sierras.  From  this  point, 
latitude  39^  36',  it  runs  nearly  due  north  to  parallel  39^  55'.  It  then  has  a  direction 
nearly  northwest  to  parallel  40^  16',  which  was  the  most  northern  point  visiteii  by  me. 
The  axis  of  the  second  ridge  changes  direction  at  the  point  at  which  the  snmmit-line 
leaves  it,  latitude  39^  29',  bearing  nearly  due  north  to  parallel  39^  47'.  At  this  parallel 
is  found  a  second  transverse  ridge,  immediately  north  of  which  the  longitndinal  ridges 
rise  in  closer  proximity,  all  having  the  same  trend  as  the  eastern  wall.  For  convenience 
of  description,  I  have  divided  the  area  of  my  work,  situated  in  the  Sierras,  into  three 
sections,  suggested  by  the  configuration  above  noted.  The  southern  section  is  the  por- 
tion between  the  Cectral  Pacific  Railroad  and  the  transverse  divide  upon  which  the 
snmmit-line  crosses  from  west  to  esHt.  and  limited  on  the  east  and  west  by  the  two  axial 
ridges  before  mentioned.  Tbe  middle  section  lies  between  the  same  two  axial  ridges, 
north  of  the  first  and  south  of  the  second  transverse  divides.  Tbn  northern  section 
is  north  of  the  second  transverse  divide,  extending  weot  to  meridian  120^  38'  and 
bounded  npon  the  north  and  east  by  the  summit-ridge  of  the  Sierras,  which  here  runs 
nearly  northwest.  In  addition  to  the  mountain  area  above  located.  Party  I  covered  a 
narrow  slip  along  the  eastern  base  of  the  mountains  extending  from  Reno  to  the  par- 
allel 40^  16'.  Of  the  section's,  already  indicated,  the  southern  is  heavily  timbered  with 
pine  and  broken  by  long,  broad,  sloping  spurs,  usually  from  the  west.  Tbe  valleys  or 
flats  are  of  small  extent  and  bear  the  names  of  the  claimants.  The  waters  of  this  sec- 
tion flow  to  the  Nevada  basin,  passing  the  east  wall  of  the  mountains  by  the  cation 
of  the  Truckee  River.  Truckee  and  Boca  are  stations  of  the  Central  Paciflc  Railroad, 
situated  in  this  section.  There  are  several  saw-mills  from  which  lumber  is  carried  to 
the  railroad  by  flumes.  These  flumes  are  V-shaped  troughs,  supported  npon  trestle- 
work,  extending  from  a  lower  to  a  higher  level.  At  the  higher  level  a  stream  of  water 
is  turned  into  the  trough.  Thia^rtificial  channel  then  becomes  the  mea.is  for  sending 
down  enormous  quantities  of  w(ffi  and  lumber.  Prosser  Creek,  in  this  section,  has  been 
dammed  at  the  mouth  and  a  pond  form-*d,  from  which  large  quantities  of  ice  are  pro- 
cured. Small  herds  of  cattle  and  sheep  are  grazed  in  the  flats  during  summer,  but  de- 
scend to  lower  altitudes  in  winter. 

There  are  but  few  permanent  settlers  in  this  section  away  from  the  railroad  and  the 
mills.  At  the  western  side  of  this  section,  close  on  to  the  base  of  the  second  ridge,  are 
nestled  three  beautiful  bodies  of  war^r — Donner,  Webber,  and  Independence  Lakes. 
Donner  Lake,  the  lowest  of  these,  is  about  5,800  feet  above  the  sea ;  Independence 
Lake  affords  excellent  fish.  Tbe  middle  section  of  ray  work  is  bounded  by  the  two 
axial  and  two  transverse  ridges  previously  mentioned.  It  comprises  an  elevated  val- 
ley of  considerable  extent,  called  Sierra  Valley.    This  valley  would  approach  in  figure 
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a  rectaDgnlar  quadrilateral  were  it  not  that  long-necked  spars  project  from  the  soath 
and  east,  converting  it  into  a  ri^ht-an^le  triangle.  This  valley  embraces  about  140 
square  miles.  At  the  southern  vertex  of  the  triangle  is  a  little  town,  Sierraville;  afc 
the  eastern,  is  Summit  Post  office.  Between  these  two  is  Loj^alton.  At  the  north- 
west corner  of  the  valley  is  Beckworth's  Post  office.  The  western  and  sonthern  walls 
are  heavily  timbered  with  pine;  the  northern  and  eastern  are  partially  bare.  The 
valley  is  entirely  taken  ap  by  settlers.  At  Sierraville,  the  head  of  the  valley,  the  alti- 
tude is  4,H80  feet.  Near  the  head  of  the  valley,  vegetables,  wheat,  and  even  fruit  can 
be  grown  with  some  success.  Farther  out  from  thn  timber  and  stream  free  radiation 
and  accumulation  of  cold  air  at  night  prevent  this.  About  three-fifths  of  the  valloj 
supplies  good  grass,  from  which  large  quantities  of  hay  are  secured  for  winter's  ueeds. 
The  meadows  are  situated  along  aud  near  to  the  streams  which  flow  along  the  north 
and  west  sides  of  the  valley.  The  waters  unite  near  Beckworth's  Post  office,  to  form 
the  head  of  the  Middle  Fork  of  Feather  River,  passing  to  the  west  of  the  cafion  of  that 
stream.  In  the  northern  section  the  mountain  ridges  are  nearer  together,  the  valleys 
long  and  narrow,  with  a  descending  northwest  trend.  The  valleys  grow  narrower 
with  the  descent,  soon  cafion,  and  empty  their  waters  into  Indian  Creek,  which  here 
flows  nearly  west  along  parallel  4(P  5  .  Beyond  this  creek  the  spurs  have  a  northeast 
direction  tx)  the  eastern  wall.  No  attempts  are  made  to  grow  vegetables,  fruits,  or 
cereals  in  these  valleys.  A  single  day's  ride,  however,  down  the  streams  will  t-akeoDe 
to  a  region  where  fruits  and  vegetables  can  be  grown  with  partial  success.  The  differ- 
ence of  altitude  between  the  points  makes  a  marked  differonce,  but  other  causes,  easily 
understood,  also  facilitate  such  efforts.  The  beads  of  the  valleys  of  this  section  are 
above  the  sea,  on  an  average,  about  5,500  feet.  The  wagon-road  leading  to  Taylor- 
ville,  which  follows  along  the  waters  of  one  of  these  valleys,  (Clover  Valley,)  descends 
1,500  feet  in  the  last  three  miles  before  reaching  Indian  Greek.  There  are  claimants  to 
all  the  grass-growing  lands.  Considerable  herds  of  cattle  are  grazed  here  during  the 
summer,  but,  as  a  rule,  removed  in  winter.  Only  a  few  of  the  ranchmen  remain  here 
during  the  winter.  This  section,  with  exception  of  the  small  valleys,  is  well-timbered 
with  pine.  Common  to  the  entire  mountain  area  embraced  above  is  the  appearance 
of  the  surface-rock.  It  is  all  of  volcsnic  origin.  The  entire  area  has  once  been  Hooded 
with  melted  rock.  The  transverse  divide  between  the  middle  and  northern  section  of 
my  work  is  a  mountain  mass  of  solidified  waves  of  lava,  embracing  beautiful  speci- 
mens of  the  columnar  structure.  These  rocks  are  generally  of  tracbytic  classes.  In 
this  region,  and  all  others  that  I  have  ever  visited  where  the  surface-rook  is  of  like 
nature,  loose  fragments  are  widely  spread.  Travel  is  always  slow  and  tedious  in  sach 
places.  In  order  to  account  for  this  universal  distribution  of  fragments,  it  is  only  nec- 
essary to  suppose  that  surfaces  resulting  from  volcanic  action  were  usually  uneven, 
with  sudden  ascents  and  descents  from  one  level  to  another.  The  continued  action  of 
gravity  and  the  weather  would  then  accomplish  what  we  now  see.  In  places,  the  snr- 
face-rock  is  cut  through  by  canons,  and  the  primary  formations  displayed.  I  can  give 
no  definite  infonuatiou  as  to  the  rain-fall  in  this  region.  Numerous  statements  were 
received  upon  this  point,  but  the  discordancy  was  correspondingly  great.  The  amount 
of  rain  is  not,  probably,  over  12.1  inches.  The  daily  range  of  temperature  was 
usually  very  great.  On  the  19th  of  September,  at  a  camp  on  the  northern  section,  at 
night,  the  minimum  thermometer  recorded  19^ ;  the  same  d^y  the  maximum  was  77^ 
in  the  shade, and  112^  in  the  sun;  the  maximum  difference  between  the  wet  and  dry 
bulbs  for  the  same  day  was  20".  During  the  season,  the  wet  and  dry  bulbs  differed  by 
from  6°  to  20°.  In  the  northern  section  there  is  usually  6  to  10  feet  of  snow  daring 
the  winter,  (this  not  included  in  the  estimated  rain-fall.)  The  inhabitants  who 
attempt  to  remain  at  their  ranches  during  winter  use  snow-shoes  from  8  to  12  feet 
long,  and  are  confined  to  very  limited  journeys  from  December  to  April.  In  Sierra 
Valley  and  the  flats  of  the  southern  section  the  snow-fall  is  considerably  less.  The 
streams  of  the  entire  region  abound  in  fish — in  the  northerit  sections  the  brooks  are 
almost  alive  with  mountain-trout.  In  this  section,  too,  frequent  indications  of  deer 
were  seen,  but  not  so  in  the  middle  and  southern  sections.  In  addition  to  the  moout- 
ain  areas  described  above,  party  1  covered  a  small  stretch  of  country  east  of  the 
Sierras,  extending  from  Reno  along  the  eastern  base  of  the  mountains  to  the  most 
northern  parallel  visited.  To  the  east  of  the  Sierras^e  axes  of  the  ridges  lie  more 
nearly  north  and  sontb.  Tbe  valleys  between  them  are  deserts  of  sand  and  sage- 
brush. A  narrow  slip  of  land  close  in  to  the  eastern  wall  of  the  Sierras  furnishes  good 
grazing,  and  is  occupied  by  settlers.  The  growth  of  timber  cease«  entirely  at  the 
eastern  base  of  the  SierrAs. 

The  routes  of  communication  traversing  the  region  of  our  work  may  be  briefly 
stated  as  follows :  From  Keuo,  which  is  the  most  eastern  point,  a  road  leads  nearly 
directly  west  across  tbe  eastern  wall  into  the  southern  section.  It  then  divides  ;  one 
branch  continues  nearly  due  west  across  the  second  ridge;  the  other  branch  turns  to 
the  south,  and  runs  near  to  and  parallel  with  the  railroad,  crossing  the  summit-line  of 
the  Sierras  at  the  same  point.  Another  road  leads  from  Reno  along  the  eastern  base  of 
the  mountains  to  Susan  ville,  beyond  the  limits  of  my  work.    A  branch  from  the  road 
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crosses  through  Beckworth's  Pass  to  Summit  Post  Office,  at  th»  eastern  vertex  of  Sierra 
Valley,  and  continnes  along  the  northern  side  of  the  yalley,  passing  out  along  the 
middle  fork  of  Feather  River.  From  Beck  worth's  Pass  there  is  a  road  along  the  east- 
ern side  of  the  valley,  through  Loyalton,  to  Sierraville,  which  then  passes  westward 
across  the  second  ridge.  8till  another  road  passes  from  Reno  direct  to  Loyalton.  Three 
roads  lead  from  the  southern  into  the  middle  section,  and  one  from  the  middle  to  the 
northern.  From  the  northern  section  there  are  three  roads  crossing  east  to  the  Reno 
and  Susanville  road.  Beck  worth's  Pass  is  5,200  feet  above  the  sea  level,  about  1 ,800  feet 
below  the  summit-pass  of  the  Central  Pacific  Railroad.  I  had  intended  t4>  include 
herein  a  profile  of  the  road  to  Brxk worth's  Pass,  with  grade  per  mile,  but  I  find  the 
hypsometric  observations  for  that  day  too  unreliable  for  my  purpose. 

I  shall  now  proceecl  to  state  the  movements  of  the  party.  The  California  divisioa 
of  the  survey  was  organized  at  Carson  City,  Nev.  I  was  placed  in  charge  of  this 
division  of  the  survey,  but  your  own  arrival  at  an  early  day  at  the  rendezvous-camp 
renders  reference  to  any  other  party  than  my  own  unnecessary.  I  was  placed  in  imme- 
diate command  of  party  1,  which  consisted  of  the  following  members:  Myself,  as 
executive  officer  and  field-astronomer;  Mr.  Gilbert  Thompson,  triangnlator  and  chief 
topographer;  Mr.  F.  M.  Lee,  meteorologist;  Mr.  William  Looram,  odometer-recorder; 
Mr.  £.  D.  Miner,  assistant  topographer ;  2  packers,  1  cook,  1  laborer.  A  six-mule  wagon 
and  driver  were  placed  at  my  disposal  for  a  few  days;  9  riding  and  11  pack  mules  were 
allowed  the  party.  The  instruments  supplied  weie  the  same  as  usual  during  the  past 
two  yeafs,  except  that  an  attempt  had  been  made  to  employ  a  kind  of  combined  transit 
and  theodolite,  to  be  used  as  an  astronomical  instrument  as  well  as  foe  triangulation. 
The  rough  n^age  to  which  such  an  instrument  is  subjected  in  triangulating,  and  the 
unfavorable  circumstances  under  which  astronomical  observations  are  often  unavoida- 
bly attempted,  combine  to  condemn  the  instrument  for  such  double  use.  Two  topo- 
graphical transits  (Young's)  were  allowed ;  one,  I  believe,  has  before  been  the  allow- 
ance. 

The  party  left  the  rendezvous-camp  at  Carson  City  on  September  6  for  the  field  of 
operations,  proceeding  direct  to  Reno,  meandering  and  profiling  the  route.  The  rations 
of  this  part3'  had  been  accumulated  at  Reuo.  Owing  to  the  late  beginning  of  work  and 
the  probability  of  early  snow  in  my  area,  I  decided  to  work  in  the  northern  section  first. 
The  party  reached  Reno  on  the  7th.  I  concluded  to  leave  Reuo  wi  ch  forty  days'  rations, 
and  at  the  end  of  that  time  1  expected  to  be  able  to  return  without  material  loss  of 
time.  On  the  8th  I  left  Reno  with  the  wagon,  carrying  32  days'  rations  and  1,000  pounds 
of  barley.  Mr.  Thompson  was  left  in  charge  of  the  pack-train  with  8  days'  rations,  to 
follow  my  trail  as  rapidly  as  the  regular  work  would  allow.  I  followeil  the  road  along 
the  east  base  of  the  mountains,  crossing  through  Beck  worth's  Pass  into  Sierra  Valley, 
continued  west  to  Beck  worth's  Post  Office.  At  this  point  I' passed  from  the  middle  to 
the  northern  section  by  the  road  connecting  them.  At  the  head  of  Clover  Valley,  one 
of  the  small  valleys  of  this  section,  I  was  enabled  to  leave  my  rations  and  forage  in 
the  custody  of  a  ranchman.  I  then  retraced  my  course.  On  the  11th  September  I  met 
the  train,  having  just  entered  Sierra  Valley.  The  wagon  and  driver  were  then  dis- 
patched to  Carson  City.  Mr.  Thompson  ha<l  already  occupied  one  triangulat ion-station, 
Peavine  Mountain,  which  is  northwest  of  Reno  and  east  of  the  Sierras.  Two  others 
were  made  on  the  main  ridge  of  the  Sierras,  respectively',  on  the  12th  and  13th.  In 
addition  to  this,  several  topographical  stations  were  made  before  reaching  the  ration- 
station  in  Clover  Valley,  which  was  on  the  15th  September.  From  this  camp  we  worked 
to  great  advantage  for  15  days.  Parties  were  sei.t  out  in  all  directions,  returning  by 
different  routes  when  practicable.  The  same  animals  were  not  used  continuously, 
which  is  great  economy.  On  the  1st  October  the  party  left  the  camp.  Our  packs  were 
now  much  lighter,  rations  having  been  considerably  reduced.  We  proceeded  farther 
north  than  we  had  yet  been,  to  the  extreme  triangulation-point  in  that  direction,  which 
is  situated  in  latitude  40^  16'.  At  this  point  the  party  passed  to  the  east  of  the  Sierras, 
striking  the  Susanville  road  near  the  northern-shore  line  of  Honev  Lake.  Th^s  lake 
receives  the  drainage  of  the  eastern  slopes  of  the  Sierras  for  50  miles,  both  north  and 
south.  It  is  about  12  miles  wide  and  15  long,  not  over  5  feet  deep  on  an  average. 
Myriads  of  dncks  and  geese  were  seen  there.  Turning  to  the  south,  the  party  kept  the 
road  to  the  point  from  whiclLwe  previously  left  it,  orossed  a  second  time  through 
Beck  worth's  Pass,  followed  dwn  the  east  side  of  the  valley,  then  up  the  west  to 
Beckworth's  Post  Office,  then  diagonally  across  the  valley  to  Loyalton,  and  from  there 
to  Reno,  reaching  the  latter  October  16.  From  September  6  to  October  16,  inclusive, 
every  day  had  been  available  for  work.  Bad  weather  kept  the  party  in  Reno  during 
the  17th.  The  wagon  returned  to  me  at  this  time,  as  had  been  previously  arranged. 
An  enlisted  man  was  teamster,  and  a  corporal  was  in  charge  of  the  wagon.  One  of  my 
packers  left  me  here,  but  I  <iid  not  employ  another,  as  the  wagon  more  than  replaced 
nim.  On  October  18  the  party  left  Reno  by  the  only  unmeandered  road  which  led  to 
our  field  of  work.  It  was  called  the  Hennes  Pass  Road.  By  it  we  crossed  into  the 
flonthern  section  of  our  work,  and  continued  along  the  nnrthern  side  of  it.  On  the 
20th  another  camp  was  established,  with  intention  of  remaining  thereat  for  some  time. 
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From  this  camp  Mr.  Tbompsou  was  sent  to  occapy  the  most  western  of  the  trian- 
gulation-points.  While  Mr.  Thompson  wa*«  j^one  apon  this  trip  I  attached  ao  odom- 
eter to  the  wagoDy  and  meaDdered  one  of  the  roads  leading  into  Sierra  Valley  aod 
returned  by  a  secoud.  Mr.  Thompson  returned  to  camp  on  the  2nth.  It  rained 
steadily  during  the  *26th  and  27tb.  On  the  night  of  the  27th  about  five  inches 
of  snow  fell  at  our  camp,  and  much  more  in  the  mountains.  The  weather  permitted 
no  outdoor  work  on  the  28th  and  2Utb.  On  the  30th  of  October  our  camp  was  moved  to 
within  4  miles  of  Truckee,  as  more  snow  was  auticipated.  On  November  1  the  weather 
promised  better,  and  I  started  with  Mr.  Thompson  to  occupy  the  last  triangulatioo- 
station  deemed  necessary  for  covering  my  area.  This  point  was  Castle  Peak,  situated 
a  few  miles  north  of  i^ummit  Station  of  the  Central  Pacific  Railroad.  The  ascent  of 
this  peak  was  extremely  difficult.  The  snow  iu  the  mouurains  averaged  about  IH 
inches;  in  many  places  it  was  from  2  to  4  feet  deep.  After  the  most  intense  and  con- 
tinued exertion,  attended  with  no  little  danger,  we  reached  the  top  late  in  the  after- 
noon of  the  2<l  November.  On  the  3d  I  returned  to  camp  near  Trnckee.  On  Novem- 
ber 4  and  5  the  weather  was  bad.  I  learned  at  this  time  t-hat  Mount  Rose,  a  high  point 
south  of  the  railroad,  had  not  been  occupied,  the  intention  of  the  party  operating  iD 
that  area  to  do  so  having  been  interfered  with  by  bad  weather.  This  point  being 
very  essential,  J  started  on  November  6  to  m^e  the  as  :ent.  On  account  of  the  snow 
i  t  was  very  difficult,  but  we  reached  the  top  <fn  the  7th  ;  returned  to  camp  on  the  8tfa. 
On  the  10th  November  I  dispatched  the  party  to  Carson  City,  going  myself,  by  rail, 
to  Virginia  City,  to  ascertain  whether  connection  with  the  base,  measured  near  that 
place,  could  btf  made  from  the  work  done.  Returning  to  Carson  City  on  the  12tb,  I 
found  the  pack-train  arrived.  I  deemed  it  advisable  to  reascend  Meant  Rose,  and  ac- 
cordingly set  out  for  that  point  on  the  13th.  The  ascent  was  made  on  the  14th.  The 
party  continued  topographical  <work  in  the  vicinity  nntil  the22d  November,  when  thej 
returned  to  Carson  City  and  disbanded.  During  the  season  the  system  of  work  pre- 
vioubly  adopted  in  the  survey  was  followed.  The  system  and  its  advantages  bav« 
been  ably  stated  by  Lientenant  Marshall  in  his  report  of  1876.  Daring  the  season,  13 
triangulation-stations  were  occupied  and  46  topographical  three-point  stations; 
numerous  meander-stations,  which  can  be  checked  by  same  method ;  several  points 
were  located  by  intersections;  1,040  meander-stations  were  made,  each  of  which  was 
also  an  aneroid-station  ;  94  separate  cistern -barometer  stations  were  made ;  625  miles 
of  travel  were  meandered  ;  515  miles  traveled  without  meander.  Hypsometric  and 
meteorological  observations  were  made  in  exact  accordance  with  printed  instructions 
from  this  office,  and  my  experience  enables  me  to  suggest  no  alterations  in  said  instruc- 
tions. Of  the  area  visitea  by  this  party,  approximately  -^  is  good  grazing,  -x^  barren, 
and  i^j  good  timber-land.  The  only  mines  are  located  near  Peavine  Mountain,  and 
were  not  visited  by  me.  It  will  be  observed  that  I  have  given  only  a  general  descrip- 
tion of  the  country;  but,  as  the  region  is  of  no  unusual  interest,  I  deem  it  sufficient 
Any  description  which  would  render  intelligible  the  detailed  movements  of  a  party  in 
an  unknown  region  would  require  more  time  and  labor  than  the  information  would 
warrant,  since  the  results  will  fiually  appear  upon  the  map.  1  have  therefore  only  in- 
dicated the  movements  of  the  main  portion  of  the  party. 

In  conclusion,  I  cannot  recommend  too  highly  the  following  of  my  assistants  :  Mr.  G. 
Thompson,  chief  topographer;  Mr.  F.  M.  Lee,  meteorologist,  and  Mr.  William  Looram, 
odometer-recorder.  Mr.  Thompson  has  had  much  experience,  and  it  can  be  truthfally 
said  that  he  is  untiring  in  bis  eflforts,  and  his  zeal  appears  ever  to  increase.  Mr.  Lee's 
familiarity  with  his  duties  and  interest  therein  left  me  little  responsibility  in  that 
work.  Mr.  Looram,  in  addition  to  the  monotonous  and  wearing  duty  of  odometer- 
recorder,  was  ever  ready  and  capable  to  assist  in  meteorological  observations  when 
necessary.  The  movements  of  a  pai*ty  in  a  field  are  greatly  facilitated  by  a  good 
packer,  and  I  yield  a  grateful  acknowledgment  to  my  chief  packer,  Mr.  C.  H.  Howell, 
as  the  best  I  have  ever  known.  His  intelligeuce  saved  me  much  auxiety,  and  his  ex- 
cellent care  of  the  animals  was  a  great  practical  aid  to  the  expedition. 
Very  respectfully,  your  obedient  servant, 

8.  E.  TiiXMAX, 
Firat  LieiU.  Corps  of  Kngineen. 

Lieut.  G.  M.  Weireler,  ^ 

Corps  of  Engineers f  in  charge. 
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Appendix  C. 

kxedutivk  and  descriptive  report  of  lieutenant  thomas  w.  symon8,  corps  of 
engineers,  on  the  operations  of  party  no.  3,  california  section,  field  sea- 
SON OF  lb76. 

United  States  Engine fr  Office, 
Geographical  Surveys  West  of  the  100th  Meridian, 

•  Washington,  D.  C,  April  15,  1877. 

Sir:  I  have  the  honor  to  siibiut  herewith  the  execntive  report  of  Party  No.  3,  Cali- 
fornia section  of  the  survey,  for  the  field  season  of  1876,  together  witti  a  brief  report 
on  the  mining  interests  of  the  Couistock  lode. 

EXECUTIVE  report. 

The  duties  assi^ed  to  the  party  nnder  my  charge  were  to  lay  out  and  measure  a 
base-line,  and  develop  it  for  the  use  of  the  outlying  parties  in  the  vicinity,  and  after 
this  was  done  to  commence  work  on  a  detailed  map  of  the  country  embraced  by  the 
mining  interests  of  Virginia  City,  Nev.,  and  the  neighboring  district. 

I  arrived  in  Carson  City,  Nev.,  August  23,  1876,  and  after  making  the  necessary 
preparations  and  procuring  viipplies,  l^^rers,  instruments,  &c.,  started  by  wagon, 
August  28,  for  the  valley  of  the  Carson  Kiver,  near  Sutro,  whither  Dr.  Kampf  and  Mr. 
Karl  had  preceded  me  to  select  a  place  for  the  base-line.  On  arriving  in  the  valley 
camp  was  made  on  the  banks  of  the  Carsou  River,  and  as  it  was  to  be  permanent  for 
some  time,  we  made  it  as  comfortable  as  possible.  The  base-line  was  laid  out  on  a  very 
straight  portion  of  the  old  emigrant  road  through  the  valley,  and  the  work  of  devel- 
opment immediately  commenced.  On  the  4th  of  September  the  party  was  joined  by 
Mr.  Louis  Seckels,  and  on  the  lOtb  of  the  same  month  by  James  Bullock  and  an  ambu- 
lance and  team. 

The  party  now  consisted  of  Second  Lieut.  Thomas  W.  Symons,  Corps  of  Engineers, 
executive  ofiQcer  and  field  astronomer ;  Dr.  F.  Kampf,  astronomer ;  Mr.  Anton  Karl, 
topographer;  Mr.  Louis  Seckels,  meteorological  observer;  Mr.  Simon  B.  Cameron, 
aneroid  and  odometer  recorder;  James  Bullock,  teamster,  and  John  Rafferty,  cook. 

The  base  development  being  finished,  the  party  separated,  Dr.  Kampf  remaining  at 
Sutro  to  measure  the  base.  In  this  he  was  assisted  by  Mr.  Seckels  and  three  hired  la- 
borers. The  apparatus  used  in  the  measurement  is  the  invention  of  Dr.  Kampf,  and 
consisted  of  a  wooden  rod  with  finely-graduated  scales  at  both  ends,  and  at  the  center 
an  apparatus  for  determining  its  deviation  from  the  horizontal,  and  three  iron  stands 
with  nickel  tops,  on  each  of  which  was  engraven  a  fine  line,  this  line  being  the  initial 
point  of  each  successive  measurement  with  the  rod.  Comparisons  of  the  rod  were* 
made  every  morning  and  evening  with  the  standard  rods  of  the  United  States  Coast 
Survey,  and  the  reading  of  the  rod  corrected  for  temperature.  A  fnll  account  of  the 
apparatus,  the  mode  of  its  use,  and  the  results  obtained,  will  be  found  in  the  report  of 
Dr.  Kampf. 

On  September  16  1  went  to  Virginia  City,  with  Mr.  Karl  as  topographer  and  Mr. 
Cameron  as  meteorological  observer,  and  the  necessary  laborers,  and  commenced  work 
on  a  detailed  contour  map  of  the  city  and  vicinity.    This  work  was  done  with  the 

J>lane-table,  and  the  method  pursued  was  the  following:  A  number  of  points  were  se- 
ected  whose  projections  would  occupy  dififerent  points  on  the  plane-table  sheet,  and 
these  were  occupied  with  the  transit,  and  their  positions  carefully  computed  i:i  refer- 
ence to  the  base  and  the  monument  points  used  in  its  development.  These  points  then 
being  laid  down  on  the  plane-table  formed  the  foundation  for  the  detailed  work,  which 
was  done  by  Mr.  Karl.  Other  points  were  occupied  with  the  transit  during  the  time 
that  the  stieet  was  being  filled  in,  and  these,  together  with  cross-sight  stations,  being 
computed,  formed  checks  which  were  continually  applied  to  the  plane-table  work.  Ac 
each  of  the  points  occupied  by  the  plane-table,  and  at  many  others,  as  hills,  ravines, 
ca&ons,  road- crossings,  saddles,  mesas,  Slc,  barometric  observations  were  taken  for 
altitude,  which,  beiug  referred  t9  synchronous  observations  taken  in  camp  under  the 
same  natural  existing  circumstances  of  atmospheric  pressure,  temperature,  and 
humidity,  gave  very  accurate  relative  altitudes,  and  the  altitude  of  the  camp,  being 
determined  by  a  long  series  of  observations,  enabled  us  to  determine  the  elevations  of 
all  the  poiuts  above  mentioned  above  the  sea-l«vel  very  accurately.  Besides  the  bar- 
ometric readings,  elevations  to  well-deteriiiiued  points  were  read  from  the  vertical 
limb  of  the  transit  and  from  the  alidade  of  the  plane-table,  and  level-lines  run  with  the 
Y-level.  From  these  data  the  contours  are  being  put  in  in  the  office  of  the  survey  at 
Washington. 

The  constant  aim  has  been  to  secure  the  greal^jest  accuracy  and  to  leave  no  natural 
feature  of  the  surface  or  work  of  any  importance  unrepresented,  and  Mr.  Karl,  for  his 
intelligent  devotion  to  the  work  and  his  care  and  accuracy,  deserves  the  greatest  credit. 
Three  plane-table  sheets  were  filled  in,  two  to  a  scale  of  1,000  feet  to  an  inch,  and 
one  to  a  scale  of  500  feet  to  an  inch,  the  larger  scale  being  nseil  in  delineating  that  por- 
tion of  the  country  including  Virginia  City.  The  country  gone  over  includes  Virginia 
City  and  the  northern  portion  of  the  Comstock  lode,  the  country  to  the  north  and  west 
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traversed  by  the  Geiger  in'ade,  and  that  to  the  east  embracing  the  basin  between 
MonntH  Emma  and  DavidHon. 

Dr.  Kampf,  after  6niHhin^  the  base  measurement,  went  to  Virginia  City  and  deter- 
mined the  azimuth  of  the  triangnlation  lines  from  the  astronomical  mounment,  and  on 
October  2iJ  starte<l  for  Washingion.  Mr.  Seckels  joined  the  party  in  Virginia  City  and 
devoted  himself  with  aHHiduity  and  intelligence  to  the  necessary  meteorological  worii. 
Noveml>er  2(),  I  received  orders  to  proceed  to  Carson  City  to  disband  for  the  seasoQ. 
where  I  arrived  November  23.  Aft^r  spending  two  weeks  in  Carson,  seeing  to  tbe 
storage  and  shipment  of  public  property,  taking  inventories,  and  acting  as  member  of 
a  board  of  survey,  I  started  for  Washington  on  the  fith  of  December.  In  obevlience  to 
verbal  orders  from  Lieut.  S.  E.  Tillman,  in  charge  of  disbanding  the  California  seetioo 
of  the  survt-y,  I  stopped  at  Ogden,  Utah,  and  made  an  inspection  of  the  GovernmeDt 
observatory  there,  and  sn  inventory  of  all  the  public  pro|>erty  pertairiing  t-o  the  expe- 
dition, the  reports  of  which  have  been  submitted  to  Lieutenant  Wheeler. 

On  my  arrival  in  Washington  I  was  placed  in  charge  of  the  meteorological  records 
and  computations,  ftud  also  to  supervise  the  compilation  and  reduction  of  the  plane- 
table  work.  I  have  carefully  recomputed  all  the  positions  used  in  the  tield  and  several 
oth^-rsy  which  will  give  the  foundation  for  the  work  when  it  is  next  taken  ap  in  th« 
field. 

DE8CRIPTIV1#  REPORT. 

The  area  embraced  in  the  con tem  platted  and  partly  constmcted  detailed  contour 
map  is  12f  miles  long  from  north  to  south  and  9-^  miles  broad  from  east  to  west,  and 
contains  within  its  limits  the  richest  mines  of  silver  and  gold  of  which  the  world  fif 
to-day  has  any  knowledge.  About  12  miles  to  the  east  of  the  summits  of  the  Siem 
Nevada  Mountains,  a  little  northeast  of  Lake  Tahoe,  in  the  mid^t  of  piled-up  masses  of 
volcanic  rocks  of  all  kinds,  where  during  tlN)  summer  rain  never  falls,  and  where 
nothing  grows  but  sage-brush  ;  where  the  mind  of  man  can  imagine  nothing  to  add  to 
the  scene  to  make  it  one  of  more  cheerless  grandeur  and  desolation,  is  sitnated  the 
famed  Comstock  lode.  Alxive  the  lode  and  Its  branches  have  been  bnilt  the  towns  of 
Virginia,  Gold  Hill,  Silver  City,  and  American  Flat,  in  which  are  sitnated  the  upper 
works  of  the  mines  and  their  many  adjunct*«.  Immediately  connected  with  it  by  vir- 
tue of  their  ore  mills  are  the  towns  of  Dayton  and  Empire,  and  from  being  the  oatlei 
of  the  Sutro  Tunnel  is  the  town  of  Sutro.  I  shall  not  attempt  to  nesoribe  these  pla-e* 
in  detail,  but  shall  simply  note  some  observations  of  my  own  and  some  of  the  chaoga 
which  have  taken  place  since  other  reports  have  been  written,  and  which  are  coo- 
tinnally  taking  place. 

At  the  time  when  Mr.  Clarence  King  wrote  his  report  upon  the  geology  of  the  Com- 
'stock,  it  was  considered  that  the  portion  of  the  lode  between  the  (}ould  and  Cnrry, 
and  the  north  line  of  the  Central,  corresponding  to  the  south  side  of  the  Ophir,  was 
unproductive,  and  from  the  apparent  closing  in  of  the  walls  it  was  supposed  that  it 
never  would  develop  into  anything  of  much  value:  Since  then,  however,  nnder  the 
names  of  the  Consolidated  Virginia  and  California,  this  re]^ion  has  developed  the  Big 
Bonanza  mines,  one,  the  Consolidated  Virginia,  yielding  in  the  year  1875  alone  the 
enormous  amount  of  $  I  (),7«U, 653.43  from  169,095  tons  of  ore.  This  is  a  gigantic  illus- 
tration of  the  fact  that  the  vein  is  very  unreliable,  and  that  it  is  not  safe  to  place  very 
much  reliance  on  analogical  reasoning  with  regard  to  it. 

The  old  controversy  as  to  there  being  a  single  vein  of  which  the  outlying  ones  are 
branches  or  spurs  is  still  unsettled,  but  agencies  are  at  work  now  which  will,  in  all 
probability,  settle  the  question  at  law  in  a  few  years  at  the  farthest;  these  aj^ncies 
being  particularly  the  Sutro  Tunnel,  the  Mint  Mine,  and  the  Great  Combination  shaft 

In  the  report  of  Mr.  King  the  Comstock  lode  is  supposed  to  extend  approximately 
north  and  south  from  the  vicinity  of  the  Utah  Mine,  to  the  mines  in  and  about  Amer- 
ican Flat,  and  no  mention  is  made  of  a  branch  lode  extending  down  Gold  CaQon.  It 
is  generally  conceived  now  that  the  great  lode  branches  near  the  head  of  Gold  CaSon, 
and  one  branch  extends  southwestward  toward  and  beyond  the  Rock  Island  Mine  in 
American  Flat,  and  the  ot.her  extends  southeastward  down  the  ca&on.  Some  of  the 
most  promising  and  productive  mines  of  all  the  region  are  situated  in  this  latter 
branch,  notably  the  Overman  and  the  Justice^  which  have  both  big  bonanzaa,  the 
latter  especially  working  some  very  rich  ore,  of  which  a  specimen  now  in  this  offic 
assays  approximately  $12,000  per  ton. 

Prospecting  and  exploitation  are  still  going  on  in  a  great  many  places,  both  on  the 
lode  and  off  it,  and  the  horizontal  limits  of  pay -ground  is  not  yet  reached,  or  at  least 
is  far  from  being  determined.  But  many  things  would  go  to  show  that  the  vertical 
limit  of  successful  working  has  been  reached  in  some  of  the  mines  as  long  as  the  pres- 
ent system  prevails.  In  the  Savage  Mine,  nearly  or  quite  a  year  ago,  as  a  drift  was 
being  pnshed  to  the  east  at  a  depth  of  2,300  feet,  a  heavy  volume  of  hot  water  was  en- 
countered which  drove  the  workmen  back  and  up  the  shaft,  and,  in  spite  of  the>pam|>s, 
continued  to  come  in  until  it  reached  the  1,900-foon  level.  Since  its  first  influx  larger 
and  more  powerful  pumps  have  been  put  in  and  kept  at  work  continnously  except  for 
accidental  stoppages,  and  at  last  accounts  the  water  was  still  at  about  the  same  level. 
Although  at  times  the  pumps  would  gain  on  the  water,  the  water  would  in  a  short 
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time  assert  its  sapremacy  and  come  back  to  its  accustomed  level.  It  also  flooded  a 
neighboring  mine,  tbe  Hale  and  Norcross,  which  has  also  been  at  work  pumping  ever 
since,  and  thus  these  two  mines  are  ana  »Ie  to  proceed  with  any  protilable  work  or 
TP'ork  of  exploration,  while  there  is  still  an  enormous  drain  ou  the  pockets  of  the  stock- 
holders for  the  expenses  of  pumping  and  the  other  expenses  incidental  to  the  flooding* 
of  the  mine. 

Heretofore  all  the  large  bodies  of  water  struck  in  the  mines  have  been  at  a  higher 
level  and  have  been  rapidly  pumped  out  and  have  not  returned  in  large  quantity, 
and  this  has  strengthened  the  idea  that  the  water  occurs  in  pockets  or  reservoirs,  and 
that  when  these  are  drained  otf  it  will  cauMC  no  further  trouble.  This  water  in  the 
Savage  Mine,  however,  seems  to  tell  a  different  story.  It  is  very  hot,  about  154^ 
to  l&P  F.,  and  in  all  probability  comes  from  the  same  heated  source  as  the  water 
'Which  wells  up  from  the  Hot  Springs  in  the  valley  below  at  Steamboat.  As 
these  springs  are  constant,  it  is  altogether  probable  that  the  water  which  enters 
tbe  Savage  is  also  constant  or  nearly  so,  and  that  it  connects  with  the  heated  water 
which  permeates  in  a  more  or  less  connected  manner  all  the  fissures  and  subterra- 
nean channels  below.  In  one  mine  which  I  visited,  the  Imperial  and  Empire,  I  de- 
scended to  a  depth  of  2,1')5  feet  and  found  the  temperature  to  range  from  110"  to  IIS'^  F. 
There  was  at  least  one  stream  of  hot  water  coming  into  the  mine,  which,  on  testing,  I 
found  to  be  154^  F.  In  other  parts  of  the  world,  where  mines  have  been  sunk  very 
deep,  it  -has  been  found  that  on  an  average  the  temperature  increases  1°  F.  for  every  50 
to  60  feet  of  descent  from  the  depth  at  which  the  temperature  first  becomes  con- 
stant, which  is  about  100  feet  below  the  surface ;  this  constant  temperature  being,  as 
near  as  it  can  be  determined,  47^  F.  Assuming  55  feet  to  be  the  equivalent  in  descent 
of  1^  F*}  we  have  in  the  Imperial  and  Empire 

2135ft- -  lOOft*  .  ,^„^       „,^„ 
^p; -f47°F.  =  840F. 

or,  according  to  this  rule,  the  temperature  at  the  depth  of  2,135  feet  should  be  849* 
Instead  of  this,  and  in  spite  of  the  fact  that  great  quantities  of  cold  air  are  pumped 
in,  it  reaches  in  places'as  high  as  110^  and  115^  F.  Undoubtedly  the  cause  of  this 
^eat  heat  is  the  inpourihg  and  circulating  hot  water,  which  comes  in  quite  large 
qoau titles,  the  amount  pumped  from  the  mine  being  about  6  miner's  inches.  There 
are  two  hypotheses  to  account  for  this  heated  water :  one  being  that  it  is  heated  by 
the  chemical  action  going  on  in  some  mineral  or  other  vein  through  which  it  passes.  It  is 
asserted  and  believed  by  many  that  as  the  hot  Savage  water  came  in  from  the  east,  when 
the  exploration  shall  be  pushed  on  eastward  a  vein  of  the  same  general  character  as  the 
Comstook  will  be  struck,  the  chemical  action  in  which  is  the  cause  of  .the  heating  of  the 
water.  The  supposition  that  such  a  vein  exists  is  no  doubt  very  materially  strengthened 
by  the  existence  of  this  hot-water  stream,  but  it  can  scarcely  be  considered  as  proof.  The 
other  hypothesis,  and  to  my  mind  the  more  plausible  one,  is  that  the  water  comes  up  from 
the  heated  interior  of  the  earth.  The  water  which  falls  to  the  earth  in  the  form  of 
rain  and  snow,  and  which  penetrates  below  the  surface,  exists  in  many  conditions 
throughout  the  crust  of  the  earth,  sometimes  occurring  in  pockets,  which  are  filled 
slowly  by  infiltration  or  narrow  inlets,  but  which  on  being  struck  empty  themselves 
qnickly  and  are  no  further  cause  of  trouble  ;  sometimes  in  large  fissures  through  which 
the  water  is  continually  ciroulatiug,  and  which,  on  being  struck,  give  an  almost  unin- 
termitted  stream  for  months  and  years.  Such  a  fissure  exists  in  the  Sutro  Tunnel,  and 
it  is  observed  that  when  such  a  fissure-vein  of  water  is  encountered,  it  diminishes  its 
yield  for  some  time  until  it  reaches  a  point  when  it  becomes  constant.  This  may  be 
accounted  for  on  the  supposition  of  connecting  pockets,  which  are  gradually  drained 
off*.  This  water  finally  finds  its  way  down  to  the  heat^  interior  of  the  earth  and  is 
there  converted  into  steam,  which  in  its  efforts  to  rise  forces  back  the  water,  and  thus 
an  equilibrium  is  attained,  the  water  and  fire  making  the  steam  and  the  st^'aui  holding 
the  water  in  suspension.  The  steam  in  its  eflbrts  to  escape  percolates  up  through  the 
water  and  heats  it,  and  this  in  turn  *  eats  the  surrounding  rocks,  and  possibly  is  the 
cause,  not  the  effect,  of  the  chemical  action  which  is  coutiuually  going  on  in  the  min- 
eral veins.  When  this  hot  water  and  steam  can  find  a  direct  outlet  to  th^  surface,  they 
appear  in  the  form  of  hot  springs  and  geysers;  when  they  cannot,  they  give  up  their 
heat  to  the  rocks  and  the  down-pouring  cold  surface-wat«r.  There  is  uo  doubt  that 
the  mine  in  which  this  water  occurs  is  debarred  from  further  downward  progress  if  the 
water  remains  constant,  unless  some  new  method  of  drainage  is  found  and  adopted; 
for  if  it  were  possible  to  keep  it  down  by  a  grf at  addition  to  the  pumping  force,  it 
would  cost  so  much  that  the  mine  would  be  totally  unprofitable.  What  this  new 
method  of  drainage  will  be  remains  to  be  seen.  Possibly  it  may  be  the  Sutro  Tunnel. 
The  tunnel  has  now  reached  a  length  of  between  l.'S.OOO  and  16,000  feet,  and  is  being 
pushed  forward  with  marvelous  celerity,  making  on  an  average  300  feet  per  month  in 
length.  It  will,  when  it  reaches  its  entire  length,  (which  it  will  probably  do  in  the 
spring  of  1879,)  strike  tbe  Comstock,  near  the  Savage,  at  a  depth  below  the  surface  of 
about  1,900  feet,  and  then  the  water  which  may  impede  the  working  of  the  mine  will 
have  to  be  pumped  a  vertical  distance  of  1,900  feejt)  less  than  now.    It  is  altogether 
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possible  that,  with  the  prc^sent  en j^ine- force,  which  now  makes  no  permanent  headway 
against  the  water,  the  wat-er  may  be  raised  to  the  tnnnel-Ievel  and  ran  off  through  it 
to  the  Carson  River.  At  any  rate,  it  will  very  mach  facilitate  the  keeping  down  of  th« 
water  and  will  afford  a  new  foundation  1,960  feet  below  the  surface  from  which  to  work 
As  with  the  Savage,  so  with  the  other  mines  which  are  mach  troubled  with  water; 
when  the  tunnel  or  one  of  its  branches  reaches  them,  it  will  take  off  the  water  which 
comes  in  above  the  tunnel-level,  and  will  lessen  very  much  the  work  of  pamping  oat 
that  which  comes  in  below.  It  will  also  greatly  assist  in  ventilation  ;  but  iu  regard  to 
its  merit's  in  this  respect  I  am  unable  to  speak. 

As  regards  the  feasibility  of  using  the  tunnel  for  the  extraction  of  ore,  it  admiteof 
discussion,  and  can  only  be  decided  when  the  time  comes.  Ttie  ore  now,  after  being 
hoisted,  is  taken  from  the  shaft,  and  in  some  instances,  as  the  Bonanza  Mines,  is  milled 
very  near  the  mine;  in  others,  it  is  hauled  iu  wagons  t^o  various  distances  from  one  to 
three  or  four  miles,  and  in  others  still  it  is  taken  by  the  railroad  to  the  mills  along  the 
Carson  a  distance  of  from  12  to  15  miles.  If  the  ore  when  taken  from  the  tunnel- 
month  should  be  conveyed  to  the  present  existing  mills  and  reduced,  it  would  unqaes- 
tionably  be  more  expensive  than  now;  but  if  new  mills  should  be  built  near  the  ton- 
nel-mouth  and  run  by  the  tnonel-water,  or  built  on  the  banks  of  the  Carson  River, 
just  below,  in  my  opinion  the  ore  could  be  reduced  at  a  mach  lower  cost  than  at 
present,  and  the  ore  which  now  is  t^x)  poor  to  work  or  which  barely  pays  for  miUlD^ 
might  be  mad*^  to  pay  a  good  profit.  The  capacity  of  the  tunnel  of  course  w«ul(i  1m 
limited ;  but  with  a  double  track,  and  care  and  economy  in  its  service,  it  would  probably 
meet  all  the  demands  upon  it. 

Situated,  as  the  Comstock  is,  in  the  midst  of  a  dry,  totally-anproductlve  desert,  over 
6,000  feet  above  sea-tevel,  on  the  side  of  a  mountain,  needing  and  using  vast  quantities 
of  supplies  of  various  kinds,  it  may  not  be  wholly  uninteresting  or  uninstructive  to 
inquire  a«  to  the  nature  and  source  of  these  supplies,  and  the  methods  of  getting  them 
to  their  destination. 

One  of  the  first  wants  felt  by  the  pioneers  of  the  Comstock  was  water,  and  it  waa 
procured  in  very  limited  quantities  from  a  few  springs  in  the  vicinity.  As  the  lode  be- 
came more  and  more  developed,  the  mines  and  mills  and  the  gathering  people  demanded 
more  and  more  water,  and  the  want  of  it  was  severely  felt.  The  mills  sunk  shafts  and 
drifted  for  water,  and  a  good  deal  was  obtained  from  the  tunnels  driven  into  the  moant- 
ains  in  search  of  the  precious  metals.  A  company  was  finally  formed  for  the  purpose  of 
gathering  and  furnishing  water,  and  their  supply  was  chiefly  obtained  from  the  proe- 
pectiug  tunnels  and  conducted  in  pipes  about  Virginia  City  and  Gold  Hill.  But  the 
supply  was  still  far  from  sufficient  and  the  quality  very  bad,  and  the  company  finally 
achieved  a  great  triumph  in  hydraulic  engineering  by  bringing  to  the  cities  of  the 
Comstock  an  abundant  supply  of  fresh  and  clear  mountain  water  from  the  summit 
streams  and  lakes  of  the  Sierras.  The  water  is  now  taken  from  Dall's  Creek,  in  the 
Sierras,  but  the  company  are  extending  their  flume  to  tap  Marlette's  Lake,  from  whence 
nearly  all  the  water  will  be  taken.  This  lake  is  1,600  feet  above  Virginia  City  aud 
within  a  mile  of  Lake  Tahoe.  The  water  will  .be  conducted  in  a  wooden  flume  in  a 
northerly  direction  for  about  5  miles,  then,  passing  under  the  mountains  through  a 
tunnel  nt^arly  a  mile  long,  it  pursues  its  winding  way  in  a  flume  for  6  miles,  when  it 
reaches  the  point  where  it  becomes  necessary  to  make  the  descent  into  the  Wasboe 
Valley  below.  There  it  is  received  into  a  double  line  of  iron  pipes,  which  conduct  it 
down  to  and  across  the  valley  and  np  the  opposite  mountain.  The  pipes  are,  one.  U 
inches  in  diameter  and  riveted  with  ^-inch  bolts.  It  is  t^-inoh  thick  at  the  lowest  point, 
where  the  pressure  is  greatest,  and  tapers  from  this  point  to  the  entrance  and  exit, 
where  it  is'only  ^^-inch  thick.  The  other  is  a  10-inch  pipe,  lap-welded,  and  of  uniform 
thickness.  From  the  point  of  entering  the  pipe  the  wat>er  makes  a  descent  of  1,963 
feet  in  a  horizontal  distance  of  1^  miles  into  Washoe  Valley.  There  it  commences  to 
ascend  until  it  reaches  a  point  1,498  feet  above  the  lowest  point,  at  a  distance  of  6 
miles  from  it.  Here  it  is  again  received  into  a  flume,  and  is  conducted  circling  abont 
the  mountain-slopes  a  distance  of  about  6  miles,  until  it  reaches  its  destination.  The 
flume  has  a  fall  of  1  foot  to  each  44  feet  horiaontal  distance.  The  amount  supplied 
now  is  about  3,000,000  gallons  daily,  but  its  capacity,  when  fully  completed,  will  be 
more  than  10,000,000  gallons  daily. 

The  mines  and  mills  devour  a  vast  amount  of  fuel  and  lumber.  In  that  volcano- 
formed  land  there  is  no  coal,  and  the  fires  must  be  fed  with  wood.  All  the  wood  which 
grew  about  the  Comstock  was  used  np  long  ago,  and  now,  as  before  in  the  case  of  water, 
it  is  the  Sierras  which  furnish  the  supply.  This  is  taken  from  the  great  basin  aboat 
Lake  Tahoe,  and  from  the  eastern  summits  above  Huffaker's,  and  is  brought  down  the 
mountains  in  flum«>s,  which  aregradually  extended  back  ward  as  the  supply  is  exhausted. 
There  are  saw-raillsou  the  mountains  at  which  is  cut  the  square  timber  and  the  lumber 
used  in  the  mines  and  in  the  cities.  The  flames  art)  so  constructed  that  timber  40 
feet  long  can  be  sent  down.  The  wood  and  lumber  when  it  reaches  the  valley  i^ 
mostly  taken  by  the  Virginia  and  Trnckee  Railroad,  and  conveyed  to  the  places  where 
it  is  to  be  used.  Immense  quantities  of  wood  are  also  floated  down  the  Carson  River 
to  Empire,  Dayton,  and  Satro,  and  it  is  estimated  that  at  least  250,000  cords  of  wood 
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are  annually  need  by  the  Comstock  and  its  co-operating  indnstries.  This  immense 
amonnt  of  wood  may  be  better  conceived  of  when  we  remember  that  if  it  should  be 
piled  np  8  feet  high  it  would  cover  an  area  of  100  acres.  The  square  timber  is  used  in 
great  quantities  in  the  mines,  in  the  construction  of  gaileries,  shafts,  inclines,  &c.,  and 
in  sloping. 

The  fertile  plains  and  hill-sides  of  California  fnrnish  the  subsistence  for  the  men  and 
women  of  the  Comstock,  and  for  their  horses,  mules,  and  cattle ;  and  the  manufactories 
of  the  Pacific  coast  provide  most  of  the  machinery  for  the  mines  and  mills,  although 
some  comt  s  from  the  far-off  Eastern  States.  . 

As  everywhere  on  the  Pacific  side  of  the  Rocky  Mountains,  there  are  great  numbers 
of  Chinamen  about  the  Comstock.  They  are  not  allowed  to  be  employed  in  the  mines 
or  mills,  or  in  any  of  the  work  connected  therewith,  being  prevented  by  the  miners' 
anion.  They  find  employment  as  laundry-men,  as  household  servants,  as  pe<ldiers  of 
vegetables,  and  as  gatherers  of  garbage  and  wood.  The  wood  business  is  a  fine  illus- 
tration of  how  a  thiifty  race  can  make  money  out  of  the  most  unpromising  materials. 
A  Cbinaman  gets  a  donkey  and  a  pack-saddle,  and  spends  all  his  time  during  the 
snmmer  going  out  on  the  hills  and  grubbing  np  the  stumps  and  roots  of  the  fir  and 
pine  trees  which  were  long  ago  cut  down.  When  he  gets  as  much  as  his  donkey 
can  carry,  he  loads  him  up  and  drives  him  back  to  the  place  where  he  has  his  wood- 
pile. It  is  a  picturesque,  but  not  a  pleasant,  sight  to  see  a  dirty  Chinaman  driving  an 
overloaded  donkey,  possibly  lame  and  trembling  with  pain  and  exhaustion,  along  some 
lonely  road.  In  the  winter,  when  the  snow  is  on  the  ground  and  the  roads  are  impassa- 
ble in  the  country,  John  loads  up  his  donkey  with  the  smallest  amount  of  wood  which 
-will  make  a  respectable  showing,  and  travels  abont  the  streets  in  search  of  some  one 
who  wants  his  load  of  wood  more  than  they  want  a  dollar.  The  Chinamen  have  never 
ancceeded  in  making  friends  of  the  white  men,  and  I  cannot  but  think  that  the  cause 
lies  in  their  ntter  inoffensiveness.  They  will  submit  tamely  to  all  kinds  of  neglect, 
contempt,  and  abuse,  and  this  only  begets  the  feeling  in  the  mind  of  the  strong,  hearty, 
world-buffeting  American  or  European  that  they  are  unworthy  of  any  consideration. 
In  the  land  of  fighting-men,  they  are  the  non-fighters,  the  cringing  class;  and  as  long 
as  they  are  so,  they  will  be  treated  in  the  samQ  m.anner  as  at  present. 

All  the  supplies,  machinery,  wood,  lumber,  &.C.,  are  brought  to  the  market  by  the 
Virginia  and  Truckee  Kailroad,  which  is  itself  a  wonder  in  that  land  of  wonders.  It 
was  first  completed  from  Virginia  to  Carson  in  the  winter  of  1869  and  1870,  and  has 
since  been  extended  to  connect  with  the  Central  Pacific  at  Reno.  It  is  an  immense 
auxiliary  to  the  mining  interests  of  Nevada,  as  we  see  when  we  consider  the  vast 
amount  of  freight  of  all  kinds  carried  and  the  great  nse  it  is  in  transporting  ore  to  the 
mills. 

There  are  at  the  present  time  abont  fifty  mines  being  worked  or  prospected  on  the 
Comstock  and  its  branches,  but  of  this  number  there  are  only  five  or  six  which  pay  ex- 
penses; all  the.  rest  are  working  on  assessments.  There  are  about  400  incorporations 
on  the  Comstock,  employing  a  nominal  capital  of  $3,000,000,000.  This  would  be  the 
actual  value  of  the  mines  incorporated  with  the  stock  at  par.  Their  values,  at  the 
rnling  prices  of  June  1, 1876,  according  to  the  San  Francisco  Stock  and  Exchange  Board, 
was  $163,580,000. 

The  following  table,  taken  from  the  report  of  the  State  assessor  for  the  quarter  end- 
ing September  30,  1876,  will  give  an  idea  of  the  condition  of  the  principal  mines : 


Abstract  statement  from  the  quarterly  assessment-roll  of  the  proceeds  of  the  ndnes  of  Storey 

County,  Nevadajfor  the  quarter  ending  September  30,  1876. 
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It  will  be  seen  from  an  ezaminatiou  of  the  table  that  the  only  mines  which  hare  a 
payinj(  record  are  the  California,  Consolidated  Virginia,  Imperial,  Justice,  and  Ophii 
The  climate  about  Virginia  City  is  wonderfully  line  for  the  health  and  spiritaof 
hnraaii  beings.  All  throngh  the  snmmer  it  very  seldom  rains,  and  the  meteorologicsl 
records  show  an  almost  unbroken  snccession  of  clondless,  warm  days  and  cool,  delight- 
ful nights.  The  dryness  t)f  the  atmosphere  makes  the  heat  very  easy  to  bear,  as  loog 
as  the  system  ha's  enongh  liquid  to  evaporate  freely.  The  thermometer  had  a  range 
very  often  of  from  35^  to  50^  in  the  shade  in  a  single  day.  One  day  I  tested  the  saod 
on  the  plain  below  Sutro,  and  found  it  to  be  heated  by  the  sun's  rays  to  135^  F.  That 
same  night  the  thermometer  went  down  to  44^  F. 

I  wish  to  express  my  thanks  to  every  member  of  my  party  for  their  UDoeasing 
And  cheerful  co-operation,  and  to  the  citizens  of  Virginia  and  the  neighboring  towns 
for  their  uniform  courtesy  and  kindness,  and  their  readiness  to  aid  as  by  every  means 
in  their  power. 

Very  respectfully, 

Thomas  W.  Stmons, 
Second  Lieutenant  of  Engineen. 
Lieut.  Geo.  M.  Wheeler^ 

Corps  of  Engtneen,  in  charge. 
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XXECUTIVE  AND  DESCRIPTIVE  REPORT  OF  LIEUTENANT  R.  BIRNI1E,  JR.,  THIRTKENTH  IK- 
FANTRY,  ON  THE  OPERATIONS  OF  PARTY  NO.  4,  CALIFORNIA  SECTION,  FUELD  SBAfiOET 
OF  1876. 

.  United  States  Engineer  Office, 
Geographical  Surveys  West  of  the  100th  Meridian, 

Washington,  D.  C,  April  15,  1877. 

Sir:  I  have  the  honor  to  submit  tha  following  report  of  the  operations  of  Party  Na 
4f  California  Section,  of  the  survey  for  the  field  season  of  1876. 

The  party  was  organized  at  Carson  on  the  1st  of  September;  Lieut.  R.  Bimie, 
executive  officer;  J.  C.  Spiller,  topo^apher ;  W.  A.  Cowles,  meteorological  recorder; 
S.  F.  Wood,  odometer  recorder;  Benjamin  P.  French,  packer;  Joseph  Easten,  assistaDt 
packer;  George  Willig,  cook;  Private  Peter  D.  Niver,  Company  D,  Twelfth  Infantry. 

We  were  provided  with  one  10-inch  and  one'20-inch  triangulation  instrument,  ( Wtirde- 
mann*8,)  two  small  theodolites,  (Toiing  &  Sons,)  pocket-compasses,  two  cistern  and  three 
aneroid  barometers,  (Green,)  and  wet  and  dry  bulb  and  maximum  and  minimam  the^ 
momet«rs;  the  meterological  instrnmeots  having  all  been  compared  with  standards, 
and  a  final  comparison  of  the  barometers  made  just  before  leaving  Carson.  Rations 
for  twenty-five  days  were  taken  here,  which,  with  instruments,  beading,  &c.,  made  a 
Itttle  more  than  220  pounds  per  mule  for  the  ten  pack-mules.  The  number  of  riding- 
mules  was  eight ;  we  had  also  one  extra  mule  and  one  bell-mare. 

I  was  instructed  to  complete  with  the  party  the  surveys  of  Atlas-sheets  48  C  and  D, 
a  previous  expedition  under  this  survey  having  passed  through  the  eastern  portion  of 
48  D,  and  Clarence  King's  survey  of  the  fortieth  parallel  having  embraced  about  two- 
fifths  of  the  area  of  the  sheets,  along  the  north  line,  thus  leaving  us  a  belt  of  country 
running  east  and  west  about  116  miles,  and  north  and  south  36  miles,  Austin,  Ner.. 
being  in  the  northeast  corner  of  the  area.  It  was  found  necessary,  however,  to  extend 
our  routes  considerably  beyond  these  limits,  for  the  purpose  of  carrying  on  the  trian- 
gulation, and  in  these  cases' topographical  notes  were  taken  as  well.  Fremont  in  ltM4 
and  1845,  andmord  particularly  Simpson  in  1859,  had  partially  explored  this  country. 

DESCRIPTION  OF  THE  ROUTE. 

We  left  Carson  City  September  5,  and,  passing  through  Empire  and  Dayton,  made 
our  first  camp,  with  the  party  of  Lieutenant  Symons,  on  the  north  bank  of  the  Carson, 
a  few  miles  below  Dayton.  The  following  day  Mr.  Spiller  and  myself  climbed  a  peak 
about  8  miles  to  the  north  of  this  camp,  to  det-ermine,  if  possible,  something  of  the 
mountainous  character  of  the  country  we  were  about  to  enter ;  but  the  point  proved 
too  low,  and  a  topographical  station  was  made.  It  was  deemeid  necessary  to  occupy 
Mount  Lyon,  the  highest  peak  in  the  vicinity,  in  order  to  connect  our  triangulation 
with  the  baf<e  being  measured  and  developed  by  Lieutenant  Symons's  party. 

At  Camp  No.  1  the  party  was  divided.  Mr.  Cowles,  with  the  pack-train,  proceeded 
down  the  Carson  to  Bnckland's  ranch,  one  day's  march,  meandering  the  roate  close 
along  the  north  bank  of  the  river,  passing  ranches  at  intervals  along  the  river,  and  the 
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site  of  Old  Fort  Chnrchill.     This  was  abandoned  several  years  since ;  the  adobe 
bnildings  are  still  standing  in  part,  bnt  the  wood-work  has  been  all  removed. 

The  remainder  of  our  party  forde<l  the  Carson  at  the  camp,  and,  passini;  by  the  west 
of  Monnt  Raw,  a  few  miles  from  the  river  came  upon  and  followed  the  still  excel- 
lent road  that  leads  from  Dayton  to  the  old  mining  town  of  Como.  This  place,  now 
entirely  deserted,  is  situated  at  the  summit  and  in  the  6rst  saddle  of  the  Como  range, 
south  of  Mount  Raw.  In  1863  it  was  a  tlonrishing  town,  and  we  wefb  told  two  daily 
lines  of  stages  were  running  between  the  town  and  Dayton.  The  mines  proved  unre- 
munerative,  and  it  was  soon  abandoned,  the  remains  of  two  or  three  houses  now 
alone  remaining.  Wood  in  small  quantities  is  hauled  from  the  vicinity  to  Virginia 
City.  There  are  two  springs,  one  on  each  side  of  the  divide,  and  about  a  mile  from 
the  summit.  Several  more  springs  were  found  along  the  eastern  slope  of  Mount  Lyon, 
being  about  the  head  of  Churchill  Canon,  that  runs  to  east  from  the  range,  and  then 
turns  north  into  the  Carson  ;  water  flows  only  in  the  upper  part  of  the  caAon. 

Mount  Lyon  was  occupied  September  8,  and  proved  a  most  valuable  station.  This 
is  the  highest  peak  in  the  Como  range,  and  is  distinctly  visible  from  Carson  City, 
from  which  it  is  about  16  miles  distant,  and  bears  nearly  due  east.  Mount  Raw  is  in 
the  same  range,  5  miles  to  the  norlh.  Every  prominent  point  afterward  occupied  was 
visible  from  Lyon.  The  Toyabe  range  to  the  east,  125  miles  distant,  the  limit  of  our 
area  in  that  direction,  formed  the  horizon.  Irregular  low  broken,  and  barren  hills 
and  desert  flats  seemed  to  extend  to  the  great  flat  of  the  Humboldt,  and  Carson  sink 
and  lake ;  the  Carson  River,  winding  eastwardly  through  these,  was  marked  by  a  line 
of  Cottonwood  trees ;  and  to  the  southeast,  some  20  miles  distant,  appeared  the  north 
bend  of  the  Walker  River,  where,  according  to  report,  (except  in  Reese  River  Valley, 
away  to  the  eastward,)  we  would  find  the  only  agricultural  settlements,  or  country 
worth  the  farmer's  toil.    The  rest  was  pictured  as  very  barren  indeed. 

Just  beyond  the  great  flat  appeared  the  Sand  Spring  range,  running  north  and  south. 
The  range  is  much  depressed  about  the  Sand  Spring  Pass,  and  this  depression  con- 
tinues to  the  next  range,  (although  the  two  are  separated  by  the  Fairview  Valley;) 
there  it  is  the  wash  flowing  westwardly,  through  Middle  and  West  Gate,  into  Fairview 
Valley  that  cuts  the  range  through  and  leaves  no  summit  to  surmount.  The  Fairview 
Peaks  rise  abruptly  on  the  south  side  of  the  wash  ;  while  on  the  north  several  parallel 
ridges  of  low  hills  rise  steadily  higher,  and  converge  to  Grant's  Peak  and  the  well- 
marked  range  to  its  north.  The  Deeatoya  range,  still  farther  east,  rises  abruptly 
across  this  low  vista,  and  gives  the  source  of  the  drain  through  West  Gate.  Beyond 
the  Desatoya  could  be  seen  the  tops  of  the  peaks  in  the  Shoshone  range,  and  beyond 
these  the  Toyabe,  the  highest  of  all,  and  running  north  and  south  with  the  others. 
The  mountains  looked,  in  the  distance,  barren  enough,  the  valleys  misty,  and  the  whole 
doubly  interesting  to  us  entering  it  as  almost  entirely  strange ;  for  it  was  remarkable 
how  little  information  could  be  obtained  of  it  in  Carson  City. 

It  was  seen  that  our  primary  triangnlation  must  depend  almost  wholly  upon  points, 
without  our  area,  and  a  scheme  was  projected  by  Mr.  Spiller  which  was  afterward  suc- 
cessfully carried  out. 

From  Mount  Lyon  to  Buckland's,  to  join  the  party  by  a  direct  route,  we  passed  over  a 
plateau  of  igneous  rock  to  the  east  pf  the  divide.  This  is  a  good  range  for  cattle,  and  a 
number  were  seen  about.  In  the  abrupt  descent  from  this  plateau  to  the  Carson  we 
found  ourselves  in  a  cafion  where  the  intricate  mass  of  bowlders  and  the  steep  sides 
made  the  passage  almost  impracticable;  finally,  coming  upon  Churchill  Cafion,  which, 
toward  its  mouth,  is  a  broad  open  drain,  we  followed  to  its  junction  with  the  Carson,* 
just  opposite  old  Fort  Churchill,  and  thence  about  two  miles  along  the  south  bank  oi 
the  river,  and  crossed  the  bridge  at  Buckland's.  Mr.  Cowles  came  in  late  the  same 
evening,  having  encountered  a  rough  ascent  over  lava  rock  in  occupying  a  station 
npon  the  ridge  between  the  Carson  and  Walker  Rivers. 

A  low  peak  Just  north  of  old  Fort  Churchill  was  occupied  by  Mr.  Spiller,  and  called 
Chnrchill  Butte.  September  11  we  left  this  camp  in  two  parties ;  the  one  to  proceed 
by  the  wagon-road  to  Wadsworth,  to  occupy  Tn-til  Peak,  near  that  place,  and  to  pro- 
ceed thence  to  a  rendezvous  on  the  Carson  at  Ragtowii;  the  other  followed  the  road 
along  the  north  bank  of  the  river  and  camped  at  Gates's  ranch.  Here  Mr.  Cowles  and 
myself  forded  the  river  and  occupied  a  station  in  the  low  range  south  of  it.  This  is  a 
range  of  barren  hills  In  a  desert ;  they  have  caused  the  river  to  turn  away  sharply  to 
the  north  to  find  a  passage  for  itself.  Late  at  night  we  recrossed  the  river  to  camp, 
with  the  pack-train  at  the  Log  Cabin.  The  river  was  too  deep  for  the  packs  to  cross; 
they  consequently  moved  along  the  north  bank  of  the  river,  and  had  traveled  abour 
ten  miles.  The  next  day  we  followed  the  river-bank  and  arrived  at  Ragtown.  This 
is  a  rather  dreary-looking  place,  containing  only  a  couple  of  houses ;  there  is  no  culti- 
vated ground.  It  is  the  first  station  and  the  first  good  water  out  from  Wadsworth,  on 
the  freight-road  south  from  that  place  to  Belleville,  Ellsworth,  and  lone.  Ragtown 
was  a  station  on  the  overland  stage-road,  which  was  running  until  the  Pacific  Railroad 
was  finished.  It  is  also  the  southern  terminus  of  the  40-mile  desert  of  the  emigrant- 
route  via  the  Humboldt  River.    The  desert  road  extended  from  Humboldt  Lake  to 
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Raf^towD.  To  be  compelled  to  abandon  there  the  exhaasted  cattle,  with  their  wanronft, 
waM  no  uncommon  occurrence  with  the  emigrants.    The  road  is  not  traveled  now. 

The  wat-er  of  the  Carson  is  made  very  muddy  by  the  working  of  the  mills  upon  its 
banks  in  the  vicinity  of  Empire  and  elHewhere;  while  the  soil  of  it«  banks  is  also  ex- 
ceedingly clayey  and  alkaline.  Below  old  Fort  Chnrchill  fording  the  river  is  by  no 
means  safe.  As  far  as  Gates's  (Camp  No.  3)  much  of  the  land  in  the  immediate  %McinitT 
of  the  river  is  taken  up  and  fenced  in ;  a  little  is  cnltivated,  but  it  is  better  adapted 
for  hay -ranches.    Hay  and  butter,  for  sale  about  the  miufs,  are  principally  product. 

The  river  is  about  1«5U  feet  wide,  the  bottom  generally  soft  and  miry,  the  banks 
steep.  The  water  is  from  .3  to  4  feet  deep.  There  is  a  good  bridge  at  Bucklaud's,  (the 
first  one  below  Dayton,)  a  passable  ford  at  low  water  at  Gates's,  and  another  said  to  be 
at  Davis's  ranch,  between  Bncklaud's  and  Gates's.  Except  these  ranches  in  the  river- 
bottom,  the  Carson  hero  flows  through  a  very  desert.  A  little  above  Ra^tovrn  we 
passed  several  deserted  houses,  in  ruins,  deserted  since  the  overland  stage-ronte  wta 
abandoned.  At  Ragtown  the  river  is  quite  as  muddy  as  above,  and  looks  very  treacb- 
erons,  with  the  shifting  sandy  bottom.  Captain  Simpson  says  of  the  water  of  Carson 
Lake,  in  June,  IH59,  '*The  water  is  of  a  rather  whitish,  milky  cast.'' 

Soda  in  quantity  is  obtained  from  a  couple  of  small  lakes  3  to  4  miles  east  of  Rag- 
town.  The  water  is  simply  run  into  earth  vats,  allowed  to  evaporate,  and  sink  into 
the  soil,  when  the  soda  remains  sufficiently  refined  for  transportation.  Mr.  Cowlet 
visited  these  lakes  September  15.  I  returned  the  same  day  from  Wadsworth,  bringing 
with  the  pack-train  a  lot  of  barley  for  our  future  use. 

On  the  Ifirh  we  left  this  place.    Mr.  Cowles  having  directions  to  proceed  with  the 

Eack-train  by  way  of  the  Ellsworth  freight-road,  and  await  my  arrival  at  West  Gat«, 
[r.  Spiller  and  myself  took  the  old  overland  road,  along  which  follows  the  Weateni 
Union  Telegraph  line.  We  camped  at  Stillwater,  on  the  slough  that  connects  Canoo 
Lake  with  the  Humboldt  and  Carson  Sink. 

Stillwater  has  a  telegraph  office  and  about  half  a  dAzen  bouses.  It  is  the  coanty-«eat 
of  Chnrchill  County,  Nevada,  but  at  present  being  remote  from  travel,  is  very  isolated 
and  dull.  There  is  good  land  in  the  vicinity,  and  artesian  wells  could  undoubtedly 
be  used  to  advantage.  The  distribution  and  flow  of  the  water  of  Carson  River  are  very 
remarkable.  Three  and  a  half  miles  below  Ragtown  the  river  separates  into  two 
nearly  equal  streams ;  the  left  branch,  about  2  miles  further  on,  again  divides,  this  mak- 
ing three  streams.  The  central  one  is  called  New  River.  The  country  here  is  a  great 
flat  about  4.000  feet  above  sea-level ;  on  the  south  side  is  the  Carson  Lake,  shallow,  bnt 
with  generally  well-defined  shores.  It  is  about  9  miles  in  length  by  6^  in  width.  On 
the  north  side  where  the  river  enters  there  is  swampy  ground.  This  lake  is  connected 
with  the  Carson  and  Humboldt  Sink  by  the  slough  before  mentioned,  which  rans 
nearly  north  and  sonth,  and  is  about  22  miles  in  length. 

The  first  branch  of  the  Carson  flows  into  Carson  Lake,  New  River  enters  the  sloagh. 
and  the  third  branch  turns  to  the  north  into  the  sink.  The  sink  is  of  much  greater 
extent  than  the  lake.  The  alternate  tongues  of  water  and  land,  the  little  islands  and 
pools  which  form  its  southern  shore,  show  from  a  distance  the  marshy  character  of  the 
land,  and  indicate  a  shallow  body  of  water,  and  a  surface  that  would  be  sensibly  af- 
fected by  changes  in  the  water-level.  The  Humboldt  River  enters  this  sink  from  the 
north.  I  was  told  by  persons  living  along  the  slough  that  at  times  the  flow  of  water 
in  it  would  be  toward  Carson  Lake  and  the  reverse,  depending  upon  the  relative  height 
of  the  water  in  the  two  lakes.  At  the  time  of  our  visit  there  seemed  to  be  a  scarcely 
perceptible  set  toward  the  sink.  Captain  Simpson,  when  camped  upon  this'slougfa, 
in  June,  1859,  says:  "Carson  Lake  voids  itself  rapidly  through  it  to  its  sink  to  tb« 
north." 

The  freight-road  followed  by  Mr.  Cowles  crosses  the  Humboldt  branch  of  the  Car- 
son at  Saint  Clair's  Bridge,  and  follows  on  the  east  of  and  near  the  Carson  branch. 

The  slough  is  also  crossed  by  a  bridge  at  Hill  and  Grimes,  2^  miles  from  Carson 
Lake. 

The  travel  along  this  road  to  Belleville,  &c.,  has  made  a  market  for  farm-piodacts. 
There  is  a  number  of  ranches  and  one  school-house.  We  also  find  ranches  on  the 
Humboldt  branch.  The  Stillwater  road  crosses  this  by  a  bridge  about  three  miles 
from  Saint  Clair's. 

The  land  in  this  flat,  away  from  the  water.  Is  very  sandy^and  almost  desert. 

B(»th  our  parties  left  this  valley  on  the  east,  and  crossed  the  Sand  Spring  Range  into 
Fairview  Valley,  near  the  east  side  of  which  our  routes  came  together  at  West  Gate. 
Mr.  Cowles  crossed  the  range  at  the  Sand  Spring  Pass,  halting  there  one  day  to  occupy 
a  mountain  station.  At  Sand  Spring  water  costs  25  cent<s  per  head  for  the  animals  per 
night,  and  wood  could  scarcely  be  purchased. 

From  Stillwater,  by  the  old  road,  I  entered  the  foot-hills  about  18  miles  to  the  north 
of  Sand  Spring.  We  left  the  road  at  the  summit,  and  spent  several  days  in  the  mount- 
ains about  La  Plata  and  Tarogqua  Peak  to  the  north.  The  range  here  is  called  the 
Silver  Hill  Range. 

Tarogqua  Peak  rises  very  abruptly  from  the  plain  just  east  of  the  sou  them  end  of 
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the  sink.  The  gnmrnit  is  4,800  feet  above  the  lake,  and  from  it  a  fine  viow^  was  ob- 
tained. About  this  peak  there  are  nunieroas  springs,  and  there  is  some  woodland  along 
the  eastern  slope  of  the  range,  but  toward  Sand  Spring  the  range  is  capped  with  vol- 
caiiic  rock,  and  entirely  destitute  of  wood  and  water,  (Sand  Spring  being  at  the  edge 
of  a  low  flat.) 

By  the  road  thesnmmit  isabont  18  miles  from  Stillwater,  and  Mountain  Well,  within 
a  half  mile  of  the  snmmit,  is  the  only  water  becween  Stillwater  and  West  Gate;  the 
water  is  now  scarcely  fit  for  use,  the  well  having  been  standing  open  for  several  years. 
An  old  wagon-road  leads  from  the  summit  to  La  Plata,  about  3  miles  to  the  north. 
Not  many  years  ago  this  place,  like  Como,  gave  promise  of  being  a  flourishing  mining- 
town.  There  still  remaiii  a  fine  stone  and  brick  fonndation  and  chimney  of  a  large 
mill  which  was  stopped  in  the  buildine:.  A  second  mill  was  erected  in  Black  Ruck 
Cuflou,  near  by,  about  the  same  time.  Now  the  place  has  reverted  to  a  pasture-ground 
for  sheep  and  cattle.  There  are  two  small  springs  of  watery  one  in  an  old  tanuel  near 
the  mill,  and  another  half  a  mile  to  the  north. 

Crossing  Fairview  Valley  we  fonnd  quantities  of  bnnoh-grass.  The  altitude  of  the 
v.iUey  is  but  4,000  feet,  and  it  is  a  good  winter  range  for  cattle);  in  summer  there  is  no 
water.  The  drainage  is  toward  the  Humboldt  salt-deposit,  which  is  in  the  northern 
part  of  this  valley.  To  the  south  and  in  the  upper  portion  of  the  valley  there  is  a  large 
barren  flat.  At  West  Gate  there  is  a  single  house  where  travelers  can  be  accommo- 
dated. Good  water  is  obtained  from  a  well.  The  telegraph  office,  until  recently  estab- 
lished here,  has  been  disoontinned. 

We  remained  at  this  camp  about  a  week,  dnring  which  time,  trips  were  made  into  the 
adjacent  country.  One  was  by  the  Ellsworth  freight-road  as  far  as  Tyler's  Station,  or 
Chalk  Well,  so  called  from  the  chalky  appearance  of  the  water,  which  does  not  rise 
more  than  a  few  feet  in  the  well.  To  return  to  West.Gate  we  followed  a  road  which 
connects  these  places,  but  makes  a  detour  through  East  and  Middle  Gates. 

A  station  was  occupied  near  Chalk  Well,  on  the  west  side  of  which  is  a  small  spring. 
At  East  Gate  there  is  running  water  and  a  small  vegetable-farm,  the  nearest  market  to 
which  is  Ellsworth,  26  miles  distant.  An  old  road  crosses  the  Desatoya  Range  here 
from  Pntnam  Creek.  It  was  made  by  Captain  Simpson,  in  1859,  in  his  outward  route. 
(East  Gate  was  called  by  him  the  Gate  of  Gibraltar,  and  the  Desatoya  Range  the  Se- 
daye  or  Lookout  Mountains.)  Following  the  water-course  toward  West  Gate,  water 
rises  to  the  surface  at  White  Rock.  Here,  at  the  junction  of  Captain  Simpson's  two 
roads,  a  station  was  built.  The  fork  to  the  north,  which  he  followed  on  his  return 
route,  crosses  the  Desatoya  Range  by  Edwards  Creek  Pass,  and  this  one  was  afterwards 
used  for  travel.  From  White  Rock  our  route  was  through  Middle  Gate,  where  water 
again  was  fonnd  at  the  surface,  and  thence  to  West  G«te. 

Very  little  wood  is  to  be  found  in  the  vicinity,  the  nearest  to  the  station  being 
about  11  miles  distant  on  the  east  slope  of  the  Fairview  Range.  This  range  is  remark- 
able for  the  scarcity  of  water  about  it ;  although  the  peaks  rise  in  even  slopes  more 
than  4,0i)0  feet  above  the  Fairview  Valley,  and  some  wood  and  grass  abound,  yet  no 
running  water  was  found.  A  dry  camp  had  to  be  ma<le  for  the  ascent  of  the  highest 
peak.  The  formation  at  its  summit  is  a  flaky  shale.  One  large  spring  is  reported  on 
the  east  slope  of  the  range  and  to  the  south  of  this  peak. 

A  nnmber  of  cattle  range  the  country  and  seem  to  subsist  well,  though  the  pasture 
is  undoubtedly  scant.  It  is  believed  the  animals  accustom  themselves  to  remain  a 
long  time  without  water.  In  known  cases  they  come  to  water  at  intervals  of  from 
thirty -six  to  forty-eight  hours,  and  as  soon  as  their  thirst  is  satisfied  start  off  to  the 
hills  again. 

From  West  Gate  the  road  by  Cold  Springs,  &c.,  was  followed  to  Patterson  Ranch,  on 
Edwards  Creek,  while  a  small  party  made  a  detour  to  the  north,  towards  Grant  Peak. 
We  ascended  along  Bench  Creek,  a  small  but  constant  stream  running  to  the  foot-bills. 
Wood  was  plenty  along  it.  Good  pasture-land  was  found  about  the  summit,  there 
being  a  plateau  of  gra«s-land  to  the  south  of  the  peak.  We  camped  one  night  near  the 
summit  to  take  observations  for  azimuth  from  the  peak.  Thence  we  followed  a  trail 
that  descends  very  abruptly  to  Cherry  Valley,  in  the  range,  3  miles  to  the  north  of  the 
peak.  In  this  valley  and  its  surroundings  several  hundred  head  of  horses  ran^e,  in  a 
half- wild  state.  At  Clan  Alpine,  which  is  near  the  mouth  of  the  cafion  dram  from 
Cherry  Valley  into  Edwards  Creek  Valley,  there  is  a  small  agricultural  settlement.  A 
mill  erected  by  a  mining  company  which  commenced  operations  here  some  years  since  is 
now  used  as  a  barn.  We  crossed  the  valley  to  Patterson's,  directly  opposite.  A  second 
observation  for  azimuth  in  connection  with  Grant*s  Peak  was  made  at  Patterson's,  the 
teot  in  camp  having  been  previously  sighted  from  the  peak.  From  Patterson  two  roads 
lead  to  Austin ;  the  one  to  the  north,  with  the  telegraph  line,  goes  by  New  Pa8.«,  Mount 
Airy,  and  Jacobsville,  and  was  the  road  last  used  by  the  stage  company;  the  other  is  by 
way  of  Edwards  Creek,  Smith  Creek,  and  Emigrant  Pass,  and  thence  several  roads 
cross  Reese  River  Valley  to  Austin. 

The  Desatoya  Range  being  next  in  order,  we  proceeded  to  work  up  its  topography 
from  New  Pass  south  to  the  drainage  of  Pntnam  Creek.    In  the  mountains  there  is 
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plenty  of  water.  It  is  fonnd  in  nearly  all  the  caflons  on  the  west  side,  between  Gib- 
raltar Creek  at  East  Gate  and  Edwards  Creek.  Cedar  Creek,  next  sonth  of  Edward's 
Creek,  was  meandered  in  ascending  the  highest  peak  from  Patterson^s.  Edward's 
Creek,  and  the  road  along  it,  and  through  the  pass  to  Smith's  Creek,  were  meandered  bj 
Mr.  Cowles.  On  the  east  side  of  the  range  the  two  important  drains  are  Smith's  Creek 
and  PutDam  Creek  flowing  into  Smith's  Creek  Valley,  bnt  both  sink  soon  afber  left?iog 
the  foot-hills.  On  Smith's  Creek  a  quantity  of  land  is  under  cnltivatiou.  We  were 
encamped  upon  it  for  several  days,  at  A.  Mnestretti's  Ranch,  who  has  title  to  the  water- 
right  of  the  stream.  The  land  has  not  yet  been  sectionized  by  the  land-survey.  Set- 
tlers already  located  have,  however,  the  first  right  to  purchase  when  the  land  is  opened 
for  sale.  The  country  drained  by  these  two  streams  affords  a  range  for  cattle  that  ia 
the  summer  season,  I  think,  can  scarcely  be  surpassed  in  the  State,  and  generally  the 
winters  are  not  too  severe  to  pass  in  Smith's  Creek  Valley.  This  valley  is  at  an  dera- 
tion of  6,000  feet  above  the  sea-level.  Two  years  since  there  was  so  much  snow  that 
it  was  necessary  to  feed  hay  to  the  cattle.  This  with  a  very  large  herd  is  impracticable, 
and  in  that  winter  a  number  of  valuable  cattle  perished.  Fairview  Valley,  to  the  west, 
is  2,000  feet  lower,  and  there  cattle  can  range  throaghont  the  winter.  Patnam  Creek 
was  meandered,  and  the  retnrn  trip  made  by  the  flat  in  Smith's  Creek  Valley.  Go  the 
western  side  of  this  flat  is  a  number  of  hot  springs.  There  are  about  twelve  of  these. 
The  openings  are  circular,  and  descend  in  a  conical  shape — some  of  them  apparentiy 
6  feet  deep.  I  had  not  with  me  a  thermometer  reading  more  than  124°,  and  oonld  not 
tell  the  temperature,  which  was  far  above  the  indication  of  my  thermometer.  The 
water  was  qnite  clear;  the  flow  very  small.  Babbles  rose  at  intervals  to  the  snrface. 
A  piece  of  buckskin  held  in  the  water  was  almost  at  once  acted  upon,  and  when  taken 
out  was  twisted  and  stiff  and  appeared  like  raw-hide.  The  circumferences  varied  from  a 
few  inches — mere  openiDgs — to  one  3  feet  across,  which  was  the  largest.  There  is  little 
or  no  depobit,  but  some  g^eeu  and  black  to  red  fungus.  The  springs  were  in  one  line, 
extending  north  and  south  about  100  yards,  on  a  slight  ridge,  and  on  the  slopeaof 
which  a  little  grass  was  growing.  There  were  a  nuim)er  of  cold  springs,  too,  inter- 
mingled with  the  hot,  but  none  of  them  had  any  flow,  the  water  remaining  at  one  level, 
and  the  springs  trampled  by  cattle,  ho  that  there  appeared  no  opening  in  the  bottom 
of  them,  as  in  the  case  of  the  hot  springs. 

Two  springs,  the  water  of  which  is  quite  warm,  are  found  about  6  miles  to  the  nortii 
of  them  in  this  valley  ;  the  cattle  drink  freely  of  their  water.  The  barren  flat  in  this 
valley  covers  nearly  20,000  acres  of  land.  White  sage  grows  on  the  slopes  to  the  hiiU; 
of  this  the  cattle  are  very  fond.  At  this  season  of  the  year  (October)  there  is  no  water 
in  the  valley.  aSimpson,  in  the  spring  of  18G9,  speaks  of  a  lake  belog  there,  and  also  of 
a  considerable  stream  (Eogleman  Creek)  flowing  between  Smith's  and  Putnam  Creeks. 
This  creek  was  not  to  be  seen. 

From  Smith's  Creek  Mr.  Spiller  proceeded  along  the  foot-hills  to  the  north,  to  make  a 
station  in  the  range  south  of  New  Pass;  afterward  to  join  the  northern  road  and  follow 
it  to  Mount  Airy,  and  thence  to  an  appoioted  rendezvous  at  Rirchim's  ranch,  on  Reese 
Rivt*r.    The  rest  of  the  party  followed  the  southern  road,  which  led  to  the  same  point. 

This  camp  was  10.7  miles  southwest  of  Austin.  W«)  remained  there  several  days 
duplicating  and  arranging  the  notes  of  the  party.  Austin  was  visited,  and  Mount 
Prometheus,  near  there,  occupied.  We  are  indebted  to  Mr.  Melville  Curtis,  engioeer  of 
the  Manhattan  Mining  Company,  for  the  bearings  and  distance  to  connect  this  point 
with  an  astronomical  monument  previously  established  at  Austin  by  this  survey.  The 
Reese  River  Valley  presented  a  good  base  of  operations  for  completing  the  su  rvej  of 
the  eastern  portion  of  our  area,  the  same  purpose  that  the  Carson  River  and  old  over- 
land road  with  its  water-stations  had  served  m  our  route  eastward. 

The  valley  of  the  river  here  lies  between  the  Toyabe  Range  on  the  east  and  the 
Shoshone  on  the  west.  The  Toyabes  rise  above  11,700  feet  and  the  Shoshone  about 
10,000  feet.  The  two  ranges  converge  at  the  head  of  the  valley  and  range  sonth  into 
the  desert,  while  the  Toyabes  to  the  north  of  latitude  39^  30',  and  the  Shoshone  north 
of  'S\P  15'  decrease  in  altitude  and  have  little  water.  The  river  rises  in  the  Toyabes, 
about  latitude  38"^  45',  and  flows  to  the  north.  A  second  source  is  from  copious  spriugs, 
in  the  valley  a  few  miles  south  of  Birchim's,  forming  a  branch  that  soon  unites  with 
the  other.  The  river-bed  crosses  the  Central  Pacific  Railroad  at  Battle  Mountain 
Station,  near  which  place  it  joins  the  Humboldt  River ;  water  nearly  flows  to  it^ 
mouth.  The  ranges  are  well  wooded,  and  some  of  the  trees  are  fit  for  timber,  but  the 
growth  is  generally  stunted.  None  of  the  ca&on-streams  of  the  Shoshone  reach  the 
river.  The  soil  of  the  valley  is  much  impregnated  with  alkali ;  toward  the  npper  part 
of  the  valley  is  a  number  of  grain-ranches ;  barley  is  princi(:ally  raised,  the  past  ^ea«oQ 
being  an  exceptionally  prosperous  one.  The  lower  ranches  on  the  river  are  adapted 
to  making  hay. 

Mr.  Spiller  was  assigned  to  work  up  the  topography  of  the  Toyabe  Range.  He  en- 
tered the  range  by  way  of  Big  Creek,  occupied  Ueneva  Peak,  and  then  worked  sooth- 
ward  to  latitude  39^.  Once  crossing  into  Big  Smoky  Valley  by  Kingston  Cafion,  and 
then  recrossiug  the  range  to  Washington,  he  finally  rejoined  the  party  at  McMahon's 
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Ranch.  From  this  place  he  made  a  trip  to  Poaton  Peak,  at  the  headwaters  of  Reese 
River.  In  this  range,  from  Prometheus  to  Poston,  a  distance  of  48  miles,  six  prom- 
inent peaks  were  occupied.  Severe  weather  was  encountered  by  that  party,  with 
snow-storms  and  cold.  Especially  on  Poston  Peak  the  party  suffered  severely ;  there 
Mr.  Spiller  had  both  ears  badly  frozen.    This  work  occupied  twenty  days. 

In  the  mean  time  the  party  moved  up  Reese  River  Valley.  The  road  from  Austin  to 
lone  was  meandered  throughout.  From  Elkborn  the  pack-train  went  to  Washington, 
in  the  Toyabe  foot-hills,  to  resupply  Mr.  Spiller's  party.  With  Mr.  Cowles,  I  made  a 
trip  of  six  days  into  the  8hoshone  Mou  ntains.  We  recro^sed  the  valley  to  Washington, 
and  then  proceeded  to  McMahon's,  to  rendezvous  with  the  other  party.  In  the  Sho- 
shone Range,  from  Mount  Airy  south  to  lone  Pass,  a  distance  of  40  miles,  seven  prom- 
inent points  on  the  main  divide  were  occupied. 

The  party  was  now  ready  to  move  westward,  through  the  southern  portion  of  our 
area,  with  the  object  in  view  to  complete  the  survey  of  the  area  in  a  north  and  south 
direction  as  we  moved.  At  our  camp  at  McMahon's  we  separated  as  usual,  the  next 
rendezvous  being  appointed  at  Ellsworth.  Mr.  Spiller,  Private  Niver,  and  myself 
formed  one  party.  Our  ronte  led  us  a  second  time  to  lone.  This  is  a  mining-town  on 
the  western  slope  of  the  Shoshone  Mountains,  a  little  touth  of  latitude  39^  30^ 

The  mines  have  been  opened  for  some  ytars,  and  promised  well  when  first  opened. 
For  several  years  back  little  work  has  been  done  in  them.  New  capital  at  this  time 
was  awakening  the  place  to  a  good  deal  of  activity.  The  same  may  be  said  of  the 
town  of  Ellsworth,  across  the  valley  to  the  west ;  here,  however,  new  discoveries  were 
also  being  made.  From  lone  we  crossed  the  lone  Valley  in  a  southwesterly  direction, 
to  Antelope  Springs,  in  the  Mammoth  Mountains.  This  valley  is  but  an  extension 
south  of  the  Smith's  Creek  Valley,  the  divide  between  them  being  very  low.  The 
Mammoth  Range,  here  so  called,  is  but  an  extension  of  the  Desatoya  Range.  Paradise 
and  Park  Peaks,  south  of  Ellsworth,  were  occupied.  The  range  is  not  high,  but  there 
is  an  abundance  of  wood  and  a  number  of  springs.  lone  Valley,  east  of  it,  is  without 
wat«r ;  but  it  drains  well  to  the  south,  and  gives  some  pasturage  instead  of  barren  flats. 
To  the  west  the  range  falls  abruptly  to  barren  foot-hills  and  the  Hot  Springs  Valley 
with  its  alkaline  flar..  The  diiforence  of  level  between  lone  Valley  and  Hot  Springs 
Valley  is  about  2,000  feet,  the  same  as  observed  to  the  north  between  Smith's  Creek 
Valley  and  Fairview  Valley.  The  same  range  forms  the  dividing  line,  but  on  the  west 
the  two  valleys  do  not  run  into  each  other,  as  do  Smith's  Creek  and  lone,  but  a  con- 
siderable range  of  hills  running  east  and  west  separate.  Hot  Springs  and  Fairview 
Valleys. 

This  Mammoth  Range  is  a  very  distinct  line  of  demarkation  between  the  country 
to  its  west  avid  that  to  the  east  between  latitude  38^  40'  and  39^  30'.  The  type  of 
country  westward  extends  as  far  as  Mason  Valley,  and  to  the  Como  Range.  The  Carson 
River,  in  its  lower  part,  struggles  through  it.  Apparently  finding  itself  baffled  in  its 
westerly  course,  the  desert  turns  off  to  the  north,  to  absorb  the  wafers  of  the  Hum- 
boldt and  Truckee  Rivers.  The  type  is  a  country  whose  valleys  are  alkaline  flats,  and 
whose  mountains  are  low,  igneous  hills,  without  wood  and  with  very  little  water. 

From  McMahon's  the  remainder  of  the  party  had  returned  along  the  Reese  River 
Valley  and  crossed  the  Shoshone  Range  to  Petersen's  Ranch,  in  Smith's  Creek  Valley, 
and  thence  proceeded  south  through  lone  Valley  to  Ellsworth.  Ellsworth  is  feeveral 
miles  from  the  summit  of  the  range,  and  on  the  eastern  slope.  The  first  mines  were 
worked  about  the  site  of  the  town.  The  impetus  now  at  work  is  derived  from  mines 
on  the  western  or  exposed  slope  of  the  range.  A  new  town,  called  Summit  City,  is 
being  built  at  the  summit,  and  near  these  mines.  At  present  water  must  be  hauled 
there,  but  it  can  be  brought  in  pipes  from  a  spring  at  no  great  distance. 

From  Ellsworth,  Chalk  Well  was  revisited,  to  complete  the  survey  of  the  freight- 
road  from  West  Gate.  Our  next  camp  after  Ellsworth  was  at  Welsh's  Spring,  near  the 
mouth  of  Marble  Falls  Caflon,  and  at  the  base  of  the  bluffs  on  the  west  side  of  the 
range.  It  is  but  5^  miles  from  Ellsworth.  About  3|  miles  across  the  small  valley,  west 
of  this  spring,  is  the  Illinois  mine,  the  principal  one  of  the  new  mining  district  of 
Lodi. 

At  Ellsworth,  I  engaged  an  Indian  guide  to  take  a  small  party  through  the  very 
dry  country  lying  between  West  Gate  and  Hot  Springs  Valley.  Mr.  Spiller,  the  guide, 
one  packer,  and  myself  composed  the  party.  The  rest  of  the  party  moved  southwest- 
erly to  Hot  Springs  Valley,  and  camped  there  at  some  cold-water  springs,  where  they 
also  found  some  grass  for  the  animals,  but  were  badly  off  for  wood.  Our  small  party 
was  out  four  days. 

The  first  day,  after  having  occupied  the  highest  point  in  the  hills  just  west  of  the 
Illinois  mine,  we  marched  northwest  about  9  miles,  and  camped  high  up  on  the  rooky 
slopes  of  a  low  peak  that  was  occupied  as  a  station  the  following  day.  At  this  camp 
the  water  was  in  a  hole,  under  and  inclosed  in  the  solid  rock,  and  besides  being  scarce 
was  very  difficult  to  obtain.  The  guide  gave  us  to  understand,  however,  that  in  the 
spring  we  would  find  there  plenty  ot  water.  The  wood  there  was  very  scant  sage-brush. 
Our  second  camp  was  at  a  spring  7  miles  west  of  this ;  this  spriug  is  hidden  in  a  fiat 
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body  of  rock;  the  water  was  plenty  for  ns,  though  not  abaudant.  It  did  not  flow,  bnt 
BtOGNd  in  the  sand  of  one  of  the  rocky  *ravioe8.  Here  we  were  a  few  milee  east  of  the  F<ir- 
view  Mountains.  Onr  next  camp  was  at  an  old  arrastra  on  the  west  slope  of  a  peak  we 
called  Slate  Peak.  This  peak  is  in  the  sonthern  extension  of  the  Fairv^iew  Range,  and 
there  was  noticeable  another  drain  cutting  through  this  range  to  the  north  of  Slat« 
Peak,  with  sides  much  more  precipitous,  however,  than  those  of  the  West  Gate  wash 
that  cuts  it  to  the  north.  Noticing  also  that  Fairview  Range  is  a  different  formation 
from  those  in  its  vicinity,  we  can  readily  conclude  that  it  is  much  older.  At  the  arrastra 
refeiTed  to  was  worked  tho  first  ore  from  a  mine  supposed  to  be  rich  in  gold :  the  loca- 
tion is  at  the  head  of  Fairview  Valley.  A  small  mill  (r>-8tamp)  was  afterward  erected 
in  Hot  Springs  Valley,  where  water  was  obtained  by  sinking  a  well.  Want  of  capital 
is  assigned  as  the  cause  for  qnitting  the  work. 

The  mill  is  still  standing  and  nearly  complete.  At  the  arrastra  we  managed  to  obtain 
a  little  muddy  water  by  cleaning  out  the  bottom  of  an  excavation  previously  made 
ioT  that  purpose;  there  were  indications  of  a  spring  during  part  of  the  year.  From 
this  place  wo  crossed  the  divide  at  the  head  of  Fairview  Valley  to  Hot  Springs  Valley, 
following  a  road  but  seldom  used  since  the  mine  ceased  to  be  worked.  The  roal  led 
to  the  mill.  The  whole  party  then  crossed  the  valley  to  Dead  Horse  Well,  on  the  west 
side  of  the  val  ey. 

There  is  a  copious  flow  of  water  from  the  Hot  Springs,  in  the  eastern  part  of  the 
vslley ;  the  water  is  too  hot  to  bear  the  hand  in  it.  The  deposit  is  like  that  of  the 
springs  in  Smith's  Creek  Valley. 

The  alkali  flat  in  this  valley  contains  about  14,000  acres.  It  is  rich  in  borax,  and 
has  been  worked  to  some  extent.  At  Dead  Horse  Well  observations  for  azimuth  were 
taken,  in  connection  with  Basalt  Peak  near  by,  which  was  occupied  as  a  primary  trian- 
gulation-station.  Belleville  is  south  of  Dead  Horse  Well,  about  50  miles  distant.  There 
are  several  wells  at  this  place  and  an  abundantsupply  of  tolerably  good  water.  Onr  route 
thence  was  north,  along  the  Belleville  and  Wadsworth  freight-road,  to  Sulphur  Spring, 
in  the  Sand  Spring  flat,  31.7  miles.  The  road  is  along  the  west  slope  of  the  Sand  Spring 
Range,  and  there  is  no  water.  At  one  of  the  stations  (Deep  Hollow)  water  is  8<ild  for 
$1 .00  per  barrel ;  it  is  hauled  a  distance  of  14  miles,  from  Dead  Horse  Well.  Salt  Well  is  a 
station  three  miles  short  of  Sulphur  Spring,  but  the  water  of  the  well  is  not  fit  for  drink- 
ing purposes. 

The  Sand  Spring  flat  covers  an  area  of  20,000  acres ;  it  opens  on  the  northwest  to  the 
Carson  Slough ;  the  divide  i  s  scarcely  perceptible.  The  soil  is  wet,  and  water  stands  in 
the  lowest  part. 

The  water  at  Sulphur  Spring  is  not  very  good.  Drinking-water  is  brought  from  tbe 
slough,  10  miles  distant.  There  is  a  station  at  the  spring.  The  wood  used  is  brought 
about  50  miles,  by  the  return  freight-teams  from  Belleville. 

In  the  Sand  Spring  Range,  nine  points  were  occupied,  from  Tarogqua south  to  Basalt, 
44  miles.  We  next  moved  by  the  southeast  of  Carson  Lake  to  Allen's  Springs.  Ttitse 
are  the  calcareous  springs  spoken  of  by  Simpson  in  1859.  At  the  southwest  of  Canon 
Lake  there  is  a  large  area  of  porous  alkaline  ground,  that  is  bnt  little  raised  above  tbe 
surface  of  the  lake,  and  comparatively  recent  beach-marks  indicate  the  mora  modern 
overflows  of  tbe  water. 

Onr  next  rendezvous  was  appointed  in  Mason  Valley.  Mr.  Spiller,  with  the  train, 
proceeded  south  to  Walker  Klver,  crossed  it  at  the  old  Indiau  agency,  and  thooce 
moved  along  the  road  to  Lee's  Mill.  With  Mr.  Cowles  and  one  packer  I  returned  to 
Carson  Lake  and  camped  on  its  southwest  shore,  near  the  ruins  of  an  old  station.  Tbe 
tules  said  to  be  here  formerly  are  entirely  gobe.  We  had  to  carry  an  old  telegraph- 
pole  about  half  a  mile  to  camp  to  make  our  tire ;  there  was  no  drift'Wood.  Tbe  tele- 
graph line  formerly  here  now  passes  through  R^gtown,  &,o.  The  mules  would  not 
drink  the  water  of  the  lake,  even  after  they  had  been  without  water  for  more  than  24 
hours.  The  lake  was  swarming  with  water-fowl.  From  here  we  tbilowed  the  old  road 
west,  past  Hon  ton  Well,  (now  deserted,)  to  Bnckland's,  where  had  been  our  second 
camp  out  from  Carson ;  thence  we  prooeeied,  by  the  good  wagon-road,  to  M bson  Val- 
ley. The  Hot  Springs  in  the  northern  part  of  this  valley  have  been  long  known.  I 
here  observe  that  there  is  an  east  and  west  water-shed  extending  aoross  our  whole  area 
from  the  Toyabe  Range,  and  extending  to  the  Sierras.  St  krting  around  the  head  of 
Reese  River,  it  joins  the  Shoshone,  then  divides  Smith  Creek  and  lone  Valleys,  and  80 
continues  to  the  west,  about  the  latitude  39^  15'.  It  finally  forms  tbe  divide  between 
the  Carson  and  Walker  Rivers.  It  is  most  marked  south  of  the  West  Gate  Wash,  the 
Farview  Valley,  and  Carson  Lake  to  Buckland's. 

To  follow  from  the  mouth  of  Churchill  CaHon  the  broad  open  drain,  one  will  be  snr- 
prised  to  find  that  it  separates  from  the  calion  about  4^  miles  from  the  Carson,  and 
continues  with  a  very  slight  rise  to  the  divide  between  tbe  Carson  and  Walker  Rivem, 
and  from  this  divide  to  the  valley  of  Walker  River.  The  drain  continues  the  same; 
indeed  tbe  summit  cannot  be  perceived  in  traveling.  Our  barometric  observations 
show  a  constant  rise  from  the  mouth  of  Churchill  Ca&on  south  through  this  drain  to 
Walker  River.    It  would  seem  to  indicate  that  there  had  been  a  couuection  at  one 
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time  between  the  watern  of  the  two  riven.    It  certainly  presents  a  very  easy  pass  from 
one  river  to  the  other. 

J>>om  Lee's  Mill  we  marched  in  two  days  to  Carson  City,  following  a  new  road  re- 
cently established  between  Dayton  and  Mason  Valley.  We  arrived  at  Carson  on  the 
evening  of  the  26th  November,  when  I  reported  to  Lieutenant  Tillman.  Mr.  Spiller 
made  a  trip  from  Carson  to  Mount  £U>sa  and  return  before  going  East. 

MINING  DISTRICTS. 

Foar  mining  districts  in  operation  were*  visited.  Austin,  next  to  Virginia  City,  is 
the  center  of  the  most  prosperous  mining  district  in  Nevada.  The  Manhattan  Silver 
Mining  Company,  owning  several  fine  mines  and  a  good  mill,  is  now  doing  the  princi- 
pal work,  and  is  in  active  operation.  A  full  report  of  this  district  has  been  made 
by  Clarence  King. 

UNION  MINING  DISTRICT. 

This  district  has  been  established  about  thirteen  years.  The  first  discoveries  were 
made  by  A.  J.  McGee.  It  was  at  first  worked  actively  about  eighteen  montbs,  and  in 
May,  1876,  active  operations  again  commenced.  The  present  recorder  is  James  F. 
Duckett.  The  post  office  is  lone  City,  Nye  County,  Nevada  ;  George  W.  Veatch,  post- 
master. A  buckboard  runs  weekly  from  Austin,  Nev. ;  the  distance  is  51i  miles.  The 
Dearest  railroad  communication  is  Wadsworth,  on  the  Central  Pacidc  Railroad,  r^^O 
miles  distant.  The  district  extends  12  miles  north  and  south,  and  6  miles  east  and 
Tvest,  with  the  font-hills  of  the  range.  The  north  line  is  about  three-fourths  of  a  mile 
north  of  lone.  The  mineral  belt  is  from  one-half  to  three-fourths  of  a  mile  wide,  aod, 
Fanning  with  the  longer  line  of  the  district,  crops  out  at  intervals  through  the  12 
miles.  Croppings  show  both  in  cafions  and  upon  spurs  on  the  west  slope  of  the 
range,  and  about  one-third  of  the  distance  from  the  summit  to  the  foot-hills.  The 
range  trends  north  and  south  ;  the  lodes  have  the  same  direction,  and  dip  to  the  north- 
east, uniformly  with  the  count ry-rock.  The  walls  are  covered  in  places  with  a  thin 
seam  of  white  clay,  and  these  give  the  richest  deposits.  Vegetable  impressions  have 
been  found,  but  no  fossils.  Chloride  is  the  principal  ore  found ;  it  has  been  worked  by 
crushing  dry  and  roasting.  The  water-level  has  not  been  reached  in  the  mine.  The 
ore  contains  a  good  deal  of  iron,  and  some  lead  and  antimony.  Gold  is  found  in  all 
the  ore,  generally  in  paying  quantities.  The  principal  mines  now  worked  are  the 
Storm  King  and  the  Clipper.  The  first  is  being  worked  by  the  Ural  Silver  Mining  Com- 
pany ;  an  incline  has  been  run  350  feet,  with  two  levels  several  hundred  feet  in  length  ; 
the  amount  of  good  ore  in  si{;ht  is  not  great.  In  connection  with  this  mine  a  shaft 
is  being  snnk,  several  hundred  yards  from  the  ledge,  to  strike  the  incline  at  a  depth 
of  about  bOO  feet,  if  the  incline  continues  with  its  present  pitch.  This  company  is 
also  putting  up,  a  few  miles  south  of  lone,  a  fine  mill  with  capacity  for  20  stamps, 
A  revolving  furnace  (White)  will  be  used,  and  improved  machinery  throughout.  At 
the  preseut  writing,  it  should  be  completed.  In  the  Clipper  mine  several  inclines  have 
been  run,  a  small  force  was  at  work,  and  gold  hss  been  taken  from  it ;  the  work 
"was  not  on  the  vein  at  the  time.  Some  fifteen  other  mines  are  considered  iu  favor- 
able condition  for  working;  on  all  of  them  a  considerable  amount  of  labor  has  been 
expended. 

The  Pioneer  Mill,  owned  by  James  M.  Cammack,  is  in  the  town  of  lone ;  it  has  been 
idle  fur  some  time.  It  has  a  fine  engine,  and  the  reverberatory  furnaces  used  for  roast- 
ing the  crushed  ore  are  in  good  condition.  The  stamps  are  out  of  order.  Wbeu  first 
opened  the  mines  were  fonod  to  contain  pockets  of  rich  chloride,  and  paid  well. 

Two  veins  run  with  the  mineral  belt,  and  the  excavations  made  show  them  to  be 
extended.  The  value  of  the  ore  extracted  is  claimed  to  have  far  exceeded  the  amount 
expeuded  on  the  mines.  The  ore  will  generally  be  easily  extracted  by  inclines  aod 
levels  run  on  the  veins.  Wood  is  abundant,  and  there  is  a  running  stream  at  lone. 
The  cost  of  freight  from  the  railroad  is  2^  cents  per  pound. 

MAMMOTH  MINING  DISTRICT. 

The  first  discoverers  were  R.  6.  Craig  and  James  Donelly.  It  was  organized  De 
cember  23, 1863,  and  has  been  worked  with  more  or  le^s  vigor  since  that  time.  Patrick 
Downey  is  recorder.  The  post  office  is  Ellsworth,  Nye  County,  Nevada. ;  P.  0.  Tyler, 
postmaster.  The  route  of  the  buckboard  from  Austin,  through  lone,  terminates  here. 
The  freight-route  is  from  Wadsworth,  on  the  Central  Paaific  Riilroad,  about  110  miles 
distant ;  freight  from  Wadsworth  is  2^  cents  per  pound;  returning,  the  price  is  1^  cents 
per  pound. 

Willow  Spring,  a  short  half  mile  west  of  the  town,  is  the  center  of  the  district ;  from 
this  point  to  the  center  of  the  bounding  lines  north,  south,  east,  aod  west,  is  5  miles. 
The  area  of  the  mineral  croppings  is  about  one-half  mile  wide  by  3}  long,  the  longer 
line  crossing  the  Mammoth  Range  east  and  west,  and  the  mines  are  located  on  bo  th  side 
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of  it.  The  range  trends  north  and  south ;  the  lodes  on  the  east  trend  north  and  sonth, 
and  those  on  the  west,  northeast  and  southwest.  The  eastern  slopes  are  gentle,  and 
there  the  discoveries  are  in  the  foot-slopes,  and  adjacent  to  the  town.  The  coantry- 
rock  is  granite.  None  of  the  mines  there  are  being  worked.  The  Mount  Vernon  mine 
was  mont  extensively  developed,  and  is  considered  valuable.  It  is  now  flooded  with 
water,  which,  in  the  granite,  is  reached  at  100  feet. 

On  the  western  slope  the  strata  are  much  exposed,  the  descent  being  very  abrupt 
The  discoveries  range  through  about  1,000  feet  in  altitude,  commencing  near  thesnromit, 
and  extending  a  little  more  than  halfway  down  the  slope.  The  deposits  are  richest  ia 
the  slate  and  limestone.  A  metamorphic  rdbk  also  abounds.  The  Last  Chance,  GrsDt 
and  Colfax,  and  Canada  mines,  on  all  of  which  work  was  being  done,  are  in  the  same 
belt  of  n>ck.  It  is  about  600  feet  wide,  and  cuts  across  the  country-rock.  The  Lisboa 
mine,  aUo  on  this  slope,  has  been  worked  to  a  considerable  extent.  The  Last  Chance 
may  be  taken  as  a  sample  of  the  first  three  ;  it  has  three  shafts  or  inclines,  respectively 
100  feet,  133  feet,  and  40  feet,  with  about  70  feet  of  levels,  run  on  the  vein.  The  hang- 
ing wall  is  a  seam  of  indnrated  clay,  about  4  feet  thick,  the  foot- wall  slaty  limestone; 
barren  horses  of  slaty  limestone  occur  at  intervals,  but  the  continuity  of  the  vein 
seems  well  established.  The  ore  is  principally  chloride,  with  a  little  iron,  and  traces 
of  copper.  Assays  show  its  value  to  range  from  $68  to  $236  per  ton,  with  an  estab- 
lishea  average  of  over  $80  to  the  t'on.  The  dip  is  southwest ;  the  inclination  to  60  feet 
is  75^ ;  below  that,  as  far  as  developed,  it  is  85^.  The  Grant  and  Colfax  has  a  shaft  of  60 
feet,  with  a  level  of  40  feet  on  the  ledge,  and  a  tunnel  has  been  rnn  100  feet,  that  will 
reach  the  ledge  llO  feet  farther  on.  The  Canada  has  a  tnnnel  rnn  35  feet  on  the  ledge. 
These  three  mines  have  been  actively  worked  since  their  discovery,  which  is  recent. 
The  ore  will  be  easily  extract<ed  ;  its  transportation  to  the  mill,  which  must  be  on  the 
•-astern  slope,  to  be  convenient  to  water,  will  be  a  matter  of  some  difficulty.  It  ia  cod- 
tern  plated  to  build  a  wagon-road ;  it  can  be  graded  to  the  summit  in  about  1  mile. 
This  would  give  a  grade  of  about  450  feet  from  the  summit  to  Ellsworth  ;  where  the 
mill  is  to  be  situated,  the  distance  would  be  about  4  miles,  with  an  easy  grade.  Mr. 
W«  H.  Raymond,  of  Oakland,  Cal.,  is  negotiating  for  the  Last  Chance  mine,  and  it  is 
expected  to  shortly  erect  a  new  mill  at  Ellsworth.  The  one  already  there  is  a  lO-stamp 
mill,  with  Stedefelt  furnace,  750-pouud  stamps,  an  engine  of  40-horse  power,  and  with 

2  settlers  and  5  pans.  Wood  is  abundant  and  convenient,  and  there  are  unfailinK 
springs  just  above  the  town.  Gold  is  found  in  the  ore,  and  said  to  average  from  $10 
to  $15  to  the  ton.    The  indications  of  increased  prosperity  for  this  district  are  good. 

•  LODI  MIKING  DISTRICT 

.  Was  discovered  by  F.  M.  Pearson,  A.  Welsh,  and  J.  H.  Williams,  and  was  organized  in 
September,  1875.  It  has  been  actively  worked  since  that  time.  The  recorder  is  Joel 
Holden.  Ellsworth  is  the  post  office.  From  Wadsworih  the  distance  is  about  llX) 
miles;  the  road  to  within  10  miles  of  Lodi  being  identical  with  that  to  Ellsworth  and 
lone.  The  district  is  bounded  on  the  east  by  Mammoth  district,  south  by  the  old 
Wellington  road,  west  by  the  Hot  Spring  Range,  and  north  by  the  Wadsworth  road. 
The  principal  ledge  is  sitnated  on  the  east  slope,  and  at  the  eastern  extremity  of  a 
somewhat  detached  group  of  hills,  but  which  have  here  a  ridge  extending  several 
miles  east  and  west.  Lodi  Peak,  the  highest  point,  is  6,486  feet  above  sea-level,  and 
1|  miles  west  of  the  ledge.  This  ledge  trends  a  little  we^t  of  north,  and  the  mineral 
croppings  show  an  area  about  1  mile  long  by  300  feet  broad.  The  walls  are  nearly 
perpendicular,  being  an  exceedingly  hanl  black  rock,  apparently  a  fissure,  retaining 
well  its  width.  The  richest  deposit  is  found  where  the  ore  vein  contract-s  to  a  couple 
of  feet,  the  remainder  of  the  fissure  being  here  filled  with  a  loose,  friable,  yellow- 
colored  rock.  The  ore  is  carbonate.  It  contains  abont  7  per  cent,  of  antimony,  a 
good  deal  of  iron,  and  abont  25  per  cent,  of  lead-carbonate.  The  assays  give  about 
$15  to  the  ton  in  gold.  The  Illinois  mine  on  this  ledge  has  one  shaft  60  feet>,  and 
another  90  feet,  deep,  on  the  vein.  In  the  latter  shaft  is  a  drift  20  feet  north,  a(  a 
depth  of  60  feet.  Several  locations  Lave  been  made  on  the  extension  of  this  mine. 
The  Lodi  mine,  northwest  of  this  ledge,  has  a  shaft  115  feet  deep,  with  a  cut  across  the 
ledge  at  GO  feet;  its  walls  are  perpendicular,  and  trend  east  and  west.  From  the  Illi- 
nois mine  about  $20,000  worth  of  ore  has  been  shipped  to  San  Francisco;  a  quantity 
of  this  assaying  $500  to  the  ton.  The  average  of  the  assorted  ore  is  $:)00  to  the  ton. 
This  mine  has  also  been  purchased  by  Mr.  Raymond.  No  mill  has  been  erected  as  yet. 
The  bhafts  and  drifts  will  be  run  in  the  vein  matter.  There  is  no  water  near  the 
mines.  Two  springs,  Welsh  and  WilKinson,  are  on  the  opposite  side  of  the  valley 
which  separates  the  Lodi  hills  from  the  Mammoth  Range ;  they  are,  respectively,  about 

3  and  3^  miles  from  the  Illinois  mine,  in  a  direct  line.  The  highest  one  is  90  feet  above 
the  level  of  the  mine.  The  lowest  (Welsh)  is  abont  the  level  of  the  mine.  Timber 
could  be  obtained  from  the  Mammoth  Range.  On  this,  the  west  side,  however,  the 
timber  only  grows  near  the  summit.  Freight  from  Wadsworth  costs  2^  cents,  and 
returuing  1^  cents. 


9 

APPENDIX   NN,  1271 

There  is  a  large  namber  of  cattle  in  the  Ticiaity  of  these  three  raining  districts. 
For  lone  and  Ellsworth,  the  source  of  grain  and  hay  sapply  is  Reese  River  Valley,  and 
this  is  also  the  nearest  point  to  Ellsworth.  Reese  River  Valley  is  distant  about  8  miles 
from  lone,  17  from  Ellsworth,  and  34  from  Lodi ;  the  distance  to  Lodi  is  largely  in- 
creased by  a  necessary  detour  through  Burnt  Cabin  Summit  to  cross  the  Mammoth 
Range.  From  this  valley,  the  cost  of  forage  at  Lodi,  at  present  prices,  would  not  ex- 
ceed 3i  cents  per  pound  for  barley  and  2  cents  for  hay  ;  at  Ellsworth,  .3^  cents  for 
barley  and  \\  cents  for  hay  ;  at  lone,  3  cents  for  barley  and  \l  cents  for  hay. 

It  is  contemplated  to  build  a  narrow-gauge  railroad  from  Battle  Mountain,  on  the 
Central  Pacific  Railroad,  to  Austin,  Nev.  This  would  make  the  distance  from  railroad 
communication  for  lone  51^  miles,  and  for  Ellsworth,  via  Petersen's  Ranch  and  the 
Lower  Reese  River  Valley,  55  miles.  From  Lodi  to  Austin,  by  the  route  through  the 
valley,  would  be  about  &Z  miles,  as  against  100  miles  to  Wadsworth.  Tbe  advantage 
in  supplies  of  water,  forage,  and  the  character  of  the  road-bed  would  also  be  in  favor 
of  the  Austin  route. 

Lauder  City  was  built  on  Big  Creek,  about  the  mouth  of  its  cafion  from  the  Toyabe 
Range;  a  great  deal  of  prospecting  was  done,  but  to  little  purpose,  and  the  place  was 
deserted  for  Austin  when  that  camp  became  prosperous.  A  few  ranches*  are  now 
fonnd  along  the  creek. 

Following  up  Big  Creek,  and  crossing  the  range  into  Kingston  Cafion,  we  find  an- 
other old  mining  camp,  on  which  a  great  deal  of  money  has  been  expended.  The  Ster- 
ling Mill,  at  the  mouth  of  this  cafion,  is  h^Id  in  good  order ;  it  is  a  20-Btamp  mill,  the 
motive  being  furnished  by  a  turbine  water-wheel.  The  remains  of  two  other  mills,  from 
which  the  machinery  has  been  removed,  are  found  not  far  from  it. 

At  Washington  also  a  camp  was  started,  and  there  is  quite  a  little  village  of  houses, 
all  but  two  of  which  are  now  deserted. 

There  is  no  doubt  that  much  labor,  toil,  and  money  have  been  expended  in  this  coun- 
try on  worthless  mines.  The  failures,  however,  are  often  due  to  other  causes;  promi- 
nent among  which  are  undue  expectations,  lack  of  facilities  for  transportation  ;  and 
again  in  one  case  a  thriftless  expenditure  of  a  company's  money,  and  in  another^ 
lack  of  means.  These  camps  were  started  at  a  time  when  mining  was  a  rage  in  Ne- 
vada ;  now  it  has  sobered  down  very  much.  The  success  of  Austin,  and  the  undoubted 
fact  that  a  large  quantity  of  mineral  does  exist  in  these  mount.ains,  must  lead  us  to 
hope  that,  with  proper  care  and  management,  a  future  day  will  see  this  a  prosperous 
mining  region. 

WORK  DONE  BT  THE  PARTY. 

The  party  was  in  the  field  8^  days,  and  including  Mr.  Spiller's  trip  to  Mount  Rosa, 
after  our  return  to  Carson,  the  following  will  indicate  the  work  done,  viz : 

Number  of  main  camps 29 

Number  of  side  camps 47 

Nnml>er  of  miles  meandered 1,073.89 

Number  of  miles  traveled  and  not  meandered 633.42 

Number  of  mountain  stations  occupied  with  a  10-inch  or  20-inoh  instru- 
ment   ^ 22 

Number  of  topographical  stations  occupied,  being  either  included  in  the 

triangulation  or  three  point  stations,  with  30-incn  instrument 7J 

Number  of  additional  three-point  stations 244 

Number  of  aneroid-barometer  stations 501 

Number  of  cistern -barometer  stations 104 

Number  of  variations  determined  by  observations  on  Polaris 27 

Number  of  azimuths  determined 3 

Number  of  latitudes  determined  by  sextant 30 

A  great  number  of  points  were  fixed  by  cross-bearings,  care  being  taken  in  this  re- 
spect with  regard  to  every  topographical  feature  of  importance  distinguishable  from 
two  or  more  stations.  For  this  purpose  tw(«  methods  were  introduced  by  Mr.  Spiller 
and  used.  In  the  first,  ail  the  sights  to  points,  taken  at  an  occupied  station,  were 
numbered  consecutively  around  the  horizon  from  one  upward ;  then,  on  sighting  any 
one  of  these  points  from  a  second  station,  a  convenient  note  was  made,  citing  the  number 
or  designation  of  the  previous  station  and  the  number  of  the  sight  from  it  to  the 
point  to  be  fixed  by  the  cross-sight.  In  the  second,  on  a  sketch  made  from  a  previous 
station,  was  recorded  in  brackets,  at  the  sketch  of  the  point  cross-sighted,  the  sight 
taken  from  a  second  station.  Both  these  methods  obviate  the  necessity  of  making 
more  than  one  complete  sketch  of  a  view  having  nearly  the  same  aspect  from  two  dif- 
ferent stations.  They  tend  to  cause  stations  to  be  occupied  in  pairs  with  reference  to 
a  number  of  prominent  topographical  features,  and  this  I  believe  to  be  an  excellent 
practice. 

The  altitude  of  points  fixed  by  cross-sights  was  determined  by  angles  of  elevation  or 
depression  from  barometric  stations. 
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TBIANGULATION. 

The  main  points  on  which  oar  triangnlation  depends  are:  MonntRosei  10,820  feet: 

Mount  Lyon,  8,815  feet;  Tatib  Peak,  7,062  feet;  Basalt  Peak,  6,599  feet;  Fairview 

Peak,  8,412  feet ;  Taro^qaa  Peak,  8,771  feet;  Grant  Peak,  9,965  feet ;  Desatoya  Peak. 

9,921  feet;   Paradiue  Peak,  8,662  feet;  and  Bunker  Hill,  11,405  feet,  and  Poston  or 

Davies  Peak,  11,756  feet,  in  the  Toyabe  Range.    From  each  of  these  stations  repeated 

angles  were  taken  to  Cory's  Peak,  the  higheHt  point  in  the  Wassnck  Range,  and  aita- 

ated  Just  west  of  Walker  Lake  ;  and  from  Monnt  Rose,  Basalt,  Paradise,  and  Dalies 

Peaks  angles  were  taken  to  White  Mountain  Peak,  which  is  to  the  east  of  Benton,  Cal. 

The  triangle — Dalies,  Monnt  Rose,  and  White  Mountain  Peaks — which  will  be  completed 

when  the  angle  at  White  Mountain  Peak  is  measured,  is  a  very  large  one.    The  lengtb 

of  its  sides  are — 

Miles. 

From  Davies  to  Rose • 142.45 

From  Rose  to  White  Mountain 134.'^ 

From  White  Mountain  to  Davies 6?J.iH) 

The  instrnments  were  returned  in  good  condition,  except  that  the  wet  bulb  of  psy- 
chi'ometor  No.  8  was  broken,  being  blown  from  the  top  of  a  peak  by  the  wind. 

Mr.  Spiller  was  untiring  in  his  efibrts  to  do  the  work  thoroughly  and  well. 

Mr.  Cowles,  in  addition  to  his  designated  duties  as  meteorological  observer,  constantly 
performed  those  of  a  topographer  as  well,  and  in  both  instances  with  credit  to  himiself. 

RATIONS. 

The  twenty-five  days'  rations  taken  at  Carson  lasted  the  party  as  far  as  West  Gate 
The  day  alter  we  reached  that  place,  the  team  in  charge  of  Cori>oral  O^Neil  arrived 
from  Carson,  with  provisions  for  the  party  for  the  remainder  of  the  season.  Takiog 
out  sufticieut  to  last  us  as  far  as  Dead  Horse  Well,  I  instructed  the  corporal  to  retarn 
to  Ragtown  for  grain  lefc  there  by  uie,  and,  returning  through  West  Gate,  to  proceed 
to  Ellsworth,  leaving  there  some  grain  ;  thence  to  proceed  by  the  old  Wellington  nwd 
to  Dead  Horse  Well,  and  leave  there  a  supply  of  rations  for  fifteen  days  and  the  re- 
mainder of  the  grain.  These  orders  he  faithfully  carried  out,  and  proceeded  to  Reno, 
where  he  reported  to  Lieutenant  Tillman.  On  our  arrival  at  Dead  Horse  Well,  the 
rations  there  were  taken  up,  and  lasted  through  the  field-season. 

FORAGE.  • 

Althongh  much  of  this  country  is  well  adapt^ed  to  grazing  loose  animals,  there  is  little 
luxuriant  growth  of  grass.  At  the  time  of  the  year  in  which  we  traveled  tbrongfa  it 
the  pasturage  was  very  dry  and  short,  where  there  was  any  at  all.  In  every  instaoce 
we  were  compelled  to  pitoh  o^r  camp  either  on  ground  already  taken  up  by  ranchnien, 
or,  more  often,  in  places  where  the  pasturage  was  much  too  scanty  to  subsist  the  aoi- 
mals  by  feeding  loose  overnight.  We  were  thus  compelled  to  carry  or  purchase  gnin 
at  all  times,  and  hay  was  fed  whenever  it  could  be  obtained.  The  animals  came  in  in 
excellent  condition,  having  been  fed  during  the  season  a  daily  average  of  6|^  pounds  of 
barley  and  6.3  pounds  of  hay.  The  price  of  barley  varied  from  4^  cents  per  ponnd  ftt 
West  Gate  to  3  cents  in  Reese  River  Valley  and  2Jr  cents  iu  Mason  Valley.  Hay  was 
2|  cents  per  ponnd  at  West  Gate  and  1  cent  in  the  valleys. 

A  list  of  road-distances,  with  remarks  as  to  wood,  water,  &,c,f  is  transmitted  here- 
with. 

After  the  disbandment  of  the  parties  at  Carson,  and  in  accordance  with  instructions, 
I  proceeded  to  Camp  Independence,  California,  with  the  animals,  <&c.,  used  by  the  par- 
ties in  the  field.  I  left  Carson  December  4;  two  non-commissioued  ofilcers  and  three 
privates  of  Company  D,  Twelfth  Infantry,  and  four  civilian  employes,  being  of  the 
party.  We  had  in  charge  two  six-mule  toams  and  one  light  wagon,  with  eighty-five 
animals  in  all.  Wo  arrived  at  Camp  Independence,  without  accident,  December  13. 
I  at  once  turned  over  the  property  to  Lieutenant  Wotherspoon,  Twelfth  Infantry. 
This  completed  my  duties  in  the  field. 
Respectfully  submitted, 

R.  Bfrnie,  Jr., 
First  Lieutenant  Thirttenth  Infantry. 

Lieut.  George  M.  Wheeler, 

Corps  of  Engineers^  in  charge. 
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lexecdtivk  and  desckiptive  report  of  lieutenant  charles  c.  morrison.  sixth 
cavalry,  on  the  operations  of  party  no.  2,  colorado  section,  field-sea- 
SON OF  ltf76. 

Office  of  United  States  Geographical  SuR^'EY8, 

West  of  the  IOOtii  Mehidian, 

JVashingiim,  D,  C,  April  1,  1877. 

Sir  :  I  have  the  honor  to  render  the  following  ezecnti ve  report  of  operations  of  party 
No.  2,  Colorado  Division  of  the  survey,  during  the  field-season  of  1876,  together  witli 
a  brief  description  of  the  country  traversed  and  its  resources :  4 

executive  report. 

The  Colorado  Section,  consisting  of  Party  No.  1,  which  was  taken  charp^e  of  by  Lien- 
tenant  Bergland,  Corps  of  Engineers,  shortly  after  its  leaving  the  rendezvous-camp, 
and  my  own  party,  No.  2,  was  organized  at  Fort  Lyon,  Colorado,  late  in  August. 

The  parties  took  the  field  on  tfie  29th  and  30th  of  August,  respectively.  The  personnel 
of  the  one  nnder  my  charge  was  Lieut.  C.  C.  Mon-ison,  Sixth  Cavalry,  executive 
officer  and  field  astronomer ;  Mr.  Frank  O.  Maxson,  topographical  assistant ;  Mr.  George 
M.  Dunn/ meteorological  observer;  Mr.  Lanier  Dunn,  aneroid  and  odometer  recorder; 
A.  R.  Mitchell  and  Martin  Sanchez,  packers ;  Edmund  Rocrofc,  laborer ;  Thomas  Ken- 
nedy, pHcker  and  cook. 

From  Fort  Lyon  the  party  proceeded  to  Trinidad,  following  generally  the  drainage 
of  the  Pnrgatoire,  following  on  the  west  side,  thus  cutting  all  drains  coming  in  on  that 
bank.  About  eight  miles  above  Trinidad  we  left  Pnrgatoire,  following  up  Long's  Caflon, 
crossing  the  divide  at  its  bead,  and  coming  down  upon  the  upper  waters  of  the  Cana- 
dian. Here  a  belt  of  country  was  closelv  surveyed,  locating  the  heads  of  that  river. 
Thence  we  proceeded  across  the  beads  of  the  Vermejo  and  Point,  via  Elizabethtown 
and  Taos  Pass,  into  the  valley  of  the  Rio  Grande.  Entering  the  Taos  Valley,  some 
two  miles  southeast  of  Fernandez  de  Taos,  we  passed  through  the  lower  edge  of  the 
valley,  striking  the  Rio  Grande  at  Cienegnilla;  thence  following  the  main  stream, 
through  the  cafion  of  the  Rio  Grande  known  as  the  Caja  del  Rio,  the  party  proceedea 
to  Santa  Fd,  at  which  point  rations  were  obtained  and  comparisons  were  made  of 
meteorological  instruments  with  those  of  the  Signal  Department,  as  the  survey  of  the 
belt  of  country  to  the  south  was  to  be  referred  for  its  vertical  element  to  this  point. 
Three  days'  observations  were  taken  here  for  horary  curve,  and  the  triangulation- 
fitation  on  the  hill  Just  north  of  this  city  was  re-occupied  for  development  of  the  base 
and  system  of  triangles  to  the  south.  The  party  left  Santa  F^  September  21,  and  on 
the  2:3d  Old  Placer  Peak  woh  occupied  by  Mr.  Maxson,  as  triangulation-station,  while 
the  mining  district  of  New  Placers  was  examined  by  myself.  Stations  were  then  made 
on  the  Sandia  and  Manzano  Mountains  for  triangulatiou  and  topography. 

At  Mosca  Peak  the  party  was  detained  four  or  five  days  by  cold  heavy  rains — the 
equinoctial  storm.  From  the  Manzano  Range  we  worked  eastward  over  the  plateau 
extending  from  the  base  of  these  mountains  and  re-occupied  Pedernal  Peak;  thence, 
proceeding  southwest,  through  the  plains  of  the  many  alkaline  lakes,  we  passed  the 
Salt  Lake  proper,  from  which  salt  chemically  very  nearly  pure  is  obtained  in  coarse 
crystals.  We  recrossed  the  Manzano  Range  by  Comanche  Pass,  having  first  occupied 
Osha  Peak  for  triangulatiou  and  topography,  and  worked  up  the  eastern  slope  of  the 
range.  Descending  Comanche  Cafion,  we  crossed  the  plateau  extending  to  the  Rio 
Grande,  striking  the  river  opposite  Los  Lunas.  From  LosLunas  a  meander  line  was  run 
to  Socorro,  on  each  bank  of  the  river:  the  one  by  Mr.  Maxson,  the  other  by  myself.  At 
this  place  rations  were  obtained,  and  the  party  proceeded  to  the  Socorro  Mountains, 
camping  at  Culebra  Springs.  Socorro  Peak,  Culebra,  and  Polvadera  Peaks  were  all 
occupied  for  triangulatiou  and  topography.  Thence  we  proceeded  to  the  Magdalena 
MountAins,  leaving  the  main  camp  in  caHon  Del  Agua.  Mr.  Maxson  and  myself,  with 
one  packer,  ascended  the  peak,  expecting  it  would  be  necessary  to  stay  away  one  niglit 
and  a  day  for  triangnlation,  topography,  aisd  azimuth  observations.  Before  reaching 
the  top  we  were  caught  in  a  blinding  snow-storm.  We  made  camp  at  the  edge  of  tim- 
ber-line, and  then  had  to  wait  four  days,  without  tents  and  with  iosufficient  blankets, 
with  no  water  except  that  obtained  by  melting  snow,  and  but  scaut  supplies.  Our 
animals  snflered  much  from  want  of  water  and  grass,  as  we  had  nothing  we  could  melt 
snow  enough  in  for  them,  nor  would  they  eat,  as  they  suffered  from  thirst.  The  point 
was  very  important  in  the  system  of  triangles.  Over  three  hundred  angular  readings 
y^ere  made  on  this  one  point  by  Mr.  Maxson,  and  an  astronomical  azimuth  was  deter- 
mined by  myself.  He  afterward  occupied  Garcia  Peak,  in  the  same  range,  while  I 
examined  the  mineral  deposits  in  these  mountains. 

From  the  Magdalena  Mountains  we  proceeded  via  the  Quinza  drain  to  the  Ladrones 
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MoantaioBi  theo,  aft«r  oocapyintr  these  for  triangalation  and  topo^aphy,  to  Sabioal ; 
here  the  party  waadividedy  Mr.  Maxson,  Mr.  George  Dunn,  and  one  packer  prooet^ding 
up  the  Paerco  Creek,  while  the  main  party  proceeded  to  Loa  Lnoas,  where  the  side 
party  was  to  rejoin  them.  Again  we  were  reminded  of  the  approaching  wioter  eeaaoii. 
The  mountains  inclosing  the  yalley  were  covered  with  enow.  From  Los  Lnnas  we 
moved  to  Ojo  de  la  Casa,  on  the  westei^  slope  of  the  Manzanos,  thence  southward  to 
Abo  Pass,  running  along  the  base  with  traverse-lines  up  the  drains  and  occupying  Son th 
Maozaoos  Peak,  workiog  np  thus  the  western  draining  and  topographical  forms  of 
these  mountains.  In  the  low  range  to  the  south  several  subordinate  points  were  occu- 
p>ed  for  topography  as  three-point  stations,  from  which  accurate  sketches,  instni* 
mentally  checked,  were  made.  The  belt  extending  to  the  river  was  thus  traversed. 
From  Socorros  we  proceeded  to  Fort  Craig,  at  which  point  we  were  to  obtain  rations. 
Arriving  there  November  10,  we  were  detained  by  a  snow-storm  for  three  days.  From 
Fort  Craig  we  worked  up  the  belt  east  of  the  river  between  thn  Chupadero  plateaa 
and  the  Rio  Grande  up  to  Abo ;  thence  we  proceeded  to  Mestefiito  Spring;  here  we 
were  overtaken  by  another  snow-storm,  covering  the  grass  entirely.  To  save  our 
animals  we  proceeded  to  a  ranch,  at  Antelope  Spring,  where  forage  could  be  obtained, 
marching  all  day  in  a  blinding  snow-storm,  unable  to  see  a  hundred  yards  ahead  of  oa. 
The  traifhad  to  be  followed  by  occasionally  noticing  little  depressions  in  the  snow. 
We  arrived  late  in  the  afternoon.  That  night  the  thermometer  fell  to  16^^  below  zero. 
Fortunately  none  of  the  animals  were  frozen,  although  at  other  ranches  we  afterward 
htard  of  fonTt>een  being  frozen  to  death  in  one  ht^rd  and  twenty-nine  in  another,  and 
donbtless  if  we  had  not  been  able  to  obtain  the  shelter  of  a  stockade  ours  ah»o  wonld 
have  been  lost.  This  extreme  cold  determined  us  to  start  on  the  return  trip.  Moviog 
to  Los  Posos  del  Puis,  we  there  reached  the  point  farthest  southeast  covered  by  oar 
work  during  the  season.  Moving  northward  over  the  main  ronte  ffx>m  Fort  8tantoD 
to  Anton  Chico,  we  passed  through  there  November  30.  The  wt^ather  having  moder- 
ated somewhat,  we  occupied  Mesa  Chnpaines  for  triangulations ;  thence^  cro8e»ing  the 
rSallinas  Creek  at  the  La  Liendre,  we  went  up  Cafion  del  Agua,  and  from  there  to  Fort 
Union  by  way  of  Las  Vegas.  At  this  point  we  received  the  most  cordial  treatment  at  tbe 
bands  of  the  officers.  From  Union  our  route  led  to  the  Yado  de  la  Piedra,  or  Rock  RADch 
ford  of  the  Canadian  ;  thence,  by  the  Dry  Cimarron  route  to  the  Cbaquaqua  CaQoD. 
Leaving  the  old  Dodge  cut-offa  short  distance  beyond  this,  we  went  by  the  u^-w  route, 
which  crosses  the  Porgatoire  at  Nine-Mile  Bottom  and  makes  junction  with  tbe  Trini- 
dad road  a  short  distance  south  of  Alkaline  Station.  This  route  we  followed  to  Fort 
Lyon,  at  which  post  the  party  arrived  December  14.  The  topographical  instraments 
used  dnring  the  season  were  first  Buff  and  Berger  8-inch  transit,  graduated  to  lOeeconds 
horizontal  limb,  capable  of  being  read  by  a  practiced  eye  to  5  seconds.  This  instrument 
was  very  good,  and  worked  to  entire  satisfaction  during  tbe  season  ;  it  was  used  on  all 
mean-triangnlation  stations.  One  of  Stackpole's  7-inch  transits,  one  Young,  and  one 
Cassella  meandering  transit  were  also  used.  Horizontal  distances  were  measured  by 
odometer,  checked  by  numerous  three-point  stations,  the  whole  depending  upon  tie 
primary  and  secondary  triangulation-points  of  the  system  developed  from  the  base 
near  Santa  F6,  the  co-ordinates  of  the  extremities  of  which  were  astronomically  de- 
termined in  1873. 

The  meteorological  instrnmenfa  used  were  two  cistern  barometers,  three  aneroids 
with  the  complement  of  hygrometers,  maximum  and  minimum,  and  pocket  tbermora- 
eters.  One  of  the  cistern  barometers  used  had  Lieutenant  Marshairs  i\nprovement, 
consisting  of  a  closely-fitting  inner  tnbe  filled  with  plaster  of  Paris,  completely  envelop- 
ing the  barometer  tnbe,  excepting* opposite  the  Fcale,  where  a  slit  was  made  to  permit 
reading.  This  barometer  was  used  for  mountain  work,  and  was  very  mnch  stronger, 
supported  as  it  was,  than  tbe  ordinary  tube.  It  was  dropped  fiom  the  shoulder  of  tbe 
meteorologist  once,  falling  on  end ;  it  tben  fell  over  to  its  side  on  a  board  lioor  and  did 
not  break.  Later  in  the  season  it  was  broken  by  a  kick  from  a  mule ;  even  then  it 
was  not  shattered,  but  cracked  throughout  the  length  of  the  tube  oppoeite  the  scale 
where  nnsapported.  Although  a  little  heavier,  it  is  certainly  much  better  able  to  stand 
a  season's  work  than  the  present  form,  which  does  well  enough  for  the  standard  for 
camp.   The  field  astronomical  instruments  used  were  one  sextant  and  artificial  horizon. 

Tbe  season's  work  was  verv  satisfactory ;  each  of  the  assistants,  Mr.  Maxson,  George 
M.  Dunn,  and  Lanier  Dunn,  bending  every  effort  to  secure  such  results  as  deserved  tbe 
highest  commendation.  Working  in  the  most  untiring  manner,  Mr.  Maxson-s  labon 
were  rewarded  by  his  triangles  closing  very  finely.  The  meteorological  work  also 
attested  the  care  of  Mr.  Dunn.  Each  member  of  the  party  endeavored  to  oontiibate 
to  a  harmonious  whole,  and  succeeded.  Between  seven  and  eight  thousand  square 
miles  of  country  were  completed,  in  accomplishing  which  the  party  traveled  between 
eighteen  and  nineteen  hundred  miles,  occupied  fifteen  triangulation  stations,  one  ban- 
dred  and  ninety-one  three-point  stations,  and  about  fifteen  hundred  minor  stations,  tbe 
altitudes  of  all  which  were  determined  and  entered  into  the  vertical  repreeentatiou  of 
tbe  country.  The  transportation  returned  in  fair  condition,  considering  that  nearly  all 
the  time  they  had  no  corn  and  much  of  the  time  but  scanty  grass,  and  at  many  camps 
were  without  water. 
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GENERAL  DESCRIPTION  OP  THE  COUNTRY. 

The  oonntry  traveled  by  the  party  was  entirely  sonth  of  the  Arkanflas,  and  may  be 
divided  into  three  belts :  First,  that  extending  from  that  stream  to  the  south  to  the 
Raton  spur  of  the  Rocky  range ;  second,  the  heads  of  the  Canadian  and  its  branches  in 
the  main  range ;  third,  the  valley  of  the  Rio  Grande  and  the  plateau  between  it  and 
the  Peeoe.  This  first  belt  constitutes  a  vast  rolling  plateau  of  uninteresting  aspect,  tree- 
less, save  along  the  brooks  which  seek  outlet  in  the  Arkansas.  Little  agricultural  land 
is  found ;  that  little  is  confined  to  the  immediate  vicinity  of  the  streams.  Valuable 
this  land  certainly  is  as  grazing  land,  but  it  has  little  to  attract  the  stranger.  In  the 
belt,  nearly  a  hundred  miles  across,  but  few  ranches  are  found.  Along  the  immediate 
valley  of  the  Purgatoire,  evidence  of  the  farmer  is  seen,  and  it  is  claimed,  doubtless 
justly,  that  the  finest  of  fruits  thrive  in  this  valley.  The  grain  there  produced  is  very 
promising.  Once  out  of  the  immediate  valley  a  wide  expanse  of  gently  rolling  monoto- 
nous country  pains  the  eye  in  the  hot,  dry  air  of  an  August  noonday.  Here  and  there 
it  is  broken  by  an  arroyo,  in  which  an  uncertain  supply  of  alkaline  water  may  be  found. 
These  arroyos  deepen  as  they  approach  the  Pnrgatoire,  and  may  well  near  their  mouths 
be  termed  cafious,  boxed  up  as  they  are  by  their  sandstone  walls,  rendering  the  coun- 
try almost  impassahle,  which,  farther  out  on  the  plains,  can  be  traversed  in  almost  any 
direction  by  wagons. 

Here  little  is  seen  of  more  interest  than  the  large  herds  of  antelopes,  which,  with 
gentle  swinging  gait,  keep  just  out  of  rifie  range. 

On  the  main  freight  wagon  route  from  West  Las  Animas,  but  a  year  ago  the  termi- 
nus of  the  Atchison,  Topeka  and  Santa  F^  Railroad,  we  find  a  few  ranches.  After 
leaving  Sizer's  ranch  on  the  Pnrgatoire,  at  which  point  the  road  diverges  therefrom, 
we  first  come  to  the  old  stage-station  known  as  Alkali  Station.  Here  is  a  little  hut, 
with  stables  and  corral,  used  as  a  shelter  to  the  stock-tender  and  his  animals.  It  is 
now  deserted,  or  was  at  the  time  we  passed.  The  water  is  slightly  impregnated  witli 
alkaline  salts.  Farther  on  are  Vogers  ranch,  Bent's  Cafion,  Lockwood's  ranch,  and 
Hogback ;  of  these,  that  at  Bent's  Cafion  is  much  the  most  promising  ranch.  Near 
Hogback  is  a  sharp,  bare  hill  of  plutonic  rock,  from  which  this  station  gete  its  name. 
About  8  miles  from  Trinidad  the  road  again  approaches  the  Pnrgatoire  at  a  point  where 
the  valley  widens  out,  rendering  available  considerable  arable  laud,  depending  simply 
upon  proper  irrigation  and  cultivation  to  provide  ample  supplies  for  the  towu  spring- 
ing up  at  £1  Moro,  the  present  terminus  oi  the  Denver  and  Rio  Grande  narrow-gauge 
road,  which,  with  enterprise,  is  feeling  its  way  to  the  south,  gathering  the  freight  of 
New  Mexico.  This  latter  town  has  ail  the  bustle  of  the  last  railroad  town,  and  may 
eventually  be  extended  to  unite  with  Trinidad,  the  older  and  larger  place,  some  5 
miles  beyond,  the  growth  of  which  seems  to  have  increased  with  the  proximity  of  £1 
Moro,  rather  than  to  have  been  sapped  by  it,  as  is  so  frequently  the  case.  Situated  as 
these  are  at  the  entrance  to  Raton  and  Lang's  Cafion  Passes,  they  are  less  likely  to  die 
out  as  the  road  passes  on  beyond.  The  coal-field  in  the  vicinity  of  Trinidad  will  con- 
tribute to  its  support.  Beyond  the  cul-de-sac  in  which  Trinidad  is  situat-ed,  the  char- 
acter of  the  country  changes  entirely.  The  rise  from  West  Las  Animas  to  Trinidad,  of 
2,158  feet,  is  very  gradual.  Here  the  foot>hills  of  the  main  Rocky  range  and  the  Raton 
spur  close  in.  Leaving  the  main  stage-road  at  Trinidad,  our  course  lay  up  the  Pur- 
gatoire  for  about  B^miles.  Ranches,  with  their  cultivated  fields,  claimed  each  inch  of 
ground  capable  of  tillage,  till  leaving  the  stream  we  follow  a  less  frequented  road, 
ascending  the  cafion  with  even  grade.  Gently  rising,  we  pass  beyond  the  pifion  growth 
marking  the  lower  hills  and  reach  the  pine-covered  country  extending  to  the  heavily 
broken  plateau  of  the  Raton  Pass,  hardly  to  be  styled  as  a  mountain  range  in  comparison 
with  the  bare,  bold  crests  of  the  serrated  range  from  which  it  springs.  Although  not 
reaching  the  elevation,  it  offers  in  its  broken  surfaces,  its  many  canons,  its  sharp  rises 
and  sudden  cuts,  almost  as  great  difficulties  to  engineering  skill  in  locating  a  road 
across  it  as  the  more  prominent  ranges.  From  the  Pnrgatoire  to  £lizabethtown  is  a 
fan-like  succession  of  secondary  ridges,  broken  by  the  cafious  of  the  Yermejo,  the  two 
branches  of  the  Pofiil  and  the  Van  Brimmer  Park.  This  whole  section  is  well  grassed, 
timbered,  and  watered,  and  for  a  mountain  range  could  not  be  excelled  for  cattle. 
For  a  railroad  pass  to  Cimarron  and  country  east  of  the  monutains  it  is,  while 
higher,  of  so  much  better  grade  than  the  Raton  Pass,  that  Long's  Cafion  would  prob- 
ably be  adopted  in  preference  to  the  latter,  having  for  its  southern  outlet  the  course 
of  the  Canadian  to  Red  River  Station.  For  a  direct  pass  to  £li%liethtown  it  could  be 
only  made  available  by  the  most  careful  study  of  the  minor  topography,  deviating  in 
many  places  from  the  present  located  wagon  rentes.  £lizabethtown  is  situated  at  the 
head  of  a  fine  park  at  the  base  of  the  Bald,  between  this  peak  and  the  main  range ; 
with  perhaps  leas  bustle  than  in  former  days,  it  is  still  a  mining  town  of  some  little 
prosx>erity.  From  £lizabethtown  to  the  entrance  of  Taos  Pass  extends  a  beautiful 
park,  presenting  no  difficulty  to  a  railroad  route ;  the  pass  is  a  good  one,  and  will 
doubtless  be  eveutuaflly  utilized;  the  wagon  road  is  fair,  but  in  need  of  work. 

Taos  Valley  is  one  of  the  finest  grain-growing  districts  in  New  Mexico,  extending  from 
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the  base  of  the  moiiDtain  nearly  to  the  Canon  of  the  Rio  Grande,  from  the  month  of  the 
United  States  Mountain  Ca&on  to  the  Cafion  of  Paeblo  Creek.  On  it  are  Fernandez de 
Taos,  the  old  Mexican  town,  near  which  is  the  Pneblo  de  Taos,  the  old  Indian  town, 
former  capital  of  the  Pneblo  Nation,  Ranchode  Taos,  formerly  subordinate  to  the  Fer- 
nandez Plaza,  but  now  nearly  eqnal  in  population,  and  Los  Cordovas,  at  the  junction 
of  the  streams  watt'ring  the  other  towns.  The  Rio  Grande  opposite  this  valley  is  boxed 
in  a  great  cafion  abont  800  feet  deep,  extending  60  miles  to  the  north,  on  both  sidei 
capped  with  basalt.  The  Arroyo  de  Cieneguilla  rnns  Just  east  and  south  of  the  batttlt, 
and  from  the  little  town  on  the  other  river-bank  of  the  same  name  the  stream  divides 
the  two  formations ;  on  the  west  is  the  purpllRh  black  of  the  basalt,  on  the  east  the 
variegated,  tinted,  illy  formed  granite  from  the  nearly  fused  quartz  and  feldflpur, 
with  Its  white,  pink,  and  red  shades,  to  the  dark  gray  of  the  more  micaceons,  triable 
rock.  On  the  west  the  direct  result  of  the  internal  heat  is  vomited  forth  npoo  tbe 
earth.  On  the  east  is  fonnd  the  metamorphosed  sandstone,  bnmt  orisp  by  the  more  in- 
direct action.  Farther  down,  the  river  agaiu  euts  asunder  the  basalt  plateau,  hot  to 
open  out  at  La  Joya  into  a  wider  valley,  needing  but  American  enterprise  to  reclaim  it 
from  a  sandy  plain  and  render  it  rich  in  crops  of  cereals.  Even  the  simp-e  efforts  of 
the  Mexican  have  been  rewarded  with  rich  vineyards  and  fair  orchards.  The  natire 
fruit,  excepting  the  grape,  is  not  of  fine  flavor,  i>ut  where  the  trees  brought  from  the 
East  have  been  cultivated  the  result  has  been  verv  encouraging  indeed.  La  Joya,  Los 
Lnceros,  Plaza  del  Alcalde,  San  Juan,  and  San  Ildefonso  are  found  on  the  river,  and  Santa 
Cruz,  Pttjoague,  Cuyamungue,  and  Tezuqneon  the  tributary  streams,  where  crossed  by 
the  main  road  leading  to  Santa  F6.  Between  Santa  ^6  and  the  Rio  Grande  is  a  low  range 
of  hills.  South  of  Santa  F6  the  main  range  dies  ont.  The  mountains  beyond  these,  easi 
of  the  Rio  Grande,  in  prolongation  of  tbe  main  axial  line,  are  more  broken  up:  they  Iom 
their  continuous  ridge-like  form.  North  of  the  Galisteo  are  the  Cerillos,  which  are  bat 
low  hills,  azoic  in  formation,  broken  by  many  basaltic  dikes.  They  would  be  of  little  im- 
portance but  for  the  mines  of  argentiferous  galena  and  copper.  *  Several  thin  minee  of 
turquoise  have  been  rudely  worked  by  Indians,  Spaniards,  and  Mexicans.  There  are 
thronghout  tbe  whole  region  evidences  of  old  mines,  worked  probably  by  the  Spaniards 
'  with  Indian  labor,  before  the  latter  drove  their  former  conquerors  from  the  ooaotry. 
South  of  the  Galisteo  are  the  old  Placers,  the  Puerto  or  New  Placer  Mountains,  tbe 
Sandia,  San  Pedro,  and  San  Isidro  Mountains,  in  all  of  which  are  mineral  deposits. 
The  formation  in  these  ranges  is  mainly  azoic ;  toward  the  west  there  are  carbonifer- 
ous croppings.  The  Sandias  are  capped  with  fossiliferous  limest.one.  The  Placers  have 
auriferous  copper-ores,  also  iron  and  coal.  Tbe  Puerto  or  New  Placers  are  full  (fi  metal- 
liferous ores  and  deposits,  copper,  lead,  iron,  gold,  and  silver  ores.  The  Sandias  have 
many  traces  of  copper  and  lead.  The  ores  of  tbe  whole  region  reqnire  careful  handling, 
with  more  skill  than  has  yet  been  given  them.  There  is  no  doubt  as  to  their  existence  in 
paying  forms  if  properly  treated.  Abont  both  the  new  and  old  Placers  gold-diggings 
that  would  give  very  large  returns  with  hydraulic  washing  extend  nearly  aronnd  the 
entire  bases.  The  water-supply  is  very  limited,  but  with  the  advent  of  capital  means 
will  be  fonnd  to  bring  water  there,  to  reclaim  its  cost  twenty-fold.  Real  de  Dolores, 
Real  de  San  Francisco,  Alamocito,  San  Antonito,  San  Antonio,  and  Tijeras  all  are 
found  in  the  basins  between  these  mountains.  West  of  the  Sandias  is  the  Rio  Grande 
Valley.  South  of  the  Sandias  are  the  Manzanos,  the  northern  portion  of  which  ran^e 
consists  of  a  low  plateau  broken  up  by  numerous  caflons,  the  branches  of  the  Tijeras 
Caflon,  Coyote  Cafion,  Cafion  del  Norte,  Cafion  Infierno,  Cafion  de  los  Ejes  and  Muyaii. 
The  western  slope  is  abrupt,  indeed  cliif4ike ;  the  dip  of  the  rock  to  the  east  renders  it 
gently  rolling  country  in  that  direction.  Just  south  of  Cafion  Moyas  the  range  shoou 
up  into  the  Mosca  Peaks,  which  run  above  timber-line.  The  limestone  is  again  here 
found.  From  Mosca  southward  to  Manzano  Peak  the  elevation  of  the  higher  points  is 
about  10,000  feet.  The  formation  is  similar  to  that  of  the  Sandias.  The  cafions  oa  the 
west  are  short  and  bounded  by  high,  cliff-like  walls;  those  on  the  east  and  southeast 
are  longer  and  more  tortuous.  The  range  can  be  crossed  by  Hell  Canon,  also  Just  north 
of  Mosca,  following  up  Tejiqne  Creek,  or  by  Comanche  Cafion,  south  of  Mosca.  That 
by  Hell  CaQon  is  a  rough  wagon-road,  the  others  but  horseback-trails.  The  main  drain- 
age is  to  the  east;  Chilili  Tejique ;  Torreon  Manzano,  Osha,  and  Abo  Creeks  being  tbe 
principal  waterta.  On  the  west  there  are  no  running  streams,  but  along  the  base  are 
found  Ojo  de  la  Casa,  Ojo  del  Trigo,  £1  Hediondillo,  Ca&on  de  Salas,  OJo  del  Ca&on  de 
Monte  Largo,  Cristoo,  acd  Justaniente  Springs.  Farther  out  on  the  plains  are  Ojo  de  la 
Cabra,  the  Oj uelos,  and  Ojo  de  los  Casos.  At  the  Ojuelos  is  a  tine  sheep-ranch.  From  the 
base  of  the  mountain  the  country  slopes  gently  to  the  river  in  nearly  uniform  grade.  The 
river  valley  proper,  or  that  which  can  be  placed  under  irrigation  with  but  little  tronble. 
is  in  places  from  3  to  5  miles  wide.  The  soil,  while  sandy,  is  rich  in  salts  nourishing  to 
plants,  and,  with  water,  produces  the  most  inviting  fields.  Hardly  a  tenth  of  the  present 
arable  land  is  now  utilized.  Many  little  towns  extend  along  the  river  from  Albu> 
querque  to  Fort  Craig;  on  the  wettt  bank  are  Atrisco,  Padillas,  Pajar^,  Isleta,  LosLouas, 
Los  Charez,  Rancbitos  de  Helen,  Belen,  Pueblitos  de  Belen,  Los  Jarales,Pnntodel  Bosqne, 
Bosque,  Rauchitos  de  SabimU,  Sabiual,  Puebllto  de  Sabiual,  Picaoho  de  Sabinal,  San 
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Carlos,  San  Geronimbi  ALamillo,  Polvadera,  Limitar,  EsooDdido,  Socorro,  San  Jos^,  San 
Antonio,  San  Antonito,  and  San  Marcial.  On  the  east  bank  are  Uancbitos  de  Isleta, 
Los  Pinos,  PeroUa,  Valencia,  Tome,  Ranchit-os  de  Tome,  Constancia,  Casa  Colorada, 
Yalleta,  Cbibnahna,  Las  Nntrias,  Rancbas,  San  Francisco  La  Joya,  La  Joyita,  Sa- 
bina,  Paeblito  de  la  Parida,  La  Parida,  Bosqnecito,  Yalverde,  La  Mesa,  and  Conkradera. 
These  towns  vary  in  population  from  a  few  families  to  perbaps  1,^00.  Tbe  principal 
towns  are  Isleta,  LosLuuas,  Belen,  and  Socorro  on  the  west  bank,  Valencia,  Constancia, 
and  La  Joya  on  the  east  bank.  Socorro  is  marked  by  mnch  more  American  enterprise 
than  the  majority  of  New  Mexican  towns,  arising  largely  from  the  mines  in  tbe  Mag- 
dalena  Mountains  bringing  money  into  the  section.  The  approach  of  a  railroad  will 
bnghten  up  the  prospects  of  the  country,  which  needs  but  enterprise  supported  by 
capital  to  make  it  ncu  in  its  own  resources.  The  grapes  will  be  probably  the  main 
source  of  income  of  those  living  in  the  valley  proper.  West  from  Socorro  are  tbe  ISo- 
corro  Mountains,  a  short  ridge  of  azoic  rock.  Copper  is  found  here.  West  of  this  range 
are  tbe  Magdalena  Range,  running  north  and  south,  which  have  throughout  their 
whole  extent  mineral  ledges  and  deposits.  A  few  fissure- vei us  with  quartzite  wall- 
rocks  are  found,  but  generally  the  one  is  in  indefinite  deposits.  The  northern  end  of 
tbe  range  biu*,  for  surface  rock,  carboniferous  limestone  rest  ing  on  azoic  quartzite.  It 
is  here  that  argentiferous  galena,  carbonate,  and  yellow  oxide  of  lead  are  found.  At 
present  the  mines  are  not  exteosively. worked.  The  ores  exist  in  sufficient  abundance 
to  well  pay  for  working  with  experienced  management,  but  with  haphazard  work,  of 
men  ignorant  of  proper  treatment  of  the  ores,  they  are  apt  to  obtain  a  reputation 
which  will  keep  capital  away.  Just  west  of  these  mountains  is  a  low  range  of  hills, 
near  the  Corona  del  Pueblo  Spring,  in  which  are  found  argentiferous  copper-ores. 
Sinking  prospect  shafts  and  mining  with  little  or  no  system  has  oeen  done  here  with  the 
poor  results  almost  sure  to  follow  such  treatment  of  the  deposits.  North  of  these  are 
the  Ladrones,  a  sharp  uplift  broken  into  a  serrated  edge  difficult  of  approach,  and  so 
nearly  destitute  of  water  as  to  discourage  the  prospector ;  traces  of  copper  are  found 
throughout  the  range.  The  southwest  spurs  are  capped  with  limestone.  The  eastern 
rocky  slope  is  quartzite.  Mule  Spring,  in  a  drain  of  this  southern  s^ur,  is  one  of  the  , 
few  water-croppings  in  the  range  proper.  The  northern  slope  is  very  precipitous. 
The  range  has  little  to  support  life;  grazing  is  not  as  good  as  usually  found  in  mount- 
ains ;  hence  less  game  and  very  few  cattle  are  seen.  The  point  as  a  triaugulation-sta- 
tion  is  very  important,  connecting  the  surveys  from  the  north  and  west  with  the  system 
south. and  east.  The  peculiarity  of  this  range,  as  of  nearly  all  mountains  in  Southern 
New  M«aico,  is  the  suddenness  of  their  uplift.  With  bnii  few  foot-bills  of  much  im- 
portance, they  rise  directly  from  the  plains  extending  abont  their  bases;  hence,  the 
water-sheds  being  small,  few  streams  are  found.  The  plains,  with  their  porous  soil  and 
nearly  level  surface,  quickly  drink  up  the  rains  and  give  them  ont  only  by  the  rock- 
cropplngs  at  the  springs  which  run  but  a  short  distance.  From  Abo  Pass,  extending 
to  the  south,  is  a  much  broken  plateau  of  sandstone  country,  west  from  which  is  a 
narrow  plateau  of  drift;  very  little  water  is  found  in  this  belt.  Tbe  few  springs  are 
tbe  Ojo  Sepulto,  Ojo  Parida,  Ojo  del  Cibolo,  and  Ojo  de  las  Caflas;  and  the  tanks  are 
Agnejes  de  los  Torres,  de  los  Tomasceflos,  and  del  Cafioncito  on  the  wear,  and  the 
Llano  and  Coyote  Springs  on  the  east.  The  water  supply  at  the  Parida  is  very  good ; 
that  at  Llano  Spring  has  been  developed  by  digging ;  that  at  the  other  points  is  very 
limited.  On  the  eastern  portion  of  this  belt  is  a  sharp  basaltic  butte,  standing  in  tbe 
center  of  a  limited  volcanic  overflow  of  the  sandstones. 

Abo  Pass,  which  separates  this  belt  from  the  main  range,  is  a  low  divide,  well  calcu- 
lated for  a  railroad-pass;  indeed,  the  best  in  connection  with  the  oaflon  Piedra  Pintada 
to  be  found  any  place  along  the  range  this  far  north.  At  Abo  and  Quara  are  old  ruins, 
presumably  Spanish,  built  at  the  first  occupation  of  the  country,  before  Europeans  were 
expellfMl  by  the  Pueblo  ludians.  The  two  main  buildings,  in  each  case  from  their  form 
Catholic  churches,  are  abont  100  feet  long,  built  of  stone — a  laminated  sandstone.  The 
walls  vary  from  3  to  7  feet  thick,  tbe  former  being  the  usual  thickness ;  the  latter  that 
of  the  abutments.  Their  European  architecture  is  probable  from  being  built  in  that 
form  of  a  cross  usually  adopted  by  the  descendants  of  the  Spaniards  in  their  churches. 
Arches  are  also  found,  in  which  respect  they  differ  entirely  from  the  ruins  found  in  the 
8an  Juan  country,  which  are  ascribed  to  the  Aztecs.  lu  both  ruins  the  altars  were  at 
the  north  end  of  the  building. 

East  from  the  mountains  extends  the  immense  plain,  broken  by  the  mesa-edge  on  the 
Boath  known  as  the  Jumanes.  Farther  east  are  three  hills  known  as  Las  Animas,  one 
of  which  we  called  Rattlesnake  Hill,  from  the  number  of  those  snakes  we  saw  there, 
probably  from  three  to  five  hundred.  In  sixty-five  minutes  three  of  us  killed  seventy- 
nine  snakes,  varying  in  size,  all  of  the  same  species.  The  largest  had  thirteen  rattles. 
They  had  been  ont  to  the  south  of  the  hill,  and  toward  snnset  came  in  for  their  night- 
shelter  in  the  rocks.  Southeast  of  these  hills  about  18  miles  are  more  alkaline  lakes. 
Wells  have  been  dug  near  them,  giving  fair  water.  The  station  is  known  as  Posos  del 
Pino.  From  here  northward  to  Pedernal  the  country  is  greatly  rolling,  with  fair  graz- 
ing.   Beyond  Pedernal  it  is  more  or  less  broken  by  drains  leading  into  Ca&on  Piedra 
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Pintada  and  CaQoQ  Blanco.  From  Cafion  Blanco  the  roate  was  through  the  plateaa 
conutry,  extending  north  to  the  Dry  Cimarron,  all  of  which,  to  Fort  Lyou,  was  de- 
scribed in  your  annual  report  of  1876. 

I  desire  to  take  this  opportunity  to  tender  my  thanks  to  the  members  of  the  party 
for  their  cordial  co-operation  in  the  work,  as  abo  to  the  officers  of  the  military  posts 
visited  for  their  uniform  courtesy. 


I  am,  sir,  very  respectfully, 


Lieut.  Geo.  M.  Wheeler, 

Corps  of  Engineers,  in  charge. 


Chas.  C.  Morrison, 
lirat  Lieutenant  Sixth  Cacalnf. 


Appendix  F. 


EXECUTIVE  AND  DESC»^'7rmB  REPOUT  OF  LIEUTENANT  M.  M.  MACOMB,  FOURTH  AB- 
TFLLERY,  ON  THE  OPEKATIONS  OP  PARTY  NO.  2,  CALIFORNIA  SECTION,  FIELD  SKASOX 
OF  1876. 

United  States  Engineer  Office, 
Geographicaj.  Surveys  West  of  the  100th  Meridian, 

Waahington,  D.  C,  Jpnl  30, 18n. 

Sir  :  I  have  the  honor  to  submit  the  following  executive  re[iort  of  the  operations  of 
party  No.  2,  California  division,  of  the  survey  under  your  charge  during  the  field  aeasoa 
of  1876. 

The  party  rendezvoused  at  Carson  City,  Nev.,  during  the  latter  part  of  Aagnsl  and 
the  first  part  of  September,  being  one  of  the  parties  organized  there  under  your  super- 
vision. It  was  composed  as  follows:  Lieut.  M.  M.  Macomb,  Fourth  Artillery,  execu- 
tive officer  and  fi«ld  astronomer ;  Frank  Carpenter,  topographer ;  Alfred  Dnl»oia  aod 
Sergeant  G.  W.  Ford,  Twelfth  Infautry,  recorders ;  H.  W.  Henshaw,  naturalist ;  A.  £. 
Coukling,  geologist ;  W.  H.  Rideing,  general  assistant ;  two  packers,  one  teamater,  and 
two  cooks. 

During  the  first  few  days  of  September,  Mr.  Carpenter  was  employed  in  working  up 
the  topography  of  Eagle  Valley,  in  which  Carson  City  is  situated.  On  the  7th,  he  wm 
sent  out  with  a  small  party  for  the  purpose  of  making,  if  fjund  advantageous,  a  pri- 
mary triangulation-station  on  Spanish  Peak,  north  of  the  Central  Pacific  Hailroad,  at 
the  same  time  surveying  a  line  through  country  that  would  not  be  traversed  by  the 
other  parties,  the  trip  to  occupy  seven  or  eight  days.  Meantime  arrangements  were 
made  tor  the  storage  of  all  surplus  property,  the  purchase  of  forage  for  use  during  the 
season,  and  the  supplying  of  parties  in  the  field.  For  this  latter  purpose  it  was  found 
necessary  to  increase  the  means  of  transportation,  and,  accordingly,  on  the  13th,  six 
team-mules  were  purchased  by  telegraphic  authority  from  the  Qiiartermaster-Crenenl. 

While  at  the  rendezvous,  Messrs.  Henshaw  and  Conkling  found  ample  employ  meat 
for  their  time  in  their  respective  branches,  the  former  in  making  collections  in  zobloc 
the  latter  in  visiting  the  various  mines  and  mineral  and  thermal  springs  in  the  vicinity. 
Besides  these  duties,  both  rendered  assistance  to  the  other  members  of  the  party  in  keep- 
ing up  the  hourly  series  of  meteorological  observations  commenced  August  26,  a  detail 
being  constantly  employed  day  and  night. 

The  work  especially'  assigned  to  my  party  was  the  survey  of  Lake  Tahoe  and  the 
neighboring  country,  the  line  of  the  Central  Pacific  Railroad  being  the  northern  limit. 
Part  of  this  area  lies  in  Nevada,  part  in  California,  and  when  mapped  will  appear  upon 
Atlas-sheets  47  D  and  56  B.  A  short  description  of  its  general  topographical  featnres 
will  be  given  here. 

Beginning  with  the  peaks  just  north  of  the  well-known  Carson  Pass  in  the  Sierra 
Nevada,  there  is  a  well-marked  bifurcation,  the  main  ridge  here  sending  out  a  bold  and 
lofty  spur  to  the  northward,  itself  continuing  on,  but  with  diminished  height,  to  the 
northwest.  This  spur  is  loftier  than  the  main  ridge,  having  an  average  altitude 
of  9,800  feet.  It  culminates  to  the  south  in  FreeFs  Peak,  and  to  the  north  in  MoudI 
Rose,  in  whose  vast  mass  it  terminates.  Both  of  these  points  are  over  10,t^0  feet  above 
sea-level.  It  is  called  the  Eastern  Summit,  in  contradistinction  to  the  m«iin  ridge, 
which  is  known  as  the  Western.  South  west  wardly  from  Mount  Rose  runs  a  long  spur, 
reaching  almost  to  the  western  summit,  between  which  and  itself  it  leaves  a  narrow 
valley.  There  is  thus  formed  iu  the  bosom  of  the  Sierras  a  triangular  basin  with  a  length 
of  about  37  miles  and  a  base  of  perhaps  half  that  dime^nsion.  At  the  southern  apex  of 
this  triangle  the  Upper  Truckee  takes  rise,  and  meanders  its  way  for  about  15  miles 
through  the  beautiful  and  fertile  Lake  Valley,  finally  expanding  into  Lake  Tahoe,  which 
occupies  the  northern  part  of  the  basin.  Vastly  increased  in  volume,  it  issues  from  the 
lake,  through  the  narrow  valley  above  referred  to,  a  heavy  and  rapid  stream.  Flo  win/; 
west  a  short  distance,  it  changes  its  course  to  the  north,  and  then  making  a  grand 
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sweep  to  the  east,  flows -onward,  finally  emptying  into  Pyramid  Lake,  which  has  no 
visible  outlet.  Thus  the  waters  of  the  Lake  Tahoe  Valley  are  tributary  to  that  f2:reat 
interior  basin,  that  peculiar  system  of  so-called  ''sinks,''  in  which  all  the  waters  of 
Nevada,  with  a  few  trifling  exceptions,  are  swallowed  np.  The  eastern  snmmit  breaks 
down  quite  precipitously  to  the  east  into  the  valley  of  the  Carson,  some  of  the  branches 
of  which  river  rise  in  the  little  valleys  of  Hope,  F^ith,  and  Charity  just  east  of  Carson 
Pass.  The  western  summic  slopes  gradually  to  the  west,  all  its  waters  from  Carson 
Pjiss  to  Snmmit  Station  on  the  Central  Pacific  Railroad  (some  43  miles)  being  collected 
into  the  American  River  by  its  sonth,  middle,  and  north  forks  and  their  various 
branches,  by  which,  as  might  be  expected,  numerous  valleys  and  deep  cafions  are 
formed. 

It  was  not  until  the  14th  of  September  that  the  party  moved  into  the  area  assigned 
to  it,  when  camp  was  made  at  Glenbrook,  on  the  east  shore  of  Lake  Tahoe.  The  route 
followed  from  Carson  was  over  the  King's  Ca&on  road,  which,  winding  up  the  slope 
of  the  eastern  snmmit  until  it  attains  an  altitude  of  some  2,500  feet  above  oar  camp  in 
Eagle  Valley,  descends  to  the  lake,  giving  grades  practicable  for  heavy  teams.  Another 
route  between  Carson  and  Glen  brook,  known  as  the  Clear  Creek  route,  and  used  by 
the  Lake  Tahoe  stage-line,  joins  the  first  mentioned  at  the  snmmit.  A  steep  grade  on 
this  road  not  far  from  the  summit  canses  the  King's  Cafion  route  to  be  preferred  for 
heavy  teaming.  The  stage-route  is  about  a  mile  and  three-quarters  shorter  than  the 
other,  by  which  the  distance  is  about  fifteen  and  a  quarter  miles.  Travelers  by  either 
route  pay  toll  at  the  snmmit. 

Glenbiook  is  very  prettily  situated  on  a  small  hay  abont  the  middle  of  the  east 
shore  of  the  lake.  A  brook  flowing  through  a  deep  aud  shady  glen  empties  into  this 
bay  and  gives  the  place  its  name.  Settled  in  1860,  it  was  the  first  place  of  any  per- 
manence on  the  lake,  and  is  now  the  principal  village,  claiming  some  four  hundred  in- 
babitnuts.  It  is  the  center  of  the  Lake  Tahoe  lumber-trade  and  possesses  four  saw- 
mills and  a  planing-mill.  The  saw-logs  are  floated  here  from  lumber-camps  on  the 
north,  west,  and  south  shores  of  the  lake,  and  I  was  informed  that  abont  2.5,000,000 
feet  of  sawed  lumber  are  annually  tnrned  out.  The  principal  markets  are  Virginia 
and  Gold  Hill,  the  great  mining  center  of  Nevada.  The  lumber  is  now  carried  to  the 
top  of  the  eastern  summit  by  means  of  a  narrow-gauge  railroad  built  in  1875.  As  the 
grade  of  the  wagon-road  from  Glenbrook  to  the  summit  is  about  290  feet  to  the  mile, 
the  railroad  avoids  this  by  running  some  three  miles  north  of  Glenbrook,  then  ascends 
the  slope  by  a  zigzag,  the  general  plan  of  which  wonld  be  a  flattened  and  distorted  Z. 
The  angles  of  the  Z  are  arranged  as  the  ordinary  railroad  Y,  and  thus  a  considerable 
difference  of  level  is  overcome  by  moderate  grades.  From  the  summit  a  flume  between 
9  and  10  miles  in  length  runs  down  the  Clear  Creek  Canon,  and  by  this  fire-wood  or 
Inuiber  can  be  delivered  within  a  mile  of  Carson.  Received  here  b^  the  cars  of  the 
Virginia  and  Truckee  Railroad,  it  can  be  carried  to  the  points  where  it  is  wanted. 

One  of  the  first  objects  to  strike  the  eye  alter  reaching  Glenbrook  is  a  prominent 
mass  of  ba^alt  jnst  to  the  sonth,  which  bears  the  interesting  name  of  Shakespeare's 
CUf^.  A  moment's  careful  inspection  will  show  on  an  almost  vertical  escarpment  not 
far  from  the  summit  a  mass  of  greenish-gray  lichens  standing  out  plainly  against  the 
dark  surface  of  the  rock.  A  glance  at  this  will  without  any  stretch  of  the  imagina 
tion  transtbrni  it  into  a  truly  striking  resemblance  to  the  head  aud  bust  of  the  great 
poet  as  seen  in  protile ;  the  high  forehead,  massive  brows,  and  pointed  beard  being 
wonderfully  reproduced.  This  was  plainly  vinible  from  our  camp  in  the  neighborhood 
of  a  mile  to  the  north.  Situated  about  the  middle  of  the  eastern  shore,  and  not  half  a 
mile  from  it,  with  an  altitude  of  some  800  feet  above  the  lake,  the  cliff  affords  a  fine 
panorama  of  the  entire  western  and  the  greater  part  of  the  northern  and  southern 
shores.  Of  the  lake  itself  I  attempt  no  description,  as  that  will  be  found  in  full  in  the 
ref>ort  of  the  geologist,  but  the  following  facts  in  connection  with  it  may  be  of  interest: 

The  geographical  position  of  the  lake  is  well  fixed  by  the  one  hnnlred  and  twen- 
tieth meridian  of  west  longitude  transveraing  its  length,  aiid  the  thirty-ninth  parallel 
of  north  latitude  crossing  its  southern  end.  Its  developed  shore-line  may  be  set 
down  in  round  numbers  at  70  miles,  and  its  superficial  area  at  about  168  square  miles, 
of  which  two-thirds  lies  in  California,  the  remainder  in  Nevada.  Five  counties  border 
upon  it:  Washoe,  Ormsby,  and  Douglas  in  Nevadi;  Eldorado  and  Placer  in  California. 
The  principal  settlements  are  Glenbrook,  on  the  east  shore,  Rowland's,  on  the  sonth, 
and  Tahoe  City  on  the  west.  The  others  are  McKinnej's,  on  the  west,  near  Sugar-pine 
Point,  Yank's  on  the  sonth,  and  Hot  Springs  on  the  north  shore,  and  State-line  Point. 
At  all  these  points  accommodations  may  be  found  for  tourists.  During  the  summer 
and  fall  Tahoe  City  is  connected  with  Truckee  on  the  Central  Pacific  Railroad  by  a 
daily  line  of  stages  carrying  passengers  and  mails,  while  Glenbrook  is  similarly  con- 
nected with  Carson.  A  small  steamer  makes  a  daily  tour  of  the  lake,  toucbing  at  all 
the  places  mentioned.  A  stage  is  also  sometimes  run  between  Hot  Springs  and  Truckee. 
A  good  road  connects  Glenbrook  and  Rowland's,  whence  a  moderately  good  one  runs  to 
Yank's.  Thence  to  McKinney's  there  is  a  trail,  very  bad,  near  Emerald  Bay,  and  from 
Mc Kinney's  to  Tahoe  City  there  is  a  road.    A  rough  trail,  passable  for  riding  or  pack 
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animalst  connects  Taboe  City,  Hot  Spring,  and  Glenbrook.  Find'nn;  at  Glenbrook  an 
excellent  camping-ground  and  good  feed  for  the  auiraala,  it  was  decided  to  make  a 
main  camp  here  and  stady  the  features  of  the  eastern  snmmit  by  detonrs  to  the  sooth 
and  north.  Accordingly,  on  the  arrival  of  the  topographer  at  this  camp,  a  trip  was 
made  to  the  south,  and  a  main  station  established  on  a  well-dertned  point,  showing 
Treil  from  the  stations  in  the  neighborhood  of  the  base,  near  Virginia  City.  Aliout  tfais 
time,  a' so,  a  second  small  party,  in  charge  of  the  geologist,  was  ordered  to  make  a  trip 
around  the  lake,  putting  up  signals  on  points  along  its  borders,  which  might  be  of  as- 
sistance in  establishing  the  shore-line,  and  at  the  same  time  obtaining  reliable  infer- 
matton  concerning  the  trails  and  roads  about  the  lake. 

The  work  along  the  range  to  the  south  having  been  completed  as  far  as  thoncbt 
necessary  from  this  camp,  a  detonr  was  made  to  the  north.  During  this  trip  the  narn»«r- 
gauge  railroad  already  referred  to  was  surveyed  and  the  lake  shore  meandered  far 
enough  to  the  north  to  be  connected  with  without  ditllculty  on  the  home  trip. 

A  main  triangnlation  station  was  also  made  and  the  topography  of  the  range  finished 
as  far  as  possible  to  the  northward.  Marlette  Lake  was  likewise  visited  and  snrveyed. 
This  little  lake  is  beautifully  situated  in  a  basin  just  west  of  the  main  ridge,  and  consul- 
erable  interest,  attaches  to  it  from  the  fact  that  it  is  the  source  from  which  the  Virginia 
Water  Company  intend  drawing  their  supply.  It  is  easily  I'eached  by  a  very  fair  wagoo- 
road  which  leaves  the  stage-road  at  SiK>oner's  Station,  about  five-eighths  of  a  mile  from 
the  snmmit.  It  drains  into  Lake  Tahoe,  bnt  by  damming  its  outlet  it  has  been  increaDod 
to  many  times  its  original  size.  It  now  measures  about  l^  miles  in  length  by  half  a 
mile  in  breadth,  with  a  superficial  area  approximating  to  300  acres.  Our  barometric 
observations  make  its  altitude  7,750  feet  or  1,548  feet  above  Lake  Tahoe,  and  high  euouj^h 
above  Virginia  City  and  Gold  Hill  (some*16  miles  distant  in  a  straight  line)  to  gives 
good  head  there.  In  order  to  got  the  water  across  the  ridge  a  tunnel  is  being  pierc^l 
through  the  granite  rock  composing  it  about  3  miles  north  of  the  lake  where  the  ridge 
is  narrowest.  This  tunnel  is  in  a  fair  way  toward  completion,  and  will  have  a  length  of 
nearly  4,000  feet,  with  a  cross-section  of  about  6  by  8  feet.  The  water  will  be  led  to  its 
west  end  by  a  ditch  or  flume.  On  the  eastern  slope  the  flnine  has  been  built  and  is  in 
operation,  being  at  present  fed  by  some  of  the  mountain  streams  of  that  slope.  Par> 
suing  a  tortuous  course  down  the  mountain-side  nntil  a  steep  slope  is  reached,  the 
flume  discharges  its  contents  into  a  pipe  which  descends  rapidly  until  it  reaches  it« 
lowest  point  at  Lake  View,  on  the  low  ridge  separating  Eagle  and  Washoe  Valleys. 
Following  up  this  ridge  for  some  5  miles  the  pipe  delivera  its  waters  to  a  flume  which 
conveys  them  to  their  destination.  Gold  Hill  and  Virginia. 

Returning  from  this  trip  to  the  Glenbrook  camp,  September  24,  we  were  delayed  a 
day  on  account  of  its  being  necessary  to  discharge  the  two  packers  and  a  cook,  whose 
places  I  was  f«>rtunately  able  to  fill  without  much  difficulty.  Meantime  the  party  sent 
around  the  lake  having  reported,  camp  was  moved  on  the  26th  to  a  point  near  Row- 
land's, on  the  south  shore  of  the  lake. 

About  3.3  miles  south  of  Glenbrook  the  road  passes  Cave  Rock,  which  is  the  moat 
prominent  object  on  the  eastern  shore,  being  easily  discernible  from  oar  stations  on  the 
western  ridge.  It  is  a  mass  of  porphyritic  trachyte  rising  some  150  feet  above  the  hike, 
the  road  being  carried  round  its  base  on  trestle-work.  The  rock  derives  it  name  from 
a  cave  extending  some  30  feet  into  its  side.  The  top  and  sides  of  this  cavern  are  dark- 
ened by  a  peculiar  pitchy  deposit  similar  to  that  described  in  full  in  vol.  ▼,  (Zoology, 
p.  559,)  of  thn  published  reports  of  this  survey.*  Between  2  and  3  miles  farther  Zephyr 
Cove  is  reached,  once  a  popular  stage-station,  but  now  deserted. 

In  the  pa<my  days  of  staging,  before  the  completion  of  the  overland  railroad,  the 
road  was  kept  in  beautiful  condition,  and  sprinkled  twice  a  day.  Although  not 
traveled  nearly  so  much  as  formerly,  it  is  still  an  excellent  road,  and  a  great  deal  uf 
farm  and  dairy  produce  passes  over  ic  to  the  Virginia  markets.  In  about  4  miles  from 
Zephyr  Cove  Small's  Station  is  passed,  at  which  point  the  Kingsbury  Grade  road  crosses 
tbc  eastern  summit,  coining  but  in  the  Carsou  Valley  about  3  miles  south  of  GeniKi.  A 
little  less  than  a  mile  farther  on  Kearney's  Station  is  resiched.  When  the  the  Stat-e- 
line  was  run  it  was  found  to  pass  directly  through  the  inn,  and  it  is  said  that  guests 
may  dine  either  in  Nevada  or  California  by  simply  changing  sides  at  tiie  table.  The 
boundary  mqnument  on  the  lake  shore  nearby  was  visited  and  brought  into  the  scheme 
of  triangulation.  Here  we  left  the  main  road,  which  continues  up  the  east  side  of  the 
valley,  and  took  the  road  along  the  south  shore  of  the  lake  to  Rowland's,  and  camped 
in  a  'meadow  near  by.  Leaving  the  main  party  here,  the  topographer  and  myself, 
with  a  small  party,  started  for  Fre^l's  Peak.  Bad  weather  and  a  broken  barometer 
obliged  us  to  devote  two  days  to  our  observations  here.  A  small  monnment  and  a  bot- 
tle containing  records  found  on  the  snmmit  showed  that  the  peak  had  been  visited  Sep- 

*  It  is  worthy  of  remark  that  oaretul  observations  by  the  naturalist  of  the  party  do 
not  confirm  the  theory  t&ere  advanced  asciibing  the  deposit  to  lizards,  bnt  point 
rather  to  the  opinion  expressed  by  Prof.  Cope,  that  it  is  produced  by  some  small  mam- 
mal, probably  the  Neoioma  cinerea. 
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teniber  15, 1^74,  by  a  reconnoiteriug  triaognlation  party  of  the  Uaitod  States  Coast- 
Sarvey.  On  the  coinpletiun  of  oar  work  bere  the  topographer  made  adetoar  into  Hope 
Valley,  working  down  Ibe  valley  of  theCarKon  almost  to  GeDoa,  and  returning  by  the 
Kingsbury  Grade,  thus  tinishing  the  topography  of  the  eastern  suninitt  iuelnded  be- 
twet-n  that  road  and  Hope  Valley.  Meaiiiiaie,  finding  it  impossible  to  use  the  Army 
wagon  on  the  west  side  of  the  lake,  I  sent  it  back  to  Carson,  with  All  snrplns  impedi- 
nicnts  for  storage,  and  had  sufficient  stores  to  last  the  remainder  of  the  season  dep4)site(1 
at  Glen  brook,  where  was  left  also  the  wagon  and  such  team-mules  not  nsed  as  riding 
or  pack  animals.  The  means  of  transportation  was  thas  reduced  to  ten  pack  and  twelvu 
riding  mnles  and  one  extra  animal. 

Bi'eakiiig  camp  at  Rowland's  we  proceeded  south  through  Lake  Valley,  striking  the 
main  road  in  abont  4^  miles.  Following  this  some  3^  miles,  Osgood's  toll-house  is 
reached.  Here  the  road  leaves  the  Truckee  River  and  winds  up  the  slopes  of  the  west- 
ern sommit,  which  it  crosses,  descending  the  western  slope  through  tbe  ca{k)n  of  the 
South  Fork  of  the  American,  which  is  here  a  rapid  mountain  stream.  The  road  crosses 
it  by  a  bridge  at  Slippery  Fonl,  and  soon  after  passes  a  lofty  and  almost  perpendicular 
elitf  bearing  the  hackneyed  name  of  **  Lover's  Leap."  At  Strawbeiry  Station,  a  milo 
farther  on,  there  is  aTiother  toll-house.  Following  the  main  road  some  4  miles  farther, 
we  left  it  at  the  Georgetown  junction  and  passed  np  into  the  mountains,  camping  at 
Sawyer's  Ranche,  witniu  easy  striking  distance  of  onr  objective  point — Pyramid  Peak, 
in  the  western  summit.  Clouds  and  mi^ts  hanging  about  tbe  peak  interrupted  our 
work  greatly,  and  kept  ns  two  days  at  this  point.  There  is  a  tine  stock  range  here, 
afTording  |>asinrage  for  several  hundred  bead  of  cattle.  I  was  informed  by  the  propri- 
etor that  in  the  season  be  prodnced  as  much  as  125  ponnds  of  butter  a  day,  though  at 
present  he  was  not  making  more  than  60.  The  stock  is  generally  driven  out  about  Oc- 
tober 15  to  winter  in  the  Sacramento  Valley.  The  distance  from  Sawyer's  by  road  to 
Strawberry  is  12  miles;  by  trail  only  about  3^.  The  trail  is  passable  for  riding  ani- 
mals, but  dense  groves  of  small  treirs  make  it  impracticable  for  beavily-Iaden  pack- 
nuiies.  Locating  the  next  main  camp  at  Yank's,  on  the  southern  shore  of  Lake 
Taboe,  and  on  the  west  side  of  Lake  Valley,  surveys  were  made  of  Fallen  Leaf  and 
Cascade  Lakes,  and  Tallac  Peak  occupied  for  topographical  and  triangularion  pur- 
poses. This  peak  is  a  most  interesting  one,  not  only  on  account  of  its  own  beauty  as 
seen  from  the  lake,  but  because  of  the  beantifnl  view  from  its  summit.  Situated  only 
about  3  miles  from  tbe  lake  in  a  straight  line,  and  fully  3,500  feet  above  it,  the  bird's- 
eye  view  obtained  is  simply  perfect.  The  Hot  Springs  Hotel,  at  the  northern  end  of 
the  lake,  was  clearly  visible,  as  well  as  the  bouses  of  the  settlements  on  the  south 
shore.  The  little  steamer,  a  white  speek  upon  tbe  blue  expanse,  was  seen  making  its 
daily  rounds. 

Fallen  Leaf  and  Cascade  Lakes,  and  many  others  of  less  size  embowered  in  trees,  lay 
beneath  our  feet.  To  the  south  wait  Pyramid  Peak  rears  its  rugged  crest,  embracing 
between  itself  and  Tallac  a  deep  rocky  depression,  dotted  with  numerous  pools,  and 
known  as  ibe  "Devil's  Basin," 

Fallen  Leaf  Lake  (118  feet  above  Tahoe)  is  easily  accessible  from  Yank*s  by  a  wagon- 
road  which  leaves  tlie  head  of  the  lake  at  Gillmore's  Ranch,  and  passes  on  several  miles 
farther  to  a  fine  soda  spring ;  from  there  on  a  trail  leads  nearly  to  the  summit  of  Tallac. 
A  herd  of  several  hundreil  Angora  goats  find  subsistence  on  the  slopes  of  the  mountains 
south  of  Gillmore's  Ranch. 

Cascade  Lake  (330  feet  above  Taboe)  is  (tval  in  shape,  and  about  a  mile  long,  deriving 
its  name  from  a  fine  water-fall  some  250  feet  high  at  its  head.  For  interesting  facts 
relating  to  the  glacial  origin  of  these  lakes  I  refer  to  the  re^xirt  of  Mr.  Conkling. 

On  the  17th  of  October  we  lefc  Lake  Valley  and  proceeded  ou  our  way  around  the 
lake.  In  the  neighborhood  of  Emerald  Bay  the  trail  is  exceedingly  steep  and  difficult, 
and  some  trouble  was  experienced  from  several  of  the  pack-animals  rolling  down  the 
steep  slopes.  After  leaving  here,bowevt-r,  no  difficulty  was  met  with.  The  bay  is  about 
two  miles  long  by  three-fourths  of  a  mile  broad,  narrowing  down  at  the  entrance  to  a 
quarter  of  a  mile.  At  its  extremity  is  the  summer  residence  of  Mr.  Ben.  Holladay,  jr., 
which  is  entirely  concealed  in  a  grove  of  aspen  and  willow.  A  more  charming  retire- 
ment it  would  be  hard  to  find. 

From  tbe  north  point  of  the  bay  to  Rubicon  Point  the  shore  is  steep  and  rocky,  but 
the  trail  from  there  to  McKioney's  is  excellent.  Before  reaching  McKinney's  the  trail 
crosses  a  bold  projection  known  as  Sugar  Pine  Point,  frtnn  the  fine  trees  of  that  name 
growing  there.  A  large  lumber-camp  located  here  afforded  a  good  opportunity  of  wit- 
nessing the  mode  of  lumbering  generally  in  vogue  on  the  lake.  Thn  tree^  are  sawed 
instead  of  cut  down  and  converted  into  saw-log.s  as  they  lie.  These  logs  vary  from  20 
to  60  inches  in  diameter,  the  length  varying  to  suit  purchasers,  generally  between  20 
and  30  feet.  Perhaps  the  most  interesting  feature  is  the  great  wagons  on  which  the 
logs  are  hauled  to  the  lake.  These  are  made  immensely  strong,  the  wheels  being  con- 
structed of  a  section  cut  from  a  saw-log,  and  are  from  3  to  3^  feet  in  diameter,  being 
about  6  inches  broad  at  the  tire,  and  bulging  ont  at  the  center.  The  heavy  cross-beams  on 
the  wagon-body  are  furnished  with  iron  stirrups  of  peculiar  construction,  in  which  rest 
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the  eDcls  of  heavy  planks  used  in  loadinji^.  The  wa^jrons  are  drawn  by  aix  or  eight  yoke 
of  oxen.  To  give  an  idea  of  what  can  be  done  by  these  wagons  it  is  a  matter  of  record 
that  14,900  odd  feet  of  lumbor  in  the  shape  of  saw-logs  has  been  placed  opoo  one  of 
them.  This  was  popularly  known  as  the  '*  boss  load/'  and  photographs  of  it  can  be 
obtained  at  Trnckee.  • 

We  took  advantage  of  the  lomber-camp  umithy  to  have  our  mnlea  shod,  many  oi 
them  being  badly  in  need  of  it,  and  whiLe  waiting  occupied  several  topographical  sta- 
tions in  the  western  summit. 

A  good  trail,  opened  some  years  ago  by  Mr.  McKinney,  rnns  from  here  to  George- 
town, crossing  a  branch  of  the  Middle  Fork  of  the  Americiin  some  eight  miles  from 
McKinney's,  and  called  by  him  the  Rubicon.  From  here  we  moved  np  the  valley  of 
Blackwood  Creek,  containing  abundance  of  fine  feed,  and  camped  nearTwin  Peaka.  The 
weather  being  exct'llent,  aday  sufficed  for  our  work  bere.  To  the  north  we  saw  several 
fine  points,  (among  them  the  Needle  and  Granite  Chief,)  which  we  intended  to  occopy, 
ibough  our  hopes  of  this  were  somewhat  dashed  by  Mr.  McKinney's  statement  that  be 
looked  for  snow  every  day,  and  that  the  probabilities  were  that  in  a  short  time  tb« 
hifrher  peaks  would  be  impassable. 

Meandering  the  lake-shore  as  far  as  Tahoe  City,  we  moved  thence  down  theTruekee 
and  encamped  October  2G  at  the  head  of  SquawValley,  which  drains  into  that  stream. 
This  valley  is  well  watered,  and  produces  abundance  of  tine  hay.  A  cattle-ranch  is 
located  here,  and  we  found  the  ranchmen  busily  engaged  in  collecting  their  stock  pre- 
vious to  driving  them  out  fur  the  winter.  They  informed  ns  that  a  trail  led  out  of 
the  valley  to  the  west,  passing  near  the  peaks  we  wished  to  occnpy,  while  a  serond 
trail  constructed  by  them  during  the  sun^mer  permitted  egress  to  the  north.  Wishing 
to  ascertain  the  proximity  of  the  peaks,  I  ascended  a  higher  point  at  the  summit  of 
the  pass,  called  Fort  Sumter  from  its  peculiar  outline,  but  a  heavy  mist  compleUrly 
shut  out  the  view. 

•  The  27th  was  stormy  and  rainy,  and  during  the  night  about  4  inches  of  snow  fell, 
which  continued  all  the  next  day.  The  stock  was  driven  out  just  in  the  nick  of  time, 
as  the  meadows  were  now  covered  with  about  8  iochea  of  snow.  Several  bales  of  bay 
left  by  the  ranchmen  afforded  feed  for  the  nmles,  so  that  I  was  not  obligt^d  to  move  oot 
at  once,  which  J  was  unwilling  to  do,  as  this  would  be  our  last  chance  to  work  up  the 
topography  of  this  portion  of  the  range. 

The  30tb,  breaking  bright  and  clear,  afforded  an  opportunity  of  making  a  final 
attempt  at  the  "  Needle,"  or,  should  this  prove  impracticable,  at  least  of  making  a 
topographical  statiou  on  the  high  point  near  the  summit  of  the  pass.  We  found  the 
snow  deeper  than  we  expected,  but  finally  made  the  point  only  to  find,  however,  tbst 
the  mists,  which  had  been  gathering  during  the  ascent,  completely  en velope<l  the  higher 
peaks,  and  in  a  few  moments  our  own,  giving  ns  just  time  to  catch  a  fireting  glimpi*e 
of  the  Needle,  about  a  mile  and  a  half  to  the  northwest,  '^pointing  its  lean  finger  to  the 
sky ''  as  if  in  mockery  at  our  efforts. 

On  this  trip  I  obtained  for  the  first  time  occular  evidence  that  there  are  deer  in  thew 
mountains  by  a  well-marked  trail  in  the  snow.  From  this  it  was  evident  that  the  ani- 
mal, driven  from  the  mountains  by  the  snow,  had  taken  a  hasty  survey  of  the  valley, 
then  turned  in  its  tracks  and  made  a  rapid  exit.  I  decided  to  follow  its  exam  pie,  and  on 
November  1,  after  having  meandered  Bear  Creek,  which  we  had  passed  a  few  days  before, 
left  the  valley  in  a  snuw-storm.  Soon  after  reaching  the  Trnckee  and  Tahoe  tornpike 
the  snow  ceased,  allowing  the  road  and  river  to  be  meandered  as  far  aa  Trnckee  on  the 
Central  Pacific  Railroad.  I^earuing  that  Lieutenant  Tillman  was  encamped  only 
about  4  miles  from  here,  on  Prosser  Creek,  I  moved  on  there  to  consult  him  concemiug 
the  connection  of  our  triangulation.  Finding  that  he  and  his  topographer  were  abaent 
on  a  trip  to  Castle  P«'ak,  we  proceeded  to  work  np  the  topography  north  of  Lake  Tahoe, 
camping  in  Mart  is  Valley.  From  here  we  attempted  the  ascent  of  Mount  Rose,  but 
found  it  impracticable  from  the  west.  Camp  was  then  moved  to  Hot  Springs,  near  the 
extremity  of  the  promontory  known  as  State  Line  Point.  This  is  one  of  the  most 
interesting  places  on  the  lake,  and  the  view  is  exceedingly  beautiful,  especially  at  thi« 
season,  when  the  mountain  peaks,  capped  with  snow,  contrast  strongly  with  the  dark 
pine  forests  clothing  their  rugged  sides.  For  the  accommodation  of  tourists,  a  hotel 
and  a  number  of  small  cottages  have  boon  erected,  the  water  of  the  springs  beinjr 
utilized  for  bathing  purposes.  The  proprietor  received  us  with  true  Californian  hos- 
pitality, tendering  us  free  nse  of  the  cottages  and  baths,  which  kindness  we  were  glad 
to  take  advantage  of.  While  here  the  survey  of  the  lake  was  completed,  and  coDoec- 
tion  made  with  the  monuments  of  the  California  and  Nevada  State  line.  Lientenant 
Tillman  visited  us  at  this  camp,  and  obtained  information  with  reference  to  points 
occupied  by  us  to  the  southward.  Learning  of  our  failure  to  reach  Mount  Roae  from 
the  west,  he  determined  to  attempt  the  ascent  from  the  north.  Of  the  success  of  th)« 
attempt  we  had  the  unexpected  pleasure  of  being  eye-witnesses.  While  occupying  a 
high  point  north  of  the  lake  and  some  7  or  8  miles  southwest  of  Rose  we  wered«elightiHi 
to  observe,  through  the  telescope  of  our  instrument.  Lieutenant  Tillman  at  work.  The 
mext  day  we  passed  over  the  eastern  summit,  connecting  with  the  work  previoosly 
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done,  and  camped  at  Fraaktown,  in  Washoe  Valley.  November  9,  we  reached  the  ren- 
dezvous-camp at  Carson,  where  Messrs.  Henshawand  Conkling  were  detached  from  the 
party  under  orders  received  from  you  early  in  the  seawii.  We  thea  passed  up  the 
Carsou  Valley  as  far  as  Genoa  Hot  Springs,  connecting  with  work  previously  done. 
Upon  the  completion  of  this  we  proceeded  to  occupy  a  peak  in  the  range  of  mountains 
east  of  Carson  Valley,  and  known  to  us  as  Monnt  Como.  This  is  a  high  point  almost 
due  south  of  the  peak,  in  the  same  range  occupied  by  Lieutenant  Birnie^s  party  early 
in  the  season  under  the  name  of  Mount  Lyons. 

Go  the  way  to  oar  peak  a  meander  was  obtained  of  Eldorado  'Caiion,  the  general 
course  of  which  is  nearly  north  and  south,  its  mouth  being  near  Dayton  on  the  Carsou 
River.  Soft  gray  limestone  occurs  near  the  entrance  qni(e  plentifully,  and  is  burned 
in  a  lime-kiln  at  this  point.  A  good  toll-road  runs  up  this  caflon,  and  a  small  stream 
meanders  its  way  through  it,  crossing  the  road  at  frequent  intervals.  The  slopes  ou- 
either  side  are  bare  of  vegetation,  except  now  and  thoL  a  little  sage  or  a  scrubby  pine. 
The  lack  of  vegetation  allows  one  to  see  easily  the  fantastic  shapes  into  which  the  ele- 
ments have  carved  the  rocky  sides,  but  the  heat  in  summer  must  be  very  groat.  Near 
the  bead  of  this  caAon  is  situated  the  Virginia  City  Company's  coal-mine,  the  product 
being  a  lignite  of  fair  quality.  Proceeding  onward  some  3  miles  from  the  mine  we 
camped  near  the  base  of  what  is  locally  named  Mineral  Hill,  where  lie  the  springs  iu 
which  Eldorado  Creek  rises.  This  bill  stands  up  well  when  viewed  from  the  neigh- 
borhood of  Virginia  City,  and  was  observed,  I  believe,  by  the  party  there  under  the 
name  of  Como.  The  point  known  to  ns  nnder  this  name,  however,  lies  some  four  miles 
o  the  southeast,  and  is  considerably  higher,  being  in  the  main  ran^e,  which  runs  nearly 
tnorth  and  south,  and  is  called  in  the  neighborhood  the  **  Como  Range,"  after  an  aban- 
doned mining-town  of  that  name  near  M>juut  Lyons.  It  has  also  been  frequently  called 
the  Pine  Nut  Range,  after  the  timber  of  that  name,  which  was  once  quite  plentiful,  but 
which  has  now  been  almost  entirely  cut  off  for  fuel. 

Abont  28  miles  in  length,  it  breaks  down  on  the  north  into  the  valley  of  the  Cars^i 
River,  which  sweeps  ronnd  that  end,  and  on  the  south  into  that  of  the  West  Walker. 
Abont  4  miles  north  of  ns  the  ridge  sends  out  a  spur  to  the  eastward,  which  drains  to 
the  north  into  the  Carson,  and  on  the  south  ioto  the  West  Walker.  Just  to  the  east 
lies  a  barren,  sandy  valley  containing  a  small  alkaline  flat.  To  the  east  of  this  is  a 
range  of  low,  sandy  hills,  beyond  which  lies  Mason's  Valley,  through  which  flows  the 
main  stream  of  the  Walker  River.  The  eastern  slope  is  quite  steep,  while  the  western 
falls  gradually  off  to  the  Carson  Valley,  being  broken  up  into  valleys  and  cafions  by 
minor  ranges  and  foot-hills.  Mineral  Hill  is  high  enongh  to  hide  the  Carson  Valley  to 
the  northeast,  but  it  is  visible  for  nearly  its  whole  length  south  of  Genoa. 

Finishing  our  work  here  we  returned  to  Carson  by  way  of  the  Brunswick  Cafion, 
through  which  runs  a  fair  wagon-road,  which  crosses  the  cafion  by  a  bridge  at  the 
Brunswick  Mill,  where  there  is  a  toll-house. 

Leaving  Carson  again,  the  quartz-mills  along  the  river  between  Empire  and  Dayton 
were  located ;  then  passing  through  Virginia  City  the  survey  of  the  Geiger  Grade,  lead- 
ing thence  into  Steamboat  Valley,  was  taken  up  where  the  work  of  Lieutenant  Symons's 
parly  ceased,  and  camp  was  made  at  Steamboat  Springs,  on  the  Virginia  and  Truckee 
Railroad.  These  springs  are  among  the  most  interesting  in  the  Stat«,  and  have  been 
known  for  many^ears.  Clonus  of  vapor  continually  rising  make  them  conspicuous 
for  several  miles.  From  the  name  one  might  be  led  to  expect  that  the  emission  of  this 
vapor  would  be  accompanied  by  a  sonnd  like  that  made  by  the  exhanst-steam  of  a 
western  river  steamer,  but  I  noticed  nothing  of  the  sort.  The  rocky  mound  in  which 
the  springs  lie  is  situated  at  the  base  of  a  spur  of  Mount  Rose.  Numerous  small  pools 
are  fonnd  on  the  summit  of  this  mound,  the  temperature  of  the  water  varying  from 
blood-heat  to  almost  boiling.  Besides  the  pools,  long  irregular  fissures  occur  from  a 
few  inches  to  a  foot  in  width,  and  extending  t'O  a  considerable  depth.  In  these  the 
water  can  be  seen  boiling  and  bnbbling  violently,  sometimes  disappearing  entirely, 
then  rising  to  view  again.  In  some  of  the  pools  I  noticed  a  white  deposit  like  that 
frequently  seen  in  suTphur  springs.  The  water  when  cool  is  perfectly  drinkable,  and 
is  not  so  impregnated  with  minerals  as  to  prevent  the  use  of  soap  in  washing.  A  hotel 
has  been  erected  here  and  has  connected  with  it  a  commodious  bath-housc*,  which  is 
bnilt  directly  over  some  of  the  fissures  above  referred  to.  The  springs  are  easy  of  ac- 
cess, being  by  rail  only  11  miles  from  Reno  on  the  Central  Pacific  Rauroad,  an^  about 
20  from  Caasoo.  The^  are  considerably  resorted  to  during  the  summer  on  account  of 
the  medicinal  properties  of  their  waters.  Steamboat  Creek  flows  a  few  hundred  feet 
east  of  the  springs  and  empties  into  the  Truckee.  Steamboat  Valley  contains  a  con- 
Hiderable  amount  of  arable  and  grazing  land,  and  widens  out  on  the  north  into  the 
Truckee  meadows. 

Our  next  camp  was  at  Glendale,  a  small  hamlet  on  the  Truckee,  and  formerly  a  sta- 
tion on  the  old  transcontinental  emigrant- road.  Passing  from  here  up  the  east  side 
of  Steamboat  Valley  along  the  base  of  the  range  running  north  from  Mount  Davidson 
several  topographical  stations  were  made  on  the  ridge,  and  a  small  portion  of  the  shore 
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of  Washoe  Lake  meandered.    The  rcndezvoas-camp  waa  reached  November  25tfa,  and 
the  party  disbanded. 

We  were  in  the  field  eighty  dayB,  during  which  time  we  traveled  in  all  1,024  miles, 
of  which  654  were  meandered.  Seven  main  triangalation  stations  were  occupied,  and 
fonrttHiu  secondary.  Eight  hundred  and  thirty-four  stations  were  made  on  meander 
line,  and  one  hundred  and  two  three-point  stations  as  checks  or  for  the  location  of  im- 
portant points.  One  hundred  and  three  cistern  •barometer  altitudes  were  ohser?ed  be- 
sides the  aneroid  determination  at  each  meander  station.  The  highest  point  reached 
was  Freel's  Peak,  in  the  eastern  summit  of  the  SierraSj  10,862  feet  above  sea-level,  the 
lowest  4.*222  feet,  on  the  Central  Pacific  Railroad. 

But  few  sextant  latitude  observations  were  needed  as  checks,  since  every  important 
point  conld  be  located  by  triangulatiou.  The  instrnmeutal  outfit  of  the  party  was  the 
same  as  that  generally  allowed  and  needs  no  s[>ecial  mention.  For  interesting  points 
concerning  the  natural  history  and  geology  of  the  area  visited,  I  beg  to  refer  to  the 
special  reports  of  Messrs.  Hensbaw  and  Conkling.  , 

Very  respectfully,  your  obedient  servant, 

M.  M.  Macomb, 
Second  Lieutenant  Fcvrtk  Artillery,  LK  S,  Armn. 

Lieut.  Gko.  M.  Whkeler, 

CorjM  of  Engineers,  in  charge. 


Appendix  G. 
prkliminarv  beport  on  examination  at  the  com8tock  lode,  by  john  a.  ciiubcn. 

Virginia  City,  Nev.,  June  30, 1877. 

Sir:  I  have  the  honor  to  snbmit  a  hhort  report  of  the  work  in  the  Washoe  mining 
district  during  the  month  of  June,  lb"??,  in  accordance  with  your  instructions.  Arriv- 
ing on  the  ground  on  the  11th  day  of  that  month,  it  was  obviously  impossible  to  do 
more  in  the  short  remainder  of  the  fiscal  year  than  to  place  and  enter  upou  the  pros^ 
cution  of  the  work. 

I  find  that  the  period  of  seven  or  eight  years  which  have  passed  since  the  last  ex- 
tended study  of  this  region  has  been  the  period  of  greatest  activity  and  greatest  change 
the  Cumstock  l«)de  has  ever  witnessed.  The  mines  have  been  opened  a  thousand  fe«t 
deeper  than  in  1869,  and  have  changed  from  a  vertical  to  an  inclined  system  of  work- 
ing, in  correspondence  with  the  chan|!:e  in  the  dip  of  the  vein.  To  meet  this  altered 
condition  of  things  the  mines  have  all  established  a  separate  system  of  hoisting  for 
the  incline;  these  are  being  raised  to  the  head  of  the  incline  by  a  ** giraffe"  and  then 
dumped  to  a  car  which  is  run  upon  the  cage  and  hoisted  as  formerly  through  the  ver- 
tical shaft.  None  of  them  attempt  to  raise  the  ore  by  one  continuous  hoist  throogh 
both  the  inclined  and  vertical  shafts.  Preparations  are  now  completed  in  one  shaft 
and  going  ou  in  two  others  for  resuming  the  extraction  through  vertical  shafts  by 
sinking  in  the  east  conntry-rock  of  distances  in  two  cases  of  more  than  half  a  mile  from 
the  outcrop  of  the  vein. 

Ctianges  quite  as  important  have  lieen  effected  in  machinery.  The  geared  pnmping- 
engines,  which  were  formerly  used  by  all  the  mines,  have  been  replaced  in  must  of 
them  by  very  elaborate  and  expensive  direct-acting  compound  engim-s,  controlled  by 
the  Davey  valve  gear,  which  has  been  somewhat  modified  in  this  region.  The  paro(» 
are  all  of  the  Cornish  pattern  and  are  now  raising  water  from  depths  of  2,000  and 
2,300  feet.  Direct-acting  hoisting-engines  have  also  been  introdaced  at  oneshaft^  and 
the  speed  of  hoisting  increased  in  those  mines  which  are  extracting  great  quaniities  of 
ore.  Self-dumping  skeets  have  taken  or  will  take  the  place  of  the  ordinary  cage  and 
car  in  two  of  the  deep  shafts.    These  alterations  in  the  method  of  working  are  all  im- 

?ortant  in  view  of  the  great  depths  to  which  these  mines  will  probably  be  earrie<i. 
'he  machinery  now  on  the  ground  is  sufficient  for  depths  of  3,000  feet,  and  the  method 
of  working  the  incline  and  vertical  shafts  separately  adapts  it  to  much  deeper  sinking. 

Underground  engines  ate  used  in  considerable  numbers  for  pumping,  hoisting,  and 
Ventilation,  and  as  these  are  all  worked  by  compressed  air,  the  mines  along  this  lode 
offer  probably  the  most  extensive  series  of  air-compressing  engines  to  be  found  in  any 
district.    They  are  mainly  of  two  types,  the  Burleigh  and  a  modified  Waring. 

All  these  changes  have  produced  great  effects  upon  the  mining  of  the  district  and  the 
financial  fortunes  of  the  owners.  As  now  instituted,  the  mining  industry  of  Washoe 
presents  important  opportunities  for  studying  the  effect  and  economy  of  modern  mis- 
ing-machinery. 

Ventilation  and  pumping  have  become  questions  of  especial  importance.    The  beat 
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of  the  vein,  and  also  of  the  ooaatry-rock,  has  on  the  whole  ioorea^ed,  or,  at  all  events, 
lii^h  temperatures  have  become  more  common  as  the  workings  gained  in  depth.  Ob« 
servatious  on  this  point  have  been  collected,  and  a  system  will  soon  be  instituted  which, 
it  is  hoped,  will  afford  valuable  information  upon  the  best  means  of  overcoming  the 
heat  of  the  mines. 

The  deep  adit  called  the  Sntro  Tunnel  has  penetrated  abont  17,500  feet,  and  is  now 
Abont  2,7.^  feet  from  the  lode.  ^It  is  advancing  at  a  rate  of  speed  which  should  take  it 
to  the  vein  abont  March,  1878.  It  will,  however,  reach  the  line  of  the  deep  shafts  sank, 
in  the  east  country  rock  some  time  next  month.  Its  completion  cannot  fail  to  have 
iniporrant  results  upon  the  drainage  of  a  vein  that  is  liable  to  sudden  outbursts  of 
'wa'^er  in  great  qnantities,  as  the  Comstock  is. 

The  milling  of  the  ores  has  undergone  some  alterations,  but  nothing  so  extensive  as 
those  above  indicated  in  the  mining.  The  latest-built  mills  are  models  of  convenient 
arrangement  and  economy.  On  the  whole,  the  ore  which  is  now  extracted  is  richer 
than  any  which  has  been  obtained  since  the  earliest  period  of  mining  on  the  Comstock 
vein,  and  the  problem  of  milling  these  ores  with  as  high,  or  a  higher,  return  as  was 
foruierly  obtained  from  less-rich  ores  has  been  successfully  grappled  with. 

I  have  thns  sketched,  in  a  very  general  way,  the  condition  of  the  field  to  which  I  am 
assigned.  My  work  so  far  has  consisted  in  preparing  for  the  observations  necessary  to 
a  study  of  the  ventilation  and  drainage  of  the  vein  and  the  position  of  the  ore-bodies 
found  below  the  1,000-foot  levels. 

I  have  great  pleasure  in  acknowledging  the  courtesy  and  frankness  with  which  every 
one  connected  with  the  mines  has  rtsceived  me.    No  restraint  has  been  placed  upon 
investigation,  but,  on  the  contrary,  the  survey  can  count  upon  the  active  co-operatiou 
of  the  mining  companies,  even  at  some  trouble  and  cost  to  themselves. 
I  am,  very  respectfully,  yours, 

John  A.  Church, 

JJinivg  Engineer, 

Lieut.  Gro.  M.  Whkblrr, 

Corp§  of  Enyineenff  in  charge. 


Appendix  H. 


OROLOGICAL  REPORT  ON  THE  PORTIONS  OF  WESTERN  NEVADA  AND  EASTERN  CALIFOR- 
NIA BETWEEN  THE  PARALLELS  OF  39°  .30'  AND  3S"  30',  EXPLORED  IN  THE  FIELD- 
SEASON  OF  1876,  BY  MR.  A.  R.  CONK  LING. 

New  York  City,  April  16, 1877. 

Sir:  The  area  examined  is  bounded  on  the  north  by  a  line  drawn  throngh  Trnckee, 
Cal.,and  Washoe  City,  Nev, ;  ou  the  east  by  the  Mount  Davidson  Range  and  theComo 
Mountains;  on  the  south  by  JoVs  Peak  and  Pyramid  4*eak;  and  ou  the  west  by  the 
Western  Summit  and  the  Truckee  River. 

Nearly  all  of  this  region  is  covered  by  granite,  with  occasional  outbursts  of  basaltic 
rocks.  No  fossils  are  found  except  at  the  State  prison  quarries,  one  mile  east  of  Car- 
son City.  Thern  is  abundant  evidence  of  the  former  existence  of  glaciers  in  the  mount- 
ains bordering  Lake  Tahoe.  Thermal  and  miueral  springs  occur  in  several  localities. 
A  few  ore-deposits  are  found  within  the  area  explored  in  1876,  but  only  one  of  them 
possesses  fiufflcient  importance  to  deserve  more  than  a  passing  notice. 

Two  ridges,  running  north  and  south,  traverse  this  section  of  countrj'.  They  are 
termed  the  eastern  and  western  summit^.  Lake  Tahoe  separates  the  one  from  the 
other.  The  latter  range  is  more  broken  up  by  precipitous  caflons  and  minor  ridges  than 
the  former.  Both  the  summits  are  sparingly  wooded,  from  the  base  to  the  crest-line,  and 
may  be  regarded  as  parallel  lines  of  elevation. 

Having  given  an  account  of  the  general  features  of  the  area  explored  in  1876, 1  now 
propose  to.take  up  the  geology  in  the  following  order : 

1.  Description  of  the  Carson  Valley  and  vicinity. 

2.  Sketch  of  Lake  Tahoe. 

3.  The  eastern  summit. 

4.  The  western  summit. 

THE  CARSON  VALLEY. 

There  are  several  thermal  springs  in  the  Carson  Valley  within  a  radius  of  abont 
fifteen  miles  of  the  capital  of  Nevada.  The  most  important  spring  rises  in  yellowish 
Bandstone  abont  a  mile  easit  of  Caison.  The  temperature  of  the  water  is  111  degrees 
F.  A  bath-house  has  been  erected  at  the  springs  adjoining  the  State  prison.  Another 
hot  spring  occurs  in  mica  slate  2^  miles  northeast  of  Carson.  The  water  is  clear  and 
has  a  temperature  of  120  degrees  F.    There  are  several  wells  about  10  inches  deep  in 
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the  groand  filled  with  tbis  thermal  water.  Both  these  spring  ooatain  snlpbereted 
hydrogen,  a  gas  generally  evolved  in  the  fissures  of  rock  in  a  volcanic  region.  At  Genoa, 
14  niiUs  south  of  Carson,  and  near  Frauktown,  10  miles  north  of  the  same  place,  warm 
springs  occur.  Both  houses  and  hotels  have  been  built  at  both  these  localities.  I  was 
unable  to  learn  the  temperature  of  either  of  these  thermal  waters.  I  collected  qaart 
bottles  full  of  water  from  the  above  springs  for  analysis,  but  upon  reaching  Washiu^ton 
it  was  found  that  either  the  cold  weather  or  careless  treatment  in  transpor tattoo  had 
resulted  in  the  breakage  of  the  bottles  and  consequent  loss  of  contents. 

The  greater  part  of  the  Cat  son  Valley  belongs  to  the  Quaternary,  and  there  is  very 
little  rock  tn  «ifii,  excepting  on  the  eastern  side  of  the  valley,  where  a  few  minor 
ridges  and  bnttes  of  basalt  occur.  The  line  of  upheaval  in  these  ridges  is  north  and 
south.  Beginning  on  the  north,  we  have  a  low  range  of  gray  grauite,  which  coDtains 
niinierons  crystals  of  black  hornblende,  and  separates  Washoe  Valley  from  the  Car- 
son Valley.  Rocky  tors  of  granite  outcrop  in  various  places  on  this  divide.  Tb« 
North  Carson  Mine  occurs  in  this  ridge,  but  for  a  description  of  it  see  chapter  on 
mines.  At  Swift's  Spring,  *2^  miles  northeast  of  Carson,  a  ledge  of  gray  mica  slate  oot< 
crops.  This  is  the  only  locality  in  ttie  valley  where  a  metamorphic  rock  is  found.  1 
did  not  find  the  continuation  of  the  mica-slate  beds.  Olivine  incrusts  alow  ridge  of 
diorite  about  50  feet  high  and  a  quarter  of  a  mile  long  in  the  eastern  part  of  the  Car- 
son Valley.  A  mass  of  grannlar  yellow  sandstone  about  30  feet  thick  outcrops  at  a 
point  a  mile  east  of  Carson.  This  sandotone  is  underlaid  by  clay,  and  apparently  does 
not  cover  more  than  an  acre.  Invertebrate  fossils  are  common  in  the  rock,  particularly 
the  genus  UniOy  which  is  oftentimes  stained  by  the  oxide  of  iron.  Vertebrate  reniatos 
have  also  been  found,  but  I  was  unable  to  obtain  any.  Black  mica  is  sparingly  dissem- 
inated through  the  sandstone.  The  rock  is  extensively  quarried  by  the  inmates  of  the 
State  prison,  and  is  much  used  for  building  purposes.  The  State>honse  aud  railvrar 
shops  of  the  Virginia  and  Trnckee  Railroad  are  constructed  of  this  sandstone.  Buttes 
of  gray  basalt,  with  a  porphyritic  texture,  are  found  a  short  distance  east  and  south- 
east of  the  State  prison.  The  Como  Mountains  form  the  eastern  boundary  of  the  Car- 
son Valley.  They  are  composed  of  trachyte-porphyry.  The  height  of  this  range  is 
about  8,500  feet. 

A  bed  of  soft  gray  limestone,  having  a  compact  texture,  occurs  near  Dayton,  and  a 
bed  of  blue  limebtone  is  found  near  the  stage-road  about  half-way  between  Carson  City 
and  Clear  Creek.  This  n>ck  is  burned  in  kilns  at  both  localities,  l)Ut  I  was  unable  to 
examine  either  of  the  deposits  of  limestone,  aud  hence  canuot  state  the  thickness  or 
dip  of  the  strata. 

A  bed  of  lignite  occurs  about  8  miles  due  east  of  the  Carson  Valley.  It  lies  in  the 
£1  Dorado  Canon,  on  the  line  of  Ormsby  aud  Lyon  Counties.  The  locality  is  known 
as  the  Virginia  City  Company's  Coal-mine.  A  good  wagon-road  from  Daytou  renders 
the  mine  easy  of  acce^s. 

This  lignite  was  discovered  by  English  miners  soon  aft-er  the  finding  of  the  Comstock 
Lode.  Prior  to  1865, 9,^00  t(ms  of  brown  coal  were  exported  from  the  mine,  and  under  the 
incorporation  of  1872,  21,600  tons  were  takeu  out,  making  a  total  of  31,400  tons  since 
the  formal  opening  of  the  mine.  After  1863  the  Virginia  City  Company  suspended  work 
for  about  eight  years.  Out  of  the  31,400  tons  which  the  mine  has  yielded,  1.3,800  tous 
have  been  burned  in  Storey  County,  and  the  balance  at  the  company's  hoisting-works. 
The  amount  of  money  expended  since  the  re-incorporation  of  1872  is  $110,000,  and 
previous  to  that  time  about  tbe  same  sum,  making  in  round  numbers  the  total  coat  of 
working  tbe  mine  $220,000.  I  visited  this  deposit  of  lignite  in  the  El  Dorado  Canon 
on  November  20,  1876,  in  company  with  Prof.  VV.  F.  Stewart  and  Mr.  R.  M.  DagKcrt, 
the  superintendent  of  the  company.  The  object  of  our  visit  was  to  select  a  spot  for 
the  sinking  of  a  new  shaft.  After  some  consultation  a  locality  was  decided  upon  al^oot 
1,200  feet  southwest  of  the  present  hoisting- works.  Professor  Stewart  has  described 
the  lignite  beds  in  detail,  and  I  condense  from  his  report  the  following :  **  The  coal  in- 
dications in  Western  Nevada  generally  appear  in  the  Tertiary.  There  is  reason  to 
believe  that  the  £1  Dorado  lignite  belongs  to  this  age.  Tbe  miue  lies  near  the  bead 
of  the  c^iHon.  There  are  two  shafts,  called  respectively  the  Virginia  and  Newcastle. 
Tbe  former  shaft  is  420  feet  deep,  and  is  the  one  most  used,  as  the  hoisting- works  are 
at  the  mouth  of  it,  while  the  latter  one  is  but  85  feet  deep  and  is  now  fuU  of  water. 
For  about  300  feet  from  the  surface  the  formation  consists  of  alternating  layers  of  marl, 
soft  gray  sandstones,  shales,  tire-clay,  carbonized  vegetable  matter,  and  beds  of  weaVj- 
ered  lignite.  Below  this  is  pudding-stone  or  bowlder  clay,  There  are  three  veins » f 
lignite,  which  are,  counting  from  the  surface,  respectively  16  feet,  15  feet,  and  6  tori 
feet  in  thickness.  Bowlders  and  volcanic  ashes  occur  between  the  veins.  Pyrite  is 
found  with  tbe  lignite  in  the  form  of  cubes.  In  making  a  section  across  the  lignite 
beds  from  southeast  to  northwest  we  havd  fir^t  granite,  then  tbe  miscellaneous  forma- 
tion containing  the  veins  of  lignite,  then  a  dike  of  basalt*,  uext  sedimentary  strata  re- 
ferre<l  to  the  Tertiary,  and  fiually  an  extensive  mass  of  tracbytCi  which  coven  the 
country  for  several  miles." 
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SKETCH  or  LAKE  TABOE. 

Lake  Taboe  lies  iu  tbebearfcof  the  Sierra  NeTada,  at  an  elevation  of  6,202  ft*et  above 
tbe  sea-level.  It  is  one  of  tbe  largest  fresh-w<ater  lakes  in  the  West,  and,  unlike  many 
ether  sheets  of  water,  contains  no  islands.  Lake  Taboe  is  inclosed  by  twopa:allel 
ranges  of  grayish  granite,  called  respectively  the  Eastern  and  Western  Samoiits. 

Lake  Taboe  is  21  miles loiig  and  Ti  miles  iu  the  widest  part.  The  breadth,  however, 
varies  greatly,  the  southern  portion  being  mnoh  narrower  than  tbe  northern.  Tbe 
shore-line  is  very  diversified.  The  nnmerous  bays,  rocky  promontories,  bold  headlands, 
estuaries,  and  beaches,  oftentimes  covered  with  pebbles,  remind  one  of  a  miniature 
ocean.  Hot  springs  are  found  on  tbe  north  side  of  Lake  Taboe,  near  Campbell's  hotel. 
They  rise  in  granite.  Standing  on  the  dock  in  front  of  the  hotel,  the  observer  may  see 
bubbles  of  gas  in  several  places  rising  in  the  clear  water  of  the  lake.  One  spring  is  in- 
closed by  a  brick  wall  abont  3  by  4  feet.  The  temperature  of  the  water  iu  this  spring 
is  132^  F.  A  bath-bouse  has  been  built  near  the  hotel  directly  over  another  spring, 
having  a  temperature  of  I2d^  F.    The  spring-water  contains  sulpbydric  acid. 

Lake  Tahoe  is  remarkable  for  its  great  depth.  It  is  probably  the  deepest  lake  in  the 
United  States.  There  are  only  two  lakes  iu  Europe  that  are  deeper  than  Tahoe,  viz : 
Lago  Maggiore  and  Lago  di  Como,  in  Italy.  The  shallow  water  has  an  emarald-greeu 
color,  which  is  more  frequently  observed  on  the  southern  and  southeastern  portions 
of  tbe  lake  than  elsewhere.  The  width  of  the  emerald-green  zone  varies  greatly.  In 
some  places  this  zone  is  nearly  half  a  mile  broad,  especially  in  the  shallow  water  of  tbe 
southern  part  of  the  lake.  Where  the  bottom  slopes  rapidly  the  emerald-green  water 
extends  only  100  to  150  feet  from  the  shore-line.  The  deep  water  is  of  elegant  ultra- 
marine-blue color.  The  transparency  of  the  water  is  wonderful.  Accoixling  to  experi- 
ments made  by  Prof.  John  Le  Gonte,  a  white  object  can  be  seen  at  a  depth  of  115  feet. 
The  depth  of  the  water  at  the  line  of  junction  of  the  ultramarine-blue  and  emerald* 
green  colors  is  at  least  100  feet.  The  temperature  of  Lake  Tahoe,  taken  ou  the  north 
shof  e  in  November,  is  50^  F.  This  lake  does  not  freeze  in  winter,  and  I  am  inclined  to 
believe  that  there  is  but  little  variation  of  temperature,  if  any,  throughout  the  year. 
The  temperature  of  the  deep  Alpine  lakes  is  39*  '.2  F.  at  all  seasons  of  the  year.  People 
living  on  the  borders  of  the  lake  rarely  bathe  in  it,  even  in  midsummer. 

Soundings  were  made  in  Lake  Tahoe  in  November,  1675,  by  Messrs.  John  McKinney 
and  Thomas  Jackson,  two  of  the  oldest  settlers  in  this  section  of  California.  The  ap- 
paratus used  belonged  to  the  Coast  Survey,  and  was  forwarded  from  Oakland,  by  Prof. 
Joseph  Le  Conte.  It  consists  of  a  hexagonally-sbaped  plumb  attached  to  a  rope  about 
one-quarter  inch  in  dia  neter.  Rhombio  pieces  of  brass  are  fastened  to  the  rope  at  in- 
tervals of  100  feet.  There  is  a  bit  of  leather  half-way  between  the  pieces  of  brass,  and 
the  space  between  each  bit  of  leather  and  brass  is  divided  equally  by  a  scrap  of  red 
cloth.  By  means  of  this  apparatus  mauy  soundings  were  taken  along  the  State  line, 
which  runs  through  the  middle  of  the  lake,  and  in  tbe  western  part  of  this  body  of 
water  from  Emerald  Bay  to  Observatory  Point.  The  sounding-liue  was  not  u.sed  at 
any  place  east  of  the  State  line.  Supposing  tbe  reader  to  be  familiar  with  tb»  outline 
of  Lake  Tahoe,  and  beginning  at  the  southern  end,  tbe  first  sounding  is  900  feet  near 
the  point  where  tbe  State  liue  trends  to  the  southeast.  Going  northwards  the  depth 
increases  steadily.  Sonndings  taken  at  five  localities  indicate  a  depth  respectively  of 
1,385  feet,  1.4'J5  feet,  1,524  feet,  1,600  feet,  and  1,645  feet.  The  average  depth  of  the 
lake  measured  along  the  State  line,  for  10  miles  due  north  and  south,  is  from  1,200  to 
1,410  feet.  Commencing  on  the  western  shore  of  the  lake,  near  Emerald  Bay,  tlie  first 
sounding  is  750  feet.  At  Rubicon  Point,  4  miles  further  north,  the  depth  is  850  feet 
near  the  shore.  This  is  owing  to  the  fact  that  the  face  of  this  rocky  headland  slants 
quite  abruptly.  At  Meigs's  Bay  the  depth  is  750  feet,  at  McConnell's  it  is  700  feet,  and 
Barton's  Mills  it  is  330  feet.  ^  A  short  distance  eastward  of  the  two  latter  places  the 
lake  deepens  rapidly.  Midway  between  the  State  liue  and  the  shore  at  McConnell's, 
tbe  sounding  taken  was  1,506  feet,  and  at  a  point  a  few  miles  north,  opposite  Barton's 
Mills,  the  sounding-line  marked  1,540  feet.  Keeping  tolerably  near  the  shore  we  have 
772  feet  as  the  next  sounding  north  of  Barton's  Mill.  The  last  observations  to  be  men- 
tioned were  taken  in  tbe  northwestern  portion  of  the  lake.  In  front  of  Taboe  City,  the 
depth  was  found  to  be  312  feet;  a  little  fnrther  east  tbe  sounding-line  indicattd  1,350 
feet,  and  still  further  near  the  State  line  it  is  marked  1,504  foet.  in  general  it  may  bo 
said  that  while  the  depth  increases  in  the  middle  of  the  lake  in  going  from  south  to 
north,  it  decreases  in  the  same  direction  in  the  western  portion.  In  some  pbices  the 
sediment  at  tbe  bottom  adhered  to  tbe  plumb,  and  the  specimens  thus  brought  up  en- 
able ns  to  form  some  idea  of  the  lake-bed.  Near  Emerald  Bay  mica  was  found  in  the 
soundings  in  considerable  quantities,  evidently  derived  from  the  disintegration  of  tbe 
granitic  rocks  bordering  the  lake.  But  the  most  interesting  sediment  was  obtained  at 
a  point  near  the  deepest  part  of  the  lake,  3^  miles  southeast  of  the  Warm  Springs,  and 
about  3^  miles  northeast  of  Observatory  Point.  I  have  examined  this  sediment  with 
the  microscope  and  find  that  it  contains  many  species  of  Diatoms.  Not  being  very 
familiar  with  the  protophytes,  I  sent  some  of  the  sediment  to  Prof.  M.  L.  Smith,  of 
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Gcnevn,  N.  Y.,  for  iDvestigatioci.  A  few  days  afterwards  Professor  Smith  informed  me 
that  he  bad  identified  the  following  species:  CycloUlla  opercnlaia,  C  rotula,  Pinnula- 
ria  rindia,  Navicula  varians,  EpUktiuia  iurgida,  E.  wrex^  E.  argusi  E,  gibha^  E,  IVester- 
maniU  Gomphonema^dichotomum^  G.  tenfllum,  G,  herculaneumf  Himantidium  undHlatum^ 
Fragilaria  capticina^  Coceontia  placentula,  Xavicula  elUpUcj,  Coaxmema  laneeolaimm  aud 

varieties,  Mastogloia ,  CymhfUa ,  Celoeira  undalatunu    MehsiraitaUcaiB  the 

coiumoDcst  Hpecies.    The  sediineut  confeibts  chiefly  of  it. 

Prof.  Josnpli  Le  Conte  has  exaiuiued  sediment  from  the  bottom  of  Lake  Tahoe.  He 
informs  me  that  a  few  Diatoms  are  foivud  at  a  small  depth,  while  the  sediment  at  frjeAt 
depths  consists  eutirely  of  Diatoms  and  certain  organic  particles,  which  puzzled  him 
for  a  lonf^  time,  as  they  were  much  disintegrated.  Finally  Professor  Le  Cout«  recojr- 
uized  this  organic  matter  to  be  the  pollen  grains  of  conifers.  They  are  blown  over  the 
lake,  sink,  aud  do  not  decompose  on  account  of  the  coldness  of  the  water.  In  closing 
the  chapter  on  Lake  Tahoe  I  cannot  do  better  than  make  a  brief  reference  to  th«  ap- 
pearance of  the  lake  in  windy  weather.  During  storms  it  is  uot  uncommon  to  see 
waves  2,  3,  and  sometimes  4  feet  in  height.  In  ordinary  weather  sufficient  motion  l^ 
imparted  to  a  row-boat  to  cause  sea-sickness.  Even  on  a  calm  day  there  is  a  gentle 
undulating  movement  of  the  water  along  the  lake-coast.  During  a  tresh  gale,  the 
waves  b»>at  against  the  shore  with  almost  as  much  noise  aud  force  as  on  the  Atlantic 
coast.  The  shore-line  is  continually  shifting,  especially  on  the  southern  side  of  the 
lake,  where  a  saud-beach  occurs.  Scattered  along  the  coast  of  Lake  Tahoe  are  nntner- 
ous  pebbles,  which  are  wafted  by  the  waves  from  place  to  place  as  on  a  sea-beach. 

THE  KA8TKRN  SUMMIT. 

This  name  has  been  given  to  the  mountaiQ-range  forming  the  eastern  bonndary  of 
Lake  Tahoe,  and  ext<endiug  north  and  south  for  about  34  miles.  My  observations  were 
confined  to  the  portion  of  the  eastern  summit  lying  between  Mount  Rose  aud  Job's 
Peaks.  The  ridg*'-line  of  this  range  is  gently  undulating,  and  has  a  nearly  nnifona 
height,  there  being  no  lofty  pinnaoies  rising  above  it.  There  ar«  but  few  precipitous 
gorges  in  the  eastern  summit,  and  the  cations  are  regular  in  form,  with  the  exception 
of  Clear  Creek  Cafion,  which  is  not  only  very  broad  and  winding,  but  nearly  traverses 
the  entire  range.  The  mutu  stage-road  to  Glenbrook  runs  through  the  bottom  of  Clear 
Creek  Canon,  and  the  western  part  of  the  road  from  Carson  City  through  King's  CailoD 
extends  along  tiie  northern  side  of  this  canon.  These  roads  unite  at  the  summit  of 
the  piiss,  7,m(i  feet  high,  near  the  toll-gate.  From  this  point  a  broad  wagon-road  is 
continued  down  the  western  slope  of  the  range  to  Glenbrook,  a  distance  of  2^  miles. 
There  is  but  one  other  pass  that  is  traversed  by  a  wagon-road,  viz,  the  pass  between 
G::noa  and  Kearney's  Station.  There  are  several  other  defiles  in  the  Eastern  Summit 
that  can  be  made  practicable  fur  wagons.  A  wagon-road  crosses  the  range  and 
descends  on  the  western  slope  to  the  Virginia  tunnM.  There  is  a  road  Fanning  to  the 
head  of  the  cafion  due  south  of  Mount  Rose.  The  topographical  features  of  the 
country  would  not  prevent  the  prolongation  of  these  two  roads  across  the  range  to 
the  foot  of  the  western  side. 

The  western  slope  of  the  Eastern  Summit,  like  other  ranges  in  the  far  West,  is  mach 
steeper  than  the  eastern  slope.  The  entire  range  is  densely  wooded,  although  the  tim- 
ber has  been  removed  on  the  eastern  side.  As  the  method  of  lumbering  practice^l  here 
ii  somewhat  peculiar,  a  des'tription  of  it  may  be  of  interest.  On  aeconut  of  the  large 
size  of  the  trees,  saws  are  used  instead  of  axes  in  felling  them.  After  n  tree  is  cut 
down,  it  is  sawed  into  sections  abant  5  feet  long.  Deep  holes  are  bored  into  these  sta- 
tions with  a  long>shanked  anger,  into  which  powder  is  stored,  and  the  wood  is  blastetl 
in  the  same  mauner  as  rock.  There  is  no  arable  land  on  the  eastern  slope  of  the 
Eastern  Summit,  except  in  Clear  Creek  Cafion,  where  a  few  vegetables  are  raised.  There 
aie  a  few  small  Alpine  lakes  on  the  summit  of  the  range.  The  Twin  Lakes  are  scarcely 
worthy  of  the  name,  being  only  400  by  200  feet  in  aren.  Marlette  or  Silver  Lake  i« 
about  half  a  square  mile  in  area.  This  lake  is  partly  artificial,  its  size  having  been 
increased  by  damming.  A  tunnel  about  8  by  6  feet  in  cross-section  raosont  of  Mar- 
lette Lake.  It  will  be  4,t500  feet  long  when  finished  and  has  a  southeasterly  direction. 
The  waters  will  be  conducted  from  the  east  end  of  the  tunnel  to  the  Carson  Valley  by 
a  flume.  The  water  in  the  streams  of  the  Eastern  Summit  is  cold  aud  clear.  The 
creeks  running  down  the  eastern  slope  flow  through  the  Carson  Plain  and  empty  into 
the  Carson  River,  while  those  on  the  western  side  of  the  summit  empty  into  Lake 
Tahoe.  There  are  no  irriga ting-ditches  in  the  Eastern  Summit,  but  the  waters  of 
several  streams  are  diverted  from  their  natural  course  and  conducted  through  flnmes 
for  the  transportation  of  lumber.  The  princi)>al  flumes  in  this  range  are  the  Clear 
Creek  Canon,  the  Franktown,  and  the  Washoe  City. 

The  streams  in  the  Eastern  Summit  are  rapid,  narrow,  and  easily  fordable.  The  soil 
of  the  range  is  largely  composed  of  disintegrated  granite.  Numerous  spurs  diverge 
from  the  eaHtern  slope  of  this  range,  and  extend  in  some  cases  far  out  into  the  plain, 
appearing  like  buttresses.    There  are  no  spurs  on  the  western  slope,  iinlejss  the  head- 
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lands  and  points  project! n^i:  into  Lake  Taboe  are  considered  as  such.  A  general 
acconnt  of  the  topographical  features  alon^  the  eastern  border  of  Lake  Taboe  may  be 
appropriately  given  in  connection  with  the  Eastern  Snuintit.  Bep:inning  at  the  north- 
east comer  of  the  lake  we  have  the  seinicircnlar  Todman's  Bay,  which  has  for  the  most 
part  a  sandy  beach.  In  the  northeast  corner,  black  magnetic  sand  occnrs  on  the  shore. 
For  the  next  6  miles  the  banks  of  the  lake  are  steep,  and  several  li»w  promontories 
extend  from  the  shore.  Just  north  of  Gleubrook  a  bold  rocky  headland  projects  far 
cot  from  the  general  shore-line,  and  forms  a  v«ry  conspicuous  point  in  the  northern 
half  of  the  lake.  Glenbrook,  the  most  important  settlement  on  Lakn  Tahoe,  and  the 
headquarters  of  the  lumber  trade,  lies  in  a  small  bay.  There  is  considerable  arable- 
land  iu  this  vicinity.  A  strip  of  productive  land  extends  back  from  the  lake  for  a  dis- 
f  ance  of  2  miles,  where  it  is  called  Spooner's  Meadow.  Proceeding  south  the  coast- 
line is  quite  uniform  until  Cave  Rock  is  reached.  This  is  a  very  conspicuous  point. 
The  name  is  derived  from  the  fact  that  a  cave  about  20  feet  loug  and  10  feet  high 
occurs  on  the  south  side  of  this  projecting  rock,  which  consists  of  porphyritic  trachyte. 
There  are  three  low,  densely  wooded  tongues  of  land  on  the  eastern  side  of  Lake 
Tahoe  south  of  Cave  Rock.  The  shore-line  is  regular,  and  sandy  for  the  remaining 
portion  of  this  coast  of  the  lake.  A  good  wagoii-road  follows  the  eastern  border  of 
this  sheet  of  wat**r  from  Glenbrook  to  Lake  Valley.  There  are  no  outlying  ridges 
belonging  to  the  Eastern  Summit  that  run  parallel  to  it.  The  Eastern  Summit  is 
bounded  on  the  east  by  the  alluvial  valleys  of  Carson  and  Washoe.  The  low  ridge  of 
granite  that  separates  these  valleys  may  be  regarded  as  a  spur  of  this  main  range. 
There  is  no  other  place  between  Washoe  City  and  Carson  City  where  rock  occurs  in  situ. 

The  Eastern  Summit  consists  chiefly  of  granite  and  syenitic  granite.  A  few  erup- 
tions of  igneous  rock  have  taken  place  throughout  the  range.  Beginning  at  the  north- 
ernmost part  of  the  range  explored  by  me,  the  first  npheaval  is  Mount  Rose,  where  a 
conical  mass  of  basalt  has  brokeu  through  the  granite.  Many  bowlders  of  this  rock 
are  scattered  over  the  country  for  several  miles  to  the  east  and  south.  The  color  of 
the  rock  is  bine,  and  on  the  summit  of  Mount  Rose  the  basalt  is  laminated  and  ferru- 
ginous. There  are  no  trees  within  300  feet  of  the  top  of  the  peak,  the  only  vegeta- 
tion being  moss  and  occasional  tufts  of  grass.  There  are  many  auticlinnl  ridges  run- 
ning in  every  direction  on  the  west  of  Mount  Rose.  The  rock  forming  the  summit  is 
in nch  disintegrated,  and  the  south  side,  which  is  quite  steep,  is  covered  with  debris. 
This  peak  is  10,820  feet  high.  A  spur  of  the  Eastern  Summit,  near  Carson,  consists  of 
trachyte.  On  the  western  side  of  the  range,  just  south  of  Glenbrook,  a  mass  of  feld- 
Hpathic  diorite,  about  700  feet  high,  occurs.  It  has  been  called  Shakspeare's  Cliff,  on 
acconnt  of  a  peculiar  grouping  of  the  lichens  on  the  face  of  the  cliff  bearing  a  strong 
resemblance  to  the  profile  of  thepoi-t.  The  north  side  of  this  butte  is  perpendicular 
balf-way  down,  with  soil  and  debris  sloping  to  the  valley.  The  south  side  contains 
many  pillars  of  the  diorite,  showing  the  prismatic  structure  finely.  Some  of  these 
columns  are  curved,  and  of  considerable  length.  Shakspeare's  Clitl*  is  773  feet  above 
Lake  Tahoe.  The  butte  known  as  Cave  Rock  has  already  been  mentioned.  It  is  about 
150  feet  high.  No  igneous  rock  is  found  south  of  this  point  in  the  portions  of  the 
Eastern  Summit  explored  by  me. 

The  conical  mountains  known  as  Job's  Peaks  and  Freel's  Peak  form  the  southern- 
most limit  of  this  range.  These  peaks,  together  with  their  outliers  on  the  north  and 
west,  consist  of  grayish  granite.  Some  of  tlie  ridges  diverging  from  Job's  Peaks  have 
a  serrated  outline,  and  are  densely  wooded  with  pine  and  spruce.  The  summits  of 
these  peaks  are  covered  with  loose  fragments  of  granite,  whvle  the  slopes  are  dotted 
with  rocky  tors  and  projecting  crags,  vihich  present  a  very  picturesque  appearance. 
The  altitude  of  these  mountains  is  as  follows:  Freel's  Peak,  10,862  feet;  Job's  Peak, 
10,650  feet;  Job's  Sister,  10,7G0  feet.  In  general,  it  may  be  said  that  the  ridge-lino  of 
the  plateau-like  range  called  the  Easteru  Sunnnit  cousiMts  entirely  of  granite,  which  is 
tianked  iu  several  places  by  igneous  rock**,  which  are  usually  spurs  of  the  range.  The 
average  height  of  the  Easteru  Summit  is  about  d^i'OO  feet.  Oie-deposits  occur  in  the 
Eastern  Summit,  tbe  principal  of  which  are  the  following : 

1.  The  Montreal  mine.  This  mine  is  situated  about  *2^  miles  northwest  of  Carson 
City.  It  was  first  opened  in  1870,  and  ha«  been  worked  at*  intervals  ever  since.  A 
tunnel,  several  hundred  feet  long,  has  been  driven  in  the  side  of  the  mountain,  above 
which  is  still  another  tunnel  150  feet  in  length.  The  ore  occurs  in  gray  granite  and 
quartz  rock.  The  granite  is  frequently  poor  iu  mica.  Dark-blue  sandstone-veins 
traverse  the  country-rock.  There  is  but  little  water  in  the  mines.  The  ore  is  argen- 
tiferous ;  some  of  it  is  said  to  assay  as  much  as  $1,700  per  ton.  The  main  rock  form- 
log  the  slope  of  the  mountain  in  which  the  Montreal  mine  lies  is  syenitic  granite.  A 
small  stamping-mill  was  in  course  of  erection  iu  September,  1876,  and  eighteen  men 
-were  working  at  that  time. 

2.  The  Emerald  mine  adjoins  the  preceding.  This  mine  was  discovered  in  1874,  and 
has  been  worked  at  intervals  siuce  then.  A  tunnel  400  feet  long  has  been  driven  in 
tbe  granite.  The  rock  is  darker  within  the  tunnel  than  at  the  surface;  where  it  is  soft 
and  crumbling.    The  ore  assays  $90  to  the  ton. 
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3.  The  Clear  Creek  Cation  miDe  known  fts  the  William's  Lode.  This  mine  was 
opened  in  the  antnmn  of  1875,  and  has  been  worked  at  int'ervals  from  that  time.  The 
wall-rock  in  granite,  overlaid  by  grayish  clay.  The  vein  rans  north  71^  ea%t,  and  ia 
about  3  feet  wide.  The  dip  is  37<=^.  There  is  a  tunnel  300  feet  long,  and  a  shaft  75  feet 
deep  has  been  sunk.  The  minerals  found  are  malachite,  azurite,  pyrite,  and  crystal- 
line-quartz. Aboujb  $00,000  ha/i  been  expended  on  this  mine,  and  but  two  meo  were 
working  in  September,  1876.  Half  a  mile  northward  is  the  Woodstock  Lode.  The 
vein-matter  runs  northeast  and  southwest,  and  is  exposed  in  a  small  prospect-hole. 
Both  the  Williams  and  Woodstock  Lodes  are  argentiferous.'  There  are  several  other 
prospect^lioles  on  the  ridge  between  Clear  Creek  and  Carson  City,  but  no  develop- 
ments of  any  account  have  been  made  thns  far. 

4.  The  Niagara  mine.  I  did  not  visit  this  mine,  but  the  following  description  is  con- 
densed from  the  report  of  Mr.  H.  R.  Whitehill  for  1873-74:  "The  Niagara  mine  is 
situated  north  of  King*8  Cation,  and  west  of  Carson.  The  vein  is  incased  in  slate  and 
gneiss,  and  is  30  feet  wide  on  the  100-foot  level.  Besides  two  cross-cats  on  the  snrface.. 
there  is  a  shaft  5  by  6  feet  sunk  to  the  depth  of  100  feet.  A  drift  about  70  feet,  ran- 
uing  in  a  westerly  direction,  (the  dip  of  the  vein  being  almost  45^  to  the  west,  pitch- 
ing into  the  hill,)  cuts  the  vein  at  about  40  feet,  and  thence  runs  35  feet  through  the 
lode  toward  the  west  wall.  The  rook  contains  from  5  to  30  per  cent,  of  copper,  which 
gives  it  a  gxen  color.  The  copper  schist  lied  east  of  tie  gneiss,  in  which  free  gold  is 
found.  Tais  mine  has  good  clay  walU,  and  is,  doubtle^is,  a  true  fissure-vein.  Assays 
of  ore  from  this  mine  have  reached  into  the  hundreds.  It  is  incorporated,  and  is 
divided  iuto  30,000  shares.    The  extent  of  this  claim  is  1,500  feet  along  the  lode." 

THE  WESTERN  8UMM[T. 

This  term  has  been  given  to  the  range  bordering  Lake  Tahoe  on  the  west.  The 
portions  of  it  explored  in  1876  lie  between  Pyramid  Peak  and  the  town  of  Truckee, 
a  distance  of  about  35  miles.  The  range  rises  abruptly  from  the  level  of  the  lake  to 
a  comparatively  narrow  serrated  ridge-line,  and  passes  gradually  into  a  series  of  broad 
plateau-like  foot-hills,  which  extend  westward  to  the  Sacramento  Valley. 

The  Western  Summit  i-*  composed  of  several  ridges  running  parallel  or  nearly  paral- 
lel to  each  other.  Beginning  at  the  southern  end,  there  is  the  Pyramid  Peak  Range  oa 
the  extreme  west;  then  come  twominor  irregular  ridges  between  itand  the  Tatlac  Range, 
The  latter  is  of  a  very  picturesque  outline.  The  cafions  of  the  Western  Summit  are 
winding  and  greatly  diversified.  This  range  is  not  densely  wooded,  except  along  the 
foot  of  the  slopes,  and  the  peaks  are  rocky  and  barren.  Quaking-aspens  grow  on  the 
eastern  flope  and  in  Blackwood  and  Truckee  Cafion<i.  There  is  scarcely  any  vegeta- 
tion in  the  upper  parte  of  the  range.  Some  of  the  peaks  are  remarkable  f>»r  the  great 
variety  of  lichens  growing  on  their  rocky  summits.  Black,  yellow,  gray,  brown,  and 
red  lichens  are  found  on  Twin  Peaks.  White  thorn  and  manzanita  bush  abound  on  the 
easterly  hide  of  the  Western  Summit,  and  a  few  ferns  are  scattered  hither  and  thither. 
The  principal  trees  are  pine,  c^pruce,  and  fir.  In  the  southern  part  pines  attain  the 
height  of  150  feet.  The  trunks  of  these  trees  are  oftentimes  covered  with  bright-green 
moss  for  a  distance  of  30  feet  from  the  ground.  There  is  but  little  arable  laud  in  this 
range ;  Squaw  VallBy,  Blackwood  Cafion,  and  Tahoe  City  being  the  only  places  where 
it  may  be  found  to  any  extent.  There  are  numerous  lakes  on  the  Western  Summit; 
the  most  important  of  which  are  Fallen  Leaf,  Cascade,  and  Echo  Lakes.  The  onetirst 
named  is  sltuateii  in  the  western  side  of  Lake  Valley,  about  1|  miles  from  Lake  Taho^, 
which  is  1V8  feet  lower.  Fallen  Leaf  Lake  is  about  l  mile  wide  and  3^  miles  long.  The 
temperature  of  the  water  was  54^  F.  in  O  jtober.  On  the  northeast  shore  of  this  lake  are 
found  pebbles  of  a  great  variety  of  rock,  such  as  slate,  basalt,  granite,  diorite,  <&.c.,  all 
of  which  have  been  brought  from  the  lofty  Western  Summit.  Cascade  Lakn  is  about 
li  miles  from  Lake  Tahoe,  and  lies  directly  in  front  of  Tallac  Peak;  but,  unlike  Fallen 
Leaf  Lake,  its  discharge-creek  has  considerable  fall,  and  the  surface  of  Cascade  Lake 
is  350  feet  above  Tahoe.    A  lumber-road  leads  from  the  former  to  the  latter. 

Echo  Lake  lies  between  two  rocky  ridges  on  top  of  the  Western  Summit,  about  1 
mile  from  the  Placerville  road.  It  is  about  1^  miles  long  and  one-fourth  mile  broad. 
The  southern  bank  of  the  lake  is  lined  with  conifers  and  a  few  alder  bushes.  Else- 
where the  shores  are  very  barren  and  rocky.  Beside  these  just-described  lakes  there 
are  at  least  twenty  others  of  miu;>r  importance  throughout  the  Western  Summit. 
These  mountain  lakelets  usually  lie  in  cup-shaped  depressions  in  the  granite. 

The  principal  streams  in  the  Western  Summit  are  the  south  fork  of  the  American 
River  and  the  Truckee  River.  The  former  rises  near  the  "  Devil's  Basin,"  flows  south, 
then  southwest,  and  empties  into  the  Sacramento  River.  The  latter  rises  at  the  head 
of  Lake  Valley,  flows  northward  through  Lake  Tahoe,  just  as  the  Rhone  flows  through 
the  Lake  of  Geneva,  then  turns  westward,  and  finally,  after  running  northerly  for 
several  miles,  takes  a  northeastern  direction  and  empties  into  Pyramid  Lake. 

Most  of  the  brooks  in  this  range  rise  on  the  ridge-Uue,  flow  eastward,  and  empty  iato 
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Luke  Taboe,  the  more  promineDt  of  which  are  Blackwood  and  McKinoey's  Creeks.  The 
water  of  all  these  streams  is  cold  and  clear. 

There  are  two  passes  in  the  Western  Snmmit  that  are  traversable  with  vehicles: 
The  Placervitlestage'road, called  the  ''grade,''  on  the  eastern  8lop#,  several  miles  sonth 
of  Mount  Tallac,  which  was  constructed  iu  1860,  soon  after  the  discovery  of  the  Corn- 
stock  Lode ;  the  other  pass  that  is  traversed  by  t^  wagon-road  is  the  cafton  of  the 
Truckee  River,  from  the  town  of  the  same  name  to  Tahoe  City.  The  road  runs  along 
the  south  side  of  the  river  for  7  miles  from  Trnckee,  when  it  crosses  the  stream  and 
continnes  on  the  northern  shore  to  the  lake.  A  wagon-road  traverses  a  spur  of  the 
Western  Snmmit  on  the  north  side  of  Lake  Tahoe,  from  Warm  Springs  to  Truckee.  A 
road  runs  up  to  the  head  of  Blackwood  Cafion,  which  might  be  continnt^d  across  the 
range.  A  wagon  route  follows  the  lake  shore  from  Warm  Springs  to  Tahoe  City,  and 
thence  to  McKinney's.  There  are  no  irrigating  ditches  in  this  range.  The  topography 
of  the  western  shore  of  Lake  Tahoe  may  be  aptly  described  in  the  following  manner: 
'I'he  southwestern  shore  of  the  lake  presents  lK)ld  and  rocky  headlands.  Emerald  Bay 
is  an  indentation  of  the  co»t>t,  extending  2|  miles  inward.  The  opiening  of  the  bay  is 
about  half  a  mile  broad.  Going  northward,  the  shore  is  tolerably  regular,  but  rises 
abruptly  from  the  level  of  the  lake.  At  Rubicon  Point  a  steep  rocky  promontory  jut« 
into  the  lake.  From  this  place  to  Tahoe  City  there  is  very  little  rock  in  sitv,  the  shore 
being  a  comparatively  level  strip  of  alluvium,  with  a  sandy  beach,  and  bordered  with 
a  very  thick  growth  of  manzanita  as  far  as  Sugar  Pine  Point.  The  coast-line  runs 
north,  without,  any  marked  features  until  Meigs's  Bay  is  reached.  This  is  a  picturesque 
bight,  about  half  a  mile  in  breadth,  which  is  bounded  on  the  north  by  Sugar  Pine 
Point.  This  tongue  of  land  is  the  longest  in  Lake  Tahoe,  and  covers  at  least  3  miles 
in  width,  including  its  sinuosities.  On  the  northern  side  of  this  point  the  sbore-line 
trends  nearly  due  west  for  a  mile,  and  then  northward  again,  without  appreciable 
curves,  to  Tahoe  City,  forming  the  broad  Upson's  Bay.  At  this  locality  the  land  bears 
northeast  to  Obser%'atory  Point,  a  V-shaped  cape  juttinsr  far  out  into  the  lake.  The 
ooast-liue  then  runs  northerly  and  curves  gradually  until  it  has  an  eastward  bearing, 
forming  the  semi-circular  Cornelian  Bay.  The  northern  shore  of  the  lake  tends  gently 
to  the  (>outhea6t  until  the  western  boundary  of  Todman's  Bay  is  reached,  thns  forming 
the  rocky  promontory  known  as  State-line  Point,  which  divides  California  from  Ne- 
vada. This  point  stretches  far  out  Into  Lake  Tahoe,  and  diminishes  gradually  in  width 
till  the  apex  consists  simply  of  a  row  of  detached  masses  of  rock,  decreasing  in  size 
nntil  the  water-level  is  reached. 

There  has  been  much  more  erosion  and  denudation  in  the  Western  than  in  the  East- 
ern Suoin  it.  In  the  former  range  the  gorges  have  precipitous  walls.  The  slopes  of 
many  ridges  are  covered  with  dSbris. 

The  scenery  throughout  the  Western  Snmmit  is  exceedingly  picturesque.  The  variety 
in  the  landscape  seen  from  any  of  the  high  peaks  is  unique.  The  rugged  mountains 
azure  lakes,  and  winding  canons  present  a  scene  of  surpassing  grandeur.  There  is  a 
striking  contrast  between  the  eastern  and  western  slopes  of  this  range  iu  reference  to 
the  timber;  the  former  being  for  the  most  part  bare  and  rocky,  wuile  the  latter  is 
densely  wooded. 

There  is  abundant  evidence  of  the  former  existence  of  glaciers  in  the  Western  Sum- 
mit. I  have  condensed  the  following  extract  from  Prof.  Joseph  Le  Conte's  paper  on 
*'  Ancient  Glaciers  of  the  Sierra,*"  as  he  has  studied  the  glacial  phenomena  thor- 
oughly : 

*'  Between  the  Eastern  and  Western  Summits  lies  a  trough  fifty  miles  long,  twenty 
mile«»  wide,  and  3,000  to  3,500  feet  deep.  This  trough  is  Lake  Valley.  It  was  formerly 
occupied  by  a  great  glacier  rising  near  Pyramid  Peak,  filling  Lake  Tahoe,  and  escaping 
northeast  toward  the  plains.  Some  of  the  ice  escaped  by  Truckee  Canon,  for  I  have 
found  glacial  markings  on  the  rocks  in  this  caflon.  During  glacial  times  the  trough 
of  Lake  Valley,  the  lower  half  of  which  is  now  filled  with  the  waters  of  Lake  Tahoe, 
was  a  great  mer  de  glace,  receiving  tributaries  from  all  directions  except  the  north. 
Tbo  tracks  of  the  smaller  glaciers  are  more  easily  traced  than  those  of  the  principal 
one.  Of  the  two  summits,  the  western  is  the  higher.  It  bears  the  most  snow  now, 
and  in  former  times  gave  origin  to  the  grandest  glaciers.  Again,  the  peaks  on  both 
these  summits  rise  higher  and  higher  as  we  go  toward  the  upper  or  southern  end  of 
the  lake.  Hence,  the  largest  glaciers  ran  into  the  lake  at  its  southwestern  side.  Be- 
tween this  point  and  Sugar  Pine  Point,  a  distance  of  about  nine  miles,  I  saw  the  path- 
ways of  five  or  six  glaciers.  North  of  Sugar  Pine  Point  there  are  also  several.  They 
are  all  marked  by  moraine  ridges  running  down  from  the  summits  and  projecting  as 
points  into  the  lake.  Inasmuch  as  the  highest  mountains  are  on  the  southwesterly  end 
of  the  lake,  the  greatest  glaciers  have  been  there  as  well  as  the  profoundest  glacial 
Bculpturings.  I  need  only  name  Mount  Tallac,  Fallen  Leaf  Lake,  Cascade  Lake 
and  Emerald  Bay.  These  three  fine  little  lakes,  (for  Emerald  Bay  is  also  almost 
a  lake,)  ntstled  closely  against  the  loftiest  peaks  on  the  western  summit,  are  all  per- 

*  Am.  Joarnal,  Ser.  Ill,  vol.  r,  p.  18S ;  Froo.  Cal.  Acad.  Soienoes,  vol.  iv,  part  5,  p.  959. 
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feet  examplps  of  glacial  lakes.  Sonth  of  Lake  Tahoe  extends  Lake  Valley  for  fifteen 
miles  as  a  plain  geotly  rising  southward.  Its  lower  end  is  but  a  few  feet  above  the 
lake-surface,  and  covered  with  glacial  drift  modified  bj  water  and  diversified,  particu- 
larly on  the  wcsterr^  side,  by  debris  ridges,  the  moraiues  of  glaciers  which  continue 
to  flow  into  the  valley  or  into  the  lake  long  after  the  main  glacier  had  dried  up. 

^^Fallen  Leaf  Lake  glacier.— This  lake  is  l>ordered  on  either  side  by  an  admirably- 
marked  debris  ridge  (moraines)  300  feet  high,  4  miles  long,  and  1^  to  2  miles  apart. 
These  moraines  may  be  traced  back  to  the  termination  of  the  rocky  ridges  rhat  bonnd 
the  carion.  On  the  one  side  the  moraine  lies  wholly  on  the  plain,  on  the  other  aide  its 
upper  part  lies  against  the  slope  of  Mount  Tallac.  Near  the  lower  end  of  the  lake  a  some- 
what obscure  branch  ridge  comes  off  from  each  main  ridge,  and,  curving  round,  they 
form  an  imperfect  terminal  moraine,  through  which  the  dutlet  of  the  lake  breaks  its 
way.  On  ai^cending  the  caHon,  the  glaciation  is  very  conspicuous,  and  becomes  more 
and  more  beautiful  at  every  step.  From  Soda  Springs  upward  it  is  the  most  splendid 
I  have  ever  seen.  In  some  places  the  whole  rocky  bottom  of  the  cafion  is  sm^voch,  pol- 
ished, and  gently  undulating,  like  the  surface  of  a  glassy  but  billowy  sea.  The  glaci- 
ation is  distinct  also  np  the  sides  of  the  cafion  1,000  feet  above  its  floor.  There  cau  be 
uo  doubt,  therefore,  that  a  glacier  once  came  down  this  cailon,  filling  it  1,000  feet, 
scooped  out  Fallen  Leaf  Lake  just  where  it  struck  the  plain,  and  changed  ita  angle 
of  slope,  and  pushed  its  snout  4  miles  ont  on  the  level  plain  nearly  to  the  present 
shores  of  Lake  Tahoe,  dropping  its  d^bria  on  either  side,  and  thus  forming  a  l>ed  for 
itself.  In  its  subsequent  retreat  it  seems  to  have  rested  its  snout  some  time  at  the  lower 
end  of  Fallen  Leaf  Lake,  and  accumulated  there  an  imperfect  terminal  moraine. 

^'Cascade  Lake  glacier. — On  either  side  of  the  creek,  running  out  of  this  lake  from 
the  very  border  of  Lake  Tahoe,  runs  a  moraine  ridge  up  to  the  lake,  and  th**ncti  aloog 
each  side  of  it  np  to  the  rocky  points,  which  terminate  the  trne  mountain  cafioD  aliove 
the  head  of  Cascade  Lake.  I  have  never  anywhere  seen  more  perfectly-define4 
moraines.  I  climbed  over  the  larger  west^^rn  moraine  and  found  that  it  is  partly 
merged  into  the  eastern  moraine  of  Emerald  Bay,  to  form  a  medial  at  least  300  feet 
high  and  of  great  breadth.  From  the  surface  of  the  little  lake,  the  curving  braochss 
of  the  main  moraine,  meeting  below  the  lake  to  form  a  terminal  moraine,  are  very  dis- 
tinct.^ At  the  head  of  the  lake  there  is  a  perpendicular  cliff,  over  which  the  head  of 
the  river  precipitates  itself,  forming  a  very  pretty  cascade  of  100  feet  or  more. 
On  ascending  the  cafion  above  the  head  of  the  lake  for  several  miles  I  found  every- 
where above  the  lip  of  the  precipice,  over  the  whole  floor  of  the  cafion,  and  np 
the  sides  1,000  feet  or  more,  the  most  perfect  glaciation.  There  cannot  be,  therefore, 
the  slightest  doubt  that  this  is  also  the  pathway  of  a  glacier  which  once  ran  into  L^ke 
Tahoe.  After  coming  down  its  steep,  rocky  bed  it  precipitated  itself  over  the  cliff, 
scooped  out  the  lake  at  its  foot,  and  ran  on  till  it  bathed  its  snout  in  the  waters  of 
Lake  Tahoe,  and  probably  formed  icebergs  there.  In  its  subsequent  retreat  it  seeinsi  to 
have  dropped  more  debris  in  its  path,  and  formed  a  more  perfect  terminal  moraine 
than  did  Fallen  Leaf  Lake  glacier. 

"Emerald  Bay  glacier. — All  that  I  have  said  of  Fallen  Leaf  Lake  and  Cascade  Lake 
applies  almost  word  for  word  to  Emerald  Bay.  This  beautiful  bay,  almost  a  lake,  has 
been  formed  by  a  glacier.  It  is  also  bounded  on  either  side  by  moraines,  which  run  down 
to  and  even  project  into  Lake  Tahoe,  and  may  be  traced  up  to  the  rocky  points  that 
form  the  month  of  the  cafion  at  the  head  of  the  bay.  Its  eastern  moraine,  as  already 
stated,  is  partly  merged  into  the  western  moraine  of  Cascade  Lake  to  form  a  huge 
medial  moraine.  Its  weet«^rn  moraine  lies  partly  against  a  rocky  ridge  running  down 
to  Lake  Tahoe  to  form  Rubicon  Point.  At  the  head  of  the  bay,  as  at  the  head  of  Cas- 
cade Lake,  there  is  a  cliff  about  100  feet  high,  over  which  the  river  precipiUtes  itself 
and  forms  a  fine  cascade.  Over  the  lip  of  this  cliff  and  in  the  bed  of  the  cafion  above, 
and  up  the  sides  of  the  cliff-like  walls,  1,000  feet  or  more,  the  most  perfect  glaciation 
is  found.  The  only  difference  between  this  glacier  and  the  two  preceding  is-that  it 
ran  more  deeply  into  the  main  lake,  and  the  deposits  dropped  in  its  retreat  did  not 
rise  high  enough  to  cut  off  its  little  rock  basin  from  that  lake,  but  exists  now  only  as 
a  shaUow  bar  at  the  mouth  of  the  bay.  This  bar  consists  of  true  moraine  matter,  i.  «., 
intermingled  bowlders  and  sand,  which  may  be  examined  through  the  exquisitely  tran«^ 
parent  water  almost  as  perfectly  as  if  no  water  were  present.  Some  of  the  bowlden 
are  of  large  size.  One  sees  from  the  top  of  Tallac  Peak  the  whole  conrse  of  these  three 
glaciers,  their  fountain  amphitheaters,  their  cafion  beds,  and  their  lakes  inclos^ 
between  their  moraine  arms.'' 

Professor  Le  Conte  has  found  abundant  evidence  of  the  former  existence' of  a  great 
glacier  in  Lake  Valley.  Bowlders  and  pebbles  of  slate  on  the  north  shore  of  Fallen 
Leaf  Lake  can  easily  be  traced  to  their  parent  rock  in  the  cafion  above  the  lake.  These 
pebbles  have  also  been  traced  along  the  western  shores  of  the  great  lake  beyond  S<igar 
Pine  Point  to  the  extreme  northwestern  shore,  nearly  thirty  miles  from  their  source. 
The  Fallen  Leaf  Lake  glacier  was  once  a  tributary  to  a  much  greater  glacier  that  filled 
Lake  Tahoe.  Again,  Le  Conte  finds  additional  evidence  of  a  Lake  Tahoe  mer  de  gl^ct 
in  the  contrasted  character  of  the  northern  and  son  thorn  shores  of  the  lake.    The  same 


APPENDIX   NN.  1293 

observer  states  ibat  all  the  other  sierra  lakes  he  has  seen  certainly  owe  their  origin  to 
glacial  agency.  Lake  Tahoe  has  been  partly  shaped  by  the  same  operation,  and  traces 
of  glacial  deltas  are  found  along  the  western  shore. 

Le  Conte  thinks  careful  examination  would  discover  the  pathways  of  glaciers  rnn- 
ning  into  the  lake  from  the  eastern  summit^  but  he  failed  to  detect  any  evidences  of 
them.  In  my  own  examination  of  this  range  I  found  no  traces  of  glaciers,  particularly 
no  glacial  scratches.  There  are  some  bowlders  scattered  over  the  eastern  side  of  the 
range  that  may  have  been  transported  by  glaciers. 

The  predominating  rock  in  the  western  summit  is  granite.  But  i^eons  rocks  such 
as  basalt,  diorite,  and  phonoUte  have  broken  through  the  granite  m  Fev<>ral  places. 
Thi8  range  may  be  fitly  divided  into  the  Pyramid  Peak  ridge,  the  Tallac  Peak  ridge, 
the  Twin  Peak  ridge,  and  the  ridge  north  of  Truckee  Cafion. 

Beginning  on  the  south,  the  Pyramid  Peak  ridge  consists  chiefly  of  granite.  This  is 
the  w^-stemmost  ridge  of  the  western  summit,  and  its  southern  boundary  is  the  Amer- 
ican Fork  Cation,  a  narrow,  windy  valley  with  precipitous  sides  composed  of  gray 
granite.  Th«  peak  itself  is  a  mass  of  coarse-grained,  yellowish  granite,  in  the  form  of 
a  )i.vramid,  rising  about  300  feet  above  the  ridge-line.  The  altitude  of  Pyramid  Peak 
\a  10  003  feet.  Tiie  north  side  of  this  peak  is  mnch  steeper  than  the  other  sides.  Angu- 
lar fragments  of  granite  cover  the  slopes  of  Pyramid  Peak  for  a  distance  of  aquart^srto 
a  half  Utile  from  the  top.  There  is  a  small  grass  patch  on  the  northeast  side  of  the 
mountain.  The  eastern  declivity  of  Pyramid  Peak  passes  gradually  into  the  "Devil's 
Basin,"  a  vast  amphitheater  of  granite,  probably  formed  by  glacial  agency,  and  con- 
taining a  scries  of  lakeli  ts.  A  serrated  ridge  forms  the  eastern  boundniy  of  tliis  ba^tin. 
The  ruck  is  grayish  granite,  with  large,  dark  specks  of  the  same  rock  disseminated 
ttirough  it  at  the  point  where  the PlacerviDe  rotid  crosses  the  Vestern  summit.  At  first 
Fight  these  spots  presented  the  appearance  of  hornblende,  but  oa  close  examination  it 
was  fonnd  that  they  were  only  a  darker  variety  of  the  granite,  although  the  forms 
were  six-sided.  This  peculiarity  of  structure  was  observea  frequently  in  the  southern 
portion  of  the  western  summit.  Abuut  a  mile  north  of  the  PJacerville  road  is  Echo 
Lake,  (7,478  feet  high,)  which  forms  the  outlet,  of  a  lake-basin  extending  several  miles 
to  the  westward.  Numerous  island.s  occur  in  the  lakes  of  this  basin,  and  son  e  of  them 
have  a  little  i<oil  and  a  few  trees.  The  rock  bordering  Echo  Lake  is  g'  ay  syenitic  gran- 
ite, which  is  much  taversed  by  Joints.  On  the  northeast  side  of  this  lake  a  wall  of 
granite  rises  abruptly  to  a  height  of  several  hundred  feet,  and  forms  the  southern  end 
of  a  mass  of  the  same  rock  extt-nding  north  to  Gilmore's  Cafion. 

Although  not  strictly  belonging  to  the  western  summit,  a  brief  description  of  Lake 
Valley  may  be  given  here.  The  greater  part  of  this  valley  is  Quaternary.  There  is  no 
rock  til  situ  for  4  or  5  miles  from  Lake  Tahoe.  A  morass  covered  with  coniferous  trees 
extends  back  from  the  Uke  about  half  a  mile,  and  east  and  west  for  a  niile  and  a  half. 
Lake- weed  and  eel-grass  abound  in  this  march,  where  the  water  varies  from  6  inches  to 
3  feet  in  depth,  ^lallard  ducks  and  grebes  are  common.  The  sandy  beach  on  the 
nortliern  side  of  Lake  Valley  is  lined  with  alder  bushes.  About  five  miles  from  Row- 
land's, near  Barton's  ranch,  two  buttes  of  gray  granite  occur.  Black  mica,  limpid 
quartz,  and  grayish-white  feldspar  are  the  constituents  of  the  rock.  The  buttes  are 
several  hundred  feet  in  height,  and  may  be  considered  as  outliers  of  either  the  western 
or  eastern  summits.  The  country  between  these  buttes  is  strewed  with  large  granitic 
bowlders.  At  the  head  of  Lake  Valley,  near  Hawley's  ranch,  dark  grayish  graphite 
occnrs  with  quartz.  A  wagon-road  runs  from  Rowland's  along  the  eastern  side  of 
Fallen  Leaf  Lake  to  Soda  Springs,  two  miles  fioni  Gilmore's  ranch,  on  the  lake.  Ac- 
cordirg  to  the  aneroid,  the  springs  are  325  feet  above  it.  The  temperature  of  the  water 
is  46p  F.  The  spring-water  contains  carbonic  acid,  sesquioxide  of  iron,  and  snlphur- 
eted  bydrogen.    It  is  bottled  and  sold  an  Rowland's  and  other  hotels  on  Lake  Tahoe. 

The  Tallac  Peak  ridge  runs  from  Gilmore's  Cafion  to  Blackwood  Cafion .  Between  this 
ridge  and  that  of  Pyramid  Peak  are  two  minor  ridges  without  any  name,  composed  of 
many  dome-shaped  peaksand  rocky  tors  alternating  with  V-shaped  ravines.  A  vast  am- 
phitheater bounds  Tallac  Peak  on  the  south.  The  rock  is  gray  granite  as  far  as  the 
springs,  where  it  passes  into  basalt,  having  a  slaty  structure.  The  creek  which  fiows  into 
Fallen  Leaf  Lake  has  cut  a  small  channel  in  the  bottom  of  this  basin,  in  which  are  a  few 
cascades.  There  are  several  lateral  cafions  on  the  south  side  of  Gilmore's  Cafion,  which 
rise  in  rocky  terraces  one  behind  another.  The  western  and  southern  portions  of  Gil- 
more's CMfion  afibrd  fine  examples  of  Roches  Moutonn4e9,  The  rock  is  granite  on  these 
Sides  of  the  cafion  and  basalt  on  the  northern.  A  small  number  of  conifers  are  scattered 
over  the  cafion.  Mount  Tallac  is  a  mass  of  bluish  basalt  upheaved  through  granite.  The 
rock  shows  nearly  every  variety  of  structure  known  to  the  members  9f  the  basaltic 
groups.  There  are  both  grannlar  and  compact  species.  Some  specimens  are  porphy- 
ritic  with  compact  matrix.  Incrustations  of  olivine  occur  in  places.  Nearly  all  the 
northeast  side  of  Tallac  Peak  is  composed  of  compact  basalt.  The  wall  of  rock  form- 
ing this  side  rises  perpendicularly  700  feet  or  more  from  the  plateau  to  the  east  of  it. 
Three  detached  masses  of  rock  that  have  undergone  mnch  disintegration  project  from 
the  face  of  the  main  peak.  The  Jointed  structure  of  the  basalt  has  been  favorable  to 
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denndation  on  accoant  of  tbe  many  flsgnres  in  whicb  the  water  and  melted  snow  freeze, 
thus  expanding  the  cracks  till  the  rock  splita  and  falU.  The  difftirenceof  hardness  in 
the  battalt  is  well  shown  in  the  northeastern  side  of  Monnt  Tallac.  Isolated  cra^aod 
pinnacles  stand  out  boldly  from  the  mountain,  while  tbe  rock  that  formerly  coiiDected 
them  with  it  has  been  worn  away  by  the  indiience  of  the  elements.  A  vast  amoontof 
talus  lies  at  the  foot  of  the  eastern  slope  of  Tallac.  Seeds  of  the  wbite-tborn  and  mu- 
eanita  bush  have  been  scattered  over  this  debrie  and  taken  root  in  the  rocky  soil,  thas 
forming  a  dense  thicket  impassable  for  pack«animals.  The  south  western  decliviry  of  Tal- 
lac Peak  Klants  gradually  to  Lake  QilmorOf  and  is  covered  with  nutritious  gra«},  to- 
gether with  occasional  clusters  of  trees  except  for  a  distance  of  about  300  feet  from  tbe 
snmmit.  Led<;es  of  blue  basalt  outcrop  iu  many  localities  on  the  southern  and  westeni 
slopes.  The  height  of  Tallac  Peak  is  9|73'2  feet.  Lake  Oilmore  occupies  the  bottom  of  a 
basin  witn  lofty  walls,  and  is  1,333  feet  below  the  snmmit  of  Tallac  according  to  the  mer- 
curial barometer.  The  temperature  of  the  water  in  this  lake  is  50°  F.  The  eastern  slop^ 
of  Mouut  Tallac  has  been  gro  jved  and  polished  by  glaciers.  I  found  fine  examples  of 
gla<  ial  scratches  about  half  a  mile  from  the  summit.  In  some  plaoea  the  face  of  the 
cliff  is  as  smooth  as  if  cut  by  a  chisel.  The  southern  side  of  this  mountain  is  exce«<i- 
ingly  steep,  and  nearly  all  of  it  is  covered  with  rocky  d^brit,  while  a  solitary  conifer- 
ous tree  here  and  there  breaks  the  monotony  of  the  scene.  Granite  surrounds  Tallac 
Peak  on  all  sides  except  on  the  northeast,  where  Lake  Tahoe  forms  the  bonndary-liof. 
A  description  of  this  mountain  would  be  incomplete  without  a  brief  reference  to  tlw 
waguilicent  view  seen  from  the  top.  The  view  is  as  varie<l  as  it  is  interesting.  Oa 
the  one  side  ^e  entire  range  of  the  western  summit  is  visible,  while  on  the  other 
there  is  the  broad  expanse  of  Tahoe  with  the  eastern  summit  beyond.  Twenty  mooQ- 
tain-lakes  are  in  sight.  Their  mirror-like  surfaces,  reflecting  the  blue  sky  form  a  pleas- 
ant contrast  with  the  somber  hues  of  the  densely  timbered  ridges.  The  promiuent 
features  of  the  country  lying  in  front  of  Tallac  Peak,  as  fir  as  Emerald  B.^y,  have  al- 
ready been  mentioned.  Near  the  head  of  this  bay  is  a  knob  of  granite  called  tbe  Em- 
erald Isle,  which  is  150  feet  high  and  300  fert  long,  and  has  the  shape  of  a  pear.  There  i^ 
a  waterfall  about  50  feet  in  height,  a  quarter  of  a  mile  from  Mr.  HolUday*s  house.  The 
canon  in  which  the  inlet  of  Emerald  Bay  runs  is  very  picturesque.  It  is  narrov. 
windy,  and  the  walls  are  very  steep.  Climbing  up  the  ca&on  for  half  a  mile  frotu 
the  bay  I  could  catch  a  glimpse  through  the  clusters  of  trees  of  several  small  cascades. 
At  Emerald  Bay  and  from  this  point  northward  the  rock  is  gray  granite  to  Sugar  Pint 
Point.  Near  Rubicon  Point  the  rock  contains  red  feldspar.  There  are  four  more  peab 
belonging  to  the  Tallac  Peak  Ridge,  the  northermost  of  which  is  capped  by  a  sharp 
granite  turret.  This  feature  of  peaks  culminating  in  rocky  tors  occurs  elsewbereio 
the  western  summit.  The  ridge  becomes  very  narrow  at  the  head  of  the  creek 
emptying  into  Meigs's  Bay.  From  this  point  to  Blackwood  Cafloa  there  is  no  ro3k  ia 
vita  within  from  a  half  to  one  mile  of  the  lake-shore.  The  mountain  behind  McKin* 
ney's  Station  is  basalt,  and  the  slopes  are  covered  with  a  dense  |^rowth  of  white  thorn 
and  manzauita.  Some  mineral  iodications  have  been  found  lu  the  ridge  aboac  U 
miles  from  McKiuney's  and  1,000  feet  above  Lake  Tahoe  accoiniing  to  the  aneroid. 
The  ledge  was  discovered  in  July,  1876,  and  work  was  begun  in  September.  It  i^ 
claimed  by  Messrs.  Niles,  Bellinger,  Sims,  and  Casey.  The  vein  runs  northwest  and 
southeast.  In  September,  1876,  two  men  were  working  at  an  opening  iu  the  ledge T 
feet  long  and  4  feet  wide.  No  analysis  has  yet  been  made  of  the  ore,  but  it  is  said  to 
contain  tiiekel.  On  the  northeast  side  of  this  mountain  is  Quail  Lake,  a  body  of  water 
having  an  area  of  about  an  acre,  and  400  feet  above  Lake  Tahoe.  Going  northward, 
the  rock  is  chiefly  basalt  as  far  as  Blackwood  Caflon.  Blue  basalt  occurs  at  the  head 
of  this  caflon. 

The  Twin  Peak  ridge  runs  from  this  point  north  to  Truckee  Caflon.  Twin  Peakaare 
Jnst  north  of  Blackwood  Caflon,  and  consiHt  of  basalt  and  diorite.  From  the  soiumit 
of  these  peaks  the  observer  beholds  many  V-shaped  caQons  and  serrated  ridges.  Some 
of  the  mountains  have  the  dome  structure,  some  a!e  sharp  like  a  knife-edge,  others  an 
conical,  or  pyramid-shaped  or  have  the  forms  of  a  mesa.  Scattered  among  these  pic- 
turesque ridges  of  granitic  and  baaaltic  rocks  are  a  few  lonely  Alpine  lakes  in  cup-like 
basins.  Twin  Peaks  are  2,604  feet  above  Lake  Tahoe.  ~West  Twin  Peak  is  formed  of 
grayisli  basalt.  The  greater  part  of  it  is  composed  of  myriads  of  horizontal  prisma 
averaging  about  9  inches  in  diamf>ter,  which  decrease  in  size  as  the  base  is  approached. 
At  the  junction  of  the  East  and  West  Twin  Peaks  the  rock  is  dark-blue  porphyritic  ba- 
salt with  white  crystals  of  feldspar.  East  Twin  Peak  con&ists  of  gray  porous  diorite. 
The  whole  ridge  from  Blackwood  Cation  to  Tahoe  City  is  basalt,  of  gray  and  blue  colors. 
Very  little  granite  is  found  north  of  ibis  cafion,  but  south  of  it  as  far  as  Lake  Valley,  mA 
from  200  to  500  feet  from  the  lake-shore,  many  bowlders  of  this  rock  having  a  rounded 
form  occur.  The  cafVon  of  the  Truckee  River  is  formed  of  bai^alt.  At  the  beginnio^ 
of  the  cafion,  in  leaving  Lake  Tahoe,  the  basalt  is  porous  and  slightly  porphyritic- 
There  is  d^brtB  on  the  north  wall  of  the  cafion,  where  several  crags  of  basalt  outcrop. 
About  a  mile  from  Tahoe  City  the  Truckee  River  breaks  through  a  mass  of  pudding- 
stone  basalt,  that  is  slightly  ferrnginoos.  Many  coDifersaod some  qnaking-aapens grov 
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in  the  Trackee  CaAon,  as  well  as  white  tbom  and  manzanita.  Six  miles  from  the  en- 
trance of  the  canon,  Sqoaw  Valley  is  reached.  8quaw  Creek  flows  through  this  valley, 
-vthich  has  a  broad  fertile  flood-plaio.  At  the  head  of  the  valley  there  is  a  steep  preci- 
pice with  rounded  bases.  The  rock  is  porphyritic  diorite.  The  soothern  side  of  Squaw 
Valley  is  steeper  than  the  northern.  A  little  farther  down  the  Truckee  Cafion  is  Clara- 
ville,  the  site  of  an  abandoned  mininf^  town.  Several  prospect-holes  are  seen  in  the 
north  wall  of  the  cafion.  In  1863  a  papulation  of  500  people  gathered  at  this  point 
amid  great  excitement.  Soon  afterward  the  mines  gave  out,  and  it  is  difficult  now  to 
find  the  slightest  vestiges  of  a  former  settlement.  The  gold  occurred  in  placer-diggings. 
Beyond  Claraville  the  river  takes  a  northerly  course,  and  the  east  side  of  the  cuHou  is 
blue  basalt  as  far  as  Truckee.  Tors  of  trachyte  30  feet  high  outcrop  along  the  wentero 
side.  Near  the  fish  ranch  there  is  a  very  irregularly  formed  bntte  of  gray  basalt  hav- 
ing a  laminated  structure.  The  laminas  are  about  half  an  inch  thick.  The  rock  en 
both  sides  of  the  cafion  has  undergone  much  disintegration.  At  the  town  of  Truckee 
coarse-graiued  gray  granite  outcrops.  It  is  similar  to  the  lock  formii  g  the  greater 
part  of  the  western  summit. 

The  ridge  north  of  Truckee  Cafion  is  the  northernmost  on  the  western  side  of  Lake 
Tahoe.  The  ridge  extends  as  far  as  a  liiie  drawn  through  the  town  of  Truckee  and 
Washoe  Peak.  It  consists  principally  of  basalt  a^  d  pbouolite.  At  Tahoe  City  a  kind 
of  globuliferous  basalt  occurs  on  the  clitf  just  north  of  the  post -office.  The  lower 
part  of  it  has  been  eroded  by  the  waves  of  the  lake  like  a  headlard  on  a  sea-coast 
The  rock  is  somewhat  ferruginons  and  much  decomposed.  It  crumbles  in  the  fingers. 
Nea;  Tahoe  City  por|ihyritic  granite,  containing  numerous  crystals  of  white  feldspar, 
is  found.  Compact  bluish  granite  occurs  at  Observatory  Point,  which  is  a  spur  of  the 
ridge  projecting  far  into  the  lake.  Beyond  this  point  grf»y  phonolite  extends  along  the 
lake-shore  for  2  miles  or  more.  The  remainder  of  the  ridge  consists  of  bluish  basalt 
as  far  north  as  Boca,  and  stretching  back  from  the  lake  for  several  miles.  Various 
spurs  diverge  from  this  ridge.  The  crest  lines  are  often  dotted  with  turrets  of  basalt, 
and  a  vast  amount  of  d6M8  is  strewed  over  their  slopes.  Near  Wallace's  ranch,  5 
miles  southeast  of  Truckee,  I  observed  basalt  similar  to  that  on  Lake  Tahoe.  A  fea- 
ture worth  mentioning  in  connection  with  the  geology  of  the  Western  summit  is  the 
absence  of  sedimentary  rocks.  No  fossils  are  found  by  which  one  can  determine  the 
position  of  theto  arch«$an  and  igneous  rocks  in  the  geological  series. 

In  closing  a  report  on  the  geology  of  Lake  Tahoe  and  vicinity,  a  brief  reference 
may  be  made  to  the  lake  as  a  resort  for  tourists  and  pleasure-seekers.  Since  the  com- 
pletion of  the  Central  Pacific  and  Virginia  and  Truckee  Railroads,  Lake  Tahoe  has 
become  very  accessible.  A  small  steamer,  carrying  the  mail,  makes  a  daily  tour  of  the 
lake.  There  is  sufficient  hotel  accommodation  for  a  large  number  of  travelers.  Hote  Is 
have  been  erected  at  the  following  points  on  the  lake:  Hot  Springs,  Glenbrook,  Kear- 
ney's, Rowland's,  Yanks,  McKinney's,  and  Tahoe  City.  The  finest  scenery  is  found  in 
the  southwestern  corner  of  Lake  Tahoe,  near  Tallac  Peak.  There  is  no  part  of  the 
United  Stat«s  that  surpasses  this  region  in  i!icenery.  In  my  extensive  travels  on  tho 
continent  of  Europe  I  have  seen  but  one  lake  moie  picturesque  than  Tahoe,  viz,  the 
lake  of  Luzerne,  in  Switzerland.  Grace  Greenwood,  writing  from  California,  says: 
'' Tahoe  is  the  mo<st  beautiful  lake  I  have  ever  beheld.  «  *»  *  I  think  Lake  Tahoe 
must  yet  become  a  great  pleasure  resort.  I  have  seen  no  more  charming  spot  in  all  my 
tours  for  a  summer's  rest  aud  rambling.'' 

Respectfully  submitted. 

Alfred  R.  Conkling. 

Lieut.  G.  M.  Whreler, 

C'orp«  of  EvgineerSf  in  charge. 
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REPORT  ON  THE  UTIIOLOGY  OF  PORTIONS  OP    SOUTHERN  COLORADO,  AND  NORTHERN 

NEW   MEXICO,   BY  A.  R.  CONKLING. 

New  York  City,  May  10 ,  1677. 

Sir  :  I  have  tho  honor  to  submit  herewith  a  report  on  the  lithology  of  the  portions 
of  Southern  Colorado,  and  Northern  New  Mexico,  explored  by  me  in  the  field-season  of 
1875: 

The  majority  of  the  rocks  occurring  in  this  region  are  of  igneous  origin.  They  coyer 
large  areas  on  both  sides  of  the  Spanish  Range.  The  most  common  rocks  are  dolerite, 
basalt,  granite,  trachyte,  diorite,  granulite,  sandstone  and  limestone.  Dolerite  occurs 
more  frequently  than  any  other  species ;  vesicular  dolerite  covers  large  tracts  of  coiin- 
try,  as  in  the  plateau  bounding  the  San  Luis  Valley  on  the  west.  Compact  bluish 
dolerite  is  fonnd  in  the  buttes  near  Costilla  post  office,  New  Mexico,  and  in  the  mesa 
northeast  of  Fort  Garland.  Olivine  is  found  in  the  dolerite  at  several  localities.  The 
basalt  is  usually  of  a  blue  color,  and  varies  in  texture  from  compact  to  scoriaceous. 
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Id  some  places  this  rock  is  incrosted  with  calcite ;  and  in  the  amy^daloidal  rartetiet 
the  cavities  are  occasionally  filled  with  zeolites.  Near  the  head  of  Uraca  Creek,  New 
Mexico,  a  dark-brown  species  of  scoriaceous  basalt  occurs  having  the  cavities  elon- 
gated and  very  narrow.  A  gray  variety  of  this  rock  is  found  abundantly  near  Fort 
Union,  New  Mexico.  The  diorite  has  in  general  a  compact  textnre,  bnt  conMidemblfl 
variety  of  color.  The  granite  presents  great  variety  in  both  color  and  textnre.  Tbe 
various  colors  of  this  rock  observed  are  gray,  red,  pink,  light  and  dark  shades  of  bloe, 
and  white;  reddish  granite  is  the  most  common,  on  account  of  the  feldspar  of  tb« 
same  color  being  tbe  predominating  constituent.  The  varieties  in  texture  observed  are 
compact,  granular,  and  porphyri  ic,  and  the  bitter  being  the  most  frequent.  Tbe 
granite  is  generally  poor  in  mica,  although  a  micaceous  variety  of  this  rock  ocean 
Just  west  of  the  Moreno  Valley,  New  Mexico.  The  feldspar  porphyry  usually  preMfuts 
great  irregularity  in  the  size  of  the  crystals  imbedde<l  in  the  compact  matrix.  The 
color  of  this  rock  is  commonly  gray,  occa^sionally  inclining  to  white.  The  granuUte  is 
in  general  of  a  reddish  color,  and  granular  in  texture.  Qrannlite  and  granite  consti- 
tute the  predominating  rocks,  in  the  several  mountain  ranges  from  La  Veta  Pass  to 
8anta  Fe.  The  trachyte  presents  a  compact  texture  as  a  rule,  aud  a  cjlor  varying 
from  light  gray  to  pink.  The  sandstone  is  generally  of  a  yellowish  color,  and  bass 
iine-graiuf'd  strncture.  In  several  localities  the  rock  is  ferruginous  when  tbe  color 
becomes  bright  red.  Near  Costilla  peak  the  sandstone  passes  into  a  conglomerate. 
The  fossiliferous  sandstones  have  been  described  in  tbe  geological  report.  Tbe  iime- 
stone  is  usually  light  blue  in  color,  and  of  a  compact  texture.  Thi^  rock  c-overs  a  Urge 
tract  of  country  in  the  eastern  portion  of  the  area  explored  in  187.5.  Besides  (bese 
locks  may  be  mentioned  clay-slate,  and  hornbloude  porphyry,  both  of  which  occur  in 
several  localities. 

The  paucity  of  cry sta*^ line  schists  is  remarkable,  the  only  localities  being  near  Urara 
Mountain,  on  EliEabeth  Baldy,  and  on  the  eastern  side  of  Antelope  Creek,  in  tbe  W<rt 
Mountain  Valley.  A  haid  siliceous  variety  of  conglomerate  occurs  near  tbe  top  of  tbe 
sandstone  mesa  bounding  the  Vermejo  Valley  on  the  west.  The  matrix  of  this  rock 
is  dark  brown,  and  contains  black  and  white  fragments  of  quartz. 

In  ortler  to  determine  with  accuracy  those  rocks  having  a  textnre  so  compact  thst 
the  constituent  minerals  could  not  be  recognized  with  the  naked  eye,  I  have  made 
sections  of  such  rocks  that  were  deemed  desirable  to  prepare  for  microscopic  examius- 
tiou.  On  account  of  the  heterogeneous  texture  and  opacity  of  some  of  the  specifuens 
of  rock,  much  time  and  labor  have  been  expended  in  preparing  them.  In  some  oast« 
the  biittleoess  of  tbe  rock  rendered  it  impossible  to  make  a  section  sutlicieutly  bin 
for  microscopic  analysis.  8uch  was  tbe  case  with  some  specimens  of  trachyte  that 
were  interrupted  by  tissnres.  The  rock  could  be  ground  on  the  wheel  to  a  certain  de- 
gree  of  thinness,  after  which  it  invariably  crumbled,  thus  destroying;  tbe  s«M;tioo. 
Fifty  sections  of  rock  have  been  prepared  by  me,  and  monute<l  on  glass  with  Canada 
balsam.  The  results  of  my  microscopical  investigations  may  be  condensed  in  the  fol- 
lowing description : 

No.  139.  Diorite,  from  Rio  Hondo,  N.  Mex.,  consisting  of  white  plagioclane,  aud  a  few 
crystals  of  hornblende.    Much  olivine,  and  specks  of  magnetite  occur  as  accessories. 

No.  144.  Basalt,  from  Rio  Colorado,  N.  Mex.,  containing  much  disseminated  greeoisb 
nepbeline,  pyroxene,  and  specks  of  magnetit>e.    Tbe  rock  is  slightly  amygdaloidal. 

No.  171.  Dolerite  from  Huerfano  Butte,  Colo.,  consisting  of  plagioclise,  aagtte,  and 
much  olivine. 

No.  173.  Nepheline-dolerite  from  west  side  of  Huerfano  Butte,  Colo.,  containing  aogite, 
nepbeline,  aud  particles  of  magnetite.    The  texture  of  the  rock  is  very  compact. 

No.  174.  Diorite  from  Cucbaras  River,  Colorado,  composed  of  hornblende  and  pU- 
gioclase.    Olivine  and  magnetite  occur  as  accessories. 

No.  190.  Syenitic  granite  from  Ute  Creek,  New  Mexico,  containing  quartz,  tricUaic 
feldspar,  and  a  few  crystals  of  mica ;  black  hornblende  is  abundantiy  disseminated. 

No.  205.  Basalt,  from  near  Laugbliu's  Peak,  N.  Mex.,  consisting  of  nepbeline,  aogtte, 
and  some  olivine. 

No.  206.  Dolerite  from  East  Spanish  Peak,  Colo.,  made  up  of  plagtoclase  and  py- 
roxene. 

No.  207.  Granite  from  head  of  Cimarron  Creek,  New  Mexico,  composed  of  reddish 
ortboclase,  grains  of  quartz,  muscovite,  and  specks  of  magnetite.  A  few  crystals  of  a 
black  mineral  occur  which  may  be  raelanite. 

No.  208.  Syenite,  from  Cieuegnilla  Valley,  N.  Mex.,  containing  plagtoclase,  horn- 
blende and  many  grains  of  quartz. 

No.  210.  Dolerite,  from  Rider's  Cafion,  Colo.,  composed  of  plagloclaBe,  many  crystals 
of  augite,  and  specks  of  magnetite. 

No.  211.  Diorite,  from  near  Taos  Peak,  N.  Mex.,  consisting  of  hornblende,  plagtoclase, 
and  a  fow  grains  of  quartz. 

No.  216.  Dolerite,  from  San  Luis  Valley,  Cal.,  containing  plagtoclase,  brownish  pyrox- 
ene, and  a  few  particles  of  mica. 

No.  217.  Dolerite,  from  Colorado  CaRon,  N.  Mex.,  consisting  of  crystals  of  aagitfla 
plagioclase,  and  specks  of  magnetite.    The  rock  has  a  porphyritic  strncture. 
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No.  225.  Trachyte;  from  Rosita,  Colo.,  composed  chiefly  of  plagioclase  and  a  little 
sanidiue.    Afew  fi^rains  of  an^ite  aud  magnetite  also  occur. 

No.  227.  Trachyte,  from  Taos  Range,  N.  Mex.,  consisting  of  sanidine  and  plagioclase, 
with  streaks  of  angite  and  a  few  specks  of  magnetite. 

No.  229.  Trachydolerite,  from  head  of  Moreno  Valley,  N.  Mex.,  including  crystals  of 
augite,  plagioolase,  and  irregularly-detiued  crystals  of  mica,  as  well  as  black  specks  of 
magnetite. 

No. 233.  Dolerite,  from  San  Luis  Valley,  Colo.,  containing  augit«  and  many  crystals 
of  plagioclase. 

No.  237.  Dolerite,  from  near  Gardner,  Colo.,  consisting  of  large  crystals  of  augite, 
plagioclase,  and  specks  of  magnetite.* 

No.  239.'  Dolerite,  from  Cerro  Blanco,  Colo.,  containing  plagioclase  and  angite. 

No.  242.  Domite,  from  Langhliu's  Peak,  N.  Mex.,  conbisting  chiefly  of  plagioclase 
and  a  few  crystals  of  angite. 

No.  251.  Andesite,  from  East  Spanish  Peak,  Colo.,  containing  plagioclase,  a  few 
crystals  of  pyroxene,  specks  of  magnetite,  and  dark  colored  mica. 

No.  255.  Dolerite,  from  Comanche'Creek,  New  Mexico,  composed  of  plagioclase,  angite, 
and  a  few  particles  of  olivine. 

No.  258.  Dolerite,  from  Costilla  Peak,  N.  Mex.,  containing  crystals  of  augite,  plagio- 
clase, and  specks  of  magnetite. 

No.  259.  Dolerite,  from  East  Spanish  Peak,  N.  Mex.,  consisting  of  angite  and  plagio- 
clase. 

No.  260.  Dolerite,  from  heac^  of  Indian  Creek,  Colorado,  composed  of  grains  and  crys- 
tals of  plagioclase  and  augite. 

No.  2(51.  Dolerite,  from  South  Fork  of  Cocharas  River,  Colorado,  containing  angite, 
plagioclase,  and  a  green  mineral,  which  is  probably  olivine. 

No.  264.  Syenite,  from  Taos  Range,  N.  Mex.,  consisting  of  quartz,  crystals  of  horn- 
blende, plagioclase.  and  opaque  particles  that  are  probably  magnetite. 

No.  267.  Dolerite,  from  Moreno  Valley,  N.  Mex.,  containing  augite,  plagioclase,  and 
specks  of  magnetite.    Pyrite  occurs  abundantly  as  an  accessory. 

No.  268.  Quartz,  porphyry  from  ridge  of  Golconda  mine,  N.  Mex.,  consisting  of  plagio- 
clase and  quartz. 

No.  269.  Dolerite,  from  San  Antonio  CaRon.  N.  Mex.,  containing  many  microliths  of 
plagioclase,  grains  of  angite,  and  specks  of  magnetite. 

No.  271.  Granite  from  head  of  Pnrgatoire  River,  Colorado,  composed  of  quartz,  oligo- 
clase,  and  a  few  crystals  of  mica,  and  small  particles  of  an  opaque  mineral  that  is 
probably  magnetite. 

No.  275.  Granite,  from  Taos  Range,  N.  Mex.,  containing  qiiartz,  orthoclase,  mica,  and 
a  few  grains  of  hornblende. 

No.  ^^.  Rbyolite,  from  ridge  east  of  Costilla  Peak,  N.  Mex.,  consisting  of  plagioclasei 
some  qnartz,  and  crystals  of  magnetite. 

No.  291.  Andesite,  from  Cerro  Blanco,  Colo.,  composed  chiefly  of  plagioclase,  a  few 
crystals  of  angite,  and  many  particles  of  magnetite. 

No.  292.  Andesite,  from  Taos  Range,  N.  Mex.,  containing  a  few  crystals  of  augite, 
plagioclase,  specks  of  magnetite;  and  a  little  mica. 

No.  293.  Dolerite,  from  Colorado  Caiion,  N.  Mex.,  consisting  of  plagioclase,  many  crys- 
tals of  augite,  and  some  olivine. 

No.  294.  Dolerite,  from  Elizabeth  Baldy,  N.  Mex.,  containing  grains  of  augite,  plagi- 
oclase, and  magnetite. 

No.  295.  Dolerite,  from  top  of  Costilla  Peak,  N.  Mex.,  composed  of  plagioclase,  augite, 
olivine,  and  crystals  of  magnetite. 

No.  29S,  Diorite,  from  Costilla  Peak,  N.  Mex.,  consisting  of  crystals  of  hornblende 
plflgioclase,  much  olivine,  and  specks  of  magnetite. 

No.  299.  Diorite,  from  Walsenbnrg,  Colo.,  containing  plagioclase,  hornblende,  and 
some  disseminated  mica. 

No.  301.  Andesite,  from  Uraca  Creek,  New  Mexico,  composed  of  plagioclase,  crystals  of 
augite,  and  specks  of  magnetite. 

No.  302.  Basalt,  from  tower  near  head  of  Cucbaras  River,  Colorado,  consisting  of 
nepheline,  crystals  of  angite,  and  particles  of  magnetite. 

No.  345.  Diorite,  froqi  a  point  Just  west  of  Laughliu's  Peak,  N.  Mex.,  containing  plagi- 
oclase, hornblende,  some  olivine,  and  magnetite. 

No.  384.  Dolerite,  from  Uraca  Creek,  New  Mexico,  comprising  augite,  plagioclase,  and 
many  specks  of  magnetite. 

No.  385.  Dolerite,  from  Rio  Grande,  New  Mexico,  containing  a.ugite  and  crystals  of 
plagioclase. 

No.  386.  Dolerite,  from  head  of  Cucharas  River,  Colorado,  made  np  of  crystals  of  plagi- 
oclase, angite,  and  specks  of  maguetite. 

No.  388.  Dolerite,  from  mesa  northeast  of  Fort  Garland,  Colo.,  composed  of  many  fine 
crystals  of  plagioclase,  and  well-defined  crystals  of  angite.  This  rock  resembles  closely 
Ko.  233.    They  are  not  more  than  10  miles  apart. 

82  E 
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No.  394.  Dolei^te,  from  Costilla  CalLon.N.  Mex.,ooD8i8tlDg  of  pyroxene  and  plagio' 
clase. 

I  have  the  honor  to  be,  very  respectfully,  yonr  obedient  mrvant, 

Alfred  R.  Conkling. 
Lieat.  Georor  M.  Wheeler, 

CorpM  of  Engineers,  in  ckarge. 


Washington,  D.  C,  June  30, 1877. 
The  following  manuscript,   prepared  by  Mr.  A.  E.  Gonkliog,  and 
received  too  late  to  be  forwarded  with  the  annual  report  of  1876,  is 
herewith  submitted. 

Geo.  M.  Wheelkb, 
Lieutenant  of  Engineen. 
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report  on  the  foot-iiilw  pacing  the  plains  from  latitude  33°  sc^  to  3?^ 

approximately,  by  mr.  a.  r.  conklino. 

Beginning  at  Las  Vegas,  New  Mexico,  which  is  Just  east  of  the  foot  hills,  we  hare 
the  rolling  prairie  extending  as  far  as  Fort  Union,  28  miles  northeast,  without  any 
marked*elevation.  The  foot-hills  on  the  eastern  side  of  the  Las  Vegas  range  consist  of 
grayish  sandstone,  horizontally  stratified.  Upon  approaching  Fort  Union  broad  mesas 
of  moderate  elevation  lie  in  front  of  the  foot-hills.  These  mesas  are  also  composed  of 
sandstone.  At  the  head  of  the  Rio  Mora,  a  grayish  mass  of  eruptive  granite  has  broken 
through  the  sandstone.  In  the  vicinity  of  Fort  Union  extensive  dikes  of  basalt  occor. 
The  western  limit  of  the  basalt  is,  according  to  my  observaiiont<,  at  Torquillo,  which 
lies  about  17  miles  west  of  Fort  Union.  Basalt  occnrs  on  the  plain  lying  north  of  the 
fort.  It  covers  the  surface  as  far  as  Ocat«  Crater,  which  is  Just  13  miles  north.  With 
the  exception  of  the  basaltic  lava  of  Ocate  Crater,  the  basalt  is  invariably  of  a  dark 
blue  color  and  scpriaceous  texture.  Ocate  Crater  or  Mountain  is  8,902  fe«t  above  ths 
sea-level.  It  is  longer  from  north  to  south  than  from  east  to  west.  The  summit  is 
bowl-shaped,  with  the  opening  on  the  west  side.  The  slopes,  and  even  the  interior  of 
the  crater,  are  covered  with  grass,  while  on  the  northwestern  side  there  is  soil  enongh 
to  support  a  small  growth  of  piAons  and  cedars.  The  northern  slopes  of  the  mountain 
are  iniprssable  for  animals,  but  a  mule  can  be  ridden  to  the  summit  by  way  of  the 
south  side.  The  land  slopes  very  gradually  south  of  the  crater.  There  is  a  lo*w  batte 
of  basalt  on  the  southwest.  The  major  part  of  the  basaltic  lava  on  the  plain  of  Fort 
Union  has  probably  come  from  the  Ocate  Monti  tain.  There  is  much  variety  in  the 
lava  of  Ocate.  The  color  of  the  lava  varies  from  bright  red  to  brownish  black,  and  tfa« 
texture  is  generally  vesicular,  though  also  compact  and  scoriaceons  in  some  cases.  The 
reddish  lava  has  so  many  crystals  and  grains  of  white  leocite  disseminated  through  it 
as  to  present  a  porphyritio  structure.  Between  Ocate  Mountain  and  Fort  Union  there 
is  a  broad  and  low  mesa  of  basalt,  which  is  bordered  on  the  west  by  a  mesa  of  gray 
sandstone.  On  the  southern  part  of  the  Fort  Union  reservation  blue  limestone  oot- 
crops,  dipping  vtry  slightly  to  the  southwest.  Fossil  shells,  of  the  genus  Inoccramuiy 
are  fouud  in  the  limestone,  which,  according  to  Professor  White,  are  of  cretaceuus  age. 
On  the  ordnance  reservation,  one  mile  west  of  the  post,  a  well  has  been  sunk  to  the 
depth  of  78  feet.    The  following  section  will  Illustrate  the  geological  structure  at  this 

place: 

feet 

Clay 17 

Soft  yellow  sandstone 6 

Decomposed  lava * 6 

Basalt 37 

Red  volcanic  scoria 4 

Sandstone  and  gravel k^ d 

The  well  adjoins  Captain  Shumaker's  quarters. 

ORE  DEPOSITS  NEAR  FORT  UNION. 

There  are  a  few  deposits  of  ore  near  Fort  Uuion,  but  none  of  them  are  workable.  lo 
the  Turkey  Mountains,  about  9  miles  from  the  tort,  ground  has  been  broken,  where 
some  malachite,  or  rather  rock  stained  by  green  carbonate  of  copper,  has  been  found. 
There  is  a  single  shaft  at  present,  about  30  feet  deep,  which  is  partially  filled  with  water. 
The  cupriferous  rock  occurs  in  a  vein  2i  feet  wide  at  the  surface  and  6  feet  wide  at  iht 
bottom  of  the  shaft.  The  lode  runs  north  and  south,  and  occurs  in  red  sandstone.  At 
several  other  localities  ground  has  been  broken  in  the  hope  of  finding  valuable  mlx!> 
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eralsy  bnt  all  withoat  avail.  At  one  time  plaoer-miDiog  was  carried  on  for  a  few  days 
in  one  of  the  j^nlches  of  tlie  Turkey  Mountains.  Gold  was  found  in  small  quantities 
amid  intense  excitement.  By  the  time  a  large  crowd  of  miners  bad  been  collected 
about  tbe  spot  the  placers  gave  out.  It  is  my  opinion  that  the  gulch  was  simply 
'  "  salted.'^  At  Coyote,  about  14  miles  from  Fort  Union,  traces  of  copper  have  been  found 
half  a  mile  north  of  the  town.  Ore  was  first  discovered  herein  the  summer  of  1866. 
lu  the  same  year  a  mining  company  was  organized  with  Kit  Carson  as  president  and 
.1.  B.  Collier  as  vice-president.  There  was  no  definite  capital,  but  small  personal  assess- 
ments were  made  to  begin  work.  There  is  a  vein  about  4  feet  wide  occurring  in  gra^ 
micaceous  sandstone,  having  general  direction  from  northeaHt  to  southwest.  This  vein 
contains  a  little  malachite  and  azurite,  and  is  traceable  at  intervals  for  the  distance  of 
a  quarter  of  a  mile.  At  one  point  a  shaft  22  feet  deep  has  been  sunk.  At  another 
point,  on  the  ridge  near  the  summit,  a  slope  has  been  driven  about  40  feet  in  the  sand- 
stone rock.    Both  these  places  had  been  abandoned  at  the  time  of  my  visit. 

Just  east  of  tbe  plain  of  Fort  Union  are  the  Turkey  Mountains.  The  height  of  the 
ridge  above  the  plain  is  about  700  feet,  and  the  length  is  perhaps  15  miles.  The  mount- 
ains are  composed  of  grayish  sandst-ine,  horizontally  stratified,  with  numerous  vertical 
Joints.    The  ridge  ruus  northwest  and  southwest,  and  is  much  broken  up  by  cafions. 

The  formation  between  Fort  Union  and  the  Canadian  River  is  both  igneous  and  sedi- 
mentary. Directly  northe&st  of  the  Turkey  Mountains  a  large  number  of  buttes  and 
mesas  of  basalt  occur.  Most  of  the  buttes  are  conical  in  shape  and  rounded  on  top, 
but  a  few  have  the  turreted  form.  Many  of  the  mesas  have  a  perpendicular  border  of 
basalt  about  10  feet  thick,  and  slopes  slanting  very  gradually  on  some  sides  and  quite 
abruptly  on  the  others. 

Aboujt  15  miles  east  of  the  Turkey  Mountains  limestone  outcrops,  containing  a  species 
of  ammonites,  which  Professor  White  informs  me  belongs  to  t^e  cretaceons.  A  zone  of 
cretaceous  limestone  appears  to  lie  between  the  basalt  on  the  west,  and  horizontally 
stratified  sandstone  on  the  east.  But  my  observations  in  this  section  of  country 
were  too  limited,  by  the  rapid  daily  marches,  to  enable  me  to  define  the  limits  of  this 
zone  either  on  the  north  or  sooth.  Nearing  the  Canadian  River,  sandstone  again  out- 
crops, containing  fossil  angiospermous  leaves,  identical  with  ttiose  occurring  in  the 
sandstone  near  Trinidad,  about  65  miles  farther  north.  The  Canadian  River  has  cut  a 
channel  in  the  sandstone  about  300  feet  deep.  There  is  a  little  soil  alongside  the  river 
in  the  bottom  of  the  cation.  The  country  lying  east  of  the  Canadian  is  a  rolling 
prairie  as  far  as  the  eye  can  reach.  On  the  west  side  of  the  Canadian  the  country  is 
much  broken  up  by  cafions  and  ravines,  rendering  it  well-nigh  Impassable.  From  the 
Canadian,  our  route  lay  northeast  over  a  rolling  prairie,  with  an  occasional  low  mesa 
to  break  the  monotony  of  the  plains,  until  the  basaltic  country  in  the  vicinity  of 
Langhlin's  Peak  was  reached.  Amygdaloidal  basalt,  with  particles  of  white  calcite  in 
the  cavities,  covers  the  country  on  both  sidos  of  the  Santa  F6  road,  from  a  few  miles 
east  of  the  Canadian  River  to  beyond  Laughlin's  Peak.  The  geological  formation  of 
li^aghl ill's  Peak  is  peculiar.  It  is  a  mass  of  pinkish  trachyte  breaking  through  a  plain 
of  basalt.  The  mountain  is  8,949  feet  above  the  sea.  The  slopes  are  covered  with 
grass,  and  the  snmmit  has  a  depression  like  a  crater.  Some  of  the  basaltic  buttes  east 
of  Laughlin's  Peak  are  very  perfect  in  outline.  All  of  them  have  a  moderate  height. 
Sometimes  tue  buttes  are  aloered  to  ridgy,  saddle-shaped  hills,  a  form  which  volcanic 
cones  have  frequently  been  observed  to  assume  by  degradation.  There  are  no  lava 
bombs,  lapilli,  volcanic  sand,  or  ashes,  as  in  the  extinct  volcanoes  of  Central  France. 
The  basalt  is  usually  in  situ.  Very  little  water  occurs  in  this  basaltic  country.  One  can 
travel  miles  without  finding  running  water,  aud  the  only  animals  seen  are  occasional 
herds  of  antelope  that  roam  over  the  plain. 

On  the  north  side  of  Laughlin's  Peas  a  mesa-like  ridge,  with  precipitous  sides,  runs 
north  as  far  as  Trinidad,  about  28  miles  distant.  This  is  the  Raton  mesa.  On  the  west 
side  of  Laughlin's  Peak  a  hard,  grayish  slate  outcrops,  which  u  overlaid  by  a  bed  of 
loose  black  shale.  The  dip  of  both  these  rocks  is  slightly  to  the  southwest.  The 
shale  outcrops  again  at  a  point  about  5  miles  west,  but  I  was  unable  to  trace  the  beds 
any  farther.  A  narrow  dike  of  basalt  has  broken  through  the  shale  about  half  a  mile 
from  Hole-in-the-Rock.  At  Hole-in-the-Rock,  which  by  the  bye  is  merely  a  break  in  the 
strata  that  has  been  denuded  so  as  to  leave  a  gap,  the  sandstone  with  horizontal  strat- 
ification outcrops  again,  presenting  the  same  lithological  character  as  the  sandstone 
in  the  foot-hills  a  few  miles  farther  west.  No  fossils  were  found.  The  thickness  of 
tbe  exposed  strata  was  not  more  than  30  feet.  On  account  of  the  rapid  progress  through 
this  section  of  country  it  was  impossible  for  me  to  define  the  limits  of  the  sandstone. 
Dikes  of  basalt  have  in  many  places  broken  through  and  sometimes  overlaid  thissand- 
atone.  Mesas  of  vesicular  basalt  cover  the  country  for  15  miles  west  of  Laughlin's 
Peak.  Tenaja  Creek  has  cut  a  cafion  in  the  mesa,  which  is  known  as  Briigg's  Cauon. 
Ou  the  lower  part  of  Teneja  Creek  a  bed  of  gray  laminated  slate  outcrops,  dipping 
very  gently  to  the  west.  Between  this  creek  and  the  foot-hills  of  the  Cimarron  Range 
the  country  is  rolling  prairie  without  any  rock  in  situ.  The  Canadian  River  forms  the 
dividing-line  between  the  igneous  rock  on  the  east  and  the  sedimentary  rock  on  the 
west.    This  refers  only  to  the  upper  part  of  the  river.    The  foot-hills  from  Foit  Union 
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to  CitnarroD  consist  of  aandstone,  except  in  the  vicinity  of  Unoa  Peak,  where  bualt 

Acciiniing  to  Dn  Oroat,  at  the  eritranee  of  tlio  Rayadi)  Valley  ■  marly-limestoDt 
forioation  iicoira  near  the  basalt.  The  limeHtoDe  is  snitable  for  mabiajt  time,  aud  ilii 
burned  iu  limekilns  biiilt  of  hliwks  of  biualt.  Tlie  lime«t>iiie  has  also  been  ased  for 
baildint;.  In  the  easti.'rn  part  of  tho  Manwell  emut  rbe  same  limestone  formalioii 
wbicli  onti;mp8  at  the  entrance  of  tlio  Rayndo  Valley  citenrts  from  a  point  just  nnttli 
of  Amis  K:tnch  to  Ki>ck  Baiich.  The  breadth  of  the  lioiestone  is  about  B  miles, ilorrg 
the  easterly  bouodarj'  iif  the  f^nnt. 

From  Cimarron  to  Trinidad  the  gsolojiy  is  quite  simple.  Sandstone,  of  a  color  tiit- 
ine  from  while  to  graT  or  yellow,  nich  bariznnl.al  strati  liciti  on,  coveni  this  •ectkin  iif 
country.  These  foot-hills  are  duiisely  wooded  with  conifers  aud  much  broken  opb; 
caDons.  Various  creeks,  rising  in  the  Cimarron  Range,  flow  tbrongh  the  foot-bill*, 
haviuK  cut  broad  caflous  with  steep  sidee.  These  main  canons  have  in  torn  maaj  lil- 
erul  caitmiH.  At  Crow  Creek,  li  miles  from  Bed  River,  some  invertebrate  fossils  were 
found.  A  species  of  Inocrramu)  and  a  fragiuent  of  a  shell  belonging  to  tbe  geaai 
Jiudiila  were  collected.  According  to  Professor  White  theee  fossils  are  crelaeconi. 
This  fact,  tojtether  with  the  occurrence  of  eretaceons  fossils  at  other  localiliee  inlbe 
foot-hills,  inilicnleathat  they  were  formed  during  tlio  Cretaoeons  age.  Seams  of  lij^ltt 
occur  In  the  sandstone  at  variona  p>lnts.  Bsmaius  of  plants,  particnlarl;  tbe  lesrei 
of  auRiospermous  trees,  are  common  in  the  rock  where  lignite  !•  found.  But  it  ii 
impossible  to  determine  with  certainty  the  age  of  the  lignite-beds  witbonc  some  olhrr 
euide  thau  tbcae  fussil  leaves.  Prof.  J.  J.  Stevenson,  formerly  connected  wilb  the 
Geoj;rapUical  and  Geolngical  Surveys  west  of  tbe  Hundredth  Meridian,  has  shown  tbil 
fotutl  leaves  are  utterly  unreliable  in  stratlKraphical  geology-  I  therefore,  in  vicir  of 
the  occnrrence  of  invertebratp  fossils,  feel  justified  in  expressing  the  opinion  that  lie 
foot-liills  from  Fort  Union  to  Trinidad  belong  to  tbe  Cretaceona  age.  In  the  vicinil; 
of  Trinidad  these  foEisil  leaves  are  very  common,  A  nnmber  of  specimens  were  col- 
lected, but  tbey  have  not  as  yet  been  determined.  It  may  be  stated  that  among  Ibr 
leaves  collected  are  thme  of  tbe  oak,  maple,  and  poplar. 

As  regards  the  beds  of  lignite  mentioned  ubove,  no  attempt  has  been  made  to  wott 
any  of  them,  as  far  as  I  could  ascertain.  If  limestone  occurred  in  the  immediit« 
vicinity  of  the  lignite,  the  latter  could  be  worked  f  <r  tbe  purpose  of  making  lime;  bnt 
as  there  is  do  lignite  nearer  than  !)0  miles  to  the  limestone,  it  is  evidunt  that  it  vaiM 
uot  be  expedient  to  transport  the  brown  co.il  snch  a  diataDCC.  The  lignite  is  very 
brittle.  In  most  places  it  crnmbles  so  easily  that  it  in  difficult  to  collect  a  speciiHci 
that  was  not  iu  the  form  of  ponder, 

Several  seams  of  lignite  occur  oo  the  westeru  side  of  the  Vormejo  CaELou.    Tbe  fol- 
lowing toctioii  will  illostrate  their  mode  of  occurrence : 
CO  feet  of  BtmdstODe. 
3  feet  of  siliceons  conglomerate. 
25  feet  of  yellow  sandstone. 

1  foot  of  lignite. 
30  feet  of  linionite  or  hydrons  oxide  of  iron. 
10  feet  of  lignite. 
20  feet  of  sandstone. 
lOfeetof  llmouite. 
15  feet  of  lignite. 
T5  feet  of  yellow  sandstone. 
100  feet  of  sandstone  covered  by  a  sandy  soil. 
It  will  be  observed  that  veins  of  limonlte  occur  in 
connection  with  the  lignite  or  brown  coal. 

A  stratum  of  liard  suiceous  conglomerate, abont  4 
fret  thick,  runs  through  the  sandstone  near  the  lop 
of  the  mesa,  about  G  miles  north  of  Vermejo  Posr- 
OfBce.    The  rock  is  fine-grained,  and  has  a  browai^ 

onl  occurs  at  Trlnidsd.    TheoutcmpB 
lit  her  in  tbe  Raton  plateau,  Jnslsonlb 
oi  me  lowii,  or  on  tbe  west,  4  niitce  from  tbe  tonn, 
on  the  sonth   bank  of  the  Pnrgatoire  Biver.    The 
principal  deposit  of  coal  occurs  at  a  point  3  inil« 
south  of  Trinidad,  near  the  Santa  F6  road.    The 
vein  runs  north  and  sonth,  and  has  a  width  varying 
from  9  to  12  feet,  with  an  averase  thick n ess  of  5  feel 
-   -    according  to  the  statement  of  Mr.  James,  the  super- 
intendent of  tbe  mine.    This  vein  is  traced  for  a  length  of  2  miles  on  tbe  north,  and 
outcrops  on  tbe  north  side  of  the  Raton  Mountain.    The  coal  is  underlaid  by  a  bed  nf 
yellow  sandstone.    A  layer  of  limonite  about  2  feet  thick  overlies  tbe  coal  at  the  plies 
where  it  is  mined.    Tbe  cool  is  said  to  be  iree  from  pyrites. 
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According  to  Mr.  James,  there  are  nine  good  workable  veins  of  coal  in  the  vicinity 
of  lYinidad,  all  of  which  have  the  same  general  direction.  The  coal  is  mined  wiih  the 
ordinary  picky  and  carried  out  in  a  hand-car  running  on  a  Iramway.  A  tunnel  about' 
5  feet  wide,  and  not  high  enough  to  allow  a  man  to  walk  uprightly,  has  been  driven  in 
the  mountain  to  work  the  coal.  This  tunnel  is  about  150  feet  long.  The  coal  is  sold 
£or  $1.50  per  ton  at  the  mine.  Coke  is  made  and  sold  for  $6  per  ton  at  the  mine.  The 
coke  is  transported  in  ox-teams  to  Denver,  where  it  is  sold  for  $19  per  ton.  At  the 
time  of  my  visit  (June,  187.5)  but  three  miners  were  working  at  the  mine.  This  min- 
eral property  is  said  to  be  owned  by  the  Denver  and  Rio  Grande  Railroad  Company. 
The  V  eiu  of  coal  outcropping  on  the  Purgatoire  River,  4  miles  west  of  Trinidad,  is  about 
4  feet  thick,  and  underlaid  by  shaly  sandstone  destitute  of  fossils.  The  coal  is  some 
25  feet  above  the  level  of  the  river.  The  strata  dip  gently  to  the  west  at  this  point. 
But  little  work  has  been  done  at  this  locality.  There  are  a  few  abandoned  openings 
of  coal.  Limouite  outcrops  on  the  Santa  F6  road  within  3  miles  of  Trinidad,  but  none 
of  the  iron-ores  in  this  vicinity  have  been  worked  yet.  Labor  is  cheap  and  abundant. 
A  writer  in  the  New  York  Sun  states  that  there  are  1,000  square  miles  of  coal  in  the 
neighborhood  of  Triuidad,  and  now,  (1876,)  since  the  Denver  and  Rio  Grande  Railroad 
is  completed  as  far  as  this  town,  there  appears  to  be  uo  reason  why  Eastern  and  Cen- 
tral Colorado  cannot  be  supplied  with  coal  from  Trinidad.  As  regards  the  age  of  this 
ooal  I  am  in  doubt.  It  is  either  Tertiary  or  Cretaceous,  but  which  of  these  I  am 
unable  to  say. 

Fossil  leaves  are  abundant  in  the  sandstone  a  few  miles  from  Trinidad,  but  I  have 
already  stated  that  these  leaves  are  not  reliable.  No  invertebrate  fossils  were  found 
within  less  than  30  miles  from  Triuidad.  But  as  the  foot-hills  on  the  eastern  side  of 
the  Spanish  Range  belong  to  the  Cretaceous  age,  according  to  my  observations,  it  is 
possible  that  the  foot-hills  containing  the  Trinidad  coal  belong  to  the  same  period. 
However,  I  am  not  justified  in  expressing  an  opinion  on  this  question. 

THE  COAL  OF  THE  MAXWELL  LAND-GRAKT. 

What  I  have  written  in  the  succeeding  pages  about  the  coal  of  the  Maxwell  grant 
has  been  translated  from  the  pamphlet  of  Messrs.  De  Groot  and  Leembruggen,  published 
in  the  Dutch  language,  at  the  Hague,  in  1874.  My  imperfect  knowledge  of  this  foreign 
tongue  has  been  a  constant  drawback  to  me.  Still  it  is  believed  that  some  interesting 
facts  will  be  found  in  the  translation.  It  is  my  opinion  that  this  coal  belongs  to  the 
Cretaceous  age,  reasoning  from  the  fact  that  I  have  referred  the  foot-hills  in  which  this 
coal  formation  occurs  to  the  same  age.  I  have  been  unable  to  find  anv  expression  of 
opinion  on  the  geological  age  of  the  coal  in  the  above-mentioned  work.  I  will  now 
quote  the  principal  part  of  the  description  of  the  coal  formation  given  by  Messrs.  De 
Groot  and  Leembruggen : 

'*  The  coal  formation  extends  from  the  Cimarron  River  northward  to  the  northern 
boundaries  of  the  grant  in  the  Territory  of  Colorado.  On  the  west  the  boundaries  of 
this  formation  nin  half  a  mile  east  of  Ute  Creek,  along  the  Poiiil  Park,  Van  Bremmer 
Park,  Francisco  Pass,  and  Francisco  Park,  to  the  northern  limits  of  the  grant.  On  the 
east  the  coal  formation  is  bounded  by  mesas  and  by  the  '  plains,'  which  are  covered  with 
Quaternary  deposits  as  far  as  the  Cimarron  River.  Ou  this  eastern  part  of  the  grant 
the  strata  of  the  coal-formation,  and  the  coal-beds  occurring  therein,  lie  horizou tally, 
while  those  beds  in  the  western  part  which  rest  nu  metamorphic  rock  have  a  moderate 
dip  of  at  most  10^  to  15^  with  the  horizon.    This  coal-field  appears  to  have  undergone 

a  gentle  and  slow  upheaval. 

#  *  •  «  «  •  • 

"  In  the  western  part  of  tho  grant  the  ridges  of  hills  have  a  moderate  height,  the 
range  of  mountains  is  circular,  and  the  valleys,  which  are  likewise  circular,  pass  on  both 
sides  gradually  into  the  hills.  Faults  of  minor  importance  have  occurred  here.  When 
one  enters  the  valleys  from  the  eastward  a  large  quarry  Is  presented  to  the  eye,  wherein 
the  component  beds  of  the  coal-formation  are  exposed  in  nearly  vertical  walls.  In  this 
locality  the  valleys  are  wider,  and  the  dislocations  in  the  strata  have  been  the  greatest. 
Undoubtedly  the  coal -formation  extends  under  the  plains  on  the  east,  but  within  the 
grant  it  does  not  come  to  the  surface,  it  being  covered  with  alluvium. 

"  In  the  southeastern  part  of  the  grant,  granite  and  gneiss  rocks  have  been  upheaved, 
which  have  partly  overlaid  the  westerly  edge  of  the  coal-formation,  and  exerted  a 
favorable  influence  on  the  coal  occurring  therein,  but  the  rocks  have  also  broken 
through  a  part  of  this  coal-formation,  and  overlaid  a  region  4  or  5  miles  broad.  In 
this  area  the  rocks  have  undergone  coufiiderable  change,  which  has  resulted  in  the  for- 
mation of  quartziteo,  hard  shales,  clay  schist,  and  sandstone.  These  metamorphic 
rocks  occur  along  the  western  end  of  the  coal-formati«n,  while  more  westerly  the  gran- 
ite and  gneiss  rocks  are  found,  which  were  the  cause  of  the  metamorpbism.  We  can 
never  say  with  certainty  how  far  the  coal-formation  extends  outside  the  limit  of  the 
grant,  but  it  is  certain  that  it  extends  east  from  the  Spanish  Peaks,  and  that  coal  has 
been  worked  within  from  2  to  4  miles  of  Trinidad,  in  the  vicinity  of  boundaries  of  the 
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Maxwell  grant.  The  mesas  which.occur  in  the  northern  and  eantern  bonnclaries  of  tbo 
coal-fortuation  consist  of  basalt,  and  belong  to  the  Fisher's  Peak,  a  basaltic  mooDtain 
that  has  the  genuine  *trap'  form,  and,  together  with  the  mesas  in  the  northeasteni 
part  of  the  Maxwell  grant,  belongs  to  ihe  Raton  Mountains,  which,  on  the  northern 
part  of  the  grant,  extend  east  and  west,  and  continue  on  the  eastward  for  26  miles  be- 
yond the  grant. 

"  The  basaltic  mass  of  the  mesas  in  the  northeast  part  of  the  grant  also  ontcrops 
in  various  little  mesas,  but  ic  has  filled  besides  many  fissnres  in  the  coal-formatioo, 
and  accordingly  conies  to  the  surface  in  dikes.  Wherever  this  has  taken  place  in  the 
coal-formation  the  basalt  has  metamorphosed  the  rock  and  the  coal  in  the  immediate 
neighborhood.  In  one  place  in  Red  River,  7  miles  in  the  valley  above  the  Red  River  Sta- 
tion, the  basalt  has  broken  through  a  coal-bed  2  feet  thick  horizontally,  overlying 
merely  a  email  part  of  the  metamorphosed  coal,  and  where  the  basalt  has  destroyed  the 
coal  the  space  is  filled  with  a  basaltic  mass.  This  metamorphosed  coal  is  graphite,  in 
some  places  very  pure  graphite,  that  can  be  developed  in  crder  to  be  used  for  crncibles, 
for  greasing  tools,  or  for  diminishing  friction.  The  basalt  has  done  but  little  damage  in 
the  coal-formation,  and  it  is  certain  that  the  rock  has  been  penetrated  by  the  be-at  de- 
veloped thereby ;  it  has  also  co-operated  to  enhance  the  good  properties  of  the  coal  as 
fuel.  The  coal-beds  outcrop,  especially  on  the  western  edge  of  the  coal-formatioo,  and 
likewise  in  all  the  valleys  of  the  creeks  which  run  through  this  formation.  There  are 
three  localities  where  the  coal-beds  have  been  developed  and  investigated.  A  descrip- 
tion of  them  will  now  be  given.  ^ 


(I 


SECTION  IN  THE    POSiL  VALLEY. 


''  Three  miles  from  the  plains  in  the  Pofiil  Valley,  and  5  miles  from  Cimarron,  abont 
6,900  feet  above  sea-level,  a  section  of  the  coal  is  exposed  on  both  sidfs  of  the  Pouil 
Creek.  The  coal-bed  is  4  feet  thick,  and  consists  of  pure  coal  without  bands  of  clay. 
It  is  inclosed  by  1  foot  top-clay  and  by  2  feet  under-day.  The  clfiy  and  sandstone  beds 
that  lie  above  the  coal  have  sufficient  firmness  to  rest  on  large  openings  without  car- 
ing in,  while  the  qnartzose  clay  sandstone  that  lies  under  the  coal  is  a  very  hard  rock 
that  makes  an  admirable  foundation,  w^hich  never  will  be  exhausted  during  the  work- 
ing of  the  coal. 

'*As  regards  the  properties  of  the  coal  of  New  Mexico,  it  may  be  stated  that  it  is 
particularly  fitted  for  the  preparation  of  coke,  for  use  in  (generating  steam,  and  for 
making  iron.  This  coal  is  aho  useful  for  smiths'  work.  It  is  less  fitted  for  making 
gas.  In  the  valley  of  the  Ponil  clayey  spherosiderite  is  found,  apparently  derived  from 
the  clayettoue  beds  which  accompany  the  coal,  whence  these  lenticular  balls  of  cUyrj 
oarbonato  of  iron  have  occurred  in  the  valley  by  moaus  of  weathering. 

"section  in  the  vermejo  valley. 

"  In  a  cation  of  the  Vermejo  Valley  an  important  outcrop  of  the  coal-formatioo  ia 
found,  wherein  occur  never  less  than  seven  large  and  small  ooal-beds,  and  clayey 
spherosiderite,  in  lens-formed  balls,  as  well  as  clay  ironstone,  in  thin  beds.  Eoterinj; 
this  cafion  3f  miles  in  the  Vermejo  Valley,  on  the  south  side,  and  three-quarters  of  a 
mile  in  the  cafion,  on  the  nothwest  side,  the  outcrop  is  seen.  The  ooal -formation  ha« 
here  a  thickness  of  200  feet.  The  coal  is  always  at  least  21.5  feet  thick.  The  four 
lowest  beds  have  suificieut  dimensions  as  to  be  capable  of  being  developed.  The  low- 
est of  these  beds  contains  a  mass  of  coal  7  feet  thick.  In  the  second  bed,  counting; 
from  below  upward,  occur  two  beds  of  iron- ore,  the  one  being  carboniferous  and  tbe 
other  argillaceous.  Each  of  these  deposits  of  ore  varies  from  2.5  to  3  inches  thick,  aod 
corresponds  to  the  black-band  ore  of  Scotland  and  South  Wales. 

"  The  third  and  fourth  coal-beds  have  about  the  same  thickness,  vis,  3  feet  of  pare 
ooal,  but  clayey  concretions  occur  also.  A  deposit  of  claystone,  2  feet  thick,  lies  above 
the  fourth  ooal-bed,  in  which  lens-formed  masses  of  sphei'osiderite  are  imbedded.  Tba 
size  of  the  *  pen nystoms*  of  argillaceous  irou-ore,  which  occur  in  the  previously-de- 
scribed bods,  varies  from  very  small  t«  2  feet  in  diameter  and  9|  inches  thick.  These 
coal-beds  lie  horizontally,  and  are  similar  in  quality  to  those  la  tbe  Poiiil  Valley. 

"SECTION   IN  THE  COTTONWOOD  CA5fON,  RED  RIVER. 

"lo  entering  the  valley  of  the  Red  River  one  sees  the  coal-formation  exposed  at  a 
point  4  miles  from  Red-River  Station,  (Stockton  ranch,)  on  the  south  side  of  the 
cafiou.  There  is  a  workable  coal-bed  5^^  feet  thick.  This  bed  is  free  from  claystime 
concretions,  an  d  lies  horizontally.  The  coal  has  the  same  good  properties  as  that  of 
the  Vermejo  and  Poiiil  Valleys.  In  case  railway  communication  between  Cimarron  an 
Fort  Lyon  and  Graiiada  is  brought  about,  the  coal  at  the  above-uientioued  lucalitits 
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can  be  worked  advantageoasly  on  account  of  the  favorable  position  it  occnpieH.  No 
shaft  needs  to  be  made  for  the  deyelopment  of  the  coal.  In  each  of  the  three  locali- 
ties the  coal  can  be  worked  by  galleries  driven  into  the  sides  of  caHoos.  As  regards 
the  evolatioo  of  ^as,  it  may  be  said  that,  nccor<ling  to  present  developments,  there  is  no 
reason  to  dread  this  source  of  danger.  The  valae  of  these  workable  coals  is  highly 
important  in  this  region,  which  is  situated  so  far  from  the  great  North  American  coal- 
field, and  when  deep  borings  shall  have  been  made  here  the  richness  of  the  coals  will 
appear  to  be  much  greater  than  we  can  safely  estimate  this  wealth  at  the  present 
time./ 

Proceeding  north  from  Trinidad,  the  country  is  underlaid  by  sant^stone  until  the 
Spanish  Peaks  are  reached.  Here  dikes  of  basalt  and  trachyte-porphyry  occur.  In 
Rydar's  Canon  a  bed  of  coarse-grained  limonite  occurs  near  the  wagon-road. 

Near  the  plaoita  of  La  Molina,  a  few  miles  from  East  Spanish  Peak,  a  dike  of  basalt 
occors,  having.a  height  of  25  feet  and  a  width  of  5  feet.  It  rnns  northeast  and  south- 
west, and  has  broken  through  the  yellow  sandstone.  As  far  as  my  observations  go, 
this  is  the  only  basalt  near  the  Spanish  Peaks.  At  Wa)senburg  and  at  Fisher^s  Peak 
this  rock  of  course  is  fonnd,  but  between  these  places  and  East  Spanish  Peak  I  ob- 
served no  basalt,  except  at  the  locality  mentioned  above. 

In  the  plain  lying  northeast  of  Trinidad  a  few  buttes  of  basaltic  rocks  are  found. 
Near  the  Santa  Clara  Creek  I  noticed  two  buttes  of  horubleude-porphyry,  having  a 
granular  texture. 

At  Walsenburg,  on  the  Cucharas  River,  a  bed  of  coal  occurs.  The  locality  is  on  the 
west  side  of  th'e  river.  As  my  visit  at  Walsenburg  was  so  short,  I  was  unable  t.o  ex- 
amine this  deposit  of  coal,  and  therefore  merely  mentiou  the  occurrence  of  the  min- 
eral. No  attempt  had  been  made  to  work  the  coal  at  that  time,  (June,  1875  )  It  is 
possible  that  this  coal  may  belong  to  the  same  age  as  the  coal  of  Trinidad.  There  are 
adveral  low  ridges  of  basalt  running  north  and  soutli  near  Walsenburg. 

Twelve  miles  east  of  the  town  an  isolated  butte  of  basaltic  rocks  occurs  in  the  midst 
of  the  plain.  It  is  called  the  Orphan  Peak,  or  Cerrito  del  Huerfano.  The  main  part 
of  the  butte  consists  of  granular  diorife,  while  on  the  west  side  a  mass  of  compact 
basalt  ontcrops.  This  butte  is  about  200  feet  h*gh  and  200  yards  long.  It  is  longer 
from  north  to  south  than  from  east  to  west.  These  detached  masses  of  igneous  rock, 
lying  east  of  the  Spanish  Peaks  at  distances  varying  from  20  to  25  miles,  were  evidently 
upheaved  toward  the  close  of  the  elevation  and  formation  of  the  main  range.  Lat- 
eral vents  existed  in  the  earth's  crust  through  which  the  basalt  was  erupted.  The 
numerous  dikes  of  trachyte  and  hornblende-porphyry  on  the  eastern  and  northern 
sides  of  the  Spanish  Peaks,  and  on  the  eastern  side  of  Sheep  Mountain,  bear  evidence 
of  the  vast  amount  of  igneous  action  that  has  played  a  very  important  part  in  shap- 
ing the  physical  features  of  the  country.  These  dikes  of  rock  are  in  general  not  more 
than  100  feet  high.  They  run  in  all  directions,  especially  in  the  vicinity  of  the  Span- 
ish Peaks,  whence  the  dikes  radiate  like  the  spokes  of  a  wheel.  Near  ihe  hesid  of  Bear 
Creek  two  of  these  walls  run  at  right  angles  to  each  other.  The  country  lying  east  of 
the  Huerfano  and  north  of  Badito,  which  borders  on  the  region  traversed  by  dikes,  has 
been  described  in  the  annual  report  for  1875. 


Appendix  I. 


report  on  the  ornithology  of  portions  of  nevada  and  california,  by  mr.  h. 

w.  hensuaw. 

United  States  Engineer  Office, 
Geographical  Surveys  west  of  the  100th  Meridian, 

Washington,  /).  C,  April  U^,  1877. 

Sir:  I  have  the  hou'>r  to  transmit  the  following  report  upon  the  ornithology  of  the 
region  visited  by  me  dnring  the  field-seaeou  of  l(r7(). 
Very  respectfully,  your  obedient  servant, 

H.  W.  Henshaw. 
Lieut.  Geo.  M.  Wheeler, 

Corps  of  Engineers^  in  charge. 


My  opportunities  for  investigating  the  bird  fauna  of  this  region  began  in  the  vicinity 
of  Carson  City,  Nev.,  dnring  the  last  week  of  August.  The  rendezvous-camp  estab- 
lished here  continued  till  September  15.  Up  to  this  date  most  of  my  time  was  occupied 
in  making  collections  in  natural  history,  such  points  being  visited  in  the  neighborhood 
of  Carson  as  were  accessible  by  daily  trips.    The  party,  in  immediate  charge  of  Lieu- 
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tenaot  M.  M.  Maoorob,  to  which  I  was  attached  for  the  seasoiif  left  Canon  on  the  15th 
of  September,  and  from  that  date  till  the  termination  of  my  field-work,  except  a  period 
of  ten  dayB  from  November  10  to  the  20th,  which  I  spent  at  Carson,  I  was  occupied  io 
the  immediate  vicinity  of  Lake  Tahoo,  or  in  the  mountains  lying  contiguons  to  it.  It 
will  thus  be  seen  that  the  season's  results  fall  nnder  two  distinct  heads,  according  a8 
they  were  obtained  in  the  valleys  to  the  east  of  and  adjoining  the  main  chain,  or  were 
derived  from  observations  in  the  monntains.  In  presenting  lists  of  the  birds  observed, 
with  such  notes  as  I  was  able  to  gather,  I  have  thus  divided  them.  In  connection  with 
my  work  it  is  pleasant  to  l)e  able  to  speak  of  the  assistance  and  co-operation  so  cordially 
extended  to  me  by  the  officer  in  char^^e,  as  well  as  by  the  remaining  members  of  the 
party.  Fnrthennore,  I  have  to  gratetully  acknowledge  the  substantial  assistance  re- 
ceived frqm  Mr.  H.  G.  Parker,  of  Carson  City,  Nev.,  not  only  in  the  shape  of  rare  birde, 
the  results  of  his  enthusiastic  labors,  but  also  for  much  information  concerning  the 
haunts  of  birds,  wkich  his  thorough  acquaintance  with  the  country  enabled  lum  to 
supply. 

By  the  last  week  in  August  such  of  the  birds  as  still  remained  in  the  neigbborbood, 
and  which  do  not  winter  here,  bad  either  congregated  in  flocks  or  were  in  the  act  of 
assembling,  preparatory  for  their  departure  in  search  of  a  more  congenial  winter  cli- 
mate ;  while  not  a  few  of  the  less  hardy  species,  as  the  tanagers,  orioles,  grosbeaks, 
&c.,  had  already  taken  their  leave ;  hence  a  very  considerable  number  of  species  that 
are  common  to  the  region  as  summer  visitants  were  not  seen  at  all  by  us ;  from  which 
fact  it  results  that  our  list  of  the  birds  noticed  during  the  season  is  very  far  from  being 
a  complete  enumeration  of  the  actual  nnmber  of  species  belonging  to  this  region. 

The  valley,  on  the  west  side  of  which  Carson  City  is  situated,  does  not  possess,  owing 
to  the  almost  complete  absence  of  timber,  the  natural  characteristics  which  serve  to 
attract  a  great  number  of  species  of  birds. 

Along  the  banks  of  the  Carson  River,  and  fringing  the  borders  of  the  other  small 
streams,  especially  where  they  debouch  from  the  monntains,  is  found  a  limited  amoaot 
of  shrubbery,  which  serves  to  invite  and  give  shelter  to  the  species  that  usnaJly  fre- 
quent similar  localities.  The  remainder  of  the  valley,  not  lying  close  enough  to  Uie 
streams  to  admit  of  irrigation  and  cultivation,  is  clothed  only  and  everywhere 
with  sage-brush  and  grease-wood,  and  is  inhabited  by  but  a  limited  nnmber  of  the 
feathered  tribe.  The  foot-hills  and  eastern' faces  of  the  mountains  immediately  over- 
looking the  Washoe  and  Carson  Valleys  were  formerly  covered  with  a  dense  pine 
forest,  which  closely  hemmed  in  the  valleys.  Within  a  few  years  this  has  been  en- 
tirely swept  away,  leaving  the  hills  comparatively,  and  in  some  places  absolutely, 
denuded  of  vegetation.  As  a  consequence,  most  of  the  wood-loving  species  that 
formerly  extended  down  to,  or  even  into,  the  valleys,  have  retreated  upward,  and 
now  only  appear  below  as  occasional  stragglers,  or  in  winter. 

The  avifauna  of  the  region  about  Carson,  the  mountains  being  excluded,  offers  to 
our  notice  little  or  nothing  that  is  peculiar,  or  that  will  serve  to  distinguish  it  from 
that  much  farther  to  the  eastward.  In  fact,  a  large  proportion  of  the  forms  are  those 
common  to  the  interior  province  generallj^,  of  which  the  entire  eastern  portion  of  Ne- 
vada may  be  regarded  as  an  integral  part. 

It  is  only  when  we  leave  the  plains  and  low.  o]>en  valleys,  and  ascend  into  the  foot- 
hills, that  we  begin  to  meet  with  any  well-marked  change  in  the  aspect  of  the  bird- 
life.  This  change  is  a  somewhat  abrupt  one,  and  is  quite  strictly  coincident  with  the 
line  of  deniarkation  between  the  valleys  and  the  elevated  foot-hills,  being  hence  chiefly 
indicated  by  the  presence  of  such  species  as  are  pre-eminently  mountain  forms.  Thus 
in  the  shrubbery  skirting  the  foot-hills,  and  in  the  ravines,  we  find  the  California  jay 
{Cyanocitta  \&T,  caUfomiea.)  Reaching  the  foot-hills  the  mountain-quail  begins  to  be 
numerous.*  Still  higher  up  the  shrubbery  of  the  mountains  was  found  to  be  the  home 
of  the  curious  Thick-billed  sparrow  {VasHereUawikV.megaryncha,)  It  is,  however, in 
the  pine  region  proper  that  the  change  becomes  most  marked. 

Here  nre  found  Tardus  usinlatua  ;  Cyanura  y&r.Jrontalia  ;  Selaaporus  rufus ;  Sphyrap- 
icu8  ruber  and  Ficus  albolarvatua. 

All  of  the.  above  species  are  fonnd  as  regnlar  summer  inhabitants  of  this  region, 
while  the  wood[>eckers  and  jays  are  constant  residents. 

From  the  occurrence  of  these  specie8,^which  may  be  regarded  as  belonging  essentially 
to  the  Pacitic  province,  along  this,  the  eaHtern  slope  of  the  Sierra  Range,  we  may  safely 
draw  the  line  which  shall  divide  the  middle  from  the  Pacific  province  at  the  foot  of 
the  eastern  slope  of  the  mountains,  and  considt^r  this  slope  of  the  main  chain  as  belonj;- 
ing,  so  far  as  its  avian  fauna  is  concerned,  to  the  Pacific  province.t 

*As  ascertained  by  Mr.  Ridgway,  this  species  is  found  somewhat  farther  to  the  east- 
ward, reaching  the  mountains  by  means  of  the  connecting  foot-hills.  The  flocks  ap- 
pear, however,  to  be  little  else  than  stragglers,  and  with  the  eastern  slope  of  the  main 
chain  this  bird  ceases  to  be  common,  and  the  species  is  soon  lost  altogetber. 

tTvvo  of  the  mammals  found  by  us  along  this  slope  also  point  to  the  sameconclosioQ. 
The  large  Spermopilus  instead  of  being  tbe  interior  form  grammurua  is  the  var.  betckyie 
of  tbe  Pacific  province.    Similarly  the  small  Sciurus  is  douglani  instead  of  richardio»L 
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Below  is  appended  a  fnll  list  of  the  Pacific  province  forms  that  find  their  eastern 
limit  along  the  eaetern  slope  of  the  main  chain.* 

I.  Species  limited  by  eastern  slope : 

1.  Zonotrichia  coronata.    Fall  migrant. 

2.  P(i88erella  yar.  inegaryncha.    Summer  resident. 

3.  PipUo  var.  oregonus.    Resident. 

4.  Cf/anuraY&T.  frontalis.    Resident 

5.  Cyanocitta  var.  cali/ornica.    Resident. 

6.  Picus  albolarvatua.    Resident. 

7.  Sphyrapieus  ruber.    Resident  in  small  nnrabers;  fall  migrant. 

8.  Oreoriyx  picta.    Resident. 

II.  The  following  Pacific  province  species  find  their  limit  as  above  in  the  breeding 
season,  but  during  the  migrations,  especially  in  the  fall,  they  occur  tnore  or  less  fre- 
quently at  points  at  variable  distances  to  the  eastward : 

1.  Turdus  pallaaii  var.  nanus.    Migrant. 

2.  Turdus  swainsoni  var.  ustulatns.    Summer  resident. 

3.  f  Thryothorus  hewickii  var.  spilurus.    Resident. 

4.  Troglodytes  hyemalis  Y^r.  pacificus.    Winter  resident. 

5.  Helminthophaga  celata  var.  lutescens.    Summer  resident. 
€.  Myiodioctes  pusillus  Yor,  pileolaius.    Summer  resident. 

7.  Melospiza  melodia  var.  heermanni.    Resident. 

8.  Melospiza  melodia  var.  guttata.  Perhaps  accidentaL  One  specimen  in  West  Hum- 
boldt Mountains  in  fall.    (Ridgway.) 

9.  J  unco  oregonus.    Resident. 

10.  Zonotrichia  leucopkrys  var.  intennedia,    Sammer. 

11.  i  Agalaius  pho^niceus  Y&T.  guhernator,    Snmmer. 

12.  \  Nepoccetes  niger,    Snmmer. 

13.  t  ChcBtura  Vauxii,    Snmmer. 

14.  Setasphorus  rufa,    Snmmer. 

As  noticed  above,  the  fauna  of  the  plains  and  valleys  to  the  east  of  the  main  chain 
is,  in  respect  to  its  summer  residents,  indistinguishable  from  that  of  the  middle  pro- 
vince. 

As  showing  the  sharpness  with  which  the  line  of  demarkation  is  drawn  by  the  Sierra 
Range  we  are  able  to  note  bnt  two  species,  which  may  be  considered  as  characteristic- 
ally belonging  to  the  middle  province,  which,  in  their  range  westward,  intrude  beyond 
the  limit  assigned  and  reach  into  the  mountains.  These  are  Carpodacus  frontalis  and 
Pica  nielanoleuca  var.  kudsonica.  The  first  is  numerous  about  Lake  T^oe,  but  does  not, 
so  far  as  I  could  ascertain,  reach  to  the  west  of  the  divide.  Pica  hudsonica  scarcely 
finds  its  way  into  the  range,  but  is  mostly  limited  by  the  foot-hills.  A  few  individuals, 
however,  were  noticed  by  us  on  the  borders  of  Tahoe. 

Of  the  specimens  procured  along  the  eastern  slope  during  the  reason  a  number  have 
proved  of  especial  interest,  as  illustrating  the  differentiation  which  takes  place  in  a 
species  or  variety  when  found  at  a  point  remote  from  the  locality  or  region  where  its 
peculiarities  attain  their  maximum  development,  and  which  consequently  may  be  con* 
sidered  its  true  home. 

The  eastern  slope  of  the  Sierras,  thongh  belonging,  as  has  been  shown,  to  the  Pacific 
province,  occupies  a  somewhat  intermediate  position  between  the  Pacific  and  Middle 
provinces,  and,  as  it  dift'ers  climatically  more  or  less  from  either  region,  its  birds  might 
be  supposed  to  indicate  to  some  extent,  in  plumage  or  otherwise,  the  changes  under- 
gone in  the  conditions  of  environment.  Such  has  been  found  to  be  true.  This  is  best 
illustrated  in  the  cases  of  several  birds  that  are  represented  by  different  varieties  in 
the  two  provinces.  In  all  such  instances,  while  tbey  are  seen  to  partake  more  largely 
of  the  characteristics  pertaining  to  the  PaciHc  forms,  the^  are  yet,  to  a  very  apprecia- 
ble extent,  intermediate,  and,  when  compared  with  their  respective  types  from  the  west 
coast,  will  be  seen  to  divaricate  directly  toward  the  conditions  distinguishing  the  mid- 
dle province  forms.  Thus  the  Californian  jays  (Cyanocitta  floridana  var.  cdHfornica)  of 
the  eastern  slope  not  only  have  smaller  bills  and  feet  than  coast  examples,  but  their  . 
colors  throughout  are  decidedly  lighter,  thus  approaching  in  characteristics  the  var. 
tcoodhouaei  of  the  interior,  which  in  its  typical  form  begins  to  occnr  only  in  the  east- 
ern part  of  Nevada.  Similar  differences,  though  not  carried  to  the  same  extent,  are 
fonnd  in  the  Steller's  jay,  in  the  variety  known  as  var.  frontalis,  which,  though  con- 
fined to  the  Sierras,  becomes  somewhat  lighter  colored,  with  smaller  bill,  at  its  eastern 
limit  than  in  the  Californian  coast  range  on  the  west. 

*  For  a  number  of  these,  as  well  as  for  indications  of  the  character  of  their  occur- 
rence, I  am  indebted  to  the  admirable  list  of  Mr.  Ridgway ;  vide  Bull.  Essax  Institute, 
vol.  6,  No.  10 ;  vol.  VII,  Nos.  1  and  2;  and  also  in  several  instances  to  verbal  notes  fur- 
nished by  him. 

t  These  three  birds  breed  in  the  valleys  adjoining  the  mountains. 
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The  Western  OraDge-crowned  Warbler,  (Helminthophaga  ceJata  var.  luiescens,)  which 
is  distiDguisbed  varietallyi  as  it  occurs  on  the  west  coast,  mainly  by  its  brighter  col- 
oration, is  here  decidedly  paler,  though  still  approximating  more  closely  to  this  than 
to  tlie  interior  and  eastern  form,  H.  ceJata.  The  same  is  true  of  Myiodioctes  pwtUliu  var. 
pileolatus  as  compared  with  M,  pusUlus,  The  Song  Sparrow  of  this  region,  though  re- 
ferable to  the  Pacific  type,  (Melospiza  melodia  var.  heermannit)  yet  very  distinctly  ap- 
proaches th^Jif.  YSkT.  fallax  of  the  middle  province,  and  only  a  short  distance  to  the 
east  of  the  main  chain  will  be  found  to  merge  into  the  latter.  Perhaps,  however,  in 
no  bird  is  this  tendency  toward  variation  better  shown  than  in  the  remarkable  thick- 
billed  sparrow,  (Passerella  iliaca  var.  niegaryncha,)  In  its  typical  region,  the  southern 
coast  range  of  California,  the  bill  of  this  bird  is  enormously  developed,  till.it  becomes 
almost  misshapen  through  its  extreme  depth.  Coincident  with  this  is  a  change  of 
color,  it  being  several  shades  darker  than  its  representative  from  the  interior,  P.  var. 
achietacca.  Examples  from  the  eastern  slope,  though  unmistakably  of  this  variety,  show 
in  the  modification  of  these  peculi.arities  that  many  steps  have  been  taken  toward  the 
schistacea  form.  The  colors  are  lighter ;  the  bill,  though  still  much  larger  th%n  is  ever 
found  in  the  latter  bird,  is  perhaps  scarcely  half  the  size  found  in  extreme  examples nf 
P.  var.  megaryncha.  Other  species  showing  a  similar  tendency  might  also  be  cited,  all 
having  the  same  significance,  viz,  a  differentiation  from  the  typical  condition  of  their 
respective  forms  toward  the  interior  type,  coincident  with  their  intermediate  habitat 

The  small  number  of  species  of  the  Warbler  family  (Sglvicolidce)  represented  in  the 
Sierra  Range,  as  remarked  by  us  during  the  season  of  1875  in  California,  and  again  the 
past  season  on  the  eastern  slope,  as  compared  with  the  number  found  in  the  Rocky 
Mountains,  is  a  matter  of  much  interest.  When  the  comparison  is  extended  to  tbe 
middle  and  Pacific  provinces  proper,  nearly  the  same  numerical  ratio  is  found  to  exist. 
Noticeable  as  this  is  in  the  cases  of  these  two  provinces,  when  a  like  comparison  is  made 
with  the  eastern  province,  a  much  greater  discrepancy  in  the  number  of  thid  group  is 
seen.  To  so  great  an  extent  is  this  triie  that  in  a  division  of  the  continent  into  tvo 
longitudinal  sections  this  family  would  enter  as  a  very  important  factor  of  the  prob- 
lem, the  number  of  Warblers  found  in  the  eastern  province,  (its  divisional  line  beioj^ 
drawn  at  about  the  one-hundredth  meridian,)  as  compared  with  the  western  half,  beiog 
nearly  as  two  to  on'e.  No  fewer  than  forty-two  species  of  Warblers  inhabit  the  eastern 
region.  The  greater  proportion  of  these  occur  in  the  extreme  eastern  part,  being  there 
distributed  to  the  several  avian  faunas  that  have  been  marked  out  from  along  its  soutb- 
eru  border  to  its  northernmost  limits.  Tbe  greatest  number  of  species  occur  towards  iu 
northern  portions,  especially  in  the  Alleghauian  and  Canadian  faunas  as  restricted: 
those  whose  habitat  is  northern,  .visit,  of  course,  the  lower  faunas  in  their  migratiotu. 

As  localities  to  the  westward  are  noted  it  will  be  found  that  the  number  of  species 
diminishes,  and  several  birds  are  lost  sight  of  ere  reaching  the  Mississippi  River.  Oa 
its  western  edge  the  eastern  province  loses  quite  a  large  proportion  of  its  character- 
istic species,  no  fewer  than  fourteen  which  occur  along  its  eastern  half,  being  abseos 
in  Kansas.  A  small  percentage  of  eastern  species  still  persist  when  the  middle  province 
is  entered,  some  of  them  being  found  clear  across  the  continent,  forming,  indeed,  the 
larger  percentage  of  the  sylvicoline  avi-fauna. 

The  following  is  a  list  of  the  eastern  species  that  remain  when  the  middle  provinoe 
is  reached : 

1.  Helminthophaga  celata. 

2.  Dendwica  aativa, 

3.  Geothtypis  trichas. 

4.  Icteria  virena,  " 
r>.  Myiodiocies  puaillue, 

6.  Setophaga  ruticilla, 

Helminthophaga  ruficapillaf,Dendroica  coronata^  D.  sU'iaia,  D.  maculosa,  and  Sdmru$  *«- 
veboracensU  have  all  been  found  more  or  less  numerously  in  Colorado  and  elsewheir 
within  the  limits  of  the  middle  region.  They  do  not,  however,  breed  there,  but  occor 
only  as  migrants  in  spring  or  fall  as  they  pass  to  or  from  their  northern  summer  haunts 
within  the  eastern  province  ;  hence  they  are  not  included  in  the  above  list. 

To  those  enumerated  are  to  be  added  several  species  which  are  characteristic  of  the 
middle  province,  in  so  far  at  least  as  they  are  not  found  at  all  within  the  limit-s  of  the 
eastern ;  one  or  two  of  these  occur,  so  far  as  known,  only  as  migrants,  their  proper 
habitat  being  the  Pacific  province ;  several  are  confined  to  the  extreme  soathem  por- 
tion of  the  Rocky  Mountains;  three  only  are  confined  to  this  province. 

The  additional  species  are  : 

7.  Helminthophaga  luciai. 

8.  Helminthophaga  virginics. 

9.  Dendroica  occidentalis, 

10.  Dendroica  toivnaendi, 

11.  Dtndroica  nigreacena. 
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12.  Dendroica  auduhonii, 

13.  Dendroira  oUvacea, 

14.  Dendroica  gracice, 

15.  Geothlypis  maegilUvrayL 

16.  Setophaga  picta, 

17.  Cardellina  ruhrifrona.  • 

Helminthopliaga  lucicSt  virginicBt  and  Dendroica  gracicBf  are  the  only  ones  belonging  ex' 
clnsively  to  this  region. 

0(  Dmdroica  occidenfaJidj  lotcnaendii,  and  vigrescenSj  the  two  first  come  more  properly 
within  the  Pacific  province,  as  they  breed  about  the  Colnmbia  River  and  Northern  Sier- 
ras, and  only  find  their  way  to  the  Rocky  Moiintair  s  during  the  fall  migrations,  and  then 
to  the  southern  portions  of  the  chain.  Dendroica  nigrescena  is  equally  an  inhabitant 
of  both  regions.  Dendroica  olivacea,  Seiophaga  picta,  and  Cardellina  mftri/row*  only  occur  in 
our  territory  in  Southern  Arizona.  This  portion  of  that  Territory,  as  well  as  the  cor- 
responding part  of  New  Mexico,  faunally  considered,  belongs  with  and  is  indivisible 
from  Northern  Mexico. 

Leaving  the  middle  region  and  approaching  the  Pacific  coast,  we  find  that  the  num- 
ber of  warblers  still  diminishes,  whether  we  consider  the  mountains  proper,  or  the  low 
coast  regions.  In  this  province  we  find  no  species  which  we  have  not  recognized  in 
one  or  the  other  of  the  two  provinces  mentioned,  though  D,  occidentalh  and  D,  townsendii 
are  characteristic  of  this  proviuce  as  summer  residents. 

The  following  is  the  list : 

1.  Helminthophaga  rufieapilla, 

2.  Helminthophaga  oelata  var.  lutescena. 

3.  Dendroica  a^iiva, 

4.  Dendroica  occidentalia, 

5.  Dendroica  townsendii, 

6.  Dendroica  nigreacms, 

7.  Dendroica  coronata  f 
d.  Dendroica  audul)oniu 
9.  Geothlypis  UHch4M, 

10.  Geothlypia  macgillivrajfi, 

11.  Icteria  virens, 

12.  MjfiodiocieB  puaillua  r&r,  pileolatus. 

Two  instances  are  to  be  noted  here  where  birds  continuing  unchanged  as  they  pass 
from  the  eastern  into  the  middle  proviuce,  are  in  the  Pacific  region  differentiated  into 
varieties,  namely,  Helminthophaga  var.  lutescena  acd  Myiodioctea  yslt.  pileolata. 

The  evident  preponderance  of  the  number  of  species  of  this  group  in  tbe  Eastern 
United  States,  taken  in  connection  with  the  fact  that  so  large  a  proportion  of  the  forms 
that  occur  in  the  western  half  of  the  country  are  ea^>tern  species,  but  little  changed,  or, 
as  in  most  instances,  actually  the  same,  and  that  so  few  are  peculiar  to  that  region, 
seems  strongly  to  favor  the  assumption  that  it  was  in  the  East  that  the  family  had  its 
origin,  and  that  few,  perhaps  none,  of  the  group  were  indigenons  to  tbe  West. 

A  further  consideration  of  the  number  of  warblers  inhabiting  the  more  northern  and 
eastern  parts  of  North  America,  in  comparison  with  those  of  the  southern  parts  ot 
Mexico  and  Sonth  America,  seems  to  point  tq  the  conclusion  that  the  original  centerpf 
tbe  family  was  actually  in  this  (the  former)  region,  and  that  it  radiated  out  from  a 
comparatively  circumscribed  area,  to  become  firmly  established  in  and  indigenous  to 
the  sections  where  it  now  flonrishes.  The  Canadian  and  Hudsooian  faunas,  as  re- 
stricted by  Allen,  receive  a  larger  proportion  of  warblers  in  the  breeding  season  than 
are  to  be  found  in  any  other  region  of  North  America  of  similar  extent. 

In  his  g'Ographical  distribution  of  mammals,  Wallace  arrives  at  a  similar  conclusion 
respecting  the  MotadllidcBf  (warblers,)  giving  their  probable  origin  as  North-Temperate 
America. 

LIST  OF  BIKDS  OBSERVED  NKAR  CARSON  CITY,  NEV.,  FROM  AUGUST  25  TO  SEPTEMBER  16, 
AND  FROM  NOVEMBER  10  TO  NOVEMRBR  20,  1876,  WITH  NOTES. 

TURDIDiE. 

1.  Tardus  migratoriuat  L.,  var.  propinquuaf  R. — ^Nevada  Robin. 

Under  the  above  name  Mr.  Ridgway  has  recently  described  a  western  variety  of  the 
robin,  and  has  indicated  certain  aiiferences  that  obtain  in  the  species  as  it  occurs  from 
the  eastern  base  of  the  Rocky  Mountains  westward,  as  compared  with  examples  of  the 
bird  from  the  region  east  of  the  Missouri  Plains. 

The  specimens  we  have  seen  from  Nevada  correspond  well  with  his  diagnosis  of  the 
above  bird,  and,  while  we  cannot  consider  the  forms  in  question  as  illustrating  **  two 
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very  stroDgly  marked  geographical  races,"  they  yet  appear,  to  be  admissible  as  slight 
varietal  forms. 

Apparently  not  a  common  species  in  the  valleys  dnriug  the  sammer  and  fall;  said 
to  be  abundant  in  the  early  f priug  months  along  the  water-courses. 

2.  Oreoscoptes  montunus  (Towns.)- — Sage  Thrush. 

Fairly  numerous  amongst  the  sage-brush.  The  Sierras  appear  to  liifiit  absolutely 
the  westward  range  of  this  species,  and  it  seems  to  be  entirely  wanting  in  California, 
except  in  the  extreme  southern  portion,  where  it  reaches  across  the  southern  line  qoitd 
to  the  coast ;  so  to  the  northward,  where  it  finds  no  lofty  mountain  barriers,  it  extends 
to  the  Columbia  River. 

SAXICOLID^. 

3.  Sialia  mexicana,  Sw. — ^Western  Bluebird. 
Common. 

4.  Sialia  arctioay  Sw. — Arctic  Bluebird. 

Noted  about  Carson  in  November,  when  it  frequented  the  cedar  and  pifion  bilU, 
descending  at  this  season  from  the  mountains,  where  found  earlier. 

SYLVlID-ffi. 

5.  Begulus  calendula^  (L.). — Ruby-crowned  Wren. 

Quite  numerous  in  the  cotton  woods  and  in  the  shrubbery  of  the  streams. 

PARIDiE. 

6.  ParuB  montanus,  Gamb. — Mountain  Chickadee. 

Though,  as  its  name  implies,  a  lover  of  the  mountains,  wherd  an  inhabitant  of  tb« 
conifers,  it  yet  iu  fall  descends  lower,  and  in  the  depth  of  winter  is  found  quite  com- 
monly among  the  deciduous  vegetation  of  the  valleys. 

TROGLODYTIDiE. 

7.  Troglodytes  aedon,  Y.,  var.  parlcmanni  (Aud.). — Park  man's  Wren. 
Not  common ;  not  seen  abaut  houses,  but  frequenting  the  shrubbery. 

8.  Ci8iotKoru8  palusirts,  Wils.,  var.  paludicoUif  Bd. — Long-billed  Marsh  Wron. 

The  sedgy  margins  of  Washoe  Lake  contain  thousands  of  these  noisy  little  wreoSf 
which  winter  here. 

MOTACILLID-S:. 

9.  Anthusludovicianus  (Gm.). — Titlark. 

Not  seen  about  Carson  in  September,  but  found  on  my  return  in  November  in  small 
numbers.  Fonnd  along  water-courses,  but  chiefly  in  wet,  meadowy  ground  or  among 
stubble. 

SYLVICOLID^. 

10.  Helminihophaga    cdaia   (Say),   var.    lutesoens,    Ridgw. — ^Western   Orange-crowned 

Warbler. 

Occurs  in  small  numbers  in  fall  in  the  shrubbery  that  skirts  the  foot-hills. 

11.  Dendroica  audu&otiu  (Towns.). — Audubon's  Warbler. 
Appearing  in  the  valleys  only  during  the  migrations. 

12.  Geothlypi8  irichas  (L.)*— -Maryland  Yello^throat. 

A  few  of  this  species  were  seen  till  into  September.  They  are  quite  nnmeroas  earlier^ 
breeding  in  the  low  portions  of  the  valleys. 

13.  Mgiodiocies  pu8iUu8  (Wils.),  yht,  pileolataj  Ridgw. — Western  Black  Cap. 
Oue  or  two  seen  along  the  borders  of  Washoe  Lake. 
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LANIID^. 

14.  ColluHo  horealia  (V.).— Great  Northern  Shrike. 

Makes  its  appearance  about  Carson  from  the  north  in  October.    Saw  several. 

15.  CoUurio  Ituloviciantu  (L.),  var.  excubitoroidea  (Sw.). — Western  Loggerhead  Shrike. 
Appears  to  be  resident  in  considerable  numbers.    Quite  common  in  November. 

FRINGILLID^. 

16.  Carpodacus  frontalU  (Say). — ^Honse  Finch. 

Abundant;  frequenting  especially,  and  in  large  flocks,  the  shrubbery  along  the  Car- 
son River. 

17.  Pa88erculu8  savanna  (Wils.),  var.  alaudinus,  Bon. — ^Western  Savanna  Sparrovr. 
Numerous  in  wet  ground. 

18.  PooeoetM  gramvieus  (Qm.),  var.  confinis,  Bd. — ^Western  Grass  Finch. 
Common  among  the  sage-brush. 

19.  Mtloapiza  melodia  (Wils.),  var.  heermanni,  Bd. — Heerman's  Song  Sparrow. 

I  saw  but  few  of  this  sparrow  in  the  valleys.  It  however  occurs  about  Carson, 
according  to  Mr.  Ridgway,  as  a  common  summer  resident,  and  a  greater  or  Icbs  num- 
ber winter. 

20.  Pooftpiza  belli  (Cass.),  var.  nevadensis,  Ridgw. — Artemisia  Sparrow. 

The  artemisia  wastes  are  peculiarly  suited  to  the  habits  of  this  species,  and  all  the 
year  round  it  may  be  foundin  the  same  localities.  It  builds  its  nest  in  the  sage-bush 
in  summer,  and  as  fall  approaches  the  flocks  congregate  together,  not  to  leave  their 
desolate  surroundings,  but  to  wander  hither  and  thither  in  more  extended  circles  over 
the  same  hnnting-groftnds.  ' 

21.  Junco  aregonus  (Towns.).— Oregon  Snowbird. 
In  fall  and  winter  numerous  in  the  valleys. 

22.  SpizeVa  Bocialie  (Wils.),  var.  arizonce  (Cones). — Arizona  Chipping  Sparrow. 
Common  in  summer. 

23.  Spizella  ftreiceri,  Cass.— Brewer's  Sparrow. 
Very  numerous,  inhabiting  the  sage-brush. 

24.  Zonotruihia  leuoophrys  (Forst.),  var.  inlermedia,  Ridgw. 

This  species  remains  in  the  mountains  till  late  in  the  fall,  bnt,  gradually  descending, 
becomes  by  November  quite  common  in  the  low  valleys,  where  among  the  brush- wood 
it  remains  during  the  winter. 

25.  Chondeatea grammaca  (Say). — Lark  Finch. 

Tolerably  numerous.  I  saw  more  individuals  in  November  than  in  August.  Fre- 
quents at  this  season  for  tlie  most  part  open  ground. 

26.  CyanoBpiza  amwna  (Say). — Lazuli  Finch. 

By  the  latter  part  of  August  cearly  all  this  species  had  migrated  to  the  south,  and 
only  an  occasional  individual  was  seen.    Numerous  in  summer. 

ICTERIDiE. 

27.  Agel<EM  phcdniceus  (L.). — Red- winged  Blackbird. 

This  is  the  common  species  of  the  marshes  about  Carson,  and  of  the  region  generally. 
This  appears  to  be  its  western  limit.  The  A,  var.  guhemaiorf  according  to  Mr.  Ridgway 
also  occurs  in  the  marshes. 

28.  Xanthocephalaa  icterocephalus  (Bp.). — Yellow-headed  Blackbird. 

This  bird  does  not  appear  to  be  found  in  any  considerable  numbers  in  this  locality. 
They  were  more  or  less  common  in  November  about  the  tulle  sloughs^  and  remain  dur- 
ing the  winter. 
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29.  Siwrnella  magna  (L.),  var.  negUcta, — ^Western  Meadow  Lark. 

Very  nameroaQ  both  in  sammer  and  winter,  being  ohiefly  fonnd  in  the  pastnrei,  bat 
frequenting  to  some  extent  the  sage-brush. 

30.  Scolecophagua  cyanocephalus  (6m.). — Brewer's  Blackbird. 

More  numerous  even  than  the  red-wings,  as,  too,  m<»«  generally  distributed.  Id  win- 
ter they  may  be  seen  in  almost  any  situation. 

CORVIDJE. 

31.  Corvus  corax  L.,  var.  carnivorus  Bartr. — American  Raven. 
A  common  resident. 

32.  Gymnokitta  cyanocephyala  Maxim, — Blue  Crow.' 

Not  an  inhabitant  of  the  valleys  proper  at  any  season,  but  often  seen  in  large  flocki 
flying  from  one  range  of  pifion  hills  to  another.  They  are  resident,  and  breed  amoog 
the  pifions. 

33.  Pica  mdanoleiica  {lj.)j  var.  hadsonicat  Sab. — Magpie. 

The  magpie  is  a  very  common  inhabitant  of  the  valleys,  being  naturally  fond  of  tb« 
densest  thickets  that  fringe  the  various  streams,  where  they  build  their  nests.  The 
bird  plays  an  important  role  as  a  scavenger,  and  the  slaughter-houses  form  the  centers 
around  which  all  the  individuals  of  a  locality  congregate. 

34.  Cy anocitta  floridana  (Bskrtr.)t  var.  calif oi^nica,  Vigors. — Calif ornian  Ground  Jay. 

This  species  crosses  the  Sierra  range,  and  is  fonnd  alonsr  the  eastern  slope  of  tb« 
mountains.  It  reaches,  however,  no  farther  than  the  foot-hills,  but  is  soon  replaced  to 
the  east  by  the  closely  allied  form,  the  Woodhonse^s  Jay,  {Cyanocltta^VAT,  tpoodhoiueu 
1  found  it  numerous  in  the  brush  of  the  foot-hills ;  not  present  in  the  pine  woods  of  the 
mountains.    By  November  all  had  passed  farther  south. 

TYRANNID^.  • 

35.  Tyrannus  verticaliSf  Say. — Arkansas  Flycatcher. 

A  very  abundant  species  about  Carson,  where  they  nest  in  the  shade-trees  along  tbi 
streets.  They  leave  for  the  south  in  August,  and  by  the  last  of  the  month  all  h^  de- 
parted. 

33.  Sayornis  sayua  (Bon.). — Say's  Flycatcher. 

A  single  specimen  was  taken  September  8.  The  species  is  doubtless  a  common  ose 
during  the  summer. 

ALCEDINID^. 

37.  Ceryle  alcyon  (L.). — Kingfisher. 
Common  on  all  the  streams. 

CAPRIMULGID^. 

33.  Antro9iomvM  nuttalU  (And.). — Nuttall's  Poorwill. 

Present  in  considerable  numbers  during  summer.  The  species  migrates  during  tb« 
month  of  September,  and  is  then  very  frequently  starttd  up  from  among  the  scrub  a&d 
brush  of  the  hillsides. 

39.  Chordeiles  popetue  (Vieill.),  var.  henryi,  Cass.— Western  Night-Hawk. 
Numerous  in  the  valleys.    All  had  disappeared  by  the  last  of  August. 

TROCHILID^. 

40.  Selasphorus  rufus  (Gmel.). — Rufous-backed  Humming  Bird. 

An  occasional  individual  seen,  which  had  strayed  down  from  the  neighboriDg  mooot 
ains.    Probably  not  found  in  the  valleys  at  all  in  summer. 
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PICIDiE. 

41.  PiciuviUosus  (L.)y  ^Ar.  Mrrisii,  Aud. — Harris's  Woodpecker. 

Not  common  in  the  valleys,  bat  occasionally  seen  in  the  trees  aboat  Carson  in  the 
fall. 

42.  Colaptea  mexicanus  (Swains.). — Red-shafted  Flicker. 

Qaite  common  in  the  valleys  in  summer;  more  namerons  in  fall. 

STRIGID^. 

43.  0tu8  vulgar'u  (L).  var.  toihonianu9  (Less.) — Long-eared  Owl. 

The  only  arbori^al  speciee  that  is  at  all  common  in  the  valleys.    This  bird  is  very 
nnmeroas  and  lives  the  year  ronnd  in  the  little  copses  of  willows  and  the  denser  thick- 
ets bordering  the  swampy  lands.    Their  food  consists  almost  exclusively  of  tield-raice, 
of  which  they  kill  vast  numbers,  a  fact  which  should  earn  them  the  protection  of  the 
farmers. 

44.  Speotyto  cunicularia  (Mol.),  var.  hypugaa  (Bon.). — Burrowing  Owl. 

An  abundant  resident  in  some  of  the  high  pasture  lands  about  Carson,  their  location 
being  only  deterniiued  by  the  presence  of  suitable  burrows  made  by  the  several  species 
of  ground-squirrels  (Sptrmophilua.) 

FALCONID^. 

45.  Faico  communis  Gmel.,  var.  anatum,  Bon. — Duck  Hawk. 

In  fall  making  its  appearance  in  considerable  numbers  along  the  sloughs  and  on  the 
borders  of  the  lakes,  where  it  is  always  ready  to  capture  the  water-fowl  disabled  by 
the  gunners.  Its  powers  of  wing  are  ample  to  enable  it  to  overtake,  in  fair  pursuit,  any 
of  the  ducks,  and  many  fall  its  victims. 

46.  Falco  sparveriua  L — Sparrow  Hawk. 
Numerous. 

47.  Pandion  hali<etu8  (L.). — var.  caroUnen8i$,  Gmel. — Fish  Hdwk. 
Common  on  the  lakes  and  streams. 

48.  Circus  cyan€us-(Jj.).  var.  hudsoniuSf  L. — Marsh  Hawk. 

The  most  abundant  of  all  the  predatory  birds.  Exceeding  numerous  in  the  marshes. 
Never,  I  think,  interfering  with  the  water-fowl,  except  when  wounded,  and  deriving 
its  subsistence  chiefly  from  the  smaller  species  of  rodents. 

49.  Buteo  horealis  (Gmel.).,  var.  caluruSf  Cass. — Western  Red-tailed  Hawk. 
Not  very  common,  and  seen  in  the  low  valleys  only  in  fall  and  winter. 

GO.  Archihuteo  tagopus  (BmBn.).,  var.  «ancft-joAanfit«.— Rough-legged  Hawk. 

Coming  down  from  the  mountains  in  considerable  numbers  as  fall  approaches,  and' 
like  the  Duck  Hawk,  making  its  headquarters  about  the  sloughs  aud  open  sheets  of 
water.    Its  chief  dependence  are  mice,  but  it  also  seizes  many  wounded  ducks. 

51.  Aquila  chrysatus  (L.). — Gofden  Eagle. 

Mr.  Parker  presented  me  with  a  specimen  of  this  eagle,  which  he  had  killed  in  the 
fall  near  Carson.    Its  occurrence  so  low  down  is  not  common. 

5*2.  Rhinogryphus  aiira(L.). — Red-headed  Vulture. 
Numerou^about  Carson,  where  very  useful  as  a  scavenger. 

COLUMBIDiE. 

53.  Zenaidura  carolinensis  (L.). — Carolina  Dove. 
Abounds  in  the  low  valleys  everywhere. 
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PERDICID.E. 

54.  Oreorlyt  picta  (Doagl.)*— MoantaiQ  Qaa'.l. 

Scarcely  found  in  the  valleys,  yet  ranj^in^^  from  the  high  mnantains  over  the  foot- 
hills, and  so  occasionally  met  with  in  the  valleys,  or  at  the  head  of  ravines,  whither 
they  resort  after  water. 

55.  Lophortyx  calif ornicua  (Shaw.)* — California  Valley  Qnail. 

A  few  have  heen  introduced  about  Carson,  as  I  was  informed  by  Mr.  Parker.  Thejr 
do  not  appear  to  increase  at  a  very  rapid  rate. 

CHARADRIIDiE. 

56.  AegialitU  roct/era(L.). — Killdeer. 

Numerous  in  snmmer  and  full,  becoming  rarer  as  the  season  advances,  and  piobablj 
but  few  actually  wiuter  in  this  vicinity. 

RECURVIROSTRID^. 

57.  Becurviroatra  americanat  Gmel. — ^American  A  voce  t. 

Rather  abundant  during  the  migrations;  many  breed  about  Washoe  Lake. 

SCOLOPACID2E. 

58.  GaUinago  wiUonii  (Temm.). — Wilson's  Snipe. 

Not  abundant,  but  still  found  in  considerable  numbers,  especially  during  the  fall  mi- 
gration.   A  few  doubtless  winter. 

59.  Eretinetes  piuillua  (L.). — Semi  palmated  Sandpiper. 
GO.  Totanna  meUinoUncua  (Gmel.). — Greater  Yellowlegs. 

Of  frequent  occurrence  in  spring  and  fall,  during  the  migrations. 

ARDEIDiE. 

61.  Ardea  herodiaa  L.— Great  Blue  Heron. 
Common. 

62.  Herodiaa  egretia  (Gmel.). — Great  White  Egret. 
An  occasional  individual  seen. 

63.  BoiauTua  minor  Gmel. — Bittern. 

Very  common  in  the  marshes. 

RALLIDiB. 

V 

64.  Rallua  virginianua  L. — Virginia  Rail.    ' 

Rather  numerous. 

The  Porzana  Carolina  w^as  not  seen  by  us,  but  was  found  by  Mr.  Ridgway  breeding  in 
the  Truckee  Valley,  aud  doubtless  it  is  found  in  all  the  marshes  of  this  viciaitj. 

65.  Fulioa  americana  Gm. — Coot. 

Breeds  in  great  numbers  in  the  tules  of  Washoe  aud  other  lakes  of  this  region.  In 
fall  appears  in  immense  numbers. 

ANATID^. 

66.  Cygnua  hucdnator  Richardson. — Trumpeter  Swan. 

Mr.  Parker  informed  me  that  occasionally  a  swan  strayed  on  to  Washoe  Lake.  At 
the  sink  of  the  Carson  River  this  swan  is  found  in  fall  in  very  great  nnmben. 

67.  Jnaer  hyperhoreua  Pall. — Snow  Goose. 

Coming  from  the  north  in  large  flocks  in  October  aud  November. 


APPENDIX   NN.  1313 

68.  Branta  canademia  (L.)- — Canada  Goose. 

'  Migrants  from  the  north  appear  in  the  fall  iu  large  flocks  ;  some  merely  make  a  tem- 
porary sojonm,  and  continue  their  coarse  southward.  Many  of  those  arriving  late  re- 
main aboat  the  lakes  all  winter. 

69.  Branta  eanadenns  (L.),  var.  ^^uoopareia  (Brandt).— White-collared  Goose. 

A  single  individual  of  the  above  variety,  one  of  a  small  flock,  was  shot  in  November 
by  my  friend  Mr.  Parker.  The  three  formi  of  the  Canada  goose  (oanadeiui»f  huiehinsiij 
and  leuoopareia)  appear  to  come  from  the  north  in  associate  bauds,  the  flocks  being 
often  composed  in  this  locality  of  varying  numbers  of  either  bird. 

70.  Dendrocygna  fulva  (Gm.)  Burm. — Fulvous  Tree  Duck. 

With  a  habitat  eztendinf  far  down  into  Central  and  South  America,  this  duck  yet 
occurs  along  our  southern  borders,  and  it  is  probable  with  greater  vegularity  and  in 
more  considerable  numbers  than  the  isolated  records  of  its  capture  would  seem  to  im- 
ply. A  specimen  is  in  the  Smithsonian  from  New  Orleans,  and  the  species  was  found 
at  the  month  of  the  Colorado  Biver  by  Dr.  Palmer.  It  was  detected  at  Fort  TejoUi 
Southern  California,  by  Xantus,  while  as  high  up  as  San  Francisco  it  seems  to  be  of  not 
very  unusual  occurrence. 

To  the  notices  above  is  to  be  added  the  fact  of  its  occurrence  at  Washoe  Lake,  Nev- 
ada, where  the  species  was  found  by  my  friend  Mr.  Parker  in  the  early  part  of  this 
year  (1877).  He  succeeded  in  shooting  three  out  of  several  large  flocks,  one  of  which 
specimens  is  now  before  me.  As  this  neighborhood  is  almost  destitute  of  trees,  it  is 
certain  they  do  not  spend  the  summer  here,  but  probably  pass  on  to*  sOme  of  the  heav- 
ily-timbered valleys,  as  the  Lower  Truckee,  whicn  would  appear  well  adapted  to  their 
peculiar  arboreal  habits.  Their  occurrence  here  may,  however,  be  somewhat  of  an 
accidental  nature,  as  Mr.  Parker  writes  that  they  were  seemingly  driven  in  with  myri- 
ads of  other  fowl  by  a  severe  snow-storm,  and  that  neither  himself  nor  any  of  the  gnu- 
ners  of  that  vicinity  had  ever  seen  them  about  the  lake  before.  Notwithstanding  which 
fact,  it  is  by  no  means  unlikely  that  future  investigations  will  show  the  bird  to  be  a 
regular  summer  resident  of  such  portions  of  this  region  as  are  suited  to  its  needs. 

71.  Anas  ho9cha9  L. — Mallard. 

A  common  summer  resident ;  very  abundant  in  fall  and  winter. 

72.  DaJUa  acuta  L.— Pintail. 

Most  abundant  in  the  late  fall,  when,  with  other  species,  it  appears  from  fairther 
north. 

73.  ChauleUumus  Hreperui  (L.). — Gad  wall. 

Breeds  commonly,  and  in  fall  is  numerically  one  of  the  bcHt  represented  of  the  family. 

74.  Mareoa  americana  (Gm.). — Baldpate. 
Very  numerous,  especially  late  in  fall. 

75.  Querquedula  oarolinenM  (Gm.). — Green-winged  Teal. 

Very  nnmerous.  Is  in  August  and  early  September  perhaps  the  most  numerously 
represented  of  any  of  the  family. 

76.  Querquedula  discors  (L.). — Blue-winged  Teal. 

Kot  nearly  so  common  as  either  of  the  other  two  species. 

77.  Quefquedula  cyanoptera  (V.). — Bed-breasted  Teal. 

It  breeds  in  great  numbers  in  the  region  generally.  I  believe  it  migrates  south 
earlier  than  any  other  species.  I  failed  to  detect  its  presence  in  November,  and  think 
none  remain  to  winter. 

78.  Spatula  clypeata  (L.). — Shoveller. 

Very  abundant,  both  as  a  summer  resident  and  a  fall  migrant. 

79.  Aix  aponaa  (L.). — Summer  Duck. 
Rather  uncommon. 

SO.  FuHgula  marila  (L.). — Greater  Blackhead. 

One  of  the  later  arrivals  in  fall  from  the  north.    Abundant. 
a3  E 
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81.  Fuligula  marUa  (L.),  var.  aj^iiM,  Eyton. — ^Lesser  Blackhead. 

Like  the  pteoeding. 

62.  Fuligula  coUaris  (Donoyan). — Riug-neoked  Dack. 

Breeds  ahnodantly  in  the  varioas  bikes.  I  foand  the  70a  Qg  as  late  as  September  ^ 
still  unable  to  fly. 

83.  FtUigula  farina  (L.),  var.  amerioana  (Eyton). — Redhead. 
Present  in  the  fall,  bnt  never,  I  think,  in  great  nambers. 

84.  Fuligula  valliin^ria  (Wils.). — Canyas-back. 

Was  told  by  Mr.  Parker  that  he  had  shot  qnite  a  number  of  this  species  about  Wasbod 
Lake. 

85.  Bucephala  dlheola  (L.). — Boffle-headed  Buck. 
In  considerable  numbers  in  fall. 

86.  MerguM  ierratar  (L.). — Red-breasted  Merganser. 
Numerous. 

87.  Mergu9  eaoullatut  (L.). — Hooded  Merganser. 
Quite  abundant,  but  occurring  late  in  fall. 

88.  Erimatura  ruhida  (Wils.).— Ruddy  Dnok. 

Apparently  not  very  common. 

PELECANIDJS. 

89.  Pelecanu$  trachyrifnehu$  Lath. — ^White  Pelican. 

Only  appearing  on  Washoe  Lake  in  fall,  and  in  small  numbers.  Said  to  breed  in 
great  numbers  on  Pyramid  Lake,  to  the  north. 

GRACULID^. 

90.  Graculu9  dilophM  (Sw.). — Double-crested  Cormorant. 
This  cormorant  is  found  on  the  Tarious  lakes  in  summer. 

LARID^. 

91.  Larus  delawarenna  Ord. — Ring-billed  Gull. 

This  gull  was  found  in  great  numbers  on  Washoe  Lake  in  September  and  October. 
During  the  fall  its  distribution  throughout  this  region  is  very  general,  and  wherever 
found  it  is  abundant. 

92.  Laru8  oalifomicus  Lawr. — Californian  Gull. 

Mingled  with  the  preceding  were  a  few  of  this  species  or  variety. 

The  relationship  or  these  two  birds  appears  not  to  be  thoroughly  established  yet, 
and  in  a  series  of  eight  specimens  from  Washoe  andTahoe  Lakes,  I  find  several  in  the 
immature  plumage  which  I  assign  with  difficulty.  In  adult  plumage  the  present  bird 
is  said  to  have  a  larger  bill  than  the  preceding  species,  and  to  present  some  diatinctiTe 
points  of  coloration,  especially  in  its  darker  mantle.  The  only  adult  bird  I  have  agreei 
well  with  the  diagnosis,  but  in  the  case  of  the  immature  plumage  there  appear  to  be 
no  thoroughly  reliable  distinctive  characteristics  which  will  serve  to  diatingnish  the 
two  species. 

93.  Sterna  regia  Gambel.— Royal  Tern. 

Found  on  Washoe  Lake  in  small  numbers  late  in  the  fall. 

94.  ffydrochelidon  fl88ipe9  (L.).— Black  Tern. 

Seen  in  small  numbers  on  Washoe  Lake  in  August.    None  were  present  in  November. 

COLYMBID^. 

95.  Colymhus  torquatu8  Bruun.— Great  Northern  Diver. 

Present  on  Washoe  Lake  in  November,  where  I  saw  two  individuals.  Was  informed* 
however,  that  its  occurrence  here  was  unusual.  Its  dispersion  over  all  portions  of  the 
west  in  fall  and  winter  appears  to  be  general. 


APPENDIX  NN.  1^^^ 

poDicipro^. 


B^b  jZy  in  Wa^oe  I^.  The  jronng  .t^ 

3i;  One  off  the  mw"  w'>(t««"«5^?^!!?H„rinl  the  brtsSne  w^  it  thus  formimf 
«t  atte*  Mptid  ornaments  about  tbe  h«jd  dnnng  *»\  "f^J^f J^he  -onng,  the  fl»t 
•  rt^g  exeeption  to  the  general  rule  obtMning '°  »«  ^St.  ThJy  soi^oely  need 
1  bSeveW  token,  are  now  brfore  me.  fw'"  ♦^'^^'^^ItemSt  tW  in  tie  di.tribntlon 
dewsription,  more  than  that  oonv^-d  m  ««  <^"*^^*"l„  this  re.p«ot  thev  eeem  to 
of  oolin  they  •1«»<>^.  •^^V^HfTn^^^ti  iDMLohM  the  young  of  theot1ier|rebe. 


LIST  OF  BIRDS  O&SBRVED  OH  f  Fi&  KAStERI^  8LOPR  OF  THE  SIERRAS,  NBAR  CARSON  CITT, 

NEVADA,  FROM  SEPT.  16  tO  NOV.  7 ;   WITH  MOTES. 

TURDIDJE. 

1.  Turdui  migraiorius  L.,  var.  projpinquus  Ridgw. — Nevada  Robin. 

Daring  the  month  of  September  the  Robins  began  to  be  rather  nnmerons  along  the 
monntain  sides,  the  number  of  those  resident  here  daring  the  summer  having  doubt- 
less been  increased  b^  the  arrival  of  birds  reared  farther  to  the  north,  while  they  were 
rendered  more  oonspicnons  from  the  fact  of  their  having  floolced.  lu  early  November 
they  were  seen  in  great  flocks  at  different  localities,  where  were  found  various  kinds 
of  wild  berries.    The  minority  of  these  birds,  if  not  all,  pass  farther  south  to  winter. 

53.  Tardus  ncmus  Gm. — ^Varied  Thrush. 

A  male  of  this  species  which  I  saw  confliied  in  a  cage  in  a  store  in  Carson  City  was 
said  by  the  owner  to  have  been  captured  during  the  previous  springy  iu  the  adjoining 
mountains.  For  this  statement  I  cannot  vouch,  but  give  it  for  what  it  is  worth.  Thi^ 
thrush  has  never  been  recorded  from  any  locality  east  of  the  Sierras ;  yet  there  seems- 
to  be  no  reason  why  during  the  migrations,  as  in  the  case  of  other  birds  possessing  a 
similar  summer  habitat,  the  species  may  not  occur  along  the  eastern  slope.  That  it 
actually  does  so,  however,  remains  to  be  proven. 

SAXICOLIDiB. 

■ 

3.  Italia  mericana  8w. — Mexican  Bluebird. 

During  the  month  of  September  and  early  October  this  species  was  rather  numerous 
among  the  ijines  at  an  elevation  of  about  7,000  feet.  After  this  fewer  were  seen,  a  par- 
tial emigration  having  perhaps  taken  place,  or,  as  is  more  likely,  the  spocies  having  re- 
tired from  the  high  altitudes  to  the  valleys,  where  they  winter  in  considerable  numbers,  p 

4.  Sialia  qrcHoa  Sw. — Arctic  Bluebird. 

At  the  time  the  preceding  species  bsgau  to  diminish  in  numbers  the  present  bird 
attracted  attention  by  a  corresponding  increase,  and  it  soon  almost  wholly  represented 
the  other  in  the  mountain  region.  They  winter  among  the  pines  and  in  the  brushy 
ravines,  forming  a  close  association  with  the  Titmice,  Nuthatches,  etc. 

SYLVIIDiE. 

5.  Msgulus  calendula  (L.). — Ruby-crowned  Kinglet. 

Abandant  during  the  fall  months  among  the  pines.  sottiMilfM/^^  .'  > 
tbeir  own  species,  bnt  more  often  distributinir  themaelvM  k?  ♦        ®™^"  companies  of' 
the  locks  ofwinter  birds.  '^  i^nemseives  by  twos  and  threes  among 

PARID^. 

6.  Lcpkophanes  inomatus  (Gamb.).— Plain  TittnodsO* 

,         A  resident,  b«t  not  very  numerous.    Inclined  to  favor  wif  h  {♦-  ^-^ 

pinon  hills  rather  than  the  pine  region  proper,  from  whi^h  l^te^r*"*??^  the  cedar  and 
absent.  '  y  wever,  it  is  not  entirely 
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7.  Paru9  montanua  (Gamb.). — Moaatain  Chickadea. 

Appears  to  be  the  only  other  representative  of  the  family  in  this  region.    A  oon 
stant  resident  of  the  pineries. 

SITTID^. 

8.  Sitta  carolinenais  Gm.;  var.  aculeataf  Cass. — Slender-billed  Nnthatch. 
An  abundant  resident  of  the  pine  timber. 

9.  SitiapygmcBa  Vig. — Pygmy  Nnthatch. 

The  most  abandant  of  the  tribe,  keeping  exclosiyely  in  the  pineA,  among  which  tb«j 
\rander  in  large  flocks. 

CERTHIIDJE. 

10.  CerthiafamiliarULi.fYtkT,  amerioanOf  Bon, — American^reeper. 
Only  a  few  seen,  and  these  among  the  pines. 

SYLVICOLIDiE. 

11.  Helmnthophaga  oeJata  Siiy,  var.  luteioens  Rtdgw. — ^Western  Orange-crowned  War- 
bler. 

This  variety  was  found  rather  common  during  September  about  Lake  Tahoe,  fre- 
quenting chiefly  the  brushy  thickets  on  the  mountain  aides.  It  probably  breads  lU 
along  the  eastern  slope. 

12.  Ihndroioa  auduhonU  (Towns.). — Audubon's  Warbler. 

The  only  numerously  represented  species  of  the  family.  Not,  J  think,  nearly  u 
abundant  as  in  the  Rocky  Mountains  at  the  corresponding  season.  Keeping  genflfaU.? 
in  the  pines,  but  also  seizing  much  of  its  food  from  the  ground. 

TANAGRIDJS. 

13.  Pgranga  ludovioiana  ( Wils. ). — ^Louisiana  Tanager. 

A  very  much  belated  individual  of  this  species  was  seen  September  18.  The  specie 
had  passed  south  long  before. 

AMPELIDJS. 

14.  Myiade$ie8  townsendii  (And.).— Townsend's  Solitaire. 

None  seen  till  the  first  days  of  October ;  after  this,  small  companies  were  occaaionallj 
noted  in  various  localities  through  the  mountains.  Probably  more  or  less  paos  the 
summer  on  the  higher  summits. 

FRINGILLID^. 

15.  Carpodaoua  oasUni  Bd.— Casein's  Purple  Finch. 

In  September  this  Finch  was  not  uncommon  about  Lake  Tahoe.  After  which  none 
were  seen,  the  species  having  migrated.    It  is  a  summer  resident  in  thia  region. 

16.  Meloipiza  melodia  var.  heermannii  (Bd.).— Heermann's  Song  Sparrow. 

Quite  rare  among  the  mountains.  Occasionally  one  seen  in  October  in  the  thickets 
along  the  streams. 

All  examples  of  the  Song  Sparrow  I  have  seen  from  this  region,  while  referable  to 
the  above  variety,  yet  mark  quite  a  decided  step  in  the  advance  towards  the  eeotral 
region  form,  the  M.  Yar.fdllax.  They  are  not  so  dark  colored  as  specimens  from  the 
California  coast,  and  the  bills  appear  to  be  somewhat  slenderer,  approximating  in 
these  particulars  to  fallax, 

17.  Junoo  aregonuB  (Towns.). — Oregon  Snowbird. 

Very  abundant  everywhere.  I  presume  this  hardy  species  winters  in  the  moantains : 
at  least  many  remain  till  the  snow  falls  to  a  considerable  depth. 

18.  Zonotrichia  leucopry$  (Forst.),  var.  intermedia  Ridgw.— Western  White-crowned 
Sparrow. 

This  bird  was  found  by  Mr.  Ridgway  breeding  abundantly  on  the  eastern  slope.    U 
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is  found  all  over  the  moantains,  and  in  fall  crosses  the  range^  and  is  found  but  little 
less  abnndantly  in  Southern  California. 

Note. — ^The  Zonotrichia  leucophrys,  though  not  noted  by  us,  doubtless  occurs  mingled 
with  flocks  of  the  above  bird,  especially  as  it  was  found  by  us  in  Southern  California. 

19.  Zanotrichia  earonata  (Pall.). — Golden-crowned  Sparrow. 

The  great  mass  of  these  sparrows,  in  their  journey  southward,  keeps  on  the  western 
slope  of  the  Sierras.  It  occurs,  too,  along  the  eastern  spurs  in  full,  but,  comparatively 
speaking,  in  v«ry  small  numbers. 

20.  PaB$ereXla  iliaca  (Merr),  var.  megaryncha  Bd. — Thick-billed  Sparrow. 

This  appears  to  be  the  only  Passerella  occurring  along  the  eastern  slope,  where  it  is 
numerous  in  summer  and  fall,  and  where  I  believe  it  is  resident. 

In  a  recent  report  (1676)  I  was  led  to  combine  the  present  bird  with  P.  gehistaoeaf 
separating  them  from  the  P.  townsendi  and  iliaca  mainly  on  the  strength  of  the  differ- 
ent proportions.  Subsequent  examination,  however,  has  convinced  me  that  the  genus 
is  represented  by  but  one  species,  and  that  the  three  western  forms,  (otmsendl,  9chi8taceat 
and  megaryncha  are  but  varieties  of  one  and  the  same  species.  These  under  different  con- 
ditions of  climate  have  become  more  or  lees  differentiated  from  the  original  type  till  they 
represent  well-marked  geographical  races,  the  intergradation  of  which  with  each  other 
and  with  iliaca  it  is  perfectly  possible  to  show.  As  noticed  in  an  earlier  part  of  this  re- 
port, all  specimens  of  the  variety  megaryncha  from  the  eastern  slope  of  the  Sierras  show 
very  decided  intermediate  characters  between  the  extreme  condition  this  form  assumes 
in  the  Coast  Range  and  the  P.  aciiistacea  from  the  interior,  a  fact  to  be  expected  from  the 
half-way  position  of  the  region.  A  series  connecting  the  two  may  very  readily  be 
formed.  An  examination  of  the  material  in  the  Smithsonian,  much  of  which  was  col- 
lected by  the  expedition,  enables  us  to  speak  with  equal  confidence  of  the  close  rela- 
tionship existing  between  schistacea  and  townsendi.  Specimens  connecting  the  two  in 
a  very  complete  chain  may  easily  be  selected.  Hitherto  no  specimens  intermediate 
between  iliaca  and  taumsendi  have  been  met  with,  and  though  the  differences  separat- 
ing them  have  been  chiefly  modifications  of  color  only,  differences  of  degree  of  intensity 
and  not  of  pattern,  this  has  been  deemed  sufficient  to  keep  them  apart. 

It  will  be  remembered  that  the  habitats  of  the  two  are,  in  the  northwest,  in  close 
juxtaposition  to  each  other,  iliaca  being  one  of  quite  a 'number  of  eastern  birds  that 
in  the  north  find  their  way  across  the  continent  and  reach  Alaska.  Townsendif  with  its 
summer  home  in  the  northern  portion  of  the  Pacific  province,  also  reaches  Alaska,  and 
it  is  probable  that  here  the  two  forms  come  together.  At  all  events,  a  series  of  sixteen 
specimens  collected  by  the  expedition  in  California,  in  1875,  presents  unquestionable 
evidence  of  the  intergradation  of  the  two.  Of  these  I  do  not  find  one  which  compares 
exactly  with  the  usual  style  of  towneendif  as  it  appears  in  specimens  from  Kodiak, 
Sitka,  etc.  The  one  extreme  of  this  series  exhibits  quite  a  close  approach  to  the  dark 
olive-brown  of  townsendi,  with  its  unstreaked  dorsum  ;  the  other  in  its  light  condition 
quite  suggests  the  ferruginous  style  of  coloration  of  iUaca  :  such  specimens  have  the 
back  obsoletely  streaked.  One  other  specimen  from  California  in  the  Institution  so 
closely  approaches  iliaca  that  it  was  so  labeled,  and  supposed  in  the  abseuce  of  others 
showing  its  true  relation  to  be  a  straggler  of  this  species.  In  connection  with  the 
above  suite  its  position  as  one  of  the  series  showing  the  intergradation  of  the  two 
forms  is  readily  seen. 

The  following  measurements  illustrate  the  relations,  in  size,  the  four  forms  bear  to 
each  other : 

P.  iliaca:   Wing,  3.40;  tail,  3.07;  bill,  .32;  tarsus,  .93;  (average  often  specimens.) 

P,  townsendi :  Wing,  3.20;  tail,  3.15;  bill,  .49;  tarsus,  .94  ;  (average  of  twenty-three 
specimens.) 

P.  schisiaeea:  Wing,  3.13;  tail,  3.37;  bill,  .44;  tarsus,  .91;  (average  of  nine  speci- 
mens.) 

J*,  megaryncha :  Wing,  3.21;  tail,  3.58;  bill,  .51 ;  tarsus,  .93;  (average  of  eight  speci- 
naens.) 

As  will  be  seen  from  the  above  measuremontsi,  schistacea  and  megaryncha  agree  in 
having  the  tail  considerably  in  excess  of  the  wing;  while  in  iUacaaud  townsendi  the 
wing  exceeds  the  tail.  In  totcnsendi,  however,  this  discrepancy  in  favor  of  the  wing  is 
very  slight,  and,  indeed,  in  some  few  specimens  the  two  are  equal,  or  the  tail  may  even 
be  slightly  in  excess  of  the  wing.  It  would  appear,  therefore,  that  in  respect  to  the 
relative  size  of  these  parts,  townsendi  indicates  the  first  step  in  the  variation,  which  is 
seen  to  be  more  marked  in  schistacea^  and  to  find  the  limit  in  megaryncha. 

One  unexpected  fact  shown  bv  these  measurements  is,  that  not  only  does  an  increase 
in  length  of^tail  take  place  in  the  three  western  varieties,  a  variation  shown  in  other 
species,  whose  habitat  extends  from  the  eastern  into  the  western  province,  but  a  de- 
crease in  size  of  wing.    The  different  proportions  which  ensue  come,  then,  from  two 
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^oaiKies-:  flrat,  actaal  increase  in  the  length  of  the  tail;  second,  actual  decrease  to  the 
'lebgth  of  the  wing. 

Bj  the  above  arrangement  the  four  forms  will  stand  as  follows : 

^aB9erella  iliaoa  (Merr.)>~Habitat :  Eastern  province  of  North  America ;  breeds  from 
^British  America  northward,  across  to  month  of  Yonkon.  In  migrations  to  eastern  ed|^ 
of  great  plains ;  occasional  in  spring  in  Colorado  (Maxwell)  fide  Ridgway. 

Pa9$erella  iliaca,  var.  9chi»tacea  Bd.— Habitat :  Middle  province ;  restricted  by  western 
edge  of  plains  and  eastern  slope  of  Sierras ;  an  occasional  straggler  in  Kansas  and  Cali- 
fornia in  fall. 

PoBBerella  iliacaf  var.  iown$end%  (And.)-~Habitat:  Pacific  province;  brcfeds  in  north- 
em  Sierras ;  Southern  California  in  winter ;  confined  to  western  slope  of  Sierras. 

Pa89erella  iliacat  var.  megaryncha  Bd.— Habitat :  Southern  Sierras,  eastern  as  well  as 
western  slope ;  probably  a  resident  species. 

21.  Pipilo  maeulaiui  (Sw.),  var.  megalonyx  BelL — ^Long-spurred  Towhee. 

I  saw  but  few  Pipilos,  and  these  on  the  broshy  foot-hills,  or  in  the  chaparral  oi  the 
mountain  sides.  They  were  extremely  shy,  so  much  so  that  I  failed  to  secure  speci- 
mens. They  were  doubtless  of  the  above  variety,  as  the  variety  aregonut  is  a  moro 
northern  form. 

22.  Pipih  cklorurus  (Towns.).— Qreen-tailed  Finch. 

Not  uncommon  in  October ;  probably  rather  numerous  in  summer. 

ICTERIDJS. 

23.  Sooleoophagiu  cyanoci^halM  (Wagl.). — Brewer's  Blackbird. 

Rather  numerous  during  the  fall  months  on  the  borders  of  Lake  Tahoe. 

COBVID^. 

24.  CorvM  oarax  h, — Raven. 

Not  nearly  so  common  in  the  mountains  as  in  the  valleys  below. 

25.  Pioioortnu  oolumbianui  (Wils.}.— Clarke's  Crow. 

A  very  abundant  resident  throughout  the  pine-region,  appearing  to  live  exoInslTely 
upon  the  pine-seeds. 

26.  Pica  melunoleuoa  L.,  yar.  hudtonioa  (Sab.).— American  Magpie. 

As  noticed  in  the  previous  list,  scarcely  reaching  into  the  mountains,  and  but  few 
were  seen  on  the  immediate  borders  of  Lake  Tahoe. 

27.  Cyanura  sUlleri  Om.,  var.  fionialie  Ridg. — Blue-fronted  Jay. 

Very  abundant  on  the  eastern  slope,  here  replacing  the  var.  macrolopka  of  the  Rooky 
Mountains.    A  permanent  resident. 

TYRANNIDJS. 

28.  Empidonax  hammondi  (Xantus). — Hammond's  Fly-catcher. 

This  was  the  sole  representative  of  the  family  noted  by  us  in  the  mountains.  It 
probably  is  not  uncommon  as  a  summer  resident. 

CAPRIMULGID-E. 

29.  Antroatamue  nuttdlU  (And.).— Nnttall's  Poorwill. 

Not  uncommon  in  fall  in  the  shrubbery  of  the  open  mountain  sides,  but  avoids  the 
pine-woods. 

TROCHILIDiE. 

30.  Selaaphorus  rufus  (6m.); — Rufous-backed  Humming-bird. 

The  oufy  humming-bird  seen  by  us. in  the  jnountains.  Very  numerous  in  September 
and  the  first  of  Ootobei. 

An  unaccountable  fact  to  us  in  connection  with  the  present  bird  is  the  apparent  ab- 
sence of  all  adult  males  in  the  fall  fh>m  localities  and  region^  where  the  young  and  fe- 
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males  abound.  Iq  the  fall  of  1875,  while  in  Southern  California,  we  failed  to  find  a 
sin/^le  adalt  male  in  the  yalleys,  althoagh  the  epeoies  was  very  nameronsly  represented 
by  adults  of  the  other  sex  and  by  the  ^onng.  The  absence  of  the  mfdes  was  attributed 
to  the  fact  of  their  having  found  their  way  into  the  mountains,  though  this  seemed  a 
hardly  adequate  explanation.  The  experience  of  the  past  season  was  but  a  repetition 
of  that  of  the  previous  year,  except  that  our  ground  of  observation  was  exchanged  for 
the  mountains.  Where  females  and  young  were  to  be  seen  by  scores,  a  most  careful 
search  failed  to  discover  a  single  adult  male. 

Mr.  Ridgway,  we  learq,  had  a  similar  experience  in  fall  along  the  eastern  slope,  and 
was  equally  at  a  loss  to  understand  whither  the  males  had  betaken  themselves. 

ALCEDINID^. 

31.  Ceryle  alcjfon  (L.). — ^Belted  Kingfisher. 

Present  on  the  shores  of  Lake  Tahoe  in  small  numbers,  as  on  the  small  streams. 

PICIDiE. 

32.  PiciM  aJholarvaiM  (Cass). — White-headed  Woodpecker. 

Numerous  In  the  pine-woods,  to  which  it  strictly  confines  Itself,  and  wher^  it  is 
resident. 

33.  Pieiu  viUo9u$  (L.),  var.  harriaii  Aud.~Harris'8  Woodpecker. 

Perhaps  the  most  numerously  represented  in  the  mountains  of  any  of  the  familv 
where  resident,  but  not  confining  itself  so  closely  to  the  pineries  as  the  preceding  bird. 

34.  Pi4»ide$  arotUmt  (Sw.).— Arctic  Woodpecker. 

This  species  appears  to  be  of  rather  common  occurrence  about  Lake  Tahoe,  where  I 
saw  it  occasionally  in  September,  October,  and  November.  It,  without  doubt,  breeds 
here. 

35.  Sphyrapicu9  ruber  (Gm.). — Bed-breasted  Woodpecker. 

Apparently  not  very  common.    Probably  a  few  breed  along  the  eastern  slope. 

S6.  Sphyrapioua  ihyroideiu  (Cass). — Brown-headed  Woodpecker. 

Not  at  all  uncommon  in  the  pine-woods  abouc  Lake  Tahoe,  where  it  breeds  and  is  a 
constant  resident. 

37.  Jijfndesmus  torguaiua  (Wils.).— Lewis's  Woodpecker. 

I  saw  but  few  of  this  species.  It  is  probably  a  summer  resident,  and  does  not  winter 
in  the  region. 

38.  Colapiei  mexioanui  (L.). 

Numerous;  lees  so,  however,  in  the  mountains  than  in  the  valleys  below. 

STRIGID^. 

39.  Bubo  virginianua  (Gm.),  var.  arclicm  (Sw.). — ^Western  Homed  Owl. 
Abundant ;  its  hooting  heard  at  every  camp. 

40.  Otu9  vulgarU  (L.),  var.  wili<mianu8  (Less.). — Long-eared  Owl. 

Common  in  the  thickets  of  the  meadowy  lands  bordering  upon  Lake  Tahoe. 

FALCONID-ffi. 

41.  Fdloo  oommunia  Gmel.,  var.  anatum  Bon. — Duck  Hawk. 

Met  with  frequently  in  early  fall.  Probably  this  species  leaves  the  mountains  when 
severe  weather  comes  on  and  winters  in  the  valleys.  At  all  events  it  becomes  quite 
common  in  the  lower  regions  in  November. 

42.  Pandian  kaUcBtus  L.,  var.  carolinenHa  GTmel. — ^Fish  Hawk. 
Bather  rare ;  one  or  two  seen  about  Lake  Tahoe. 
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43.  Circua  cyanctis  L.,  var.  hudaoniua  L. — ^Marsh  Hawk. 

PreseDt  in  the  meadows  through  the  mouatains,  and  though  not  nearly  so  nnmeroas 
as  below,  it  is  still  common. 

44.  Buieo  horealls  (Omel.),  var.  oaluru9  Cass. — Western  Red-tailed  Hawk. 

Abaodant.  With  this  hawk,  as  is  the  case  with  most  of  the  species,  a  change  of  hab- 
itat is  made  necessary  in  the  late  fall,  when  snow  and  severe  weather  cause  the  disap- 
pearance of  the  small  mammals,  reptiles,  and  other  game  upon  which  it  preys.  They 
then  move  down  into  the  valleys  and  remain  about  the  lakes,  where  not  only  are  fooad 
an  abundance  of  water  fowl,  but  where  the  marshes  afford  them  an  unfailing  supply  of 
certain  small  rodents  through  the  season. 

45.  Arohihuleo  lagopus  (Brunn.),  var.  aanoti-johannia. — Rough-legged  Buzzard. 

Very  numerous.  In  early  November,  in  a  meadow  of  considerable  size  not  fax  from 
Lake  Tahoe,  I  found  that  scores  of  this  hawk  had  congregated.  From  one  to  half  a 
dozen  were  visible  at  any  hour  of  the  day,  sweeping  with  heavy  wing  over  the  surfisoe 
of  the  turfy  ground,  and  now  aud  then  dropping  with  almost  certain  aim  upon  one  of 
the  small  Meadow  Rats  {Arvicola  riparius)  whose  excavations  honeycombed  thegroand 
in  all  directions,  and  whose  immense  numbers  accounted  for  the  unusual  abundance  of 
the  hawks  at  this  one  locality. 

46.  Aquila  ohrysaeiuB  (L.) — Golden  Eagle. 

Apparently  rather  more  numerous  in  this  region  than  the  succeeding  bird. 

47.  Jlaliceiw  lencocephalus  (L.) — Bald  Eagle. 

Rather  rare.  In  fact  eagles  are  rarely  abundant  in  any  portion  of  the  west  which 
I  have  visited,  and  the  sight  of  one  is  an  event  of  sufficiently  unusual  occurrence  to 
attract  the  attention  and  elicit  comment  from  the  most  unobservant  of  a  party*  The 
white-headed  is  much  more  numerous  as  an  iuhabitant  of  either  coast  than  as  a  bird 
of  the  interior. 

TETRAONID.E. 

48.  Canace  ohacurus  (Say.) — Dusky  Grouse. 

The  whole  pine-timbered  region  lying  along  the  eastern  slope  of  the  Sierras  west 
of  the  Carson  Valley,  was  formerly  the  home  of  very  great  numbers  of  this  fine  bird. 
Some  of  the  stories  told  by  the  early  settlers  of  its  abundance  are  almost  incredible. 

The  sound  of  the  woodman's  axe  is  followed  by  the  almost  complete  abandonment  of 
a  locality,  and  chiefly  from  this  cause  and  from  the  persecution  they  have  been  subjected 
to  at  the  hands  of  the  settlers  and  the  Indians,  the  localities  are  very  few  where  the 
grouse  still  exist  in  abundance.  The  steep  sides  of  many  of  the  deep  cations  have 
proved  inaccessible  to  the  lumberman,  and  still  retain  the  primeval  growth  of  forest. 
Here  the  grouse  still  maintain  their  foot-hold,  and  will  continue  to  do  so  long  after  the 
surrounding  country  has  been  swept  bare  of  woods. 

PERDICID^. 

49.  Oreortyx pictu8  (Dough) — Plumed  Partridge;  Mountain  Quail. 

This  beautiful  bird  ranges  from  the  coast  across  the  mountains,  and  is  found  along 
the  eastern  slope,  where,  at  an  elevation  of  about  6,000  feet,  it  is  quite  abundant.  As 
noticed  before,  it  rea<;hes  the  lower  foot-hills,  but  in  very  much  diminished  numbers. 
Usually  a  resident  bird  wherever  found  ;  the  only  effect  winter  has  upon  their  range 
is  to  cause  them  to  abandon  the  higher  elevations  occupied  in  summer,  and  to  appear 
farther  down  upon  the  mountain-sides. 

The  mountains  of  this  whole  region  lying  about  Lake  Tahoe  seem  tS  be  entirely 
abandoned  by  the  species  in  winter,  and  a  very  complete  migration  takes  place  during 
the  late  fall.  The  flocks  then  pass  not  to  the  South,  but  westward,  and  winter  upon 
the  western  slopes  of  the  mountains,  descending  to  a  greater  or  less  distance  toward* 
the  foot-hills,  according  to  the  depth  of  snow,  the  severity  of  the  weather,  &c.  Soeh 
at  least  is  the'  explanation  oflered  by  the  hunters  and  residents  for  their  disappearance 
about  November  from  this  section,  where  earlier  they  are  very  abundant,  and  which 
I  have  every  reason  to  believe  is  the  true  one.  Those  living  in  summer  on  the  low  foot* 
hills  about  Carson  remain  to  winter.  But  those  whose  summer  habitat  is  higher  up 
in  the  mountains  proper  thus  make  a  short  migration  to  a  region  better  adapted  u> 
their  wants. 

The  snow  upon  the  eastern  slope  falls  to  a  great  depth,  and  the  winter  is  very  severe, 
much  more  so  than  on  the  western  side— ^acts  which  appear  to  have  been  thoroaghly 
acquired  by  experience  by  these  birds,  till  the  habit  of  migration  in  anticipation  of 
winter  has  become  a  fixed  and  constant  one. 
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SCOLOPACID^. 

50.  Oallinago  wihonii  (Temm.) — ^Wilson's  Soipe. 

But  a  single  one  of  this  species  was  seen ;  this  in  a  meadowy  spot  on  the  border  of 
Tahoe  in  October. 

ARDEID.E. 

31.  Ardea  herodiaa  L. — Great  Blue  Heron. 
Common  about  Lake  Tahoe. 

52.  Botaurus  nUnar  Gm. — Bittern. 
NameroQS  on  Lake  Tahoe. 

RALLID^. 

53.  Ballu8  virginianus  L. — ^Virginia  Rail. 
Saw  bnt  one,  in  a  marsh  near  Lake  Tahoe. 

54.  Fulioa  amerioana  Gm. — Coot. 

Extremely  abundant  in  October  and  November  about  and  on  the  lake. 

AKATIDJS. 

55.  Anser  hypfrhareus  Pall. — Snow  Goose. 

Appears  from  the  north  in  flocks  in  October,  and  sometimes  make  use  of  the  lake  as 
a  temporary  stopping-place. 

56.  Branta  oanadenHs  (L.) — Canada  Goose. 

Passes  over  the  lake  in  great  flocks,  but  less  often  rests  here. 

57.  Ana»  Ifoechaa  L. — ^Mallard. 

Numerous  in  fall.  This  species  appears  to  breed  regularly  in  the  little  ponds  and 
lakelets  that  abound  in  the  mountains,  and  two  or  three  flocks,  each  a  little  family 
group,  will  often  be  encoantered  in  such  places  in  fall  ere  they  have  started  out  in 
search  of  winter  quarters. 

58.  Mareca  americana  Gm. — Baldpate. 
Also  occurring  in  fall. 

59.  Querquedula  carolinensis  (Gm.) — Green- winged  Seal. 

The  only  teal  I  saw  about  the  lake.    This  species  is  rather  numerous. 

GO.  Spatula  clypeata  (L.) — Shoveller. 
Probably  breeds  about  the  lake,  but  only  in  small  numbers. 

61.  Fuligula  oollaris  (Donovan.) — Ring-necked  Duck. 

In  small  numbers  in  fall ;  probably  summers  in  the  marshes  of  the  lake. 

62.  Oedemia 1 

One  of  the  large  Sea  Ducks  occurs  here  in  fall,  and  I  saw  several  oft  the  shores  ol 
the  lake ;  the  species  I  was  unable  to  determine  satiafactorily. 

63.  Mergus  eerrator,  L. — Red-breasted  Merganser. 
A  few  seen  on  the  lake  in  October. 

PELECANID.E. 

64.  Pelecaniu  irachyrynchm  Lath. — White  Pelican. 
Occasionally  a  flock  strays  on  to  the  waters  of  the  lake  in  fall. 
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GRACULIDiE. 

€5.  Graoulut  dihphuaXSw.) — Double-orested  Cormorant. 

A  faw  of  this  species  are  said  to  pass  the  samnier  on  the  lake,  where,  however,  they 
do  not  breed.  They  appear  to  leave  the  lake  early  in  October,  and  I  saw  none  at  the 
.time  of  my  visit.    Mr.  Eidgway  has  identified  the  form  firom  this  region  as  the  above 

LARIBiE. 

66.  Larua  dtUiwareiuU  Ord.— Ring-billed  Gall. 

I  shot  a  single  Immatnre  gnll  on  Lake  Tahoe,  November  1,  which  I  refer  with  bat 
little  donbt  to  this  species.  I  am  nnable  to  state  the  numerical  proportion  which  this 
bird  bears  to  the  next  in  this  region  daring  the  late  falL  Aooording  to  Mr.  Ridgway 
it  should  replace  entirely  in  winter  the  next  species. 

67.  Jxarui  oa^fcmUmi  Lawr. — Califomian  Gall. 

Of  five  galls  shot  on  Tahoe,  abont  November  1,  foar  appear  to  belong  to  this  spe- 
eiee.    Thejr  onqnestionably  winter  here. 

COLYMBIDiB. 

68.  Colifmbu9  iorqtuUtu  Bmnn. — Great  Northern  Diver. 

I  saw  a  namber  of  specimens  in  possession  of  Mr.  McKlnney,  which  he  had  shot  on 
the  lake  in  fialL    They  do  not  appear  to  be  very  nameroos. 

69.  Po^Uoepa  auriUu  (L.),  var.  caHfomUnu  (Heerm.)— American  Eared  Grebe. 

Very  nnmerons  all  along  the  borders  of  Tahoe  ia  fall.  So  utterly  fearless  and  nnao- 
phistioated  are  they  that  they  swim  about  the  wharves,  utterly  regardless  of  the  pree- 
SDce  of  homans  but  a  dozen  or  twenty  feet  away. 
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REPORT   UPON    THE  BEMIPTERA  COLLECTED   DURING    THE  YEARS    1874  AND  1875,    BT 

^R.  P.  R.  UHLER. 

PSABODT  INSTITUTB,  BALTIMORE,  Md., 

Marek  24, 1 877. 

Sir  :  I  have  the  honor  to  transmit  the  following  report  upon  the  Hemiptera  oolleeted 
by  the  expedition  during  the  years  1874  and  1875. 
Very  respectfully,  your  obedient  servant, 

P.  B.  Uhi.^ 
Lieut  Geo.  M.  Wheeler, 

Corp9  of  SngineerSf  in  charge. 


HETEROPTERA. 

* 

Subfamily  EUBYGASTBIN^. 
EurygasteTy  Lap. 


JE,  altemaUu. 

Tetyra  a 

EurygatUr  oftemaCiM,  DaUm;  Brit  Mas.  List.  Hemipt.  i,  p.  47,  No.  1. 


Tetyra  dlUmaia,  S«y  ;_Amer.  Ent.  ill.  tab.  43,  flc.  3. 

"*      He    * 


San  Hdefonso,  N.  Mez..  September.  1874,  collected  by  Dr.  H.  C.  Yarrow;  also,  near 
Colorado  Biver,  California,  July  20,  by  William  SomersI 
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ScBFAMar  ASOPIN^. 

PeriUu9,  St&l. 

1.  P.  elaudus. 

Pentatoma  clauda^  Say;  Joarn.  Aoad.  Phllad.  ir.  p.  313,  Ko.  S. 

San  ndefoiiBOy  N.  Hex.,  in  Aagnst,  Dr.  Yarrow  and  Mr.  Sbedd ;  also,  Ablqatn,  N. 
Mex.y  in  September,  and  on  tbe  root-hills  and  plains  of  that  Territory  in  October,  by 
Dr.  O.  Loew.    Also,  near  tbe  Mojave  Biver,  California,  in  July,  Dr.  O.  Loew. 

2.  P.  ipUndidtu. 

Zienna  tplmUUda,  Ubler;  Proo.  Sot.  3oo.  Phllad.  1663,  p.  8S. 

Fonnd  at  Santa  Barbara,  CaL,  in  July,  by  Mr.  Shoemaker,  and  in  Southern  Califor- 
nia, by  Mr.  Henshaw.       ' 

ZiCROKA,  Am.  et  Serv. 
Z.  euprea. 

Zicnma  tu^rea,  Dallms ;  Brit  Has.  Li^t  I.  p.  108,  'So.  S. 

Soatbem  Colorado,  in  Jnne,  Lieut.  W.  L.  Carpenter. 

SXTBFAMILT  HALTDIN^. 

Brochtmbna,  Am.  et.  Serv. 
JB.  obsewra, 

Halyt  obtcura,  H.  Sehf. ;  Wsdx.  Ins.  ▼,  p.  68,  flff.  513. 

From  Pneblo,  Colo.,  in  July,  Mr.  Wilkius;  also  San  Ildefonso,  N.  Mex.,  August  17, 
Dr.  O.  Loew. 

PBiONOaoMA,  Uhler. 
P.  podopiaidei. 

Prion&iomapodopioidstt  Uhler;  Pxoo.  Ent.  Soo.  Phllad.  1863,  roL  ii,  p.  364. 
From  Santa  Barbara,  Cal.    CoUeoted  by  Dr.  Loew. 

Subfamily  PENTATOMINA. 

EuscHiSTUS,  Dallas. 

1.  E,  erenator. 

Oimtx  ermuUor,  Fah ;  Ent.  Syst.  It,  p.  101,  No.  87. 

PmUatoma  oft«eiira,  Paliaot-Beaar ;  Ins.  Air.  et  Amer.,  p.  149,  pi.  10,  fig.  7. 

Collected  at  Santa  Barbara,  Cal.,  in  July,  by  H.  W.  Henshaw. 

2.  E.  impieUvenirU, 

EtuehiHus  impietiventrit,  8141 ;  Enam.  Hemipt  ii,  p.  96,  No.  SI. 
From  San  Ildefonso,  N.  Mex.,'  in  August,  Mr.  Shedd. 

3.  E.  fl$$iU$. 

Eutekktut  /UtUU,  Uhler ;  In  U.  S.  Geol.  Surr.  of  Montana  1871,  p.  396,  No.  1. 
Collected  in  Southern  Colorado,  June^uly,  by  Lieut.  W.  L.  Carpenter. 

4.  E.  $erou», 

Ptnlatoma  terva.  Say;  Heteropt.  New  Harmony,  p.  4,  No.  5. 
Ettaohiitui  «troiu,  StU;  Sanm.  Hemipt.  ii,  p.  96,  No.  19. 

From  San  Ddefonso.    CoUeoted  by  Dr.  H.  C.  Yarrow. 

Chlorochroa,  St&l. 
1.  C.  ligata, 

PMUttoma  Uaaia,  Say;  Hetoropt.  New  Harmony,  p.  5,  No.  6. 

From  Camp  Lowell,  Ariz.,  September  9,  by  Mr.  Johnson. 
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2.  C,  Sayi. 

Ohioroehroa  Sayi,  St&l;  Ennm.  Hemipt  ii,  p.  33,  No.  6. 

PerUatoma  ffrantdota^  Utaler ;  U.  S.  Geolog.  Surrey  of  Montana  1871,  p.  3W. 

Collected  at  San  ndefonso,  N.  Hex.,  in  July  and  Angnst,  by  Dr.  H.  C.  Tairow ;  also 
in  Aufi^ast,  by  Mr.  Shedd ;  in  Southern  Arizona,  by  H.  W.  Henshaw ;  at  Tierra  Ama- 
rilla,  N.  Mez.,  September  15 ;  at  the  San  Juan  Biver  in  New  Mezioo,  by  Mr.  Browne, 
and  on  the  plains  and  foot-hills  of  Northern  New  Mexico,  in  October. 

Thyanta,  St&l. 

1.  T.  ruguloia»  . 

Pentatoma  ruatdota,  Say ;  Hetaropt.  New  Harmony,  p.  7,  Ko.  16. 
From  Son  them  Colorado,  in  October.  , 

2.  T.  perdiior, 

OifuxperdUor,  Fab. :  Ent.  Syst.  toI.  W,  p.  109,  No.  90. 
Thyanta  perditor,  SlU;  Hemipt.  Fabr.,  vol.  i,  p.  39. 

Obtained  at  Camp  Bowie,  Ariz.,  Angnst  1,  by  Mr.  Butter;  at  Santa  T6,  N.  Hex.,  in 
June,  by  H.  W.  Henshaw ;  above  timber-line  in  New  Mexico,  by  Lieut*  W.  L.  Carpen- 
ter ;  and  in  the  Mojave  desert,  July,  by  G.  Thompson. 

a 

Murgantia,  St&l. 
M,  hUtrionioa. 

JStraehia  histrioniea,  Habn ;  TVana.  Ins.,  vol.  ii,  p.  116,  tLf^.  196. 
Murgantia hittrioniea,  St&l;  Eaum.  Hemipt.  ii,  p.  37,  No.  4. 

Inhabits  Plaza  del  Alcade,  Arizona,  in  August,  collected  by  Dr.  H.  C.  Yarrow ;  Cave 
Spring,  Arizona,  July,  H.  W.  Henshaw ;  Pueblo  and  San  Ildefonso,  N.  Mex.,  Dr.  H.  C. 
Yarrow ;  New  Mexico,  in  September,  by  S.  Bedell,  and  Northern  New  Mexico,  on  the 
plaiufi  and  foot-hills. 

Banasa,  St&l. 
jB.  Bcrdida. 

Atomotira  sordida^  TJbler;  Proc  Boston  Soo.  Nat.  Hist.  1871,  p.  6. 

Originally  obtained  in  Cambridge,  Mass.  The  present  specimen  ia  from  Tierra  Ama- 
rilla,  N.  Mex.,  collected  in  July  by  Mr.  Sfiedd.  This  is  the  first  record  of  the  occur- 
renoe  of  this  insect  in  the  region  west  of  the  Mississippi  Valley. 

AcANTHOSOMA,  Curtis. 
J.  cruciata, 

Edetta  cruciata,  Say;  Heteropt.  New  Harmony,  p.  3,  No.  1. 

Belongs  to  the  regions  north  of  the  Uuited  States,  but  the  specimens  here  reported 
were  obtained  at  Abiqniu,  N.  Mex.,  by  Dr.  O.  Loew. 

Family  COREID^. 

•  Subfamily  COBEINA.  , 

Margus,  Dallas. 
M,  inconapicuuB. 

Syromattet  xfu>onspicti\u,  H.  Schf.;  Wanz.  Ins.,  yol.  ri,  p.  14,  fig.  570. 

Obtained  at  Sau  Ildefonso,  August  17,  by  Mr.  Shedd,  and  by  Dr.  H.  C.  Yarrow  ;  also 
in  Southern  Colorado,  June  5,  by  Lieut.  W.  L.  Carpenter. 

Chelinidea,  Uhler. 
C.  vitiigera, 

Chelinxdea  vittiggr,  Ublcr ;  Proc.  Ent.  Soc.  Phlla.,  vol.  ii,  p.  366. 

Collected  in  Northern  New  Mexico,  June-July,  by  Lieut.  W.  L.  Carpenter. 

Catorhintha,  Stal. 
C.  }nendlca, 

OcUorhxntha  mendica,  St&l ;  Enam  Homlpt.,  vol.  1,  p.  187,  No.  2. 

Collected  by  Lieut.  W.  L.  Carpenter,  in  Southern  Colorado,  June  5  to  July  5. 
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Anasa,  Amyot  et  Serv. 
A.  triitis. 

Oinux  trUHi,  De  Gear;  M6m.  iii,  p.  340.  pi.  ti,  flg.  SO. 
AnoM  trittit,  St4l ;  Hemlpt  Fabr.  i,  p.  56,  No.  3. 

CoUeoted  at  Colorado  Springs,  Colo.,  in  July,  and  at  San  Ildefonso,  N.  Mex ,  in  An- 
gost,  by  Dr.  H.  C.  Yarrow ;  Soncbern  Colorado,  Jan6,  L*ent.  W.  L.  Carpenter. 


8.  apioalu. 


Subfamily  ALYDINA. 
Stachyocnbmus,  St&I. 


Alydu9  opiflolM.  Dallas;  Brit  Moa.  List  n,  p.  479. 
Stiehifocn^mut  apieaJii,  Sk&I ;  Snam.  Hemipt.  1,  p.  915. 

From  the  foot-hills  and  plains  of  New  Mexico,  in  October,  by  Ltent.  W.  L.  Carpen- 
ter. 

Subfamily  MICTINA. 

Pachyus,  S^.  Farg. 
P.gigoB, 

PaehyUt  gigaa,  Bonn. ;  Handb.  der  Ent.  ii,  p.  338,  Ko.  3. 

Collected  at  the  Bowie  Agency,  Ariz.,  August  15,  by  Mr.  Johnson. 

Subfamily  ANISOSCELIDINA. 

LEFTOGLOS8U8,  Gucr. 

1.  L,  ooroultti. 

Ani»o§edis  eomUut,  Say ;  Heteropt.  New  Hannony,  p.  IS,  No.  1. 

From  Tierra  Amarilla,  N.  Mex.,  Jnly,  collected  by  Mr.  Shedd ;  and  from  Arizona,  by 
Mr.  Bntter. 

Narnia,  St&l. 
2i.  femoraia. 

Narnia  femorata,  StAl;  Stettin.  Eot.  Zelt  xxili,  p.  S96,  No.  154.   St&l.  Eonm.  Hemlpt.  toI  I,  p. 
166,  No.  L 

Collected  at  Camp  Lowell,  Ariz.,  Angnst  23,  by  Mr.  Henshaw. 

Subfamily  BEEYTINA. 

Neidks,  Latr. 
K.  9pino9U9, 

B«rytut tpinonu.  Say;  Amer.  Ent.,  toL  1,  pL  14. 
From  Paeblo,  Colo.,  collected  by  Dr.  H.  C.  Yarrow. 

Subfamily  PSEUD0PHL(EINA. 

dasycoris. 
D.  humilis. 

Daaytorit  Aumtlif,  Ubler ;  U.  S.  Geologloal  Surrey  of  Montana,  1871,  p.  403. 

Obtained  at  Colorado  Springs,  Colo.,  in  July,  by  Dr.  Yarrow. 


1.  C.  8%d€B, 


Subfamily  BHOPALINA. 
CoRizus,  Fallen. 


Lygcgua  tidm.  Fab;  Ent.  Syst.  It,  p.  169,  No.  116. 

CorizuM  ndcBf  Signoret ;  Ann.  Soc.  Ent.  Franoe,  eer.  3,  vU,  p.  95,  No.  38. 

Collected  near  theMoJave  River,  California,  in  July,  Dr.  O.  Loew ;  also  in  the  Ticiniiy 
of  the  Colorado  River,  California,  Jnly  20,  by  W.  Somers. 

2.  C.  hjfaUnua. 

Lygtmit  hyaKnus,  Fab ;  Ent.  Srst.  iv,  p.  168.  No.  115. 
Ooritut  hyokimu,  StAl;  Hem.  Fabr.  1,  p.  68,  No.  3. 

From  Taos,  N.  Mex.,  in  August,  by  Mr.  Shedd;  from  Paeblo,  Colo.,  in  July,  by  Dr. 
Yarrow ;  and  firom  Santa  F^,  N.  Max.,  June,  Mr.  Henshaw. 
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Leptocoris,  Kahn. 
X.  trkfimtuB.  » 

Lygcnu  trivittaiut.  Say ;  Jonm.  Aoad.  Philad.  ir,  p.  389,  No.  9. 
Lepioeorii  trivUtatut,  StM  t  Enam.  Hemipt.  i,  p.  996. 

From  Southern  Colorado,  Jaly,  Lieat.  W.  L.  Carpenter. 

Family  LYGAEIDiE. 
Lyoaeus,  Fab. 

1.  L,recHvatu8, 

Lygctttt  r€eUv<Uutt  Say ;  Jonm.  Acad.  Philad.  Iv,  p.  391,  No;  H 

From  Southern  Arizona,  Mr.  Henshaw ;  San  IldefonBO,  N.  Btor.,  D¥.  Yarrow  and  ICr 
Shedd ;  Cave  Spring,  Ariz.,  July,  Mr.  Henshaw ;  Paehlo,  Colo.,  July,  Dr.  Yarrow  and 
Mr.  Wilkin ;  Abiqain,  N.  Mex.,  Dr.  O.  Loew ;  Mojave  Desert,  Cld.,  Jnly,  and  near  Mojare 
Riyer,  Jnly,  Dr.  O.  Loew. 

2.  X.  eostalU. 

LygnBUi  eoHaUt^  H.  Sohf.;  Wanx.  Ins.  vii.  p.  99,  fig.  706. 
Obtained  in  California. 

3.  X.  ftudatua. 

Lygmu  fcuciatu*,  Dallas ;  Brit  Mas.,  Heoiipt  11,  p.  538,  Ko.  17. 
Lygteua  ouUeui,  H.  Schf  {  Wans.  Ins.  vi,  p.  76,  flg.  646. 

Common  in  the  Atlantic  region  south  of  Massachusetts ;  also  in  Texas,  Mexico,  and 
the  West  Indies.  The  only  specimen  in  this  lot  was  collected  in  Southern  California, 
by  J.  A.  Hasson. 

Melanocokyphus,  St&l. 
Jlf.  faoetu9. 

Lygceut  /oMtta,  Say;  Heteropt.  New  Harmony,  p.  13,  Na  9. 

From  the  plains  and  foot-hills  of  New  Mexico ;  June  to  October ;  collected  by  Lieot 
W.  L.  Carpenter. 

Melanopleurus,  St&l. 
M,  hUiriangularis. 

Lyqatu  hiatriangulaTit,  Say :  Heteropt.  New  Harmony,  p.  14,  No.  3. 
Mdanopleurut  bittriangulang,  St&l;  Eoum.  Hemipt.  iv,  p.  169. 

Collected  at  Camp  Bowie,  Arizona,  August  8,  by  Mr.  Albrniz. 

Kysius,  Dallas. 

1.  N,  angtutaiu9, 

NjfHuM  angutttUut,  Ubler;  United  States  Qeologieal  Sarvey  oC  Montana,  1871,  p.  406,  No.  9. 

Obtained  at  Pueblo,  Colo.,  in  Jnly,  by  Dr.  Yarrow  and  Mr.  WUkiu;  at  Fort  Garland, 
in  July,  Mr.  Hunt. 

2.  N,  oalifomiotis, 

Nytius  ciUifomieut,  StU;  Bngeniee  Reaa,  Hemipt.,  p.  949,  No.  56. 

Collected  in  New  Mexico,  in  September,  by  S.  Bedell :  at  Fbrt  Garland,  in  Angnstjby 
Mr.  Shedd ;  July,  by  Dr.  Yarrow,  and  in  Southern  Calif oraia,  Jun«-Jnly,  by  H.  W 
Henshaw. 

ISCHNORHYNCHUS,  Ficb. 

J.  didymus, 

Lygaut  didymfu,  Zett;  Vet.  Akad.  Haodl.  1819,  p.  71.  No.  90. 
Oymtu  Fi-aneUeanut,  St&l:  Eugeuies  Besa,  p.  959,  No.  84. 
Itchnorhynehut  didymut,  Fieber ;  Europ.  Hemipt.,  p.  199. 

Southern  Colorado,  Dr.  H.  C.  Yarrow. 

Geogoris,  Fallen. 
1.  G.  paUen8, 

Oeoeorit  pdUerUf  St&l ;  Eagenies  Eesa,  p.  950. 
From  the  Mojaye  region,  California,  in  July,  Dr.  Loew. 
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2.  0.  hullaiUB. 

StUda  buXlata,  Say  ;lHet«ropt.  New  Harmony,  p.  18,  Ko.  9. 
QphtkalmicutboreaUt,  DaUmi  BriL  Mas.  Ust.  U,  p^585,  No.  8. 

A  specimen  from  PneblO;  Colo.,  collected  by  Dr.  Yarrow ;  and  a  pale  variety  was 
obtained  above  timber-line  in  New  Mexico,  by  Lieutenant  Carpenter. 

LiGTROCORIS,  St&l. 
L.  c(m$tnotu$* 

Pamera  eofutrieta,  8*t  ;  Hetoropt.  New  Harmony,  p.  15,  No.  1. 
Beo#iM  dbdaminaUt,  Guer ;  La  Skgtm  HisL  de  Cum.  Ins.,  p.  38T. 

Sonthem  Colorado,  Jnne  and  Jnly,  Lient.  W.  L.  Carpenter. 

Myodocha,  Latr. 

Mifodoehut  §etripn^  Oliv;  Bnoyo.  Method.,  Tiii,  p.  106. 
Myodocha  peHouUOt  Say ;  Heteropt.  New  Harmony,  p.  19. 

From  New  Mexico,  Angnet  23,  by  Dr.  H.  C.  Yarrow. 

Trapezonotus,  Fieb. 
2,  mebuloBiis. 

LifgauB  fMbiiloMtf,  Fallen ;  Hon.  Cim.,  p.  85,  No.  7. 
Pam§ra  faUax,  Say;  ^ete^opt.  New  Harmony,  p.  17,  No.  6. 
Trapetonotui  n^nUmUt  Fieber;  £ar.  Hemlpt,  p.  190. 

From  Sontbem  Colorado,  Jnne-Jnly ,  Lient.  W.  L.  Carpenter ;  also  found  above  tim- 
ber-line in  New  Mexico  by  tbe  same  n^ntleman. 

Perttrbchus,  Fieb. 
P.  Frateniu$. 

PeriirtehuifraUrmu^  Uhleri  Boston  Soc  Nat.  Hist  Proe.,  1671,  p.  11. 
From  Tierra  Amarilla,  N.  Mex.,  in  July,  collected  by  Mr.  Shedd. 

SUBFAMELT  LARGINA. 

Larous,  Habn. 

Largut  dnchu,  H.  Sohfl ;  Wans.  Ins.,  toL  tU,  p.  8,  fig.  883. 

From  Sienaga,  Ariz.,  Angnst  2:),  by  Mr.  Ratter ;  from  Sontbern  California,  by  Mr.  J. 
A.  Haoeon ;  Santa  Barbara,  Dr.  O.  Loew ;  Southern  Arizona,  August,  Mr.  Henshaw ; 
and  from  Camp  Lowell,  October  17,  by  Mr.  Butter. 

Family  PHYTOCOEID^. 

Minis,  Auctor. 
M.  iMtdbilU. 

MirU  <iMCaMw,nUer ;  BoUetin  U.  S.  Geolo^.  Snrv.  of  the  Territories,  voL  ii,  No.  5,  p.  50. 

A  very  common  insect  in  tbe  Atlantic  region  and  in  Texas.  Tbe  present  specimen 
was  collected  above  timber-line,  in  New  Mexico,  by  Lieut.  W.  L.  Carpenter,  and  also 
in  Southern  Colorado,  in  July. 

Phttocoris,  Fallen. 
P.  nubilu$. 

Oapmu  nUbiUu,  Say;  Heteropt.  New  Harmony,  p.  Si,  No.  10. 

From  near  Colorado  Creek,  New  Mexico,  July  18,  by  Lieut.  W.  L.  Carpenter. 

< 

LOPIDEA,  Ubler. 
X.  media, 

OapauM  matttfltf,  Say;  Heteropt.  New  Harmony,  p.  93,  No.  11. 

Collected  at  San  Ildefonso,  N.  Mex.,  in  August,  by  Mr.  W.  C.  Shedd ;  at  Tierra  Ama- 
rilla, N.  Mex.,  in  September,  by  Dr.  H.  C.  Yarrow;  in  New  Mexico,  September,  by  S. 
Bedell. 
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Ltgus,  Kahn. 

1.  L.  anntxus, 

Lygtu  annexuB^  Uhler ;  U.  S.  G^ologioftl  Surrey  of  Montana,  1871,  p.  413. 

From  PneblOy  in  Joly,  by  Mr.  Wifkin ;  Tierra  Amarilla,  N.  Hex.,,  September,  Dr.  H.  C. 
Yarrow ;  Abiqoia,  N.  Mez.|  Dr.  0.  Loew ;  Northern  New  Mexico,  Lieat.  W.  L.  Carpent«r 

2.  £.  Untatus. 

JjygcBUM  IvMOtuM  Fab ;  Bnt  Syat.  8nppL,  p.  541,  No.  194-5.    Syst.  fihyng.,  p.  934,  No.  159,  Caf 
nu  i-viUatutf  Say,  Heteropt. ;  New  Harmony,  p.  90,  No.  9. 

An  inhabitant  of  many  parts  of  the  United  States  from  Northern  New  York  to  Texas. 
The  present  specimens  were  collected  in  Northern  New  Mexico,  in  Jnne-nJnly,  by 
Lient.  W.  L.  Carpenter. 

3.  X.  lineolaria. 

Oapaui  KneoUur%t»  PaUaot-Beaav ;  Int.  Afr.  at  Amer.,  p.  187,  pL  zi,  fig.  7. 

Common  in  most  parts  of  temperate  North  America.    From  Northern  New  Mexico, 
Jnne-Jnly,  Lieat.  W.  L.  Carpenter. 

4.  X.  invitus, 

€hpiutinvitut,  Say;  Heteropt  New  Hanmny,  p.  94,  No.  91. 

Sometimes  common  on  the  blossoms  of  ViUs  Idbnuoa  in  Jane,  in  Maryland. 
A  variety  of  this  species  was  captured  in  Northern  New  Mexico,  in  June,  by  Lieut 
W.  L.  Carpenter. 

Calocoris,  Fieb. 

1.  C.  rapidus. 


Capnurapidui,  Say;  Heteropt.  New  Harmony,  p.  90,  No.  4. 
Oaptut  multieolor,  H.  Sohf ;  Wana.  Ins.  Tiil,  p.  19,  fig.  795. 


Common  in  Eastern  United  States  and  in  Texas.    From  Pneblo,  Colorado,  in  Jane, 
by  Dr.  H.  C.  Yarrow ;  and  from  Tierra  Amarilla,  N.  Mex.,  by  S.  Bed^. 

2.  C.  tuperbuB. 

Oaiocorii  tupcrbitf,  IThler )  V.  S.  Oeog.  Sarva.  W.  of  100th  M.,'yo1.  ▼,  1875,  p.  838,  Ko.  9. 
From  San  Ildefonso,  N.  Mex.,  Aagnst  17,  by.  Mr.  Shedd. 

Rbsthenia,  Amyot  Sc  Serv. 
M,  inHffnU. 

Oaptut  intiffnit,  Say;  Heteropt  New  Harmony,  p.  99,  No.  19. 
Collected  in  Northern  New  Mexico^  by  Dr.  H.  C.  Yarrow  and  Lient.  W.  L.  Carpentcf. 

Camftobrocjhis,  Fieb. 
€,  nebuhmis. 

OampUHnroehit  ntbulotut,  Uhler;  IT.  8.  G^eolog.  Surrey  of  Montana,  1871,  p.  417. 
From  Tierra  Amarilla,  N.  Mex.,  by  Dr.  H.  C.  Yarrow. 

Stiphrosoma,  Fieb. 

3,  Btygiea, 

Oaptut ityffieut.  Say;  Heteropt  New  Harmony,  p.  94,  No.  18. 
From  Northern  New  Mexico,  Jnly  18,  by  Lient.  W.  L.  Carpenter. 

AoALUASTRS,  Ficbcr. 
A.  assodatus, 

AgaUiatttt  attoeiatutt  Uhler  ;  U.  S.  Geolog.  Surrey  of  Montana,  1671,  p.  419. 

Collected  at  Paeblo,  Colo.,  by  Dr.  H.  C.  Yarrow. 

Orectodsrus,  Uhler. 

1.  O.  obliquut. 

Oreetoderut  obliquut,  Uhler;  Bulletin  U.  S.  Geogr.  Surv.  of  the  Territoriea,  toL  ii,  Ko.  5,  p.  54. 
From  Northern  New  Mexico,  Dr.  H.  C.  Yarrow. 

2.  0.  amcmu9f  new  sp. 

Smaller  and  more  slender  than  0,  ohliquus.    Orange-fnlvous,  polished,  not  obyionsly 
pnnctored,  the  hemelytra  dull,  excepting  the  long  cuneiform  silvery  white  streak 
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open [n^  from  the  base  of  the  ooriam.  Head  maoh  longer  than  wide,  polished,  narrowed 
behind  the  eyes,  the  width  between  the  eyes  scarcely  narrower  than  the  collam  ;  face 
moderately  decarving ;  eyes  blackish^  reniform,  very  prominent ;  antennie  moderately 
stout,  rod-likci  the  basal  joint  constricted  at  its  origin,  the  second  joint  very  long,  in- 
fuscated,  of  even  thickness  thronghoat;  rostram  slender,  infnscated,  reaching  upon 
the  venter.  Pronotnm  nearly  bell-shaped,  longer  than  wide^  very  narrow  in  front, 
finely  polished,  the  posterior  margin  concave.  Marginal  lines  of  the  corium  all  aroand, 
and  of  the  clavas,  brownish ;  cnnens  intascated  at  tip,  and  with  a  large  white  spot  at 
base ;  membrane  fuliginous,  but  paler  at  the  basal  angle.  Legs  long  and  slender,  the 
tibiffi  and  tarsi  tioged  with  piceons.  Venter  higlily  polished,  orange^  a  little  infuse ated, 
moderately  clavate  posteriorly.  Length  to  tip  of  venter  4^  millims.  To  tip  of  wing- 
covers  6  millims.    Width  of  pronotum  1^  millims. 

A  single-wing  cover  is  in  the  lot  from  New  Mexico.  Other  specimens  have  been 
taken  in  Texas  and  Illinois. 

Family  AOANTHIAD^. 

AcANTHiAy  Fabr. 
A.  tectutatia. 

Oimex  Isetutaritu.  Linn ;  Syst  Nat  ed.  12.  vol.  ii,  p.  715,  No.  1. 
AeofUhia  Uetularia,  Fab;  Eot.  Syst.  iv.  p.  67,  No.  1. 
Acanthia  leetularia,  Amyot  &  Serv;  Hemipt.,  p.  313,  No.  1. 
AeatUhia  leetularia,  Fieber ;  Ear.  Hemipt.,  p.  134,  No.  1. 

From  Nothern  New  Mexico,  October,  Liedt.  W.  L.  Carpenter^ 

Family  AEADID^. 

Aradus,  Fab. 
A.  rectus, 

Aradttt  re(ttut,  Say }  Heteropt.  New  Harmony,  p.  29,  No.  i* 
l>om  the  foot-hilbi  of  New  Mexico,  October,  Lieut#  W.  L.  Carpentef/ 

Family  PHYMATID^. 

PflYMATA,  Lat. 
p.  erosa, 

Cimtx  erogiu,  Linn ;  Syst  N^t.  ed.  12,  Vol.  ft,  p.  716,  No.  19^ 
Oimex  ecarpio,  DeGeer;  M6m.  iii,  p.  350.  pL  35,  fig.  13. 
FhjfnuUa  erota,  Amyot  Sc  Serv ;  Hemipt,  p.  iSO,  Na  2. 

From  San  lldefonso,  N.  Mex.,  Augnst  17,  Mr.  Shedd. 

Family  NABIDiS. 

COR1SC0S,  Schrank. 
C.  feriu, 

Cimexfenu,  Linn ;  Fanna  Saeo.,  p.  956,  No.  9G2. 
Nalnt/enu,  Fiber;  Enr.  Hemipt.,  p.  161,  Na  9. 
Chriaetujertu,  St&l ;  Ennm  Hemipt.  iii,  p.  113,  No.  13. 

Collected  in  New  Mexico,  and  at  Colorado  Springs,  Colo/,  Jane,  by  Dr.  H.  C.  Yarrow ) 
also  Southern  Colorado,  Jane-Joly,  Lieut.  W.  L.  Carpenter,  and  above  timber-line  1  n 
New  Mexico. 

Subfamily  KEDXTVIINA. 

PiuoNOTts,  Lap. 
P.  cri8tatu9, 

Oimex  eriittatua,  Linn ;  Cent  Ins.  Bar.,  p.  16,  Na  49.    Amoen.  Acad.,  voL  vi,  p.  399,  No.  fZ. 

Reduvifu  novenariu$j^y  \  Amer.  Ent,  voLi,pL3l/Na8. 

Arihu  dentievlatu*,  westwood :  Drary  Illnet,  vol.  ii,  p.  73. 

Frimyotua  eriatatua,  Uliier:  Bulletin  Cf.  &  Geo.  Snrv.  Territ,  vol  ii,  Na  5,  p.  61. 

A  single  specimen  from  Northern  New  Mexico,  collected  by  Lieut.  W.  L.  Carpenter* 

PiNDUS,  St&L 
P.  aociiM. 

Pindua  aoevua,  Ubler;  IT.  S.  Geolog.  Sarvey  of  Montana,  1871,  p.  420. 

From  the  plains  and  foot-hills  of  Northern  New  MexicO|-  in  October,  by  Lieut.  W.  L. 
Carpenter. 

84  E 
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SuBFAmLT  APIOMERINA. 

Apiomkrina,  Hahn. 
A.  flaviveniri8, 

Apiomtnu  JIaviverUrit,  H.  Schf ;  Wans.  Int.,  vol.  vm,  p.  77,  flg.  847. 

A  variety  of  this  species  was  collected  nTear  Santa  F^,  N.  Mex.,  in  Jane,  by  Mr.  Hen- 
sliaw ;  Northern  New  Mexico,  June  5  to  Jnly  5|  Lient.  W.  L.  Carpenter ;  alao  at  Bo«i«, 
Ariz.,  August  ti,  by  Mr.  Albrniz. 

Subfamily  PIRATINA. 

Rasahus,  St&l.  (Nee  Amyot.) 
R,  Uguttaius, 

Petalochirttt  liffuttatut.  Say ;  Hetcropt.  New  Hannony.  p.  33,  No.  9. 
Firatei  tnutiUariut,  Gaer;  La  Saj'ra,  lie  de  Coba,  p.  410.    (Exolas.  ayn.) 

From  the  Mojave  Desert,  California,  by  Dr.  O.  Loew,  and  from  Los  Angelos,  in  Jane 
by  J.  Brown. 

Mklanolestes,  St&l. 

1.  Jf.  ahdomindlis. 

Piratet  abdominaliM,  H.  Schf,  Waos.  Ins.,  vol.  Tiii,  p.  63,  fig.  839. 
Collected  in  Northern  New  Mexico,  Jnne-Jnly,  by- Lient.  W.  L.  Carpenter. 

2.  if.  picipes, 

PiraU»  pteip^i,  H.  Schf;  Waoi.  Tns.,  vol.  Till.  p.  69.  flji.  B3t. 
JieduviuM punpeiiM,  Lee;  Proc.  Pbilad.  Acad. Nat.  Sci.  1855,  p.  404. 
Melanolegtet  picipea,  StU;  Eoam.  Hemipt.,  ii,  p.  107,  Ko.  3. 

From  Abiqain,  N.  Mex.,  September,  Dr.  H.  C.  Yarrow. 

Subfamily  ACANTHASPIDINA. 

CONORHINUS,  Lap. 
C  ruhrofasciahu. 

Oimex  rubro/a*ciattu,  DeGoer ;  M6ni.  Ill,  p.  349.  pi.  35,  fig.  19. 

ConorhinuM  nUfro/cueiatus,  Amyot  &  Serv.,  Hemipt.,  p.  3t54,  No.  1,  pi.  8,  fig.  9. 

From  Camp  Lowell,  Ariz.,  Mr.  Ratter,  Anf^nst  23 ;  and  from  near  the  Colorado  River. 
Califomia,  July  20,  by  Mr.  Somers ;  also  from  the  Mojave  Desert,  by  G.  Thumpsou. 

Family  STENOPODID^. 

STE290PODA,  Lap. 
8,  cuUc[formi8, 

Cimex  euKeiformxs,  Fab  ;  Ent  Syst.,  p.  728,  No.  169. 
filtennpoda  cinerea.  Lap,  EiMial,  D.  "JR,  pi.  fiS,  fig.  9. 
Stenopada  euUeiformu,  St&l ;  Hemipt.  Fabr.,  i,  p.  129,  No.  1. 

A  nympha  of  this  species  was  collected  at  Abiquia,  N.  Mex.,  by  Dr.  H.  C.  Yarrow. 

Family  SALDID^. 

Salda,  Fab. 
S.  mteratitiaUs, 

Aeanthxa  intentiHaUt,  Say;  Joam.  Acad.  Phllada.,  toL  iv,  p. 391,  Na  1. 

From  Northern  New  Mexico,  July,  Lieut.  W.  L.  Carpenter. 

Family  HEBRID^. 

Hebrus,  Curtis, 
if.  8obrinu8,  new  sp. 

Robast,  brunneo-fu scons,  beneath  chiefly  black-piceous,  with  the  stemnm,  cox^e,  ari-i 
le^s  testaceous.  Head  stout,  not  so  Ions  nor  so  taperinft  anteriorly  as  in  H.  pvtilt»* 
Fallen,  the  vertex  and  face  very  convex,  tbe  tip  thickly  hairy ;  antennce  doll  testaceoa;*. 
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nnbescent,  the  basal  joint  thickest,  Darrowed  at  base,  longer  than  the  second,  the  third 
longest,  Hlerider  like  the  sacceediog  ones;  under  side  of  head  and  the  bucculso  dull 
testaoeons ;  the  rostram  slender,  reaching  upon  the  venter,  dull  testaceous ;  eyes,  d^rk 
brown,  with  coarse  and  few  facets.  Pronotnm  broader  than  long,  flattened,  the  humeri 
well  defined  by  a  brown  sulcus;  impressed  line  between  the  lobes  distinct,  as  also  the 
three  fovear  on  the  centre,  those  of  each  side  lees  distinct;  the  surface  very  minutely 
punctured ;  pleural  pieces  darker,  with  a  few  very  remote,  large  punctures.  Venter 
smooth,  blackish-piceons,  densely  sericeous  pubescent,  margined  with  dull  fulvous. 
Hemelyira  pale  brownish,  minutely  pubescent,  the  uervures  darker,  the  membrane 
scarcely  reaching  to  the  tip  of  the  abdomen. 

Length  scarcely  2  millimeters.    Width  of  pronotnm  f  millimeter. 

Habitat. — New  Mexico,  Lieut.  W.  L.  Carpenter.  «^an  Ildefonso,  N.  Mex.,  in  July,  Dr. 
H.  C.  Yarrow. 

Family  HTGROTRECHID-^. 

HVOROTRBCHU8,  St&l. 

H,  renUgU, 

Oerris  remigii^  Say ;  Heteropt.  New  Harmony,  p.  35,  No.  1. 

From  water  on  the  plains  of  Southern  Colorado  and  Northern  New  Mexico,  June, 
July,  and  October,  by  Lieut.  W.  L.  Carpenter. 

Family  GALGULID^. 

Galoulus,  Latr. 

1.  G.  oculaius, 

Xaueorit  octdata^  Fab;  Syst.  Rhyng..  p.  Ill,  No.  5. 

OeUgulut  oeulatut.  Lair;  Hist  Nau Ina.,  xil,  p. S86,  pi  95,  fig.  9. 

Qolindui  hufo,  H.  Schf;  Waot.  lua.,  v,  p.  6B,  fig.  536. 

Collected  at  San  lldefonso,  N.  Mex.,  August  17,  by  W.  G.  Sbedd;  Cave  Spring,  Ariz., 
Mr.  Henehaw. 

2.  G.  variegaius, 

Oalfftdv*  variegatiu.  Oaf rin ;  Icon.  Regne  Aoltnal,  p.  399. 

Oaigulm  puleher,  St&l ;  Of  v.  Votenak.  Akad.  ForhandL  1854,  p.  239,  No.  1. 

Santa  Barbara,  Cal.,  Mr.  Henshaw  and  Dr.  O.  Loew ;  also  at  Abiquiu,  N.  Mex.,  Dr. 
H.  C.  Yarrow,  in  September. 

Family  NAUCORIDJS. 

Ambrysus. 

A,  Signoreti. 

Ambry nu  Signoreti,  St&l ;  Heraipt.  Mex.  Stettin.  £nt.  Zelt..  xxiii.  p.  460,  No.  336. 
Naucorig  Poeyi,  Amyot  &.  Serv ;  Hemipt.,  p.  434,  pi.  8,  fig.  5. 

Taken  at  San  lldefonso,  N.  Mex.,  July,  by  Dr.  H.  C.  Yarrow ;  in  New  Mexico,  July, 
by  Lieut.  W.  L.  Carpenter;  and  in  the  Mojave  River,  Cal.,  in  July,  by  Dr.  O.  Loew. 

Family  BELOSTOMID-^. 

Belostoma,  Auctor. 

B.  annulipes. 

Sdottoma  annuHpet,  H.  Schf ;  Wmic.  Ins.,  rili,  p.  SB,  figa.  603, 804. 

A  nympha  was  taken  near  San  lldefonso,  in  July,  and  an  imago  at  Pagosa,  Colo., 
September  5,  by  Dr.  H.  C.  Yarrow. 

Pedinocoris,  Mayr. 

1.  P.  macronyx. 

Pedinocoris  macronyx,  Mayr ;  Yerhandl.  Wien.  Zool.^Botan.  Geaell,  1863,  p.  350,  tab.  11,  flga.  1-4 
Obtained  in  the  Gila  River,  Arizona,  by  Dr.  C.  G.  Newberry. 

2.  P.indenlaia. 

Zaitha  indentata,  Hald.,  Proc.  Acad.  Pbilada.,  vi,  p.  364. 

redinocorig  braehonyx,  Mayr;  Verbandl.   Wien.  Zool.Botan.  Geael),  1863,  p.  351,  tab.  11,  fig.  5. 

From  the  Mojave  River,  California,  July,  Dr.  O.  Loew,  and  from  Keruville,  Cal.,  by 
Mr.  Henshaw,  September  2. 
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Abedus,  St&l. 
A,  hrevicept, 

Ahedut  brevietpi,  StU ;  Stettioer  Ent.  Zelt,  xxlil,  p.  462. 

Collected  at  San  Ildefonso,  N.  Mex.,  Angast  17,  by  Mr.  Shedd ;  Camp  Lowell^  Ari- 
zoja,  Aagnstj  Mr.  Heushaw,  and  in  Arizona,  Jnly,  by  Mr.  Katter. 

Family  NOTONECTID^. 

NoTOKiscTA,  Linn. 
1:  N,  undulata, 

Notoneeta  untftitefa,  Say ;  Heteropt.  "Sew  Harmoiiyf  p.  39,  No.  1. 

^rom  Abionia,  N.  Mex.,  September,  by  Dr.  Yarrow,  and  San  lldefonso,  N.  Mex., 
Angust  17,  Mr.  Shedd. 

2.  N,  ivaulata, 

Notoneeta  intulaia,  Kirby ;  Faann  Bor.  Amer.,  iv,  p.  985,  Ko.  399. 
Hotoneeta  rttgotat  Fieber ;  Rhyochotogniphieii,  p.  53,  No.  7. 

Collected  at  Camp  Lowell,  Ariz.,  in  Aagtist,  by  Mr.  Henshaw,  and  elsewhere  in  Ari- 
zona, in  July,  by  Mr.  Rutter. 

Family  CORISIDAE. 

CoRiSi.,  Geoff. 

1.  C.  interrupUL 

0(Mrixa  ifUerrupta,  Say;  Joam.  Aoad.  Phllada.,  !▼,  p.  338,  Ko.  1. 

From  New  Mexico,  in  October,  by  Lieut.  W.  L.  Carpenter,  and  from  San  Ildefonso. 
N.  Mex.,  by  Dr.  H.  C.  Yarrow. 

2.  C.  aliemata, 

Corixa  altsmata,  Say ;  Jouhi.  Acad.  Phllada.,  iv,  p.  339,  No.  S. 

From  San  Juan  River  in  New  Mexico,  by  Mr.  Browne. 

3.  C,8utilis, 

Oarixa  nUiUt,  TJhler ;  Balletiii  XT.  S.  Geogr.  Sarr.  of  the  Territ,  vol  II,  No.  5,  p.  73. 
From  the  plains  of  Northern  New  Mexico,  in  October,  by  Lient.  W.  L.  Carpenter. 

HOMOPTERA. 
Family  STRIDULANTIA. 

Cicada,  Fab. 

1.  C  Bifnodica, 

CHeada  tynodica,  Say ;  Joom.  Acad.  Philada.,  toL  iv,  p.  334,  No.  6. 
From  Southern  Colorado,  June-July,  by  Lieut.  W.  L.  Carpenter. 

2.  C.  rimoaa. 

Cicada  rimoaa^  Say ;  Joom.  Acad.  PhUada.,  vol.  ri,  p.  335,  No.  3. 
Collected  in  Sonthem  Colorado,  June-July,  by  Lieut.  W.  L.  Carpenter. 

Family  MEMBRACID^. 

C£RB8A,  Fairm. 
C.  bubalui, 

Memhraeii  Imbahu,  Fab.,  Knt.  Syat.  vol.  iv.  p.  14.  Na  33. 

Cereta  Imbahu,  Fitoh ;  Catalogue  uf  Ina.  N.  Y.  State  Cabinet,  p.  50,  No.  698. 

From  San  Ildefonso,  N.  Mex.,  and  near  Pueblo,  Colo.,  by  Dr.  H.  C.  Yarrow ;  aUo  from 
San  Iliefonso,  bv  Mr.  Shedd. 


S,  vau. 
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Smilia,  Qermar. 


MembraeU  vau.  Say :  Joam.  Aoad.  Philada.,  vol.  ri,  p.  909,  No.  — . 
SmUm  vau,  Fitch ;  Cat  of  las.  of  N.  T.  SUte  Cabinet,  p.  4d,  Na  658. 

Collected  in  Northern  New  Mezioo,  Jane>Jaly,  and  also  ia  October,  by  Lieut.  W.  L. 
Carpenter. 

CAMPn4RNCHU,  St&l. 
C.  curvata. 

Membraeis  eurvata,Vuh.,  Syst  Rhyng..  p.  13,  Xa  34. 

Membraeis  latipes.  Say :  Long's  Ezped.,  it,  p.  30*2,  No.  5. 

Encktnopa  AnUmirM,  Walk  ;  Brit.  Mas.  List.  Homopt.  ii,  pp.  468^91,  Not.  3-2, 33, 3^  36, 37. 

E  venosa,  Walk ;  Brit  Maa.  List  Homopt  Ii,  pp.  4dS-491.  No«.  3i,  33.  .15. 36, 37. 

£.  den»a.  Walk ;  Brit  Mas  List  Homopt  ii.  pp.  4dd-49l.  Nos.  32, 33, 35, 36. 37. 

E  /.  ijida.  Walk:  Brit  Mas.  List  Homopt  ii.  pp,  482»-49l.  Noh.  32. 3  J, :».  36. 37. 

E.  bimaculata,  Walk ;  Brit  Mua.  List  Homopt  11,  pp.  488-491,  Noa.  32, 33, 35, 36, 37. 

Collected  "in  New  Mexico,  by  Mr.  Ratter. 

PUBLILIA,  St&l. 
P.  modesta. 

PtMUia  modeita,  XTblor;  Balletiii  U.  8.  Oeolog.  Survey  of  the  Territ.,  toI.  ii,  No.  5,  p.  78,  No.  3. 

Collected  at  San  Ildefonso,  N.  Mex.,  by  Dr.  H.  C.  Yarrow,  and  at  Cave  Spring,  Ariz.i 
by  Mr.  Henshaw. 

Darius,  Fab. 

Ad  immatare  specimen  of  species  allied  to  D,  lateraliSf  Fab.,  was  in  the  oolleotion  of 
Dr.  O.  Loew,  from  the  Mojave  Desert,  California. 

Telamoka,  Fitch. 
T,  pyramidaia,  new  sp. 

Similar  in  form  to  T.  querdf  Fh.,  bat  not  qnite  so  broad,  the  base  of  the  dorsal 
prominence  more  compressed.  Color  (of  the  alcoholic  specimen)  yellowish,  cloaded 
with  brown,  particalarly  oa  the  sides  and  tip  of  the  prominence;  also  at  the  end  of 
the  scntellnm,  and  on  the  base  aod  more  largely  on  the  tip  of  the  hemelytra.  Head 
uDeveo,  yellowish,  remotely,  finely  and  irregalarly  punctured  with  brown  ;  cheeks 
and  rostrum  hairy.  Pronotum  with  browa,  ooarjo,  sunken  punctures,  the  punctures 
finer  anteriorly  and  placed  less  closely,  and  so,  also,  a  little  way  from  the  apex  ;  cen- 
tral carinate  line  interruptedly  brown,  smooth;  humeri  prominent,  laminar,  almost 
rectangular.  Dorsal  prominence  subpyramidal,  compressed  abov^e,  the  tip  rounded, 
edged  with  piceons,  with  a  few  coarse,  deep,  dragged  punctures,  which  are  bounded 
by  tumid,  almost  linear,  oblique  interstices ;  the  carinate  line  continued  to  the  tip  of 
pronotum,  and  paler  both  below  and  behind  the  summit ;  the  apex,  with  four  irregu- 
lar, longitudinal  rows  of  punctures,  with  raised  linear  interstices;  lateral  edge  smooth 
pale,  somewhat  int<errupted  with  brown.  Hemelytra  obscured  hyaline,  with  a  laree 
oval  spot  at  tip  ;  their  extreme  base,  the  two  upper  nervures  on  the  middle,  and  the 
punctures  bounding  the  nervures  each  side  throuichout  their  leujo^th  brown.  Legs  yel- 
lowish, tinged  with  pioeous,  the  tibiee  spotted  with  brown  on  their  outer  sides ;  bristles 
pale  yellowish,  the  base  and  extreme  tip  of  tarsi,  and  the  nails  piceous.  Venter  black- 
ish, with  the  incisures  yellowish. 

The  hemelytra  extend  considerably  beyond  the  pronotum  ^nd  are  obliquely  nar- 
rowed at  tip.' 

Length  to  tip  of  pronotum,  d  millimeters ;  to  tip  of  hemelytra,  9  millimeters.  Width 
between  the  humeral  angles,  4  millimeters.  Altitude  to  summit  of  dorsal  prominence, 
scant  4  millimeters. 

Collected  in  Southern  Colorado,  in  July,  by  Lieut.  W.  L.  Carpenter. 

Family  FULGORID^. 

ScoLOPA,  Germar. 
S,  iuldpe^. 

Fulgora  nddpea,  Say ;  Jonm.  Philada.  Aoad.,  vol.  iv.,  p.  335, 

Obtained  in  Southern  Colorado,  June-July,  by  Lieut.  W.  L.  Carpenter. 
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Family  TBTTIGONID^. 

Proconia,  Amyot  &  Serv. 
P.  008tali8. 

Tettiffonia  eottalii,  Fab.,  Ent  Syst.,  Sappl.,  p.  516,  Not.  93,  33.    Signoret,  Ann.  Soc  Ent.  TraBCt, 

3d  Mr.,  ii,  p.  359,  pi.  12,  fig.  8. 
Oercopi*  margineUa,  Fab.,  Syst.  Rhyng.,  p.  96,  No.  44. 
Oerfiopii  lateraUi,  Fab.,  Ent.  Syst.,  Snp(U.,  p.  534,  No.  34.    Goqaebert,  Illastr.,  yoL  1,  p.  3S,  tob. 

9.  lig.  3. 
Tettigonia  lugern,  Walker ;  Brit.  Mae.  List,  Homopt.,  iii,  p.  775,  No.  108. 
TeUigonia  yyrrhotelug,  Walk.,  1.  o.  iii,  p.  775,  No.  109. 

Widely  distri bated  in  North  Aroerioa,  oooariQg  on  both  sides  of  the  ooutinent,  and 
as  freqaent  in  the  oold  north  of  British  America  as  in  the  warm  regions  of  the  aub- 
tropics. 

Captured  near  Abiqnia,  N.  Mex.,  by  Dr.  O.  Loew. 

Tettigonia,  Sign.  (Geoflf.) 
T.  hieroglyphica, 

TetHgofUa  kitroglyphiM,  Say ;  Jonr.  Aoad.  Philada.,  vol.  ▼!.,  p.  313,  Na  6. 

Taken  in  Northern  New  Mexico,  by  Lient.  W.  L.  Carpenter,  and  in  the  Mojave  Desert^ 
in  July,  by  Dr.  O.  Loew. 

Helochara,  Fitch. 
H,  oommunii. 

ffdoehara  oommunii,  Fitoh ;  Heteropt.,  Neir  York  State  Cabinet*,  p.  56.,  Nob.  753,  754. 

Taken  in  Northern  New  Mexico,  in  July,  by  Lieut.  W.  L.  Carpenter. 

Bythoscopus. 
B.  9ioc\foUus, 

Bythoteopus  Hee^foUut,  TThler ;  Bnlletin  U.  S.  Geolog.  Survey  of  the  Territories,  vol.  ii,  p.  93, 
No.  3. 

Taken  in  New  Mexico,  September,  by  Lieut.  W.  L.  Carpenter. 

Many  specimens  of  APHiDiE,  obtained  from  various  kinds  of  plants,  are  included  in 
several  of  the  bottles,  but  they  are  changed  too  much  by  their  alcoholic  bath  to  admit 
of  correct  determination. 
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ANNUAL  EBPORT  OF  CAPTAIN  G.  J.  LYDECKBR,  CORPS  OP 
ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 

1877. 

explorations  and  surveys,  military  division  of  the  missouri. 

Headquarters  Military- Division  op  the  Missouri, 

Office  of  the  Chief  Engineer, 
Chicago^  lU.^  September  25, 1877. 

General  :  I  have  the  honor  to  sabmit  the  following  report  of  opera- 
tions connected  with  this  office  for  the  fiscal  year  ending  Jane  30, 1877  : 

By  General  Order  No.  6,  Headqnarters  Military  Division  of  the  Mis- 
sonri,  I  was  ^'  aonoanced  as  chief  engineer  officer  on  the  division  staff, 
daring  the  temporary  absence  of  Maj.  George  L.  Gillespie,  Corps  of 
Engineers,"  in  parsaance  of  Special  Orders  Ko.  85,  carrent  series,  from 
the  Headquarters  of  the  Army. 

Since  assuming  charge,  I  have  had  no  fand»  for  defraying  expenses 
incident  to  operations  pertaining  to  the  duties  of  this  office,  consequently 
it  has  been  impossible  to  accomplish  any  work  worthy  of  note.  The 
record  shows  that  about  the  same  condition  of  affairs  existed  during 
Major  Gillespie's  administration,  viz :  from  July  1, 1876,  to  May  1,  1877, 
telegraphic  instructions  from  the  Chief  of  Engineers,  dated  July  29, 
1876,  having  directed  as  follows:  *^  Appropriations  for  surveys,  &c., 
having  failed  in  Congress,  no  indebtedness  will  be  incurred  subsequent 
to  July  31,  1876.^^ 

All  work  done  in  the  office  has  been  by  a  man  detailed  from  those  en- 
listed for  the  general  service,  and  has  consisted  generally  in  the  routine 
business,  such  as  making  duplicate  tracings  of  sketches,  maps,  &c., 
accompanying  reports  passing  through  this  office,  and  which  are  re- 
quired to  perfect  the  files  in  the  office  of  the  Adjutant-General;  these 
Irequently  furnish  data  for  correcting  inaccuracies  in  existing  maps, 
and  whenever  found  the  corrections  have  been  made.  It  has  not  been 
practicable,  however,  to  make  any  progress  on  the  new  maps  of  the 
Western  Territories.  This  work  should  be  resumed  with  as  little  delay 
as  practicable,  for  the  information  which  the  maps  will  contain  is  greatly 
needed  in  carrying  on  the  operations  against  the  Indians,  and  for  vari- 
ous other  public  purposes. 

For  the  above  object,  and  in  order  that  any  practical  benefit  may  be 
derived  from  the  continuation  of  this  office,  it  is  necessary  that  an  ap- 
propriation sufficient  for  the  work  should  be  made  available. 
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The  amoQuts  required  for  this  parpose  are  as  follows ; 

For  part  of  the  fiscal  year  endinK  Jnne  30, 1878 ,,..  $3,000  00 

For  the  fiscal  year  ending  Jane  30, 1879 6,000  UO 

With  less  than  the  above  bat  little  good  can  be  accomplished. 
Very  respectfully,  your  obedient  servant^ 

O.  J,  Ltdeckeb, 
Captain  of  Engineers^  U,  8.  A., 
Chief  Engineer  Military  Vivision  qf  the  Missouri, 

Brig,  Gen.  A.  A,  Humphbets, 

Chief  of  Engineinrs  U,  8,  A. 
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ANNUAL  REPORT  OF  LIEUTENANT  EDWARD  MAGUIRB, 
CORPS  OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING 
JUNE  30, 1877. 

explorations  and  surveys  in  the  department  of  dakota. 

Headquarters  Department  of  Dakota, 

Chief  Engineer's  Office, 
Saint  Pauly  il/inti.,  June  30, 1877. 

General  :  I  have  the  honor  to  sabmit  herewith  my  aDoual  report  for 
the  fiscal  year  ending  Jane  30, 1877. 

At  the  close  of  the  fiscal  year,  the  engineer  detail  in  this  department 
consisted  of  myself  as  engineer  ofiicer  and  a  detachment  of  the  battalion 
of  engineers,  consisting  of  two  sergeants  and  fonr  privates.  One  private 
was  discharged  July  14,  1876,  in  consequence  of  the  expiration  of  his 
term  of  service,  bat  with  this  one  exception  the  detachment  served  with 
the  troops  in  the  field  till  September  7, 1876,  when  the  campaign  having 
virtually  terminated,  it  returned  to  Saint  Paul.  One  sergeant  was,  Janu- 
ary 8, 1877,  transferred  to  the  Department  of  the  Platte  at  the  request  or 
the  engineer  officer  of  the  Division  of  the  Missouri.  While  iu  the  field  the 
attention  of  the  detachment  was  devoted  to  topographical  work  and  the 
collection  of  sacb  information  as  was  possible.  In  addition  to  the  topo- 
graphical work,  I  was  engaged  in  the  superintendence  of  the  bridging 
and  crossings  of  streams  and  in  such  road-making  as  was  found  to  be 
necessary  in  order  to  allow  the  passage  of  the  train.  A  full  report  of 
l^st  suDimer's  work  was  submitted  to  the  Brigadier  General  commanding 
this  department,  and  a  copy  of  it  was  forwarded  to  the  Chief  of  Engi- 
neers. 

Since  the  return  to  this  city  the  office  work  has  consisted  in  the  ar- 
rangement, compilation,  and  plotting  of  the  notes  taken  last  summer,  in 
the  performance  of  such  duties  as  were  found  necessary  in  the  routine 
operations  of  the  department,  and  in  collecting  such  information  relating 
to  this  department  as  could  be  obtained.  There  have  been  numerous 
calls  for  maps,  tracings,  and  information  of  a  varied  nature,  not  only 
from  military  sources  but  from  citizens  interested  in  the  country  west  of 
the  Mssouri  River,  from  the  superintendent  of  Indian  affairs  in  this 
distrii^t,  and  from  steamboat-men. 

In  addition  to  the  above-mentioned  work  I  have  furnished  working- 
drawings  and  specifications  for  and  superintended  the  construction  of 
trestle-bridge  material  to  be  nsed  during  the  coming  campaign. 

An  appropriation  of  $2,500  having  been  made  for  the  improvement  of 
the  road  from  Springfield,  Dak.,  to  White  Swan,  Dak.,  I  received  orders 
to  examine  and  report  upon  the  said  route.    This  duty  was  performed. 

Upon  the  recommendation  of  the  Quartermaster-General  the  sum  of 
810,000  was  set  aside  from  the  appropriation  for  transportation  of  the 
Army  to  be  expended  in  the  improvement  of  the  Yellowstone  River.  As 
the  engineer  officer  of  this  department  I  was  placed  in  charge  of  the 
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work,  bat  with  iDstractions  to  confine  the  work  to  the  three  points  known 
a8  Wolf,  Baker,  and  Bufifalo  Bapids.  As  the  appropriation  expired  with 
the  fiscal  year  it  became  necessary  for  me  to  make  a  contract  with  each 
employ^  by  which  he  agreed,  for  and  in  consideration  of  a  certain  snm, 
to  remove  the  obstructions  to  navigation  in  the  Yellowstone  by  the  1st 
of  November;  and  should  the  work  be  finished  before  that  time,  there 
should  be  deducted  from  that  sum  an  amount  equivalent  to  pay  for  the 
number  of  days  between  the  date  of  cessation  of  work  and  the  1st  of 
November,  at  the  rate  of  so  much  per  day. 

There  is  still  much  topographical  wotk  to  be  done  in  this  department, 
but  it  is  impossible  at  present  to  furnish  an  estimate  of  the  amount  which 
can  be  accomplished  during  the  next  fiscal  year.  The  approaching  cam- 
paign and  the  construction  of  the  two  large  posts  on  the  Yellowstone 
and  Big  Horn  absorb  all  the  attention  and  troops  in  this  department. 
It  is  to  be  hoped,  as  expressed  in  a  letter  from  this  office  to  the  Chief  of 
Engineers,  dated  the  11th  instant,  "  that  the  Indian  problem  will  re- 
ceive such  a  solution  this  summer  that  it  will  be  possible  next  spring  to 
fill  in  some  of  the  gaps  now  existing  on  the  maps." 

Upon  my  application  to  the  department  commander  two  officers 
(Lieut.  L.  B.  Hare,  Seventh  Cavalry,  and  Lieut.  O.  F.  Long,  Fifth 
Infantry,)  have  been  detailed  as  acting  engineer  officers  to  accom- 
pany the  troops  serving  in  the  field.  Their  notes  will  be  plotted  when 
received,  and  it  is  ho|)ed  that  new  information  will  be  gained. 

Orders  have  been  issued  for  the  survey  of  Tongue  Biver  reservation, 
and  the  survey  will  be  made,  other  duties  permitting. 

The  entire  office  work  for  the  year  has  been  well  performed  by  the 
different  enlisted  men  of  the  detachment. 

Very  respectfully,  your  obedient  servant, 

Edw.  Maguire, 
First  Lieutenant  of  Engineers. 

The  Chief  op  Engineers 

United  States  Army. 


EXPEDITION  AGAINST  THE  HOSTILE   SIOUX  INDIANS   IN  THE  SUHMES 

OP  1876. 

Headquarters  Department  op  Dakota, 

Chief  Engineer's  Oppicb, 

Saint  Paul^  Minthj  March  9, 1877. 

General  :  I  have  the  honor  to  forward  by  to-day's  mail  a  copy  of  the 
report  submitted  by  me  to  the  Brigadier  General  commanding  this  De- 
partment. 

As  will  be  seen  from  the  report  and  the  map,  the  line  of  march*  was 
generally  over  portions  of  the  country  which  had  been  traversed  before 
and  upou  the  nature  of  which  other  reports  had  been  submitted.  I  have 
expressed  my  views  concerning  that  region  simply  because  men  differ  in 
their  ideas  of  the  quality  of  things,  and  any  opinion  which,  though 
when  considered  by  itself  may  be  of  little  importance,  yet  when  com- 
pared with  or  added  to  others,  aids  in  forming  true  estimates. 

There  is  still  much  work  to  be  done  in  this  department  in  the  way  of 
reconnaissances,  but  the  unsettled  condition  of  Indian  affairs,  with  the 
consequent  drain  upon  the  different  posts  for  troops  to  serve  in  active 
operations  against  the  hostiles,  will  preclude  all  idea  of  obtaining  an 

*  Map  oo  file  in  Engiueer  Department,  Washington,  D.  C. 
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escort  large  enough  to  famish  adequate  protection  during  the  coming 
season. 

Colonel  Miles,  Fifth  Infantry,  with  a  command  of  about  2,400  men, 
will  commence  operations  this  year,  but  my  experience  last  summer 
taught  me  that  very  little  work  could  be  done  on  a  military  expedition, 
and  as  the  two  new  reservations,  one  at  Tongue  River,  20  miles  square, 
and  the  other  at  the  mouth  of  the  Little  Big  Horn  or  Custer  Kiver, 
most  be  surveyed,  I  have  concluded  to  start  up  the  Yellowstone  about 
May  1,  for  the  purpose  of  laying  out  these  reservations. 
Very  respectfully,  your  obedient  servant, 

Edw.  Maguire, 
First  Lieutenant  Corps  of  Engineers^ 
Chief  Engineer  ^Department  of  Dakota. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers  U,  8.  A. 


EEPOET. 

Headquarters  Department  of  Dakota, 

Chief  Engineer's  Office. 

Sir  :  I  have  the  honor  to  submit  the  following  report : 

In  obedience  to  Special  Orders  No.  80,  War  Department,  Adjutant- 
GeneraPs  Office,  April  21, 1876, 1  reported  for  duty  at  these  headquar- 
ters May  8, 1876,  relieving  Gapt.  William  Ludlow,  Corps  of  Engineers, 
of  his  duties  as  chief  engineer  of  this  department;  and  in  compliance 
with  Special  Orders  No.  ^,  Headquarters  Department  of  Dakota,  dated 
May  9, 1876, 1  proceeded  to  Fort  Abraham  Lincoln,  May  10,  to  join  the 
expedition  against  the  hostile  Sioux. 

After  a  delay  of  a  few  days,  due  to  rain,  the  column  finally  started 
from  the  encampment  at  5  a.  m.,  May  17^  and  commenced  its  march  into 
the  land  of  the  turbulent  Dakotas. 

The  morning  was  raw  and  cold,  and  a  heavy  mist  hung  over  the  whole 
region  round  about.  It  gradually  rose,  however,  as  we  passed  Fort  Lin- 
coln, and  when  we  reached  the  foot  of  the  long  ascent  leading  to  the 
prairie  above,  it  was  a  very  beautiful  sight,  that  of  the  gradual  fading* 
oat  of  the  mist-bows  and  the  rolling  upward  of  tbe  mist. 

The  column  took  np  tbe  line  of  march  almost  due  west  for  Heart 
Kiver.  Tbe  route  was  over  a  rolling  prairie,  which  was  found  to  be  in 
fair  condition  for  the  wagon-train.  This  was  surprising,  as  after  the 
heavy  rain  it  was  expected  that  the  ground  would  be  very  soft ;  but  the 
train  experienced  no  difficulty,  and  at  half  past  one  in  the  afternoon,  after 
a  march  of  13^  miles,  we  encamped  on  Heart  Eiver.  The  camp  was  es- 
tablished in  the  bottom^  which  is  about  500  feet  square,  and  was  fenced 
in  on  three  sides  by  high  bluffis,  the  fourth  side  being  bounded  by  the 
gentle  slope  leading  to  the  prairie  we  had  just  traversed.  Quite  a  num- 
ber of  rattlesnakes,  from  2  to  2^  feet  long,  were  killed  in  the  camp. 
The  grass  was  good  and  plentiful,  and  there  was  no  lack  of  wood.  A 
slight  rain  fell  during  the  night.  The  water  of  the  Heart  was  the  first 
we  had  seen  after  leaving  Fort  Lincoln.  The  river  is  so  named  from  a 
prominent  butte  which  is  supposed  to  present  the  appearance  of  a  gi- 
gantic heart. 

The  Indian  scouts  furnished  much  amusement.  They  were  all,  with 
one  exception,  members  of  the  tribe  called  Arickarees.  This  one  excep- 
tion was  Bloody  Knife,  a  half  Sioux,  the  hero  of  many  fights. 
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The  Arickarees  were  formerly  a  large  and  war-like  tribe,  living  on 
Grand  Kiver,  but  small-pox  and  other  diseases  have  brought  them  to 
their  present  state.  They  are  of  mediam  size  and  qaite  dark.  Judg- 
ing from  the  council  held  with  them  by  Col.  G.  A.  Ouster  they  are  not 
without  a  sort  of  rude  eloquence.  They  had  at  all  times  a  dirty  appear- 
ance, and  when  mounted  they  looked  not  unlike  antiquated  negro  washer- 
women. They  appeared  to  be  a  sedate  class  of  men,  even  the  yoanger 
ones  scarcely  ever  smiling.  They  paid  but  little  attention  to  their  per- 
sonal appearance,  and  I  saw  but  few  and  slight  attempts  at  ornamenta- 
tion of  any  kind.  They  acknowledge  the  existence  of  one  Supreme 
Being.  They  also  worship  the  ^^  Mother,"  who  has  especial  charge  of 
them,  and  who,  on  leaving  them  ages  ago,  left  them  an  ear  of  corn  as 
a  legacy.  Their  legends  state  that  this  Mother  led  them  into  the  heart 
of  a  mountain  and  drove  in  for  them  various  kinds  of  game.  After  a 
time  one  of  the  tribe,  while  exploring,  crawled  out  into  this  country. 
On  his  report  they  enlarged  somewhat  the  hole,  and  a  portion  of  the 
race  came  forth  into  this  land ;  but  finally,  a  woman  who  was  enormously 
big  with  child  could  not  pass  through,  and  the  bole  is  closed  to  this  day, 
a  {)ortion  of  the  race  remaining  in  the  mountain.  They  have  no  estab- 
lished form  of  worship.  They  make  use  of  offerings,  and  these  offerings 
placed  on  the  top  of  a  pole  in  the  prairie  are  held  sacred  by  all,  even 
hostile  tribes,  and  never  disturbed. 

There  is  some  chastity  among  them,  but  it  is  not  general.  Courtship 
and  marriage  among  them  are  simply  a  bargain,  the  lover  giving  the 
father  the  number  of  ponies  he  demands.  This  number  varies  with  the 
social  and  political  standing  of  the  father.  There  is  no  marriage  cere- 
mony. In  taking  a  wife  the  husband  is  entitled  to  his  sisters-in-law  who 
live  with  and  work  for  him,  and  are  disposed  of  in  marriage  b^'  him. 
There  is  seldom  any  disagreement  among  the  wives,  and  each  treats  the 
Others'  children  as  her  own. 

Their  divorce-law  is  as  a  law  without  essence;  that  is  to  say,  a  man 
may  put  away  bis  wife  at  will  and  she  returns  to  her  parents  or  rela- 
tives. 

Their  language  contains  about  seven  hnndred  and  fifty  words.  Their 
composition  is  crude,  their  most  definite  rule  of  grammatical  construction 
being  that  for  distinguishing  the  genders.  Masculine  is  changed  into 
feminine  by  prefixing  an  8. 

They  can  connt  up  to  one  thoasand,  bnt  beyond  that  they  most  re- 
sort to  sticks.  Their  term  for  twenty  signifies  a  man,  from  the  &ct  that 
a  man  has  ten  fingers  and  ten  toes. 

Their  rulers  or  chiefs  are  elected,  and  are  generally  chosen  with  a 
view  to  generosity,  courage,  and  intellect. 

They  have  numerous  legends  and  songs.  The  latter,  as  with  all  prim- 
itive people,  are  usually  of  battle  or  the  chase. 

They  have  the  reputation  of  being  very  brave,  and,  indeed,  well-known 
officers  of  the  Army  are  willing  to  testify  to  their  character  in  this  re- 
spect. .  Yet,  the  whole  time  they  were  with  us  they  could  not  be  induced 
to  go  any  distance  in  advance  of  the  troops.  Before  the  column  left 
Fort  Lincoln  they  said  that  we  would  meet  a  great  many  Indians,  and, 
acknowledging  their  claims  to  being  considered  a  brave  tribe,  the  only 
theory,  and  it  is  thought  the  true  one,  to  account  for  their  apparent 
cowardice,  was  the  fact  that  they  knew  that  there  were  morebostiles  in 
the  field  than  were  supposed  to  be,  and  yet  had  no  precise  knowledge  of 
where  these  hostiles  would  be  encountered. 

Their  appetites  are  gross.    They  eat  the  intestines  of  animals  either 
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cooked  or  raw,  and  their  favorite  morsels  are  a  foetas  of  an  antelope, 
elk,  or  deer,  and  the  raw  liver  taken  warm  from  the  freshly-killed  animal. 

The  next  morning  (18th)  the  command  moved  again,  crossing  Heart 
River.  The  Heart  at  this  point  i«  about 30  yards  wide,  3  feet  deep,  with 
a  fairly  firm  sandy  bed  and  a  slight  current.  The  water  was  clear  and 
good.  A  great  deal  of  work  was  required  in  corduroying  the  bank  to 
enable  the  train  to  cross,  and  it  was  only  after  a  delay  of  three  hours 
that  the  head  of  the  column  commenced  its  march  for  the  Sweetbriar, 
on  a  branch  of  which  we  encamped  at  1.45  p.  m.,  after  a  journey  of  10| 
miles.  Camp  was  established  on  a  plateau  of  about  70  acres,  50  feet 
above  the  creek.  This  branch  of  the  Sweetbriar  is  about  10  feet  wide 
and  4  feet  deep,  with  a  soft,  muddy  bed.  It  contains  quite  a  number  of 
small  fish.  The  quantity  of  wood  was  small,  and  the  grass  fair.  We 
were  greeted  on  our  arrival  with  a  severe  rain-storm  which  lasted  about 
twenty  minutes.  The  rain  continued  to  fall  at  intervals  of  half  an  iiour 
or  so  during  the  remainder  of  the  day.  The  country  between  the  Heart 
and  this  camp  is  covered  with  a  well-defined  drift  containing  numbers  of 
bowlders,  (often  found  to  be  arranged  in  almost  perfect  circles  on  the 
summits  of  the  hillocks,)  quartzose,  feldspathic  and  siliceous  limestones. 
On  this  march  we  caught  our  first  glimpse  of  the  ^^  bad  lands."  They 
were  of  small  extent. 

The  next  day's  march  of  13}  miles  brought  us  to  Crow's  Nest,  or 
Buzzard's  Roost  Butte.  The  first  portion  of  the  route  lay  over  an 
exceedingly  rough  country  covered  with  drift.  After  struggling  over  a 
distance  of  1^  miles  we  arrived  on  the  banks  of  the  Sweetbriar.  It  was 
found  to  be  a  rushing  torrent  fully  50  feet  wide,  and  much  over  10  feet 
in  depth.  To  cross  it  with  the  means  ac  hand  was  impossible,  so  it  was 
determined  to  go  southward  and  turn  the  stream.  This  was  done,  and 
skirfing  the  valley  we  passed  out  into  an  open,  flat,  and  marshy  prairie, 
in  a  northwesterly  direction  towards  "Crow's  Nest."  The  ground  was 
very  soft  and  interspersed  with,  fragments  of  slate,  and  the  last  4}  miles 
were  passed  over  a  swamp,  double  teams  being  necessary  foreach  wagon. 
At  noon  a  terrible  storm  arose.  The  rain  came  down  as  in  sheets,  while 
for  twenty  minutes  hail  five-eighths  of  an  inch  in  diameter  descended 
with  great  violence.  Fortunately  none  of  the  herd  were  stampeded,  but 
darkness  fell  upon  us  before  the  last  wagon  was  parked.  "  Crow's  Nest" 
consists  of  two  peaks,  the  eastern  one  being  considerably  taller  than 
the  other.  It  is  so  called  from  the  fact  that  large  numbers  of  crows 
formerly  built  their  nests  and  brooded  there.  Tw'n  Buttes  are  plainly 
visible  from  the  eastern  peak  bearing  254^^  and  255^^.  The  only  water 
at  this  camp  was  that  in  coulees  and  "buffalo- wallows."  There  was  no 
wood  easily  accessible,  and  the  grass  was  poor.  A  large  portion  of  the 
command  were  unable  to  cook  supper  or  breakfast.  The  bridge  was  laid 
once  during  this  march. 

At  5  the  next  morning  I  left  camp  with  Reynolds,  the  guide,  and  ten 
Indian  scouts,  to  look  for  a  crossing  of  the  Big  Muddy  Creek.  Numbers 
of  antelope  were  seen.  A  crossing  was  found,  but  returning  we  met  the 
command,  which  had  moved  at  7.30  a.  m.,  and  it  was  decided  to  turn  the 
stream.  During  the  journey  a  branch  of  Muddy  Creek  was  crossed  by 
a  bridge.  After  a  march  of  9^  miles  the  command  encamped  on  another 
branch  of  the  Big  Muddy  Creek  at  1.30  p.  m.  The  grass  along  the  route 
was  thin  and  the  ground  soft,  but  the  train  encountered  but  few  and 
slight  difficulties.    A  heavy  rain  fell  during  the  night. 

The  following  day  the  creek  was  crossed  by  a  bridge.  The  stream  is 
about  9  feet  in  width  and  1^  feet  deep.  The  day  opened  foggy  and 
rainy.    The  first  portion  of  the  route  was  nearly  northwest  toward  Big- 
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Butte,  tben  turning  west  tbft  march  was  along  the  eastern  edge  of  aline 
of  bluffs  overlooking  an  extensive  area  of  bad  lands,  in  the  center  of 
which  are  situated  "Twin  Buttes,"  or'*  Maiden's  Breasts,^  so  called  from 
their  appearance.  Camp  was  established  on  another  branch  of  the  Big 
Muddj,  crossed  t)y  bridge  at  3.30  p.  m.,  after  a  march  of  13^  miles. 

''(Jberry  Kidge,^  a  long,  prominent,  and  well-timbered  range  of  hills, 
was  visible  all  day.  In  addition,  numerons  buttes  were  in  view  daring 
the  march,  among  which  were  "Wolfs  Den''  and  "  Big  Butte." 

The  grass  was  fair,  but  the  soil  was  often  rocky.  Tbere  wa«  no  tim- 
ber nearer  than  2  miles  from  camp,  and  that  was  but  a  pocket  of  small 
growth. 

Breaking  camp  the  next  morning,  the  route  lay  nearly  southwest  over 
a  low  swamp,  which  proved  to  be  the  headwaters  of  the  Big  Muddy. 
Crossing  this  swamp,  we  ascended  the  divide  on  the  south  side;  of  the 
Big  Muddy  Valley,  the  course  then  turning  westward  over  a  firm  and 
finely-grassed  country  intersected  by  well-wooded  ravines.  From  this 
divide  the  timbered  valley  of  the  Muddy  could  be  seen  to  the  soatb. 
Beaching  the  headwaters  of  a  branch  of  Knife  Biver,  we  proceeded 
along  the  left  bank  for  about  6  miles,  and  then  turning  southwest  of  the 
valley  the  road  led  up  a  steep  hill  covered  with  sage  and  cactus,  there 
being  little  or  no  other  vegetation.  Large  alkaline  patches  were  promi- 
nent features  of  the  country.  Moving  around  the  summit  of  the  hill, 
we  again  descended  to  the  valley  of  the  stream,  ("  Thin-faced  Woman's 
Creek,")  and  crossed  the  latter  by  bridge.  The  creek  is  well  wooded; 
the  banks  are  steep,  and  it  is  about  20  feet  wide  and  12  feet  in  depth. 
There  was  no  water  at  the  crossing,  but  a  sufiicient  quantity  was 
obtained  from  pools  a  short  distance  from  camp.  A  few  elk  were  seen 
during  the  march. 

Starting  at  5.30  the  next  morning,  and  passing  Young  Men's  Butte 
about  8.20,  we  encamped  at  8.40  a.  m.  near  the  springs  which  form  the 
headwaters  of  another  branch  of  Knife  River.  There  was  plenty  of 
good  water,  wood,  and  grass.  The  valley  of  K/nife  River  is  visible  for 
30  miles  from  this  point.  It  is  well  timbered  and  of  considerable  width. 
Elk,  black-tail  deer,  and  antelope  were  seen  during  the  day. 

Leaving  the  camp  near  Young  Men's  Butte,  we  crosst^d  the  divide 
between  Knife  River  and  a  branch  of  deart  River,  and  eticam[)eil 
on  the  latter  a  short  distance  from  the  river  itself.  The  main  stream 
receives  the  branch  about  1^  miles  from  this  camp.  The  branch  is 
about  30  feet  wide  and  1  foot  in  depth,  with  a  hard,  gravelly  bed.  The 
current  is  swift,  and  the  water  is  clear  but  alkaline,  and  contains  quite 
a  number  of  small  fish.  The  grass  around  camp  was  good,  and,  like  the 
wood,  plentiful.  A  great  many  elk  and  one  lynx  were  seen  in  this 
region.  During  this  march  we  encountered  for  the  first  time  limited 
fields  of  a  species  of  primrose.  The  flowers  were  very  beautiful,  and  as 
they  were  crushed  under  the  horses  feet  they  gave  forth  a  protest  of  the 
most  delicate  and  welcome  odor. 

On  the  morning  of  May  25  we  forded  the  branch  of  the  Heart,  and, 
crossing  the  divide,  encamped  on  what  is  called  North  Fork  of  Heart 
River.  The  grass  in  and  around  camp  was  good ;  there  waa  plenty  of 
wood  and  fair  water.    The  bridge  was  laid  twice  during  the  maroh. 

Having  crossed  the  Korth  Fork  by  bridge,  we  ascended  a  long  and 
easy  slope  to  an  alkaline  plain  covered  with  cactus  and  prickly  pears. 
After  a  march  of  about  5  miles,  the  North  Fork  was  crossed  again  by 
bridge.  The  stream  at  this  point  is  well  timbered,  and  its  course  cau 
be  seen  for  fully  12  miles.  Alter  crossing  several  tributaries,  the  com- 
mand finally  encamped  on  one  of  the  latter  about  2  o'clock  in  the  after- 


^ 


^ 

4 


^  ■?         ^    tJ     M-         <0 


APPENDIX   PP.  1343 

noon.  The  grass  was  excellent,  but  there  was  no  wood.  The  weather 
was  very  warm,  and  the  mosquitoes  troublesome.  Millions  of  young 
grasshoppers  were  seen  covering  the  ground.  The  bridge  was  laid  three 
times  during  the  day.    We  were  visited  by  a  heavy  rainstorm  at  night. 

The  next  morning  opened  up  quite  foggy,  but,  breaking  camp  at  the 
usual  hour,  the  command  proceeded  in  a  south-southwest  direction  for 
nearly  7  miles,  when  we  came  in  full  view  of  the  bad  lands  of  the  Little 
Missouri.  These  bad  lauds,  as  seen  from  a  distance,  present  a  very 
striking  and  picturesque  appearance,  forcibly  reminding  one  of  the 
ruins  of  some  great  city  destroyed  by  fire.  This  effect  is  heightened  by 
occasional  patches  of  brilliant  red  clay,  which  glisten  in  the  sunlight 
like  beacon-fires.  Upon  a  near  approach  the  beauty  of  the  scene 
vanishes  into  thin  air.  One  finds  but  deep  and  tortuous  ravines  flanked 
by  almof^t  perpendicular  bluffs  of  alkaline  clay.  In  addition  to  the 
bluffs,  there  are  numerous  solitary  formations,  usually  conical  in  shape, 
and  some  of  these  have  layers  or  bands  very  distinctly  marked,  as  with 
a  brush.  The  surface  of  the  conical  formations  is  quite  hard,  but  de- 
ttached  pieces  of  the  clay  offer  but  slight  resistance  to  being  crushed  to 
an  impalpable  powder.  Different  varieties  of  clay,  argillaceous  lime- 
stones, and  triable  sandstones  are  encountered.  Beds  of  lignite  appear 
at  almost  every  step,  and  occasionally  a  burning  bed  is  to  be  seen.  The 
clays  are  of  divers  shades,  running  through  black,  brown,  red,  yellow, 
blue,  and  gray  to  pure  white.  Often  the  ground  and  hillsides  are 
strewn  with  slag-like  masses,  which  bear  strong  evidences  of  having 
been  fused.  Some  of  them  have  a  vitreous  luster,  others  looking  very 
much  like  bog  iron-ore. 

The  lignite  is  of  an  impure  variety,  sometimes  of  a  dead  black  color, 
with  aconchoidal  fracture,  and  resembling  can  uel  coal;  at  other  times  it 
is  brown,  with  a  decided  vegetable  structure.  In  the  descent  to  the 
valley  of  Powder  Kiver,  where  a  road  had  been  cut  in  the  side  hill,  there 
was  found  a  bed  of  lignite.  Specimens  taken  from  it  broke  freely  in 
lamina,  and  the  fracture  showed  numerous  projections  like  black  shells 
of  a  small  size  imbedded  in  the  lignite.  These  raised  shell-like  portions 
were  black,  and  of  a  bright  vitreous  luster,  while  the  matrix,  if  it  may 
be  so  termed,  was  of  a  dull  black  color,  with  a  slightly  brownish  tinge. 
The  lignite  does  not  burn  well.  It  is  difiicult  of  ignition,  and  a  white 
ash  is  produced  by  combustion. 

The  valleys  of  the  streams  appear  to  be  all  of  the  same  nature,  vary- 
ing simply  in  extent.  The  following  section  o\  the  banks  of  the  Yellow- 
stone, near  the  mouth  of  Powder  Kiver,  furnishes  a  type  of  the  general 
formation  of  the  whole  section.    (See  Fig.  1.) 

The  drift  consists  of  various  kinds  of  siliceous  pebbles  and  stones, 
often  containing  beautiful  specimens  of  moss  and  fortification  agates. 
Silicified  wood  is  common.  The  clay  is  of  different  shades  of  yellow, 
blue,  and  gray,  some  being  of  dazzling  white.  The  sandstone  is  usually 
of  a  light-yellowish  color,  but  is  quite  often  found  in  dislodged  masses 
on  the  bluffs  of  a  dark  rusty  or  brown  color.  It  is  quite  soft  and  can 
be  broken  readily  by  hand.  With  the  exception  of  drift,  and  now  and 
then  small  quantities  of  shale  or  indurated  clay,  this  sandstone  was  the 
only  kind  seen  during  the  whole  season. 

From  the  point  where  we  first  caught  sight  of  the  bad  lands  the  course 
was  turned  nearly  due  south,  and  having  marched  a  distance  of  about 
5  miles,  a  halt  was  ordered  to  determine  our  position. 

It  is  with  great  pleasure  that  I  can  testify  to  the  accuracy  and  relia- 
bility of  the  maps  furnished  by  the  Engineer  Department. 

The  descent  to  the  valley  of  Davis^  Creek  was  accomplished  without 
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niQch  difficulty*    We  fonnd  plenty  of  wood,  some  water  which  was  quite 
alkaline,  and  some  grass  of  a  poor  quality. 

The  march  to  the  Little  Missouri  was  resumed  the  next  day.  Davis^ 
Creek  is  a  very  tortuous  one,  with  high  perpendicular  banks.  It  is  gen- 
erally skirted  with  cottonwood,  (some  of  large  size,)  willow-brush,  and 
sage-brush  of  small  growth.  Plenty  of  good  grass  was  fonnd  all  the 
way.  The  bed  of  the  stream  varies  in  width  from  about  15  to  70  feet, 
the  bottom  being  a  miry,  sandy  earth,  with  occasionally  a  slight  layer 
of  gravel.  The  water  was  generally  yellow  and  alkaline.  Tbe  slopes 
and  peaks  of  the  vaUey  are  covered  with  a  light  growth  of  grass*  One 
of  the  guides  stated  that  when  he  passed  down  this  valley  with  General 
Sully,  in  1864,  there  was  no  vegetable  growth ;  and  Lieutenant  Chance, 
Seventeenth  Infantry,  states  that  in  1872  no  work  was  required  to  cross 
the  train.  In  a  distance  of  8  miles,  ten  crossings  were  made,  at  the 
expense  of  much  time  and  labor.  As  we  drew  near  to  the  Little  Mis- 
souri the  aspect  of  the  country  changed  for  the  better.  The  hills  had  a 
thicker  and  brighter  covering  of  grass.  The  timber  and  brush  became 
more  luxuriant,  and  now  and  then  were  found  fine  springs  of  clear  cold 
water.  We  were  greatly  troubled  with  mosquitoes  until  the  parking  of 
tbe  train  at  tbe  Little  Missouri,  where  we  arrived  about  9  a.  m..  May 
29.  In  the  march  down  the  valley  of  Davis'  Creek,  twelve  crossings  in 
all  were  constructed.  The  camp  was  established  in  a  plain  bounded  oa 
three  sides  by  high  hills,  and  having  between  it  and  the  river  a  belt  of 
fine  timber  about  200  yards  in  width.  Game  abounds  in  this  section  of 
the  country  and  tbe  river  is  well  stocked  with  pan-fish.  The  river  at 
high-water  stage  is  about  200  yards  wide  from  bank  to  bank.  At  the 
time  we  crossed,  it  was  about  100  feet  in  width  and  from  2  to  3  feet  deep, 
with  a  hard  gravel  bottom;  The  portions  of  the  bed  not  covered  with 
water  were  very  soft  and  required  much  work  to  make  them  passable 
for  the  train. 

Leaving  the  Little  Missouri  on  the  morning  of  May  31,  the  roate  lay 
in  the  bed  of  a  small  creek  for  about  half  a  mile  and  then  led  over  the 
bluffs.  This  latter  portion  of  the  route  was  very  difficult  of  passage  and 
required  much  and  extensive  work  in  the  way  of  cuttings.  The  train, 
however,  passed  with  but  two  upsets,  and,  considering  the  nature  of  the 
road,  with  remarkable  speed.  We  reached  the  base  of  the  more  east- 
ern of  Sentinel  Buttes  about  7  miles  from  camp,  and  skirting  this  butte 
we  passed  over  a  very  rough  but  well-grassed  country  and  descended 
through  a  deep  and  difficult  ravine  to  an  open  valley  through  which 
ran  a  stream  of  then  small  proportions  on  which  we  encamped.  Bain 
fell  during  the  evening,  but  changed  into  snow,  and  at  3  a.  m.  the  next 
day  several  inches  of  snow  had  fallen,  and  the  storm  was  severe.  The 
little  stream  of  the  day  before  had  swollen  to  quite  important  dimen- 
sions.  Wood  was  scarce  and  not  easily  accessible.  The  animals  suffered 
from  exposure  and  want  of  grass.  Two  Big  Horn  sheep  were  killed  by 
Beynolds  on  the  road  to  this  camp. 

We  left  this  camp  on  the  morning  of  June  3,  and  a  cold  and  disag^ree- 
able  march  of  about  6  miles  brought  us  out  into  a  beautiful  rolling  prai- 
rie full  of  game.  Before  reaching  the  prairie  we  passed  numbers  of 
well-wooded  ravines.  Here  we  met  scouts  sent  by  the  commanding 
officer  of  the  Montana  column,  who  brought  information  that  their  col- 
umn had  seen  several  parties  of  Indians,  numbering  from  about  twenty 
to  fifty.  These  Indians  were  bold  enough  to  assemble  on  the  bluffs  on 
the  south  side  of  the  Yellowstone  and  dare  the  troops  on  the  other  aide 
to  an  encounter.  After  a  march  of  25  miles,  tbe  longest  yet  made,  we 
encamped  on  Beaver  Creek.    Beaver  Creek  at  this  point  is  abontSO  feet 
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wid^  with  a  depth  varying  from  1  to  6  feet,  and  the  water  is  cool  and 
clear.  The  banks  are  covered  with  a  thick  growth  of  brush.  The  bed 
of  the  creek  is  soft  and  maddy.  There  was  wood  in  plenty  and  the  graz- 
iog  was  excellent. 

The  next  day,  moving  almost  due  soath,  we  crossed  a  low  <*  divide," 
from  which  rose  here  and  there  bare  ragged  buttes  capped  with  masses 
of  rusty  sandstone,  into  the  valley  of  a  tributary  of  Beaver  Greek. 
Crossing  the  stream  by  bridge  'we  passed  over  a  rolling,  well-grassed 
prairie  to  another  branch  of  Beaver  Greek,  which  was  found  to  be  tim- 
bered, but  the  water  was  in  pools.  Thence  we  moved  in  a  southerly 
direction  over  a  barren  country  to  a  rocky  ^'divide,"  along  this  divide 
lor  about  3  miles,  and  then  changing  the  route  to  west  of  south,  we 
encamped  on  Beaver  Creek.  The  water  here  was  in  pools.  Plenty  of 
wood  and  good  grass  were  obtained.  Antelope  and  rabbits  were  the 
only  game  seen  during  the  day,  but  large  numbers  of  these  were  passed. 

Bridging  the  creek  early  the  next  morning,  the  command  crossed  a 
rolling  country,  which  had  a  fair  soil  and  a  good  growth  of  grass  on  the 
higher  portions.  It  was,  however,  intersected  by  numerous  ^' coulees" 
and  ravines.  Beaching  the  '^  bad  lands  "  at  the  head  of  Cabin  Creek, 
we  encountered  a  steep  descent  to  the  valley.  Great  difficulties 
presented  themselves  to  the  advance  of  the  wagon-train.  The  valley 
was  narrow  and  of  a  soft  alkaline  earth  with  deep  washouts.  The 
ridges  or  bluffs  had  a  thick  growth  of  small  pine.  Worrying  through 
this  bad-land  region,  and  crossing  three  different  branches  of  Cabin 
Creek,  we  Unally  reached  a  beautiful  rolling  prairie  with  fine  grass. 
Some  pools  of  snow-water  were  discovered,  and  camp  established. 

The  alkaline  bottom-lands  traversed  during  the  march  were  strewn 
with  fragments  of  satin  gypsum,  which  glistened  in  the  sunlight  and 
relieved  somewhat  the  barren  aspect  of  the  scene.  First-Sergeant  Hill, 
Company  B,  Seventh  Cavalry,  informed  me  that  while  hunting  he  had 
8eeu  a  bed  of  lignite  burning.  His  attention  was  attracted  by  seeing 
smoke  issuing  from  a  level  spot  of  alkaline  ground.  Approaching,  he 
8aw  a  fissure  about  10  feet  long  and  4  feet  wide  with  radial  arms. 
Smoke  issued  constantly,  with  now  and  then  a  puff  of  thicker,  blacl^er 
quality.  The  earth  crumbled  and  fell  into  the  fissures,  the  latter  grad- 
ually enlarging.    There  was  no  noise  or  upheaval. 

The  march  to  O'Fallon's  Creek  was  over  a  country  similar  to  that 
passed  the  day  before.  This  creek  was  found  to  be  about  30  feet  wide, 
with  a  soft,  muddy  bed  and  good  clear  water.  It  was  well  timbered, 
many  of  the  trees  being  of  large  size. 

The  march  of  the  next  day  carried  us  into  a  region  which,  it  is  be- 
lieved, was  never  before  traversed  by  a  wagon-train.  Starting  at  the 
usual  hour,  we  ascended  the  bluffs  immediately  west  of  camp,  and  found 
before  us  a  very  rough  and  uninteresting  country.  The  land  appeared 
to  be  entirely  worthless.  The  monotony  of  the  march  was  rendered 
Btill  more  dreary  by  a  cold,  drizzling  rain,  which  lasted  until  the  after- 
uoon.  The  ascent  to  the  '^  divide"  was  long,  but  gradual.  The  descent 
to  the  valley  of  the  Powder  was  a  difficult  and  delicate  task,,  but  we 
were  more  than  repaid  by  the  view  which  was  unrolled  before  us  as  we 
reached  the  summit  of  one  of  the  hills.  The  sight  was  one  the 
remembrance  of  which  will  long  linger  with  us.  To  our  left  was  Powder 
Kiver  Hidge,  with  its  fringe  of  pine  trees.  At  our  feet  was  the  bad-land 
formation,  with  its  deep,  yawning  chasms  and  its  various-colored  earths, 
fashioned  into  weird  and  fantastic  shapes  by  the  rains  and  floods. 
Leading  up  from  these  were  long  ravines,  with  their  thick  growth  of 
timber,  the  dark,  green  hue  of  which  formed  a  strong  and  beautiful 
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contrast  to  the  sofrer  and  lighter  shade  of  the  grass-covered  hi1Is«  To 
the  right  there  stretched  oat  a  rolling  coantry  backed  in  the  distance 
by  the  Yellowstone  bluffs,  whose  ragged  outlines  stood  forth  iu  lK>ld  re- 
lief. 

It  was  not  until  7.20  p.  m.  that  we  encamped  on  the  Powder  abont  20 
miles  from  its  mouth.  The  river  at  this  point  is  200  feet  wide,  and  2  to 
3  feet  deep.  The  water  was  very  yellow,  carrying  a  large  amoont  of 
matter  in  suspension.  The  bottom  is  at  places  gravelly,  with  bowlders 
distributed  over  it ;  but  at  others  it  is  a  treacherous  quicksand,  demand- 
ing great  caution  in  crossing.  It  commenced  to  rain  about  4  p.  m., 
June  9,  and  continued  so  to  do  until  noon  of  the  10th.  On  the  after- 
noon of  the  10th,  Major  Reno,  Seventh  Cavalry,  with  six  companies  of 
his  regiment,  left  this  camp  on  a  scout.  Lieutenant  Sturges,  Seventh 
Cavairy,  and  Lieutenant  Kinzie,  Twentieth  Infantry,  were  selected  to 
keep  a  journal  and  itinerary  of  the  march ;  but  the  latter  commanded 
the  Gatling  detachment,  and  was  too  much  occupied  in  keeping  the  gon 
with  the  cavalry  to  take  any  bearings.  The  former  unfortunately  had 
hia  note-book  with  him  at  the  time  he  was  killed. 

We  broke  camp  at  5  a.  m.,  June  11,  and  commenced  the  march  to  tbe 
Yellowstone.  For  the  first  5  or  6  miles  the  road  was  very  rough,  beiog 
over  hilly  ground,  but  after  crossing  the  first  creek  we  ascended  to  a 
beautiful  plateau  about  3  miles  long.  Two  other  plateaus,  each  between 
3  and  4  miles  in  length,  were  traversed.  They  were  separated  by 
alkaline  creeks  with  steep  banks  of  soft  earth.  The  bottom  lands,  like 
the  valley  of  the  Powder,  were  poor  in  grass,  it  being  very  thin  and  dry. 

The  ground  was  covered  with  sage,  cactns,  and  prairie-dogs'  houses 
The  hilly  portion  of  the  road  was  covered  with  drift,  but  this  seemed  to 
al  most  entirely  disappear  on  reaching  the  plateaux.  A  march  of  20  miles 
brought  us  to  the  northwest  exttemity  of  the  last  plateau,  and  from  this 
point  the  Yellowstone  and  the  Powder  are  both  visible.  From  this 
plateau  we  descended  to  the  open  land  formed  by  the  junction  of  the 
valleys  of  the  two  rivers.  It  was  found  to  be  very  soft,  cut  up  by 
numerous  gullies  and  abounding  in  sage,  cactus,  and  rattle-suakes. 
Passing  over  the  almost  swampy  portion  we  finally  reached  the  banks 
of  the  Yellowstone,  and  found  a  spot  sufficiently  firm  to  enable  us  to 
establish  camp. 

The  total  distance  marched  up  to  this  time  was  31SJ  miles,  with  an 
average  day's  march  of  15.9  miles. 

The  grass  on  the  plateaus  and  in  the  swales  leading  down  to  the  val- 
leys was  very  fine.  There  was  but  little  timber  on  any  of  the  creeks, 
and  that  little  was  of  small  size.  On  the  descent  to  the  third  creek  we 
found  some  springs  of  very  cold  and  clear  water,  but  a  decided  alkaline 
taste  was  developed  when  the  canteens  became  heated  by  the  sun's  i*ays. 

Tbe  timber  on  the  Powder  diminishes  quite  rapidly  as  the  valley  is 
descended,  but  there  is  a  thick  grove  on  the  Yellowstone  at  the  month 
of  the  former  stream.  We  remained  in  this  camp  until  June  15,  on  which 
date  Lieutenadt-Golonel  Custer,  with  six  companies  of  the  Seventh  Cav- 
alry and  the  pack-train,  moved  up  the  right  bank  of  the  Yellowstone. 
Lieutenant  Wallace,  of  the  Seventh  Cavalry,  was  selected  to  keep  the 
itinerary  of  the  march.  He  did  so  until  June  25.  His  report  wUl  be 
foand  annexed. 

The  Brigadier  General  commanding,  with  his  staflP,  left  the  camp  and 
proceeded  up  the  Yellowstone  on  board  of  the  steamer  Far  West  The 
Yellowstone  is  a  river  which  has  been  described  so  often  by  different 
persons  that  any  elaborate  account  of  its  valley  would  be  but  a  tauto- 
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logical*  echo  of  the  words  of  others.    It  will  be  sufficient  to  ^ive  but  a 
general  accoant  of  the  state  of  the  river  at  the  time  we  ascended  it. 

The  width  varied  from  200  yards  to  nearly  2  railes.    The  latter  width 
^was  where  the  stream  was  divided  up  into  narrow,  rapid  channels  by 
Dambers  of  islands.    The  water  was  very  yellow,  and  held  great  quan- 
tities in  mechanical  suspension.    The  cnrrent  was  between  5  and  6  miles. 
The  first  rapids  we  enconntere4  were  about  4^  miles  above  the  mouth 
of  Powder  Biver,  and  the  second  about  23  or  24  miles  above  the  same 
point.    The  channel  was  clear  of  islands  until  we  reached  Sunday  Greek. 
Here  the  river  commences  to  be  studded  at  intervals  with  very  beauti- 
fal  timbered  islands,  on  many  of  which  we  saw  deer  and  elk.    The  water- 
level  gradually  fell  during  the  season,  and  by  the  1st  of  September  the 
reef  at  Wolf  Kapids  was  out  of  water,  and  impassable  by  the  steamers. 
I^avigation  on  this  stream  undoubtedly  ceases  at  that  time  of  the  year. 
AlK>ut  noon  June  16  we  arrived  at  the  Seventh  Cavalry  camp,  2  mile» 
below  the  mouth  of  Tongue  Biver.    The  camp  had  been  established  on 
the  site  of  an  Indian  burying-ground.    We  saw  here  quite  a' number  of 
bodies*    Some  were  found  in  trees,  and  others  on  the  usual  scaffolds 
erected  by  the  Indians.    I  saw  at  this  place  the  dead  body  of  an  infant* 
about  10  months  old  in  quite  a  good  state  of  preservation.    The  skin  was 
about  the  color  of  that  of  an  Eyptiau  mummy,  and  was  as  well  preserved 
as  any  mummy  I  ever  saw.    The  face  had  been  painted  red.    The  hands 
ivere  closed  and  bent  upward  and  backward  on  the  arms.    The  feet  were 
similarly  bent  backward  on  the  legs.   This  was  probably  due  to  the  wrap- 
pings of  calico  and  buffalo  skins.    The  whole  body  was  covered  with 
what  appeared  to  be  a  salt  of  lime. 

Leaving  this  place  June  20  we  arrived  at  the  camp  of  the  Montana 
column  about  II  a.  m.  the  next  day.  Here  we  saw  for  the  first  time  the 
Crow  scouts.  They  were  a  very  handsome  set  of  men  and  appt^ared  to 
be  extremely  good-natured.  They  greeted  us  with  smiles  and  hearty 
*^  hows."  They  are  much  lighter  in  color  than  the  Bees,  and  of  larger 
size.  They  look  very  jnuch  more  like  warriors  than  any  Indians  I  had 
hitherto  seen,  and  their  by  no  means  inartistic  dress  adds  much  to  their 
personal  appearance.  Their  language  is  quite  musical,  especially  when 
spoken  by  the  women.    It  is  not  unlike  Spanish  in  its  general  sound. 

Leaving  this  camp  we  steamed  up  to  the  camp  of  the  Seventh  Cav- 
alry, just  below  the  mouth  of  the  Bosebud.  At  noon  the  next  day,  June 
22,  Lieutenant-Colonel  Custer  with  his  regiment  commenced  the  march 
which  closed  in  the  battle  of  the  Little  Big  Horn,  June  25.  The  report 
of  Lieutenant  Wallace,  appended,  contains  the  account  of  this  march. 
Early  on  the  morning  of  the  24th  we  passed  Fort  Pease,  which  is 
situated  on  the  left  bank  of  the  Yellowstone  about  6^  miles  below  the 
mouth  of  the  Big  Horn.  It  consisted  of  a  stockade  with  two  block- 
houses, oneat  the  northern  and  the  otherat  the  southern  corner.  It  was 
established  as  a  trading-post  by  a  man  named  E.  D.  Pease,  but  the  Indians 
continually  harassed  the  garrison  and  killed  quite  a  number  of  them. 
A  battalion  of  the  Second  Cavalry  was  ordered  to  their  relief  last  winter, 
and  the  post  was  abandoned.  In  the  afternoon  the  troops  were  trans- 
ferred to  the  right  bank  of  the  Yellowstone,  and  the  march  to  the  Little 
Big  Horn  was  commenced. 

I  ordered  Sergeant  Wilson,  with  Private  Cnlligan,  to  remain  on  the 
steamer,  which  was  to  ascend  the  Big  Horn,  for  the  purpose  of  making 
as  accurate  a  survey  as  possible  of  the  river,  and  collecting  information 
in  relation  to  the  nature  of  the  country.  His  report  is  appended  with 
map. 
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The  first  march  of  5  miles  np  the  valley  of  the  Big  Horn  brought  na 
to  Tallock's  Fork,  where  we  encamped. 

At  5  a.  m.  the  next  morning  the  march  was  resamed.  The  roote  for 
the  first  3  miles  lay  in  the  valley  of  the  creek.  The  valley  is  very  nar- 
row, about  half-a-mile  wide*  and  of  no  valae.  The  grass  was  rank  and 
dry.  The  bed  of  the  stream  is  about  30  feet  in  width.  The  water  was 
foaud  only  in  pools,  and  strongly  alkaline.  Leaving  the  valley  we 
passed  ap  and  over  the  divide  between  this  stream  and  the  Big  Horn. 
The  country  was  very  roagh,  with  a  miserable  soil.  It  was  a  meshwork 
of  ravines  with  steep  sides.  Pine  trees  were  sparsedly  scattered  over 
the  hills,  and  the  ravines  were  thickly  timbered.  The  grass  was  thin 
and  short,  and  associated  with  large  quantities  of  cactus  and  isolated 
patches  of  sage-brush.  Outcroppings  of  sandstone  were  frequent,  aad 
every  now  and  then  we  saw  dislodged  masses  of  this  stone  which  had 
been  weather-worn  into  curious  and  somewhat  artistic  shapes.  Here 
and  there  we  observed  conical  shaped  peaks  of  purely  white  alkaliae 
earth  entirely  destitute  of  vegetation.  As  we  dre^w  nearer  to  the  vallev 
of  the  Big  Horn  the  accidents  of  the  land  became  much  more  decided. 
The  *^  divide"  became  a  sinuous  backbone  and  the  ravines  much  deeper 
and  more  ramiform.  The  sandstone  occurred  more  frequently  and  id 
larger  quantities.  From  this  divide  the  snow-capped  Big  Horn  Mount- 
ains and  eaUon  and  Pryor's  Mountain  were  plainly'  visible,  and  at  the 
foot  of  these  the  valley  of  the  Big  Horn  gradually  sloped  down  to  tbe 
stream.  That  section  of  the  country  appeared  to  be  much  more  open 
and  extensive  than  any  we  had  previously  seen,  and  it  it  said  to  be  a 
fine  agricultural  region.  The  whole  surface  of  the  divide  was  covered 
with  drift,  which  contained  many  beautiful  specimens  of  agates.  The 
descent  to  the  valley  of  the  Big  Horn  was  very  precipitous  and  uncom- 
fortably difficult.  The  sun  seemed  to  concentrate  its  rays  in  this  valieT, 
and  to  absolutely  pour  down  its  heat.  In  addition,  the  air  was  thick 
with  dust  which  seemed  to  overcome  the  senses.  It  was  only  when  the 
sharp  rattle  of  the  snakes  aroused  the  almost  slumbering  troopers  that 
there  appeared  to  be  any  life  left  in  the  column.  The  iufautry  partiea- 
lady  had  a  very  severe  march,  as  there  was  no  water  to  be  obtained. 
The  latter  portion  of  the  journey  was  down  the  valley  of  a  dry  creek, 
and,  after  a  march  of  22  miles,  we  reached  the  beautiful  and  refreshing 
Big  Horn.  The  river  at  this  point  was  about  200  yards  wide,  with  a 
swift  current  of  clear,  cool  water.  It  contained  islands  which,  like  those 
of  the  Yellowstone,  were  thickly  timbered,  and  had  a  carpeting  of  most 
excellent  grass.  Besting  here  for  a  short  time,  the  command  moved  np 
the  valley  for  a  distance  of  about  a  mile  and  a  half,  when  the  iofaotxT 
encamped  in  the  thickly-timbered  bottom.  The  Brigadier-General  com- 
manding with  the  cavalry  pushed  on,  and  a  very  disagreeable  march  we 
•made  of  it.  The  night  was  cold  and  wet,  and  so  dark  that  nothing  could 
«be  seen  at  any  distance  in  front  of  us.  After  much  difficulty  we  suc- 
ceeded in  finding  a  creek  which  contained  a  pool  of  alkaline  water,  and 
the  remainder  of  the  night  we  passed  in  a  slough  of  mud  and  disgust 

Breaking  camp  the  next  morning,  we  moved  toward  the  Little  Big 
Horn.  Grossing  a  tributary  of  the  latter  stream,  we  ascended  the  high 
bluffs  to  the  plateau  above.  Here  the  infantry  rejoined  us,  and  here  for 
the  first  time  we  heard  of  Custer's  fight.  Two  of  the  Grow  scouts  who 
had  been  sent  with  Custer  were  brought  to  the  column  by  Lieutenant 
Bradley,  of  the  Seventh  Infantry.  They  reported  that  Custer's  com- 
mand had  been  '<  wiped  out.''  This  report  was  not  believed  at  that  time, 
and  the  command  moved  on.  The  country  traversed  before  re4ichiD^ 
the  valley  of  the  Little  Big  Horn  was  that  of  the  usual  description  (tf 
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high  lands  west  of  the  Missoari.    Descending  to  the  valley  of  the  Little 
Big  Horn  we  crossed  that  river  about  0  miles  above  its  mouth.    The 
march  was  continued  up  the  valley  of  this  stream  for  a  distance  of  5^ 
miles.    At  this  point  we  first  saw  hostile  Indians.    About  7  p.  m.,  on 
this  date,  June  26,  scouts  came  in  with  the  report  that  they  had  been 
fired  npon.    A  halt  was  ordered  and  on  the  hills  in  front  of  us  were  seen 
bodies  of  mounted  men.    As  well  as  I  could  judge  by  the  eye,  I  should 
say  the  nearest  were  within  about  2  miles.    They  remained  standing  and 
regarding  us  intently.    They  were  formed  in  regular  order  with  one  man 
a  short  distance  in  sulvance.    They  were  at  first  supposed  to  be  Custer's 
men,  but  Lieutenant  Roe  of  the  Second  Cavalry  was  sent  with  one  com- 
pany to  reconnoiter,  and,  on  showing  a  white  flag  for  a  parley,  was  fired 
upon.    The  Indians  slowly  moved  off  in  the  direction  of  the  Big  Horn. 
We  went  into  camp  in  the  middle  of  the  valley  of  the  Little  Big  Horn, 
about  9  p.  m.    This  valley  is  about  IJ  miles  wide;  the  soil  is  good  and 
the  grass  very  fine.    There  is  but  little  cactus  or  sage.    The  stream 
varies  in  width  from  about  30  to  75  yards.    The  current  is  rapid ;  the 
bottom  a  fine  gravel,  and  the  water  beautifully  clear  and  sweet.    It  is 
^ell  lined  with  timber,  much  of  it  being  of  large  size.    The  next  morn- 
ing (June  27)  we  resumed  the  march  up  the  valley.    In  moving  over 
the  hills  about  2  miles  from  camp,  we  crossed  the  trail  made  by  the  Indi- 
ans the  night  before.    From  these  hills  we  saw  two  teepees  in  the  valley 
beyond.    Continuing  the  march  we  soon  descended  to  the  valley  and 
arrived  at  the  teepees,  which  were  found  to  contain  the  dead  bodies  of 
Indians,  and  which  were  all  that  remained  of  what  had  been  a  large 
Indian  village.    Information  was  soon  brought  to  us  by  Lieutenant  Wal- 
lace that  Major  Reno  with  a  portion  of  the  Seventh  Cavalry  was  in- 
trenched on  the  bluffs.    After  a  march  of  about  9  miles  we  eucamped  in 
the  valley  at  the  foot  of  the  bluffs,  which  had  been  the  site  of  a  siege 
for  nearly  two  days.    We  remained  in  this  camp  until  the  evening  of  the 
next  day  when  the  command  was  moved  down  the  valley  a  distance  of 
about  4^  miles. 

The  next  day  a  survey  of  the  field  was  made,  and  in  the  afternoon  the 
command  again  moved  with  the  wounded  in  the  direction  of  the  mouth 
of  the  Little  Big  Horn.  Kews  having  been  received  that  the  steamer 
was  at  the  mouth  of  the  river,  a  night  march  was  made,  and  at  I  a.  m.  all 
the  wounded  were  safely  and  comfortably  settled  on  board. 

July  3  found  us  in  camp  on  the  Yellowstone  about  3  miles  below  the 
mouth  of  the  Big  Horn.  We  remained  in  this  camp  until  July  22,  when 
the  command  was  moved  by  Colonel  Gibbon  to  a  point  a  short  distance 
below  Fort  Pease.  At  this  latter  camp  the  mosquitoes  were  almost  in- 
tolerable. On  the  night  of  July  14  we  were  visited  by  a  severe  storm, 
and  about  3  a.  m.  of  the  15th  the  camp  was  flooded,  the  water  being 
about  a  foot  in  depth. 

On  the  27th  of  July  the  command  was  moved  to  a  camp  opposite  the 
Bosebnd  where  Gibbon's  command  arrived  July  30.  In  thi»  camp  we 
remained  until  August  6,  on  which  date  the  forces,  with  the  exception 
of  the  guard  for  the  supply-camp,  were  crossed  to  the  right  bank  of  the 
Yellowstone.  During  this  time  the  re-enforcements,  consisting  of  six 
companies  of  the  Fifth  and  Twenty-second  Regiments  of  Infantry  each, 
arrived.  In  the  mean  time,  also,  the  battery  had  been  changed,  two 
3  inch  rifles  and  one  Kapoleon  having  been  substituted  for  the  Gatlings. 

On  August  7  we  exi)erienced  the  warmest  weather  of  the  season,  the 
thermometer  reaching  11(P  in  the  shade. 

At  5  a.  m.,  August  8,  the  command  commenced  its  march  up  the  val- 
ley of  the  Rosebud.    The  stream  is  well  timbered  near  its  mouth,  but 
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the  grass  is  poor,  and  the  water  was  anfit  for  ase.  As  we  advanced  op 
the  valley  it  became  narrower  and  thickly  timbered,  with  plenty  of 
grass,  but  not  of  a  very  good  qaality.  There  was  but  little  water  in  the 
stream  and  that  was  bad  along  the  whole  distance  traveled  by  us.  The 
valley  consists  of  alternations  of  bad  lands  and  narrow  reaches  of  bot- 
tom-lands covered  with  grass,  rose-bushes,  juniper,  and  cottonwood. 
Great  quantities  of  dead  timber  were  found  strewn  over  the  ground. 
The  first  day's  march  was  severe  as  the  weather  was  very  warm.  The 
next  day  we  were  visited  by  a  very  cold  rain,  but  August  10  was  de> 
lightfnlly  cool  and  pleasant.  We  passed  the  sites  of  three  old  Indian 
c  mps.  During  this  march  of  36^  miles  twenty-one  artificial  crossings 
were  constructed  and  much  road-cutting  was  also  necessary. 

About  noon,  August  10,  we  met  the  command  from  the  Department 
of  the  Platte,  and  the  two  forces  encamped  together  that  night  on  the 
Bosebud. 

At  11.30  a.  m.,  August  11,  the  two  commands  started  on  the  Indian 
trail.  The  wagon-train  was  sent  back  to  the  supply-camp  on  the  Yel- 
lowstone, and  the  pack-mules  were  again  resorted  to. 

Leaving  the  valley  of  the  Rosebud  and  ascending  the  hills,  we  found 
before  us  an  excellent  grazing  country.  The  soil  was  poor,  being  often 
of  a  decided  red,  giving  up  clouds  of  dust;  and  yet  the  grass  waa  fin« 
and  of  most  luxurious  growth.  The  usual  covering  of  gravel  was  pres- 
ent, and  the  descent  to  the  Tongue  was  very  steep  and  difficnlt,  tht 
earth  being  very  loose  and  full  of  pebbles,  bowlders,  and  detached  pieces 
of  shale.  The  Tongue  was  crossed  after  a  march  of  10  miles  in  an  almost 
due  easterly  direction.  The  river  was  at  this  point  about  knee-deep, 
beautifully  clear,  and  with  a  firm  gravel-bed  and  rapid  current.  The 
water  was  cold  and  sweet. 

A  march  of  a  few  miles  down  the  valley  brought  us  to  the  carnpin*;- 
place.  The  grass  was  very  rich  and  in  profusion,  and  there  was  pleutv 
of  Cottonwood  interspersed  here  and  there  with  ash  of  small  size.  A 
heavy  and  continuous  rain  fell  during  the  night,  and  as  no  tents  were 
allowed  everything  was  drenched.  The  rain  continued  nntUabont  noon 
the  next  day,  when  the  mules  were  packed  with  their  soaked  loads^and 
the  journey  down  the  valley  of  the  Tongue  was  recommence<).  For  a 
distance  of  about  10  miles  along  the  route  the  valley  is  not  only  pictur- 
esque and  varied  as  to  its  scenery,  but  of  excellent  quality  as  to  its  soil. 
The  grass  was  the  finest  that  had  yet  been  seen  by  us,  and  while  the 
valley  itself  is  capable  of  being  converted  into  fine  gardens,  the  grazing 
upon  the  hills  and  high  lands  made  it  appear  to  be,  with  the  exception 
of  the  Yellowstone,  the  most  desirable  portion  of  that  section  of  the 
country.  The  only  game  were  ducks,  geese,  and  sage-fowl.  This  was 
probably  due  to  the  fact  that  the  Indians  had  passed  up  and  down  the 
valley.    There  was  some  pine  on  the  hills  and  in  the  ravines. 

The  trail  which  we  had  been  following  was  large  and  the  evidences 
of  trains  having  passed  were  marked  and  numerous,  but  they  were 
not,  as  afterwards  proved,  of  very  recent  date. 

At  a  distance  of  about  13  miles  the  nature  of  the  valley  had  gradQallj 
changed.  The  timber  had  become  of  poorer  quality  and  much  more 
scarce.  The  soil  became  of  much  less  value ;  the  ground  was  cut  ap  by 
deep  and  frequently  occurring  ravines,  and  the  banks  of  the  river  be- 
came higher  and  steeper.  The  usual^accompaniments  of  uninteresting 
land,  sage  and  cactus,  appeared  in  unwelcome  frequency  and  profusion. 
Large  amounts  of  lignite  were  seen  in  the  deep  washouts,  and  at  times 
the  road  became  rather  dangerous  on  account  of  the  subterranean  pas- 
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sages  leading  from  these  washoats  to  the  river.  The  rain  continaed  all 
ni^ht. 

The  son  shone  brightly  the  next  morning,  Sunday,  August  13,  bat  it 
again  rained  during  the  night.  The  nature  of  the  valley  was  similar  to 
that  already  described. 

The  next  day's  march  brought  us  to  our  camp  on  Pumpkin  Creek,  a 
tributary  of  the  Tongue.  The  valley  of  this  creek  is  of  the  same  de- 
scription as  that  of  the  Tongue;  only  being  one  of  the  third  order,  it  is 
smaller.  The  stream  was  well  wooded.  The  bed  was  hard  gravel,  but 
in  consequence  of  the  late  rains  the  water  was  simply  liquid  mud. 
Fortunately  springs  were  discovered.    Kain  fell  during  the  night. 

The  next  day  the  route  lay  over  a  very  broken  and  sterile  country ;  iu 
fact  for  some  miles  it  was  of  the  pure  and  unadulterated  '^  bad-land  " 
nature.  Crossing  the  divide  we  traveled  along  the  valley  of  a  small 
creek,  a  tributary  of  the  Mizpah,  and  thence  we  descended  to  the  valley 
of  Powder  River,  striking  the  latter  just  where  it  receives  Mizpah  Creek. 
It  rained  for  four  hours  that  afternoon. 

In  consequence  of  the  poor  condition  of  the  horses,  both  commands 
left  this  camp  the  next  day  and  marched  down  to  the  Yellowstone, 
arriving  there  on  the  afternoon  of  August  17.  We  found  that  the  In- 
dians had  burned  much  of  the  grass. 

We  remained  near  the  month  of  the  Powder  in  a  very  disagreeable 
camp  on  the  bare  sand  until  August  25.  During  that  time  we  were 
visited  by  two  cold  and  severe  rain-storms,  which  flooded  the  infantry 
camp. 

August  25,  we  marched  up  the  valley  of  the  Powder  again  to  find 
the  Indian  trail  and  follow  it.  That  evening  one  of  the  scouts  brought 
news  that  the  boats  had  been  fired  into  at  Glendive  Creek.  The  next 
morning  the  command  from  the  Department  of  the  Platte  followed 
the  Indian  trail.  The  Brigadier-General  commanding  this  Department, 
accompanied  by  his  staff  and  one  company  of  the  Second  Cavalry,  re- 
turned to  the  boats  at  the  mouth  of  the  Powder.  The  remainder  of  the 
troops,  under  command  of  Colonel  Gibbon,  marched  down  to  a  point  oa 
the  Yellowstone  about  2  miles  below  the  mouth  of  O'Tallon's  Creek, 
where  they  were  crossed  to  the  north  side  of  the  river  by  the  steamers 
which  had  descended  the  stream  for  this  purpose.  About  dusk  the 
same  day,  August  27,  the  command  moved  up  the  valley  of  a  dry  creek, 
and  encamped,  without  wood  or  water,  after  a  march  of  U^  miles. 

The  next  morning  we  crossed  in  an  almost  due  northerly  directioa 
.to  Bad  Koute  Creek,  where  delightful  water  was  found,  and  we  were 
enabled  to  break  our  fast. 

Moving  out  from  this  halting-place,  we  followed  up  the  "divide"  of 
Bad  Koute  Creek.  The  grazing  was  good,  but  the  ground  appeared 
parched  and  dry.  There  was  very  little  water,  and  no  timber  was  seen 
except  on  the  stream  and  its  tributaries.  At  a  distance  of  about  13 
miles  from  our  cami>  we  halted  at  the  headwaters  of  one  of  these  trib- 
utaries. Here  we  found  the  grass  very  fresh  and  green,  and  the  ground 
sown  with  flowers  of  divers  and  beautiful  colors.  The  rose-bushes  with 
their  bright-red  berries,  the  large  Cottonwood,  and  the  straight  ash, 
added  their  charms  and  the  comfort  of  shade  to  the  scene.  Springs  of 
clear,  cold  water  were  discovered.  A  farther  march  of  8  miles  brought 
us  again  to  Bad  Eoute  Creek,  where  we  found  excellent  water  in  pools, 
plenty  of  wood,  and  good  grass.  During  this  last  part  of  the  day's 
march  all  who  were  mounted  were  attacked  by  swarms  of  winged  ants. 
Strange  to  say,  the  infantry  were  not  troubled  by  them. 

The  next  day^  August  29,  we  traveled  northward  towards  the  Mis- 
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souri- Yellowstone  "divide.''  When  near  the  "divide,"  we  ran  into  a 
herd  of  between  2,000  and  3,000  buffalo.  Great  numbers  of  anteloi>e  also 
were  seen. 

Upon  reaching  Clear  Greek  we  turned  southeast,  and  after  a  march  of 
about  7  miles  down  the  valley  of  the  creek  we  encamped  near  some  pools 
of  most  villainous  water.  Attempts  were  made  by  digging  to  obtain 
.  water  which  would  be  free  from  any  taste  or  odor  of  the  buffalo,  but  only 
partial  success  was  attained.  Up  to  this  point  the  country  had  been  a 
most  excellent  grazing  one,  and  is  easily  practicable  for  a  wagon-train, 
with  the  exception  of  a  very  narrow  stretch  of  "  bad-lands,'*  about  8 
miles  from  the  Yellowstone.  But  even  this*  could  readily  be  made  so. 
It  is  believed  that  a  wagon-train  could  travel  northeast  from  the  Yellow- 
stone to  the  Missouri  without  trouble,  saving,  perhaps,  thattot>e  enoono- 
tered  at  the  bluffs  of  the  Missouri.  Oue  very  delightful  change  which 
we  experienced  in  crossing  this  section  was  the  almost  total  abseoee  of 
sage  or  cactus. 

Leaving  Clear  Creek  and  traveling  in  a  direction  a  little  north  of  east 
we  crossed  the  small  streams  which  unite  to  form  Spring  Creek.  We 
found  in  them  very  good  water  in  pools.  Leaving  these  latter  streams 
the  country  gradually  changed,  the  alkaline  formation  became  more 
apparent,  the  grazing  became  more  scarce  and  of  inferior  quality. 
Positively  defined  bad-lands  made  their  api>earance  as  we  neared  Deer 
Creek,  and  extended  to  the  creek  itself.  The  upper  portion  of  this 
creek  is  very  narrow,  with  low  bottom-lands  of  slight  width.  The 
stream  had  a  reddish  hue,  due  to  vegetable  matter  in  the  bed.  The  tim- 
ber on  the  creek  commences  about  2  miles  below  where  we  encamped. 
There  were  quantities  of  buUberries  growing  on  the  banks.  These  berries 
are  about  the  size  and  of  the  color  of  currants,  and  have  very  nearly 
the  same  taste.  At  that  time  (before  frost)  they  bad  quite  an  astringent, 
acid  taste.  The  bush  is  a  thorn,  with  olive-green,  elongated  elliptical- 
shaped  leaves.  The  bush  grows  as  high  as  20  feet,  but  the  average 
height  is  about  10  feet.  These  berries  furnished  us  at  that  time  with  au 
acid  which  satisfied  a  craving  that  had  possessed  us  for  some  days. 

The  next  day's  march  was  down  the  valley  of  Deer  Creek.  Tiiis 
valley  is  very  confined  and  utterl}^  worthless,  except  in  spots,  where 
grazing  is  fair ;  but  even  here  the  spear- grass  is  abundant.  The  bench  is 
narrow,  and  the  bad-lands  commence  on  each  side  at  the  edge  of  the 
bench.  The  only  timber  is  cotton  wood  and  ash,  and  very  little  of  these, 
except  within  about  3  miles  of  the  Yellowstone,  where  the  stream  com- 
mences to  be  thickly  timbered.  The  bed  is  gravel  and  clay.  The  water 
was  found  in  pools,  but  was  not  unpleasant  except  near  the  Yellowstone. 
Sage  and  cactus  were  found  in  profusion.  A  few  ducks  but  no  other 
game  of  any  description  were  seen.  Rattlesnakes  infested  the  whole 
valley.  The  command  remained  in  camp  opposite  Glendive  Creek  until 
September  6,  when  the  Fifth  Infantry  were  sent  to  Tongue  River,  and 
the  Montana  column  commenced  its  homeward  march. 

The  Brigadier  General  commanding,  with  his  staff,  arrived  at  Fort 
Buford  September  7,  and  receiving  orders  to  return  to  Saint  Paul,  my 
connection  with  the  troops  in  the  field  ceased  on  that  date. 

b£sum]6. 

The  geological  information  obtained  on  this  campaign  is  very  meager, 
as  would  naturally  be  expected.  The  expedition  having  been  purely  a 
military  one,  escorts  could  not  be  furnished  for  examination  of  the 
country  at  any  great  distance  from  the  trail,  and,  in  addition  to  this,  the 
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crossing:  of  streams  and  road-making  required  so  mncb  attention  and 
time,  that  bat  a  cursory  examination  erep  of  the  trail  could  be  made. 
In  fact|  any  full  report  of  the  geological  formation  of  that  region  would 
contaiA  nothing  new,  as  Warren,  Baynolds,  Ludlow,  and  others  have 
Babmitted  Tery  exhaustiTC  reports  on  that  subject.  It  is  sufficient,  iii 
dismissing  this  subject,  to  say  that  the  little  knowledge  gained  is  dotted 
here  and  there  through  the  body  of  the  report. 

Agriculturally  considered,  the  different  sections  of  the  country  trav- 
ersed can  be  classified  into  but  two  grades,  fair  and  worthless.  The  fair 
sections  are  of  the  same  quality  as  the  land  immediately  around  Fort 
Linooln  and  Bismarck.  The  soil  is  a  sandy  loam  with  a  sub-soil  of  clay. 
The  following  information,  which  I  received  from  Mr.  Kellogg,  a 
correspondent  of  the  New  York  Herald  resident  in  Bismarck,  may  con- 
vey some  slight  idea  of  what  such  a  country  is  capable  of  producing. 

In  reply  to  questions  concerning  the  land  around  Bismarck,  I  learned 
that  vegetables  grew  very  finely.  Potatoes  of  the  season  of  1875  were 
very  large ;  picked  ones  measured  12  to  the  bushel.  Cereals  have  not 
been  extensively  tested,  but  Omaha  and  Indian  corn  grow  finely,  and 
white  dent  very  well:  Hay  is  taken  from  the  bottom-lands  and  swales, 
the  former  yielding  abont  2  tons,  and  the  latter  from  one-half  to  1  ton 
to  the  acre.  Cottonwood  is  the  almost  universal  timber.  A  species  of 
pine  is  found  on  the  hills  and  in  the  ravines  leading  down  from  them, 
but  it  is  of  light  growth.  Sergeant  Wilson,  of  the  engineer  detachment, 
reports  that  he  saw  quite  a  large  amount  of  pine  in  the  valley  of  the 
Big  Horn,  ranging  from  about  1  to  1}  foot  in  diameter.  Occasionally 
box  elder,  ash,  and  scrub-oak  are  encountered  in  small  quantities.  The 
timber  is  confined  almost  entirely  to  the  stream- bottoms  and  to  ravines, 
and  is  seldom  found  to  extend  more  than  a  few  hundred  yards  from  the 
water's  edge. 

The  winters  are  long,  with  5  months  of  cold  weather,  the  mercury 
often  standing  at  39^  plus  below  zero. 

Another  great  drawback  is  the  universally  conceded  slight  rain-fall. 
I  learn  that  it  is  about  8  inches,  and  mostly  confined  to  the  spring.  This 
has  been  stated  by  so  many  that  I  suppose  it  must  be  true,  but  during 
last  summer  fully  6  inches  of  rain  fell.  This  amount  is  a  mere  matter 
of  judgment  on  my  part,  as  I  had  no  instruments  by  means  of  which  the 
true  amount  of  fall  could  be  ascertained.  Even  after  heavy  rains  the 
soil  rapidly  becomes  dry  and  crumbly,  but  this  may  be  due  to  the  fact 
that  it  has  not  been  turned  or  broken. 

The  question  of  the  feasibility  of  sufficient  irrigation  I  am  not  pre- 
pared to  discuss.  The  water  is  universally  what,  in  the  common  par- 
lance, is  termed  ^<  alkaline."  The  different  streams  are  all  of  the  same 
nature,  differing  from  each  other  only  in  a  quantitative  composition.  I 
brought  with  me  to  Saint  Paul  tightly -corked  samples  of  the  Yellowstone, 
Powder,  Tongne,  and  Rosebud  waters.  It  is  found,  from  the  qualitative 
analysis  which  my  private  means  would  allow  me  to  make,  that  they 
are,  as  stated  above,  similar  each  to  the  other,  containing  sulphate,  car- 
bonate, and  chloride  of  lime,  magnesia,  carbonate  of  soda,  (9)  and  chlo- 
ride of  sodium.  The  tests  for  nitrates  and  iron  gave  no  results.  The 
amount  of  substances  held  in  mechanical  suspension,  (silicates  and  clay,) 
as  well  as  of  the  organic  matter,  is  great.  From  the  slow  rate  of  pre- 
cipitation by  permanganate  of  potash,  it  is  presumed  that  the  organic 
matter  is  largely,  if  not  entirely,  vegetable.  On  uncorking  the  bottles 
tbe  odor  of  sulphureted  hydrogen  was  very  strong.  The  corks  were 
foond  to  be  blackened  and  covered  with  the  superincumbent  white  de- 
posit which  all  sulphur-waters  produce.    I  have  neither  the  experience 
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nor  the  means  to  enable  me  to  make  a  quantitative  analysis^  and  am  lim- 
ited in  this  regard  to  saying  that  only  the  Kosebud  and  Powder,  of  the 
larger  streams,  have  a  perceptible  alkaline  taste — the  latter  being  simply 
percejitible,  and  the  former  repulsively  strong,  l^umbers  of  the  smaller 
streams,  snch  as  Tallock's  Fork,  are  very  bad  in  this  respect. 

The  country  generally  affords  excellent  grazing.  The  high  lands  have 
a  fine  growth  of  buffalo  and  bunch  grass,  and  the  bottom  lands,  in  ad- 
dition to  these,  have  the  favorite  of  the  stock,  the  beaotifnl  gamma,  and 
a  jointed  grass  which  the  horses  devoured  with  avidity.  In  some  valleys 
there  is  to  be  found  a  small  amount  of  wild  rye.  Sage  and  cactus  meet 
the  eye  at  almost  every  step,  and  occasionally  a  running  vine  like  growth 
of  juniper  is  encountered.  Hordes  of  grasshoppers  almost  every  seasoQ 
infest  the  whole  region. 

The  planting  of  trees  has  been  commenced  in  Dakota  along  the  line 
of  the  Northern  Pacific  Railroad,  and  has  so  far  been  successful.  There 
is  no  reason  why  similar  success  should  not  be  obtained  farther  west. 

As  a  summation,  I  should  say  that,  in  the  terms  of  the  classification 
mentioned  above,  the  valleys  of  the  Yellowstone,  Big  Horn,  Little  Big 
Horn,  and  Tongue  are  fair,  and  those  of  the  Bosebud,  Powder,  Little 
Missouri,  and  TuUock's  Fork,  so  far  as  traversed,  are  worthless,  and  are 
to  be  regarded  only  as  places  where  venomous  snakes  may  fitly  knot 
and  gender. 

The  amount  of  astronomical  work  accomplished  during  the  season 
was  but  small.  This  was  due  to  bad  weather  early  in  the  season  and 
later  to  the  want  of  transportation  for  the  instruments.  It  cannot  be 
expected  that  on  a  campaign  against  hostile  Indians,  when  it  is  difiScult 
to  obtain  transportation  for  even  the  indispensable  articles  pertaining 
to  an  armed  force,  chronometers  and  instruments  can  be  carried.  In 
addition  to  this,  when  pack-mules  are  used,  the  line  of  march  is  not  as 
carefully  selected  as  if  the  column  were  attended  by  a  wagon -train,  and 
consequently  it  is  believed  that  the  rates  of  the  chronometers  would  be 
so  irregular,  that  unreliable  results  would  be  obtained.  Therefore,  the 
instruments  were  left  on  the  steamer  at  the  time  when  pack-males  were 
substituted  for  the  wagon-train  as  the  means  of  transportation. 

Observations  were  taken  May  11,  at  Fort  Lincoln,  to  determine  the 
error  of  the  chronometers.  At  the  following  places  also  observations 
were  taken  :  May  23,  Young  Men's  Butte ;  May  25,  North  Fork  of  Heart 
Elver ;  May  29,  Little  Missouri  Ki ver ;  June  3.  Big  Beaver  Greek ;  June 
Sand  10,  Powder  River;  June  12  and  14,  Yellowstone Biver ^  June  16 
and  18,  month  of  Tongue  Biver. 

In  crossing  the  bad -lands  immediately  west  of  the  Little  Missoari,  the 
chronometers  *' jumped,"  and,  on  account  of  the  bad  weather  noted  in 
the  body  of  the  report,  it  was  impossible  to  detect  the  fact  nntil  too  late. 

As  the  longitude-determinations  depended  entirely  upon  the  differ- 
ences of  chronometric  errors  at  Fort  Lincoln  and  at  the  new  points,  the 
observations  west  of  the  Little  Missouri  are  valueless. 

Annexed  will  be  found  a  table  giving  the  times  of  departure  and 
arrival,  the  barometric  and  thermometric  readings,  with  the  resulting 
elevations,  the  distances  traveled  as  indicated  by  the  odometers,  and  the 
few  latitude  and  longitude  results  obtained. 

It  is  thought  that  a  few  remarks  in  reference  to  one  serious  defect  in 
the  organization  of  the  columns  operating  in  the  field  during  the  cam- 
paign will  not  be  out  of  place. 

That  defect  was  the  absence  of  a  good  bridge-train.  On  leaving  Fort 
Lincoln  there  were  placed  under  my  orders  two  wagons  containing  tools 
and  some  l^inch  pine  plank,  and  some  2  by  4  and  3  by  6  pine  pieces. 
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This  cmde  bridgematerial  bad  been  collected  by  the  post  qnartermaster, 
Capt.  H.  J.  Nowlan,  Seventh  Cavalry,  and  the  very  fact  that  thoagh  sim- 
ple it  was  of  incalculable  benefit  only  shows  how  useful  and  valuable  a 
small  canvas  ponton-train  would  have  been.  I  am  free  to  say  that  I  think 
no  supply-train  should  be  sent  into  that  western  country  without  at  least 
two  trestles,  four  canvas  pontons,  and  the  accompanying  bridge  mate- 
rial. Four  pontons  are  estimated,  because  a  substantial  raft  could  be 
made  of  that  number  for  crossing  the  larger  streams.  If  these  could 
not  be  obtained  from  the  regular  engineer  depot,  the  Quartermaster's 
Department  should  be  called  upon  to  construct  them  in  accordance  with 
proper  plans  and  specifications. 

Last  season  the  material  mentioned  above  saved  the  column  many 
miles  of  hard  marching  and  great  loss  of  time,  but,  unfortunately,  the 
snpply  was  soon  exhausted,  and  it  then  became  necessary  to  resort  to 
the  long,  tedious,  and  uninteresting  operation  of  filling  in  the  bed  of 
the  stream  to  be  crossed.  It  is  thought,  also,  that  there  should  accom- 
pany each  column  a  detail  of  men  whose  sole  duty  should  be  to  con- 
struct and  care  for  the  bridges.  Much  time  would  be  saved  by  thus 
having  men  who  would  be  familiar  with  the  work,  and  who  would  take 
a  greater  interest  in  it  than  can  be  expected  of  those  who  are  detailed 
from  day  to  day. 

The  wagon-train  made  59  crossings  in  all,  and  the  average  time  con- 
sumed in  making  these  crossings  was  40  minutes  each.  As  a  matter  of 
interest,  there  will  follow  a  description  of  some  of  the  methods  of  cross- 
ing streams  which  have  been  or  can  be  employed  by  our  troops  in  the 
western  country. 

Ist.  By  filling  in  the  bed  of  the  stream  or  ravine  with  logs,  covering 
these  with  a  layer  of  brush,  and  in  turn  covering  the  brush  with  a  thick 
layer  of  sod  or  earth.  It  is  very  seldom  that  the  time  can  be  allowed 
tor  carrying  this  structure  high  enough,  and  consequently  the  ap- 
proaches must  be  cut  quite  deep ;  and  experience  has  shown  that  there 
is  not  more  than  one  teamster  in  twenty  who  will  not  let  his  team  run 
down  the  slope  of  the  approach,  and  strike  the  causeway  with  a  heavy 
thud,  thus  breaking  through  the  road  bed  and  requiring  constant  work 
of  refilling.  The  brush  used  may  be  sage,  willow,  and  young  cotton- 
wood.  The  sage  is  by  far  the  most  easily  manipulated  and  the  most 
enduring.  Logs,  to  act  as  side-rails,  should  be  laid,  and  the  roadway 
should  be  at  least  15  feet  broad.  The  axes  of  the  approaches  and  the 
crossing  should  be  in  the  same  plane,  perpendicular  to  the  axis  of  the 
stream.  This  would  seem  a  trivial  remark,  but  it  was  observed  last 
summer  that,  unless  closely  watched,  the  men  would,  unconsciously,  de- 
viat'C  from  the  proper  direction,  and  the  crossing  would  be  oblique  to  the 
stream.    Whenever  that  happened,  there  was  trouble  with  the  teamsters. 

2d.  By  making  a  crib  work  of  spare  wagon -tongues,  and  laying  others 
covered  with  sod  to  form  the  roadway.  The  wagon-pole  is  of  oak,  and 
10.7  feet  long.    (See  Fig.  2.) 

3d.  By  employing  the  bull-ropes  or  fifth-chains  as  suspension-cables, 
and  laying  at  the  bottom  of  the  catenary  three  or  four  wagon-tongues 
to  act  as  a  species  of  girder.  The  flooring  is  laid  with  other  wagon- 
tongues,  and  the  whole  covered  with  sod.  To  prevent  swaying,  lariats 
may  be  fastened  to  the  ropes  and  anchored  to  the  shore.  (See  Fig.  3.) 
This  method  is,  of  course,  limited  to  timbered  streams  and  to  those 
which  are  a  little  less  in  width  than  twice  the  length  of  a  wagon-tongue, 
or  21  feet. 

4th.  By  employing  floating  piers,  each  consisting  of  a  wagon-body 
placed  over  the  number  of  empty  water-kegs  that  can  be  confined  with- 
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in  the  body.     The  roadway,  as  before,  is  formed  of  wagon-tongaes. 
Lariats  can  be  ased  as  anchoringcables  for  the  piers. 

To  detecmine  what  weight,  approximately,  will  be  borue  by  sach  a 
pier,  the  following  formulse  will  be  ased : 

W  =  (i;  X  62.5  poands)  —  K. 

a  +  b  ^d* 

=  a    V  = 


j-xz=.i  C-2-; 


2 
in  which 

W  =  weight  in  pounds  which  a  keg  will  bear. 
K  =  weight  in  pounds  of  the  keg. 
V  =  volume  of  the  keg  in  cubic  feet. 
I  =  length  of  the  keg. 
a  =  diameter  at  bung. 
b  =  diameter  at  end. 
d  =  mean  diameter. 
The  values  which  follow  were  determined  for  the  10  gallon  keg,  by 
Lieutenant  Nave  ,Seventh  Cavalry,  and  Private  Goslin,  Engineer  Bat- 
talion. 

^      ^^          ^          « +  ^     1-372  + 1.02      ,  ,^^ 
K  =  21  pounds.        -^—  = j- =  1.196. 

I  =  1.708  feet 

a  =  1.372  feet.        v  =  irb  f~^y=  3.1416  x  1.708  X  (1.196) » 

b  =  1.02  feet.  v  =  7.6754 

W  =  (7.675  X  62.6  pounds)  —  (21  pounds)  =  479.69  pounds  —  21  pounds 
=  458.69  pounds. 

That  is,  each  keg  is  capable  of  sustaining  a  weight  of  458.69  pounds. 

The  interior  dimensions  of  the  6-mule  army-wagon  body  are  as  fol- 
lows :  depth,  2  feet ;  length,  10  feet ;  width,  3.58  feet. 

Fourteen  10-gallon  kegs  will  about  fill  a  wagon-body  of  the  above 
dimensions;  and  hence  each  set  of  kegs  will  virtually  sustain  a  weight 
of  fourteen  times  458.09  pounds,  or  6,421.66  pounds.  Subtracting  from 
this  the  average  weight  of  the  body,  (423  pounds,)  we  shall  have  5^998.66 
pounds  as  the  weight  which  can  be  borne  by  each  pier. 

The  dimensions  of  the  wagon-tongue  are  as  follows : 

Length  of  tongne=      10.7  feet. 

Breadth  at  point=:B'=2.5  inches. 

Depth  at  point=D'=    2.6  inches. 

Breadth  at  butt=:B''=r  3.88  inches. 

Depth  at  butt  =:D"=     2.75  inches. 

Mean  breadth=B'=     3.19  inches. 
Mean  depth=D^=         2.626  inches. 

Supposing  the  tongues  not  to  lap  on  the  piers,  we  shall  have  for  the 
length  of  tongue  between  supports 

L  =  7.12. 

Substituting  these  values  in  the  formula  for  a  beam  resting  upon  two 
supports,  or 

„^     6fcBD* 
W  =  — 17— 

we  shall  have 

*     ^      319  X  (2.625) » 


■"Si 


I ^ 
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* 

or 

W= 308.8 

and  dividing  by  4,  the  factor  of  safety,  vre  have 

The  average  weight  of  the  army- wagon  ia  1^00  pounds,  and  assuming 
the  weight  of  a  male  as  1,000  pounds,  ^e  shall  have  7,800  pounds  as  the 
weight  of  the  wagon  and  6-mule  team.  Assuming,  now,  the  average 
weight  of  load  to  be  4,000  ponndS|  we  shall  have  11,800  pounds  as  the 
weight  on  the  bridge. 

The  total  length  of  bridge  occupied  by  wagon  and  team  is  49  feet, 
and  consequently  the  load  per  running  foot  is  241  pounds,  nearly. 
Referring  to  the  breaking  weight  of  the  tongue,  we  see  that  4  tongues 
laid  as  balks  are  sufficient ;  40  tongues  will  be  required  for  flooring,  if 
laid  close.  There  will  then  be  in  all  44  tongues,  weighing  28  pounds 
each.  In  other  words,  each  bay,  exclusive  of  the  piers,  will  weigh  1,232 
pounds,  or  115.1  pounds  per  running  foot.  We  have  as  the  weight  of 
49  feet  of  bridge,  with  load,  11,800  pounds  plus  115.1  pounds  x  49,  or 
17,440  pounds,  nearly.  This  weight  will  be  borne  by  at  least  five  piers. 
But  we  have  seen  above  that  each  pier  will  support  5,998.66  pounds, 
and  consequently  five  piers  would  support  29,993.3.  In  other  words, 
the  bridge  would  have  nearly  double  the  strength  absolutely  necessary. 
It  is  also  to  be  seen  that  any  field-battery  can  be  crossed  on  such  a 
bri<lge.  A  similar  bridge  can  be  constructed  by  using  simply  the  kegs, 
lashed  together,  for  piers ;  but  the  other  method  is  preferable,  as  the 
wagon-body  keeps  the  kegs  together,  besides  furnishing  a  level  bed  on 
which  to  lay  the  balks. 

5th.  By  felling  four  trees,  which,  with  the  butts  resting  on  the  banks, 
will,  by  crossing  each  other  two  and  two,  form  supports  for  a  girder  and 
then  laying  a  flooring.  They  should  either  be  spiked  or  lashed  together 
where  the}  cross.    (See  Fig.  4.) 

6th.  By  forming  rude  trestles,  which  may  be  either  simply  notched,  or, 
what  is  better,  spiked  with  lariat-pins.  (See  Fig.  5.)  The  girder-tim- 
bers can  be  squared  off  on  the  upper  side  and  the  stringers  be  notched 
so  as  to  hold  better.  The  main  pieces  of  the  legs  may  be  anchored  to 
the  shore  by  lariats.  A  tripod  trestle- bridge  can  be  formed  of  simple 
tripods  connected  at  the  bottom  by  braces.  A  bar  is  lashed  or  pinned 
across  two  legs  of  the  tripod,  and  on  this  rests  the  cap-piece,  as  in  the 
figure.    (See  Fig.  6.) 

7th.  By  various  combinations  of  saplings  forming  what  are  termed 
single  or  double  lever  bridges. 

A  small  work  on  Field  Fortification  by  Maj.  W.  W.  Knollys,  F.  R.  G. 
S.,  Kinety-third  Sutherland  Highlanders,  contains  a  very  good  descrip- 
tion of  such  bridges,  and  is  inserted  below : 

A  single-lever  bridge  is  composed  of  two  frames  which  look  into  each 
other.  (See  Fig.  7.)  A  full-sized  section  of  the  stream  or  gap  should 
be  first  traced  on  the  ground.  The  line  representing  the  breadth  should 
be  bisected.  Two  standards  should  then  be  laid  down  on  the  section 
and  on  them  marked  the  places  where  the  main  transoms,  the  fork  tran- 
som, and  the  ledges  will  come.  The  frames  should  then  be  constructed. 
These  distances  should  be  between  standards  at  the  transom  9  feet  6 
inches  and  at  the  ledger  10  feet  6  inches.  In  the  other  frame  the  dis- 
tances should  be  11  feet  and  12  feet,  respectively.  As  the  frame  lies  on 
the  ground  with  its  butts  toward  the  stream  the  transom  should  be 
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under  and  the  ledger  above  the  standards.  The  diagonal  dimensions  of 
the  frames  are  measured  to  ascertain  whether  the  positions  of  the  pieces 
of  the  latter  have  not  changed.  Of  the  diagonals,  one  is  altogether  above 
the  frame ;  the  other  has  its  bnft  over  and  its  top  nnder.  The  diagooals 
are  lashed  to  each  other  where  they  cross,  and  also  to  the  standards.  The 
frames  are  raised  and  lowered  into  their  positions  by  means  of  foot  and 
guy  ropes.  The  pickets  for  the  foot-ropes  are  driven  into  the  groand 
about  two  paces  trom  the  edge  of  the  bank  and  four  paces  on  each  side 
of  the  center  of  the  frame.  The  foot- ropes  are  attached  to  the  butts  and 
passed  twice  around  the  pickets.  The  pickets  for  the  guy-ropes  are  driven 
in  about  twenty  paces  from  the  bank  and  ten  paces  from  the  central  line. 
The  fore  and  back  guys  are  fastened  to  the  tips,  the  ends  of  the  fore  guys 
being  thrown  across  the  stream  and  those  of  the  back  guys  being  passed 
twice  round  their  respective  pickets.  The  frames  are  then  raised  by  baud 
and  carried  to  the  edge  of  the  bank.  The  butts  are  then  gradually  low- 
ered into  position,  one  frame  being  hauled  over  till  it  is  a  little  beyond  the 
perpendicular,  in  which  position  it  is  secured  by  fastening  the  back  gu.vs 
to  their  pickets.  The  other  frame  is  dealt  with  in  a  similar  manner. 
Both  frames  are  then  lowered  till  they  interlock.  A  spar  is  laid  across 
the  fork  formed  by  the  crossing  of  the  standards,  to  serve  as  a  support 
to  the  road-beams.  The  roadway  is  composed  of  balks  lashed  to  each 
other,  and  covered  with  planks,  spiked  or  rack-lashed  down,  or  by  fass- 
cines  covered  with  loose  brushwood,  earth,  or  heather.  The  ends  of  the 
balks  should  be  attached  to  a  beam  or  stout  spar  half  buried  in  the 
ground  and  picketed  down,  its  direction  being  perpendicular  to  the  length 
of  the  bridge.  It  is  desirable  to  place  rails  or  breast-lines  at  the  edges 
of  the  bridge.  At  each  transom  the  road-beams  should  be  all  tips  or 
all  butts,  and  the  ends  of  each  pair  should  be  lashed  together.  It  must 
be  noted  that  the  frames  should  not  make  a  greater  angle  with  each  otb<^ 
than  120O. 

A  double-lever  bridge  is  formed  in  a  manner  similar  to  that  in  which 
a  single-lever  bridge  is  constructed,  with  the  exception  that  the  two 
frames  do  not  cross  each  other,  but  are  connected  by  means  of  a  second 
frame,  which  has  no  diagonals.    (See  Fig.  8.) 

Double-lever  bridges  are  suited  for  openings  of  40  feet.  Even  open- 
ings of  60  feet  have  been  spanned  by  a  double-lever  bridge. 

Another  combination  can  be  made  forming  a  lever  truss  bridge.  The 
frames  are  made  as  in  the  case  just  cited,  but  an  extra  support  is  given 
to  the  roadway  by  the  rope  at  the  center.  The  figure  explains  itadf. 
(See  Fig.  9.) 

Appended  will  be  found  a  copy  of  the  journal  kept  by  Second  Lieut 
E.  J.  McOlernand,  Second  Cavalry,  acting  engineer-officer  of  the  Moo- 
tana  column.  His  topographical  work  has  been  incorporated  in  the  gen- 
eral map. 

I  am  indebted  to  Mr.  W.  H.  Wood  (formerly  assistant  engineer  in  this 
office)  for  the  admirable  drawings,  which  accompany  this  report 
Very  respectfully^  your  obedient  servant, 

Edw.  MAauiRE, 
First  Lieut  Corps  of  Engineers, 
Chief  Engineer  Department  of  Dakota. 

The  Assistant  Adjutant  General, 

Department  of  Dakota. 
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APPENDIX   PP.  ISfil 

JOURNAL  OF  THB  MARCHR9  MADR  BT  THR  FORCRS  U>fD1SK  COLONEL  JOHN  GIBBON, 
COMMANDING  THB  BXPBDITION  DOWN  THK  YBLLOWSTONK,  BKTWEKN  THB  18T  DAY 
OF  APRIL  AND  THR  29tH  DAY  OP  8BPTBMBRK,  1876,  BY  LlBUrRNANT  B.  J.  M'CLER- 
NAND,  SECOND  CAVALRY,  ACil'ING  ENGINEER  OFFICER. 

Jpril  I. — At  9  o'clock  the  four  companies  (P,  G,  H,  and  L,  Secopd  Cavalry)  left 
Fort  Ellis,  Mont.  They  are  preceded  several  days  by  six  companies  of  the  Seventh 
Infantry,  which  are  already  some  distance  down  the  Yellowstone,  as  is  also  the  main 
snpplv-train.  The  object  of  this  movement  of  the  troops  is  a  campaign  at^ainst  the 
hostile  bands  of  Sionx,  known  to  hnnt  and  camp  along;  the  Lower  Yellowstone  and  Its 
tributaries.  Stealinj^  parties  from  these  tribes  raid  the  setrlements  in  this  vicinity 
every  snmmer,  killiuj^  defenseless  persons  who  are  so  nnfortunate  a%  to  fall  in  with 
them,  and  p^enerally  snoceeding;  in  rnnning;  off  a  nnmber  of  horses  and  males.  Otvin^ 
to  the  melting  snows,  the  roads  are  in  a  frightfal  condition,  and  so  great  is  the  diffl- 
cnlty  in  getting  onr  train  along  that,  although  we  work  nntil  after  snnset,  we  only 
snccecKl  in  making  seven  miles.  Onr  camp  is  on  a  little  stream,  a  short  distance 
above  where  it  joins  Middle  Creek.  The  gronnd  is  satnrated  by  melting  snow,  patches 
of  which  still  exist.  To-day's  march  has  bronght  ns  in  the  midst  of  the  hills  forming 
the  little  divide  between  the  headwaters  of  the  East  Gallatin  and  the  Yellowstone 
Rivers.  These  hills,  be  idea  being  pictnresqne,  are  exceedingly  fertile,  growing  in  places 
luvnriant  bnnch-grass.  in  others  dense  pine  forests.  The  formation  of  the  divide  is 
nsnally  sandstone,  witn  the  strata  uptnrned  at  a  large  angle.  In  this  divide,  farther 
to  the  sont'h,  coal  of  a  very  fair  qnality  has  been  fonnd,  and  not  far  from  this  lime- 
stone. From  the  snmmit  of  a  hill  jnst  back  of  can&p  one  procures  a  fine  view  of  the 
beantifnl  Gallatin  Valley,  with  its  rolling  foot-hills  and  girdle  of  snow-capped  peaks. 

2d. — Contione  onr  march  in  the  direction  of  the  Yellowstone.  A  short  distance  from 
camp  we  reach  and  cross  Middle  Creek,  a  clear  stream  running  in  a  small  bnt  pretty 
valley,  between  high  and  gently-sloping  hills,  covered  with  fine  ^rass.  From  here  the 
road  ascends  a  high  hill,  and  soon  reaches  a  point  where  the  divide  falls  precipitonsly 
toward  the  Yellowstone.  Passing  from  here  down  a  steep  hill,  we  reach,  at  its  foot, 
Billman's  Creek,  10  miles  from  Fort  Ellis.  A  short  distance  on,  the  condition  of  the 
roads  again  compelled  ns  to  go  into  camp,  after  having  marched  only  a  few  miles. 

3d. — To-day  we  find  the  roads  greatly  improved,  due  to  the  fact  that  the  snow  never 
lies  so  long  on  this,  the  eastern  side  of  the  divide,  as  it  does  on  the  west,  being  carried 
away  and  evaporated  by  the  high  winds  which  prevail  along  the  valley  of  the  Yellow- 
stone. We  follow  Billman's  Creek  through  a  natural  pass  between  two  high  and 
almost  parallel  ridges,  down  the  sides  of  which  course  innumerable  little  streams ; 
those  from  the  north  crossing  our  road  at  short  intervals  on  their  wav  to  Billuian's 
Creek.  In  this  pass  and  along  the  bill-sides  the  bnnch-grass  grows  with  the  most  lavish 
Inxuriance.  Twenty-one  miles  from  Foit  Ellis,  Fleshman's  Creek,  a  clear,  cold  stream, 
liowing  from  the  northwest,  is  reached.  Crossing  this  and  proceeding  on  a  short  distance, 
we  pass  down  the  left  bank  of  that  river  to  **  Benson's  Landing  "  the  head  of  Mackinaw- 
boat  navigation.  This  valley  is  quite  extensive,  bnt  being  covered  with  loose  gravel 
mixing  with  the  soil,  it  is  not  verj'  fertile,  while  the  hii^h  winds  which  so  frequently 
blow  down  the  river  make  it  an  nnpleasant  place  to  reside.  Abont  three  milos  from 
Bt^nsim's,  Shields'  River  joins  the  Yellowstone.  It  isdist-ant  from  Fort  Ellis  29.4d  miles, 
and  is  a  bold,  rapid  stream,  flowing  over  small  granite  bowlders,  and,  rising  on  the 
northwest  side  of  Crazy  Mountain,  it  runs  through  an  extensive  and  fertile  section  of 
country,  which  for  some  years  past  has  furnished  pasture  for  large  herds  of  cattle. 
During  the  afternoon  a  wet  and  windy  snow-storm  came  up  and  continued  into  the 
night. 

Aih. — We  remain  in  camp  to-day,  awaiting  the  arrival  of  several  wagons  still  detained 
by  the  heavy  roads  near  Middle  Creek. 

5/A. — Leaving  Shields'  River,  onr  mad  crosses  a  spur  of  Sheep  Mountain,  which  mount- 
ain presents  a  vertical  face  of  basaltic  rock  to  the  Yellowstone. 

A  ivarch  of  7  miles  brings  us  to  a  bottom  on  the  Yellowstone,  opposite  the  Old  Crow 
agency.  This  valley,  several  miles  in  length  and  more  than  a  mile  wide,  is  very  fertile. 
Le<ivtug  this,  the  road  turns  to  the  left  and  crosses  a  range  of  high  hills;  on  the  summit 
of  one  of  these  gypsum  of  a  fine  qnality  lies  in  sight.  From  here  one  commands  an 
extensive  view  of  the  surrounding  country.  Crazy  Mountain,  lying  just  back  of  Sheep 
Mountain,  is  detached  from  the  main  range,  and  standing  alone  it  seems  to  serve  as  a 
rallying  point  for  the  clouds,  great  masses  of  which  almost  always  hover  around  the 
tops  of  its  lofty  peaks.  Thousands  of  springs  trickle  down  its  rugged  sides  and  are 
the  sources  of  numerous  streams.  The  altitude  of  Crazy  Mounrain  is  about  10,000  feet. 
To  the  south,  across  the  Yellowstone,  lies  a  range  of  high  and  rugged  lava  peaks,  usually 
called^be  Yellowstone  Range,  whose  summits  *'stand  out  in  bold  relief  against  the  sky." 
Forty ^oiir  and  one-half  miles  from  Ellis,  we  reach  Hot  Spring  Creek,  on  the  banks  of 
which,  a  short  distance  above  the  road,  are  several  large  and  very  warm  sulphur  springs. 
Tbrcfe  and  a  quarter  miles  on,  the  road  crosses  Dnck  Creek,  rnnning  clear  and  cold  from 
Crazy  Monntain,  and  1^  miles  I'anher  reaches  the  Yellowstone.     Crossiug  he.e  at  a 
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tolerably  goorl  ford,  we  go  into  camp  on  the  rirer.  The  camp  is  in  a  fine  andUrfre 
Taliey  covered  with  good  grass.  AloDg  the  river  the  oottonwood  trees  grow  to  a  great 
size.    Distance  traveled  during  the  day,  19.60  miles. 

6th. — To-day  a>)ont  noon  we  reach  and  cross  the  Big  Boulder,  62^  milea  from  Fort 
Ellis.  This  is  a  large  and  rapid  stream,  rising  in  a  very  high  range  of  granite  mooot- 
ains  to  the  s<jntb.  Near  it«  mouth  it  flows  over  large  bowlders,  hence  it*  name.  Fif- 
teen miles  above  its  month  it  is  formed  by  three  forks,  each  of  which  is  filled  with  fine 
trout.  These  forks  run  through  pretty  little  valleys,  which  are  favorite  resorts  for  elk. 
The  road,  still  continuingdown  the  valley  of  the  Yellowstone,  reaches,  7^  milrs  fromtfae 
Boulder,  Little  Deer  Creek,  now  dry.  From  here  to  Big  Deer  Creek,  abont  two  mile> 
lies  as  fine' a  piece  of  bottom-land  aa  can  be  found  anywhere.  Having  marched 21  milf^ 
we  encamped  on  Big  Deer  Creek. 

7f/(.— Soon  after  leaving  camp,  we  pass  by  what  is  known  as  the  Point  of  Sock^. 
This  is  a  high  and  vertical  wall,  nearly  half  a  mile  in  length,  and  showing  plaioh 
tlie  marks  left  by  the  river  in  times  past,  when  it  was  thirty  feet  above  ira  prei<«Et 
level.  A  little  less  than  8  miles  from  camp,  we  cross  Bridger  Creek ;  its  source  is  id  as 
exceedingly  broken  country,  but  near  its  mouth  it  flows  through  a  pretty  little  valkt 
thickly  wooded.  Soon  after  crossing  the  last-named  stream,  we  reach  a  point  where 
the  valley  opens  out  finely,  possessing  rich  black  soil,  and  growing  heavy  grass.  Tbc 
Yellowstone  is  bordered  by  a  fine  growl  h  of  large  cotton  wood  trees,  and  the  foot-hilU 
to  the  south  are  covered  with  pine  timber.  The  country  to  the  north,  across  the  river, 
is  very  broken.    After  marching  20  miles,  we  encamped  on  the  Yellowstone. 

8th. — Moving  down  the  valley  2  miles,  the  river  is  forded,  to  avoid  some  steep  as^i 
broken  bluffs  which  it  wai«hes  on  the  south  bank.  This  is  one  of  the  best  croesiDgsur 
the  Yellowstone.  Passing  along  the  north  bank  a  few  miles,  through  a  drenching  nio. 
we  reach  the  infantry  camp,  situated  on  the  Yellowstone,  96.79  miles  from  Ellis.  Tiiis 
command  arrived  here  on  the  6th,  and  has  succeeded  in  catching  a  great  unmberoi 
fine  trout.  The  cavalry  are  not  slow  in  following  their  example  and  supplying  tbem- 
selves  liberally  with  this  delicious  food. 

9th. — Both  commands  move  out  about  the  same  time,  marching  down  the  valle;. 
Upon  arriving  at  Countryman's  Ranch,  the  train  and  the  cavalry  are  croosed  to  tk 
ponth  side,  while  the  iumntry  continue  along  the  north  bank  over  a  range  of  roagk 
hills.  Something  le^s  than  two  miles  from  Conn  try  man's  Ranch  lies  the  StillwaUf 
River;  it  is  a  fine  large  mountain  stream,  flowing  over  large  bowlders,  and  filled  vMl 
trout.  Along  its  banks  grow  large  pines,  in  a  bottom  varying  in  width  from  one-baJ 
a  mile  to  a  mile.  After  pAssing  over  two  small  bottoms  on  the  Yellowstone,  separated 
by  a  hiffh  hill,  it  again  becomes  imperative  to  ford  the  river.  The  bed  is  here  cos- 
posed  of  large  rocks,  rendering  the  fording  difficult  and  even  daugerons.  Soon  afWr 
crossing  we  go  into  camp,  in  a  pretty  spot  at  the  head  of  one  of  the  largest  valleys  oo 
the  Yellowstone. 

lOth, — The  command  remains  in  camp  while  the  train  is  sent  to  the  Crow  age&ej, 
situated  on  Rosebud  Creek,  a  tributary  of  the  Stillwater.  It  is  5^  miles  from  camp. 
The  train  is  to  bring  down  supplies  that  have  been  left  there.  During  the  eveniu^t 
furious  snow-storm  prevails,  and  at  the  agency  it  falls  to  a  depth  of  Id  inches. 

llih, — Most  of  the  train  arrives  late  in  the  evening.  It  is  but  little  exaggeration  to 
say  the  command  is  living  upon  fine  trout  caught  in  the  Yellowstone. 

12th. — The  day  is  spent  in  loading  the  train  for  a  forward  movement. 

I3th. — Captain  Logan,  Seventh  Infantry,  is  left  with  his  company  to  gnard  such  sop- 
plies  as  cannot  be  carried.  The  other  companies  move  out  as  one  command,  and  be^in 
in  earnest  the  campaign  at  7  a.  m.  After  marching  two  hours  the  range  of  mountaias 
back  of  the  Old  Crow  agency  come  in  sight.  They  are  covered  with  snow  and  presest 
a  grand  appearance.  We  are  traveling  through  a  large  valley  of  considerable  fertil- 
ity, and  varying  in  width  from  1  to  2  miles.  The  south  side  of  this  bottom  is  washcil 
by  the  Yellowstone,  while  on  the  north  it  is  hemmed  in  by  steep  sandstone  bluffs  U^ 
feet  high,  and  rising  gradually  from  the  top  to  the  little  divide  between  here  and  tbe 
Musselshell  River.  On  the  south  side  of  the  Yellowstone  the  bluffs  present  a  precipi- 
tous front,  but  a  little  way  back  break  into  rolling  hills  covered  with  fine  grass.  The 
roads  are  heavy  on  account  of  the  recent  snow,  and  the  train  moves  slowly.  At 
3  p.  m.,  having  made  11.25  miles,  we  go  into  camp  on  the  Yellowstone. 

lAth. — Breaking  camp  at  7  a.  m.,  we  continne  to  march  through  the  same  valley  passed 
along  yesterday.  The  width  increases  to  6  miles,  but  in  other  respects  there  is  little 
change.  In  places  the  soil  is  slightly  alkaline,  and  the  last  snow  has  made  it  quite  soft. 
We  encamp  on  the  Yellowstone  at  3.30  p.  m.  Distance  traveled  daring  the  day,  14.1? 
miles.  The  bluffs  across  the  river  are  growing  darker,  presenting  a  lignite  appev- 
auce.  A  short  distance  above  camp,  Clark's  Fork  joins  the  Yellowstone,  coming  iwm 
the  granite  mountains  to  the  southwest ;  it  is  rising  and  the  water  is  of  a  light  browB 
color,  and  in  quantity  seems  to  be  about  half  as  much  as  the  Yellowstone.  Along  tb« 
banks  of  both  grow  cottonwood,  and  at  their  confluence  there  is  quite  a  forest.  For 
more  than  a  mile  above  their  junction  these  two  streams  run  almost  parallel ;  the  beai- 
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ing  Dp  Clark's  Fork  being  ^nth  33c>  west,  and  up  the  Yellowstone  southwest.    A  high 
wind  continues  to  blow  all  night. 

15/A.— Starting  at  6.45  a.  m.,  we  reach. 2^  miles  from  camp,  Caflon  Creek,  which|is  now 
dry  ;  it  has  its  source  near  what  are  known  as  the  Lakfs.  The^e  are  tb«  remains  of 
what  have  formerly  been  large  lakes,  near  the  sumiiiit  of  the  divide  between  here  and 
the  Mnsselnhell,  and  which  now  are  important  water-holes  to  any  one  traveling  along 
that  divide.  A  little  way  and  we  pass  through  somt)  large  sage-brush,  about  the  first 
Heen.  To  the  north  the  bluffs  present  a  vertical  face,  and  running  nearly  9  miles  along 
the  valley,  louk  like  a  wall  built  by  man  to  serve  as  a  huge  fortification ;  ten  and  a 
half  miles  from  camp  this  wall  reaches  the  Yellowstone,  and  there  makes  a  sharp  angle 
with  the  blnffs  running  along  the  river.  In  this  angle  is  a  break,  affording  an  oppor- 
tunity to  ascend  the  plateau.  From  this  elevated  prairie  the  Red  Buttes,  sometimes 
called  Bull  Mountain,  can  be  seen  lying  12^  east  of  north.  Passing  along  this  table- 
land about  6  miles,  we  reach  a  valley  ou  the  Yellowstone  and  go  into  camp,  just  below 
'*  Baker's  battle-ground,"  at  6  p.  m.    Distance  traveled  during  the  dxy,  17.35  miles.  . 

16/^. — Break  camp  at  9.35  a.  m. ;  about  4  miles  below  camp  we  cross  the  Yellowstone, 
to  take  advantage  of  a  large  valley  on  the  south  side;  the  ford  proves  to  be  deep  and 
swift.  Lieute»  ant  Schotleld,  Second  Cavalry,  missing  the  ford  a  few  feet,  comes  very 
nearly  being  drowned.  On  the  south  side  a  continuation  of  the  sandstone  bluffs  seen 
since  leaving  Captain  Logan's  camp  still  faces  the  river;  but,  stopping  abruptly  here, 
and  receding  from  the  stream,  gives  place  to  an  extensive  valley.  A  little  way  below, 
on  the  north  side,  is  the  commencement  of  a  long  range  of  broken  and  barren  hills.  A 
distance  of  nearly  7  miles  from  camp  brings  us  to  Pryor's  Creek.  This  creek,  rising  in 
a  large  mountain  of  the  same  name,  lying  to  the  south,  is  swollen  by  the  melting  snows, 
and  rnns  a  stream  of  muddy  water  10  yards  in  width  and  over  2  feet  deep.  After  cross- 
ing, we  follow  it  down  to  its  mouth  and  camp  on  the  YellowNtone,  at  3.30  p.  m.,  having 
marched  7.07  miles.  The  river-water  is  becoming  very  muddy,  due  probably  to  the  rise 
in  Clark's  Fork.  Since  passing,  the  month  of  that  stream,  few  if  any  trout  have  been 
caught.    A  band  of  elk  were  seen  to-day  and  several  killed. 

17/fe.-^^tarting  at  8  a.  ni.,  we  march  down  the  valley,  inrending  to  camp  near  Pom- 
pey's  Pillar.    After  marching  three  miles,  a  halt  was  made  to  wait  for  the  train. 

Thtt  surrounding  country  is  very  beautiful.  The  valley  itself  is  one  of  the  finest  to 
be  seen  on  the  Yellowstone,  varying  in  width  from  1  to  6  miles,  and  averaging  about 
2| ;  it  extends  for  miles  along  the  river,  and  contains  perhaps  70,000  acrt^s  of  arable 
land,  all  of  which  lies  favorable  for  irrigation  from  either  Pryor*s  Creek  or  the  Yellow- 
stone. It  grows  fine  grass,  and  in  places  large  sage-brush.  The  scenery  is  varied  and 
extensive.  To  the  southwest  can  be  seen  the  lofty  Yellowstone  Range,  covered  with 
snow  ;  to  the  north  and  northwest  the  bluff  country  toward  the  Musselshell  stretches 
away  as  a  vast  plateau.  To  the  south  and  east  the  gently-rolling  hills  are  lost  in  the 
far  distance  in  the  granite  ranges  of  the  Big  Horn  and  Pryor's  Mountain.  The  valley 
d^'sceuds  in  gentle  declivities  from  the  foot-nills,  and  bears  north  40^  east.  Along  the 
Yellowstone  cotton  wood  timber  grows  with  great  luxuriance.  To  convince  one  that 
this  valley  has  a  bright  future,  it  is  only  necessary  to  remember  that  the  river  flowing 
along  its  entire  front  is  navigable  two  months  in  the  year  for  Upper  Mtssoari  Rivtr 
steamboats.  Eight  and  fifteen-hundredths  miles  from  camp,  Cachewood  or  Arrow 
Creek  is  reached,  and  at  the  crossing  is  dry,  but  half  a  mile  above  snfBcient  water, 
probably  snow-water,  is  found  for  the  animals.  The  day  is  very  warm  and  threatens 
rain;  toward  evening  we  gradually  approach  the  river,  and  reach  it  just  below  Pom- 
pey'ei  Pillar.  A  little  way  below  this,  camp  is  placed,  about  sunset,  iuside  of  a  semi- 
circle of  Cottonwood  trees;  distance  marched,  15.80  mites.  Accompanied  by  Dr. Paul- 
ding, I  rode  to  the  foot  of  the  pillar,  and  fastening  our  horses  we  easily  ascended  along 
i (8  northeast  side;  indeed  here  the  ascent  is  so  good  that  one  of  the  scouts  reached 
the  summit  mounted  on  a.  little  mule.  This  rock,  named  in  1806  by  Captain  Clark, 
lies  on  the  south  bank  of  the  river,  a  few  yards  from  the  water.  It  is  160  feet  high 
and  200  in  diameter.  The  soil  on  the  top  varies  in  depth  from  1  to  4  feet.  The  rock 
is  a  gritty  sandstone.  Great  blocks  that  have  broken  loose  lie  scattered  around  its 
base,  and  on  the  east  side  a  huge  rock,  nearly  as  high  as  the  pillar,  and  5  or  6  yards 
in  diameter,  ajmears  ready  to  faD.  On  all  sides  except  the  east  the  rock  has  vertical 
faces,  and  is  cylindrical  in  shape.  Having  reached  the  summit  the  view  is  very  grand, 
especially  to  the  east,  south,  and  west.  On  the  north  bank  of  the  river  the  view  is 
somewhat  limited  by  the  bold,  rugged  sandstone  bluffs,  about  the  same  heigh^>  as  the 
pillar,  and  to  which  it  has  undoubtedly  been  formerly  attached.  A  few  milea  back 
these  bluffs  break  into  a  rolling  country,  studded  with  a  stubby  growth  of  pice,  and 
presenting  a  most  barren  and  uninviting  appearance.  These  hills,  extending  to  the 
Musselshell  River,  and  running  along  the  Yellowstone  40  miles,  constitute  one  of  its 
poorest  sections.  In  a  direction  north  55°  west  is  seen  a  range  of  high,  red- looking 
bills,  the  Red  Buttes.  South  64°  west  lie  thesuowy  ppakson  theh^ad  of  the  Still- 
water, 60  miles  away.  About  10  miles  down  tne  river,  on  each  side,  lies  a  ran^e  of 
high,  rough  hills,  running  almost  north  and  south,  and  covered  on  this  side  with  a 
growth  of  small  pines.    The  valley  is  seen  merging  itself  into  the  foot-hills  to  the 
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south,  ADd  these  in  their  tarn  rise  to  Pryor's  Monntain.  The  storm  that  threatened  nt 
to-day  has  cleared  away,  and  the  clear  atmosphere  enables  one  to  s-^e  many  distant 
objects  of  inierest,  too  nomerons  to  mention. 

i^ih. — We  remained  in  camp  awaiting  the  retnm  of  several  sconts  sent  last  nif^bt  to 
the  month  of  the  Little  Big  Horn  River  to  prospect  fora  8ious  village.  A  hi>^h  wind  has 
been  blowing  all  the  afternoon,  a'jd  continues  now  late  in  the  eveniogi  almost  baryin^ 
ns  in  the  great  clouds  of  sand  it  sends  before  it.  The  scouts  returUi  having  failed  to 
discover  any  sigus  of  hostile  Indians. 

I9th. — Starting  at  7.30  a.  m.,  a  few  minute's  march  brings  ns  to  Fly  Creek,  1^  mi^es ;  tb« 
banks  are  steep  and  generally  soft ;  the  water  stands  in  holes.  The  valley  now  narrows 
and  is  badly  cut  up  by  ravines,  but  a  mile  on  again  opens  out  nicely ;  the  wind  still  cou- 
tinues  to  blow  and  drive  clouds  of  sand  along  the  river.  Ten  and  a  half  mileH  fro'u  camp 
a  range  of  bluffs  abruptly  terminate  the  valley,  rendfring  it  necessary  to  cros?«  the  river 
with  the  train.  Leaving  the  valley  we  have  been  traveling  in  for  thirty  miles,  and 
fording  the  river  where  it  is  5H0  feet  wide  and  3^  deep,  we  pass  along  the  north  bank 
2^  milfs  ai}d  then  return  to  the  south  side.  The  ford  is  632  fee^  wide  and  3  feet  de«p: 
the  valley  we  now  enter  is  narrow  and  by  no  means  pretty,  although  the  soil  is  fertile. 
The  rolling  foot-hills  seen  above  give  place  here  to  steep  blnff^  of  saudst-oue,  acantilr 
covered  with  scrubby  pine  timber,  and  benides  being  poorly  watered  produce  but  little 
gra^s.  At  4.45  p.  m.  we  encamped  on  the  Yellowstone  in  a  semicircle  of  large  cottoo- 
wood  trees.    Distance  marched  during  the  day  1H.60  miles. 

2)0tk, — Starting  at  7.40  a.  m.,  we  continue  to  pass  along  the  river.  The  bottom  is 
mostly  covered  with  sage-brush,  and  for  the  fii-st  7  miles  grows  poor  grass;  after  that 
it  improves.  Nine  and  eight-hnndredths  miles  from  camp  a  high  range  of  hills  lyioi; 
this  side  of  the  Big  Horu  River  presents  a  steep  face  to  the  valley  we  are  in,  forcing 
ns  to  cross  the  river.  Some  difficulty  is  experienced  in  finding  a  ford,  and  when  one  i$ 
selected  the  animals  can  scarcely  cross  without  swimming ;  the  river  is  evidently  rising. 
After  crossing,  our  road  passes  for  1|  miles  through  a  sago-brush  bottom,  and  then 
gaihs  a  h\ii\i  plateau.  Moving  along  this  elevat<ed  ground  we  pass  the  month  of  the 
Big  Horn  River,  and  obtain  a  view  of  its  valley  for  a  long  distance.  Four  miles  over 
this  plateau  brings  ns  to  the  head  of  the  Fort  Pease  Valley;  here  the  gniss  is  Imtnriant, 
and  the  river-bank  is  grown  up  with  large  cotton  woods  and  heavy  brush ;  many  of  the 
trees  are  '2^  or  3  feet  in  diameter,  and  show  plainly  by  the  short  distance  of  the  limbt 
from  the  ground  that  this  end  of  the  valley  has  tilled  up  several  feet  in  rec4)Qt  years. 
This  is  explained  by  the  fact  that  two  large  ravines  in  the  hills  to  the  north  do  ool 
continne  their  course  to  the  river,  and  thus  after  a  hard  rain  the  loose  material  bronghc 
from  the  hills  is  scattered  promiscuously  over  the  bottom.  Having  marchod  17.17  mile^ 
we  encamped  in  a  grassy  spot  at  4.45  p.  m. 

2\i*t — ^This  mornmg  instt notions  via  Fort  Ellis  are  received,  ordering  ns  into  camp 
at  Fort  Pease,  there  to  await  further  orders.  The  same  mail  brings  iaformation  that 
the  troops  from  the  other  directions  will  not  be  able  to  take  the  tield  fir  some  tim«!. 
We  move  on  to  Fort  Pease,  2.02  miles,  and  215.32  miles  from  Fort  Ellis.  The  command 
is  put  in  camp  immediately  outside  of  the  fort. 

22^. — ^Tbe  day  is  passed  in  policing  Fort  Pease,  something  it  stands  in  great  need  of. 
The  fort,  built  of  rough  cottonwood  logs,  is  about  75  feet  square,  with  a  bantion  on 
the  northeast  and  southwest  corners,  erected  in  June,  1H75,  by  a  party  of  citizens.  Il 
was  intended  as  a  headquarters  for  ^'  Wolfers,''  but  tho  Indians  made  life  there  a  bar- 
den,  and  it  was  abandoned  in  February.  It  is  situated  in  a  valley  about  10  miles  Ion}:, 
and  varying  in  width  from  one-half  to  two  miles.  The  s-al  is  fertile  and  grass  good. 
Steep  bluffs  hem  it  in  on  the  nArth,  and  those  to  the  south  across  the  river  are  very 
precipitous  and  extremely  broken. 

23(2 — Remain  in  camp.  Captain  Freeman,  Seventh  Infantry ,  starts  with  his  com- 
pany and  the  train,  to  bring  down  supplies  left  at  Captain  Logan's  camp.  To  avoid 
trouble  in  crossing  the  river,  he  is  ordered  to  keep  the  north  bank. 

2Ath. — H  and  F  Companies,  Second  Cavalry,  nnder  command  of  Captain  Ball,  receive 
orders  for  a  heven  days'  scout,  vfa  the  Big  Horn,  Fort  Smith,  and  TuUock's  Fork.  I 
am  ordered  to  report  to  Captain  Ball.  Starting  about  noon,  the  two  companies  march 
up  the  river  to  a  point  Just  above  the  mouth  of  the  Big  Horn,  and  cross  at  a  good  ford 
5^  miles  from  Fort  Pease.  This  distance  is  estimated  from  the  time  of  march,  as,  in- 
deed, all  distances  on  this  scout  must  be.  Remaining  in  camp  until  6  p.  m.,  to  avoid 
being  seen,  and  then  starting  in  a  direction  south  35^  west,  we  soon  ascend  the  blnffs 
and  reach  a  high  ridge  or  *^  backbone  "  The  Big  Horn  River  and  its  valley  is  to  oar 
left,  and  just  beyond  it  a  picturesque  but  broken  and  worthless  country.  Directly 
ahead,  about  five  miles  away,  lies  a  low  wooded  bluff,  and  in  ihe  far  distance  can  be 
seen  the  Big  Horn  Mountains,  which  running  east  and  west  terminate  the  landscape 
like  a  huge  white  wall.  For  II  miles  our  course  is  south  4^i9  west,  and  passes  thr>*ngh 
a  very  broken  country ;  in  several  places  the  water-channels  draining  into  the  Yellow- 
stone and  Big  Horn  Rivers  almost  Join  on  the  summit  of  the  "  divide.''  Here  and  there 
the  ridge  is  sparsely  covered  with  small  pities.  Fn*qnently  it  is  necensary  to  wind 
around  and  around  to  cross  a  deep  ravine  or  turn  a  precipice.    Our  ludiau  guide^  how- 


APPENDIX   PP.  1365 

ever,  is  f<^nal  to  tbo  emergency,  and  wins  the  ailmiratioa  of  all  by  the  masterly  man- 
ner in  which  he  guides  as  through  this  broken  country  in  the  darkness  of  night.  After 
11  miles  our  course  is  poutbeast  through  barren  hills.  At  11.30  p.  m.  we  encamp  on  a 
tortuous  little  stream,  with  water  standing  in  pools.  The  lurilans  call  thJH  Wood 
Creek.  THh  grass  is  poor,  and  consequently  the  horses  get  but  little  to  eat.  Distance 
from  the  Yellowstone,  16  miles;  from  Fort  Pease,  21|  miles. 

25fA.— Starting  at  9.15  a.  m.,  one  of  our  scouts  informed  us  we  could  travel  during  the 
morning  and  be  well  concealed ;  in  this  he  soon  proved  to  be  mistaken.  An  hour's 
march  through  high,  rough  hills,  in  a  southeasterly  direction,  brings  us  to  the  valley  of 
the  Big  Horn  ;  this  stretcnes  away  for  miles,  a  little  west  of  south.  It  proves  to  be  large 
and  fertile,  gaining  a  width  in  places  of  4  miles.  It  is  poorly  suppli 'id  with  creeks,  but 
could  be  irrigated  from  the  river.  A  portion  of  it  grows  sage-bush  and  cactus.  Bulfalo 
and  antelope  are  seen  in  the  valley  and  on  the  foot-hills.  At  1.20  p.  m.  a  halt  is  made 
on  the  Big  Horn,  and  the  animals  turaed  out  to  graze.  Distance  marched  during  the 
morning  16  miles;  distance  from  forn  37|  miles.  While  here  a  baud  of  elk  quietly  walk 
in  among  the  horses,  and  graze  with  thnni  for  several  minutes.  At  6.40  p.  m.  we  con- 
tinue onr  march  up  the  va  ley,  and  in  35  minutes  reach  the  mouth  of  the  Little  Big 
lIotTi  River,  coming  in  from  the  southeast  on  the  opposite  side  through  a  green  and 
pretty  bottom.  There  is  a  great  abundance  of  cottonwood  timber  on  each  stream,  but 
especially  on  the  Big  Horn.  The  pine  on  the  surrounding  sandstone  blufts  is  of  a  poor 
quality.  The  valley  of  the  Big  Horn  at  this  point  is  broad  and  fertile.  After  marching 
4^  hours  (14|  miles)  the  valley  is  terminated  by  high  bluffs;  it  is  too  dark  to  see  if 
there  is  a  bottom  on  the  opposite  side,  but  as  a  general  rule  in  this  country,  the  bluffs 
lie  opposite  valleys.  A  mile  and  a  half  farther  on,  at  11.30  p.  m.,  we  turn  to  the  left 
and  camp  on  the  river  in  a  small  cove  formed  by  the  hills.  Distance  marched  during 
the  d;iy  32  miles;  distance  from  Fort  Pease  53^. 

2GfA. — Six  a.  m.  finds  all  ready  to  move.  Crossing  the  river  just  above  camp,  where 
the  water  is  2^  feet  deep,  we  march  a  mile  and  a  half,  and  halt  on  the  river-bank  in  a 
fiut*  valley ;  the  grass  is  good,  and  we  determine  to  remain  several  hours  to  permit  our 
animals  to  feed.  The  valley,  which  is  here  more  than  a  mile  in  width,  can  be  seen 
extending  in  a  direction  7^  west  of  south,  to  the  very  foot  of  the  Big  Horn  Mountains, 
25  miles  or  more  away.  In  it  the  grass  seems  to  be  everywhere  good.  iVhe  river  runs 
about  one-half  as  much  water  as  the  Yellowstone,  and  on  the  opposite  side  washes  steep 
sandstone  about  100  feet  high.  While  resting  here  buffalo  can  be  seen  feeding  in  the 
valley  and  foot-hills  in  all  directions,  in  little  bands  of  from  ten  to  thirty.  Some  of  them 
coming  wiihin  a  few  yards  of  camp  enables  us  to  procure  meat  with  little  trouble.  At 
1.30  p.  m.  onr  march  is  continued ;  the  valley  increases  in  width  to  between  four  and  five 
milefi.  At  a  distance  of  six  miles  from  camp  we  arrive  opposite  the  month  of  Beauvais 
Creek,  running  in  a  direction  4^  south  of  east,  through  a  pretty  and  well-timbered 
bottom.  Twenty  minutes  ]at<er  Rotten  Grass  Creek,  coming  from  the  southeast.,  is 
crossed,  ranning  in  a  ravine  12  feet  deeo,  with  hteep  banks  and  a  muddy  bottom.  The 
stream  is  10  feet  wide  and  a  foot  and  a  half  deep.  On  its  south  bank  the  grass  is  heavy 
enongh  t4>  make  hay.  Fifteen  miles  from  our  last  resting-place  the  valley  narrows  to 
400  or  500  yards,  but  a  short  distance  on  again  becomes  more  than  a  mile  wide.  At 
6.0.')  p.  m.  we  reach  and  cross  Soap  Creek  near  its  mouth.  Like  Rotten  Grass  it-s  banks 
are  steep,  but  the  bottom  is  much  harder;  the  water  is  clear  and  cold.  At  6.15  p.m. 
we  go  into  camp  on  the  Big  Horn,  having  marched  during  the  day  20^  miles.  Distance 
from  Pease  74  miles.  As  the  grass  is  good,  Captain  Ball  decides  to  remain  here  all  night 
and  next  day,  to  recruit  onr  horses  and  pack-mnle8,^any  of  them  being  very  wtMik. 
All  day  we  have  been  traveling  throngh  a  magnificent  valley,  averaging  about  '4^  miles 
wide,  with  a  rich  black  loam  soil,  producing  luxuriant  grass,  which  is  bright  and  green. 
The  foot-hills,  too,  grow  more  fertile.  The  sandstone  formation  around  Pease,  here 
gives  place  to  granite,  always  the  herald  of  better  and.  more  plentiful  wood,  water,  and 
grass.  Altogether  it  is  the  finest  piece  of  tillable  land  I  have  seen  in  Muntanu. ;  not  a 
stone,  cactus  or  sage-brush  is  to  be  found  in  the  valley,  and  water  is  everywhere  abun- 
dant. 

27 /A. — We  move  in  the  afternoon  at  5.15  through  the  "  Hayfields"  of  old  Fort  C.  F. 
Smith,  in  a  direction  south  39^  west,  and  after  marching  3  miles,  reach  that  place, 
abandoned  in  1868.  Most  of  the  walls  are  still  standing,  built  of  ad  >bes  on  stone  found- 
ations. The  roofs,  however,  are  all  destroyed ;  the  fiag-s'^aff  lies  across  the  parade- 
grtmud,  nnd  from  the  manner  in  which  it  is  cut,  we  supposed  it  was  felled  by  Indians. 
The  cemetery  is  least  injured  of  all,  and  the  monument  erected  to  the  late  Lieutenant 
Sternberg  and  fifteen  soldiers  and  citizens  is  but  little  defaced,  the  corners  having 
been  chipped  away  in  several  places  with  a  hatchet.  This  monument,  stan<ling  alone 
in  the  wilderness  and  erected  by  sorrowing  friends,  was  the  last  token  of  Urve  for  those 
who  sle]tt  here  beneath  the  sod,  waiting  long,  and  perhaps  in  vain,  for  the  country  they 
served  to  avenge  their  death.  It  is  built  of  limestone,  which  I  s  ippose  was  found  some 
place  in  the  mountains  lying  2  or  3  miles  to  the  sonth.  These  mountains  are  covered 
with  fine  large  pines,  which  could  be  easily  floated  down  the  river,  if  needed  for  build- 
ing in  either  of  the  two  valleys  of  the  Big  Horn.    The  Big  Horn  CaQou,  looking  very 
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deep  aD(l  of  a  red  color,  is  about  3  miles  above  the  fin-t.  The  location  of  this  post  is 
inferior,  iu  every  respect,  to  many  places  down  tbe  valley.  Tbe  weather  is  cool  and 
threatens  rain.  Near  the  fort  we  see  the  camp  made  a  few  days  aj^o  by  a  large  party 
of  citizens  on  their  way  to  the  Black  Hills.  Leaving  Smith  at  5.05  p.  m.,  and  intend* 
ing  to  travel  during  the  night  in  a  general  direction  southeast,  we  move  along  the  old 
Phil.  Kearney  road  to  where  it  crosses  the  head  of  Soap  Creek,  and  a  little  way  on 
ascend  %hat  was  known  in  tbe  days  of  Fort  Smith  as  the  Big  Hill.  Soon  after  reach- 
ing the  top  of  this,  we  leave  the  road  to  our  right,  and  cross  several  very  miry  streams, 
probably  branches  of  Soap  Creek.  The  course  selected  takes  ns  thnmgh  beautiful  high 
rolling  hills,  covered  with  fine  grass.  At  midnight  a  halt  is  made  on  Rotten  Grass 
Creek,  w^ere  the  water  and  grass  are  good.  Small  timber  grows  aiong  the  banks  of  tbe 
stream,  which  flows  througb  a  pretty  though  narrow  bottom,  apparently  extending 
all  tbe  way  to  tbe  valley  of  tbe  Big  Horn.  Distance  travelled  since  leaving  last  camp, 
18  miles.     Distance  from  Fort  Pease,  92  miles. 

2Sth, — Saddling  up  and  starting  at  9.25  a.  m.,  we  move  in  a  direction  60^  east  of 
north,  and  at  10. tO  a.  m.  reach  a  small  tributary  of  Rotten  Grass,  with  good  wood,  hot 
poor  and  little  water.    We  pass  up  this  creek  a  short  distance,  and  then  over  high 
rolling  hills  thickly  carpeted  with  grass.    Large  game  trails  cross  tbe  country  in  all 
directions,  but  so  far  this  morning  we  have  only  seen  a  badd  of  ant«l»pe.    At  11  oMock 
we  are  at  the  top  of  a  high  divide,  and  turning  north  71^  east  pass  down  a  little  creek, 
along  which  are  seen  a  number  of  white-tail  deer.    Buffalo  are  in  sight  again.    At 
noon  having  marched  7^  miles,  a  fine  stream  is  reached  and  a  halt  made.    Here  we 
find  hard-wood  (asb)  growing,  something  I  have  never  before  seen  in  Montana.    As 
numerous  little  creeks  join  this  one,  we  name  it  **Many  Stream  Creek.''    The  vallfv 
is  abont  a  half  a  mile  wide,  and  runs  a  little  west  of  north.    The  belt  of  country  we 
are  now  travi^Iing  in  is  as  fine  a  grazing  district  as  can  be  found  anywhere,  combiniDg 
bills  and  valleys,  with  everywhere  a  perfect  mass  of  the  most  nutritions  grassiij. 
Numerous  streams,  fed  by  the  melting  snows  of  tbe  Big  Horn  Mountains,  furnish  clear 
and  pure  water  at  short  int^^rvals.    Besides,  the  country  is  alive  with  game;  baffalo, 
elk,  deer,  and  antelope  are  seen  in  great  numbers.    It  is  a  hunter's  paradise.    At  2  p. 
m.  we  are  again  in  the  saddle;  traveling  north  :)9^  east,  brings  us  at  3.25  p.  m.  toa 
small  creek  rtyjning  north  45°  east.    This  we  follow  down  three  miles  to  where  it  joins 
another  running  north  7P  east;  crossing  the  latter  and  passing  down  its  north  bank 
four  miles,  we  arrive  opposite  the  mouth  of  a  creek  entering  from  the  south ;  the  two 
combined  run  a  nice  stream.    Tbe  Indians  call  this  Long  Creek,  but  on  tbe  map  ii  in 
named  Grass  Lodge.    Along  tbe  banks  there  ate  ash  and  Cottonwood  timber  grow- 
ing in  a  valley  three-quarters  of  a  mile  broad.    At  6  p.  m.  we  rea4!b  a  large  atream  issu- 
ing from  a  little  bottom  almost  hidden  by  tbe  hills.     This  is  the  Little  Big  Horn  River. 
Turning  to  the  left  we  move  one  mile  down  the  lefc  bank,  and  unsaddle  in  a  pleasant 
and  St  rong  camp.    On  tbe  opposite  side  of  the  river  are  high  and  broken  ttandatoue  blaffx, 
)>ut  on  this  sid*^  is  a  beautiful  and  extensive  valley  more  than  a  mile  wide.    In  the  soil, 
like  that  in  the  upper  valley  of  the  Big  Ilorn,  not  a  pebble  is  found;  it  has  a  gentle 
slope  to  the  river,  and  is  everywhere  covered  with  good  grass.    The  rivcr-water  is 
clear  and  cold,  a  fact  that  renders  it  very  agreeable,  as  the  day  has  been  warm.     Ash  tim- 
ber grows  along  tbe  banks  in  great  abundance.    Distance  marched  daring  the  day,2U 
miles;  since  leaving  Fort  Pease,  IKH- 

29//I. — This  mornuig  we  start  at  ti.45,  and  continue  onr  march  down  the  left  hank, 
in  a  direction  about  5^  west  of  north.  On  the  right  bank  the  high  blutls  are  l)adly 
cut  up  with  deep  ravines.  A  few  miles  from  camp  we  see  where  a  large  Sioux  villa^-^ 
was  lust  summer.  The  valley  increases  in  width,  and,  if  pos'^ible,  in  beauty.  At  11.2r> 
we  reach  a  p*  iut  where  the  river  washes  the  hills  near  Custer's  battle-ground,  on  \U 
west,  but  a  short  way  on  again  turns  to  the  right,  and  leaves  a  second  beautiful  and 
extensive  valley  on  its  left.  Near  this  point  we  cross  the  river  twice;  it  is  about  15 
yards  wide  and  18  inches  deeji,  with  a  good  but  not  a  swift  current.  At  12.45  we  halt 
to  noon.  Distance  traveled  this  morning,  12  miles.  Wolf  Mountains,  lying  to  the 
east,  have  been  in  sight  nearly  all  morning,  and  directly  up  the  river  can  bt)  i»een  tbe 
mountains  of  the  Big  Horn.  Tbe  bearing  down  the  valley  is  north  :^  west.  We  movo 
in  the  afternoon  at  2.30 6  miles  down  the  river;  then  turning  to  the  right  and  cro(«iug 
it  we  leave  the  Little  Big  Horn  and  its  pretty  valley.  Our  course  is  northeast.  Pas»- 
jng  into  the  hill^,  we  are  soon  in  the  midsfi  of  a  ver)'  broken  c<mntry.  Af  t-er  3  n)il«« 
our  cour8e  changes  15^  more  east,  and  at  a  distance  of  5  miles  from  the  Little  Big  Horn 
we  reach  one  of  the  tributaries  of  TuUock's  Fork,  and  are  disappointed  in  finding  it 
dry.  Turning  to  the  left,  we  follow  down  this  dry  gully,  intending  to  halt  as  soon  as 
we  find  water.  A  little  way  on  we  see  a  small  butfaio-ht-rd,  and  kill  five  of  them. 
8.45  p.  m.  brings  us  to  a  miserable  little  creek,  coming  iu  on  the  right,  iu  which  the  baf- 
falo have  been  recently  wallowing,  and  near  which  they  have  eiiteu  off  all  the  gra!«. 
Making  a  virtue  of  necessity,  we  go  into  camp,  havirg  innrched  15  miles  since  nooo, 
and  27  miles  during  the  day ;  since  leaving  Fort  Pease,  140|. 

30th. — Getting  olf  at  5.15  a.  m.,  we  march  down  the  left  bank  of  Tnllock's  Fork, 
bearing  north  0^  west.    The  sand&toue  formation  iiAn  ouco  more  leplaced  the  granite, 
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anA  the  country  is  poorer.  On  each  side  are  ron^h,  barren,  and  poorly- watered  bills, 
many  of  them  looking  bat  little  better  than  the  Missouri  River  bad  lands.  At  8  a.  ni., 
having  marched  9  miles  and  finding  good  grass,  we  halt  and  turn  the  animals  oat  to 
l^raze.  Ash  grows  in  the  bottom,  which  is  a  half  a  mile  wide.  The  water,  standing 
iu  pools,  is  cold  and  tolerably  good,  although  not  clear.  Moving  again  at  half  past 
12,  oar  route  lies  down  the  creek,  bearing  north  14^  west,  but  3  miles  on  changes 
almost  due  north.  Small  pine  timber  begins  to  appear  on  the  hills,  and  oa  the  sand- 
stone spurs  running  down  from  Little  Wolf  Mountains.  Buffalo  have  bee* around  us 
all  day,  aud  quit«  a  number  of  deer  are  seen .  At  4  p.  ni.,  after  marching  11  miles,  we 
bait  for  the  nijfht.  Distance  marched  during  ihe  day,  20  miles;  since  leaving  Fort 
Pease,  160|.  We  have  now  nearly  completed  our  scout,  and  no  fresh  Indian  signs  have 
been  discovered.  Many  of  our  horses  and  mules  are  very  weak,  several  having  already 
been  abandoned. 

May  let. — We  s^art  this  morning  at  7.15,  and  continue  down  the  creek,  bearing  north 
16^  west  until  tf.30  a.  m.,  when  it  changes  north  23^  west,  and  a  half  an  hour  later 
(nearly  2  miles)  north  28^  west.  As  the  creek  is  very  crooked,  we  cross  it  often.  The 
bottom  grows  good  grass,  large  cottonwoods  and  ash ;  it  is  bordered  on  each  side 
with  broken  bluffs,  covered  with  hcatt^^ring  pine  timber.  Deep  ravines,  Itmking  as  if 
in  wet  seasons  they  carry  great  quantities  of  water,  put  in  frequently  on  eith»-r  side. 
Aft-er  marching  12  miles  we  reach  the  mouth  of  Tullock's  Fork,  emptying  into  the  Big 
Horn  about  a  mile  above  the  junction  of  the  latter  stream  with  the  YellowstoiiC. 
Passing  through  a  small  valley  on  these  two  rivers,  we  cross  the  Yellowstone  2^  miles 
below  the  mouth  of  the  Big  Horn.  The  ford  is  4  feet  deep,  and  as  the  current  is  very 
ev^ift,  it  is  cro8sed  with  great  difficulty.  Two  miles  farther  on  we  Tejoin  the  com- 
mand at  Fort  Pease,  at  3  p.  m.  Distance  marched  on  the  scout,  178  miles.  The  com- 
mand remains  in  camp  here  until  the  lUth. 

On  the  night  of  the  2d  and  3d  the  Crow  scouts,  who,  contrary  to  orders,  failed  to  tie 
np  their  ponies,  had  them  stolen  by  a  small  party  of  Sioux  from  down  the  river.  On 
the  7th  a  Mackiuaw  boat  arrives  fnnn  '*  Benson's,''  three  days  out.  Ou  the  8ch  Captain 
Freeman  and  Captain  Logan  reach  us  with  supplies  we  left  behind. 

lOM. — To-dav  we  commence  to  move  down  the  river,  intending  to  travel  slowly 
imril  General  I'erry  is  heard  from.  Breaking  camp  at  8.30  a.  m.,  the  command  mov.  s 
down  the  valley;  three  miles  on  there  is  a  bad  ravine  running  from  the  hills  to  the 
river.  It  is  from  1.5  to  20  feet  deep  aud  25  wide,  with  a  muddy  bottom  and  vertical 
8ides  of  soft  earth  ;  two  miles  farther  there  is  another.  It  is  evident  that  they  serve 
as  important  water-channels  for  the  hills  to  the  north.  Althr>ngh  dry  now,  the  train 
is  greitly  delayed  in  crossing  them.  The  valley  between  them  is  broad  and  fertile, 
and  the  cotton  wood  timber  along  the  river  very  dense.  The  steop  sandstone  blutfs  to 
the  north  are  becoming  of  easier  ascent.  On  the  opposite  side  of  the  Yellowstone  the 
broken  hills,  covered  with  scrubby  pine,  begin  to  recede  from  the  river.  These  hills, 
although  by  no  means  fertile,  are  picturesque.  After  traveling  7  miles  our  road  turns 
to  the  left  and  ascends  the  bluffs,  and,  having  reached  ihe  top,  we  find  ourselves  on  an 
extensive  plateao.  Due  east  can  be  seen  a  sharp- pointed  bntte,  a  very  prominent  land- 
ma'-k.  to  which  I  give  the  name  Cayote  Butte.  The  guide,  Mich.  Bonyer,  informs  me 
it  stands  on  the  east  side  of  the  Great  Porcupine,  jnst  where  this  stream  enters  the 
Yellowstone  Valley.  To  the  north,  in  the  direction  of  the  Musselshell  and  the  Dry 
Fork  of  the  Missouri,  the  conntry  is  sterile  and  barren.  The  course  of  the  Yellow- 
stone, seen  for  a  great  distance,  is  a  little  north  of  east.  On  its  south  bank  lies  a  large 
valley.  There  is  much  gravel  in  the  soil  along  the  p1at<eaa,  and  the  grass  is  poor.  A 
deep  ravine  runs  through  it,  about  12  miles  from  Fort  Pease,  in  which  there  is  water 
st^inding  iu  pools.  It  soor^  begins  to  rain  in  torrents,  but,  thanks  to  the  gravelly  soil, 
this  does  not  make  the  ground  very  soft.  About  6  p.  m.  we  turn  to  the  right,  and, 
passing  down  a  ravine,  reach  the  Yellowstone,  en  which  w^  go  into  camp,  amcmg 
large  cottonwoods,  at  7.30  p.  m. ;  distance,  lOf  miles.  The  general  bearing  of  to-day's 
march  is  north  60°  east.  Captain  Clifford,  who,  with  his  company  of  the  Seventh  In- 
fantry, came  down  the  river  in  three  small  boats  found  at  Fort  Pease,  arrives  safely. 

llih, — Remain  in  camp. 

12/A, — Starting  at  7.20  a.  m.,  a  few  minutes  march  brings  us  to  "  Froze-to-Death  Creek," 
so  named  by  the  Crows,  because  nine  of  their  tribe  once  froze  to  death  near  it.  There 
is  but  little  water  in  it,  and  that  is  poor;  it  has  a  narrow  bottom,  in  which  there  is 
some  timber.  On  each  side  are  '^  bad  lands,"  containing  many  fossils,  mostly  mussels. 
Just  beyond  this  creek  the  valley  increases  in  width,  and  finally  becomes  nearly  3  miles 
wide ;  it  grows  large  sage  brush,  but  the  grass  is  generally  poor.  The  hills  to  the  north 
look  st«rile  and  broken.  Seven  and  a  quarter  miles  from  camp  it  becomes  necessary  to 
take  to  the  hills.  Crossing  a  dry  creek  along  the  banks  of  which  are  a  great  many  fossil  - 
iferous  sandst-one  rocks,  aud  passing  through  some  barren  hills,  we  gain  a  high  and 
large  plateau,  11  miles  from  camp.  From  here  one  obtains  an  extensive  view.  In  every 
direction  can  be  fHjeii  :in  elevated  country,  broken  here  and  there  by  cragged  sandstone 
bluffs  and  buttes;  occasionally  by  a  little  bottom  on  the  Yellowstone,  aud  somutimei 
by  the  river  itself.    In  this  numerous  islands,  heavily  wooded,  begin  to  appear.    At 
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5.30  p.  ni.  we  eDcamp  on  the  Yellowstone,  in  a  pretty  spot  snrronnded  by  cot  ton  wood 
groves.  DiHtane«^  marched  during  the  day,  18.90  miles.  On  a  bar  in  the' river,  which, 
by  the  way,  is  rising,  are  the  carcasses  of  eigbt  bnttaloes;  doubtless  they  broke  through 
the  ice  last  winter  during  the  passage  of  a  large  herd. 

13/A. — Remain  in  camp  ;  a  scoutiug  patty  is  sent  to  the  Rosebud,  and  returns  without 
seeing  any  Mgns  of  Indians. 

\4th, — Breuking  camp  at  7.45  a.  m.,  our  route  lies  through  a  little  bottom  bordered 
on  the  ijorth  by  the  ceaseless  bluffs  of  sandstone  in  horizontal  layers ;  3.7  milt^  fmin 
camp  we  reach  and  cross  the  Great  Porcupine,  in  which  there  is  a  little  water,  toler- 
'nbly  good.  Its  banks  are  generally  steep  aud  its  bottom  soft.  At  this  point  toe  v.il* 
ley  is  broad  and  fertile,  and  grows  dense  timber  along  the  river.  Nine  miles  froto 
camp  our  guide  discovers  a  fine  spring,  which  we  dig  out  and  name  after  htm,  (Bt>n- 
yer.)  Here  the  bluffs  circling  around  run  down  to  the  river,  a  fact  that  caaaes  us  to 
pass  ODce  more  into  the  hills.  Traveling  aloug  the  bed  of  a  dry  creek,  we  reach  afUrr 
much  winding  the  top,  but  a  half  a  mile  on  pass  down  another  ravine,  so  narrow  io 
places  that  it  Hcarcely  permits  a  wagon  to  pass.  From  the  cut  banks  seen  along  bere, 
it  is  evident  there  have  been  several  drift  periods,  (of  gravel,)  covering  the  couDrrr 
fnim  2  to  i)  feet  deep.  At  the  mouth  of  this  creek,  1*4.10  niiies  from  camp,  a  fine  bftod 
of  elk  approach  within  a  few  feet  of  us.  Turning  to  th^  left  and  following  along  the 
river,  we  pass  through  a  6ago- brush  bottom,  and  go  into  camp  on  the  Yellowntone  aX 
4.4B  p.  m.,  nearly  a  mile  above  the  Little  Porcupine.  Distance  marched  durl  g  tbe 
day,  1H.97  miles.  Our  camp,  situated  in  a  bend  of  the  river,  is  a  good  one.  The  val- 
ley, which  is  nearly  two  miles  wide,  is  skirted  on  f  he  north  by  sandstone  bln&is  maoT 
of  them  having  a  fiat  top,  which  caused  Lewis  aud  Clarke  to  call  the  Little  PorcaaiQe 
'*  Table  Creek."  The  sandstone  formation  exists  everywhere  in  this  section,  and  tb« 
layers  are  almost  always  horizontal.  Most  of  the  streams  from  the  north  run  dry 
while  pass  ng  through  the  arid  hills.  Two  hours  after  goin^  into  camp  a  rain-storm 
completely  floods  the  camp;  this  is  followed  by  a  severe  hail-storm,  which  stami>eded 
the  herd. 

Ibth. — Remained  in  camp.  The  Little  Porcupine,  swollrtn  by  yesterday's  rain^  runs 
a  stream  of  very  filthy  warer  30  feet  wide  and  18  inches  deep.  We  remain  in  thi» 
camp  until  the  20th.  On  the  17th  a  movement  is  started  against  a  Sioux  village  whif^h 
has  been  discovered  on  Tongue  River,  but  on  account  of  being  discovered  before  the 
crossing  is  completed,  aud  the  difliculty  of  making  the  horses  swim  the  river,  the 
movement  is  abandoned. 

''20th. — This  afternoon  some  of  the  scouta  report  the  Sioux  crossing  in  large  namben 
at  the  month  of  the  Rosebud  Creek.  Leaving  a  small  party  to  guard  the  train,  tl» 
rest  of  the  command  moves  down  the  valley,  cros^^es  the  Little  Porcupine,  then  oa 
through  a  large  valley  to  a  point  opposite  the  Rosebud.  The  report  about  the  crose^- 
ing  is  now  found  to  be  a  mistake.  About  a  mile  below  the  Little  Porcupine  is  ooe  of 
those  deep  ravines  which  one  sees  so  often  along  this  portion  of  the  Yellowstone.  The 
valley  is  about  3  miles  wide,  and,  if  irrigated,  would  produce  fine  crops.  AcFo^a  the 
river,  which  is  skirted  by  heavy  timber,  in  a  direction  south  17^  east,  are  the  Bi^ 
Wolf  Mountains,  a  bunch  of  low  sandstone  peaks;  still  farther  to  the  east  can  be  seeii 
a  line  of  broken  hills  lying  this  side  of  Tongue  R>ver.  Having  marched  f*.(i6  mil»> 
camp  is  made  on  the  river  between  2  and  3  miles  l>elow  the  month  of  the  Rdsebod. 
The  command  remains  in  this  camp  until  the  5th  day  of  June  awaiting  supplies  aod 
news  from  the  troops  that  are  to  oouie  up  the  river.  Indians  hover  around  from  time 
to  time,  but  scamper  off  upon  the  first  signs  of  pursuit.  During  the  first  few  Aa\* 
the  weather  is  very  warm  ;  then  it  turns  cold  and  snows,  and  again  clears  up  aud  i% 
pleasant.  The  river  rises  nearly  5  feet,  and  is  250  yards  wide.  The  Indian  village  ::» 
supposed  to  have  moved  to  the  Rosebud  some  15  or  20  miles  above  its  mouth. 

June  bth — ^I'his  morning  the  movement  down  the  river  is  continued.  BreakiQ'^ 
camp  at  9  a.  m.,  we  march  down  the  valley,  and  about  2^  miles  from  oanap  cr<K»  * 
deep  ravine  which  we  have  bridged.  Farther  on  the  soil  is  alkaline  and  soft.  HAvin; 
traveled  9  miles,  we  reach  a  point  where  the  valley  is  terminated  by  a  steep  hill  whiek 
cannot  be  turned.  As  it  is  too  late  in  the  day  to  attempt  to  cross  it,  weencarapou  c^t- 
river  in  a  beautiful  spot  at  1.45  p.  m.  Several  bears  are  seen,  and  one  killeiL  The  d^y 
has  been  exceedingly  warm,  but  in  the  evening,  as  full  moou  rises,  it  is  pleasaut,  anil 
the  camp  extremely  pretty. 

6lh. — Starting  at  7.40  a.  m.,  20  minutes'  march  brings  us  to  the  foot  of  the  ^*  Steep 
Hill ;  **  it  is  only  275  yards  long,  but  is  covered  with  loose  gravel,  and  so  steep  tb.'tt  it 
takes  us  3  hours  to  get  the  train  np.  Having  reached  the  top,  the  rough  and  harre& 
hills  can  be  seen  extending  for 'miles  to  the  north.  Bearing  to  the  left,  we  a4H>n  begin 
to  descend  alonganmall  creek,  in  the  banksof  which  lignite  is  cropping  out  between  lay- 
et*8  of  sandstone;  5.69  miles  from  camp  we  again  reach  the  Yellowstone  and  its  valirr. 
Piissing  through  a  sage-brush  bottom,  along  heavy  timber,  and  over  deep  ravines,  wr 
encamp  on  the  Yellowstone,  among  large  cottouwoods,  at  4  p.  m.,  having  marrh^ni 
10..'')4  miles.  The  eveniug  is  pleasant,  but  during  the  day  there  have  becu  occas»io&a. 
Bhowera. 
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7th. — ^We  start  this  morning  at  7.40  and  continne  onr  coarse  along  the  river.  The 
march  is  not  a  pleasant  one,  for  the  day  is  dark  and  cloudy,  with  a  stiff  and  cold 
brei>zo  blowing.  The  gronnd  is  literally  covered  with  cactus,  the  largest  I  have  ever 
seen,  and  through  this  the  men  and  animals  pick  their  way  carefully,  bnt  not  without 
pain.  The  valley  is  13  or  14  miles  in  length,  and  over  4  in  breadth,  and,  if  irrigated 
from  the  river,  wonld  doubtless  make  fine  farms.  Seven  and  three-fourths  miles  from 
camp  onr  Topd  crosses  a  dry  creek,  just  where  it  issues  from  the  hills,  and  a  short  way 
on  ascends  the  blnffs,gaining  a  magnificent  platean.  The  grass,  unlike  that  on  most  of 
the  rable-lands  we  have  passed  over,  is  very  tine.  The  soil  is  black,  rich,  and  entirely 
free  from  pebbles ;  it  can  be  seen  stretching  away  for  miles  to  the  north,  and  finally  runs 
Itself  out  in  a  rongh-looking  divide.  In  the  afternoon  we  pass  the  mouth  of  Tongue 
Hiver*  coming  in  on  the  opposite  side,  and  flowing  through  a  large  and  fertile  valley, 
thickly  timbered.  Onr  elevated  position  enables  as  to  see  up  it  abont  12  miies,  when 
it  turns  to  the  southwest,  after  which  it  is  hidden  by  the  hills,  looking  rough  and  bar- 
ren. To  the  east  the  very  broken  divide  this  side  of  Powder  River  is  plainly  in  sight. 
Some  difficulty  is  experienced  in  finding  a  place  t-o  get  the  train  dowu  to  the  river,  but 
liually  a  little  bottom  about  3  miles  below  Tongue  River  is  selected,  and  we  go  into 
camp  at  7.10  p.  m.,  afterajnarch  of  21|  miles. 

Hth. — Last  night  the  river  rose  6  inches ;  the  morning  is  cool  and  pleasant.  Moving 
at  7.40  a.  m.,  we  poll  up  a  long  hill,  and  crossing  over  a  narrow  ridge  descend  into  the 
valley  of  Sunday  Creek,  in  wh^ch  tne  water  is  a  half  afoot  deep,  but  is  not  good.  Dis- 
tance, 2.89  miles.  The  bottom  is  from  a  half  a  mile  to  a  mile  in  width,  and  grows  good 
jgrass  and  some  timber.  Following  down  tbts  creek  nearly  fonr  miles,  and  then  turn- 
ing to  the  left,  we  cross  over  a  low  pass  and  reacli  a  fiae,^large  valley  on  the  Yellow- 
stone. The  grass  grows  luxuriantly,  and  is  heavy  enough' to  cut  for  nay.  At  3  p.  m., 
having  marched  10^  miles,  a  halt  is  made  for  two  hours  and  the  animals  turned  out  to 
(rraze.  Buffalo  Rapids  are  jnst  below  us ;  they  are  caused  by  a  ledge  of  sandstone  run- 
ning across  the  river  at  an  angle  with  the  channel  of  abont  60^,  and  by  loose  bowlders 
below  this.  At  present  there  is  plenty  of  water  on  them  to  permit  the  passage  of  any 
boat  on  the  Upper  Missouri.  At  .5  p.  m.,  the  march  is  resumed  and  continn^  until  S 
p.  m.,  when  we  encamp  on  the  Yellowstooe;  n^ar  camp  is  one  of  those  deep  ravines  so 
common  in  the  valleys  between  here  and  Fort  Pease.  At  this  point  another  sandstone 
reef  runs  across  the  river ;  it  is  not,  however,  so  bad  as  the  one  above.  But  little  tim* 
ber  grows  along  the  river  in  this  valley,  which  in  othnr  respects  is  one  of  the  finest  on 
the  Yellowstone.  It  is  about  5  miles  wide  and  11  in  length,  and  is  everywhere  covered 
'With  thick  green  grass.  Distance  marched  during  the  day,  16.15  miles.  Distance  from 
Fort  Ellis,  334.32  miles. 

9^^. — General  Terry  arrives  this  morning  on  the  steamboat  Far  West,  and  returns 
down  the  river  after  a  stay  of  less  than  two  hours.  Greneral  Custer  is  on  Powder  River, 
and  is  t<>  move  up,  while  we,  taking  the  back  trail,  are  to  take  a  position  opposite  the 
mouth  of  Rosebud  Creek.  During  the  afternoon  there  is  a  heavy  rain-storm,  which 
continues  into  the  night. 

10th. — The  rain  continues  until  8  a.  m.    The  ravine  mentioned  as  being  jnst  below 
camp,  and  which  was  dry  ycst^^rday,  now  runs  a  stream  12  feet  deep  and  15  wide  ;  this 
explains  the  many  deep  cuts  seen  in  the  bottoms  between  here  and  Fort  Pease.    Rains 
falling  in  the  bad  lands  back  of  these  valleys  penetrate  the  soil  only  about  6  or  8 
inches,  when  a  kind  of  paste  is  formed  which  turns  water  like  a  roof.    The  water  de- 
Bcending  through  the  narrow  ravines  among  the  hills  strikes  the  valleys  with  great 
force  and  cuts  deep  channels  for  itself,  the  sides  of  which  are  as  steep  as  the  walls  of  » 
room.    I  have  seen  the  raios  pour  do  wn  in  torrents  among  these  bad  lands,  and  although 
one  raises  great  masses  of  mud  at  each  step,  yet  just  beneath  this,  at  the  depth  of  six  or 
eight  inches,  a  fine  dnst,  not  unfreqnently  red  like  brick-dust;,  is  scattered  by  the 
wind.    The  command  returns  from  here  to  a  point  about  four  miles  below  the  mouth  of 
the  Rosebud,  the  cavalry  going  first,  preceding  the  infantry  one  day.    The  late  rains 
Lave  made  the  roads  very  soft,  and  in  addition  to  this  there  is  great  difficnlty  in  get- 
ting over  Sunday  Creek,  and  on  the  plateau  beyond  this  creek,  which  on  the  dth  had 
scarcely  any  water,  is  now,  the  11th,  a  river  50  yards  wide  and  from  3  to  6  feet  deep. 
The  marches  of  the  cavalry  were  estimated,  those  of  the  infantry  were  measared,  and 
are  as  follows,  viz : 

On  the  11th,  9.23  miles;  on  the  12th,  15.6;  on  the  13th,  13.16;  on  the  14th,  11.88 ; 
total,  49.87  miles. 

We  remain  in  camp  here  (4  miles  below  the  Rosebad)  until  the  21st.  Most  of  the 
time  the  weather  is  very  warm.  The  river,  already  high,  continues  to  rise.  On  the 
17th  the  Crow  scouts  report  a  big  dnst  on  the  Rosebud,  and  shortly  afterward  a  nnm« 
ber  of  horsemen  on  the  opposite  bank  of  the  Yellowstone,  2^  miles  above.  By  means 
of  signals,  General  Gibbon  learns  it  is  Colonel  Reno  with  six  companies  of  the  Seventh 
Cavalry.  The  river  is  so  broad  that  we  have  to  use  field-glasses  to  read  the  signals. 
They  have  been  scouting  on  Powder  and  Tongne  Rivers,  and  on  Rosebud  Creek.  No 
Indians  have  been  seen,  bat  a  large  trail  leading  toward  the  little  Big  Horn  has. 
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Colonel  Reno  retnrns  down  the  river  to-morrow  to  rejoin  his  regiment,  supposed  to 
be  near  Tongue  River. 

On  the  21ht,  the  Far  West,  with  General  Terry  on  board,  arrives;  orders  are  ^ven 
ns  to  proceed  at  once  to  Fort  Pease.  This  movement  has  been  in  part  anticipated, 
a«i  we  are  all  packed  and  ready  to  start.  At  9.45  a.  m.  the  march  is  commenced. 
While  passing  the  mouth  of  the  Rosebud  a  big  dust  is  seen  in  the  direction  of  Big 
Wolf  Mountains,  and  soon  General  Custer's  long  line  of  cavalry  comes  into  sight. 
Having  marched  18.95  miles,  we  ^^o  into  camp  on  the  Yellowstone,  at  7.45  p.  m.,  in  the 
lower  end  of  the  Great  Porcupine  Valley.  The  tents  are  scarcely  pitched  when  a 
severe  hail-Htorm  sets  in ;  the  hail-stones,  which  are  half  as  large  as  an  egg  nearly  drive 
the  horses  frantic.  At  midnight  Lieutenant  Low  reaches  us  with  a  battery  of  Gatling 
guns;  he  came  from  Fort  Lincoln  wirh  General  Custer.  The  country  from  here  to 
Fort  Pease  having  been  already  described,  it  is  unnecessary  to  give  the  journal  in  full 
here.  The  cavalry  and  infantry  march  separately;  the  marches  of  the  former  are 
estimated,  and  those  of  the  infantry  measured.    They  are  as  follows,  viz: 

On  the  22d,  20.73 ;  on  the  23d,  21.04 ;  on  the  24th,  3.76,  (2i  miles  above  Pease.)  Total 
distance  since  leaving  camp  on  the  morning  of  the  21st,  64.48  miles. 

«/une24/A. — The  Far  West  arrives  at  6  a.  ra.  General  Terry  is  aboard,  and  intends  to 
accompany  our  column.  One  company  of  infantry  is  left  to  guard  the  train,  the  rest 
of  the  command  begins  crossing  immediately.  By  5.30  p.  m.  we  are  in  camp  on  Tnl- 
lock's  Fork,  near  the  mouth,  and  4.02  miles  from  our  camp  of  this  morning.  General 
Gibbon  is  so  sick  that  he  is  obliged  to  remain  on  the  boat,  which  is  to  run  up  the  Big 
Horn,  and  meet  us  if  possible  at  the  mouth  of  the  Little  Big  Horn.  The  plan  of  the 
campaign  seems  to  be  for  us  to  move  to  the  Little  Big  Horn,  and  thus  get  below  the 
village  supposed  to  be  on  th)ikt  stream,  while  General  Custer  strikes  them  from  above. 
Both  commands  have  left  their  wagons,  and  are  traveling  with  paok-animaU. 

2ofA. — Starting  at  5.45  a.  m.,  we  move  up  Tnllock's  Fork  .3.3  miles,  when  it  is  decided 
to  turn  to  the  right  along  a  dry  creek,  and  ascend  the  ridge  between  here  and  tiie  Big 
Horn.  Having  reached  the  summit,  it  becomes  absolutely  necessary  to  follow  it, 
although  it  is  narrow  and  very  crooked.  The  entire  divide  is  composed  of  sandstone, 
nsnally  in  horizontal  strata.  Rongh  ravines,  hundreds  of  feet  deep,  and  filled  with 
scrubby  pine,  run  back  almost  to  the  summit  from  both  the  Big  Horn  and  Tollock^s 
Fork.  The  day  is  excessively  warm,  and  the  infantry  toiling  along  over  the  broken 
country,  suffer  much  for  water,  which  cannot  be  found  any  place  along  the  divide. 
After  marching  21.35  miles,  and  passing  down  a  bill  where  the  Gatling  guns  have  to  be 
lowered  by  hand,  the  Big  Horn  is  reached,  enabling  men  and  animals  to  qnench  their 
intense  thirst.  Halting  here  a  few  minutes  we  agam  take  up  the  march,  and  climbing 
over  a  high  hill  reach  a  pretty  bottom  on  the  Big  Horn.  Here  a  halt  is  made  among 
noble  Cottonwood  trees.  Distance  marched  during  the  day,  23.65  miles.  On  the  op- 
posite side  of  the  river,  the  large  valley  mentioned  iu  the  journal  of  April  25th,  begins 
to  open  out.  At  4.30  p.  m.  the  rain  begins  to  fall  heavily,  but  General  Terry  decides 
to  push  on  with  the  cavalry  and  battery,  desiring  to  get  in  the  immediate  vicinity  of 
the  Little  Big  Horn  as  soon  as  possible.  The  infantry  bein^  completely  exhausted  by 
the  day's  march,  which  has  been  a  severe  one.  is  to  remain  m  camp,  and  follow  in  the 
morning.  At  5.15  p.  m.,  we  are  again  in  the  saadle  and  continuing  our  march  up  the  Big 
Horn.  After  leaving  the  little  bottom,  in  which  we  have  been  resting,  our  course  lies 
over  rough  hills  and  across  deep  ravines.  Night  comes  on  very  dark,  and  the  rain 
continues  to  fall  heavily  until  10.30  p.  m.  It  is  with  difficulty  that  the  parts  of  the 
ooTumand  in  rear  can  see  to  follow  those  in  advance.  The  hattery  especially  has  great 
difficulty  in  keeping  up.  At  midnight  we  halt  on  a  ravine,  where  there  is  a  Tittle 
water  standing  in  holes,  and  near  which  the  grass  is  tolerably  good.  There  is  some 
wood  here,  but  to  prevent  all  risk  of  signaling  our  approach,  no  fires  are  lighted.  Dis- 
tance marched  since  leaving  the  infantry,  12.10  miles ;  during  the  day,  35.75. 

26M. — Starting  at  9.15  a.  m.,  we  go  but  a  short  way,  when  Lieutenant  Bradley,  in 
charge  of  the  scouts,  brings  in  word  that  two  of  our  Crows  who  were  sent  with  Gen* 
eral  Custer,  are  on  the  opposite  side  of  the  Big  Horn,  and  say  that  General  Custer  was 
badly  beaten  yesterday  and  killed  in  a  fight  about  18  mil<«  from  here  on  the  Little 
Big  Horn,  which  river  is  now  but  a  short  distance  in  our  front.  Up  this  stream  a  big 
smoke  can  be  seen ;  but  the  report  of  the  Crows  not  being  generally  believed,  it  is 
supposed  to  be  caused  by  Custer  burning  the  village.  A  halt  is  made  to  await  the 
infantry,  and  about  this  time  General  Gibbon  arrives  trom  the  boat,  which  he  reports 
is  comit*g  up  the  Big  Horn  without  difficulty,  with  160  tons  of  freight.  The  hiUs 
around  us  are  barren  and  broken,  growing  little  else  but  cactus.  The  infantry  having 
arrived,  the  march  is  resumed.  After  marching  10.35  miles,  the  infantry  having  made 
18.85,  a  halt  is  made  on  the  Little  Big  Horn,  in  a  pretty  spot  covered  with  fine  grass, 
and  surrounded  with  beautiful  groves  of  cotton  wcx)d  and  ash.  The  river  is  aliout  20 
yards  wide,  and  2^  feet  deep.  At  5  p.  m.  the  march  is  resumed.  Passing  along  the  we«t 
hank  of  the  Little  Big  Horn,  our  route  lies  through  a  beautiful  valley  carpeted  with 
fine  grass.  After  marching  about  5  miles,  twelve  or  fifteen  ponies  are  picked  up,  and 
shortly  afterward  several  ludiaus  are  seen  hovering  around  our  front.    A  long  Uue 
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lor>kinfr  like  onvalry,  and  three  or  foar  miles  on  onr  rigbt  and  front  is  seen,  by  several 
ofBcers  thron^^h  their  classes.  One  officer  also  sees  something  on  the  hills  to  the  left 
Liokifig  like  bnffalo  lying  down.  Night  comes  on  before  anything  definite  can  be  de- 
terminedf  but  it  is  evident  that  General  Caster  has  not  been  entirely  successful.  Hav- 
ing marched  6f  miles  from  our  last  resting  plac,  we  go  into  camp  at  6  p.  m.,  in  the 
middle  of  a  grassy  and  pretty  valley.  Distance  marched  during  the  day  by  the  in- 
fau try,  29.10  miles;  by  the  cavalry,  17  miles.  Whatever  the  result  of  the  fight  has 
Leeu,  every  one  anticipates  another  one  to-morrow. 

27th. — The  night  passed  away  qui«^tly.  Making  an  early  start,  we  go  but  a  short  way 
when  two  tepees  are  seen  through  the  timber,  and  crossing  a  narrow  sandstone  point 
(mentioned  in  the  journal  of  April  29)  we  see  just  in  front  of  us  where  a  very  larg-s  vil- 
lag<)  was  yesterday.  The  fate  of  Custer  is  now  more  puzzling  than  ever.  We  are  not  left 
much  longer  in  suspense.  Lieutenant  Bradley  sends  iu  word  he  has  counted  one  hun- 
dred and  ninety-8ix  dead  cavalrymen  lying  on  the  hills  to  the  left.  What  the  officer  saw 
yesterday  looking  like  buffalo  lying  down  are  dead  comrades  and  their  horses.  Soon 
two  officers  reach  us  from  Colonel  Reno,  and  tell  us  of  their  part  of  the  action.  '*  Where 
is  Custer  T"  is  asked  them.  '*  The  last  we  saw  of  him  he  was  going  down  that  high  bluff 
toward  the  lower  end  of  the  village.  We  do  not  know  where  he  is  now."  They  are 
told  "  We  have  found  him.''  The  Indians  evidently  left  in  a  great  hurry,  leaving  sev- 
eral lodges  standing,  and  great  numbers  of  buffalo-robes,  blankets,  tepee-poles,  camp 
utensils,  together  with  great  qnantities  of  dried  meat  and  50  or  60  ponies.  After  march- 
ing^^  df  miles  we  encamp  on  the  Little  Big  Horn  near  Colonel  Reno*s  position,  which  is  on 
a  high  and  steep  bluff.  The  field  and  its  incidents  have  been  described  too  often  to  bear 
repetition  here.  An  official  map  of  it  has  been  made  by  the  chief  engmeer  officer  of  the 
department.  The  fight  taking  place  here  reminds  me  of  a  t<aunt  left  by  one  of  our  Crow 
scouts  not  more  than  3  or  4  miles  up  the  valley  during  our  scout  over  this  same  ground 
on  the  29th  of  last  April.  Taking  an  abandoned  bard-bread  box  and  a  piece  of  char- 
coal he  covered  it  with  a  lot  of  drawings,  which  he  said  would  tell  the  Sioux,  that  we 
meant  to  clear  them  ont,  and  then  sticking  a  handful  of  green  grass  in  the  cracks,  he 
added,  "  and  this  will  tell  them  we  are  going  to  do  it  this  snmmer.''  It  is  a  little  strange, 
considering  the  hundreds  of  miles  we  have  marched  over,  that  this  taunt  should  have 
been  left  almost  on  the  very  spot  where  the  one  desperate  fight  of  the  campaign  took 
place. 

'28ih, — Most  of  the  day  is  passed  in  burying  the  dead,  bringing  the  wounded  down 
from  '-Reno's  Hill,"  and  making  hand-litters  for  them.  At  6.30  p.  m.  the  movement  for 
the  mouth  of  the  Little  Big  Horn  is  commenced,  but  the  difficulty  of  carrying  the 
wounded  by  hand  is  so  great  that  although  the  march  is  continued  until  midnight  we 
only  make  4.64  miles,  and  then  go  into  camp  on  the  river  near  what  was  the  nurth  end 
of  the  village. 

29fA. — Last  night's  experience  having  demonstrated  the  inefficiency  of  hand-litters, 
mule-litters  are  constructed  to-day.  A  portion  of  the  command  is  employed  in  burn- 
ing the  plunder  fonnd  in  the  Indian  camp,  and  as  there  are  many  wagon-loads  of  it 
the  work  takes  most  of  the  day.  At  5  p.  m.  the  march  is  resumed.  Upon  leaving 
camp  it  was  only  intended  to  proceed  during  the  evening  a  few  miles,  but  meeting 
two  couriers  3  miles  from  camp,  who  inform  us  the  boat  is  at  the  month  of  the  Little 
Big  Horn,  it  is  decided  to  push  on.  After  following  the  valley  marched  through  on 
the  afternoon  of  the  26th,  for  several  miles,  we  turn  to  the  left  across  some  rolling  hills 
and  finally  gain  an  elevated  plateau.  This  plateau  grows  large  cactus,  and  as  the 
night  is  dark,  it  is  very  annoying  to  men  and  horses.  The  steamboat  is  reached  after 
marching  14.9  miles.  On  account  of  the  darkness  it  is  only  after  much  difficulty  that 
a  trail  can  be  found  leading  down  to  the  bottom  near  the  boat.  About  1  o'clock  fires 
are  built  along  a  ravine,  and  by  this  means  the  wounded  are  gotten  down  and  put 
aboard  at  1.30  a.  m.  The  Far  West  has  been  several  miles  farther  up  the  Big  Horn, 
and  is  now  lying  in  that  river,  about  half  a  mile  above  the  mouth  of  the  Little  Big 
Horn. 

liOth, — The  boat  leaves  about  noon  for  our  supply-camp,  and  General  Terry^  being 
aboard,  the  command  falls  to  General  Gibbon.  At  5  p.  m.  the  entire  command,  includ- 
ing the  Seventh  Cavalry,  cross  the  Little  Big  Horn  and  go  into  camp  on  its  north  bank, 
near  the  month,  in  a  pretty  camp  among  large  cotton  wood  trees.  From  here  to  the 
snpply-camp  the  route  followed  is  nearly  the  same  as  the  one  used  on  our  way  up  a 
few  days  ago.    The  following  are  the  distances  marched,  (approximated.) 

July  Isi, — Start  at  5  a.  m.,  march  20  miles,  and  camp  on  the  Big  Horn,  where  the  in- 
fantry camped  the  night  of  the  25th. 

2d. — Started  at  4.30  a.  m.,  march  23  miles,  and  crossing  the  Yellowstone  on  the  boat, 
go  into  camp  where  we  left  the  train.  We  remain  in  this  camp  until  the  22d,  waiting 
for  re-enforcements  and  supplies.  During  this  time  the  river  falls  about  4  feet.  Part 
of  the  time  the  weather  is  very  warm. 

2'Zd, — The  command  is  moved  to-day  4.3S  miles  down  the  river,  to  a  camp  where 
tlieie  is  fine  grass.  The  mosquitoes,  however,  nearly  eat  ns  up.  We  remain  in  this 
camp  until  the  27th.    Ou  the  24th  there  is  a  hard  rain,  and  by  next  day  the  river  has 
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risen  nearly  a  foot.    On  the  2oth  General  Crook  is  heard  from.    He  is  on  Goose  Creek, 
aweitiu^  rc-cnfot  cements. 

27th. — ^This  niornirg  at  11  o'clock  camp  is  moved  dawn  the  valley  4.06  miles  to  tke 
second  ravine  mentioned  in  the  journal  of  May  lOtb.  The  grass  here  is  Rnp«»rb ;  the 
water,  however,  is  poor.  From  this  lost  camp  we  move  to  the  month  of  the  Rw^bud, 
finding  the  roads  good  all  the  way,  but  the  weather  excessively  warm.  The  following 
are  the  m;irche.s  made,  viz: 

2H/A.~Start  at  5.30  a.  m.,  march  16.44  miles,  and  go  into  camp  on  the  Yellowatone  at 
2  p.  m. 

29fA. — Start  at  5.15  a.  ra.,  march  22.9  miles,  and  camp  on  the  Yellowstone  at  4  p.  m., 
about  a  niiU^  from  Bouyer's  Spring. 

30/^. — Start  at  5  a.  m.,  march  15.1  miles,  and  camp  on  the  Yellowstone,  opposite  tbe 
mouth  of  the  Rosebud.  Here  we  find  four  companies  of  the  Sixth  Infantry,  two  of  the 
Seventeenth,  and  one  of  the  Seventh  Cavalry.  Tbe  command  remains  in  this  viciDitj 
until  Augnxt  8rh,  awaiting  supplies  and  re-enforcement«.  The  river  has  fallen  ahoot 
8  feet  beluw  high- water  mark,  and  the  boats  commence  to  have  trouble  iu  ahailov 
water. 

On  August  3<l  General  Gibbon's  command  crosses  the  Yellowstone,  and  goes  into 
camp  on  the  south  bank,  on  a  high  bench  surronnded  by  still  higher  hills. 

Ou  the  7th  the  heat  is  terrible,  the  thermometer  marking  116^  in  a  tent.  In  tbe 
evening  everything  is  ready  to  move  next  morning,  about  1,700  strong. 

For  the  purpose  of  abbreviating  this  paper,  which  has  become  already  longer  thaa 
originally  intended,  the  journal  form  will  b*)  abandoned  whenever  convenient.  Tbe 
following  are  the  marches  made  up  the  Rosebud,  viz: 

August  8/A.— Start  at  5  a.  m.,  march  9  miles,  and  camp  on  the  Rosebud  at  3  p.  m^ 
among  large  cottonwood  trees. 

9th. — Start  at  5  a.  m.,  march  10.91  milf^s,  and  camp  at  5  p.m.,  where  a  very  large  In- 
dian village  has  been  some  time  during  the  spring. 

10/A.^Start  at  5  a.  m.,  march  15  miles,  and  camp  with  General  Crook^s  command  on 
Rosebud  Creek. 

Soon  after  leaving  camp  on  the  morning  of  the  8th  we  crossed  the  Rosebud,  which 
is  a  miserable  little  creek  about  15  feet  wide,  with  muddy  banks,  and  a  soft  bott4)m.  la 
the  lower  part  the  water  stands  in  pools.  The  valley,  which  is  usually  about  one-half 
or  three-quarters  of  a  mile  wide,  grows  good  grass  and  quite  a  quantity  of  cottonwood 
timber.  It  is  bordered  on  each  side  by  sandstone  blnffs,  in  which  the  strata  is  eom- 
monly  horizontal.  As  we  proceed  up  the  stream  the  valley  increases  a  little  in  width, 
while  the  timber  diminishes  in  size.  The  water  improves,  and  abont  18  miles  from  the 
mouth  begins  to  run.  The  creek,  in  the  lower  part  especially,  is  very  crooked,  and  tha 
many  crossings  greatly  delay  our  lar^e  trains. 

On  the  9th  an  exceedingly  cold  ram  sets  in,  and  continues  the  greater  part  of  tbe 
day,  but  ou  the  mornmg  of  the  10th  it  is  again  clear  and  pleasant. 

At  11a.  m.  of  the  10th,  those  of  oar  Indian  scouts  who  are  in  advance  come  mKhiofr 
back,  crying  '*  Sionx,"  and  calling  our  attention  to  a  large  cloud  of  dust  seen  rising 
from  behind  a  hill  a  few  miles  up  the  valley.  That  the  Crows  think  tbe  time  has  come 
at  last  to  meet  in  fair  battle  their  hated  enemy  is  evident  from  their  excited  words  and 
actions.  They  leap  from  their  ponies  and  begin  stripping  for  the  fight,  at  the  sani4 
time  daubing  their  faces  with  paint.  The  squaws,  even  more  excited  than  the  men.^n 
hurriedly  to  work  saddling  the  **  war-ponies,"  and  all  the  time  screaming  and  ger^ticu- 
lating  in  the  wildest  manner.  A  cavalry  skirmish-line  with  one  wing  resting  on  tbe 
bluffs  and  the  other  in  the  timber  is  stretched  across  the  valley,  the  infantry  take  posi- 
tion on  the  flanks,  and  the  train  is  placed  in  the  rectangle  thus  formed  ;  the  posiiiua 
is  an  adntirable  one,  and  the  troops  are  eager  and  confident. 

Soon  the  arrival  of  the  famous  '^  Buffalo  Bill "  puts  an  end  to  onr  warlike  demonstra- 
tions, for  he  tells  us  the  dust  arises  from  General  Crook's  column,  consisting  of  2f)  com- 
panies of  cavalry  and  10  of  infantry.  Both  commands  encamp  together  on  the  Ro»e- 
bud,  and  officers  and  men  alike  compare  notes  upon  the  campaign.  On  such  occai*ioiis, 
when  the  long,  tiresome,  and  continuous  marches  which  have  been  made  are  the  t*t]*it 
of  the  conversation,  one  appreciates  the  immensity  of  the  country  held  by  a  few  thon- 
sand  Sioux— a  country  large  enough  to  support  millions  of  people.  Here  it  is  decided 
to  send  the  wagon-train  back  to  the  Yellowstone  nuder  General  Miles  and  his  re^iaiect 
of  infantry.  Upon  reaching  the  river  he  is  to  patrol  it  on  a  steamboat,  and  prevent,  if 
possible,  the  Sioux  from  crossing  and  escaping  to  the  north.  All  the  rest  are  to  follotr 
a  tepee-trail  found  by  General  Crook's  scouts,  leading  toward  Tongue  River.  Fift*»eo 
days'  rations  are  put  on  the  pack-mules,  and  the  march  commenced.  From  this  (Hiiut 
on  the  Rosebud  it  is  only  10  miles  to  Tongue  River.  The  trail  leadnover  a  high  dividt* 
which  presents  a  steep  face  toward  each  stream,  but  the  eastern  side  is  especially  pre- 
cipitous. Ou  the  summit  is  an  elevated  and  rolling  prairie,  dotted  occasionally  i»y  s 
small  grove  of  pines.  In  places  the  sandstone  formation  has  been  distnrlied  by  volcanic 
actiuU}  and  pieces  of  lava  are  scattered  over  the  ground.    The  grass  is  magnificent  and 
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of  a  ratiety  known  as  "  bnnch-grass."    A  smell  of  snlphnr  oomfn$;  from  a  ravine  at- 
tract-ed  attention  to  it,  and  ((oin;;  there  I  found  a  seam  of  coal  on  fire. 

Tongno  River  is  a  fine  stream,  75  yards  wide  and  2  feet  deep  ;  it  has  a  rocky  bottom 
and  the  wafer  is  o le  tr  nud  good.  We  marched  down  this  river  nearly  50  miles,  still 
Joll.twin^  the  Iidi  in  trail.  The  greater  part  of  the  distance  there  is  a  little  bottom 
<«n  one  side  or  the  other,  varying  in  width  from  one-half  a  mile  to  a  mile,  and  always 
covered  with  the  nio8t  luxuriant  buffaU»-grass.  The  hills  on  each  side  are  very  broken  ; 
in  places  ^h^y  are  of  v. irious  colors,  usually  red.  Where  we  reached  the  river  there  is 
a  quantity  of  timber,  Ci)*tonwooi  aud  ash,  but  about  25  miles  down  it  becomes  quite 
Bi'arce,  until  Just  below  the  nnrnth  of  Pumpkin  Vine  Creek,  where  there  is  a  great 
abnuda  i4-e.  At  this  point  there  is  an  extensive  and  fertile  valley,  bordered  bj  rolling 
hills.  The  ritizi:n-scouts  claiai  the  trail  is  growing  mnch  fresher,  and  that  it  is  only 
five  days  old  when  we  reach  Pumpkin  Vine  Greek ;  our  Crowg,  bowever,  maintain  that 
it  is  at  least  nine. 

The  tr.iil  turns  off  to  Pumpkin  Vine,  a  short  distance  above  where  this  mndiy  lit- 
tle creek  Joins  Tonieue  River,  an< ,  following  along  it  6  or  7  mih'S  through  a  country 
alteroaiiui;  with  valley  and  bench  land,  crosses  over  to  Powder  Kiver. 

The  divide  lying  west  of  this  river  is  the  ronghest  I  have  ever  seen.  It  is  composed 
of  bad-laud  hills  se,»arated  by  yawning  ravines  hundreds  of  feet  deep.  Many  of 
these  hills  are  entirely  destitute  of  any  grass;  even  cactus  refuses  to  grow  on  them. 

Descending  from  this  divide  we  reach  a  little  bottom  on  Turtle  or  Mizpah  Creek,  in 
^which  the  water  is  muddy  aud  poor.  This  is  doubtless  due  to  the  recent  rains  which 
have  fallen  a' most  incesHantly  for  the  pai^t  five  days. 

From  where  we  ciuss  Turtle  Creek  it  is  but  a  short  distance  to  Powder  River,  which 
iH  abont  100  y:trds  wide  ami  2  feet  deep.  The  water  running  over  a  sa  dy  bottom  is 
tolerably  g'»od,  although  by  no  means  clear.  The  trail  turned  down  this  river  and 
f«>llowe(l  it  tfO  a  point  about  Id  miles  at>ove  its  mouth,  then  turned  to  the  right  in  the 
dirt-otiou  of  the  Little  Missouri. 

It  bidng  generally  concecled  that  the  Crows  were  right  abont  the  age  of  the  trail, 
and  that  ihe  Sioux  are  ne>irly  two  weeks  ahead  of  us,  we  continue  on  down  the  river 
to  the  Yellowstone  for  the  purpose  of  gettii  g  supplies. 

The  vullev  of  Powder  River  is  generally  misrepresented  ;  it  is  not  all  a  hideous  waste. 
We  passed  t hrough  several  large  and  fertile  bottoms  growing  fine  bufl'alo-grass.  In 
many  place's  this  has  heen  burut  off  by  the  Sioux,  int-ending  by  this  means  to  secure 
their  retreat ;  and  had  it  not  been  fur  the  many  heavy  rains  in  the  past  two  weeks 
they  doubtless  would  have  succeeded  in  making  it  an  almost  impossibility  to  pursue 
them.  As  it  is,  many  of  General  Crook's  cavalry-horses  are  on  their  hist  legs.  The 
hluffs  on  each  side  are  very  precipitous  and  often  present  a  bad-land  face,  yet  on  top 
they  are  generally  covered  with  good  grass.  Large  cottonwood  timber  grows  almost 
everywhere  blong  the  banks. 

The  river  seems  extremely  sensible  to  every  rain,  rising  and  falling  in  rainy  weather 
Bometimes  i  wiee  a  day  with  a  variation  of  at  least  18  inches.  Its  bottom  is  everywhere 
Boft,  and  in  places  quicksand. 

The  following  are  the  distances  marched  each  day  since  leaving  the  Ro8e4)ud  on  the 
11th: 

August  llih. — Start  at  noon,  march  12.45  miles,  and  camp  on  Tongue  River.  During 
the  evening  there  is  a  severe  rain-8»orm. 

I2th, — Start  at  noon,  march  12.64  miles,  over  heavy  roads ;  camp  on  Tongne  River 
at  6  p.  m. ;  during  the  day  there  have  been  occasional  showers. 

13{A.— 6  art  at  7  a.  m.,  march  24  miles,  and  camp  on  Tongne  River  at  6  p.  m. ;  daring 
the  afternoon  and  evening  there  is  a  hard  rain. 

14M. — Start  at  5  a.  m.,  march  14  miles,  and  camp  on  Pumpkin  Vine  Creek, 

15fA. — Start  at  5.40  a.  m*.,  march  20.28  miles,  and  camp  on  Powder  River  at.  3  p.  m. 

IGth. — Start  at  5.55  a.  m.,  march  19  miles,  and  camp  on  Powder  River  at  3.30  p.  m. 

17 th, — An  early  start,  march  24.10  miles,  and  camp  on  the  Yellowstone,  near  the 
month  of  Powd<*r  River.  We  remained  in  this  last  camp  until  the  25th,  getting  snp- 
plies,  and  recruiting  the  strength  of  the  men  and  animals. 

The  weather  is  very  rainy,  causing  a  rise  in  the  Yellowstone  of  over  a  foot.  In  this 
river,  abont  2^  miles  below  the  mouth  of  Powder  River,  are  the  Wolf  Rapids,  offering, 
just  before  the  rise  mentioned,  considerable  difficulty  to  steamboat  navigation.  The 
expense  of  making  them  navigable  at  all  seasons  when  the  river  is  low  would  be  very 
little,  either  by  removing  the  obstrncting  rock  or  by  building  a  wing-dam  so  as  to 
ntilize  all  the  water. 

The  valley  on  the  Yellowstone  at  this  point  is  large  and  fertile,  and  hemmed  in  by 
rolling  and  grassy  hills.  On  the  opposite  side  there  are  a  mass  of  bad  lands,  back  of  a 
little  bottom. 

On  the  morning  of  the  24th,  General  Crook's  command  starts  up  Powder  River  to  pick 
np  and  follow  the  Indian  trail.  The  command  belonging  to  the  Department  of  Dakota 
followed  the  next  day,  and,  marching  17.1  miles,  goes  into  camp,  part  on  the  river 
aud  the  rest  on  a  little  creek.    Ibis  evening  Buffalo  Bill  brings  news  from  Lieutenant 
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Rice,  oppoBite  the  mouth  of  Glendive  Craek^  that  the  Indians  ore  hovering  aroHnd  thrre. 
For  feor  that  they  may  escape  north,  General  Terry  torus  in  that  direction.  The  next 
morningf  the  2(ith,  General  Crook  with  his  command  is  to  follow  on  along  the  trail. 

Instead  of  returning  to  the  month  of  Powder  River,  we  move  obliqnely  to  the  Yel- 
lowstone, over  a  high  hilly  country,  where  the  grass  has  been  ]at«ly  burnt  off,  and 
reach  the  river  Just  above  O'Fallon's  Creek,  and  camp  there.    Distance  22  4  miles. 

The  grass  aloug  the  route  has  evidently  been  very  fine.  The  hills  are  entirely  desti* 
tute  of  timber,  and  are  only  suitable  for  pasturage. 

O^Fallon's  Creek,  swollen  by  the  recent  rains,  is  30  feet  wide  and  nearly  3  feet  deep. 
Crossing  the  Yellowstone  about  6  miles  below  our  camp  of  last  night,  we  set  out  on  s 
long  march  toward  the  Missouri  divide. 

Leaving  the  river  at  6.40  p.  m.,  on  the  evening  of  the  27th,  we  proceed  a  short  di^ 
tance  down  the  stream,  and  then  turn  to  the  left;  and  follow  a  large  buffalo-trail  lead- 
ing a  little  west  of  north,  through  pretty  hills  covered  with  good  grass.  The  mooo  i« 
about  half  full,  and  the  weather  being  fine,  the  march  is  an  exceedingly  pleasant  ooe. 
After  traveling  6.25  miles,  a  halt  is  made  on  the  prairie  for  the  night. 

The  following  are  the  distances  made  on  each  day  of  the  march,  from  here  to  a  point 
opposite  the  muuth  o£  Glendive : 

August  28/A. — Start  at  5  a.  m.,  march  20.95  miles,  and  camp  on  Bad  Route  Creek. 

29/i^. — Make  an  early  start,  march  17.36  miles,  and  camp  ou  Rush  Creek. 

30rA.— March  17.50  miles,  and  camp  on  Deer  Creek. 

3l«f . — March  13.26  miles,  and  camp  on  the  Yellowstone,  near  the  mouth  of  Deer  Creek. 

I  have  always  beard  the  country  passed  over  during  these  marches  described  as  a 
bad-laud  waste,  but  such  an  idea  is  a  very  great  mistake;  it  is  one  of  the  finest  grazing 
districts  in  the  world.  In  all  the  distance  traveled,  about  70  miles,  not  more  than  10 
took  us  through  a  poor  country,  and  that  was  on  the  lower  end  of  Deer  Creek.  Oar 
course  was  first  northwest  to  the  head  of  Bad  Route,  then  northeast  to  Deer  C^eek, 
and  thence  down  that  creek,  running  southeast,  to  the  Yellowstone.  The  country  is  a 
series  of  long  waving  hills,  thickly  carpeted  with  magnificent  grass,  and  separated  hr 
valleys  which  descend  from  them' in  gentle  declivities.  There  was  some  difficulty  in 
finding  wat<M',  and  yet  we  always  had  enough.  I  do  not  doubt  but  that  onr  ij^norance 
of  the  country  accounts  better  for  our  trouble  in  finding  water  than  its  scarcity  does. 
When  compared  with  districts  around  the  base  of  a  granite  mountain  it  cannot  be 
called  a  well- watered  country ;  yet  1,200  men,  not  one  of  whom  knew  the  ground, 
marched  throngh  it  with  as  many  animals,  and  never  wanted  for  water.  The  pebble- 
drift  scattered  over  the  elevated  prairies  farther  up  the  river,  and  which  causes  the 
grass  to  be  thin,  entirely  diHappears  here.  It  is  destined  to  be  some  day  a  favorite  stock 
country,  for  certainly  it  is  capable  of  furnishing  pasturage  for  immense  herds  of  cattle. 

Anti'lope  and  buffalo  were  seen  in  great  numbers.  On  the  29th,  striking  a  large  buf- 
falo herd,  a  grand  hunt  took  place.  Permission  being  given  to  many  to  join  in  the 
sport  added  additional  excitement  to  the  chase.  About  a  doxen  were  killed,  making 
many  a  man  look  well  pleased  at  the  prospect  of  plenty  of  fresh  meat.  Just  after  this 
hunt  the  Second  Cavalry  was  ordered  to  cross  the  divide  in  the  direction  of  the  Dry 
Fork,  and  then  turn  and  travel  east.  The  object  of  this  movement  is  to  examine  the 
trails  on  the  northern  slope. 

The  officers  represent  the  country  as  a  good  one.  The  battalion  returned  the  next 
morning  without  having  seen  any  fresh  Indian  signs.  Upon  our  a/rival  at  Glendive 
we  were  pretty  well  convinced  that  the  Indians  had  gone  to  the  Little  Missouri,  hav- 
ing broken  up  into  small  parties.  This  opinion  was  strengthened  three  days  later  upon 
the  return  of  the  Seventh  Cavalry,  which  left  us  on  the  head  of  Deer  Creek  and  soonted 
down  to  the  month  of  the  Yellowstone  without  seeing  a  fresh  trail.  The  country  across 
the  Yellowstone  is  a  high  rolling  prairie,  apparently  growing  good  grass. 

The  mouth  of  Glendive  Creek  lies  about  a  mile  above  camp;  on  each  side  of  it  there 
is  a  Utile  bottom.  Along  this  portion  of  the  Yellowstone  there  is  but  little  timber,  in- 
deed it  is  scarce  all  the  way  below  Tongue  River.  A  few  miles  back  from  the  river 
small  but  straight  cotton  wood  and  ash  timber  is  found,  but  not  in  sufficient  quao  titles 
to  be  of  much  service.  At  one  camp,  the  night  of  the  29th,  we  were  obliged  to  use  buf- 
falo chips. 

The  river  has  fallen  so  much  that  the  boats  have  great  difficulty  in  navigatini^  it, 
and  it  is  believed  that,  unless  some  of  the  troops  are  sent  home,  it  will  be  impossible 
to  supply  the  Tongue  River  post.  As  the  Montana  troops  have  the  greatest  distance  to 
march,  they  are  ordered  to  return  home  and  start  on  the  morning  of  September  6. 

The  country  from  Deer  Creek  to  York's  River  is  much  the  same  as  that  traveled  over 
on  our  srout  out  towards  the  divide. 

Our  route,  upon  starting,  takes  us  through  a  fair  and  large  valley  on  the  Yellow- 
stone, opposite  the  *'  stockade''  built  by  General  Stanley  in  1H73.  I  observed  while 
passing  through  this  bottem  that  Turtle  Creek  is  laid  down  wrong  on  the  maps.  It 
joins  the  Yellowstone  5.92  miles  from  Deer  Creek  (measured  along  the  wagon-road) 
and  not  near  the  **  stockade." 

West  of  Y'ork's  River  the  country  grows  rapidly  rougher,  and  following  down  Custer's 
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Creek  one  travels  tfaroiitrli  a  bideoas  mass  of  bad-laods.  The  after  waste  of  each  a 
country  passes  the  noderstanding  of  those  who  have  not  seen  it.  Huge  hills  of  sandy 
clay  and  earth-like  ashes,  entirely  destitute  of  grass,  brash,  or  even  cactus,  which 
would  be  a  fitting  companion,  lie  thrown  together  in  all  imaginable  shapes.  Some  a 
hnndred  feet  high  are  not  any  wider  at  the  base,  and  only  an  inch  or  two  thick  at 
the  snnimit.  In  places  the  gray  sandy  clay,  looking  almost  like  sandstone,  buC  so 
soft  that  one  can  mold  it  in  the  hand  like  mud,  stands  with  sides  almost  verticaL 

When  one  begins  to  wonder  why  these  hills  do  not  follow  the  laws  of  gravity  and 
fall,  he  conclndes  that,  it  is  becanse  ev^ry  tfaing  aronnd  is  utterly  wftbont  law  or  order* 
In  other  places  little  monnd<4  of  chalky  clay,  nearly  pure  white,  are  carved  oat  by  the 
winds  and  water  into  the  most  fiiiitastic  shapes.  Varioas  shapes  and  various  kinds  of 
earth  are  tumbled  together  in  oue  confused  mass«  From  the  month  of  this  creek  we 
proceed  on  to  Union  Creek,  where  we  turned  back  on  the  10th  of  last  June. 

lu  the  hills,  a  short  way  up  the  river  from  Custer  Creek,  I  observed  several  fine 
seams  of  con  I,  and  not  far  from  this  volcanic  rook  scattered  around. 

On  the  bad-lands,  9.9'Z  miles  from  Custer  Creek,  we  made  a  camp  in  a  little  bottom 
on  the  river,  on  the  oppusite  side  of  which  is  a  large  and  beautiful  terraced  valley. 
The  next  day  we  reached  Union  Creek,  after  marching  about  B  miles,  aud  from  there 
followed  our  old  trail  from  Fort  Cllis  with  three  exceptions  ;  one  was  just  above  Fort 
Pease.  Upon  arriving  at  the  ford,  S  mile^  above  that  place,  we  found  we  conld  noc 
cross  the  river  without  wetting  every  thing  in  the  wagons;  this  ftirced  as  to  take  the 
rongh  bills  mentioned  previously  in  this  journal  as  lying  opposite  Pompey's  Pillar. 
We  did  not  strike  the  old  trail  again  nntil  within  3  or  4  miles  of  Baker's  battle-ground. 
The  district  thus  passed  over^  about  60  miles  by  the  wagon-road  and  40  in  a  straight 
line,  is  a  poorly  watered  and  barren  waste.  In  all  this  distance  we  crossed  but  one 
running  creek,  Willow  Creek,  about  15  miles  above  Fort  Pease.  The  second  place  was 
from  the  supply  camp  to  countryman's  ranch|  again  finding  the  river  too  deep  for  the 
wagons. 

Passing  into  the  bills  to  the  north,  we  soon  reached  White  Beaver  Creek,  and  then 
passed  over  high  rolling  hills,  covered  with  good  grass,  and  in  many  places  with  fine 
forests.  Sweet  Grass  Creek,  a  clear  nioantain  stream,  is  also  crossed  just  below  Big 
Timber.  The  infantry  turned  to  the  north  to  reach  Camp  Baker  aud  Fort  Shaw,  via 
the  Forks  of  the  Musselshell.  The  cavalry  reached  Fort  Ellis  on  the  29th  day  of  Sep- 
tember.   The  infantry  reached  Camp  Baker  on  October  2d,  and  Fort  Shaw  on  the  ()th 

The  following  are  the  distances  marched  each  day  on  way  from  Glendive  Creek, 
home,  viz : 

September  6th. — Started  at  10.30  a.  m.,  marched  13.96  miles,  and  camped  at  3.30  p.  m. 
on  a  ravine  putting  into  the  Yellowstone  not  far  above  the  stockade.  Here  we  found 
water  in  holes. 

7th. — Start  at  6  a.  m.,  march  6  miles  t-o  Rush  Creek ;  to  Bad  Route  Creek,  18.26, 
(here  we  noon ;)  to  camp,  6.30  p.  m.,  on  a  dry  ravine,  25.12  miles.  Hard  rain,  lasting 
from  3  p.  m.  until  midnight. 

8(A.— Start  at  7.15  a.  m.,  march  15.32  miles,  and  camp  on  York's  River  at  1.30  p.  m. 
Occasional  showers  during  the  day. 

9th. — Start  at  6  a.  m.,  march  about  15  miles  to  Caster  Creek,  and  26.97  miles  to 
camp  at  5  p.  m.  at  the  month  of  Caster  Creek ;  the  roads  are  very  heavy. 

10th. — Start  at  12.20  p.  m.,  march  9.92  miles,  and  camp  on  the  Yellowstone  at  4 
p.  m. 

lUA.— Start  at  7.20  a.  m.,  march  21.8  miles,  and  camp  on  Sandy  Creek. 

12th. — Start  at  7.45  a.  m.,  march  5.4  miles  and  camp  on  the  Yellowstone  just  above 
and  across  the  river  from  the  new  post. 

13^^.^ — Start  at  7  a.  m.,  march  20.67  miles,  and  camp  on  the  Yellowstone  at  2.30  p.  m. 

14f^. — Start  at  7  a.  m.,  march  21.68  miles,  and  camp  on  the  Yellowstone  at  3.15  p.  m,, 
at  the  month  of  the  Little  Porcupine.    The  water  in  this  creek  is  now  clear  and  good. 

15/A. — Start  at  7  a.  m.,  march  16.76  miles,  and  camp  on  the  Yellowstone,  above  the 
Great  Porcapine. 

16/A. — Start  at  7  a.  m.,  march  18.57  miles,  and  camp  on  the  Yellowstone,  above 
"  Froze-to-Death  Creek." 

17 tA.— Start  at  7.05  a.  m.,  march  23.72  miles,  and  camp  on  the  Yellowstone,  7  miles 
above  Fort  Pease,  at  4  p.  m. 

IHth. — Remained  in  camp. 

19/A. — Start  at  7  a.  m.,  march  25.18  miles,  and  camp  on  a  ravine,  where  water  stands 
in  holes,  at  5.30  p.  m. 

20/A.---Start  at  6.30  a.  m.,  march  7.9  miles  to  the  Yellowstone,  opposite  Pompey's  Pil- 
lar, and  then  on  to  camp  on  the  river.  Total  distance,  30.62  miles.  The  wagons  did 
not  arrive  nntil  7.30  p.  m. 

21«^ — Start  at  9  a.  m.,  and  camp  just  above  Baker's  battle-gronnd.  Distance,  10.29 
miles. 

22d, — Start  at  6.45  a.  m.,  march  22.75  miles,  and  camp  on  the  Yellowstone  at  3.30 
p.  m.,  a  little  ways  above  the  mouth  of  Clark's  Fork. 
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23<?. — Start  at  7  a«  m.,  march  20.52  milos,  and  camp  on  the  Yellowstone  at  2.15  p.  m., 
at  the  old  supply  camp. 

2Afh, — Start  at  7  a.  m.,  march  20.66  miles,  and  camp  on  the  Yellowstone  at  4  p.  m. 

^>tk, — Start  at  7.15  a.  m.;  take  the  back  trail  lor  2.17  miles.  From  camp  to  White 
Beaver  Creek  it  was  8.27  miles,  and  to  camp,  near  some  small  sprin^^,  16.70  miles. 

26fA. — Start  at  7.05  a.  m. ;  after  niarchiog  8.67  iniltrs  we  reach  Sweet  Grass  Creek, 
and  17.56  miles  brinf^  us  to  the  Big  Timber. 

The  infantry  tiiruH  to  the  north  al)out  1  mile  below  the  last-named  creek.  The  cav- 
alry cruKbcs  tbe  Big  Timber,  and  goes  into  camp  on  the  Yellowstone.  Total  distance, 
18.63  mile». 

27 tA. — Start  at  6..35  a.  m.,  march  14.09  miles,  when  we  reach  Gage's  Ford,  wh«re  we 
noon.  Duck  Creok  is  1.20  miles  farther,  or  15.29  from  this  morning's  camp.  Wj&rm 
Spring  Creek,  18.54,  and  cauip  on  the  Yellowbtoue,  near  Countryman's  old  ranch,  25.C4 
miles. 

28rA.— From  camp  to  Shields's  River,  8  miles,  and  to  camp  on  Billman's  Creek,  26.G 
miles. 

29/*.— To  Fort  Ellis,  11.28  miles. 

Total,  from  ihe  caiup  opposite  Gleudive  Creek  to  Fort  Ellis,  448.76  miles. 

The  following  are  the  marches  made  by  tbe  infantry  on  their  way  from  the  Yellow* 
etone  to  Fort  Sbaw : 

Septtin1)fr'2Gtk. — From  camp  to  camp  on  White  Otter  Creek,  21.99  miles. 

U7th. — From  camp  to  camp  on  Sweet  GraH.s  Creok,  20  miles. 

2H/A. — From  camp  to  camp  on  Big  Creek,  2^^72  miles. 

29fA. — From  camp  to  camp  on  MuB.selhheJl  Rivt-r,  21}  miles. 

«{0{*. — From  camp  to  camp  on  Six- Mile  Creek,  25  miles. 

October  1st. — From  camp  to  camp  at  Warm  Spring,  7|  miles. 

*2d. — From  camp  to  camp  at  Camp  Baker,  16.9  miles. 

3d — From  camp  to  camp  on  C<ittonwoo<l  Creek,  19.5  miles. 

41h. — From  camp  to  camp  on  creek  between  Ilough  Creek,  18^  miles. 

5//i. — From  camp  to  camp  on  the  Missouri  at  the  ford,  24  miles. 

6/*. — From  camp  to  camp  at  Fort  Shaw,  20^  miles. 

Total,  218,97  miles. 

Total  from  Glendive  Creek  to  Fort  Shaw,  585.58  miles. 

Total  marcbed  by  the  united  command  from  Fort  Ellis  to  camp  of  September  23^, 
l,28S.42  miles. 

Total  march  by  the  infantry  as  a  battalion  from  March  17  to  October  6, 1,687.39 
miles. 

Total  march  by  the  Second  Cavalry  as  a  battalion  from  April  1  to  Seotember  29, 
1,393.21  miles. 

To  the  amount  marched  by  the  infantry,  20H.14  miles  wants  to  be  added  for  the  com- 
pany commanded  by  Major  Froeman,  247. IH  for  the  company  commanded  by  Lieaten- 
ant  English,  and  186.24  miles  for  Captain  Sanno'n. 

To  the  amount  marched  by  the  cavalry,  306  miles  is  to  be  added  for  F  Company, 
Lieutenant  Roe  in  command ;  352.50  for  G  Company,  Captain  Wheelan ;  404..^  for 
L,  Lieutenant  Hamilton;  aod  388  for  H,  Captain  Ball. 

In  ci  nclnnion,  it  might  be  said  that  the  country  marched  over,  taken  as  a  whole,  is  a 
good  one.  Along  the  Yellowstone  and  its  tributaries  are  many  large  and  fertile  val- 
leys, only  waiting  for  the  hand  of  man  to  make  them  bloom  with  golden  crops.  Back  of 
these  valleys  are  rolling  hills,  covered  with  the  most  lazuriant  and  nutritions  grasaes, 
and  as  a  grazing  district  challenging  superiority. 

The  Yell  ^wstone  River  has  been  thoroughly  tested,  and  the  trial  has  resulted  in 
proving  it  navigable.  The  expenditure  of  a  little  money  in  removing  the  Wolf  and 
Buifalo  KapidH,  and  conhniug  tbe  water  in  one  channel  in  several  other  places,  wonld 
do  a  Why  with  all  difficulty,  from  the  1st  of  June  until  the  1st  of  Oct<ober,  to  a  point 
mar  the  mouth  of  the  Big  Horn.  The  facility  with  which  it  can  t>e  used  for  supply- 
ing its  lower  districts,  by  Mackinaw  boats  from  Benson's,  at  an  expense  immensely 
less  than  by  wagon-trains,  has  also  been  proved  this  last  summer. 

£.  J.  McCUSRNAND. 

Second  Lieutenant  Second  Cavalry ^ 
Acting  Engineer  Officer ,  IHetrict  Atoniana, 


REPORT  OF  LIEUTENANT  GEORGE  D.  WALLACE,  SEVENTH  CAVALRY. 

Saint  Paul,  Minn.,  January  27, 1877. 

Sir  :  I  have  the  honor  to  snbmit  the  following  report  of  the  march  and  tbe  ooantry 
passed  over  by  the  Seventh  Regiment  of  Cavalry  from  the  22d  to  the  2oth  of  Jane, 
1876: 

At  12  m.  on  the  22d  of  June,  1876,  the  Seventh  Cavalry,  under  Lieutenant-Colonel  Cus- 
ter, left  camp  on  the  Vellowstoiie  and  moved  up  that  stream  for  2  miles  to  the  mouth  of 
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tho  Rosebnd,  then  np  the  Rosebnd.  We  crossed  the  latter  near  it«  mouth.  It  was  a  clear 
running  stream,  from  3  to  4  feet  wide,  and  about  3  inches  deep ;  bottom  gravel,  but  in 
many  placeM  water  standing  in  |km>18.  Wat-r  slightly  alkaline.  Owing  to  delays  with 
the  pack'train  the  command  moved  only  about  12  miles  that  day.  We  camped  on  the 
left  bank  of  the  Rosebud,  at  the  base  of  a  steep  blnff.  We  bad  plenty  of  wood  and 
water,  and  iprass  for  our  animals.  During  the  greater  part  of  the  march  the  trail  fol- 
lowed the  high  ground,  or  second  bottom,  where  the  soil  was  poor,  the  grass  thin,  and 
crowded  oat  by  sage-brush  and  cactus.  In  the  lower  part  of  the  valley  the  soil  ap- 
peared to  be  good,  the  grazing  fair,  the  bottom  timbered  with  large  cottonwood. 
Small  willows  grew  thickly  along  the  banks  in  many  places.  For  the  first  8  miles  the 
hills  sloped  back  gra^lnally,  bnt  near  camp  were  more  abrupt^ and  covered  with  stones 
and  cactus.  Several  deep'  ravines  were  crossed  during  the  day.  The  only  serious  ob- 
stacle to  a  wagon-train  would  be  the  numerous  crossings  of  the  bends  of  the  Rosebnd. 
Weather  clear,  but  not  unpleasantly  warm.  No  game  visible.  Plenty  of  fish  in  the 
ereek. 

June  23, 1876. — Orders  were  given  last  night  that  trumpet-signals  would  be  discon- 
tinued, that  the  stable-gnards  would  wake  their  respective  companies  at  3  a.  m.,  and 
the  command  would  move  at  5  a.  m.  General  Custer  stated  that  short  marches  would 
be  made  for  the  first  few  days,  after  that  they  would  be  increased.  All  were  ready  at 
the  app<iint<Hi  time,  and  the  command  moving  out  we  crossed  to  the  right  bank  of  the 
Rosebud.  The  blutf  being  very  broken,  we  had  to  follow  the  valley  for  some  distance, 
crossing  the  Rosebnd  five  times  in  3  miles;  thence  up  the  right  side  for  about  10  miles. 
There  we  haired,  to  allow  the  pack-train  to  close  up.  Soon  after  starting,  crossed  to 
the  left  bank  and  followed  that  for  15  miles,  and  camped  on  righl  bank  at  4.30  p.  m., 
making  a  dintance  of  over  30  miles.  The  last  of  the  pack-train  did  not  get  into  camp 
nntil  near  sunset.  About  5  miles  from  our  hist  camp  we  came  to  the  trail  made  by 
Major  Reno,  a  few  days  previous,  and  a  few  miles  farther  on  saw  the  first  traces  of  the 
Indian  camps.  They  were  all^ild,  bnt  everything  indicated  a  large  body  of  Indians. 
Every  bend  of  the  stream  bore  traces  of  some  old  camp,  and  their  ponies  had  nipped 
almosr.  every  spear  of  grass.  The  ground  was  strewn  with  broken  bones  and  cuttings 
from  buffalo  hides.  The  country  passed  over  after  the  first  few  miles  was  rolling,  and 
a  few  deep  ravines  the  only  obstacle  to  hinder  the  passage  of  a  wagon-train.  Soil 
poor,  except  along  the  creek.  Grass  all  eaten  up.  Plenty  of  cottonwood  along  the 
creek.  During  the  last  5  or  6  miles  of  the  march,  the  cottonwood  timber  was  gradu- 
ally replaced  by  ash  and  a  species  of  elder.  The  valley  was  about  one-fourt'h  of  a  mile 
wide,  and  for  the  last  15  miles  the  hills  were  very  steep  and  rocky,  sandstone  being 
predont.  The  country  back  from  the  hills  looked  to  be  very  much  broken.  The  hills 
were  covered  with  a  short  growth  of  pines.  No  game  seen  during  the  day;  weather 
warm  and  clear. 

June  24,  1876. — ^The  command  moved  at  5  a.  m.  this  morning.  After  we  had  been  on 
the  march  about  an  hour,  our  Crow  scouts  came  in  and  reported  fresh  signs  of  Indians, 
bat  in  no  great  numbers.  After  a  short  consultatioo,  General  Custer,  with  an  escort  of 
two  companies,  moved  out  in  advance,  the  remainder  of  the  command  following  at  a 
distance  of  abont  half  a  mile.  We  followed  the  right  bank  of  the  Rosebud;  crossed 
two  running  tributaries,  the  first  we  had  seen.  At  1  p.  m.  the  command  wat  halted, 
scouts  sent  ahead,  and  the  men  made  coffee.  Tho  scouts  got  back  about  4,  and  re- 
ported a  fresh  camp  at  the  forks  of  the  Rosebud.  Everything  indicated  that  the  In- 
dians were  not  more  than  thirty  miles  away.  At  5  p.  m.  the  command  m'>ved  out; 
crossed  to  left  bank  of  Rosebnd;  passed  through  se/eral  large  camps.  The  trail  now 
was  fresh,  and  the  whole  valley  scratched  up  by  the  trailing  lodge-poles.  At  7.45  p. 
HI.  we  encamped  on  the  ri;;ht  bank  of  Rosebud.  Scouts  were  sent  ahead  to  see  which 
branch  of  the  stream  the  Indians  had  followed.  Distance  marched  to-day,  about  28 
miles.  Soil  in  the  valley  very  good,  and  in  many  places  grazing  very  fine.  Timber 
scattering,  principally  elder  and  ash.  Hills  rough  and  broken,  and  thickly  covered 
with  pines.  Weather  clear  and  very  warm.  About  9  \r,  m.  the  scouts  returned  and 
reported  that  the  Indians  had  crossed  the  divide  to  the  Little  Big  Horn  River.  General 
Custer  determined  to  cross  the  divide  that  night,  to  conceal  the  oommaml,  the  next 
day  find  out  the  locality  of  the  village,  and  attack  the  following  morning  at  daylight. 
Orders  were  given  to  move  at  midnight,  but  we  did  not  get  off  until  near  1  a.  m.,  and, 
owing  to  delays  on  account  of  pack-train,  we  had  only  marched  about  8  mil^s  when 
daylight  appeared.  We  halted,  and  the  men  were  ordered  to  make  coffee.  While 
waiting  here  a  scout  came  back  from  Lieutenant  Varnnm,  who  had  been  sent  out  the 
night  before.  In  a  note  to  General  Custer,  Lieutenant  Varnnm  stated  that  he  could 
see  the  smoke  of  the  village  about  20  miles  away,  on  the  Little  Big  Horn.  The  scout 
pointed  out  the  bntte  from  which  the  village  could  be  seen.  It  was  abont  8  miles 
ahead. 

We  moved  on,  and  when  near  the  bntte  Lieutenant  Vflrnnm  joined  us  and  reported 
that  the  Indians  had  discovered  the  command  and  that  he  had  seen  couriers  go  m  the 
direction  of  the  village.  General  Custer  assembled  tho  oflioers,  told  them  what  he  had 
beard,  and  said  he  would  move  abead  aud  attack  ths  village  witho  it  any  further  delay. 
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At  12  m.,  on  the  25th,  we  crossed  the  divide  between  the  Rosebnd  and  LitUe  Bi^ 
Horn.  Ftoin  the  divide  conld  be  seen  the  valley  of  the  Little  Big  Horn,  and  aboot  lu 
or  20  miles  to  the  northwest  could  be  seen  a  lii^ht  blue  cloud,  and  to  praetioed  eyes 
showed  that  onr  ^ame  was  near.  A  small  stream  starting  from  the  point  near  whifre 
wecrohsed  the  divide- flowed  in  the  direction  of  the  smoke.  After  the  aaeignment  of 
battalions  whs  made,  General  Custer  followed  down  the  right  bank  of  this  stream,  and 
Mfljor  Reno  the  left.  When  within  three  miles  of  Little  Big  Horn,  Migor  Reno  was 
ordered  across  to  the  right  bank  and  the  two  columns  moved  together  for  some  dis- 
tance, when  Major  Reno  was  ordered  ahead.  He  recrossed  this  stream,  moved  down  it, 
crossed  the  Little  Big  Horn,  baited  hisoolnmn.  formed  line  and  moved  down  the  valley 
an«i  commenced  the  battle  of  June  25. 

In  passing  from  the  Rosebnd  to  the  Little  Big  Horn,  we  followed  up  the  left  branch 
of  the  first,  then  up  a  dry  ravine  to  the  crest  of  the  divide ;  grass  short,  soil  poor,  hills 
low.  From  the  crest  to  the  Little  Big  Horn  the  countrv  waa  broken  and  the  valley 
narrow;  some  timber  along  the  little  stream  we  folio wea  down.  Distance  traveled 
dnring  the  night  of  the  24th  and  on  the  25th  about  6  miles. 
I  am,  sir,  very  respectfully,  your  obedient  servant, 

Geo.  D.  Wallack« 
lirat  Lieutenant  andAdJHiant  Seventh  Car^hj. 

The  Chirf  Engineer 

Vepartn^ent  of  Dakota, 


report  0f  sergeant  jamk8  b.  wilson,  battalion  of  engineers. 

Head<)Uarters  Department  of  Dakota, 

Chief  E^^oineer's  Office, 

Saint  Paul,  Minn.,  Januarg  3, 1377. 

Sir  :  I  have  the  honor  to  snbmit  the  following  report: 

In  obedience  to  orders  received  from  you  in  tue  field,  I  remained  on  the  steamer  Far 
West  dnring  its  trip  up  the  Big  Horn  River,  for  the  purpose  of  making  a  boat  anrvey, 
and  collecting  information  in  regard  to  the  nature  of  that  stream  and  the  adjaoenc 

country. 

June  24. — Immediately  after  the  departnre  of  General  Terry  and  staff,  at  6.30  p.  m.,  the 
bout  moved  up  a  short  distance  and  wooded,  after  which  it  crossed  over  and  tied  apon 
the  left  bank  of  the  Yellowstone  River. 

Two  Indian  cnrs  were  seen  thi^i  evening  in  close  proximity,  but  were  Pot  molested. 
The  escort  commanded  by  Capt.  S.  Baker  and  First  Lieut.  J.  Carland,  Sixth  Infantry,  was 
composed  as  follows :  Company  B,  Sixth  Infantry,  to  which  were  attached  somesoldien 
left  in  charge  of  property  belonging  to  the  absent  portion  of  the  command.  A  fev 
sick  men,  in  charge  of  Hospital  Steward  Dale,  occupied  the  rear  portion  of  the  cabin- 
deck.  These  with  first-class  private  Thomas  CuUigan  and  myself  of  the  engiDeer 
detaohment  made  up  the  total  commissioned  and  enlisted  on  board.  The  whole  fight- 
ing force,  including  the  armed  civilians  on  board,  did  not  exceed  60  men. 

June  25. — At  12  m.  the  boat  moved  up  the  Yellowstone,  and  at  1^.35  p.  m.  reached 
the  month  of  the  Big  Horn.  The  country  on  the  right  bank  of  the  Yellowstone  at  this 
point  is  quite  level  lor  a  considerable  distance,  and  thickly  timbered  with  cotton wcxmI. 
The  Big  Horn  is  about  150  yards  wide  at  its  month,  with  a  depth  of  from  3  to  8  feet. 
Til  Hook's  Fork  enters  the  Big  Horn  on  its  right  bank,  abont  4  miles  from  its  mootlL 
Rr'ached  Josephine  Island  at  4.50  p.  m.  It  is  well  timbered,  and  about  three-fonrths 
of  a  mile  long,  and  situated  abont  12  miles  from  the  mouth  of  the  river.  The  river 
at  a  point  about  a  mile  above  Josephine  Island  spreads  out  to  a  width  of  500  or  600 
yards,  causing  a  shallow  channel.  The  current  is  swift,  and  the  bed  of  the  river 
studded  with  numerous  islands  and  sand-bars. 

After  a  travel  of  15  miles  the  first  creek  entering  the  Big  Horn  on  ita  left  bank  was 
re.iohed.  Abont  one  mil««  forther  on  the  boat  tie<l  up,  at  6.30  p.  m.,  on  the  left  bank. 
The  cnrrent  of  the  Big  Horn  is  much  swifter  than  that  of  the  Yellowstone,  with  a 
depth  varying  from  3  to  8  feet ;  5^  feet  of  water  at  Josephine  Island.  Rapid  water  was 
encountered  on  two  occasions  dnring  the  day's  travel.  The  country  as  we  advanee 
becomes  richer,  the  hills  on  the  right  bank'  close  gradually  in,  and  the  left  bank  ia  low, 
thickly  timbered,  and  well  grassed.  Game  appeared  to  be  abundant  in  the  valley,  as  we 
saw  a  herd  of  8  elk  on  the  right  bank  in  the  afternoon.  Passed  many  old  Indian  en- 
campments. Heavy  rain  fell  during  the  night.  Pine  timber  was  obtained  at  the  point 
where  the  boat  was  tied  up.  Maximum  thermometer,  9\° ;  minimum  thennometvr. 
63^.  Bearings  were  taken  by  prismatic  compass;  the  rate  of  the  boat  carefully  noted 
whenever  a  change  was  observed,  and  at  intervals  not  greater  than  10  minutes.  When- 
ever  rapids  were  encountered  the  distance  to  the  end  of  the  conrse  was  estiipated. 
Readings  of  the  barometer  and  thermometer  were  taken  each  day.  Mean  solar  efaro- 
nometer  1362,  Arnold  and  Dent  furnished  the  time.     The  means  nsed  to  asosrlain 
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the  rate  of  the  hoat  were  as  follows:  By  selectinj;  two  ohjects  near  the  river  imme- 
diiitely  in  line,  and  keeping  them  in  linn  hy  walking  toward  the  stern  of  the  boat.  The 
rate  of  the  walk  determined  the  rat«  of  the  boat. 

June  36.— Started  at  3.30  a.  m.  Two  honrs  later  reached  a  creek  enterinfi^  the  Big 
Horn  on  ils  right  bank,  and  a  short  distance  further  on  we  encountered  the  first  rap- 
ids. Here  a  long  delay  was  occasioned.  At  1  p.  m.  the  hills  on  the  right  bank  closed 
in  up  to  the  water's  edge,  rising  to  a  height  of  150  feet,  and  in  some  places  to  200  feet. 
The  river  vall<ry  on  the  It* ft  bank  still  low  and  thickly  timbered  with  cottonwood,  the 
hills  on  the  right  sparsely  timbered  with  pine.  Passed  Generid  Terry's  camp,  of  June 
25,  at  9.30  a.  m.;  fires  still  smoldering.  Tied  np  on  the  west  side  of  a  laige  island 
near  the  right  bank  at  9  p.  m.,  after  an  estimated  travel  of  29  miles.  The  day  was  beau- 
tiful and  clear,  and  the  country  passed  through  extremely  rich  and  fertile.  No  game, 
however,  was  seen  to-day.  The  Big  Horn  Mountains  were  in  view  abont  75  miles  to 
the  south  and  towering  to  the  clouds.  As  we  ascended  the  river  the  chanu  )  became 
narrower  and  deeper  and  more  easily  navigated.  The  ridge  of  hills  on  the  right  bunk 
extended  for  a  distance  of  8  miles.  They  are  all  washed  and  of  a  dark  color;  bare  and 
destitute  of  any  vegetation,  excepting  some  small  quantities  of  pine  in  the  canons  and 
ravines.  At  8  p.  m.  the  clouds  toward  the  west  looked  dark  and  threatening,  but  they 
aoon  cleared  away.  Maximum  thermometer,  7(P ;  minimum  thermometer,  60^.  Rapid 
water  was  encountered  many  times.  Old  Indian  encampments  were  met  with  at 
nearly  every  bend  of  the  river.  Concerning  the  fertility  of  this  region,  Mr.  Hall,  an 
experienced  western  farmer,  stated  that  he  would  rather  have  a  farm  on  the  Big  Horn 
River  than  any  other  place  he  knew  of.  Mr.  Hall  was  on  board  the  Far  West  during  the 
trip,  and  the  further  the  boat  ascended  the  more  profuse  was  he  in  his  praises  of  the 
country. 

June  27. — Boat  started  at  3.30  a.  m.,  but  at  6  a.  m.  very  little  had  been  accomplished, 
owing  to  the  shallowness  of  the  channel  and  swiftness  of  the  current.  Two  chutea 
iwere  tried  without  success.  An  ascent  of  the  third  was.  however,  accomplished  after 
considerable  trouble  and  delay.  A  little  further  on  the  site  of  Fort  C.  F.  Smith  became 
visible  about  35  miles  distant.  The  second  ridge  of  high  hills  on  the  right  bank  waa 
reached  at  9  a.  m.,  rising  to  a  greater  height,  but  bearing  the  same  appearance,  except 
that  this  ridge  is  more  broken,  and  two  of  its  peaks  rise  to  a  height  of  fully  300  foet 
above  the  water's  edge.  Mountain-sheep  15  in  number,  were  seen  on  this  ridge.  Ridge 
about  3  miles  long.  The  valley  on  the  lefc  bank  bears  the  same  rich,  park-like  appear- 
ance, thescenery  splendid,  and  the  river  studded  with  large,  beautiful,  heavily-timbered 
islands. 

A  short  distance  above  the  southern  extremity  of  the  second  ridge,  the  Li  tie  Big 
Horn  River  enters  the  Big  Horn  on  its  right  bank.  This  point  was  reached  at  10  a. 
in.  The  valley  of  the  Little  Big  Horn  is  well  timbered,  and  about  1^  miles  wide  at 
this  point.  Near  the  mouth  of  the  stream  are  many  dangerous  quagmires.  A  delay  of 
two  hours  was  experienced  here  while  Captain  Baker  and  his  company  proceeded  to 
the  summit  of  the  ridge  of  bluflfs  on  the  south  side  of  the  Little  Big  Horn  Valley  for 
the  purpose  of  reconnoiteriug.  Started  at  12.35  p.  m.,  and  continued  up  the  Big  Horn 
River;  travel  slow  and  very  difficult,  and  the  water  very  rapid. 

About  2.30  p.  m.  the  third  ridge  of  bills  on  the  right  bank  was  reached,  bearing  the 
same  appearance  as  the  others  and  of  the  same  height  as  the  second  ridge.  Allowing 
the  river  to  be  about  3,'U)0  feet  above  sea-level,  then  the  respective  altitudes  (»f  the 
three  ridges  would  be  3,500,  3,600  and  3,600  feet.  This  is  a  rough  estimate,  but  I 
think  an  approximate  one.  Above  the  upper  ridge  the  river-channel  becomes  wider 
and  much  cut  np  with  small  islands.  At5.30  p.'m.  Sitting  BnlPs  Rapids  were  reached, 
and  one  hour  occupied  in  ascending  them.  Very  soon  afterward  a  series  of  rapids 
were  encountered,  extending  in  qnicK  succession  a  distance  of  fully  3  miles,  over  which 
it  was  found  impossible  to  force  a  passage.  The  boat  accordingly  dropped  to  the  foot 
of  these  rapids  and  tied  np  on  the  right  bank  at  8.30  p.  m.,  after  an  estimated  travel 
of  21  miles.  Total  estimated  distance  from  the  mouth  of  the  Big  Horn  River  about  66 
miles. 

From  Sitting  Bull's  Rapids  the  hills  on  the  right  bank  wheel  sharply  away  from  the 
river,  and  from  our  present  camping-place  a  good  view  on  both  sides  is  obtainable. 
Elk  abound  in  this  part  of  the  country,  their  favorite  resorts  being  the  grassy  and  well- 
shaded  islands  along  the  river.  During  the  day's  travel,  similar  features  to  those  of 
yesterday  presented  themselves.  Maximum  thermometer,  76^ ;  mimimum  thermome- 
ter, 630. 

June  28. — The  ascension  of  the  rapids  was  again  tried  this  morning  but  without  suc- 
cess, and  consequently  the  further  navigation  of  the  river  was  abandoned.  The  passage 
back  to  the  mouth  of  the  Little  Big  Horn  was  made  in  a  very  short  time — the  current 
forcing  the  boat  right  around  so  that  the  stern  led  the  way  on  many  occasions,  and  the 
downwanl  run  accomplished  in  a  whirling,  revolving  manner,  by  reason  of  which  the 
hoat  must  have  sustained  considerable  damage.  Remained  at  the  mouth  of  the  Little 
Big  Horn  all  day. 
An  Indian  scout  named  "  Curley  "  (known  to  have  been  with  General  Custer)  arrived 
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about  noon  with  information  of  a  battle,  bat  there  being  no  inteipreter  on  board  very 
little  reliable  information  was  obtained.  He  wore  an  exceedinf^ly  dejected  conntenanec 
bot  bis  appetite  proved  to  be  in  first-rate  order.  Elk  and  deer  killed  here.  Good 
fishing. 

June  29. — Three  scoats  arrived  during  the  day  with  the  news  of  the  disastrons  battle 
of  the  Little  Big  Horn.    The  Far  West  was  immediately  barricaded,  and  preparations 
made  to  receive  the  wounded  on  board.    At  10  p.  m.  the  van  of  (General  Terry's  com- 
mand arrived.    The  main  column  with  the  wounded  did  not  arrive  until  1  a.  m.,  Jaoe  30 
I  am,  sir,  very  respectfully,  your  obedient  servant, 

Jamks  £.  Wilson, 
Sergeant  of  JSngimem. 
Lieut.  E.  Maguire, 

CorpB  ofEngineer$f  U,  8,  A,,  Chuf  Engineer  Deparimeni  of  Dakota. 
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AXNUAL  REPORT  OF  CAPTAIN  AV.  S.  STANTON,  CORPS  OP 
ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE  30, 

1877. 

explorations  and  siteveys  in  the  depabtment  of  the  platte. 

Headquabtebs  Depabtmbnt  of  the  Platte, 

Enoineeb  Office, 
Omahttj  Nebr.^f  June  30,  1877. 

General  :  I  have  the  honor  to  submit  the  following  annual  report,  as 
engineer  officer  of  this  military  department,  for  the  fiscal  year  ending 
June  30, 1877 : 

At  the  beginning  of  the  year  I  had  returned  to  Fort  Fetterman  from 
a  reconnaissance  to  the  Tongue  and  Rosebud  Rivers  with  the  column  of 
General  Crook,  operating  against  the  Sioux  Indians,  and  at  once  com- 
menced a  reconnaissance  of  the  routes  in  the  department  for  the  purpose 
of  carefully  locating  them  and  the  military  posts  on  a  revised  map ;  of 
securing  correct  distances  for  use  in  payments  for  transportation  and 
mileage;  and,  for  publication  in  a  form  convenient  for  use,  such  infor- 
mation regarding  the  character  of  routes  and  quality  of  roads  as  is 
needed  in  conducting  the  movements  of  troops  and  transportation  of 
supplies. 

I  had  with  me  a  party  consist;ing  of  one  civilian  draughtsman,  who 
performed  the  duties  of  topographer  and  time-keeper,  and  three  enlisted 
men. 

During  the  months  of  July  and  August  the  following  routes,  aggre- 
gating between  500  and  600  miles,  and  the  following  reservations  were 
surveyed,  viz : 

boutes. 

From  Fort  Fetterman  to  Fort  Laramie,  via  southwest  bank  of  North 
Platte  River. 

From  Fort  Fetterman  to  Fort  Laramie,  via  northeast  bank  of  North 
Platte  River. 

To  Fort  Fetterman  new  wood  reservation. 

Cut-off  rout«  between  routes  from  Fort  Laramie  to  Cheyenne  and  to 
Fort  Fetterman. 

From  Fort  Laramie  to  Camp  Robinson. 

From  Camp  Robinson  to  Camp  Sheridan. 

From  Camp  Robinson  to  Sidney  Barracks. 

BESEBYATIONS. 

A  new  wood  reservation  for  Fort  Fetterman,  on  La  Bonte  Creek,  in 
the  northeast  part  of  the  Black  Hills  of  Wyoming.    This  reservation 
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contains  two  square  miles  of  very  hill^'  land,  much  broken  by  deep 
ravines,  and,  excepting  occasional  openings,  is  thickly  timbered  with 
pine,  the  largest  trees  occasionally  having  a  diameter  of  15  or  20  inches. 

The  military  reservation  of  Gam^Robinson,  containing  7^  square 
miles,  lying  between  White  River  ancRhe  crest  of  Soldiers' Grove  Bluffs, 
and  embracing  the  valley  of  a  small  brook  called  Soldiers' Greek. 

The  military  reservation  of  Gamp  Sheridan,  containing  2^  square 
miles,  lying  on  both  sides  of  Beaver  Greek. 

In  July  the  longitude  of  Fort  Fetterman  was  determined  by  tele- 
graphic time-signals  exchanged  with  the  Lake  Survey  observatory  at 
Detroit,  the  local  time  and  latitude  of  the  post  being  determined  with 
a  sextant,  as  the  ofiSce  is  not  supplied  with  an  astronomical  transit. 

Meteorological  observations  with  the  cistern  barometer  and  psychro- 
meter,  at  hours  corresponding  to  those  of  the  signal-service  observa- 
tions at  Gheyenne,  and  with  the  maximum  and  minimum  thermometer, 
were  taken  by  privates  William  W.  Matthias  and  Samuel  AshtoD, 
Twenty-third  Infantry,  respectively  at  Fort  Fetterman  and  Fort  Lara- 
mie, from  June  until  September  and  October.  These  men  performed 
this  duty  apparently  with  much  care,  keeping  very  neat  and  apparently 
accurate  records.  Their  observations  and  those  taken  on  the  march 
will  be  reduced,  and  the  results  reported  in  connection  with  those  to  be 
taken  in  the  same  localities  this  season. 

On  the  march  numerous  observations  were  taken  with  an  aneroid 
barometer. 

Unfavorable  weather  for  astronomical  observations  at  Fort  Fetter- 
man, the  precautions  necessary  against  Indians  during  a  season  of 
active  hostilities  in  a  region  always  much  infested  by  them,  and  owing 
to  the  exigencies  of  the  campaign  against  the  Sioux,  the  extreme  re- 
duction in  men  and  transportation  at  the  posts  from  which  both  had  to 
be  supplied  for  the  reconnaissance,  contributed  to  retard  and  embarrass 
the  foregoing  work. 

Finally  the  discharge,  in  the  midst  of  work  in  the  field,  of  ray  topog- 
rapher and  time-keeper,  in  consequence  of  the  refusal  by  Gongress  of 
an  appropriation  from  which  he  could  be  paid,  left  me  with  only  two 
enlisted  men  as  assistants,  who  were  charged  with  the  barometrical  and 
odometer  readings,  and  without  a  single  person  of  any  previous  exi>e- 
rience  on  a  survey  or  reconnaissance,  or  in  the  use  of  the  simplest  in- 
strument. 

On  reaching  Sidney,  on  the  1st  of  September,  field-work  was  neces- 
sarily abandoned  for  the  rest  of  the  season. 

In  November  a  tract  of  land,  set  apart  by  the  Secretary  of  War  from 
the  military  reservation  of  Gamp  Douglas  for  a  public  cemetery  for  Salt 
Lake  Gity,  pursuant  to  an  act  of  Gongress,  was  surveyed  and  its  boun- 
dary and  subdivision  lines  established. 

During  the  winter  the  field-notes  and  astronomical  observations  talten 
on  the  900  miles  of  reconnaissance  made  by  me  between  May  and  Sexv 
tember,  1876,  have  been  reduced  and  computed.  The  collection  of  in- 
formation from  various  sources  for  a  revision  of  the  maps  of  the  depart- 
ment has  advanced  as  rapidly  as  the  means  available  would  permit. 

A  considerable  mass  of  information  has  been  collected  from  the  office  of 
the  chief-engineer  of  the  Military  Division  of  the  Missouri,  the  Adiutant- 
General  of  the  Army,  and  the  General  Land-Office,  for  the  purpose  of 
forming  in  this  office  a  complete  record  of  the  various  tracts  of  public 
land  within  the  department  which,  for  military  purposes,  have  from  time 
to  time  been  reserved,  extended,  reduced,  or  relinquished,  and  regard- 
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ing  which  no  comp1ete|recorcl  in  a  form  suitable  for  convenient  reference 
has  hitherto  existed  at  these  headqaarters. 

The  bonndaries  and  names  of  all  the  military  departments  and  Indian 
reservations  in  the  United  States  west  of  the  Mississippi  Kiver  have 
been  indicated  in  water-colors  on  15  mounted  copies  of  the  ^^  Map  of  the 
Terrritory  of  the  United  States  from  the  Mississippi  River  to  the  Pacific 
Ocean, ^  for  the  ase  of  the  various  staff-officers  in  the  department. 

Sixty  plots  and  tracings  of  topogra)>htcal  drawings  have  been  made. 

During  the  year  1,660  maps  and  191  printed  reports,  many  of  the 
latter  containing  maps,  have  been  issued  in  detail,  as  shown  by  the  fol- 
lowing statement : 

MAPS. 

No. 

Rayuolds  aud  Maynadier's  revised  map,  eastern  sheet 513 

Kavnolds  aud  Mayiiadier's  revised  map,  western  sheet 472 

Sheet  No.  3,  V^TeHtern  Territories,  Gillespie :W9 

WyomiDg Ill 

Wyomiof;,  moanted .* 16 

Nebraska 19 

Nebraska,  monnted 16 

Lientenant  Wheeler's  atlas-map 63 

Dakota 13 

Montana,  eastern  sheet 13 

(ieneral  Warren's  map 13 

Kauf^as,  Texas,  aud  Indian  Territory I 

Tt*rritory  of  the  United  States,  Mississippi  River  to  PaciHc  Ocean 17 

Map  of  the  United  States  showing  limits  of  departmeHts  aud  positions  of  posts.  *  4 

Total 1,660 

REPORTS. 

No. 

Annoal  reporb  of  engineer  officer  Department  of  the  Platte,  1876 101 

Annual  report  of  engineer  officer  Department  of  Dakota,  lb76  15 

Captain  Raynold's  Exploration  of  Yellowstone  and  Missouri  Rivers 5 

Lieutenant  Warren's  Explorations  in  Nebraska  and  Dakota 2 

Captain  Jones's  Yello wst-one  Park 3 

Captain  Ludlow's  Yel'owstone  Park 56 

Lieuteoaut  G.  M.  Wheeler's  re|K>rt  of  1876 9 

Total 191 

The  increase  in  the  number  of  troops  in  the  department,  the  active 
military  o|>eration8  of  ttie  year,  and  the  public  interest  in  the  regions  of 
the  Black  Hills  and  Big  Horn  Mountains,  have  very  much  increased 
the  demand  for  maps  and  explains  the  unusually  large  issue. 

During  the  year  the  work  of  a  draughtsman  in  the  otUce  has  been 
done  by  Private  Charles  Holtes,  Fourth  Infantry,  for  $28  per  month,  in 
fall  of  all  pay  ami  allowances,  until  his  discharge  in  May,  in  the  reduc- 
tion of  the  Army,  because  of  the  failure  of  the  Army  appropriation  bill 
at  the  last  session  of  Congress.  Although  without  previous  experience 
or  instruction,  faithful  attention  and  industry  merited  for  him,  while 
subjected  to  the  increased  expense  of  living  here,  at  least  a  fair  com- 
pensation or  adequate  means  of  support. 

I  respectfully  aud  earnestly  renew  the  recommendation  made  in  my 
previous  annual  reports,  that  a  detachment  of  selected  enlisted  men  be 
provided  tor  service  on  surveys  and  reconnaissances  in  this  department. 

The  want  of  such  a  detachment  is  constantly  felt ;  is  a  serious  embar- 
rassment in  making  important  reconnaissances  and  special  surveys,  and 
leaves  me  )>owerless  to  secure  compass  aud  odometer  surveys  or  horse- 
back reconnaissances  of  the  routes  taken  by  columns  and  detachments 
of  troops  in  their  movements  through  the  department,  made  with  suffi- 
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cient  care  and  uoted  with  sufficient  clearness  to  be  of  any  Talae  for 
mapping  purposes.  Opportunities  of  securing  such  surveys  of  lines 
running  across  areas  eitber  incorrectly  mapped  or  not  map|ied  at  all, 
are  tbus  frequently  lost. 

The  requisite  instruments  bave  been  supplied  from  tbis  office  to  all 
the  posts  in  the  department  for  tbis  purpose. 

Altbongh  tbe  running  of  sncb  a  simple  reconnaissance-line  with  the 
march  of  a  detachment  or  column  through  an  incompletely  mapped  re- 
gion is  a  normal  military  duty,  when  not  precluded  by  the  object  or  cir- 
cumstances of  the  march,  it  is  not  generally  so  regarded  by  the  officers 
in  the  department.  Unless  the  authority  of  the  department  commander 
should  be  vigilnutly  exercised  in  rigorously  exacting  this  duty  of  officers 
tbe  detachment  of  specially-instructed  men  would  need  to  be  safficiently 
large  for  distribution  among  a  few  central  points  in  the  department 
from  which  one  or  two  of  its  members  could  quickly  join  a  column  when 
beginning  its  march,  otherwise  this  important  and  desirable  work  will 
bave  to  continue,  as  hitherto,  utterly  neglected.'  That  such  a  method, 
so  inexpensive,  of  covering  the  department  with  a  ne^work  of  such 
lines,  roughly  surveyed  it  is  true,  but  nevertheless  of  much  value  in 
perfecting  a  map  of  a  large  area  of  country  for  practical  military  pur- 
])oses  or  popular  use,  should  be  disregarded  and  neglected,  is  to  be  re- 
gretted extremely  in  a  nation  skeptical  as  to  the  utility  of,  and  indis- 
criminatinglyrigorous  in  tbe  application  of  economy  to,  its  military  es- 
tablisbment.  It  is  impossible  for  tbe  engineer  officer  to  accompany 
these  detachments,  as  he  should  be  occupied  during  tbe  fieldseasoo  with 
astronomical  work,  and  with  more  exact  astronomical  and  barometrical 
reconnaissances  or  special  surveys. 

Such  a  detachment  of  men  would  be  constantly  occupied  in  the  field 
from  May  until  October,  being  employed  on  short  reconnaissances  in 
the  neighborhood  of  their  stations  in  the  intervals  between  the  marches 
of  detachments.  In  the  winter  they  could  be  kept  constantly  occupied 
with  office- work,  and  for  the  next  year  in  copying  township  plots  and 
notes  at  tbe  three  surveyor-generals'  offices  in  the  department.  For  tbe 
intelligence,  skill,  and  industry  required  of  them,  and  exi)ense  inearred 
in  living  during  the  winter  in  towns,  their  compensation  should  l>e  con- 
siderably in  excess  of  tbe  pay  and  allowances  of  a  private  soldier. 

To  the  formation  and  employment  of  such  a  detachment  from  among 
the  troops  of  the  department  four  effectual  obstacles  exist,  viz:  the  pre- 
vailing intemperance  among  the  class  of  enlisted  men  most  intelligent 
and  specially  qualified  for  this  work,  and  who  are  found  in  tbe  service 
solely  in  consequence  of  their  habits;  the  natural  disinclination  of  com* 
pany  commanders  to  recommend  and  spare  their  best  men  for  tbis 
duty;  and  the  very  inadequate  compensation  of  men' so  detailed,  snl>- 
jecting  them  to  pecuniary  disadvantages  while  rendering  the  Govern- 
ment more  valuable  service. 

If  the  exigencies  of  the  engineer  service  are  to  continue  to  prevent 
the  assignment  of  a  detachment  of  engineer  troops  to  this  department 
for  several  years  past  supplied  to  the  neighboring  departments  of  Da- 
kota and  of  the  Missouri,  it  is  very  desirable  that  a  detachment  of  gen- 
eral-service men  may  be  authorized  for  this  work  with  sufficient  and 
reasonable  pay  and  allowances. 

It  is  strenuously  recommended  and  earnestly  honied  that  fitting  and 
adequate  appropriations  may  be  secured  from  Congress  for  the  two  next 
fiscal  years  for  the  work  urgently  needed  in  this  departm'^nt,  and  de- 
fe'cribed  in  my  last  annual  report.  Jf  resfiectfuUy  invite  attention  to,  and 
renew  my  recommendation  therein  for,  tbe  application  as  tbere  given 
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in  detail  of  the  sani  of  $10,000  duriDg  the  fiscal  year  immediately  en- 
suing. 

For  Qse  within  the  department  a  SfiM^ial  map  of  Utah  and  Southeast- 
ern Idaho,  forming  its  western  portion,  is  mnch  needed.  There  is  no 
map  of  that  region  suitable  for  military  or  common  local  use,  nor  has 
one  ev^er  been  compiled.  Its  compilation,  which  is  much  needed,  has 
DOW  been  delayed  three  successive  years  for  want  of  means  to  secure 
necessary  and  important  data  through  the  failure  in  Congress  of  the 
appropriation  for  surveys  and  reconnaissances  in  military  divisions  and 
departments. 

It  is  designed  to  apply  the  $10,000  thus  requested  for  the  fiscal  year 
ending  June  30, 1878,  as  follows,  viz  :  To  securiug  the  above  data  from 
all  available  sources,  embracing,  besides  the  results  of  mining  and  other 
special  surveys,  the  township  and  railroad  surveys  from  the  ofiices  of 
the  surveyors-general  and  railroad  companies  in  the  two  Territories ;  to 
the  office- work  of  compiling  and  drawing  the  m»p;  to  the  purchase  of 
the  astronomical  transit  and  zenith-telescope  specified  in  my  last  annual 
report,  and  of  magnetic  instruments  for  use  on  important  special  recon- 
naissances and  surveys;  and,  in  addition,  as  far  as  It  will  go,  to  securing 
like  information  from  various  sources  and  the  offices  of  the  surveyors- 
general  and  railroad  companies  in  Nebraska  and  Wyoming,  for  a  much 
needed  revision  of  their  maps. 

A  small  sum  is  also  needed  for  providing  sun-dials  at  posts  off  of  the 
railroad,  for  repair  of  instruments  and  purchase  of  drawing  materials 
for  the  office  and  for  issue  in  limited  quantities  to  posts.  The  supply  of 
the  latter  has  been  for  some  time  entirely  exhausted,  causiug,  with  the 
ntter  want  of  means  for  repairing  instruments,  much  embarrassment. 

For  the  fiscal  year  ending  June  30,  1879,  an  allotment  of  $10,000  is 
also  respectfully  recommended  for  application  to  the  completion  of  the 
revision  of  the  maps  of  the  department,  and  to  the  execution  of  an  im- 
portant special  reconnaissance. 

I  would  respectfully  invite  attention  to  the  fact  that  the  allotment  of 
$10,000  thus  recommended,  for  each  of  the  two  next  fiscal  years,  is 
desired  mainly  for  the  purpose  of  executing  the  special  work  of  a  thor- 
ough revision  of  the  department  maps,  and  of  work  which  has  been  left 
undone  for  want  of  funds  during  three  years  past;  and  that  after  the 
eouipletion  of  this  work  the  subsequent  annual  allotments  required  for 
cnrreut  yearly  work  would  be  very  much  smaller,  or  less  than  half  as 
large. 

About  the  1st  proximo  the  field-work,  discontinued  in  September  last, 
will  be  resumed  with  the  small  allotment  recently  made  from  the  appro- 
priation for  surveys  for  military  defenses.  First,  a  reconnaissance  will 
be  completed  of  the  routes  in  the  region  bounded  on  the  south  by  the 
Union  Pacific  Kailroad  between  Sidney  and  Medicine  Bow  Stations^ 
extending  northwest  to  include  Fort  Fetterman,  northeast  to  Camp 
Sheridan,  and  north  to  the  Black  Hills,  embracing  routes  to  them  direct 
from  Forts  Fetterman  and  Laramie  and  Camp  Kobinson,and  extending 
north  to  Deadwood.  On  completing  the  routes  in  that  region,  and  to 
Fort  Hartsuff,  and  the  survey  of  the  military  reservation  of  Fort  Lara- 
mie, embracing  54  square  miles,  and  of  Cantonment  Reno,  embracing 
100  square  miles,  work  will  be  continued  on  routes  farther  west  in  the 
department  should  the  season  permit. 

A  map  of  these  reconnaissances  and  of  those  made  in  this  region  in 
1875  and  1876,  embracing  the  reconnaissance  with  the  Big  Horn  and 
Yellowstone  expedition  to  Bosebud  Greek,  will  be  prepared  and  sub- 
mitted during  the  winter. 
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My  tbankA  are  doe  to  Mr.  Frank  Lehmer,  of  the  Western  TTDion  tele- 
graph-office in  this  city,  for  very  obligingly  and  promptly  arranging  a 
lone  line  of  telegraph  for  the  exchange  of  time-signals  between  Fort 
Fettermau  and  Detroit. 

In  the  reduction  and  computation  of  field-notes  and  astronomical 
observations  during  the  winter,  I  have  received  efficient  and  laborious 
assistance  from  Private  Henry  Eehl,  of  the  general -service  detachment, 
United  States  Army,  at  these  headquarters. 

STATEMENT  OF  FUNDS. 

Expended, 

From  appropriation  for  contiDfi^encieo  of  the  Army,  1877 $125  00 

From  appropriation  for  surveys  for  military  defenseSi  lti76 170  OU 

Total  expended  dnring  the  fiscal  year  ending  Jnne  30, 1S77 2%  Ou 

Anionnt  available  July  1,  1877|  of  appropriation  for  surveys  for  military 

defenses 630  00 

Amount  desired  for  fiscal  year  ending  June  30, 1879 10,000  On 

Very  respectfully,  your  obedient  servant, 

W.  8.  Stanton, 
Captain  of  Engineers^  U.  8.  A., 
Chief  Engineer  Department  of  the  Plaits, 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers^  U,  S,  A. 


ABSTRACT  OF  ASTRONOMICAL  OBSERVATIONS  FOR  TIME  AND  LATfrUDB  WITH   BIG  nOK5 

AND  YELLOWSTONE  EXPEDITION. 

Fw  time  by  equal  altitudes  of  8un*9  htcer  limb. 

Station,  Camp  No.  10,  at  mooth  of  Prairie  Dog  Creek,  on  ri^bt  bank  of  Tonxae  River,  Montana.— IHU. 

June  6, 1876.— Observer  and  computer,  W.  S.  Stanton. 

AMumed  latitude  =  44°  50"  35". 


Observed  double 
altitudes. 

Chroaomoter  times  of  equal 
altituJed. 
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Eqn«tion    o  f 
equal     alti- 
tudes =:x. 
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A.  M.  =  t. 

p.M.=e'. 

,patr  of   equal  alth 
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44    0a93 

Btwultiug  longitude  west  from  Green vrich  =::  106^  52^  30".U9. 
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Hme  hjf  oh&ervation  of  sun^a  lower  linib. — Method  of  eingJe  aliUvde. 

Station,  rendezroas  camp  at  Forka  of  Goom  Creek,  WToming.— Date.  June  13, 18?6.~ObBerrer  and 

coapater,  W.  S.  Staoton. 
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Chronometer  fast 


44  35.88 
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Time  hif  ob9ervation  of  aLyrcB. — Method  cf  tingle  oUitude, 


Station,  rendesvoui  camp  at  Forka  of  Goom  Creek,  Wroming.^Date,  Jane  13, 

eompater,  W.  8.  Stanton. 
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DeterminaiUm  of  latitude  from  ohaerved  double  aUiiudes  of  Polaris. 

Station,  rendezvous  camp  at  Fork*  of  Goose  Creek,  Wyoming.— Date,  Jane  13,  1876.— 

compater,  W.  S.  Stanton. 

Apparent  ▲.  K.  of  PoUuis b=> 

Sidereal  time  at  mean  noon  at  station — 

Sidereal  interval  from  mean  noon  of  star's  calcination = 

Retardation  of  mean  on  sidereal  time  =  - 

Mean  time  of  culmination  of  star : — 

Chronometer  fast  of  mean  time  by  observations  on  tbe  sun  and  a  Lyre  this  day = 

Chronometer  time  of  culmination  of  Polaris » 

Index  errorof  sextant,  (eccentricity  not. determined) ==  — 

Bef Faction  for  mean  of  observed  altitudes,  (44<>  26'  43'M2,)  (barometer  26.335,  attached 

thermometer  59.8,  detached  thermometer  60.0) — 

North  polar  distance  of  star  ^  &  ^l^  21'  14"  =  8474". 

Assumed  latitude  =  44^  53'  50".3.    Computation  corrected  with  deduced  latitude. 
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For  time  hy  equal  altitudee  ofeun^s  hwer  Umh. 

Station,  Fort  Fetterman,  Wyo.— Date,  Jnly  92,  1876.— Observer  and  oomputer,  W.  S.  Stanton. 

Assumed  latitude.  49o  50'  43".  0. 


Observed  double 
altitudes. 

Chronometer  times  of  equal 
altitudes. 
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Telegraphic  time-signaU  exchanged  between  United  Slates  Lake-Survey  Obeerratorg  at  Ddmt 

and  Fort  Fetterman,for  longitude  with  local  time  hy  sextant. 

July  22, 1876. 
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Chronometer  slow  of  Detroit  mean  solar  time. 51    a2.fr 

Chronometer  fast  of  Fort  Fetterman  mean  solar  time 38    li&j 

Fort  Fetterm an  west  of  Detroit *    ^    45.47 

Detroit  west  of  Greenwich  5    5*    '*•*< 

Longitude  of  Fort  Fetterman  west  from  Greenwich 7    01    57.71 


105    99    S5.f3 


A  storm  nrerailing,  two  sets  of  signals  from  Detroit  were  not  received  at  Fort  Fetterman,  and  ooafi 
dencu  was  impaired  in  the  above  resnlt.    Signals  were  therefore  exchanged  again  July  38. 
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For  Hme  by  equal  alHtude$  ofmn^a  lower  limb. 
Si  at  ion,  Fort  Fetter  man,  Wye— Date,  Jaly  98.  1876.— Obsenrer  and  oompnter.  W.  S.  Stanton. 
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'S3 

37.0 

5    38 

46.68 

12.  81 

.50 

39.0 

08.0 

5    38 

46.68 

19.56 

94    00 

.•w.© 

39 

39.9 

5    :{6 

46.66 

19.64 

10 

5«    ^8.0 

10.0 

5    36 

46.66 

13.  04 

90 

57.4 

31 

40.7 

5    36 

46.66 

13.09 

40 

rt7    Z5.S 

30 

4-2LS 

5    33 

4  6.64 

13.09 

50 

Sd    94.0    • 
er fast  ................... 

14  0 

5    31 

46.69 

13.00 

Chronomet^ 

38    19.88 

For  time  by  equal  altitude  of  sun's  lower  limb. 
Station,  Fort  Fetterman,  Wyo.— liate,  July  99, 1876.~ObRerver  and  computer,  W.  S.  Stanton. 


Chronometer-t1 

mes 

of  equal 

Chronometer    fast 

Obaerved  double 
aliitudua. 

altituden. 

elapsed  time 

Equation     of 
fqual     alti- 

of mean  time  at 
apparent  no<in  by 

B= 

T. 

tudes  s>  «. 

each  pair  of  equal 

A.M. 

«t     ; 

P 

h. 

.M. 

=  f. 

altitudea. 

0 

/ 

h. 

m. 

i 

s. 

A. 

tn. 

.. 

m.      «. 

99 

40 

10 

13 

46.0 

3 

11 

46.0 

5 

00 

46.55 

38    11.87 

50 

14 

16.0    , 

1.5.3 

5 

ro 

46.55 

11.59 

100 

00 

46.3 

13 

4.5.0 

5 

00 

4<».55 

11.47 

10 

IS 

17.0    ' 

15.0 

57 

46.59 

11.84 

90 

47.4 

19 

45.4 

57 

46.59 

19.94 

30 

16 

18.0 

14.0 

4 

&7 

4«.59 

11.84 

40 

48.9 

11 

44.5 

4 

54 

46.50 

19.17 

50 

17 

18.3 

14.3 

54 

46  50 

19.19 

101 

00 

17 

49.8    > 

10 

43.4 

54 

46.50 

19.49 

10 

18 

19.0    1 

14.0 

51 

46.  48 

19.30 

90 

49.7    ' 

9 

41.3 

51 

46.48 

11.30 

30 

19 

91.0 

11.0 

51 

46.48 

11.  eo 

40 

51.3 

8 

41.0 

48 

46.46 

11.93 

50 

90 

93.0    1 

09.4 

48 

46.46 

11.98 

109 

00 

53.9 

7 

39.3 

. 

48 

46.46 

19.03 

Chronometer  fast. 


38    11.99 


m.     «. 

I^hmnometer  fast  at  apparent  noon  July  98 38    19.88 

Chronometer  fast  at  apparent  noon  July  99 3<j    11.99 


Chronometer  fast  at  exchange  of  signalH,  July  9S * 38    19.40 


1392 


REPORT   OF  THE   CHIEF  OF   ENGINEERS. 


Telegraphic  time-signaU  exchanged  between 'United  States  Lake-Survey  Obeerpatan/  at  Deinit 

and  Fart  Fttterman^  for  longitude  with  local  Ume  bg  sextant. 


TlmA  by  meaD  aolar 
chronometer  No. 
Mti,  T.  Cotterell 
&  Co.,  wb»n  sent 


Troe  mean  ttme 
when    received 


Differenoea. 


from  Fort  Fetter- 

atDeti 

roit. 

luan. 

M«       *«v«       o« 

fwa       WV« 

t. 

8    30    SO 

9    St 

51.16 

30 

8S 

01.  S6 

40 

11.65 

50 

81.17 

31    00 

31.00 

Mean. 


9 
M( 


56   4a 

50 
59  00 
10 
SO 
30 
40 
50 
00    00 


9  50 


51 


lt.3S 
St.S8 
31.95 
41.16 
51.  S8 
01.  S4 
11.66 
SI.  S3 
31.91 


51 


t. 
31.15 
.31.96 
31. 6.") 
31.17 
31.00 


51    3l.:£5 


51 


31.32 
31.98 
31.  tf 
31.16 
31. 96 
31.34 
31.66 
31.23 
31.21 


51    31.89 


True    mean    time 
when  sent  from 
Detroit. 

Time  by  chronom- 
eter No.  926  when 
received  at  Fort 
Fettarman. 

Differenoea. 

A*    tIv«           •• 

h. 

m. 

t. 

m. 

«. 

9    35    55.56 

6 

44 

84.3 

51 

31.96 

36    05.51 

34.0 

31.51 

15.  .59 

44.3 

31.  S9 

85.58 

54.3 

31.28 

35.45 

45 

04.3 

31.15 

45.36 

14.3 

31.06 

Mean ........ 

51 

31.26 

8 

48 

S4.3 

9    39    55.63 

51 

31.:<3 

40    05.56 

34.6 

30.96 

15.61 

44.3 

31.31 

85.56 

54.4 

31.16 

35.56 

49 

04.3 

31.96 

45.54 

14.3 

31.24 

Mean ........ 

51 

31.21 

8 

54 

84.3 

9    45    55.  .57 

51 

31.97 

46    05.60 

34.3 

31.30 

15.68 

fl 

44.4 

31.88 

95.44 

54.4 

31.  l>4 

35.48 

55 

04.3 

31.18 

45^49 

14.3 

31.19 

Mean   

51 

31.90 

Mean  of  first  set... 
Mean  of  second  set 
Mean  of  third  set  . 
Mean  of  fourth  set 
Mean  of  fifth  set  .. 


Chronometer  slow  of  Detroit  mean  solar  time 

Chronometer  fiist  of  Fort  Fettarman  mean  solar  time. 


A.    m. 


51  31.  iS 

51  31  tS 

51  31  •.« 

51  31  i\ 

51  St.fl 


Fort  Fetterman  wast  of  Detroit 
Detroit  west  of  Greenwich 


Longitude  of  Fort  Fette'man  west  from  Qreenwich. 


SI 

38 

31.  t4 

11 « 

1 

5 

29 
39 

41  €4 
1194 

7 

01 

ar« 

o 

l^5 

as 

# 

5?.i 

Longitnde  of  Fort  Fetterman,  determined  Jnly  98 105   89  ».C 

Longitude  of  Fort  Fetterman,  determined  Jnly  88 105   88   Mi* 

Mean  result l«  S9   a» 
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Determination  of  latitude  from  observed  double  altitudee  of  Polaris. 

■ 

Station,  Fort  Fetterman,  Wyo.—Date,  Jaly  SO,  1876.— Obserrer  and  computer,  W.  B.  Stanton. 

h.      YH.        8. 

Apparent  A.  R.  of  Polaris 1    13    18.92 

Sidereal  time  at  moan  noon  at  station =  7    55    31.10 

Sidereal  interval  from  mean  noon  of  star's  culmination 17    17    47.  ht2 

Retardation  of  mean  on  sidereal  time =  —         3    49.90 

Hean  time  of  culmination  of  star 5    14    57.(<-2 

Chronometer  fast  of  mean  time  at  station =        W    10.14 

Chronometer-time  of  culmination  of  Polaris =  5    53    OH.OH 

Index-error  of  sextant =—     2'       40" 

Refraction,  (barometer  25.35,  attached  thermometer  73,  detached  thermometer 73.8)  . .  =  ^0" 

Nurth-polardi8Uiioeofstar  =  'd  =  lo31']3".3 =  4  h7J".  3 

Assamed  latitude =  4-2o  50*      4J" 


Chronometer-time 
of  observation. 


h,   m,     $. 
1       7    57.0 
9    36.0 
10    54.9 


Meridian  distances. 


In  mean  solar 
time=j». 


In  arc  =  p. 


It 


h.  m.       «.  o  / 

4    45  11.06  !  71  39  38.63 

43  43.06  ,  07  09.98 

43  13.  16  '  70  41  53. 73 


^  cos  p. 


// 


33  50.43 
36  30.43 
36  50.35 


4-  a  (d  sin  p)2 
tan  A. 


// 


48.98 
48.73 
48.51 


i9(Asinp)* 

(d  COB  p.) 


tt 


a  36 

0.  3»5 
0. -.47 


.  True  altitudes  of 
Obwrved  double  star  as  correct- 
altitude  of  Po-  ed  for  refrac- 
laris  out  of  the  \  tion  and  errors 
meridian.  I    of    instrument 

I     =A. 


'/ 


// 


e6    :i5    00 

36  00 

37  00    I 

Latitude 


43    15    30 
16    30 


Latitude  deducM 
from  each  obser- 
vation =  L. 


II 


43  50  18.83 
43  50  18.03 
43    50    17.89 


43    50    laO."! 


88  E 
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Latitude  f ram  circummeridian  altitudes  ofAltair. 
StatioD,  Fort  Fetternian,  Wyo.— Date,  July  20,  1876.— Obeerrer  and  oompat'er,  W.  S  Stanton. 

Apparent  A.  R.  of  Altair 19    «   4T jh 

Sidereal  time  at  mean  noon  at  station T    5&  SllO 

Sidereal  interval  from  mean  noon  of  star's  culmination 11    49    15.9? 

Ilt'tardatiou  of  mean  on  sidereal  time 1    fid's 

^ nan  time  of  culmination  of  star 11    4T    1J.!» 

Chronometer  fast  of  mean  time  at  station %    KiH 

Cbronometer-time  of  culmination  of  star IS    SS  fiS.!^ 

Index-error  of  sextant =—        ftf   W 

Kefractioi',  (barometer  *25.9S,  detacbed  thermometer  73.6,  attached  thermometer  73.0)  .  =  3^  H 

Assumed  latitude =  42°    W    U 


o 

.•■ 

!     -6 

6  0 

2  fe  a  « 

t  . 

s^ 

Oi 

■c 

a  a 

5§c£ 

ns^J 

g 

«          1 

si 

i« 

c  s 

l?P 

5 «? 

^a  . 

hronometer  •  it 
observation 

2sin*|p  roRionsD 
Hinl"  — A.|     CU6  a. 

1 

1 

s 

^  a 

O  CD 

III 

c-:sf  SI 

el 

era 

1' 

'o        ! 

M 

o 

H 

^ 

h.  m.    t. 

"      1 

/    ^  « 

O        '       '/ 

O      '            /' 

o     /          " 

o    *       » 

U  15  22. 0 

1  i  .  r 

10    9.6 

202.62  1 

S      ^ 

4  20.7 

111  19  00 

55  37  37.86 

55  41  !».  .56 

4Tt  50  SiM 

16  Of).  1 

.52! 

9  25.4 

174.34  1 

3  44.3 

20  00 

38  07.86 

52.16 

42  50  4ii4 

40.0 

Si: 

d  51.4 

154.04 

• 
^4 

3  18.2 

21  00 

37.86 

56.06 

4«  .•»  3g  « 

17  24.  H 

pc« 

06.4 

129.00 

2  46.0 

22  00 

39  07.86 

53.86 

42  .V)  ¥LH 

57.0 

-:s 

7  34.2 

112.50 

»r 

2  24.7 

83  00 

37.86 

42  02.56 

42  fS0  31  H 

18  55.  0 

6  36.0 

85.50  . 

o 

150.0 

24  00 

40  07. 86 

41  57  96 

42  50  3«L?4 

19  38.  0 

aw 

13.0 

7.'i.90  , 

"5. 

137.6 

25  00 

37.86 

42  IS.  46 

4-2  .•«  I-i  .H 

20  :«,0l  )'^Z  \ 

4  58.  7 

48.68 

102.6 

26  00 

41  07. 86 

10.46 

4i  50  sa  •>i 

22  37.  0 ' 

£i: 

3  5.3. 6 

29.78 

a 

0  38.  31 

27  00 

37.86 

•    1&  17 

«e  50  1".^ 

24  13.0 

a  es 

1  17.1 

3.24 

B 

0  04. 27 

27  30 

52.86 

41  57. 13 

42  5a  37.  i: 

25  40. 0 

1*5 

0  12.0 

0.08 

-•a 

a 

0  CO.  10 

'        27  30 

52.86 

52.}<6 

43  ;0  4L44 

27  00.0 ; 

1  30.3 

4.45 

s 

0  05.  73 

27  30 

52.86 

58.  M 

42  54)  35.  r\ 

28  55.  0 

§fl 

3  ',»5.  6 

23.02 

• 

0  29.62 

26  30 

22.86 

52.48 

42  £0  4L  K 

33  55.  0  i 

fl  26.5 

139.90 

o 

3  00.  (10 

21  40 

38  57.  86 

57.86 

43  .-iOS&W 

35 15.  o; 

.  o^  I 

9  46.7 

187.72  : 

4  01. 51 

,        19  40 

,      37  57.  86 

59.37 

42  50  3iC 

42  50  34.3 
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Latitude  from  circummeridian  altitude  of  Altair. 

Station,  Fort  Fetterman,  Wyo.— Date,  Joly  86, 1876.— Obaen-er  and  compotar,  W.  S.  Stanton. 

A.   m.      9. 

Apparent  A.  R.  of  AlUir  19    44    41. 1« 

Sidereal  time  at  mean  noon  at  station 8    19    14.46 

Sidereal  interral  from  mean  noon  of  stars  —  cnlmioation 11    siA    33.66 

Ketardadon  of  mean  on  sidereal  time 1    59.31 

Moan  time  of  colmination  of  star 11    S3    40.35 

Chronometer  £ast  of  mean  time  at  station 36    13.84 

Chronometer-time  of  culmination  of  star IS    01    54.  Id 

Index  error  of  sextant =  -(-    S    3S.5 

Refract  ion,  (barometer  25. 199,  attached  thermometer  67.S5,  detatched  thermometer  68.S3) .  =  3*2.  409 

Aasomed  latitude =       42O50'59" 


eter-tlme  of  ob- 
rvation. 

II 

P 

Ssin'lp 
sin  \"=k 

oosIoosD 
ooaa 

n  to  the  me- 
(in  arc)  =  9. 

BO 
ll 

S3 

1^ 

S" 

It 

1^ 

IS 

i    ' 

0 

|5 

s9 
1^ 

"•SI!  • 

gSoEg 

u  «  E  «S 

§1 

O  0 
1% 

5-Sl. 

U           I 

?3 

» 

o 

H 

H-o 

A.  fli.      •. 

m.    9. 

II 

/    II 

O        '    /' 

O     /         // 

O    i        11 

0      /        " 

11  49  40.  0 

1  ^ 

13  16.9 

995.56 

' 

6  90.1 

111  10  00 

55  35  4a  85 

55  48  04. 00 

49  so  3L  6 

51  S9.0  , 

10  33.9 

319. 13 

4  41.8 

13  00 

37  13. 85 

4155.7 

42  50  39. » 

5-2  35.0  1 

c 

9  30.7 

177.63 

3  4a  4 

15  00 

38  13.  85 

48  019 

42  50  33.4 

53  31.4  i 

^ 

8  34.8 

138.68 

^ 

3  58.8 

17  00 

39  13.85 

4813.0 

42  50  23.6 

54  16.  9  . 

g 

7  38.5 

114.80 

9  87.4 

18  00 

39  43.85 

43  11. 8 

42  50  24.4 

55  0O.O 

%  . 

6  55.3 

94.05 

S 

9  01.0 

19  00 

40  13.  85 

43  14.  8 

42  50  20. 8 

56  14.6 

• 

5  40.5 

63.90 

^ 

.» 

I  31.3 

90  00 

40  43.85 

43  05. 3 

42  SO  :io.  1 

57  13.4 

M 

4  41.6 

43.38 

0  55.7 

9100 

41  13.  85 

43  09. 6 

42  50  96.» 

58  01.0 

a« 

3  53.8 

99.84 

b 

0  3a3 

9130 

41  28.85 

42  07.3 

42  50  2a  4 

58  59. 8  1 

9^ 

3  54.9 

16.68 

3. 

0  31.5 

23  00 

4143.85 

43  05.4 

43  .*»  30. 9 

59  41.0  .J>J?^ 

8  13.6 

9.78 

>    s    < 

0  13.5 

23  00 

41  43. 85 

4156.4 

42  SO  39. 8 

12  01  42.  0 

oZ. 

0  12.2 

0.08 

0 

0  00.1 

22:)0 

41  58.85 

4159.0 

42  iM  36.  6 

04  47.0 

IS 

2  53.3 

16.36 

S 

0  31. 1 

9130 

4188.85 

4150.0 

42  50  45. 6 

06  34.4 

4  41.0 

43.10 

4* 

1 

0  55.4 

90  40 

4103.85 

4l.'i9.3 

42  .V)  36. 3 

Or)  36.3 

• 

6  43.3 

88.68 

1  54.1 

18  40 

40  U3.  85 

41  58.0 

43  50.T7.6 

11  oao 

9  10.3 

165.18 

3  33.4 

15  30 

38  38.85 

42  01. 3 

42  50  34. 3 

12  49.0 

9 

a 

o 

10  56.6 

835.13 

§ 

5  03.3 

13  20 

:)6  53.85 

41  56.2 

42  50  39. 4 

15  0G.O 

13  14.0 

343.70 

U 

7  82.0 

07  30 

34  9&85 

4150.9 

42  SO  44. 7 

16  S8.0 

mm 

1  14  36.8 

418.60 

8  58.3 

04  30 

33  58.t;5 

41  57. 2 

42  50  38.  4 

IB  15.5 

1  16  34. 0 

537.90 

11  18.9 

111  00  00 

30  4%r5 

42  02.8 

42  50  32.8 

19  59.8  .. 

5 

,  18  08. 6 

646.09 

J 

13  50.8 

110  55  00 

3d  13. 85  i 

43  04.7 

42  50  30.9 

» 

49  50  33.55 
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Determination  of  latitude  from  ob$erved  double  aUttudee  of  Polarii. 
Statioa,  Fort  Fettermaa,  Wyo.— Diite,  July  37, 1876.  ^Observer  and  oompater,  W.  S  Staatoa. 

K  m.  t. 

Apparent  A. R. of  Polaris 1  13  24.T 

Sloereal  tiine  at  mean  Doon  at  BtatioD 8  33  II.& 

Siderealinterval  from  mean  noon  of  fttara—cnlraioation 16  SO  1317 

Retardation  of  mean  on  sidereal  time 3  45.S 

lifean  time  of  culmination  of  star 16  47  dr.2 

Chronometer  fast  of  mean  time  at  station 38  itL'.^ 

Chronometer-time  of  culmination  of  Polaris 5  3S  40.^ 

Index  -error  of  sextant =  + 1'  (e  5 

Refraction,  (barometer  35.107,  attached  thermometer  73.8,  detached  thermometer.  73.4)  .      =         51  \3 

North  polar  distance  of  star =  a  =  !<>  31' 11".3  =  4»'T1  3 

Assumed  latitude -. z=4V>s»  O 


Chronometer-time 
of  observations. 


h.      fH.       9. 

10    01  4&0 

04  50.0 

10  35.0 

15  43.9 

19  39.9 


1               Meridian  distances. 

A    CO 

1 
In   mean    solar 
time  =  p. 

« 
In  arc  =  p. 

BJ>.         < 

K  m.     «. 

7    S;3    53.95 
30    50.95 
15    15, 95 
09    57.05 
06    01.05 

o          /          «/ 

111     16    38.03 
110    30    50.55 
109    06    51.80 
107    46    55.30 
106    47    45.51 

# 

+29 
+28 
+26 
+•24 
+33 

37.48 
37.09 
35.13 
47.  67 
37.64 

+  o  (A  sio pj* 
tan  A 


45u5 

4&0 

4<iwC>6 

47.65 

48.30 


<A   OOS|*.J 


0.d 

as- 
a* 
0.-:: 


Observed  double  alti- 
tude of  Polaris  out 
of  the  meridian. 


True  altituden  of  star, 

!    RS  corrected  for  re- 

j    fraction  and  errors 

of  instrument  —  A . 


o 

84 


40 
43 
46 
50 
93 


00.0 
50.0 
40.0 
10.0 
50.0 


Latitude 


o 
43 


/       // 

30  00.05 

31  05.05 
33    00.05 

45.05 
05.05 


34 

36 


Latitude  deduced 

from  each  obser- 

vatloo 

=  L. 

0 

/ 

II 

43 

50 

13.33 

43 

50 

18.  43 

43 

50 

33.30 

43 

50 

90.63 

43 

50 

31.13 

48 

50 

IdslSi- 

Latitude  of  Fort  Fetterman. 

z        * 

By  Polaris,  July  30 43    50 

By  Altair,  July  30 42    50 

Mean  by  north  and  south  stars,  July  20 

By  Altair,  July  88 

By  Polaris,  July  87 

Mean  by  north  and  sonth  stars,  Jnly  96  and  87 

By  north  and  sonth  stars,  Jnly  SO 

By  north  and  south  stars,  July  36  and  97 

Latitude  adopted ^^30 


34.» 


48 

50 

9&1T 

43 
48 

50 
SO 

33L55 
1?  1« 

43 

50 

»fL35 

49 
49 

50 
50 

5«.1T 

36.3: 

96. -Jf 
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For  time  by  equal  altitudes  of  sun^s  lower  limb. 
Station,  Camp  Sheridan,  Nebr.— Date.  Aagaat  d4,l876.~Ob9erver  and  oompnter,  W.  S.  Stanton. 


Observed  double 
altitudes. 


97  40 
50 

98  00 
lU 
SO 
30 
40 
50 

99  00 
lU 
90 
30 
40 
50 


Chronometer  fast. 


Chronometer  times  of  equal 
altitudes. 


JL.  m.  =  t. 


p.  M.  =  f . 


h. 
10 


m. 

«. 

h. 

m. 

31 

9a9 

2 

25 

33 

01.0 

25 

39.4 

24 

33 

16  9 
5a5 

23 

34 

31.9 

22 

35 

09.4 

48.3 

21 

36 

96.0 

20 

37 

03.9 
41.9 

19 

38 

31.9 
59.0 

18 

39 

39.3 

17 

i. 

37.1 
00.0 
21.2 
43.3 
07.3 
28.9 
50.0 
12.0 
33.9 
56.0 
18.2 
39.2 
01. 0 
20.4 


t'-«= 

=the 

elapsed  time 

r. 

h. 

m. 

3 

54 

3 

54 

3 

51 

3 

51 

3 

49 

3 

49 

3 

46 

3 

46 

3 

43 

3 

43 

3 

41 

3 

41 

3 

39 

3 

39 

!  Chronometer  faHtol 

Equation    of  i    mean  time  at  appa- 

equal     alti*  ',    rent  noon  by  each 

tude8=z.  pair  of  equal  alti* 

tudes. 


t. 
+10. 48 
+10.  48 
+  10.46 
+  10.46 
+10.  45 
+  10.45 
+  10.43 
+  10.43 
+  10.40 
+  10.40 
+  10.:)9 
+  10.39 
+  10.38 
+10.38 


Assumed  latitude=42o  50'  43". 


Longitudes  determined  with  sextant  and  chronometer. 


m. 
20 


M. 

41.84 
41.84 
41.62 
41.42 
41.71 
41.71 
40.99 
41.44 
41.21 
41.21 
41.30 
41.45 
41.24 
41.09 


26    41.43 


h. 

7 


Camp  on  Ton^ne  Hiver  at  the  month  of  Prairie  Dog  Creek,  Montana. 

Camp  at  Forks  of  Goose  Creek,  Wyoming j  7 

Camp  Cloud  Peak,  on  Xorth  Fork  of  Goose  Creek,  Wyoming 7 

Camp  onCrazy  Woman's  Fork  of  Powder  River 7 

Camp  on  right  bank  of  Powde  r  Biver,  opposite  old  Fort  Reno 7 

Fort  Fetterman |  7 

Camp  Sheridan I  6 


07 
07 
08 
05 
04 
01 
50 


«. 

30.  06= 
52.70= 
0131  = 
50.80= 
49.  88= 
56.79= 
35.11  = 


o  '  n 

106  52  3a  9 

106  56  01.05 

107  00  34.65 
106  29  57.0 
106  12  28.2 
105  29  11.85 
102  38  46.7 


Latitudes  with  sextant. 

O      '  " 

Cnrap  at  Forks  of  Goose  Creek,  Wyoming 44  49  25.09    by  Polaris. 

Fort  Fetterman 42  50  26.26  by  north  and  south  stai a. 

Camp  Sheridan 43  51  09. 56  by  Polaris. 

The  foregoing  astronomical  determinations  with  sextant  No.  1601  by  Stackpole  &  Brother,  and  mean 
solar  chronometer  No.  9*26,  T.  Cotterell  &  Co. 


APPENDIX  RR. 


A^^rXCTAL  REPORT  OF  LIEUTENANT  E.  H.  RDFFNER,  CORPS 
OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE 
30,  1877. 

explorations  and  surveys  in  the  department  of  the  missouri. 

Headquarters  DepXrtment  op  the  Missouri, 

Office  of  the  Chief  Engineer, 
Fort  Leavenworthj  Kans.j  July  16, 1877. 

Sib  :  I  have  the  honor  to  sabmit  the  following  as  my  annual  report 
for  the  year  ending  June  30, 1877 : 

Inasmuch  as  there  was  no  appropriation  available  for  the  uses  of  the 
ofQce  during  the  year,  no  skilled  labor  was  employed  and  no  operations 
were  conducted.  An  effort  was  made  to  finish  work  on  hand  at  the 
beginning  of  the  year,  and  to  do  something  with  new  matter  accumu- 
lated daring  the  same  time.  The  notes  of  the  survey  of  the  headwaters 
of  the  Bed  Biver  of  Texas  have  been  worked  on,  and  a  report  is  made 
of  the  same  and  appended  herewith.  My  principal  trouble  has  been 
the  loss  of  a  professional  draughtman.  Sergeant  G.  A.  Lichtenberg, 
Company  D,  Battalion  of  Engineers,  has  been  on  duty  in  the  office 
throughout  the  year,  and  has  made  good  progress  and  has  been  of  more 
than  ordinary  service  in  the  preparation  and  tracing  of  maps  of  various 
sorts.  Lieut.  0.  A.  H.  McCauley,  Third  Artillery,  and  Lieut.  T.  M. 
Woodruff,  Fifth  Infantry,  have  been  on  duty  in  the  office  at  different 
periods,  and  have  been  engaged  in  the  preparation  of  the  Bed  Biver 
report.  Private  H.  Hartmanu,  Company  C,  Fourth  Cavalry,  was  also 
engaged  a  part  of  the  time  as  a  draughtsman. 

I  have  been  employed  myself  in  preparing  the  notes  for  platting  and 
in  working  up  the  report,  especially  the  meteorological  notes  and  the 
water-color  sketches. 

No  map's  have  been  published  by  this  office  since  the  Indian  Territory 
map  in  1875,  and  none  have  been  submitted  for  publication.  Of  the 
general  work  done  in  the  department,  the  U8ual  reports  of  scouts  and 
marches  are  made,  and  although  the  movements  of  troops  have  not 
been  extensive,  still  a  fair  number  of  miles  is  recorded.  During  the 
calendar  year  1876  a  total  of  4,909  miles  is  reported,*  as  compared  with 
5,341  during  the  preceding  year.  The  members  of  the  engineer  detach- 
ment have  been  employed  as  usual  in  recording  routes  of  march,  in 
instructing  enlisted  men  in  the  methods  of  topographical  work,  and  at 
the  engineer  offices  of  the  department.  The  value  of  the  services  of 
these  men  has  been  again  shown,  and  the  department  commander  has 
recently  called  my  attention  to  his  appreciation  of  their  work,  and  has 
directed  me  to  make  application  for  such  additional  men  as  are  needed 
to  render  the  detachment  efficient.  The  loss  by  suicide  of  Corporal 
William  Holland,  Company  D,  Battalion  of  Engineers,  while  suffering 
under  an  attack  of  acute  melancholia,  has  been  a  serious  one,  and  ex- 
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piratioD  of  term  of  service  has  reduced  the  detachmeDt  to  three  mem- 
bers at  present. 

During  the  summer  of  1876,  a  chain  measurement  of  Quartermasters^ 
Freight  Route  No.  1,  from  Fort  Leavenworth,  Kans.,  to  Fort  Laramie, 
(now  Wyoming  Territory,)  was  done  at  the  request  of  the  Department 
of  Justice,  and  the  officer  in  charge,  Lieut.  C.  C.  Hewitt,  Nineteenth 
Infantry,  made  the  report  as  directed.  This  was  unfortunately  lost  in 
the  mails,  and  Lieutenant  Hewitt  prepared  a  duplicate  report  in  this 
office  which  was  copied  and  the  copy  filed  here.  The  preparation  of  the 
map,  which  was  platted  on  four  sheets  of  double  elephant  paper,  and 
then  a  reduced  copy  made  for  retention,  occupied  several  weeks  of  the 
time  of  the  draughtsman. 

The  reservation  of  Fort  Stanton,  N.  Hex.,  was  redescribed  and  pub- 
lished in  general  orders  from  these  headquarters  during  the  yearjo 
accordance  with  the  resurvey  and  the  reduction  as  prescribed  by  act  of 
Gongress. 

The  preliminary  papers  for  the  declaration  of  a  military  reservation 
at  Fort  Elliott,  Texas,  have  passed  through  this  office,  and  a  survey  was 
made  of  the  lines  of  the  proposed  reservation  by  Sergeant  F.  W.  Maien 
Company  D,  Battalion  of  Engineers. 

A  plat  and  a  description  of  proposed  reservations  at  Fort  Beno, 
Indian  Territory,  for  timber  and  for  the  general  use  of  the  post,  have 
been  prepared  in  this  office,  and  are  now  under  consideration  by  the 
proper  authorities. 

During  my  temporary  absence  on  duty  at  the  Centennial  Exhibition 
at  Philadelphia,  from  October  11  to  December  30, 1876,  the  office  wa« 
in  charge  of  Lieut.  T.  M.  Woodruff,  Fifth  Infantry.  Lieut.  0.  A- 
H.  McCauley,  Third  Artillery,  now  on  duty  in  this  office,  Is  at  present 
engaged  in  a  prolonged  reconnaissance  through  the  mining  regions  of 
Southern  Colorado,  with  orders  to  report  exactly  the  number  of  persons 
at  present  engaged  in  these  mines,  and  to  examine  the  location  and 
condition  of  all  roads  to  these  regions.  He  will  also  report  in  especial 
as  to  the  capabilities  of  certain  points  for  use  as  the  location  of  a  mili- 
tary post  for  the  better  protection  of  the  settlers.  It  is  not  expected 
that  Lieutenant  McCauley  will  do  any  surveying,  but  he  will  make  use 
of  the  maps  furnished  him  by  Lieiit.  G.  M.  Wheeler,  through  the  Chief 
of  Engineers,  and  locate  his  routes  thereon.  He  will  be  engaged  upon 
this  work  during  the  entire  summer,     g 

The  following  maps  have  been  issued  from  the  office  during  the  past 
year: 

Map  of  Indian  Territory,  4  sheets 32 

United  States  military  divisions  and  department's,  Enj^ineer  Bureau 3 

Kaunas,  Indian  Territory,  and  Texas,  Engineer  Bureau 1 

Ute  reconnaissance,  1873 v • 2 

Department  of  the  Missouri,  sheet  No.  2 6 

Department  of  the  Missouri,  sheet  No.  4 6 

New  Mexico,  Morrison,  1875 M 

Miscellaneous  maps 5 

Miscellaneous  tracings  made  and  issued U 

Total 133 

The  sheets  Xos.  2  and  4  of  the  Department  of  the  Missouri  maps  are 
now  out  of  print  and  the  editions  exhausted,  and  but  few  copies  of  the 
Ute  reconnaissance  maps  remain. 

An  unexpended  balance  of  the  appropriation  for  surveys  for  military 
defenses  having  been  again  made  available  by  Gongress,  an  allotment 
has  been  made  to  this  office  for  the  present  fiscal  year  of  $1,200,  and  it 
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18  hoped  that  an  appropriation  for  the  coming  year  will  be  made,  so  as 
to  render  the  office  a^ain  of  the  service  that  it  has  been  iu  past  years. 
Nothing  especial  is  contemplated  for  immediate  field-work,  though,  as 
shown  above,  it  is  very  desirable  that  exhausted  editions  of  useful  maps 
should  be  replaced  by  new  and  improved  issues,  as  was  the  original 
intention  in  the  first  preparation  and  printing,  and  the  exigencies  of  the 
military  service  make  field-work  liable  at  any  moment.  Attention  is 
invited"  to  the  accompanying  report  on  the  survey  of  the  Eed  River. 
Very  respectfully,  your  obedient  servant, 

B.   H.  EUFFT^B, 

First  Lieutenant  of  Engineers. 
Brig.  Gen.  A.  A.  Humphreys, 

Chisf  of  Engineers  U,  8.  A. 


SURVEY  OP  THE  HEADWATERS  OF  RED  RIVER,  TEXAS. 

In  accordance  with  verbal  instructions  from  the  department  command- 
er, and  with  a  schedule  of  written  instructions  prepared  by  myself  and 
approved  by  General  Pope,  I  left  this  post  on  April  25, 1876,  to  make  a 
prismatic-compass  and  theodolite  and  stadia-linesurvey  of  the  head  of  per- 
manent water  of  the  Red  River  of  Texas.  The  party  took  wagon-trans- 
portation from  Dodge  City  to  Camp  Supply,  and  having  obtained  tiie 
necessary  transportation  at  the  latter  point  for  the  whole  trip,  went  on 
to  Fort  Elliott,  Texas.  Here  a  suitable  cavalry  and  infantry  escort  was 
obtained  to  do  the  necessary  labor  and  give  a  proper  protection  during 
the  work.  Fort  Elliott  was  reached  May  6.  The  preliminaries  of  prepa- 
ation  were  made  and  some  work  necessary  to  secure  a  good  start  was 
done,  so  that  the  party  was  able  to  leave  on  the  11th.  The  plan  of  work 
was  as  follows :  The  escort  and  train  proceeded  from  camp  to  camp  by 
the  most  direct  line  or  trail,  and  this  route  was  recorded  by  Sergeant  G. 
A.  Lichtenberg,  Company  D,  Engineers,  by  means  of  the  usual  pris- 
matic-compass and  odometer  readings.  The  start  was  made  as  early  in 
the  morning  as  it  was  light  enough  to  read  the  instruments  by,  and  ex- 
cept in  case  of  an  unusually  long  march,  the  new  camp  was  reached  by 
noon. 

The  stadia-line  was  run  by  myself.  The  meridian  was  determined  by 
an  astronomical  portable  transit  at  each  camp,  when  practicable,  and 
from  the  line  so  established  the  azimuth  of  the  course  was  taken  by  a 
theodolite,  and  was  preserved  throughout  the  march  by  back  sights 
from  each  station  to  the  preceding  one.  The  distances  were  obtained 
by  use  of  the  cross  hairs  of  the  telescope  bisecting  the  two  shields  of  an 
ordinary  leveling-rod,  which  were  separated,  as  directed  by  signal  from 
the  person  at  the  theodolite,  until  the  interval  between  the  shields 
marked  the  angular  distance  of  the  two  parallel  horizontal  wires  of  the 
reticle.  The  two  readings  of  the  shields  were  recorded,  and  the  differ- 
ence gave  this  interval  in  feet  to  the  decimal  of  thousandths.  The  co- 
efficient of  distance  was  obtained  by  carefully  chaining  off  on  the  ground 
ii  thousand  feet,  and  then  by  repeated  measurements  getting  the  angu- 
lar distance  as  given  by  the  difference  between  the  readings.  The  value 
in  decimals  of  a  foot  for  the  stadia-interval  was  thus  given  for  1  foot, 
100  feet,  &c.,  on  the  ground  in  horizontal  distance. 

This  coefficient  was  afterward  tested  by  remeasurements  at  different 
times.  The  method  is  not  intended  for  the  most  accurate  of  work,  but 
under  the  circumstances  the  results  were  good.    It  was  found  that  or- 
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dinary  spider-lines  were  apt  to  sag  in  the  early  morning  when  the  air 
was  damp,  and  when  the  '^  mirage"  became  excessive  in  the  heat  of  the 
day,  difficulty  was  found  in  getting  an  exact  bisection  of  the  shields  from 
their  *'  dancing."  The  rate  of  work  depended  upon  the  facility  with 
which  the  arrangements  were  carried  out.  The  theodolite  was  carried 
on  horseback,  at  a  walk,  the  points  of  the  tripod  being  inserted  at  the 
stirrup  into  a  carbine-sling,  as  a  guidon  would  be  carried  on  the  other 
side.  It  was  found  best  to  use  two  stadia-rods,  alteniately,  as  ainch  de- 
pended upon  judicions  selection  of  stations.  When  the  best  conditioas 
prevailed,  between  2^  and  3  miles  an  hour  could  be  run  upon  the  open 
prairie.  As  high  as  22  miles  were  made  during  a  day's  march.  The 
distances  were  best  maintained  at  about  1,500  feet,  though  one  particu- 
lar advantage  of  the  system  was  well  displayed  in  the  crossing  of  canons 
and  wide  valleys  where  chaining  would  have  been  difficult  or  impossible. 
Indeed,  the  best  results  of  the  method  are  found  in  rough  country.  The 
records  when  reduced  were  platted  by  latitudes  and  departures,  and  the 
error  in  closing  from  Mulberry  Creek  Camp  to  return  to  the  same  was 
about  1  per  cent.  Errors  of  azimuth  were  detected  npon  reaching  the 
following  camp  and  establishing  the  meridian  again;  and  after  a  due  al- 
lowance for  convergence  the  remaining  errors  were  not  found  to  be  ma- 
terial. The  details  of  topography  were  recorded  by  the  recorders  of  the 
stadia  rods,  as  well  as  on  the  prismatic-compass  line,  which  latter  was 
the  longer,  as  the  stadia-line  went  directly  across  obstacles  which  caused 
the  wagons  to  make  a  detour. 

Lieut.  C.  A.  H.  McCauley,  Third  Artillery,  and  Lieut.  T.  M.  Woodruff, 
Fifth  Infantry,  assisted  in  the  selection  of  the  stadia-line  and  its  sta- 
tions, and  enlisted  men  were  soon  taught  to  read  the  verniers  of  the 
level-rods  correctly  and  kept  good  records.  When  passing  through 
country  where  it  seemed  advisable,  Ado  Hunnius,  draughtsman  in  this 
office,  made  topographical  sketches  at  suitable  points  to  catch  the  shape 
of  the  land.  At  other  times  he  assisted  on  the  stadia-line  and  Lieuten- 
ant McCauley  took  the  necessary  sketches. 

Sergeant  G.  A.  Lichteuberg,  Company  D,  Battalion  of  Engineers,  io 
addition  to  his  other  work,  kept  the  meteorological  record,  and  the  man- 
ner in  which  the  observations  were  taken  will  be  found  specified  in  the 
meteorological  report  annexed.  During  the  march  my  own  attention 
was  given  entirely  to  the  stadia-line,  but  during  our  stay  in  camp  I  en- 
deavored to  take  such  geological  notes  as  I  could,  and  a  brief  r^umt 
will  be  found  under  that  head. 

At  night  I  established  the  meridian,  when  practicable,  and  for  this  and 
other  reasons  I  carried  with  me  a  Wiirdeman  portable  transit,  and  iu$ 
an  experiment  a  frame- work  which  could  be  sunk  in  the  earth  and  after 
being  made  solid  by  ramming  the  soil  back  again  around  the  legs,  conid 
be  used  as  the  pier  for  the  instrument.  It  was  my  intention  to  attempt 
to  determine  the  latitude  by  the  prime  vertical  and  the  longitude  by 
lunar  culminations,  in  addition  to  using  the  transit  for  meridiau-liuesand 
for  time.  I  found,  however,  that  I  did  not  stay  long  enough  in  any  one 
place,  and  at  this  writing  I  am  disappointed  in  the  results.  The  lati- 
tude of  two  points  was  attempted.  One  may  be  considered  well  deter- 
mined. Observations  for  lunar  culminations  were  made  at  two  points 
and  the  reductions  are  not  satisfactory  to  me ;  whether  from  lack  of  skill 
in  the  reduction  or  from  inherent  fault  of  the  observations  themselves,  I 
am  unable  to  state.  Possibly  I  expected  to  do  too  much  myself,  and  I 
should  have  succeeded  better  by  taking  more  time  and  being  more  at 
ease. 

Lieut.  C.  A.  H.  McCauley,  Third  Artillery,  joinei  the  party  as  a  vol- 
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unteer  and  gave  me  great  assistance  in  everything  where  intelligence, 
industry,  and  enthusiasm  were  expected.  Although  in  bad  health,  he 
was  always  willing,  cheerful,  and  efficient.  He  made  a  collection  illus- 
trating the  ornithology  of  the  region,  and  brought  back  an  interesting 
series  of  bird  skins,  nests,  and  eggs.  Besides  this  work,  he  rendered,  as 
stated  above,  services  on  the  stadia-line  and  in  taking  sketches  of  the 
topography.  Upon  returning  to  this  point,  he  rendered  me  a  full  and 
interesting  report  on  the  ornithology  of  the  region.  He  afterward  fur- 
nished to  the  survey  conducted  by  Dr.  Hayden  a  copy  of  his  report 
withoht  mentioning  the  matter  to  me  and  requested  its  publication. 
This  was  done,  and  the  report  will  now  be  found  among  the  publications 
of  that  survey,  to  which  it  does  not  in  any  manner  belong. 

Lieut.  Thomas  M.  Woodruff,  Filth  Infantry,  was  engaged  in  his  leisure 
moments  in  making  such  a  collection  of  botanical  and  other  natuAilhis- 
tory  specimens  as  his  facilities  allowed  him  to  do,  and  his  unwearied 
attention  to  this  and  his  faithfulness  in  executing  all  duties  intrusted 
to  him  are  worthy  of  special  mention.  His  reports  on  the  specific  duties 
performed  by  him  will  be  found  appended. 

Lieut.  F.  D.  Baldwin,  Fifth  Infantry,  was  in  command  of  the  escort, 
which  consisted  of  eighteen  enlisted  men  of  the  Fourth  Cavalry  and 
fourteen  of  the  Nineteenth  Infantry,  and  by  his  activity,  energy,  and 
attention  to  details  caused  the  utmost  smoothness  to  exist  in  all  the 
work,  and  the  surveying  parties  were  always  found  ready  for  work,  and 
uninterrupted  by  any  annoyance  or  drawbacks. 

Acting  Asst.  Surg.  W.  E.  Sabin  completed  the  personnel  of  the  party. 

The  first  camp  was  made  at  Cottonwood  Creek,  12 J  miles  west  from 
Port  Elliott,  and  a  delay  of  a  day  enabled  the  party  and  escort  to  be 
suitably  organized  for  work.  The  next  day's  march  was  9J  miles  west, 
to  Big  Springs,  on  the  North  Fork  of  Red  River.  Fort  Elliott  is  beauti- 
fully situated  on  a  high  level  between  two  of  the  heads  of  the  Sweet- 
water, a  branch  of  .the  North  Fork.  An  abundance  of  fine  fresh  water 
and  a  heavy  grove  of  cotton  wood  led  to  its  selection.  Not  far  off  are 
fine  groves  on  several  of  the  adjacent  streams,  which  have  been  heav^y 
drawn  on  for  the  construction  of  the  post  and  for  the  necessary  fuel.  (7ii 
the  north  and  west  the  edges  of  the  upper  level  of  the  Staked  Plains 
appear,  and  outlying  buttes  similarly  capped  with  the  hard  white  lime- 
stone, which  preserves  the  upper  layers  and ;  until  washed  away,  all  that 
may  be  covered  by  it;  are  met  with  from  the  Canadian,  down.  Rolling 
country,  well  grassed  in  the  spring,  extends  to  the  east  and  south,  and 
the  lower  levels  and  valleys  have  as  fine  grazing  as  need  be  wished. 
The  advent  of  the  new  post  and  the  removal  of  the  Indians  have  brought 
many  settlers  into  the  vicinity,  and  milk  and  butter  and  eggs  are  sold 
in  ranches  where  three  years  ago  a  single  company  of  cavalry  was  not 
too  great  an  escort.  Cottonwood  Creek  runs  into  the  North  Fork  some 
8  miles  down  below  our  crossing.  A  ranch  was  found  on  the  creek,  and 
growing  corn.  A  particularly  large  grove  of  cotton  woods  tills  the  bot 
tom,  and  was  the  subject  of  the  first  water-color  sketch  submitted  with 
this  report;.  The  country  of  the  North  Fork  is  much  the  same  as  the 
rest  described,  except  that  more  sand  is  found  than  at  any  other  point 
since  leaving  the  Canadian. 

Upon  leaving  the  Big  Springs  we  entered  directly  upon  the  general 
surface  of  the  Staked  Plains.  From  this  point  to  the  camp  on  McClellan 
Creek,  and  (excepting  the  slightly  rolling  vicinage  of  the  Salt  Fork)  from 
that  point  until  we  came  down  the  raesS.  into  the  Tule  Canon,  we  were 
on  the  upper  level. 

A  description  of  a  monotony  may  be  tiresome  and  monotonous,  but 
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the  reality  need  not  be.  The  long  steady'  view  or  the  gentle  swell, 
and  long,  long  wave  of  the  quiet  parched  plain,  has  a  strange  faeciQa- 
tion,  and  the  .slightest  breai^  to  its  vacuity  has  an  alarming  attraction. 
A  withered  *'  soap- weed"  may  be  a  forest;  its  dead  last  year's  stalk  of 
bloom  may  be  a  painted  warrior.  The  wide  shallow  ponds  may  have 
water  in  them  or  not,  according  as  i)leases  the  sprites  of  the  desert. 
The  white  swells  of  the  canvas  wagon-covers  or  tents  may  loom  ap  and 
waver  as  though  a  monnt-ain  of  snow  in  the  distance,  and  the  dancing, 
quivering  heat  and  flame  between  you  and  them  may  be  those  of  advea- 
turons  souls  who  have  tried  to  reach  the  cool  breath.  The  rabbit  or  the 
startled  antelope  may  be  the  sudden  vision  that  all  eyes  see,  and  the 
bleaching  bones  may  seem  to  be  herds  of  antelope,  deer,  elk,  or  what 
not  aiy  mal,  known  or  unknown.  The  first  low  swell  ahead  of  you  a  hun- 
dred yards  may  magnify  its  short  dried  herbs  to  a  distant  forest  in  the 
misty  morning,  and  the  cliffs  of  the  breaks  8  miles  away  may  really  be 
twice  that. 

The  short  withered  grass,  the  famed  buffalo-grass,  grows  everywhere, 
and  the  sad  signs  of  many  bleaching  carcasses,  and  later  in  oar  journey 
the  occasional  tent  and  wagon  of  the  buffalo-hunter,  and  the  scattered 
bands,  and  their  many  halt,  lame,  and  blind,  show  that  the  buffalo  have 
no  longer  here  a  home. 

As  there  had  been  little  or  no  rain  daring  the  early  spring,  and  as  we 
had  very  little  during  our  trip,  the  ponds  or  drain-basins,  that  are  every- 
where on  the  plains,  had  no  water  in  them,  though  they  were  evidently 
wet  during  some  part  of  each  year.  The  hard,  firm  road  made  traveling 
easy  everywhere  for  man  and  beast. 

The  point  at  which  we  crossed  McGlellan  Creek  was  near  the  head  of 
its  water,  and  we  had  passed  around  the  head  of  its  north  fork  entirely. 
The  creek  was  at  that  place  in  a  caiiou,  some  100  or  more  feet  below  the 
general  level.  Upon  our  return  we  first  struck  the  creek  some  5  miles 
below  this  point,  and  here  we  met  the  finest  grove  Of  cottonwoods  en- 
countered on  the  trip.  It  was  three  or  four  miles  long,  and  the  valley 
\4iS  very  pretty,  with  rolling  hills,  and  a  bottom  in  places  a  quarter  of  a 
mile  wide. 

The  Salt  Fork  and  Mulberry  Creek  were  both  pretty  much  alike,  with 
a  scant  supplj'  of  good  water,  a  few  trees,  and  rolling  ground  at  the 
upper  breaks.    Mulberrj^  Creek,  however,  canons  soon  and  very  deeply. 

The  next  march  brought  us  to  the  main  canon  of  Bed  River,  and  a 
gorgeous  sight  the  first  view  of  it  was.  Down  one  of  its  side  canons  we 
looked  on  the  strange  scene.  Cliffs  of  brilliant  red  sandstone  were  the 
main  walls  of  the  canon,  and  the  cap-stone  the  usual  white  limestone 
of  the  country.  Lower  down  in  the  valley  the  sandstones  are  seen 
to  be  supplanted  by  clays  and  the  gypseous  mixtures  of  lime  and  sand- 
stone and  clays;  the  whole,  so  washed  and  twisted  and  shapen  as  to 
marvel  the  eye  with  its  intricacy  and  daze  it  with  its  brilliancy,  formed 
a  wild  and  enchanting  scene.  So  vivid  are  the  colors  that  I  have  in 
vain  tried  to  secure  from  one  who  has  not  seen  such,  the  recognition  due 
some  of  my  copies  of  the  tints ;  nay,  though  I  have  specimens  of  the 
colored  clays  and  stones  placed  beneath  the  pictures  themselves,  they 
seem  not  to  acknowledge  them  truthful. 

Our  camp,  occupied  near  the  head  of  the  caiion,  was  called  a  perma- 
nent camp,  and  I  submit  a  view  of  the  caiion  tiere.  At  this  point  I 
halted  the  party,  and  devoted  a  week  to  running  a  line  to  the  head  of 
water  on  the  Palo  Duro,  the  northern  of  the  two  streams  which  form  the 
Red  River.  It  had  been  said  that  this  stream  was  many  miles  in  length, 
but  I  traced  it  to  its  head  with  no  trouble  and  then  crossed  south  to 


APPENDIX   RR.  1405 

the  other  stream,  called  the  Tierra  Blanca.  The  route  made  by  Gol.  J. 
I.  Gregg,  of  the  Eighth  Cavalry,  iu  1872,  was  down  this  stream,  and  as 
he  had  been  to  the  head  of  water  there,  it  was  not  necessary  to  go  far- 
ther. The  heads  of  these  streams  and  of  the  Tule,  which  was  afterward 
ascended  to  a  similar  point,  jireseuted  at  these  times  a  very  lovely  pic- 
ture. We  were  above  the  canons,  and  the  low  rolling  banks  of  the 
courses  were  not  enough  to  call  hills.  The  fringe  of  brushes  and  low 
tl^s  near  the  water  opened  into  one  or  two  groves  on  the  Palo  Duro, 
and  the  grass  and  foliage  bore  its  brightest  spring-green.  The  birds 
swarmed  in  the  untouched  wilderness  and  sang  and  twittered  without 
ceasing.  Antelope  in  great  quantity  and  an  occasional  herd  of  mus- 
tangs gave  life  to  the  scene.  The  upper  course  of  the  Tierra  Blanca 
lay  through  marshes  and  low,  flat  meadows,  and  the  whole  evidently 
formed  a  choice  grazing-ground  for  a  limited  number  of  suitable  ani- 
mals. Doubtless  we  saw  it  at  its  best,  but  it  must  always  be  of  value 
as  a  stock-range.  .j  to^fl*"^^ 

I  have  endeavored  to  represent  accurately  and  without  any  exaggera- 
tion the  vivid  tints  of  this  region  in  my  two  sketches  on  the  Palo  Duro 
and  the  Tierra  Blanca.  The  water  of  the  first  stream  contained  small 
catfish  within  2  miles  of  the  head  of  water.  The  upper  course  of  the 
Tule  has  an  exactly  similar  country  to  this,  and  I  went  to  the  head  of 
water  there  also. 

During  my  trip  up  the  Palo  Duro,  Lieutenant  Woodruff  ran  a  line 
to  the  Canadian,  as  described  by  him,  and  of  which  the  two  sheets  14 
and  15  give  the  result.  This  was  done  to  connect  the  work  with  the 
various  surveys  up  that  river. 

At  the  permanent  camp  I  took  a  sketch,  which  exhibits  the  character 
of  the  canon  there  exactly.  It  is  about  250  feet  deep ;  and  about  2J 
miles  below  this  point  are  the  falls  of  the  river.  Here  the  stream 
breaks  through  the  lower  sandstone,  the  second  hard  rock  of  the  series, 
perhaps  250  feet  below  the  top  of  the  caiion.  The  falls  are  about  30 
feet  high,  and  just  below  them  the  gorge  may  be  100  feet  across 
and  50  feet  high,  besides  the  caiion  above  it,  which  may  be  300  feet 
higher,  and  at  the  top  one-third  of  a  mile  wide.  Down  this  gorge  I  rode, 
having  soon  found  a  way  to  get  down  into  it.  At  about  5  miles  below, 
I  found  it  gradually  widening  and  becoming  more  like  the  caiion  in  the 
other  places.  When  I  came  within  sight  of  our  first  camp  on  the  caiion- 
wall,  given  in  sheet  No.  6, 1  rode  up  on  to  the  prairie  and  back  to  camp. 
At  this  point  the  caiion-walls  may  have  been  450  feet  high  and  half  a 
mile  wide.  I  am  confident  this  is  the  place  so  vividly  described  in 
Marcy  and  McClellan's  Red  River  Report,  (p.  55,)  a«  1  have  traced  up  or 
down  every  canon  which  could  fit  their  description,  and  this  comes  the 
nearest  to  doing  it. 

The  narrowest  and  deepest  caiion  met  by  us,  in  a  month's  steady 
search  of  them,  is  that  pictured  by  me  as  Tule  Canon,  which  is  500  feet 
deep  by  the  barometer,  and  about  a  qaurter  of  a  mile  wide  from  top  to  top. 
The  steepest  and  highest  cliff  seen  is  that  painted  in  the  center  of  the 
picture,  and  it  is  126  feet  by  the  barometer.  During  our  stay  in  this 
region  the  closest  search  of  the  members  of  the  party  failed  to  detect 
or  lo  find  any  signs  of  fossils  in  the  main  canon  or  above  it  in  the  two 
creeks  forming  the  main  stream.  I  except  from  this  statement  the  pet- 
rified trunks  of  trees  which  were  occasionally  seen,  and  petrified  rootlets 
which  were  found  in  the  upper  clay  just  under  the  white  or  reddish- 
white  limestone,  which  has  been  so  often  referred  to  as  the  capping 
stone  of  the  region. 

We  remained  five  days  in  camp  at  the  head  of  Caiioncito  Blanco. 
This  enabled  me  to  take  astronomical  observations  for  longitude  and 
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latitude,  and  to  run  a  stadia-line  down  the  canon,  and  to  make  invest!- 
p:ations  into  p^(*olo«y.  Here  we  were  rewarded  for  the  first  time  by  the 
discovery  of  water-worn  lamellibranchiata  Ostrcca,  Oryphcea^  and  others, 
so  worn  as  to  be  unrecognizable.  The  place  where  foun^,  and  a  more 
l>articuhir  description,  will  be  given  further  on.  This  caiion  is  sharply 
c>ut,  narrow,  and  soon  very  deep,  reaching  iu  about  2^  miles  the  same 
depth  acquired  by  the  main  stream  iu  10^.  There  is  found  in  the 
course  of  the  stream,  which  contained  fresh  sweet  water  in  a  rnnning 
brook,  a  narrow  falls,  some  15  feet  high.  At  the  last  point  reached  by 
the  stadia-line,  as  shown  on  Sheet  No.  9,  the  view  ot  the  distant  catioa 
of  the  main  stream  was  very  fine,  and  the  wild  masses  ot  weather-worn 
rocks  seemed  in  their  strangest  confusiou  and  brightest  colors.  The 
channel  of  the  river  was  about  4  miles  distant  from  the  last  point 
reached  on  the  mesa.  The  narrow  canon,  as  is  the  same  case  below  the 
falls  of  the  Red  River,  had  a  choice  covering  of  deciduous  trees,  where  the 
protection  from  storms  and  fires  was  perfect  and  the  water  in  abundance. 
Birds  found  the  caiion  a  natural  abiding  place;  and  there  were  tracks 
of  bears,  and  perhaps  a  ^^  mountain-lion,"  though  we  saw  neither.  An 
unfortunate  buft'alo  straggled  to  the  stream  during  our  stay,  and,  though 
despised  by  his  comrades,  he  seemed  to  be  welcomed  by  our  escort  "  with 
bloody  hands  to  a  hospitable  grave.''  A  heavy  hail-storm  ou  Jane  G 
gave  unexpected  and  unnecessary  animation  to  our  stay. 

As  we  left  this  point,  ou  the  7th  June,  a  caravan  of  New  Mexicans, 
with  women  and  children,  flocks  and  herds,  came  into  camp,  having 
taken  the  night  for  their  march,  as  is  preferred  by  them.  They  were  going 
as  settlers  to  the  Quita  Que  country  to  the  sonth  of  us,  and  as  we  were 
traveling  over  the  field  traversed,  in  i872-'73-'74,  by  the  cavalry  in  chase 
of  renegade  Indians,  the  sudden  appearance  of  this  peaceful  hegira  was 
an  evidence  of  the  improved  state  of  aflfairs. 

We  found  good  water  at  our  next  camp,  which  was  at  the  head  of  a 
small  canon  as  it  broke  through  the  mesa.  Indeed,  from  what  the 
guides  reported,  and  from  what  I  deduce  from  the  geological  relations  of 
the  region,  good  water  may  be  found  near  the  head  of  any  side  canoa 
to  the  west,  or  north  and  west  of  the  main  canon  at  points  where  the 
two  water-bearing  rocks,  the  upper  or  limestone  near  the  surface,  and 
the  lower  conglomerate  some  350  feet  below  the  upper  level,  crop  out 
into  the  section.  I  say  may  be  found,  and  an  inspection  will  soon  show 
whether  or  not  a  search  would  be  worth  while ;  because  the  highest 
point  or  line  on  the  plains  is  directly  west  of  the  main  caiion,  and  the 
water  flowing  eastward  is  in  general  following  a  direct  course,  or,  an 
most,  is  gathered  by  gentle  slopes  into  troughs,  which  empty  into  the 
side  caOons.  Any  water  flowing  into  the  streams  from  any  source  be- 
low the  conglomerate  may  be  tainted  from  the  gypseous  formation  and 
its  concomitants.  So  the  streams  to  the  north,  Mulberry  Creek  and 
Battle  Creek,  have  only  a  limited  source  of  supply,  and  that  from  the 
north ;  while  the  side  caiionsof  the  main  caiion  to  the  sonth  and  east  of 
the  great  bend  need  not  be  searched  for  good  water. 

In  traveling  up  the  bed  of  the  main  river  from  the  month  of  the  Tale, 
each  side  canon  to  the  left  may  be  explored  in  the  confident  belief  of 
finding  good  water  in  a  distance  of  a  mile  at  least,  while  the  streams 
from  the  north  and  east,  containing  a  much  larger  flow  of  water,  are 
inexpressibly  nasty  to  the  taste — worse  than  the  main  stream  in  factj 
and  upon  examination  the  sources  of  these  side  afiQueuts  may  be  found 
within  a  mile  or  so  of  the  main  bed. 

The  descent  from  the  edge  of  the  mesa  into  the  cation  of  Tnle  Creek 
was  made  with  difficulty  by  the  wagons,  and  the  fall  of  about  1,000  feet 
was  effected  in  3  miles. 
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The  topography  of  this  region  is  well  illustrated  by  Sheet  No.  11. 
We  were  now  fairly  in  the  alkali  region,  and  the  water  of  the  Tule 
was  serviceable  without  the  addendum  of  soap.  The  valley  was  verdant 
with  rank  vegetation,  and  through  part  of  its  course  had  good  groves  of 
deciduous  trees.  The  camp  was  established  at  the  mouth  of  the  stteam, 
and  I  went  to  the  head  of  the  creek  and  found  it  of  the  same  character- 
istics as  described  for  the  Palo  Duro  and  Tierra  Blanca.  The  creek  is, 
however,  of  good  length  and  volume  of  water,  and  where  it  broke  into 
its  canon  I  saw  the  finest  exhibition  met  with  during  the  trip  of  the  per- 
pendicular-walled canon.  It  was  impossible  to  descend  with  the  horses, 
and  only  after  some  two  hours  of  hard  climbing  did  we  reach  the  bot- 
tom. The  barometer  showed  a  fall  of  500  feet.  While  making  this  trip 
we  saw  another  New  Mexican  emigrant  with  two  wagons  at  the  crossing 
of  the  stream  above  the  head  of  the  canon.  My  return  to  camp  found 
the  party  amply  satisfied  with  four  days  of  epsom  salts,  and  we  were 
ready  to  move  the  next  day.  The  sketch  showing  the  mouth  of  Tule 
Greek  is  made  from  its  south  bank,  and  looking  north  the  river-bed  may 
be  half  a  mile  wide,  and  as  it  glitters  in  the  sun  is  as  dazzling  almost  as 
snow.  The  quivering  heat  and  the  disagreeable  odor  make  the  passage 
up  its  bed  even  for  3  miks,  at  5  o'clock  in  the  morniujg,  anything  but 
pleasant. 

Our  camp  on  Battle  Creek  was  on  the  scene  of  an  encounter  between 
Col.  N.  A.  Miles,  Fifth  Infantry,  and  the  hostile  Indians,  on  August  30, 
1874.  Between  Tule  Creek  and  D  Company  Creek  we  made  two  marches 
among  the  rolling  plains  and  hillocks  at  the  foot  and  along  the  edge  of 
the  Staked  Plains.  Just  before  reaching  D  Company  Creek  we  crossed 
Mulberry  Creek.  These  streams  have  a  limited  supply  of  brackish  water, 
and,  although  they  may  furnish  a  limited  area  for  stock  purposes,  they 
will  not,  I  tear,  ever  be  of  much  value. 

The  scrubby  cedars,  which  enjoy  a  growth  in  all  situations  where  sand 

and  drought  make  their  existence  pleasant,  are  here  found,  as  well  as 

scattering  on  the  sides  of  the  canons  anywhere  and  everywhere.    We 

killed  at  D  Company  Creek  a  black  bear,  the  only  one  seen  on  the  trip, 

and  a  scrubby  fellow  at  that. 

During  the  camp  at  the  mouth  of  the  Tule  the  party  feasted  on  deer, 
antelope,  bufiTalo,  young  and  old,  to  their  heart's  content,  and  until  pork 
again  grew  to  be  a  luxury. 

We  were  now  in  the  buffalo' country,  but,  instead  of  the  countless  herds 
of  fi%'e  years  before,  the  bands  were  small  and  not  numerous.  Thou- 
sands ran  where  tens  of  thousands  were  found  in  1872,  and  the  great 
numbers  of  maimed  who  had,  though  wounded,  escaped  the  knife  of  the 
buffalo-hunter,  testified  to  the  approaching  doom. 

We  encountered  these  herds  from  this  time  until  our  arrival  at  Camp 
Supply,  and  we  met  occasional  parties  of  hunters  hanging  on  the  flanks 
of  the  herd.  The  buftalo  are  already  so  few  in  number  that  the  pursuit 
is  not  very  remunerative,  and  I  doubt  if  any  who  were  out  made  much 
more  than  a  fair  living  by  their  campaign.  Indeed,  one  of  our  scouts 
told  me  ^Mt  didn't  pay,"  and  as  he  himself  was  engaged  in  this  work 
when  most  attractive,  and  had  made  with  one  partner  $975  in  two  weeks, 
from  skins  obtained  in  the  Arkansas  Valley,  in  1873,  he  probably  knew. 
He  gave  me  this  as  the  best  he  had  done. 

From  D.  Company  Creek  we  again  ascended  to  the  plains  and  connected 
our  line  with  that  of  the  outgoing  part,  at  the  camp  at  Mulberry  Creek, 
licaving  the  party  in  camp  here,  I  rode  southwest  to  the  caiion  again, 
and  down  and  across  it  to  a  point  not  far  from  our  Camp  Cent.  Lieu- 
tenant McCauley  had  made  a  recounoissance  from  the  camp  on  Tule 
Creek  up  to  this  point,  and  I  now  connected  my  line  with  his.    A  part 
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of  the  topography  thus  given  is  foandon  the  sheets,  bat  the  whole  can- 
not be  put  down  until  a  general  map  is  made;  but  I  have  not  as  yet 
been  able  to  commence  this.  The  caiion  here  has  magnificent  propor- 
tions. At  the  point  where  I  descended  the  walls,  it  may  be  8  miles  wide, 
though  it  spreads  as  the  lower  course  of  the  stream  turns  southwardly. 
Tbe  upper  walls  may  be  300  feet  high,  and  a  plateau  then  stretches  to 
near  the  river  proper.  The  plateau  is  seamed  with  watercourses,  and 
the  main  walls  are  indented  by  '^  breaks."  Tbe  river-bed  has  imm^iate 
inclosing-hills  of  300  or  more  feet  in  height,  and  on  the  west  the  mesa- 
walls  rise  nearer  the  river  and  are  more  sharp.  The  short  water-coarsen 
of  the  plateau  are  the  affluents  from  the  north  quoted  by  Marcy  and 
McOlellan.  During  this  ride  I  found  a  few  shells  in  a  conglomerate, 
about  200  feet  or  more  above  the  river,  and  at  the  place  we  camped. 
Perhaps  the  spot  was  3  or  4  miles  from  Camp  Cent.  During  my  absence 
Lieutenant  Woodruff  ran  a  short  line  down  Mulberry  Greek,  and  the 
evening  of  my  return  to  camp  was  celebrated  by  a  brisk  hail-storm  and 
an  attempt  at  stampede  of  the  mules. 

From  this  point  we  returned  directly  to  Fort  Elliott.  The  line  of 
march  was  to  the  east  of  that  taken  on  the  outward  march.  The  pris- 
matic compass-line  was  the  only  one  recorded  on  the  return. 

We  camped  on  McClellan  Creek,  at  the  junction  of  its  two  forks, 
and  in  the  fine  grove  of  cotton  woods  already  spoken  of.  Beaching  Fort 
Elliott  June  21,  the  escort  was  returned  to  duty  at  its  post,  and  it  gave 
me  pleasure  to  express  to  the  commanding  officer  the  entire  satisfaction 
felt  at  the  willingness,  interest,andsoldierly  bearing  of  the  escort,  during 
their  performance  of  the  duty  expected  of  them. 

We  arrived  at  Dodge  City  on  June  28.  The  general  mileage  made  was 
as  follows : 

MU  ... 

Stadia  line  complete *>&> 

Prismatic  compasM-line 4ot> 

Horseback  reconnaisBaDoe 175 

Total 8^5 

Fort  Dodge  to  Fort  Elliott  and  return  37(» 

Total  mileage  surveyed  and  by  wagon I,;i55 

The  general  results  were  gratifying  in  showing  that  my  map  of  the 
.  Indian  Territory  was  quite  correct,  and  my  survey  but  confirmed  my 
deductions  and  conclusions  from  prismatic  compass-lines  already  on 
hand. 

On  working  up  the  report  I  have  met  with  much  difficulty.  Soon 
after  coming  back  Lieutenant  Woodruff  was  detailed  in  the  office  to 
work  up  his  own  notes,  but  was  soon  relieved  and  went  with  his  regi- 
ment to  Dakota.  Lieutenant  McCauley  was  afterward  on  duty  but  to 
be  relieved  and  ordered  to  Washington.  I  myself  was  absent  two  months 
and  a  half,  and  I  had  no  funds  to  hire  a  draughtsman.  I  have  made 
some  remarks  in  my  geological  notes  which  may  be  of  interest  as  to  the 
features  of  the  country.  As  to  its  economical  value  it  will  be  recollected 
that  my  notes  commence  and  end  at  or  near  the  Staked  Plains,  and  that, 
whatever  may  be  the  future  of  the  country,  the  needs  for  it  are  not  ap- 
parent as  yet ;  and  with  the  miles  and  miles  of  fair  grazing-land  in  the 
Indian  Territory  and  in  Kansas  as  yet  unflecked  with  peaceful  herds,  I 
see  no  reason  for  speculating  on  the  use  of  the  Staked  Plains.  For  the 
present  it  will  suffice  us  to  know  where  we  may  go  and  how  we  shall 
best  travel,  and  where  the  best  roads,  wood,  water,  and  grass  may  be 
found. 
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REPORT  OF  IJKUTBNANT  THOMAS  M.  WOODRUFF,  FIFTH  INFANTRY. 

Fort  Leavenworth,  Kansas,  February  1, 1877. 

Sir  :  I  have  the  honor  to  snhmit  the  following  report  upon -my  trip  from  the  perma- 
nent camp  on  Red  River  to  the  Canadian  River: 

In  accordance  with  yonr  instrnctions  to  rnn  the  stadia  line  np  to  the  Canadian  River,  I 
organized  my  party,  consisting  of  Sergt.  G.  A.  Lichtonberg,  Company  D.  Engineers;  scout 
Dixon,  with  one  corporal  and  eight  men  ;  one  wagon  and  seven-days^  rations  and  for- 
age, as  follows:  To  Sergeant  Lichtenberg  I  intrnsted  the  keeping  of  the  prismatio 
compass  and  odometer  readings.  The  scout  Dixon  and  Corporal  Merriam,  of  Company 
M,  Fourth  Cavalry,  rode  some  distance  in  advance  and  chose  stations.  Private  Replogle 
had  the  stadia  rod,  and  privates  Hall,  Kirch,  and  Hope  assisted  me  as  flagmen.  I  my 
self  took  Aloe  theodolite  No.  93.  Scout  Dixon  informed  me  that  it  was  quite  a  long 
distance  from  the  permanent  camp  to  the  next  water ;  therefore,  in  order  to  gain  time, 
and  run  the  line  more  quickly,  I  left  the  camp  at  1  o'clock  on  the  2td  of  May,  taking 
only  the  working  party,  and  ran  the  line  out  about  5  miles.  I  returned  to  the  camp 
about  6  p.  m.    The  afternoon  had  been  cloudy,  but  very  cool  and  pleasant. 

At  5  o'clock  on  the  morning  of  the  24th  of  May,  I  left  the  camp  with  my  whole  party 
and  reached  the  last  station  of  the  previous  day  at  6.30  o'clock.  The  morning  was 
cold  and  cloudy,  with  a  heavy  mist ;  cool,  northerly  wind.  Everything,  however,  was 
favorable  for  taking  readings,  and  I  made  rapid  progress  until  9.30  o'clock,  when  the 
sun  came  out  very  bright,  driving  away  the  mist.  Soon  after  this,  and  during  the 
remaind<*r  of  the  day,  the  mirage  troubled  me  a  great  deal,  and  the  heat  was  intense. 
About  11.30  o'clock  a  triop  of  about  a  dozen  wild  norses  came  very  near  my  party — so 
near,  in  fact,  as  almost  to  stampede  our  horses.  The  wild  horses  were  very  fleet,  and 
were  not  at  all  curious,  for  they  kept  on  their  course  without  stopping.  They  presented 
a  beautiful  sight  as  they  galloped  swiftly  past. 

Scout  Dixon  had  conducted  the  wagon  and  the  portion  of  the  detachment  not  work- 
ing with  me  to  a  point  near  the  head  of  the  Rio  Piedroso,  where  we  camped,  reaching 
this  place  about  3.15  in  the  afternoon.  The  distance  from  the  permanent  camp  was  17 
miles  1,137  yards.  The  country  over  which  we  had  passed  during  the  first  part  of  the 
day,  for  about  14  miles  presented  all  the  charact^eristics  of  the  Staked  Plain ;  the  re- 
mainder was  gently  rolling,  indicating  the  proximity  of  a  stream.  At  our  camp  we 
found  a  series  of  ()Ool8  of  good,  clear  water,  apparently  permanent  springs.  There 
were  a  few  cottonwood  trees,  and  the  grazing  for  the  animals  was  good.  While  my 
dinner  was  being  prepared  I  made  collections  of  botanical  and  entomological  speci-< 
mens,  which  were  about  the  same  as  those  that  I  had  collected  at  the  permanent 
camp. 

On  the  25th  I  broke  camp  at  daylight  and  left  at  5.20,  taking  nearly  a  northwesterly 
direction  ;  the  country  became  more  and  more  hilly,  and  finally  very  much  cut  up  with 
deep  arroyas.  We  reached  camp  about  midday,  having  made  10  miles  H81  yards.  The 
day  was  cool  and  pleasant,  and  tine  for  working.  Our  camp  was  located  about  a  mile 
above  the  mouth  of  May  Creek,  which  runs  into  the  Canadian.  As  we  neared  the 
Canadian  I  noticed  that  the  hills  were  composed  largely  of  drifr,  with  ontcroppings  of 
limestone  and  red  and  yellow  sandstone.  Our  camp  on  May  Creek  was  in  a  very 
pretty  little  grove  of  cottonwood.  The  water  here  was  not  very  good,  being  slightly 
alkaline.  After  dinner  I  walked  down  the  creek  to  the  river,  which  I  found  contained 
a  large  flow  of  water,  and  the  bed  was  about  300  yards  wide.  On  the  north  side  of  the 
Canadian  the  bluffs  were  more  abrupt  and  higher  than  on  the  southt  On  the  west 
bank  of  May  Creek,  right  at  its  mouth,  there  is  a  hill  about  60  feet  in  height,  on  the 
top  of  which  I  found  a  space  of  about  12  feet  square,  marked  out  by  stones ;  it  seemed 
to  be  a  grave,  and  after  digging  and  scraping  around  with  my  sheath-knife  I  found 
several  arrow-heads  of  flint.  I  sbonld  like  to  have  investigated  this  further,  but  I  had 
to  return  to  camp  before  darkness  set  in. 

On  this  same  day  Sergeant  Lichtenberg  and  scout  Dixon  went  some  5  miles  up  the 
river,  the  sergeant  making  a  very  accurate  topographical  sketch  accompanying  his 
notes. 

On  the  26th  I  broke  camp  at  daylight.  I  sent  Sergeant  Lichtenberg  with  a  small 
^nard  and  the  wa^on  back  to  our  camp  of  the  24th.  I  ran  the  stadia  line  about  5^ 
miles  down  the  river ;  it  consumed  a  great  deal  of  time,  owing  to  the  very  rough 
nature  of  the  ground.  My  last  station  was  on  a  very  high  hill,  near  the  mouth  of 
Muster  Creek  or  the  Arroya  Bonita,  in  the  valley  of  which,  some  3  or  4  miles  distant, 
were  several  large  cottonwood  groves.  On  the  hills  that  I  this  day  passed  over,  I  re- 
marked the  frequency  of  cedar  trees,  of  a  rather  stunted  erowth ;  there  were  somp, 
however,  that  attained  considerable  height.  I  suppose  that  the  general  level  of  the 
tops  of  these  hills,  which  were  largely  composed  of  gravel,  was  about  150  feet  above 
the  valley  of  the  Canadian.  A  little  below  the  month  of  the  Arroya  Bonita  the  Cana- 
dian makes  a  sharp  turn  toward  the  north,  forming,  I  suppose,  the  Great  Bend.  From 
our  camp  of  the  previous  night' to  this  point  our  course  had  been  nearly  east.  After 
making  a  topographical  sketch  I  assembled  my  party,  and  taking  about  a  southerly 

89  E 
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conrBe  over  conntry  similar  to  that  that  we  had  juBt  passed  over,  we  arriTed  at  cor 
camp  of  the  24th  instant  about  2  o'clock,  having  had  a  very  hard  day's  work. 

Ou  the  27th  I  broke  camp  at  5  o'clock,  and  reached  the  permanent  camp  on  Red  Ritct 
at  10.30  a.  m.    It  is  a  curious  fact  that  during  the  three  nights,  while  I  was  on  tbU 
reconnaissance,  we  had  very  heavy  rains,  accompanied  by  thunder  and  lightning,  asd 
this  in  a  region  that  has  always  been  thought  to  be  very  dry. 
I  am,  sir,  very  resptctfully,  your  obedient  servant, 

Thos.  M.  Woodruff, 

lAenteHant  Fifth  Infanirf. 
Lieut.  E.  H.  Ruffncr, 

Corps  of  EngineerSf 

Chief  Engineer  Department  of  the  Miseouri. 


heteorolooigajL  report. 

As  the  country  to  bo  traversed  was  but  a  rolling  prairie,  and  the  dif- 
ferences in  altitude  were  not  expected  to  be  very  great,  it  was  thought 
a  constant  reference  could  be  made  to  a  barometrical  base  at  Dodge 
City ;  one  of  the  stations  of  the  signal-service  of  the  Army ;  a  point  at 
no  time  more  than  225  miles  distant  from  the  working  parties.  Any 
inaccuracies  arising  from  the  necessary  assumpt'.ou  that  abnormal 
changes  of  pressure  at  the  one  station  were  probably  equally  experi- 
enced at  the  other,  were  believed  to  be  less  than  would  be  errors  in  the 
determination  of  a  mean  barometrical  reading  for  a  station  occupied 
for  the  short  time  which  could  at  best  be  devoted  for  this  purpose. 
Two  or  three  i)oints  were  to  be  determined  by  several  days'  barometrical 
observations,  and  the  difference  of  altitude  between  these  points  and 
Dodge  City  being  dete^rmined  by  this  series,  the  relative  altitudes  of 
neighboring  points  would  probably  be  fairly  accurate. 

In  conducting  the  survey  three  points  in  the  field  were  occupied  long 
enough  to  enable  parties  to  make  surveys  in  various  directions,  thus 
determining  at  the  same  time  with  the  other  work  profiles  of  the  lines 
surveyed.  The  instruments  used  were  a  mountaiu^barometer,  Ko.  392, 
made  by  J.  Green,  of  New  York,  and  two  aneroids  made  by  Cassella, 
and  marked  B  and  C.  The  tube  of  the  mountain  barometer  was 
broken  twice  ou  the  trip,  but  the  frequent  comparisons  between  the 
aneroids  and  the  mercurial  during  the  survey,  and  the  comparison  be- 
tween all  of  these  instruments  and  the  barometer  at  the  Dodge  City 
station,  both  going  and  coming,  gave  satisfactory  results,  and  proved 
the  instruments  to  be  good  ones.  I  did  not  have  a  wet-bulb  thermom- 
eter, and  the  observations  for  humidity  are  therefore  wanting.  As  the 
general  character  of  the  country  is  very  nearly  the  same  as  at  the  me- 
teorological base,  it  is  probable  that  but  little  difiSerence  in  the  condition 
of  the  atmosphere  arose  from  this  reason,  and  it  is  certain  that  the 
error  arising  from  the  omission  of  the  humidity-terms  is  less  than  that 
which  necessarily  was  introduced  by  the  starting  assumption  of  com- 
paring our  observations  with  the  distant  base. 

HORARY  CURVES. 

Horary  curves  were  determined  wherever  practicable,  and  great  care 
was  taken  that  these  observations  should  be  as  accurate  as  possible. 
The  following  table  of  corrections  is  given,  determined  on  the  dates 
notw' 
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ft© 

Fort  Blliott,  Tex.,  May  6 
and   10,  inclusive,  and 
June  21  and  88. 

Tule  Creek  Camp,  June 
9andll,inoloaiye. 

Camp  Supply,  A  pril  30  and 
May  1  and  3,  incluaive. 

Mulberry  Creek,  June  17 
and  18. 

Cafionoito  Blanco,  June  5 
and  6. 

AlUtnde. 

2,479 
feet. 

8,595 
feet 

8,890 
feet. 

1.901 
feet. 

3.106 
foot 

• 

3,491 

feet 

7  a.  m  ....................._....................... 

-.011 
-.040 
-.043 
-.044 
-.044 
—.025 

-.039 
-.048 
-.039 
-.034 
-.014 
-.005 

-.076 
-.067 
-.050 
-.033 
-.022 
-.012 
—.004 

-.004 
-.037 
-.055 
-.063 
-.050 
-.096 
-.009 
-.008 

-.035 
4-.  003 
--.Oil 
-.005 

—.031 

6  a.  m 

—.017 

9a.  m. .........  .................................... 

—.083 

10 a.  m. 

-.033 

11  a.  m. ...•...•.....•«......••..... ................ 

-f.002 
-.001 
--.003 
-  -.  Oil 
--.015 
4-.  015 
-f.019 
4-.  018 
4-.  015 

--.on 

--.007 

—.041 

1-2      m 

-.083 

1  p.  m..... ....................................... •■ 

k003 
-.006 
-.027 
-.040 
-.044 
-.053 
-.053 
-.033 
-.004 

k016 
-.030 
-.031 
-.046 
-.027 
-.096 
k014 

—.011 

2 p.  m. ............ ...........  ...................... 

k007 

-.039 

-.060 

-.083 

-.083< 

-.059 

-.034 

-.038 

-.020 

-.015 

-.013 

-.007 

3p.  m. ........•&..........«............ ............ 

'    _ 

f-.014 
kOJ8 
-.071 
-.074 
-.088 
-.081 
-.088 

h.057 

4d.  m...... 

kOSO 

5  p.  m. ...........••....•.•••....•••...... .•••.•.••• 

-.060 

6d.  ni.... - - 

h.053 

7  D.  m... ........................... ................ 

k040 

8  p.  m...... ............................... ......... 

-.004 
-.033 
-.016 
-.023 
-.Oil 

-.025 

9p.  m 

'  (OH 

10  D.  m...... 

-.004 
-.015 
-.008 
-.012 
-.009 
-.014 
-.(102 
-.023 
-.008 

11  p.  m... 

.00 

la^.  m  

1  a.  m.'. ...................... ................. .T.. - 

k013 
-.034 
-.047 
-.020 

-.010 
-.081 
-.033 
-.033 
-.047 
-.068 

-f-.oia 

2a.m 

3a.  m...... 

4  a.  m....... ......... ....................... ..T-T-- 

5a.m .......... . ................ 

-.017 
-.087 

-I-.009 
+.003 

6  a.  m.. 

-.055 

-.083 

A  partial  determination  of  horary  corrections  was  made  at  the  follow 
ing  points : 


Firat  oarop  on   Bed 
RiTer,  May  18  and 
19. 

Altitude. 

3567.7 
eet 

3434. 

• 

7  i^m......... .................................... ............................... 

-.049 
-.050 

—.083 

10.27  a.m .........................'...... 

—.074 

2d.  m... ............................................................... .......... 

-.047 
-.078 
-.080 
-.007 

3  D.  m.... ................................................ ....... ................. 

H-.049 
4-.  034 

9p.  m.. ......>.>.. ..«.T.... t«.r-*--..'T-T«--rTrT 

1A  p.  m....T.,.,...T... •r.«......T«... ........... ...........,...^...«r -r. T-- 

6a.m...... 

- 

-.038 

—.066 

These  tables  are  prepared  from,  at  best,  bnt  a  limited  number  of  ob- 
servations, and  shoald  not  be  considered  as  more  than  approximate.  At 
the  individaal  points,  however,  the  determinations  seem  to  have  been 
fairly  aocarate,  judging  from  the  closeness  of  the  range.  At  Dodge  City 
the  horary  curve  was  determined  for  April  26  and  27  and  for  June  28 
and  29.    The  mean  of  the  range  between  individual  hourly  results,  as  de- 
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termiDed  by  tbe  two  series,  is  0^^013  of  the  barometical  scale.  Althongh 
probably  an  accident,  this  close  agreement  between  resalts  at  times  tvo 
months  apart  shows  that  the  values  of  the  corrections  are  probably  safely 
close  in  calculating  the  differences  of  altitude  during  the  intervening 
period.  Five  days'  record  at  Fort  Elliott  and  four  at  the  camp  on  Tole 
Greek  gave  each  as  the  mean  of  the  range  in  the  results  for  determina- 
tion of  individual  hour  corrections  0".019  of  the  scale.  This  close  agree- 
ment is  also  a  satisfactory  evidence  of  probably  equally  accurate  and  close 
results.  These  three  points  have  about  the  same  altitude,  and  are  bat 
a  degree  distant  in  longitude.  We  might  expect,  1  presume,  a  closer 
agreement  between  the  three  curves  than  is  exhibited,  but  I  think  my- 
self that  the  location  of  the  camp  on  Tule  Greek,  being  in  a  canon  1,200 
feet  deep,  with  walls  at  least  4  miles  distant  in  any  direction,  and  thus 
probably  affected  by  rapid  heating  of  the  somewhat  confined  body  of 
air,  probably  presents  causes  for  rapid  and  great  variation  of  the  pres- 
sure not  experienced  by  the  prairie-situations  of  the  other  two  points. 
The  curve  at  Fort  Elliott  was  determined  from  the  mean  of  five  days* 
observations,  excepting  the  corrections  for  the  hours  between  10  p.  m. 
and  5  a.  m.,  which  depend  upon  one  day's  observations  only.  K  we  omit 
these  hours,  we  shall  see  a  close  agreement  between  the  curves  of  this 
place  and  of  Dodge  Gity.  It  may  not  be  uninteresting  to  compare  the 
table  of  corrections  obtained  by  taking  the  mean  of  these  two  determi- 
nations with  the  table  used  by  Lieutenant  Whipple,  in  his  survey  of  the 
35th  parallel,  (Pacific  Eailroad  Reports,  vol.  iv,  p.  257,)  and  applied  to  tbe 
barometical  observations  between  camp  32  and  the  Laguna  Golorado^ 
essentially  the  same  country. 

The  scale  used  by  LieutenantWhipple  was  deduced  from  observations 
at  Washington  and  Philadelphia,  and  modified  to  conform  to  the  sup- 
posed climate. 

Tbe  mean  deduced  by  myself  may  be  considered  as  that  of  seven 
days'  observations  in  May  for  a  point  at  an  altitude  of  2,500  feet,  latitude 
350  30'  and  longitude  100^  west  from  Greenwich.  The  differences  given 
between  the  two  series  are  obtained  by  subtracting  Li  eutenant  Whipple's 
curve  from  mine. 

TABLE  COMPARENG  HORARY  CORRECTIONS. 


6a.  m 
7a.  in 

8  a.m 

9  a.in 

10  am 

11  a.  m 
13  m... 

1  p.  m 
9p.m 
3p.  m 
4p.m 
5p.  ra 
6p.m 
7p.m 
8p.  m 
9p.m 


Lien  t.  Whipple 
1853.    . 


-.007 
-.020 
-.030 
-.040 
-.050 
-.055 
-.085 
-.005 
--.015 
--.030 
--.045 
--.050 
--.030 

--.oao 

--.005 
+.000 


Lieat  Rnffiner, 
1678. 


-.018 
-.025 
-.044 
-.041 
-.039 
-.0» 
-.015 
--.009 
--.018 
--.0» 
--.043 
--.036 
4-.  039 
--.034 
--.014 
-.014 


DiflteeDoe. 


-.on 

-.065 
-.014 
-.001 

H-.oii 

--.026 
--.010 
--.014 
--.06S 
-.001 
-.00» 
-.014 
009 
.614 
-h.6« 
-.614 


The  agreement  between  the  two  series  from  and  after  the  12  m,  cor 
rection  is  noticeable.  The  maximum  of  Lieutenant  Whipple^s  carve  was 
placed  at  11  a.  m.,  an  assumption  which  later  authorities  have  corrected. 
1  believe  at  most  of  the  interior  stations  of  the  United  States  the  maxi- 
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mam  is  now  given  between  9  and  10  a.  m.,  or  nearly  there.  Of  the  re- 
maining series,  the  oue  at  Mulberry  Greek  is  not  considered  reliable,  as 
the  determination  rests  upon  24  hours' readings  only,  and  the  only  really 
violent  storm  of  the  trip  occurred  there.  Tbe  camp  was  situated  also 
in  a  narrow  canon,  and  I  am  now  inclined  to  believe  such  locations  en- 
tirely unsuitable  for  barometrical  observations. 

Thinking  that  the  elements  used  in  calculating  the  various  horary 
curves  might  be  of  service  in  the  future,  I  have  prepared  the  following 
table,  giving  the  horary  corrections  as  determined  by  each  day's  obser- 
vations, and  following  the  m^an  of  the  results  for  each  is  the  mean  of 
the  variations  of  individual  results  from  their  mean. 
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Camp  Supply,  Indian  TerrHory^ 


Hour. 


May. 

L 

2. 

3. 

-.019 

+.021 

-.0.26 

+.035 

+.  003 

-.062 

+.0.12 

+.017 

—.079 

-.004 

—.106 

-.004 

—.112 

—.017 

-.062 

—.059 

-.040 

—.026 

— .  002 

5  a.  m . . 

6  a.  m. . 

7  a.  m.. 

8  a.  m.. 

9  a.  m.. 
16  a.  la.. 

11  a  m.. 

12  m.... 
1  p.  m . . 

Mean  of  range  between  resalta 


2v 

Mean. 

m 

Hoar. 

+.002 

.020 

2p.m 

+.  003 

.020 

3p.m  ... 

-.004 

.039 

4p.m — 

-.037 

.042 

5  p.m 

-.055 

.051 

6p.  m 

-.063 

.032 

1  7  p.  in 

-.050 

.009 

'  8p.m.... 

-.026 

'  9p.m — 

—.002 

I 

1. 


+.002 
+.034 
+.058 
+.071 
+.074 
+.088 
+.081 
+.084 


Maj. 


2. 


-.004 
+.003 


—.001 


Mean. 


—.022 

+.006 


+.004 


-.008 
+.014 


+.071 
+.074 

+.088 
+  .081 
+.028 


m 


.009 
.003 


035 


±.02T 


Permanent  Camp  on 

Red  BiveTf  Texas. 

Hoar. 

■ 

May. 

Mean. 

2» 

m 

Yv 

2L 

2a 

29. 

30. 

31. 

Vi 

6  a.m..... ....... ........ 

-.044 
-.046 
-.041 
+.002 
+.079 
+.041 
+.045 

+.  02     -.  010 
+.02  '  —-02ft 

-.067 
-.077 
-.185 
+.047 
+.076 
+.021 
u..nOfi 

-.087 
-.105 
-.013 
+.130 
+.157 
+.100 
-U.O.'M 

-.038 
-.049 
-.059 
+.047 
+.072 
+.020 
-t.-007 

.031 
.032 
.050 
.036 
.049 
.029 
.035 

-.012 
-.017 

-.o:« 

+.017 
+.042 
-.008 
-.008 

.016 

7  A.  m 

.016 

10.37  a.  m.. 

-.03 

.00 

.00 

-.02 

—.02 

-.027 
+.054 
+.046 
-.044 
— .04R 

.006 

Sp.  m 

.020 

8  p.  m .................... 

.028 

9  p.  m 

.034 

9.^  p.  m 

|f35 

Mean  of  range  heiwe 

en  resalt 

a... - 

±.037 

±.022 

I  can  offer  no  explanatioa  which  can  accoaat  for  the  extreme  range 
in  the  results  at  tliis  point,  bat  that  the  final  resalts  are  of  value  may 
be  seen  in  the  fact  that  the  probable  error  of  the  final  results  and  of  a 
single  observation  for  the  altitude  of  this  point  deduced  from  compari- 
sons with  the  record  at  Dodge  City  is  almost  the  same  as  the  same 
quantities  deduced  in  the  same  way  for  the  mouth  of  Tule  Creek,  a  point 
where  the  range  in  the  determination  of  the  horary  corrections  was  only 
half  as  great  as  at  this  camp.  Oa  the  3Qth  and  3Ist  of  May  great  dis- 
turbance in  the  atmospheric  pressure  is  reported  at  Dodge  City.  If 
these  two  days  are  omitted,  the  corrections  become  very  nearly  the  same 
as  those  obtained  for  the  general  table,  there  being  only  an  average  dif- 
ference of  +0.005  inch  between  the  two  series  in  individual  readings. 
I  did  not  feel  justified  in  throwing  out  these  two  days  entirely,  and  they 
are  incorporated  in  the  work  and  included  in  the  determination  of  the 
altitude. 

Abnormal  and  monthly  variations  are  not  given,  as  the  occupation  of 
any  one  point  was  not  lengthy  enough  to  make  any  proper  deduction 
therefrom.  The  barometrical  pressure  curve  at  Dodge  City  is  given  for 
the  time  of  the  operations  of  the  survey,  and  also  the  curve  of  pressure 
of  the  barometers  of  the  survey,  reduced  to  the  altitude  of  Dodge  City. 

In  comparing  these  two  curves,  differences  may  arise  from  the  follow- 
ing causes:  * 

1st.  Errors  of  reading  the  instruments  at  the  two  stations. 

2d.  Imperfections  in  the  instruments  themselves. 

3d.  Atmospheric  changes  affecting  one  station  and  not  the  other. 

4th.  Errors  in  supposed  differences  of  altitudes  used  in  reduction. 

5th.  Errors  in  reduction. 

Assuming  the  personal  and  instrumental  errors  constant,  and  that 
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observations,  if  sufficiently  continuous  at  two  stations,  will  wholly  or 
partially  eliminate  the  errors  from  the  third  source,  comparisons  btitween 
the  curves  will  give  us  a  means  of  comparing  the  probable  errors  arisiug 
from  tiie  fourth  cause,  and  will  give  us  a  correction  of  more  or  less  value, 
depending  upon  the  length  of  time  of  the  observations  and  the  distance 
between  the  stations.  I  have  found  by  this  means  the  followiug  cor- 
rectious  for  the  deduced  altitudes  of  the  principal  points: 


Place. 


Camp  Siioply 

Fort  Klliott 

Ked  Hirer  Permanent  Camp 

TaleCroek 

Ca&ousito  Blanco 


Correction  to 
altitude. 


FuL 

+41.4 
—  6.7 
+  10.0 
+20.1 
—00.7 


Probable  error  of  allUadn 
aa  dedoeed  from  obter- 
▼ation. 


SiuRle  obeer- 
vatioo. 


±M.2 
±23.9 
±37.8 
±37  2 
±5&0 


Final  remit 


±15.5 
±  5l2 

±  fc.l 

±10. 

±16.7 


TABLB  OF  UAROMKTRICAL  READINCrS  AT  DODGE  CITY,  UNCORRECTED  FOR  ALTITUDE, 
AND  OK  TUB  BAUO VI ETHICAL  READINGS  TAKEN  ON  THE  LINE  OF  THE  SCKVEY, 
REDUCED  TO  THE  ALTITUDE  OK  DODGE  CITY. 


Date. 


Dodffe  City. 
H«>auced  to 
32°. 


April  37, 9p.m. 
9p.m. 

April  2d,  7  a.  ra. 
9  p.m. 
9p.  m 

April  29, 7  a.  m 
2p.  m 
9p.  m 

April  30, 7  a.  m 
2p.  m 
Up.  m 

May  1, 7  a.  m 
9p.  m 
9p.  m 

Hay  S,  7  a.  m 
9  p.  ra 
9p.  m 

May  3, 7  a.  m 
9p.  m 
9p;  m 

Hay  4, 7  a.  m 
9p.  m 
9p.  m 

May  5, 7  a.  m 
9p.  m 
9p.  m 

May  6, 7  a.  m 
9p.  m 
9p.  m 

May  7, 7  a.  m 
9  p.  m 
9|).  m 

May  8, 7  a.  m 
9p.  m 
9p.ro 

May  9, 7  a.  m 
9p.  m 
9p.  m 

May  10, 7  a.  m 
9p.  m 
9p.m 

May  11, 7a.m 
9p.  m 
9p.m 


Line  of  sur- 
vey. Re- 
duced to  39<^. 


97.991 

97.989 

.405 

.4(b9 

.493 

.451 

.411 

.408 

.377 

.343 

.360 

.967 

.940 

.938 

.997 

.133 

.144 

.073 

.107 

.027 

.114 

.047 

.374 

.907 

.4D3 

.469 

.636 

.587 

.791 

.717 

.598 

.637 

.439 

.497 

.905 

.999 

96.9r<5 

.Oil 

.917 

96.  875 

K7.067 

.875 

.169 

97.169 

.919 

.907 

.927 

.196 

.147 

.155 

.158 

.167 

.033 

96.986 

.084 

97.  076 

.972 

.976 

.449 

.436 

.495 

.456 

.515 

.571 

.478 

.596 

.501 

.491 

.538 

.546 

.507 

.546 

.395 

.446 

.390 

.446 

.  385 

.436 

.355 

.346 

.999 

.316 

.301 

.376 

.373 

.473 

.389 

Difference. 


Station  occapied  on  aorrey. 


-.009 
-f.057 
-.  049 
— .  0"3 
-.044 
-.093 
-.009 
-.094 
-.071 
-.080 
-.067 
-.167 
-.Wl 
-.049 
-.004 
039 
058 
087 
096 
049 
-.199 
000 
-.005 
-.  031 
-f.0O8 
+.009 
-.047 
-.008 
+-.004 
-.013 
4-.031 
4-.  056 
-I-.048 
-.010 
4-.  008 
--.030 
--.0.*il 
--.056 
--.051 
-.009 
047 
075 


t 


-.091 


On  the  road. 
Blnff  Creek. 
On  the  road, 
liedonbt  Creek. 

Do. 
On  the  road. 

Da 
Sand  Creek. 

Do. 
Camp  Supply. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
Wolf  Creek. 

Do. 

Do. 
On  the  road. 

Sonth  Commiasion  Creek. 
On  the  road. 

Do. 
Washita  River. 
On  the  road. 
Fort  Elliott,  Texaa. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Old  Cantanmest. 
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Table  of  har&metrical  readings  at  Dodge  Cityf  ^c. — Continaed. 


Date. 


May    12,7a.]n 

fip.m 

9p.in 

Hay    13t7a.m 

2p.m 

9  p.'m 

May    H7a.m 

3p.m 

9p.m 

May    15, 7a.m 

2p.in 

9p.m 

May    16, 7a.m 

Sp.m 

9p.  m 

May    17,7a.m 

Sp.m 

9p.m 

Maj*    18,7a.iii 

2p.m 

9p.iD 

May    19,7a.m 

2p.in 

9p.m 

May   20, 7a.m 

2p.xn 

9p.  m 

May   21, 7a.m 

2p.m 

9p.m 

May   22,7a.m 

2p.m 

9p.  m 

May    23,7awm 

2p.m 

9p.  m 

May   24,7a.m 

2p.m 

9p.  Dl 

May   25, 7  &m 

2p.m 

9p.  m 

May   26, 7a.in 

2p.m 

9  p.  m 

May   27,7a.m 

Sp.m 

9p.iD 

May   28, 7a.m 

fip.  m 

9  p.  in .  ..... 

May   29,7a.m 

2p.m 

9p.m 

May   30,7a.m 

2p.  m 

9p.m 

May    31,7a.m 

2p.ni 

9p.m 

Jane     l,7a.m 

2p.in 

9p.  m 

Jane    2,7a.m 

2p.m 

9p.  m 

Jane    3,7a.m 

2p.  m 

9p.m 

Jane    4,7a.m 

2p.m 

9p.m 

Jane    5,7a.m....... 

2p.m 

9p.m 

Jane    6.7a.m 

2p.m 

9p.m 

June    7,7 a. m 


Dodfe  City. 
Redncedto 

Line  of  anr- 

vey.     Re- 

DifTerence. 

320. 

duced  to  32°. 

27. 612 

27.607 

-.005 

.523 

.557 

--.034 
--.0C9 

.478 

.487 

.420 

.346 

.311 

.330 

-f.019 

.206 

.189 

-.017 

.130 

.174 

-.044 

.U95 

.139 

k044 

.073 

.129 

-.056 

.071 

.239 

kl58 

.224 

.169 

-.055 

.429 

.430 

-f.001 

.392 

.334 

-.058 

.336 

.399 

—  063 

.351 

.352 

kOOl 

.278 

.401 

-.123 

.230 

.316 

-.0t*6 

.250 

.260 

-.010 

.185 

.178 

-.007      i 

.162 

.278 

-.116 

.303 

.333 

k030 

.279 

.313 

-.034 

.261 

.353 

-.092 

.274 

.300 

-.026 

.248 

.237 

-.Oil 

.238 

.222 

-.016 

.233 

.2n 

-  -.  044 
--.008 

.199 

.207 

.194 

.147 

-.047 

.213 

.202 

-.Oil 

.157 

.187 

4-.  030 

■  395 

.504 

.437 

-.067 

.505 

.372 

-.133 

.558 

.527 

-.072 

.569 

.510 

-.059 

.599 

.590 
.610 

.557 

k053 

.500 

.611 

-.111 

.466 

.631 

kl65 

.503 

.651 

-.148 

.453 

.671 

-.218 

.430 

.611 

■   _ 

-.181 

.441 

.387 

.297 

-.090 

.367 

.287 

-.080 

.3-20 

.287 

-.033 

.249 

.307 

--.058 

.292 

.327 

-  -.  035 

.263 

.307 

-  -.  044 

.212 

.167 

-.045 

.203 

.207 

-f.004 

.123 

.097 

-.026 

26.949 

26.892 

-.057 

.886 

.832 

-.054 

.814 

.847 

+.033 

.751 

.702 

-.049 

.866 

.847 

-.019 

27.189 

27.112 

-.077 

.151 

.062 

-.089 

.181 

.244 

.032 

-.212 

.306 

.131 

-.175 

.455 

.563 

.461 

-.102 

.551 

.531 

-.021 

.547 

.551 

k004 

.569 

.591 

-.092 

.488 

.551 

-.063 

.486 

.531 

-.045 

.494 

.644 

-.150 

.408 

.590 

kie2 

.393 

.517 

-.124 

.319 

.531 

-.212 

.208 

.370 

k062 

.136 

.372 

-.236 

.039 

.224 

hl8S 

Station  occupied  on  sorvey. 


Old  cantonment. 
Do. 
Do. 


Big  Springs. 
On  the  road. 
McCIellan  Creek. 

Do. 

Do. 

Do. 

Do. 
On  the  road. 
Salt  Fork. 

Do. 
On  the  road. 
Mnlben-y  Creek. 

Do. 
On  the  road. 
Ked  River,  first  camp. 

Do. 

Do. 

Do. 

Da 
On  the  road. 
Red  River,  permanent  camp. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Red  River,  permanent  camp. 
Do. 

Red  River,  permanent  camp. 
Palo  Duro  First. 

Palo  Duro  First 
Palo  Duro  Second. 

Do. 

Do. 

Do. 

Do. 

Red  River,  pennanent  camp. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 
Do. 

Red  River,  permanent  camp. 
Cafioncito  Blanco. 

Cafioncito  Blanco. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 

Do. 
On  the  road. 
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Table  of  harometrical  readings  at  Dodge  dty,  ^c. — Continaed. 


Date. 

Dodffe  City. 
Replaced  to 
320. 

Line  of  «ar> 
V  e  y.    R  0  - 
dacedto32o. 

Difference. 

Station  oocnpled  on  aiurey. 

Jane    7. 2d. m. .......... 

.091 
.202 
.339 
.354 
.312 
87.272 
.115 
.067 
.111 
.195 
.323 
.420 
.374 
.405 
.656 
.610 
.565 
.532 
.465 
.450 
.442 
.373 
.366 
.410 
.348 
.457 
.512 
.416 
.432 
.465 
.466 
.474 
.471 
.409 
.409 
.428 
.371 
.3.56 
.335 
.270 
.2.'S9 
.226 
.188 
.223 
.294 
.257 
.351 
.397 
.355 
.352 
.346 
.878 
.822 
.216 
.182 
.169 
.819 
.193 
.844 
.335 
.330 
.396 
.484 
.506 
.521 

.174 
.319 
.324 
.330 
.351 
87.306 
.141 
.072 
.145 
.111 
.254- 
.326 
.366 
.353 
.596 
.562 
.568 

+.083 
+.117 
-.  115 
-.024 
~.  0.19 

Camp  Cent 
Do. 

9p.  m 

Jane    6. 7a.in -. 

On  the  road. 

2p.  m 

Tale  Creek. 

9  p.  ra 

Do. 

Jnne    9,7  a.m 

2  p.  m 

k034 
-.026 
-.005 
-.034 
.084 

Da 
Do. 

9p.in 

Jane  10, 7a.m 

2p.  ra 

Da 
Da 
Da 

9  p.  m 

-.069 
-.094 
-.008 
-.051 
-.060 
—.048 
+.U03 

Da 

Jane  ll,7ikiD 

Da 

2p.  m 

Da 

9p.m 

Jane  12,7a.m 

,          Da 
Do. 

Sn.m 

Da 

•  p.  *u. .......... 

9p.  ni 

Da 

Jnne  13,7a.ni 

So.  m 

.475 
.466 
.437 
.432 
.452 
.479 
.423 
.460 

+.010 
+.016 
-.005 
-.O.'W 
+  OriR 

Battle  Creek. 

9d.  m 

Da 

Jane  14.7a.ni 

On  the  road. 

2p.m 

9i>.  m..... ...... 

D  Company  Creek. 
Da 

Jane  15. 7a.m 

-\ 

-.069 
-.075 
u.ooa 

Da 

Sd.  m.. 

Do. 

9  p.  m 

Do. 

Jane  16,7fkm 

ap..m 

9p.m 

.458 
.472 
.547 
.495 
.534 
.586 

+.042 
--.039 
+.082 
--.029 
--.060 
4-.  115 

Mnlberry  Creek. 
Da 

Jnne  17, 7a»m 

Da 

2p.ra 

Da 

9D.m 

Da 

Jnne  18,7a.ra 

Da 

8p.in 

9d.  m 

.566 
.327 
.428 

+.057 
-.101 
-.057 

Do. 

.Tqi^^f  1 9. 7  a.  ni  r ......... . 

On  the  road. 

2i».  m 

Whiteflah  Cxeek. 

—  1*.  u<......  ..... 

9p.  m 

Jnne  80,7abm 

.387 
.310 
.291 
.328 

- 

k052 
-.040 
-.032 

-.  ioa 

On  the  road. 

2p.  m 

MeClelUn  Creek. 

9p.  m 

Do. 

Jnne  21.7a.m 

On  the  road. 

9  p.  m 

9p.  m 

.114 
.149 
.067 

-.109 
-.145 
-.190 

Fort  Elliott 

Jane  83,7a.m 

Da 

2d.  m 

Do. 

a.^.    .............. 

9p.  m 

Jnne  83.7a.m 

.271 
.166 

-.126 
-.169 

Da 

Sd.  m... 

Canadian  River. 

9D.m 

Jnne  24.7a.ni 

On  the  road. 

2D.m 

.089 

-.199 

Willow  Spring. 

«■  p.  UA.. ......... 

9p.  m 

Jnne  25, 7  a.  m .... , 

.120 
.0.52 
.087 
.134 
.196 
.113 
.271 
.312 
.379 

-.096 
-.130 
-.102 
—.065 
-.067 
-.131 
-.064 
-.018 
-.024 

Wolf  Creek. 

2d.  m 

CampSupply. 

9p.ni 

Jane  86.7a.m 

Do. 

8d.  m.. 

On  the  road. 

m^,  >u........... 

9D.ni 

Cimarron  Rirer. 

Jane  87,7a. m 

On  the  road. 

2p.m 

Blnff  Creek. 

9D.nk 

Do. 

Jnne  38, 7a.m 

Dodge  City. 

3d.  m. .......... 

m  1*.  lu. .......... 

9p.  m 

« 

Mean  barometric  reading  at  Dodge  City,  196  readings  =  87". 
V  —  Difll  reading.  Dodge  City  and  line  of  sonrey. 
m  s  Kamber  of  obeenrations  =  167. 

2t7  11.690 

•■=0-8<M?m(m-i)     =0.8453    TTeTxll     -  *'0"-0»- 


335. 
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This  may  be  considered  as  showing^he  general  conditions  of  accuracy 
of  the  barometrical  determinations  daring  the  survey  inasmuch  as  all 
the  errors  enumerated  above  have  been  here  considered,  and  the  result- 
ing probable  error  reduced  to  feet=  i  56.5  feet  may  be  useful  in  the 
comparison  with  other  and  similar  series. 

In  preparing  the  following  general  table  of  altitudes  the  principal 
points  occupied  are  referred  to,  and  in  the  determinations  the  probable 
errors  are  calculated  from  the  range  in  the  various  results.  The  accu- 
racy of  such  comparison  is  doubtful  and  the  formula  should  be  applied 
to  weighted  observations,  wherein  the  distance  between  the  stations 
should  enter.  Some  function  indicating  the  amount  of  abnormal  atmos- 
pheric disturbance  should  also  enter,  as  is  plainly  indicated  in  the  re- 
sults of  the  determination  at  Oai&p  Supply.  As  it  is,  however,  the 
probable  errors  serve  somewhat  for  comparison  of  the  accuracy  of  re- 
sults. The  altitude  of  Dodge  City  was  taken  from  the  report  of  the 
Chief  Signal  Officer  of  the  Army  for  1876.  The  mean  of  the  barometric 
observations  at  that  point  for  the  period  in  question  gives  a  slightly 
different  result.  The  column  of  No.  of  observations  used,  sometimes  in- 
cludes the  mean  of  two  barometers  and  at  others  of  three.  The  profile 
of  Tale  Greek  and  of  the  Palo  Duro  and  Tierra  Blanca  were  obtained  by 
using  one  barometer  on  the  road,  and  comparing  its  record  with  that  of 
one  left  at  one  of  the  camps  occupied  for  a  longer  period. 
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The  line  ^  profile  here  given  crossed  that  of  Lieatenant  Whipple, 
Topographical  Engineers,  on  his  survey  of  the  thirty-fifth  parallel  in 
1853-'o4,  near  his  camp  ^o.  36,  on  the  GaoadiaD  Biver.  His  camp  was 
higher  up  than  my  crossing,  and  was  on  the  soath  side  of  the  river, 
mine  being  on  the  north.  The  two  camps  were  probably  only  a  few 
miles  apart  in  distance. 

Feet 

Lieutenant  Whipple's  altitade  of  his  camp  No.  36  is  given  at «...  2, 1@.6 

The  crossing  of  the  Canadian  given  in  my  table  is 2,40*2^0 

Difference 239.4 

The  line  ran  to  the  Canadian  River  from  my  permanent  camp  on  Bed 
Biver  touched  Lieatenant  Whipple's  line  again  near  his  camp  No.  43, 
and  the  altitades  are  as  follows  : 


Lientenant  Whipple's  altitade  of  his  oamp  No.  43 3,S64.6 

Camp  on  Canadian  River,  May  25,  1876 3,2J4.0 

Difference 30.6 

The  barometrical  readings  given  in  the  report  of  Marcy  and  McCIel- 
Ian  on  the  survey  of  the  Ked  River  of  Texas  in  1852  are  not  at  all  simi- 
lar to  mine,  and,  as  his  altitades  are  not  calculated,  I  am  unable  to  sug- 
gest the  possible  reasons  for  this  difference. 


BOTANY. 

The  following  list  of  plants  collected  during  the  survey  is  necessarily 
an  imperfect  catalogue  of  the  flora  of  the  country.  The  collection  was 
made  by  persons  unfamiliar  with  botany,  and  generally  at  the  close  of  a 
bard  day's  work,  when  the  leisure  hours  of  camp  were  utilized  in  part 
by  gathering  specimens  of  plants  at  that  time  in  bloom.  Besides  the  num- 
bers of  individuals  not  yet  in  bloom,  and  therefore  not  reported,  there 
were  of  necessity  thus  omitted  in  the  list  the  names  of  all  trees,  ferns, 
and  all  non-flowering  plants.  The  list  is  therefore  submitted  merely  for 
what  it  is  worth  of  itself. 

Upon  reaching  Fort  Leavenworth,  Kansas,  the  collection  was  placed 
in  the  hands  of  Dr.  T.  E.  Wilcox,  Assistant  Surgeon,  U.  S.  A.,  who 
kindly  offered  his  services.  The  classificatipn  has  been  prepared  by  him, 
and  through'the  kind  assistance  of  Professor  Wood,  to  whom  all  speci- 
mens not  recognized  were  submitted,  the  list  was  completedi  and  Pro- 
fessor Wood's  name  will  be  found  as  the  authority  in  these  cases.  The 
list  may  be  considered  as  almost  exclusively  one  of  the  flora  of  the 
Staked-Plains  of  Korthern  Texas. 

CATALOGUE    OF  PLANTS  COLLECTED   IN    NORTHWEST    TEXAS,  NEAR    THE    HEADWATKBS 
OF  KBD  BIVER,  BY  FIRST  LIEUT.  E.  H.  RUFFNER,  U.  8.  ENGINEERS. 

RANUNCULACILE. 

Anemone  CaroUfiianaf  Watt ;  Torr.  and  Gr.,  Fl.  1,  p.  12. 
Delphinium  Azureum,  Micbce ;  Torr.  and  Gr.,  Fl.  1,  p.  32. 
Banuncalua  aquatilia,  Wood. 

PAPAVERACEiE. 

Argemone  Mexioanay  Lion. ;  Torr.  and  Gr.,  Fl.  1,  p.  61. 
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CRUCIFEILE. 

Veaicaria. 

V.  Ludoviciana,  D.  C. 

r.  Awguatifolia,  Nutt.;  in  Toir.  and  Gr.,  Fl.  1,  p.  101.    Gray,  Pl.Lindh.,  p.  145. 
yasturtium  nnuaium.  Wood. 

PORTULACACE-E. 

Talinum  TeretifoHumf  Pornh.  Fl.  2,  p.  365.    Gray,  Gen.  111.,  t.  98. 

MALVACE^. 

Mahastrum  Coccineumf  Gray,  Gen.  111.,  1. 121,  pi.  Fendl.,  p.  24. 

Malva  ooccinea,  Nntt. 

Sida  coccineaf  T>.  C,  Torr.  and  Gra^,  Fl.  1,  p.  235. 

Caliirrhoe  involucrato,  Gray,  PI.  Fondl.,  p.  15,  and  Gen.  111.,  t.  117. 

J^alva  inrolttcrata,  Torr.  and  Gray,  FL,  p.  226. 

C.  digiiatOy  Nutt.,  in  Jonr.  Acad.  Phil.  2,  p,  181 ;  Gray,  1.  c. 

C.  Fedaia. 

LINACE-fi. 

Linum  Berlandiiri,  Hook^Brt.  Mag.,  t.  3480;  Engelm.,  in  Gray,  PI.  Wrigbt  2,  p.  25. 

OXALIDACE^. 

OxaltB  Violaceay  Linn ;  Torr.  and  Gray,  Fl.  1,  p.  211. 
O.  Strictaf  Linn ;  Torr.  and  Gr.,  Fl.  1,  o. 

ANACARDUCE^. 

Ehus  Tnlohatay  Nutt.  in  Torr.  and  Gr.,  Fl.  1,  p.  218 ;  Gray,  Fl.  Fendl.,  p.  2a 
B.  Toxicodtndronf  Linn. ;  Torr.  and  Gray,  1  o. 

VITACE-E. 
riti8  BupertiBy  Sbeele  in  Lincea,  21,  p.  591 ;  Gray,  PI.  Lindh.  2,  p.  165. 

SAPINDACE^. 
Sapindua  Marginatva,  Willd. ;  Torr.  and  Gr.,  Fl.  1,  p.  255 ;  Gray,  Gen.  111.  2, 1. 180, 

POLYGALACE-fi. 

Polygala  AJha,  Nntt.,  Gen.  2,  p.  87;  Gray,  PI.  Wright  1,  p.  38;  P.  Bcyrichii,  Torr.  and 
Gray,  Fl.  1,  p.  670. 

KRAMERUCE^. 

Krameria  laneeolata.  Wood. 

LEOUMINOS^. 

TephroBia  Virgiviana,  Pera. ;  Torr.  and  Gr.,  Fl.  1,  p.  295. 

Ghfcyrrhiza  I^idota,  Nutt., Gen.  2,  p.  106 ;  Torr.  and  Gr.,  Fl.  1,  p.  298* 

P8oralea 

P,  Tenuifolia. 

Dalea, 

D,  Formosa, 

D.  laxifloray  Ph.,  Wood. 

Sophora  sericeay  Wood. 

Petalo9iemon  ViolaceiUy  Michx.,  Fl.  2,  p.  50,  t.  37,  f.  2;  Torr.  and  Gray,  Fl.  1,  p.  310. 

Petalostemon  Gradle,  Nutt.,  in  Jonr.  Acad.,  Phil.  7,  p.  92 ;  Torr.  and  Gray,  Fl.  1,  p.  309« 

Amorpha  Caneacena,  Nntt,  Gen.  2,  p.  29 ;  Torr.  and  Gray,  Fl.  1,  p.  306. 

Astragalus  XuttallianuSy  D.  C,  Prodr.  2,  p.  289;  Torr.  and  Gr.  2.  p.  234. 

A,  Caryocarpuay  Ker.  Brt.  Reg.,t.  176;  Torr.  andGr.,  Fl.  1,  p.  2JU. 

A.  Gracilis, 

Baptisia  Australia^  R.  Br. ;  Torr.  and  Gr.,  Fl.  1,  p.  385. 

B,  Leucophaea,  Nntt.,  Gen.  l,p.  282;  Torr.  and  Gr.  1.  c. 
DesmanMus  hrachylohus. 

Mimosa  fragranSy  Wood. 

Hofmanseggia  Jamesii,  Torr.  and  Gr.,  Fl.  1,  p.  293;  Gray,  PI.  Llndb.  2,  p.  178^ 
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ROSACEJE. 

SanguUorha  Annua,  Nntt.  in.  Ton*,  and  Gray,  Fl.  1,  p.  429. 
Pottfrium  Annum,  Hook.,  Fl.  Bot.  Am.  1,  p.  198. 
Jiosa  Blanda^  Wood. 

ONAGRACE^. 

(Enofhera  Mhomhipetalaj  Nutt.  in   Torr.  and  Gr.,  Fl.  1,  p.  493 ;  Knnze,  in  Linnsa.,  20. 

p.  57. 
(E.  Sinuata,  Linn.;  Torr.  and  Gray,  Fl.  1,  p.  294. 

(E.  Si)ecio8a,  Xiitt.  in  Jonr.  Acad.  JPhil.  2,  p.  119 ;  Torr.  and  Gray,  Fl.  1.  c. 
(E.  Lavauiiul(p folia f  Torr.  and  Gr.,  Fl.  1,  p.  501;  Hooker's  Lend.  Jour.  Brt.  6,  p.  223: 

Gray,  PI.  Wright,  1,  p.  72. 
<E.  Serrulaiaj  Nntt.,  Gen.,  1,  p.  246 ;  Torr.  and  Gray,  Fl.  1,  p.  501. 
li.  Oblongifoliaf  Wood. 

Gaura  Coccinea,  Nutt.,  Gen.  1,  249;  Torr.  and  Gray,  Fl.  1,  p.  518. 
G.  Villosa,  Torr.,  Ainer.  Lye,  New  York,  p.  200 ;  Torr.  aud  Gray,  Fl.  1,  p.  51S ;  Grar, 

PI.  Wright  1,  p.  73. 
(Enothera  Canisceita,  Torr.,  Wood. 
(Enoihera  Minmuriensis,  Wood. 
(E,  Harhveqii,  Bentle.,  Wood. 
Gaura  Sinuata,  Nutt.,  Wood. 
O.  Parviflara,  Wood. 

COMPOSITE. 

SoMago  Odora,  Nutt. ;  Torr.  and  Gr.,  Fl.  2,  219. 

S.  AlisfiourienRis,  Nntt.  in  Jour.  Acad.  Phil.  7,  p.  32,  and  Trans.  Araer.  Phil.  Soc.  (n.  w.) 

7,  p.  327  ;  Torr.  &  Gr.,  Fl.  2,  p.  222. 
Artaniiia  filifoUa,  Torr.  in  Anier.  Lye,  N.  York,  2,  p.  211 ;  Torr.  and  Gr.,  Fl.  2,  p.  417. 
Achillea  Millefolium,  Linn. ;  Torr.  and  Gray,  Fl.  2,  p.  409. 
Riddellia  Tagetina,  Nntt.  1.  c,  p.  371  f  Torr.  and  Gr.,  Fl.  2,  p.  362 ;  Torr.  in  Emorr's 

Rep.,  t.  5;  Gray,  PI.  Fendl.,  p.  93. 
Budheckia  i/irto,  Linn. ;  Torr.  and  Gr.,  Fl.  2,  p.  307. 
Echinacea  Anguniifolia,  D.  C,  Prodr.  5,  p.  5o4  ;  Torr.  and  Gr.,  Fl.  2,  p.  306. 
Lepachys  Columnari8f  Torr.  and  Gr.,  Fl.  2.  p.  315. 
Kudbeckia  ColumnariSy  Pnrsh.,  Fl.  2,  p.  575. 
Helianthus  PetiolariSf  Nutt.  in  Jour.  Phil.  2,  p.  115;    Sweet  Bril.,  Fl.  Gard.  (n.  ser.) 

t.  75. 
Gaillardia  Pulchella,  Fong ;  D.  C.  Prodr,  5,  p.  652 ;  Torr.  and  Gray,  Fl.  2,  p.  366. 
Enolemannia  Pinnatifiday  Torr.  and  Gray,  in  Nutt.  .Trans.  Am.  Phil.  Soc.  (u.  ser.)  7,  p.  433 : 

Fl.  2,  p.  283. 
Crepis  Runcinatay  T.  &  G. 

Thileapirunum  gracile,  Gr^y  ;  CoHmidium,  T.  &  G. 
HelUenium  tenuifolium,  N.  (but  the  lower  leaves  are  not  entire.) 
Lygodeamia  juncea,  Don. 

Melampodium  Cinereum,  D.  C,  Prodr,  5,  p.  518 ;  Gray,  Fl.  Fendl.,  p.  78. 
M.  ramosiasimum,  D.  C.  1.  c. ;  T.  &  G.,  Fl.  2,  p.  271.    M.  leucanthum,  Torr.  &  Gr.,  1.  c. 
Centaurea  Americana,  Nutt.  in  Jour.  Acad.  Phil.  2,  p.  117;  Bart.,  Fl.  Amer.  Sept.,  t,  50; 

Torr.  &  Gr.,  Fl.  2,  p.  453. 
Cirsium  Undalatum,  Spreng. ;  Torr.  and  Gray,  Fl.  2,  p.  450. 
Aplopappus  Hookerianus,  Wood. 
Aplopappus  Spinulosus,  Wood. 
Hymenopappus  TenuifoHus,  Wood. 
Townsendia  Slrigosa,  Wood. 
CoBmidium  (rroctle.  Wood. 
Pyrrhopappus  Grandiflorus,  Wood. 
Melampodium  Cinerinm,  Wood. 
Berlandiera  Inct^a,  Wood. 
Eclimacea  AngusHfoliaf  Wood, 
Erigiron  tiime,  Wood. 
E.  radicatum,  Hook,  Wood. 
Actinella  linnariifolia,  Wood. 
Lygodesmia  aphylla,  Wood. 
Chrysopaia  villosa.  Wood. 
Aplopappua  ruhigino9U8y  T.  &  G.    This  plant  agrees  Well   in  all  respects  with  descrip* 

tion-*,  but  the  rays  are  tinged  with  blue.    They  should  be  yellow*    What  do«  it 

mean  f    Wood. 
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GENTIANACEiE., 
Erythracji  Beyriohif  Torr.  and  Qr.    Fl.  2,  ined. 

APOCYXACE^. 

Apooynum  Canahinum,  Linn. ;  Hook.    Fl.  Bar.  Amer. ;  2,  p.  51, 1. 139. 
A,  h}fperic\foUumf  Wood. 

ASCLEPIADACE^. 

AscJepias  Speciosay  Torr.  in  Ann.  Lye,  2,  p.  218,  and  in  Fremont's  first  rep.,  p.  95. 
Ascl^iae  iubero9a,  Wood. 

CHENOPODUCE^. 
MonolepU  chenopodiaidea,  Mog.    B.  <r(/bZ<a,  Wood. 

CONVOLVULACE-fi. 

EvohmuB  Pila8UBf  Nntt.  Gen.  p.  174,  (as  a  synonym ;)  Trans.  Amer.  Phil.  Soc.  (n.  ser.)  5, 

p.  195. 
Contfolvulua  LobatuSf  Engelm.  and  Gray,  1  PI.  Lindh.  p.  44,  (in  a  note.) 
C  hastatua,  Nutt.  in  Trans.  Amer.  Phil.  Soc.  (n.  ser.)  5,  p.  194,  not  of  Thnmb. 
a  NuUallii,  Torr.  in  Emory's  Sep.,  p.  14d. 
Ipamaa  leptophyUa,  Torr. ;  Wood. 

SOLANACEiB. 

Phyaalia  Pwnila,  Nntt.  in  Trans.  Amer.  Phil.  Soc.  (n.  ser.)  5,  p.  193. 
Soianum  Mexicanum,  Wood. 
PhyaalUlohatayToTt,  Wood. 

BHAMNE^. 

Ceanothua  Americanuaf  Wood. 
C.  Ovalia,  Wood. 

SCBOPHULABIACEiB. 

Pentateman  acuminaiuaf  Don^r. ;  Wood. 
Veronica  Pereyinat  L. ;  Wood. 
Pentatemon  Ccaruleuaf  Wood. 

ACANTHACE^. 

Pitellia  atripena,  Wood. 

LABIATE. 

MonardU  Ariatataj  Nntt.  in  Trans.  Amer.  Soo.(n.  ser.)  5,  p.  186.    Benth.  in  D.  C.  Prodr. 

12,  p.  363. 
Scutellaria  Beainoaa,  Torr.  in  Ann.  Lyo.  N.  York,  2.  p.  232.    Benth.  in  D.  C.  Prodr.  12, 

p.  427. 

VEEBENACEAE. 

Lippia  Cundfoliaf  Torr.,  in  Ann.  Lye.  N.  York,  2  p.  234. 

Lippia  lanoeolataf  Wood.  ^ 

VerbeiM  Bipinnatifida,  Engelm.  and  Gray,  PI.  Lindh.  i,  p.  49;  Shauer,  D.  C,  Prodr.  ii,  p. 

553. 
Verbena  erinddea.  Wood. 

BORAGINACE^. 

Fritrichium  Jameaiif  MyoaoHa  auffirutiooaa,  Torr.,  in  Amer.  Lyo.  N.  York,  2,  p.  225,  D.  C. 

Prodr.  10,  p.  114. 
Phacelia  iniegrifolia,  Torr. 
JEchinoapermum  Lappula,  Wood. 
Lithoapermum  Umgiflorumf  Wood. 

CUPULn-^ERfi. 

Quercua  Undulata,  Torr.,  in  Ann.  Lye.  2,  p.  248,  t.  4. 
90  E 
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GNETACE^. 

Ephedra  antisiphiUtica,  Meyer,  (without  flowers  or  frait,)  Wood. 

CONIFERS. 

Janiperu8  Virginianaf  Lin.,  Michx.  f.  Sylv.  2,  p.  353, 1. 155;  Torr.,  Fl.,  N.  York,  2,  p. 
235. 

COMMELYNACE^. 

Tradescaniia  Firginicaf  Linn.,  Brt.  Mag.,  1. 105,  Bart.  I,  o.  1. 141.   Kanth.  Enam.  4,  p.  SI. 
Torr.  Fl.,  N.  York,  2,  p.  333. 

IRIDACEiE. 

Sisynnchium  Bermudianunif  Linn.,  Torr.,  FJ.,  N.  York,  2,  p.  290. 
Aetiuutylie  acuta. 

LILIACE^. 
Allium  reticulatum, 

CYPERACEiE. 

Carex  Mahlenhei'giit  Schk.  Car.  2,  p.  12,  f.  178. .  Schwein  and  Torr.  Car.,  p.  304.  Torr. 

Fl,,  N.  York,  2,  p.  394. 
Carex  lanuginosa,  Wood. 

Car&c  dpijuncta,  Wood,  allied  to  C.  oon/iinota,  Boott. 
tScirpu8  pungenSf  Wood. 
Eleockaris  olivaoea,  Wood. 

EQUISETACE^. 

Equiaetum  Ryeniale,  Linn.  Parsh.,  Fl.  2,  p.  652.    Forr.,  Fl.,  N.  York,  2,  p.  482. 
Equisetum  Levigatum,  Wood. 

FILICES. 
Adiantum  Capillus  Veneris,  Wood. 

GRAMINE^. 

Uniola  Latifolia,  Miohx.  Fl.  1,  p.  71.    Ell.  Sk.  1,  p.  167     Kanth.  Enum.  1,  p.  425. 

Poa  Andinay  (an  imperfect  specimen,)  Wood. 

Poa  Michauxiiy  Kanth.,  Wood. 

Hordeum  juhatumj  Wood. 

I>*tficum  repena,  L.  (f  No  root  or  leaves,)  Wood 

Poa  CompresBa,  Wood. 

Andropa^on  argenieum,  Wood. 

Festuca  tenellafWood. 

Ariatida  purpureaj  Wood. 

Eatonia  obtusatat  Gr.,  Wood. 

Tricuapia  acuminata,  Moma.,  Wood. 

Elymua  Sitanion,  Sohutt.,  Wood. 

Elymua  Virginicua  B.  vaginatua,  a  dwarf  form  3-6  feet  high  spikes  sheathed,  Wood. 

NYCTAGINACE^. 

AUionia  incamata,  L. 

Oxybaphua  anguatiJf^oliuSf  Sweet.,  Wood. 

POLEMONIACE^. 

GilliafilifoUa,  IS  nit. 

PLANTAGENACE^. 

Plantago  Paiagonioat  Torr. 
Sienoaiphon  virgatua  f 
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REPORT  OF  LIEUTENANT  THOMAS  M.  WOODRUFF,  FIFTH  INFANTRY. 

Fort  Leavenworth,  Kansas,  February  1, 1877. 

Sir  :  I  have  the  honor  to  sabmit  the  following  report  on  the  insects  collected  by  me 
daring  the  exploration  and  snrvey  of  the  headwaters  of  the  Red  River  of  Texas,  in  1876 : 

My  implements  were  very  incomplete,  and  those  I  had  were  hnrriedly  constructed. 
They  oonsisted  of  three  nets  which  oonld  be  fastened  to  the  end  of  a  long  pole,  a  couple 
of  killing  boxes,  and  two  collecting  boxes.  These  boxes  were  tin  baking-powder  boxes 
of  different  sizes.  I  also  had  two  sets  of  trays  or  drawers,  sixteen  dozen  pill-boxes  in 
nests,  raw  cotton,  long  sharp-pointed  pins,  some  glass  bottles,  and  a  pair  or  steel  pliers. 
For  killing  and  preserving  the  specimens,  I  used  cyanide  of  potassium,  chloroform, 
arsenic  in  solution,  and  alcohol.  As  far  as  my  limited  knowledge  extended,  I  arranged 
the  specimens  under  their  general  classes,  and  in  every  case  I  ^ave  date  and  locality  of 
capture.  In  doing  the  former,  I  was  guided  by  Dr.  A.  S.  PacKard's  pamphlets  on  the 
directions  for  collecting  and  preserving  insects.  I  regret,  however,  tnat  I  had  so  little 
knowledge  on  the  subject,  for  I  lost  many  interesting  facts  concerning  the  habits  of 
many  of  the  specimens,  and  also'  failed  to  note  many  well-known  species.  In  order  to 
have  the  specimens  properly  classified,  they  were  sent  to  Mr.  Herman  Strecker,  of  the 
Reading  Society  of  Natural  Sciences,  to  whose  list  I  respectfully  refer  yon.  He  finds 
about  126  different  species. 

I  am  greatly  indebted  to  the  officers  and  the  men  of  the  expedition  for  collecting 
many  interesting  and  valuable  specimens. 

I  am,  sir,  very  respectfully,  your  obedient  servant, 

Thos.  M.  Woodruff, 
Lieutenant  Ftfth  Infantry, 
Lieut.  E.  H.  Ruffner, 

Corps  of  £ngineer8j  Chief  Engineer,  Department  of  the  Missouri, 


classified  list  of  insects  by  hr.  herman  streckbr. 

Reading  Society  Natural  Sciences, 

Beading^  Pa,,  November  9,  l^G. 

Sir  :  I  herewith  transmit  a  classified  list  of  the  insects  forwarded  to  us  in  September 
last,  which  were  collected  by  the  expedition  under  your  charge  during  the  surveys  and 
explorations  of  the  region  of  the  headwaters  of  the  Red  River  of  Texas,  in  May  and 
June,  1876. 

The  general  area  from  which  the  collection  was  made,  was  that  parts  of  the  '*  Llano 
Estacado,''  or  Staked  Plains  of  Texas,  embraced  between  longitude  100^  30'  west  to  lO'i^ 
west,  and  latitude  34^  to  35^  3(y. 

My  thanks  are  due  to  Messrs.  Charles  A.  Blake  and  E.  T.  Cresson  for  aid  in  deter- 
mining the  Hymenoptera,  to  Mr.  A.  S.  Fuller  in  the  Coleoptera,  and  to  Dr.  Cyrus 
Thomas  in  the  Orthoptera. 

Very  respectfully,  yours,  truly, 

Herman  Strecker. 
Lieut.  E.  H.  Rcffner, 

Corps  of  Engineers,  Chitf  Engineer,  Department  of  the  Missouri, 


Chrysia  Clara,  Cress.,  1  $ . 

Larrada  semiri^fa,  Cress.,  1. 
Tachytes  abdominalis.  Say,  1. 

Chlarion  ocsruleum.  Dm.,  1  ^ , 


Pompilus  Aethiops,  Cress.,  3  ^ . 
Pompilus  tenehrosus,  Cress.,  1 9  • 
Priocnemis  vdlidus.  Cress.,  1  $ . 
Pepsis  marginata,  Beau.,  2  $  . 


HYMENOPTERA. 

CHRYSIDIDiE. 
LARRID^. 

SPHEGIDiE. 
POMPILID^. 
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MUTILLID^. 
MuHlla  calif ornica,  Bad.,  3  9 . 
Mutillafeneslrata,  St.  Farg.,  3  ^ . 
MuHlla  ferrugata.  Cress.,  1  ^ . 
MuHlla  Fulvohiria,  CraaB.,  1  ^ . 
MuHlla  gargon,  Blake,  2  J . 
MuHlla  orcus.  Cress.,  1 9  • 
MuHlla  oajaoa,  Blake,  1  ^ . 
MuHlla  Sayi,  Blake,  1  ^  var. 
MuHlla  nmilUma,  Smith,  2  9 . 
MuHlla  telaya,  Blake,  1  i . 
Agama  eastanea,  Cress.,  1  ^ . 
Agama  tapajos,  Blake,  1  ^  var. 


Poli8te$  minor,  Cress.,  3  9  • 
Folistes  iexana^  Cress.,  11 9 . 


VESPID^. 


ANDRENID^. 


Augochlorafervida,  Smith,  1 9  - 
Eunomia  marginipepenniSf  Cress.,  1  ^ . 


APIDJE. 


Megachile  genUliSf  Cress.,  1  ^ . 
MelliBBodea  australu,  Cress.,  1 9  • 
Mellisaodes  fMnaohua,  Cress.,  1  i . 
Anthophora  occidentaliSf  Cress.,  1 9  • 
Bomhus  neveulejmSf  Cress.,  1 9  • 
BomhuB  pennsylvanicus,  De  Geer,  39,4$^. 


LEPIDOPTERA. 

KHOPALOCERA. 

PAPILIONH)^. 

Papilio  asteriuSf  Cram,  1 9 .    Tale  Creek. 

Differs  from  the  normal  9  form  in  the  total  obsolescence  of  the  submarginal  row  oi 
yellow  spots  on  both  the  upper  and  nnder  snrfaces  of  primaries. 

PIEBID^. 

Pieris  protodice,  Bdl.  et  Lee,  2  ^ ;  one  from  Tale  Creek,  the  other  from  Salt  Fork. 
CoHa$  eurythemej  Bdl.,  1  i  from  CaOoncito  Blanco,  1  9  normal,  and  1   9  albino  from 

Mulberry  Creek. 
Meganostoma  ccesoniaj  Stoll,  1  i .    Cafioncito  Blanco. 

These  Pieridce  present  no  points  of  difference  from  those  fonnd  in  varioos  otb«r 
localities  in  the  United  States  and  Territories. 

LYCAENID-fi. 

Thecla  mopeuSf  Hnbn.,  1^19*    Tnle  Creek. 
Lycana  melissaf  W.  H.  Edwards,  1 9  •    Tale  Creek. 

NTMPHALID^. 

Euptoieta  olaudia,  Cram. 

Argynnis  Columhina,  Godt.,  2^19*    Mnlberry  Creek. 

One  <^,  head  of  Red  River,  rather  small,  otherwise  not  peonliar. 
Ereaia  Carlota,  Reak,  1  9  •    Head  of  Red  River. 
Eresia  Tharoa,  Dm.,  1  ^ .    Head  of  Red  River. 
Apariura  celHSy  Bdl.  et  Lee,  2  $  var.    Tale  Creek. 

Both  expand  2^  inches.    They  are  of  much  the  same  reddish  or  tawny  bne  as  t^ 
variety  described  by  W.  H.  Edwards  under  the  name  of  ^Itcia,  but  the  outer  half  of  tii>^ 


APPENDIX   BR.  1429 

primaries  is  not  blackish  brown  as  in  that  form,  bnt  is  reddish,  with  some  slight  pale- 
brown  shading,  differing  bnt  little  from  the  gronnd  color  of  the  rest  of  the  upper  snr- 
face.  The  moet  noteworthy  point  of  distinction  in  the  example  is,  however,  in  the 
presence  of  another  ocellus  on  primaries,  situated  in  cell  3  in  a  line  with  the  one  in 
cell  2,  the  two  being  of  like  size ;  nor  are  they  larger  than  the  largest  one  of  the  six 
on  the  inferiors ;  both  have  a  lar^e  white  pnpil ;  beneath  they  are  larger  and  are  ringed 
with  yellow,  and  also  pnpilled  with  white.  This  description  applies  to  both  examples, 
except  that  the  other  has  in  cell  4  also  an  ocellns,  making  a  submarginal  row  of  four 
ocelli  on  superiors.  This  ocellus  in  cell  4  has  a  much  larger  white  pupil  than  either  of 
the  other  three,  tAongh  on  the  whole  it  is  smaller  than  the  two  in  cells  2  and  .3  and  the 
same  size  as  its  partner  in  cell  5.  The  ocelli  on  upper  surface  of  secondaries  have  bluish 
white  or  gray  pupils.  These  two  examples  are  by  far  the  most  interesting  of  the  Lepi- 
dopteroos  insects  taken. 

DANAID^. 
DanaU  plexippM,  I^in.,  4  i . 

This  species  occurred  in  every  locality  visited  by  the  expedition. 
DanaU  Berenioe,  Cram,  1  $ .    Tule  Greek. 

HESPERIDiB. 

• 

Pamphila  toioa,  Scud.,  4  ^ .    Tnle  Creek. 

Pamphila  ottoe,  W.  H.  Edwards,  1^,19.    Mulberry  Creek. 

^'jiafe  oofaquif  Streck.,  1 9  *    Tule  Creek. 

Is  of  much  greater  size  than  the  type  from  which  the  species  was  recently  described, 
(in  Proc.  Acad.  Nat.  Sci.  Phil.,)  expanding  fully  three  inches.  It^has  also  one  more 
white  spot,  (situated  somewhat  toward  the  apex  or  under  side  of  secondaries.)  The 
sub-apical  marks  in  primaries  are  also  larger  than  is  the  type.  I  have  adopted  Felder's 
generic  name  as  having  priority  over  MegathymM  of  Scodder. 

HETEROOERA. 

ZYGAENIDAE. 

Ahjpia  octomaoulatay  Fabr.,  1  9 .    Mulberry  Creek. 

8PHINGIDAE. 

Deilephila  lineatUf  Fabr.  1,  larva. 
Sphinx  lugens,  Wlk.,  1  <^.    Salt  Fork. 

NOCTUIDiE. 

Hadena  inordinata^  Morrison,  1  i .  Head  of  Bed  Biver. 
Syneda  ingeniculata,  Morrison,  I  9  •  Cafloncito  Blanco. 
Bolina  dedwiia^  Morrison,  I  9 .    Salt  Fork. 

DIPTERA. 

Tabanu9  atratua,  Fabr. 
Sarcophaga  oarnaria,  Linn. 

Tdchina, ?    Figure  18  on  plate  V  of  Glover's  "  Illustrations  of  insects  Diptera," 

bat  without  being  named. 
Ludlia  CfjoaoTf  Linn. 

COLEOPTERA. 

CINCINDELIDiE. 

Amblyclieila  oylindriformis.  Say,  2  examples. 
Cincindela  pulchra.  Say,  3. 
Cincindela  acutellariSf  Say,  t. 
Cincindela  tranguebaricay  Hiibn,  1. 
Cincindela  punctulaUif  Fabr.,  1. 
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CARABID^. 
Pasimachus  el^fngatuSf  Lee,  1. 
Ebarthue  incMUA,  Lee,  7. 
Harpaltis  caHgnosus,  Fabr.,  2. 
Earpalui  pentuylvanicuSf  Defi^.,  1. 
Chlcenin^  tomentosus^  Say,  1. 
Cymindea  ahsiruiat  Lee.,  1. 
Helluomorphaf  Uxana,  Leo.,  1. 

HTDROPHILID^. 
Hydrophilus  tnangularUt  Say,  1. 

STAPHYLINID^. 
Creophilua  viUosuB^  Grav.,  2. 

DERMESTIDiS. 
Dermestea  lardariuSf  Lin. 
Dermestes  marmoratu8f  Say,  abandant. 


Hippodamia  glaeialw,  Fabr. 
Cyolonida  abdominaliSf  Say. 


Saprinua  aregonensis,  Lee. 


COCCINELLIDiE. 


HISTERIDiB. 


SCARAB^ID^. 


Phanaeus  carnifeXf  Lin.,  1  ^ . 

Trox  8uvero8U8f  Fabr.,  2. 

Canihon  hudsoniaSf  Forst,  1. 

Lacknoatema  glahriculaf  Lee.,  1. 

lostegaptera  lanceolata,  Lee.,  1  ^ . 

Anomala  binotata,  Gyll.,  2. 

StHgoderma  arboricoUif  Fabr.,  1. 

Euryomia  Kemii,  Hald.,  very  abundant  and  in  many  varieties. 


Melanophila  mirandat  Lee.,  1. 
Chrysoboihri8  femorata,  Fabr.,  1. 


Lac&n  rectangulariSf  Say,  3. 


Photuri9  pennaylvanicus,  De  G.,  1. 


Thanaeomua  apinolai,  Lee.,  2. 


BUPRESTIDJS. 


ELATERIDJS. 

LAMPTRID^. 

CLERID^. 
CERAMBICIDiE. 


Batyle  ignicolliSf  Say,  3. 

Batyle  9Uturali$j  Say,  2. 

Typooerua  oinnatus,  Neum.,  in  great  numbers. 

Mecas  inamati^  Say,  1. 

MoneUema  anulatuiUf  Say,  3. 


CHRYSOMELIDiB. 


Chryaomela  exclaimationi9y  Rog.,  1. 
PJngiodera  confluensj  Rog.,  2. 


Eleodea  aponaay  Lee.,  2. 
Eleodea  trioo«toto.  Say,  3. 
Eleodea  ohaoletay  Say,  2. 
Eleodea  extricatay  Say,  2. 
Eleodea  acuta.  Say,  1. 


TENEBRIONID-ffi. 


APPENDIX   RB.  1431 

MELOIDiB. 
Macrohaais  imaculataf  Say,  6. 
MacrobaHa  segmentaUif  Say,  3. 
Hpicauia  ferruginea.  Say,  5. 
Nemognatha  luridat  Lee.,  many  examples. 
Nentognatka  duoelor,  Lee,  3. 
Gnathium  minimumf  Say,  1. 
Oiacis  oanna,  Lee.,  1. 

CURCULIONID^. 

'Spkenopharua  IZ-punciaius,  111.,  4. 

HEMIPTERA. 

Galgulua  oculatuSf  Fabr.,  1. 
Brochymena  arhoreaf  Say,  5. 
Strachia  histrionicha,  Habn.,  2. 
LeptogloBBM  phyllopus^  Lin.,  7. 
Apiomerua  apiaHpeSj  Say,  2. 

ORTHOPTERA. 

GRYLLIDiE. 
Gryllug  abhreviatua,  Serv.,  1  $ ,  3  papte. 

LOCUSTRARLE. 

UdeapayWi  robvkatOj  Soad.,  3  ^ . 

ACRIDII. 
Caloptenua  himttatua,  Ubler.,  1,  papa. 
Heaperotetiix  virtdM,  Thos.,  2  <^ ,  3  $  ,  1  papa. 
(Edipoda  oorallipea,  Hald.,  2  ^ ,  also  papa  of  either  this  or  the  allied  (Edipoda  diaooideay 

Serv. 
Trimerotropia  eitrina  f ,  1  ^ . 

In  reference  to  this  example  Dr.  Thomas  says :  "  I  am  not  positive;  it  is  possible  that 
it  belongs  to  T.  rincuZato,  a  very  closely  allied  and  scarcely  distinct  species.*' 
Tragocephala  padfita,  1  ^ . 
AcrolophitM  hirUpeaf  2  larvse. 

BLATTARLfi. 
lachnopiera  unioolor  f ,  3  ^ ,  2  $ . 

NEUROPTERA. 

LIBELLULIDiB. 
^achna  heroa,  Fabr.,  3. 
Libellula  trimaciUaUif  De  G.,  2. 


GEOLOGICAL  NOTES. 

The  Staked  Plains  of  Texas,  wherein  are  foaud  the  sources  of  the  Bed 
Ei^er,  present  features  favorable  to  geological  research  in  the  fine  sec- 
tions exhibited  in  the  various  caiious  made  by  the  different  streams. 
To  the  student  who  visits  these  places,  the  first  view  seems  fraught 
with  promise  of  glorious  results.  Strata,  vivid  in  color  and  various  in 
composition,  lie  clear  cut  in  sheer  cliffs  before  his  eyes,  and  invite  a 
sludy  made  easy.    And  as  he  passes  from  one  canon  to  another,  and 
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fiuds  tbe  whole  coantry  seamed  by  the  net- work,  the  fortaitoos  labor  of 
Dature  appears  almost  supererogatory.  Standing  by  the  brink  he  sees 
the  solemn  front  of  the  huge  mesa  break  down  at  the  edges,  and  a  mass 
of  rolling  or  abrupt  and  rough  hills  succeed  the  ceaseless  long,  genUe 
swell  of  the  plains'  surface  proper,  and  the  field  for  study  increases  and 
swells  to  vastness.  But  the  reality  is  a  disappointment.  Tbe  rolling 
swell  of  the  general  surface  is  participated  in  by  the  underlying  rocks, 
and  canon  after  canon  throughout  their  whole  extent  present  in  general 
but  the  same  section,  different  only  as  the  erosion  has  been  greater,  or 
from  slight  local  causes.  So  the  grand  walls  of  the  grand  caiion,  with 
their  brilliant  cliffs  and  spires,  their  castellated  hills  and  cathedral 
ruins,  red,  and  red,  and  red,  are  again  encountered  in  the  smaller  tribu- 
taries, until  the  red  sandstone  goes  under  the  surface,  and  the  chalkj 
tops  of  the  cailon  walls  are  found  Irom  one  to  the  other  until  they  too 
disappear,  the  very  water-courses  cease  to  be,  and  the  unbroken  prairie 
reigns  supreme. 

Again  the  series  of  strata  which  do  form  the  field  for  study  are  vaguely 
coarse  and  unattractive,  upon  close  inspection,  and  the  absence  of  fossil 
life  makes  their  stony  pages  almost  the  blank  leaves  of  nature's  volume, 
unless,  perhaps,  they  are  instead  the  highly  decorated  pages  of  her 
book  of  illustrations  only. 

One  thing,  however,  can  be  read  everywhere,  and  thafis  the  effects  of 
aqueous  power  on  a  grand  scale^commensurate  with  the  boundless 
area  at  nature's  disposal  when  forming  these  fields  to  her  taste.  The 
section  which  is  here  presented  will  describe  the  country  between  longi- 
tude lOlo  and  102^  west  from  Greenwich,  and  between  latitude  3iP  3u' 
north  and  latitude  35^,  or  about  60  miles  east  and  west,  and  30  north 
and  south.  As  I  shall  point  out,  the  same,  or  a  similar  section,  may  be 
expected  through  the  whole  region  from  this  to  Dodge  City,  or  on  a 
line  running  a  little  east  of  north. 

Tbe  thickness  of  the  various  strata  varies  at  points,  but  not  to  any 
great  extent,  and  within  the  region  as  given  I  have  myself  verified  the 
general  section  at  nearly  every  point,  certainly  at  places  within  sight  of 
one  another,  and  so  situated  that  no  serious  difference  could  occur. 

I  shall  commence  at  the  top,  and  describe  the  series  in  descending 
order. 

The  general  surface  of  the  plains  is  gently  undulating,  and  sometimes 
in  such  great  swells  as  to  present  all  the  appearance  of  distant  hills  or 
mountains,  even,  when  magnified  by  the  mirage  and  with  the  heightened 
illusion  of  the  level,  where,  with  nothing  to  serve  as  a  comparison,  the 
judgment  often  fails  to  locate  the  distance.  A  noticeable  instance  of 
this  swell  and  degression,  this  wave  and  its  trough,  occurs  at  the  head 
of  the  main  ca£Lon,  where  a  north  and  south  wave  has  made  a  trough, 
and  the  swell  of  whi^b  is  cut  through  in  the  minor  cafions  of  the  Palo 
Dnro  and  the  Tierra  Blanca,  10  miles  to  the  west  of  this.  Again  the 
bluffs  of  the  canon  of  the  southern  stream  rise  up  to  the  traveler  from 
the  north. 

At  tbe  permanent  camp,  8  miles  east  of  the  head  of  the  main  canon, 

the  drift  and  alluvium  may  have  been  75  feet  in  thickness,  and  at  Oa- 

•5  foet,    ^oncito  Blanco  this  thickness  may  have  been  equal  or 
Drift,  .5  eet,  «|^gg^    r£^^  j^j^^  lg  g^^  g^^^j  grayclly,  or  at  times  sandy, 

though  never  enough  so  to  make  the  roads  troublesome;  tbe  surface  is 
almost  always  bard. 

Near  the  Tule  Cafion,  farther  to  the  south,  the  drift  sometimes  en- 
tirely disappears,  or  is  found  only  in  the  side  arrayas  or  drainage  chan- 
nels, and  the  chalky  limestone  of  No.  2  is  found  frequently  exposed  on 
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the  level  surface  of  the  plains,  while  the  outcrop  near  the  caSLons  almost 
precludes  the  existence  of  drift  above. 

2Jo.  2  is  a  chalky  limestone,  very  friable  and  weath-  y^.^  chaiky  umestone. 
ering  into  minute  fragments,  with  rectangular  joints. '*"**** ^••** 
Ko  fossils  were  found,  and  it  was  difficalt  at  any  time  to  get  access  to 
the  limestone  stratum,  so  extensive  was  the  disintegration.  This  num- 
ber was  seen  at  every  place  where  the  summit  of  the  general  level  was 
met,  and  was  last  seen  at  Bluff  Greek,  near  Fort  Dodge,  and  on  the 
prairie  between  that  point  and  the  Arkansas  Eiver.  It  will  be  noted 
that  the  altitude  of  Dodge  City  is  about  that  of  Fort  Elliott,  and  the 
line  joining  the  same  may  be  considered  a  strike  line  of  the  section 
under  description. 

No.  3  is  a  layer  of  compact  limestone,  almost  marble,  of  Na  &  co.put 
smooth  grain,  but  conchoidal  in  fracture,  and  inclined  to  fl"?**""' 
break  into  small  rectangular  fragments.  This  seems  to  contain  no  fos- 
sils though  very  carefully  examined  for  such.  It  is  very  firm  and  por- 
phyritic  in  appearance,  with  whitish  blots.  The  color  is  white  or  light 
gray,  sometimes  with  a  pinkish  tinge  in  the  sunlight.  It  will  be  seen  as 
the  upper  decided  outcrop  in  the  views  given  of  all  the  caiions.  It  is  the 
upper  water-bearing  rock,  and  when  it  disappears  under  the  surface 
at  the  head  of  the  Palo  Duro,  Tierra  Blanca,  Tule,  and  Caiioncito 
Blanco,  there  will  be  found  the  head  of  water.  It  and  the  number  just 
above  it  seem  to  be  quite  insoluble,  as  the  water  of  these  springs  is 
singularly  sweet  and  pure.  This  rock  is  used  in  the  construction  of  Fort 
Elliott,  where  it  is  burnt  for  lime,  and  where  its  small  and  convenient 
size  at  the  quarry  makes  it  suitable  for  the  foundations  of  the  light 
frame-houses  of  that  post.  At  this  point  it  is  not  far  distant  to  the  north 
in  a  spur  of  the  plains  which  pushes  to  the  east,  and  is  the  divide  be- 
tween the  Washita  and  the  North  Fork  of  Red  River.  This  number 
was  not  noticed  again  unless,  perhaps,  in  the  high  land  between  the  heads 
of  Bear  Creek  and  Bluff  Creek  in  Kansas. 

No.  4  is  a  clay,  sometimes  sandy,  sometimes  gravelly,  but  J!^^*;^ Hull 
never  stone,  although  very  compact.  This  presents  curious  ly^JSJToo'K?" 
features.  On  the  I^d  Kiver  and  the  Palo  Duro  and  Tierra  Blanca,  on  the 
margin  of  the  caiion  wall  were  found  at  places  immense  quantities  of 
calcified  and  silicified  (sometimes)  roots  which  seemed  the  stratum  in  all 
directions.  Trunks  and  butts  of  trees  were  found  above  in  No.  3.  So 
extensive  was  the  calcified  fibrous  character  at  times,  that  the  appear- 
ance was  almost  that  of  a  coral  bed.  In  other  canons  this  feature  seemed 
lacking  in  this  number,  and  from  the  fact  that  upon  excavating  into  the^ 
bank,  the  roots  were  thought  to  diminish  in  quantity  and  lessen  in  size  as 
the  bank  was  entered,  it  appeared  likely  that  the  trees  were  located  then, 
as  now,  on  the  margin  of  a  water  course.  No  fossillbaves  were  found ; 
nothing  but  the  petrified  wood  so  generally  reported  upon  by  every 
traveler  in  these  parts.  The  formation  of  this  number  seems  to  have 
been  quite  rapid  from  the  evenly  smooth  character  and  from  the  fact 
that  pockets  of  sand  and  gravel  were  found  in  considerable  quantity 
resting  upon  the  next  lower  number.  These  pockets  evidently  belonged 
to  the  number  under  description,  and  were  formed  by  the  sifting  and 
settling  of  their  contents  through  the  lighter  mud  of  tbe  upper  part.  In 
these  pockets  were  discovered  the  first  fossils.  At  the  Cafioncito  Blanco, 
wherever  exposed,  shells  could  be  found  by  a  little  search,  but  no  shells 
were  found  in  this  number  except  in  these  pockets.  The  shells  were  all 
lamellibrauchs,  and  were  abundant  in  number,  but  of  few  varieties. 
I  have  spoken  more  in  detail  of  them  in  another  place.  All  were  more 
or  less  wateivworn,  and  appeared  in  general  to  have  been  brought  or 
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washed  there,  rather  than  to  have  been  left  by  their  wearers.    At  no 
other  place  were  the  shells  so  abuodant  as  in  Ganoncito  Blanco,  though 
a  few  were  found  in  the  Tule  and  in  Mulberry  Greek. 
Ko.  &.  s«i>dstomi       No.  5  is  a  sandstone  conglomerate,  compact  in  texture  but 
STtiL™*''*''***    easily  worn  by  water  or  weather.    The  gravel  found  in  it  is 
small  and  is  not  very  abundant.    A  few  fossils  were  found  and  even 
occasioual  pockets.    Generally,  however,  the  conglomerate  was  quite 
free  from  shells. 
Ko.  6  consisted  of  from  75  to  100  feet  of  red  sandstones  or  clays  some- 
times passing  into  shales.     Occasionally  were  beds  of 
.t^na^hffe.Td    whltc,  shaly  sandstones,  and  sometimes  almost  clear  sand 
ci.y..rstoioof«u     Qp  Qy^^  partially  conglomerate.     Very  few  shells  were 

found,  but  these  were  believed  to  have  different  varieties  than  those  of 
the  upper  number,  the  difference  being,  perhaps,  in  Ostraea.  This  num- 
ber varies  very  much,  running  through  all  the  varieties  of  sand  and 
clay  and  their  rocks.  Shales  are  light-colored  or  red,  or  sometimes 
dark,  and  in  these  shales  are  found  springs  at  several  points.  The 
number  also  varies  considerably  in  thickness  and  in  many  places  gives 
less  than  the  minimum  here  quoted. 

No.  7  is  a  hard  dark-colored  sandstone  withstanding  both  water  and 
Now  7.  H»H  Mad.  weathcr.  It  is  heavy  and  compact,  and  by  its  resistance  it 
•toM,  i&toMfML  forms  the  second  check  in  the  formation  of  the  canons,  the 
upper  limestone  being  the  first.  The  main  falls  of  the  Ked  Biver  are 
foruied  by  this  layer,  and  the  narrow  guUey  or  trench  described  as  cat 
in  the  rock  below  the  falls  could  have  been  possible  only  in  this  number. 
These  falls,  25  or  30  feet  high,  are  reproduced  in  the  Ganoncito  Blanco 
by  the  same  stratum  and  at  a  less  height,  and  again  in  the  Tule  Canon 
are  found  the  same.  Its  firmness  and  dark  color  make  it  bold  in  relief 
and  in  appearance  wherever  the  canon-walls  are  precipitous.  Occa- 
sional pebbles  and  gravels  are  found,  but  no  fossils  have  been  noted. 
This  rock  supports  the  last  of  the  good  water  in  descending  order,  and 
springs  or  rnuning  water  found  lower  than  this  will  be  apt  to  be  alka- 
line. We  have  thus  far  described  a  section  from  325  to  455  feet  in 
depth,  and  as  yet  the  gypsum  has  not  been  encountered.  Moreover  the 
characteristics  of  the  numbers  already  specified  are  quite  distinct  and 
are  easily  recognized.  The  main  canon  cuts  fully  12  miles  of  its  course 
before  these  are  passed  through,  and  our  camping  places  on  the  Mul- 
berry, the  Salt  Fork,  the  Upper  McGlellan  Greek,  and  the  Big  Spring 
on  North  Fork,  as  well  as  Fort  Elliott  itself,  and  the  creek  at  which  it 
is  supplied  with  water,  are  all  found  within  the  limits  of  so  much  of  the 
section. 

On  ascending  the  divide  from  Bear  Greek,  Kansas ;  that  is,  in  passing 
out  of  the  valley  of  the  Gimarron,  we  also  pass  through  the  lower  of 
these  numbers,  and  there  are  outcrops  of  conglomerate  and  sandstone, 
containing  not  only  the  same  fossils  already  obtained  and  alluded  to, 
but  many  others  of  similar  varieties.  Many  specimens  of  the  Ostriea 
Pastina  are  found  in  good  condition  and  very  little  water-worn.  It  ap- 
peared to  me  that  much  the  same  varieties  were  obtained  at  Bear  Greek 
that  were  collected  on  the  divide  between  Beaver  Greek  and  Sand  Creek 
just  north  of  Gamp  Supply,  and  that,  in  addition  the^to,  the  small 
shells  of  Ganoncito  Blanco  were  added,  which  were  not  found,  certainly 
in  numbers,  at  the  outcrop  near  Gamp  Supply.  It  bore  every  appear- 
ance that  the  formation  at  Bear  Greek  was  contemporaneous  with  that 
of  the  lower  portion  of  the  section,  as  so  far  described,  and  that  the  more- 
finely  comminuted  elements  of  the  Staked  Plains,  the  water-worn  speci- 
mens, the  less  number  of  varieties,  and  the  smaller  shells^  all  indicated 
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that  Bear  Creek  was  nearer  the  edge  of  the  cretaceoas  ocean  at  that  time, 
and  that  the  Bed  River  country  was  probably  iu  deep  and  quiet  water. 
I  might  add  that  no  bowlders,  or  even  large  gravel,  are  found  in  the  Bed 
Kiver  country  in  the  conglomerates  of  the  whole  section. 

It  is  difficult  to  separate  the  lowest  number  into  distinct  and  definite 
individuals.  A  confused  mass  of  red  sandstones  and  clays 
•bSi,*"  SS'^'dSl  or  shales  are  found  as  low  as  the  canon- walls  extend.  Where 
7oor««tudiiiom.  ijJjq  sandstones  predominate,  as  in  the  Tule  Canon,  a  mass- 
ive and  striking  cliff  of  brilliant  red,  200  feet  and  more  in  height,  rises 
sheer  from  the  stream.  When  the  clays  are  in  excess,  or  clays  and 
shales  or  slates,  the  weird  castles  and  churches,  BnA  brilliant  mockeries 
of  the  Bed  Kiver  itself  are  seen.  In  this  number  the  occasional  or  at 
times  more  numerous  or  thicker  beds  or  layers  of  gypsum  are  found. 
The  gypsum  is  not  found  above  No.  7.  The  gypsum  deposits  are  scat- 
tering and  varied  in  importance  as  well  as  in  colors.  All  water  found 
flowing  beneath  the  lower  surface  of  No.  7  is  apt  to  be  tainted,  and  no 
exception  of  a  fresh,  sweet  spring  was  found.  There  may  be  light- 
colored  sandstones,  and,  at  times,  limestones  in  beds  or  thin  layers  may 
be  seen.  Occasionally  a  bluish  tint  is  found  in  the  shales.  The  gyp- 
sum is  generally  white  or  light-colored ;  but  all  colors  are  overwhelmed 
with  the  general  vivid  red  of  the  whole  land.  Beds  of  conglomerates  are 
seen,  and  from  one  such  a  few  of  the  small  shells  of  the  same  varieties,  as 
in  Canoncito  Blanco,  were  obtained.  This  was  located  not  far  from  Camp 
Cent,  and  probably  8  miles  north  of  Tule  Canon.  A  few  of  the  same 
were  also  seen  in  position  not  far  from  D  Company  Creek  camp.  It 
seems  hardly  necessary  to  dwell  on  the  peculiarities  of  this  region,  so 
often  and  well  described. 

It  seemed  worthy  of  remark,  however,  that  the  barometer  confirmed 
my  own  conclusions  while  on  the  line  of  march.  The  mouth  of  Tule 
Creek  and  the  camp  on  Sand  Creek,  9  miles  north  of  Camp  Supply,  are 
about  at  the  same  altitude,  and  they  have  nearly,  if  not  quite,  the  same 
geological  altitude.  The  water  of  Sand  Creek  is  nearly,  if  not  quite, 
as  disagreeable  as  that  of  the  Tule.  Camp  Supply  is  on  a  higher  level 
and  the  water  is  somewhat  better,  though,  I  think,  quite  disagreeable. 
In  crossing  the  divide  between  the  Beaver  and  Sand  Creeks,  the  top  layer 
is  a  conglomerate  cemented  by  lime,  with  a  great  abundance  of  shells 
of  various  varieties.  I  think  this  is  of  the  same  age  as  the  layer 
spoken  of  as  near  the  Camp  Cent  Canon.  These  shells  were  not  much 
water-worn,  and  were  in  very  great  abundance,  more  so  than  at  any 
other  point  visited  on  the  trip. 

The  vivid  gullies  and  arroyas  and  vistas  seen  from  the  summit  of  this 
divide,  as  one  looks  to  the  north  down  the  washed  slopes,  are  as  attract- 
ive as  many  views  in  the  canon  150  miles  to  the  south.  Gypsum  out- 
crops are  met  with  between  this  and  the  Cimarron^  which  stream  again 
exhibits  the  characteristics  of  the  gypsum  formation.  The  rise  from 
this  up  the  bluffs  of  Bear  Creek  brings  us  out  of  the  region  again  to 
more  pleasant  surroundings. 

The  profile  shown  by  the  barometer  is  one  of  general  level  to  the  north 
and  south,  and  a  long  easy  slope  from  the  west  to  the  east.  The  upper 
level  is  well  preserved,  and  reappears  in  detached  portions  as  far  as  the 
Antelope  Hills  on  the  south  of  the  Canadian  and  east  of  the  one-hun- 
dredth meridian.  The  east  and  west  streams  have  cut  much  the  same 
kind  of  channels,  and  the  side  streams  are  all  constructed  in  the  same 
fashion.  So  long  as  the  upper  limestone  remained  in  situ  the  first  diffi- 
culties were  great;  but,  as  is  shown  by  the  shapes  of  the  denudation, 
the  climate  has  in  general  been  mild  and  much  the  same  as  now,  the 
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rains  moderate,  and  the  only  effects  of  unusaal  powers  are  shown  in 
the  commencement  of  the  formation  of  the  cations.  The  easy  roll  of  the 
^oaud  gave  inequalities  to  the  surface  which  formed  ponds  and  lakes. 
Today  are  many  basins  of  size  enoagh  to  be  called  small  lakes.  Filled 
by  the  rain,  they  sometimes  are  of  a  depth  a^  great  as  10  feet,  and  many 
are  seen  filled  every  year  to  a  depth  of  2,  3,  or  4  feet  The  largest  of 
these  lakes  in  times  past  foand  irs  oatlet  over  its  rim  in  a  small  stream 
which  wore  away  the  hard  limestone  by  degrees.  At  length  the  time 
came  when  this  stratam  was  entirely  gone,  and  the  softer  material  below 
disappearing  rapidly,  an  extra  rainfall,  perhaps,  carried  the  small  fall  of 
exit  for  the  lake  back  to  its  brim,  and  the  large  mass  of  water  was  set 
in  motion.  Tearing  down  its  oatlet,  the  sand,  shales  and  clays  were 
swept  away;  the  ansapported  upper  layers  caved  into  the  channel,  and 
were  also  carried  off  by  the  rush ;  the  wild  torrent  now  with  its  great 
fall  and  huge  volume  tore  its  way  through  the  harder  sandstone  below, 
and  the  sharp -cut  heads  of  each  caflon  were  made  at  one  great  effort. 
The  lake  disappeared,  the  caflonwalls  were  gradually  shaped  by  the 
rains,  bat  not  very  much,  and  the  network  of  these  watercourses  ex- 
tended backward  toward  the  head  of  the  stream,  as  the  additional  height 
given  by  the  scouring  out  of  the  lower  channels  made  the  outbreak  of 
the  upper  lakes  more  effective  and  more  easily  begun.  As  each  fresh 
torrent  tore  down  the  main  stream  it  lent  its  effort  to  alter  the  shape  of 
its  bed.  Sometimes  it  widened  it,  sometimes  it  cut  a  new  channel,  leaving 
the  bed  of  the  former  stream  to  one  side  and  at  a  higher  level  to  be  cut 
up  into  valleys  and  gullies  afterwards.  As  soon  as  the  main  work  was 
done  the  power  was  exhausted.  The  light  fall  of  rain  was  never  enough 
to  smooth  down  and  round  the  sharp-cut  walls  into  gentle  slopes  of  quiet 
hills,  and  the  formation  of  soil  was  impossible  for  this  reason.  The 
absence  of  soil  and  rain  prevented  the  accumulation  of  vegetable  life, 
especially  trees,  and  the  whole  part  of  the  country  since  its  elevation 
above  the  level  of  tbe  cretaceous  sea  appears  to  have  been  that  of  a 
lake  region  with  a  scant  neighboring  flora,  small  outlets  bordered  by 
trees,  a  cataclysm — perhaps  covering  some  few  years— -of  caiion  forma- 
tion ;  and  tbe  same  quiet  life  of  today  ever  since  that  time.  The  small 
stream  going  down  the  main  cafion  has  only  cut  a  few  hundred  yards 
backward  through  the  sandstone  at  the  falls,  and  this  work  might  easily 
have  been  done  in  hundreds  of  years  by  the  present  stream. 

There  are  definite  bounds  now  visible  to  the  ancient  lakes  which 
formed  the  main  cafion,  that  of  Canoncito  Blanco. and  the  Tule.  The 
evidences  are  also  patent  of  a  similar  origin  to  the  Mulberry  Greek 
Canon. 

In  the  geological  report  of  Lieutenant  Whipple's  Report,  vol.  Ill,  Pacific 
Bailroad  Surveys,  the  Antelope  Hills  are  described  as  having  *^  white 
V limestone^  for  some  of  the  upper  beds.  To  the  west  of  this  point,  be- 
tween the  Washita  and  the  Canadian,  were  found  fossil  Ostracea  in  a 
limestone  6  feet  thick,  and  of  a  whitish  gray  color.  (P.  19.)  **  The 
only  representation  of  this  formation  found  in  the  collection  is  the  well- 
known  cretaceous  fossil  **  Gryphcea  PitcherL^  The  sections  given  on  pages 
24  and  25  represent  tbe  edges  of  the  Staked  Plains,  and  are  all  de- 
scribed as  having '^  white  limestone"  for  the  upper  rock,  in  one  case 
giving  10  feet  for  the  thickness.  Underneath  this  is  given  "  calcareous 
conglomerate,"  "sandstones  and  marls,"  and  ''yellow  limestone,  with 
bluish-gray  beds,  at  the  bottom  containing  Ostrcea ft]" 

The  last  section  quoted  is  of  Mount  Tucumcari,  in  the  valley  of  the 
Canadian,  about  longitude  103^  40'  west,  or  more  than  50  miles  beyond 
my  farthest  western  point.    These  sections  and  descriptions  are  much 
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more  iu  accordance  witb  my  own  than  those  recorded  in  Marcy  and 
McCIellau's  report  on  the  Red  River,  and  confirm  me  in  my  belief  that 
the  geology  of  the  northern  part  of  the  pan-handle  of  Texas,  and  ex- 
tending  some  distance  north  into  the  Indian  Territory,  is  one  and  the 
same. 

The  fossils  which  were  brought  back  were  sent  to  Prof.  O.  C.  Marsh 
for  identification,  he  having  kindly  promised  to  do  this  as  a  labor  of  love. 
He  has  not  as  yet  sent  me  the  list,  bat  I  hope  it  may  be  received  in 
time  to  be  printed  with  this  report.  I  have  endeavored  myself,  with  the 
slight  sources  of  comparison  at  my  disposal,  to  classify  or  describe  some 
of  those  bronght  back.  By  far  the  greatest  number  of  specimens  ob- 
tained at  the  Ganoncito  Blanco  and  in  the  canon  wherever  found  con- 
sisted of  OstrcBa.  The  varieties  figured  in  Meek%  report  on  Cretaceous 
Invertebrata,  United  States  Geological  Survey  of  the  Territories,  as  the 
Ostrcea  Patina.  Var.  A,  S,  and  0  are  well  represented,  in  especial  the 
latter  named.  As  I  lay  no  claims  to  being  an  expert  in  palsBontology,  I 
may  be  pardoned  if  I  state  that  these  figures  and  those  of  the  Oryphaa 
Pitcheri,  as  given  in  Vol..  II,  Pacific  Railroad  Reports,  seem  to  me  to  run 
the  one  into  the  other,  and  that  it  might  be  difficult  to  say  at  times 
whether  an  individual  should  belong  to  one  or  another  of  the  four 
names  quoted.  At  any  rate,  whether  right  or  wrong  in  this,  I  am  cer- 
tain that  I  have  specimens  which  exactly  represent  all  the  plates  and 
varieties  given  and  drawn  in  the  volumes  cited. 

The  next  most  prominent  fossil  in  point  of  numbers  I  have  concluded 
to  be  the  Ostrcsa  Olabra^  (p.  509  Meek.)  The  fossil  so  named  occurs  in 
great  quantity  and  of  all  sizes  from  1  to  2  inches  in  length.  In  addi- 
tion to  these  I  have  found,  I  think,  specimens  of  the  Ostraa  inornaia^ 
Meek,  p.  14;  Mactra  (Cymbopkora)  Alta^  210  Meek;  Callista  Pelltunda^ 
187  Meek ;  Protocardia  Para^  176  Meek.  I  have  tried  to  make  myself 
believe  that  among  the  specimens  collected  there  were  also  exhibited 
Ostrcea  congesia^  Inoceramus  probleinaticttSj  or  indeed  any  variety  of  In- 
oceramuSj  but  I  failed,  and  at  present  I  do  not  believe  these  varieties 
were  found.  It  so  happens  that  the  fossils  named  so  far  are  located  in 
No.  4,  No.  5,  and  upward  of  Hayden  &  Meek  section  of  the  cretaceous 
rocks  of  the  Northwest.  I  am  not  familiar  with  the  appearance  of  this 
section  as  described,  nor  have  I  seen  the  upper  numbers  as  quoted  in 
the  various  reports  of  the  Upper  Missouri.  It  also  happens  that  many 
of  the  fossils  quoted  in  the  general  section  as  characteristic  were  not 
found  by  myself,  and  it  is  again  worthy  of  remark  that  if  the  Staked 
Plains  section  does  belong  to  the  upper  rocks  of  the  cretaceous  period 
the  colors  and  general  appearances  of  Nos.  4  and  5  will  not  fairly  de- 
scribe the  southern  rocks.  Professor  Hayden  describes  the  northern 
lands  as  dark  and  somber,  and  no  mention  of  red  is  made  above  the 
Dakota  group.  The  fossils  of  the  Fort  Benton  group,  as  figured,  are 
certainly  not  characteristic  of  the  Staked  Plains,  and  without  attempt- 
ing to  place  these  strata,  I  merely  desire  to  call  attention  to  these  points, 
and  to  note  particularly  the  force  of  my  observation,  that  all  the  fossils 
»o  far  named  are  much  water-tcom  and  generally  small  in  size,  and  must 
have  been  brought  some  distance. 

The  fossils  found  at  Camp  Supply,  are  very  abundant,  and  some  por- 
tions of  the  rock  seem  entirely  composed  of  them.  The  varieties  of 
Ostrcea  quoted  are  found,  and  I  thought  I  could  safely  call  two  or  three 
specimens  Inoceramus.  Many  and  interesting  individuals  of  Scaphitea 
were  noted  and  were  all  well  marked  and  very  little  water- worn.  Scaph- 
itea  Conradii  was  noted,  and  it  Is  believed  Bcaphites  Nodosus^  Phola- 
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domya  (Procardia)  Hodgii^  Meek,  p.  219,  was  marked  as  one  example, 
though  others  were  thought  to  have  been  possibly  the  same. 

Many  specimens  of  scaphites  of  different  varieties  were  recognized, 
and  a  mach  convoluted  shell  was  thought  to  be  a  portion  of  an  ammon- 
ite. A  strongly-marked  bivalve,  of  beautiful  shape  and  well  preserved, 
awaits  recognition,  and  there  are  many  other  varieties  which  it  is  hoped 
will  be  classified  in  time. 

Perhaps  it  would  be  proper  at  this  point  to  say  that  at  the  heads  of 
the  various  streams,  and  sometimes  in  accumulated  beds  in  the  lower 
parts  of  their  courses,  .and  in  the  ponds  on  the  prairie,  were  found  sheik 
of  land  and  fresh-water  varieties  of  Physce^  LimncMj  PlanorbU^  and 
Uniog,  These  were  not  found  alive,  perhaps  because  no  search  was 
made  for  them,  but  T  recollect  tlf^t  the  head  of  the  Paloduro  was  iu 
especial  marked  by  great  quantities  of  these  shells. 

REPTILES. 

The  party  did  not  attempt  to  make  a  full  collection  of  the  reptilia. 
The  full  and  well-illustrated  report  on  this  subject  in  Marcy  and  McClel' 
lan's  report  seems  to  have  about  covered  the  entire  ground,  at  least  to 
one  not  a  specialist.  A  few  specimens  collected  were  sent  to  the  Bead- 
ing Society  of  Natural  Sciences,  and  the  accompanying  letter  gives  the 
list  of  all  specimens  so  sent. 

It  may  be  said,  however,  that  all  such  belong  to  species  which  are 
abundantly  represented  everywhere  along  the  line  of  the  survey. 

LIST  OF  REPTILES  PREPARED  BT  DR.  M.  A.  RHOADS. 

Reading  Society  of  Natural  ScrBNCES, 

Eeadingj  Pa.,  December  22,  1876. 

Sir  :  I  have  the  honor  to  transinit  the  following  list  of  reptiles  forwarded  to  the 
society,  wHioh  were  collected  by  the  expedition  under  yoar  charge  daring  the  sarvera 
of  the  region  of  the  head- waters  of  the  Red  River  of  Texas, in  May  and  Jane,  1876. 
Very  reapectfully, 

M.  A.  Rhoads,  M.  D. 
Lieut.  E.  H.  Ruffner, 

Cwrps  of  Engineers f  Chi^f  Engineer  Department  of  ike  MiesouH, 

Order  SAURIA.   Qenus  Crotophytus. 

Crotophytue  CollarUf  Holbrook. 

Genus  Tap  ay  a. 
Tapaya  Douglaeii,  G. 

Order  OPHIDIA.  Genus  Crotalus. 

CrotalM  ledamantue,  Beauv. 
Crotalus  Confluentus,  Say. 

Genus  Heterodox. 
Heterodon  Naeicua, 

Also  along  with  the  above — 
Mygale  HentHi, 
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explorations  and  surveys  in  the  department  of  texas. 

Headquabtebs  Department  op  Texas, 

San  AntoniOy  Texas^  July  11,  1877. 

General  :  I  have  the  honor  to  submit  the  following  report  upon  the 
operations  conducted  under  m.v  charge  as  chief  engineer  officer  Depart- 
ment of  Texas,  from  the  date  of  my  assignment  to  duty  in  such  capacity 
to  the  close  of  the  fiscal  year  ending  June  30, 1877 : 

In  obedience  to  Special  Orders  No.  237,  dated  Headquarters  of  the 
Army,  Adjutant  General's  Office,  November  17,  1876,  I  reported  to  the 
commanding  general,  Department  of  Texas,  and  was  assigned  to  duty, 
December  II,  1876,  at  his  headquarters,  relieving  First  Lieut.  William 
Hoffman,  Eleventh  United  States  Infantry,  then  acting  engineer  officer 
of  the  Department. 

As  there  were  no  funds  for  the  purpose  of  conducting  operations  of 
survey,  or  for  compensation  of  draughtsmen,  or  other  employes,  the 
duties  in  the  office  consisted  only  of  issue  of  maps,  and  in  furnishing 
such  information  as  the  records  of  the  office  contained  to  persons  desir- 
ing it,  and  in  the  issue  of  instruments,  stationery,  &c.,  to  those  officers 
who  were  engaged  in  making  notes  of  reconnaissances  or  maps  of  those 
already  made. 

On  January  4,  1877, 1  left  department  headquarters  under  instruc- 
tions from  the  Secretary  of  War,  through  the  Chief  of  Engineers,  toper- 
form  certain  other  duties  at  Fort  Brown,  Texas,  and  returned  by  reason 
of  instructions  from  the  Chief  of  Engineers,  July  2,  1877.  During  my 
absence,  the  ordinary  routine  duties  of  the  office  have  been  performed 
at  various  times  byMaj.  J.  H.Taylor,  assistant  adjutant-general;  Lieut. 
Col.  J.  S.  Mason,  acting  assistant  inspector-general  of  the  Department; 
and  Lieut.  H.  G.  Brown,  aide-de-camp  to  the  commanding  general. 

During  the  summer  of  1876,  Lieutenant  Hoffman  made  the  tour  of  the 
several  northern  posts  of  the  department  for  the  purpose  of  determining 
their  positions  in  latitude  and  longitude.  P*or  longitude,  differences  of 
time  between  the  posts  and  the  Lake  Survey  observatory  at  Detroit, 
Mich.,  were  determined  by  telegraphic  signals.  Latitudes  were  deter- 
mined by  sextant  ob^ervation8. 

Lieutenant  Hoffman  labored  under  many  difficulties  in  the  perform  • 
ance  of  his  work,  being  entirely  without  assistance  save  that  rendered 
by  enlisted  men  at  the  various  posts,  and  having  chronometers  which 
he  describes  as  entirely  unreliable.  He  only  claims  for  his  results  that 
they  are  reliable  to  within  the  nearest  second  of  time. 

Within  my  knowledge  no  report  has  been  made  of  this  work.  I, 
therefore,  give  tabulated  below  the  resulting  longitudes  which  have  been 
left  on  record  in  this  office,  in  order  that  they  may  be  preserved.  There 
are  no  records  of  the  resulting  latitudes  in  this  office. 
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Longitudes^  west  of  Greenwich,  of  military  posts  in  Texa9,  determined  from  time-^jIbiertatkiM 
by  Lieut,  JVilliam  Hoffman^  Eleventh  United  States  Infantry^  by  telegraphic  signals  to  and 
from  observatory  of  United  States  Lake  Survey,  Detroit,  Mich.,  1876. 

A.    m.  9.  c.  '  " 

Fort  Riobardson  (new  Bnn-dial) 6    32  38.7  98  09  31.05 

FortGriffln  6    36  55  99  13  45 

Fort  Stockton .4 6    51  liO  102  52  30 

FortConrho 6    41  43  100  25  45 

FortMcKavett 6    40  25.52  100  06  22.8 

Daring  my  absence,  on  duty,  from  Fort  Brown,  Texas,  in  Febroary 
and  March,  1877,  my  assistant,  Mr.  O.  S.  Wilson,  was,  by  my  directioD, 
engaged  in  making  a  careful  survey  of  the  post  of  Einggold  Barracks, 
Texas,  which  was  required  by  the  department  commander  for  the  pur- 
pose of  adjusting  the  boundaries  of  the  proposed  reservation. 

The  survey  carefully  made  with  theodolite  and  chain,  and  with  refer- 
ence to  the  true  meridian,  was  platted  on  a  scale  of  one  three-thousandths, 
making  a  map  of  690  square  inches.  Mr.  Wilson  also  made  observations 
with  the  sextant  for  the  latitude  of  the  sun-dial  at  Ringgold  Barracks, 
the  results  of  which  are  given  in  tabulated  form  below. 

Observations  with  sextant  for  latitude  of  sun-dial,  post  of  Ringgold  Barracks,  T^extie,  try  Asmt- 

ant  Engineer  0.  S,  Wilwn,  March,  1877. 


Bate. 

Oltteot. 

Berall. 

Mean. 

1877. 
March  2 

Polaris 

25 
2S 
25 
25 
25 

40 
40 
40 

26    22    48.7 
39.4 
37.0 
31.4 
35.2 

a      1     H 

7 

....do 

7 

.... QO  ,  .......... 

8 

....do  .       ...... 

8 

....do 

Sun 

9S    99    M.S 

Mitrcb  3...... ,- ^-^r-Tr-,T  'f 

26    23    12.2 
22    5f».5 
22    33.7 

7 

...,do 

8 , 

do 

9S     99    5Lp 

Liatitude  of  snn-dial.  Rinffsrold  Baxracks. . . . 

26    22    4&6 

Very  respectfully,  your  obedient  servant, 

Jahes  F.  Greoort, 
Captain  of  Engineer  s. 
Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers  U,  8.  A. 
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OF  ENGINEERS,  FOR  THE  FISCAL  YEAR  ENDING  JUNE 
30, 1877. 

EXPLORATIONS  AND  SCRVEYS  IN  THE  DIVISION  OP  THE  PACIFIC. 

Engineer  Opfiob,  Military  Division  of  the  Pacific, 

San  FranciscOj  Cal.^  July^5,\lS17. 

Sir  :  I  have  the  honor  to  sabmit  my  annaal  report  for  the  year  euding 
Jane  30, 1877. 

The  discharge  of  the  office  employ^  at  the  close  of  the  preceding 
fiscal  year  stopped  the  drawing  of  foar  important  maps,  which  have  been 
much  needed.  This  will  neces3itate  the  redrawing  of  these  maps,  as 
other  draughtsmen  cannot  finish  them.  It  has  been  impossible  to  meet 
the  frequent  demand  for  maps. 

The  troops  have  been  actively  employed  throughout  the  year,  in  parts 
of  the  division,  in  operations  against  the  Indians. 

There  is  at  present  an  Indian  outbreak  of  considerable  magnifude  in 
Idaho  Territory,  and  there  are  no  maps  to  issue  to  the  troops  who  have 
been  sen t from  the  adjacent  military  department,  and  who  are  not  familiar 
with  the  C4)untry. 

field-work. 

The  eastern  boundary  of  the  Presidio  or  Fort  Point  military  reserva- 
tion, as  established  by  the  act  of  Congress  approved  May  9, 1876,  was 
surveyed  and  marked  by  stone  monuments. 

The  boundaries  of  the  Point  San  Jo86  military  reservation  were  sur- 
veyed and  marked. 

in  compliance  with  a  division  order,  I  visited  the  military  reserva- 
tion at  Monterey,  Cal.,  and  made  a  report  to  the  major-general  com- 
manding upon  the  custodianship  thereof. 

For  several  years  the  sand-downs  west  of  the  military  post  of  Point 
San  Jos^,  San  Francisco  Harbor,  have  been  encroaching  upon  the  post 
to  such  an  extent  as  to  seriously  block  the  roads  and  to  endanger  the 
buildings.  The  method  resorted  to  to  keep  off  the  drifting  sand^that  of 
building  high  fences — was  of  doubtful  expediency  and  economy,  as  in 
one  season  the  sand  would  cover  the  fence  and  necessitate  the  building 
of  another  fence  above  the  old  one.  In  this  way  the  sand,  in  some 
places  30  feet  above  the  natural  surface  of  six  j^ears  ago,  had  collected 
to  the  windward  of  the  post  and  threatened  to  bury  it.  The  sand  comes 
partly  from  the  beach  of  the  reservation,  but  principally  from  the  sand- 
downs  west  of  the  reservation  which  have  been  supplied  from  the  beach 
to  the  windward.  From  April  to  October  the  wind  blows  in  the  after- 
noons from  a  direction  nearly  unvarying,  and  with  a  maximum  velocity 
of  about  32  miles  an  hour.  The  two  objects  to  be  attained  were  to  cut 
off  the  supply  of  sand  coming  from  outside  the  reservation,  and  to  fix 
the  sand  already  upon  the  reservation.  The  first  object  has  been  at- 
91  B 
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tained  by  building  a  brush-fence  along  the  beach  and  the  western 
boundary-line.    The  second  object  has  been  secared  by  planting  in  the 
sand  lupine-seed,  {Lupintm  arboreus,)    This  lupine  shrub  has  a  yellow 
flower  and  reaches  its  maximum  growth  in  four  years,  when  it  is  five  or 
six  feet  high,  and  covers  an  area  of  about  50  square  feet.    It  is  a  hardy 
plant,  and  has  long  tap-roots,  which  render  it  suitable  for  planting  ia 
sand.    There  are  36  acres  in  the  sand  tract  of  the  reservation.    The 
lupine  seed  was  gathered  by  the  soldiers  upon  the  Presidio  reservation. 
Barley  was  mixed  with  the  lupine-.^eed  in  the  proportion  of  3  pounds  of 
lupine  to  100  pounds  of  barley.    This  mixture  was  sown  broadcast  after 
the  surface  had  been  harrowed.    About  200  pounds  were  used  to  the 
acre.    The  sowing  was  done  immediately  after  the  first  rains,  which 
occurred  in  October.    The  sand  was  then  rolled  to  consolidate  it.    The 
lupine  comes  to  the  surface  slowly,  sending  its  roots  down  several  feet 
before  appearing  above  the  surface.    The  barley  was  planted,  as  ii 
sprouts  soon.     It  came  to  the  surface  in  ten  days,  and  held  the  sand  un- 
til the  lupine  was  well  rooted  and  had  developed  into  vigorous  plants. 
In  spite  of  the  exceptionally  unfavorable  year,  the  annual  rain-fall  hav- 
ing been  only  11  inches,  while  for  the  preceding  five  years  the  average 
annual  rain-fall  was  24.93  inches,  the  barley  has  matured  and  the  lupine 
has  grown  into  healthy  plants,  preventing  the  drifting  of  the  saud 
npon  most  of  the  saud  tract.    In  the  few  places  where  the  lupine  did 
not  grow  the  sand  has  been  held  in  place  by  covering  the  surface  with 
brush.    Among  the  causes  of  the  rapid  growth,  in  sand-downs,  of  certain 
plants,  are  the  looseness  and  warmth  of  the  soil  and  the  higher  level  of 
the  surfaee  of  permanent  moisture,  due  to  capillary  attraction.    It  is 
the  intention  to  raise  from  seed,  in  a  sheltered  plantation,  a  number  of 
small  trees,  which  will  be  transplanted  to  the  sand-dowus  when  they 
are  sufficiently  vigorous.    The  Monterey  pine  and  cypress  trees  have 
been  selected  for  this  purpose,  because  of  their  rapid  growth  in  sandy 
soils,  and  their  thick  foliage,  which  breaks  the  wind.    In  this  way,  in  a 
few  years,  a  valuable  growth  of  trees  can  be  secured,  which  will  shelter 
the  post  from  the  high  summer  winds  and  obviate  the  constantly  recur- 
ring expenditures  for  wind-fences.    In  fact,  when  the  sand  is  held  in 
place,  several  plants  grow  spontaneously  upon  it.    The  slopes  of  the 
sand-downs  are  gentle  to  the  windward  and  steep  to  the  leeward.    Their 
crests  have  curvilinear  directions  nearly  normal  to  the  direction  of  the 
prevailing  winds,  and  move  to  the  leeward  at  a  considerable  rate.    As 
the  sand  accumulates  upon  the  beach,  it  is  proposed  to  hold  it  in  place 
by  planting  some  of  the  grasses,  as  the  mat-grass,  {Psamma  arenaria^] 
which  have  proved  themselves  valuable  for  this  purpose  in  the  works 
of  sand-reclamation  upon  the  coasts  of  Europe.    It  is  probable  that  this 
will  not  be  necessary,  as  there  is  a  vine  which  is  growing  near  the 
beach  fence  of  brush.    This  brush-fence  has  been  placed  at  about  10  feet 
from  the  extreme  high- water  line.    The  slope  of  the  surface  of  the  dry 
sand  between  the  fence  and  the  high-water  line  will  be  increased  by  the 
accumulation  of  the  sand  stopped  by  the  fence.    This  will  diminish  the 
amount  of  saud  moved,  and  will  facilitate  its  being  held  in  place  by  the 
sand-binding  grasses. 

The  military  reservation  at  Camp  Thomas,  Arizona,  was  surveyed  by 
First  Lieut.  E.  D.  Thomas,  Fifth  Cavalry,  A.  D.  C,  and  acting  engi- 
neer officer,  department  of  Arizona. 

OFFICE-WORK. 

Information  for  the  publication  of  an  outline  description  of  the  mih- 
itary  i)0St8  in  the  Military  Division  of  the  Pacific  has  been  collecteii. 
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Work  bas.been  commenced  in  making  redaced  drawings  of  the  plans  of 
the  military  reservations  an^  of  the  posts,  to  accompany  this  publica- 
tion. 

A  very  creditable  map  of  the  Saint  Joseph  and  Clearwater  Kivers, 
Idaho,  has  been  received  by  Lieut.  Bobert  H.  Fletcher,  Twenty-first 
Infantry.  This  map  was  compiled  by  Lieutenant  Fletcher  from  East- 
wick's  Survey  of  the  Clearwater  Eiver;  scouts  made  by  Maj.  J.  B.  San- 
ford,  First  Cavalry,  1872-'73 ;  and  from  Col.  J.  C.  Davis's  route  of  march 
in  1874.  Lieutenant  Fletcher  was  topographical  officer  upon  the  mili- 
tary expeditions. 

The  State  of  California  has  sold  to  private  parties  the  ^Hide-lands" 
adjoining  the  shorelines  of  the  military  reservations  of  Point  San  Jos^^ 
the  Presidio,  and  Peninsula  Island,  extending  into  San  Francisco  Bay^ 
to  a  depth  of  water  of  24  feet  at  extreme  low  tide  in  the  first  two  cases, 
and  to  a  depth  of  9  feet  in  the  latter  case.  A  wharf  and  house  have 
been  built  upon  the  'Hide-lands''  of  Peninsula  I^iland.  The  Govern- 
ment wharves  at  the  Presidio  and  Point  San  Job6  are  on  property  upon 
which  taxes  are  paid  by  persons  having  deeds  from  the  State  of  Cali- 
fornia. If  the  part  of  San  Francisco  Bay  between  the  shore-line  of 
these  two  reservations  and  the  established  city  water-front  should  be 
filled  in,  the  use  of  the  reservations  w^ould  be  interfered  with.  It  is 
therefore  important  that  the  question  of  the  ownership  of  this  property 
should  be  definitely  settled. 

A  list  of  reports  of  scouts  received  during  the  year,  and  a  table  of  dis- 
tances from  and  to  different  points  in  Arizona,  compiled  by  Lieut  E. 
D.  Thomas,  Fifth  Cavalry,  acting  engineer  officer,  department  of  Ari- 
zona, are  appended. 

The  following  is  an  abstract  of  the  office- work,  viz :  Drawings,  23 ; 
tracings,  58:  maps  mounted,  45. 

Amount  desired  for  fiscal  year  ending  June  30, 1879, 110,000. 
Very  respectfully,  your  obedient  servant, 

J.  C.  Malleby, 
First  Lieutenant  of  EngineerSj  17.  8.  A, 

Brig.  Gen.  A.  A.  Humphreys, 

Chief  of  Engineers  U.  8.  Army. 
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TABLE  OF  DISTANCES  FROM  AND  TO  DIFFERENT  POINTS  IN  ARIZONA, 
COMPILED  FROM  RECORDS  OF  ENGINEER  OFFICE,  HEADQUARTERS  DE- 
PARTMENT OF  ARIZONA,  BY  FIRST  LIEUTENANT  E.  D.  THOMAS,  FIFTH 
CAVALRY,  A.  D.  C.  AND  ACTING  ENGINEER  OFFICER. 


FBOM  PRK8C0TT,  ARIZONA,  TO— 


Posts  and  stations.       Miles. 


Route  travded. 


Apache,  Camp 

Bowie,  Camp 

Ehrenberg 


1 


Grant,  Camp 


McDowell,  Camp . 
Mojave, Camp  ... 


r 


Phoenix 


1 

I 

Pima  Agency < 

Pioche,  Ney  ....* 

Saint  George,  Nov 

Sacramento,  Cal 

San  Bernardino,  Cal 

San  Carlos,  (Camp,)  Ariz  < 


San  Diego,  Cal 

San  Francisco,  Cal 
San  Pedro,  Cal.... , 
San  Pedro,  Ariz.... 
Santa  F6,  N.  Mex  . . 
Stockton,  Cal 

Thomas,  Camp 


Tucson,  Ariz. 


Union,  Forfc,  N.Mex . . . 

Verde,  Camp 

Whipple,  Fort,  Ariz 

Wickenberg,  Ariz < 

Willow  Grove,  Ariz  , 

Wilmingtoi/,  Cal 

Wingate,  N.  Mex 


Tnma,  Fort,  Cal 
Znni,  N.  Mex  ... 


215i 

269^ 

332 
197 
192 
166 
376 
341 

102 
165 
143 
98 
114 

160 
151 
127 
434 
350 
831 
365 
422 
269 
530 
855 
455 
284 
524 
783 
429 
394 
248 
225 

624 
42i 

U 

87 

65 

a5 

450 
25<6 

304 
240 


Via  Camp  Verde  and  MogoUon  Moantains,  Genenl 

Crook  road. 
Via  Camp  Verde,  Stoneman's  Lake,  Snnset  CrossiDf^, 

ambulance  and  freight  road,  old  road. 
Via  stage-road  and  Tucson.    • 
Via  freight-road. 
Via  Wickenberg  stage-road. 

Via  Skull  Valley  and  Gilson's  ranch,  ambulance-road. 
Via  Tucson  stage  and  ambulance-road. 
Via  Black  CaQon  and  Phoenix,  ambulance  and  freight 

road. 
Via  Black  Canon. 

Via  Wickenberg,  old  road. 

Via  Black  CaHou,  new  road. 

Via  new  road  and  Skull  Valley,  stage  and  ambulance 

route. 
Heavy-freight  road. 
Via  stage  and  ambulance  route. 
Via  Black  CaQon  and  Pboenix,  ambulance-route. 
Via  Cerbat,  Mineral  Park,  and  Saint  George. 

Via  Dos  Palms  and  Los  Angeles. 

Via  Dos  Palms. 

Via  Tucson,  ambulance-route. 

Via  McDowell  and  Old  Camp  Grant,  not  traveled. 

Via  Maricopa  Wells,  stage  and  ambulance  route. 

Via  Dos  Palms  and  San  Bernardino,  ambolance-roote. 

Via  Dos  Palms  and  San  Bernardino,  ambolanoe-roate. 

Via  Sunset  Crossing  and  Wingate. 
Via  Dos  Palms  and  Los  Angeles. 
Via  stage-road. 
Via  Black  CaRon. 
Via  btage-road. 

Via  Black  Ca&on,  Phoenix,  and  Sacaton,  ambulance- 
route. 

Via  Copper  Caflon,  ambulance  and  freight  route. 

Via  old  road. 

Via  stage-road,  Skull  Valley,  ambulance-rout«. 

Via  Dos  Palms  and  Los  Angeles. 

Itinerary  of  Col.  R.  I.  Dodge,  Twenty-third  Infantry. 

Odometer  measurement. 
Via  Maricopa  Wells. 
Via  Sunset  Crossing. 


FROM  CAMP  MCDOWELL,  ARIZONA,  TO — 


Apache,  Camp 

Bowie,  Camp 

Colorado  Indian  Res  .... 
Date  Creek,  (old  camp).. 
Ehrenberg 


321i 
232 
255 
110 

210 


Via  Camp  Verde. 

Stage,  ambulance,  and  freight  route. 
Ambulance  and  freight  route. 
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lable  of  distances  from  aud  to  different  points  in  Arizona,  ^c. — Continued. 


Pottts  and  stations. 


Florence 

Grant,  Camp 

(jfoodwin,  (old  camp) 


Hardy  ville 


Lowell,  Camp  .. 
Maricopa  Wells. 
Mojave,  Camp .. 


Miles. 


Route  traveled. 


Phoenix  . 
Prescott, 


San  Carlos 
Tucson 


Verde,  Cam  p. 


Whipple,  Fort 

Wickenberg  .. 
Yuma,  Fort. 


Apache,  to  San  Carlos,  < 


55 
243 
267 

261 

134 

45 

267 

27 
102 
141 
297 
127 

99 

100^ 
142^ 

83 
222 

65 
100 


I  Ambulance  and  freight  route. 

Via  Tucson. 

Via  Florence  and  Desert  road,  Tucson  and  Tres  Ala- 
mos, upper  crossing  San  Pedro. 

Via  Black  Cafiou  and  Prescott,  ambulance,  stage,  and 
freight  route. 

Ambulance  and  freight  route. 
Do. 

Via  Black  Cafion  and  Prescott,  ambulance  and  freight 
road. 

Ambulance  and  freight  rotate. 

Via  Black  Canon. 

Via  stage-route. 

Via  Tucson  and  Camp  Goodwin. 

Via  Florence  and  Desert  Wells,  ambulance  and  freight 
route. 

Via  Black  Cafion,  Antelope  Springs,  and  Copper  CaHon, 
ambulance  and  ireight  road,  new  route. 

Via  Black  Cailon,  ambulance  and  freight  route. 

Stage-route. 

Stage,  ambulance,  and  freight  route. 

St<age,  ambulance,  and  freight  road. 

Via  trail. 

Via  Goodwin,  ambulance  and  freight  route. 


FROM  SAN  CARLOS,  ARIZONA,  TO — 


Apache,  Camp  ... 

Grant,  Camp 

McDowell,  Camp . 


Maricopa 

Prescott 

Tucson 

Yuma,  Cal 

Bowie,  Camp 

Mojave,  Camp 

Bowie,  Camp,  to  Grant, 
Camp. 


65 
100 
297 

284 
411 
186 
425 
115 
587 
•45 


Trail. 

Ambulance  and  freight  road. 

Via  Tucson    and  Camp  Goodwin,   ambulance    and 

freight  route. 
Ambulance  and  freight  road. 
Via  Tucson,  ambulance  route. 

Do. 

Do. 

Do. 
Via  Tucson  stage-route ;  ambulance  route. 
Ambulance  and  freight  road. 


FROM  TUCSON,  ARIZONA,  TO— 


Apache,  Camp } 

Bowie,  Camp 

Colorado.  Camn ......... 

225 

205 
105 
343 
303 
72 
116 
437 
127 

7 

98 

441 

225 

186 

22:^ 

176 
275 

Via  Grant  and  old  Camp  Goodwin,  ambulance  and 

freight  road. 
Via  old  Camp  Goodwin. 
Ambulance  and  freight  road. 

Via  Ebrenberg,  ambulance,  stage,  and  freight  route. 
Via  Wickenbnrg,  stage-route. 

Desert  road,  ambulance  and  freight  road,  stage-route. 
Ambulance  and  freight  road. 
Via  Prescott. 

Khrenberir  . ....  ........ 

Florence  ............... 

Grant.  Camn...... ...... 

Hard V ville  ............. 

McDowell,  Camp 

Lowell.  Camn  .......... 

Via  Florence  and  Desert  route,  ambulance  and  freight 
road. 

Maricona  Wells 

Stage-route. 

Moiave.  Camn ...... .... 

Prescott ................ 

Via  Black  Cafion. 

San  Carlos 

Via  Grant. 

Verde,  Camp 

Via  Black  Cafion. 

Wickenberg 

Stage  and  ambulance  route. 
Via  Maricopa*  Wells,  stage-road. 

Yuma 
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ITINERARY  OF  ROUTE. 

FROM  CAMP  VERDE  TO  CAMP  APACHE. 

Camp  Verde  to  Clear  Creek 4 

Clear  Creek  to  Cedar  Tanks,  sign-board,  wood,  and  grass 16 

Cedar  Tanks  to  Baker's  Springs,  sign-board,  wood,  and  grass V2 

Baker's  Springs  to  General  Spri ngs,  sign-board,  wood,  grass  scarce It 

General  Springs  to  Don  Robert's  Springs,  sign-board,  wood,  grass  scarce .  5 

Don  Robert's  Springs  to  Camp  Adam,  sign-board,  wood,  and  grass 7 

Camp  Adam  to  Dead-Shot  Creek,  sign-board,  wood,  and  grass  scarce 9 

Dead-Shot  Creek  to  Lagana,  (sign-board  down, )  wood,  grass  scarce 11 

Laguna  to  foot  of  Mesa,  sign-board,  wood,  grass  scarce 9 

Foot  of  Mesa  toPbcenix  Park,  wood  and  grass H 

PbcDnix  Park  to  Water-Holes,  wood  and  grass 20 

Water- Holes  to  Clark's  ranch,  wood  and  grass 14 

Clark's  ranch  to  Crossing,  wood  and  grass 15 

Crossing  to  forks  of  road,  wood  and  grass 7 

Forks  of  road  to  Camp  Apache 24 

Total  distance 173 

REMARKS. 

After  passing  the  tree  blaz  d,  and  marked  59^  from  Verde,  the  distances  are  approxi- 
mated, as  actual  measarements  stop  at  that  point.  Water  is  generally  foand  aboat  6 
miles  from  Baker's  Spring,  in  a  creek  near  remains  of  a  hut.  From  that  point  until 
Dead-Shot  Creek  is  passed  is  the  softest  portion  of  the  road.  If  no  water  is  found  at 
Camp  Adam,  where  the  creek  crosses  the  road,  it  can  be  fonnd  down  in  the  eafion  to  the 
left  of  the  road.  Abont  midway  between  Phconix  Park  and  the  Water-Holes  there  ia  a 
si^n-board  marked  <' Water"  to  left  of  the  road.  The  Water-Holes  are  to  the  right 
of  the  road  abont  a  mile.  Between  Clark's  ranch  and  Crossing,  abont  10  miles  out, 
water  is  fonnd  in  a  ravine  to  left  of  road,  sign-board  on  tree. 

Data  obtained  from  records  of  Engineer  Office,  Department  of  Arizona,  and  from 
actual  measurements  by  chain  and  odometer. 

£.  D.  Thomas, 
First  Lieutenant  Fifth  Cavalry ,  A,  D.  C, 
Acting  Engineer  OffioertDepnrtment  of  ArigmuL 
Prkscott,  Ariz.,  February  17, 1877. 
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ANNUAJi  EEPORT  OF  LIEUTENANT  E.  D.  THOMAS,  FIFTH 
CAVALRY,  ACTING  ENGINEER  OFFICER,  FOR  FISCAL 
YEAR  ENDING  JUNE  30,  1877. 

explorations  and  surveys  in  the  department  of  arizona. 

Engineer  Ovfioe, 
Headquarters  Department  of  Arizona, 

Frescottj  Am.,  August  30, 1877. 

Sir  :  I  have  the  honor  to  submit  the  foUowiDg  aoDaal  report  of  the 
operations  of  this  office  for  fiscal  year  ending  Jane  30, 1877. 

Congress  having  made  no  appropriation  for  surveys  in  military  divi- 
sions and  departments,  and  no  funds  being  available,  my  assistance  has 
been  limited  to  the  services  of  one  draughtsman,  furnished  from  and  on 
duty  vith  the  general-service  detachment,  at  headquarters  Department 
of  Arizona,  through  the  kindness  of  the  general  commanding,  which  has 
enabled  me  to  perform  the  duties  absolutely  required  and  add  to  official 
map  such  information  as  was  furnished  by  officers  commanding  troops 
in  pursuit  of  renegade  Indians. 

Work  has  therefore  been  limited  to  the  routine  incidental  to  depart* 
ment  headquarters,  and,  in  the  field,  to  a  few  minor  surveys,  and  the 
preparation  of  maps  of  these  surveys. 

The  survey  of  Gamp  Thomas  military  reservation  was  made  in  Novem- 
ber, 1876.  The  reservation  was  declared  by  the  President  and  an- 
nounced in  General  Orders  No.  14,  Headquarters  Department  of  Arizona, 
June  11, 1877.    Map  forwarded  with  report  of  the  survey. 

Maps  have  been  issued  to  officers  serving  in  this  department,  tables 
of  distances  distributed  to  post-commanders,  and  tracings  made. 

This  office  has  not  yet  received  the  fourth  sheet  of  map  of  Department 
of  Arizona ;  consequently,  no  complete  official  map  could  be  furnished. 
Constant  inquiries  are  made,  and  repeated  requests  by  letters  sent,  to 
this  office  by  officers  serving  in  this  department,  for  completed  maps ; 
and  I  have  been  unable  to  comply  with  their  requests,  and  invariably 
replied  that  a  complete  map  would  soon  be  issued,  as  it  was  in  the  office 
of  the  Chief  of  Engineers,  at  Washington,  D.  C. 

SCOUTS. 

I  herewith  submit  outline  map  of  Southern  Arizona,  showing  move- 
mente  of  troops  in  pursuit  of  hostile  and  renegade  Indians  since  date 
of  last  annual  report.  This  map  is  based  upon  the  official  records  and 
condensed  information  furnished  by  officers  in  command  of  the  different 
detachments. 

May  28, 1876,  General  Kautz,  commanding  department,  accompanied 
by  Colonel  Martin,  A.  A.  G.,  and  Lieutenant  Whitney,  A.  D.  C.,  left 
Prescott  and  proceeded  by  stage  to  Tucson,  and  from  thence  to  Camp 
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Bowie,  Arizoua,  and  took  immediate  command  of  the  cavalry  and 
infantry  column  there  concentrated  to  operate  in  the  removal  of  the 
then  supposed  formidable  and  warlike  Chi-ri-cahua  band  of  Soathern 
Apaches. 

The  disposition  of  troops  and  the  admirable  precaations  taken  ren- 
dered an  outbreak  impossible,  and  the  Ghi-rica-hua  band  was  removed 
to  the  San  Carlos  Indian  reservation  without  dilUcalty;  a  few  who 
escaped  to  the  mountains  were  pursaed  by  troops  and  forced  to  retnrn 
to  their  reservation  or  flee  for  protection  to  Indian  agencies  in  New 
Mexico. 

The  marches  and  routes  traveled  by  the  troops  under  Golontl  Oakes, 
Sixth  Cavalry ;  Major  Compton,  Sixth  Cavalry ;  and  Captain  BraytoD, 
Eighth  Infantry,  who  commanded  detachments  or  mixed  commands 
under  General  Kautz,  are.given  upon  the  map  inciosed,  viz: 

Headquarters  Sixth  Cavalry,  Companies  B,  F,  and  K,  Sixth  Cavalry, 
under  command  of  Colonel  Oakes,  from  the  2d  of  June,  1876,  to  ISth  of 
June,  1876,  from  Camp  Lowell  to  Camp  Bowie,  and  returned  to  Camp 
Lowell. 

Battalion  of  Sixth  Cavalry,  consisting  of  C,  6, 1,  and  M,  and  Cooipaoy 
A,  Indian  scouts,  under  command  of  Major  Compton,  left  Camp  Grant 
June  3,  and  scouted  through  San  Simon  Valley,  returning  to  Camp  Grant 
June  18, 1876. 

April  16  to  July  3, 1876,  Capt.  G.  M.  Brayton,  wit^i  Companies  B  and 
E,  Sixth  Cavalry,  and  B,  Indian  scouts,  scouted  from  Camp  Verde 
through  Tonto  Basin,  Pinal  Mountains,  San  Pedro,  and  San  Simon 
Valleys,  Chiricahua  Mountains,  and  return  to  Camp  Verde. 

August  13  to  August  29,  1876,  Captain  Charles  Porter,  Eighth 
Infantry,  with  detachment  of  Sixth  Cavalry  and  Company  B,  Indian 
scouts,  scouted  through  Bed  Eock  country  from  Camp  Verde,  killing  7 
Indians  and  capturing  7  prisoners. 

August  30  to  September  21,  Lieutenant  Austin  Henely,  Sixth 
Cavalry,  with  Company  H,  Sixth  Cavalry,  scouted  Chiricahua  Mount- 
ains, portions  of  New  Mexico,  and  Sonora.  From  Camp  Bowie,  Sep- 
tember 28  to  October  26,  1876,  Captain  Whitside,  with  Company  B, 
Sixth  Cavalry,  scouted  San  Pedro,  Sonoita,  and  Barbacomba  Valleys 
from  Camp  Lowell. 

October  8  to  November  2,  1876,  Captain  Tupper,  with  Company  G, 
Sixth  Cavalry,  scouted  San  Pedro  and  Gila  Valleys  from  Camp  Grant. 

December  11  to  January  12,  Lieutenant  Bucker,  with  detachments  of 
H,  L,  Sixth  Cavalry,  and  C  Company  Indian  scouts,  scouted  country  in 
vicinity  of  Steen's  Peak  range  of  mountains,  thence  to  the  Ludendorf 
Mountains,  about  40  miles  south  of  Ralston,  N.  Mex.,  where  he  (Lien- 
tenant  Kucker)  had  an  engagement  with  hostile  Indians,  killing  a  num- 
ber and  capturing  many  prisoners,  destroying  a  large  amount  of  their 
property. 

February  11  to  March  11, 1877,  Lieutenant  Rucker,  with  Company  H, 
Sixth  Cavalry,  and  C,  Indian  Scouts,  scouted  Gila  and  Burro  Mount- 
ains from  Camp  Bowie. 

March  3,  Maj.  F.  D.  Ogilby  made  a  trip  from  Camp  Apache  to  Globe 
City,  Arizona,  Lieutenant  Baird,  Sixth  Cavalry,  furnishing  to[)ographicaI 
sketch  of  same,  calling  attention  to  the  false  position  of  Apache  Mount- 
ains upon  official  maps ;  his  statement  was  indorsed  by  Major  Ogilhv 
and  forwarded. 

I  have  made  the  corrections  upon  inclosed  map,  and  will  do  so  upon 
official  map. 

Lieutenant  Craig,  Sixth  Cavalry,  with  detachment  Company  B  and 
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M,  Sixtb  Cavalry,  scouted  noachaca  Mountains,  vicinity  of  San  Bafael 
and  Santa  Cruz,  Sonora,  and  Sonoita  Valleys,  from  April  18  to  April 
21,  1877. 

June  5  to  June  24,  Lieutenant  Hanna,  with  detachment  6  and  M,  Sixth 
Cavalry,  and  Indian  scouts,  scouted  country  in  vicinity  of  old  Camp 
Crittenden,  Wallen,  Santa  Cruz  and  Barbacomba  Valleys  from  Camp  in 
Huachuca  Mountains. 

All  routes  and  trails  are  shown  on  accompanying  map. 

MILITARY  ROADS. 

The  Skull  Valley  and  Prescott  wagon-road  was  completed  November 
6, 1875,  and  opened  for  travel  immediately  after ;  it  was  repaired  the 
following  summer  as  much  as  practicable  with  the  unexpended  balance 
of  the  appropriation.  This  road,  which  runs  over  Sierra  Prieta  range 
of  mountains,  is  very  liable  to  damage  from  washes  from  winter  rains 
and  snow-storms,  and  needs  yearly  repairs  to  keep  it  in  good  order  and 
proper  condition  for  travel.  A  small  appropriation  is  respectfully  asked 
for  this  purpose.    Map  and  estimates  submitted  with  report. 

Prescott  and  Camp  McDowell  road,  with  branch  to  Camp  Verde,  was 
completed  February  29,  1876,  and  needs  repair.  Map  and  estimates 
are  also  submitted  for  this  road. 

I  transmit,  herewith,  map  and  estimate  of  cost  of  repair  of  military 
road  between  Camp  Verde  and  Sunset  Crossing,  Department  of  Ari- 
zona, and  beg  to  call  attention  of  the  Chief  of  Engineers  to  the  urgent 
and  imperative  necessity  of  securing,  if  possible,  an  appropriation  from 
Congress  for  the  repair  and  substantial  improvement  of  this  important 
interior  line  of  communication  between  Arizona,  New  Mexico,  and  the 
Eastern  States.  The  importance  of  rendering  this  a  good  and  easily- 
traveled  freight  and  stage  route  will  be  readily  perceived  upon  an  examin- 
ation of  the  ordinary  topographical  maps  of  Northeastern  Arizona  and 
New  Mexico,  and  the  calculation  of  distancesof  lines  of  travel  from  railroad 
centers  in  Colorado  and  New  Mexico  to  posts  in  Arizona,  as  compared 
by  lines  of  travel  and  ordinary  routes  of  communication  from  eastern 
cities  via  San  Francisco  to  posts  in  Arizona. 

The  completion  of  the  Denver  and  Kio  Grande  Bailroad  to  Fort  Gar- 
land, New  Mexico,  and  the  feasibility  of  a  good  wagon-road  from  Fort 
Garland  to  Fort  Wingate,  New  Mexico,  and  thence  to  Prescott — depart- 
ment headquarters — and  northern  posts,  will  materially  reduce  the  cost 
of  transportation,  and  increase  the  comlort  of  troops  in  Arizona,  by  be- 
ing supplied  from  markets  of  Chicago  and  Saint  Louis,  far  preferable  to 
San  Francisco,  excepting  one  item,  *'  canned  fruit."  It  will  also  reduce 
the  price  of  transportation  of  Army  supplies,  an  important  question 
now,  when  appropriations  are  reduced  to  the  lowest  possible  limit: 
while  it  also  increases  the  facilities  of  mail-communications  and  travel 
to  and  from  the  Eastern  States.  Officers  and  men  under  orders  for 
eastern  stations  can,  by  the  opening  of  this  route,  reach  the  terminus  of 
the  railroad  in  New  Mexico  in  about  the  same  time  that  it  now  takes  to 
arrive  at  the  terminus  of  the  Southern  Pacific  Eailroad,  thus  avoiding 
delays,  snow-blockades,  wash-outs,  spring  floods,  additional  expenses, 
and  the  annoyances  and  discomforts  of  traveling  through  a  State  where 
uational-bank  notes  are  not  accepted  as  the  legal-tender  and  circulating 
medium  of  its  citizens  and  transient  inhabitants. 

In  the  winter  months  frequent  and  long  delays  occur  in  the  arrival  of 
eastern  mails,  due  to  snow-blockades  on  the  Union  and  Central  Pacific 
Bailroads,  a  source  of  extreme  annoyance  to  troops  mainly  from  the 
Eastern  States  stationed  in  Arizona,  who  depend  almost  entirely  upon 
the  clothing-markets  in  the  east  for  wearing-apparel,  and  receive  all 
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goods  by  mail,  rely  upon  regular  transmission  of  periodicals,  and  who 
have  no  interest  in  common  with  the  people  of  the  Pacific  slope. 

Some  dissatisfaction  has  existed,  and  complaints  have  been  made, 
about  the  irregularity  of  mails,  when  eastern  mails  were  forwarded  bj 
Santa  F^,  N.  Mex.  This  was  caused  through  the  condition  of  the  road, 
rendering  it  impracticable  to  transport  mails  over  the  Mogollan  MouDt- 
aius,  except  on  horseback,  a  distance  of  60  miles.  This  will  be  obviated 
after  repair  of  road,  by  the  placing  upon  the  route  a  regular  line  of 
passenger-coaches,  insuring  rapidity,  regularity,  and  reliability  in  the 
transmission  of  mail-matter  upon  this,  a  shorter,  less  expensive,  and 
more  direct  road  to  headquarters  Department  of  Arizona,  Prescott, 
the  capital,  and  military  posts  in  the  eastern  part  of  Territory. 

The  unexampled  prosperity  of  Arizona,the  extraordinary  development 
of  its  mineral  resources,  and  the  large  immigration  to  this  section  of 
country  demand  a  short  and  inexpensive  route  to  the  Eastern  States  for 
commerce,  accommodation  of  officers,  citizens,  and  soldiers  living  and 
serving  within  its  borders. 

During  the  last  season  the  grangers  of  Arizona  did  not  grow  suffi- 
cient wheat  to  supply  the  demand  for  flour  for  Army  or  civil  use,  neces- 
sitating heavy  and  numerous  shipments  of  flour  from  New  Mexico  by 
contractors  and  merchants  to  fill  contracts  or  to  supply  their  local 
markets ;  additional  charges  for  freight  were  made  to  cover  detours 
and  almost  impassable  nature  of  roads,  consequent  increase  of  price  of 
flour,  which  would  have  been  avoided  by  keeping  the  road  in  proper  re- 
pair. 

The  extensive  Mormon  and  other  settlements  upon  the  Little  Colo- 
rado, the  facilities  for  cultivating,  raising,  and  bringing  into  the  mar- 
kets millions  of  pounds  of  wheat,  barley,  and  com  annually  through 
the  medium  of  this  road,  will  considerably  reduce  the  expenses  of 
maintaining  troops  in  this  department. 

The  road  was  projected  and  completed  by  military  labor  under  the 
supervision  of  an  Army  officer  under  G-eneral  Stoneman's  administra- 
tion of  affairs  pertaining  to  this  department,  finished  and  opened  for 
travel  November  30, 1870,  and  shortens  distance  to  Sunset  Crossing 
about  60  miles;  it  is  built  over  Mogollan  Mountains,  through  dense 
forests  of  pine  and  cedar,  a  road  well  watered,  excellent  grazing,  short 
and  convenient  drives.  The  road  has  never  been  repaired  or  improved 
in  any  way  since  its  opening,  and  running  over  rocky  mesas  and  mal- 
pays  country  for  20  miles  is  in  its  present  condition  impassable  for 
either  light  or  heavy  teams. 

For  consideration  of  proper  authority  special  rates  are  herewith  sub- 
mitted, furnished  by  general  freight  agent  of  Kansas- Pacific  Railways, 
for  freights  from  New  York,  Chicago,  Saint  Louis,  &c. 

100  poosch. 

(first  class $4  S7 

second  class..  3  63 

third  class...  2  9d 

fourth  class..  2  31 

f  first  class 3  5S 

^        ^..                                                                                        j  second  class. .  8  73 

From  Chicago ^  thini  class...  2  29 

t fourth  class..  1  8C 

(first  class 3  3i 

second  class. .  2  73 

third  class...  2  39 

fourth  class..  1  SI 

•  [  first  class  ....  1  5U 

,:,        rr          z^-*.        t                -au  secoud  olass. .        150 

From  Kansas  City  or  Leavenworth <  third  class .. .        1  50 

'I fourth  class..        I  S5 


APPENDIX   UU.  1453 

These  rates  are  from  places  above  mentioned  to  Fort  Oarland,  Colo- 
rado, the  present  terminas  of  railroad.  From  there  the  rates  to  Preseott, 
Ariz.,  will  be  $5.70  per  100  pounds  for  the  entire  distance. 

Freight  will  be  delivered  in  thirty  days  after  reaching  end  of  railroad, 
by  mule  teams.  By  examination  of  rates  above  enamerated,  and  esti- 
mating cost  of  shipments  from  the  East  through  San  Francisco  to  posts 
in  this  department,  it  will  be  seen  that  there  will  be  a  great  saving  of 
cost  in  transportation  of  supplies  for  Army  consamption,  besides  a  more 
expeditions  method  of  delivery,  thereby  ignoring  that  ^*  terrible,"  sordid, 
and  unscrnpnlous  monopoly,  the  Southern  Pacific  Railroad. 

The  expenditure  of  the  amount  estimated  for,  will  be  a  wise  and 
beneficent  measure,  calculated  to  improve  the  condition  of  the  Terri- 
tory, benefiting  both  citizens  and  military,  and  bringing  yearly  into  the 
Treasury  of  the  United  States  millions  of  money,  which  now  lies  dor- 
mant for  want  of  development. 

Under  provision  of  General  Order  No.  62,  current  series,  Headquarters 
of  the  Army,  I  have  now  on  duty  in  the  engineer  ofiice  two  competent 
draughtsmen,  who  will  be  of  great  service  to  me,  and  through  whom  it 
is  hoped  to  have  much  valuable  information  incorporated  in  maps. 

An  office  map  of  the  department  will  be  commenced  immediately,  and 
work  upon  it  continued  till  it  is  finished. 

I  have  been  on  duty  as  acting  engineer  officer  of  the  department  for 
over  two  years,  and  have  not  received  any  of  engineer  appropriation, 
although  I  have  made  requests  ,*  therefore  I  respectfully  ask  that  the 
following  estimates  be  filled,  if  possible,  and  money  sent  to  me  as  soon 
as  it  is  available. 

With  my  present  assistants  accurate  maps  can  be  furnished  from  this 
department  as  well  as  from  any  other  department.  Maps  can  be  photo- 
graphed, mounted,  and  sent  to  officers  serving  in  department. 

I  have  quite  a  number  of  plats  of  surveys,  which  were  made  while  I 
have  had  charge  of  this  office,  and  I  desire  copies  so  they  can  be  sent 
to  post  commanders. 

Matimate  of  funds  for  fiscal  year  ending  June  30, 1878. 

For  the  purchase  of  drawiug-iDstmmentSy  drawing-paper,  ioks,  oolors,  &o..      $800  00 

For  chemicals  and  tools  to  photograph  maps 700  00 

For   the  purchase  of  odometers,  prismatic  compasses,  and  the  repair  of 

iDstrnments 1,000  00 

For  office  expenses 800  00 

To  cover  expenses  for  tracing  of  township  plats  at  the  different  land-offices 

of  entire  territory  re<}uired  for  official  map 2,000  00 

For  the  purchase  of  sextants,  chronometers,  aneroids,  bypsometrical  appa- 
ratus, and  other  instruments  for  field  astronomical  observations  and  recon- 
naiatfances 4,000  00 

Total r-. 9,300  00 

The  instruments  furnished  this  office,  and  now  in  use,  are  wholly  in- 
adequate, limited  to  two  transits  of  old  construction,  and  greatly  in  need 
of  repairs,  a  level  with  rod  and  target,  and  two  chains  of  the  most  in- 
ferior pattern  ;  they  exclude  any  attempt  to  work  on  a  more  extensive 
scale. 

The  mountainous  character  of  the  country  renders  the  determinations 
of  relative  altitudes  imperative  for  the  correct  representation  of  topo- 
graphical features,  and  no  instrnments  for'  this  purpose  are  available, 
save  the  time-consuming  level. 

In  the  way  of  field  astronomical  observations,  nothing  has  been  done 
for  want  of  proper  instruments,  tables,  &c. 
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For  office  work  circa  instances  are  the  same,  only  the  deficiency  oi 
tools  is  here  more  severely  felt ;  a  few  dividers  and  nntrae  triangles  are 
the  means,  necessitating  corresponding  results. 

It  is  two  years  since  this  office  received  some  drawing-paper  and 
other  materials.  This  supply  being  exhansted  some  time  ago,  I  am 
compelled  to  draw  largely  on  the  kindness  of  Captain  Simpson,  assistant 
depot  quartermaster  at  Fort  Whipple,  for  office-material  absolutely  nec- 
essary for  the  routine  of  this  office. 

Very  respectfully,  your  obedient  servant, 

£.  D.  Thomas, 
First  Lieut  Fifth  Cavalry^  A,  2>.  C,  Acting  Engineer  Officer. 
Brig.  Gen.  A.  A.  Hu:>iPHREYft, 

Chief  of  Engineers  U.  ti.  A. 
(Through  the  chief  engineer  Military  Division  of  the  Pacific.) 


^timate  of  funds  required  for  the  improvement  and  repair  of  military  road  from  Pre90ott  to 

Skull  Valley,  Arizona. 

For  GODstruction  of  draiDR,  ditches,  and  stone  ool verts f2, 400  00 

For  improvement  of  road-bed,  filling;  and  reduction  of  grade 2, 000  0(> 

For  repair  of  retainiug-walld,  construction  of  railings,  and  repair  of  carves . .     1, 600  00 

6,000  GO 


Estimate  of  funds  required  for  the  repair  of  military  roads  connecting  Prescottf  Camp  Verdt, 

and  Camp  McDowell,  Arizona, 

For  the  repair  and  the  construction  of  additional  drains,  ditches,  and  cul- 
verts, the  improvement  and  repair  of  water-crossings $3, 000  00 

For  the  repair  of  road-covering,  removal  of  rocks,  and  the  construction  of 
one  retaining- wall 3,000  00 

6,000  00 


Estimates  for  repairs  and  improvements  upon  military  road,  Department  of  Arizona,  from 

Camp  Verde,  Arizona,  to  Sunset  Crossing,  Arizona. 

For  grading,  cleariusr  brush,  cutting  and  making  new  road-bed  bet^eeii 
Camp  Verde,  via  Wales  Arnold's,  to  its  intersection  with  Stonemau  road, 
12  miles,  at  $500  per  mile |6,000  00 

For  blasting,  removal  of  rocks,  and  improvement  of  old  road-bed,  the  con- 
struction of  stone  culverts,  drains,  ditches,  &c.,  grades  from  intersection 
of  new  road  via  Wales  Arnold's  ranch  to  the  Btoneman  road,  to  Stoneman's 
Lake,  15  miles,  at  $200  per  mile 3,000  00 

For  filling  and  grading,  removal  of  rocks,  and  improvement  of  road  from 
Stonemau's  Lake  to  Jarvis  Pass,  30  miles,  at  $100  per  mile 3, 000  00 

For  removal  of  rocks  and  improving  grades,  cuts,  making  of  bridges  from 
Jarvis  Pass  to  Sunset  Crossing,  25  mues,  at  $50  per  mile 1, 250  00 

Total 13,250  00 

The  road  as  it  now  stands  runs  from  Gamp  Verde  up  west  bank  of 
Verde  Kiver,  to  a  point  about  7  miles  from  the  camp,  and  thence  follows 
a  general  eastern  course  to  Sunset  Crossing. 

A  distance  of  7  miles  can  be  saved  by  running  road  up  Beaver  Creek, 
touching  Wales  ArnoUVs  ranch  (see  red  line  on  mep)  and  on  to  its  inter- 
section with  IStoneman  road. 
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This  cat-off  will  make  the  road  more  convenient  to  travelers,  allow  a 
better  gradient,  and  avoid  a  couniderable  stretch  of  malpays  coantry  at 
the  head  of  Beaver  Greek. 

The  road  connecting  Gamp  Verde  and  Fort  Whipple  rnns  through 
Copper  GaSLon  and  on  a  general  western  coarse  from  Camp  Verde. 

E.  D.  Thomas, 
First  Lieut  Fifth  Cavalry^  A.  D.  C,  Acting  Engineer  Officer 

Department  of  Arizona. 
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Chic'pjo  Harbor,  III.,  iinprovoinent  of 

Clnppowa  River,  Wis.,  improveiueut  of...- 
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Cleveland  Harbor,  Oliio,  improvement  of 
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Columbia  River,  Lower,  Oreg.,  improvement  of 

Columbia  River,  Upper,  and  8nake  River,  Oreg.,  improveuleut  of.. 

Columbia  River,  Oreg-.,  canal  at  Cascades 

Couueuut  Harbor,  Ohio,  improvement  of 

Connecticut  River,  above  Hartford,  Conn.,  iuiprovemcnt  of 

Connecticnt  River,  below  Hartford,  Conn.,  improvement  of 

Coosa  River,  (Georgia  and  Alabama,  improvement  of 

Coosa wattee  River,  (ra.,  improvement  of 

Cuinberlatid  River,  Tenn.,  improvement  of 

Cyprcifij  llayou,  Tex.,  improvement  of 

D. 

Pf fences,  soa-ooost  ami  lake-frontier 

Delawaie  Din  kwater  Hnrbor 

Delaware  I'iver,  below  Petty's  Inland,  improveni*»nt  of 

l)tla\vaie  River,  between  Trenton  and  Whitehill,  N.  J.,  improve- 
ment of 

Detroit  River,  Micb.,  improvement  of 

Des  Moines  Rapids,  Mississippi  River,  improvement  of 

Dnbiique,  Iowa,  improvemout  of  harbor  at - 

Dnln'tb  Hnrbor,  Minn.,  improvement  of 

Dunkiik  Harbor,  N.  Y.,  improvement  of 

Duties  of  clUcers  of  the  Corps  of  £ngineei-8 

Eagle  Harbor,  Mich.,  improvement  of • 

Kast  Chester  Creek,  N.  Y.,  improvement  of 

East  River,  N.  Y.,  removal  of  obstruction  from  

Elizabeth  River,  Va.,  improvement  of 

Engineer-depots 

Erie  Harbor,  Pa.,  improvement  of 

Etowah  River,  6a.,  improvement  of 

Explorations,  geological,  &c.,  40th  parallel 

Explorations,  geographical,  dbc,  west  of  100th  meridian.. 

Explorations  and  reconnaissances 

Explorations  and  surveys  in  the  Division  of  the  Missoari 

Explorations  and  surveys  in  Department  of  Dakota..... 

Explorations  and  surveys  in  Department  of  the  Platte...- 

Explorations  and  surveys  in  Department  of  the  Missouri 

Explorations  and  surveys  in  Department  of  Texas 

Explorations  and  surveys  in  Division  of  the  Paoifio 

Explorations  and  surveys  in  Department  of  Arizona 

Explorations  and  reconnaissances,  estimates  for 

F. 

Fatrport  Harbor,  (Qrand  River,)  Ohio, improvement  of 

Fall  River  Harbor,  Mass.,  improvement  of 

T^aHs  of  Saint  Anthony,  Minn.,  preservation  of 

Falls  of  the  Ohio  Hiver,  improvement  of  navigation  at 
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Flint  River,  Georgia  and  Florida,  improvement  of.... 

Frankfort  Harbor,  Mich.,  improvement  of 

French  Broad  River,  N.  C.,  survey  for  improvement  of 

Fort  Brown,  Tex.,  protection  of  river  banks  at. ......... ••........ 

Fortieth  parallel,  geological  exploration  of 
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Georgetown  and  Washington  Harbors,  D.  C,  improvement  of 

Grand  Haven  Harbor,  Mich.,  improvement  of 

Grand  River  (Fairport)  Harbor,  Ohio,  improvement  of 

Great  Sodas  Harl>or,  N.  Y.,  improvement  of 

Great  Kanawha  River,  W.  Va.,  improvement  of 

Green  Bay  Harbor,  Wis.,  improvement  of 
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Hallet's  Point,  destmction  of  reef  at 

Harbor  of  Refuge,  Lake  Huron • 

Harbor  of  Refoge,  Sturgeon  Bay  Canal,  Wis 

Harbor  of  Refuge  on  Pacific  Coast,  examination  for  establishment  of 

Harlem  River,  near  East  River,  N.  Y.,  improvement  of 

Hell  Gate,  N.  Y.,  improvement  of  navigation  at 

Hiawasaee  River,  Tenn.,  improvement  of 

Honsatonic  River,  Conn.,  improvement  of 

Hudson  River,N.Y.,  improvement  of 

H  odsou  River  opposite  Jersey  City,  dredging  in 

Huron  Harbor,  Ohio,  improvement  of 

Hyannis  Harbor,  Mass.,  improvement  of 

I. 


Illinois  River,  improvement  of 

Inside  passage  between  Femandina  and  Saint  John's  River,  Fia., 
improvement  of 

J. 
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84  524 
102 


73  446 
(74  455 
^75  458 
127 
127 

63  351 
107 
115 
118 

61  296 

99 


49  231 
110 

99 
123 

50  248 
49  227 
91  598 
47  215 

49  223 

50  245 
113 

42  194 


85  546 
68  378 


James  River,  y a.,  improvement  of 60    284 

Jersey  City,  dredging  in  vicinity  of 50    245 

I 

Kanawha  River,  Great,  improvement  of i  61    296 

Kanawha  River,  Little,  improvement  of 94    663 

Kennebec  R!ver,Me.,  improvement  of i  34    162 

Kennebunk  River,  Me.,  improvement  of 35    165 

Kenosha  Harbor,  Wis.,  improvement  of 102 

Kent  Island  Narrows,  Md.,  improvement  of '  56    271 

Lake- harbors  and  rivers '  97 

Lakes,  Northern  and  North  western,  survey  of 125 

Laws  of  second  session  Forty-fourth  Congress  affecting  Corps  of  i 

Engineers I  143 

Le wee,  Del.,  construction  of  piers  at 52    255 

Little  Narragansett  Bay,  Rhode  Island  and  Connecticut,  survey  of.  44    203 

Little  Sodns  Harbor,  N.  Y.,  improvement  of i  118 

Little  Kanawha  River,  improvement  of 94    663 
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1209 

912 
965 
980 

855 


925 
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1049 


959 


873 


837 
1105 


981 
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Lonisville  and  Portland  Canal,  snperlntendenoe  and  management 

of :-.- 

Lndiugton  Harbor,  Mioh.,  improvement  of 

m. 

Macbias  River,  Me.,  improvement  of  ..••••  .••—..' • 

Manistee  Harbor,  Wis.,  improvement  of.... 

Manitowoc  Harbor,  Wis.,  improvement  of..... .••... 

Maps  of  campaigns  and  battle-fields • 

Maps,  military,  geographical  and  lake  survey 

MarcQB  Hook  Harbor,  Fa.,  improvement  of < 

Marquette  Harbor,  Mich.,  improvement  of • 

Matagorda  Bay,  Tex.,  improvement  of  entrance  to 

Meeker's  Island,  Minn.,  lock  and  dam  at • 

Memphis,  Tenn.,  protection  of  water-front  of 

Menomonee  Harbor,  Michigan  and  Wisconsin,  improvement  of ... 

Merrimac  River,  Mass.,  improvement  of 

Michigan  City  Harbor,  Ind.,  improvement  of 

Milford  Harbor,  Conn.,  improvement  of 

Milwaukee  Harbor,  Wis.,  improvement  of • 

Minnesota  River,  improvement  of 

MissisHippi,  Missouri,  and  Arkansas  Rivers,  operations  of  snag- 
boats  on 

Mississippi  River,  between  months  of  the  Illinois  and  Ohio  Rivers, 
improvement  of • 

Mississippi  River,  survey  of 

Mississippi  River,  improvement  of  mouth  of,  at  Southwest  Pass 

Mississippi  River,  Upper,  improvement  of... 

Mississip))!  River,  above  Falls  of  Saint  Anthony,  improvement  of.. 

Missouri  River  at  Saint  Joseph,  improvement  of 

Missouri  River  at  Nebraska  City,  improvement  of 

Missouri  River,  above  mouth  of  Yellowstone,  improvement  of. ... 

Mobile  Harbor,  Ala.,  improvement  of 1 

Monongabela  River,  improvement  of 

Monroe  Harbor,  Mich.,  improvement  of • 

Movable  dam  at  Davis's  Islaud,  Ohio  River  .'. , 

Muskegon  Harbor,  Mich.,  improvement  oi 

nr. 

Nanseniond  River,  Va.^  iraprovem*»nt  of.. 

Nebra-^ka  City,  Nebr.,  improvement  of  Missouri  at 

New  Buffalo  Harbor,  Mich.,  improvement  of '- 

New  Bedford  Harbor,  Mass.,  improvement  of 

Kew  Castle,  Del.,  ice-barbor  at 

New  Haven  Harbor,  Conn,,  improvement  of 

Newport  Harbor,  R.  I.,  improvement  of 

Kew  River,  Virginia  and  West  Virginia,  improvement  of 

Nomini  Creek,  Va.,  improvement  of 

Norwalk  River,  Conn.,  improvement  of 

Norfolk  Harbor,  Va.,  improvement  of 

Oakland, Harbor,  San  Francisco  Bay,  Cal.,  improvement  of 

Oak  Orchard  Harbor,  N.Y.,  improvement  of 

Occoqnan  Creek,  Va.,  improvement  of 

Ocmulgee  River,  Ga.,  improvement  of 

Office  of  the  Chief  of  Engineers 

Officers  of  the  Corps  of  Engineers 

Ogdensburgh  Harbor,  N.  Y.,  improvement  of 

Ohio  River,  improvement  of 
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Ohio  Biyer,  impiovement  of,  report  of  board  of  eDgineers  on. 

Ohio  Biver,  FaUs  of,  improyement  of  ••.•. 

Olcott  Harbor,  N.  T.,  improyement  of •...« 

Ontonagon  Harbor,  Mich.,  improyement  of 

Ooetenanla  Riyer,  Ga.,  improyement  of • 

Oawego  Harbor,  N.T.,  improyement  of 

Otter  Creek,  Vt.,  improvement  of 

Onachita  Riyer,  Arkansas  and  Loaisiana,  improyement  of  .. 


P. 


Pamplico  Riyer,!N.  C,  examination  of 

Passaic  River,  N.  J.^  improvement  of 

Pass  Cavallo,  Tex., improvement  of.., 

Patapsco  River,  Md.,  improvement  of 

Pawcatuck  River,  Rhode  Island  and  Connecticut,  improvement  of. 

Pawtnoket  River,  R.I.j  improvement  of 

Penobscot  River,  Me.,  improvement  of 

Peusacola  Harbor,  Fla.,  removal  of  obstrnotions  from  entrance.... 

PeDtwater  Harbor,  Mich.,  improvement  of 

P^re  Marquette  Harbor,  Mich.    (See  Ludington.) 

Perqnimans  River,  N.  C,  improvement  of 

Plattsbnrgh  Harbor.  K.  Y.,  improvement  of 

Plymonth  Harbor,  Mass.,  improvement  of 

Port  Chester  Harbor,  N.  Y.,  improvement  of • 

Port  Clinton  Harbor,  Ohio,  improvement  of 

Port  Jefferson  Harbor,  Long  Island,  N.  Y.,  improvement  of 

Portland  Harbor,  Me.,  improvement  of 

Port-warden's  line  at  Philadelphia 

Port  Washington  Harbor,  Wis.,  improvement  of 

Protection  of  public  work,  against  trespass  or  ii^ury,  report  on, 
with  form  of  an  act  for 


Providence  River,  R.  L,  improvement  of , 

Provinoetown  Harbor,  Mass.,  improvement  of 

Pnblio  bnildings,  grounds,  and  works,  District  of  Columbia. 

Pultneyyille  Harbor,  N.  Y.,  improvement  of 


Racine  Harbor,  Wis.,  improvement  of 

Railroad  accidents,  investigation  of 

Rappahannock  Ri ver,  Va.,  improvement  of 

Keoonnaissances  and  explorations 

Red  River  Raft,  La.,  removal  of 

Red  River  of  the  North,  improvement  of 

Richmond's  Island,  Me.,  harbor  of  refuge  at 

Kincon  Rock,  harbor  of  San  Francisco,  Cal.,  removal  of 

Rio  Grande  at  Fort  Brown,  Tex.,  protection  of  river  banks  of. 

Kiver  and  harbor  improvement 

Koanoke  River,  N.  C,  improvement  of 

Rock  Creek  Bridge,  Washington  Aqueduct,  D.  C 

Rock  Island  Rapids,  Mississippi  River,  improvement  of 

Rondout  Harbor,  N.  Y.,  improvement  of 


Page. 


8. 


Sabine  Pass,  Tex.,  improvement  of..... 

Sacramento  and  Feather  Rivers,  Cal.,  iiuproveroent  of 

Saginaw  River,  Mich. ,  improvement  of 

Saint  Anthony,  preservation  of  Falls  of 

Saint  Augustine  Creek,  Fla.,  improvement  of 

Saint  Clair  Flats  Ship-Canal 

Saint  Clair  River,  at  the  mouth  of  Bla^k  River,  Mich.,  improve- 
ment of , 
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101 

31  828 

43  199 

41  189 

124 
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120 
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Saint  Croix  River,  Me.,  improveuieDt  of •    32 

Saint  Francis  River,  Arkaneaa  and  MiBSonri,  improvement  of 79 

Saint  Joseph,  Mo.,  improvement  of  river  at 79 

Saint  Joseph's  Harbor,  Mich.,  improvement  of 109 

Saint  Loais  Harbor,  Mo.,  improvement  of dl 

Saint  Mary's  Falls  Canal,  Mich 109 

Saint  John's  River  and  Fernandina,  Fla.,  deepening  inside  passage 

between 68 

Salem  Harbor,  Mass.,  improvement  of '. 37 

San  Diego  Harbor,  Cal.,  improvement  of 121 

San  Joaquin  River,  Cal.,  improvement  of 122 

Sandusky  City  Harbor,  Ohio,  improvement  of 113 

Sangatuck  Harbor,  Mich .,  improvement  of 108 

Savannah  Harbor  and  River,  6a.,  improvement  of 67 

Schuylkill  River,  Pa.,  improvement  of !    54 

Sea-coast  and  lake-frontier  defenses 

Seekonk  River,  R.  I.,  improvement  of 

Sheboygan  Harbor,  Wis.,  improvement  of 

Shrewsbury  River,  N.  J.,  improvement  of 

Snag-boats  on  Mississippi,  Missouri ,  and  Arkansas  Rivers 

Snake  River,  Wash.  Ter.,  improvement  of 

Sodus  Harbor,  N.  Y.,  Great,  improvement  of 

Sodus  Harbor,  N.  Y.,  Little,  improvement  of 

South  Haven  Harbor,  Mich.,  improvement  of 

Soutbport  Harbor,  Coon.,  improvement  of 

Southwest  Pass,  Mississippi  River,  improvement  of 

Staten  Island,  N.  Y.,  improvement  of  New  Jersey  Channel 

Steamer  Henry  Burden,  operations  of , 

Stonington  Harbor,  Conn.,  improvement  of 

Sturgeon  Bay  Canal,  Wis.,  harbor  of  refuge  at 

Superior  Bay  and  entrance.  Wis 

Surveys  and  explorations  40th  parallel 

Surveys  and  explorations  west  of  the  100th  meridian 

Survey  of  northern  and  northwestern  lakes,  and  of  the  Mississippi 

River , 


153 
498 

496 


Surveys  and  examinations  for  improvement  of  rivers  and  harbors, 

estimates  for 

Swanton  Harbor,  Vt.,  improvement  of 

T. 


*«•«*< 


Taunton  River,  Mass.,  improvement  of 

Tennessee  River,  above  Chattanooga,  improvement  of  ... 

Tennessee  River,  below  Chattanooga,  improvement  of 

Thames  River,  Conn.,  improvement  of 

Thunder  Bay  River,  Mich.,  improvement  of  mouth  of 

Thunderbolr.  River,  Fla.,  improvement  of 

Toledo  Harbor,  Ohio,  improvement  of 

Tombigbee  River,  Ala.,  improvement  of 

Tone's  Bayou,  La.,  closing  of 

Torpedo  defense 

Transportation-routes  to  the  seaboard  : 

Survey  of  third  subdivision,  central  route,  from  Ohio  River  to 

tide- water  in  Virginia 

Two  Rivers  Harbor,  Wis.,  improvement  of 


r. 


Upper  Mississippi  River,  improvement  of 


V. 


Vermillion  Harbor,  Ohio,  improvement  of, 
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1¥. 

Wabaab  River,  Ind.,  improvement  of 

Waddington  Harbor,N.Y.,  improvement  of 

Wacbita  River,  Arkansas  and  Lonisiana,  improvement  of 

Warebam  Harbor,  Mass.,  improvement  of 

Wasbington  and  Georgetown  Harbors,  D.  C,  improvement  of 

Wasbington  Aqaeduct,  D.  C 

Wasbington  Aqned net,  Rock  Creek  Bridge 

Water  communication  between  Gnlf  of  Mexico  and  Atlantic  Ocean, 

report  on 

Water-gauges  on  Mississippi  River  and  tributaries 

White  River,  Ark.,  above  Jacksonport,  improvement  of 

White  River  Harbor,  Mich.,  improvement  of 

White  and  Saint  Francis  Rivers,  removal  of  snags  and  rooks  from 

Wicomico  River,  Md.,  improvement  of 

Willamette  River,  Lower,  Oreg.,  improvement  of ^.. 

Willamette  River,  Upper,  Oreg.,  improvement  of 

Wilmington,  Cal.,  constmction  of  breakwater  at 

Wilmington  Harbor,  Del.,  improvement  of 

Wilson  Harbor,  N.  Y.,  improvement  of 

Wisconsin  and  Fox  Rivers,  improvement  of 

Wisconsin  River,  improvement  of 

Y. 

Tazoo  River,  Miss.,  improvement  of 
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